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PREFACE. 


This  work  is  divided  into  three  parts.  The  first  relates  to  those 
branches  of  the  operations  of  engineering  which  depend  on 
geometrical  principles  alone,  that  is  to  say,  Surveying,  Levelling, 
and  the  Setting-out  of  works,  comprehended  under  the  general 
name  of  Engineering  Geodesy,  or  Field- Work.  The  second  part 
relates  to  the  properties  of  the  Materials  used  in  engineering  works, 
such  as  earth,  stone,  timber,  and  iron;  and  the  art  of  forming  them 
into  Structures  of  different  kinds,  such  as  excavations,  embank- 
ments, bridges,  &c  The  third  part,  under  the  head  of  Combined 
Structures,  sets  forth  the  principles  according  to  which  the 
structures  described  in  the  second  part  are  combined  into  extensive 
works  of  engineering,  such  as  Roads,  Railways,  River  Improve- 
ments, Water- Works,  Canals,  Sea  Defences,  Harbours,  dec. 

The  first  chapter  of  the  second  part,  entitled  a  Summary  of  the 
Principles  of  Stability  and  Strength,  forms  not  so  much  an  integral 
part  of  the  book,  as  a  collection  of  mechanical  principles  and 
formulae,  introduced  for  the  sake  of  being  conveniently  referred  to 
in  the  subsequent  chapters,  so  as  to  prevent  their  being  encumbered 
with  mathematical  investigations  to  a  greater  extent  than  is 
absolutely  necessary. 

The  third  part,  so  far  as  the  details  of  the  designing  and  execution 
of  works  are  concerned,  consists,  to  a  great  extent,  of  references  to 
the  first  and  second  parts,  its  special  object  being  to  explain  those 
principles  which  are  peculiar  to  each  class  of  great  works  of 
engineering,  and  which  regulate  the  general  plan  of  such  works. 
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The  tables  of  the  strength  of  materials  at  the  end  of  the  volume 
give,  as  regards  iron  and  stone,  average  and  extreme  results  only. 
Detailed  information  as  to  the  strength  of  different  kinds  of  stone 
and  iron  is  given  in  the  course  of  the  text,  under  the  proper 


I  have,  throughout  the  book,  adhered  to  a  systematic  arrange- 
ment as  far  as  was  practicable,  and  have  only  departed  from  it  in  a 
few  instances,  when  it  became  necessary  to  introduce  questions  that 
had  arisen,  or  facts  that  had  been  ascertained,  after  the  completion 
of  the  part  of  the  work  to  which  they  properly  belonged  In 
drawing  up  the  table  of  contents  and  the  alphabetical  index  care 
has  been  taken  to  show  where  such  detached  pieces  of  information 
are  to  be  found. 

W.  J.  M.  R 

Glasgow  College,  Qth  January,  1862. 


This  Second  Edition  contains  some  corrections,  and  some  addi- 
tions rendered  necessary  by  the  progress  of  Civil  Engineering  since 
the  First  Edition  was  printed. 

W.  J.  M.  R 

GLASGOW  College,  Dec.,  1862. 
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ADDENDA. 


Page  47,  at  the  end  of  the  note,  insert—"  In  surveys  of  newly  settled  districts,  where 
k  is  impracticable  to  obtain  a  base  by  direct  measurement  with  sufficient  precision,  a 
base  nuy  be  measured  with  accuracy  sufficient  for  ordinary  purposes  in  the  following 
Banner:— Chouse,  as  ends  of  the  base,  two  elevated  stations  which  can  be  seen  from  each 
ether,  as  nearly  as  possible  in  the  s*me  meridian,  and,  if  possible,  50  or  60  miles  asunder; 
find  their  latitudes  (as  explained  in  Article  86  c,  p.  129);  also  find  the  true  meridian, 
and  the  azimuth  of  the  base,  from  the  mean  of  observations  made  at  each  of  the  stations 
(as  explained  in  Article  42,  p.  71);  compute,  by  equation  1  of  this  note,  the  length  m  of 
a  minute  of  the  meridian  corresponding  to  the  meitn  latitude;  then  length  of  base  nearly 
sax  difference  of  latitude  in  minutes  x  secant  of  azimuth." 

To  Article  280,  t>.  416.  Une  •f  Prenesirea  In  an  Arcav— As  to  the  stability 
of  a  vertically-loaded  arch,  reference  may  be  made  to  a  series  of  papers  which  have 
appeared  in  the  Civil  Engineer  and  Architect's  Journal  for  1861,  and  in  which  the 
figure  of  the  line  of  pressures  is  shown  to  be  identical  with  that  of  a  curve  whose 
ordinate*  represent  bending  moments. 
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To  Article  857,  p.  609.— -Mean  results  of  experiments  by  W.  H.  Barlow,  Esq., 
F.R.S. : —  Modulus  of 

TmnMbr  proof  Strength,  Elasticity 

tk.  ««♦>,"«     Transversely  Loaded,     under  Trans- 

£S£rfi^   Lba  onTths  &iuare    vr* Ls*?- 

^  Inch.  Lbs.  on  the 

Square  Inch. 

Puddled  steel,  specimen  L,  .    .    .  95,233  

„  specimen  IL,  .    .    .  116,339  62,500  22,964,000 

CutbiWot*      "[••••  101.758  " 

Puddled  steel,  specimen  III.,     .    .  60,000  20,544,000 

„  specimen  IV.,     .    .  63,750  '24,802,000 

„  specimen  V.,  .    .    .  52,500  22,846,400 

Homogeneous  metal, 100,994  57,500  23,833,600 

Steely  iron, 69,456  62,500  22,846,400 

Weight  of  a  cubic  foot  of  puddled  steel,  485-5  lbs. ;  of  steely  iron,  483*6  lbs. 
(See  the  Engineer  of  3d  January,  1862.) 

To  Article  357,  p.  509.  Strength  •€  C •Id-rolled  Iron.— The  following  results 
have  lately  been  obtained  in  some  experiments  by  Mr.  Fairbairn  on  the  tenacity  of  iron. 
(See  Manchester  Transactions,  10th  December,  1861.) 

Tenacity.  Ultimate 

Lbs.  per  Square  Inch.      Extension. 

Black  bar, 58,627  -200 

Same  bar  iron,  turned, 60,747  *220 

Same  bar  iron,  cold-rolled, 88,229  -079 

Cold-rolled  plate, 114,912 

To  Article  857,  p.  509.— Mean  results  of  experiments  by  M.  Tresca,  on  bars  cut  out 
of  cast  steel  boiler  plates:— 

Tenacity,  lba    Limit  of  Elasticity,  Modulus  of 

on  the  lbs.  on  the  Elasticity,  lbs  on 

Square  Inch.        Square  Inch.         the  Square  Inch. 

Hard  steel,  nntempered,  .    .    .      74,300  36,000  29,500,000 

„        „     tempered,.    .    .    :    103,000?  71,900?  27,300,000 

Soft  steel,    untempered,  .    .    .      81,700  84,100  24,500,000 

„        „     tempered,  ....    121,700  105,800  28,300,000 

The  column  headed  "limit  of  elasticity"  gives  the  tension  np  to  which  the  elongation 

was  sensibly  proportional  to  the  load.    The  results  marked  (?)  are  doubtful,  because  of 

discrepancies  amongst  the  experiments  of  which  they  are  the  means. 

As  to  the  tenacity  of  wrought  iron  and  steel. generally,  see  Mr.  David  KirkaloVs  work 
on  that  subject.    (Glasgow,  1862.) 

To  Article  430,  Div.  IV.,  p.  639;  Article  431,  p.  641;  Article  433,  p.  645;  and 
Article  434,  p.  649. — In  some  locomotive  engines  lately  made,  the  load  on  each  of  the 
driving  wheels  is  as  much  as  seven  tons. 

Engines  for  drawing  heavy  loads  up  steep  inclinations  are  sometimes  made  with  ten 
or  even  twelve  small  wheels,  8  or  3£  feet  in  diameter,  and  all  coupled  so  as  to  act  as 
driving  wheels.  The  lower  carriage  is  jointed,  so  as  to  enable  it  to  pass  easily  round 
curves ;  and  the  coupling  of  the  two  sets  of  axles  is  effected  bv  an  ingenious  system  of 
linkwork.  Engines  of  this  class,  known  as  "Engerth's,"  weigh  from  45  to "60  tons 
and  upwards.  For  details  as  to' this  and  various  other  forms  of  locomotive  engines,  see 
the  following  publications  relative  to  the  International  Exhibition  of  180**2: — Mitthti- 
lungen  iiber  die  zur  Londoner  Ausstellung  im  J  alive  1862  von  der  k.  k.  priv.  Oesterr. 
Staain-Eisenbahn-Gesellschafl  gesendtttn  Gegensiaende.  Notice  sur  les  trots  Types  de 
Locomotives  exposes  par  la  Compagnie  da  Chemin  de  Fer  du  Nord. 

To  Article  521,  p.  763.  Break  witter*. — As  to  the  construction  of  a  breakwater 
by  means  of  a  wooden  c:ige  filled  with  rongh  stones,  and  resting  on  a  rubble  base,  see  a 
paper  by  Mr.  Michael  Scott  in  the  Proceedings  of  the  Institution  of  Civil  Engineers 
for  1858. 


PART  L 

OF  ENGINEERING  GEODESY;  OR,  SURVEYING, 
LEVELLING,  AND  SETTING-OUT. 


CHAPTER  L 

GENERAL  EXPLANATION 

1.  Bmmjtmt,  l*relliag,  nm&  ScMtog  mm ,  comprehend  the  principal 
operations  of  Engineering  Geodesy:  the  object  of  surveying  and 
levelling  being  to  make  a  representation  on  paper  of  the  ground  on 
which  the  proposed  engineering  -work  is  to  be  executed;  and  the 
object  of  setting-out  being,  to  mark  upon  the  ground  the  situation 
of  the  proposed  work  preparatory  to  its  execution. 

The  term  "surveying,"  when  used  in  a  comprehensive  sense, 
includes  levelling;  but  in  a  restricted  sense,  surveying  is  used  to 
denote  the  art  of  ascertaining  and  representing  the  form  of  the 
ground  and  the  relative  positions  of  objects  upon  it,  as  projected  on 
a  horizontal  surface;  and  levelling,  to  denote  the  art  of  ascertaining 
and  representing  the  relative  elevations  of  different  parts  of  the 
ground,  and  of  objects  upon  it 

i  Mm  mm*  8ect»M« — The  results  of  surveying,  laid  down  on 
piper  by  the  operations  of  "plotting"  and  drawing,  constitute  a  plan 
w  pound  plan;  those  of  levelling  are  usually  laiddown  in  the  form 
of  a  vertical  section,  called  more  briefly  a  section  (although  there  are 
other  ways  of  representing  them,  as  will  afterwards  be  explained). 

A  plan  is  a  miniature  representation  of  the  ground  and  the 
objects  upon  it,  and  of  the  proposed  engineering  work,  as  projected 
on  a  horizontal  surface,  that  surface  being  represented  by  the  sur- 
face of  the  paper  on  which  the  plan  is  drawn.  A  plan  differs  from 
a  map  chiefly  in  the  scale  on  which  it  is  drawn,  the  scale  of  a  plan 
being  large  enough  to  serve  for  the  designing  of  engineering  works, 
while  that  of  a  map  is  so  small  as  to  make  it  serviceable  for  the 
purposes  of  travelling  and  geography  only. 

A  vertical  section  shows  the  figure  of  a  certain  line  or  track  on 
the  natural  surface  of  the  ground,  and  of  the  proposed  work  to  be 
executed  along  that  line,  and  sometimes  also  that  of  the  internal 
strata,  as  projected  on  a  vertical  surface, — that  vertical  surface  being 
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represented  by  the  surface  of  the  paper  on  which  the  section  is  drawn. 
A  certain  straight  line  on  that  paper,  called  the  li  datum-line^ 
represents  a  fixed  horizontal  surface  at  any  convenient  height  above 
or  depth  below  some  fixed  and  known  point,  called  the  "dattvm- 
point."  Lines  parallel  to  the  datum-line  represent  in  miniature, 
distances  measured  horizontally  along  the  line  or  track  on  the 
earth's  surface  to  which  the  section  relates.  Lines  perpendicular 
to  the  datum-line  represent  in  miniature,  heights  above  or  depths 
below  the  datum  horizontal  surface.  The  natural  surface  of  the 
ground,  and  the  proposed  work,  are  represented  by  lines,  straight, 
curved,  or  angular,  which  at  each  point  are  at  the  proper  vertical 
distance  from  the  datum-line.    ^ 

In  the  same  section  the  scale  for  horizontal  distances  and  the 
scale  for  heights  may  be  different,  if  convenience  requires  it,  as  will 
afterwards  be  more  fully  explained. 

3.  A  Vwiamrtal  Sarfeee  is  a  surface  which  is  everywhere  perpen- 
dicular to  the  direction  of  the  force  of  gravity;  such  as  the  surface 
of  a  piece  of  still  water.  Its  true  figure  is  very  nearly  that  of  a 
spheroid.  For  a  horizontal  surface  at  the  mean  level  of  the  sea,  the 
dimensions  of  that  spheroid  are  as  follows,  according  to  recent 
calculations : — * 

Feet.  Statute  Mflea. 

Polar  axis,  41,707,324  =  7899-114 

Equatorial  diameter,  41,847,192  =  7925*604 

Difference,  or  polar  flattening,  ...      139,868=     26*490 

The  portions  of  the  earth's  surface  represented  by  plans  for 
engineering  purposes  are  usually  so  small  compared  with  the  whole 
earth,  that  a  horizontal  surface  may,  in  most  cases,  be  treated  as  if 
it  were  plane,  without  any  error  of  practical  importance.  In  those 
cases  in  which  it  is  necessary  to  take  the  earth's  curvature  into 
account,  the  ellipticity  or  polar  flattening  may  be  neglected,  and 
the  figure  of  a  horizontal  surface  may  be  treated  as  if  it  were  a 
sphere  of  the  same  mean  diameter  with  the  spheroid  before  described ; 
that  is  to  say,  very  nearly 

41,778,000  feet=  13,926,000  yards  =  7,91 2£  statute  miles. 

It  is  in  certain  calculations  only  that  the  earth's  curvature  re- 
quires to  be  taken  into  account  for  engineering  purposes.  In  plans, 
a  flat  piece  of  paper,  and  in  vertical  sections,  a  straight  line,  repre- 
sent a  horizontal  surface  with  as  much  accuracy  as  is  practicabla 

4.  Mcuma  •€  iieagtfc. — The  standard  measure  of  length  estab- 
lished by  law  in  Britain  is  the  yard,  being  the  distance,  at  the 
temperature  of  62°  of  Fahrenheit's  thermometer,  and  under  the 

•  Basel,  quoted  by  Hencbel  (Outlines  of  Astronomy). 
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*«n  atmospheric  pressor**,    between  two  marks  on  a  certain  bar 
™<*  »  kept  in  the  office  of  the  Exchequer,  at  Westminster. 

In  aMtion  to  the  yard,  the  following  units  of  length  are  em- 
njj  "» purposes  o£ civil  engineering  in  Britain: — 
I      ^J"*  one  thirty-sirth   part  of  the  standard  yard;  with 
)      9%^'  decimal,  or  duodecimal  subdivisions. 

Tee  J****  one-third   part  of  the  standard  yard;  with  decimal  or 
duodecimal  subdivisions. 
The  Jkufcai  of  two  yards. 
The  CfcmiM  of  66  feert   or   22  yards;   divided  into  four  poles  of 

5J  yards,  and  IOO  KnJca  of  792  inches. 
The  ttam  Buie  of  1,760  yards  =  5,280  feet  =  80  chains,  divided 
into  8  furlongs.      To  these  may  be  added,  in  cases  of  harbour 
engineering — 
The  Wwikrt  or  Sw  BUte*  being  the  length  of  one  minute  of  a 
degree  of  latitude  e*t  the  mean  level  of  the  sea.     The  length  of 
this  mile  varies  in   different  latitudes,  from  about  6,107  feet 
sfc  the  poles  to  about  6,046  feet  at  the  equator,  its  mean  value 
being  nearly  6,076    feet,  or  1-1508  statute  mile.     A  value 
commonly  taken  for  the  nautical  mile  is  that  of  a  minute  of 
longitude  at  the  equator,  or  6086-44  feet  =  1*1528  statute  mila 
The  nautical  mile  is  sometimes^  subdivided  into  10  cables,  and 
1,000 /at&oms;  the  fathom  thus  obtained  being,  on  an  average, 
about  g^th  longer  than  the  common  fathom. 
Amongst  obsolete  measures  of  distance  the  following  may  be 
uentioned,  as  they  occasionally  occur  in  old  plans  :— 
Ti»  Irish  Perefr  of  7  yards,  being  greater  than  the  imperial  perch 

in  the  proportion  of  14  to  11. 
The  Irish  MUe  of  320  Irish  perches  =  2,240  yards  =  6,720  feet, 

bearing  to  the  statute  mile  the  same  proportion  of  14  to  1 1. 
The  Scottish  EU  of  37-06*  imperial  inches. 
The  Scottish  #i0  of  6  ells,  or  1853  imperial  feet 
The  Scottish  Mile  of  1,920  ells  =  5929-6  feet 
Each  of  these  miles  is  divided,  like  the  statute  mile,  into  8  fur- 
tangs,  and  80  chains,  so  that  the  Irish,  Scottish,  and  imperial  mile, 
nxrlcaag,  and  chain,  bear  to  each  other  the  proportions— 

6720  :  5929-6  :  5280 
::l-27:    1*123: 1-000 

Tbe  Ifrench  measures  of  length  are  all  decimal  multiples  and 
anhmultiples  of  the  mruE,  which  is  approximately  one  ten-millionth 
part  of  the  distance  fixxm  one  of  the  earth's  poles  to  the  equator. 
The  value  of  the  m&re  in  British  measures  is 

3-2808992  feet,  or  39-37079  inches. 
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The  kiimcm  of  1,000  metres,  or  3280*8992  British  feet,  is 
0-621383  of  a  statute  mile. 

For  further  information  of  the  same  kind,  see  the  Comparative 
Table  of  French  and  British  Measures  at  the  end  of  the  volume. 

5.  The  atounm  of  Am  used  in  British  civil  engineering  are — 

The  Square  Inch. 

The  ftaaarc  Wot  of  144  square  inches. 

The  Nnn  Yard  of  9  square  feet 

The  Am  of  10  square  chains,  or  100,000  square  Unfa,  or  4,84  O 
square  yards,  subdivided  either  decimally,  or  into  4  roods  of 
1,210  square  yards,  and  160  perches  of  30£  square  yards. 

The  flcjvam  Mil*  of  640  acres,  or  3,097,600  square  yards,  or 
27,878,400  square  feet 

The  Irish  acre,  subdivided  into  4  roods  and  160  perches,  and  the 
Scottish  acre,  subdivided  into  4  roods  and  160  falls,  bear  to  the 
imperial  acre  proportions  which  are  the  squares  of  the  propor- 
tions borne  by  the  Irish  and  Scottish  miles  respectively  to  the 
statute  mile;  that  is  to  say, 

Irish  acre  :  Imperial  acre  : :  196  :  121 ; 
Also,  Irish  acre  :  Scottish  acre  :  Imperial  acre 
:  :  1-6198      :       1-2612         :  1-0000  nearly. 


6.  The  Measures  «r  volute  used  in  British  civil  engineering  are — 
The  CaMe  Imb. 

The  CiUc  Vni  of  1,728  cubic  inches. 
The  c«Mc  Yard  of  27  cubic  feet 

In  the  engineering  of  water-works,  the  Gallea  is  used  in  stating 
quantities  of  water.     Its  statutory  value  is 

277-274  cubic  inches,  or  0-16046  cubic  foot; 

but  it  is  convenient  in  calculation,  and  in  general  sufficiently  accu- 
rate for  purposes  of  water  supply,  to  use  the  approximate  values, 

One  gallon  ...  =  0-16  cubic  foot,  nearly;  and 
One  cubic  foot  =    6£  gallons,  nearly. 

Other  special  measures  of  volume  are  employed  for  certain  kinds  of 
materials  and  work ;  but  these  will  be  explained  further  on. 

7.  Scale*  lev  plans. — The  scale  on  which  a  plan  is  drawn  means 
the  proportion  which  distances,  as  represented  on  the  plan,  bear  to 
the  corresponding  distances  on  the  ground.  Amongst  continental 
European  nations  it  is  customary  to  express  that  proportion  by 
means  of  a  fraction,  such  as  1  -10,000th.  In  Britain,  it  is  customary 
to  refer  to  two  units  of  length,  a  short  unit  for  the  paper,  and  a 
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long  unit  for  the  ground.  For  example— "six  inches  to  one  mile" 
expresses  the  scale  which,  according  to  the  continental  system, 
would  be  called  1 -10,560th.  Amongst  continental  nations,  alio,  the 
scales  most  commonly  used  are  those  in  which  the  proportion  of  the 
dimensions  of  the  plan  to  those  of  the  ground  is  some  exact  decimal 
faction,  such  as  l-10,000th  =  O001,  l-2,500th  =  -0004,  l-500th  = 
-002,  Ac. ;  in  Britain,  the  scales  most  commonly  used  are  those  in 
which  a  distance  of  a  certain  number  of  miles,  chains,  or  feet  on  the 
ground  is  represented  by  a  distance  of  a  certain  number  of  inches, 
or  aliquot  parte  of  an  inch,  on  the  paper. 

The  magnitude  of  the  scale  which  is  best  suited  for  the  plan  of 
a  particular  survey  varies  according  to  the  minuteness  and  com- 
plexity of  the  objects  to  be  represented.  Thus,  a  larger  scale 
is  required  in  plans  of  towns  than  in  those  of  the  open  country; 
and  die  smaller  and  more  intricate  the  buildings  and  the  divisions 
of  property  are,  the  larger  should  the  scale  be;  and  a  plan  to  be 
used  in  the  final  designing  and  setting-out  of  works  should  be  on  a 
larger  scale  than  one  to  be  used  for  the  selection  of  a  line  of  com- 
munication, and  for  preliminary  or  parliamentary  purposes. 

The  following  table  enumerates  some  of  the  scales  for  plans  most 
commonly  used  in  Britain,  together  with  a  statement  of  the 
purposes  to  which  they  are  best  adapted: — 


Ordinary  Detfftiiatkn 

oT  Sale. 


|  (4.)  6-336  inches  to  a  mile,. 


Fraction  of 

real 
Dimension*. 


63,860 

1_ 

15,840 

1 
10,560 


10,000 


Um. 


Scale  of  the  smaller  ordnance  mape  of 
Britain.  This  scale  is  well  adapted 
for  maps  to  he  used  In  exploring  the 
country. 

Smallest  scale  permitted  by  the  stand- 
ing orders  of  parliament  for  the  de- 
posited plans  of  proposed  works. 

Scale  of  the  larger  ordnance  maps  of 
Great  Britain  and  Ireland.  This 
scale,  being  just  large  enough  to 
show  buildings,  roads,  and  other 
important  objects  distinctly  in  their 
true  forms  and  proportions,  and  at 
the  same  time  small  enough  to 
enable  the  eye  of  the  engineer  to 
embrace  the  plan  of  a  considerable 
extent  of  country  at  one  view,  is  on 
the  whole  the  best  adapted  for  the 
selection  of  lines  for  engineering 
works,  and  for  parliamentary  plans 
and  preliminary  estimates. 

Decimal  scale  possessing  the  same  ad- 
vantages. 
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Ordinary  Designation 
of  Scale. 

Fraction  of 

real 
Dimension*. 

Use, 

(5.)  400  feet  to  an  inch, 

1 

Smallest  scale  permitted  by  the  stand- 

4,800 

ing  orders  of  parliament  for  "en- 
larged plans"  of  buildings  and  of 

(6.)  6  chains  to  an  fcyfy 

1 
4,762 

land  within  the  curtilage  of  buildings.  1 
Scale  answering  the  same  purpose. 

(7.)  15-84  inches  to  a  mile,... 

-l_ 

J  Scales  well  suited  for  the  working 

4,000 

f     surveys  and  land  plans  of  great 
}     engineering  works,  and    for    en- 

(8.)  5  chains  to  an  inch,  or) 
16  Inches  to  a  mile,) 

1 

I     larged  parliamentary  plana 

8,960 

) 

(Scale  8  is  that  prescribed  in  the  stand- 

ing orders  of  parliament  for  "  crocs 

sections  n  of  proposed  railways,  show- 

1 

ing  alterations  of  roads.) 

(9.)  25-844  inches  to  a  mile, 

Scale  of  plans  of  part  of  die  ordnance 

2,600 

survey  of  Britain,  from  which  the 
maps  before  mentioned  are  reduced. 
Well  adapted  for  land  plans  of  en- 

1 

gineering  works  and  plans  of  estates. 

(10.)  200  feet  to  an  Inch, 

Scale   suited    for  similar    purpose*. 

2,400 

Smallest  scale  prescribed  by  law  for 

1 

land  or  contract  plans  in  Ireland. 

(11.)  8  chains  to  an  inch, 

2JI76 

Scale  of  the  Tithe  Commissioners'  plans. 

Suited  for  the  same  purposes  as  the 

1 

above. 

(12.)  100  feet  to  an  inch, 

Scale  suited  for  plans  of  towns,  when 

1,200 

not  very  intricate. 

(18.)  88  feet  to  an  inch,  or) 
60  inches  to  a  mile,/ 

1 
1,056 

Scale  of  ordnance  plans  of  the  less  in- 
tricately built  towns. 

(14.)  68*86  inches  to  a  mile,.. 

1 

Decimal  scale  having  the  same  pro- 

1,000 

perties. 

(16.)  44  feet  to  an  inch,  or) 
120  inches  to  a  mile, i 

1 

Scale  of  ordnance  plans  of  the  more 

628 

intricately  built  towns. 

(16.)  126-72  inches  to  a  mile, 

1 

Decimal  scale  having  the  same  pro- 

. 

500 

perties. 

(17.)  80  feet  to  an  inch, 

1 
860 

) 

(18.)  20  feet  to  an  inch, 

1 
240 

>  Scales  for  special  purposes. 

(19.)  10  feet  to  an  inch, 

1 
120 

) 

&c                    1 

Ac. 
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8.  Scale*  fcr  Beciiiwa, — Except  in  a  few  cases  of  rare  occurrence, 
the  scale  for  horizontal  distances  on  a  section  should  be  the  same 
with  the  scale  of  the  plan  -with  which  it  corresponds.  One  of  the 
exceptions  is  that  of  the  parliamentary  section  of  a  road  upon 
the  level  or  position  of  which  it  is  intended  to  make  an  alteration 
for  the  purpose  of  carrying  a  railway  across  it,  whether  over 
Grinder;  in  this  case,  the  horizontal  scale  of  the  section,  as  pre- 
scribed by  the  standing  orders,  is  to  be  fine  chains  to  an  inch  (see 
Ho.  8  in  the  table  of  the  last  article).  The  plan  may  be  on  the 
sane  scale,  bat  not  necessarily  so;  in  fact,  its  scale  in  general  is 
much  smaller. 

The  vertical  scale?  or  scale  for  heights,  is  almost  alwayB  much 
greater  than  the  horizontal  scale,  because  the  differences  of  elevation 
between  points  on  the  ground  are  in  general  much  smaller  than 
their  distances  apart,  and  require  to  be  represented  on  a  greater 
seals  on  paper,  in  order  that  they  may  be  equally  conspicuous  to  the 
eye;  and  also,  because  in  the  execution  of  engineering  works, 
accuracy  in  levels  is  of  more  importance  than  accuracy  in  horizontal 
position,  and  vertical  heights  should  be  represented  with  greater 
precision  than  horizontal  distances.  The  proportion  in  which  the 
vertical  scale  is  greater  than  the  horizontal  scale  is  called  the 
exaggeration  of  the  scale.    The  following  table  gives  some  examples : 


ef  Vertical  Scale 


of  real 


Horizontal  Scales 

witb  which  the 

Vertical  Scale  ie 

anally  combined. 


Kxa*> 
gentian. 


Ufa. 


(L)  100  feet  to  an  inch, 


p.)  40  feet  to  an  inch, 


W)  80  feet  to 


an  inch, 


1,200 


1 
480 


1 
S60 


JL_to_L 


(4.)  20  feet  to  an  Loch, 
6c 


1 
240 


15,840     10,660 


4,800        8,960 


18-2  to  8-8 


10  to  8-25 


Smalkft  acale  per- 
mitted   by    the 


8,960        2,876 


.to- 


ll to  6-6 


16*  to  9*9 


of  parliament  for 
sections  of  pro- 
posed works. 
Smallest  scale  per- 
mitted by  the 
standing  orders 
of  parliament  for 
cross  sections, 
showing  altera- 
tions of  roada. 


.  Scales  suitable  for 
working  section*. 


8,960        2,876 
Ac. 


6c 
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Vertical  sections  without  exaggeration,  -showing  the  horizontal 
and  vertical  dimensions  of  the  ground  in  their  real  proportions  to 
each  other,  are  required  at  the  sites  of  proposed  large  works  in 
masonry,  timber,  and  iron,  such  as  viaducts.  These  sections  are 
in  general  drawn  on  a  larger  scale  than  the  vertical  scale  of  the 
ordinary  working  sections. 

9.  methods  1m  Swrreytag.— There  are  two  principal  methods  fol- 
lowed in  surveying,  each  characterized  by  the  elementary  mathe- 
matical process  which  it  involves :  the  method  of  distances  and  offsets y 
used  for  filling  up  the  details  of  a  survey,  and  the  method  of  triangles, 
used  chiefly  for  ascertaining  the  positions  of  certain  stations,  but 
occasionally  applied  to  filling  up  the  details  also. 

First  Method — By  Distances  and  Offsets. 

In  fig.  1,  A  is  the  representation  on  paper  of  a  station,  or  fixed 
and  marked  point  on  the  ground,  and  A  D  that  of  a  line  extending 

from  A  in  a  known  direction.     To 

Cf  ascertain  and  lay  down  the  position 

of  a  point  C  relatively  to  A,  a  per- 

pendicular  is  let  fall  on  the  ground 

*>    from  C  upon  A  D,  meeting  that  line 

*  in  B;   the  distance  AT*  and  offset 

B  G,  are  measured,  and  these  being  laid  down  on  the  plan  to  a 
suitable  scale,  the  point  0  on  the  plan  which  represents  C  on  the 
ground  is  marked  or  plotted  In  some  cases  the  angle  at  B  may  bo 
some  measured  oblique  angle  instead  of  a  right  angle;  but  in  most 
cases  it  is  a  right  angle.  This  is  the  method  of  surveying  by 
distances  and  offsets,  and  is  that  by  which  the  details  of  a  survey 
are  in  almost  all  cases  filled  in. 

The  same  figure  may  be  taken  as  representing  the  elementary 
operation  of  levelling,  if  A  D  be  held  as  marking  the  datum  hori- 
zontal surface,  and  C  B  the  height  above  that  surface  of  a  point 
C,  whose  horizontal  distance  from  A,  the  commencement  of  the 
section,  is  A  B. 

Second  Method — By  Triangles. 

A  and  B,  upon  the  paper,  represent  two 
stations  or  points  on  the  ground,  whose  I 
relative  position — that  is,  their  distance 
apart,  and  the  direction  of  the  line  joining 
them — has  been  ascertained.  It  is  re- 
_  quired  to  ascertain  and  lay  down  on  the 
^  paper  the  position  of  a  third  point  C  rela- 

tively to  those  two.     This  is  to  be  done  by  measuring  any  two  out 
of  the  following  four  quantities : — 
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the  distances  A  C  and  B  C; — 

the  angles  C  A  B  and  C  B  A,— 
and  plotting  ot  laying  down  on  the  paper  the  representation  either 
of  the  quantities  actually  measured,  or  of  others  calculated  from 
them.  The  object  of  such  calculation  is  in  most  cases  to  lay  down 
the  distances  A  C  and  B  0  on  paper,  when  the  angles  at  A  and  B 
have  been  measured  on  the  ground;  for  on  the  ground,  angles  are 
more  easily  measured  with  precision  than  distances;  and  on  paper, 
distances  can  be  laid  down  more  accurately  than  angles. 

10.  Vm  m€  TrigMMMiry. — The  figure  to  be  measured  on  the 
ground  and  laid  down  on  the  paper  being  in  most  cases  a  t/riamgie, 
the  branch  of  mathematics  by  which  the  necessary  calculations  are 
to  be  performed  is  that  which  relates  to  the  figures  and  dimensions 
of  triangles :  that  is,  Trigonometry. 

When  the  triangle  formed  by  the  three  points  is  of  such  extent 
that  the  curvature  of  the  earth  may  be  neglected,  its  sides  are 
sensibly  straight  lines,  and  the  rules  of  PUme  Trigonometry  are  to 
be  used.  When  the  curvature  of  the  earth  has  a  sensible  effect, 
the  sides  of  the  triangle  are  to  be  considered  as  being  nearly  arcs  of 
circles,  of  a  radius  equal  to  that  of  the  earth,  and  recourse  must  be 
had  to  Spherical  Trigonometry.  This,  however,  is  of  rare  occurrence 
in  surreys  made  expressly  for  engineering  purposes.  The  principles 
of  spherical  trigonometry  are  also  occasionally  required,  when  an 
angle  has  been  measured  on  an  inclined  plane,  to  compute  the  cor- 
responding angle  as  projected  on  a  horizontal  plane. 

In  Chapter  IIL  will  be  given  a  summary  of  those  trigonometrical 
formulas  which  are  useful  in  surveying. 

11.  The  Cletfl  Orte  «T  Opcrattom  fat  BagtaMrtag  Ctocdeiy 
is  the  following,  or  nearly  so: — 

L  The  reconnaissance  or  exploring  of  the  country  by  the  engineer, 
with  a  view  to  ascertaining  in  a  general  way  the  facilities  which 
it  affords  for  the  proposed  work,  and  determining  approximately  the 
best  site  or  course  for  that  work.  In  this  process  the  engineer 
wiH  pay  attention  to  the  geological  structure  of  the  ground,  and 
the  sources  from  which  useful  materials  may  be  obtained :  he  will 
be  aided  by  obtaining  the  best  existing  maps  or  plans  upon  a 
suitable  scale,  if  any  such  are  to  be  had,  and  by  the  taking  of — 

EL  Flying  levels. — These  are  observations  for  ascertaining  the 
elevations  of  detached  points  of  primary  importance  as  regards  the 
practicability  and  cost  of  the  work,  and  the  selection  of  the  line 
for  it;  such  as  passes  across  ridges  and  valleys,  and  points  where 
structures  of  magnitude  may  be  required. 

The  engineer  having  thus  determined  generally  where  his  pro- 
posed work  will  be  situated,  proceeds  to  make  a  more  definite 
selection  of  its  site,  by  the  aid  of— 
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III.  Preliminary  Trial  Sections,  made  by  taking  continuous 
lines  of  levels  in  which  distances  as  well  as  heights  are  measured. 
These  may,  or  may  not,  be  accompanied  by  a  rough  survey  and 
plan, — the  necessity  for  which  will  depend  very  much  on  the 
character  of  the  existing  maps.  The  engineer  is  now  enabled  to 
determine  the  site  of  the  work  with  a  degree  of  precision  depend- 
ing on  the  care  and  skill  that  have  been  bestowed  on  the  pre- 
liminary operations,  and  to  fix  accordingly  what  extent  of  ground 
is  to  be  embraced  in  the — 

IV.  Detailed  Survey  and  Plan,  as  to  the  conduct  of  which 
further  remarks  will  be  made  in  Article  12.  The  time,  labour, 
and  money  expended  on  this  survey  will  be  the  less,  the  greater 
the  precision  with  which  the  best  line  has  been  found  by  means  of 
thepreliminary  operations. 

v.  Additional  Trial  Sections,  both  longitudinal  and  transverse, 
are  now  to  be  made  with  the  aid  of  the  detailed  plan,  so  as  to 
fix  exactly  the  best  line  for  the  proposed  work  that  can  be  found 

VL  Marking  the  Line. — The  line  so  fixed  is  to  be  drawn  on  the 
plan,  and  marked  on  the  ground  by  stakes,  or  other  suitable 
objects.     (See  Article  13.) 

VII.  The  Detailed  Section  is  now  to  be  prepared  by  careful 
and  accurate  levellings,  so  as  to  exhibit  a  datum  horizontal  line, 
a  line  representing  the  surface  of  the  ground,  and  a  line,  or  lines, 
marking  the  levels  of  the  proposed  work.  Certain  heights  and 
other  information  should  be  marked  in  figures,  as  will  afterwards 
be  explained.     (See  Articles  14,  15,  and  16.) 

VIII.  Trial-Pits  and  Borings  will  be  proceeded  with,  while  the 
levelling  for  the  detailed  section  is  in  progress,  in  order  to 
ascertain  the  strata  of  the  ground.  Borings  are  the  less  costly,  in 
time,  labour,  and  damage  to  the  ground;  but  pits  are  the  more 
satisfactory  to  the  engineer  and  the  contractor.  The  results  of 
the  trial-pits  and  borings  may  be  marked  on  a  plan  and  section, 
for  the  use  of  the  engineer.  (See  Article  17.)  Further  remarks 
will  be  made  on  these  matters  under  the  head  of  earthwork. 

IX.  Designs  and  Estimates. — The  engineer  will  now  design  the 
structures  required  for  the  proposed  work  with  sufficient  precision 
to  enable  him  to  estimate  their  probable  cost     (See  Article  17.) 

X.  Parliamentary  Proceedings. — In  the  event  of  its  being 
necessary  to  apply  for  an  act  of  parliament  for  the  execution  of 
the  work,  a  plan  and  section  and  book  of  reference  to  the  plan 
will  be  prepared,  and  copies  of  them  deposited  in  certain  public 
offices,  in  conformity  with  the  standing  orders  of  the  House  of 
Lords,  and  also  with  those  of  the  House  of  Commons.  No 
attempt  is  made  in  this  treatise  to  give  any  summary  of  those 
standing  orders,  because,  as  they  are  liable  to  be  amended  and 
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added  to  in  each  session  of  parliament,  the  only  means  of  ensuring 
compliance  -with  them  is  for  the  engineer  to  provide  himself  with  a 
copy  of  the  standing  orders  for  the  session  daring  which  the  act  is 
to  be  applied  for.  Those  for  a  previous  session,  even  for  that 
immediately  preceding,  are  unsafe  guides. 

XL  Improving  Lines  and  Levels,  under  Powers  of  Deviation. — 
In  the  first  preparation  of  the  plan  and  section  of  a  work  requiring 
the  authority  of  parliament,  there  is  seldom  or  never  time  to  select 
the  best  line  and  levels  with  precision.  In  order  to  afford  an 
opportunity  for  afterwards  amending  the  line  and  levels,  powers  of 
deviating  from  those  shown  on  the  parliamentary  plan  and  section 
are  taken,  the  extent  of  the  power  of  lateral  deviation  being 
indicated  on  the  plan  by  dotted  lines.  The  usual  extent  of  those 
powers  of  deviation  is,  laterally,  100  yards  either  way  in  the 
country,  and  10  yards  either  way  in  towns;  and  vertically,  five 
feet  upwards  or  downwards  in  the  country,  and  two  feet 
upwards  or  downwards  in  towns;  but  greater  or  less  powers  are 
conferred  in  special  cases.  After  the  act  of  parliament  has  been 
obtained,  the  engineer  will  avail  himself  of  the  power  of  deviation 
to  make  the  work  more  economical,  or  otherwise  to  improve  it. 

The  following  four  operations  will  then  proceed  together : — 

XTT.  Survey  for  Land  Plcm&—H,  as  is  often  the  case,  the 
previous  survey  referred  to  under  Operation  IV.,  has  been  executed 
too  hastily,  or  plotted  on  too  small  a  scale,  to  serve  for  the  plans 
that  are  to  be  used  in  the  purchase  of  land  and  execution  of  the 
work,  a  more  accurate  survey  must  now  be  made  for  that  purpose; 
but  this  new  survey  being  confined  to  the  ground  finally  selected 
for  the  site  of  the  work,  will  be  of  comparatively  small  extent. 
(See  Article  18.) 

XITL  Ranging  and  Setting-out  the  Line,  consists  in  marking,  by 
stakes  or  otherwise  on  the  ground,  the  centre  line  of  the  proposed 
work,  as  finally  fixed. 

XIV.  Working  Sections  are  prepared  by  taking,  with  great  care 
and  precision,  the  levels  of  the  ground  along  the  finally  selected 
centre  line,  and  as  many  lines  of  transverse  sections  as  may  be 
necessary,  plotting  the  results  on  a  sufficiently  large  scale  (see 
Article  8,  p.  7),  and  drawing  on  the  sections  of  the  ground  so 
made,  lines  to  represent  the  intended  levels  of  the  work.  (See 
Articles  14,  15,  and  16.) 

XV.  Setting-out  the  Breadths  of  Land  required  for  the  work  is 
performed  both  on  the  ground  and  on  the  land  plans  after  those 
breadths  have  been  calculated. 

The  land  required  can  now  be  fenced,  and  the  execution  of  the 
work  proceeded  with. 

12.  <Me*  eC  Os  *■!!■■■  a*  Hm  Detail**  tatm. — It  will  now  be 
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stated,  in  greater  detail,  what  steps  are  taken  in  making  the  survey 
referred  to  under  Head  IV.  of  Article  11,  p.  10. 

(a.)  Selecting  Principal  Stations. — The  surveyor,  making  a  general 
exploration  of  the  ground  to  be  surveyed,  will  choose  a  series  of 
stations  placed  generally  on  the  highest  and  most  open  ground;  so 
that  each  station  may  command  as  extensive  a  view  as  possible  of 
the  ground  to  be  surveyed,  and  that  a  pole  or  other  signal  placed 
at  each  station  may  be  distinctly  visible  from  the  neighbouring 
stations.  These  stations  should  also  be  chosen  so  that  the  imagi- 
nary lines  connecting  them  with  each  other,  and  with  a  series  of 
conspicuous  objects  in  their  neighbourhood,  such  as  towers  and 

spires,  may  cover  the  district  to  be 
surveyed  with  a  network  of  large 
triangles,  having  no  angle  less  than 
30°,  or  more  than  160°;  two  angles 
at  least  of  each  triangle  being  aooes- 
tr  Bible  stations. 

With  the  exception  of  harbours, 
most  great  engineering  works  are 
long  lines  of  communication,  such 
as  railways,  roads,  and  canals;  and 
the  survey  required  for  a  work  of 
that  sort  embraces,  in  general,  a 
long  narrow  band  of  country,  usually 
about  a  quarter  of  a  mile,  and  seldom 
more  than  half-a-mile  wide.  Let  the 
two  dotted  lines  in  fig.  3  represent 
part  of  the  band  of  country  to  be 
surveyed ;  the  principal  stations,  A, 
B,  C,  D,  E,  <fec,  are  to  be  chosen  so 
as  to  form  the  junctions  of  a  series  of 
straight  lines  running  along  that 
band,  each  line  as  long  as  may  be 
practicable  consistently  with  obtain- 
ing good  points  for  stations.  These 
are  called  base  lines,  or  principal 
station  tinea.  The  network  of  tri- 
angles is  to  be  completed  by  select- 
ing a  series  of  lateral  objects,  F,  G, 
H,  (fee,  which  may  be  high  buildings, 
conspicuous  trees,  <fec, 
The  principal  stations  are  to  be  marked  permanently  by  stakes, 
and  temporarily,  when  required,  by  poles  and  flags. 

(b.)  Ranging  Principal  Station  Lines. — When  the  lines  are  of 
great  length,  or  have  uneven  ground  and  other  obstacles  in  their 


Fig.  8. 
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comae,  it  may  be  necessary  to  mark  intermediate  punts  m  them 
by  stakes  and  poles,  as  well  as  the  extremities.  This  is  always 
necessary  when  there  are  parts  of  a  station  line  from  which  its  ends 
ire  not  viable. 

(&)  Main  Trumgulation.  Chaining  Bam  Linn. — The  survey 
of  the  network  of  great  triangles  might  be  made  by  measuring  one 
base  line  only,  and  finding  the  lengths  of  all  the  other  sides  of 
triangles  by  calculation  from  their  angles.  But  for  the  purposes  of 
the  long  narrow  surveys  required  for  engineering  projects,  it  is 
more  convenient  to  measure  each  of  the  principal  station  lines  AB, 
BC,  CD,  &&,  by  the  chain,  in  order  to  ascertain  the  positions  of 
intermediate  points  suitable  for  secondary  stations,  and  also  of  the 
points  where  the  principal  station-lines  cross  roads,  fences,  streams, 
tocher  object  on  the  ground.  The  term  "baseline"  is  specially 
applied  to  station  lines  which  are  thus  directly  measured.  The 
relative  directions  of  the  base  lines  are  determined  by  measuring 
the  angles^  ABC,  ^:BCD,  ^CDB,(k  The  measurements 
of  the  angles  made  by  distant  objects  with  the  base  lines,  such  as 
^ABF,^:FBC,^:CBG,^BCF,  ^BCG,  ^GCD, 
zlDCH,  <ka,  serve,  by  the  aid  of  trigonometrical  calculation,  to 
check  the  accuracy  of  the  other  linear  and  angular  measurements, 
as  will  afterwards  be  shown. 

This  combination  of  linear  and  fr^g"!*"*  measurement  is  called 
traversing.  It  has  now  been  described  as  practised  on  a  great 
scale,  with  principal  station  lines  of  several  miles  in  length;  but  it 
»  also  practised  on  a  small  scale  in  surveying  objects  which  are 
long,  narrow,  and  winding,  such*  as  roads  and  streams. 

(<L)  Secondary  Triangles, — The  surveyor  will  choose  a  set  of 
secondary  stations,  some  in  the  course  of  the  principal  station  lines ; 
aa,*,  b,  c,  d, «,/,— others  at  convenient  lateral  points;  as,  g,h,  i,j,  k, 
{,*»,»;  the  whole  so  situated  that  the  lines  connecting  them, 
▼hich  form  a  network  of  smaller  or  secondary  triangles,  may  lie 
sufficiently  near  to  the  fences,  streams,  buildings,  and  other 
objects  of  detail,  to  enable  these  to  be  surveyed  from  them  by 
the  first  method  of  Article  9,  p.   8,— that  is,  by  distances  and 


(a.)  Survey  of  Details.  —  This  may  be  performed  wholly  by 
means  of  distances  and  offsets;  but  time  and  trouble  may  often  be 
aaved  by  the  occasional  use  of  angular  measurements. 

In  order  to  save  time,  trouble,  and  money  as  far  as  possible,  the 
five  operations  which  have  just  been  enumerated  should  be  carried 
on  either  together  or  alternately. 

Vhen  the  plan  shows  the  centre  line  of  a  railway,  canal,  or  other 
line  of  communication,  a  scale  of  distances  is  to  be  marked  along 
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the  whole  of  its  length,  commencing  at  one  of  its  ends  or 
"termini"  According  to  standing  orders  which  have  been  in 
force  for  many  years,  that  scale  of  distances  on  the  plan  of  a  pro- 
posed railway,  is  to  show  each  mils  and  furlong  from  the  com- 
mencement of  the  centre-line;  all  radii  of  curves  which  do  not  exceed 
one  mile  are  to  be  written  on  the  plan  ia /wrlongs  and  chains/ 
and  the  lengths  of  proposed  tunnels  in  yards.  The  information  thus 
written  on  the  plan  is  useful  to  the  engineer,  independently  of 
its  being  prescribed.  It  is  also  useful  to  the  engineer,  although 
not  prescribed,  to  have  the  levels  of  important  points  written  on  the 
plan,  or  shown  by  the  aid  of  contour  lines  (which  will  be  further 
explained  afterwards),  especially  when  the  plan  is  to  be  used  in 
selecting  a  line. 

14.  Pfamm,  Pf  m  aetat,  Height*  m*  ether  laflnmatiea  iiilllii 
•a  the  Sectfoa. — The  horizontal  datum-line  of  the  section  should  have 
marked  on  it  a  scale  of  distances  corresponding  with  those  marked 
along  the  centre-line  on  the  plan,  in  order  that  corresponding 
points  on  the  plan  and  section  may  be  readily  found;  and  great 
care  should  be  taken  that  horizontal  distances  on  the  plan  and 
section  exactly  agree. 

Alongside  the  datum-line  on  the  section  there  should  be  a 
written  statement  of  the  elevation  or  depression  of  the  horizontal 
surface  which  it  represents  as  compared  with  what  is  called  the 
"  Datum  fixed  point;"  that  is,  a  well-marked  and  easily  found  point 
on  some  permanent  object,  which  (as  prescribed  in  the  standing 
orders  of  parliament)  should  be  "  near  one  of  the  termini  '*  of  the 
proposed  work.  The  chief  requisites  of  an  object  for  that  purpose 
are,  permanence  of  position  and  easy  identification;  so  that,  on 
the  whole,  some  portion  of  the  masonry  of  a  building  (a  public 
building,  if  possible),  such  as  the  upper  side  of  a  window-sill, 
plinth,  or  string-course,  may  be  considered  as  the  best.  Door-sills  are 
deficient  in  permanence  because  of  their  liability  to  be  worn  down  by 
the  feet  of  persons  passing  in  and  out ;  nevertheless,  they  are  frequently 
used  as  datum-points,  and  not  objected  to.  The  upper  surface  of  the 
rails  of  a  railway  at  some  specified  point  is  often  referred  to  as 
a  datum,  and  considered  sufficient,  although  its  elevation  is  far 
from  being  permanent.  Amongst  objects  utterly  unsuitable  for 
this  purpose  may  be  mentioned,  all  surfaces  whose  levels  are 
continually  changing,  how  slight  soever  the  change  may  be,  such 
as  the  "top  water  level"  of  a  canal,  and  all  ideal  horizontal 
surfaces. 

Amongst  other  information  to  be  marked  in  writing  on  a  section 
are,  the  heights  of  the  principal  parts  of  the  proposed  work  above 
the  horizontal  datum-line,  and  in  particular,  in  the  case  of  a  rail- 
way, those  of  the  upper  surface  of  the  rails  at  the  points  where  the 
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inclination  varies;  the  several  rates  of  inclination  of  proposed  rail- 
ways, and  of  roads  to  be  altered  for  the  purpose  of  making  them; 
the  greatest  depths  of  cuttings  and  heights  of  embankments  ;  the 
lengths  of  tunnels  and  viaducts;  the  alterations  of  level  and  in- 
clination to  be  made  in  existing  lines  of  communication;  the 
character  of  the  structures  to  be  used  for  passing  them,  whether 
bridges  over  or  under,  or  level  crossings;  and  in  the  case  of 
proposed  bridges  for  existing  roads,  the  width  of  roadway  which 
they  will  provide,  and  if  they  pass  over  the  roads,  the  height  of 
headroom.  So  far  as  those  items  of  information  are  required- by 
the  standing  orders  of  parliament,  reference  must  be  made  for 
details  to  those  standing  orders  themselves,  as  has  been  already 
stated  under  Head  X.  of  Article  11. 

A  working  section  should  state,  in  writing,  the  level  of  the 
ground,  the  level  of  the  proposed  work,  and  the  height  of  embank- 
ment or  depth  of  cutting,  at  every  point  of  the  ground  whose  level 
has  been  taken;  those  quantities  oeing  found  uy  calculation,  not 
by  measurement  on  the  paper.  It  should  also  state  the  positions 
and  levels  of  all  "  Bench  marks." 

15.  Bench  Hark*  are  fixed  objects  whose  levels  are  known, — in 
feet,  subordinate  datum-points,— distributed  along  the  course  of  the 
intended  work,  at  distances  of  from  half-a-mile  to  a  mile,  and  near 
the  sites  of  all  intended  structures  of  importance,  such  as  bridges. 
If  suitable  existing  objects  cannot  be  found,  the  heads  of  large 
stakes  driven  for  the  purpose  will  answer.  They  should  be  placed 
where  they  will  not  be  disturbed  during  the  execution  of  the 
work. 

16.  Chechia*  licreb  consists  in  taking  the  levels  of  points  over 
again,  to  test  the  correctness  of  previous  levelling.  In  preliminary 
and  parliamentary  sections,  the  levels  of  the  more  important  points 
only,  such  as  summits  of  hills  and  bottoms  of  valleys,  crossings  of 
existing  lines  of  communication,  and  bench  marks,  require  to  be 
checked;  for  working  sections,  every  level  taken  should  be  checked. 

17.  ITaHaiai—  aa*  Barlaf*  auwhc*  oa  Plaa  aa*  SeeUaa. — It 
is  useful  to  the  engineer  to  have  a  copy  of  the  plan  and  section  of 
a  proposed  work  on  which  the  results  of  trial-pits  and  borings  are 
marked,  and  the  estimated  cost  of  each  part  of  the  work  written 
opposite  to  its  position  on  the  paper. 

18.  Ccattc  Uae  as  a  Baa  far  Laa4-Plaa  Sarrey. — When  the 
centre  line  of  a  proposed  railway  has  been  carefully  ranged  and 
staked  out,  it  may  be  used,  whether  straight  or  curved,  as  a  base 
for  the  secondary  triangulation  of  the  survey  for  the  land-plans, 
the  great  triangulation  being  dispensed  with,  and  each  stake 
regarded  as  a  station  in  the  survey. 

19.  llaiagii  ta  Praaoty  ta  he  araMc*.— All  operations  of  engi- 
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neering  field-work  ought  to  be  so  conducted  as  to  do  as  little 
damage  as  possible  to  the  property  traversed. 

20.  Arraageai«at  «f  the  eatalag  Chapters. — The  operations  of 
surveying,  levelling,  and  setting-out,  having  been  enumerated  and 
explained  in  a  general  way  in  the  present  chapter,  the  remaining 
chapters  of  this  part  will  be  devoted  to  the  explanation  of  details 
relative  to  certain  branches  of  the  subject,  in  the  following' 
order : — 

Surveying  with  the  chain. 

Surveying  by  angular  measurements. 

Levelling. 

Setting-out  works. 

Marine  surveying. 

Copying,  enlarging,  and  reducing  plans. 

The  explanation  of  some  of  the  peculiarities  of  surveys  for 
particular  classes  of  works  will  be  reserved  until  those  works  them- 
selves come  to  be  considered. 
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CHAPTER  IL 

OF  BUHVKVLBiG  WITH  THE  GHATJT. 

21.  BMw  nd  wiumhIm — The  marks  fixed  at  stations  to  enable 
them  to  be  readily  found  are  usually  stakes,  of  size  and  strength 
sufficient  to  guard  against  the  risk  of  their  being  disturbed.  In 
most  cases  they  should  be  driven  to  the  head,  or  nearly  so.  If,  for 
a  particular  station-mark,  greater  permanence  is  desired  than  can 
be  obtained  by  means  of  a  stake,  a  block  of  stone  may  be  used, 
having  a  cross  cut  on  its  upper  surface. 

When  a  mark  fixed  at  the  station  itself  would  be  liable  to  be 
disturbed,  four  stakes  may  be  driven  so  that  the  intersection  of  the 
straight  lines  joining  them  diagonally  may  mark  the  station;  or 
two  or  more  stakes  may  be  driven,  and  the  distances  of  the  station 
from  them  measured  and  noted  down ;  or  the  distance  of  the  station 
from  any  two  or  more  well-defined  permanent  objects,  such  as 
corners  of  buildings,  may  be  measured  and  noted,  down ;  or  if  two 
permanent  objects  can  be  found  which  lie  in  one  straight  line  with 
the  station,  that  fact  can  be  noted,  together  with  the  distance  of 
the  station  from  one  of  the  objects.  The  points  where  station-lines 
cross  fences  are  marked  by  notches  upon  timber  and  grooves  upon 
stone. 

The  signals  set  up  at  stations  to  make  them  visible  from  a  dis- 
tance usually  consist  of  poles,  with  or  without  flags.  Ordinary  poles, 
to  be  carried  about  in  the  field,  may  be  from  six  to  nine  feet 
long,  painted  in  alternate  lengths  of  black  and  white,  and  shod  with 
iron.  For  flags,  although  white  is  the  colour  that  is  seen  farthest, 
red  is  more  generally  employed,  as  being  more  easily  distinguished 
from  surrounding  objects  by  those  who  have  no  defect  in  the  per- 
ception of  colour.  To  mark  the  ends  of  long  station-lines,  poles  of 
greater  lengths,  such  as  twenty  or  thirty  feet,  are  often  required; 
these  generally  need  rope  stays  to  keep  them  upright 

Great  care  should  be  taken  to  set  up  and  keep  all  poles  in  a  truly 
vertical  position;  and  tall  permanent  poles  should  be  adjusted  by 
means  of  a  plumb-line. 

For  the  temporary  marking  of  points  in  surveying  details,  bits  of 
paper  are  used,  held  in  cleft  sticks.     These  are  called  "  whites." 

c 


18  ENGINEERING  GEODESY. 

To  facilitate  the  ranging  of  long  station-lines,  it  is  useful  to 
choose  them,  when  opportunities  occur,  so  as  to  run  directly  towards 
some  conspicuous  existing  object,  such  as  a  tree,  a  spire,  or  a  large 
chimney. 

22.  The  SwrreyiBff  chain* — For  measuring  with  extraordinary 
accuracy  the  bases  of  national  trigonometrical  surveys,  rods  of  glass 
and  of  metal  have  been  used — a  correction  for  expansion  by  heat 
being  made  either  by  calculation  or  by  mechanism:  also,  steel 
chains,  made  of  flat  links  connected  at  the  ends  by  pins,  and  sup- 
ported in  accurately  levelled  troughs,  the  tension  being  maintained 
constant  by  a  weight  hanging  over  a  pulley,  and  the  correction  for 
expansion  made  by  calculation. 

In  ordinary  surveys  for  engineering  works  so  great  a  degree  of 
accuracy  is  unnecessary;  and  the  instrument  generally  used  for 
measuring  distances  is  the  common  surveying  chain,  which  consists 
of  one  hundred  straight  links  of  iron  or  steel  wire  of  equal  length, 
having  eyes  on  their  ends,  and  connected  together  by  oval  ringa. 
There  are  usually  three  of  those  rings  between  each  pair  of  straight 
links.  The  joints  of  the  rings,  and  those  of  the  eyes  of  the  links, 
should  be  welded :  the  chain  is  thus  rendered  much  less  liable  to 
stretch  than  if  those  joints  are  open.  Each  distance  of  ten  links 
from  either  end  of  the  chain  is  marked  by  a  peculiarly  shaped  piece 
of  brass,  so  that  the  mark  at  ninety  links  from  one  end  is  similar 
to  that  at  ten  links,  that  at  eighty  links  to  that  at  twenty,  and  so 
on,  the  middle  of  the  chain  being  marked  by  a  round  piece  of  brass. 
At  each  end  of  the  chain  is  a  handle. 

The  chain  should  measure  its  correct  length  from  outside  to  out- 
side of  the  handles. 

As  every  chain  which  is  in  daily  use  in  the  field  is  liable  to  have 
its  length  increased  by  the  continual  strain  upon  it,  and  diminished 
by  the  bending  of  the  links,  and  by  dirt  getting  into  the  rings,  it 
ought  to  have  its  length  tested  every  day  by  comparison  with  a 
"  standard  chain,*'  used  for  the  sole  purpose  of  testing  other  chains, 
or  with  two  marks  on  a  wall,  or  on  a  pair  of  stakes,  whose  distance 
apart  has  been  very  accurately  adjusted.  The  length  of  the  working 
chain,  when  found  to  be  erroneous,  can  be  corrected  by  straighten- 
ing the  links  and  cleansing  the  rings,  and  by  hammering  the  latter 
so  as  to  make  them  longer  or  shorter  as  may  be  required. 

The  chains  most  commonly  used  in  Britain  are,  "Gunter's  Chain" 
of  66  feet  (in  which  each  link  is  '66  of  a  foot  or  7*92  inches),  and 
the  chain  of  100  feet  The  advantages  of  Gunter's  chain  are,  its 
being  an  exact  decimal  fraction  of  a  mile  (one-eightieth,  or  '01 2d), 
and  the  square  described  upon  it  being  one-tenth  of  an  acre.  The 
100-foot  chain  has  the  advantage  of  giving  at  once  dimensions  in 
feet,  which  are  convenient  in  the  calculation  of  quantities  of  work 
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When  a  "chain"  is  spoken  of  without  qualification,  Gunter's  chain 
is  meant 

The  chain  is  usually  accompanied  by  ten  skewers  called  "arrows," 
made  of  iron  or  steel  wire,  having  a  point  at  one  end  and  a  large 
ring  at  the  other,  marked  with  a  piece  of  red  cloth  to  make  it 
visible  from  a  distance.  Some  surveyors  prefer  to  use,  in  chaining 
long  lines,  nineteen  arrows,  nine  of  iron  or  steel,  and  ten  of  brass. 

The  chain  is  carried  by  two  men,  called  respectively  the  "leader" 
and  the  "follower.'*  In  measuring  the  length  of  a  station-line,  the 
follower,  in  a  crouching  attitude,  holds  one  end  at  the  commence- 
ment of  the  line,  and  the  leader,  carrying  with  him  all  the  arrows, 
fixes  his  eyes  on  the  object  which  marks  the  distant  end  of  the  line, 
and  walks  straight  towards  it,  dragging  the  other  end  of  the  chain 
along  with  him.  When  the  chain  is  tightened,  the  leader  crouches 
down  at  one  side  of  the  line,  holding  near  the  ground  an  arrow 
exactly  upright,  in  the  same  hand  which  grasps  the  handle  of  the 
chain.  The  follower  sees  that  the  chain  is  tight,  straight,  and 
unentangled,  and  directs  the  leader  by  words  or  gestures  so  as  to 
make  him  stick  the  arrow  into  the  ground  exactly  in  the  align- 
ment* The  leader  and  follower  then  rise,  and  advance  until  the 
follower  reaches  the  arrow  that  marks  the  end  of  the  first  chain- 
length,  and  proceed  to  lay  off  a  second  chain-length  and  fix  a  second 
arrow  as  before,  and  so  on.  The  follower  picks  up  the  arrows  as  he 
advances,  so  that  by  counting  the  arrows  in  his  hand  he  can  tell  at 
any  moment  how  many  entire  chain-lengths  have  been  measured 
On  fixing  the  tenth  arrow,  the  leader  cries  in  a  loud  voice  "  ten," 
or  "change;"  the  surveyor  notes  in  his  field-book  that  ten  chains 
have  been  measured;  the  leader  stands  still  until  the  follower  has 
advanced  to  him  and  handed  him  the  nine  previously  picked-up 
arrows;  the  follower  holds  his  end  of  the  chain  at  the  mark  made 
by  the  tenth  arrow,  which  the  leader  (if  there  are  ten  arrows 
only)  then  picks  up,  and  advances  with  all  the  ten  arrows  in  his 
band  to  commence  the  measurement  of  the  next  ten  chains.  If 
there  are  nine  iron  arrows  and  ten  brass  ones,  the  leader,  having 
expended  all  the  iron  arrows  in  marking  the  first  nine  chains,  marks 
the  end  of  the  tenth  chain  with  a  brass  arrow;  and  when  the 
follower  comes  up  to  him,  takes  only  the  nine  iron  arrows,  leaving 
the  brass  arrow  to  be  picked  up  by  the  follower  when  the  next 
chain-length  has  been  measured.  In  this  case  the  follower,  at  any 
moment,  can  tell  the  number  of  entire  tens  of  chains  which  have 

•  Mr.  Httkoll  (Engineering  Field-work)  judiciously  recommends  that  words  alone 
t»  wed  for  this  purpose,  in  order  that  the  leader  may  fix  his  eyes  on  the  arrow,  and 
keep  H  exactly  vertical,  the  follower  directing  him  to  move  it  to  one  side  or  the 
other  fay  saying  "to  yon"  and  "from  yon,"  and  to  fix  it  in  the  ground  by  the 
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been  chained  by  counting  the  brass  arrows  in  his  hand,  and  tlie 
number  of  chains  over  and  above  the  entire  tens  of  chains  by  count- 
ing the  iron  arrows;  and  thus  a  check  is  kept  upon  the  number  of 
entire  tens  of  chains  noted  in  the  surveyor's  field-book.  At  the 
end  of  each  hundred  chains  the  leader  receives  back  all  the  brass 
arrows  as  well  as  the  iron  ones. 

If  the  leader  takes  care  while  advancing  to  keep  his  eyes  fixed 
on  the  signal  at  the  distant  end  of  the  line,  he  will  be  able  to  drag 
the  chain  forward  in  the  true  alignment  with  very  little  direction 
from  the  follower. 

The  follower  while  advancing  should  allow  the  chain  to  slacken, 
and  should  take  care  to  keep  it  clear  of  the  arrow,  and  of  objects 
which  may  entangle  it. 

As  the  chaining  goes  on,  the  surveyor  notes  the  distances  from 
the  commencement  at  which  the  station-line  crosses  all  fences, 
boundaries,  banks  of  streams,  sides  of  roads,  and  other  objects  to 
be  shown  on  the  plan;  also  where  it  crosses  other  station-lines,  and 
where  points  occur  suitable  for  intermediate  stations  in  the  survey. 

23.  Chaining  oa  a  Declivity— Itodnctioa  t*  tfce  I*ereL — In  chain- 
ing up  or  down  a  slope,  the  distance  actually  measured  must  be 
reduced  on  the  plan  to  the  projection  of  that  distance  on  a  hori- 
zontal plane.  The  most  convenient  way  of  effecting  this  is  by 
means  of  a  correction  in  links  and  fractions  of  a  link  to  be  deducted 
from  each  chain.  This  correction  being  known,  may  be  applied 
mechanically  during  the  chaining,  by  pulling  the  chain  forward  at 
each  chain-length  through  a  distance  equal  to  the  required  correction. 

The  following  are  various  formulae  for  computing  the  correction : — 

When  the  angle  of  inclination  has  been  measured  by  a  "clino- 
meter" or  other  angular  instrument; 

Correction  in  links  per  chain,  =  100  x  versed  sine  of  inclination,  (1.) 

When  the  vertical  fall  in  links  for  each  chain  of  distance  on  the 
slope  is  known; 

Correction  in  links  per  chain  =  100  -  ,/10,000-faIT2;  (2.) 

and  when  the  slope  is  gentle,  the  following  approximate  formula 

will  answer: — 

fall2 
Correction  in  links  per  chain  =  a^-  nearly (3.) 

To  save  calculation,  most  clinometers  and  theodolites  have  the 
correction  for  declivity  marked  on  the  "limb"  or  graduated  arc 
on  which  angles  in  a  vertical  plane  are  measured. 

Experienced  surveyors  learn  to  estimate  this  correction  with 
considerable  accuracy  by  the  eye. 

Its  use  may  often  be  dispensed  with  by  stretching  the  chain  in  a 
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horizontal  position;  the  up-hill  end  touching  the  ground,  and  the 
point  on  the  ground  exactly  below  the  down-hill  end  being  found 
by  means  of  a  plumb-line,  or  a  ranging  pole  held  vertically,  or  by 
dropping  an  arrow  or  a  stone.  This  process  is  called  stepping,  and 
may  be  carried  on  by  half-chains  or  shorter  distances,  instead  of 
whole  chains,  on  very  steep  ground. 

24  Mtak  (to  which  reference  has  already  been  made  in  Article 
9,  Division  L,  p.  8)  are  ordinates  or  transverse  distances,  measured 
from  known  points  in  a  station-line  to  objects  whose  position  is  to 
be  ascertained;  such  as  bends  and  intersections  of  fences,  of  the 
sides  of  roads,  of  the  banks  of  streams,  and  of  other  boundaries, 
corners  of  buildings,  and  so  forth.  The  surveyor  notes  in  his  field- 
book  the  distance  in  links  from  the  commencement  of  the  station* 
line  at  which  the  offset  is  made  (  A  By  fig.  1,  p.  8),  and  the  length 
of  the  offset  (B  0  in  the  same  figure);  the  side  of  the  page  on  which 
the  latter  is  noted  showing  at  which  side  of  the  station-line  the 
offset  lies,  as  will  be  further  explained  in  Article  28. 

Offsets  are  almost  always  at  right-angles  to  the  station-line.  To 
ensure  accuracy  they  should  seldom  exceed  about  one  chain  in  length 
(although  offsets  of  two  or  three  chains  may  be  made  to  boundaries 
which  are  nearly  parallel  to  the  station-line);  and  the  secondary 
station-lines  from  which  the  details  of  the  ground  are  surveyed 
should  be  laid  out  accordingly.  The  position  and  direction  of  short 
onsets  may  be  laid  off  by  the  eye;  but  the  longer  offsets,  especially 
if  they  run  to  important  objects,  should  be  laid  off  by  letting  fall  a 
perpendicular  from  the  object  (at  which,  if  necessary,  a  pole  or  a 
"white"  may  be  placed)  upon,  the  station-line,  by  means  of  the 
"cross-staff"  or  of  the  "optical  square." 

The  Cross-Staff  is  simply,  a  staff  with  a  spike  on  the  lower  end, 
and  two  pair  of  sights  at  right  angles  to  each  other  at  the  upper 
end 

The  Optical  Square,  which  has  almost  superseded  the  cross-staff, 
is  a  brass  box,  containing  two  small  silvered  plate-glass  mirrors, 
whose  planes  make  with  each  other  an  angle  of  45°;  so  that  every 
ray  of  light  which  falls  upon  the  first  mirror,  and  is  thence  reflected 
to  the  second  mirror,  is  again  reflected  from  the  second  mirror  in  a 
direction  at  rignt  angles  to  its  original  direction.  A  portion  of  the 
second  mirror  is  unsHvered,  so  that  the  surveyor  can  see  through 
it  He  places  himself  on  the  station-line,  and  looks  through  the 
unsilvered  glass  towards  the  signal  at  one  end  of  it,  and  then  moves 
backwards  and  forwards  along  the  station-line  until  he  sees  the 
reflected  image  of  the  lateral  object  apparently  coinciding  in  direc-. 
turn  with  the  signal  on  the  station-line;  the  directions  of  those  two 
objects  are  then  at  right  angles,  and  the  point  on  the  ground  directly 
below  the  optical  square  is  the  commencement  of  the  offset  required. 
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To  adjust  the  optical  square,  make  a  rest  for  it  by  driving  a  picket 
or  small  post  (which  may  be  called  A)  four  and  a-half  or  five  feet 
high,  with  a  flat  top.  Set  up  a  pole  two  or  three  chains  off  in  any 
convenient  direction  (which  pole  may  be  called  B);  look  towards  it 
through  the  unsilvered  glass;  send  an  assistant  to  set  up  a  second 
pole  (C)  in  such  a  direction  that  its  reflected  image  apparently 
coincides  in  direction  with  B.  Then  the  lines  A  B  and  A  C  are  or 
ought  to  be  at  right  angles.  In  the  same  way,  let  the  assistant  set 
up  a  third  pole,  D,  at  the  same  angular  distance  from  C,  and  a 
fourth  pole,  E,  at  the  same  angular  distance  from  D.  Then  on 
looking  directly  towards  E,  if  the  optical  square  is  correctly  adjusted, 
the  reflected  image  of  B  will  be  seen  apparently  coinciding  in  direc- 
tion with  E.  Should  it  not  be  so,  correct  one  quarter  of  the  error 
by  means  of  the  adjusting  screw  which  acts  upon  one  of  the  mirrors, 
and  repeat  the  whole  operation  until  the  adjustment  is  exact 

The  purpose  of  an  optical  square  may  be  answered  by  a  booo- 
eeoctont,  the  index  being  set  to  90°.  This  instrument  will  be 
described  in  Chapter  ILL  lines  at  right  angles  to  each  other 
may  sometimes  be  marked  on  the  ground  by  setting  out  with  the 
tape-line  or  chain  a  right-angled  triangle  of  any  convenient  dimen- 
sions ;  the  proportions  of  the  sides  being  determined  by  the  principle, 
that  the  sum  of  the  squares  of  the  sides  which  enclose  the  right 
angle  is  equal  to.  the  square  of  the  hypothenuse,  or  side  opposite 
the  right  angle. 

Amongst  the  proportions  of  whole  numbers  which  fulfil  that 
condition  are  the  following : — 


SSdes  enclosing  the             Hypo- 
right  angle.                 thenoue. 

3 
5 

7 
8 

20 

The  most  useful  of  these  ] 
3 

:        4        :        5 

13         :       13 

24        :      25 

15  •     :      17 

21         :      29 
)roportions  is  the  first  and  simplest, 
4         :        5* 

•  The  following  is  a  general  method  for  finding  any  number  of  sets  of  whole  nnm-i 
bars  which  are  proportional  to  the  sides  of  right-angled  triangles. 

Choose  any  two  numbers  whatsoever,  m  and  n,  m  being  the  greater;  and  if  they 
are  either  both  even,  or  both  odd,  make 


*=s  no;  y= — J 


m'-r*' 


m'+n1 


2 


bat  if  one  is  even  and  the  other  odd,  multiply  each  of  the  above  expressions  by  2. 
Then,  «*+y'=ea; 

and  x,  y,  and  z  are  proportional  to  the  three  sides  of  a  right-angled  triangle,  z  corre- 
sponding to  the  hypothenuse. 
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When  two  persons  are  available  to  measure  the  lengths  of  onsets, 
either  a  second  chain  or  a  Tape-line  may  be  used.  The  surveyor 
ma j  measure  offsets  without  assistance  with  the  offseMafi--*  light 
and  strong  wooden  pole  tipped  with  brass  or  iron,  ten  links  long 
from  end  to  end,  and  divided  into  links. 

25.  ampii  Mb**  may  be  made,  if  convenient,  with  the  aid  of 
in  angular  instrument,  such  as  a  box-sextant  or  a  light 
theodolite,  to  measure  the  angles  which  they  make  with 
the.sortion-lme.  But  in  surveying  by  linear  measure* 
meats  alone,  oblique  onsets  are  made  in  pairs  from 
different  points  in  the  station-line  to  the  same  object, 
in  order  to  determine  its  position  with  more  accuracy 
than  is  attainable  by  a  single  rectangular  onset.  For 
example  (see  fig.  4.),  the  position  of  the  object  D  is 
found  by  measuring  to  it  a  pair  of  offsets,  BD,  CD, 
from  two  different  points,  B  and  C,  in  the  station-line 
ABC.  This  process,  in  fact,  belongs  to  the  method  of 
surveying  hy  triangle*,  B  D  0  being  a  triangle  of  which 
the  three  sides  are  measured. 

The  nearer  the  angle  between  the  two  offsets,  ^ 
B  D  C,  approaches  to  a  right  angle,  the  more  accurately 
is  the  position  of  the  object  determined;  and  care       Hg.  4, 
should  therefore  be  taken  to  make  that  angle  neither  very  acute 
nor  very  obtuse. 

If  a  check  on  the  accuracy  of  the  operation  is  desired,  a  third 
offset,  £  D,  may  be  measured  to  the  object  from  a  third  point,  E, 
in  the  station-line. 

The  principal  objects  for  which  the  additional  accuracy  given  by 
oblique  onsets  is  desirable,  are  corners  and  inter- 
sections of  boundaries,  angles  of  buildings,  mile-posts, 
and  the  like.  When  the  object  is  a  corner  of  a 
boflding,  such  as  D  in  fig.  5,  it  is  convenient  to  make 
each  of  the  onsets,  if  possible  (or  at  all  events  one 
of  them),  lie  in  a  straight  line  with  a  race  of  the 
building,  and  so  to  determine  the  direction  of  such 
face  or  frees. 

No  general  rules  can  be  laid  down  for  surveying 
the  details  of  an  intricate  building,  except  that  in 
many  cases  a  rectangle  may  be  set  out  so  as  to 
enclose  it,  and  the  sides  of  that  rectangle  used  as 
station-lines  from  which  to  take  onsets  to  the  feces 
and  corners  of  the  building.  To  survey  some 
buildingB  completely  it  is  necessary  to  have  access 
to  the  inside. 

-It  has  already  been  stated  in  Articles 


Fig.  5. 
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9  and  12,  that  the  relative  positions  of  different  station-lines,  and 
of  the  stations  which  they  connect,  are  determined  by  so  arranging 
them  as  to  form  a  complete  network  of  triangles  over  the  district 
surveyed.  In  the  absence  of  angular  instruments,  the  figure  of 
each  of  those  triangles  must  be  determined  by  measuring  with  the 
chain  the  length  of  each  of  its  sides. 

In  fig.  6,  let  A  B  represent  a  station-line  whose  length  and 
position  are  known;  C,  a  third  station  lying 
74  out  of  the  line.  Then  by  measuring  the  two 
remaining  sides,  AC,  BO,  of  the  triangle 
A  B  C,  so  that  the  lengths  of  all  its  three 
aides  may  be  known,  the  position  of  C  is 
determined. 

Agreeably  to  the  principle  already  noted 
in  the  last  article,  that  determination  is  the 
more  accurate  the  less  the  angle  AOB  differs 
from  a  right  angle.     Supposing  a  certain 
Fig.  6.  error  to  have  been  committed  in  measuring 

one  of  the  lines  BO  or  AO,  the  consequent  error  in  finding  the 
position  of  O  is  equal  to  the  original  error  if  AO  B  is  a  right  angle  ; 
but  if  that  angle  is  either  acute  or  obtuse,  the  error  in  the  position 
of  0  is  greater  than  the  original  error  in  the  proportion  of  the 
oosecant  of  the  angle  AOB  to  radius. 

Triangles  in  which  the  angle  at  the  point  to  be  determined  is  less 
than  30°,  or  more  than  150°,  axe  said  to  be  "  %U-conditionedyyy  and 
are  avoided  by  skilful  surveyors.  In  an  ill-conditioned  triangle,  the 
error  in  the  position  of  0  is  more  than  double  of  the  corresponding 
error  in  the  measurement  of  a  side  of  the  triangle. 

The  accuracy  of  the  measurements  in  every  important  triangle 
should  be  checked  by  measuring  a  " tie-line**  from  one  of  its  angles 
to  a  known  point  in  the  opposite  side,  such  as  C  D  in  fig,  6.  The 
agreement  of  the  length  of  that  line  with  the  result  of  the  measure- 
ments of  the  sides  may  be  tested  on  the  plan  when  plotted.  It  may 
also  be  tested  by  calculation ;  for  if  all  the  measurements  are  correct, 
the  following  equation  will  be  verified, 

OD.sAC"BD;BBC-AD-AD-DB <1> 


27.  «•*•  te  tastaa-Mam. — A  long  station-line,  otherwise  well 
adapted  for  its  purpose,  may  have  one  or  more  places  in  its  course 
through  which,  owing  to  the  intervention  of  buildings,  woods, 
precipices,  water,  swamp,  or  other  obstacles,  it  may  be  difficult  or 
impossible  to  chain  along  the  line  with  accuracy  \  and  in  some  cases 
also  it  may  be  impossible  to  range  the  line  directly  across  the 
obstacle.     These  difficulties  are  most  readily  met  by  the  use  of 
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fl^gnlar  instruments ;  bat  in  the  absence  of  such  instruments,  the 
chain  alone  may  be  used,  according  to  methods  which  may  be 
varied  to  suit  the  circumstances  of  each  particular  case. 

Three  kinds  of  cases  may  be  distinguished : — First,  those  in 
which  the  obstacle  can  be  seen  over  from  side  to  side,  and  chained 
round,  but  not  chained  across.  Secondly,  those  in  which  it  can 
neither  be  seen  over  nor  chained  across,  but  can  be  chained 
round ;  and  Thirdly,  those  in  which  the  obstacle  can  be  seen  over, 
but  neither  be  chained  across  nor  chained  round. 

In  each  of  the  figures  that  illustrate  this  article,  the  inaccessible 
part  of  the  station-line  is  marked  by  dots,  and  the  direction  in 
which  the  measurement  proceeds  is  indicated  by  an  arrow. 

Case  I. — When  the  obstacle  cam,  be  seen  over,  the  first  operation 
is  to  plant  a  ranging  pole  in  the  station-line  at  the  further  side  of 
the  obstacle ;  and  the  problem  to  be  solved  is,  to  find  the  distance 
to  that  pole  from  some  point  already  chained  to  on  the  nearer 
side. 

First  Method  (By  a  parallel  line,  see  fig.  7). — 
Let  A  and  T>  be  marks  at  the  nearer  and  further 
sides  of  the  obstacle  respectively.  By  the  optical  square 
or  otherwise,  range  A B,  DC,  at  right  angles  to  the 
station-line;  make  these  perpendiculars  equal  to  each 
other,  and  of  any  length  that  may  be  requisite  in  order  to 
chain  past  the  obstacle  along  B  C,  which  will  be  parallel 
and  equal  to  A  D,  the  distance  required ;  that  is  to  say, 

AD  =  BC (1.) 

Sboobd  Method  (By  a  triangle,  see  fig.  8).— A  and 
B  as  before  being   points  in  the  station-line  at  the  nearer  and 
further  sides  of  the  obstacle,  set  out  a  triangle  A  B  C  of  any  form 
and  sue  that  will  conveniently  enclose  the  obstacle, 
subject  only  to  the  conditions,  that  B  and  C  are  to 
be  ranged  in  one  straight  line  with  D,  and  that  B^-^^i « 
the  angles  at  B  and  0  are  neither  to  be  very     \  — ^c 

acute  nor  very  obtuse.  Measure  with  the  chain  the       \  / 

lengths  A  B,  AC,  BD,  DC.  Then  the  inaccessible         \        / 
distance  A  I)  is  given  by  the  formula.  \   /    * 

the  computation  of  which  will  be  much  facilitated  ~    & 

by  the  use  of  a  table  of  squares. 

That  distance  may  also  be  found  by  plotting  the  triangle  and 
the  point  D  in  its  base  on  a  sufficiently  large  scale,  and  measuring 
A  D  on  the  paper. 
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The  figure  of  the  obstacle  may  he  surveyed  by  onsets  from  tlio 

aides  of  the  triangle. 

Thibd  Method  (By  two  triangles,  see  fiig.   9).  —Let  b    and 

cbe  points  in  the  station-line  at  the  nearer 

,     I  and  further  side  of  the  obstacle  respectively. 

^  Je  »*     ^°m  a  convenient  station  A,  chain  the  lines 

I     ^^£         s'  \      A  6,  A  c,  being  two  sides  of  the  triangle  Abe; 

Vx>\      »      connect  those  lines  by  a  line  B  C  in   any 

"»  %%*i     position  which  will  form  a  well-conditioned 

°*  triangle  A  B  C,  of  as   large  a  size    as     is 

practicable:  measure  its  three  sides.     Tnen 

the    inaccessible   distance   is  given    by   the 

Kp.  9.  formula, 

6c=^{A^  +  A^^^Af.(AB2+AC*-BC*)}.(3.) 

The  following  modification  of  this  formula,  though  less  simple  in 
appearance,  is  better  adapted  to  computation  by  the  help  of  a  table 
of  squares; 

jl       .//am^a^        (A6  +  Ac)g-(A6-A<?)2 
bc  =  V  {Ay  +  A^(^^rC^(AB-.ACf 

(AB^AC-BC2).} (3A.) 

The  points  B  and  C  are  shown  in  the  first  instance  as  lying 
between  A  and  the  station-line;  but  if  necessary,  they  may  be 
taken  in  the  prolongations  of  A  c  and  A  b  beyond  the  station-line,  as 
at  B'  and  C,  or  in  their  prolongations  beyond  A,  as  at  B"  and  C, 
and  the  same  formula  will  still  apply. 

The  formula  is  much  simplified  if  A  B  and  A  C  can  be  laid  off  so 
as  to  be  respectively  proportional  to  A b  and  Ac;  for  then  the 
triangles  ABC  and  A  b  c  become  similar,  B  0  is  parallel  to  6  c,  and 

the  inaccessible  distance  is  simply 

» 

»«=BC^ <4> 

In  this  method,  as  well  as  in  the  preceding,  the  inaccessible  dis- 
tance may  be  found  by  plotting. 

Cask  II. — When  the  obstacle  can  be  chained  round,  but  not 
chained  across  nor  seen  over. 

Fibst  Method  (By  parallel  lines,  see  fig.  10).  — From  A  and 
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B,  two  points  in  the  station-line  on  the  nearer  side  of  the  obstacle, 
and  at  least  aa  far  apart  as  the  distance  across  it  is  judged 
to  be,  lay  o(£  by  the  optical  square  or  otherwise,  the 
equal  perpendiculars  A  C,  B  D,  of  length  sufficient  to  r 
citable  a  straight  line  C  D  E  F,  parallel  to  the  station- 
line,  to  be  ranged  and  chained  past  the  obstacle.     Com- 
mence the  AainiTig  of  this  parallel  line  at  D,  in  con-  K 
tarnation  of  that  of  the  station-line  at  B.     As  soon  as  the 
obstacle  is  passed,  lay  off  the  perpendicular  £  G  equal  to 
A C  and  BD;  then  G  will  be  a  point  in  the  station- 
line  beyond  the  obstacle,  and  the  inaccessible  distance 
wffl  be 

BG  =  DE 


(5.) 


i 


ig.  11).— From  a 
B  of  the  chained 


By  nrmtwpTPTig  the  parallel  line  and  repeating  the  same  c 
process,  additional  points  in  the  station-line,  such  as  H,    w 
maybe  found.  **  10b 

Sbooto  Method  (By  similar  triangles,  see 
point  A,  as  far  back  as  practicable  from  the  end 
station-line  on  the  nearer  side  of  the  obstacle, 
range  two  diverging  lines  A  F,  A  E,  past  the 
two  sides  of  the  obstacle,  in  which  measure  the 
distances  A  D,  A  C,  of  two  points  D  and  0, 
which  lie  in  one  straight  line  with  B.  Con- 
tinue the  chaining  of  A  F  and  A  E,  and  make 
those  distances  respectively  proportional  to  A  D 
and  AC,  so  that  ADC  and  AFE  may  be 
similar  triangles.  Measure  D  C,  in  which  note 
tie  position  of  B.  Measure  E  F,  in  which 
take  the  point  G,  dividing  E  F  in  the  same 
ratio  in  which  B  divides  C  D ;  then  G  will  be 
a  point  in  the  station-line  beyond  the  obstacle ; 
and  points  still  further  on  may  be  found,  if 
necessary,  by  a  similar  process. 

The  inaccessible  distance  B  G  is  found  by  the  formula, 


Fig.  11. 


BG  = 


ABCE 

AC     ' 


.(6.) 


The  boundaries  of  the  obstacle  can  be  surveyed  by  offsets  from 
the  sides  of  the  quadrilateral  CD  FR 

Third-  Method  {By  transversals,  see  figs.  12,  13).  — Let  a  and 
b  be  two  points  in  tne  chained  station-line  at  the  near  side  of  the 
obstacle,  about  as  far  apart  as  the  inaccessible  distance  o  c  is 
judged  to  be.     Mark  a  station  C  so  as  to  form  a  well-conditioned 
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triangle  with  a  and  b;  prolong  the  lines  b  C  and  a  C  until  two 
points  A  and  B  are  reached  through  which  a  straight  line  can  be 
ranged  and  chained  past  the  further  side  of  the  obstacle. 

In  some  cases  it  may  be  advisable  to  begin  by  choosing  the 
stations  A  and  B,  then  to  choose  C,  and  then  to  range  the  lines 
BCa,  and  ACb  (as  in  fig.  12),  or  A  6C  (as  in  fig.  13). 


Fig.  12.  Fig.  13. 

>  All  the  sides  of  the  two  triangles  ABC,  a  6  C,  are  to  be 
measured. 

Then,  to  find  the  point  cat  the  intersection  of  the  station4ine  with 
A  B,  compute  the  distance  of  that  point  from  B  by  one  or  other  of 
the  following  formula : — 

If  c  lies  in  A  B  produced,  as  in  fig.  12, 

ABaB-60 


Bc~Ca-A6-aB-oCf 
If  c  lies  between  A  and  B,  as  in  fig.  13, 
AB-aB-iO 


Bc  = 


Ca'AkaB^C 


a.) 


(7  A.) 


Next,  to  find  the  inaccessible  distance  b  c,  use  the  following  formula 
(which  is  applicable  to  both  figures)  : — 

oft-AE-BO 
CA-aB-Ao-BCf 


6c« 


(8.) 


The  same  problems  may  also  be  solved  by  plotting  the  figure 
a  b  c  A  B  C  a,  and  producing  a  b  till  it  cuts  AB,  as  in  fig.  13,  or 
A  B  produced,  as  in  fig.  12.  In  a  purely  mathematical  point  of 
view,  it  is  unnecessary  to  measure  both  A  B  and  a  b\  as  either  of 
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those  lines  might  be  calculated  from  the  other ;  but  both  should 
nevertheless  be  chained,  as  a  check  on  possible  errors.* 

Cask  Hi. — When  the  obstacle  eon  be  seen  over,  but  neither 
Anned  across  nor  chained  round  This  is  the  case  of  a  station- 
line  interrupted  by  a  deep  ravine,  or  a  deep  and 
rapid  river.  The  first  operation,  as  in  Case  I,  is  to 
range  and  fix  a  pole  at  e  (fig.  14)  in  the  station- 
hue  beyond  the  obstacle  The  next  is  to  find 
the  distance  6  c 

Fibst  Method  (By  transversals). — On  the  nearer 
side  of  the  obstacle,  range  the  stations  A  and  B  in  j 
a  straight  line  with  <?,  making  the  angle  b  e  B 
greater  than  30°,  and  place  them  so  that  the  inter- 
secting lines  A  6,  B  a,  connecting  them  with  two  • 
points  a  and  b  in  the  station-line,  shall  form  a  pair 
of  well-conditioned  triangles  a  b  C,  A  B  C,  as  in  the  '  *  jig.  14. 
last  problem.  Measure  the  sides  of  these  triangles, 
and  compute  the  inaccessible  distance  6  e  by  equation  8,  already  given. 
As  a  check  upon  the  position  thus  found  for  the  point  c,  com- 
pute also  the  inaccessible  distance  B  e  by  means  of  equation  7. 

This  problem  is  solved  graphically  by  plotting  the  figure  ab 
cABCa,  and  producing  a  b  and  A  B  till  they  intersect  in  ct 

8ecohd  Method  (By  the  optical  square,  when  the  inaccessible 
distance  does  not  much  exceed  three  or  four  chains,  3P 

see  f]%.  15).  B  B  being  the  inaccessible  distance,  at 
B,  with  the  optical  square,  set  out  B  0  perpendicular 
to  the  station-line,  and  of  a  length  such  as  to  make 
B  C  D  a  well-conditioned  triangle.  At  C,  with  the 
optical  square,  range  C  A  perpendicular  to  C  D,( 
catting  the  station-line  in  A.  Measure  A  B,  B  C ; 
then 

BD  =  I? <M  ^.16. 

*  The  following  an  the  formula  for  calculating  A  B  from  a  b  :— 

In  F^  12;   AB=a/  JbC"+C  A* —|^^o  C»  +  C  a*  —  *V)\  • 

In  Fig.  18;    AB  =  ^  JbC  +  C  A'+^^J-  (6C«+Cci«-a^}  • 

To  compote  a  b  from  A  B,  interchange  the  poaitiona  of  A  and  a,  B  and  ft,  through- 
oat  the  above  formula). 

t  The  solutions  of  thia  and  the  preceding  problem  are  founded  on  the  first  theorem 
in  Carnot'a  celebrated  essay  On  the  Theory  of  TraimenaU ;  a  branch  of  Geometry 
at  once  simple  in  its  principles  and  useful  in  its  applications,  but  little  known  or  studied. 

The  calculation  represented  by  the  formula  7,  when  each  of  the  given  distances  is 
expressed  by  four  figures,  has  been  found  to  occupy  about  five  minutes. 


30  ENGINEERING  GEODESY. 

Methods  for  measuring  gaps  in  station-lines  by  the  aid  of  angular 
instruments  will  be  explained  in  Chapter  III. 

28.  Fieid-B*ok. — The  writing  and  sketching  in  field-books  is 
made  either  with  ink  or  with  an  indelible  pencil  If  the  book  can 
be  protected  from  rain,  ink  is  to  be  preferred. 

The  field-book  of  a  survey  should  commence  with  a  sketch 
showing  the  general  arrangement  of  the  stations  and  station- 
lines  relatively  to  the  more  conspicuous  objects  on  the  ground  to 
be  surveyed,  made  by  the  surveyor  when  he  explores  the  country, 
as  mentioned  under  head  (a)  of  Article  12,  page  12.  Those  stations 
may  be  distinguished  by  letters  or  by  numbers.  Principal  stations 
are  usually  marked  thus  A*  The  remainder  of  the  book  will  con- 
tain the  detailed  notes  of  the  distances  chained  along  the  several 
station-lines,  and  the  offsets  measured  from  them. 

In  order  that  forward  and  backward,  right  and  left,  on  the 
ground,  may  be  represented  by  forward  and  backward,  right  and 
left,  in  the  book,  the  successive  notes  written  on  each  page  begin 
at  the  bottom  and  proceed  towards  the  top;  and  the  pages  are 
numbered  from  right  to  left.  In  the  middle  of  each  page  is  a 
vertical  column  broad  enough  to  contain  numbers  of  five  or  six 
figures.     That  column  represents  the  station-line. 

The  surveyor  begins  at  the  bottom  of  the  first  page,  by  writing  in 
the  central  column  a  letter,  or  other  mark,  to  denote  the  station  at 
which  the  line  about  to  be  chained  commences,  and  beside  it,  a 
note  stating  between  what  stations  the  line  runs :  for  example, 
"from  A  to  B."  As  the  chaining  advances,  he  notes  in  the  central 
column,  proceeding  upwards,  the  distances  at  which  the  station-line 
crosses  boundaries,  and  traverses  intermediate  stations,  and  at 
which  offsets  are  taken.  Each  distance  of  an  intermediate  station 
from  the  commencement  is  distinguished  by  enclosing  it  in  an 
oblong  or  oval,  and  writing  opposite  to  it  the  designation  of  the 
station,  together  with  a  reference  to  the  other  pages  of  the  field- 
book  in  which  the  same  station  is  referred  to,  and  a  note  of  its 
position  upon  other  station-lines  which  traverse  it.  To  the  right 
and  left  of  the  central  column  are  written  the  offsets  measured  to 
the  right  and  left  respectively,  each  opposite  the  figures  denoting 
its  distance  from  the  commencement  of  the  line ;  and  those  offsets 
are  accompanied  by  a  sketch-plan  of  the  objects  to  which  they  are 
measured,  with  explanatory  notes  when  required. 

On  arriving  at  the  end  of  a  station-line,  the  relative  direction 
of  the  next  line  chained  may  either  be  stated  in  words — as,  "turn 
to  the  right,"  "  turn  to  the  left  w — or  indicated  by  symbols  like  the 
following  :  \*  ^.  At  the  commencement  of  each  new  station- 
line  will  be  stated  the  position  of  the  point  from  which  it  starts 
upon  a  former  station-line. 
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Oblique  ofraetB,  small  triangles,  measurements  of  buddings,  and 
the  like,  are  best  recorded  by  sketching  a  diagram  of  the  lines 
measured,  and  writing  their  lengths  along  them. 

The  preceding  explanation  shows  the  general  principles  accord* 
kg  to  which  field-books  of  chained  surveys  are  kept  The  details 
vary  very  much  in  the  practice  of  individual  surveyors.  It  is  to  be 
recommended  that  every  surveyor  should  keep  his  field-book  so 
distinctly  that  it  may  be  possible  for  a  draughtsman  to  plot  the 
surrey  from  the  field-book  without  receiving  any  explanation  from 
the  surveyor. 

29.  Ttoitta*  m  Chaise*  Saver. — In  plotting  a  survey,  great  atten- 
tion should  be  paid  to  the  absolute  flatness  of  the  drawing-board  or 
table  on  which  the  paper  is  to  be  strained  or  laid,  and  to  the  perfect 
straightness  of  the  straight-edge  by  which  station-lines  are  to  be 
ruled. 

If  the  plan  is  to  be  mounted  on  cloth,  the  paper  should  be 
mounted  before  the  plan  is  plotted;  otherwise  the  mounting  will 
alter  its  dimensions.  On  the  whole,  it  is  better  not  to  "  strain  "  the 
paper  on  which  a  survey  is  plotted  on  a  drawing-board,  in  the  way 
practised  for  architectural  and  mechanical  drawings ;  because,  when 
the  paper  is  cut  away  from  the  board,  and  so  relieved  from  the 
strain,  it  will  contract,  and  perhaps  contract  unequally  in  different 
directions. 

Each  day's  work  should  be  plotted  as  soon  as  possible  after 
having  been  surveyed. 

The  scale  according  to  which  the  survey  is  plotted  should  at 
once  be  drawn  on  the  plan,  when  it  will  contract  and  expand  along 
with  the  paper. 

The  plotting  is  commenced  by  marking  with  a  needle  or  pricker 
a  point  to  represent  the  first  station;  drawing  a  straight  line 
through  that  point  to  represent  the  first  station-line,  and  laying 
down  on  that  line,  with  a  pair  of  beam-compasses,  the  positions  of 
Hie  other  stations  which  it  traverses. 

The  operations  which  follow  consist  chiefly  in  plotting  triangles, 
and  plotting  distances  and  offsets. 

30.  Piming  TriMgiM* — The  great  triangles,  whose  sides  connect 
the  principal  stations,  are  to  be  first  plotted :  then  the  secondary  tri- 
angles, until  the  whole  network  is  completed.   The  & 
operation  of  plotting  a  triangle  whose  three  sides             /  \ 

have  been  measured  is  as  follows: — A  and  B,  /     \ 

fig.  16,  represent  two  stations  already  plotted;         /  \ 

the  distances  A  C,  B  C,  of  a  third  station  from  — -*&  6a — 

those  stations  are  known.     With  these  distances  ^  16s 

as  radii,  describe  with  the  beam-compasses  a  pair  of  small  circular 
arcs  about  A  and  B  respectively;  the  intersection  of  those  arcs 
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marks  the  required  station  G  on  the  plan.     Then  with  the  straight 
edge  role  the  lines  A  C,  B  C,  and  the  triangle  is  complete. 

It  is  usual,  for  the  satisfaction  of  the  engineer,  and  for  futur 
reference,  to  draw  permanently  on  the  plan,  in  a  feint  red  colour 
the  principal  station-lines,  forming  the  primary  network  of  triangles 
Those  lines  ore  sometimes  called  "  lines  of  construction,"  In  som< 
cases  it  is  useful  to  draw  permanently  in  the  same  way  a  portion 
of  the  secondary  network  of  triangles :  so  far,  at  least  as  they  can 
be  used  in  computing  areas. 

When  the  plan  of  a  survey  extends  over  several  sheets,  it  is 
necessary,  in  order  to  show  the  connection  between  two  adjacent 
sheets,  that  a  portion  of  at  least  one  station-line,  containing  at 
least  one  principal  station,  should  be  plotted  on  each  of  the  two 
sheets. 

31.  In  Ftottlag  Dbiueei,  OActo.  u*  Details,  a  flat  ivory  or  box- 
wood scale  is  laid  on  the  paper  exactly  parallel  to  the  station-line, 
and  loaded  to  keep  it  at  rest:  the  divisions  marked  on  its  edge 
represent  distances.  A  shorter  flat  scale,  having  broad  ends  exactly 
perpendicular  to  its  edges,  is  laid  on  the  paper  with  one  end  against 
the  edge  of  the  scale  for  distances :  it  is  slid  successively  to  the 
several  distances  from  the  station  noted  in  the  field-book,  and  the 
offsets  ore  laid  down  by  pricking  with  a  needle  opposite  the  proper 
graduations  on  one  of  its  edges.  Care  should  be  taken  that  the 
offset-scale  is  exactly  rectangular. 

Oblique  offsets  are  plotted  like  the  sides  of  triangles. 

In  estate  plans,  on  a  large  scale,  different  kinds  of  fences,  such 
as  stone-walls,  hedges,  palings,  <fea,  are  distinguished  from  each 
other  by  conventional  modes  of  marking;  but  in  plans  for  engineer- 
ing projects,  it  is  sufficient  to  distinguish  between  fenced  and  un- 
fenced  lines  of  division  of  land,  marking  the  former  by  plain  and 
the  latter  by  dotted  lines.  In  working  plans  on  a  large  scale,  walls 
may  be  shown  of  their  proper  thickness,  and  coloured  red.  Boun- 
daries of  parishes,  counties,  boroughs,  and  other  legal  divisions  of 
the  country,  ore  marked  with  peculiarly  shaped  and  arranged  dots. 
Roads  are  coloured  drab;  streams  and  pieces  of  water  light  blue, 
with  a  darker  shade  along  their  edges.  Dwelling-houses  are  col- 
oured light  red,  out-buildings  dark  grey,  public  buildings  light  grey. 
In  engraved  plans  buildings  are  shaded  by  diagonal  hatching. 
Railways  are  marked  by  parallel  lines  representing  rails ;  and  in 
some  coses  these  ore  crossed  by  short  fine  lines  to  indicate  sleepers. 
Canals  are  distinguished  from  streams  by  their  greater  uniformity 
of  width  and  regularity  of  course.  Trees  are  indicated  by  sketch- 
ing small  figures  somewhat  resembling  them. 

There  are  conventional  modes  of  indicating  the  nature  of  the 
surface  of  the  ground,  whether  garden  ground,  arable  land,  pasture, 
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marsh,  heath,  and  the  like ;  but  in  plans  for  engineering  projects  it 
is  sufficient  to  refer  by  numbers  written  on  the  plan  to  correspond- 
ing numbers  in  the  book  of  reference,  in  which  are  stated  the 
owner  or  reputed  owner,  lessee  or  reputed  lessee,  occupier,  and 
description  of  each  portion  of  property  shown  on  the  plan. 

32.  it  i  ■—■!■»  Area*. — The  elementary  methods  of  measuring 
areas  which  are  useful  in  surveying  are  of  three  kinds: — the 
method  of  triangles, — the  method  of  ordinates, — and  the  method 
by  mechanism. 

L  Method  of  Triangles* — Let  a,  b,  c,  denote  the  lengths  of  the 
sides  of  a  triangle,  and 

a  +  6  +  c 

Hie  half-sum  of  those  lengths;  the  area  of  the  triangle  is  given  by  the 
formula— 

Ak»=  J»  («-«)<«-  b)  («-«); (1.) 

or,  using  logarithms — 

logarea=g  hog.  *  + log  (*-«)  + log.  (*-6)  +  log.  (s-c)l  (2.) 

Another  formula  is  as  follows :  let  a  be  any  one  of  the  sides  of  a 
triangle;  p  the  perpendicular  upon  that  side  from  the  opposite 
angle;  then — 

Area  =  ^. (3.) 

Every  right-lined  figure  can  have  its  area  calculated  by  dividing 
it  into  triangles,  computing  their  areas  by  one  or  other  of  the  pre- 
ceding formulae,  and  adding  them  together. 

The  areas  of  figures  with  curved  outlines  can  be  found  approxi- 
mately by  this  method,  preceded  by  the  process  called 
"equalizing;"  which  consists  in  drawing  through  the 
curved  boundaries  a  set  of  straight  lines  so  as  to  en- 
close, as  nearly  as  the  eye  can  judge,  the  same  area. 

II.  The  Method  of  Ordinates  is  applicable  to  a  long 
piece  of  ground  of  varying  breadth,  such  as  the  stripe 
of  land  required  for  a  railway,  or  the  area  repre- 
sented in  fig.  17.  An  axis  is  drawn  along  the  greatest 
length  of  the  figure;  breadths  are  measured  along 
ordinates  at  right  angles  to  that  axis,  sufficiently  close 
together  to  make  the  spaces  between  them  approxi- 
mate to  trapezoids.  Then  let  d  be  the  distance  along 
the  axis  between  two  adjacent  ordinates,  and  6,  6',  the 
breadths  of  the  figure  at  those  ordinates;  the  area  con- 
tained between  that  pair  of  ordinates : 

D 


Fig.  17. 
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ft  +  6' 

and  the  area  of  the  whole  figure,  being  the  sum  of  the  areas  of  the 
parts  into  which  it  is  divided  by  ordinates,  is  expressed  as  follows : — 


Area 


-*  •&=•')> <4> 


Area 


2  being  a  symbol  of  summation. 

If  the  ordinates  are  at  equal  distances  apart,  all  the  values  of  d  are 
equal,  and  the  preceding  formal®  becomes 

Are&=L^  +  bl  +  b2  +  bz  +  fa...+-Syd; %.(5.) 

b0  and  bm  being  the  breadths  at  the  two  ends  of  the  figure,  and  blf 
bv  <fcc.,  the  intermediate  breadths. 

A  modification  of  the  last  formula,  founded  on  the  assumption 
that  the  lateral  boundaries  of  the  figure  consist  of  short  parabolic 
arcs,  is  as  follows,  the  number  of  divisions  being  even : — 

=  h,  +  bn  +  2(b2  +  bt  +  &c....)  +  (ib1  +  b9  +  fa...)l  .|...(6.) 

The  most  accurate  way  to  find  the  areas  of  all  the  pieces  of  land 
included  in  a  survey,  is  to  use  the  dimensions  as  given  in  the  field- 
book  alone,  calculating  the  areas  of  the  triangles  by  formula  1  or  2, 
and  the  areas  of  the  stripes  of  land  lying  between  the  station-lines 
and  the  fences  surveyed  from  them  by  formula  4,  in  which  b  and  b' 
are  to  be  taken  to  represent  a  pair  of  adjacent  onsets,  and  d  the 
distance  between  them. 

This  process,  however,  is  very  laborious,  and  may  in  many  cases 
be  dispensed  with,  by  equalizing  boundaries  and  taking  measure- 
ments on  the  plan. 

IIL  Method  by  Mechanism, — Instruments  for  measuring  areas 
^  on  plans  by  mechanism  are  called  "  Plani- 

k?    *<*„.*      meters"  and  "Platometers;"  and  several 

,v  )      veuuuns,  aiuuu 

*\ S*  and  Mr.  Sang. 

The  simplest  Planimeter  is  Amstler's, 
of  which  a  sketch,  showing  its  general 
principle,  is  given  in  fig.  18.  A  is  a 
loaded  disc  which  rests  on  the  table, 
and  serves  as  a  fixed  support  for  the 
pJSg-^  instrument.     In  its  centre,  at  B,  is  an 

™     '  upright  pin,  upon  which  turns  the  arm 

B  C,  to  which  at  0  is  hinged  the  arm  C  D ;  so  that  the  tracing 


D  *     have   been    contrived  by  different  in- 

ventors; amongst  others,  General  Morin 
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pant  at  D  can  be  moved  in  all  directions  over  the  paper.  Exactly 
in  the  straight  line  C  D  is  the  axis  E  of  the  small  wheel  F,  whose 
edge  rests  on  the  paper. 

When  the  tracing  point,  D,  is  carried  round  the  outline  of  any 
figure,  such  as  G  H  I,  so  as  to  return  finally  to  the  point  from  which 
it  started,  it  can  be  proved,  that 

DidafweToOedbytkeedgeofthewh^ 

and  consequently  that 

Area  of  Figure  =  CDx  Distance  rolled  by  the  wheel  F. 

CD  ia  a  measured  constant  length.  The  distance  rolled  by  the 
wheel  is  measured  by  a  graduated  circle  and  vernier  at  one  side  of 
lie  wheel;  the  number  of  complete  revolutions  being  recorded  by 
another  wheel,  driven  by  an  endless  screw  on  the  shaft  E.  This 
*ted  and  screw  are  omitted  in  the  sketch  In  Britain,  the  gradua- 
tions on  the  circle  usually  represent  square  inches  of  area  on  the 
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33.  Bmmiy  mt  Trlg«»«metfrical  Fomila  iwi  Is 

L  Relations  between  Angles  and  Arcs, — The  angle  or  difference  of 

direction,  BIO,  between  two  straight  lines,  A  B,  A  C,  which  meet 

at  the  point  A,  is  expressed  as  a  quantity,  as  is  well  known,  by 

^^  B        stating  how  many  of  certain  aliquot  parts 

s**       "s.     /       of  a  right  angle  it  contains;  those  parts 

being,  the  degree,  or  ninetieth  part  of  a 

right  angle,  the  minute,  or  sixtieth  part  of 

a  degree,  the  second,  or  sixtieth  part  of  a 

minute,  and  the  decimal  fractions  of  a 

V  J  second     This  mode  of  expressing  angles 

>v         ^yf  iB  the  most  convenient  for  trigonometrical 

~    lfl  calculation.     Another  way  of  representing 

*     *  the  same  method  is  to  conceive  that  a 

circle  D  E  F  is  described  about  A  in  the  plane  of  A  B  and  A  G  with 

any  radius;  that  the  circumference  of  that  circle  is  divided  into 

360  equal  arcs  called  degrees,  each  degree  into  60  minutes,  each 

minute  into  60  seconds,  and  so  on :  and  that  the  number  of  such 

divisions  of  the  circle  contained  in  the  arc  D  E  which  subtends  the 

angle  B  A  0  is  ascertained. 

A  second  method  of  expressing  the  angle  B  A  0  is  to  take  the 
ratio  which  the  circular  arc  D  E  subtending  it  bears  to  the 
radius  AD.  In  this  case  the  angle  is  said  to  be  expressed  in 
terms  of  arc  to  radius  unity.  This  method,  though  less  simple 
than  the  former,  and  less  commonly  employed,  is  useful  in  certain 


The  two  methods  of  expressing  the  same  angle  are  compared  with 
each  other  by  the  aid  of  our  knowledge  of  the  ratio  which  the 
circumference  of  a  circle  bears  to  its  diameter :  which  ratio,  although 
it  cannot  be  expressed  with  absolute  exactness  by  any  number  of 
arithmetical  figures,  can  be  calculated  to  any  required  degree  of 
accuracy  by  successive  approximations.  It  has  been  computed  to 
about  250  places  of  decimals;  but  seven  places  of  decimals  are 
sufficient  for  ordinary  purposes.  The  following  table  gives  that 
ratio  to  eight  places  of  decimals,  with  its  common  logarithm,  and 
several  ratios  and  logarithms  deduced  from  it :— 
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Ciitnimferenceofacircle  to  diameter  1 A 

=  Length  of  a  semicircle  to  radius  1;  J-  3*14159365  0*4971499 

-Area  of  a  circle  to  radios  1=«-;J 

Quadrant,  or  arc  subtending  a  right  \    w       ^  _   -  ^ 

aiigle,  to  radius  1;    ....T.  }  2  =  rS»°»963^  01961199 

Arc  subtending  one  degree  to  ra-1         *  „  „        0       0„^ 

dh»  1-ZI?. !VT }  =185»o-°i7453»9  82418774 

^^^.°!,!.n!!n!te.!!>..r,i;}  o-oooaoo888a  6-4637*01 

^^^..T..^^}        oWooo4848137  4-6855749 
Arcequ&ltoradius,  expressed  in  degrees,        57°**957795  1 7581336 

—  —  —    in  minutes,     3437'747  3'53(5a739 

—  —  —    in  seconds,  306364" -8  5'3I44>54 

—  —  —    *n  ^e8rees»  1  i-*°  t*'  AA**g 

minutes,  and  seconds,)  3'      •  44 

—  —  —     in  decimal)    1  0 
fra^ionBofthecircxiiiiference,}  2i=OI59i55i  9*018201 

8ur&ce  of  a  hemisphere  to  radius  1 ; . . .     2r =6*283 1 853  0798 1 7  99 

The  indices  of  the  logarithms  of  fractions  in  the  above  table  are 
affixed  according  to  the  system  which  is  employed  in  trigonometrical 
calculations  in  order  to  avoid  negative  indices;  that  is  to  say,  the 
index  in  each  case  is  the  complement  of  the  proper  negative  index 
to  10 ;  or  the  logarithm  is  that  of  the  product  of  the  fraction  into 
10,000,000,000. 

The  "centesimal"  division  of  the  quadrant  into  100  degrees  or 
"grades,99  10,000  minutes,  and  1,000,000  seconds  is  now  nearly 
obsolete,  even  in  France. 

IL  Relations  amongst  Trigonometrical  Functions  of  One  Angle. — 
The  simplest  mode  of  denning  the  trigonometrical  functions  of  a 
given  angle,  such  as  the  sine,  cosine,  Ac.,  is  to  state  that  they  are  the 
ratios  to  each  other  of  the  sides  of  a  right-angled  triangle  containing 
the  given  angle.  Another  mode,  and  the  more  common,  is  to  state 
that  they  are  represented  by  lines  drawn  in  particular  positions  with 
respect  to  a  circular  arc  of  the  radius  unity,  subtending  the  given 
angle 

In  fig:  20,  and  also  in  fig.  21,  A  B,  A  0,  are  a  pair  of  straight 
hues  malrfng  with  each  other  an  acute  angle,  BAG. 

In  fig.  20,  C  is  any  point  whatsoever  in  one  of  those  lines,  and 
C  B  a  perpendicular  let  fall  from  that  point  upon  the  other  line,  so 
as  to  form  a  right-angled  triangle,  ABC. 
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In  fig.  21,  a  circle  of  the  radius  unity  is  described  about  A, 
cutting  off  from  each  of  the  two  lines  a  part  equal  to  the  radios, 
viz.: — 

AD  =  AC=1. 
A  F  is  a  third  radius,  perpendicular  to  A  D. 

C  B  and  0  H  are  perpendiculars  let  fall  from  €  upon  A  D  and 


»\* — ^r    — H* 


Fig.  20.  Fig.  21. 

AF  respectively;  DE  and  FO  are  straight  lines  touching  the 
circle  at  D  and  F  (perpendicular,  therefore,  to  A  D  and  A  F),  and 
cutting  A  0  produced  in  E  and  G  respectively. 

Then  the  definitions  of  the  several  trigonometrical  functions  of 
the  angle  £  A  C,  according  to  the  two  methods,  are  as  follows : — 

In  Hg.  21. 


Sine, 


Cosine, 


Versed  Sine, . 


Coversed  Sine, 
Tangent,    


Cotangent, , 


Secant,  .. 
Cosecant, 


In  Pig.  80. 

BO 

AC 

AB 

AC 

AO^-AB 

AC 

AC-BC 

AC 

BC 

AB 

AB 

BO 

AC 

AB 

AC 

BO 

.BC  =  AH 


AB=CH 


.BD 


.HP 


.DE 


.FO 


.AE 


AG 


In  fig.  20,  the  angles  B  A  C  and  B  C  A  are  complementary  to 
each  other,  being  together  equal  to  a  right  angle ;  so  also  are  the 
angles  BAG  and  C  A  F  in  fig.  21 ;  and  when  this  relation  exists 
between  a  pair  of  angles,  the  sine  of  each  is  the  cosine  of  the  other, 
and  so  of  all  the  other  functions  by  pairs. 
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Denoting  the  angle  B  A  C  for  brevity's  sake  by  A,  the  following 
equations  give  the  most  important  relations  amongst  its  trigo- 
iKmietical  functions: — 

sinA  =  ^l_oos«A  =  ^4=:  -i-j-; (L) 

secA      oosecA  x   ' 

cosA  =  Jl-sm*A  =  5?*^ss_Lr; (3.) 

oosecA       sec  A  x  ' 

versinA  =  l  —  oosA; (3.) 

cover8inA=l  —  sin  A; (4.) 

toA.=  ™4:=— 1—  =  sinA-8eoA=  Vsec*  A— 1;  (5.) 
eos  A      ootan  A  x    ' 

«rtanA  =  ^4=  J_  =  cos  A  eosee  A=  %/^oeeo*A^Ti  (6.) 
sin  A     tan  A  x   ' 

«* A  =  — B  Vl+tan*A; (7.) 

cos  A  '  x   ' 

coseoA=  -rl^==VrT+ootanTX (a) 

The  trigonometrical  functions  of  an  obtuse  angle  are  defined  as 
follows:— 

In  fig.  30,  and  also  in  fig.  21,  let  A  e  be  a  straight  line  making 
with  the  line  B  A  produced  beyond  A  an  angle  b  A  c  =  B  A  O. 
Hen  the  obtuse  angle  B  A  e  is  the  supplement  of  the  acute  angle 
BAC,  andis  denoted  by 

180°  — A 

From  e  in  both  figures  let  fail  c  b  perpendicular  to  A  b.  In  fig. 
21,  draw  e  H  perpendicular  to  AF,  and  the  tangents  de,  JFgf 
catting  A  c  produced  in  e  and  g. 

Then  in  fig.  20,  the  right-angled  triangle  A  b  c  is  similar  to 
ABC;  and  in  fig.  21,  the  combination  of  lines  on  the  right  of  A  F 
is  similar  and  equal  to  the  combination  of  lines  on  the  left ;  from 
which  it  appears,  that  all  the  trigonometrical  functions  of  the  obtuse 
angle  180°  —  A  (with  one  exception  to  be  presently  pointed  out), 
tre  equal  in  ntemericcU  value  to  the  corresponding  functions  of  its 
supplementary  acute  angle  A  The  one  exception  is  the  versed 
sue,  which  in  fig.  21  is  represented  by  D6=AD+Ao=  2  AD 
-DB. 


40 


ENGINEERING  GEODESY. 


(9.) 


In  order  the  better  to  distinguish  between  trigonometrical 
functions  of  acute  and  obtuse  angles,  the  principle  is  adopted, 
that  inasmuch  as  A  B  and  A  b  (in  both  figures)  lie  in  opposite 
directions  from  A,  they  shall  be  regarded  as  having  opposite 
signs : — that  is,  A  B  being  positive,  A  b  is  negative ;  which 
amounts  to  laying  down  the  rule,  that  cosines  of  obtuse  angles  cure 
negative.  The  following  are  the  relations  between  the  trigo- 
nometrical functions  of  an  obtuse  angle  180°  —  A,  and  its  sup- 
plementary acute  angle  A,  which  arise  from  that  rule : — 

8^(180°  —  A)  b  sin  A;   . 

cos  (180°  —  A)  =  —  cos  A; 

vendn(180°  —  A)=  1+cos  A  =  2 —  versin  A; 

coversin  (180°  —  A)  =  coversin  A; 

tan  (180°  — A)  =  —  tan  A; 

cotan  (180°  — A)  =  —  cotan  A; 

sec  (180°  —A)  =  —  sec  A; 

cosec  (180?  —  A)  =  ooeec  A 

From  these  equations  it  is  to  be  understood,  that  in  applying  to 
obtuse  angles  trigonometrical  formulae  which  were  originally 
intended  for  acute  angles,  the  algebraical  signs  of  all  sines  and 
cosecants  of  such  angles  are  to  be  kept  unchanged,  and  those  of 
cosines,  tangents,  cotangents,  and  secants  reversed. 

In  analytical  geometry  a  further  distinction  is  drawn  between 
the  sines  of  angles,  whether  acute  or  obtuse,  lying  to  the  right  and 
left  of  a  fixed  direction,  which  are  regarded  as  positive  and  negative 
respectively.  In  geodesy  it  is  unnecessary  to  introduce  that  dis- 
tinction, except  in  one  case,  to  be  explained  afterwards. 

III. — Trigonometrical  Functions  of  Two  Angles, 


a  a        *  /  1 

sinA  =  2sin— .  cos  —  =:  a  A— a  / -i 

2  2      cotan.±  +  tan  £l— \/ 


— cos2A 


•.(10.) 


COS  A  =  C082 


— sin*  £=  1  —  2sin*i  =  2oo8*  t—  1  = 


cotan  -K-  —  tan 


cotan  -.  +  tan- 


i=v 


1  +  oos2A 


(11.) 


TRIGONOMETRICAL  FUXCIIOBB  OF  TWO  ANGLES. 

2 


41 


oo tan- tan  —      V     1  + 


1— cob2A 


sin  2  A 


coe2A 

1—  coe2A 

1  +  cob2A  sin2A    ' 

Let  A  and  B  be  any  two  angles. 

sin  (A  +  B)  =  sin  A  cos  B  +  coe  A  sin  B ;. 

sin  (A — B)  =  sin  A  cos  B  —  cob  A  sin  B ; . 

ooe(A  +  B)  =  oosAco8B  —  sin  A  sin  B ; . 

coe  (A  —  B)  =  cosAcoflB  +  sinAsinB;. 


r(i2.) 


(13.) 
(H.) 
(15.) 
(16.) 


ten  (A  +  B) 


tan  A  +  tan  B 
1— tan  A  tan  B' 


WA-P)-   tan  A  —  tanB 
1  '      1+ tan  A  tanB' 

=  ^nA+B>coBA- 


sinA  +  sinB  =  2sin 


B 


A       B 
sin  A  —  sin  B  =  2  sin  — - — .  coe 


2 
A  +  B 


2 


(17.) 

(18.) 

;  ...(19.) 

(20) 


oos  A  +  ooe  B  =  2  coe  A-±-B.  oob  A-=B; ...  (21.) 


^                   a  .    A  — B    .     A  +  B 
eosB  —  cos  A  =  2  son — _ am — i—  :, 


tanA  +  tanB  =  !E^±Bl; 
006  A.  cos  B 


..  (22.) 
..  (23.) 


*uiA-teiiB=  "<*-">; (24.) 

cos  A  cos  B 

cotoA  +  «>ta^B=5^+^; (25.) 

sinA'sinB  x 


x     t>      ~^    a       sin(A  — B). 
cotanB— cotan  A==       \  '; 

sin  A  sin  i> 


(26.) 
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ain2  A — sin2  B  =  cos2  B  —  cos2  A  =  sin  ( A  — •  B)  • )  ,%  7  \ 


cos2  A  —sin2  B=  cos2  B  —  sin2  A  =  00s (A  —  B)  )  ,«g  * 


sin(A+B); 

cos2  B  —  sin 
cos(A  +  B); 

tan2A-tan2B  =  ^  ( A  -  B)  sin  ( A  +  B)  (29  } 

cos2  A 'cos2  B  x      ' 

cotan2B^cx)tan2A  =  rillA7AB'Bill^+Bi (30.) 

sin2  A*  sin2  B  v      ' 

I V.  Formula  for  the  Solution  of  Plane  Triangles.— All  these* 
formulae  are  deduced  from  the  two  following  principles : — 

The  sum  of  the  three  angles  of  a  plane  triangle  is  equal  to  two 
right  angles. 

The  sides  of  a  plane  triangle  are  proportional  to  the  sines  of  the 
opposite  angles. 

When  the  computations  are  to  be  made  without  the  aid  of 
logarithms,  the  simplest  formulae  are  the  best ;  but  when  logarithms 
are  used,  formulae  of  greater  complexity  are  often  employed,  in 
order,  as  far  as  possible,  to  dispense  with  additions  and  subtrac- 
tions, and  make  the  calculation  consist  of  multiplications  and 
divisions. 

Fig.  22  represents  a  plane  triangle,  whose  three  angles  are 
4S    denoted  by  A,  B,  C,  and  the  three  sides 
respectively  opposite  them  by  a,  b,  e. 

The  following  equations  express  in  vari- 
ous forms  the  relation  between  the  three 
angles,  and  enable  this  problem  to    be 

st ^    solved,  given,  two  of  the  anglee9  or  trigono- 

Flg.  22.  metrical  functions  of  them :  to  find  the  third 

angle,  or  a  trigonometrical  function  of  it. 

A+B  +  C  =  180°; (31.) 

Let  A  and  B  be  given ;  then 

C  =  180°  — A  — B; (32.) 

sinO  =  sin(A  +  B);  cos  C  =  — cos  (A  +  B); ...  (33.) 

A     „     tanA+tanB    .      C         .      A  +  B      „,  N 
t^C=s=tanAtanB^l>ia>naSsCOtaP^2--'-<34) 
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Peoblem  Fran— wim  ike  A»«ie»  m  e*»  auu  «n  **«•,  let  a  be 
the  given  aide;  then  the  other  two  aides  are 


,  sin  B  sin  0  ,QK  v 


or  by  logatrithnis, 


log&=log«  +  logsin  B-log  sin  A;  1  ,«*     v 

log  c  =  log  a  +  log  sinC-logsin  A.  /  *         ' 

PfiOBLEH  SbCOKD. — Wk«  Twt  SMm  ul  the  Ieeleecdl  Aegle  ere 

let  a,  6,  be  the  given  sides,  C  the  given  included  angle ; 


then 

L  To  find  the  third  side,  the  simplest  formula  is, 

c=  ^/(a»  +  68-2a6cosC);  (36.) 

(observing,  that  if  C  is  obtuse,  the  third  term  within  the  brackets 
is  to  be  added  instead  of  subtracted). 

But  tiiis  formula  being  unsuitable  for  logarithmic  calculation, 
one  or  other  of  the  following  processes  is  substituted  for  it. 

Riat  Method  :— 

matesinD  =  2^g^.cos2;  then 
a  +  b  % 

c=(a  +  6)cosD (37.) 

Second  Method: — 

make tanE=Va6. sin  9:  then 
a  -  b  2 

c=(a-b)  sec  E. (38.) 

2.  To  find  the  remaining  angles,  A  and  B. 

If  the  third  side  has  been  computed, 

sin  A=-  *  sin  C:  sin  B=  --sin  C  (39.) 

c  c  N     ' 

If  the  third  side  has  not  been  computed, 
tan ' 


A-f  B        .      C    .      A-B    a-o     x     C\ 
.-^^cotan^tan-^^^cotan^l 

A  +  B    A-B  A  +  B    A-B         ( 

^-— 2"+-F";  2  2~-        ) 


(40.) 


44  ENGINEERING  GEODESY. 


Problem  Third.-— ww.  the  timm  iu«  am  *§*«*. 

To  find  amy  one  of  the  angles,  such  as  C,  the  simplest  formula,  is 
the  following : — 

008°— JU6"J <41"> 

but  this  formula  being  unsuited  for  logarithmic  calculation,  one  or 
other  of  the  four  following  formulae  is  employed  instead  when 
logarithms  are  used.  Let  the  half-sum  of  the  sides  of  the  triangle 
be  denoted  by 

a  +  6  +  c    x, 
s  = — « ;  then 


When  o  is  a  large  angle,  the  expressions  for  cos  ^  and  cotan-^ 

are  the  most  convenient  in  calculation ;  when  it  is  a  small  angle. 

0  0 

those  for  sin  -^  and  tan  ^  are  to  be  preferred.     A  fifth  formula,  leas 

used  than  the  preceding,  is 

sin  0  =  «  J' (—)(»-»)  fez3 (43) 

ab  *     ' 

but  this  is  unsuitable  if  0  is  nearly  a  right  angle. 
Problem  Fourth. — Tw«  sides  gfr»a,  aa«  the  Aigie  •ntMite  •»«  •# 
i. — In  fig.  23,  let  A  be  the  given  angle, 


*^/\*.      and  a>  c> tne  given  sides,  of  which  a  is  opposite 
JL^-"^  /*'    \c  A.     The  sine  of  the  angle  opposite  c  is  given  by 
^  28  the  expression, 


-.sin  A; (44.) 

a 


but  this  may  apply  either  to  the  acute  angle  0  or  to  its  supplement, 
the  obtuse  angle  C'=  180° -0;  0  and  C  being  the  two  points  in 


the  straight  line  A  C  0  which  are  at  the  distance  a  from  B.  Unless, 
therefore,  it  is  known  by  observation  whether  the  angle  opposite 
the  side  a  is  acute. or  obtuse,  the  solution  of  the  problem  is  ambigu- 
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00&  Should  that,  however,  be  known,  the  angles  can  be  computed, 
and  thence  the  remaining  side,  by  the  method  of  the  first  problem. 
In  general,  problems  that  fall  under  the  fourth  case  ought  to  be 
avoided  in  surveying,  especially  when  the  angle  opposite  c  is  nearly 
a  right  angle. 

In  all  trigonometrical  problems,  it  is  to  be  borne  in  mind,  that 
small  acute  angles,  and  large  obtuse  angles,  are  most  accurately 
determined  by  means  of  their  sines,  tangents,  and  cosecants,  and 
angles  approaching  a  right  angle  by  their  cosines,  cotangents,  and 


Peohlkm  Fifth. — T*  mh»  •  night  ■■gtoi  Trio**** — All  the  pre- 
ceding formulae  are  applicable  to  this  case;  but  they  become  very 
much  simplified  owing  to  the  values  assumed  by  the  trigonometrical 
functions  of  the  right  angle,  viz. : — 

8m90°  =  l;  coe9(f=z0;  tan  90°  infinite;  ootan  90°  =  0;  sec 
90°  infinite  ;  cosec  90°  =  1. 

Lei  C  denote  the  right  angle ;  e  the  hypothenuse  ;  A  and  B  the 
two  oblique  angles ;  a  and  b  the  sides  respectively  opposite  them. 
Then  A  and  B  are  complementary  angles,  and  the  sine  of  each  is 
the  cosine  of  the  other,  as  explained  under  Head  IL  of  this  article. 
The  following  cases  may  be  distinguished : — 

1.  Given,  the  right  angle,  another  angle  B,  the  hypothenuse  a 
Then 

A=90°-B;  a=ccosB;6=csinR (45.) 

2.  Given,  the  right  angle,  another  angle  B,  a  side  a, 

A  =  90°-B;  6  =  crtanB;  c=a'secB (46.) 

3.  Given,  the  right  angle,  and  the  sides  a,  b, 

tanA  =  £;  tanB=|;  c=Ja*  +  b* (47.) 

4.  Given,  the  right  angle,  the  hypothenuse  e ;  a  side  a, 

sinA  =  cosB=-;  b  =  Jc*-a*.  (48.) 


o.  Given,  the  three  sides  a,  b,  c,  which  fulfilling  the  equation 
<?=zas  +  IP,  the  triangle  is  known  to  be  right-angled  at  C. 

sinA=-;  sinB=- (49.) 

c  c 
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Problem  Sixth. — To  express  the  area  of  a  plane  triangle  in  terms 
of  its  sides  and  angles, 

Case  1.  Given,  one  side,  c,  and  the  angles. 

Ar*-*   ■**"»» (50.) 

2        sin  C  x       7 

Case  2.  Given  two  sides,  b,  c,  and  the  included  angle  A. 

.           be  *sin  A  ,_-  v 

Area  = ^ (51-) 

Case  3.  Given,  the  three  sides.     See  Article  32,  page  33. 

V.  Formulas/or  the  Solution  of  Spherical  Triangles. 

These  formulae  are  all  consequences  of  the  two  following 
principles : — 

The  sum  of  the  three  angles  of  a  spherical  triangle  exceeds  two  right 
angles  by  an  angle  which  bears  the  same  proportion  to  four  right 
angles  that  the  area  oftlie  triangle  bears  to  the  surface  of  the  lierni- 
sphere. 

The  sines  of  the  angles  of  a  spherical  triangle  are  proportional  to 
the  sines  of  the  angles  subtended  at  the  centre  of  the  sphere  by  tits  sides 
to  which  they  are  respectively  opposite. 

Problem  First. — To  compute  approximately  the  angles  sub- 
tended by  arcs  on  the  earth's  surface,  and  vice  versd. 

In  this  calculation  it  is  sufficiently  accurate  for  the  purposes  of 
engineering  geodesy  to  treat  the  earth's  surface  as  a  sphere  of  the 
diameter  stated  in  Article  3,  p.  2,  viz. : — 

41,778,000  feet  =  791 2£  statute  miles; 

so  that,  referring  to  the  present  Article,  Division  I.,  p.  37,  for  the 
proportions  borne  to  the  radius  by  arcs  subtending  various  units  of 
angle,  we  find,  for  the  mean  lengths  of  such  arcs  on  great  circles  of 
the  earth's  surface,  the  following  values, —  * 

*  If  it  is  desired  to  compute  the  lengths  of  small  arcs  on  great  circles  more  pre- 
cisely, the  following  formula)  may  be  used : — 

Let  2  denote  the  difference  between  the  latitude  of  the  place  and  45°,  the  sign  + 
or  —  indicating  whether  that  latitude  is  greater  or  less  than  45°.  Then  the  length 
in  feet  of  an  arc  of  the  meridian  which  subtends  one  minute  is 


/  sin  2  3\ 

\X—  200  y 


m=6076-36  (idfe"^  )j  (1.) 
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i  length  in  Feet  Logarithm. 

Arc  equal  to  lading 20,889,000  7*3199176 

Arc  subtending  one  degree, 364,58a  5 -56 1 7 950 

Arc  subtending  one  minute, 6076*36  37836437 

Arc  subtending  one  second,. 1  o  1  '27 3  2  0054925 

Hence,  let  a  be  the  length  in  feet  of  an  arc  on  the  earth's  surface; 
«,  the  angle  subtended  by  it  in  seconds ;  then 

•  =  0^101-273  nearly.  (52.) 

Pboblkm  Second. — To  compute  approximately  the  sines  of  the 
angles  subtended  by  small  arcs  on  the  earth's  surface,  and  vice  vered. 

Let  -  be  the  ratio  of  a  small  arc  a  to  the  earth's  radius  r  :  «  the 

r  ' 

angle  subtended  by  it.     Then  it  is  known  that  the  two  following 
the  largjth  in  feet  of  an  tic  subtending  one  minute,  on  a  great  circle  perpendicular  to 


"=6076-86  (1+«00=fc?00!-,)' <*•> 


and  the  length  in  feet  of  an  arc  subtending  one  minute  on  a  gnat  circle  which 
m  angb  0  with  the  meridian,  is 

m"=mcos*J  +  m'sin  V  (8.) 

The  mean  length  of  all  the  arcs  subtending  one  minute  on  great  circks  which  can  be 
drawn  thzovh  a  given  point  is 

=^-im«(i+i=*^£) • (*•) 

At  the  parallel  of  80°  of  latitude,  which  divides  the  snrface  of  the  hemisphere^  into 
two  nearly  equal  parts,  the  factor  of  this  expression  within  the  brackets  is  reduced  to 
sajtj,  and  the  length  of  the  are  to  its  mean  value;  and  the  area  of  the  surface  of  the 
jpheroid  is  almost  exactly  equal  to  that  of  a  sphere  of  the  radius  of  20,889,000  feet, 
tonnjwiiriing  to  that  value  of  the  arc.  It  is  for  these  reasons  that  6076*86  feet  has 
bam  adopted  in  this  work  as  the  true  mean  length  of  a  nautical  mile,  rather  than  the 
length  of  a  minute  of  the  equator. 

The  area  in  square  feet  of  a  square,  each  of  whose  sides  subtends  one  minute  at  a 
given  latittala,  is 

"'=(6076*6>'-  (^m^  w)nMri*5  <» 

and  this  quantity  also  has  its  mean  value  at  the  parallel  of  30°;  viz.  (6076-36)*. 
The  length  in  feet  of  a  minute  of  longitude  is  given  by  the  formula 

•t"'=m"cos-latitude  (6.) 

In  the  preceding  formula),  the  figure  of  a  level  surface  is  treated  as  if  it  were  an 
exact  spheroid  of  revolution  with  the  polar  and  equatorial  diameters  in  the  ratio  of 
599  to  601,  and  no  account  is  taken  of  various  irregularities  in  the  form  of  that  aur- 
&04  whose  existence  has  been  proved,  but  which  have  not  yet  been  reduced  to  any 
5*wralpiind^--<8ee  "Addenda,*  p.  xvi) 
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series  give  approximations  to  the  value  of  each  of  those  quantdtie 
in  terms  of  the  other; 

a       1      a8,  1         a6     .  /KO  v 

■B,!srro?+iTOi?-fc (53-> 

-  =  sin  «  +-po;6  •  b™  8*  +  o^5  sin  5«  +  Ac.  ...  (54.) 

In  most  cases  which  occur  in  engineering  geodesy,  the  first  trwrc 
terms  of  each  of  those  series  are  sufficient,  and  they  may  be  thu* 
expressed  : — 

8in*==r(1"6^)neftrly;  (55*> 


£  =  sin,(l+^)nearly. (56.) 


For  logarithmic  calculation  the  following  approximate  formulas 
are  convenient : — 

log  sin  «  =  log  -  -  •  0723824  ^- 
=  log  a  (in  feet) -7-3199176-  -0723824^; ..  (55  a.) 

log  a  (in  feet)  =  7-3199176  +  log  sin  «  +  •  0723824  sin  2*  (56  a.) 
(•  0723824  =  modulus  of  the  common  logarithms  ~  6.) 

Problem  Third. — Given,  the  area  of  a  spherical  triangle  on  the 
earth's  surface;  to  find  the  excess  of  the  sum  of  the  three  angles 
above  two  right  angles  (or  as  it  is  called,  the  "spherical  excess"). 

Let  S  be  the  area  of  the  triangle,  r  the  earth's  radius,  X  the 
spherical  excess;  then 

x=360"ct 

S 
= angle  subtended  by  arc  equal  to  radius  *  -& (57.) 

that  is  to  say — 

Y  r  A  .      206264-8  S  (in  square  feet) 

JL  (in  seconds)=      436>350,321,000,000 

—    S  (in  square  feet)  ™ . 

""2,115,500,000  nearly'   (     ' 

or  by  logarithms, 
log X  (in  s«conds)  =  lo£  B (in  «nm!« feAt)— 9-3254101... (58  a.) 
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In  stating  rales  for  the  solution  of  spherical  triangles,  the  word 

"aide"  is  used  for  brevity's  sake,  when  "the  angle  subtended  by  a 

side  at  the  centre  of  the  sphere*'  is  meant     In 

fig.  24,  A,  B,  C  are  the  three  angles  of  a  spherical 

triangle;  a,  6,  c,  the  sides  respectively  opposite 

them,     The  angles  subtended  respectively  by  these 

sides,  which  angles  are  called   "the  sides"  in 

stating  the  rules,  will  be  denoted  by  «,  fl,  y. 
Problem   Fourth. — Given,  two  angles  of  a 

spherical  triangle,  and  the  side  between  them;  to 

find  the  remaining  sides  and  angle- 
Let  A,  B  be  the  given  angles,  and  y  the  given 

side.     Then  to  find  the  remaining  sides  «  and  /S— 

A-B 


Fig.  24. 


ta-Ji-i.1 


t" -j- -tan  j 


2    +    2    '  P"    2    " 


cos- 


eos 

sin 

A  +  B 

2 
A-B 

2 

sin 

A  +  B 

2 


.(M.) 


To  find  the  remaining  angle  0,  we  have  the  proportion — 

sin«  :sin/S  :siny  :  :sin  A  :sinB  :sinC. (60.) 

Problem  Fifth. — Given,  two  sides  of  a  spherical  triangle  and 
the  angle  between  them ;'  to  find  the  remaining  side  and  angle — 
Let  «,  &  be  the  given  sides;  C,  the  given  angle. 
First  Method.— To  find  the  remaining  side  y ; 

co8y  =  co8«'cos£  +  8in«'sinj3'cosC; (61.) 

hot  this  formula  being  unsuited  to  calculation  by  logarithms,  the 
following  has  been  deduced  from  it; 


Make  sin  D  =  oos-jr  •  \f  sin  «°  sin  /3;  then 

5-VW¥+D)-*Cr-,,)},w 

and  to  find  the  remaining  angles,  we  have  the  proportion, 

smy:sm«:sin/S::sinC:sinA:8inB.  (63.) 
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Second  Method — To  find  the  remaining  angles,  A,  BL 


tan 


A  +  B 

2     : 


008- 


«-fi 


cotan 


2 


*  +  & 


tan 


A-B 


008- 

.    «-4      x     0 
sin     A     'cotan-K 


sin- 


«  +  4 


A     A  +  B    A- 

A= — s —  +  — ; 


-B  ^    A+B    A-B 


.(64.) 


2 

The  remaining  side  y  is  found  by  the  proportion  (63). 

Problem  Sixth. — The  three  sides  of  a  spherical  triangle  being 
given;  to  find  the  angles — 

Let  C  be  the  angle  sought  in  the  first  instance.    Then 

~      COS  y  -  COS  «  •  COS  fi  //5-x 

cosC  = -. = — - :    (6o.) 

sin  «  •  sin  &  x     ' 

but  as  this  formula  is  not  adapted  for  logarithmic  calculation,  one 
or  other  of  the  following,  which  are  deduced  from  it,  is  to  be  em- 
ployed for  that  purpose : — 

* s denote  the  half  sum  of  the  sides ; 


Letfl 


cos 


0     WmrA,^-,)    ^C  m  W?^«K^=£>.(66.) 
2       V       sin«'sin/S     '        2       V  sin«-sin/B        v      ' 

c  c  c       c 

cos  ~  is  best  when  <r  approaches  a  right  angle ;  sin  <r  when  -x  is  small. 

These  formulae  will  serve  alike  to  compute  any  angle.  If  it  is 
desired  to  express  the  angle  sought  by  A  or  by  B,  the  following 
substitutions  are  to  be  made  in  the  formulae : — 

For  the  following  symbols  in  the  formulas  for  0, .'..    *    &    y 

Substitute  respectively  in   the  formulae  for  A, ...    fi    y    * 

—  —  —  —        for  B>  .M     y    *    fi 

Problem  Seventh. — In  a  right-angled  spherical  triangle,  the 
right  angle  and  any  two  other  parts  being  given,  to  find  the  remain- 
ing parts. 

Let  C  be  the  right  angle,  and  y  the  side  opposite  to  it 
Case  1. — Two  sides  being  given,  the  third  is  found  by  the 
equation — 

cos  «•  cos £  =  cosy;  (67.) 
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and  the  oblique  angles  by  the  equation 

oos  A = cotan  y  tan  0;  cos  B  =  cotan  y*  tan  «;  ...(68.) 
or  by  the  equations — 

cotan  A  =  cotan**  sin  £;  cotan  B  =  cotan  £' sin*....  (69.) 

Case  2. — Given,  a  side  (»)  and  the  opposite  angle  (A).  Find 
the  side  A  by  the  formula — 

sinjS=tan« -cotan  A;  (70.) 

then  find  y  by  (67)  and  B  by  (68)  or  (69). 

Case  3. — Given,  a  side  («)  and  the  adjacent  angle  (B).  Find 
the  sde  y  by  the  formula — 

cotan  y  =  cos  A  *  cotan  0; (71.) 

then  find  «  by  (67)  and  B  by  (68)  or  (69> 
Gaae  4. — Given,  two  angles,  A,  B — 

COS  A  _      COsB  .  .  x        -n    /*«x 

oo8«=-^— ^;  008/8  =  - — r:  cos  y  =  cotan  A*  cotan  B.  (72.) 
sinB  ton  A  v     ' 

VL  Approximate  Solutions  of  Spherical  Triangles,  rued  m 
Trigotumetrieal  Surveying. 

As  the  largest  triangles  formed  in  trigonometrical  surveying  do 
not  measure  more  than  100  miles  in  the  side,  and  the  ordinary 
triangles  much  less,  the  curvature  of  the  arcs  forming  their  sides 
k  very  slight,  and  their  areas  are  very  small  fractions  of  that  of  a 
hemisphere  of  the  earth;  and  consequently  approximate  methods 
of  calculation  can  be  applied  to  them,  by  which  much  of  the 
labour  is  saved  that  would  be  required  by  a  strict  adherence  to  the 
rules  of  spherical  trigonometry. 

Problem  First. — Given,  in  a  triangle  on  the  earth's  surface  the 
length  of  one  side,  c,  and  the  adjacent  angles,  A,  B;  to  find 
approximately  the  third  angle,  C. 

Calculate,  by  equation  50,  p.  46,  the  approximate  area  of  the 
triangle,  as  if  it  were  plane.  From  that  area,  by  equation  58,  or 
58  a,  p,  48,  calculate  the  "  spherical  excess  "  X.     Then 

C  =  180°  +  X-A-B.  (73.) 

Problem  Second. — To  find  approximately  the  remaining  sides, 
af  b,  of  the  same  triangle.  Let  «,  fi9  y  be  the  angles  subtended  by 
the  aides. 

Method  First  (By  spherical  trigonometry). — Find  the  arc  y  sub- 
tended by  the  given  side  c  by  equation  52,  p.  47;  or  else  find 
sin  y  directly  from  e  by  equation  55  or  55  a,  p.  48.     Then 

sin  A  sin  y     .     _    sin  B  sin  y  m  .  . 

ain*= .    ~  ^sin/S^ — r— - — ; (74.) 

sinC      '  sin  0     '  v     ' 
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from  which  find  «  and  ft  in  seconds;  then  the  lengths  of  the  sides  in 
feet  are— 

a=  101-273  «;  6  =  101-273/8; (75.) 

or  a  and  6  may  be  calculated  directly  from  sin  «  and  sin  fi  by  equa- 
tion 56  or  56  a,  p.  48. 

Method  Second  (By  plane  trigonometry). — From  each  of  the 
angles  subtract  one  third  of  the  spherical  excess,  and  then  treat  the 
triangle  as  if  it  were  plane.     That  is  to  say — 

Hin(A-f)            In(B-f) 
a  =  c — 7 Y\~>  *-* — 7 yT ». .(7o.) 


»in(c-|)  «n(C-f) 


Problem  Third. — Given,  in  a  triangle  on  the  earth's  surface,  two 
sides  a,  b,  and  the  included  angle  C;  to  find  the  remaining  side,  c, 
and  angles,  A,  B. 

Method  First  (By  spherical  trigonometry). — As  in  the  last  prob- 
lem, find  the  angles  «,  0,  subtended  by  the  sides,  by  means  of 
equation  52,  p.  47,  or  the  sines  of  those  angles  by  means  of  equation 
56  a,  p.  48.  Then  solve  the  triangle  as  a  spherical  triangle,  by  means 
of  equations  62  and  63,  p.  49,  or  equation  64,  p.  50.     Lastly,  make 

e  in  feet=  101-273  y  in  seconds* (77.) 

/  Method  Second  (By  plane  trigonometry). — Compute  the  approxi- 
mate area  by  equation  51,  p.  46,  as  if  the  triangle  were  plane; 
thence  compute  the  spherical  excess  X  by  equation  58  or  58  A,  p. 
48,  and  deduct  one-third  of  it  from  the  given  angle.  Then  consider 
the  triangle  as  a  plane  triangle,  in  which  are  given  the  two  sides  a,  b9 

and  the  included  angle  C = C  -  -^-.  Find  the  third  side  e  by  equa- 
tion 37,  or  equation  38,  p.  43 ;  and  the  remaining  angles  A',  B,  of 
the  supposed  plane  triangle,  by  the  equations  39  or  40,  p.  43 ;  and 
for  the  remaining  angles  of  the  real  spherical  triangle,  take 

A  =  A'  +  y;  B  =  F  +  ~.  (78.) 

Problem  Fourth. — To  diminish  as  far  as  possible  the  effects  of 
small  errors  in  angular  measurements. 

Such  small  errors  are  detected  by  measuring  the  whole  three 
angles  of  a  spherical  triangle,  and  adding  them  together.  If  the 
measurements  are  perfectly  correct,  we  shall  find 

A  +  B  +  O  =  180°  +  X, 

(X  being  the  spherical  excess,  if  it  is  appreciable).     But  If  small 
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errors  have  been  committed  in  measuring  the  angles,  we  shall 
find 

A'  +  B  +  tf  =  180°  +  X=fc:E, 

where  E  is  the  total  error.     Then  for  the  most  probable  values  of 
the  corrected  angles  are  to  be  taken 

A-A'qp|jB-Br^*;0-Cr=p|   (79.) 

The  correction  of  each  angle  being  one-third  of  the  total  error,  and 
opposite  in  sign. 

34.  The  Tamd«ito«  is  an  instrument  whose  chief  use  is  to  measure 
angles  in  a  horizontal  plane,  or  "azimuths"  and  which  is  occa- 
sionally used  to  measure  also  vertical  angles,  or  altitudes  and 
depressions. 

When  the  word  Azimuth  is  used  without  qualification,  it  usually 
means  the  number  of  degrees,  minutes,  and  seconds  by  which  the 
direction  of  a  vertical  plane  passing  through  a  station  and  a  given 
object  deviates  to  the  right  of  a  vertical  plane  passing  through  the 
station  and  the  North  Pola  When  "  Magnetic  Azimuth"  is  speci- 
fied, the  angular  deviation  is  reckoned  from  the  magnetic  meridian 
instead  of  the  true  meridian. 

But  the  relative  azimuth  of  any  two  objects  may  be  measured  at 
a  given  station;  that  is  to  say,  the  number  of  degrees,  minutes,  and 
seconds  by  which  a  vertical  plane  traversing  the  station  and  one  of 
the  objects  deviates  to  the  right  of  a  vertical  plane  passing  through 
the  station  and  the  other  object 

An  azimuth  exceeding  180°  denotes  that  the  direction  of  the 
object  to  which  it  is  measured  lies  to  the  left  of  the  direction  from 
which  azimuths  are  measured,  by  an  angle  equal  to  the  difference 
between  the  azimuth  and  360°, 

For  example:  in  fig.  25,  let  A  denote  a  station;  A  B  the  direc- 
tion of  the  pole,  or,  as  the  case  may 
be,  of  the  object  from  which  azimuths 
are  measured,  and  which  is  held  to 
have  the  azimuth  0°.  C  being  an  object 
which  lies  to  the  right  of  AB,  its 
azimuth,  being  the  number  of  degrees, 
Ac,  subtended  by  the  arc  b  c,  is  equal 
to  the  angle  BAG.  On  the  other 
hand,  D  being  an  object  lying  to  the 
left  of  A  B,  its  azimuth,  being  the 
number  of  degrees,  <kc,  subtended  by 
the  arc  V  a\  is  equal  to  the  difference 
between  the  angle  BAD  and  360°. 
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The  horizontal  angle  between  any  two  directions  is  the  difference 
of  their  azimuths,  if  that  difference  is  less  than  180°;  if  it  is  greater 

than  180°,  the  excess  of 
360°  above  the  difference 
of  the  azimuths  is  the 
angle  between  the  direc- 
tions. 

A  Ititudes  and  depressions 
are  the  angles,  always 
acute,  which  the  directions 
of  objects,  as  seen  from  a 
given  station,  make  above 
and  below  a  horizontal 
plane.  The  use  of  these 
angles  will  be  further  ex- 
plained under  the  head  of 
Levelling. 

The  structure  of  theo- 
dolites varies  very  much; 
but  there  are  certain  essen- 
tial parts  which  are  com- 
mon to  all,  and  which  will 
now  be  enumerated,  com- 
mencing at  the  top,  as  they 
are  found  in  the  "  Transit 
Theodolite."  The  usual 
material  is  brass,  except 
for  the  "limb"  or  gradu- 
ated ring  of  each  of  the 
circles,  which  is  of  silver 
or  palladium. 

I.  The  Telescope  A  B 
consists  of  two  tubes,  one 
sliding  within  the  other. 
The  outer  tube  has,  at  its 
further  end  A,  the  object- 
glass,  which  forms  at  its 
focus  an  inverted  image  of 
j^K/^J^  the  object  looked  at     The 

V  inner  tube  has,  at  its  nearer 

**&*%  end  B,  a  combination  of 

glasses  called  the  "  eye-piece,"  which  magnifies  that  inverted  image. 
By  the  use  of  an  additional  tube  and  certain  additional  glasses,  an 
"  erecting  eye-piece"  may  be  formed,  which  makes  the  object  appear 
erect ;  but  •  this  causes  loss  of  light,  and  possesses  no  particular 
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advantage,  By  moving  the  inner  tube  inwards  and  outwards  by 
a  nek  and  pinion,  turned  by  the  milled  head  b,  the  foci  of  the  object- 
gbs  and  eye-piece  are  adjusted  till  they  coincide, 
which  is  known  by  the  distinct  and  steady  appear- 
ance of  the  image. 

At  the  common  focus  of  the  object-glass  and  eye- 
piece, where  the  inverted  image  is  seen,  there  is  a 
"diaphragm"  or  partition,  with  a  round  hole  in  the 
middle  crossed  by  three  spider's  lines,  or  equally  R&'  27# 
fine  platinum  wires  (see  fig.  27);  one  horizontal,  A  B,  and  the 
other  two,  CD,  EG,  deviating  slightly  to  opposite  sides  of  a  ver- 
tical plane.  The  point  F  where  those  wires  cross  each  other  should 
be  exactly  in  the  axis  or  "line  ofcoUimation"  of  the  telescope ;  and 
the  heads  of  four  screws  for  adjusting  it  to  that  position  are  shown 
ata,a,  a,  a,  in  fig.  26. 

it  The  Spirit-Level  c  is  attached  to  the  outer  telescope-tube 
by  screws,  by  means  of  which  it  can  be  set  exactly  parallel  to  the 
Jiae  of  coDimation  ;  so  that  when  the  air-bubble  is  in  the  centre  of 
the  level,  the  telescope  is  horizontal  The  construction  and  use  of 
spirit-levels  will  be  further  explained  under  the  head  of  levelling. 

IIL  The  Horizontal  Aarie  C,  when  the  instrument  is  in  adjust- 
ment, is  exactly  at  right  angles  to  the  line  of  collimation,  and 
exactly  level;  so  that  the  telescope  may  turn  about  on  the  bearings 
of  that  axis  in  a  truly  -vertical  plane. 

I V.  The  Frames  or  Supports  (D,  D,)  of  the  horizontal  axis  are  high 
aongh,  in  the  transit  theodolite,  to  admit  of  the  telescope  being 
turned  completely  over  in  a  vertical  plane;  a  motion  which  is  use- 
ful in  making  certain  observations.  In  Colonel  Everest's  theodo- 
lite the  supports  are  made  low,  for  the  sake  of  compactness;  but 
tie  telescope  xnay  be  turned  completely  over  when  reqmred,  by 
Htbg  the  horizontal  axis  out  of  its  bearings,  In 
the  common  theodolite  the  telescope  is  not  fixed 
in  the  middle  of  that  axis,  but  is  supported  in  two 
forked  rests  called  Y's,  at  the  ends  of  a  bar  which  , 
is  fixed  at  right  angles  to  the  horizontal  axis;  so  ' 
that  the  telescope  can.  be  turned  end  for  end  by 
lifting  it  out  of  the  Y*a.  When  not  required  to  be 
lifted  out,  the  telescope  is  clasped  firmly  in  its  Y^a         ^^T 

hy  two  semicircular    arcs  called  "  clips,"  which  *     " 

are  hinged  to  the  Y*a  At  one  side  and  fastened  with  pins  at  the 

other. 

V.  The  Vertical  CiiroU  or  Altitude  Circle  E  is  fixed  upon  the 
horizontal  axis.  It  h?  divided  into  four  quadrants,  the  degrees 
ia  each  of  which  are  numbered  from  0°  to  90°,  as  indicated 
in  the  sketch,   fig-     28.     The  two   0's  are  at  the  ends  of   the 
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diameter  parallel  to  the  line  of  collimation  of  the  telescope;  the 
two  90's  at  the  ends  of  the  diameter  perpendicular  to  the  former. 
There  are  two  indices  with  verniers,*  at  opposite  ends  of  a 
horizontal  bar,  read  by  the  microscopes  e,  e;  when  the  line  of  col- 
limation is  horizontal,  each  of  those  indioes  reads,  or  ought  to 
read,  0°. 

In  directing  the  telescope  to  any  object,  it  is  turned  at  first  by 
hand  as  nearly  in  the  required  direction  as  possible;  then  the 
vertical  circle  is  "  clamped,*9  by  turning  a  damp-screw  which  lays 
hold  of  its  lower  edge;  and  then,  by  the  tangent-screw  a\  a  slow 
motion  is  given  to  the  circle  and  telescope  until  the  line  of  collima- 
tion points  exactly  towards  the  object 

In  Colonel  Everest's  theodolite,  instead  of  a  complete  vertical 
circle,  there  are  two  opposite  sectors  of  about  90°  each,  so  as  to  be 
capable  of  measuring  altitudes  and  depressions  as  far  as  45°;  and 
the  spirit-level  is  attached  to  the  index-bar,  instead  of  to  the 
telescope. 

In  the  common  theodolite,  instead  of  a  vertical  circle  there  is  a 
semicircle  only,  having  but  one  index  and  vernier. 

VI.  The  Vernier-Plate  F(fig.  26),  is  a  circular  plate,  fixed  on 
the  top  of,  and  exactly  perpendicular  to,  the  inner  vertical  <wcw  (con- 
cealed in  the  figure).  It  carries  at  its  sides  the  supports  D,  D,  of 
the  horizontal  axis,  in  its  centre  a  magnetic  compass  with  a  glass 
top,  and  near  its  edge  a  pair  of  spirit-levels  f,f,  at  right  angles  to 
each  other.  At  two  points  on  its  edge,  diametrically  opposite  to 
each  other,  are  two  indioes  with  verniers,  read  by  means  of  the 
microscopes  gr,  g.  (In  many  theodolites  there  is  but  one  microscope 
for  this  purpose,  which  is  shifted  round  to  the  one  or  the  other 
vernier  as  required.) 

In  Colonel  Everest's  theodolite  the  place  of  the  lower  horizontal 
circle  is  supplied  by  three  horizontal  arms  diverging  from  the  top 
of  the  inner  vertical  axis  at  equal  angles  of  120*,  and  having  indices 
and  verniers  at  their  ends;  and  instead  of  the  two  spirit-levels  y^ 
there  is  one  spirit-level  fixed  parallel  to  the  horizontal  axis. 

YIL  The  Horizontal  Circle  G  has  its  edge  or  limb  bevelled  to 
the  figure  of  the  frustum  of  a  cone,  and  graduated;  the  degrees 
being  numbered  continuously  round  it  towards  the  right,  up  to 

•  According  fat  the  ordinary  construction  of  a  vernier,  ft*  total  length  oonelatB  of 
a  number  of  divisions  of  the  primary  scale  less  by  one  than  the  number  of  smaller 
divisions  into  which  those  divisions  are  to  be  subdivided.  Suppose,  for  example, 
that  the  limb  of  one  of  the  circles  of  a  theodolite  is  divided  to  third  parts  of 
a  degree,  or  Wt  and  that  it  is  to  be  subdivided  by  a  vernier  to  third  parte  of  a 
minute,  or  20",  each  subdivision  being  <me-tuetielh  part  of  a  primary  division:  the 
length  of  the  vernier  will  be  60  —  1  =  59  divisions  of  the  primary  scale,  and  it  will 
be  divided  into  60  equal  parts,  each  equal  to  69-BOths  of  a  division  of  the  primary 


THBODOUTB.  57 

jlkP,  as  indicated  by  the  sketch,  &g.  29.  The  feces  of  the  verniers 
Ve  portions  o£  the  same  conical  surface.  An  arm  projecting  from 
the  vernier-plate  (or  in  Colonel  Everest 'a  theodolite,  from  the  inner 
v^ertzeaJ  axis)  carries  the  damp  H  for  laying  hold  of  the  oircle 
Sifter  the  telescope  has  been  turned  approximately  towards  an 
object  by  hand,  and  the  tangent-screw  I  for 
serving  the  vernier-plate  a  slow  motion  until 
the  line  of  collimation  points  exactly  towards 
the  object. 

The  sise  of  the  circles  of  a  theodolite,  both 

horizontal  and  vertical,   and  the  minuteness 

of  their  graduations,  depends  on  the  extent 

and  accuracy  of  the    operations  for  which 

they  are  intended.      Four  inches  and  eight 

inches  in  diameter  are    about  the  extreme 

omits  of  diameter  for  horizontal  circles  in  **     ' 

those  made  for  any  ordinary  purpose,  though  a  few  have  been  made 

of  larger  sues,     Those  most  commonly  used  in  surveying  have  circles 

of  five  inches  in  diameter,  divided  into  half-degrees,  and  subdivided 

by  the  verniers  to  single  minutes,  and  by  estimation  with  the  eye  to 

half  or  quarter  minutes*      For  such  purposes  as  the  principal  tri- 

angulation  of  the  survey  for  a  line  of  railway,  and  for  ranging 

ewes,  a  larger  theodolite  is  requisite :  it  is  generally  sufficient 

to  use  one  with  circles  of  six  inches  in  diameter,  divided  to  twenty 

minutes,  end  subdivided  by  the  verniers  to  twenty  seconds,  and  by 

estimation  with  the  eye  to  ten  seconds. 

YUL  The  Outer  Vertical  Axis  K  is  fixed  to  the  horizontal 
circle,  and  is  a  tube,  containing  within  it  and  accurately  fitting 
the  inner  vertical  axis.  It  turns  round  on  a  ball-and-socket  joint 
tt  its  lower  end;  and  is  clamped  in  any  required  position  by 
means  of  a  collar  with  a  tightening-screw  k  From  the  collar 
projects  an  arm,  acted  upon  by  means  of  the  tangent-screw  i,  so 
as  to  give  a  slow  motion  in  azimuth  to  the  horizontal  circle  when 
the  outer  vertical  axis  is  clamped  The  fixed  nut  of  this  screw  is 
attached  to— 

IX.  The  Upper  Parallel  Plate  L,  through  a  cylindrical  socket  in 
vhich  the  outer  vertical  axis  passes,  so  as  to  be  always  at  right 
angles  to  it.  The  four  plate-screws  lt  /,  I  (and  a  fourth  concealed), 
serve  to  place  the  vertical  axes  truly  vertical,  by  adjusting  the 
position  of  the  plate  Ij  relatively  to — 

X.  The  Lower  Parallel  Plate  M,  to  the  centre  of  which  the  outer 
vertical  axis  is  attached  by  means  of  the  ball-and-socket  joint 
before  mentioned-      This  plate  is  screwed  upon — 

XL  The  Staff-Head  N,  which  is  supported  by  three  strong 
wooden  legs.     In  the  middle  of  the  lower  side  of  the  staff-head, 
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directly  under  the  vertical  axis,  is  screwed  a  book  (concealed 
in  the  figure),  from  which  a  plummet  is  hung,  in  order  to  ascertain 
whether  the  centre  of  the  theodolite  is  exactly  oyer  the  station 
on  the  ground. 

Instead  of  the  upper  parallel  plate,  Colonel  Everest's  theodolite 
has  three  diverging  arms  (fig.  30),  as  in  an  astronomical  circle, 
with  a  vertical  foot-screw  supporting  the  end  of  each.  The  lower 
end  of  each  screw  has  a  shoulder,  by  means  of  which  it  is  held 

down  to  the  plate  which 
forms  the  top  of  the  staff- 
head;  and  those  shoulders 
form  the  only  attachment 
between  the  staff-head  and 
the  instrument  The  chief 
advantage  of  this  construc- 
tion is,  that  the  three  foot- 
screws  can  be  adjusted  with 
one  hand;  whereas  the  ad- 
justment of  the  four  plate- 
screws  in  the  ordinary 
construction  requires  both 
hands. 

In   some   theodolites    a 
second  telescope  is  attached 
below  the  horizontal  circle, 
in  order,  by  directing  that 
-J  3(.  telescope  on  an  object,  to 

™  m  test  whether  the  circle  has 

been  disturbed  during  the  interval  between  two  observations. 

35.  A4jMtaieBta  •€  the  TheoMlte. — The  adjustments  of  the 
theodolite,  as  well  as  those  of  every  other  surveying  instrument, 
may  be  distinguished  into  temporary  adjustments,  which  are  made 
by  the  user  of  the  instrument  each  time  that  it  is  set  up,  and  per- 
manent adjustments,  which  are  made  by  the  manufacturer,  and 
only  tested  and  corrected  occasionally  by  the  user. 

L  The  Temporary  Adjustments  will  now  be  described,  on  the 
supposition  that  the  permanent  adjustments  are  correct. 

(1.)  Place  the  theodolite  at  the  station  by  the  aid  of  the  plumb- 
line  mentioned  in  Division  XL  of  the  last  Article. 

(2.)  To  "level  the  instrument*' — that  is,  to  place  the  vertical 
axis  truly  vertical — the  easiest  process  is  to  make  the  vernier- 
plate  truly  horizontal  by  means  of  the  spirit-levels/,/  For  that 
purpose  it  is  to  be  turned  into  such  a  position  that  the  two  spirit* 
levels  I,  I  shall  be  parallel  respectively  to  the  two  diagonals  of  the 
square  formed  by  the  plate-screws.     Then  the  bubble  is  to  be 
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brought  to  ike  centre  of  each  level  by  turning  the  pair  of  plate- 
screws  to  whose  plane  the  level  lies  parallel. 

A  more  exact  adjustment,  however,  can  be  made  by  means  of 
the  level  e  attached  to  the  telescope,  because  it  is  larger  and  more 
delicate  than  those  attached  to  the  vernier-plate.  To  effect  this 
adjustment,  turn  the  vernier-plate  till  the  telescope  is  over  one  pair 
of  plate-screws:  by  the  aid  of  the  tangent-screw  d,  adjust  the 
vertical  circle  carefully  to  0° ;  turn  the  pair  of  plate-screws  under 
the  telescope  until  the  bubble  is  brought  to  the  centre  of  the  spirit- 
level  :  turn  the  vernier-plate  round  through  180°;  if  the  bubble 
now  deviates  from  the  centre  of  the  spirit-level,  correct  one-half  of 
the  deviation  by  the  tangent-screw  d,  and  the  other  half  by  the 
plate-screws  :  turn  the  vernier-plate  through  90°,  so  as  to  bring  the 
telescope  over  the  other  pair  of  plate-screws,  by  means  of  which 
bring  the  bubble  to  the  centre  of  the  level  again  :  the  vertical  axis 
is  now  truly  vertical 

If  the  bubbles  are  not  now  at  the  centres  of  the  vernier-plate 
levels/,  /,  those  levels  are  not  truly  perpendicular  to  the  vertical 
axis ;  but  the  correction  of  this  error  belongs  to  the  permanent 
adjustments. 

In  Colonel  Everest's  theodolite  the  vertical  axis  is  adjusted  by 
means  of  the  level  which  is  parallel  to  the  horizontal  axis,  by  first 
placing  that  level  parallel  to  a  line  joining  any  two  of  the  three  foot- 
screws,  and  bringing  the  bubble  to  the  centre  by  turning  one  or  both 
of  them,  and  then  turning  the  upper  part  of  the  instrument  through 
90*,  and  bringing  the  bubble  to  the  centre  of  the  level  in  its  new 
position  by  means  of  the  third  foot-screw. 

(3.)  To  adjust  the  telescope  for  the  prevention  of  "  parallax  " — 
that  is,  to  bring  the  foci  of  the  glasses  to  the  cross-wires, — look 
through  the  telescope,  and  shift  the  eye-piece  in  and  out  until 
the  cross- wires  are  seen  with  perfect  distinctness.  Then  direct  the 
telescope  to  some  well-defined  distant  object,  and  by  means  of  the 
milled  head  6,  shift  the  inner  tube  in  and  out  until  the  image  of 
the  object  is  seen  sharp  and  clear,  coinciding  apparently  with  the 
cross-wires. 

The  latter  part  of  this  adjustment  has  to  be  made  anew  for  each 
new  object  at  a  different  distance  from  the  preceding  one.  The 
nearer  the  object,  the  further  must  the  inner  tube  be  drawn  out. 

A  good  test  of  the  adjustment  for  parallax  is  to  move  the  head 
from  side  to  side  while  looking  through  the  telescope.  If  the  ad- 
justment is  perfect,  the  image  of  the  object  will  seem  steadily  to 
coincide  with  the  cross-wires  :  if  imperfect,  the  image  will  seem  to 
waver  as  the  head  is  moved.  If  the  image  seems  to  shift  in  the 
opposite  direction  to  the  head,  the  inner  tube  must  be  drawn  out 
further;  if  in  the  same  direction,  it  must  be  drawn  inwards. 
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IL  The  Permanent  Adjustments  should  be  tested  from  time  to 
time;  but  in  a  well-made  theodolite  they  will  seldom  require 
correction.  Before  testing  those  adjustments,  the  temporary  ad- 
justments should  be  made  with  care. 

(1.)  The  Adjustment  of  the  Line  of  Collvmation,  in  a  transit  theo- 
dolite, and  also  in  Colonel  Everest's,  consists  in  placing  that  line 
precisely  at  right  angles  to  the  horizontal  axis.  To  effect  this, 
direct  die  line  of  collimation  towards  some  very  distinct  distant 
object,  bringing,  by  means  of  the  tangent-screw  of  the  horizontal 
circle,  the  cross-wires  to  coincide  in  azimuth  with  the  image  of  a 
well-defined  point  in  that  object  The  vertical  circle  should  be 
undamped.  Now  lift  the  horizontal  axis  out  of  its  bearings,  and 
replace  it  with  the  ends  reversed,  so  that  the  telescope  is  upside 
down  ;  if  the  cross-wires  now  coincide  in  azimuth  with  the  same 
object,  the  line  of  collimation  is  perpendicular  to  the  horizontal 
axis ;  if  not,  one-half  of  the  deviation  is  to  be  corrected  by  shifting 
the  cross-wires  by  means  of  the  horizontal  adjusting-screws  of  the 
diaphragm,  and  the  other  half  by  the  tangent-screw  of  the  horizontal 
circle.  Reverse  the  horizontal  axis  again,  and  repeat  the  operation 
till  the  adjustment  is  perfect 

In  the  transit  theodolite  there  is  another  mode  of  reversing  the 
telescope  to  perform  this  adjustment,  which  consists  in  turning 
the  telescope  over  on  its  horizontal  axis,  and  then  turning  it  round 
through  exactly  180°  in  azimuth. 

In  the  common  theodolite  the  line  of  collimation  is  adjusted  by 
turning  the  telescope  half  round  in  its  Y*s  about  its  own  axis,  and 
observing  whether  the  cross-wires  continue  to  coincide  with  the 
same  object  Should  they  deviate,  half  the  deviation  is  to  be 
corrected  by  the  diaphragm-screws,  and  the  other  half  by  the 
tangent-screw  of  the  horizontal  circle.  This  adjustment  places  the 
line  of  collimation  in  coincidence  with  the  axis  of  the  Y's.  The 
adjustment  of  the  latter  line  perpendicular  to  the  horizontal  axis  is 
left  to  the  instrument  maker. 

(2.)  The  Adjustment  oftlie  Level  attached  to  the  Telescope  can  only 
be  effected,  in  the  transit  theodolite,  by  methods  which  will  be 
explained  in  treating  of  the  adjustment  of  levelling  instruments. 
The  same  may  be  said  of  the  adjustment  in  a  vertical  direction  of 
the  line  of  collimation.     (See  Art  50.) 

In  the  common  theodolite,  having  levelled  the  level  attached  to 
the  telescope  by  the  tangent-screw  of  the  vertical  circle,  lift  the 
telescope  out  of  the  Y's  and  set  it  down  again  turned  end  for  end. 
If  the  bubble  deviates  from  the  centre  of  the  level,  correct  half  the 
error  by  the  adjusting-screws  which  connect  the  level  with  the 
telescope,  and  the  other  half  by  the  tangent-screw  of  the  vertical 
circle. 
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(3.)  To  ascertain  the  Index+rror  of  the  Vertical  Circle,  set  the 
vertical  axis  truly  Tertical  with  great  care,  as  described  under  the 
head  of  temporary  adjustments;  set  the  spirit-level  on  the  tele- 
scope exactly  level;  observe  the  reading  on  the  Tertical  circle;  if 
it »  0%  there  is  no  error ;  if  it  differs  from  0°,  the  difference  is  an 
error  in  the  position  of  the  index  of  the  vertical  circle,  to  be 
allowed  for  in  each  angle  measured. 

(4.)  The  Adjustment  of  the  Horizontal  Axis  exactly  perpendicular 
to  the  Vertical  Axis  is  generally  left  to  the  instrument  maker;  but 
in  some  theodolites  there  are  adjusting-screws  for  the  supports  of 
the  horizontal  axis.  In  this  case  the  perpendicularity  of  the  hori- 
sorts!  to  the  vertical  axis  may  be  tested  by  directing  the  telescope 
on  an  object  whose  altitude  is  considerable;  then  turning  it  round 
through  exactly  180*  in  azimuth,  and  turning  it  over  in  a  vertical 
plane  so  as  to  look  at  the  same  object  If  the  cross-wires  can 
again  be  brought  to  coincide  with  the  object,  the  adjustment  is 
correct ;  if  not,  half  the  deviation  is  to  be  corrected  by  the  tangent- 
screw  of  the  horizontal  circle,  and  the  remainder  by  the  adjusting- 
screws  of  the  supports ;  and  the  operation  is  to  be  repeated  till  the 
adjustment  is  found  to  be  correct 

This  adjustment  may  also  be  tested  by  observing  whether,  when 
the  instrument  is  clamped  in  azimuth,  the  cross- wires  traverse  an 
object  and  its  image  as  reflected  from  a  level  surface  of  fluid. 

36.  ittfwri^K  hwImmbI  Aaata  wit*  the  TfceeMftte. — To  measure 
the  horizontal  projection  of  the  angle  subtended  at  a  given  station 
A,  by  the  direction  of  two  objects  B  and  C, — in  other  words,  the 
difference  of  azimuth  of  the  two  objects, — set  up  the  theodolite  at 
the  station,  and  make  the  temporary  adjustments  as  described  in 
the  preceding  Article.  The  outer  vertical  axis  being  clamped,  and 
the  vernier-plate  and  vertical  circle  A  undamped,  direct  the  tele- 
scope towards  one  of  the  objects  (as  B),  as  accurately  as  possible 
by  the  hand ;  clamp  the  vernier-plate,  and  by  its  tangent-screw 
bring  the  cross-wires  to  cover  the  object  exactly.  Bead  the 
degrees,  minutes,  and  seconds  indicated  by  one  vernier,  and  the 
minutes  and  seconds  indicated  by  the  other,  and  note  them  down. 
Find  the  mean  arc  indicated,  by  setting  down  the  entire  degrees  as 
read  on  the  first  vernier,  and  the  mean  between  the  additional  aitss 
in  minutes  and  seconds  as  read  by  the  two  verniers. 

Unclamp  the  vernier-plate,  direct  the  telescope  towards  the  other 
object  (C),  and  proceed  as  before,  taking  care  to  read  the  entire 
degrees  on  the  same  vernier. 

The  difference  between  the  mean  arcs  read  off  when  the  line  of 
collimation  is  directed  towards  B  and  C  respectively,  is  the  required 
difference  of  azimuth,  or  the  horizontal  angle  BAG. 
The  object  of  reading  the  minutes  and  seconds  on  both  verniers, 
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and  taking  the  mean,  is  to  correct  the  effect  of  any  errors  which 
might  arise  from  the  vertical  axis  not  being  exactly 
concentric  with  the  graduated  limb  of  the  hori- 
zontal circle.  In  fig.  31,  let  £  C  and  D  B  be  two 
straight  lines  cutting  each  other  in  A,  a  point  not 
in  the  centre  of  the  circle  BCDE.  The  eccen- 
tricity of  that  point  produces  equal  and  opposite 
Fig.  81.  deviations  in  the  arcs  B  C  and  D  E  from  the 
arc  which  would  subtend  an  angle  equal  to  B  A  C  at  the  centre 
of  the  circle ;  so  that  the  mean  of  those  arcs  is  exactly  equal  to 
the  arc  which  correctly  measures  the  angle  BAG,  how  great 
soever  the  eccentricity  may  be. 

The  same  object  is  attained  in  Colonel  Everest's  theodolite  by 
taking  the  mean  of  the  arcs  read  off  by  the  three  equidistant  ver- 
niers, which  are  used  in  order  to  give  better  security  against  errors 
in  graduation  than  two  verniers  give. 

In  the  transit  theodolite,  errors  arising  from  the  horizontal  axis 
not  being  exactly  perpendicular  to  the  vertical  axis  may  be  elimi- 
nated by  turning  the  telescope  over  about  the  horizontal  axis,  and 
half  round  about  the  vertical  axis,  repeating  the  measurement 
of  the  angle  in  this  new  position,  and  taking  the  mean  of  the 
results. 

When  a  series  of  horizontal  angles  has  been  measured  at  a 
station  between  a  series  of  objects,  returning  at  last  to  the  object 
with  which  the  observations  commenced,  the  accuracy  of  the  obser- 
vations may  be  tested  by  adding  the  angles  together ;  when  their 
sum  ought  to  be  exactly  360°.  Should  it  differ  by  a  small  arc  from 
360°,  the  most  probable  values  of  the  several  angles  will  be  found 
by  dividing  the  total  error  by  the  number  of  errors  to  find  the 
correction,  which  is  to  be  added  to  or  subtracted  from  each  of  them 
according  as  their  sum  is  too  small  or  too  large. 

When  very  great  accuracy  is  required  in  measuring  a  horizontal 
angle,  the  effect  of  errors  of  graduation  may  be  diminished  to  any 
required  extent  by  the  process  called  Repetition,  which  is  as 
follows  : — 

Clamp  the  vernier-plats,  and  read  the  verniers. 

Unclamp  the  vertical  aaris;  direct  the  telescope  towards  B; 
clamp  the  vertical  axis,  and  direct  the  line  of  collimation  exactly 
towards  B  by  the  tangent-screw  of  the  vertical  axis. 

Unclamp  the  vernier-plate;  direct  the  telescope  towards  C; 
clamp  the  vernier-plate,  and  direct  the  line  of  collimation  exactly 
towards  C  by  the  tangent-screw  of  the1  vernier-plate. 

Unclamp  the  vertical  axis,  <fcc  (as  before). 

Repeat  the  whole  operation  as  many  times  as  it  is  required  to 
reduce  the  errors  of  graduation,  observing  always  to  direct  the 
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line  of  coIKmation  towards  B  by  turning  the  vertical  axis,  and 
towards  C  by  turning  the  vernier-plate,  finally,  the  line  of  col- 
limation  being  pointed  towards  C,  read  the  verniers,  remembering 
to  reckon  36X1°  for  each  complete  revolution  of  the  vernier-plate 
npon  the  horizontal  circle. 

The  difference  between  the  arcs  read  at  the  beginning  and  at  the 
end  of  the  process  will  be  equal  to  the  arc  subtended  by  the  angle 
B  A  C  multiplied  by  the  number  of  repetitions;  and  being  divided 
by  that  number  will  give  the  required  angle.  The  multiplied  arc 
will  be  affected  by  only  one  error  of  graduation,  which  will  be 
divided  in  finding  the  required  arc ;  so  that  the  error  in  the  final 
result  will  be  equal  to  the  original  error  divided  by  the  number  of 
repetitions. 

This  process  diminishes  the  effect  of  errors  of  observation  some- 
what, but  not  in  the  same  proportion  with  errors  of  graduation; 
because  an  observer  tends  in  general  to  make  errors  in  the  same 
direction  at  each  observation;  and  such  errors  accumulate  by 
repetition. 

37.  WtmmctUt  i— am— at  are  used  chiefly  in  navigation  and 
marine  surveying ;  but  as  they  are  occasionally  used  in  land  sur- 
veying also,  a  general  description  of  their  construction  and  action 
will  be  given  here. 

The  principle  upon  which  reflecting  instruments  act  is  this : — that 
if  there  are  two  plane  mirrors  whose  reflecting  surfaces  make  a 
given  angle  with  each  other,  and  a  ray  of  light,  in  a  plane  peq>en- 
dkular  to  the  planes  of  both 
minors,  is  reflected  from  both 
socoessi vely ,  its  direction  after 
the  second  reflection  makes 
vita  its  original  direction  an 
angle  which  is  double  of  the 
angle  made  by  the  mirrors 
with  each  other. 

One    application    of  this 
principle — the  optical  square  , 
—has  already  been  described 
in  Article  24,  page  21. 

The  nextti  (fig.  32)  is  of 
the  form  of  a  sector  of  a  circle, 
of  GO*,  and  sometimes  rather  ^** 

more,  in  angular  extent.  A  B  is  the  graduated  limb,  on  which  the 
degrees  are  of  one-half  of  the  extent  of  those  on  a  non-reflecting 
instrument;  so  that  for  example,  an  exact  sextant  is  divided  into 
120  degrees  instead  of  60°.  C  G  is  the  index,  having  a  vernier, 
and  a  microscope  M  for  reading  the  divisions.     At  the  back  of  the 
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instrument  is  a  damp-screw,  not  shown,  for  holding  the  index  in 
any  required  position,  and  at  D  is  a  tangent-screw  for  giving 
it  a  slow  motion  to  complete  its  adjustment  The  two  mirrors 
have  their  planes  at  right  angles  to  the  plane  of  the  instrument; 
one  of  them,  called  the  "  index-glass?  0,  is  carried  by  the  index  at 
its  centre  of  motion;  the  other,  called  the  "horizon-glass"  N,  is 
carried  by  the  frame  of  the  sector;  half  of  it  is  silvered  and  the 
remainder  unsilvered.  The  unsilvered  half  is  the  further  from  the 
face  of  the  instrument.  Both  mirrors  should  be  made  of  strong 
plate  glass,  with  its  surfaces  exactly  plane  and  parallel 

T  is  a  telescope  directed  towards  the  horizon  glass.  It  is  carried 
by  a  ring  K,  and  capable  of  adjustment  to  a  greater  or  less  distance 
from  the  plane  of  the  instrument;  and  the  object  of  that  adjustment 
is,  to  vary  the  proportions  of  the  light  received  from  the  silvered 
part  and  through  the  unsilvered  part  of  the  horizon-glass,  so  as  to 
render  the  images  of  two  luminous  objects  seen  directly  and  by 
reflection  equally  bright,  although  the  objects  themselves  may  be 
unequally  bright  That  equalization  of  brightness  is  favourable  to 
accuracy  in  observing  angles. 

E  and  F  are  sets  of  darkening  glasses,  of  various  colours  and 
shades,  which  are  used  when  required,  to  moderate  the  light  from 
very  bright  objects,  such  as  the  sun. 

H  is  the  handle  by  which  the  instrument  is  held 

Sextants  for  nautical  purposes  usually  have  the  graduated  limb 
of  from  six  to  eight  inches  radius,  the  graduated  limb  being  sub- 
divided by  the  vernier  to  20"  in  the  smaller  sizes,  and  10"  in  the 
larger.  The  observer  can  in  each  case  read  to  one-half  of  these 
arcs  by  estimation. 

The  nautical  sextant  is  seldom  used  for  land  surveying,  for 
that  purpose  the  box-sextant  is  employed,  and  for  triangles  of  small 
extent  only,  not  exceeding  about  a  mile  in  length  of  side.  The 
box-sextant  is  a  sextant  so  small  as  to  be  entirely  contained  within 
a  cylindrical  brass  box  of  about  three  inches  in  diameter  and  two 
inches  in  depth.  It  is  graduated  to  half-degrees,  and  subdivided 
by  the  vernier  to  minutes,  and  by  estimation  to  half-minutes.  It 
is  usually  furnished  with  a  small  telescope,  which,  however,  it  is 
seldom  necessary  to  employ,  a  plain  sight-hole  being  used  instead. 
The  index  is  moved  by  a  pinion  and  toothed  sector. 

The  box-sextant  has  sometimes  a  contrivance  added  for  enabling 
it  to  measure  angles  greater  than  120°.  That  contrivance  depends 
on  the  principle,  that  if  two  reflected  rays  of  light  proceed  in  the  same 
direction  from  two  mirrors  which  make  an  angle  with  each  other,  the 
directions  of  the  rays  before,  reflection  make  double  that  angle  with 
each  other;  and  it  consists  of  a  small  mirror  below  the  index-glass, 
fixed  in  such  a  position  that  when  the  index  is  at  the  mark  nam- 
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bend  180*  upon  what  is  called  the  "  supplementary  arc,"  those  tiro 
mirrors  are  at  right  angles  to  each  other ;  and  the  objects  whose 
images  as  seen  in  them  appear  to  coincide  in  direction,  lie  in  fact 
in  diametrically  opposite  directions. 

Trooghton  s  wum*ctim%  Cfarei*  is  an  instrument  having  the  mirrors 
and  telescope  of  a  sextant,  together  with  a  completely  circular 
limb,  and  three  indices  radiating  from  its  centre  at  angles  of  120°. 
By  observing  each  angle  with  the  instrument  in  two  positions, 
reading  each  angle  observed  upon  the  three  verniers,  and  taking 
the  mean  of  the  six  results,  some  of  the  errors  of  a  sextant  are 
avoided,  and  others  diminished. 

The  VaifMHi  ■■*■  ■■!■!,  as  improved  by  Professor  Piaari  Smyth, 
is  a  sort  of  reflecting  circle,  in  which  a  spirit-level  with  a  very  small 
bubble  is  so  placed  that  by  means  of  a  lens  and  a  totally  reflecting 
prkn  an  image  of  the  bubble  is  formed  at  the  focus  of  the  telescope, 
and  the  coincidence  of  the  centre  of  that  image  with  the  cross- wires 
shows  when  the  line  of  collimation  is  truly  horizontal 

The  IiUmiwh  mi  the  Sextaat  are  mm  Mlewii — 

(1.)  To  place  the  index-glass  exactly  perpendicular  to  the  plane 
of  the  instrument.  This  adjustment  is  made  by  the  maker ;  but 
the  observer  may  test  it  by  setting  the  index  to  about  60°,  and 
looking  at  the  image  of  the  limb  of  the  instrument  as  reflected  in 
the  index-glass  ;  when  the  real  limb  and  the  image  ought  to  seem 
to  form  one  continuous  arc. 

(i)  To  place  the  horizon-glass  exactly  perpendicular  to  the  plane 
<i  the  instrument.  This  adjustment  is  tested  by  clamping  the 
index  near  to  0°;  looking  at  some  well-defined  far  distant  object, 
and  turning  the  tangent-screw  of  the  index  till  the  object  as  seen 
directly  and  its  reflected  image  are  made  to  seem  to  coincide,  if 
possible.  If  the  horizon-glass  is  correctly  adjusted,  it  will  be 
possible  to  make  the  apparent  coincidence  exactly;  if  not,  the  glass 
must  be  corrected  by  means  of  adjusting  screws  with  which  it  is  fitted. 

(3.)  To  ascertain  the  "index-error"  the  angle  marked  by  the 
index  is  to  be  read  off  when  the  above-mentioned  coincidence  has 
teen  made.  If  there  is  no  index-error,  the  index  will  mark  exactly 
(J*:  any  deviation  from  this  is  to  be  noted  down  as  the  index-error 
of  the  instrument,  and  allowed  for  in  all  future  angular  measure- 
fflote.  For  the  purpose  of  measuring  the  index-error  when  it  is 
negative  (that  is — when  the  correction  for  it  is  to  be  added),  the 
graduations  of  the  limb  are  carried  a  short  distance  back  from  0°. 
In  reading  this  part  of  the  limb  (called  the  "  arc  of  excess"),  the 
divisions  of  the  vernier  are  to  be  reckoned  the  reverse  way. 

{{)  The  parallelism  of  the  line  of  collimation  of  the  telescope  to 
the  plane  of  the  instrument  is  tested  by  placing  the  index  so  as  to 
produce  the  apparent  coincidence  of  two  distinct  objects  whose 
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directions  make  an  angle  of  90°,  or  thereabouts,  and  observing 
whether  a  slight  motion  of  the  plane  of  the  sextant  about  an  axis 
traversing  the  object  seen  by  reflection  disturbs  the  apparent  coin- 
cidence, which  it  should  not  do  if  the  adjustment  is  correct* 

38.  Um  «f  the  Sextant  la  Surveying.— To  measure  a  horizontal  or 
nearly  horizontal  angle  with  the  sextant,  hold  the  instrument  so  that 
the  plane  of  its  face  shall  pass  through  the  two  objects  subtending 
the  angle :  look  through  the  telescope  or  sight-hole  at  the  object 
which  is  farthest  to  the  left,  so  as  to  see  it  through  the  iinsilvered 
part  of  the  horizon-glass ;  move  the  index  by  hand  until  the  reflected 
image  of  the  right-hand  object  is  seen  in  the  silvered  part  of  the 
horizon-glass ;  clamp  the  index,  and  move  it  slowly  by  the  tangent- 
screw  till  that  image  apparently  coincides  with  the  left-hand  object 
(In  the  box-sextant,  the  entire  motion  of  the  index  is  produced  by 
turning  the  pinion.)  Then  read  the  angle  by  means  of  the  index 
and  vernier,  and  add  or  subtract  the  index-error  according  as  it  lies 
behind  or  in  advance  of  0°. 

In  fig.  32,  P  S'  represents  the  direction  of  the  left-hand  object; 
P  S  that  of  the  right-hand  object  When  the  image  of  the  latter 
appears  to  coincide  with  the  former,  the  rays  of  light  coming  from 
the  right-hand  object  are  reflected  from  the  mirror  C  to  the  mirror  N, 
and  thence  to  the  eye  in  the  same  direction  with  those  which  come 
directly  from  the  left-hand  object;  and  according  to  the  principle 
stated  at  the  beginning  of  the  last  article,  the  angle  made  by  the 
directions  of  the  objects  S,  P,  S',  is  double  of  that  made  by  the  planes 
of  the  mirrors.  When  the  mirrors  are  parallel  to  each  other,  the 
index  points  to  0°  (or  deviates  from  that  point  by  the  index-error 
only);  and  the  divisions  marked  as  degrees  on  the  limb  are  of  half 
the  length  of  actual  degrees ;  so  that  the  angle  read  off  on  the  limb 
(index-error  being  allowed  for),  is  the  angle  between  the  directions 
of  the  objects.  If  there  is  much  difference  in  the  distinctness  of 
the  objects,  the  less  distinct  object  should  be  looked  at  directly ; 
and  should  it  lie  to  the  right  of  the  other,  the  face  of  the  sextant 
must  be  turned  downwards. 

In  order  that  the  angle  measured  may  be  a  horizontal  angle,  the 
two  objects  and  the  observer's  eye  must  be  at  the  same  level.  When 
this  is  not  the  case,  three  methods  may  be  followed.  The  least 
accurate  is,  to  choose  by  the  eye  two  objects  in  the  same  vertical 
planes  with  the  objects  whose  relative  azimuth  is  to  be  found,  and 
as  nearly  as  possible  on  a  level  with  the  observer's  eye,  and  to 
measure  the  angle  between  these.  To  attain  greater  accuracy,  two 
vertical  poles  are  to  be  ranged  and  adjusted  by  the  plumb-line,  in 
the  directions  of  the  two  objects,  and  the  angle  between  them 
measured  with  the  plane  of  the  sextant  horizontal.  In  using  the 
box-sextant  for  the  details  of  a  survey,  one  or  other  of  these  methods 
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13  in  general  sufficiently  accurate,   if  the  ground  is  not  very 
hilly. 

The  most  accurate  method  is  to  measure  the  angle  between  the 
objects  themselves,  and  to  take  also  the  angle  of  altitude  or  depres- 
sion of  each.  (The  taking  of  such  angles  will  be  further  considered 
under  the  head  of  levelling.)  The  zenith  distance  of  each  object  is 
round  by  subtracting  its  altitude  from,  or  adding  its  depression 
iof  9tf». 

In  fig.  33,  let  O  represent  the  observer's  station ;  O  B,  O  C,  the 
directions  of  the  objects;   B  O  C  the  angle  between 
them;  O  D  £  a  horizontal  plane;  D  O  B  and  £  O  C    K 
the  altitudes  of  the  objects;  O  A  a  vertical  line,  and 
A  D  £  a  spherical  surface. 

Then,  in  the  spherical  triangle  ABC,  the  three  sides  °^r^/is 
are  given,  viz.,  A  B  and  B  C,  the  zenith  distances,  and 
B  C,  the  angle  between  the  objects;  and  the  horizontal       _ 
projection  of  that  angle,  being  equal  to  the  angle  A,  g*     ' 

may  be  computed  by  the  proper  formula.    (See  Article  33,  Division 
V.,  equation  66,  p.  50.) 

39.  Vm  m€  ifc*  Cmmpmm  te  Wmrwmfim^ — It  has  already  been  men- 
tioned that  the  theodolite  is  usually  provided  with  a  compass, 
carried  on  the  centre  of  the  vernier-plate.  This  compass  consists  of 
a  magnetic  needle,  hung  by  an  agate  cap  on  a  point  in  the  centre  of 
the  instrument,  and  of  a  flat  silver  ring  fixed  round  the  inside  of  the 
compass-box,  and  divided  into  degrees  and  half-degrees,  the  num- 
bering of  which  usually  commences  at  a  point  exactly  under  the 
telescope,  and  proceeding  towards  the  left,  goes  completely  round 
the  circle,  ending  at  the  point  where  it  started,  which  is  marked 
360°.  There  is  a  small  catch,  by  pressing  which  the  magnetic 
Beedle  is  lifted  off  its  bearing  when  not  in  use,  to  avoid  unnecessary 
wear;  and  by  which  also  its  vibrations  are  gradually  checked  when 
an  observation  is  made.  To  find  the  magnetic  bearing  of  any  object 
from  a  given  station,  the  line  of  collimation  of  the  telescope  is 
directed  towards  it;  and  the  surveyor,  when  the  vibrations  of  the 
needle  have  ceased,  reads  the  angle  to  which  the  north  end  of  the 
needle  points,  and  which  denotes  so  many  degrees  to  the  east  of  north. 
When  the  angle  to  the  east  of  north  exceeds  90°,  it  is  to  be  observed 
that  90°  east  of  north  means  east,  180°  east  of  north,  south,  and 
270°  east  of  north,  west  In  some  cases,  however,  the  ring  is 
divided  into  four  quadrants,  the  points  in  a  line  directly  under  the 
telescope  being  both  marked  0°,  and  the  points  in  a  line  perpen- 
dicular to  the  telescope,  90°,  as  in  fig.  28,  p.  55;  and  then  the 
bearing  is  read  so  many  degrees  to  the  east  of  north,  west  of  north, 
east  of  south,  or  west  of  south,  as  the  case  may  be. 

The  compass  most  frequently  used  in  surveying  is  the  Prismatic 
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Compass,  consisting  of  a  glass-covered  box  three  or  four  inches  u 
diameter,  in  which  is  hung  a  magnetic  needle :  the  needle  carriei 
a  light  graduated  silver  ring  fixed  upon  it,  and  the  box  has  sight; 
fixed  to  its  rim.  The  farther  sight,  when  in  use,  stands  upright  U 
a  height  equal  to  the  diameter  of  the  box,  and  contains  a  vertical 
slit  with  a  vertical  wire  in  the  middle.  The  near  sight  has  a  very 
small  slit  to  look  at  the  object  through,  below  which  is  a  totally 
reflecting  magnifying  prism,  so  placed  as  to  show  to  the  eye  of  the 
observer  a  reflected  and  magnified  image  of  that  part  of  the  edge  oi 
the  graduated  ring  which  is  directly  below  the  line  of  sight.  He 
directs  the  sight  towards  an  object,  and  at  the  sa&e  time;  gild  with 
the  same  eye,  reads  its  bearing  on  the  ring.  +iri  order  to  shove- 
bearings  in  degrees  to  the  east  of  north,  die  numbering  of  the 
degrees  on  the  ring  begins  at  the  south  end  of  the  needle,  proceeds 
Uywwrds  Hie  right,  and  goes  completely  round  to  360°. 

The  " CircumftfereirUer"  is  a  compass  with  sights  mounted  on  a 
stand,  chiefly  used  in  surveys  of  mines. 

The  horizontal  angle  subtended  by  two  objects  may  be  found  to 
a  rough  approximation  by  taking  the  difference  of  their  magnetic 
bearings. 

The  compass  cannot  be  read  in  surveying  to  less  than  a  quarter 
of  a  degree;  and  considering  the  continual  changes  which  go  on  in 
the  earth's  magnetism,  and  the  effects  of  local  attraction,  it  is 
thought  doubtful  by  the  best  authorities  whether  magnetic  bearings 
can  be  relied  upon  even  to  half  a  degree.  Hence,  although  it  is 
a  convenient  instrument  for  filling  up  small  details,  and  making 
rough  surveys,  it  is  not  to  be  used  where  accuracy  is  required. 

It  is  usual  to  mark  the  magnetic  north  upon  a  plan,  and  this  can 
easily  be  done  by  taking  the  magnetic  bearing  of  one  of  the  principal 
station-lines.  The  true  north  ought  to  be  shown  also,  and  the 
means  of  finding  its  direction  will  be  explained  in  Article  42. 

40.  fiteai  Trigovraratrftcal  Surrey. — The  general  nature  of  a  sur- 
vey of  this  class  has  already  been  stated  in  Article  12,  Division  (c), 
p.  13,  viz. : — measuring  one  base-line  with  extreme  accuracy,  and 
finding  the  lengths  of  all  the  other  sides  of  triangles  by  calculation 
from  their  angles.  A  few  sides  of  triangles  may  be  measured  in 
parts  of  the  survey  far  distant  from  the  original  base,  in  order  to 
test  the  accuracy  of  the  whole  work :  these  are  called  bases  of 
verijkatum. 

The  trigonometrical  calculations  required  in  a  survey  of  this  class 
consist  almost  entirely  in  computing  the  remaining  sides  of  a 
triangle  when  one  side  and  two  of  its  angles  are  given :  as  to  which 
computation,  if  the  triangle  is  sensibly  plane,  see  Article  33, 
Division  IV.,  equation  35,  p.  43,  and  if  it  is  sensibly  spherical,  see 
Article  33,  Division  VI.,  pp.  51  to  53. 
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The  following  points  require  some  farther  explanation : — 

L  lU-eoncUtioned  Triangle*,  that  is,  triangles  with  any  angle 
of  less  than  30°  or  more  than  150°,  are  to  be  avoided  in  surveying 
by  angles  as  well  as  in  surveying  bf  the  chain,  and  for  the  same 
reason.    (See  Article  26,  p.  24.) 

1L  Checking  Angles. — The  whole  three  angles  of  each  grent 
triangle  should  be  measured,  in  order  that  the  accuracy  of  the 
observations  may  be  checked  by  adding  them  together,  when  they 
ought  to  amount  to  180°  (  +  the  spherical  excess,  if  sensible;  see 
Article  33,  Division  V.,  equation  58,  p.  48).  The  treatment  of 
onaToidable  errors  has  been  explained  in  Article  33,  Division  VI., 
Problem  4,  p.  53. 

The  accuracy  of  the  measurement  of  the  internal  angles  of  any 
polygon  on  the  earth's  surface  may  be  checked  by  adding  them 
together;  when,  if  n  denotes  the  number  of  the  sides  of  the  polygon, 
the  angles  ought  to  amount  to 

(n-2)  180°  +  the  spherical  excess,  calculated  from  the 
area  of  the  figure  as  for  a  triangle. 

HL  Checking  Sides. — In  a  complete  network  of  triangles,  it  will 
always  be  found  that  many  of  the  sides  are  so  placed  that  their 
lengths  can  be  calculated  independently  from  different  sets  of  data, 
vhich  gives  the  means  of  checking  the  accuracy  of  the  measurements 
and  calculations. 

IV.  Prolonging  the  Base. — As  it  is  necessary  that  the  base  should 
be  measured  on  a  level  piece  of  ground,  it  is  in  general  of  limited 
extent,  and  much  shorter  than  the  sides  of  the  great  triangles ;  and 
its  ends,  also,  are  seldom  in  commanding  positions  suited  for  stations. 
Such  a  base  line  is  "prolonged"  by  ranging  straight  lines  in  con- 
tinuation of  it,  at  one  or  both  ends,  until  a 
sufficient  length  has  been  obtained  and  suit- 
able stations  reached,  the  length  of  such 
additional  lines  being  computed  from  angular 
measurements,  as  follows: — In  fig.  34,  let 
A  B  be  the  measured  base,  and  B  E  a  line 
ranged  in  continuation  of  it  Choose  a 
lateral  station  0,  so  that  A  B  C  and  B  C  E 
shall  be  well-conditioned  triangles;  measure 
^he  three  angles  of  each  of  these  triaDgles; 
from  the  angles  A  C  B,  C  A  B,  and  the  base  ^  34. 

A  B,  compute  the  side  B  0 ;  and  from  that 
ride,  and  the  angles  C  E  B,  B  C  E,  compute  the  additional  length 
B  E.  Take  another  lateral  station  D,  at  the  opposite  side  of  the  base, 
wid  by  solving,  in  the  same  manner,  the  triangles  A  B  D,  D  B  E> 
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compute  B  E  from  independent  data,  so  as  to  check  the  previous 
determination  of  its  length. 

E  H  represents  a  farther  prolongation  of  the  base  line,  and  F  and 
G  the  lateral  stations  which  form  the  triangles  by  means  of  which 
its  length  is  computed.  At  each  of  those  stations  angles  are 
measured  between  all  the  previously  determined  points,  A,  B,  E,  in 
order  that  there  may  be  as  many  ways  of  verifying  the  calculations 
as  possible.  In  the  same  manner  the  base  may  be  prolonged  either 
way  as  far  as  may  be  deemed  necessary. 

V.  Enlarging  Triangles. — A  mode  of  connecting  a  comparatively 
short  base  with  the  sides  of  large  triangles,  without  prolonging  it, 
or  introducing  ill-conditioned  triangles,  is  as  follows : — In  fig.  35, 
let  A  B  represent  the  base.  Choose  two 
stations  C  and  D,  at  opposite  sides  of  the 
base,  and  as  far  from  each  other  as  is  con- 
sistent with  making  ACB  and  A  D  B 
well-conditioned  triangles.  From  each  of 
those  four  points  measure  the  angles  sub- 
tended  by  the  other  three.  Then  calculate 
the  sides  A C,  C B,  B  D,  D  A;  when  there 
will  be  data  for  computing  the  length  of  C  D  in  a  variety  of  different 
ways,  which  will  check  each  other.  Taking  C  D  as  a  new  base, 
choose  a  pair  of  stations  E  and  F  still  farther  asunder,  and  proceed 
as  before  to  determine  the  distance  E  F,  and  so  on  until  a  distance 
has  been  determined  sufficiently  long  to  serve  as  the  side  of  a  pair 
of  triangles  in  the  great  triangulation. 

41.  Great  Traversing  Sarrey. — The  general  nature  of  a  survey  of 
this  class,  as  usually  required  for  a  long  line  of  communication,  has 
been  explained  in  Article  12,  pp.  12,  13,  and  illustrated  by  figure  3, 
p.  12.  Some  further  explanation  will  now  be  given  on  the  follow- 
ing points : — 

I.  Checking  Distances  and  Angles. — The  lateral  objects,  such  as 
F,  G,  H,  <fcc.,  in  fig.  3,  are  generally  inaccessible  or  unavailable  as 
stations  for  the  theodolite;  so  that  the  only  angles  measured  for 
the  main  triangulation  are  those  at  the  stations  A,  B,  C,  <fec.  If 
errors  were  impossible,  the  measurement  of  the  base  lines  A  B, 
B  C,  C  D,  <kc,  and  of  the  angles  between  them,  A  B  C,  B  C  D,  <frcf 
would  be  sufficient  to  determine  their  lengths  and  directions.  The 
use  of  the  lateral  objects  is  to  check  the  results  of  those  measure- 
ments, in  the  following  manner : — 

In  the  triangle  A  B  F,  the  side  A  B,  and  the  angles  at  A  and  B 
having  been  measured,  calculate  the  side  BF.  In  the  triangle 
B  F  C,  the  side  B  F  having  been  calculated,  and  the  angles  at  B 
and  C  having  been  measured,  calculate  the  side  B  0;  the  result 
being  compared  with  the  length  of  the  same*  line  as  measured  on 
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the  ground,  will  check  the  accuracy  of  the  work  so  far.  The  process 
•  >f  comparison  is  precisely  similar  for  each  successive  main  station- 
Hue  of  the  survey. 

IL  Gaps  in  the  Main  Station-lines,  such  as  have  already  been 
referred  to  in  Article  27,  are  in  most  cases  to  be  measured  by  the 
process  already  described  in  Article  40,  Division  IV,  p.  69,  and 
illustrated  by  fig.  34,  for  prolonging  a  base-line.  In  that  figure 
\  B  may  be  held  to  represent  a  measured  portion  of  the  station- 
line,  and  BE,orB  H,  the  gap  or  inaccessible  distance.  The  sides 
of  the  lateral  triangles  formed  in  order  to  determine  that  distance 
may  also  be  nsed  as  station -lines  for  the  details  of  the  survey. 

Tig.  36  shows  how  a  distance  C  D  between  two  objects  is  to  be 
measured,  when  both  ends  of  it  are  inaccessible  to  chaining. 
Measure  a  base  A  B,  having  its  ends  so  situated 
that  the  six  lines  connecting  them  and  the 
objects  C  and  1)  with  each  other  may  form  well- 
eonditioned  triangles,  and  at  the  stations  A  and 
B  measure  the  angles  CAB,  DAB,  ABC, 
CBD.  In  the  triangle  CAB,  compute  the 
sides  AC,  BC;  in  the  triangle  DAB,  compute 
the  sides  AD,  B D.  Then,  in  the  triangle 
C  A  D,  in  which  the  sides  A  C  and  A  D,  and 
the  included  angle  at  A  are  given,  compute  the  third  side  C  D,  as 
shown  in  Article  33,  Division  IV.,  Problem  2,  equations  37,  38; 
also  compute  C  D  by  the  same  process  as  the  third  side  of  the 
triangle  CBD;  the  two  results  will  check  each  other. 

42.  VtadiMs;  caw  McrtttuM. — For  the  purpose  of  laying  down  the 
direction  of  the  true  north  on  the  plan  of  an  engineering  survey, 
the  angle  which  one  of  the  principal  station-lines  makes  with  the 
meridian  must  be  determined,  though  not  with  the  same  accuracy 
that  is  required  for  astronomical  and  geographical  purposes.  The 
following  are  some  of  the  methods : — 

L  By  the  Two  greatest  Elongations  of  a  Circwmpolar  Star. — This, 
the  most  accurate  method,  consists  in  observing  the  greatest  and 
least  horizontal  angles  made  by  a  star  near  the  pole  with  a  station- 
line  of  the  survey,  when  the  star  is  at  its  greatest  distances  east 
and  west  of  the  pole,  and  taking  the  mean  of  those  angles,  which 
is  the  true  azimuth  of  the  station-line,  or  horizontal  angle  which  it 
makes  with  the  meridian.  In  the  northern  hemisphere  the  Pole- 
star,  m  Ursa?  Minoris,  is  the  best  for  this  purpose. 

This  method,  however,  is  seldom  practicable  with  an  ordinary 
theodolite,  as  in  general,  one  of  the  observations  must  be  made  by 
daylight. 

IL  By  equal  altitudes  of  a  Star. — The  theodolite  being  at  a 
station  in  the  station-line  chosen,  measure  the  horizontal  angle  from 
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the  station-line  to  any  star  which  is  not  near  the  highest  or  lowest 
point  of  its  apparent  daily  course,  and  take  also  the  altitude  of  that 
star.  Leave  the  vertical  circle  clamped,  and  let  the  instrument 
remain  perfectly  undisturbed  until  the  star  is  approaching  the  same 
altitude  at  the  other  side  of  its  apparent  circular  course.  Then, 
without  moving  the  vertical  circle,  direct  the  telescope  towards  the 
star,  clamp  the  vernier-plate,  and  by  the  aid  of  its  tangent-screw, 
follow  the  star  in  azimuth  with  the  cross  wires  until  it  arrives 
exactly  at  its  former  altitude,  as  is  shown  by  its  image  coinciding 
with  the  cross  wires;  then  measure  the  horizontal  angle  between 
the  new  direction  of  the  star  and  the  station-line :  the  mean  between 
the  two  horizontal  angles  will  be  the  true  azimuth  of  the  station- 
line.* 

In  both  the  preceding  processes  it  is  to  be  understood  that  the 
mean  of  two  horizontal  angles  means  their  half-sum  when  they*  are 
at  the  same  side  of  the  station-line,  but  their  half-difference  when 
they  are  at  opposite  sides. 

The  second  method  may  be  applied  to  the  sun,  observing  the 
sun's  west  limb  in  the  forenoon  and  east  limb  in  the  afternoon,  or 
vice  vend;  but  in  that  case  a  correction  is  required,  owing  to  the 
sun's  change  of  declination.  When  the  sun's  declination  is  chang- 
ing towards  the  |  no  ^  1 ,  the  approximate  direction  of  the  meri- 
dian, as  found  by  the  method  just  described,  is  too  far  to  the 
I  left  »  '     ^e  oorrec^on  required  is  given  by  the  formula,t 

change  of  sun's  declination  w         .  .BJ_   ,   w  I  . 
s X  sec  -latitude  X  cosec -^  angular 

motion  of  sun  between  the  observations (1.) 

III.  By  One  greatest  Elongation  of  a  Cvrcumpolar  Star. — To  use 
this  method,  the  polar  distance  of  the  star,  and  the  latitude  of  the 
place,  should  be  known*.     Then 

sin  *  azimuth  of  star  at  greatest  elongation 

=  sin  *  polar  distance  •*•  cos  'latitude;  (2.) 

and  this  azimuth,  being  added  to  or  subtracted  from  the  horizontal 
angle  between  the  station-line  and  the  Btar,  when  at  its  greatest 
elongation  (according  as  the  station-line  lies  to  the  same  side  of 

*  In  observing  at  night  with  the  theodolite,  H  in  necessary  to  throw,  by  means  of  a 
lamp  and  a  small  minor,  enough  of  light  into  the  tube  to  make  the  cross-wires  visible. 

t  At  the  equinoxes,  the  rate  of  change  of  the  son's  declination  is  about  59"  per  hour; 
and  it  varies  nearly  as  the  cosine  of  the  son's  right  ascension. 
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the  meridian  with  the  star,  or  to  the  opposite  side)  gives  the 
azimuth  of  the  station-line.* 

17.  By  observing  the  Altitude  of  a  Star,  and  the  Horizontal 
Angle  between  it  and  the  Station-line. — The  altitude  being  corrected 
for  refraction,  the  azimuth  of  the  star  is  computed  by  taking  tho 
aenith-distanoe,  or  complement  of  that  altitude,  the  polar  distance 
of  the  star,  and  the  co-latitude  of  the  place,  as  the  three  sides  of 

*  The  Wowing  is  a  table  of  tbe  polar  distances  of  a  few  of  tin  more  ooospicuons 
«m  for  the  1st  of  January,  1861,  together  with  the  annual  rata  at  which  those 
I  an  changing,  +  denoting  increase,  and  —  diminution :— . 

NORTHERN  HEMISPHERE. 
Sxax.  North  Polar  Diataace.   Bate  of  Annual  Variation. 

Andromeda, 61°  4C  87" 

Umt  ICnoria  (Pole-Star), 1    26  53 

Arietiir 67    11  48 

GetoV 86    27  29 

Fend, 40    68  14 

Tami  (Aldftbaran), 78    46  24 

Auriga  (CapeflaX 44      8  68 

Orionis  (Betdgenae), 82    87  21 

Genrfnormn  (Castor), 67    48  88 

CanieaCinorkCProcyoo), 84    25  18 

Gendnoram  (PoHnx> 61    88  80 

Leonis  (Bagnios), 77    21   18 

UisaMajoa*, 27    29  69 

UiniMajotia, 69    59  81 

Boons  (Arctaras), 70      5  82 

Ophinchi, 77    20     9 

Lyr»(Vegn), 6l  20  *7 

Aoa0»  (Altar), 81  29  46 

Cygui, 45  12  58 

Pegaai  (Markab), 76  82  81 

SOUTHERN  HEMISPHERE. 
Seab,  8onth  Polar  Dtotanoa,  Rateof  Annual  Variation. 

Orkuni  (Bigel), 81° 

CohmbeB, 66 

Argfts  (Canopne), 87 

Gsafeliajorii  (Shins), 78 

flydra, 81 

Argot,..- - 81 

Cruris, 27 

Virginie  (Spica), 79 

Centauri, 29 

8eorpH(Aiitans> 68 

TriangnJi  Australia, 21 

Parous, 82 

Grids, 42 

Pw*AoetralU(Tomalhaat), 69 


8? 

6" 

61 

0 

22 

44 

28 

17 

66 

81 

2 

46 

40 

21 

88 

66 

44 

86 

62 

48 

14 

8 

49 

26 

22 

6 

88 

81 

— 19*-9 

—  19-2 

— 17  -25 

—  14  4 

—  18-2 

—    7-7 

—  4-2 

—   11 

+    7-4 

+    8-9 

+    8-8 

+  17-4 

+  19-6 

+  18*1 

+  18-9 

+    8-0 

—   81 

—   9-2 

—  12*7 

—  19-8 

Annual  Vai 
+    4"-5 

+    2-2 

—   1-8 

—   4-6 

— 16<4 

—  18-7 

—  19-9 

—  18-9 

—  15-1 

—  8-4 

—   7-4 

+  11-1 

+  17-2 

+  19-0 
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a  Bplierical  triangle ;  when  the  azimuth  of  the  star  will  be  the 
angle  opposite  the  aide  representing  the  polar  distance.  (See  Article 
33,  Division  V.,  Problem  6,  p.  50.)  The  azimuth  of  the  station- 
liue  is  then  to  be  found  as  in  Method  III. 

£  V.  Approximate  Method  by  observing  certain 

I  Stars.— It  is  remarked  by  Mr.  Butler  Williams, 

that  a  great  circle  traversing  the   Pole-star    (« 
UrsK  Minoris),  and  the  star  Alioth  in  the  Great 
Bear  (« Ursae  Majoris),  passes  very  near  the  pole. 
**      Hence,  in  the  northern  hemisphere,  a  meridian - 
#       **  line  may  be  fixed  approximately  by  observing, 
■$     *      $         vnth.  the  aid  of  a  plumb-line,  the  instant  when 
%t  r  those  two  stars  appear  in  the  same  vertical  plane, 

*  as  shown  in  fig.  37.     The  Pole-star  is  marked  A. 

Fig.  37.  When  two  points  on  the  earth's  surface  have 

the  same  latitude,  but  different  longitudes,  the  horizontal  angle 
made  by  their  meridians  with  each  other  is  found  by  the  following 
equation ; 

sin  a  horizontal  angle  =  sin  -^  difference  of  long,  X  sin  •  lat.  (3.) 


43.  Plotting  sad  Protracting.— The  most  accurate  method  of  lay- 
ing down,  the  angles  of  great  triangles  on  paper  is  to  calculate  the 
lengths  of  the  sides  of  the  triangles,  and  plot  them  with  beam- 
compasses  like  chained  triangles  (Article  30,  p.  31). 

To  plot,  according  to  this  principle,  a  solitary  angle,  like  that 
between  a  station-line  and  the  meridian,  a  circle  is  to  be  drawn, 
with  as  large  a  radius  as  is  practicable,  round  the  station  where  the 
angle  is  to  be  laid  down.  Then  the  distance  between  the  points 
where  the  two  lines  enclosing  the  angle  cut  that  circle  is  found  by 
multiplying  the  radius  by  the  chord  of  the  angle — that  is,  twice  the 
sine  of  half  the  angle. 

But  to  save  time  where  less  accuracy  is  required,  especially  in 
laying  down  secondary  triangles  and  details,  angles  are  laid  down 
at  once,  or  "  protracted,"  by  the  aid  of  instruments  called  "  pro- 
tractors ;"  being  fiat  graduated  circles  or  parts  of  circles,  which  are 
laid  on  the  paper.  They  are  of  various  constructions  and  various 
degrees  of  accuracy. 

The  most  accurate  Circular  Protractor  has  a  round  piece  of  plate- 
glass  in  its  centre,  through  which  the  paper  can  be  seen.  The 
under  side  of  the  glass  touches  the  paper,  and  has  the  centre  of  the 
graduated  circle  marked  on  it  by  a  fine  cross.  The  circle  is 
divided  to  half-degrees,  and  subdivided  to  minutes  by  the  vernier 
on  its  index.  The  index  has  two  diametrically  opposite  arms, 
each  of  which  has  hinged  on  its  end  a  branch  carrying  a  pricker, 
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which  is  held  up  clear  of  the  paper  by  a  spring.  When  the  index 
has  been  turned  to  any  required  degree  and  minute  on  the  circle, 
the  two  branches  are  pressed  down,  and  their  prickers  mark  two 
points  on  the  paper  which  are  in  the  required  direction,  and  which 
are  or  ought  to  be  in  one  straight  line  traversing  the  centre  of  the 
circle.  It  is  often  convenient  to  draw,  by  the  aid  of  those  prickers, 
a  graduated  circle  on  the  paper,  through  the  centre  of  which  lines 
making  any  required  angle  can  be  drawn,  and  their  directions  trans-. 
ferred,  so  as  to  pass  through  any  required  station  on  the  paper,  by 
the  aid  of  a  large  and  accurate  parallel  ruler. 

The  Semicircular  Protractor  has  a  straight  side,  which  can  be 
slid  along  a  straight-edge  fixed  to  the  table  or  drawing-board  into 
any  required  position.  Its  index  has  a  long  arm  projecting  beyond 
the  circle,  with  a  straight  fiducial  edge,  which  is  used  to  rule  lines 
in  any  required  direction  through  any  station  on  the  plan. 

44.  Tnr«r«iac  •■  a  Small  Scale  has  been  referred  to  in  Article 
12,  Division  (c),  p.  13,  as  a  means  of  surveying  long,  narrow, 
and  winding  objects  in  detail.  The  most  accurate  way  of  perform- 
ing it  is  to  form  a  series  of  triangles  by  means  of  lateral  objects, 
as  already  described  in  that  article,  and  in  Article  41,  the  checking 
of  the  accuracy  of  the  work  being  tested  by  plotting,  without 
calculation.  Each  lateral  object  is  traversed  by  at  least  three  lines 
from  different  stations  in  the  survey;  and  those  three  or  more  lines 
will  intersect  each  other  in  one  point  on  the  paper,  if  the  station- 
lines  between  the  stations  and  the  angles  at  the  stations  have  been 
correctly  measured  and  plotted. 

In  almost  all  mining  surveys,  and  in  some  above  ground,  it  is 
impossible  to  take  suitable  angles  to  lateral  objects,  the  only  angles 
capable  of  being  measured  being  those  which  the  station-lines  make 
with  each  other.  In  such  cases  the  station-lines  should  be  laid  out 
so  as  to  return  to  the  starting-point,  and  form  a  "  closed  polygon." 
The  accuracy  of  measurement  of  the  angles  may  then  be  tested  by 
taking  the  sum  of  all  the  "  salient "  angles  of  that  polygon — that 
is,  of  those  which  project  outwards — and  subtracting  from  it  the 
sum  of  the  "  re-entering  angles'* — that  is,  of  those  which  project 
inwards.  The  result  (which  is  the  algebraical  sum  of  the  angles  of 
the  polygon)  ought  to  be 

180°  X  /number  of  salient  angles  —  2 

— number  of  re-entering  angles  J- ....  (1.) 

Before  plotting  such  a  survey,  the  angle  made  by  each  station- 
line  with  one  fixed  direction  ought  to  be  computed  (by  successive 
additions  or  subtractions  of  the  angles  which  those  lines  make 
with  each  other)  and  protracted  on  the  paper  by  drawing  a  line  to 
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represent  that  fixed  direction,  placing  the  zero-points  of  the  pro- 
tractor on  that  line,  and  laying  off  the  directions  of  the  several 
station-lines  as  described  in  Article  43.  The  accuracy  of  the  meas- 
urement of  distances,  and  of  the  plotting  of  distances  and  angles,  is 
tested  by  the  exactness  with  which  the  end  of  the  last  station-line 
on  the  paper  coincides  with  the  starting-point  of  the  first 

In  surveying  by  traversing  with  the  compass  and  chain,  the  angles 
observed  at  each  station  are  the  directions  which  the  station-lines 
that  meet  at  it  make  with  a  fixed  or  nearly  fixed  direction,  viz., 
that  of  the  magnetic  meridian.  The  zero-line  on  the  paper,  there- 
fore, represents  that  meridian ;  and  the  angles  protracted  from  it 
are  simply  the  several  magnetic  bearings  of  the  station-lines.  Tra- 
versing with  the  compass  and  chain  is  accordingly  an  easy  and 
rapid  method  of  surveying;  but  as  explained  in  Article  39,  p.  67, 
its  want  of  accuracy  makes  it  suitable  only  for  small  or  rough 
surveys. 

45.  Ptetttef  hj  Becisagalar  €•  otJImh*,  or  by  lfeitfcteg*  g«th- 
tag%  Bastteg*  and  WMttegs,  is  the  most  accurate  way  of  plotting  a 
traverse,  because   the  position   of  each  station  is  plotted  inde- 
pendently, and  not  affected  by  the  errors  committed  in  plotting 
previous  stations.     It  consists  in  assuming  two 
fixed  lines  or  axes,  as  O  X  and  O  Y,  fig.  38, 
crossing  each  other  at  right  angles  at  a  fixed 
point  O,  computing  the  perpendicular  distances 
or  co-ordinates  of  each  station  from  those  two 
__     axes,  and  plotting  the  position  of  each  station 
by  the  aid  of  a  straight-edged  scale  fixed  par- 
Fte  *8.  allel  to  one  of  the  axes,  and  a  T-square  Bliding 

along  it,  so  as  to  rule  lines  parallel  to  the  other  axis,  and  at  any 
given  distance  from  it,  and  of  any  given  length.  When  the  direc- 
tion of  the  true  meridian  has  been  ascertained,  it  is  best  to  make 
one  of  the  axes  represent  it;  and  in  that  case  the  co-ordinates  par- 
allel to  one  axis  will  be  the  distances  of  the  stations  to  the  north  or 
south  of  the  fixed  point  or  "origin"  O,  and  those  parallel  to  the 
other  axis  will  be  their  distances  to  the  east  or  west  of  the  same 
point;  whence  the  phrase,  "  Northings,  Southings,  Eastings,  and 
Westings."  If  the  true  meridian  is  unknown,  any  fixed  direction 
will  answer  the  purpose,  and  may  be  called  "  the  Meridian  "  for  the 
occasion,  and  one  of  its  ends  "  the  North."  The  calculations  to  be 
performed  are  the  following : — In  the  figure,  let  O  Y  represent  "the 
Meridian,"  Y  being  towards  "the  North."  One  of  the  stations  in 
the  survey  is  to  be  taken  as  the  origin  O.  Let  A  be  the  next 
station,  and  O  A  its  distance  from  O.  If  Y  O  A,  as  in  the  figure, 
is  an  acute  angle,  A  is  to  the  northward  of  O ;  if  an  obtuse  angle, 
to  the  southward;  if  Y  0  A,  as  in  the  figure,  lies  to  the  right  of 
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the  meridian,  A  is  to  the  eastward  of  O;  if  to  the  left,  to  the  west- 
rati;  and  the  co-ordinates  of  A  are  as  follows  (#  denoting  the 
angle  T  0  A):— 

Northing  O  d  -  a  A  (or  if  negative,  Southing).  =  O  A  •  cos  #; )  ,,  v 
Easting,  Oa  =  a' A  (or  if  negative,  Westing)  ..  =  0  A  -sin  #.  J  "•' 

In  die  same  manner  are  to  be  computed  the  co-ordinates  of  the 
third  station  B  relatively  to  A;  viz. : 

tf'&'  =  AB-cos*';  a6  =  AB-sm*;  (2.) 

(where  9  denotes  the  angle  made  by  A  B  with  the  meridian);  also 
the  co-ordinates  of  C  relatively  to  B,  and  so  for  each  successive 
station.  In  the  figure,  it  will  be  observed  that  the  direction  of 
B  C  deviates  to  the  westward  of  north,  so  that  b  c  is  a  "  Westing^* 
and  is  to  be  considered  as  negative.  The  results  of  these  calcula- 
tions are  to  be  entered  in  a  book,  in  four  columns — for  northings, 
southings,  eastings,  and  westings  respectively.  Then  in  four  other 
columns  are  to  be  entered  the  total  northing  or  southing,  and  east- 
ing or  westing,  of  each  station  from  the  origin  or  first  station,  com- 
puted by  adding  all  the  successive  northings  and  subtracting  the 
southings,  made  in  traversing  to  the  station,  the  result  being  a 
northing  if  positive,  a  southing  if  negative;  and  by  treating  the 
askings  and  westings  in  the  same  manner. 
These  calculations  are  expressed  by  symbols  as  follows: — Let 

=fcj  denote  the  total  i  ^u^g  |  of  a  station,  and  z±z  x  its  total 

i^estuifff  '  "k  *^e  ^enS*n  °^  anv  g*ven  station-line,  and  #  the 
angle  which  it  makes  with  the  meridian  from  the  north;  observing 
tiatboth  land  sin  *  are  <  P081  *ve  I  according  as  that  angle  lies 

to  the  i  i  of  the  meridian,  and  that  cosines  of  obtuse  angles 

«« negative,     Then 

*=2'Lsin#./  (A' 

This  method  is  chiefly  useful  in  surveying  mines,  but  may  also 
he  applied  with  advantage  to  some  surveys  above  ground,  auch  as 
*hoee  of  towns.  The  book  forms  a  record  of  the  position  of  each 
station,  independently  of  the  plan ;  and  it  may  be  made  more  com- 
plete by  the  addition  of  a  column  containing  the  elevations  of  the 
stations  above  a  datum  horizontal  surface.  This  will  be  further 
considered  under  the  head  of  levelling. 

46.  The  Pbuus-Tafcle  is  a  drawing-board,  having  a  sheet  of  paper 
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strained  on  it,  mounted  on  a  portable  three-legged  stand,  and  capable 
of  turning  about  a  vertical  axis,  and  of  being  adjusted  by  screws 
(like  the  azimuth  circle  of  a  theodolite)  to  a  horizontal  position,  as 
shown  by  a  spirit-level  laid  on  its  surface. 

The  vertical  axis  has  a  clamp  and  a  tangent-screw  to  adjust  the 
table  to  any  required  position. 

The  index  is  a  flat  straight-edged  ruler,  having  upright  sights 
at  its  ends. 

The  use  of  the  plane-table  resembles  trigonometrical  surveying 
on  a  small  scale,  except  that  the  angles,  instead  of  being  read  off 
on  a  horizontal  circle  and  afterwards  plotted,  are  at  once  laid  down 
on  paper  in  the  field.* 

Irig.  39  illustrates  the  principle  of  surveying  with  the  plane-table. 
The  first  operation  is  to  measure  carefully  a  base  on  the  ground, 
A  B,  and  to  lay  down  on  the  paper  a  straight  line  a  b,  to  represent 
that  base  on  a  suitable  scale.     The  instrument  is  then  to  be  placed 

and  levelled  at  the  station  A,  the 
?  point  a  on  the  paper  being  directly 

/  \  above  the  point  A  on  the  ground; 

/  \  a  needle  is  to  be  fixed  upright  at  a; 

and  the  index  being  laid  on  the 
table,  so  that  its  fiducial  edge  shall 
lie  exactly  along  the  line  a  6,  the 
table  is  to  be  turned  until  the  sights 
of  the  index  are  in  a  line  with  the 
X        ^'''~  farther    station    B,    and    adjusted 

vv'"'  exactly   to    that   position    by  the 

p..     g9  tangent-screw.     The  table  remain- 

ing steady,  the  index  is  to  be  turned 
so  that  while  its  fiducial  edge  still  touches  the  needle  at  a,  its  line 
of  sight  shall  be  successively  directed  towards  all  the  important 
objects  whose  positions  relatively  to  the  base  A  B  are  to  be  found, 
such  as  0  and  D;  and  with  a  fine  hard  pencil  lines  are  to  be 
drawn  along  the  edge  of  the  index  pointing  towards  those  objects 
from  a.  The  table  is  now  to  be  shifted  from  A  to  B,  and  the 
needle  from  a  to  6,  the  point  b  on  the  paper  being  placed  exactly 
over  B  on  the  ground;  the  index  being  laid  along  b  a,  the  table  is 
to  be  adjusted  till  the  sights  are  in  a  line  with  A.  The  index  is 
then  to  be  turned  so  that  while  its  fiducial  edge  still  touches  the 
needle  at  b,  its  line  of  sight  shall  be  successively  directed  towards 
the  same  objects  as  before,  and  short  lines  pointing  from  b  towards 
those  objects  are  to  be  drawn  along  its  edge,  intersecting  the  lines 

*  To  protect  the  paper  against  the  effects  of  the  alternate  moisture  and  dryness  of 
the  air,  Captain  Siborn  recommends  that  its  lower  side  should  have  spread  over  it 
the  beat-up  white  of  an  egg  before  it  is  laid  on  the  board. 
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previously  drawn;  the  points  of  intersection,  such  as  c  and  d,  mark 
Uie  objects  on  the  paper.      The  details  are  filled  in  by  sketching. 

The  objects  thns  laid  down  include  poles  at  points  suited  for 
additional  stations.  On  removing  the  table  to  one  of  those  new 
stations,  such  as  C,  the  needle  is  to  be  fixed  at  the  point  c  represent- 
ing that  station  on  the  paper,  and  the  index  is  to  be  placed  with 
ite  edge  touching  that  needle,  and  traversing  also  a  point  represent- 
ing one  of  the  former  stations,  such  as  a.  The  table  is  then  to  be 
tamed  so  that  the  sights  shall  be  directed  towards  a  pole  fixed  at 
that  former  station  ;  and  then  all  the  lines  on  the  paper  will  be 
parallel  to  the  corresponding  lines  on  the  ground;  and  the  survey 
of  additional  objects  from  the  new  station  may  be  proceeded  with 
as  before. 

The  plane-table  is  well  suited  for  surveying  where  minute 
sccaracy  in  details  is  not  required,  the  end  in  view  being  to  show 
the  relative  positions  of  the  more  important  objects  on  the  ground. 
It  is  therefore  more  useful  for  topographical  and  military  purpose* 
than  for  those  of  engineering.  For  full  information  as  to  its  use 
see  Sibara  On  Topographical  Surveying  and  Drawing. 
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CHAPTER  IV, 

OF  LEVELLING. 

47.  fletttapOTt  a  Iiiae  #f  Scctlm. — Preparatory  to  taking  the 
levels  of  the  ground  along  the  line  of  a  proposed  vertical  section, 
that  line  is  to  be  "ranged/1  by  marking  on  the  ground  with  whites, 
poles,  and  permanent  marks  where  required,  the  points  where  the 
line  of  section  crosses  all  streams,  lines  of  communication,  bound- 
aries, (fee.,  and  a  sufficient  number  of  other  points  to  enable  it  to  be 
exactly  followed.     For  that  purpose,  a*tracing>is  to  be  made  of  so 
much  as  may  be  necessary  of  the  plan  on  which  *  the  >irl  tended  line 
of  section  is  drawn,  and  the  distances  of  that  line  -from  corners  ot 
fences  and  other  definite  objects  are  to  be  carefully  measured  on  the 
original  plan,  and  marked  in  figures  on  the  tracing.     An  assistant 
goes  over  the  ground  with  this  tracing,  and  marks  the  points  in 
accordance  with  it     Should  the  leveller  see  fit  to  alter  the  line  in 
any  respect  as  he  goes  along  it,  or  should  it  be  left  entirely  to  his 
own  judgment  to  choose  it,  as  is  often  the  case  with  trial  sections, 
the  distances  of  a  sufficient  number  of  points  in  it  from  objects  on 
the  ground  can  be  measured  on  the  spot  and  noted  on  the  tracing, 
so  as  to  enable  the  line  of  section  chosen  to  be  laid  down  on  the 
plan. 

48.  The  Spirit-lierei  strictly  speaking  is  a  glass  tube  B  C,  fig.  40, 
hermetically  sealed  at  both  ends,  containing  some  very  limpid 

liquid,  such  as  alcohol,  chloroform,  or  sul- 
phuret  of  carbon,  and  a  bubble  of  air  A, 
and  having  a  slight  curvature,  convex 
Fig  40.  upwards.    That  curvature  is  much  exag- 

gerated in  fig.  40,  being  in  reality  so  slight  as  to  be  imperceptible,  or 
nearly  so,  to  the  eye.  The  air-bubble  places  itself  at  the  highest 
point  in  the  tube;  and  a  tangent  to  the  upper  internal  surface  of 
the  tube  at  that  point  is  horizontal.  The  glass  tube  is  usually  fixed 
in  and  protected  by  a  brass  case.  When  the  instrument  to  which 
the  spirit-level  belongs  is  in  adjustment,  the  centre  of  the  bubble  is 
in  the  middle  of  the  tube.  When  the  bubble  deviates  from  that 
position,  it  indicates  that  a  tangent  to  the  middle  of  the  tube  devi- 
ates from  a  horizontal  position  through  an  angle  whose  value  in 
seconds  is — 
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deviation  of  bubble 
radius  of  curvature  of  tube ' 
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so  that  the  longer  that  radius,  the  more  delicate  is  the  spirit-leveL 

A  scale  of  equal  parts  is  marked  on  or  attached  to  the  top  of  the 

tube,  to  measure  the  deviation  of  the  bubble ;  and  the  value  of  those 

parts  in  seconds  can  be  found  by  triaL 
Fig.  41  shows  a  form  of  spirit-level  introduced  by  Professor  Piazzi 

Smyth,  in  which  the  air-bubble  A  is  very  small.     Another  and  a 

larger  portion  of  air  is  contained  in  the 

upper  part  of  the  end  C  of  the  tube, 

vkich  is  separated  from  the  rest  by 

the  partition  D,  with  a  nozzle-shaped 

orifice  in  its  centre,  through  which  air 

can  be  transferred  so  as  to  enlarge  or  diminish  the  bubble  at  will, 

by  a  mode  of  handling  described  in  the  Transactions  of  the  Royal 

Scottish  Society  of  Arts  for  1856L 
The  term  spirti-lcvd  or  level,  is  also  applied  to  a  levelling  instru- 

oent,  of  which  the  spirit-level  proper  is  the  essential  part    Various 

forms  of  level  are  used  for  engineer- 
ing purposes;  that  which  is  repre- 
sented in  Bg.  42  is  Mr.  Gravatt's, 

called  the  "Bumpy  LeveL"  A  is 
the  spirit-level,  attached  by  screws 
*t  a,  a  to  the  telescope  B  C;  by 
binds  of  those  screws  it  can  be 
adjusted,  in  order  to  place  a  tangent 
to  its  middle  point  parallel  to  the 
Hoeofcollimation  of  the  telescope. 
A  small  circle  near  the  object-end 
B  of  the  telescope,  indicates  a  small 
transverse  level,  used  to  show 
yhether  the  horizontal  cross-wire 
is  truly  horizontal. 

The  telescope  is  similar  to  that  of  a 
^eodonte  (see  Article  34,  p,  53),  ex- 
cept that  the  diaphragm  at  the  common  focus  of  the  object-glass  and 
eye-piece  contains  one  horizontal  and  two  parallel  vertical  cross-wires, 
as  shown  in  fig.  43.  Bis  the  object-end  of  the  telescope,  C 
tta  eye-piece ;  b  the  milled  head  of  the  pinion  by  which 
the  inner  tnbe  is  drawn  in  and  out;  c,  c. screws  for 
adjusting  the  diaphragm  so  as  to  bring  the  horizontal 
snaa-wire  exactly  to  the  line  of  oollimation  or  axis  of 
toe  telescope    D  D  is  an  oblong  plate  or  flat  bar  fixed        FIg  **' 
°»  the  top  of  the  vertical  axis  E;  to  this  plate  the  telescope  is 

o 
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connected  by  adjusting  screws  at  d,  df  by  means  of  which  the  lin 
of  colliination  is  placed  perpendicular  to  the  vertical  axis.  Th 
vertical  axis  is  hollow,  and  turns  upon  a  spindle  fixed  to  the  tippe 
parallel  plate  F;  that  spindle  is  continued  downwards  and  attache 
to  the  lower  parallel  plate  G  by  a  ball-and-socket  joint  ff9mfsLr 
three  of  the  four  plate-screws  by  which  the  vertical  axis  is  set  trull 
vertical  The  lower  plate  G  is  screwed  on  the  staff-head  H,  whicj 
has  three  wooden  legs  like  those  of  a  theodolite. 

In  most  levels  a  compass  is  carried  on  the  top  of  the  plate  D  D 
for  the  purpose  of  taking  the  magnetic  bearings  of  lines  of  tria 
sections. 

The  following  are  some  of  the  principal  variations  from  the  con- 
struction above  described : — 

In  Troughton's  level,  the  brass  case  of  the  spirit-level  is  imbedded 
in  the  top  of  the  outer  telescope-tube,  and  has  no  adjusting  screws  \ 
the  adjustment  of  the  spirit-level  to  parallelism  with  the  axis  of  the 
telescope  being  left  to  the  instrument  maker. 

In  the  Y-level,  the  telescope  is  carried  by  two  forked  supports 
9m.  called  Y's.  It  can  be  rotated  in  these  about  its  own  axis,  and  can 
*  be  lifted  out  and  turned  end  for  end.  The  spirit-level  hangs  below 
the  telescope,  instead  of  being  supported  above  it  One  of  the  Y's  is 
supported  by  a  vertical  screw  with  a  milled  head,  by  means  of  which 
the  telescope  is  adjusted  so  as  to  be  at  right  angles  to  the  vertical 
axis,  and  which  answers  the  purpose  of  the  screws  at  d,  d,  in  the 
Dumpy  leveL 

The  Y-level  is  more  easily  adjusted  than  the  others;  but  it  is 
also  considered  to  be  more  easily  deranged. 

Some  levels  are  provided  with  a  small  mirror,  which  being  placed 
in  a  sloping  position  above  the  spirit-level,  enables  the  observer  to 
see  the  reflected  image  of  the  bubble  at  the  same  time  that  he  looks 
through  the  telescope.  Reference  has  already  been  made  to  the 
contrivance  of  Professor  Piazza  Smyth,  by  which  an  image  of  a  small 
bubble  is  formed  at  the  cross-wires  when  the  line  of  collimation  is 
horizontal  (Article  37,  p.  65;  see  also  a  paper  by  Mr.  Bow,  in  the 
Transactions  of  the  Royal  Scottish  Society  of  Arts  for  1858-9.) 

49.  The  iicreiiingtSiRflr  is  a  rectangular  wooden  rod,  having  a  fooo 
about  two  inches  or  two  inches  and  a-half  broad,  on  which  is  painted 
in  a  bold  conspicuous  manner,  a  scale  of  feet,  divided  into  tenths 
and  hundredths,  commencing  at  the  lower  end  of  the  staff.  Its 
extreme  length  is  usually  from  fifteen  to  seventeen  feet,  and  it  is  made 
in  three  pieces,  which  in  some  staves  can  be  put  together  or  taken 
asunder,  according  as  a  greater  or  less  length  of  staff  is  required, 
and  in  others,  are  made  to  draw  out  like  telescope  tubes.  The 
staff,  when  in  use,  is  held  exactly  vertical;  for  which  purpose  it 
sometimes  has  a  plummet  enclosed  in  a  groove  at  one  side  of  it,  and 
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visible  through  a  small  piece  of  glass;  it  rests  on  its  lower  end, 
which  k  shod  with  brass;  and  in  soft  ground  it  is  useful  to  have  a 
small  metal  plate  to  place  on  the  ground  below  the  staf£  and 
prevent  it  from  «mlring. 

When  the  telescope  of  the  level  is  directed  towards  the  staff,  and 
the  line  of  oolhmation  is  truly  horizontal,  the  number  of  feet  and 
decimals  of  a  foot  at  which  the  horizontal  cross-wire  crosses  the 
inverted  image  of  the  scale  on  the  face  of  the  staff  (subject  to  cor* 
rations  to  be  afterwards  explained),  shows  the  vertical  depth  of  the 
point  on  which  the  lower  end  of  the  staff  stands  below  the  line  of 
colliniation.  If  two  such  observations  are  made  with  the  staff  at 
(liferent  points,  and  the  level  at  the  same  station,  the  difference 
between  the  two  readings  shows,  in  feet  and  decimals  of  a  foot,  how 
much  the  point  at  which  the  less  reading  is  taken  is  higher  than  the 
point  where  the  greater  reading  is  taken. 

In  an  old  form  of  levelling-staff,  now  seldom  used,  a  "  sliding- 
TOne"  was  slid  up  and  down  by  the  staffinan,  in  accordance  with 
signals  made  by  the  leveller,  until  its  centre  was  in  the  line  of 
collimation  prolonged;  the  staffinan  then  read  the  height  of  the 
vane  above  the  ground.  '  The  making  the  divisions  on  the  staff  so 
distinct  that  the  leveller  can  read  them  himself  is  an  invention  of 
Mr.  Giavatt. 

50.  The  Ad}w*m*mm  «f  ihe  i*rel  may  be  distinguished,  like 
those  of  the  theodolite,  into  temporary  adjustments,  which  have  to 
be  made  anew  every  time  the  level  is  set  up,  and  permanent  adjust- 
Kent*,  which  seldom  become  deranged  in  a  well-made  level,  but 
still  ought  to  be  tested  on  each  day  that  the  instrument  is  used. 

L  The  Temporary  Adjustments  are  as  follows: — 

(1.)  To  make  the  foci  of  the  object-glass  and  eye-piece  coincide  with 
fa  cross-wires. — The  same  as  in  the  theodolite  (see  p.  59). 

(2.)  To  place  the  vertical  axis  truly  vertical. — The  same  as  in  the 
theodolite  (see  p.  58).  In  order  to  avoid  straining  the  plate-screws, 
this  adjustment  ought  first  to  be  made  as  nearly  as  possible  by 
shifting  one  of  the  legs  of  the  stand,  and  then  corrected  by  the 
plate-screws. 

n.  The  Permanent  Adjustments  are  as  follows: — 

(1*)  To  place  the  cross-wires  in  the  axis  of  the  telescope-tube. — In  the 
Y-level,  the  same  as  in  the  Y-theodolite  (see  p.  60).  In  Troughton's 
level  this  adjustment  is  not  made,  except  indirectly,  as  will  be 
aftawards  explained. 

In  the  Dumpy  level,*  make  three  bench  marks,  by  driving 
stakes  or  otherwise,  in  one  straight  line,  at  equal  distances  of  four 
or  fre  chains  apart;  call  those  bench  marks  a,  b,  and  c.     Place  the 

•  This  is  an  Abstract  of  Mr.  Gravatt's  Directions,  slightly  modified. 


64 


EKGINEEBTKCf  GEODESY. 


level  exactly  midway  between  a  and  b,  and  make  its  temporary 
adjustments:  read  a  levelling-staff  placed  on  each  of  those  bench 
marks;  call  the  readings  a  and  b;  assume  a  datum-level  at  any 
convenient  depth  A  below  a;  then,  because  the  level  is  midway 
between  the  staves,  the  errors  of  adjustment  affect  the  readings 
a  and  b  alike;  and  how  great  soever  these  errors  may  be,  the  correct 
elevation  of  b  above  the  datum  is 


B  =  A  +  a-6. 


.(1.) 


Next  place  the  level  exactly  midway  between  b  and  c,  and 
make  its  temporary  adjustments;  place  a  staff  on  each  of  those 
bench  marks  and  read  it;  call  the  readings  6'  and  d;  then,  as 
before,  the  correct  elevation  of  c  above  the  datum  is 

C  =  B  +  &'  —  <t  =  A  +  a  +  V  —  b  —  c  (2.) 

Now  place  the  level  at  the  shortest  distance  beyond  a  at  which 
it  is  practicable  to  read  the  staff,  make  the  temporary  adjustments, 
and  read  a  staff  on  each  of  the  three  bench  marks;  call  these 
readings  a",  6",  c",  and  compute  apparent  elevations  of  b  and  c 
above  the  datum,  as  follows : — 

B  =  A  +  aT  —  b";  C  =  A  +  a"  —  c"; (3.) 

compute  the  errors  of  those  apparent  elevations,  if  any,  viz., 

B'  —  B;  C  —  C; 

and  if  the  cross-wires  are  in  the  axis  of  the  telescope,  we  shall 
find  the  latter  error  to  be  exactly  double  of  the  former;  that  is 

C  —  C  =  2  (B'  —  B); (4.) 

but  should  this  not  be  so,  the  screws  at  c9  c,  fig.  42,  are  to  be  used 
to  shift  the  diaphragm  until  it  is  so. 

The  following  table  shows  the  direction  in  which  the  cross- 
wires  require  to  be  shifted  for  different  relations  amongst  the 
errors : — 

C  —  0 
Direction  of       more  than        less  than 
errorCT  — C.     2  (B  —  B)     2(B  — B) 


upward 
downward 


upward 

downward 

downward 

upward 



|  Direction  in  which 
>the  cross-wires  are 
j  to  be  moved. 
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(2.)  To  make  the  line  ofcollimaUon  and  the  spirit-level  parallel  to 
each  other. — In  the  Y-level,  bring  the  bubble  to  the  middle  of  the 
spirit-level  by  means  of  the  plate-screws;  lift  the  telescope  oat  of 
the  y&,  and  set  it  down  with  the  ends  reversed.  If  the  bubble 
remains  in  the  middle  of  the  spirit-level,  the  adjustment  is  correct; 
if  it  deviates,  correct  one-half  of  the  deviation  by  the  plate-screws, 
and  the  remainder  by  the  adjusting  screws  which  connect  the 
spirit-level  with  the  telescope. 

In  Trooghton's  level,  make  two  bench  marks  about  ten  chains 
apart;  set  tip  the  level  exactly  midway  between  them,  and  read 
Raves  set  upon  them,  so  as  to  find,  by  the  difference  of  those 
readings,  the  true  difference  of  level  of  the  bench  marks.  Now 
set  up  the  level  beyond  one  of  the  bench  marks  and  read  both 
staves;  if  the  difference  of  the  readings  deviates  from  the  true 
difference  of  level,  alter  the  position  of  the  diaphragm,  by  means 
of  its  adjusting  screws,  until  the  readings  of  the  staves  give  the 
true  difference  of  leveL  The  cross-wires  are  thus  placed  in  a  line 
passing  through  the  centre  of  the  object-glass  parallel  to  the  spirit* 
level;  and  the  maker  is  relied  on  to  make  that  line  the  true  axis 
of  the  telescope.  The  same  adjustment  may  be  made  by  the  aid  of 
a  sheet  of  water  on  a  calm  day;  because  two  stakes  can  be  driven 
at  its  margin  so  that  their  heads,  being  flush  with  the  water,  shall 
be  exactly  at  the  same  leveL 

In  the  Dumpy  level,  having  ascertained  the  true  difference  of 
level  of  two  bench  marks,  as  already  described,  and  shifted  the  level 
to  a  position  beyond  one  of  them,  alter,  if  necessary,  the  inclination 
of  the  telescope  by  means  of  the  plate-screws,  until  the  readings  of 
the  staves  give  the  true  difference  of  level,  and  bring  the  bubble 
to  the  middle  of  the  spirit-level  by  means  of  the  adjusting  screws 
which  connect  the  spirit-level  with  the  telescope  (a,  a,  in  fig.  42). 

(3.)  To  place  the  telescope  and  spirti-levd  perpendicular  to  the 
vertical  axis  (or,  as  it  is  called,  to  make  the  instrument  "  traverse") 
place  the  telescope  over  a  pair  of  plate-screws,  and  by  turning 
them,  bring  the  bubble  to  the  centre  of  the  spirit-level;  reverse 
the  direction  of  the  telescope  exactly,  by  turning  it  through  180° 
about  the  vertical  axis;  if  the  bubble  is  still  in  the  middle  of  the 
spirit-level,  the  adjustment  is  correct:  if  not,  correct  half  the 
deviation  by  the  plate-screws,  and  the  other  half  by  means  of  the 
screws  which  connect  the  telescope  with  the  bar  on  the  top  of  the 
vertical  axis  (d,  d,  fig.  42). 

51.  The  r»e  «r  taw  L«rei  in  finding  the  difference  of  elevation 
between  two  points  has  been  described  in  the  two  preceding 
articles. 

The  observations,  or  readings  of  the  staff,  taken  by  means  of  the 
level,  are  called  "sights." 
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When  two  sights  only  are  taken  from  one  station,  one  with  tin 
staff  upon  a  point  whose  level  has  been  ascertained,  and  the  othe; 
with  the  staff  upon  a  point  whose  level  is  to  be  ascertained,  tin 
former  is  called  the  back-right,  and  the  latter,  the  fort-tight. 

If  the  back-sight  is  the  greater,  the  ground  rises,  and  if  th< 
fore-sight  is  the  greater,  it  falls,  from  the  former  point  to  th< 
latter. 

When  the  levels  of  a  series  of  points  are  taken  with  the  level  al 
one  station,  in  order  to  make  a  continuous  section,  the  first  and  the 
last  observations  are  the  principal  back  and  fore-sights  respectively : 
the  first  back-sight  being  taken  with  the  staff  on  a  bench  mark 
or  other  point,  whose  level  has  been  ascertained  by  means  of  a 
sight  from  a  former  station;  and  the  last  fore-sight  being  taken 
with  the  staff  upon  a  mark  which  is  to  be  the  object  of  the  first 
back-sight  when  the  level  is  shifted  to  a  new  station.  Of  the 
intermediate  sights,  taken  with  the  staff  upon  places  where  the 
inclination  of  the  ground  changes,  on  roads,  at  the  bottoms  of 
streams,  Ac.,  each  is  a  fore-sight  relatively  to  the  preceding  sight, 
and  a  back-sight  relatively  to  the  following  one. 

For  example,  in  fig.  44,  A  is  a  station  where  the  level  is  set  up, 
and  the  horizontal  line  b  A  o  is  the  line  of  tight,  or  straight  line 
in  prolongation  of  the  line  of  collimation.  The  first  bach-siglu  is 
taken  with  the  staff  on  B,  a  point  whose  height  above  the  datum- 


Fig.  44. 

surface  has  been  ascertained  by  previous  observations;  and  it  gives, 
as  the  reading  on  the  staff,  B  b.  The  last  fore-right  is  taken  with 
the  staff  on  C,  a  point  well  suited  as  a  position  for  the  staff  when 
the  first  back-sight  with  the  level  at  the  next  station  D  is  taken. 
It  gives,  as  the  reading  of  the  staff,  0  c.  The  first  intermediate 
sight,  at  the  point  marked  1,  is  a  fore-sight  relatively  to  that  at  B, 
and  a  back-sight  relatively  to  that  at  the  point  2,  and  so  on. 

The  first  back-sight  and  last  fore-sight  are  the  most  important  in 
point  of  accuracy;  for  any  error  committed  in  them  is  carried  on 
through  the  whole  of  the  remainder  of  the  section ;  whereas  any 
error  committed  in  taking  an  intermediate  sight  affects  that  sight 
only. 

The  first  back-sight  and  last  fore-sight  taken  from  each  station 
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ooght  to  be  at  points  as  nearly  as  possible  at  equal  distances  from 
the  level,  in  order  to  neutralize  the  effects  of  errors  of  adjustment, 
and  also  those  of  the  curvature  of  the  earth  and  of  refraction, 
which  will  be  explained  in  the  next  article;  and  those  points 
should  be  on  firm  ground,  and,  if  possible,  so  placed  that  the  read- 
ings shall  not  exceed  ten  or  eleven  feet. 

When  the  leveller  thinks  it  desirable  to  carry  his  level  on  to  a 
new  station,  such  as  D,  the  staflman  holds  his  staff  steadily  at  C, 
only  making  it  face  about;  the  leveller  advances  to  D,  sets  up  and 
adjusts  his  level,  takes  the  first  back-sight  0  c\  and  proceeds  as 
before.  £  e  represents  the  position  of  the  staff  when  the  last  fore- 
sight is  taken  from  D ;  the  staff  is  held  there  until  the  leveller  has 
moved  on  and  planted  his  level  at  a  third  station,  and  so  on. 
These  operations  can  be  performed  with  one  staff;  but  much  time 
is  saved  by  using  two,  carried  by  two  staff-holders. 

While  the  levels  are  thus  being  taken,  two  chainmen  measure 
the  line  of  section  with  the  chain,  in  the  manner  described  in 
Article  22,  pp.  19,  20;  except  that  instead  of  always  chaining  in 
straight  lines,  they  follow  the  line  of  section  as  set  out  The 
leveller  notes  the  distances  of  all  the  points  at  which  the  staff  is 
set  up,  as  well  as  those  where  boundaries  are  crossed,  whether 
levels  are  taken  there  or  not:  in  this  he  may  get  useful  help  from 
the  staff-holders. 

Li  crossing  a  stream  or  a  sheet  of  water,  the  leveller,  besides 
taking  enough  of  levels  to  give  a  section  of  its  banks  and  bed, 
should  take  the  existing  level  of  the  surface  of  the  water,  and  also 
the  highest  and  lowest  levels  of  the  water,  so  far  as  he  can 
ascertain  them.  Levels  of  the  bottom  may  be  taken  by  sounding. 
When  a  sight  is  to  be  taken  to  determine  the  level  of  a  point 
which  is  below  the  line  of  collimation  by  more  than  the  entire 
length  of  the  staff,  the  staff  may  be  raised  up  vertically  until  the 
leveller  can  read  some  division  near  its  upper  end,  and  the  height 
tf  the  lower  end  of  the  staff  above  the  ground  may,  at  the  same 
time,  be  measured  with  a  tape-line  or  with  another  staff,  and  added 
to  the  height  read  This,  however,  should  only  be  practised  at 
intermediate  sights. 

On  the  subject  of  Cbeckiac  Lereis,  see  Article  16,  page  15.  In 
good  ordinary  levelling  the  discrepancy  between  two  sets  of  levels 
over  the  same  section  may  be  about  a  foot  in  forty  miles  of  distance. 
52,  c«mctf«M  Um  Coratwe  mmd  Beflwetftm. — Inasmuch  as  a 
truly  horizontal  surface  is  not  plane,  but 
spheroidal  (Article  3,  p.  2),  the  line  of 
sight  of  the  level,  when  truly  adjusted, 
does  not  exactly  coincide  with  such  a 
"u&ce,  but  is  a  tangent  to  it      The  Fl&  **• 
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height  read  upon  a  levelling-staff,  therefore,  is  always  greater  than 
it  would  be  if  a  horizontal  surface  were  plane;  and  the  quantity  to 
be  deducted  from  the  height  on  the  staff  of  the  point  which 
is  in  the  prolongation  of  the  line  of  collimation,  in  order  to  reduce 
it  to  the  height  which  would  have  been  read  had  a  horizontal 
surface  been  plane,  is  called  the  correction  for  curvature. 

On  the  other  hand,  the  line  of  sight,  being  the  line  along  which 
light  proceeds  from  the  object  looked  at  to  the  telescope,  is  not 
perfectly  straight,  being  made  slightly  concave  downwards  by  the 
refracting  action  of  the  air.  Hence  the  point  seen  on  the  staff 
apparently  in  the  line  of  collimation  produced*  is  not  exactly  in 
that  line,  but  is  below  it  by  an  amount  called  the  error  from 
refraction,  and  thus  the  error  arising  from  curvature  is  partly 
neutralized;  and  the  correction  to  be  subtracted  for  curvature  and 
refraction  usually  is  somewhat  less  than  the  correction  for  curvature 
alone. 

In  fig.  45,  A  represents  the  level;  B,  a  point  on  the  ground; 
B  0  E  D,  the  staff  standing  on  it;  A  C,  a  level  surface  touching  the 
line  of  collimation,  with  the  curvature  very  much  exaggerated; 
AD,  a  straight  line  in  prolongation  of  the  line  of  collimation ; 
E  A,  the  real  line  of  sight,  a  curved  line  in  which  light  proceeds, 
owing  to  atmospheric  refraction.  Then  the  correction  for  curves 
twre  is  —  C  D ;  the  correction  for  refraction  +  D  E;  and  the  joint- 
correction, 

-EC  =  -CD  +  DE, (1.) 

The  correction  for  curvature  is  a  third  proportional  to  the  earth's 
diameter  and  the  distance  between  the  level  and  the  staff— that  is 
to  say,  its  value  in  feet  is 

4X77pOO  =  3  (distance  in  Btfttato  miles)8 (2*> 

The  error  produced  by  refraction  varies  very  much  with  the 
state  of  the  atmosphere,  having  been  found  to  range  from  one-half  to 
one-tenth  of  the  correction  for  curvature,  and  in  some  cases  to  vary 
even  more.  Its  value  cannot  be  expressed  with  certainty  by  any 
known  formula;  but  when  it  becomes  necessary  to  allow  for  it,  it 
may  be  assumed  to  be  on  an  average  about  one-sixth  of  the  correc- 
tion of  a  curvature;  so  that  the  joint  correction  for  curvature  and  re- 
fraction, to  be  subtracted  from  the  reading  of  the  staff,  is  on  an 
average, 

5  (distance  in  feet)2       ^ ,,.  .  „    tt    /ov 

6  x  " -'  BUBO      *°         (distance in  statute  miles)2... (3.) 

The  errors  produced  by  curvature  and  refraction  are  neutralized 
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when  back  and  fore-sights  are  taken  to  staves  at  equal  or  nearly 
equal  distances  from  the  level.  At  distances  not  exceeding  ten 
chains,  they  are  so  small  that  they  may  be  neglected 

The  uncertainty  of  the  correction  for  refraction  makes  it  advis- 
able to  avoid,  in  exact  levelling,  all  sights  at  distances  exceeding 
about  a  quarter  of  a  mile. 

53.  The  l^erei  YfeM-BMk  is  kept  in  various  forms,  according  to 
the  practice  of  different  engineers.  In  one  of  the  most  usual  and 
convenient,  each  page  ia  divided  into  seven  columns,  headed  as 
follows : — 

Bise.    **-    ^T     FalL     ^T*    Distance,   description  of 
sight     sight  LeveL      ■"««""'*•         Object 

The  first  entry  made  is  in  the  column  of  reduced  levels,  being  the 
elevation,  in  feet  and  decimals,  of  the  bench  mark  on  which  the 
first  back-sight  is  taken  above  a  datum  horizontal  surface;  and 
opposite  this,  in  the  column  of  description  of  objects,  is  the  desig- 
nation of  that  bench  mark.  In  the  second  and  all  the  following 
lines  the  only  entries  usually  made  in  the  field  are  the  back-sights 
and  fore-sights,  the  distances,  and  the 'description  of  objects;  so 
that,  beginning  at  the  right  aide  of  the  page,  we  have  in  each  hue 
the  description  of  a  point  or  object  (if  any  description  is  necessary), 
its  distance  from  the  commencement  of  the  line  of  section,  the  fore- 
sight read  upon  the  staff  when  held  at  that  point,  and  the  back- 
sight read  upon  the  staff  when  held  at  the  point  immediately 
preceding.  On  each  occasion  when  an  intermediate  sight  is  taken 
without  shifting  the  level,  it  will  be  entered  as  a  fore-sight  opposite 
the  point  to  which  it  is  taken,  and  also  as  a  back-sight  in  the  fol- 
lowing line.  In  reducing  the  levels,  which  ought  to  be  done  each 
evening  for  the  levels  taken  during  the  day,  the  first  process  is  to 
take  the  difference  between  the  back-sight  and  fore-sight  in  each  line, 

and,  enter  it  as  a  |™fj  according  as  the  {fcjjjjfj  «  the 

greater.  The  reduced  levels  are  then  computed  in  succession  from 
the  level  of  the  first  bench  mark  by  the  successive  addition  of  the 
rises  and  subtraction  of  the  falls. 

The  calculations  in  each  page  are  checked  by  adding  up  the  first 
four  columns ;  when  the  difference  between  the  total  rise  and  total 
fall  ought  to  be  equal  to  the  difference  between  the  sum  of  the 
back-sights  and  the  sum  of  the  fore-sights,  and  also  to  the  difference 
between  the  first  and  last  reduced  levels  in  the  page,  the  first 
reduced  level  in  the  first  page  being  that  of  the  first  bench  mark; 
and  the  last  reduced  level  in  each  page  being  also  entered  as  the 
first  in  the  following  page. 

It  is  sometimes  useful  to  enter  in  the  column  of  descriptions  the 
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magnetic  bearings  of  the  lines  levelled,  and  to  illustrate  it  occa- 
sionally by  sketch  sections  of  the  more  intricate  parts  of  the  ground. 
It  is  often  necessary  to  reduce  the  levels  in  the  field,  especially 
in  taking  trial  levels.  In  such  cases  the  calculations  should  be 
carefully  checked  afterwards. 

54.  Ptottiag  •  Seettea  is  commenced  by  drawing  with  a  very 
accurate  straight-edge  a  straight  " datum-line"  to  represent  the 
datum  horizontal  surface  from  which  heights  are  reckoned,  and 
marking  on  that  datum-line  a  scale  of  distances.  The  vertical 
scale  should  be  drawn  on  the  paper  at  right  angles  to  the  datum-line, 
in  order  that  it  may  be  parallel  to  the  lines  representing  heights, 
and  expand  and  contract  along  with  them.  This  is  of  great  im- 
portance in  engraved  and  lithographed  sections,  in  which  the  paper 
often  expands  or  contracts  differently  in  different  directions.  The 
plotting  of  the  distances  and  heights  entered  in  the  field-book  is 
performed  like  that  of  the  distances  and  offsets  in  a  chained  survey. 
(Article  31,  p.  32.)    As  to  scales,  see  p.  7. 

Explanations  are  usually  written  above  the  objects  to  which 
they  relate,  such  as  roads,  railways,  canals,  rivers,  <fec. 

The  nature  of  the  principal  information  which  is  required  in 
writing  on  sections  for  engineering  purposes  has  been  stated  in 
Article  14,  pp.  14,  15. 

55.  ijerrfitaff  *r  the  TheeMUe  may  be  performed  in  three 
different  ways. 

I.  By  placing  the  line  of  eollimation  horizontal,  and  using  the 
theodolite  like  a  level. — This  may  be  done  when  a  proper  levelling 
instrument  is  not  at  hand 

II.  By  setting  the  line  of  eollimation  at  a  known  angle  of  in- 
clination, and  taking  sights  in  other  respects  as  if  with  a  level. — 
This  process  may  save  time  in  taking  the  levels  of  steeply  sloping 

ground.  In  fig.  46,  A  represents 
the  theodolite,  b  A  c  the  sloping 
line  of  sight,  B  b,  C  c,  and  *the 
other  vertical  lines,  heights  read 
off  on  the  staff  The  most  con- 
venient way  to  reduce  levels  taken 
by  this  method  is  first  to  reduce 
_.     .  them  as  if  the  line  of  sight  were 

*'  horizontal,  and  then,  according  as 

its  inclination  is  upward  or  downward,  add  to  or  subtract  from  each 
reduced  height  a  correction  for  declivity,  found  by  multiplying  the 
distance  of  the  point  from  the  commencement  of  the  sloping  line 
of  sight  by  the  sine  of  the  angle  of  inclination,  if  distances  have     . 
been  measured  on  the  slope,  or  by  its  tangent,  if  they  have  been     | 
reduced  to  horizontal  distances.    (Article  23,  p.  20). 
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IDL  By  taking  angles  of  altitude  and  depression. — The  height  of 
an  object  above,  or  its  depth  below,  the  telescope  of  the  theodolite, 
is  newly  equal  to  its  horizontal  distance  from  the  station  of  observa- 
tion multiplied  by  the  tangent  of  its  altitude  or  depression,  as  the 
cue  may  be. 

The  correction  for  curvature  is  one-half  of  the  angle  subtended  by 
ike  distance  at  the  centre  of  curvature  of  the  earth's  surface,  or  "  con- 
tained arc,"  as  it  is  called ;  and  that  correction  is  to  be  added  to 
altitudes  and  subtracted  from  depressions.  (As  to  the  computation 
of  that  angle,  see  Article  33,  Division  V.,  pp.  46,  47.) 

The  correction  for  refraction  is  very  variable,  as  has  been  already 
explained.  On  an  average,  it  may  be  approximated  to  by  dimin- 
ishing the  correction  for  curvature  by  one-sixth. 

The  effects  of  curvature  and  refraction  may  be  nearly  neutralised 
by  taking  reciprocal  angles,  as  they  are  called;  that  is  to  say,  if  A 
tod  B  be  two  stations,  B  being  the  higher;  take  the  altitude  of  B 
te  seen  from  A,  and  the  depression  of  A  as  seen  from  B;  half  the 
dinerence  of  those  angles  will  be  the  combined  correction;  and  the 
tangent  of  half  their  sum,  being  multiplied  by  the  distance,  will 
grre  the  difference  of  level  nearly.  The  reciprocal  angles  should  be 
taken  as  nearly  as  possible  at  the  same  instant,  lest  the  refracting 
power  of  the  air  should  change  in  the  interval 

Levelling  by  angles  is  not  to  be  relied  upon  for  engineering 
purposes,  except  occasionally  in  taking  flying  levels. 
.  The  altitude  of  an  object  on  land  is  taken  with  the  sextant,  by 
observing  the  "double  altitude9' — that  is,  the  angle  between  the 
object  and  its  image  as  reflected  in  a  trough  of  mercury,  called  an 
"artificial  horizon,'9 — and  taking  one-half  of  that  double  altitude. 

56.  aVereOteg  *y  t»«  Pknc-TmMe  is  performed  by  adjusting  the 
table  with  particular  care  to  a  horizontal  position,  measuring  the 
tangent  of  the  altitude  or  depression,  and  multiplying  it  by  the 
distance.      To  enable  such  tangents  to  be 
measured,     the    index     is    constructed    as  Sj!^*^^5 

follows:— In  ^g.  47,  E  P  is  the  flat  bar  of    "p~r^p 
4e  index,   P  6  its  forward  and  E  a  its     A^_M^ 
backward  sight     Near  the  bottom  of  the     '■%  E     ^«*£ 

backward     sight    is     a    sight-hole    A    for  H*.  47. 

ohierving  altitudes;  near  the  top,  a  sight-  * 

hole  a  for  observing  depressions.  A  scale  of  equal  parts  is  marked 
on  tiie  forward  sight,  and  numbered  upwards  from  B  opposite  A, 
and  downwards  from  b  opposite  a.  A  slider  D  is  slid  up  or  down 
till  a  cross-wire  contained  in  it  appears  in  a  line  with  the  object, 
and  the  tangent  is  read  by  an  index  and  vernier. 
This  process  also  is  only  suited  for  flying  levels. 
57.  Lerclli»*  *r  the  Btttmur  aad  IhcnMMitr  may  occasion- 
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ally  be  used  for  engineering  purposes  to  take  flying  levels  in 
exploring  the  country.  The  following  formula  is  sufficiently 
correct  for  that  object : — 

Let  the  quantities  observed  be  denoted  as  follows : — 

At  the  lower    At  the  higher 


Height  of  the  mercurial  column  in  the  baro- 
meter,    H h 

Temperature  of  the  mercury  in  degrees  of 
Fahrenheit,  as  shown  by  the  "  attached  " 
thermometer, T t 

Temperature  of  the  air  in  degrees  of 
Fahrenheit,  as  shown  by  the  "detached  " 
thermometer, T t 

Then  the  height  of  the  higher  station  above  the  lower,  in  feet 

=  60360  jlogH  — log*  —  -000044  (T  — *)£  .] 

A   .  'V  +  t  — 64\  f -C1-) 

V"1"        986       r 

For  rapid  calculation,  the  following,  though  lees  exact,  is 
convenient : — 

Height  in  feet  =  56300  (log  H  —  log  \\  (\  +  ^iAnearly.  (2.) 

In  the  absence  of  logarithms,  the  following  formula  may  be  used 
for  heights  not  exceeding  about  3,000  feet  Correct  the  barometric 
reading  at  the  higher  station  as  follows : — 

Height  in  feet  =  52428  §=£  (l  +r+^~  64)nearly.  (3.) 

The  preceding  formulas  are  applicable  to  the  mercurial  barometer. 
They  are  also  applicable  to  the  "  Aneroid"  barometer,  with  the 
exception  of  the  correction  depending  on  the  temperature  by  the 
attached  thermometer.  The  aneroid  barometer,  if  very  skilfully 
constructed,  may  be  made  to  require  no  appreciable  correction  for 
the  effect  of  its  own  temperature  on  its  indications.  Should  it 
need  such  correction,  the  amount  can  only  be  determined  by  an 
experimental  comparison  between  the  individual  aneroid  barometer 
and  a  mercurial  barometer. 
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Another  method  of  taking  flying  levels,  depending,  like  the 
barometric  method,  upon  the  pressure  of  the  air,  is  that  of  determin- 
ing the  boiling-point  of  pure  water  by  a  very  sensitive  thermometer* — 
a  method  invented  by  Dr.  Wollaston,  and  improved  by  Principal 
Forbes.  (See  Transactions  of  the  Royal  Society  of  Edinburgh,  vols. 
xv.  and  xxi.) 

That  boiling-point  tails  very  nearly  at  the  rate  of  one  degree  of 
Fahrenheit  for  every  543  feet  of  ascent;  and  still  more  nearly  accord- 
ing to  the  following  formula : — 

z  in  feet  =  517  (212°  —  T)  +  (212°  —  T)2; (4.) 

Tbeing  the  boiling-point  on  Fahrenheit's  scale,  andzthe  height  of  the 
station  where  the  experiment  is  made  above  a  station  where  the 
boiling-point  is  212°.  To  compare  the  levels  of  two  stations,  the 
boiling-point  of  pure  water  is  to  be  observed  at  each,  and  the 
quantity  z  is  to  be  calculated  by  formula  4  for  each  of  the  boiling- 
points;  when  the  difference  between  those  quantities  z  will  be  the 
approximate  height  of  the  station  where  the  boiling-point  is  lowest 
above  the  other  station. 

58.  Detached  Lereto— Veatwe*  ef  the  Centra — The  use  to  the 
engineer  of  "  Flying  Levels,"  or  observations  of  the  heights  of 
detached  points,  has  already  been  mentioned  in  Article  10,  p.  9, 
Such  heights  cannot  be  easily  shown  by  means  of  vertical  sections; 
and  the  most  convenient  method  of  recording  them  is  to  write 
them  on  a  plan  of  the  country. 

Detached  levels  may  be  taken  for  the  purpose  of  determining  the 
elevations  of  important  points  on  existing  works,  such  as  bridges, 
roads,  railways,  canals,  Ac.,  or  of  objects  suitable  for  bench  marks; 
or  they  may  be  taken  in  order  to  give  the  engineer  a  general 
knowledge  of  the  form  of  the  surface  of  the  country.  In  the 
present  Article  it  will  be  shown  what  positions  are  the  best 
suited  for  detached  levels  taken  with  the  last-mentioned  purpose. 

On  the  surface  of  the  earth,  and,  indeed,  on  any  irregularly 
curved  surface,  two  classes  of  lines  may  be  distinguished,  whose 
positions  and  figures  are  of  primary  importance  in  determining  the 
shape  of  that  surface— Ridge- Lines  and  Valley- Lines. 

L  A  RMge-iJae  is  distinguished  by  the  property,  that  along  the 
whole  of  its  course  it  is  higher  than  the  ground  immediately 
adjacent  to  it  on  each  side; — in  othor  words,  the  ground  slopes 
downwards  from  it  at  both  sides.  The  rain-water  which  falls  on 
the  ground  consequently  runs  away  from  both  sides  of  a  ridge^ 
line;  and  hence  it  is  also  called  a  "  Wateb-shed  Line."  Ridge- 
lines  are  also  sometimes  called  "  the  features  of  the  country."  The 
earth's  surface  is  traversed  by  a  number  of  main  ridge- lines,  which 
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are  the  central  lines  of  the  great  mountain-chains;  from  these 
there  diverge  branch  ridge-lines,  and  from  theBe  secondary  branch 
ridge-lines,  and  so  on;  until  in  most  cases  the  final  ridge-lines  end 
at  promontories,  where  they  sink  down  into  the  plains  or  the 
valleys.  A  ridge-line  may  return  into  itself,  so  as  to  contain 
within  it  an  enclosed  hollow  or  basin;  but  this  is  of  comparatively- 
rare  occurrence. 

A  ridge-line  is  seldom  either  straight  or  level  throughout  any 
considerable  part  of  its  length,  being  almost  always  more  or  less 
wavy  or  serrated  both  vertically  and  horizontally. 

The  highest  points  of  ridge-lines  form  the  summits  of  the  hills. 
The  summit  of  a  conical  or  rounded  hill  may  in  some  cases  be  an 
isolated  point,  not  traversed  by  a  ridge-line;  but  the  summit  of  a 
hill  is  in  general  traversed  by  at  least  one  ridge-line,  and  is  very 
often  a  point  of  divergence  of  several  ridge-lines.  A  summit  may 
sometimes  be  a  flat  expanse  called  a  "  table-land,"  with  ridge-lines 
diverging  from  its  edges. 

II.  A  Vailejr»liiae  is  distinguished  by  the  property,  that  along 
the  whole  of  its  course  it  is  lower  than  the  ground  immediately 
adjacent  to  it  on  each  side; — in  other  words,  the  ground  slopes 
upwards  from  it  at  both  sides.     The  water  on  the  surface  of  the 
ground   consequently    runs    towards    a    valley-line    from    both 
aides,  and  except  in  certain  cases,  runs  along  the  valley-line  in  a 
stream;  whence  valley-lines  may  be  called  "  Water-Course  Lines." 
The  exceptions  are,  when  the  valley-line  is  in  an  enclosed  basin, 
so  that  a  lake  is  formed;  and  when  the  surface  water  disappears  by 
evaporation  or  absorption.     Between  each  adjacent  pair  of  final 
ridge-lines  there  is  a  valley-line;  these  valley-lines  converge  and 
unite  into  greater  valley-lines,  and  so  on  until  the  final  valley- 
lines  end  in  the  sea,  or  at  the  bottom  of  some  enclosed  basin,  or 
at  the  edge  of  a  plain.     A  valley-line,  like  a  ridge-line,  is  seldom 
either  straight  or  level  throughout  any  considerable  part  of  its 
length. 

The  end  of  a  ridge-line  lies  in  general  either  in  a  plain,  or  between 
two  converging  valley-lines,  or  in  the  bend  of  a  valley-line.  The 
commencement  of  a  valley-line  lies  in  general  between  two  diverg- 
ing ridge-lines,  or  in  the  bend  of  a  ridge-line,  or  at  a  "  Pass." 

A  Fa*  is  a  place  on  a  ridge-line  lower  than  any  neighbouring 
point  on  the  same  ridge-line,  and  might  be  described  as  a  point 
where  a  ridge-line  and  a  valley-line  cross  each  other  at  right  angles; 
but  it  is  more  in  accordance  with  the  ordinary  use  of  the  word 
"  valley "  to  describe  the  line  of  lowest  elevation  at  a  pass,  which 
crosses  the  ridge-line  at  right  angles,  as  consisting  of  two  valley-lines 
which  run  downwards  from  the  pass  in  opposite  directions. 

From  these  descriptioDS  of  ridge-lines  and  valley-lines,  and  of 
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fonts  in  and  connected  with  them,  it  is  obvious  that  the  places 
Hose  derations  are  of  most  importance  towards  a  knowledge  of 
\  figure  of  the  surface  of  &  district  are  the  following : — 
The  summits  of  hills*  being  peaks,  table-lands,  or  highest  points 


The  points  -where  the  inclinations  of  ridge-lines  change, 

The  points  from  which  ridge-lines  diverge. 

The  passes,  or  lowest  points  of  ridge-lines  and  highest  points  of 

pairs  of  valley-lines. 
The  lowest  points  of  valley-lines. 
The  points  where  the  inclinations  of  valley-lines  change. 
The  points  where  converging  valley-lines  meet 
Of  all  those  places,  those  -which  are  of  most  importance  in  the 

engineering  of  lines  of  communication  are  the  pas$e$;  because  they 

stb  in  general  the  points  at  -which  ridges  are  to  be  crossed. 
To  the  levels  of  the  places  already  enumerated  may  be  added, 

those  of  the  surfaces  of  seas,  lakes,  rivers,  and  other  bodies  of  water, 

in  their  various  conditions. 
The  valley-lines  of  a  district  are  usually  marked  with  sufficient 

distinctness  on  a  plan  by  the  water-courses.     The  position  of  the 
ridge-lines  is  in  general  indicated  by  shading  the  slopes  which  fall 
ftoni  them  hi  each  direction,  the  best  system  of  shading  being  that 
according  to  which  the  depth  of  the  shadow  varies  with  the  steep- 
ness of  the  slope,  being  made  as  nearly  as  possible  proportional  to 
the  tangent  of  the  angle  of  declivity.     The  bottoms  of  valleys  are,  in 
addition,  very  slightly  shaded,  in  order  to  distinguish  them  from 
&b  top  of  bins. 

59-  Tiiiw  iim  are  used  as  means  of  enabling  a  plan  to  give 
***e  complete  information  as  to  the  figure  of  the  surface  of  the 
ground  than  is  possible  by  means  of  levels  written  in  figures  alone. 
A.  contour-line  on  a  plan  represents  a  contour-line  on  the  earth's 
surface,  which  is  a  line  traversing  **H  *°e  P°mts  on  the  ground  that 
are  at  s  given  constant  height  above  the  datum-level.     A  contour- 
line   on  the  ground  may  be  otherwise  described  as  a  horizontal 
section  of  the  earth's  surface  or  the  line  where  the  earth's  surface 
is  cot  by  s  given  horizontal  sur&oe,  or  the  outline  of  an  imaginary 
sheet  of  water,  covering  the  ftroxtnd  up  to  a  certain  given  eleva- 
tion. ** 

All  contour-lines  cross  the   lix*es   °^*  steePe8*  declivity  on  the 
wrfece  of  the  ground  at  risrht    &**gles>  thev  alao  cr0S8  at  rignt 
re-lines  ^j      r\^^  lines  at  which  the  surface  of  the 


angles  all  ria>lineB  and  ^Ser-lineS 

gmrad  *  sensibly  c^Jf   ~J  \£oes   not  form  *&  absolutely  sharp 

ra%e  orfbrrow.  ™  ana 

plan 

j_1_.a   ficmw  rrf"  ¥ht*  flrroimd    an 

the  ph*1** 


The  vertical  dktajiQ*  i^  s«a^ceo®ve  °°nto>ur-line8  on  *  r 

depends  on  the  scale  of  T*W^f*ti     tA*e  figure  of  the  ground,  and  the 
*  the  'DijaVD-* 
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purpose  for  which  the  plan  is  intended;  being  greater  in  plans  on  a 
small  scale  than  in  those  on  a  large  scale ;  greater  where  the  slopes 
are  steep  and  the  hills  high  than  where  the  slopes  are  gentle  and 
the  hills  low;  and  greater  or  less,  also,  according  to  the  precision 
with  which  levels  have  been  taken  for  finding  the  position  of  the 
contour-lines,  and  the  use  that  is  to  be  made  of  them  in  designing 
works:  For  example,  in  the  Ordnance  Maps  of  Britain,  on  the 
scale  of  six  inches  to  a  mile,  contour-lines  are  drawn  at  each  twenty- 
five  feet  of  height,  and  certain  of  these,  called  "  principal  contour- 
lines,"  are  determined  with  greater  precision  than  the  others ;  and 
those  principal  contour-lines  are  at  every  fifty  feet  of  elevation  in 
the  flatter  parts  of  the  country,  and  at  every  hundred  feet  in  the 
more  hilly  parts.  The  closest  contour-lines  are  those  which  have 
been  laid  down  in  some  plans  of  town  districts  for  purposes  of 
drainage  and  other  improvements :  these  occur  at  vertical  intervals 
of  from  eight  feet  to  two  feet 

Different  methods  of  determining  the  positions  of  contour-lines 
may  be  followed  according  to  the  degree  of  precision  required.  To 
lay  down  principal  contour-lines,  a  series  of  bench  marks  should  be 
made  at  such  points  in  ridge  and  valley-lines  as  have  been  already 
■specified  in  the  preceding  Article;  the  positions  of  those  bench 
marks  should  be  ascertained  in  the  course  of  the  survey,  and  laid 
down  on  the  plan,  and  their  elevations  found  by  levelling.  Then 
by  levelling  from  those  bench  marks,  points  are  to  be  marked  by 
pegs,  or  otherwise,  on  the  ridge  and  valley-lines,  and  at  as  many 
intermediate  places  as  may  appear  necessary,  at  certain  definite 
elevations  above  the  datum-level,  such  as  50  feet,  100  feet,  150  feet, 
and  so  on.  The  positions  of  the  points  so  marked  being  surveyed 
with  the  chain  and  plotted,  give  a  series  of  points  in  the  contour- 
lines  ;  and  the  course  of  those  lines  between  the  points  so  found  by 
surveying  is  to  be  sketched  upon  a  tracing  of  the  plan  taken  to  the 
ground  for  the  purpose.  Bench  marks,  whose  levels  ought  to  be 
checked,  should  be  made  at  the  places  where  principal  contour-lines 
cross  important  ridge-lines  and  valley-lines. 

Intermediate  contour-lines  can  be  interpolated  between  the 
principal  contour-lines  by  sketching  on  the  ground,  aided  by  the 
known  levels  of  the  points  where  the  rates  of  inclination  of  the 
ridge  and  valley-lines  vary. 

The  horizontal  distance  between  two  adjoining  contour-lines 
being  inversely  as  the  tangent  of  the  angle  of  inclination  of  the 
ground,  is  also  inversely  as  the  depth  of  shadow  to  be  used  to 
express  the  steepness  of  the  slope.  "Hill-sketching,"  as  it  is  called, 
consists  in  shading  the  slopes  of  hills  upon  the  ground  according  to 
this  principle,  with  the  pencil,  by  drawing  horizontal  lines  parallel 
to  the  contour-lines,  and  with  a  degree  of  closeness  proportional  to 
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that  of  the  contour-lines  themselves.  Those  pencil  hatchings  are 
in  fact  intermediate  contour-lines  sketched  by  hand.* 

In  engraved  plans  the  shading  of  hills  is  effected  by  means  of 
hatched  lines  at  right  angles  to  the  contour-lines,  and  following, 
therefore,  the  lines  of  steepest  declivity. 

In  order  that  an  engineer  may  know  how  far  he  can  depend  upon 
the  contour-lines  on  a  plan  as  a  means  of  enabling  him  to  select 
the  best  line  for  a  proposed  work,  it  is  necessary  that  he  should 
know  by  what  method,  and  with  what  degree  of  precision,  their 
positions  have  been  determined,  and  that  he  should  see  upon  the 
plan  the  positions  and  written  levels  of  the  bench  marks  and  other 
detached  points  which  have  been  used  during  that  process. 

60.  Craw  Section*  may  cross  the  centre  line,  or  line  of  the  lon- 
gitudinal section,  of  a  proposed  work  either  at  right  angles  or 
obliquely. 

The  term  is  applied  to  longitudinal  sections  of  existing  lines  of 
communication  which  the  proposed  work  has  to  cross.  Such  sections 
have  already  been  referred  to  in  Article  7,  p.  6,  and  Article  8,  p.  7. 

Cross  sections  to  assist  the  engineer  in  choosing  the  best  line 
(referred  to  in  Article  11,  Division  V.,  p.  10)  should  in  general  run 
along  the  ridge-lines  and  valley-lines  which  are  to  be  crossed  by  the 
proposed  work.  They  should  also  be  made  where  the  ground  has 
a  steep  slope  in  a  direction  transverse  or  oblique  to  that  of  the 
centre  line  of  the  proposed  work. 

Cross  sections  to  accompany  the  working  section,  for  the  purpose 
of  enabling  quantities  of  excavation  or  other  work  to  be  measured 
and  calculated  exactly  (referred  to  in  Article  11,  Division  XIV., 

*  In  the  late  Mr.  Bntler  Williams's  Practical  Geodesy,  p.  190,  he  describes  in 
the  following  terms  an  approximate  method  of  drawing  contour-lines  by  the  aid  ot 
pencil  hill-shadings: — 

M  Horizontal  contours  can  be  traced  by  the  eye  with  considerable  accuracy,  especially 
when  the  surveyor  is  assisted  by  the  altitudes  obtained  in  the  trigonometrical  opera- 
tions serving  for  the  construction  of  the  outline  map.  The  process  .  .  .  which  I  now 
proceed  to  describe,  is  rapid  in  execution,  and  tolerably  correct  for  a  small  scale  (say 
one  inch  or  two  inches  to  a  mile),  where  experience  has  trained  the  eye  to  accuracy. 
It  is  well  adapted  for  reconnoissances  of  a  country,  and  is  much  used  by  military 
engineers.  The  civil  engineer  would,  however,  frequently  find  the  same  advantage 
in  using  it  in  his  preliminary  examinations  of  countries  for  the  purpose  of  selecting 
general  lines  of  communication. 

M  In  the  field,  when  the  eye  is  alone  depended  upon,  the  horizontal  lines  are  traced 
in  pencil,  by  close  parallel  hatchings;  and  when  the  whole  drawing  is  finished,  the 
norma]  contours  are  traced  at  the  required  vertical  distances  apart,  by  following  the 
general  direction  of  the  pencil  lines,  and  checking  their  truth  by  means  of  the  trigono- 
metrical elevations  or  other  heights  marked  on  the  map.  The  contours,  when  a 
complete  circuit  is  made,  must  return  to  the  point  of  departure ;  and  if  it  were  attempted 
by  the  eye  alone  to  trace  normal  contours  which  are  isolated  from  each  other,  no 
degree  of  previous  experience  would  suffice  for  the  attainment  of  the  object. 

H 
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p.  1 1),  are  in  general  at  right  angles  to  the  line  of  the  longitudinal 
section. 

61.  The  WateiMLeral  is  an  instrument  used  instead  of  the  spirit- 
level  where  long  range  and  great  accuracy  are  unnecessary.  It  con- 
sists of  an  inverted  siphon  tube,  fixed  on  the  top  of  a  stand,  and 
nearly  filled  with  water,  which  may  be  slightly  tinged  to  make  it 
the  more  easily  visible.  The  horizontal  part  of  the  tube  (about 
eighteen  inches  or  two  feet  long)  may  be  of  metal :  the  two  vertical 
branches  (which  are  only  two  or  three  inches  high)  are  of  glass. 
The  surfaces  of  the  water  stand  at  the  same  level  in  those  two 
branches;  and  the  leveller  obtains  a  horizontal  line  of  sight  by 
looking  along  a  line  joining  those  two  surfaces,  which  may  be  con- 
sidered as  the  "line  of  collimation "  of  the  instrument.  When 
the  distance  of  the  staff  is  so  great  that  the  observer  cannot  read 
the  divisions,  a  staff  of  the  old  kind,  with  a  sliding  vane,  may  be 
used.  (See  Article  49,  p.  83.)  The  water-level  is  useful  for  setting- 
out  the  points  of  contour-lines  intermediate  between  the  bench 
marks,  being  sufficiently  accurate  for  that  purpose,  and  more  expe- 
ditious than  the  telescopic  levelling  instrument 
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CHAPTER   V. 

OP  SETTING-OUT. 

61  Baagfag  Smtgfct  Urn*.— It  has  already  been  stated  in 
Article  11,  Division  XIIL,  p.  11,  that  the  process  of  ranging  and 
wttw^-ou*  the  line  consists  in  marking  on  the  ground  the  centre 
line  of  the  proposed  work. 

That  marking  consists  of  two  operations :  temporary  marking,  or 
""^ag*  by  means  of  poles;  and  permanent  marking,  or  setting- 
out,  properly  so  called,  in  which  the  principal  marks  are  in  general 
stakes. 

The  distance  apart  of  the  stakes  used  in  setting-out  the  centre 
line  of  a  proposed  work  varies  considerably  in  the  practice  of 
different  engineers.  In  some  cases,  a  stake  is  driven  at  every  chain 
of  66  feet;  in  others,  at  every  100  feet;  while  on  some  works  the 
distance  from  stake  to  stake  has  been  as  great  as  300  feet.  Time 
and  money  are  saved  by  adopting  a  long  interval  between  the  stakes, 
hot  at  the  expense  of  precision. 

For  ranging  straight  lines  of  moderate  length,  the  most  conve- 
nient instrument  is  a  large-sized  transit  theodolite — that  is  to  say, 
one  with  circles  of  six  inches  in  diameter  or  more  (Article  34, 
pp,  54,  55) — because  the  telescope  is  capable  of  being  turned  com- 
pletely over  about  its  horizontal  axis,  so  as  to  range  one  continuous 
straight  line  in  two  opposite  directions  from  the  station.  In  order 
that  this  operation  may  be  correctly  performed,  great  care  must  be 
kstowed  on  the  adjustment  of  the  line  of  collimation  perpendicular 
to  the  horizontal  axis  (Article  35,  p.  60),  of  the  horizontal  axis 
Perpendicular  to  the  vertical  axis*  (Article  35,  p.  61),  and  of  the 
vertical  axis  truly  vertical  (Article  35,  p.  58).  With  a  good  six- 
inch  theodolite  the  error  in  ranging  a  pole  in  a  straight  line  should 
not  exceed  10"  in  angular  direction;  that  is  to  say,  about  three 
inches  at  a  distance  of  a  mile  off. 

For  very  long  straight  lines,  however,  the  theodolite  is  not 
sufficiently  exact;  and  then  it  becomes  advisable  to  use  a  small 
Transit  Instrument,  consisting  simply  of  a  telescope  with  a  hori- 
zontal axis,  resting  on  a  suitable  stand,  so  as  to  be  capable  of  being 
turned  over  in  a  vertical  plane. 

The  telescope  of  a  transit  instrument  for  engineering  purposes 
may  be  from  twenty  to  thirty  inches  in  the  focal  length  of  the 


100  ENGINEERING  GEODESY. 

object-glass.  At  the  middle  of  the  length  of  the  telescope  tube  is  a 
hollow  sphere,  to  which  are  joined  two  hollow  cones,  forming'  the 
arms  of  the  horizontal  axis.  Those  arms  taper  towards  the  ends, 
where  they  terminate»in  two  hollow  cylindrical  pivots,  which  rest 
in  angular  bearings  called  Y's,  each  supported  on  the  top  of  one  of 
the  standards  of  the  frame.  One  of  these  Y's  has  a  vertical  adjusting 
screw,  for  raising  or  lowering  it  till  the  horizontal  axis  is  truly 
horizontal ;  the  other  has  horizontal  adjusting  screws,  for  shifting 
it  back  or  forward  until  the  horizontal  axis  is  truly  perpendicular  to 
the  vertical  plane  in  which  the  line  of  collimation  is  intended  to 
move.  There  is  a  moveable  spirit-level  for  placing  the  axis  hori- 
zontal, whose  use  will  presently  be  described 

At  the  common  focus  of  the  object-glass  and  eye-piece  are  a 
set  of  cross- wires  carried  by  a  diaphragm,  which  has  adjusting 
screws  to  move  it  so  as  to  place  the  line  of  collimation  (marked  by 
the  intersection  of  the  central  pair  of  cross-wires)  exactly  perpen- 
dicular to  the  horizontal  axis.  At  night  the  crass-wires  are 
rendered  visible  by  light  which  enters  from  a  lantern  through 
one  of  the  hollow  pivots  of  the  horizontal  axis,  and  is  reflected 
towards  the  cross* wires  by  a  small  oblique  mirror.  The  strong 
cast-iron  stand  of  the  instrument  rests  on  and  is  screwed  to  a 
smooth  level  stone  slab,  forming  the  top  of  a  massive  stone  or  brick 
pedestal,  built  on  a  firm  foundation.  The  building  which  shelters 
the  instrument  should  be  entirely  disconnected  from  the  pedestal ; 
otherwise  the  vibrations  produced  in  it  by  the  wind  will  be  com- 
municated to  the  instrument. 

To  facilitate  the  placing  of  the  instrument  exactly  in  a  given 
alignment,  the  frame  sometimes  rests  on  a  lower  frame,  like  the 
slide-rest  of  a  lathe,  along  which  it  can  be  slid  sideways  into  the 
rjequired  position  by  the  action  of  a  screw. 

The  adjustments  of  the  transit  instrument  are  as  follows : — 

(1.)  To  place  the  line  of  collimation  exactly  perpendicular  to  the 
Jtorizontal  axis. — Direct  the  cross-wires  towards  a  well-defined 
]K>int  in  a  distinct  object;  lift  the* telescope  with  its  axis  out  of  the 
Y's,  turn  it  over,  so  as  to  reverse  the  position  of  the  axis  end  for 
end,  and  set  it  down  again :  if  the  cross- wires  cover  exactly  the 
same  object,  the  adjustment  is  correct ;  if  not,  correct  one-half  of 
the  error  by  the  horizontal  adjusting  screws  of  one  of  the  Y's,  and 
the  other  half  by  the  adjusting  screws  of  the  diaphragm.  Repeat 
the  process  till  the  adjustment  is  perfect. 

(2.)  To  place  tiie  Jwrizontal  axis  truly  horizontal, — The  spirit- 
level  has  two  feet,  which  are  to  be  placed  striding  across  the  tele- 
scope so  as  to  rest  on  the  two  pivots  of  the  horizontal  axis  respec- 
tively. Bring  the  bubble  to  the  middle  of  the  level  by  turning 
the  vertical  adjusting  screw  of  one  of  the  Y's;  reverse  the  position 
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of  the  level  end  for  end :  if  the  bubble  remains  at  the  centre  of  the 
level,  the  adjustment  is  correct;  if  not,  correct  one-half  of  the 
deviation  by  the  vertical  adjusting  screw  of  the  axis,  and  the  other 
half  by  the  adjusting  screw  which  regulates  the  height  of  one  of  the 
feet  of  the  spirit-level.  Repeat  the  operation  till  the  adjustment  is 
perfect;  and  be  careful  to  remove  the  spirit-level  before  moving 
the  telescope. 

(3.)  To  place  the  plane  of  motion  of '  the  line  of  coUimatian  exactly 
in  the  vertical  plane  traversing  two  distant  stations  at  opposite  sides 
of  the  instrument 

The  pedestal  is  to  be  built  as  nearly  in  the  true  alignment  as 
b  practicable  by  ordinary  methods  of  ranging,  and  the  upper 
surface  of  the  flat  stone  which  forms  the  top  is  to  be  carefully 
levelled. 

The  transit  instrument  having  been  set  on  the  pedestal,  and  its 
line  of  collimation  adjusted  perpendicular  to  the  horizontal  axis,  is 
to  be  moved  by  hand  until  the  telescope,  being  turned  alternately 
in  opposite  directions,  points  nearly  towards  the  signals  marking  the 
distant  ends  of  the  line;  observing,  that  when  the  line  of  ooltima- 
tkui  deviates  to  the  same  side  of  both  signals  (for  example,  in  a 
hue  running  north  and  south,  to  the  east  of  both,  or  to  the  west  of 
both)  such  deviation  is  to  be  corrected  by  shifting  the  stand  aide- 
ways;  and  that  when  the  line  of  collimation  deviates  to  opposite 
sides  of  the  signals  (for  example,  to  the  east  of  one,  and  to  the  west 
of  the  other)  such  deviation  is  to  be  corrected  by  turning  the 
stand  as  if  about  a  vertical  axis.  This  is  the  first  approximation 
to  adjustment.  A  second  approximation  is  made  in  the  same 
manner,  after  having  levelled  the  horizontal  axis;  and  then  the 
places  are  marked  for  the  screw  sockets.  The  instrument  having 
been  removed,  the  holes  for  those  sockets  are  to  be  cut,  and  the 
sockets  fixed  in  them  with  lead. 

The  instrument  is  then  replaced,  and  approximately  adjusted  as 
before,  and  the  screws  for  fixing  it  to  the  pedestal  are  inserted,  but 
not  tightened.  The  instrument  is  finally  adjusted  by  the  aid  of 
the  horizontal  adjusting  screws  of  the  horizontal  axis,  and  the 
fixing  screws  are  tightened.* 

63.  KMgtaf  w4  Scttlag-Mt  Carre* — The  curved  parts  of  rail- 
ways require  to  be  set  out  with  great  precision.  The  form  almost 
universally  adopted  for  them  is  that  of  circular  arcs,  though  in  a 
few  instances  other  forms,  such  as  that  of  the  parabola,  have  been 
used.  There  are  reasons  for  thinking  that  the  best  form,  in  a 
mechanical  point  of  view,  is  that  called  the  "elastic  curve,"  which 
a  spring  of  uniform  transverse  section  takes  when  bent;  but  the 

*  Ample  deuib  on  this  subject  are  given  in  Mr.  Siinms's  work  On  Practical 
Tu*ndli*g. 
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great  difficulty  of  Betting  it  out  accurately  has  prevented  its  bein  j 
used  The  only  methods  which  will  be  described  here  are  three  o 
those  of  setting  out  circular  curves — the  method  by  angles — th< 
method  by  offsets — and  the  method  by  bisections  of  arcs. 

Method  I. — Setting-out  Circular  Curves  by  Angles  at  the  C%r+ 
cumference. — This  is  the  only  method  by  which  circular  curves  can 
be  set  out  at  once  as  quickly  and  as  accurately  as  straight  lines.  * 
It  depends  on  the  well-known  principle, 
that  the  angle  subtended  by  any  arc  oi 
a  circle  at  any  point  in  the  circumference 
of  the  same  circle,  is  one-half  of  the  angle 
subtended  by  the  same  arc  at  the  centre 
of  the  circle.  For  example,  in  fig.  48, 
A  B  is  an  arc  of  a  circle,  C  a  point  in 
the  circumference  of  the  same  circle  lying 
beyond  the  arc.  The  angle  ACB  is 
18  one-half  of  the  angle  subtended  by  -A.  B 

at  the  centre  of  the  circle.  When  the  point  at  which  the  angle  is 
measured  lies  upon  the  arc,  as  at  £,  it  is  the  angle  BEF  =  AEG, 
between  the  line  drawn  from  one  end  of  the  arc  and  the  prolonga- 
tion of  the  line  from  the  other  end,  that  is  equal  to  half  the  angle 
at  the  centre  of  the  circle.  When  the  point  at  which  the  angle  is 
measured  is  one  of  the  ends  of  the  arc,  as  A,  it  is  the  angle  DAB, 
between  the  tangent  of  the  arc  and  its  chord,  that  has  the  same 
property. 

To  express  this  by  a  formula ;  let  a  denote  the  length  of  the  arc, 
r  the  radius  of  the  circle;  then —  , 

Angle  at  ike  circumference  in  minutes 
-ACB  =  FEB  =  DAB  =  ^Bl!5J£*^5*E? 

=  1718'«873"   (1.) 

r  x    7 

(The  co-efficient  is  the  value  in  minutes  of  one  half  of  the  arc  equal 
to  radius;  see  p.  37.)  t 

*  This  method  of  setting-out  curves  by  angles  was  published  for  the  first  time  in  a 
rafter  read  to  the  Institution  of  Civil  Engineers  on  the  14th  of  March,  1843,  by  the 
author  of  this  work,  who  had  first  practised  it  in  1841.  Methods  of  setting-out 
curves  by  the  theodolite  had  previously  been  employed  by  Captain  Vetch  and  Mr. 
Gravatt,  but  they  have  never,  so  far  as  the  author  knows,  been  published. 

f  American  engineers  describe  the  sharpness  of  curves  by  stating  the  number  of 
degrees  in  the  angle  subtended  at  the  centre  by  an  arc  of  i00  feet  in  length,  which 
au^le  they  call  the  "  angle  of  deflection."    Its  value  is 

Angle  of  deflection- in  dcgiees ,.-    .  -,— : 

e  ^  radiuo  in  foci' 
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In  applying  that  principle  to  practice,  the  best  instrument  is  a 
sur,-inch  transit  theodolite,  which  will  range  the  positions  of  poles  at 
the  distance  of  half  a  mile  to  the  accuracy  of  an  inch  and  a-hal£ 
With  a  smaller  instrument, 
the  distances  must  be  shorter, 
or  the  precision  less. 

Problem  First. — To  set 
oat  a  circular  curve  touching 
two  given  straight  lines,  when 
the  point  of  intersection  of 
those  straight  lines  is  acces- 
sible. 

In  fig.  49,  let  B  A,  0  A,  be 
the  two  straight  lines,  inter- 
secting in  A.  Setthetheodo-  '  Fig.  49. 
lite  at  A,  and  measure  the 
angle  there,  which  denote  by  A;  then  lay  off  the  two  equal  tan- 
gents, A  B,  A  C,  as  calculated  by  the  following  formula  (in  which  r 
is  the  intended  radius  of  the  curve): — 

AB  =  AC  =  r-cotan^; (2.) 

and  B  and  C  will  be  the  ends  of  the  curve,  where  it  touches  the 
straight  lines. 

It  is  convenient  (though  not  always  necessary)  to  find  the  middle 
point  of  the  curve.  For  that  purpose,  range,  by  means  of  the 
theodolite,  the  line  A  D  bisecting  the  angle  at  A;  and  lay  off  the 
distance, — 


AD-f(oom£-l); (3.) 


then  will  D  be  the  middle  point  of  the  curve. 

The  points  B  and  C  (and  also  D,  if  marked)  should  be  marked 
by  stakes  distinguished  in  some  way  from  the  ordinary  stakes  which 
are  driven  all  along  the  centre  line  at  equal  distances  of  one  chain, 
or  100  feet,  or  some  other  distance. 

and  conversely-— 

5729-6 


Radius  in  feet « 


Angle  of  deflection  in  degrees" 


A  come  U  called  a  "one-degree  curve,*1  a  " two-degree  curve,"  and  so  on,  according 

to  ita  angle  of  deflection.    Hence) 

A  "one-degree    curve"  means  a  curve  of  5729*6  feet  radius; 
a  "two-degree   curve"     —         —         2864*8  —     — 
a  "threeniegree  curve"     —         —        1909*9  —     — 

and  so  on. 
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The  total  length  of  the  curve  is  found  by  the  formula, 

Arc  B  C  =  '0002909  r  x  supplement  of  A  in  minutes.... (4.) 

Any  one  of  the  points,  B,  C,  or  D,  will  answer  as  a  station  for 
the  theodolite  in  ranging  the  curve.  The  commencement  of  the 
curve,  B,  is  the  station  that  involves  the  simplest  operations;  but 
when  the  length  of  the  curve  exceeds  about  half  a  mile,  the  middle 
point,  D,  is  the  best  station  as  regards  accuracy  and  convenience. 

The  following  is  the  process  of  ranging  the  curve  with  the  theo- 
dolite planted  at  its  commencement,  B : — 

For  brevity's  sake,  the  distance  between  the  stakes  which  mark 
the  centre  line  of  the  proposed  railway  will  be  called  "  a  Chain," 
whether  it  is  66  feet,  100  feet,  or  a  greater  distance. 

Let  o,  in  fig  49,  represent  the  last  stake  in  the  portion  of  the 
straight  line  immediately  preceding  the  curve;  the  distance  B  1 
from  the  commencement  of  the  curve  to  the  first  stake  in  it  will  be 
the  difference  between  one  chain  and  o  B.  The  angle  at  the  cir- 
cumference subtended  by  the  arc  Bl  having  been  calculated  by 
equation  1,  is  to  be  laid  off  by  the  theodolite  from  the  tangent 
B  A,  the  zero-point  of  the  azimuth  circle  being  directed  towards  A. 
The  line  of  collimation  will  then  point  in  the  proper  direction  for 
the  first  stake  in  the  curve,  1;  and  its  proper  distance  from  B  being 
laid  off  by  means  of  the  chain,  its  position  will  be  determined  at 
once. 

The  angles  at  the  circumference  subtended  by  B  1  + 1  chain, 
B  1  4*  2  chains,  B 1  +  3  chains,  <kc.,  being  also  calculated,  and  laid 
off  from  the  tangent  B  A  in  succession,  will  respectively  give  the 
proper  directions  for  the  ensuing  stakes,  2,  3,  4,  Ac.,  which  are 
at  the  same  time  to  be  placed  successively  at  uniform  distances  of 
one  chain  by  means  of  the  chain. 

The  difference  between  an  arc  of  one  chain  and  its  chord,  on  any 
curve  which  usually  occurs  on  railways,  is  in  general  too  small  to 
cause  any  perceptible  error  in  practice,'  even  in  a  very  long  distance ; 
but  should  curves  occur  of  unusually  short  radii,  it  is  easy  to  calcu- 
late the  proper  chord,  and  set  it  off  from  each  stake  to  the  next, 
instead  of  one  chain,  the  length  of  the  arc.  For  this  purpose,  the 
following  approximate  formula  is  useful.  Let  r  be  the  radius,  a  the 
arc,  and  c  the  chord;  then — 


?  =  «(1-24^)nearly'   (5) 


When  the  curve  is  ranged  with  the  theodolite  at  D,  or  at  any 
other  intermediate  point  in  the  curve,  or  at  its  termination  0,  the 
process  is  precisely  the  same,  except  that  the  zero-point  of  the 
azimuth  circle  is  to  be  turned  towards  B  instead  of  A;  and  that 
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when  the  chain  passes  the  theodolite  station  (for  example,  in  going 
from  stake  4  to  stake  5  in  fig.  49,  with  the  theodolite  at  D),  the 
telescope  is  to  be  turned  completely  over. 

When  the  inequalities  of  the  ground  make  it  impossible  to  range 
the  entire  curve  from  the  stations  B,  D,  and  C,  any  stake  which  has 
already  been  placed  in  a  commanding  position  will  answer  as  a 
station  for  the  theodolite. 

The  stakes  or  poles,  after  having  been  ranged  by  the  theodolite, 
should  have  their  positions  finally  checked  and  adjusted  by  a 
modification  of  the  method  of  offsets,  which  will  afterwards  be 
explained. 

Problem  Second. — To  set  out  a  circular  curve,  touching  two 
given  straight  lines,  when  the  point  of  intersection  of  those  lines  is 
inaccessible. 

In  fig.  50,  the  lines  to  be  chained  on  A 

the  ground  are  represented  by  full  lines; 
those  whose  lengths  are  to  be  calculated 
only  are  dotted. 

Let  B  A,  C  A,  be  the  two  straight 
lines,  meeting  at  the  inaccessible  point 
A  Chain  a  straight  line  D  E  upon 
accessible  ground,  so  as  to  connect  those 
two  tangents.  The  position  of  the  Prone- 
renal  D  E  is  arbitrary;  but  it  is  conve-  RS«  *<>• 

nient  so  to  place  it  that  it  will  cut  the  proposed  curve  in  two  points, 
which  may  be  determined,  and  used  as  theodolite  stations. 

Measure  the  angles  B  D  E,  D  E  C,  which  may  be  denoted  by  D 
and  E.     Then  the  angle  at  A  is 

A  =  D  +  E-180°; (6.) 

AD^DE-^-l;  AE  =  DE'-51?; (7.) 

sinA'  sin  A  x   ' 

A  A 

DB  =  r-cotany-AD;  E  0  =  r  •  cotan  -£-  A  E ; ...  (8.) 

and  by  laying  off  the  distances  D  B  and  E  C  as  thus  calculated,  the 
ends  of  the  curve  B  and  C  are  marked,  and  it  can  be  ranged  from 
either  of  those  stations  as  in  Problem  First. 

But  it  is  often  convenient  to  have  intermediate  points  in  tho 
curve  for  theodolite  stations;  and  of  those  the  points  of  intersec- 
tion with  the  transversal,  H  and  K,  and  the  point  G,  midway 
between  these,  can  easily  be  found  by  the  following  calculations,  in 
making  which  a  table  of  squares  is  useful. 

Let  F  be  the  point  on  the  transversal  midway  between  H  and  K. 
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If  B  D  =  C  E,  the  point  F  is  at  the  middle  of  D  K  If  B  D  anc 
C  E  are  unequal,  let  B  D  be  the  greater;  then  the  position  of  F  i 
given  by  either  of  the  two  following  formulae  : — 

DE    BD»-OP    _„    DE    BD'-CP 

The  points  H  and  K  are  at  equal  distances  on  each  side  of  F. 
given  by  either  of  the  following  expressions : — 

=  ,y(DF*  +  EF»-BD«-OE*)  (1Q. 

The  equations  9  and  10  are  deduced  from  the  two  following, 
which  may  be  used  in  order  to  check  the  calculations,  and  are  given 
in  a  form  suitable  for  the  use  of  a  table  of  squares: — 


(11.) 


The  point  G  in  the  curve  is  found  by  setting  off  the  ordinate 
F  G  perpendicular  to  D  E,  of  the  following  length: — 

FG  =  r-  ^-FH« (12> 

The  angles  subtended  at  the  centre  of  the  curve  by  the  several  arcs 
between  the  commencement  B  and  the  points  H,  G,  K,  0,  are  as 
follows: — 

TpTT 

Anglesubtended  at  thecentreby  BH  =  1 80°  —  D  -  arc  •  sin  — ; 

T 


—  —        —        —         BG=180°-D; 

FH 

—        —        —        BK  =  180°-D  +  arc-sin — : 

r  ' 

—  —        —        —      BC  =  180°-.A  =  360°-D-E; 


(13.) 


and  the  length  of  any  one  of  those  arcs  may  be  computed  by  means 
of  the  formula, 

Axo  =  *  0002909  r  x  angle  at  centre  in  minutes.  ...  (14.) 
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The  use  of  such  computations  will  appear  in  the  next  problem. 

Cases  may  occur  in  which  obstacles  upon  the  ground  render  it 
necessary  to  make  one  or  both  of  the  ends  of  the  transversal  D  £ 
meet  the  straight  tangents  beyond  the  ends  of  the  curve.  The 
whole  of  the  formube  already  given  continue  to  be  applicable,  with 
only  the  following  modifications. 

When  D  lies  further  from  A  than  B  does,  D  B  is  negative  in  the 

j± 
first  of  the  equations  8 — that  is,  A  D  is  greater  than  r  *  cotan  -~  ; 

and  the  point  H,  as  found  by  means  of  equation  10,  lies,  not  on 

the  arc  to  be  ranged,  but  on  the  continuation  of  the  same  circle 

beyond  Bl 

When  E  lies  further  from  A  than  C  does,  £  C  is  negative  in  the 

second  of  the  equations  8 — that  is,  A  £  is  greater  than  r  *  cotan 

A 

2  ;  and  the  point  K,  as  found  by  means  of  equation  10,  lies,  not 

oo  the  arc  to  be  ranged,  but  on  the  continuation  of  the  same  circle 
beyond  C. 

The  point  G  always  lies  on  the  arc  to  be  ranged.  The  longer 
the  ordinate  F  G  is,  the  more  carefully  must  it  be  set  off  at  right 
angles  to  the  transversal. 

Problem  Thibd. — To  set  out  a  circular  curve  touching  two  given 
straight  lines,  when  part  of  the  curve  is  inaccessible  to  the  chain. 

If  the  point  of  intersection  of  the  tangents  is  accessible,  the  two 
ends  of  the  curve  are  to  be  determined  and  marked  as  in  Problem 
first,  and  also  the  middle  point  of  the  curve,  unless  it  lies  on  the 
inaccessible  ground ;  and  the  length  of  the  curve  is  to  be  computed 
br  equation  4. 

If  the  point  of  intersection  of  the  tangents  is  inaccessible,  the 
two  ends  of  the  curve,  and  at  least  one  intermediate  point,  are  to 
be  determined  and  marked  by  the  aid  of  a  transversal,  as  in  Problem 
Second,  and  the  lengths  of  the  arcs  bounded  by  those  points  are  to 
he  computed  by  the  formulas  13  and  14. 

A  transversal  may  be  useful  even  when  the  point  of  intersection 
of  the  tangents  is  accessible. 

Each  of  the  points  thus  marked  will  serve  either  as  a  theodolite 
station,  or  as  a  station  to  chain  from,  or  for  both  purposes ;  and  the 
stakes  lying  between  the  obstacle  and  the  next  station  beyond  it 
are  to  be  planted  by  chaining  backwards  from  that  station. 

Suppose,  for  example,  that  the  commencement  of  the  curve  (B), 
lies  at  243  chains  60  links  from  the  commencement  of  the  line,  or 
"peg  0."  The  first  stake  in  the  curve  will  be  40  links  from  B, 
and  will  be  "  peg  244."  Now,  suppose  that  pegs  245  and  246  can 
k  planted  by  chaining  forwards,  but  that  an  obstacle  occurs  in  the 


/       ? 
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course  of  the  next  chain.  Let  G  denote  a  station  in  the  curve 
beyond  the  obstacle,  found  by  means  of  a  transversal  or  otherwise, 
and  let  the  arc  B  G,  computed  by  the  proper  formula,  be  6  chains 
20  links.  Then  G  is  243  •  60  +  6  •  20  =  249  chains  80  links  from 
"peg  0>"  *nd  lies  between  peg  249  and  peg  250.  Peg  249  is 
planted  by  chaining  backwards  80  links  from  G,  and  pegs  248  and 
247  by  continuing  to  chain  backwards.  Peg  250  is  planted  by 
chaining  forwards  20  links  from  G,  and  pegs  251,  <fca,  by  continu- 
ing to  chain  forwards.  The  ranging  of  the  angular  directions  of 
the  stakes  from  a  theodolite  station  presents  no  peculiarity. 

D  F  Method  II. — Setting-<nrtCircutorCtJirve8 

b   y^HB    — ^       lnfig.51,letAC,CE,EG,bea  series 
/5z^  of  equal  or  unequal  chords  inscribed  in  a 

circle.     Produce  A  C,  to  D,  making  C  D 
C  E ;  join  D  E.     The  distance  E>    £ 
_  called  the  "qffeet;"  and  its  value  is 
^  almost  exactly 

DE  =  ^ (15.) 

Let  C  E  and  E  G  be  two  equal  chords;  then  the  offset  is 

FG=^. (16.) 

If  A  B  is  a  tangent  to  the  curve  at  A,  and  C  B  a  perpendicular 
let  fall  upon  it  from  C,  that  perpendicular,  being  the  offset  from  tJys 
tcmyeiU,  is 

A  C* 
BC=^ (17.) 

Problem  Fourth. — To  set  out  a  circular  curve  by  offsets,  com- 
mencing at  a  given  point  on  a  straight  line  (fig.  51). 

Let  A  be  the  commencement  of  the  curve,  found  as  in  Problem 
First,  and  marked  with  a  pole;  A  B  the  prolongation  of  .the  straight 
line  (being  a  tangent  to  the  curve),  and  B  the  end  of  the  chain  when 
laid  along  that  prolongation  from  the  last  stake  in  the  straight  line. 
Plant  a  small  pole  at  B,  calculate  the  offset  B  C  by  equation  17, 
shift  the  end  of  the  chain,  and  the  pole  along  with  it,  sideways  from 
B  to  C,  keeping  the  chain  tight,  and  leave  the  pole  at  C. 

Drag  the  chain  onward  in  the  prolongation  of  A  C ;  range  a  pole 
at  D  in  a  straight  line  with  A  and  C,  and  at  one  chain's  distance 
from  G ;  shift  die  pole  and  the  end  of  the  chain  through  the  offset 
D  E,  calculated  by  equation  15. 
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Drag  the  chain  onward;  range  a  pole  at  F  in  a  straight  line 
with  C  and  E,  and  at  one  chain's  distance  from  E ;  shift  the  pole 
and  the  end  of  the  chain  through  the  offset  F  G,  calculated  by 
equation  16;  leave  the  pole  at  G,  and  so  on. 

If  this  process  could  be  performed  with  absolute  precision,  the 
curve  would  terminate  by  exactly  touching  the  further  tangent 
at  the  point  of  contact  found  as  in  Problem  First  But  this  never 
takes  place  at  the  first  trial,  except  by  accident;  for  any  small 
inaccuracy  in  laying  off  the  offset  produces  an  error  in  the  position 
of  each  stake,  increasing  nearly  as  the  square  of  the  distance  from 
the  commencement  of  the  curve.  If  the  final  error  is  considerable, 
the  curve  must  be  ranged  over  again,  until  by  successive  trials  the 
final  error  has  been  reduced  to  one  not  exceeding  about  ten  links; 
then  the  positions  of  the  stakes  are  to  be  finally  adjusted  by 
chaining  round  the  curve  once'  more,  and  shifting  each  stake 
sideways  through  a  distance  proportional  to  the  square  of  its 
distance  from  the  commencement  of  the  curve. 

Although  this  method  is  clumsy  and  tedious  as  a  means  of 
ranging  curves,  it  is  very  useful  for  testing  the  uniformity  of 
curvature  of  curves  already  ranged,  and  for  rectifying  the  position* 
of  individual  stakes  to  the  extent  of  an  inch  or  two. 

Method  IIL — Problem  Fifth. — To  set  out  a  circular  curve  by 
twxessws  bisections  of  arcs. 

This  is  a  method  to  be  used  only  in  the  absence  of  angular 
instruments.  It  depends  on  the  following  relation  between  the 
Teraed  sine  of  an  angle  B  and  that  of  its  half; 


versin 


B       ,      a  /i       versin  B  n  Q  v 


To  apply  this  principle, let  B  A, 
C  A,  in  fig.  52,  be  the  two  tan- 
gents, and  B  and  C  the  ends  of 
the  curve,  so  placed  that  A  B  and 
A  0  shall  be  equal,  but  leaving 
the  radius  to  be  found  by  calcula- 
tion.   Measure  the  chord  B  C.  ***  62' 

Then  the  simplest  process  for  finding  the  radius  is  to  use  the 
following  formula : — 

AB-BC 

r~*y/^i™ (190 

hut  as  the  triangle  A  B  C  is  in  general   "  ill-conditioned,"  it  is 
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more  accurate,  though  more  laborious,  to  bisect  B  C  in  E,  measure 
A  E,  and  make 

A  B *  B  E  /in     x 

r  =  -AE— <19A-> 

Calculate  the  versed  sine  of  the  angle  A  B  E=  B,  which  is  tttsLt 
subtended  at  the  centre  by  one-half  of  the  curve,  as  follows : — 

versin  B  = ^-^ — ; (20.) 

and  by  means  of  equation  18  (using  a  table  of  squares,  if  one  is  at 

T>     T>     "D 

hand)  calculate  the  versed  sines  of  -r-,  — ,  ~,  Ac.,  in  succession, 

observing  that  versin  B  enables  one  intermediate  point  in   the 

B  B 

curve  to  be  found,  versin  -^,  three  points,  versin  -j,  seven  points ; 

B 

and    generally,  that  versin    ^  enables  2*  + l  —  1  intermediate 

points  in  the  curve  to  be  found. 

From  the  middle  E  of  the  chord  B  0  and  perpendicular  to  it, 
lay  off  the  offset  E  D  =  r  versin  B;  D  will  be  the  middle  point  of 
the  curve. 

Chain  and  bisect  the  chords  B  D,  D  C,  and  from  their  middle 
points  and  perpendicular  to  them,  lay  off  the  offsets 

H  K  =  I  L  =  r  versin  ^; (21.) 

EL  and  L  will  be  points  in  the  curve,  midway  respectively  between 
B  and  D,  and  between  D  and  C;  and  so  on  until  a  sufficient 
number  of  points  have  been  marked  by  poles. 

Then  chain  round  the  curve  as  ranged  by  the  poles,  and  drive 
stakes  at  equal  distances  apart. 

The  imiformity  of  the  curvature  may  be  finally  checked  by 
Method  II. 

64.  Nicktng-oat  the  centre  line  of  a  proposed  work  consists  in 
cutting  a  small  trench  about  six  inches  wide,  to  mark  the  centre 
line  in  the  intervals  between  the  stakes.  The  surface  of  the 
ground  ought  to  be  left  undisturbed  for  a  short  distance  on  each 
aide  of  each  stake. 

Where  the  centre  line  crosses  fences  and  buildings,  it  should  be 
distinctly  marked  by  notches  or  grooves. 

65.  Permaaeat  marks  ef  the  Line  u4  Levels  are  usually  stakes 
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oflazger  dimensions  than  those  which  mark  the  centre  line,  and 
pitted  90  far  to  either  aide  of  it  that  there  is  no  risk  of  their 
Vflng  disturbed  during  the  progress  of  the  work,  by  which  the 
^autoonfte  centre  line  itself  are  obliterated 

The  places  where  permanent  marks  of  the  course  of  the  line  are 
c^y  required  are  on  the  tangents  of  curves, — their  distances  from 
intends  of  the  curves  being  noted,  so  as  to  enable  both  the  curves 
&ri  the  straight  lines  which  connect  them  to  be  ranged  over  again 
0&  any  time.  Any  important  point  on  a  curved  or  straight  part 
d  the  centre  line  may  be  permanently  marked  by  driving  two 
stakes  in  a  straight  line  passing  through  it,  one  at  each  side  of  the 
.*ate  of  the  work,  and  noting  its  distances  from  them,  or  by  any  of 
ike  means  described  in  the  second  paragraph  of  Article  21,  p.  17. 

Stakes  to  be  used  as  permanent  bench  marks  for  the  levels  of 
the  work  are  about  three  or  four  feet  long,  and  four  inches  square, 
hooped  round  the  top  with  iron  to  prevent  the  head  from  being 
crashed.  One  of  the  best  ways  to  form  a  firm  surface  for  the  staff 
to  rest  on  is  to  drive  into  the  head  of  the  stake  a  long  iron  spike 
'vfth  a  large  convex  head;  the  uppermost  point  of  the  convex 
sor&oe  of  that  head  is  the  bench  mark.  Such  marks  are  to  be 
pbced  near  the  sites  of  all  proposed  pieces  of  masonry,  and  other 
structures  of  importance,  and  near  the  ends  of  cuttings  and 
embankments ;  and  opposite  points  where  the  rate  of  inclination  or 
gradient  of  a  proposed  railway  is  to  change. 

As  soon  as  any  piece  of  masonry  has  been  built  high  enough, 
one  or  more  bench  marks  should  be  made  on  the  masonry  itself,  to 
regulate  the  levels  to  which  the  remainder  of  the  structure  is  to  be 
built. 

66.  Wotfcteg  BcctiM  and  lievrt-ltoli.— The  nature  of  a  working 
section  has  already  been  explained  generally  in  Article  11,  Division 
XTV^  p.  11,  and  in  Article  16,  p.  15.  The  levels  taken,  in  order 
to  prepare  it,  consist  for  the  most  part  of  those  of  the  stakes  planted 
to  mark  the  centre  line,  which  are  driven  until  their  heads  are 
flush  with  the  ground.  Should  any  inequality  of  the  ground  occur 
between  two  stakes,  enough  of  additional  levels  and  distances  must 
be  taken  to  enable  an  exact  vertical  section  of  it  to  be  plotted ;  and 
the  levels  of  every  line  of  communication  and  other  important 
object  must  be  taken  where  it  is  crossed  by  the  centre  line.  The 
level  of  every  stake,  and  of  every  line  of  communication  crossed,  is 
to  be  taken  twice  over. 

As  to  scales  for  working  sections,  see  p.  7. 

Cross  Sections  have  already  been  referred  to  in  Article  60,  p.  97. 

When  the  ground  is  uneven  sideways,  they  may  be  required  at 

each  stake.     In  general,  they  should  be  ranged  accurately  at  right 

angles  to  the  centre  line,  and  should  be  plotted  without  exaggera- 
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tion ;  their  vertical  and  horizontal  scales  being  the  same  with  the 
vertical  scale  of  the  longitudinal  section.    All  cross  sections  should  be 
plotted  as  seen  by  looking forvxvrds  towards  them  along  the  centre  line. 
The  Lerel-iB««k  of  the  working  section  of  a  line  of  communica- 
tion is  a  book  containing  a  complete  statement  of  the  levels  of  the 
ground  and  of  the  intended  work,  and  of  other  information  which 
will  presently  be  specified.     Each  folio  of  the  book  is  divided  into 
several  columns,  whose  number,  arrangement,  and  contents  differ 
in  the  practice  of  different  engineers.     The  following  statement  of 
the  contents  of  the  several  columns  of  a  level-book  may  be  taken  as 
an  example.     It  is  specially  adapted  to  a  railway,  but  may  be 
made,  by  slight  modifications,  to  suit  other  kinds  of  works:  — 
Column  1.  Numbers  of  the  stakes  planted  at  equal  intervals  of 
66  feet,  100  feet,  300  feet,  or  some  other  distance 
along  the  centre  line.     The  stake  at  which  the  line 
commences  is  numbered  0. 
.  Column  2.  Distances  from  the  commencement  of  the  section,  in 

links  or  feet,  as  the  case  may  be. 
Column  3.  Descriptions  of  objects  between  the  equidistant  stakes, 
such  as  fences,  streams,  roads,  canals,  railways,  in- 
termediate stakes  at  ends  of  curves,  <kc. 
Column  4.  Levels  of  the  ground  at  the  stakes,  and  between  them 

when  necessary,  and  of  bench  marks. 
Column  5.  Intended  level  of  the  upper  surface  of  the  railway  (or 

other  proposed  work.) 
Column  6.  Formation  level  (that  is,  level  of  the  ground  when 
prepared   by  excavation  or  embankment  for  the 
completion  of  the  work). 
Column  7.  Depths  of  cutting,  \  as  calculated  by  taking  the  differ- 
Column  8.  Heights  of  embank-  >  ences  between  the  numbers   in 
ment,  j  column  4  and  column  6. 

CI         |  X  >  Bate  of  lateral  slope  of  the  ground,  if  any,  to  the 

I  *  ht  f  °^  ^e  centre  ^me>  specifying  whether  it 
rises  or  falls  from  the  centre  lina  If  the  slope  of 
the  ground  is  irregular,  reference  may  be  made  to  a 
cross  section. 

Column  12  i  breadths  °^  ^an<^  required  for  works  only  (exclu- 
sive  of  fences)  to  the  <    .  ,  .  V  of  the  centre  line 

These  are  called  "half-breadths"  The  method  of 
calculating  them  will  be  described  under  the  head  of 
Earthwork,  in  the  sequel 
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SS.  \l}  T«al Mf*r~d*.  to  the  { ^Jof  the  cent* 

line,  found  by  adding  the  intended  breadth  of  the 
fencing  to  the  half-breadths  in  columns  11  and  12. 
Column.  15.  Angles  at  which  streams,   roads,  canals,   railways, 
6c.,  cross  the  centre  line,  stating  (if  the  angles  are 
oblique)  whether  the  acute  angle  lies  to  the  l^fi  or 
right  of  the  centre  line  looking  forwards. 
Column  16.  Remarks: — Comprising  positions  of  permanent  marks, 
rates  of  inclination  or  gradients,  radii  of  curves, 
spans  and  head-room  of  bridges,  tunnels,  and  arches 
of  viaducts,  alterations  of  level  of  existing  lines  of 
communication,  &c, — the  whole  accompanied  by  a 
sketch  of  the  working  section. 
When  an  existing  line  of  communication  is  to  be  altered  in  posi- 
tion or  level  for  the  purposes  of  the  proposed  work,  a  working  section 
of  the  works  required  for  such  altered  line  should  be  prepared  in  the 
same  manner  with  that  of  the  principal  work,  and  its  description 
inserted  in  the  level-book. 

67.  whiimsj  ■■■  WifM  »■*  BiwAk  •€  Ijm4  (already  referred  to 
in  Article  11,  p.  11)  is  performed  by  laying  off  the  half-breadthi 
of  the  work  and  the  total  half-breadtJis,  as  calculated,  exactly  at  right 
angles  to  the  centre  line,  marking  their  ends  with  stakes,  and 
sometimes  also  nicking  out  lines  so  as  to  connect  those  stakes,  and 
show  the  boundaries  of  the  earthwork  and  the  boundaries  of  the 
land  to  be  occupied  respectively.  A  temporary  fence  is  made,  as 
soon  as  possible,  along  the  outer  of  those  boundaries. 

The  LnAMwi  (referred  to  in  the  same  page)  are  prepared  by 
plotting  the  total  half-breadths  on  the  plan  of  the  working  survey, 
drawing  the  boundaries  of  the  pieces  of  land  required  for  the  work, 
and  m»king  separate  copies  or  tracings  of  them,  to  be  used  in 
dealing  with  the  owners  and  occupiers. 

£8.  Pomien  Mariu  •€  Mtw  •€  w«rk*  are  stakes  planted  on 
nearly  the  same  principle  with  those  already  described  in  Article 
65  for  marking  points  on  the  centre  line.  For  example,  suppose 
that  the  work  to  be  set-out  is  a  bridge,  consisting  principally  of  two 
abutments  which  support  an  arch  or  a  platform.  The  principal 
points,  upon  which  the  positions  of  all  other  points  in  the  bridge 
depend,  are  the  four  corners  of  its  abutments.  To  enable  the 
positions  of  those  corners  to  be  found  at  any  time,  plant  four  stakes 
in  the  prolongations  of  the  faces  of  the  two  abutments,  at  known 
distances  from  the  four  corners,  and  sufficiently  far  from  them 
to  be  clear  of  the  work. 

69.  In  buii^  ■■!  terete  •€  Kmewmiimn  the  engineer  causes 
stakes  to  be  driven,  whose  heads  are  at  the  intended  formation-leveL 

I 
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To  plant  a  stake  at  a  given  level,  the  staff  is  to  be  held  ojx>n  the  I 
nearest  bench  mark,  and  read;  the  difference  between  the  level  of ; 
that  bench  mark  and  that  of  the  new  stake  to  be  driven,  is  to  be 
added  to  the  reading  of  the  staff,  if  that  stake  is  to  be  lower  than 
the  bench  mark, — subtracted,  if  it  is  to  be  higher.  This  gives  the  j 
height  which  will  be  read  upon  the  staff  at  the  new  stake,  when  i 
that  stake  has  been  driven  to  the  proper  depth. 

Two  such  stakes,  being  diiven  at  fifty  feet  apart  or  thereabouts, 
in*  the  centre  line,  near  the  commencement  of  a  proposed  cutting, 
enable  the  excavators  to  carry  on  the  cutting  at  the  proper  level 
and  rate  of  inclination  for  some  distance,  by  the  operation  called 
" boning"  which  consists  in  ranging  a  line  of  uniform  inclination 
from  two  given  points  in  it,  with  T-shaped  instruments  called 
"  boning-rods."     Each  of  these  consists  of  an  upright  staff,  having 
a  cross-bar  at  right  angles  to  it  at  the  top:  all  the  boning-rods 
belonging  to  one  set  ought  to  be  exactly  of  the  same  height.       To  ; 
range  or  "  bone1'  the  bottom  of  a  cutting  with  them  from  two  given 
stakes,  two  of  the  rods  are  to  be  held  upright  on  the  heads  of  the 
two  stakes,  and  a  third  held  upright  at  any  point  in  the  cutting 
which  is  in  the  same  straight  line  with  the  stakes;  when,  if  the 
bottom  of  the  cutting  is  at  the  true  formation  level,  the  tops  of  the 
three  rods  will  be  in  one  straight  line.     In  this  manner  the  cutting 
is  carried  forward  at  an  uniform  rate  of  inclination,  until    the 
engineer  thinks  it  advisable  to  plant  a  new  pair  of  stakes  by  the 
level  and  staff  near  its  inner  end,  from  which  the  boning  goes  on 
as  before. 

70.  Basgteg  »■*  Scute*-***  Tanneb. — The  centre  line  of  a 
tunnel  having  been  at  first  ranged  on  the  surface  of  the  ground,  in 
the  manner  already  described,  a  row  of  shafts  are  sunk  in  con- 
venient positions  along  that  line. 

In  order  to  range  the  line  below  ground,  it  is  necessary  to  have 
two  marks  in  the  centre  line  at  the  bottom  of  each  shaft,  as  far 
asunder  as  possible,  to  enable  that  line  to  be  prolonged  from  the 
bottom  of  the  shaft  in  both  direction!  Those  marks  consist  of 
nails  or  spikes  driven  into  the  cross-timbers. 

The  former  practice  was  to  determine  the  positions  of  those 
marks  below  ground,  by  erecting  over  the  shaft  a  timber  frame, 
from  which  two  plumb-lines  were  suspended,  hanging  nearly  to  the 
bottom  of  the  shaft,  and  to  range  those  plumb-lines  by  the  transit 
instrument;  but  as  that  process  is  difficult  or  impossible  in  windy 
weather,  Mr.  Bimms  introduced  the  following  improved  method : — * 
The  engineer  ranges,  by  the  transit  instrument,  two  strong  stakes 
in  the  centre  line  above  ground,  each  about  sixteen  feet  from  the 
centre  of  the  shaft,  so  as  to  be  safe  from  disturbance  while  the 
*  Simms  On  Practical  TynncUmg. 
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work  is  in  progress.  To  mark  the  exact  position  of  the  centre 
line,  each  stake  has  cbriven  into  its  head  a  spike,  with  an  eye 
through  its  top.  The  eye  of  each  spike  is  very  carefully  ranged 
in  the  exact  centre  line,  being  made  visible  to  the  observer  at  the 
instrument  by  holding  a  piece  of  white  paper  behind  it  A  cord  is 
stretched  through  the  holes  in  the  spikes,  so  as  to  mark  the  course 
of  the  centre  line  across  the  mouth  of  the  shaft.  At  each  side  of 
the  shaft  a  plank  is  laid,  at  right  angles  to  the  string,  and  with  its 
edge  overhanging  the  edge  of  the  shaft  two  or  three  inches,  so  that 
a  plumb-line  may  hang  from  it  clear  of  the  side  of  the  shaft  Two 
plumb-lines  are  then  hung  from  the  planks,  directly  under  the  cord 
that  marks  the  centre  line ;  and  the  lower  ends  of  those  plumb-lines 
show  two  points  in  the  centre  line  at  the  bottom  of  the  shaft. 

The  approximate  ranging  of  the  "heading"  or  "drift,"  or  small 
horizontal  mine  that  connects  the  lower  ends  of  the  shafts,  is  per- 
formed by  means  of  candles,  each  hung  from  the  timber  framing  in 
a  sort  of  stirrup. 

The  accurate  ranging  of  the  centre  line,  after  the  heading  has 
been  made,  is  performed  by  stretching  a  cord  between  the  marks 
already  ranged  at  the  bottom  of  the  shaft,  and  fixing,  at  intervals 
of  thirty  or  forty  feet,  either  small  perforated  blocks  of  wood  carried 
by  cross-bars,  or  stakes  with  eyed  spikes  driven  into  their  heads, 
so  that  the  holes  in  the  blocks  or  spikes  shall  be  ranged  by  the  cord 
exactly  in  the  centre  line.  The  centre  line  of  any  part  of  the 
tunnel  can  then  be  marked  at  any  time  when  required,  by  stretching 
a  cord  through  two  of  those  holes.  The  cross-bars  are  fixed  in  a 
temporary  way  to  the  timber  framework  of  the  heading,  so  that 
they  can  be  removed,  to  leave  a  free  passage  for  men  and  wagons; 
but  their  places  are  so  marked  that  they  can  be  re-fixed  exactly  in 
their  proper  positions  at  any  time  when  it  is  required  to  range  part 
of  the  line. 

Curves  can  be  set-out  below  ground  by  means  of  a  theodolite  on 
a  short-legged  stand,  and  candles  or  lamps  instead  of  ranging-poles. 
In  this  case,  the  two  marks  at  the  bottom  of  a  shaft  indicate  the 
direction  of  a  tangent  to  the  curve  at  its  centre. 

When  the  line  of  shafts  does  not  follow  the  centre  line  of  the 
tunnel,  but  a  line  parallel  to  it,  a  corresponding  line  is  to  be  set-out 
through  the  heading  at  the  bottom  of  the  shafts ;  and  from  that  line 
the  centre  line,  or  any  given  part  of  the  tunnel,  can  be  set-out  by 
laying  down  offsets  in  transverse  headings. 

In  order  to  set-out  the  levels  of  a  tunnel,  there  should  be  a 
bench  inark  above  ground,  as  described  in  Article  65,  p.  110,  near 
the  mouth  of  each  shaft.  When  the  shaft  has  been  sunk,  and  lined 
with  timber  or  brickwork,  a  second  bench  mark  is  to  be  made 
within  the  shaft,  and  near  its  top,  by  driving  into  the  timber  or 
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brickwork  a  horseshoe-shaped  staple  in  a  horizontal  position,  the 
levelling-staff  being  held  on  its  upper  surface  in  taking  its  level. 

Some  part  of  the  masonry  or  brickwork  of  the  intended  tunnel  is 
taken  as  a  standard  point  by  means  of  which  the  levels  of  other 
points  are  regulated:  for  example,  the  "invert-skew-back,"  or  joint 
where  the  inverted  arch  forming*  the  bottom  of  the  tunnel  meets 
the  sides.  That  joint  being  at  a  fixed  height  above  or  below  the 
rails  (generally  below),  its  depth  below  the  staple  is  to  be  calculated. 
That  depth  is  then  to  be  set-off  by  hanging  through  the  staple  a 
chain  of  rods  of  the  proper  length.  The  rods  used  by  Mr.  Simms 
are  connected  together  at  the  ends  by  eyes  and  spring-hooks :  the 
length  of  each  rod,  from  the  inside  of  the  eye  at  one  end  to  the 
inside  of  the  hook  at  the  other,  is  ten  feet  To  set-off  a  given 
depth  below  the  staple,  the  number  of  rods  to  be  linked  together  is 
one  more  than  the  number  of  entire  tens  of  feet  in  the  depth ;  the 
odd  feet  and  decimals  of  feet  are  set-off  on  the  uppermost  rod  by 
screwing  a  gland  upon  it  at  the  proper  point.  The  chain  of  rods 
is  then  dropped  through  the  staple  until  the  gland,  resting  on  the 
staple,  prevents  them  from  passing  further,  and  supports  the  whole 
chain ;  a  bench  mark,  consisting  of  a  flat-sided  spike  driven  hori- 
zontally into  the  timbering,  or  of  a  stake  with  around-topped  spike 
in  its  head,  driven  vertically  into  the  ground,  is  then  adjusted  at 
the  bottom  of  the  shaft,  so  that  its  upper  surface  is  exactly  on  a 
level  with  the  bottom  of  the  lowest  rod. 

The  staple  forms  a  permanent  bench  mark,  through  which  the 
rods  can  be  lowered  again,  whenever  it  is  necessary  to  make  a  new 
bench  mark  under  ground,  owing  to  disturbance  of  the  former 
bench  mark.  This  is  always  done  after  the  brickwork  has  been 
partly  built,  in  order  to  make  a  permanent  bench  mark,  by  driving 
a  flat  spike  into  the  side  of  the  tunneL 

Further  remarks  on  setting-out  will  be  made  under  the  head  of 
each  kind  of  work  for  which  peculiar  methods  are  required 
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Or  XABIHX  SUBYETDra  FOB  ENGINEERING  PURPOSES. 

71.  llaHmrtm  «r  tfce  ■■>ei—t— f  ■■i— H»— »— yfc— Marine  sur- 
veys are  undertaken  for  purposes  of  geography  and  navigation  as 
well  as  for  those  of  engineering ;  bat  the  present  chapter  has  reference 
to  the  last  of  those  purposes  only;  and  it  therefore  describes  the 
operations  of  marine  surveying  so  far  only  as  they  are  required  in 
preparing  plans  for  engineering  works  in  navigable  waters. 

The  principal  objects  of  such  surveying  are  to  determine  and 
represent  on  a  plan  the  figure  of  the  bottom  of  the  sea,  or  other 
piece  of  water,  on  a  scale  suited  for  designing  engineering  works, 
and  to  ascertain  the  materials  of  which  the  bottom  consists,  the 
level,  rise  and  fall  of  the  surface  of  the  water,  and  the  direction 
and  speed  of  its  currents. 

The  marine  survey  must  be  based  upon  a  survey  on  the  adjoin- 
ing land,  by  means  of  which  the  figure  of  the  coast  and  the  posi* 
twos  of  a  sufficient  number  of  conspicuous  and  well-defined  objects 
near  the  coast  have  been  ascertained.  These  objects  are  the  land- 
mark,  by  observations  of  which  the  positions  of  points  on  the 
surface  of  the  water  are  determined. 

Stations  afloat  can  be  marked  by  means  of  buoys,  carrying  poles 
and  vanes. 

To  prevent  a  buoy  from  deviating  to  any  considerable  distance 
from  a  position  directly  above  its  anchor,  the  mooring  cable,  which 
is  fixed  at  one  end  to  the  anchor,  passes  through  a  ring  called  a 
"  thimble,"  attached  to  the  buoy,  and  has  a  weight  hung  to  the 
other  end. 

72.  Dam  aa*  BfMh  Hark*  Am*  I^reU.— There  should  also  be 
a  dawn-point,  or  principal  bench  mark,  on  land,  to  which  the  levels 
are  referred,  and  a  sufficient  number  of  other  bench  marks,  whose 
elevations  relatively  to  the  principal  bench  marks  are  to  be  found 
by  the  ordinary  process  of  levelling. 

For  nautical  purposes  the  datum-surface,  relatively  to  which  the 
levels  of  the  bottom  are  stated,  is  the  average  low-water-mark  of 
spring  tides;  and  the  same  datum-surface,  when  it  is  sensibly  hon* 
omtal,  will  answer  for  an  engineering  survey;  but  on  the  sea-coast, 
vfaen  the  survey  is  extensive,  and  in  the  channels  of  rivers,  the 
W-water  of  spring  tides  is  not  a  horizontal  surface;  and  in  such 
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cases,  the  levels  for  engineering  purposes  must  be  reckoned  from  an 
arbitrary  horizontal  surface,  as  in  sections  on  land. 

73.  TMe-Ctamgea— The  successive  levels  of  the  surface  of  the 
water  must  be  observed  and  recorded  from  time  to  time,  as  veil  for 
their  own  importance  as  because  the  levels  of  the  bottom,  are 
ascertained  by  sounding,  and  in  order  to  reduce  the  latter  levels  to 
a  common  datum  the  variations  of  the  level  of  the  surface  of  the 
water  must  be  known. 

The  tide-gauges  used  for  this  purpose,  when  of  the  simplest  kind, 
are  posts  set  exactly  upright,  and  having  scales  of  feet  and  tenths 
of  feet  marked  upon  them,  numbered  from  the  bottom  upwards. 
They  must  be  fixed  and  stayed  in  such  a  manner  as  to  be  capable 
of  resisting  the  waves.  Sometimes  the  whole  rise  and  fall  of  the 
tide  at  a  given  place  may  be  observed  on  one  post;  but  in  general 
the  slope  of  the  beach  makes  it  necessary  to  have  a  row  of  posts 
extending  from  low-water-mark  to  high-water-mark,  and  forming, 
in  fact,  one  tide-gauge,  divided  into  several  stages  or  steps.  The 
lowest  mark  on  the  lowest  post  of  the  row  is  the  zero  of  the  tide- 
gauge:  its  level  should  be  ascertained  relatively  to  the  nearest 
bench  mark  on  land  by  levelling.  It  will  form  the  commence- 
ment of  a  scale  of  feet  and  tenths,  numbered  upwards.  The  lowest 
mark  on  the  second  post  must  be  made  at  a  point  adjusted  by 
levelling  to  the  same  level  with  the  highest  mark  on  the  first  post, 
and  marked  with  the  same  number,  and  so  on;  so  that  the  marks 
on  the  entire  row  of  posts  may  form  one  continuous  scale  of  heights 
above  the  zero-mark. 

The  number  of  different  tide-gauges  required,  and  the  places 
where  they  are  to  be  erected,  will  be  fixed  by  the  engineer  to  the 
best  of  his  judgment,  so  as  to  give  the  means  of  determining  the 
figure  of  the  surface  of  the  water  at  any  given  instant  They  must 
be  more  numerous,  the  more  the  surface  of  the  water  at  each 
instant  deviates  from  a  horizontal  form.  Such  deviation  always 
exists  in  river  channels;  and  in  them,  and  also  in  estuaries,  and  on 
the  coast,  its  existence  and  extent  are  indicated  by  differences  in 
the  time  of  high  and  low- water,  and  in  the  extent  of  rise  and  fall 
of  the  tide.  Even  when  those  deviations  are  not  practically  appre- 
ciable, it  is  desirable  to  have  two  tide-gauges  at  points  distant  from 
each  other,  in  order  that  the  two  series  of  observations  may  check 
each  other. 

The  observers  of  the  tide-gauges  should  be  trustworthy  and 
intelligent  persons,  provided  with  watches,  which  should  be  com- 
pared every  day  with  that  of  the  principal  surveyor. 

For  the  purpose  of  reducing  soundings  only,  it  is  in  general 
sufficient  to  observe  each  tide-gauge  at  each  quarter  of  an  hour. 
When  it  is  desired  also  to  ascertain  the  laws  of  the  tide  at  the 
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locality,  it  is  better  to  observe  the  height  on  the  tide-gauge  at  each 
ten  minutes,  for  an  hour  before  and  an  hour  after  high  and  low- 
water,  and  at  each  half-hour  during  the  remainder  of  the  day. 

For  engineering  purposes,  the  tide-gauges  already  described* 
consisting  of  simple  posts,  are  in  general  sufficient;  because  when 
the  water  is  smooth  enough  to  take  accurate  soundings,  it  is 
smooth  enough  to  enable  the  observer  of  the  tide-gauge  to  estimate 
the  mean  level  between  the  crests  and  troughs  of  the  waves. 

When  more  exact  observations  are  required,  the  tide-gauge 
should  consist  of  an  upright  tube,  communicating  with  the  water 
outside  through  a  few  small  holes  only,  and  having  in  it  a  float 
with  a  graduated  upright  stem,  tall  enough  to  be  visible  above  the 
top  of  the  tube. 

In  a  self-registering  tide-gauge,  such  a  float  acts  through  a  chain 
or  cord  on  a  train  of  mechanism,  and  moves  a  pencil  up  or  down, 
which  marks  a  line  on  a  paper-covered  cylinder  turned  by  clock- 
work.    (Airy  0n  Tides  and  Waves.) 

The  observations  at  the  tide-gauges  having  been  copied  from  the 
observers9  books  into  one  book,  are  to  be  reduced  to  the  datum  of 
the  survey  by  the  aid  of  the  known  levels  of  the  zero-marks  of  the 
tide-gauges  relatively  to  that  datum. 

The  mean  of  all  the  reduced  observations  of  the  tide-gauges  taken 
during  one  or  more  entire  "  lunations,"  or  revolutions  of  the  moon, 
gives  the  mean  level  of  the  sea,  which  is  a  truly  horizontal  sur- 
face. 

Further  remarks  on  the  tides  will  be  made  in  the  sequel. 

74.  BuuMiriM  ScaiteM  aflcot. — In  fig.  53,  let  D  represent  the 
position  at  a  given  instant  of  a  point  in  a  boat,  which  is  to  be 
determined. 

This  is  done  by  measuring 
with  the  sextant  in  the  boat 
the  angles  between  three  known 
objects  on  land,  A,  B,  C. 

To  diminish  or  prevent  the 
errors  that  would  arise  from  the 
boat's  shifting  its  position  while 
the  angles  are  being  measured, 
the  surveyor  should  have  three 
sextants,  if  possible,  with  which 
he  should  take  the  angles  A  D  B, 
B  D  C,  A  D  C,  in  rapid  succession,  reading  them  off  at  leisure 
afterwards.  The  angle  ADC,  which  should  be  the  sum  of  the 
other  two,  serves  as  a  check  upon  their  accuracy. 

Care  should  be  taken  that  the  four  points,  A,  B,  C,  D,  do  not  lie 
in  or  near  the  circumference  of  one  circle;  for  in  that  case  the 


120  BKOINSEBIHG  GEODESY. 

observations  would  leave  the  position  of  D  indeterminate,  as  will 
presently  be  explained. 

There  are  different  methods  of  plotting  the  position  of  D  on  the 
plan. 

Method  L — By  Two  intersecting  Circles.—* -To  draw  through 
two  points,  as  A  and  B,  fig.  54,  a  circle  which  shall  contain 
a  given  angle;  that  is  to  say,  a  circle  such  that  from  any  point 
in  its  circumference,  as  H,  the  arc  A  B  shall  subtend  an  angle 
A  H  B  equal  to  the  given  angle,  draw  through  A  and  IS  the 
straight  lines  A  G,  B  G,  making  with  the  straight  line  A  B  the 
angles  B  A  G,  A  B  G,  each  equal  to  the  complement  of  the  given 
angle;  the  intersection  of  those  lines  G  will  be  the  centre  of  the 
circle  required. 

.  Let  fig.  53  now  represent  the  plan,  and  A,  B,  C,  the  positions  of 
the  three  landmarks  as  plotted  on  it;  through  A  and  B  draw  a 
circle  containing  the  observed  angle  A  D  B;  through  B  and  C 
draw  a  circle  containing  the  observed  angle  B  D  C;  those  circles 
will  give  by  their  intersection  the  point  D  on  the  plan : — unless  they 
should  happen  to  coincide  with  each  other  and  with  the  dotted 
circle  A  B  C  E,  when  the  point  D  may  be  anywhere  in  that  dotted 
circle,  and  cannot  be  plotted  from  the  observations  taken.  Should 
D  lie  near  the  dotted  circle,  the  two  intersecting  circles  will  cut 
each  other  at  too  acute  an  angle,  like  the  sides  of  an  ill-conditioned 
triangle;  and  the  plotted  position  of  D  will  be  liable  to  inaccuracy. 
Method  II. — By  the  intersection  of  a  Circle  and  a  Straight  Line. — 
From  A  draw  A  E,  making  the  angle  C  A  E 
=  C  D  B:  from  C  draw  C  E,  making  the 
angle  A  C  E  =  A  D  B,  and  cutting  A  £  in 
E :  through  the  three  points  A,  C,  E,  describe 
a  circle:  through  E  and  B  draw  a  straight 
line  cutting  the  circle  in  D;  D  will  be  the 
required  point  on  the  plan. 

The  two  preceding  methods  are  both  too 
tedious  for  ordinary  use,  and  the  two  follow- 
ing are  almost  always  employed  instead. 
Method  III. — By  a  Piece  of  Tracing-paper. — On  a  piece  of  tracing 
paper  draw  three  straight  lines  radiating  from  one  point  so  as  to 
make  with  each  other  angles  equal  to  A  £>  B  and  B  D  C.  Lay  it 
*  on  the  plan,  and  shift  it  about  till  the  three  lines  traverse  A,  B,  and 
C  respectively;  the  point  from  which  they  diverge  being  pricked 
through  on  the  plan,  will  give  the  position  of  D. 

Method  IV. — By  ike  Station-pointer. — This  is  an  instrument 
consisting  of  three  long  flat  arms  turning  about  one  centre,  and 
having  straight  fiducial  edges  diverging  from  that  centre.  Fixed 
to  the  middle  arm  is  a  graduated  circular  arc,  and  fixed  to  the  side 
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anna,  two  indexes  with  Tenders,  by  means  of  which  those  arms  can 
be  set  so  as  to  make  any  required  pair  of  angles  with  the  middle 
aim.  The  arms  being  set  so  as  to  form  the  angles  A  D  B,  B  D  C, 
the  instrument  is  laid  on  the  plan  and  shifted  about  until  the 
three  fiducial  edges  traverse  the  points  representing  the  three  land* 
marks  respectively.  The  centre  of  the  instrument  will  then  be 
over  the  required  point  D,  which  is  marked  by  means  of  a  pricker 
that  passes  through  a  hole  in  the  centre  of  the  instrument;  or 
otherwise,  three  pencil  lines  may  be  drawn  along  the  fiducial  edges 
of  the  arms,  and  produced  after  the  instrument  has  been  lifted 
off  the  paper;  when  their  intersection  will  give  the  required 
point 

Three  landmarks  are  all  that  are  absolutely  necessary  to 
determine  the  position  of  a  station  afloat;  but  when  the  station  is 
an  important  one,  the  surveyor,  for  the  purpose  of  verification, 
choroid  measure  angles  to  additional  known  objects.* 

Where  a  sufficient  number  of  objects  on  land  are  not  visible,  the 
positions  of  stations  afloat  may  be  determined  by  taking  angles  to 
previously  determined  stations  afloat  which  are  marked  by  buoys, 
or  at  which  boats  with  flags  are  moored;  but  this  method  is  want- 
ing in  precision,  and  objects  on  land  are  always  to  be  preferred 
vben  they  can  be  seen. 

75.  fltaMkataap  ni  Lewis. — The  instrument  generally  employed 
for  taking  soundings  for  nautical  purposes  is  the  lead-line,  a  tough, 
bard,  and  flexible  cord,  loaded  with  a  conical  lead  weight,  and 
divided  into  fathoms.  For  engineering  purposes,  where  the  depth 
does  not  exceed  about  100  feet,  a  chain  is  used.  In  shallow  water, 
the  best  instrument  is  a  rod,  divided  into  feet  and  tenths,  and  loaded 
at  the  lower  end. 

The  sounding-lead  is  "  armed"  with  a  lump  of  tallow  in  a  hollow 
at  its  lower  end,  by  which,  when  the  material  of  the  bottom  is 
loose,  specimens  of  it  are  brought  up.  When  the  material  is  of  a 
firmer  texture,  a  specimen  may  be  brought  up  by  dropping  a  heavy 
iron  pike,  jagged  and  barbed  at  the  lower  end,  called  a  "  plunger/* 
and  hauling  it  up  again  by  a  rope;  or  the  nature  of  the  bottom 


*  The  disUiHifw  of  the  station  from  two  of  the  landmarks  might  be  calculated  by 
tie  roles  of  plane  trigonometry  and  plotted;  but  the  process  is  too  tedious  for  ordinary 
»e,   The  following  are  the  steps  of  which  it  consists  (see  fig.  65)  :— 

Is  the  triangle  A  E  C,  given  A  C,  and  the  angles  E  A  C  (=*  B  D  C)  and  A  C  E 
(=  A  D  B),  calculate  A  E  and  C  E. 

In  the  triangle  ABE,  given  AB,  AE,and^_BAE(=BDC  —  BAC), 
calculate  ^.AEB. 

In  the  triangle  BEC,  given  BC,CE,and^BCE(=ADB-BCA), 
calculate  ^.BEC. 

Id  the  triangle  ADE,  given  A  E  and  the  angles,  calculate  A  D. 

h  the  triangle  DEC,  given  C  E  and  the  angles,  calculate  C  D. 
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may  be  ascertained  by  boring,  or  by  diving— operations  which  will 
be  again  referred  to  further  on. 

Soundings  for  nautical  purposes  are  noted,  and  written  on  the 
plan,  in  fathoms  of  six  feet,  and  half  and  quarter  fathoms ;  those 
for  engineering  purposes,  in  feet  and  decimals,  or  feet  and  inches. 

The  levels  of  the  bottom  are  ascertained  by  taking  several  series  of 
soundings  along  straight  lines,  in  such  positions  as  the  engineer 
judges  to  be  best.  In  general,  the  position  of  those  lines  is  nearly 
that  of  the  lines  of  steepest  declivity  of  the  bottom,  and  nearly  at 
right  angles  to  the  coast 

As  each  sounding  is  taken,  the  surveyor  notes  the  time,  the 
depth,  and  the  position. 

The  following  are  two  methods  of  determining  the  positions  of 
soundings : — 

Method  I. — By  a  Series  of  Angles. — In  fig.  56,  A  and  B  repre- 
sent two  known  objects,  in  a  straight  line;  with  which 
a  set  of  soundings  are  to  be  taken;  C  is  a  third 
known  object  lying  at  a  sufficient  distance  to  one  side 
of  the  line  A  B.     The  boat  is  rowed  along  the  straight 
line  B  E,  either  directly  towards  or  directly  from  B. 
The  surveyor  sees  that  the  boatmen  keep  B  and  A 
exactly  in  one  straight  line;  and  the  instant  that 
each  sounding  is  taken,  he  measures  with  a  sextant 
the  angle  which  the  direction  of  C  makes  with  the 
line.     For  example,  if  1,  2, 3,  4,  Ac.,  are  points  where 
*ig-  56.        soundings  are  taken,  the  angles  to  be  measured  at 
those  points  are  B  1  C,  B  2  C,  B  3  C,  B  4  C,  <fcc.     The  position  of 
C  should  be  so  chosen  that  the  most  acute  of  those  angles  may  be 
30°  or  somewhat  greater. 

To  plot  the  positions  found  by  this  method,  draw  through  C  on 
the  plan  the  straight  line  F  C  D  parallel  to  A  B  E,  and  lay  off  the 
angles  D  C  1  =  B  1  C,  D  C  2  =  B  2  C,  <fec :  the  intersections  of 
the  lines  C  1,  0  2,  <fec,  with  B  E,  will  give  the  points  required. 

Method  II. — By  two  Stations  and  an  uniform  speed  of  Bowing. — 
In  Fig.  57,  A  represents  a  known  object  on  which  the  line  of 
soundings  is  to  run.  The  surveyor  determines 
the  position  of  (B  or  0)  the  commencement  of  the 
line  by  three  angles  taken  between  known  objects; 
the  rowers  then  row  as  steadily  as  possible  at  an 
uniform  speed  in  a  straight  line  directly  from  or 
directly  towards  A.  Soundings  are  taken  at  equal 
?::  intervals  of  time;  and  when  the  line  has  been 

5l  I  carried  far  enough,  the  surveyor  determines  the 

^T  position  of  its  termination  (C  or  B)  by  three  angles 

Fig.  67.  taken  between  known  objects. 
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In  plotaug  a  line  of  soundings  so  taken,  its  tiro  ends  B  and  C 
are  laid  down,  by  means  of  the  station-pointer :  the  straight  line 
B  C  is  drawn,  and  divided  into  as  many  equal  parts  as  there  were 
equal  intervals  of  time  between  the  soundings  from  the  beginning 
to  the  end  of  the  line;  and  thus  the  intermediate  points,  1,  2,  3, 
&&,  are  found. 

A  line  of  soundings  may  often  be  conveniently  prolonged  on  the 
higher  parts  of  the  beach  by  ordinary  levelling.  In  fact,  levelling 
should  be  used  wherever  it  is  practicable,  being  the  more  accurate 
operation. 

76.  The  KedMttoa  mf  Bw iiaaji  to  the  datum  of  the  survey  is 
made  by  taking  the  difference  between  each  sounding  and  the  height 
of  the  water  above  that  datum  at  the  instant  when  the  sounding 
was  taken,  as  found  by  examination  of  or  interpolation  in  the 
register  of  the  tides.  If  the  sounding  is  the  greater,  that  difference 
&  a  depth  below  the  datum, — if  the  less,  a  height  above  the  datum. 
(As  to  what  that  datum  is,  see  Article  711  When  the  datum  is 
the  mean  low-water-level  of  spring  tides,  the  latter  class  of  reduced 
soundings  are  said  to  be  dry,  and  are  distinguished  in  the  register 
and  on  the  plan  by  a  score  beneath  the  figures. 

To  reduce  soundings  by  calculation,  in  the  absence  of  direct 
observations  of  the  tide,  it  is  necessary  to  know  the  rise  of  the  tide 
above  the  mean  water-level,  and  the  time  of  high- water,  for  the  tide 
during  which  the  soundings  were  made,  and  the  duration  of  that 
tide,  or  interval  of  time  between  high-water  and  low-water  (which 
on  an  average  is  about  six  hours  twelve  minutes,  but  varies  con- 
siderably at  different  times  and  places). 

Let  H  be  the  height  of  the  mean  water-level  above  the  datum : — 

r,  the  rise  of  the  tide  above  the  mean  water-level; 

D,  the  duration  of  the  tide; 

t,  the  time  before  or  after  high- water  at  which  a  given  sounding 
is  taken;  • 

A,  the  height  of  the  surface  of  the  water  above  the  datum  at  that 
instant,  being  the  quantity  to  be  subtracted  from  the  sounding. 

Then  A=H  +  r -cos  180°^; (1.) 

in  using  which  formula  it  is  to  be  remembered  that  cosines  of 
obtuse  angles  are  negative, 

77.  iam«  *r  B«mi  Depth  are  analogous  to  contour-lines  on  land 
(see  p.  95),  being  contour-lines  of  the  bottom  of  the  sea  sketched  on 
the  plan  so  as  to  pass  through  those  points  where  the  reduced 
soundings  are  equal  It  is  customary  to  mark  the  line  of  one 
fathom  soundings  by  single  dots,  of  two  fathoms  by  dots  in  pairs, 
of  three  fathoms  by  dots  in  triplets,  and  so  on. 
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The  High  and  L«w-Water-Bf*rlu  of  average  spring  tides,  whic 
should  be  drawn  on  the  plan,  are  also  analogous  to  contour-lines. 

78.-  Carrou*— Wave*. — The  directions  and  velocities  of  tida 
currents  should  be  noted  by  the  surveyor,  and  marked  on  the  plai 
by  arrows;  each  arrow  having  figures  beside  it  denoting  the  spee 
of  the  current  in  nautical  miles  an  hour,  and  the  time  after  th 
moon's  transit  at  which  it  prevails.  Flood-currents  are  denoted  b; 
feathered  arrows ;  ebb-currents  by  unfeathered  arrow* 

The  direction  of  the  current  which  runs  past  a  moored  vesse 
may  be  ascertained  by  dropping  some  floating  body  into  it,  anc 
observing  the  angle  which  the  direction  of  motion  of  that  bodi 
makes  with  the  direction  of  some  known  object.  The  velocity  ma\ 
be  found  by  means  of  Massey's  Log,  an  instrument  in  which  the 
rotations  of  a  fan  driven  by  the  current  are  registered  by  wheel-work. 

The' direction  and  velocity  of  a  current  may  also  be  determined 
by  setting  a  light  deal  pole,  having  a  weight  at  the  lower  end,  to 
float  upright  in  it,  and  taking  simultaneous  angles  to  that  object 
from  two  known  stations.  This  must  be  done  by  two  observers, 
who  should  take  special  care  to  make  their  angular  measurements 
exactly  at  the  same  instants  of  time. 

The  usual  directions  and  velocities  of  waves  should  be  ascertained 
and  noted,  and  also  the  greatest  height  from  the  crest  to  the  trough 
of  a  wave. 

79.  nimOtiMn  Iaftnaitea  •m  Plaa.— Besides  the  soundings, 
levels,  currents,  and  other  information  already  mentioned,  the  plan 
of  a  marine  survey  for  engineering  purposes  should  show  at  different 
points  the  material  of  the  bottom,  by  such  abbreviations  as  r.  for 
rock,  st.  for  stones,  *.  for  sand,  m.  for  mud,  &c.,  and  by  references 
to  borings  and  examinations  by  diving,  where  such  have  been 
made.  It  should  also  show  all  lighthouses,  beacons,  buoys,  fixed 
moorings,  <fec 

80.  Taking  Altitude*  hj  the  S«ut— ]>1»  «f  the  HwImi.- When 
the  altitude  of  an  object  is  taken  at  sea  by  measuring  with  a  sex- 
tant its  angular  elevation  above  the  visible  sea-horizon,  a  correction 
must  be  made  by  subtracting  the  dip  of  that  horizon — that  is,  its 
apparent  angular  depression  below  a  truly  horizontal  line  traversing 
the  eye  of  the  observer.  The  amount  of  that  depression  is  un- 
certain, owing  to  the  variable  refractive  power  of  the  atmosphere; 
but  on  an  average,  it  is  given  approximately  by  the  following 
formula,  in  which  h  denotes  the  height  of  the  observer's  eye  above 
the  sea,  and  r  the  radius  of  curvature  of  the  surface  of  the  sea. 

Dip  in  seconds-^  x  206264"-8\/2A 

=  57"4s/7nnTeet; (1.)     I 
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CHAPTER  VEL 

OF  COPYING,  XNLABGING,  AXD  BEDUOKG  PLANS. 


81.  Tii.li  upon  a  sheet  of  thin  semi-transparent  paper,  laid 
smoothly  on  the  original  drawing,  is  the  most  accurate  method  of 
obtaining  a  copy  of  a  plan  on  the  same  scale  with  the  original 
By  using  a  drawing  table  made  of  strong  plate-glass,  called  the1 
u  copying-glass,"  with  a  sloping  mirror  below,  if  necessary,  to 
reflect  light  through  it,  a  tracing  may  be  made  on  drawing  paper 
cf  ordinary  thickness,  provided  the  original  is  not  mounted  on 
ckrtL 

When  a  tracing  has  been  made  on  thin  paper,  other  copies  can 
be  made  on  thick  paper  by  rubbing  the  lower  side  of  the  tracing 
with  black-lead,  or  patting  a  sheet  of  black-leaded  paper  below  it, 
hying  it  on  the  thick  paper,  and  passing  a  smooth  pointed  instru- 
ment along  all  the  outlines  of  the  tracing.  The  new  copy  has  then 
to  be  drawn  in  ink  and  finished 

rib  h lag  nnagk  is  applicable  to  plans  in  which  the  out- 
lines consist  chiefly  of  straight  lines,  and  damage  to  the  original 
plan  k  unimportant 

82.  Kay  ■  ■  tag,  mfc«gi»pM»g,  — a  PHtlfy- When  a  plan  is  to 
be  engraved  on  copper,  a  tracing  of  it  is  placed  on  the  copper  plate, 
face  downwards,  and  the  outlines  scratched  on  the  copper  with  a 
point  which  cuts  through  the  tracing.  The  impressions  from  copper 
plates,  being  printed  on  damp  paper,  shrink  when  they  dry,  to  an 
extent  which  varies  from  1 -400th  to  1 -200th  of  the  original  dimen- 
sions. All  measurements,  therefore,  on  printed  plans  should  be 
made  by  means  of  the  scale  engraved  along  with  the  plan,  and 
every  sheet  should  have  a  scale  upon  it  The  shrinking  is  some- 
tunes  slightly  different  lengthwise  and  breadthwise.  As  to  the 
effect  of  this  on  sections,  see  Article  54,  p.  90. 

Where  great  accuracy  is  required  in  engraved  plans  (as  in  thoso 
of  the  ordnance  survey),  the  principal  stations  are  plotted  an  Hie 
topper,  and  the  details  only  laid  down  on  it  by  tracing. 

In  lithographing  plans,  the  usual  process  is  to  make  a  copy 
on  u  transfer  paper "  by  the  aid  of  a  tracing  on  thin  paper,  as 
already  described  in  the  preceding  Article.  The  copy  so  made  is 
drawn  and  finished  with  lithographic  ink,  laid  face  downwards  on 
a  stone,  and  transferred  to  the  stone  by  the  proper  process.    The 
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transfer  paper  being  damp  during  that  process,  expands  to  a  certail 
extent,  so  that  the  drawing  on  the  stone  is  somewhat  larger  thai 
the  original ;  and  this  expansion  is  to  a  certain  extent  counteracts 
by  the  shrinking  of  the  paper  on  which  the  impressions  are  printed 
so  that  the  impressions  may  be  slightly  larger  or  smaller  than  tin 
original  in  a  proportion  which  it  is  difficult  to  assign  with  preci 
sion.  As  with  engraved  plans,  each  sheet  should  have  its  own  scale 
by  means  of  which  all  measurements  upon  it  should  be  made. 

83.  Reducing  Drawings  by  Haad  is  performed,  in  the  case  o 
plans,  by  forming  triangles  to  connect  the  stations  and  other  prin 
cipal  points  on  the  original,  measuring  their  sides,  and  plotting 
them  on  a  smaller  scale  on  the  reduced  plan.  The  details  may  In 
reduced  by  covering  the  original  with  a  network  of  squares,  and 
the  reduced  copy  with  a  network  of  squares  having  their  side* 
smaller  than  those  of  the  original  squares  in  the  proportion  in 
which  the  plan  is  to  be  reduced,  and  sketching  the  details  on  the 
reduced  copy  in  their  proper  places  by  the  aid  of  those  squares  to 
guide  the  eye  and  hand. 

In  the  case  of  sections,  reducing  by  hand  is  best  performed  by 
plotting  the  section  anew  on  the  smaller  scale. 

84.  Hedaclag  Drawiags  by  Mecaaalma  is  performed  by  means  of 
instruments  called  the  "  Pantograph  "  and  the  "  Eidograph."  In 
each  of  those  instruments  a  tracing-point  is  made  to  travel  over  the 
outlines  of  the  original  drawing;  a  pencil  is  bo  connected  with  tbe 
tracing-point  that  it  is  always  in  a  straight  line  with  the  tracing- 
point,  and  with  a  fixed  centre,  and  always  at  a  distance  from  that 
centre  bearing  a  given  constant  ratio  to  the  distance  of  the  tracing- 
point  from  that  centre ;  and  that  pencil  draws  the  outlines  of  a 
copy  of  the  drawing  reduced  in  the  given  ratio. 

Fig.  58  is  a  skeleton  sketch  of  the  Pantograph.  FD,  D  B, 
E  G,  and  G  0  are  four  fiat  bars,  jointed  to  each  other  at  E,  D,  C, 
and  G,  so  that  GE  =  E  D  =  D  C  =  C  G,  and  the 
figure  G  E  D  0  is  always  an  exact  rhombus,  its 
opposite  sides  being  parallel,  and  all  of  them  equal 
Those  bars  are  supported  by  ivory  castors,  which 
run  on  the  paper  or  on  the  drawing-board.  T  is 
the  tracing  point.  A  is  the  fixed  centre,  having 
a  heavy  foot,  which  rests  on  the  paper  or  the 
drawing-board.  On  its  vertical  spindle  turns 
***  68*  a  socket  through  which  the  bar  E  G  can  be 

slid  to  any  required  position,  and  fixed  there  by  a  clamp-screw. 
P  is  a  square  socket,  sliding  on  the  bar  D  F,  on  which  it  can  be 
fixed  in  any  required  position;  the  pencil  is  carried  by  it  The 
pencil  is  loaded  on  the  top  with  weights,  which  press  its  point 
against  the  paper;  it  can  be  lifted  off  the  paper  when  required  by 
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puffing  a  string.  The  dotted  line  PAT  represents  the  imaginary 
straight  line  in  which  the  pencil,  the  centre,  and  the  tracing  point 
ought  to  be  situated.  The  bars  G  £  and  £  F  have  scales  marked 
on  them,  showing  the  proper  positions  of  the  sliders  for  reducing 
drawings  in  various  proportions.  Let  1  :  n  be  the  proportion  in 
which  the  plan  is  to  be  reduced;  bo  that — 

n  :  1  :  :  T  A  :  AP; (1.) 

then 

»  :  1  :  :  DE  :  E  P; (2.) 

and 

n+1  :1  :  :DT  :  E  A  (3.) 

The  giliaiMfii  is  represented  by  the  skeleton  sketch,  fig.  59. 
A.  is  its  fixed  centre,  with  a  heavy  leaden  foot  On  the  spindle 
fcf  tins  centre  turns  a  square  socket,  through  which  slides  the 
bar  D  E,  which  can  be  clamped  in  any  required  position.  At  the 
ends  of  that  bar  are  two  puUeys,  D  and  E,  exactly  equal  in 
diameter,  and   connected  by  means  of  a  p 

tinn  steel  belt.      F  and  G  are  screws  for  _/L^  y  9 

adjusting  the  lengths  of  the  two  divisions         p^7f(#)^        ffic 


of  that  belt,  so  as  to  make  the  rods  B  P 

and  T  C  exactly  parallel     These  rods  slide 

through  square    sockets    carried    by    the  B/ 

paaeys,  and  having  clamp-screws.     T  is  the  * 

fricing-point,  P  the  pencil,  and  T  A  P  the  ***  M- 

^aginary  straight  line  in  which  the  pencil,  centre,  and  tracing-point 

akmld  always  be. 

Let  1 :  *  as  before  be  the  ratio  of  reduction ;  then  the  proper 
positions  of  the  sockets  are  given  by  the  formulae-— 

n:l::AE:AD;  ET=AE;  D  P  =  A  D. ...  t4.) 

Bach  bar  has  a  scale  of  200  equal  parts  on  it,  with  0  marked  at 
the  middle  of  its  length,  and  numbered  to  100  each  way.  These 
scales  are  subdivided  by  the  aid  of  verniers  on  the  sockets. 
When  the  instrument  is  correctly  adjusted,  each  socket  is  at  the 
vine  distance  from  the  middle  of  its  bar;  and  that  distance,  in 
divisions  of  the  scale,  is  found  by  the  following  formula : — 

TO=100w <5> 

*n*  best  test  of  the  accuracy  of  the  adjustments  of  the  Panto- 
graph and  ELdograph  is  to  draw  the  tracing;point  T  for  a  certain 
Stance  along  the  edge  of  a  flat  straight-edged  ruler;  when  the 
PawQ  P  ought  to  draw  an  exactly  straight  line,  of  a  length  bearing 
the  proper  proportion  to  the  length  of  the  original  line. 
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85.  Balartlag  pimm  may  be  performed  by  hand,  in  the  same 
manner  with  reducing;  and  with  the  Pantograph  or  Eidograph,  by- 
adjusting  either  of  those  instruments  so  that  the  pencil  shall  be 
further  from  the  centre  than  the  tracing-point  is.  This,  however, 
is  an  operation  which  is  not  capable  of  accuracy,  except  when  the 
ratio  of  enlargement  does  not  much  exceed  that  of  equality. 

86.  Reaaeiag  Dmwtags  hy  Photography  is  the  method  employed 
in  reducing  the  large  plans  of  the  ordnance  survey,  drawn  on  a 

scale  of  ^       ,  to  the  scale  of  six  inches  to  a  mile.     The  details  of 

the  plans  so  reduced  are  afterwards  traced  on  the  copper  plates,  on 
which  the  stations  have  been  previously  plotted  by  the  lengths  of 
the  sides  of  the  triangles.  A  process  of  transferring  the  reduced 
outlines  to  copper,  zinc,  or  stone,  without  tracing,  has  lately  been 
introduced.  See  the  Report  on  the  Progress  of  the  Ordnanos 
Survey,  by  Colonel  Sir  Henry  James,  RE. 


Supplement  to  Chapter  ILL,  Article  40. 

86  A.  Reaacttea  af  Aagtoa  f  the  Ccatre  af  the  Sartaa. — It  some- 
times happens  that  the  theodolite  cannot  be  planted  exactly  at  a 
station  in  a  trigonometrical  survey;  but 
has  to  be  placed  at  a  short  distance  to 
one  side  of  it  In  such  cases,  the  angle 
actually  measured  between  two  objects  is 
reduced  to  the  angle  which  would  have 
been  measured,  had  the  theodolite  been 
exaotly  at  the  station,  by  a  correction 
which  is  calculated  approximately  as  fol- 
Fig.  59a.  lows:— 

In  fig.  59  A,  let  C  be  the  station,  D  the  position  of  the  theodolite, 
A  and  B  two  objects;  A  D  B  the  horizontal  angle  between  them 
as  measured  at  D;  A  C  B  the  required  horizontal  angle  at  the 
station  C. 

Measure  C  D,  and  the  angle  ADC;  calculate  A  C  and  C  B 
approximately  as  if  A  C  B  were  equal  to  A  D  B;  then 


> 


ACB  =  ADB-206264".8  CD  |?»^_!™|£CJ  .(L 

The  above  formula  gives  the  correction  in  seconds  when  D  lies 
to  the  right  of  both  C  A  and  C  B.  When  it  lies  to  the  left  of 
C  B,  sin  B  D  C  changes  its  sign;  when  to  the  left  of  C  A,  sin 
ADC  changes  its  sign. 
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SUPFLEMEST  TO  CHAPTER  III,  ARTICLE  42,  DIVISION  IV., 

Pack  73. 


86  &  ■^■■■■Miiirt  BMtaeitoa. — The  refracting  action  of  the 
atmosphere  causes  the  altitudes  of  the  stars  to  appear  greater  than 
they  really  are.  The  correction  for  refraction,  therefore,  is  always 
to  be  subtracted  from  an  altitude.  Its  value  may  be  found  in 
seconds  approximately  by  the  following  formula : — 

Eefraction  =  58"  x  ootan  apparent  altitude. 

Far  more  exact  information  on  the  subject,  see  a  paper  by  the 
.Rev.  Dr.  Robinson  in  the  Transactions  of  the  Royal  Irish  Academy, 
vol.  xix.  Tables  of  Eefraction  are  given  in  treatises  on  Navigation, 
such  as  Raper's. 

It  is  to  be  borne  in  mind,  that  below  about  8°  or  10°  of  altitude 
the  changeable  condition  of  the  atmosphere  makes  the  correction 
for  refraction  very  uncertain. 

86.  C.    T«  flat  tae  Imttmdm  erf  a  Place. 

Method  L — By  the  Mean  AUtiude  of  a  Cireumpolar  Star. — Take 
the  altitudes  of  a  circumpolar  star  at  its  upper  and  lower  culmination 
(which  positions  are  known  by  watching  for  the  instants  when  the 
altitude  is  greatest  and  least).  From  each  of  those  apparent  alti- 
tudes subtract  the  correction  for  refraction;  the  mean  of  the  true 
altitudes  thus  found  is  the  latitude  of  the  place. 

Method  II. — By  One  Meridian  Altitude  of  a  Star. — Observe  the 
meridian  altitude  of  a  star  by  watching  for  the  instant  when  its 
altitude  is  greatest  or  least,  and  subtract  the  corrections  for 
refraction,  and  also  for  dip,  if  necessary.  The  complement  of  the 
true  altitude  is  the  zenith  distance,  find  the  declination  of  the 
star  from  the  Nautical  Almanac  (which  is  published  four  years  in 
advance.)* 

Then  if  the  star  is  between  the  zenith  and  the  equator, 

latitude  =  Zenith  distance  +  Declination; (1.) 

If  the  star  is  between  the  equator  and  the  horizon, 

Latitude  =  Zenith  distance —  Declination; (2.) 

If  the  star  is  between  the  zenith  and  the  elevated  pole, 

latitude  =  Declination  —  Zenith  distance; (3.) 

•  The  Polar  Distance*,  or  complement  of  the  declination*,  of  a  few  atari,  are 
given  it  p.  73. 

K 
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If  the  star  is  between  the  elevated  pole  and  the  horizon, 

Latitude  =180°  —  Declination  —  Zenith  distance. . . .  (4.) 

Method  III. — By  the  £W*  Meridian  Altitude. — In  this  method 
the  final  calculation,  from  the  sun*s  declination,  as  found  in  the 
Nautical  Almanac,  and  the  true  altitude  of  his  centre,  is  the  same 
as  in  Method  II.  But  besides  the  correction  for  refraction  and 
dip,  the  altitude  requires  to  be  further  corrected  by  subtracting  or 
adding  the  sun's  semidiameter,  according  as  his  upper  or  lower 
limb  has  been  observed,  and  by  adding  the  sun's  parallax,  being 
the  angle  subtended  at  the  sun  by  the  distance  between  the  earth's 
centre  and  the  place  of  observation. 

To  find  the  correction  for  parallax,  find  the  sun's  horizontal 
parallax  on  the  day  of  observation,  from  the  Nautical  Almanac,  and 
multiply  it  by  the  cosine  of  the  altitude  of  the  sun's  centre. 

(The  mean  value  of  the  sun's  horizontal  parallax  is  about  8"a6). 

The  sun's  semidiameter  on  the  day  of  observation  is  to  be  found 
in  the  Nautical  Almanac.    It  varies  from  15'  46"  to  16'  18". 

The  calculation  may  be  thus  set  down  algebraically — 

(  True  altitude  =  apparent  altitude  —  Dip  (if  the  sea- } 
<      horizon  has  been  observed)  —  Refraction  =£=  sun's  >  (5.) 
I     semidiameter  +  parallax; J 

Zenith  distance  =  90°  —  true  altitude, (6.) 

Latitude  (see  Equations  1,  2,  3,  4). 

Equations  1  and  2  are  the  most  frequently  applicable  to  the  sun. 
Equation  3  is  occasionally  applicable  between  the  tropics;  and 
Equation  4  relates  to  observations  made  at  midnight,  in  summer,  in 
the  polar  regions. 

86  D.  l<Ut  •£  Aatkerltle*  •m  BagtaeerlMg  Geodesy  *md  Subjects  con- 
nected with  it.— Butler  Williams's  Practical  Geodesy;  Bruff  On 
Surveying;  Castle  On  Surveying;  HaskoU's  Engineering  Field- 
Work  ;  Haskoll  On  Railway  Construction ;  Simms  On  Mathematical 
Instruments;  Simms  On  Levelling;  Simms's  Practical  Tunnelling; 
Sir  Edward  Belcher  On  Marine  Surveying;  Admiralty  Manual  of 
Scientific  Inquiry f  Article  "Hydrography;"  Raper's  Navigation; 
De  Morgan's  Trigonometry;  Airy's  Trigonometry,  edited  by  Pro- 
fessor Blackburn,  * 
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OF  MATERIALS  AND  STRUCTURE& 


CHAPTER  L 

SUMMARY  Or  PRINCIPLES  OF  STABILITY  AMD  STRENGTH. 

Section  L — Of  Structures  in  General. 

87.  A  Bttiimo  consists  of  portions  of  solid  materials,  put  to- 
gether so  as  to  preserve  a  definite  form  and  arrangement  of  parts, 
and  to  withstand  external  forces  tending  to  disturb  such  form  and 
arrangement.  As  the  parts  of  a  structure  are  intended  to  remain 
it  rest  relatively  to  each,  other,  the  forces  which  act  on  the  whole 
■tincture,  and  on  each  of  its  parts,  should  be  balanced,  so  that  the 
mechanical  principles  on  which  the  permanence  and  efficiency  of 
structures  depend  for  the  most  part  belong  to  Statics,  or  the 
science  of  balanced  forces. 

The  materials  of  a  structure  may  be  more  or  less  stiff,  like  stone, 
timber,  and  metals,  or  loose,  like  earth. 

The  ensuing  chapters  of  this  part  will  be  divided  according  to 
the  materials  of  which  the  structures  they  treat  of  consist  In  the 
present  chapter  are  given  a  summary  of  mechanical  principles  appli- 
cable to  all  structures.  Many  passages  in  it  are  extracted  from  a 
previous  Treatise  on  Applied  Mechanics,  and  abridged  or  amplified 
as  may  be  required,  in  order  to  suit  the  purpose  of  the  present 
Treatise.  Such  passages  are  indicated  by  the  letters  A.  M.9  with  a 
reference  to  the  number  of  the  corresponding  Article  in  that 
work 

A  structure  consists  of  two  or  more  solid  bodies,  called  its  pieces, 
which  touch  each  other  and  are  connected  at  portions  of  their 
surfaces  called  joints.  This  statement  may  appear  to  be  applicable  to 
structures  of  stiff  materials  only;  but,  nevertheless,  it  comprehends 
masses  of  earth  also,  if  they  are  considered  as  consisting  of  a  very 
gnat  number  of  very  small  pieces,  touching  each  other  at  innumer- 
able joints* 
Although  the  pieces  of  a  structure  are  fixed  relatively  to  each 
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other,  the  structure  as  a  whole  may  be  either  fixed  or  moveable 
relatively  to  the  earth. 

A  fixed  structure  is  supported  on  a  part  of  the  solid  material  of 
the  earth,  called  the  foundation  of  the  structure;  the  pressures  by 
uhich  the  structure  is  supported,  being  the  resistances  of  the 
various  parts  of  the  foundation,  may  be  more  or  less  oblique. 

A  moveable  structure  may  be  supported,  as  a  ship,  by  floating  in 
water,  or  as  a  carriage,  by  resting  on  the  solid  ground  through 
wheels.  When  such  a  structure  is  actually  in  motion,  it  partakes 
to  a  certain  extent  of  the  properties  of  a  machine;  and  the  deter- 
mination of  the  forces  by.  which  it  is  supported  requires  the  con- 
sideration of  dynamical  as  well  as  of  statical  principles;  but  when  it 
is  not  in  actual  motion,  though  capable  of  being  moved,  the  pres- 
sures which  support  it  are  determined  by  the  principles  of  statics; 
and  it  is  obvious  that  they  have  their  resultant  equal  and  directly 
opposed  to  the  weight  of  the  structure. 

88.  The  Cot4IiImm  •€  E«aill*rl«m  +r  *  Stratum)  are  the  three 
following  (4.  M.,  131):— 

I.  That  the  forces  exerted  on  the  whole  structure  by  external  bodies 
shall  balance  each  other. — The  forces  to  be  considered  under  this 
head  are— (1.)  the  Attraction  of  the  Earth — that  is,  the  weight  of 
the  structure;  (2.)  the  External  Load,  arising  from  the  pressures 
exerted  against  the  structure  by  bodies  not  forming  part  of  it  nor 
of  its  foundation;  (these  two  kinds  of  forces  constitute  the  gross  or 
total  load);  (3.)  the  Supporting  Pressures,  or  resistance  of  the  founda- 
tion. Those  three  classes  of  forces  will  be  spoken  of  together  as 
the  External  Forces. 

IL  That  the  forces  exerted  on  each  piece  of  the  structure  shall 
balance  each  other. — These  consist  of— (i.)  the  Weight  of  the  piece, 
and  (2.)  the  External  Load  on  it,  making  together  the  Gross  Load; 
and  (3.)  the  Resistances,  or  forces  exerted  at  the  joints,  between  the 
piece  under  consideration  and  the  pieces  in  contact  with  it. 

III.  That  the  forces  exerted  on  each  of  the  parts  into  which  each 
piece  of  the  structure  can  be  conceived  to  be  divided  shall  balance  each 
other.— Suppose  an  ideal  surface  to  divide  any  part  of  any  one  of 
the  pieces  of  the  structure  from  the  remainder  of  the  piece;  the 
forces  which  act  on  the  part  so  considered  are— (1.^  its  weight,  and 
(2.)  (if  it  is  at  the  external  surface  of  the  piece)  the  external  force 
applied  to  it,  if  any,  making  together  its  gross  load;  (3.)  the  stress, 
or  force,  exerted  at  the  ideal  surface  of  division,  between  the  part 
in  question  and  the  other  parts  of  the  piece. 

89.  Stability,  Stre.fl*,  m*  StlffMM.  (A.  M.,  132,  127>— It  is 
necessary  to  the  permanence  of  a  structure,  that  the  three  fore- 
going conditions  of  equilibrium  should  be  fulfilled,  not  only  under 
one  amount  and  one  mode  of  distribution  of  load,  but  under  all  the 
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motions  of  the  load  as  to  amount  and  mode  of  distribution  which 
can  occur  in  the  use  of  the  structure. 

Stability  consists  in  the  fulfilment  of  the  font  and  second  condi- 
tions (^  equilibrium  of  a  structure  under  all  variations  of  the  load 
within  given  limits.  A  structure  which  is  deficient  in  stability 
gives  way  by  the  displacement  of  its  pieces  from  their  proper  posi- 
tion*. 

When  a  structure,  or  one  of  its  parts,  hfoextbU,  like  the  chain  of 
a  suspension  bridge,  or  in  any  other  way  free  to  move,  its  stability 
consists  in  a  tendency  to  recover  its  original  figure  and  position 
after  having  been  disturbed. 

Strength  consists  in  the  fulfilment  of  the  third  condition  of  equi- 
librium of  a  structure  for  all  loads  not  exceeding  prescribed  limits ; 
that  is  to  say,  the  greatest  internal  stress  produced  in  any  part  of 
any  piece  of  the  structure,  by  the  prescribed  greatest  load,  must  be 
such  as  the  material  can  bear,  not  merely  without  immediate 
breaking,  but  without  such  injury  to  its  texture  as  might  endanger 
fa  breaking  in  the  course  of  time. 

A  piece  of  a  structure  may  be  rendered  unfit  for  its  purpose,  not 
merely  by  being  broken,  but  by  being  stretched,  compressed,  bent, 
twisted,  or  otherwise  strained  out  of  its  proper  shape.  It  is  neces- 
ozv,  therefore,  that  each  piece  of  a  structure  should  be  of  such 
dimensions  that  its  alteration  of  figure  under  the  greatest  load 
applied  to  it  shall  not  exceed  given  limits.  This  property  is  called 
*#***,  and  is  so  connected  with  strength  that  it  is  necessary  to 

consider  them  together. 

Sttnoi  II. — Summary  of  the  Principles  of  the  Balance  of  Forces. 

90.  (4.  M.,  12,  13,  17  to  24). — A  Vtm  is  an  action  between 
two  bodies,  either  causing  or  tending  to  cause  change  in  their 
idauve  rest  or  motion.  B^aUfavkm  or  Balaaee  is  the  condition 
of  two  or  move  forces  which  are  so  opposed  that  their  combined 
action  on  a  body  produces  no  change  in  its  rest  or  motion,  and 
that  each  force  merely  tends  to  cause  such  change,  without  actually 
causing  it 

In  treatises  on  statics,  the  word  pressure  is  often  used  to  denote 
»y balanced  force;  although,  in  the  popular  sense,  that  word  is 
u&d  to  denote  a  force,  of  the  nature  of  a  thrust  or  push,  distributed 
o\«t  a  surface. 

The  relation  of  a  force  to  one  of  the  two  bodies  between  which  it 
"fc,  is  determined,  or  made  known,  when  the  following  three 
toga  are  known  respecting  it: — first,  the  place,  or  part  of  the 
b*ty  to  which  it  is  applied;  secondly,  the  direction  of  its  action; 
^*&y,ite  magnitude. 
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I.  The  place  of  the  application  of  a  force  to  a  body  may  be  the 
whole  or  part  of  its  internal  mass;  in  which  case  the  force  is  an 
attraction  or  a  repulsion,  according  as  it  tends  to  move  the  bodies 
between  which  it  acts  towards  or  from  each  other;  or  the  place  of 
application  may  be  the  surface  at  which  two  bodies  touch  each 
other,  or  the  bounding  surface  between  two  parts  of  the  same  body, 
in  which  case  the  force  is  a  tension  or  pull,  a  thrust  or  push,  or  a 
lateral  stress,  according  to  circumstances. 

Thus  every  force  has  its  action  distributed  over  a  certain  space, 
either  a  volume  or  a  surface;  and  a  force  concentrated  at  a  single 
point  has  no  real  existence.  Nevertheless,  it  is  necessary,  in  treat- 
ing of  the  principles  of  statics,  to  begin  by  demonstrating  the 
properties  of  such  ideal  forces,  conceived  to  be  concentrated  at 
single  points;  for  the  conclusions  so  arrived  at  respecting  single  forces 
(as  they  may  be  called),  are  applicable  to  the  distributed  forces 
which  really,  act  in  nature. 

In  reasoning  respecting  forces  concentrated  at  single  points,  they 
are  assumed  to  be  applied  to  solid  bodies  which  are  perfectly  rigid, 
or  incapable  of  alteration  of  figure  under  any  forces  which  can  be 
applied  to  them.  This  also  is  a  supposition  not  realized  in  nature; 
but  its  consequences  may  be  applied  to  actual  bodies,  when  their 
alterations  of  figure  are  insensible. 

II.  The  direction  of  a  force  is  that  of  the  motion  which  it 
tends  to  produce.  A  straight  line  drawn  through  the  point  of 
application  of  a  single  force,  and  along  its  direction,  is  the  line  of 
action  of  that  force. 

III.  The  magnitudes  of  two  forces  are  equal,  when,  being 
applied  to  the  same  body  in  opposite  directions  along  the  same 
line  of  action,  they  balance  each  other. 

A  single  force  may  be  represented  on  paper  by  an  arrow-headed 
straight  line ;  the  commencement  of  the  line  indicating  the  point  of 
application  of  the  force, — the  direction  of  the  line,  the  direction  of 
the  force, — and  the  length  of  the  line,  the  magnitude  of  the  force, 
according  to  an  arbitrary  scale. 

91.  standard  Unit  »r  Weight.  (A.  M.9  21). — The  magnitude  of  a 
force  is  expressed  arithmetically  by  stating  in  numbers  its  ratio  to 
a  certain  unit  or  standard  of  force,  which  is  usually  the  weight 
(or  attraction  towards  the  earth),  at  a  certain  latitude,  and  at  a 
certain  level,  of  a  known  mass  of  a  certain  material.  Thus  the 
British  unit  of  force  is  the  standard  pound  avoirdupois;  which 
is  the  weight  in  the  latitude  of  London,  and  near  the  level 
of  the  sea,  of  a  certain  piece  of  platinum  kept  in  the  Exchequer 
office.  (See  the  Act  18  and  19  Vict.,  cap.  72;  also  a  paper 
by  Professor  W.  H.  Miller,  in  the  Philosophical  Transactions 
for  1856.) 
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Amongst  other  unite  of  force  employed  in  Britain  are, — 

The  grain  =  T1\T  of  a  pound  avoirdupois. 
The  troy  pound  =  5,760  grains  =  0  822857 14  pound  avoirdupois. 
The  hundredweight  =  112  pounds  avoirdupois. 
The  ton  =  2,240  pounds  avoirdupois. 

The  French  standard  unit  of  force  is  the  gramme,  which  is  the 
weight,  in  the  latitude  of  Paris,  of  a  cubic  centimetre  of  pure 
water,  measured  at  the  temperature  at  which  the  density  of  water 
is  greatest,  viz.,  3°*945  centigrade,  or  39°  -1  Fahrenheit,  and  under 
the  pressure  which  supports  a  barometric  column  of  760  millimetres 
of  mercury — that  is,  29*922  inches. 

A  comparison  of  French  and  British  measures  of  force  and  of 
size  k  given  in  a  table  at  the  end  of  this  volume. 

92.  ImAui  •Htacfl*  Actta*  la  Oae  Straight  Lfae.  (A.  If.,  22). 
— The  Rebultakt  of  any  number  of  given  forces  applied  to  one  body, 
is  a  single  force  capable  of  balancing  that  single  force  which  balances 
the  given  forces;  that  is  to  say,  the  resultant  of  the  given  forces  is 
equal  and  directly  opposed  to  the  force  which  balances  the  given 
forces;  and  is  equivalent  to  the  given  forces  so  far  as  the  balance  of 
the  body  is  concerned.  The  given  forces  are  called  components  of 
their  resultant. 

The  resultant  of  a  set  of  balanced  forces  is  nothing. 
The  resultant  of  any  number  of  forces  acting  on  one  body  in  the 
same  straight  line  of  action,  acts  along  that  line,  and  is  equal  in 
magnitude  to  the  sum  of  the  component  forces;  it  being  understood, 
that  when  some  of  the  component  forces  are  opposed  to  the  others, 
the  word  "sum"  is  to  be  taken  in  the  algebraical  sense;  that  is  to 
say,  that  forces  acting  in  the  same  direction  are  to  be  added  to,  and 
forces  acting  in  opposite  directions  subtracted  from  each  other. 

Whenasystem  offerees  acting  along  one  straight  line  are  balanced, 
the  sum  of  the  forces  acting  in  one  direction  is  equal  to  the  sum  of 
the  forces  acting  in  the  opposite  direction. 

93.    Bui ffwi  m*  Balance  •€  Iaettaed  Farce*.     (A.  M.t  51  to  54). 

— The  smallest  number  of  inclined  forces  which  can  balance  each 
other  is  three.  Those  three  forces  must  act  through  one  point,  and 
in  one  plane.  Their  relation  to  each  other  depends  on  the  follow- 
ing theorem,  called  the  "  Parallelogram  of  Forces,"  from  which 
the  whole  science  of  statics  may  be  deduced. 

1  If  two  forces  whose  lines  of  action  traverse  one  point  be  repre- 
sented in  directUm  and  magnitude  by  the  sides  of  a  paraUdogramy 
tkar  resultant  is  represented  by  the  diagonal. 
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For  example,  through  the  point  O  (fig.  60)  let  two  forces  act, 
represented  in  direction  and  magnitude  by  O  A  and  O  B.  The  re- 
sultant or  equivalent  single  force  of 
those  two  forces  is  represented  in 
direction  and  magnitude  by  the 
diagonal  O  C  of  the  parallelogram 
OACB.  Its  magnitude  is  given 
algebraically  by  the  equation, 


Fig.  60. 


OC=v/  J0A*+0B* 


*v     +  20AOBcosAOB 


0) 


To  balance  the  forces  0  A  and  OB,  a  force  is  required  equal  and 
directly  opposed  to  their  resultant  0~C.  This  may  be  expressed  by 
s&yinft  that  if  the  directions  and  magnitudes  of  three  forces  be  repre- 
sented  by  the  three  sides  of  a  triangle  (such  as  O  A,  A  C,  C  O),  then 
those  tivree forces,  acting  through  one  point,  balance  each  other,  or  in 
other  words,  that  three  forces  in  the  same  plane  balance  each  other 
at  one  point,  when  each  is  proportional  to  the  sine  of  the  angle 
between  the  other  two. 

The  following  corollary  from  the  parallelogram  of  forces  is  called 
the  "  Polygon  of  Forces  :" — 

ILIfa  number  of  forces  acting  through  the  same  point  be  repre- 
sented by  lines  equal  and  parallel  to  Vie 
sides  of  a  closed  polygon,  those  forces 
balance  each  oilier.  To  fix.  the  ideas, 
let  there  be  five  forces  acting  through 
the  point  O  (fig.  61),  and  represented 
in  direction  and  magnitude  by  the 
lines  ¥v  ¥v  F8,  F^,  F^,  which  are 
equal  and  parallel  to  the  sides  of  the 
closed  polygon  OABCDO;  via.: — 

F^andnOA;  F2  =  and»  AB;  F8  =  andflBC; 

F4  =  and  u  0  D;  F5=and  ii  D  O. 

Then,  by  the  principle  of  the  parallelogram  of  forces,  the  resultant  of 
F«  and  F-  is  0  B;  the  resultant  of  Fv  F*,  and  F8  is  O  C ;  the  re- 
sultant of  F.,  Fg,  F8,  and  F4  is  O  D,  equal  and  opposite  to  F6,  so 
that  the  final  resultant  is  nothing. 

The  closed  polygon  may  be  either  plane  or  "  gauche" — that  is, 
not  in  one  plane. 


Kg.  61. 
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HL  PrimapUo/theParalieU)pipedo/F 
polygon  is  one  of  four  aide*  Let  O  A  B  C  E  F  G  H  (fig.  62),  be  a 
parallelepiped  whose  diagonal  is  O  H.  Then 
any  three  successive  edges  so  placed  as  to 
begin  at  O  and  end  at  H,  form,  together  with 
the  diagonal  H  O,  a  closed  quadrilateral; 
consequently,  if  three  forces  Fv  Fg,  F#  act- 
ing through  O,  be  represented  by  the  three 
edges  O  A,  O  B,  O  C,  of  a  parallelepiped, 
the  diagonal  O  H  represents  their  resultant, 
and  a  fourth  force  F4  equal  and  opposite  to 
61  balance*  them.  **■  62' 

94.  i  ii  mi  in  m€  m  fMcir-I  Into  two  Components.  (A.  M.,  55, 
56). — In  order  that  a  given  single  force  may  be  resolvable  into  two 
components  acting  in  given  lines  inclined  to  each  other,  it  is  neces- 
sary, first,  that  die  lines  of  action  of  those  components  should 
intersect  the  line  of  action  of  the  given  force  in  one  point;  and 
mumdly,  that  those  three  lines  of  action  should  be  in  one  plana 

Returning  then  to  Fig  60,  let  O  C  represent  the  given  force, 
which  it  is  required  to  resolve  into  two  component  forces,  acting  in 
the  lines  0  X,  O  T,  which  lie  in  one  plane  with  O  C,  and  intersect 
it  in  one  point  O. 

Through  C  draw  C  A  n  O  Y,  cutting  O  X  in  A,  and  C  B  n  O  X, 
cutting  O  T  in  B.  Then  will  O  A  and  O  B  represent  the  com- 
ponent forces  required.  

Two  forces  respectively  equal  to  and  directly  opposed  to  0  A 
and  OB  will  balance  OU. 
The  magnitudes  of  the  forces  are  in  the  following  proportions : — 

OC:OA:OB 

::sinAOB:sinBOC:8inAO  C (1.) 

IL  Into  three  Components. — In  order  that  a  given  single  force 
may  be  resolvable  into  three  components  acting  in  given  lines 
inclined  to  each  other,  it  is  necessary  that  the  lines  of  action  of  the 
components  should  intersect  the  line  of  action  of  the  given  force  in 
one  point  

Returning  to  Fig.  62,  let  O  H  represent  the  given  force  which  it 
is  required  to  resolve  into  three  component  forces,  acting  in  the 
line*  0  X,  O  Y,  O  Z,  which  intersect  O  H  in  one  point  O. 

Through  H  draw  three  planes  parallel  respectively  to  the  planes 
YOZ,  Z  O  X,  X  O  Y,  and  cutting  respectively  O  X  in  A,  O  Y  in 
By  OZin  C.  Then  will  O  A,  OB,  O  0,  represent  the  component 
ibroes  required. 
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Three  forces  respectively  equal  to,  and  directly  opposed  to  O  A, 
0  B,  and  0  C,  will  balance  (TK 

III.  Rectangular  Components. — The  rectangular  components  of 
a  force  are  those  into  which  it  is  resolved  when  the  directions  of 
their  lines  of  action  are  at  right  angles  to  each  other. 

For  example,  in  fig.  62,  suppose  0  X,  0  Y,  0  Z,  to  be  three 
axes  of  co-ordinates  at  right  angles  to  each  other.  Then  O  H  is 
resolved  into  three  rectangular  components,  O  A,  O  B,  O  C,  simply 
by  letting  fall  from  H  perpendiculars  on  OX,  OY,  O Z,  cutting 
them  at  A,  B,  C,  respectively. 

Let  the  three  rectangular  components  be  denoted  respectively  by 
X,  Y,  Z,  the  resultant  by  R,  and  the  angles  which  it  makes  with 
the  components  by  «,  fl,  y,  respectively ;  then  the  relations  between 
the  three  rectangular  components  and  their  resultant  are  expressed 
by  the  following  equations  : — 

X  =  Roos*;  Y  =  R  cos/3;  Z  =  Rcosy; (2.) 

R*  =  X*  +  Y*  +  Z*     (3.) 

When  the  resultant  is  in  the  same  plane  with  two  of  its  com- 
ponents (as  X  and  Y),  the  third  component  is  null,  and  the 
equations  2  and  3  take  the  following  form: — 

X  =  Rcos«  =  Rsin/3;  Y  =  Rcos/3  =  Rsin  «;  Z  =  0;...(4.) 

R*  =  X*  +  Y* (5.) 

In  using  equations  2,  3,  4,  and  5,  it  is  to  be  remembered  that 
cosines  of  obtuse  angles  are  negative. 

95.   Bcsallaat  aa*   Balaace   ef  mmj   Maker  ef  laeUaed    ITwoca 

Actiagtaraaga  aac  Petal*— To  find  this  resultant  by  calculation,  assume 
any  three  directions  at  right  angles  to  each  other  as  axes;  resolve 
each  force  into  three  components  (X,  Y,  Z)  along  those  axes,  and  con- 
sider the  components  along  a  given  axis  which  act  in  one  direction 
as  positive,  and  those  which  act  in  the  opposite  direction  as  nega- 
tive; take  the  algebraical  sums  of  the  components  along  the  three 
axes  respectively  (2  •  X,  2  •  Y,  2  •  Z);  these  will  be  the  rectangular 
components  of  the  resultant  of  aU  the  forces;  and  its  magnitude  and 
direction  will  be  given  by  the  following  equations  :— 

R2  =  (2-X)*  +  (2-Y)2  +  (2-Z)*; (1.) 

2-X         M    2-Y              2-Z  /Q_ 

°0S*=S"Rr;  «* *  =  -£-*  cosy  =  -jp  (2.) 

If  the  forces  all  act  in  one  plane,  two  rectangular  axes  in  that 
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plane  are  sufficient,  and  the  terms  containing  Z  disappear  from 
the  equations. 

If  the  force*  balance  each  other,  the  components  parallel  to  each 
axis  balance  each  other  independently;  that  is  to  say,  the  three 
following  conditions  are  fulfilled : — 

2-X  =  0;  2-Y  =  0;  2-Z  =  0 (3.) 

If  the  forces  all  act  in  one  plane,  these  conditions  of  equilibrium 
are  reduced  to  two. 

96.  Hfhui  ul  Mwh»  m€  Cmmpim.  (A.  M.,  25  to  37).— Two 
forces  of  equal  magnitude  applied  to  the  same  body  in  parallel  and 
opposite  directions,  but  not  in  the  same  line  of  action  (such  as 
F,  F,  in  fig.  63),  constitute  what  is  called  a  "  couple." 

The  arm  or  leverage  of  a  couple  (L,  fig.  63)  is  the  perpendicular 
distance  between  the  lines  of  action  of  the  two  equal  forces. 

The  tendency  of  a  couple  is  to  turn  the  body  to  which  it  is 
applied  in  the  plane  of  the  couple — that  is,  the  plane  which  con- 
tains the  fines  of  action  of  the  two 
forces,  (The  plane  in  which  a  body 
turns  is  any  plane  parallel  to  those 
planes  in  the  body  whose  position  is  not 
altered  by  the  turning).  The  turning 
of  a  body  is  said  to  be  righ^handed 
▼hen  it  appears  to  a  spectator  to  take  *        pfe  es 

place  in  the  same  direction  with  that  of  ^* 

the  bands  of  a  watch,  and  left-handed  when  in  the  opposite  direction ; 
and  couples  are  designated  as  right-handed  or  left-handed  according 
to  the  direction  of  the  turning  which  they  tend  to  produce.  The 
couple  represented  in  fig.  63  appears  right-handed  to  the  reader. 

The  Moment  of  a  couple  means  the  product  of  the  magnitude  of 
its  force  by  the  length  of  its  arm  (F  L);  and  may  be  represented 
by  the  area  of  a  rectangle  whose  sides  are  E  and  L.  If  the  force 
be  a  certain  number  of  pounds,  and  the  arm  a  certain  number  of 
feet,  the  product  of  those  two  numbers  is  called  the  moment  in 
foot-pounds,  and  similarly  for  other  measures.  The  moment  of  a 
couple  may  also  be  represented  by  a  single  line  on  paper,  by  setting 
off  upon  its  axis  (that  is,  upon  any  line  perpendicular  to  the  plane 
of  the  couple)  a  length  proportional  to  that  moment  (0  M,  fig.  63} 
in  such  a  direction,  that  to  an  observer  looking  from  M  towards  O 
the  couple  shall  seem  right-handed. 

The  following  principle  is  the  groundwork  of  the  theory  of 
couples.  It  may  also  be  made  the  groundwork  of  the  whole  science 
of  statics,  instead  of  the  principle  of  the  parallelogram  of  forces; 
for  each  of  those  two  principles  is  a  necessary  consequence  of  the 
other. 
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L  If  the  momenta  of  two  couples  acting  in  Hie  same  direction  <***< 
in  the  same  or  parallel  planes  are  equal,  those  couples  are  equivalent 
that  is,  their  tendencies  to  turn  the  body  to  which  they  &r< 
applied  are  the  same. 

The  following  propositions  are  the  chief  consequences  of  th< 
principle  just  stated. 

II.  The  resultant  of  any  number  of  couples  acting  in  the  same 
or  parallel  planes  is  equivalent  to  a  couple  whose  moment  is  tli€ 
algebraical  sum  of  the  moments  of  the  combined  couples. 

III.  Two  opposite  couples  of  equal  moment  in  the  same  or 
parallel  planes  balance  each  other.  Any  number  of  couples  in  the 
same  or  parallel  planes  balance  each  other  when  the  moments  of 
the  right-handed  couples  are  together  equal  to  the  moments  of  the 
left-handed  couples;  in  other  words,  when  the  resultant  moment  is 
nothing — a  condition  expressed  algebraically  by 

2FL=0 (1.) 

IY.  If  the  two  sides  of  a  parallelogram  represent  the  axes  and 
moments  of  two  couples  acting  on  the  same  body  in  planes  in- 
clined  to  each  other,  the  diagonal  of  the  parallelogram  will  repre- 
sent the  axis  and  moment  of  the  resultant  couple,  which  is  equiva- 
lent to  those  two. 

In  other  words,  three  couples  represented  by  the  three  sides  of  a 
triangle  balance  each  other. 

Y.  If  any  number  of  couples  acting  on  the  same  body  be  repre- 
sented by  a  series  of  lines  joined  end  to  end,  so  as  to  form  aides  of 
a  polygon,  and  if  the  polygon  is  closed,  those  couples  balance  each 
other. 

These  propositions  are  analogous  to  corresponding  propositions 
relating  to  single  forces;  and  couples,  like  single  forces,  can  be 
resolved  into  components  acting  about  two  or  three  given  axes. 

97.  BMsliMt  aaa  BibwM  af  Parallel  Farce*  (A.  M.,  38  to  47). 
— A  balanced  system  of  parallel  forces  consists  either  of  pairs  of 
directly  opposed  equal  forces,  or  of  couples  of  equal  forces,  or  of 
combinations  of  such  pairs  and  couples. 

Hence  the  following  propositions  as  to  the  relations  amongst  the 
magnitudes  of  systems  of  parallel  forces. 

I.  In  a  balanced  system  of  parallel  forces  the  sums  of  the  forces 
acting  in  opposite  directions  are  equal ;  in  other  words,  the  alge- 
braical sum  of  the  magnitudes  of  all  the  forces  taken  with  their 
proper  signs  is  nothing. 

II.  The  magnitude  of  the  resultant  of  any  combination  of  par- 
allel forces  is  the  algebraical  sum  of  the  magnitudes  of  the  forcea 

The  relations  amongst  the  positions  of  the  lines  of  action  of 
balanced  parallel  forces  remain  to  be  shown;  and  in  this  inquiry 
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all  pairs  of  directly  opposed  equal  forces  may  be  left  oat  of  con- 
sideration; for  each  such  pair  is  independently  balanced  whatso- 
ever its  position  may  be;  so  that  the  question  in  each  case  is  to 
be  solved  by  means  of  the  theory  of  couples. 
The  following  is  the  simplest  case : — 

TIT.  s*ii»iipSu  mf  ft*  Mm***.— If  three  par  olid  forces  applied  to  one 
body  balance  each  ether,  they 
mast  be  m  one  plane;  the  two 
ejtione  forces  timet  act  in  the 
same  direction;  the  middle  force 
must  act  in  the  opposite  direc- 
tion; and  the  magnitude  of  each 
force  must  be  proportional    to 

the  distance  between  the  lines  of 

action  of  the  other  two.     Let 

a  body  (fig.  64)  be  maintained 

in  equilfbrio   by  two  opposite 


Fig.  W. 


couples  acting  in  the  same  plane,  and  of  equal  moments, 

FA  LA  »  FB  L|», 

and  let  those  couples  be  so  applied  to  the  body  that  the  lines  of 
action  of  two  of  those  forces,  —  FA  —  F^  which  act  in  the  same 
direction,  shall  coincide.  Then  those  two  forces  are  equivalent  to 
the  single  middle  force  F0  =  —  (FA  +  FB),  equal  and  opposite  to  the 
sum  of  the  extreme  forces  +  FA,  +  F,,  and  in  the  same  plane  with 
them;  and  if  the  straight  line  A  0  B  be  drawn  perpendicular  to 
the  lines  of  action  of  the  forces,  then 

AC  =  LA;  05=11,;  ABaLA  +  L,; 


and  consequently 

FA  :  Fa  :  F0 


AC  :(TS:  AB; 


0-> 


This  proposition  holds  also  when  the  straight  line  A  0  B  crosses 
the  lines  of  action  of  the  three  forces  obliquely. 

IV.  The  resultant  of  any  two  of  the  three  forces  FA,  F*,  F<j,  is 
equal  and  opposite  to  the  third. 

In  order  that  two  opposite  parallel  forces  may  have  a  single 

resultant,  it  is  necessary  that  they  should  be  unequal,  the  resultant 

being  their  difference.     Should  they  be  equal,  they  constitute  a 

couple,  which  Las  no  single  resultant 

Y.  BesuUarU  of  a  Cou^  and  a  Single  Force  in  Parallel  Planes. — 
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Fig.  66. 


Let  M  denote  the  moment  of  a  couple  applied  to  a  body  (fig.  60) j 

and  at  a  point  O  let  a  single 
force  F  be  applied,  in  a  plane 
parallel  to  that  of  the  couple. 
For  the  given  couple  substitute 
an  equivalent  couple,  consisting 
of  a  force  —  F  equal  and  directly 
opposed  to  F  at  O,  and  a  force 
F  acting  through  the  point  Ay 
the  arm  A  O  perpendicular  to 

F  being  =  =-,  and  parallel     to 

the  plane  of  the  couple  M.  Then  the  forces  at  O  balance  each 
other,  and  F  acting  through  A  is  the  resultant  of  the  single  force 
F  applied  at  O,  and  the  couple  M;  that  is  to  say,  that  if  with  a 
single  force  F  there  be  combined  a  couple  M  whose  plane  is  parallel 
to  the  force,  the  effect  of  that  combination  is  to  shift  the  line  of 
action  of  the  force  parallel  to  itself  through  a 

distance  O  A  =  ^ ; — to  the  left  if  M  is  right- 
handed — to  the  right  if  M  is  left-handed. 

YI.  Moment  of  a  Force  with  respect  to  an 
Axis. — In  fig.  66,  let  the  straight  line  F  repre- 
sent a  force.  Let  O  X  be  any  straight  line 
perpendicular  in  direction  to  the  line  of  action 
of  the  force,  and  not  intersecting  it,  and  let  A  B 
be  the  common  perpendicular  of  those  two  lines. 
At  B  conceive  a  pair  of  equal  and  directly  op* 
posed  forces  to  be  applied  in  a  line  of  action 
parallel  to  F,  viz.:  F  =  F,  and-F=  -F.  The 
supposed  application  of  such  a  pair  of  balanced 
forces  does  not  alter  the  statical  condition  of  the 
body.  Then  the  original  single  force  F,  applied 
in  a  line  traversing  A,  is  equivalent  to  the  force  F  applied  in  a  line 
traversing  B,  the  point  in  O  X  which  is  nearest  to  A,  combined 
with  the  couple  composed  of  F  and  —  F,  whose  moment  is  F  •  A  B. 
This  is  called  the  moment  oftlie  force  F  relatively  to  the  axis  O  X, 
and  sometimes  also,  the  moment  of  the  force  F  relatively  to  the 
plane  traversing  O  X,  parallel  to  the  line  of  action  of  the  force. 

If  from  the  point  B  there  be  drawn  two  straight  lines  B  D  and 

B  E,  to  the  extremities  of  the  line  F  representing  the  force,  the 

area  of  the  triangle  B  D  E  being = £  F  •  A  B,  represents  one-half  of 

the  moment  of  F  relatively  to  O  X. 

YIL  Balance  of  any  System  of  Parallel  Forces  in  One  Plane. — 


Fig.  66. 
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la  order  that  any  system  of  parallel  forces  whose  lines  of  action 
are  in  one  plane  may  balance  each  other,  it  is  necessary  and  suffi- 
cient that  the  following  conditions  should  be  fulfilled : — 

First — (As  already  stated)  that  the  algebraical  sum  of  the  forces 
shall  be  nothing: — 

Secondly — That  the  algebraical  sum  of  the  moments  of  the  forces 
relatively  to  any  axis  perpendicular  to  the  plane  in  which  they  act 
shall  be  nothing, 

two  conditions  which  are  expressed  symbolically  as  follows : — 
Let  F  denote  any  one  of  the  forces,  considered  as  positive  or  nega- 
tive, according  to  the  direction  in  which  it  acts;  let  y  be  the  per- 
pendicular distance  of  the  line  of  action  of  this  force  from  an 
arbitrarily  assumed  axis  OX,y  also  being  considered  as  positive  or 
negative,  according  to  its  direction;  then, 

2F  =  0;  2-yF  =  0. (2.) 

In  summing  moments,  right-handed  couples  are  usually  considered 
as  positive,  and  left-handed  couples  as  negative. 

YJXL  Let  E  denote  the  resultant  of  any  number  of  parotid 
forces  t»  one  plane,  and  y„  the  distance  of  the  line  of  action  of  that 
resultant  from  the  assumed  axis  O  X  to  which  the  positions  of  forces 
are  referred;  then, 

SyF 

In  some  cases,  the  forces  may  have  no  single  resultant,  2*F 
being  =  0;  and  then,  unless  the  forces  balance  each  other  com- 
pletely, their  resultant  is  a  couple  of  the  moment  2  ■  y  F. 

IX.  Balance  of  any  System  of  Parallel  Forces. — In  order  that 
any  system  of  parallel  forces,  whether  in  one  plane  or  not,  may 
balance  each  other,  it  is  necessary  and  sufficient  that  the  three 
Mowing  conditions  should  be  fulfilled : — 

First— (As  already  stated)  that  the  algebraical  sum  of  the  forces 
shall  be  nothing : — 

Secondly  and  Thirdly — That  the  algebraical  sums  of  the  moments 
of  the  forces,  relatively  to  a  pair  of  axes  at  right  angles  to  each 
other,  and  to  the  lines  of  action  of  the  forces,  shall  each  be  nothing, 

two  conditions  which  are  expressed  symbolically  as  follows : — 
Let  OX  and  O  Y  denote  the  pair  of  axes;  let  F  be  the  magnitude 
Of  any  one  of  the  forces;  y  its  perpendicular  distance  from  O  X, 
todz its  perpendicular  distance  from  O  Y;  then, 

2-F-0;  2yF  =  0;  2-«F  =  0;..... (3.) 
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X.  Let  R  denote  the  resultant  of  any  system  of  paraUd  forxx* 
and  xr  and  yr  the  distances  of  its  line  of  action  from  two  rectangolaj 
axes;  then, 

R=2F;  ov=  jTjr^  y^-s7?* *    ' 

In  some  cases  the  forces  may  have  no  single  resultant,  2  -  J 
being = 0 ;  and  then,  unless  the  forces  balance  each  other  completely; 
their  resultant  is  a  couple,  whose  axis,  direction,  and  moment,  ami 
found  as  follows : — 

Let  M#=2.yF;  M^-S.rcF; 

be  the  moments  of  the  pair  of  partial  resultant  couples  about  the 
axes  O  X  and  O  Y  respectively.  From  O,  along  those  axes,  set  ofl 
two  lines  representing  respectively  M,  and  M,;  that  is  to  say,  pro- 
portional to  those  moments  in  length,  and  pointing  in  the  direction 
from  which  those  couples  must  respectively  be  viewed  in  order  that 
they  may  appear  right-handed.  Complete  the  rectangle  whose 
sides  are  those  lines;  its  diagonal  will  represent  the  axis,  direction, 
and  moment  of  the  final  resultant  couple.  Let  M,  be  the  moment 
of  this  couple;  then, 

M,=  y/|M!+M;|; (5.) 

aud  if  *  be  the  angle  which  its  axis  makes  with  O  X, 

cos*=J£. (6.) 

98.  The  Cento  «f  Parallel  Verees  (A.  M.,  49,  50]  is  the  single 
point  referred  to  in  the  following  principle.  The  forces  to  which 
that  principle  is  applied  are  in  general  either  weights  or  pressures; 
and  the  point  in  question  is  then  called  the  Centre  of  Gravity  or 
the  Centre  of  Pressure,  as  the  case  may  be. 

If  there  be  given  a  system  of  points,  and  the  mutual  ratios  of  a 
system  of  parallel  forces  applied  to  those  points,  which  forces  have  a 
single  resultant,  then  there  is  one  point,  and  one  only,  which  is  tra- 
versed by  the  line  of  action  of  the  resultant  of  every  system  of  parallel 
forces  having  the  given  mutual  ratios  and  applied  to  the  given  system 
of  points,  whatsoever  may  be  the  absolute  magnitudes  of  those  forces, 
and  the  angular  position  of  their  lines  of  action. 

The  position  of  that  point  is  found  as  follows: — 

Let  O  in  fig.  67  be  any  convenient  point,  taken  as  the  origin  of 
co-ordinates,  and  O  X,  O  Y,  O  Z,  three  axes  of  co-ordinates  at 
right  angles  to  each  other, 
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Let  A  he  any  one  of  the  points  to  which  the  system  of  parallel 
forces  in  question  are  applied  From  A  draw  x  parallel  to  O  X, 
and  perpendicular  to  the  plane  Y  Z, 
y  parallel  to  O  Y,  and  perpendicular 
to  the  plane  Z  X,  and  z  parallel  to 
O  Z,  and  perpendicular  to  the  plane 
X  Y.  Xy  y,  and  z  are  the  rectangu- 
lar coordinates  of  A,  which,  being 
known,  the  position  of  A  is  deter- 
mined.     Let   F  denote  either   the 

magnitude  of  the  force  applied  at  A, 

or  any  magnitude  proportional   to 

that  magnituda     x,y,z,  and  F  are 

supposed  to  be  known  for  every  point  of  the  given  system  of 

points. 
Ftrst,  conceive  all  the  parallel  forces  to  act  in  lines  parallel  to 

the  plane  Y  Z.     Then  the  distance  of  their  resultant,  and  of  the 

centre  of  parallel  forces  from  that  plane  is 


Pig.  67. 


«V= 


2-F 


0) 


Secondly,  conceive  all  the  parallel  forces  to  act  in  lines  parallel 
to  the  plane  Z  X.  Then  the  distance  of  their  resultant,  and  of  the 
centre  of  parallel  forces  from  that  plane  is 


_S1yP 
'"  2-F* 


(2) 


Thirdly,  conceive  all  the  parallel  forces  to  act  in  lines  parallel  to 
the  plane  X  Y.  Then  the  distance  of  their  resultant,  and  of  the 
centre  of  parallel  forces  from  that  plane,  is 


«*=- 


2*F 


2-F  ' 


(3.) 


If  the  forces  have  no  single  resultant,  so  that  2  •  F  =  0,  there  is 
no  centre  of  parallel  forces.  This  may  be  the  case  with  pressures, 
but  not  with  weights. 

If  the  parallel  forces  applied  to  a  system  of  points  are  all  equal 
and  in  the  same  direction,  it  is  obvious  that  the  distance  of  the 
centre  of  parallel  forces  from  any  given  plane  is  simply  the  mean 
of  the  distances  of  the  points  of  the  system  from  that  plane. 

99.  Beaaltaatt  mm*  Balance  of  any  System  ef  Farces  in  Oae  Plane. 

(A.  If.,  59). — X«et  tne  Plane  **  *****  of  *^e  axes  O  ^  and  O  Y  in 
fit  67 '  and  in  looking  from  Z  towards  O,  let  Y  lie  to  the  right  of 
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X,  so  that  rotation  from  X  towards  T  shall  be  right-handed  Let 
x  and  y  be  the  co-ordinates  of  the  point  of  application  of  one  of  the 
forces,  or  of  any  point  in  its  line  of  action,  relatively  to  the  assumed 
origin  and  axes.  Resolve  each  force  into  two  rectangular  com- 
ponents X  and  Y,  as  in  Article  94,  p.  137;  then  the  rec- 
tangular components  of  the  resultant  are  2  *  X  and  2*Y;  its 
magnitude  is  given  by  the  equation 

R*=(2-X)*+(2-Y),  (1.) 

and  the  angle  «,.  which  it  makes  with  0  X  is  found  by  the  equations 

2-X     .            2Y  #ox 

cos*r=  -g-;  an  *»  =  -£- (2.) 

This  angle  is  acute  or  obtuse  according  as  2  *  X  is  positive  or  nega- 
tive; and  it  lies  to  the  right  or  left  of  O  X  according  as  2  *  Y  is 
positive  or  negative. 

The  resultant  moment  of  the  system  of  forces  about  the  axis 
OZis 

M  =  2(*Y-yX), (3.) 

and  is  right  or  left-handed  according  as  M  is  positive  or  negative. 
The  perpendicular  distance  of  the  resultant  force  R  from  O  is 

"■-IT <*■> 

Let  xr  and  yr  be  the  co-ordinates  of  any  point  in  the  line  of 
action  of  that  resultant;  then  the  equation  of  that  line  is 

av2-Y-yP2-X  =  M. (5.) 

If  M  =  0,  the  resultant  acts  through  the  origin  O;  if  M  has 
magnitude,  and  R  =  0  (in  which  case  2  •  X  =  0,  2  •  Y  =  0)  the 
resultant  is  a  couple.  The  conditions  of  equilibrium  of  the  system 
of  forces  are 

2-X  =  0;  2-Y  =  0;  M  =  0 (6.) 

100.  BmlMt  and  Balance  of  any  9y«em  mt  Wmretm.  (A.  M.9  60.) 
— To  find  the  resultant  and  the  conditions  of  equilibrium  of  any 
system  of  forces  acting  through  any  system  of  points,  the  forces 
and  points  are  to  be  referred  to  three  rectangular  axes  of  co- 
ordinates. 
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As  before,  let  O  in  fig.  67,  p.  145,  denote  the  origin  of  co- 
ordinates, and  O  X,  O  Y,  O  Z,  the  three  rectangular  axes;  and 
let  them  be  arranged  so  that  in  looking  from 

X)  (Y  towards  Z) 

Y  >  towards  O,  rotation  from  <  Z  towards  X  > 
Z)  (X  towards  Yj 

shall  appear  right-handed. 

Let  X,  Y,  Z,  denote  the  rectangular  components  of  any  one 
of  the  forces;  x,  y,  zy  the  co-ordinates  of  a  point  in  its  line  of 
action. 

Taking  the  algebraical  sums  of  all  the  forces  which  act  along 
the  same  axes,  and  of  all  the  couples  which  act  round  the  same 
axes,  the  six  following  quantities  are  found,  which  compose  the 
resultant  of  the  given  system  of  forces  :— 


2-X;  2Y;2Z;  (1.) 


about  OX;  M,  =  2(yZ-*5 

„      0Y;M,  =  2EX-*Z);J- (2.) 

OZ;  M,  =  2(*Y-      - 


n 


The  three  forces  are  equivalent  to  a  single  force 

R=Y/{(2-X)*+(2-Y)*+(2-Z)*}, (3.) 

acting  through  O  in  a  line  which  makes  with  the  axes  the  angles 
given  by  the  equations 

2-X  .      2Y  2-Z  ,.. 

The  three  couples  M^  M„  M8,  are  equivalent  to  one  couple, 
»hose  magnitude  is  given  by  the  equation 

M  =  N/(Mf  +  MJ+31J), (5.) 

*&d  whose  axis  makes  with  the  axes  of  co-ordinates  the  angles  given 
ty  the  equations 

cosxrs^j;  cos^sr"1;  cos  *  =  jp (6.) 

in  which!  U  denote  respectively  ^e  angles  j  g  f  ) 
J  ^  j  made  by  the  axis  of  M  with  J  q«  ( 
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The  Condition*  of  Equilibrium  of  the  system  of  forces  may  le 
expressed  in  either  of  the  two  following  forms : — 

2-X=0;2'Y=:0;2-Z  =  0;M  =  0;M  =:0;M,  — 0;  (7.) 

or  R  =  0;  M=0 (a) 

When  the  system  is  not  balanced,  its  resultant  may  fall  under 
one  or  other  of  the  following  cases : — 

Case  L—When  M  =  0,  the  resultant  is  the  single  force  R  acting 
through  0. 

Case  1L — When  the  axis  o/M  is  at  right  angles  to  the  direction  of 
R> — a  case  expressed  by  the  following  equation : — 

cos  «cosx  +  cos/3cos^  + cos  y  cos  *==();  «...  (9.) 

the  resultant  of  M  and  R  is  a  single  force  equal  and  parallel  to  R, 
acting  in  a  plane  perpendicular  to  the  axis  of  M,  and  at  a  perpen- 
dicular distance  from  0  given  by  the  equation 

*-5 • a*) 

Case  III. — When  R  =  0,  there  is  no  single  resultant;  and  the 
only  resultant  is  the  couple  M. 

Case  IV. — When  the  axis  ofh/L  is  parallel  to  the  line  of  action  of  R, 
that  is,  when  either 

x  =  *;  f*  =  fi;  *  =  y, (11.) 

or  *  =  -  «;  f*=  -  fi;  *  =  -  y;  (12.) 

there  is  no  single  resultant;  and  the  system  of  forces  is  equivalent 
to  the  force  R  and  the  couple  M,  being  incapable  of  being  farther 
simplified. 

Case  V. — When  the  axis  of  M  is  oblique  to  the  direction  qfR, 
making  with  it  the  angle  given  by  the  equation 

cos^  =  cosXcos*  +  cos/t*  cos/3+cos  9  cos  y,....  (13.) 

the  couple  M  is  to  be  resolved  into  two  rectangular  components, 
viz: — 


M  sin  6  round  an  axis  perpendicular  to  R,  and  in 
the  plane  containing  the  direction  of  R  and  of 
the  axis  of  M; 

M  cos  $  round  an  axis  parallel  to  R. 


(14-) 


The  force  R  and  the  couple  M  sin  6  are  equivalent,  as  in  Case 
11.,  to  a  single  force  equal  and  parallel  to  R,  whose  line  of  action 
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is  in  a  plane  perpendicular  to  that  containing  R  and  the  axis  of 
M,  and  whose  perpendicular  distance  from  O  is 

MsinJ 
Ij=  — g — (15.) 

The  couple  M  cos  I,  whose  axis  is  parallel  to  the  line  of  action  .of 
R,  is  incapable  of  farther  combination. 

Hence  it  appears  finally,  that  every  system  of  forces  which  is  not 
telf-balanced,  is  equivalent  either,  (A);  to  a  single  force,  as  in  Gases 
L  and  IL  (B);  to  a  couple,  as  in  Case  IIL  (C);  to  a  force,  com- 
bined with  a  couple  whose  axis  is  parallel  to  the  line  of  action  of 
the  force,  as  in  Gases  IV.  and  Y.  This  can  occur  with  inclined 
forces  only;  for  the  resultant  of  any  number  of  parallel  forces  is 
either  a  single  force  or  a  couple. 

101.  Parallel  PNJectloM  «r  TruMftnttlNi  la  tatim.  (A.  M., 
61  to  66.) — If  two  figures  be  so  related,  that  for  each  point  in  one 
there  is  a  corresponding  point  in  the  other,  and  that  to  each  pair  of 
equal  and  parallel  lines  in  the  one  there  corresponds  a  pair  of 
equal  and  parallel  lines  in  the  other,  those  figures  are  said  to  be 
parallel  projections  of  each  other. 

The  relation  between  such  a  pair  of  figures  is  expressed  algebrai- 
cally as  follows : — Let  any  figure  be  referred  to  axes  of  co-ordinates, 
whether  rectangular  or  oblique;  let  x,  y,  z,  denote  the  co-ordinates 
of  any  point  in  it,  which  may  be  denoted  by  A :  let  a  second  figure 
be  constructed  from  a  second  set  of  axes  of  co-ordinates,  either 
agreeing  with,  or  differing  from,  the  first  set  as  to  rectangularity 
or  obliquity ;  let  oiy  i/,  Z*,  be  the  co-ordinates  in  the  second  figure, 
of  the  point  A'  which  corresponds  to  any  point  A  in  the  first  figure, 
and  let  those  co-ordinates  be  so  related  to  the  co-ordinates  of  A, 
that  for  each  pair  of  corresponding  points,  A,  A',  in  the  two  figures, 
the  three  pairs  of  corresponding  co-ordinates  shall  bear  to  each 
other  three  constant  ratios,  such  as 

—  =  <*;-£■=&;  -  =  c; 
x  y  z 

then  are  those  two  figures  parallel  projections  of  each  other. 

For  example,  all  circles  and  ellipses  are  parallel  projections  of 
each  other;  so  are  all  spheres,  spheroids,  and  ellipsoids;  so  are  all 
triangles;  so  are  all  triangular  pyramids;  so  are  all  cylinders;  so 
are  all  cones. 

The  following  are  the  geometrical  properties  of  parallel  projec- 
tions which  are  of  most  importance  in  statics : — 

I.  A  parallel  projection  of  a  system  of  three  points,  lying  in 
one  straight  line  and  dividing  it  in  a  given  proportion,  is  also  a 
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system  of  three  points,  lying  in  one  straight  line  and  dividing  it  io 
the  same  proportion. 

II.  A  parallel  projection  of  a  system  of  parallel  lines  whose 
lengths  bear  given  ratios  to  each  other,  is  also  a  system  of  parallel 
lines  whose  lengths  bear  the  same  ratios  to  each  other. 

IIL  A  parallel  projection  of  a  closed  polygon  is  a  closed 
polygon. 

IV.  A  parallel  projection  of  a  parallelogram  is  a  parallelogram. 

V.  A  parallel  projection  of  a  parallelopiped  is  a  parallelopiped. 

VI.  A  parallel  projection  of  a  pair  of  parallel  plane  surfaces, 
whose  areas  are  in  a  given  ratio,  is  also  a  pair  of  parallel  place 
surfaces,  whose  areas  are  in  the  same  ratio. 

VII.  A  parallel  projection  of  a  pair  of  volumes  having  a  given 
ratio,  is  a  pair  of  volumes  having  the  same  ratio. 

The  following  are  the  mechanical  properties  of  parallel  projec- 
tions in  connection  with  the  principles  set  forth  in  this  section : — 

VIII.  If  two  systems  of  points  be  parallel  projections  of  each 
other;  and  if  to  each  of  those  systems  there  be  applied  a  system  of 
parallel  forces  bearing  to  each  other  the  same  system  of  ratios,  then 
the  centres  of parallel  forces  for  those  two  systems  of  points  will  be 
parallel  projections  of  each  other,  mutually  related  in  the  same 
manner  with  the  other  pairs  of  corresponding  points  in  the  two 
systems. 

IX.  If  a  balanced  system  of  forces  acting  through  any  system  of 
points  be  represented  by  a  system  of  lines,  then  will  any  parallel 
projection  of  that  system  of  lines  represent  a  balanced  system  of 
forces;  and  if  any  two  systems  of  forces  be  represented  by  lines 
which  are  parallel  projections  of  each  other,  the  lines,  or  sets  of 
lines,  representing  their  resultants,  are  corresponding  parallel  pro- 
jections of  each  other, — it  being  observed  that  couples  are  to  be 
represented  by  pairs  of  lines,  as  pairs  of  opposite  forces,  or  by  areas, 
and  not  by  single  lines  along  their  axes. 

Section  IIL — Of  Distributed  Forces, 
102.  Dl»trltorte4  Force*  la  OmcmL  (A.  Jf.,67,  68.) — In  Article  90, 
p.  133,  it  has  already  been  explained,  that  the  action  of  every  real 
force  is  distributed  throughout  some  volume,  or  over  some  surface. 
It  is  always  possible,  however,  to  find  either  a  single  resultant,  or  a 
resultant  couple,  or  a  combination  of  a  single  force  with  a  couple,  to 
which  a  given  distributed  force  is  equivalent,  so  far  as  it  affects  the 
equilibrium  of  the  body,  or  part  of  a  body,  to  which  it  is  applied 

In  the  application  of  Mechanics  to  Structures,  the  only  force  dis- 
tributed throughout  the  volume  of  a  body  which  it  is  necessary  to 
consider,  is  its  weight,  or  attraction  towards  the  earth;  and  the 
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bodies  considered  are  in  every  instance  so  small  as  compared  with 
the  earth,  that  this  attraction  may,  without  appreciable  error,  be 
held  to  act  in  parallel  directions  at  each  point  in  each  body.  More- 
over, the  forces  distributed  over  surfaces  are  either  parallel  at  each 
pint  of  their  surfaces  of  application,  or  capable  of  being  resolved 
into  sets  of  parallel  forces;  hence,  parallel  distributed  forces  have 
alone  to  be  considered ;  and  every  such  force  is  statically  equivalent 
either  to  a  single  resultant,  or  to  a  resultant  couple. 

The  Intensity  of  a  Distributed  Force  is  the  ratio  which  the  magni- 
tude of  that  force,  expressed  in  units  of  weight,  bears  to  the  space 
over  which  it  is  distributed,  expressed  in  units  of  volume,  or  in 
units  of  surface,  as  the  case  may  be.  An  unit  of  Intensity  is  an 
unit  of  force  distributed  over  an  unit  of  volume  or  of  surface,  as 
tike  case  may  be;  so  that  there  are  two  kinds  of  units  of  intensity. 
For  example,  one  pound  per  cubic  foot  is  an  unit  of  intensity  for  a 
force  distributed  throughout  a  volume,  such  as  weight;  and  one 
jmnd  per  square  foot  is  an  unit  of  intensity  for  a  force  distributed 
over  a  surface,  such  as  pressure  or  friction. 

103.  Weight— gpedfle  Ormrtoy.  (A.  M.,  69.)— The  intensity  of  the 
wight  of  a  body  is  expressed  either  by  stating*  how  many  units  of 
▼eight  are  contained  in  an  unit  of  volume  (for  example,  pounds 
avoirdupois  in  a  cubic  foot,  or  in  a  cubic  inch),  or  by  stating  the 
ratio  which  the  weight  of  a  given  volume  of  the  body  bears  to  the 
▼eight  of  the  same  volume  of  a  standard  substance  (pure  water) 
under  a  standard  pressure  (the  average  atmospheric  pressure  of 
14-7  lbs.  on  the  square  inch)  and  at  a  standard  temperature  (which 
in  Britain  is  62°  Fahrenheit,  and  in  France,  the  temperature  at 
which  water  is  most  dense,  or  39°-l  Fahr.  =  3°-945  Cent).  The 
last-mentioned  ratio  is  called  the  "Specific  Ghwvity"  of  the  body. 
For  the  weight  of  a  cubic  foot,  there  is  no  single  term  in  English : 
it  might  perhaps  be  called  "heaviness;"  that  being  a  word 
▼hich  at  present  is  not  appropriated  to  any  scientific  purpose. 
According  to  the  French  system  of  measures,  there  is  no  need  for 
this  distinction;  because,  as  a  litre  (a  cubic  decimetre)  of  pure 
water  at  its  maximum  density  weighs  a  kilogramme,  the  weight  of 
s  cubic  decimdtre  of  any  substance  in  kilogrammes  is  its  specific 
gravity,  that  of  pure  water  being  unity. 

The  weight  of  a  cubic  foot  of  pure  water  at  39°*1  Fahr.  is 

62-425  lbs.  avoirdupois. 

In  rising  from  39°1  to  62?  Fahr.,  pure  water  expands  in  the 
ratio  of  1*001 116  to  1,  and  has  its  density  diminished  in  the  ratio 
of '998883  to  1,*  hence  the  weight  of  a  cubic  foot  of  pure  water  at 
Uf  Fahr.  is 

•  See  Profeawr  Miller  a  paper  "  On  the  Standard  Pound,"  PhiL  Trmu.,  1866,  Part  I. 
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62-425  x  -998883  =  62-355  lbs.  avoirdupois; 

and  for  any  other  substance  we  have, 

Heaviness  in  lbs.  avoirdupois  per  cubic  foot  =  Specific  )     ,*  x 
Gravity  x  62'355 J-H-J 

In  a  table  at  the  end  of  this  volume  are  given  the  specific  gravity 
and  heaviness  of  Buch  materials  as  most  commonly  occur  in  struc- 
tures. So  far  as  that  and  similar  tables  relate  to  solid  materials, 
they  are  approximate  only;  for  the  specific  gravity  of  the  same 
solid  substance  varies  not  only  in  different  specimens,  but  fre- 
quently even  in  different  parts  of  the  same  specimen;  still  the 
approximate  values  are  sufficiently  near  the  truth  for  practical 
purposes  in  the  art  of  construction. 

104.  {A.  Jf.,  70  to  85.)—The  Ceaire  of  ©rarity  of  a  body,  or  of  a 
system  of  bodies,  is  the  point  always  traversed  by  the  resultant  of 
tie  weight  of  the  body  or  system  of  bodies, — in  other  words,  the 
centre  of  parallel  forces  for  the  weight  of  the  body  or  system  of 
bodies.     (See  Article  98.) 

To  support  a  body,  that  is,  to  balance  its  weight,  the  resultant  of 
the  supporting  force  must  act  through  the  centre  of  gravity. 

When  the  centre  of  gravity  of  a  geometrical  figure  is  spoken  of, 
it  is  to  be  understood  to  mean  the  point  where  the  centre  of 
gravity  would  be,  if  the  figure  were  filled  with  a  substance  of 
uniform  heaviness.  The  following  are  the  most  useful  of  the  pro- 
cesses for  finding  centres  of  gravity. 

I.  If  a  body  is  homogeneous,  or  of  equal  specific  gravity  through- 
out, and  so  far  symmetrical  as  to  have  a  centre  of  figure;  that  is,  a 
point  within  the  body,  which  bisects  every  diameter  of  the  body 
drawn  through  it,  that  point  is  also  the  centre  of  gravity  of  the 
body. 

Amongst  the  bodies  which  answer  this  description  are,  the 
sphere,  the  ellipsoid,  the  circular  cylinder,  the  elliptic  cylinder, 
prisms  whose  bases  have  centres  of  figure,  and  parallelepipeds^ 
whether  right  or  oblique. 

II.  The  common  centre  of  gravity  of  a  set  of  bodies  whose  several 
centres  of  gravity  are  known,  is  the  centre  of  parallel  forces  for  the 
weights  of  the  several  bodies,  each  considered  as  acting  through 
its  centre  of  gravity.     (See  Article  98,  p.  144.) 

III.  If  a  homogeneous  body  be  of  a  figure  which  is  symmetrical 
on  either  side  of  a  given  plane,  the  centre  of  gravity  is  in  that  plane. 
If  two  or  more  such  planes  of  symmetry  intersect  in  one  line,  or  axis 
of  symmetry,  the  centre  of  gravity  is  in  that  axis.  If  three  or  more 
planes  of  symmetry  intersect  each  other  in  a  point,  that  point  is 
the  centre  of  gravity. 
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IV.  To  find  the  centre  of  gravity  of  a  homogeneous  body  of  any 
figure,  assume  three  rectangular  co-ordinate  planes  in  any  con- 
venient position,  as  in  fig.  67,  p.  145. 

To  find  the  distance  of  the  centre  of  gravity  of  the  body  from 
one  of  those  planes  (for  example,  that  of  T  Z),  conceive  the  body 
to  be  divided  into  indefinitely  thin  plane  layers  parallel  to  that 
plane.  Let  *  denote  the  area  of  any  one  of  those  layers,  and  dx  its 
Thickness,  so  that  sdx  is  the  volume  of  the  layer,  and 


r=j*dx, 


the  volume  of  the  whole  body,  being  the  sum  of  the  volumes  of 
the  layers.  Let  x  be  the  perpendicular  distance  of  the  centre  of 
the  layer  sdx  from  the  plane  of  Y  Z.  Then  the  perpendicular 
distance  x9  of  the  centre  of  gravity  of  the  body  from  that  plane  is 
given  by  the  equation 


fxsdx 


(i) 


Find,  by  a  similar  process,  the  distances  y„  a0,  of  the  centre  of 
gravity  from  the  other  two  co-ordinate  planes,  and  its  position  will 
be  completely  determined. 

If  the  centre  of  gravity  is  previously  known  to  be  in  a  particular 
plane,  it  is  sufficient  to  find  by  the  above  process  its  distances  from 
too  planes  perpendicular  to  that  plane  and  to  each  other. 

If  the  centre  of  gravity  is  previously  known  to  be  in  a  particular 
Hue,  it  is  sufficient  to  find  its  distance  from  one  plane,  perpendicular 
to  that  line. 

Y.  If  the  specific  gravity  of  the  body  varies,  let  to  be  the  mean 
heaviness  of  the  layer  sdx,  go  that 

W=  f to  sdx, 

u  the  weight  of  the  body.     Then 

fxwsdx  (2v 

VI.  Centre  of  Gravity  found  by  Addition. — When  the  figure  of  a 
body  consists  of  parts,  whose  respective  centres  of  gravity  are 
known,  the  centre  of  gravity  of  the  whole  is  to  be  found  as  in 
Gael! 
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VII.  Centre  of  Gravity  found  by  Subtraction.— When  the  figure 
of  a  homogeneous  body,  whose  centre  of 
gravity  is  sought,  can  be  made  by  taking 
away  a  figure  whose  centre  of  gravity  is 
known  from  a  larger  figure  whose  centre 
of  gravity  is  known  also,  the  following 
method  may  be  used. 

Let  A  0  D  be  the  larger  figure,  G,  its 
known  centre  of  gravity,  Wj  its  weight 
Let  A  £  E  be  the  smaller  figure,  whose 
centre  of  gravity  G«  is  known,  W2  its 
weight.     Let  E  B  C  D  be  the  figure  whose 

centre  of  gravity  G8  is  sought,  made  by  taking  away  ABE  from 

from  A  C  D,  so  that  its  weight  is 

w8=w1-w2. 

Join  Grx  Ggj  Go  will  be  in  the  prolongation  of  that  straight  line  be- 
yond Gv     In  the  same  straight  line  produced,  take  any  point  O  as 


origin  of  co-ordinates, 
known  quantity)  =  x# 
Then 


Make  OGj=m;0  <>s=*»  O G,  (the  un- 


*8  = 


_*lVlZ*2™* 


wx-w2 


.(3.) 


VIII.  Centre  of  Gravity  Altered  by  Transposition.— In  fig.  69,  let 
A  B  0  D  be  a  body  of  the  weight  W* 
whose  centre  of  gravity  G0  is  known.  Let 
the  figure  of  this  body  be  altered,  by  trans- 
posing a  part  whose  weight  is  W,,  from  the 
position  E C  F  to  the  position  FDH,bo 
that  the  new  figure  of  the  body  is  A  B  H  E. 
Let  Gx  be  the  original,  and  Gf  the  new 
position  of  the  centre  of  gravity  of  the 
transposed  part  Then  the  centre  of  gravity 
of  the  whole  body  will  be  shifted  to  G9  in 


Fig.  69. 


a  direction  G0  G8  parallel  to  G,  G,  and 
through  a  distance  given  by  the  formula 


iTTlJi 


GoG8  =  GxGsW 


(4.) 


IX.  Centre  of  Gravity  found  by  Projection  or  Transformation, 
— If  the  figures  of  two  homogeneous  bodies  are  parallel  projections 
of  each  other,  the  centres  of  gravity  of  those  two  bodies  are  corres- 
ponding points  in  those  parallel  projections. 
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To  express  this  symbolically, — as  in  Article  101,  let  *,  y,  *,  be 
the  coordinates,  rectangular  or  oblique,  of  any  point  in  the  figure 
of  the  first  body;  stf,  tfy  J,  those  of  the  corresponding  point  in  the 
second  body;  x*  y„  z„  the  co-ordinates  of  the  centre  of  gravity  of 
the  first  body;  vim  \j„  */„  those  of  the  centre  of  gravity  of  the  second 
body;  then 


This  theorem  facilitates  much  the  finding  of  the  centres  of  gravity 
of  figures  which  are  parallel  projections  of  more  simple  or  more 
symmetrical  figures. 

For  example,  let  it  be  supposed  that  a  formula  is  known  (which 
wul  be  given  in  p.  157)  for 
finding  the  centre  of  gravity  of  a 
sector  of  a  circular  disc,  and  let  it 
be  required  to  find  the  centre  of 
gravity  of  a  sector  of  an  elliptic 
disc  In  fig.  70,  let  A  B  A  F  be 
the  ellipse,  A  O  A  =  2  a,  and 
F  0  F  =  2  6,  its  axes,  andC  0  D' 
the  sector  whose  centre  of  gravity 
n  required.  About  the  centre  of 
the  ellipse,  O,  describe  the  circle, 
A  B  AB,  whose  radius  is  the  semi- 
axis  major  &  Through  C  and  D'  " 
respectivelydrawECCandFD'D,  ™*  70" 
parallel  to  O  B,  and  cutting  the  circle  in  C  and  D  respectively;  the 
areolar  sector  COD  is  the  parallel  projection  of  the  elliptic 
sector  COD*.  Let  6  be  the  centre  of  gravity  of  the  sector  of  the 
areolar  disc,  its  co-ordinates  being 

OH  =  *,;  HG  =  y,. 

Then  the  co-ordinates  of  the  centre  of  gravity  G'  of  the  sector  of 
the  elliptic  disc  are 


1 

) 1 

\ 

r 

©/ 

Of 

\ 

S""*-"***. 

f     B 

HI 

f 

O                X             J 

B» 

(6.) 


OH  =*.=*.;  | 

a     / 

X.  Centre  of  Gravity  found  Experimentally. — The  centre  of 
gravity  of&  body  of  moderate  size  may  be  found  approximately  by 
experiment*  by  banging  it  up  successively  by  a  single  cord  in  two 
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different  positions,  and  finding  the  single  point  in  the  body  which 
in  both  positions  is  intersected  by  the  axis  of  the  cord. 

105.   Example*  «f  Weights  aad  Ceatrc*  •TGreTltr.     (4.  M.,  83.) — 

The  following  examples  consist  of  formulae  for  the  weight,  and  the 
position  of  the  centre  of  gravity,  of  homogeneous  bodies  of  those 
forms  which  most  commonly  occur  in  practice.  In  each  case  ic  de- 
notes the  heaviness  of  the  body,  W,  its  weight,  and  «0,  <fec.,  the  co- 
ordinates of  its  centre  of  gravity,  which  in  the  diagrams  is  marked 
G,  the  origin  of  co-ordinates  being  marked  O. 


A. — Prisms  and  Cylinders  with  Parallel  Bases. 

The  word  cylinder  is  here  to  be  taken  in  its  most  general  mean- 
ing, as  comprehending  all  solids  traced  by  the  motion  of  a  plane 
curvilinear  figure  parallel  to  itself. 

The  examples  here  given  apply  to  flat  plates  of  uniform  thick- 
ness. 

In  the  formulae  for  weights,  the  length  or  thickness  is  supposed 
to  be  unity. 

The  centre  of  gravity,  in  each  case,  is  at  the  middle  of  the  length 
(or  thickness);  and  the  formulae  give  its  situation  in  the  plane 
figure  which  represents  the  cross  section  of  the  prism  or  cylinder, 
and  which  is  specified  at  the  commencement  of  each  exampla 

I.  Triomgle. — (Fig.  71.)  O,  any  angle.  Bisect 
opposite  side  B  0  in  D.     Join  A  D. 


W  = 


wOD*BC'sin.^:ODC 


Fig.  71. 


II.  Polygon. — Divide  it  into  triangles;  find 
the  centre  of  gravity  of  each ;  then  find  their 
common  centre  of  gravity  as  in  Article  104, 
Case  II,  p.  152. 

III.    trapezoid.— (Fig.    72.) 
ABHCE. 

Greatest  breadth,  A  B  =  B. 
Least  „         CE  =  J. 

Bisect  A  B  in  O,  C  E  in  D; 
join  O  D. 


ODA      1   B-6\ 


CEHTEB  O*  GRAVITY. 
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W  =  rOD  ^^sin^DOR 

IV.  rwg«oidL^Second8olutioiL)~(Fig.  73.) 
O,  point  where  inclined  sides  meet     Let  O  P 

2    *-A 

W==i0-^^sin^OFR 
(cotan^rOAB+cotan^rOBA). 


fig.  78. 


V.  Parabolic  Half-Segment.— 
(O  A  B,  fig.  74.)  JO,  vertex  of 
diameter  OX;  OA=aj.;  A  B 
-=yp  ordinate  ||  tangent  OCY.     _JJ 

3  3 

W=  ^  lo-a^sin^XOY. 

VL  -Pomftottc  SpandriL—{Q  B  C,  fig.  74.)  G',  centre  of  gravity, 

_3 

10 

YTL   Circular  Sector.— (0  A  C,  fig.  75.)    Let  O  X  bisect  the 
angleAOC;  OY-LOX  * 

BadiusCTA  =  r 


Fig.  74. 


3  3  1 


Half-arc,  to  radius  unity, 


AC 
2A0 


=  JL 


2      mnj 


W 


*,=  -$r-j->  y*=a 


Fig.  75. 
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VIII.  Circular  HalfSegmerU.--(ABXiFig.  75.) 

„  .  ».  Gain's  -sin24co84 

2  sm80  2 

*°^3r'^amT^8l;  ^o-r#     3(rf-cos#sin*)    ' 
W  =  2wr*(*-coB*8iiirf). 

IX  Ctreutor  Spandril.—. (A  D  X,  Fig.  75.) 

_1    . sin8  J 

^~3r'2irinrf-8in*cosrf-*' 

,      3 sin2*  —  2  sin2  #  cos  I  —  4  sin2  5- 
I    m 2 

W^tor2*  fan J-g  sin*  cos  *~sj" 

X  &cfor  o/ £»«£.— (AC  FE,  Fig.  75.)()A  =  r;  0E=/. 

2  f*-i*  sin*  A 

^=3,^r?2,~r;yo=a 

W-io(f*-f^)A 

XL  Elliptic  Sector,  Half-Segment,  or  Spandril. — Centre  of  gravity 
to  be  found  by  projection  from  that  of  corresponding  circular  figure, 
as  in  Article  104,  Case  IX.,  p.  154. 

B. — Wedge* 
XII.  General  Formula*  for  Wedges.— {Fig.  76.)    All  wedges  may 
be  divided  into  parts  such  as  the  figure  here  represented.     OAY, 
O  X  Y,  planes  meeting  in  the  edge  O  Y ;  A  X  Y,  cylindrical  (or  pris- 
matic) surface  perpendicular  to  the 
plane  O  X  Y;  O  X  A,  plane  triangle 
perpendicular  to  the  edge  O  Y;  O  Z, 
axis  perpendicular  to  XOY.   Let  OX 

^jXA^,     Thena  =  ^^; 


W  =  «r-^  fxydx 


lx*ydx  Ixif'dx 

jxydx  ijxydx  &x^ 
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(This  last  equation  denotes  that  O  is  in  the  plane  which  traverses 
O  IT  and  bisects  A  X.) 

In  a  symmetrical  wedge,  if  O  be  taken  at  the  middle  of  the  edge, 
y0  =  O.  Such  is  the  case  in  the  following  examples,  in  each  of 
which,  length  of  edge  =  2  yv 

XTTT,  EecUmguLar  Wedge.— {  =  Triangular  Prism.)— (Fig.  77.) 


Wmo^y^;  050  =  ^. 


Fig.  77. 


XTV.  Triangular  Wedge.— {= Triangular  Pyramid)— (Rg.  78.) 


w    l  l 

^*=5»«iyi«i;«b=5«i. 


Fig.  78. 


XV.  Semicircular  Wedge.— (Fig.  79.) 

Badius'?rX  =  OY=r. 
W-|«-f*4;  ^=^r=-  58905  r. 


Fig  79. 


XVI  Annular,  or  HoGoto  Semicircular  Wedge. — (Fig.  80.) 
External  radius,  r;  internal  r1. 

3r  r*  -  J* 


W.*w.(+-+)±i^ 


16    t*-^r 


Fig.  80. 


C.  — CONE8  AND  PYRAMIDS. 


Let  0  denote  the  apex  of  the  cone  or  pyramid,  taken  as  the 
origin,  and  X  the  centre  of  gravity  of  a  supposed  flat  plate  whose 
middle  section  coincides  with  the  base  of  the  cone,  or  pyramid. 
The  centre  of  gravity  will  lie  in  the  axis  O  X. 
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Denote  the  area  of  the  base  by  A,  and  the  angle  which  it  make 
with  the  axis  by  A 

XVII  Complete  Cone  or  Pyramid. — Let  the  height  OX  =  h 

3  1 

a?0  =  -j-  h;  W  =  ~t0-AAsin4. 

XVIII.  Truncated  Cone  or  Pyramid. — Height  of  portion  Irani 
cated  =  A/. 

3    A>_ A'*  1         '      /       A*\   . 


D.— Portions  of  a  Sphere. 

XIX.  Zone  or  Ring  of  a  Spherical  Shell,  bounded  by  two  conical 
surfaces  having  their  common  apex 
at  the  centre  O  of  the  sphere  (fig.  81). 

O  X,  axis  of  cones  and  zone, 
r,  external  radius  )    *  nkeii 
r1,  internal  radius  J  ° 
^XOA  =  «,half-angleof less  )  ^^ 
^:XOB=A      „      greater  J00** 


Fig.  81. 

_  3    r4 — r4   cos  «  +  cos/B 
^  —  I'rTZ^s'  2 

W=-?^  (f*-r*)  •  (cos/5-cos-). 

XX  Sector  of  a  Hemispherical  Shell— <G  X  D,  ^g.  82.)    0  Y 
bisects  angle  DOC;  jDOC  =  *. 

3    ri  —  r*  3*  r*  —  **   an' 

**>  — ~8 'f*  — f»;  ^0—  16  'j^Z^s'    *  • 


Fig.  82. 
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80  to  89.) — The  word  Stress  has  been  adopted  as  a  general  term  to 
comprehend  various  forces  which  are  exerted  between  contiguous 
bodies,  or  parts  of  bodies,  and  which  are  distributed  over  the  sur- 
hce  of  contact  of  the  masses  between  which  they  act 

The  Intensity  of  a  stress  is  its  amount  in  units  of  weight, 
divided  by  die  extent  of  the  surface  over  which  it  acts,  in  units  of 
area. 

The  following  table  gives  a  comparison  of  various  units  in  which 
the  intensity  of  stress  is  expressed  :— 

Pounds  on  the  Pounds  on  the 

square  loot  square  inch. 

One  pound  on  the  square  inch, 144  1 

One  pound  on  the  square  foot, 1  T|7 

One  inch  of  mercury  (that  is,  weight 
of  a  column  of  mercury  at  32° 

Fahr.,  one  inch  high), 7° 7 3  0*4913 

One  foot  of  water  (at  39°*1  Fahr.),  62425  04335 

One  inch  of  water  (at  39°  *1  Fahr.),  5 *202 1  o -036 125 

One  foot  of  water  (at  62°  Fahr.), ...  62 '355  o -4 3302 

One  inch  of  water  (at  62°  Fahr.),...  519625  0*036085 
One  atmosphere,  of  29*922  inches 

of  mercury,  or  760  millimetres,  2116*4  147 
One  foot  of  air,  at  32°  Fahr.,  and 
under  the  pressure  of  one  atmo- 
sphere,    0-080728  0*0005606 

One  kilogramme    on    the  square 

metre,    0*20481  0*00142228 

One  kilogramme   on    the  square 

millimetre, 204810  1422*28 

One  millimetre  of  mercury, 27847  0*01934 

The  various  kinds  of  stress  may  be  thus  classed : — 

I  Thrust,  or  Pressure,  is  the  force  which  acts  between  two  con- 
tiguous bodies,  or  parts  of  a  body,  when  each  pushes  the  other  from 
itself 

1L  PuU,  or  Tendon,  is  the  force  which  acts  between  two  con- 
tiguous bodies,  or  ports  of  a  body,  when  each  draws  the  other 
towards  itself. 

Pressure  and  tension  may  be  either  normal  or  oblique,  relatively 
to  the  surface  at  which  they  act. 

I£L  Shear,  or  Tangential  Stress,  is  the  force  which  acts  between 
two  contiguous  bodies,  or  parts  of  a  body,  when  each  draws  the  other 
sideways,  in  a  direction  parallel  to  their  surface  of  contact 

In  expressing  a  Thrust  and  a  Pull  in  parallel  directions  algebrai- 
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cally,  if  one  is  treated  as  positive,  the  other  must  be  treated  as 
negative.  The  choice  of  the  positive  or  negative  sign  for  either  ii 
a  matter  of  convenience. 

The  word  "Pressure?  although,  strictly  speaking,  equivalent  td 
"thrust"  is  sometimes  applied  to  stress  in  general;  and  when  tni* 
is  the  case,  it  is  to  be  understood  that  thrust  is  treated  as  positive. 

The  following  are  the  processes  for  finding  the  magnitude  of  tlu 
resultant  of  a  stress  distributed  over  a  plane  surface,  and  the  cenlrt 
of  stress;  that  is,  the  point  where  the  line  of  action  of  that  resultant 
cuts  the  plane  surface: — 

L  If  the  stress  is  of  uniform  intensity,  the  magnitude  of  its  re- 
sultant is  the  product  of  that  intensity  and  the  area  of  the  surface; 
and  the  centre  of  stress  is  at  the  centre  of  gravity  of  the  surface. 
Or  in  symbols,  let  S  be  the  area  of  the  surface,  p  the  intensity  of 
the  stress,  P  its  resultant,  then — 

P=?S (1,) 

IL  If  the  stress  is  of  varying  intensity,  but  of  one  sign;  that  is, 
all  tension,  or  all  pressure,  or  all  shear  in,  one  direction. 

In  fig.  83,  let  A  A  be  the  given  plane  surface  at  which  the  stress 
acts;  0  X,  0  Y,  two  rectangular  axes  of  co-ordinates  in  its  plane; 
O  Z,  a  third  axis  perpendicular  to  that  plane. 
Conceive  a  solid  to  exist,  bounded  at  one  end 
by  the  given  plane  surface  A  A,  laterally  by  a 
cylindrical  or  prismatic  surface  generated  by 
the  motion  of  a  straight  line  parallel  to  OZ 
round  the  outline  of  A  A,  and  at  the  other 
~  end  by  a  surface  £  B,  of  such  a  figure,  that  its 

s'     '  ordinate  z  at  any  point  shall  be  proportional  to 

the  intensity  of  the  stress  at  the  point  a  of  the  surface  A  A  from 
which  that  ordinate  proceeds,  as  shown  by  the  equation 

«=£ (2.) 

Conceive  the  surface  A  A  to  be  divided  into  an  indefinite  number 
of  small  rectangular  areas,  each  denoted  by  dx  dy,  and  so  small  that 
the  stress  on  each  is  sensibly  uniform;  the  entire  area  being 

S=  f  fdxdy. 
The  volume  of  the  ideal  solid  will  be 

V=  f  fz-dxdy. (3.) 

So  that  if  it  be  conceived  to  consist  of  a  material  whose  heaviness 
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is  «  =  — ,  the  amount  of  the  stress  -will  be  equal  to  the  weight  of  the 
solid;  that  is  to  say, 

P=J  fpdxdy=wY (4.) 

The  centre  of  stress  is  the  point  on  the  surface  A  A  perpendicularly 
opposite  the  centre  of  gravity  of  the  ideal  solid. 

Hie  simplest,  and  at  the  same  time  the  commonest  case  of  this 
kind  is  where  the  stress  is  uniformly-varying;  that  is,  where  its 
intensity  at  a  given  point  is  simply  proportional  to  the  perpendicular 
distance  of  that  point  from  a  given  straight  line  in  the  plane  of  the 
suriace  A  A  The  ideal  solid  is  now  either  a  wedge,  or  a  figure 
that  can  be  made  by  adding  and  subtracting  wedges;  so  that  the 
resultant  and  centre  of  stress  are  to  be  found  by  the  methods  of 
Article  105,  Cases  XIL  to  XVL,  and  Article  104,  Cases  II  and 
VIL  To  express  this  symbolically,  take  the  straight  line  in  ques- 
tion for  the  axis  O  Y;  conceive  the  surface  to  be  divided  into  bands 
by  lines  parallel  to  O  Y;  let  y  denote  the  length  of  one  of  these 

bands,  and  dx  its  breadth,  so  that  ydx  is  its  area,  and  S  =  I  ydx 

the  area  of  the  whole  surface.  Let  x  be  the  perpendicular  distance 
of  the  centre  of  a  band  from  the  line  of  no  stress  O  Y,  and  let  the 
intensity  of  the  stress  there  be 

p  =  ax; (&) 

a  being  a  constant  eo-emcient;  then  the  amount  or  resultant  of  the 
stress  is 

P=  Jpydx=ajxydx; (6.) 

and  the  perpendicular  distance  of  the  centre  of  stress  from  O  Y  is 


fpxydx     aix*ydx 


<7-> 
x 


jpyd"  ^ 

KvAtnpW  of  this  case  will  be  given  in  treating  of  the  pressure  of 
water  and  of  earth,  and  the  stability  of  masonry. 

IIL  When  the  stress  is  of  contowry  signs;  for  example,  pressure 
at  one  part  of  the  surface  and  tension  at  another,  the  resultants  and 
centres  of  stress  of  the  pressure  and  tension  are  to  be  found  sepa- 
rately. Those  partial  resultants  are  then  to  be  treated  as  a  pair  of 
parallel  forces  acting  through  the  two  respective  centres  of  stress; 
their  final  resultant  will  be  equal  to  their  difference,  if  any,  acting 
through  a  point  found  as  in  Article  97,  Case  IV.,  p.  141. 

If  the  total  pressure  and  total  tension  are  equal  to  each  other, 
they  have  no  single  resultant  and  no  single  centre  of  stress :  their 
raoltant  being  a  couple,  whose  moment  is  equal  to  the  total  stress 
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of  either  kind  multiplied  by  the  perpendicular  distance  between  the 
resultant  of  the  pressure  and  the  resultant  of  the  tension.  Ex- 
amples of  this  case  will  be  given  in  treating  of  the  strength  of 
beams. 

107.  Praam  aaa  Balance  •€  Moid*— Prtaclale*  •€  Mjdi— lall«» 
—Fluid  is  a  term  opposed  to  solid,  and  comprehending  the  liquid 
and  gaseous  conditions  of  bodies.  The  property  common  to  the 
liquid  and  the  gaseous  conditions  is  that  of  not  tending  to  preserve  a 
definite  shape,  and  the  possession  of  this  property  by  a  body  in 
perfection  throughout  all  its  parts,  constitutes  that  body  a  perfect 
fluid. 

A  necessary  consequence  of  that  property  is  the  following  prin- 
ciple, which  is  the  foundation  of  the  whole  science  of  hydrostatics : — 

I.  In  a  perfect  fluid,  when  still,  the  pressure  exerted  at  a  given 
point  is  normal  to  the  surface  on  which  it  acts,  and  of  equal  intensity 
for  all  positions  of  that  surface. 

The  following  are  some  of  the  most  useful  consequences  of  that 
principle : — 

IL  A  surface  of  equal  pressure  in  a  still  fluid  mass  is  everyioJiere 
perpendicular  to  the  direction  of  gravity;  that  is,  horizontal  through- 
out. In  other  words,  the  pressure  at  all  points  at  the  same  level  is 
of  equal  intensity. 

IIL  The  intensity  of  tlte  pressure  at  the  lower  of  two  points  in  a 
still  fluid  mass  is  greater  than  the  intensity  at  the  higher  point,  by  an 
amount  equal  to  the  weight  of  a  vertical  column  of  the  fluid  whose 
height  is  the  difference  of  elevation  of  the  points,  and  base  an  unit  of 
area. 

To  express  this  symbolically,  let  pQ  denote  the  intensity  of  the 
pressure  at  the  higher  of  two  points  in  a  fluid  mass,  and  p1  the 
intensity  at  a  point  whose  vertical  depth  below  the  former  point  is 
x.  Let  w  be  the  mean  heaviness  of  the  layer  of  fluid  between  those 
two  points;  then 

p^Po  +  wx. (1) 

In  a  gas,  such  as  air,  w  varies,  being  nearly  proportional  to  p;  but 
in  a  liquid,  such  as  water,  the  variations  of  w  are  too  small  to  be 
considered  in  practical  cases. 

For  example,  let  the  upper  of  the  two  points  be  the  surface  of  a 
mass  of  water  where  it  is  exposed  to  the  air;  then  p0  is  the  atmos- 
pheric pressure;  let  the  depth  x  of  the  second  point  below  the 
surface  be  given  in  feet,  and  let  the  temperature  be  39°1 ;  then 

px  in  lbs.  on  the  square  foot  =  p0+  62-425  as. (2.) 

In  many  questions  relating  to  engineering,  the  pressure  of  the 
atmosphere  may  be  left  out  of  consideration,  as  it  acts  with  sensibly 
equal  intensity  on  all  sides  of  the  bodies  exposed  to  it,  and  so 
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balances  its  own  action.  The  pressures  calculated,  in  such  cases,  is 
the  excess  of  the  pressure  of  the  water  above  the  atmospheric 
pressure,  which  may  be  thus  expressed, — 

P'=l>i-Po=62^a?nearly- (3) 

IV.  The  pressure  of  a  liquid  on  a  floating  or  immersed  body,  is 
equal  to  the  weight  of  the  volume  of  fluid  displaced  by  that  body; 
and  the  resultant  of  that  pressure  acts  vertically  upwards  through 
the  centre  of  gravity  of  that  volume;  which  centre  of  gravity  is 
called  the  "centre  of  buoyancy." 

V.  The  pressure  of  a  liquid  against  a  plane  surface  immersed  in 
it  is  perpendicular  to  that  surface  in  direction :  its  magnitude  is 
equal  to  the  weight  of  a  volume  of  the  liquid,  found  by  multiplying 
the  area  of  the  surface  by  the  depth  to  which  its  centre  of  gravity 
u  immersed, 

VL  The  centre  of  pressure  on  such  a  surface,  if  the  surface  is 
horizontal,  coincides  with  its  centre  of  gravity;  if  the  surface  is 
vertical  or  sloping,  the  centre  of  pressure  is  always  below  the  centre 
of  gravity  of  the  surface,  and  is  found  by  considering  that  the 
pressure  is  an  uniformly-varying  stress,  whose  intensity  at  a  given 
point  varies  as  the  distance  of  that  point  from  the  line  where  the 
given  plane  surface  (produced  if  necessary)  intersects  the  upper 
surface  of  the  liquid. 

To  express  the  last  two  principles  by  symbols  in  the  case  in  which 
the  pressed  surface  is  vertical  or  sloping,  let  the  line  where  the 
{Jane  of  that  surface  cuts  the  upper  surface  of  the  liquid  be  taken 
as  the  axis  O  Y.  Let  $  denote  the  angle  of  inclination  of  the 
pressed  surface  to  the  horizon.  Conceive  that  surface  to  be  divided 
by  parallel  horizontal  lines  into  an  indefinite  number  of  narrow 
bands.  Let  y  be  the  length  of  any  one  of  those  bands,  dx  its 
breadth,  x  the  distance  of  its  centre  from  O  Y;  then  ydx  is  its 
area,  as  sin  9  the  depth  at  which  it  is  immersed;  and  if  to  be  the 
weight  of  unity  of  volume  of  the  fluid,  the  intensity  of  the  pressure 
on  that  hand  is 

p  =  wxahi6. (4.) 

The  whole  area  of  the  pressed  surface,  being  the  sum  of  the  areas 

of  all  the  bands,  is  8=  j  ydx;  the  whole  pressure  upon  it  is 

P=  jpydx  =  wBin.6  I  xydx; (5.) 

The  iriffl"  intensity  of  the  pressure  is 

t>      Ipydx  Ixydx 

|=  J-r ~u>sin*L ; (6.) 

°       J  ydx  J  ydx 
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and  the  distance  of  the  centre  of  pressure  from  O  Y  is 

I  xpydx       lx*ydx 
*o=sL— p =  ^-7 — <7-> 


J  xydx 


For  example,  let  the  sloping  pressed  surface  be  rectangular,  like 
a  sluice,  or  the  back  of  a  reservoir- wall;  and  in  the  first  instance, 
let  it  extend  from  the  surface  of  a  mass  of  water  down  to  a  distance 
x*,  measured  along  the  slope,  so  that  its  lower  edge  is  immersed  to 
the  depth  x1  sin  I.  Then  its  centre  of  gravity  is  immersed  to  the 
depth  x18in$  +  2,  and  the  mean  intensity  of  the  pressure  in  lbs.  on 
the  square  foot,  is 

P      624^  sin  t  /Q  v 

8  = 2 "  ' (a) 

The  breadth  yi&  constant;  so  that  the  area  of  the  surface  is 
S=zxxy;  and  the  total  pressure  is 

p_624  a?  y  sin  J  ~  * 

The  distance  of  the  centre  of  pressure  from  the  upper  edge  is 

2 
«b=  3  •*! •• (1(>) 

Next,  let  the  upper  edge,  instead  of  being  at  the  surface  of  the 
water,  be  at  the  distance  x%  from,  it,  so  as  to  be  immersed  to  the 
depth  x^  sin  4.  Then  the  centre  of  gravity  of  the  pressed  surface 
is  immersed  to  the  depth  (x,  +  x^)  sin  4-4-2,  and  the  mean  intensity 
of  the  pressure  upon  it,  in  lbs.  on  the  square  foot,  is 

P_624(a;i  +  CB2)sin^ 

S 2  '  {   l) 

the  area  of  the  surface  is  (x1  — x2)  y,  and  the  total  pressure  on  it 

p^624(a3-qfly8inJ  

The  distance  of  the  centre  of  pressure  from  the  line  0  Y  is 

2     x\ —  aj 
**=  3     xT=^  <13> 

108.  CmpmM  lamal  SOwm  *f  Solids.     (A.  M.,  96  to  113.) — 

If  a  body  be  conceived  to  be  divided  into  two  parts  by  an  ideal 
plane  traversing  it  in  any  direction,  the  force  exerted  between 
those  two  parts  at  the  plane  of  division  is  an  internal  strtss. 
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According  to  the  principles  stated  in  the  preceding  article,  the 
internal  stress  at  a  given  point  in  a  fluid  is  normal  and  of  equal 
intensity  for  all  positions  of  the  ideal  plane  of  division.  In  a  solid 
body,  on  the  other  hand,  the  stress  may  be  either  normal,  oblique, 
or  shearing;  and  it  may  vary  in  direction  and  intensity,  as  the  posi- 
tion of  the  ideal  plane  of  division  varies. 

If  the  direction  and  intensity  of  the  stress  at  a  given  point  in  a 
solid  mass  are  given  for  three  positions  of  the  plane  of  division, 
they  can  be  found  for  any  position  whatsoever.  It  is  unnecessary 
in  the  present  treatise  to  give  the  methods  of  solving  this  problem 
in  ill  its  generality.  Certain  particular  cases  only  will  be  given, 
which  are  useful  in  the  theories  of  the  stability  of  earth  and  of  the 
strength  of  materials. 

L  Conjugate  Stresses — Principal  Stresses, — If  two  planes  traverse 
a  point  in  a  body,  and  the  direction  of  the  stress  on  the  first  plane 
is  parallel  to  the  second  plane,  then  the  direction  of  the  stress  on 
the  second  plane  is  parallel  to  the  first  plane.  Such  a  pair  of 
stresses  are  said  to  be  conjugate;  and  if  they  are  both  normal  to 
their  planes  of  application  (and  consequently  perpendicular  to  each 
other)  they  are  called  principal  stresses.  Three  conjugate  stresses, 
or  three  principal  stresses,  may  act  through  one  point;  but  in  the 
present  treatise  it  is  sufficient  to  consider  two. 

Fig.  84  represents  a  pair  of  conjugate  oblique  tensions  acting  in 
the  directions  X  X  and  Y  Y  through  a 
prismatic  particte  A  B  C  D. 

The  rectangular  directions  in  which 
principal  stresses — that  is,  direct  pulls 
and  thrnste — act,  through  a  given  point 
in  a  solid,  are  called  oases  of  stress. 

In  a  fluid,  the  stress  at  a  given  point 
being  of  equal  intensity  in  all  direc- 
tions, every  direction  has  the  property 
of  an  axis  of  stress.  A  solid  may  be 
in  the  same  condition  with  a  fluid  as  Fi*  84- 

to  stress;  but  it  may  also  have  the  principal  stresses  at  a  given  point 
of  different  intensities.  In  a  mass  of  loose  grains,  the  ratio  of 
those  intensities  has  a  limit  depending  on  friction,  as  will  after- 
wdsbe  more  fully  explained  in  treating  of  the  stability  of  earth : 
—in  a  firm  continuous  solid,  the  principal  stresses  at  a  point  may 
****  any  ratio  to  each  other,  and  may  be  either  of  the  same  or  of 
opposite  kinds. 

H-  The  Shearing  Stress,  on  two  planes  traversing  a  point  in  a 
«>ud  at  right  angles  to  each  other,  is  of  equal  intensity. 

HI  A  Pair  of  Equal  and  Opposite  Principal  Stresses;  that  is,  a 
pull  and  a  thrust  of  equal  intensity  acting  through  a  particle  of  a 


168 


MATERIALS  AOT  STRUCTURES. 


solid  in  directions  at  right  angles  to  each  other,  are  equivalent  tx> 
a  pair  of  shearing  stresses  of  the  same  intensity  on  a  pair  ct£ 
planes  at  right  angles  to  each  other,  and  making  angles  of  45° 
with  the  first  pair  of  planes. 

IV.  Combination  of  any  Two  Principal  Stresses. 

Problem. — A  pair  of  principal  stresses  of  any  intensities,  and  of* 
the  same  or  opposite  kinds,  being  given,  it  is  required  to  find  the 
direction  and  intensity  of  the  stress  on  a  plane  in  any  position  at  right 
angles  to  the  plane  parallel  to  which  the  two  principal  stresses  act. 

Let  O  X  and  0  Y  (figs.  85  and  86)  be  the  directions  of  the  two 
principal  stresses;  O  X  being  the  direction  of  the  greater  stress. 

Let  p1  be  the  intensity  of  the  greater  stress; 

and  p%  that  of  the  less. 


The  kind  of  stress  to  which  each  of  these  belongs,  pull  or  thrust, 
is  to  be  distinguished  by  means  of  the  algebraical  signs.  If  a  pull 
is  considered  as  positive,  a  thrust  is  to  be  considered  as  negative, 
and  vice  versa.  It  is  in  general  convenient  to  consider  that  kind  of 
stress  as  positive  to  which  the  greater  principal  stress  belongs. 
Fig.  85  represents  the  case  in  which  p1  and  p*  are  of  the  same 
kind;  fig.  86  the  case  in  which  they  are  of  opposite  kinds.  In  all 
the  following  equations,  the  sign  of  p2  is  held  to  be  implied  in  that 
symbol;  that  is  to  say,  when  p2  is  of  the  contrary  kind  to pli  the 
sign  applied  to  its  arithmetical  value,  in  computing  by  means  of 
the  equations,  is  to  be  reversed. 

Let  A  B  be  the  plane  on  which  it  is  required  to  ascertain  the 
direction  and  intensity  of  the  stress,  and  ONa  normal  to  that 
plane,  making  with  the  axis  of  greatest  stress  the  angle 


:X0N  =  <C7U 


COMPOUHD  STBESS  IN  A  SOLID.  169 

OnON  take  OM  =      a     >  &**  ^11  represent  a  normal  stresB 

on  A  B  of  the  same  kind  with  the  greater  principal  stress,  and  of 
an  intensity  which  is  a  mean  between  the  intensities  of  the  two 
principal  stresses. 

Through  M  draw  PMQ,  making  with  the  axes  of  stress  the 
same  angles  which  Q  N  makes,  but  in  the  opposite  direction;  that 
is  to  say,  take  MP  =  MQ  =  MO.     On  the  line  thus  found  set 

off  from  M  towards  the  axis  of  greatest  stress,  M  R^1^^. 

Join  OR  Then  will  that  line  represent  the  direction  and 
intensity  of  the  stress  on  A  B. 

The  algebraical  expression  of  this  solution  is  easily  obtained  by 
means  of  the  formulae  of  plane  trigonometry,  and  consists  of  the 
two  following  equations : — 

Intensity,  OR  or  p  =  Jffi'co&xn+fi  •  sin2  gnj...(l.) 
Angle  of  obliquity,  NOBornr 
=arcsin  •  (sin  2  an  -?ll~£2j #^2.) 

This  obliquity  is  always  towards  the  axis  of  greatest  stress. 
Inng.  85,  pi  and  p2  are  represented  as  being  of  the  same  kind ; 
and  MR  is  consequently  less  than  0  M,  so  that  OR  mils  on  the 

eame  side  of  O  X  with  O  N;  that  is  to  say,  n  r  ^1  xn.     In  fig.  86, 
ft  *ndp2  are  of  opposite  kinds,  M  R  is  greater  than  OM,  and  O  R 

falls  on  the  opposite  side  of  O  X  to  O  M;  that  is  to  say,  nry^xn. 

The  locus  of  the  point  M  is  a  circle  of  the  radius  Pl  0  ^*> 

and  that  of  the  point  R,  an  ellipse  whose  semi-axes  are  px  and  p^ 
and  which  may  be  called  the  Ellipse  of  Stress,  because  its  semi- 
diameter  in  any  direction  represents  the  intensity  of  the  stress  in 
that  direction. 
V.  Deviation  of  Principal  Stresses  by  a  Shearing  Stress. 
Problem. — Let  p,  and  p,  denote  the  original  intensities  of  a 
pair  of  principal  stresses  acting  at  right  angles  to  each  other 
through  one  particle  of  a  solid.     Suppose  that  with  these  there  is 
combined  a  shearing  stress  of  the  intensity  q,  acting  in  the  same 
plane  with  the  original  pulls  or  thrusts;  it  is  required  to  find  the 
new  intensities  and  new  directions  of  the  principal  stresses. 
To  assist  the  conception  of  this  problem,  the  original  stresses 
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referred  to  are  represented  in  %  87,  as  acting  through  a  particle  cj 
the  form  of  a  square  prism.      The   principal 
A      /      stresses,  both  original  and  new,  are  represent** 
as  tensions,  although  any  or  all  of  them,  xnigh 
be  pressures.     In  the  formulas  annexed,  tensions 
*-       L'  are    considered    positive,    pressures    negative 

B<   x>lf|tp  angles  lying  to  the  right  of  A  A  are  considered 

iTr  ^/B    M  po^ve,  *°  ^e  ^e^  **  negative;  and  a  shear  < 
' »°        »      ing  stress  is  considered  as  positive  or  negative 
according  as  it  tends  to  make  the  upper  right- 
hand  and  lower  left-hand  corner  of  the  square 
particle  acute  or  obtuse. 

The  arrows  A  A  represent  the  greater  original 
tension  px;  the  angles  B  B,  the  less  original 
tension  p9;  0,  C,  D,  D,  represent  the  positive  shear  of  the  inten- 
sity q,  as  acting  at  the  four  faces  of  the  particle.  The  combination 
of  this  shear  with  the  original  tensions  is  equivalent  to  a  new  pair 
of  principal  tensions,  oblique  to  the  original  pair.  The  greater  new 
principal  tension,  pv  is  represented  by  the  arrows  E,  E;  it  deviates 
to  the  right  of  pM  through  an  angle  which  will  be  denoted  by  §. 
The  less  new  principal  tension  p2  is  represented  by  the  arrows  F,  F ; 
it  deviates  through  the  same  angle  to  the  right  of  pr 

Then  the  intensities  of  the  new  principal  stresses  are  given  by 
the  equations, 


Fig.  87. 


A.C4&+v'{fi!^+,}." 


Pt 


_P*  +  P, 


(3.) 


and  the  double  of  the  angle  of  deviation  by  either  of  the  following* 
tan  20=     2q     ;  or  coten  2 1=  V'Z~V\ (4.) 


P.—  P. 


2q 


The  greatest  value  of  0  is  46*°,  when  pM  =p? 

The  new  principal  stresses  are  to  be  conceived  as  acting  normally 
on  the  faces  of  a  new  square  prism. 

109.  parallel  Projection  of  Distribute*  Force*.— In  applying  the 
principles  of  parallel  projection  to  distributed  forces,  it  is  to  be  borne 
in  mind  that  those  principles,  as  stated  in  Article  101,  are  appli- 
cable to  lines  representing  the  amounts  or  resultants  of  distributed 
forces,  and  not  their  intensities.  The  relations  amongst  the  intensi- 
ties of  a  system  of  distributed  forces,  whose  resultants  have  been 
obtained  by  the  method  of  projection,  are  to  be  arrived  at  by  a  sub- 
sequent process  of  dividing  each  projected  resultant  by  the  projected 
space  over  which  it  is  distributed. 
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110.  Medn  (A.  M.,  189,  190,  191)  is  that  force  which  acts 
between  two  bodies  at  their  surface  of  contact  so  as  to  resist  their 
sliding  on  each  other,  and  which  depends  on  the  force  with  which 
the  bodies  are  pressed  together.  It  is  a  kind  of  shearing  stress. 
The  following  law  respecting  the  friction  of  solid  bodies  has  been 
ascertained  by  experiment : — 

The  friction  which  a  given  pair  of  solid  bodies,  with  their  surfaces 
in  a  given  condition,  are  capable  of  exerting,  is  simply  proportional 
to  the  force  with  which  they  are  pressed  together. 

If  a  body  be  acted  upon  by  a  force  tending  to  make  it  slide  on 
another,  then  so  long  as  that  force  does  not  exceed  the  amount  fixed 
by  this  law,  the  friction  will  be  equal  and  opposite  to  it,  and  will 
balance  it 

There  is  a  limit  to  the  exactness  of  the  above  law,  when  the 
pressure  becomes  so  intense  as  to  crush  or  indent  the  parts  of  the 
bodies  at  and  near  their  surface  of  contact.  At  and  beyond  that 
limit  the  friction  increases  more  rapidly  than  the  pressure;  but 
that  limit  ought  never  to  be  attained  in  any  structure.  For  some 
substances,  especially  those  whose  surfaces  are  sensibly  indented  by* 
a  moderate  pressure,  such  as  timber,  the  friction  between  a  pair  of 
surfaces  which  have  remained  for  some  time  at  rest  relatively  to 
each  other,  is  somewhat  greater  than  that  between  the  same  pair  of 
sarfaces  when  sliding  on  each  other.  That  excess,  however,  of  the 
friction  of  rest  over  the  friction  of  motion,  is  instantly  destroyed  by 
a  slight  vibration;  so  that  the  friction  of  motion  is  alone  to  be  taken 
into  account,  as  contributing  to  the  stability  of  a  structure. 

The  friction  between  a  pair  of  surfaces  is  calculated  by  multiply- 
ing the  force  with  which  they  are  directly  pressed  together,  by  a 
factor  called  the  co-efficient  of  friction,  which  has  a  special  value 
depending  on  the  nature  of  the  materials  and  the  state  of  the  sur- 
faces. Liet  F  denote  the  friction  between  a  pair  of  surfaces;  N, 
the  force,  in  a  direction  perpendicular  to  the  surfaces,  with  which 
they  are  pressed  together;  and  /the  co-efficient  of  friction;  then 

F=/N. (1.) 

The  co-efficient  of  friction  of  a  given  pair  of  surfaces  is  the  tan- 
gent  of  an  angle  called  the  angle  of  repose,  being  the  greatest  angle 
which  an  oblique  pressure  between  the  surfaces  can  make  with  a 
perpendicular  to  them,  without  making  them  slide  on  each  other. 

Let  P  denote  the  amount  of  an  oblique  pressure  between  two 
plane  surfaces,  inclined  to  their  common  normal  at  the  angle  of 
repose  P;  then 

F=/N  =  Ntan^=:PsiniP=-/^=. (2.) 

*  vi+Z2 
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The  angle  of  repose  is  the  steepest  inclination  of  a  plane  to  t.lk€ 
horizon,  at  which  a  block  of  a  given  substance  will  remain 
balanced  on  it  without  sliding  down. 

The  intensity  of  the  friction  between  two  surfaces  bears  the  same 
proportion  to  the  intensity  of  the  pressure  that  the  whole  friction 
bears  to  the  whole  pressure. 

The  following  is  a  table  of  the  angle  of  repose  0,  the  co-efficient 

of  friction /=  tan  0,  and  its  reciprocal  1  :  ff  for  various  materials 

condensed  from  the  tables  of  General  Monn,  and  other  sources,  &n<2 
arranged  in  a  few  comprehensive  classes.  The  values  of  those 
constants  which  are  given  in  the  table  have  reference  to  the  fricti&n, 
of  motion. 


Subfacbs. 


0 

/ 

I 

81°  to  86° 

0-6  to  0-7 

1*67  to  M8 

25*° 

0-47 

2-1 

86$° 

0-74 

1*5 

22° 

about  0*4 

25 

85°  to  16|° 

0-7  to  0-8 

1-48  to  3-33 

27° 

0*51 

1*6 

18$° 

0-83 

8 

14°  to  45° 

0-25  to  1.0 

4tol 

21°  to  87° 

0-88  to  0-75 

2*63  to  1-93 

45° 

10 

1 

17° 

0-81 

8-23 

35°  to  48° 

0-7  to  111 

1-48  to  O* 

14°  to  26  J° 
11J°  to  2* 

•25  to  *5 

4  to  2 

•2  to  '04 

5  to  25 

26$°  to  81° 
18$°  to  14i° 

•5  to -6 

2  to  1-67 

•24  to  -26 

417  to  8-85 

11J° 

•2 

5 

11J°  to  14° 

•2  to  -25 

5  to4 

8°? 

•05? 

20? 

28° 

•58 

1-89 

18$° 

•88 

8 

15°  to  19J° 

•27  to  SS 

8-7  to  2-36 

29$° 

•56 

1*79 

20° 

•86 

2-78 

18° 

•28 

4*5 

8$° 

•15 

6-67 

8J°  to  11$° 

•15  to  -2 

6-67  to  5 

16J° 
8* 

•3 

8*3 

•14 

7-14 

4°  to  41° 

•07  to  -08 

14*8  to  12-5 

8° 

•05 

20 

1  j°  to  2° 

•08  to  '086 

33*  to  27* 

Dry  masonry  and  brickwork, 

Masonry  and  brickwork  with  wet  mortar, 
Masonry  and  brickwork,  with  slightly) 

damp  mortar, j 

Wood  on  stone, 

Iron  on  stone...... 

Masonry  on  dry  day,.. 

„       on  moist  clay, 

Earth  on  earth, , 

„  „     dry  sand,  clay,  and) 

mixed  earth, / 

„  „     damp  day, 

„  „     wet  day, _.( 

„  „      shingle  and  gravel, , 

Wood  on  wood,  dry, , 

„  „     soaped,    

Metals  on  oak,  dry, , 

»  it    wet, 

„  „    soapy, 

Metals  on  dm,  dry, 

Bronze  on  lignum  vita),  constantly  wet, 
Hemp  on  oak,  dry,  *... 

i»  it    wet,  

Leather  on  oak, 

Leather  on  metals,  dry,   

11  n        wet,    

„  „       greasy,  

«  ii       dly, 

Metals  on  metals,  dry, 

,,  „      wet  and  dean, 

„  „       damp  and  slimy, ... 

Smooth  surfaces,  occasionally  greased, 

„  „      continually  greased, 

Smoothest  and  best  greased  surfaces, 
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Sbcthht  IV.— Balance  and  Stability  of  Frames,  Chains,  Ribs,  and 

Blocks. 

(A.  M.,  137  to  211.) 

111.  A  *■■■!!  is  a  structure  composed  of  bars,  rods,  links,  or 
cords,  attached  together  or  supported  by  joints,  such  as  occur  in  car- 
pentry, in  frames  of  metal  bars,  and  in  structures  of  ropes  and  chains, 
tiring  the  ends  of  two  or  more  pieces  together,  but  offering  little 
<ir  no  resistance  to  change  in  the  relative  angular  positions  of  those 
pieces.  In  a  joint  of  this  class,  the  centre  of  resistance,  or  point 
through  which  the  resultant  of  the  resistance  to  displacement  of  the 
pieces  connected  at  the  joint  acts,  is  at  or  near  the  middle  of  the 
joint,  and  does  not  admit  of  any  variation  of  position  consistently 
with  security. 

The  Line  of  Resistance  of  a  frame  is  a  line  traversing  the  centres 
of  resistance  of  the  joints,  and  is  in  general  a  polygon,  having  its 
angles  at  these  centres. 

112.  A  ■■■■in  Bv  in  a  frame  may  act  as  a  Tib,  a  Strut,  or  a 
Beam.    (A.  M.,  138  to  142.) 

L  A  Tie  has  equal  and  directly  opposite  forces  applied  to  its  two 
ends,  acting  outwards,  or  from  each  other.  The  bar  is  in  a  state  of 
tewton,  and  the  stress  exerted  between  any  two  divisions  of  it  is 
a  puUj  equal  and  opposite  to  the  applied  forces.  A  rope  or 
chain  will  answer  the  purpose  of  a  tie. 

The  equilibrium  of  a  moveable  tie  is  stable;  for  if  its  angular  posi- 
tion be  deviated,  the  forces  applied  to  its  ends,  which  originally 
were  directly  opposed,  now  constitute  a  couple  tending  to  restore 
the  tie  to  its  original  position. 

IL  A  Strut  has  equal  and  directly  opposite  forces  applied  to  its 
two  ends,  acting  inwards,  or  towards  each  other.     The  bar  is  in  a 
state  of  compression,  and  the  stress  exerted  between  any  two  divi- 
sions of  it  is  a  thrust  equal  and  opposite  to  the  applied  forces.    It  is 
obvious  that  a  flexible  body  will  not  answer  the  purpose  of  a  strut. 
The  equilibrium  of  a  moveable  strut  is  unstable;  for  if  its  angular 
position  be  deviated,  the  forces  applied  to  its  ends,  which  originally 
were  directly  opposed,  now  constitute  a  couple  tending  to  make  it 
deviate  still  farther  from  its  original  position. 

In  order  that  a  strut  may  have  stability,  its  ends  must  be  pre- 
vented from  deviating  laterally.  Pieces  connected  with  the  ends 
of  a  strut  for  this  purpose  are  called  stays. 

UL  A  Beam  is  a  bar  supported  at  two  points,  and  loaded  in  a 
direction  perpendicular  or  oblique  to  its  length. 
Cisi  L — Let  the  supporting  pressures  be  parallel   to    each 
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other  and  to  the  direction  of  the  load;  and  let  the  load  act  betooacn 
the  points  of  support,  as  in  fig.  88;  where  P  represents  the  result- 
ant of  the  gross  load,  including  the  weight 
of  the  beam  itself;  L,  the  point  where  the 
line  of  action  of  that  resultant  intersects  the 
axis  of  the  beam ;  R19  R^,  the  two  supporting 
pressures  or  resistances  of  the  props  parallel 
Fig.  88.  to^  an<j  jn  ^  8&me  plane  ^th  P,  and  acting 

through  the  points  Sp  Sj,  in  the  axis  of  the  beam. 

Then,  according  to  the  principle  of  the  lever,  Article  97,  p.  141, 
each  of  those  three  forces  is  proportional  to  the  distance  between 
the  lines  of  action  of  the  other  two;  and  the  load  is  equal  to  the 
sum  of  the  two  supporting  pressures ;  that  is  to  say, 


t 


P  :  Rx  :  R,  : :  ^  S2  :  L  S,  :  L  S^  , 


.(1.) 


and  P  =  Rx  +  Ry (2.) 

Case  IL — Let  the  load  act  beyond  the  points  of  support,  as 
in  fig.  89,  which  represents  a  cantilever  or  pro- 
jecting beam,  held  up  by  a  wall  or  other  prop  at 
Sx,  held  down  by  a  notch  in  a  mass  of  masonry 
or  otherwise  at  S2,  and  loaded  so  that  P  is  the 
resultant  of  the  load,  including  the  weight  of 
the  beam.  Then  the  proportional  equation  (1.) 
remains  exactly  as  before;  but  the  load  is  equal 


Fig.  89. 


to  the  difference  of  the  supporting  pressures;  that  is  to  say, 

In  these  examples  the  beam  is  represented  as  horizontal;  bat  the 
same  principles  would  hold  if  it  were  inclined. 

Case  IIL — Let  the  directions  of  the  supporting  forces  R^  R*, 
be  now  inclined  to  that  of  the  resultant  of 
the  load,  P,  as  in  fig.  90.  This  case  is  that 
of  the  equilibrium  of  three  forces  treated 
of  in  Article  93,  p.  136,  and  consequently 
the  following  principles  apply  to  it: — 

The  lines  of  action  of  the  supporting 
forces  and  of  the  resultant  of  the  load  must 
be  in  one  plane. 

They  must  intersect  in  one  point  (C, 
(fig.  90. 

Those  three  forces  must  be  proportional  to  the  three  sides  of  a 
triangle  A,  respectively  parallel  to  their  directions.  9 


Fig.  90. 
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Pboblbl — Given,  the  resultant  of  the  load  in  magnitude  and 
position,  P,  the  line  of  action  of  one  of  the  supporting  forces,  Rp 
and  the  centre  of  resistance  of  the  other,  £L;  required,  the  line 
of  action  of  the  second  supporting  force,  and  the  magnitudes  of 
both. 

Produce  the  line  of  action  of  Rj,  till  it  cuts  the  ]ine  of  action  of 
P  at  the  point  O ;  join  C  SL,  this  will  be  the  line  of  action  of  Rj; 
construct  a  triangle  A  with  its  sides  respectively  parallel  to  those 
three  lines  of  action ;  the  ratios  of  the  sides  of  that  triangle  will 
give  the  ratios  of  the  forces. 

To  express  this  algebraically,  let  tj,  ij,  be  the  angles  made  by  the 
tines  of  action  of  the  supporting  forces  with  that  of  the  resultant 
of  the  load;  then 

P  •  Rt  :  R,  :  :  sin  (h  +  H)  :  sin  4  :  sin  ^ (4.) 

The  same  piece  in  a  frame  may  act  at  once  as  a  beam  and  tie,  or 
as  a  beam  and  strut;  or  it  may  act  alternately  as  a  strut  and  as  a 
tie,  as  the  action  of  the  load  varies. 

The  load  tends  to  break  a  tie  by  tearing  it  asunder,  a  strut  by 
crushing  it,  and  a  beam  by  breaking  it  across.  The  power  of 
materials  to  resist  those  tendencies  will  be  considered  in  a  later 
section. 

113.  BteftaieiiiMift  (A.  M.,  147.) — Before  applying  the  prin- 
ciples of  the  present  section  to  frames  in  which  the  load,  whether 
external  or  arising  from  the  weight  of  the  bars,  is  distributed  over 
their  length,  it  is  necessary  to  reduce  that  distributed  load  to  an 
equivalent  load,  or  series  of  loads,  applied  at  the  centres  of  resist- 
ance. The  steps  in  this  process  are  as  follows : — 
L  find  the  resultant  load  on  each  single  bar. 
IL  Resolve  that  load,  as  in  Article  111,  equation  1,  p.  174,  into 
two  parallel  components  acting  through  the  centres  of  resistance  at 
the  two  ends  of  the  bar. 

IIL  At  each  centre  of  resistance  where  two  bars  meet,  combine 
the  component  loads  due  to  the  loads  on  the  two  bars  into  one 
resultant,  which  is  to  be  considered  as  the  total  load  acting  through 
that  centre  of  resistance. 

IV.  When  a  centre  of  resistance  is  also  a  point  of  support,  the 
component  load  acting  through  it,  as  found  by  step  II.  of  the  pro- 
cess, is  to  be  left  out  of  consideration  until  the  supporting  force 
required  by  the  system  of  loads  at  the  other  joints  has  been  deter- 
mined; with  this  supporting  force  is  to  be  compounded  a  force 
equal  and  opposite  to  the  component  load  acting  directly  through 
the  point  of  support,  and  the  resultant  will  be  the  total  supporting 


hi  the  fallowing  Articles  of  this  section,  all  the  frames  will  be 
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supposed  to  bo  loaded  only  at  those  centres  of  resistance  whicl 
are  not  points  of  support;  and  therefore,  in  those  cases  in  whid 
components  of  the  load  act  directly  through  the  points  of  suppor 
also,  forces  equal  and  opposite  to  such  components  must  be  com 
bined  with  the  supporting  forces  as  determined  in  the  following 
Articles,  in  order  to  complete  the  solution. 

114.  fiwms  me  Twt  Ban.  (A .  M.,  145-6.)— Figures  91, 92,  ant 
93,  represent  cases  in  which  a  frame,  of  two  bars  jointed  to  eacl 
at  the  point  L,  is  loaded  at  that  point  with  a  given  force,  P,  and  h 


Fig.  92. 


Fig.  93. 


supported  by  the  connection  of  the  bars  at  their  farther  extremities, 
Sp  S2,  with  fixed  bodies.  It  is  required  to  find  the  stress  on  each 
bar,  and  the  supporting  forces  at  Sj  and  Sr 

Resolve  the  load  P  (as  in  Article  94,  p.  137)  into  two  com- 
ponents, Rp  Eg,  acting  along  the  respective  lines  of  resistance  of  the 
.  two  bars.     Those  components  are  the  loads  borne  by  the  two  bars 
respectively ;  to  which  loads  the  supporting  forces  at  Bv  Sg,  are  equal 
and  directly  opposed  , 

The  symbolical  expression  of  this  solution  is  as  follows : — Let  u,  i^  , 
be  the  respective  angles  made  by  the  lines  of  resistance  of  the  bars  | 
with  the  line  of  action  of  the  load;  then 

P  :  R1 :  R^  : :  sin  (^  +  ig)  :  sin  ig  :  sin  iy 

The  inward  or  outward  direction  of  the  forces  acting  along  each 
bar  indicates  that  the  stress  is  a  thrust  or  a  pull,  and  the  bar  a  strut 
or  a  tie,  as  the  case  may  be.  Fig.  9 1  represents  the  case  of  two  ties ;  j 
fig.  92,  that  of  two  struts  (such  as  a  pair  of  rafters  abutting  against  j 
two  walls) ;  fig.  93  that  of  a  strut,  L  S19  and  a  tie,  L  Sg  (such  as  j 
the  jib  and  the  tie-rod  of  a  crane). 

A  frame  of  two  bars  is  stable  as  regards  deviations  in  the  plane 
of  its  lines  of  resistance. 

With  respect  to  lateral  deviations  of  angular  position,  in  a 
direction  perpendicular  to  that  plane,  a  frame  of  two  ties  is  stable; 
so  also  is  a  frame  consisting  of  a  strut  and  a  tie,  when  the  direction 
of  the  load  inclines./hw»  the  line  Sx  Sg,  joining  the  points  of  support 
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A  frame  consisting  of  a  strut  and  a  tie,  when  the  direction  of  the 
load  inclines  towards  the  line  SL  Sj,  and  a  frame  of  two  struts  in  all 
cases,  are  unstable  laterally,  unless  provided  with  lateral  stays. 

These  principles  are  true  of  any  pair  of  adjacent  bars  whose  farther 
centres  of  resistance  are  freed;  whether  forming  a  frame  by  them- 
selves,  or  a  part  of  a  more  complex  frame. 

115.  nuphrFMM  {A.M.,  148, 149.Y-Let  Gg.  94  represent 
a  frame,  consisting  of  the  three  bars  A,  B,  C,  con- 
nected at  the  three  joints  1,  2,  3, — viz.,  0  and  A  at 

1,  A  and  B  at  2,  B  and  C  at  3.     Let  a  load  P1  be 
appHed  at  the  joint  1  in  any  given  direction ;  let  _ 
supporting  forces,  Pg,  P3,  be  applied  at  the  joints          _.    Q. 

2,  3;  the  lines  of  action  of  those  two  forces  must  *' 
be  in  the  same  plane  with  that  of  P„  and  must  either  be  parallel 
to  it  or  intersect  it  in  one  point  The  latter  case  is  taken  first, 
because  its  solution  comprehends  that  of  the  former. 

The  three  external  forces  balance  each  other, 
and  are  therefore  proportional  to  the  three  sides 
df  a  feiangle  respectively  parallel  to  their  direc- 
tions. In  fig.  95,  let  A  B  C  be  such  a  triangle, 
in  which 

C  A  represents  Tv 

A"B        ...         Pj, 

**^        —         **  FJg.  M. 

Draw  C  O  parallel  to  the  bar  C,  and  A  O  parallel  to  the  bar  A, 
meeting  in  the  point  O,  and  join  B  O,  which  will  be  parallel  to  B. 
The  lengths  of  the  three  lines  radiating  from  0  will  represent  the 
stresses  on  the  bars  to  which  they  are  respectively  parallel 

When  the  three  external  forces  are  parallel  to  each  other,  the 

triangle  of  forces  A  BC  of  fig.  95  becomes  a  straight  line  0  A,  as  in 

fig.  96,  divided  into  two  segments  by  the  point  B.     Let  straight 

Rocs  radiate  from  0  to  A,  B,  C,  respectively  parallel 

to  the  ban  of  the  frame;  then  if  the  load  0  A  be 

applied  at  1  (fig.  94),  A  B  applied  at  2,  and  B  0 

applied  at  3,  are  the  supporting  forces  required  to 

balance  it;  and  the  radiating  lines  O  A,  O  B,  O  0, 

represent  the  stresses  on  the  bars  A,  B,  C,  respeo- 

tirely,  as  before* 

From  O  let  fall  O  H  perpendicular  to  C  A,  the 
common  direction  of  the  external  forces.     Then  that  _ 

line  will  represent  a  component  of  the  stress,  which  is       **&  9** 
<ff  equal  amount  in  each  bar.     When  C  A,  as  is  usually  the  case,  is 
vertical,  0  H  is  horizontal;  and  the  force  represented  by  it  is  called 
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the  "  horizontal  thrust "  of  the  frame.  Horizontal  Stress  or  Itesisi 
amuse  would  be  a  more  precise  term ;  because  the  force  in  questioi 
is  a  pull  in  some  parts  of  the  frame,  and  a  thrust  in  others. 

In  fig.  94,  A  and  0  are  struts,  and  B  a  tie.  If  the  frame  wen 
exactly  inverted,  all  the  forces  would  bear  the  same  proportions  t< 
each  other;  but  A  and  C  would  be  ties,  and  B  a  strut. 

The  trigonometrical  expression  of  the  relations  amongst  the  ibrcej 
acting  in  a  triangular  frame,  under  parallel  forces,  is  as  follows : — i 
•  Let  a,  b,  c,  denote  the  respective  angles  of  inclination  of  the  ban 
A,  B,  C,  to  the  line  O  H  (that  is,  in  general,  to  a  horizontal  line) 
then 

Horizontal  Stress  OH=J?^l- (1.) 


Supporting  /  A  B  =  0  H 
Forces     JBC  =  OH 


tan  c  =±z  tan  a 

:  tan  b 

:  tan  c 


(tan  a : 
(tan  6  : 


!•}•-•« 


The  sign 


{-} 


is  to  be  used  when  the  two  )  opposite  directions 
inclinations  are  in         J  the  same  direction. 


sec 
sec  6 
sec  c 


•i 


(3.) 


P«l7g*aal  Vrame, 


Fig.  97. 


(A.  Af„  150, 153.)— In  fig.  97,  let  A,  B,  C, 
D,E,  be  the  lines  of  resistance  of  the 
bars  of  a  frame/ connected  together 
at  the  joints,  whose  centres  of 
resistance  are,  1  between  A  and 
B,  2  between  B  and  C,  3  between 
C  and  D,  4  between  D  and  E, 
and  5  between  E  and  A  In  the 
figure,  the  frame  consists  of  five  bars ;  but  the  principle  is  appli- 
cable to  any  number.  From  a  point  O,  in  fig.  98, 
(which  may  be  called  the  Diagram  of  Forces),  draw 
radiating  lines  O  A,  O  B,  O  C,  0  D,  O  E,  parallel 
respectively  to  the  lines  of  resistance  of  the  bars; 
and  on  those  radiating  lines  take  any  lengths 
whatsoever,  to  represent  the  stresses  on  the 
several  bars,  which  may  have  any  magnitudes 
within  the  limits  of  strength  of  the  material. 
Join  the  points  thus  found  by  straight  lines,  so  as 
to  form  a  closed  polygon  ABCDEA;  then  the 
sides  of  the  polygon  will  represent  a  system  of  forces, 
which,  being  applied  to  the  joints  of  the  frame,  will 
balance  each  other;  each  such  force  being  applied  to  the  joint 
between  the  bars  whose  lines  of  resistance  are  parallel  to  the  pair 


Fig.  98. 
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of  radiating  linen  that  enclose  the  side  of  the  polygon  of  force* 
representing  the  force  in  question. 

When  the  external  forces  are  parallel  to  each  other,  the  polygon 
of  forces  of  %.  98  becomes  a  straight  line  A  D, 
*s  in  fig.  99,  divided  into  segments  by  the  radiating 
to»es;  and  each  segment  represents  the  external  force  > 

*hieh  acts  at  the  joint  of  the  bars  whose  lines  of  re-        / 
*|stance  are  parallel  to  the  radiating  lines  that  bound  o<^^ 
jhe  segment    Moreover,   the  segment  of  the  line       vT^ 
f  AD  which ia  intercepted  between  the  radiating  lines        V\ 
Parallel  to  the  lines  of  resistance  of  any  two  bars  \ 

yshdker  contiguous  or  not,  represents  the  resultant  of  \ 

the  external  forces  which  act  at  points  bcttveen  the  bars.  ^ 

Thus,  A  D  represents  the  total  load,  consisting  of  V 

the  three  portions  AB,BO,CD,  applied  at  1,  2,  3,  Hg.  99.  * 
respectively.  DA  represents  the  total  supporting 
force,  equal  and  opposite  to  the  load,  consisting  of  the  two  portions 
D!>  EA,  applied  at  4  and  5  respectively.  A  C  represents  the 
wsahant  of  the  load  applied  between  the  bars  A  and  C;  and 
Marly  for  any  other  pair  of  bars. 

From  0  draw  O  H  perpendicular  toAD;  then  that  line  repre- 
sata  a  component  of  the  stress,  whose  amount  is  the  same  in  each 
to  of  the  frame.  When  the  load,  as  is  usually  the  case,  is  vertical, 
tot  component  is  called  the  "  horizontal  thrust "  of  the  frame, 
«d,tt  in  Article  114,  might  more  correctly  be  called  horizontal 
**m  or  resistance,  seeing  that  it  is  a  pull  in  some  of  the  bars  and 
,    *  &rogt  in  others. 

/      The  trigonometrical  expression  of  those  principles  is  as  follows  :— 
'       k*  the  force  O  H  be  denoted  simply  by  H. 

I*t  h  *\  denote  the  inclinations  to  0  H  of  the  lines  of  resistance 
°*  *ty  too  ban,  contiguous  or  not. 
let  R,  R',  be  the  respective  stresses  which  act  along  those  bars. 
let  P  be  the  resultant  of  the  external  forces  acting  through  the 
joint  or  joints  between  those  two  bars. 
Then 

P=H!(tant=iztant/); (1.) 

R  =  B:  •  sect;  K'=Hsect'. (2.) 

The  J  $fi®*      1  of  the    tangents  of  the  inclinations  is  to  be 

^accor^gastheyare{0S^}. 

.  117.  •pnPHma.iFrMo.  (A. M.,  151, 154.)--When  the  frame, 
instead  of  being  closed,  as  in  &g-  97,  is  converted  into  an  open  frame, 
^  the  omission  of  one  bar,  such  as  E,  the  corresponding  modification 
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is  made  in  the  diagram  of  inclined  forces,  fig.  98,  by  omitting  the 
lines  0  E,  D  E,  E  A,  and  in  the  diagram  of  parallel  forces,  fig.  99, 
by  omitting  the  line  O  E.  Then,  in  both  diagrams,  D  O  and  O  A 
represent  the  supporting  forces  respectively,  equal  and  directly 
opposed  to  the  stresses  along  the  extreme  bars  of  the  frame,  E>  and 
A,  which  must  be  exerted  by  the  supports  (called  in  this  case 
abutments),  at  the  points  4  and  5,  against  the  ends  of  those  bars, 
in  order  to.  maintain  the  equilibrium. 

In  the  case  of  parallel  loads,  the  following  formula  give  the 
horizontal  stress  and  supporting  pressures. 

Let  id  and  im  denote  the  angles  of  inclination  of  the  bars  D  and  A 
respectively. 

Let  1^  =  0  D  and  £.  =  0  A  be  the  stresses  along  them. 

Let  2  -P  =  A  D  denote  the  total  load  on  the  frame;  then, 

fl_        ^'P  n  \ 

tant4  +  tanta' v 

Rd=Hsec*d;  R.=Hsecv (2.) 

118.  P«tyg«Ml  FnuM—flfaMittr.  (A.M.,  1 52.)— The  stability  or 
instability  of  a  polygonal  frame  depends. on  the  principles  stated  in 
Article  112,  p.  173,  viz.,  that  if  a  bar  be  free  to  change  its  angular 
position,  then  if  it  is  a  tie  it  is  stable,  and  if  a  strut,  unstable ;  and 
that  a  strut  may  be  rendered  stable  by  fixing  its  ends. 

For  example,  in  the  frame  of  fig.  97,  E  is  a  tie,  and  stable;  A,  B, 
0,  and  D,  are  struts,  free  to  change  their  angular  position,  and 
therefore  unstable. 

But  these  struts  may  be  rendered  stable  in  the  plane  of  the  frame 
by  means  of  stays;  for  example,  let  two  stay-bars  connect  the  joints 

1  with  4,  and  3  with  5;  then  the  points  1,  2,  and  3,  are  all  fixed, 
so  that  none  of  the  struts  can  change  their  angular  positions.  The 
same  effect  might  be  produced  by  two  stay-bars  connecting  the  joint 

2  with  5  and  4. 

The  frame,  as  a  whole,  is  unstable,  as  being  liable  to  overturn 
laterally,  unless  provided  with  lateral  stays,  connecting  its  joists 
with  fixed  points. 

Now,  suppose  the  frame  to  be  exactly  inverted,  the  loads  at  1,2, 
and  3,  and  the  supporting  forces  rft  4  and  5,  being  the  same  as 
before.  Then  E  becomes  a  strut;  but  it  is  stable,  because  its  ends 
are  fixed  in  position;  and  A,  B,  C,  and  D  becomes  ties,  and  are 
stable  without  being  stayed. 

An  open  polygon  consisting  of  ties,  such  as  is  formed  by  A,  B,  C, 
and  D,  when  inverted,  is  called  by  mathematicians,  a  Junicular 
polygon,  because  it  may  be  made  of  ropes. 

It  is  to  be  observed,  that  the  stability  of  an  unstayed  polygon  of 
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ties  is  of  the  kind  wliich  admits  of  vacillation  to  and  fro  about  the 
position  of  equilibrium.  That  oscillation  may  be  injurious  in 
practice,  and  stays  may  be  required  to  prevent  it 

119.  imtafffVnMii  (A.  M.9 155.)— A  braced  a  stay-bar  on 
which  there  is  a  permanent  stress.  When  the  external  forces  applied 
to  a  frame,  although  balancing  each  other  as  an  entire  system,  are 
distributed  in  a  manner  not  consistent  with  the  equilibrium  of  each 
bar  separately;  then,  in  the  diagram  of  forces,  upon  attempting  to 
construct  a  polygon  of  external  forces,  having  its  angles  on  the 
radiating  lines,  gaps  will  be  left  in  the  outline  of  that  polygon. 
The  lines  necessary  to  fill  up  those  gaps  will  indicate  the  forces  to 
be  supplied  by  means  of  the  resistance  of  braces.  These  may  be 
either  struts  or  ties,  connecting  two  or  more  joints  together,  and 
supplying  by  their  resistances,  at  the  joints  which  they  connect, 
the  forces  wanting  to  produce  equilibrium  of  each  bar. 

The  resistance  of  a  brace  introduces  a  pair  of  equal  and  opposite 
forces,  acting  along  the  line  of  resistance  of  the  brace,  upon  the 
pair  of  joints  which  it  connects.  It  therefore  does  not  alter  the 
rau&anl  of  the  forces  applied  to  that  pair  of  joints  in  amount  nor 
in  position,  but  only  the  disbribvUum  of  the  components  of  that 
resultant  on  the  pair  of  joints. 

To  exemplify  the  use  of  braces,  and  the  mode  of  determining  the 
stresses  on  them,  let  fig.  100  represent  a  frame  such  as  frequently 


occurs  in  iron  roofs,  consisting  of  two  struts  or  rafters,  A  and  E, 
tnd  three  tie-bars,  B,  C,  and  D,  forming  a  polygon  of  five  sides, 
jointed  at  1,  2,  3,  4,  5,  loaded  vertically  at  1,  and  supported  by  the 
vertical  resistance  of  a  pair  of  walls  at  2 
and  5.  The  joints  3  and  4  having  no  loads 
applied  to  them,  are  connected  with  1  by 
tie  braces  1  4  and  13.  It  is  required  to 
find  the  stresses  on  those  braces,  and  on 
the  other  pieces  of  the  frame, 

To  mate  the  diagram  of  forces,  fig.  101, 
<iraw  as  before  from  a  point  O,  radiating 
Km  0E,  O  D,   O  C,  0  B,  0  A,  parallel  to  the  bars  forming  the 
externa]  polygon  of  the  frame;  and  across  those  lines  draw  the 
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vertical  line  E  A,  to  represent  the  direction  of  the  load  and  of  the 
supporting  forces. 

The  two  extreme  segments  of  this  line,  A  B  and  D  E,  are  to  be 
taken  to  represent  the  supporting  forces  at  2  and  5 ;  and  their  sum, 
E  D  +  B  A,  will  represent  the  actual  load  at  1.  E  A  represents 
what  the  load  at  1  ought  to  be,  to  fulfil  the  conditions  of  equilibrium 
of  the  bars  A  and  E;  therefore  D  B  represents  the  deficiency  of  the 
actual  load  at  1,  or  the  additional  downward  force,  to  be  supplied 
at  1  by  means  of  the  bracing.  Also  B  D,  equal  and  opposite  to 
D  B,  represents  the  resultant  deficiency  of  supporting  pressure  at 
the  joints  3  and  4,  where  the  actual  external  force  applied  is 
nothing ;  and  this  has  to  be  supplied  by  means  of  the  bracing. 

In  the  diagram  of  forces,  draw  D  C  parallel  to  the  brace  1  4,  and 
C  B  parallel  to  the  brace  1  3,  intersecting  the  radiating  line  O  0  in 
C.  Then  will  D  C  represent  the  pull  along  the  brace  1  4,  acting 
obliquely  upwards  at  4,  and  obliquely  downwards  at  1 ;  and  C  B 
will  represent  the  pull  along  the  brace  1  3,  acting  obliquely  upwards 
at  3,  and  obliquely  downwards  at  1.  The  resultant  of  the  additional 
forces  thus  applied  at  1  is  D  B,  a  vertical  downward  force,  equal  to 
the  deficiency  before  mentioned ;  and  the  oblique  upward  forces  at 
3  and  4  complete  a  polygon  of  forces  ABCDEA,  whose  angles 
are  on  the  radiating  lines  parallel  to  the  bars  of  the  frame,  and 
which  therefore  fulfils  the  conditions  of  Article  116,  p.  178. 

The  stresses  on  the  external  bars  of  the  frame  are  represented  as 
before,  by  the  lengths  of  the  radiating  lines  in  fig.  101. 

As  another  and  a  very  simple  example  of  bracing,  very  common 
in  framework,  may  be  taken  the  frame  in  fig.  102.  A  and  B  are 
two  struts,  forming  the  two  halves  of  one  straight  bar;  C  and  D 


Fig.  108. 

are  two  equal  tie-rods;  E,  a  strut-brace.  A  vertical  load  P  is 
applied  at  the  joint  1,  between  A  and  B;  two  vertical  supporting 
pressures,  each  denoted  by  R  =  P  -r-  2,  act  at  the  joints  4  and  2. 
The  joint  3  has  no  external  load. 

Fig.  103  is  the  diagram   of  forces,  constructed  as  follows: — 
Through  a  point  0  draw  O  B  A  parallel  to  A  and  B,  0  C  parallel 
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to  O,  and  OD  parallel  to  D.     Make  OD  =  OC;  join  CD;  this 
line  will  be  parallel  to  the  brace  E,  and  perpendicular  to  0  A. 

Through  D  and  0  draw  vertical  lines  DB,  CA;  these,  being 
equal  to  each  other,  are  to  be  taken  to  represent  the  two  supporting 
pressures  R;  and  their  sum  DB  +  AC  will  represent  the  load  P. 
The  equal  tensions  on  C  and  D  will  be  represented  by  0  C  and 
0  D,  and  the  thrusts  along  A,  B,  and  E,  by  0  A,  0  B,  and  C  D. 

The  polygon  of  external  forces  in  this  case  is  the  crossed  quad- 
rilateral AODB,  in  which  C  A  and  B D  represent  (as  already 
stated)  the  supporting  pressures,  and  D  C  and  A  B  the  components 
of  the  load  P  respectively  parallel  and  perpendicular  to  the  brace 
EL  When  A  and  B  are  horizontal,  and  E  vertical,  A  B  in  fig.  103 
vanishes,  and  B  D  and  C  A  coincide  with  the  two  halves  of  C  D. 

120.  BiBMttr  m€  *  Tim.   (A.  M.,  156,  157.)— The  word  truss  is 

applied  in  carpentry  to  a  triangular  frame,  and  to  a  polygonal  frame 

to  which  rigidity  is  given  by  staying  and  bracing,  so  that  its  figure 

shall  be  incapable  of  alteration  by  turning  of  the  bars  about  their 

joint*.     If  each  joint  were  absolutely  of  the  kind  described  in  Article 

111,  that  is,  like  a  hinge,  incapable  of  offering  any  resistance  to 

alteration  of  the  relative  angular  position  of  the  bars  connected 

by  it,  it  would  be  necessary,  in  order  to  fulfil  the  condition  of 

rigidity,  that  every  polygonal  frame  should  be  divided  by  the  lines 

of  resistance  of  stays  and  braces  into  triangles  and  other  polygons, 

so  arranged  that  every  polygon  of  four  or  more  sides  should  be 

surrounded  by  triangles  on  all  but  two  sides  and  the  included  angle 

at  farthest    For  every  unstayed  polygon  of  four  sides  or  more,  with 

flexible  joints,  is  flexible,  unless  all  the  angles  except  one  be  fixed 

by  being  connected  with  triangles. 

Sometimes,  however,  a  certain  amount  of  stiffness  in  the  joints 

of  a  frame,  and  sometimes  the  resistance  of  its  bars  to  bending,  is 

relied  upon  to  give  rigidity  to  the  frame,  when  the  load  upon  it  is 

subject  to  small  variations  only  in  its  mode  of  distribution.     For 

example,  in  the  truss  of  fig,  104,  the 

tie-beam  A  A  is  made  in  one  piece,  or 

in  two  or  more  pieces  so  connected 

together  as  to  act  like  one  piece;  and 

part  of  its  weight  is  suspended  from 

the  joints  C,  C,  by  the  rods  CB,CR 

These  rods  also  serve  to  make  the  re-  ™&  104' 

astanoe  of  the  tie-beam  0  C  to  being  bent  act  so  as  to  prevent  the 

struts  AC,  CC,  C  A,  from  deviating  from  their  proper  angular 

poaiiona,  by  turning  on  the  joints  A,  C,  C,  A.     If  A  B,  B  B,  and 

B  A,  were  three  distinct  pieces,  with  flexible  joints  at  BB,  it  is 

erjdent  that  the  frame  might  be  disfigured  by  distortion  of  the 

foadraogleBCCB. 
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The  object  of  stiffening  a  trass  by  braces  is  to  enable  it  to  sustain 
loads  variously  distributed;  for  were  the  load  always  distributed  in 
one  way,  a  frame  might  be  designed  of  a  figure  exactly  suited  to 
that  load,  so  that  there  should  be  no  need  of  bracing. 

The  variations  of  load  produce  variations  of  stress  on  all  the 
pieces  of  the  frame,  but  especially  on  the  braces;  and  each  piece 
must  be  suited  to  withstand  the  greatest  stress  to  which  it  is  liable. 

Some  pieces,  and  especially  braces,  may  have  to  act  sometimes  as 
struts  and  sometimes  as  lies,  according  to  the  mode  of  distribution 
of  the  load 

121.  leeMter  mm*  Co«p«Md  Tr««teff.  (A.  M.y  158  to  160.) 

A  secondary  truss  is  a  truss  which  is  supported  by  another  truss. 

When  a  load  is  distributed  over  a  great  number  of  centres  of 
resistance,  it  may  be  advantageous,  instead  of  connecting  all  those 
centres  by  one  polygonal  frame,  to  sustain  them  by  means  of  several 
small  trusses,  which  are  supported  by  larger  trusses,  and  so  on,  the 
whole  structure  of  secondary  trusses  resting  finally  on  one  large 
truss,  which  may  be  called  the  primary  truss.  In  such  a  combina- 
tion the  same  piece  may  often  form  part  of  different  trusses;  and 
then  the  stress  upon  it  is  to  be  determined  according  to  the  follow- 
ing principle : — 

When  the  same  lor  forms  at  the  same  time  part  of  two  or  more 
different  frames,  the  stress  on  it  is  ike  resultant  of  the  several  stresses 
to  which  it  is  subject  by  reason  of  its  position  in  the  several  frames. 

In  a  Compound  Truss,  several  frames,  without  being  distinguish- 
able into  primary  and  secondary,  are  combined  and  connected  in 
such  a  manner  that  certain  pieces  are  common  to  two  or  more  of 
them,  and  require  to  have  their  stresses  determined  by  the  principle 
above  stated 

Examples  of  secondary  and  compound  trusses  will  be  given  in 
treating  of  structures  in  timber  and  iron. 

122.  Umimmm*  •raViuieaiaSrciiM.  (A.  M.,  161.)— The  labour 
of  calculating  the  stress  on  the  bars  of  a  frame  may  sometimes  be 
abridged  by  the  application  of  the  following  principle : — 

If  a  frame  be  acted  upon  by  any  system  of  external  forces,  and  if 
that  frame  be  conceived  to  be  completely  divided  into  two  parts  by  an 
ideal  surface,  the  stresses  along  tfte  bars  which  are  intersected  by  that 
surface,  balance  the  external  forces  which  act  on  each  of  the  two  parts 
of  the  frame. 

In  most  cases  which  occur  in  practice,  the  lines  of  resistance  of 
the  bars,  and  the  lines  of  action  of  the  external  forces,  are  all  in  one 
vertical  plane,  and  the  external  forces  are  vertical  In  such  cases 
the  most  convenient  position  for  an  assumed  plane  of  section  is 
vertical,  and  perpendicular  to  the  plane  of  the  frame.  Take  the 
vertical  line  of  intersection  of  these  two  planes  for  an  axis  of  co- 
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ordinates, — say  for  the  axis  of  y,  and  any  convenient  point  in  it  for 

the  origin  0;  let  the  axis  of  x  be  horizontal,  and  in  the  plane  of 

the  frame,  and  the  axis  of  z  horizontal,  and  in  the  plane  of  section. 

The  external  forces  applied  to  the  part  of  the  frame  at  one  aide 

of  the  plane  of  section  (either  may  be  chosen)  being  combined,  as 

in  Article  99,  p.  146,  give  three  data — vip.,  the  total  force  along 

x= 2  •  X  j  the  total  force  along  y  =  2  •  Y ;  and  the  moment  of  the 

couple  acting  round  z  =  M ;  and  the  bars  which  are  cut  by  the  plane 

of  section  must  exert  resistances  capable  of  balancing  those  two 

forces  and  that  couple.     If  not  more  than  three  bars  are  cut  by  the 

plane  of  section,  there  are  not  more  than  three  unknown  quantities, 

and  three  relations  between  them  and  given  quantities,  so  that  the 

problem  is  determinate ;  if  more  than  three  bars  are  cut  by  the 

plane  of  section,  the  problem  is  or  may  be  indeterminate. 

The  formulae  to  which  this  reasoning  leads  are  as  follows : — Let 
x  be  positive  in  a  direction  from  the  plane  of  section  towards  the 
part  of  the  structure  which  is  considered  in  determining  2  •  X,  2  •  Y, 
and  M;  let+ybe  measured  upwards;  let  angles  measured  from 
Ox  towards  +  y,  that  is,  upwards,  be  positive;  and  let  the  lines  of 
resistance  of  the  three  bars  cut  by  the  plane  of  section  make  the 
angles  tj,  w,  ij,  with  x.  Let  nv  n#  n^  be  the  perpendicular  dis- 
tances of  those  three  lines  of  resistance  from  O,  distances  lying 

Let  Up  Bj,  Rj,  be  the  resistances,  or  total  stresses,  along  the 
three  ban,  polk  being  positive,  and  thrusts  negativa  Then  we 
have  the  following  three  equations: — 

2  •  X  =  Rj  cos  L  +  R2  o08  h  +  B»  cos  tg;  ] 

2Y  =  r     '         '  ^   --*■■  -'    *  ^    -"--  -'     ' 


[  =  Rj  COS  ij  +  R2  °08  *2  +  "^»  C0B  *8^  } 

r  =  iL  sin  t1  +  R2  sin  i,+  R8  sin  tjj  V  „....(1.) 
-Mzrl^nj  +  Rjnj  +  Rj^;       j 


from  which  the  three  quantities  sought,  Rj,  Rj,  Rj,  can  be  found 

Speaking  with  reference  to  the  given  plane  of  section,  2  •  X  may 
be  called  the  normal  stress,  2  *  Y,  the  shearing  stress,  and  M,  the 
moment  of 'flexure,  or  bending  stress;  for  it  tends  to  bend  the  frame 
at  the  section  under  consideration.     M  is  to  be  considered  as 

1  ^ti      (  according  as  it  tends  to  make  the  frame  become  con- 

f    upwards   ) 
I  downwards,  j 
Examples  of  the  application  of  this  method  will  be  given  in 
treating  of  lattice-beams  of  timber  and  iron. 

123.  BakMce  «f  «  Cbaia  «r  Cord.— A  loaded  chain  may  be  looked 
upon  as  a  polygonal  frame  whose  pieces  and  joints  are  so  numerous 
that  its  figure  may  without  sensible  error  be  treated  as  a  continuous 
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curve.  The  following  are  the  principles  respecting  the  equilib- 
rium of  loaded  chains  and  cords  which  are  of  most  importance 
in  practice. 

I.  Balance  of  a  Chain  in  general. — Let  D  A  C,  in  fig.  105,  repre- 
sent a  flexible  cord  or  chain  supported  at  the  points  C  and  D,  and 

loaded  by  forces  in  any 
direction,  constant  or  vary- 
ing, distributed  over  its 
whole  length  with  con- 
stant or  varying  intensity. 
Let  A  and  B  be  any 
two  points  in  this  chain; 
g*  from    those    points    draw 

tangents  to  the  chain,  A  P  and  B  P,  meeting  in  P.  The  load  acting 
on  the  chain  between  the  points  A  and  B  is  balanced  by  the  pulls 
along  the  chain  at  those  two  points  respectively;  those  pulls  must 
respectively  act  along  the  tangents  A  P,  B  P;  hence  the  resultant 
of  the  load  between  A  and  B  acts  through  the  point  of  intersection 
of  the  tangents  at  A  and  B ;  and  that  load,  and  the  tensions  on  the 
chain  at  A  and  B,  are  respectively  proportional  to  the  sides  of  a 
triangle  parallel  to  their  directions. 

II.  Cfurin  under  Vertical  Load — Curve  of  Equilibrium. — If  the 
direction  of  the  load  be  everywhere  parallel  and  vertical,  draw  a 
vertical  straight  line,  0  D,  fig.  106,  to  represent  the  total  load,  and 
from  its  ends  draw  C  O  and  D  O,  parallel  to  two  tangents  at  the 

points  of  support  of  the  chain,  and  meeting  in  O; 
those  lines  will  represent  the  tensions  on  the  chain 
at  its  points  of  support 

Let  A,  in  fig.  105,  be  the  lowest  point  of  the 
chain.  In  fig.  106,  draw  the  horizontal  line  O  A; 
this  will  represent  the  horizontal  component  of  the 
tension  of  the  chain  at  every  point,  and  if  O  B  be 
parallel  to  a  tangent  to  the  chain  at  B  (fig.  105) 
A  B  will  represent  the  portion  of  the  load  sup- 
ported between  A  and  B,  and  O  B  the  tension  at  B. 
Fig.  106.  To  express  this  algebraically,  let 

H  =  0  A  =  horizontal  tension  along  the  chain  at  A; 

R  =  OB  =  pull  along  the  chain  at  B; 

P  =  A  B  =  load  on  the  chain  between  A  and  B; 

*=^X  P  B  (fig  105)  =  ^:  A  O  B(fig.  106)  =  inclination  of 
chain  at  B; 
then, 

P  =  Hton*;  R^V^  +  H^ssHseci (1.) 
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To  deduce  from  these  forambe  an  equation  by  which  the  form  of 
the  curve  assumed  by  the  chain  can  be  determined  when  the  distri- 
bution of  the  load  is  known,  let  that  curve  be  referred  to  rectangular 
horizontal  and  vertical  co-ordinates,  measured  from  the  lowest  point 
A,  fig.  105,  the  co-ordinates  of  B  being,  AX  =  x,XB  =  y;  then 


(2.) 


&  differential  equation  which  enables  the  form  assumed  by  the  cord 
(or  "curve  of  eqirilibrium")  to  be  determined  when  the  distribution 
of  the  load  is  known. 

124.  T*  Bnw  m  Carre  m€  RaafllMaat  approximately. 

Problem. — Let  H  and  K,  fig.  10$  be  the  two  points  of  suspen- 
sion of  a  chain  under  a  vertical  load;  let  the  distribution  of  the 

G 


Fig  107.  Fig.  108. 

load  be  given,  and  the  direction  of  a  tangent  H  L  to  the  chain  at 
one  of  the  points  of  suspension;  it  is  required  to  draw  approxi- 
mately the  figure  of  the  chain. 

Find  the  centre  of  gravity  of  the  entire  load,  and  let  G  L  be  a 
vertical  line  passing  through  it,  cutting  the  tangent  HL  in  L 
Join  E  L;  this  will  be  the  tangent  to  the  chain  at  the  other  point 


Conceive  the  load  to  be  divided  into  any  convenient  number  of 
portions:  the  more  numerous  these  are,  the  closer  will  be  the 
approximation  to  the  required  curve.  Find  the  centres  of  gravity 
of  those  portions,  and  let  Plf  Pp  Ac.,  be  vertical  lines  passing 
through  those  centres  of  gravity. 

In  fig.  10?,  draw  the  vertical  line,  or  scale  of  loads,  A  G,  whose 
whole  length  represents  the  entire  load;  divide  it  into  parts,  A  B 
or  1,  B  C  or  2,  &c,  representing  the  several  portions  of  the  load. 
Through  A  draw  A  O  parallel  to  L  H,  and  through  G  draw  G  O 
parallel  to  K  L,  cutting  each  other  in  O.  From  O  draw  radiating 
lines  0  B,  0  C,  Ac,  to  the  points  of  division  of  the  scale  of  loads. 

Then,  in  fig.  10$,  from  the  point  of  intersection  of  A,  or  H  L, 
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with  Px,  draw  B  parallel  to  0  B,  cutting  P2;  from  the  point  of 
intersection  of  B  and  P*  draw  0  parallel  to  O  C,  cutting  P.,  and 
so  on,  until  the  "funicular  polygon "  ABC,  Ac.,  is  completed; 
that  polygon  is  composed  of  tangents  to  the  required  curve  of  equi- 
librium, to  which  an  approximation  may  be  drawn  by  sketching  a 
curve  so  as  to  touch  the  sides  of  the  polygon. 

125.  €■«!»  MM4«r  ai  Uatiana  Vertical  £*«*— «H»F«a»tea  Bridge. 
(A.  M.9  169,  170.)— By  an  uniform  vertical  load  is  meant  a  load 
uniformly  distributed  along  a  horizontal  straight  line;  so  that  if 


Fig.  109. 


A,  fig.  109,  be  the  lowest  point  of  the  rope  or  cord,  the  load  sus- 
pended between  A  and  B  shall  be  proportional  to  AX  =  x,  the 
horizontal  distance  between  those  points,  and  capable  of  being 
expressed  by  the  equation 

p=p*; (i.) 

where  p  is  a  constant  quantity,  denoting  the  intensity  of  the  load  in 
unite  of  weight  per  unit  of  horizontal  length:  in  pounds  per  lineal 
foot,  for  example. 

In  this  case,  because  the  load  between  A  and  B  is  uniformly 
distributed,  its  resultant  bisects  A  X ;  also,  the  tangent  B  P  bisects 
AX;  and  the  curve  assumed  by  the  chain  is  a  parabola  whose 
vertex  is  at  A. 

The  proportions  of  the  load,  and  the  horizontal  and  oblique  ten- 
sions are  as  follows : — 


P:H:R~BX:XP:PB^y:|:  j(y*+ J) 


K*> 


The  focal  distance  of  the  parabola  is 


(3.) 


4y      2p 

These  equations  are  applicable,  with  sufficient  accuracy  for  prac- 
tical purposes,  to  most  examples  of  Suspension  Bridges  with  vertical 
rods ;  for  although  in  a  bridge  of  that  class  the  load  is  not  con- 
tinuous, the  platform  being  hung  by  rods  from  a  certain  number  of 
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points  in  each  cable  or  chain ;  nor  uniformly  disturbed,  the  load 
arising  from  the  weight  of  the  cables  or  chains  and  of  the  suspend- 
ing rods  being  more  intense  near  the  piers;  yet,  in  most  cases 
which  occur  in  practice,  the  condition  of  each  cable  or  chain 
approaches  sufficiently  near  to  that  of  a  cord  continuously  and 
uniformly  loaded  to  enable  the  preceding  equations  to  be  applied 
without  material  error. 

The  following  solutions  of  some  useful  problems  are  deduced  from 
these  equations : — 

Pboblbm  Fibst. — Given  the  devotions,  jv  y*,  of  the  two  points  of 
support  of  the  chain  above  its  lowest  point,  amid  also  the  horizontal  dis- 
tance or  span  m,  b^hoem  those  poinU  c/ support :  it  is  required  to  find 
the  horizontal  distances,  xlf  z^  of  the  lowest  point  from  the  two  points 
of  support ;  also  the  focal  distance  m. 

»1==a-   .   Jl\     ;  xt=a-    .  «(*      (4.) 

1       Jyi+JyS  Jyi+v'yt 


*yi+4yj+8Vyxyi 

When  AepoinU  of  support  an  at  the  tame  level, 


(5.) 


a  a  /*  \ 

yi=y%>  ai=2;  m==ioy i  ' 


Problem  Second. — Given  the  same  data,  to  find  the  inclinations 
i1,  u,  of  the  chain  at  the  points  of  support 

t^^gy.^+a^.        =2yt=2y,-t-2jy^-  (7) 

n       Xy                 a           '         ^       a,                  a  v    ' 

when  yjsryj,  tan  tj^tanigrs  -^ (8.) 

Problem  Third. — Given  the  same  data,  and  the  load  p  per  unit 
of  length  :  required  the  horizontal  tension  H,  and  the  tensions  Rv  Rp 
at  the  points  of  support 

g-*--»,n-i,r+«w « 

B,  =  Hj(l  +  ^)iB,  =  Hj(.  +  ^)....(.0.) 
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When  yx  =  y2,  those  equations  become 

E=;|;B,=E1=Hj(.  +  ^,  I..,,!.) 

Problem  Fourth.— Mm  tfc  *aww  data  as  in  Problem  First,  iofrndL 
the  length  of  Hie  chain. 

The  following  are  two  well-known  formulae  for  the  length  of  & 
parabolic  arc,  commencing  at  the  vertex,  one  being  in  terms  of  the 
co-ordinates  x  and  y  of  the  farther  extremity  of  the  arc,  and  the 
other  in  terms  of  the  focal  distance  m>  and  the  inclination  %  of  the 
farther  extremity  of  the  arc  to  a  tangent  at  the  vertex. 


y+*j(f+t) 


2 

=  m[tan  i  •  sec  t  +  hyp.  log.  (tan  t  +  sec  *)J (12.) 

The  length  of  the  chain  is  sx  +  *2>  where  sx  is  found  by  putting  a^ 
and  yx  in  the  first  of  the  above  formulae,  or  L  in  the  second,  and  «2 
by  putting  x2  and  y2  in  the  first  formula,  or  tj,  in  the  second. 

The  foUowing  approximate  formula  for  the  length  of  a  parabolic 

arc  is   in  many  cases   sufficiently  near  the  truth  for    practical 

purposes:  * 

2ti* 
«  =  *+,      nearly,  (13.) 

o  X 

which  gives  the  total  length  of  the  cord, 

sL  +  8s^a+l(^+^)nearly9 (14.) 

and  when  yx  =  yv  this  becomes 

2,1==a  +  !  •  ^nearly, (15.) 

Problem  Fifth. — Given  the  same  data,  to  find,  approximately* 
the  small  elongation  of  the  chain  d  (st  +  Sg)  required  to  produce  a  given 
small  depression  d  y  of  the  lowest  point  A,  and  conversely. 


£fe±5i=J(/6  +  ^ (16.) 

dy  ^\x1     x2J 
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Whoa  yj = yj,  this  equation  becomes 

dy  ~  3  a  K  *'} 

These  formulae  serve  to  compute  the  depression  which  the  middle 
point  of  a  suspension  bridge  undergoes  in  consequence  of  a  given 
elongation  of  the  cable  or  chain,  whether  caused  by  heat  or  by 
tension. 

Pboblem  Sixth. — To  find  the  pressure  on  the  top  of  each  pier. 
"When  the  piers  of  a  suspension  bridge  are  slender  and  vertical 
(as  is  usually  the  case),  the  resultant  pressure  of  the  chain  or  cable 
on  the  top  of  the  pier  ought  to  be  vertical  also.  Thus,  let  C  E,  in 
fig.  109,  represent  the  vertical  axis  of  a  pier,  and  C  G  the  portion  of 
the  chain  or  cable  behind  the  pier,  which  either  supports  another 
division  of  the  platform,  or  is  made  fast  to  a  mass  of  rock,  or  of 
masonry,  or  otherwise.  If  the  chain  or  cable  passes  over  a  curved 
plate  on  the  top  of  the  pier  called  a  saddle,  on  which  it  is  free  to 
slide,  the  teosions  of  the  portions  of  the  chain  or  cable  on  either 
side  of  the  saddle  will  be  equal;  and  in  order  that  those  tensions 
may  compose  a  vertical  pressure  on  the  pier,  their  inclinations  must 
be  equal  and  opposite.  Let  i  be  the  common  value  of  those  inclina- 
tions; B  the  common  value  of  the  two  tensions;  then  the  vertical 
pressure  on  the  pier  is 

V==2Bsint  =  2Htani==2j>a;;  (18.) 

that  is,  twice  the  weight  of  the  portion  of  the  bridge  between  the 
pier  and  the  lowest  point,  A,  of  the  curve  CBAD. 

Bat  if  the  two  divisions  of  the  chain  or  cable  D  A  C,  C  G,  which 
meet  at  C,  be  made  fast  to  a  sort  of  truck,  which  is  supported  by 
rollers  on  a  horizontal  oast  iron  platform  on  the  top  of  the  pier, 
then  the  pressure  on  the  pier  will  be  vertical,  whether  the  inclina- 
tions of  the  two  divisions  of  the  chain  or  cable  be  equal  or  unequal; 
and  it  is  only  necessary  that  the  horizontal  components  of  their  ten- 
sion should  be  equal;  that  is  to  say,  let  t,  £,  be  the  inclinations  of 
the  two  divisions  of  the  chain  or  cable  in  opposite  directions  at 
C,  and  B,  B',  their  tensions,  then 

B  =  Hsect;  B'  =  Hsect*; 
V==Birint  +  B'smt':=H(tani  +  tan*') (19.) 

126.  9—pemmUm  Bridge  with  Steptag  Bod..  (A.  M.,  172.)— Let 
the  nniformly-loaded  platform  of  a  suspension  bridge  be  hung  from 
ike  chains  by  parallel  sloping  rods,  making  an  uniform  angle  j  with 
tie  rertical  The  condition  of  a  chain  thus  loaded  is  the  same  with 
tkt  ot  a  chain  loaded  vertically,  except  in  the  direction  of  the 
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load;  and  the  form  assumed  by  the  chain  is  a  parabola,  having  iU 
axis  parallel  to  the  direction  of  the  suspension-rods. 

In  fig.  110,  let  C  A  represent  a  chain,  or  portion  of  a  chain,  sup- 
ported or  fixed  at  0,  and  horizontal  at  A,  its  lowest  point.  Let 
A  H  be  a  horizontal  tangent  at  A,  repre- 
senting the  platform  of  the  bridge;  and 
let  the  suspension  rods  be  all  parallel 
to  C  E,  which  makes  the  angle  ^  ECH 
=  j  with  the  vertical.  Let  B  X  repre- 
sent any  rod,  and  suppose  a  vertical 
Fig.  110.  load  0  to  be  supported  at  the  point  X- 

Then,  by  the  principles  of  the  equilibrium  of  a  frame  of  two  bars, 
this  load  will  produce  zputi,  p,  on  the  rod  X  B,  and  a  thrust,  qy  on 
the  platform  between  X  and  H;  and  the  three  forces  v,  p,  y,  will  be 
proportional  to  the  sides  of  a  triangle  parallel  to  their  directions, 
such  as  the  triangle  CEH;  that  is  to  say, 

r:p:5::Cl:CE:EH  :  :  1  :  sec  j:  tan/ (1.) 

Next,  instead  of  considering  the  load  on  one  rod  B  X,  consider 
the  entire  vertical  load  Y  between  A  and  X 

Let  P  represent  the  amount  of  the  pull  acting  on  the  rods  between 
A  and  X,  and  Q  the  total  thrust  on  the  platform  at  the  point  X ; 
then, 

V  :  P  r Q  :  :  CH  :  CE  :  EH  :  :  1  :  see./  :  tanj...  (2.) 

The  oblique  load  P  =  V  sec/  is  what  hangs  from  the  chain  between 
A  and  B.  Being  uniformly  distributed,  its  resultant  bisects  A  X 
in  P,  which  is  also  the  point  of  intersection  of  the  tangents  A  P, 
BPj  and  the  ratio  of  the  oblique  load  P,  the  horizontal  tension 
H  along  the  chain  at  A,  and  the  tension  R  along  the  chain  at  B, 
is  that  of  the  sides  of  the  triangle  BXP;  that  is  to  say, 

P  :  H  :  R  :  :11  :TP  =  ^  :  BP. (3.) 

The  curve  CBAisa  parabola  having  its  axis  parallel  to  the  in- 
clined suspension  rods ;  and  ite  equation  referred  to  oblique  co-ordi- 
nates, with  the  origin  at  A,  is  as  follows.  Let  AX  =  «,XB=y; 
then, 

»-tS" «■ 

where  m,  as  in  Article  125,  denotes  the  focal  distance  of  the  para- 
bola, given  by  the  equation 
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m=*^cosV 

z  and  y  being  the  co-ordinates  of  any  known  point  in  the  curve. 
The  length  of  the  tangent  B  P  =  t  is  given  by  the  following 
equation : — 


<=V/(?+!'2+a!y"8in'/) (6-) 


Hence  are  deduced  the  following  formulae  for  the  relations  amongst 
the  forces  which  act  in  a  suspension  bridge  with  inclined  rods : — Let 
v  now  be  taken  to  denote  the  intensity  of  the  vertical  load  per  unit 
of  length  of  horizontal  platform — per  foot,  for  example ;  p  the  in- 
tensity of  the  oblique  load;  q  the  rate  at  which  the  thrust  along 
the  platform  increases  from  A  towards  H.    Then 


J?=zpx=zvx'Becj;  J» (7.) 

Q  =  q x = v x  '  tan; ; 


»P px* 2pm 

2y~~~2ym~coePj' 


H=^=^=^  =  2t,m-Bec»i (8.) 


_       $P       2tH      ptx      VtXBBCJ  /ox 

y       *        y         y  v  ' 

The  horizontal  pull  H  at  the  point  A  may  be  sustained  in  three 
different  ways,  viz. : — 

L  The  chain  may  be  anchored  or  made  fast  at  A  to  a  mass  of 
rock  or  masonry. 

II.  It  may  be  attached  at  A  to  another  equal  and  similar  chain, 
similarly  loaded  by  means  of  oblique  rods,  sloping  at  an  equal 
angle  in  the  direction  opposite  to  that  of  the  rods  B  X,  dec,  so  that 
A  may  be  in  the  middle  of  the  span  of  the  bridge. 

III.  The  chain  may  be  made  fast  at  A  to  the  horizontal  platform 
A  H,  so  that  the  pull  at  A  shall  be  balanced  by  an  equal  and  oppo- 
site thrust  along  the  platform,  which  must  be  strong  enough  and 
stiff  enough  to  sustain  that  thrust  In  this  case,  the  total  thrust  at 
any  point,  X,  0/  the  platform  is  no  longer  simply  Q  =  qx,  but 


ssv(2m'iecPj+aatanj) (JO.) 


The  length  of  the  parabolic  arc,  A  B,  is  given  exactly  by  the 

o 
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following  formulae : — Let  i  denote  the  inclination  of  the  parabol 
at  the  point  B  to  a  line  perpendicular  to  its  axis.     Then 


i  =  arc*cos( o"/'008^)  0-^') 


which,  when  B  coincides  with  A,  becomes  simply  t=/      Thei 
from  the  known  formula  for  the  lengths  of  parabolic  arcs,  we  h&r\ 

parabolic  arc  AB  =  m<  tan  t  sect -tan,/' sec; 

,         '     tant  +  sect)  /tox 

In  most  cases  which  occur  in  practice,  however,  it  is  sufficient  t< 
use  the  following  approximate  formula : — 

are  A B  =  «  +  y-smi+g-jJ^A,  nearly. (13.) 

The  formulae  of  this  Article  are  applicable  to  Mr.  Dredge's  sus- 
pension bridges,  in  which  the  suspending  rods  are  inclined,  and 
although  not  exactly  parallel,  are  nearly  so. 

127.  D«flecu»«fa  Flexible  Tie.  (A.  M.9  171.) — Let  a  vertical 
load,  P,  be  applied  at  A,  fig.  Ill,  and  sustained  by  means  of  a 
horizontal  strut,  A  B,  abutting  against  a 
pier  at  B,  and  a  sloping  rope  or  chain,  or 
other  flexible  tie,  ABO,  fixed  to  the 
top  of  the  pier  at  C.  The  weight  of  the 
strut,  A  B,  is  supposed  to  be  divided  into 
two  components,  one  of  which  is  sup- 
ported at  B,  while  the  other  is  included 
in  the  load  P.  The  weight,  W,  of  the 
**&  llL  flexible  tie,  A  D  C,  is  supposed  to  be 

known,  and  to  be  considered  separately ;  and  with  these  data  there 
is  proposed  the  following 

Problem. — W  bemgsrnxM  compared  with  P,  to  find  approximately 
the  vertical  depression  ED  of  the  flexible  tic  below  the  straight  line 
A  0,  the  pulls  along  it  at  A,  D,  and  0,  and  the  horizontal  thrust 
along  A  B. 

Because  W  is  small  compared  with  P,  the  curvature  of  the  tie 
will  be  small,  and  the  distribution  of  its  weight  along  a  horizontal 
line  may  be  taken  as  approximately  uniform;  therefore  its  figure 
will  be  nearly  a  parabola;  the  tangent  at  D  will  be  sensibly  parallel 
to  A  0,  and  the  tangents  at  A  and  C  will  m,eet  in  a  point  which 
will  be  near  the  vertical  line  E  D  F,  which  line  bisects  A  C,  and  is 
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bisected  in  D.  Hence  the  following  solution  is  in  general  suffi- 
ciently near  the  truth  for  practical  purposes.  Let  R*  B»  B»  be 
the  tensions  of  the  tie  at  A,  D,  C,  respectively,  and  H  the  horizontal 
thrust;  then 

-  ('♦$#& 

B.=Y/(h«+P«); 

*^r 

The  difference  of  length  between  the  curve  AD  Cand  the  straight 
fine  AEC  is  found  very  nearly  by  the  following  formula: — 


xue-A~E©=3 


8   A^IHP     1^    JP-gg? 
24* 


A& 


JO* 


.{pTw}:.. 


<*> 


/ 


If  EFbe  made =2 BE,  FC  and  FA  will  be  approximately 
tangents  to  the  chain  at  C  and  A. 

128.  The  Cmfmrnrr  (A.  M.,  175),  in  the  most  general  sense  of  the 
word,  is  the  curve  formed  by  a  chain  when  loaded  in  any  manner; 
but  when  used  without  qualification,  its  application  is  usually 
restricted  to  the  case  of  a  chain  of  uniform  section  and  material, 
loaded  with  its  own  weight  only.  As  thus  defined,  the  catenary  has 
the  following  properties: — 
L  All  catenaries  are  similar. 

IX  The  figure  of  the  catenary  is  expressed  algebraically  by 

the  following  equation.     (See  fig.  112.) 

Let  A  be  the  vertex,  or  lowest  point  of 

the  catenary,  where  it  is  horizontal 

A.Ois  a  vertical  line,  called  the  para- 

*eter,  or  modulus  of  the  catenary,  on 

tiki  aO  its  dimensions  depend ;   let 

tbeJentftii  of  that  line  be  denoted  by 

A   UeOfor  the  origin  of  co-ordi- 

f      L*t  3  be  any  other  point  in  the  catenary,  whose  abscissa, 


*i 
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or  horizontal  distance  from  0,  is  0  X  =  x,  and  vertical  height  above 
the  same  point  XB  =  y.     Then 

the  ordinate  X  B=y  =  ^-fes  +  e" -J;* 

the  arc  AB=«  =  |  («*  —  «"-)=  N/y*^ 
the  abscissa  in  terms  of  the  ordinate, 

»=*»  •  hyp.  log.  g+  /y/£s  - 1 ) ; 

the  rate  of  slope  at  the  point  B, 

(i  being  the  angle  of  inclination  of  the  curve  at  B  to  the  horizon). 
The  radius  of  curvature  at  the  same  point  is, 


a> 


.-£-;(.*+.-*+.). 


at  the  point  A,  p  =  m. 

On  B  X  as  a  hypothenuse  construct  the  right-angled  triangle 
X  T  B,  in  which  X  T  =  O  A  =  m.  Then  T  B  will  be  a  tangent  to 
the  catenary  at  B,  and  will  be  equal  in  length  to  the  arc  A  B  =  «. 

Through  B  draw  B  N  perpendicular  to  B  T,  cutting  O  X  pro- 
duced in  N ;  B  N  is  equal  to  the  radius  of  curvature  at  the 
point  B. 

III.  The  mechanical  properties  of  the  catenary  are  as  follows  : — 

Let  j>  be  the  weight  of  an  unit  of  length  of  the  chain  (as  one  foot); 

•  *  x 

*  The  functions  e  •»  and  e  «,  or  the  Naperian  Anti-logarithm  of  —  and  its  recip- 
rocal, are  most  easily  calculated  by  means  of  a  table  of  Naperian  or  hyperbolic 
anti-logarithms,  or,  in  its  absence,  by  a  table  of  hyperbolic  logarithms.  Bat  should  a 
table  of  common  logarithms  or  anti-logarithms  alone  be  at  hand,  the  following  formula 
is  to  be  used  :—- 

-t-  «_  =±z  -4843    * 

c         "  =  10  "nearlv. 


CATETAET.  197 

H,  the  horizontal  tension  at  A ;  P,  the  vertical  load  between  the 
points  A  and  B ;  K,  the  tension  at  B.     Then 

H=pm;  P=p*;  K=,JW+T*=py; (2.) 

so  that  the  parameter  represents  a  length  of  chain  whose  weight  is 
eqoal  to  the  horizontal  tension ;  and  the  ordinate  X  B  =  y  at  any 
point  represents  a  length  of  chain  whose  weight  is  equal  to  the 
tension  at  that  point 

IV.  Problem. — Given  two  point*  in  a  catenary*  <**&  the  length  of 
dm  between  them  ;  required  the  remainder  of  the  curve. 

Let  k  he  the  horizontal  distance  between  the  two  points,  t>  their 
difference  of  level,  I  the  length  of  chain  between  them.  Those 
three  quantities  are  the  data. 

The  unknown  quantities  may  be  expressed  in  the  following 
wanner: — Let  mv  yv  be  the  co-ordinates  of  the  higher  given  point, 
and  ^  the  arc  terminating  at  it,  all  measured  from,  the  yet  unknown 
vertex  of  the  catenary,  and  «g,  yy  8V  the  corresponding  quantities 
for  the  lower  given  point 

Then  the  parameter  m  is  to  be  found  by  a  series  of  approximations 
from,  the  following  equation: — 

m  fe^—e"  »•)=  JP  —  v*; (3.) 

the  position  of  the  vertex  horizontally,  by  either  of  the  equations, 

«i==j(w-hyixlog7^+*j;  a^^ 

and  the  position  of  the  vertex  vertically  by  calculating  y  from  x 
*nd  m  for  either  of  the  given  points. 

The  part  of  a  catenary  in  the  neighbourhood  of  the  vertex 
differs  but  little  in  figure  from  a  parabola  whose  focal  distance 
» w  -r  2,  half  the  modulus  of  the  catenary;  and  in  calculations  for 
practical  purposes  within  certain  limits,  the  parabola  may  be  used 
instead  of  the  true  catenary,  its  equation,  being  more  simple. 

To  show  the  amount  of  the  difference  between  those  curves,  the 
following  comparison  is  given,  in  which,  instead  of  the  finite  equa- 
tion of  the  catenary,  an  infinite  converging  series  is  substituted. 
The  ordinate  is  supposed  to  be  measured  from  the  point  0  in  fig. 
113,  at  the  distance  tn  below  the  vertex. 


Ordinate 


Catena;  *=^1  + A+l^+72^  +  &C-); 
Parabola;  y=m(l  +  f-^; 
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Slope  of 
the 


Area  of 
the 


Length 
of  the 


Catenary; /y*c  =mx  (l  +  ^+  i^  +  ^-)i 
Parabola;  Jydx^smx(l+  -g — j  J; 

Catenary;  •  =  «  (l  +  g^+j^j+Aa); 

Parabola;  ...  (l  +  ^-^  +  fc). 

It  is  to  be  borne  in  mind  that  the  quantity  denoted  by  m  in 
these  formulae  is  double  of  that  denoted  by  m  in  Article  125. 

The  fallowing  table  exemplifies  their  results  for  the  case  ac=m 

+  3:- 


Ordinate 

Slope. 

Area 
=  mx  X 

Length 
=  a*X 

Catenary, 

Parabola,  .... 

1-0561 
1-0556 

0*3395 
o*3333 

1-0186 
1-0185 

1 -oi  86 
i-oi8a 

Difference,... 

0*0005 

0*0063 

o-oooi      I     0*0004 

The  OatMMury  •fCaiftm  SMagth  is  the  figure  assumed  by  a  chain 
loaded  in  any  manner,  whose  sectional  area  at  each  point  is  propor- 
tional to  the  tension.  The  figure  assumed  by  such  a  chain,  when 
loaded  with  its  own  weight  only,  was  investigated  by  Mr.  Davies 
Gilbert,  in  a  paper  published  in  the  Philosophical  Transactions  for 
1826.  The  Reverend  Canon  Moseley,  in  his  Mechanics  0/ Engineer- 
ing and  Architecture,  has  investigated  the  figure  of  the  catenary  of 
equal  strength  when  the  chain  is  loaded  with  suspending  rods  and 
a  platform,  as  well  as  with  its  own  weight.  The  resulting  equations 
are  of  great  complexity  when  in  their  exact  form ;  but  Mr.  Moseley 
shows  that  in  those  cases  which  occur  in  practice  the  parabola 
forms  a  close  approximation  to  the  true  curve,  as  it  does  in  the  case 
of  the  common  catenary. 

Under  the  head  of  "  Structures  in  Iron,"  it  will  be  shown  how  far 
it  is  useful  in  practice  to  take  into  account  the  peculiarities  of  the 
catenary  of  uniform  strength. 
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1%.  tea*  mt  ttomwrn*  m€  m  VtadMi  flMettre.    (4.  JT,  176.)— In 

^tayeuein  which  a  perfectly  flexible  structure,  such  as  a  cord, 

J*  ckin,  or  a  funicular  polygon,  is  loaded  with  weights  only,  the 

^me  of  rtable  equilibrium    in  the  structure  is  that  which  corres- 

£oocb  to  the  lowest  possible  position  of  the  centre  of  gravity  of  the 

entire  kad.     This  principle    enables  all  problems  respecting  the 

equilibrium  of  vertically  loaded  flexible  structures  to  be  solved  by 

mans  of  the  "  Calculus  of  Variations ;"  but  it  has  not  hitherto  been 

much  applied  to  practical  questions. 

13ft  t  a,,  .in.,  -r  m*«— .  «rf  cnmsmm  (A.M.,  166.)_The 
principle  explained  in  Article  101,  p.  150,  of  the  transformation 
of  t  set  of  lines  representing  one  balanced  system  of  forces  into 
another  set  of  lines  representing  another  system  of  forces  which  is 
also  balanced,  by  means  of  what  is  called  "  Parallel  Projection," 
being  applied  to  the  theory  of  frames,  takes  the  following 
ions  i— 

If  a  frame  whose  tinea  of  resistance  constitute  a  given  figure,  he  bal- 
(mcedwdera  system  of  external  forces  represented  by  a  given  system  of 
&«,  Oat  w8Z  a  frame  ufhose  Ones  of resistance  constitute  a  figure  which 
*  a  parallel  projection  of  the  origmalfigure,  be  balanced  under  a  system 
of  farm  represented  by  the  corresponding  parallel  projection  of the  given 
«*toso/  Unes;  and  the  lines  representing  the  stresses  along  the  bars  of 
towns  frame will  be  the  corresponding  parallel  projections  of  the  knee 
rarwartmy  the  stresses  along  the  bars  of  the  original  frame. 

This  theorem  enables  the  conditions  of  equilibrium  of  any  un- 
■jnunetrical  frame  which  happens  to  be  a  parallel  projection  of  a 
wwmetrical  frame,  to  be  deduced  from  the  conditions  of  equili- 
brium of  the  symmetrical  frame. 

The  principle  of  transformation  by  parallel  projection  is  applica- 
ble to  continuously  loaded  chains  as  well  as  to  nolygonal  frames. 
For  instance,  the  bridge-chain  with  sloping  rods  of  Article  126, 
p  191,  nu^it  be  treated  as  a  parallel  projection  of  a  bridge-chain 
*fth  vertical  rods,  made  by  substituting  oblique  for  rectangular 
co-ordinates. 

Tne  algebraical  expression*  for  the  alterations  made  by  parallel 
projectioiiiiitheccHDTdiTifttes  of  a  loaded  chain  or  cord,  and  in  the 
forces  applied  to  it,  are  as  follow*  :— 

In  the  origmal  figure,  let  y  be  the  vertical  co-ordinate  of  any 
point,  and  x  the  horizontal  co-ordinate.  Let  P  be  the  vertical  load 
applied  between  any  point  B  of  the  chain  and  its  lowest  point  A  j 

let  p  =  ~  he  its  intensity  Ver  honrontal  unit  of  length ;  let  H  be 

dx 
the  horizontal  component   of  "the  tension;  let  R  be  the  tension  at 
the  point  B. 

Suppose  that  in  the  tmnsformed  figure,  the  vertical  ordinate  y, 
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and  the  vertical  load  F,  which  is  represented  by  a  vertical  line,  axe 
unchanged  in  length  and  direction,  so  that  we  have 

^=y;F  =  P; (1.) 

but  for  each  horizontal  co-ordinate  x,  let  there  be  substituted  a 
horizontal  or  oblique  co-ordinate  x*9  inclined  at  the  angle  j  to  the 
horizon  (which  may  be  =  0),  and  altered  in  length  by  the  constant 

ratio  -=«.     Then  for  the  horizontal  tension  H,  there  will   l*e 

substituted  a  horizontal  or  oblique  tension  B7,  parallel  to  x,  and 
altered  in  the  same  proportion  with  that  co-ordinate;  that  is  to  say, 

x'=ax;  H'  =  oH (2.) 

The  original  tension  at  B  is  the  resultant  of  the  vertical  load  !P 
and  the  horizontal  tension  H.  Let  R  be  its  amount,  and  %  its  in- 
clination to  H  j  then 

R  =  ^T*+H«; (3.) 

and  the  ratios  of  those  three  forces  are  expressed  by  the  proportion 

P  :  H :  R : :  tan  i :  1 :  'sec  i : :  sin  i :  cos  i :  1 (4.) 

Let  R'  be  the  amount  of  the  tension  at  the  point  B  in  the  new- 
structure,  corresponding  to  B,  and  let  f  be  its  inclination  to  the 
horizontal  or  oblique  co-ordinate  a!;  then 

R'  =  i/(F«  +  Hr2=t:2FH,sinj) (5.) 

F  :  H' :  R' :  :sin  t' : cos (*v=±=j) :  cos.;. (6.) 

The  alternative  signs  db  are  to  be  used  according  as  €  and  j 

JjaC}indil6ofc5oiL 

The  intensity  of  the  load  in  the  transformed  structure  per  unit  of 
length  measured  along  d  x*f  whether  horizontally  or  obliquely,  is 

*      dY     p  /lyv 

and  if  x*  be  oblique,  and  the  intensity  of  the  load  be  estimated  per 
unit  of  horizontal  length,  it  becomes 

p'aecj=-P—. (8.) 

a -cos;  x   ' 

131.  The  TiwMfimte*  CafeMiy  furnishes  a  good  example  of  the 
transformations  of  chains,  being  derived  by  parallel  projection  from 
the  common  catenary.  It  has  already  been  stated  (see  Article 
128,  equations  1)  that  in  the  common  catenary  the  area  0  A  BX, 
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£g.  113,  is  proportional  to  the  arc  A  B,  being  equal  to  a  rectangle 
whose  sides  are  respectively  the  modulus  w  =  OA,  and  a  straight 
line  equal  to  the  arc  A  B.  Hence  the  common  catenary  is  the 
curve  of  equilibrium  for  a  chain  supporting  a  load  which,  whether 
arising  from  its  own  weight  alone  or  from  other  weights  also,  is 
proportional  upon  any  given  arc  A  B  of  the 
chain,  to  the  area  enclosed  between  that  arc, 
the  two  ordinates  A  O  and  B  X,  and  the 
directrix  O  X,  which  is  at  the  depth  m  below 
the  vertex;  the  intensity  of  the  load  at  any 

point  B  being  proportional  to  the  ordinate  

j  =  BX.     This  condition  of  the  chain  may  °      x 

be  represented  to  the  mind  by  conceiving  the  g' 

whole  load  to  consist  of  the  weight  of  an  uniformly  thick  sheet  of 
some  uniformly  heavy  substance,  bounded  above  by  the  catenary 
and  below  by  the  straight  line  O  X.  Let  to  denote  the  weight  of 
an  unit  of  area  (say  a  square  foot)  of  that  sheet;  then  in  the  Cam- 
ma*  Catenary, 

the  horizontal  tension  H= to  •  O  A* =«*«»*; 

the  intensity  of  the  load  at  B==^==tt?y==—^-fe«  +  «    «); 

the  load  between  A  and  B  =  P  =  u>  *0  AXB=w    y  d  x     n\ 

the  tension  at  B  =  ^/l^+H8=:  w  f»y=^-  («•+«""•). 

Now  suppose  a  curve  to  be  made,  such  as  is  represented  by  a  b  in 
fig.  114,  by  preserving  the  horizontal  abscissa  of  each  point  in  the 
chain,  but  altering  its  vertical  ordinate  in  a  constant  ratio;  so 
that 

OA  :0a:  f#B  f#6;  \ 

or  denoting  O  a  by  y„  and  O  b  by  %f  \ (2.) 

*«:y,  ::y:j/;  ' 

Then  the  new  curve,  or  Transformed  Catenary,  a  6,  is  the 
form  of  equilibrium  for  a  chain  so  loaded  that  the  load  on  any  arc 
a  6  is  proportional  to  the  area  O  a  b  X,  and  the  intensity  at  the  point 
bio  the  ordinate  X  b.  In  the  transformed  catenary  all  the  hori- 
mtsl  farces  remain  the  same  as  in  the  original  catenary;  while  all 
the  vertical  forces  are  altered  in  the  ratio  y0 :  w;  that  is  to  say, 
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The  horizontal  tension  H#  =  H  =  w  m*  ; 
the  intensity  of  the  load  at  b  =rp'  =  w  t/ = W-p(*~  +«"  "m  ) ; 

the  load  between  a  and  6  =  F  =  t0  ff/dx  ►  (3.) 

-gy^-.-.*-), 

the  tension  at  6  =  ^P^  +  H2.  J 

In  the  course  of  the  application  of  these  principles,  the  following 
problem  may  occur : — given,  the  directrix  OX,  the  vertex  a.  of  the 
chain,  and  a  point  of support  b;  it  is  required  to  complete  the  figure 
of  the  chain.  For  this  purpose  it  is  necessary  and  sufficient  to  find 
the  modulus  m,  which  is  done  by  means  of  the  following  formal* ; 
let  y0  --  O  a  be  the  ordinate  at  a,  y  the  ordinate  at  the  point  of 
support,  x  the  horizontal  distance  O  X ;  then, 

«.= — *       (*.) 

The  principal  use  of  the  transformed  catenary  is  as  a  figure  for 
arches.    (See  the  next  Article.) 

132.  Lbmr  Atobot  «r  Bibs  1m  geaenrt— TMr  TrMifti—lltB. 
(4.  Jf.,  178.) — Conceive  a  cord  or  chain  to  be  exactly  inverted,  so 
that  the  load  applied  to  it,  unchanged  in  direction,  amount,  and 
distribution,  shall  act  inwards  instead  of  outwards  \  suppose,  further, 
that  the  cord  or  chain  is  in  some  manner  stayed  or  stiffened,  so  as 
to  enable  it  to  preserve  its  figure  and  to  resist  a  thrust ;  it  then 
becomes  a  linear  arch  or  equilibrated  rib  ;  and  for  the  pull  at  each 
-point  of  the  original  ohain  is  now  substituted  an  exactly  equal 
thrust  along  the  rib  at  the  corresponding  point 

Linear  arches  do  not  actually  exist ;  but  the  propositions  respect- 
ing them  are  applicable  to  the  lines  of  resistance  of  real  arches  and 
arched  ribs,  in  a  manner  which  will  be  explained  in  treating  of 
masonry. 

All  the  propositions  and  equations  of  the  preceding  Articles, 
respecting  cords  or  chains,  are  applicable  to  linear  arches,  sub- 
stituting only  a  thrust  for  a  pull,  as  the  stress  along  the  line  of 
resistance. 

The  principles  of  Article  123,  p.  185,  are  applicable  to  linear 
arches  in  general,  with  external  forces  applied  in  any  direction. 

The  principles  of  Articles  124, 125, 128, 130,  and  131,  pp.  187  to 
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302,  are  applicable  to  linear  arches  under  vertical  loads;  and  in 
such  arches,  the  quantity  denoted  by  H  in  the  formula?  represents  a 
nwifnaf  tknut,  in  a  direction  perpendicular  to  that  of  the  load. 

The  form  of  equilibrium  for  a  linear  arch  under  an  uniform  load 
is  a  parabola,  similar  to  that  described  in  Article  125,  p.  188. 

In  the  ease  of  a  linear  arch  tinder  a  vertical  load,  the  word  ts- 
trades  is  used  to  denote  the  figure  of  the  arch  itself,  and  the  word 
exirado*,  to  denote  a  line  traversing  the  upper  ends  of  ordinates, 
drawn  upwards  from  the  intrados,  of  lengths  proportional  to  the 
intensities  of  the  load. 

The  figure  of  equilibrium  for  a  linear  arch  with  a  horisontal 
extrudes  is  either  a  catenary  or  a  transformed  catenary  inverted ; 
and  the  equations  of  Article  131  are  applicable  to  the  determination 
of  its  figure  and  of  the  forces  which  act  in  it,  w  being  taken  to 
denote  the  weight  of  so  much  of  the  loading  material  as  is  contained 
in  one  square  foot  of  the  area  between  the  eztrados  O  X,  fig.  113, 
and  the  intrados  A  B  or  a  b.  This  is  what  is  called  by  most 
mechanical  writers,  an  "  equilibrated  arch.*9 

The  principles  of  Article  130,  relative  to  the  transformation  of 
cords  and  chains,  are  applicable  also  to  linear  arches  or  ribs.  This 
subject  will  be  further  considered  in  the  sequel. 

133.  itatar  b»  aw  FM4  r.„ (A.  M.,  179.)— A  linear 

arch,  to  resist  an  uniform  normal  pressure  from  without,  should  be 
circular. 
In  fig.  114,  let  A  B  A  B  be  a  circular  linear  arch,  rib,  or  ring, 
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Fig.  114. 

whose  centre  is  O,  pressed  upon  from  without  by  a  normal  pressure 
of  uniform  intensity. 

In  order  that  the  intensity  of  that  pressure  may  be  conveniently 
expressed  in  units  of  force  per  unit  of  area,  conceive  the  ring  in 
question  to  represent  a  vertical  section  of  a  cylindrical  shell,  whose 
Jeogto,  in  a  direction  perpendicular  to  the  plane  of  the  figure,  is 
one  foot  Let  p  denote  the  intensity  of  the  external  pressure,  in 
k  oa  the  square  foot;  r  the  radius  of  the  ring  in  feet;  T  the 
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thrust  exerted  round  it,  which,  because  its  length  is  one  foot,  is  j 
thrust  in  lbs.  per  foot  of  length  of  the  cylinder  ;  then, 

T=pr (1.) 

that  is  to  say : — the  thrust  round  a  circular  ring  under  an  tcmfom 
normal  pressure  is  the  product  of  the  pressure  on  an  unit  qfdrcum 
ference  by  the  radius. 

The  uniform  normal  pressure  p,  if  not  actually  caused  by  tin 
thrust  of  a  fluid,  is  similar  to  fluid  pressure ;  and  it  is  equivalent  t< 
a  pair  of  conjugate  pressures  in  any  two  directions  at  right  angle 
to  each  other,  of  equal  intensity.  For  example,  let  x  be  vertical,  j 
horizontal,  and  let  p„  p9>  be  the  intensities  of  the  vertical  and  horij 
zontal  pressure  respectively;  bthen 

P.=P,=P'y W 

and  the  Bame  is  true  for  any  pair  of  rectangular  pressures;  and  ii 
P  be  the  total  vertical  pressure,  and  H  the  total  horizontal  pres- 
sure,  exerted  upon  one  quadrant  A  B  of  the  circle,  we  have 

H  =  P=T=jpr (3.) 

134.   Elliptical  HI*,  for  Uniform  PnMnw.    (A.  M.9  180.)— If  a 
linear  arch  has  to  sustain  the  pressure  of  a  mass  in  which  the  pair 
of  conjugate  thrusts  at  each  point  are  uniform  in  amount  and  direc- 
tion, but  not  equal  to  each  other,  all  the  forces  acting  parallel  to 
any  given  direction  will  be  altered  from  those  which  act  in  a  fluid 
mass,  by  a  given  constant  ratio ;  so  that  they  may  be  represented 
by  parallel  projections  of  the  lines  which  represent  the  forces  that 
act  in  a  fluid  mass.     Hence  the  figure  of  a  linear  arch,  which  sus- 
tains such  a  system  of  pressures  as  that  now  considered,  must  be  a 
parallel  projection  of  a  circle;  that  is,  an  ellipse.     To  investigate 
the  relations  which  must  exist  amongst  the  dimensions  of  an  elliptic 
linear  arch  under  a  pair  of  conjugate  pressures  of  uniform  intensity, 
let  A'F  A'B,  B"  A"  B",  in  fig.  114,  represent  elliptic  ribs,  trans- 
formed from  the  circular  rib  A  B  A  B  by  parallel  projection,  the 
vertical  dimensions  being  unchanged,  and  the  horizontal  dimensions 
either  expanded  (as  B"  B"),  or  contracted  (as  B'B'),  in  a  given 
uniform  ratio  denoted  by  e;  so  that  r  shall  be  the  vertical  and  c  r 
the  horizontal  semi-axis  of  the  ellipse;  and  if  2,  y,  be  respectively  the 
vertical  and  horizontal  co-ordinates  of  any  point  in  the  circle,  and 
at,  y'f  those  of  the  corresponding  point  in  the  ellipse,  we  shall  have 

«/==«;  f/  =  cy (1.) 

If  C  C,  D  D,  be  any  pair  of  diameters  of  the  circle  at  right  angles 
to  each  other,  their  projections  will  be  a  pair  of  conjugate  diameters 
of  the  ellipse,  as  CC,  D'D';  that  is,  diameters  each  of  which  is 
parallel  to  a  tangent  at  the  end  of  the  other. 
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Jjet  P*  be  the  total  vertical  pressure,  and  H'  the  total  horizontal 
pressure,  on  one  quadrant  of  the  ellipse,  as  A'  K,  or  A"  B";  P  is 
also  the  vertical  thrust  on  the  rib  at  B*  or  E",  and  H'  the  hori- 
zontal thrust  at  A'  or  A". 

Then,  by  the  principle  of  transformation, 


F  =  P=T=pr;     )  fl) 


or,  the  total  thrusts  are  as  the  axes  to  which  they  are  parallel, 

Further,  let  P"  be  the  total  pressure,  parallel  to  any  semi- 
diameter  of  the  ellipse  (as  (V  D'  or  O"  D")  on  the  quadrant  D'  C  or 
X>"  C%  -which  force  is  also  the  thrust  of  the  rib  at  C  or  C\  the 
extremity  of  the  diameter  conjugate  to  O  D*  or  O"  D";  and  let 
<yB,ocOmjy=r';  then 

P"=£p=j>r'; (3.) 

or,  the  total  thrusts  are  as  the  semidiameters  to  which  they  are  parallel 
Next,  let  p*  j/r  be  the  intensities  of  the  conjugate  horizontal  and 
vertical  pressures  on  the  elliptic  arch;  that  is,  of  the  (l principal 
stresses/*  (Articles  109,  112.)  Each  of  those  intensities  being  found 
by  dividing  the  corresponding  total  pressure  by  the  area  of  the 
plane  to  which  it  is  normal,  they  are  given  by  the  following  equa- 
tion:— 

r'-=Tr=Ee>  *>'>=*  ='?> W 

so  that  the  intensities  of  the  principal  pressures  are  as  the  squares  of 
the  axes  of  the  elliptic  rib  to  which  they  are  parallel 

Hence,  to  adapt  an  elliptic  rib  to  uniform  vertical  and  horizontal 
pressures,  the  ratio  of  the  axes  of  iherib  must  be  the  square  root  of 
the  ratio  of  the  intensities  of  the  principal  pressures ;  that  is, 

SI— v^ «•> 

The  external  pressure  on  any  point  IX  or  D",  of  the  elliptic  rib 
is  directed  towards  the  centre,  O  or  O",  and  its  intensity,  per  unit 
of  area  of  the  plane  to  which  it  is  conjugate  (C  C7  or  O"  C"),  is 
given  by  the  following  equation,  in  which  r*  denotes  the  semi- 
diameter  (O  Jy  or  O"  D")  parallel  to  the  pressure  in  question,  and 
r'  the  conjugate  semidiameter  (O'  O  or  0"  C)  :— 

p'=-*=p-r»'> (60 
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that  is,  the  intensity  of  the  pressure  m  the  direction  of  a  given 
diameter  is  directly  as  that  diameter  and  inversely  as  the  conjugate 
diameter. 

Let  p"  be  the  intensity  of  the  external  pressure  in  the  direction 
of  the  semidiameter  r".    Then  it  is  evident  that 


P  '-P 


;r*:r"*;. 


.(7.) 


that  is,  the  intensities  of  a  pair  of  conjugate  pressures  are  to  each  other 
as  the  squares  of  the  conjugate  diameters  of  the  elliptic  rib  to  which 
they  are  respectively  parallel 

135.  DtotMted  Elliptic  Bib.  (A.  M.f  181.)— To  adapt  an  elliptic 
rib  to  the  sustaining  of  the  pressure  of  a  mass  in  which,  while  the 
state  of  stress  is  uniform,  the  pressure  conjugate  to  a  vertical  pres- 
sure is  not  horizontal,  but  inclined  at  a  given  angle  /  to  the 
horizon,  the  figure  of  the  ellipse  must  be  derived  from  that  of  a 
circle  by  the  substitution  of  inclined  for  horizontal  co-ordinates. 

In  fig.  115,  let  B  AC  be  a  semicircular  arch  on  which  the  ex- 
ternal pressures  are  normal  and  uniform,  and  of  the  intensity  p,  as 
before ;  the  radius  being  r,  and  the  thrust  round  the  arch,  and  load 
on  a  quadrant,  being  as  before,  P  =  H  =  T  =p  r.  Let  D  be  any 
point  in  the  circle,  whose  co-ordinates  are  vertical,  OE=«,  hori- 
zontal, ED=y.  Let  B*  A'  C  be  a  semi-elliptic  arch,  in  which  the 
vertical  ordinates  are  the  same  with  those  of  the  circle,  while  for 


each  horizontal  ordinate  is  substituted  an  ordinate  inclined  to  the 
horizon  by  the  constant  angle  ,;,  and  bearing  to  the  corresponding 
horizontal  ordinate  of  the  circle  the  contant  ratio  c;  that  is  to  say, 
let 

(71f  =  xr=2x;  ET>:=y=cy;  -^EITD'=/...  (L) 

Then  for  the  vertical  semidiameter  of  the  circle  O  A  =s  r,  will  be 
substituted  the  equal  vertical  semidiameter  of  the  ellipse  &  A' =r; 
and  for  the  horizontal  semidiameter  of  the  circle  C  B=  r,  will 
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be  substituted  the  inclined  aemidiameter  of  the  ellipse  CF«cr, 
which  is  conjugate  to  the  vertical  aemidiameter. 

The  forces  applied  to  the  elliptic  arch  are  to  be  resolved  into 
rertkal  and  inclined  components,  parallel  to  (X  A'  and  C  F,  instead 
of  vertical  and  horizontal  components.  Let  F  denote  the  total 
vertical  pressure,  and  H'  the  total  inclined  pressure,  on  either  of 
the  elliptic  quadrants,  CA',  A'F;  H'  is  also  the  inclined  thrust 
of  the  arch  at  A',  and  F  the  vertical  thrust  at  For  C     Then 

that  is  to  say,  those  forces  are,  as  before,  proportional  to  the 
diameters  to  which  they  are  parallel. 

Let  //*  be  the  intensity  of  the  vertical  pressure  on  the  elliptic 
arch  per  unit  of  area  of  the  inclined  plane  to  which  it  is  conjugate, 
(?F;  let  ^  be  the  intensity  of  the  inclined  pressure  per  unit  of 
area  of  the  vertical  plane  to  which  it  is  conjugate;  then 

*--£-£a-7--«-\/1? ^ 

so  that,  as  before,  the  intensities  of  the  conjugate  pressures  are  as  the 
spares  of  the  diameters  to  which  they  are  parallel. 

The  thrust  of  the  arch  at  any  point  D'  is  as  before,  proportional 
to  the  diameter  conjugate  to  O'  IX 

It  is  sometimes  convenient  to  express  the  intensity  of  the  verti- 
cal pressure  per  unit  of  area  of  the  horizontal  projection  of  the  space 
over  which  it  is  distributed ;  this  is  given  by  the  equation 

'"•■"'-.-^ <4> 

It  is  to  be  borne  in  mind  that  this  is  not  the  pressure  on  unity 
of  area  of  a  horizontal  plane  (which  pressure  is  inversely  as  the 
horizontal  diameter  of  the  ellipse,  and  directly  as  the  diameter  con- 
jugate to  that  diameter,  to  which  latter  diameter  it  is  parallel),  but 
the  pressure  on  that  area  of  a  plane  inclined  at  the  angle  /,  whose 
horizontal  projection  is  unity. 

The  following  geometrical  construction  serves  to  determine  the 
major  and  minor  axes  of  the  ellipse  B'  A'  C. 

Draw  C a -L  and  =  O*  A';  join  B'q,  which  bisect  in  m ;  in  B' a 
produced  both  ways  take  mp  —  m  q  =  &  m;  join  Cp,  Cy;  these 
fines,  which  are  perpendicular  to  each  other,  are  the  directions  of 
the  axes  of  the  ellipse,  and  the  lengths  of  those  axes  are  respectively 
tyal  to  the  segments  of  the  linejp  q,  viz.,B'p  =  aq,  Fg  =  ap. 
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Hie  following  is  the  algebraical  expression  of  this  solution: — Let 
A  denote  the  major  and  £  the  minor  semi-axis  of  the  ellipse. 
Then 


A=£  j  N/(l+c2  +  2c-cosj)+  l|/(l+c2-2c-cosj)|i 
B=~  J  N/(l+c*  +  2c  -cos  j)-  N/(l+c«-2c-cosj)|; 


(5.) 


The  angle  ^:FO'/>,  which  the  nearest  axis  makes  with  the 
diameter  C  B',  is  found  by  the  equation 

according  as  that  axis  is  the  longer      the  shorter. 

136.  Bits  for  PUrmal  Prearare—BydrMtatic  Arch.  (A.  Af.,  182, 
183,  319  A.) — The  condition  of  a  linear  arch  of  any  figure  at  any 
point  where  the  pressure  is  normal,  is  similar  to  that  of  a  circular 
rib  of  the  same  curvature  under  a  pressure  of  the  same  intensity ; 
and  hence  the  following  principle : — the  thrust  at  any  normally 
pressed  point  of  a  rib  istJve  product  of  the  radius  of  curvature  by  the 
intensity  of  the  pressure;  that  is,  denoting  the  radius  of  curvature 
by  f,  the  normal  pressure  per  unit  of  length  of  curve  by  p9  and  the 
thrust  by  T, 

T=/>e (1.) 

It  is  further  evident,  that  if  the  pressure  be  normal  at  every  point 
of  the  rib,  the  thrust  must  be  constant  at  every  point ;  for  it  can 
vary  only  by  the  application  of  a  tangential  pressure  to  the  arch  ; 
and  the  radius  of  curvature  must  be  inversely  as  the  pressure. 

This  is  the  case  in  the  Hydrostatic  Arch,  which  is  a  linear  arch 
or  rib  suited  for  sustaining  normal  pressure  at  each  point  propor- 
tional, like  that  of  a  liquid  in  repose,  to  the  depth  below  a  given 
horizontal  plane. 

The  radius  o£  curvature  at  a  given  point  in  the  hydrostatic  arch 
being  inversely  proportional  to  the  intensity  of  the  pressure,  is  also 
inversely  proportional  to  the  depth  below  the  horizontal  plane  at 
which  vertical  ordinates  representing  that  intensity  commence. 

In  fig.  116,  let  Y  O  Y  represent  the  level  surface  from  which  the 
pressure  increases  at  an  uniform  rate  downwards,  so  as  to  be  similar 
to  the  pressure  of  a  liquid  having  its  upper  surface  at  Y  O  Y.  Let 
A  be  the  crown  of  the  hydrostatic  arch,  being  the  point  where  it  is 
nearest  the  level  surface,  and  consequently  horizontal  Let  co- 
ordinates be  measured  from  the  point  O  in  the  level  surface,  directly 
above  the  crown  of  the  arch;  so  that  O  X  =  YC  =  x  shall  be  the 
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vertical  ordinate,  and  0  Y=  X  C  =  y  the  horizontal  ordinate,  of  any 
point,  C,  in  the  arch.    Let  0  A,  the  least  depth  of  the  arch  below 


Fig.  116. 

the  level  surface,  be  denoted  by  x^  the  radius  of  curvature  at  the 
cruwn  by  ?g,  and  the  radius  of  curvature  at  any  point,  C,  by  ^ 

Let »  be  the  weight  of  an  unit  of  volume  of  the  liquid,  to  whose 
PKasure  the  load  on  the  arch  is  equivalent  Then  the  intensities  of 
the  external  normal  pressure  at  the  crown  A,  and  at  any  point,  C, 
^expressed  respectively  by 

Po—wxq;  p=wx. (2.) 

ute  thrust  along  the  rib,  which  is  a  constant  quantity,  is  given  by 
tie  equation 

T  =/>0  f0  =  wxq  eo  =p  e  =  w»f; (3.) 

from  which  follows  the  following  geometrical  equation,  being  that 
which  characterizes  the  figure  of  the  arch : — 


*c  =  *0eo- 

When  a^  and  e0  are  given,  the  property 
of  having  the  radius  of  curvature  inversely 
proportional  to  the  vertical  ordinate  from 
»  given  horizontal  axis  enables  the  curve 
to  be  drawn  approximately,  by  the  junction 
w •  Jiwuftber  of  short  circular  arcs,  as  in  fig. 
117;  the  radius  of  each  short  arc  being 
m^-erseljr  M  the  mean  depth  of  that  arc 
below  0  Y.  The  curve  is  found  to  present 
»me  resemblance  to  a  trochoid  (with  which, 
«*w«rf  it  is  by  no  means  identical).  At 
f^rtain  point,  B,  it  becomes  vertical, 
beY^d  which  it  continues  to  turn,  until 
?tD  it  becomes  horizontal;  at  this  point 
its  depth  below  the  level  surface  is  greatest, 
*w  ite  radius  of  curvature  least  Then 
Ending,  it  forms  a  loop,  crosses  its  former 
***,  and  proceeds  towards  E  to  form  a 

p 


Fig.  117. 
second  arch   similar 
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to  B  A  B.  Its  coils,  consisting  of  alternate  arches  and  loops,  all 
similar,  follow  each  other  in  an  endless  series. 

It  is  obvious  that  only  one  coil  or  division  of  this  curve,  viz., 
from  one  of  the  lowest  points,  D,  through  a  vertex,  A,  to  a  second 
point,  D,  is  available  for  the  figure  of  an  arch;  and  that  the 
portion  BAB,  above  the  points  where  the  curve  is  vertical,  is 
alone  available  for  supporting  a  load. 

Let  o^,  yv  be  the  co-ordinates  of  the  point  B.  The  vertical  load 
above  the  semi-arch  A  B  is  represented  by 


vxziwj\dr, (*•) 


and  this  being  sustained  by  the  thrust  T  of  the  arch  at  B,  must  be 
equal  to  that  thrust;  whence  follows  the  equation 


x  e  =  x0  e0  =  )*xdV (5) 

The  vertical  load  above  any  point,  C,  is 

P  =  «>  J9xdy=:Tfani:  (6.) 

i  being  the  inclination  of  the  arch  to  the  horizon. 

The  horizontal  external  pressure  against  the  semi-arch  from  B  to 
A  is  the  same  with  that  on  a  vertical  plane,  A  F,  immersed  in  a 
liquid  of  the  specific  gravity  u?,  with  its  upper  edge  at  the  depth  Xq 
below  the  surface  (see  Article  107,  p.  166);  and  it  is  balanced  by  the 
thrust  T  at  the  crown  of  the  arch,  so  that  its  amount  is 


H  =  «;|TVrfa;=fo-^T^  =  T=/>e. (7.) 


Equation  7  gives  for  the  value  of  the  vertical  tangent  ordinate 
atB, 

^  =  Jx*0+2x0e9.  (8.) 

The  horizontal  external  pressure  between  B  and  any  point,  C,  is 
equal  to  the  pressure  of  a  liquid  of  the  specific  gravity  w  on  a 
vertical  plane  X  F  with  its  upper  edge  immersed  to  the  depth 
x,  so  that  its  amount  is 

iD[*lpdx  =  w  ~^~  =  T  cosi. (9.) 

The  various  geometrical  properties  of  the  figure  of  the  hydro- 
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static  arch  expressed  by  the  preceding  equations  are  thus  summed 
up  in  one  formula, — 

«^^0  =  j?^=/    xdy  =  -  .->-  = — 0 — -  =  -rt .  (10.) 

^  9  J  o  sin  i  2  2  cos  t  x      ' 

To  obtain  exact  expressions  for  the  horizontal  co-ordinate  y, 
whose  maximum  value  is  the  half-span  yv  and  also  for  the  lengths 
of  area  of  the  curve,  it  is  necessary  to  use  elliptic  functions.  Those 
functions  are  so  little  studied  that  their  use  will  not  be  further 
adverted  to  here.  The  reader  is  therefore  referred,  for  further  infor- 
mation on  that  point,  to  the  papers  of  M.  Yvon-Villarceaux,  in  the 
Memmrts  des  Savons  Grangers,  vol.  xii.,  and  in  the  Revue  de 
T  Architecture  for  1845,  and  to  A  Manual  of  Applied  Mechanics, 
p.  193. 

For  practical  purposes,  the  following  approximation  is  in  general 
sufficient  :— 

Problem. — Given  the  rise  FA  =  a  and  half-span  FB  =  y,,  of 
a  proposed  hydrostatic  arch :  it  is  required  to  find  the  depth  of 
load  Xq  at  the  crown,  and  the  radii  of  curvature,  p0,  pv  at  the  crown 
A  and  springing  B,  to  draw  the  arch,  and  to  compute  its  load  and 
thrust. 

A  close  approximation  to  x0  ia  given  as  follows : — 


Let^ft+^jthen 


*n  =  <*' 


6s—  a*" 


.(11.) 


Then  observing  that  x^  =  O  F  =  x0  +  a,  we  find,  from  equation 


Xx  —  x\  __  a2 


2<r,  2(*0+a)'J 


.(12.) 


These  radii  being  known,  the  figure  of  the  arch  can  be  drawn 
approximately  by  small  circular  arcs,  as  in  fig.  117,  already 
described. 

The  load  on  the  half-arch,  and  the  thrust,  which  are  equal  to 
each  other,  are  now  to  be  computed  by  equation  7,   p.  210. 

A  mechanical  mode  of  drawing  a  hydrostatic  arch  is  based  on 
tha  fact,  that  its  figure  is  identical  with  one  of  the  "elastic 
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curves"  or  forms  assumed  by  an  uniformly  stiff  spring  when  bent. 
(A.  M.,  319a.) 

The  accuracy  of  figure  and  uniformity  of  stiffness  of  a  spring  are 
to  be  ascertained  by  the  two  following  tests : — 

First,  the  spring  when  unstrained  should  be  exactly  straight : 

Secondly ,  when  bent  into  a  hoop  by  pinching  the  two  ends 
together,  it  should  form  an  exact  circle. 

A  spring  A  (fig.  118),  fulfilling  these  conditions,  is  to  have  its 

ends  fixed  to  two  bars  at 
<     cn ^S — *.      B  and  D,  and   the   other 

\V         ^^x^nv        //  en(*s  °^  tnose  ^Zf  C  and 

^\   f  >,    //  E,  are  to  be  pulled  directly 

^/  yf  asunder.  Then  the  straight 

^  %  line   C   E  in  which    the 

FJg  118  forces  so  pulling  the  bars 

are  exerted,  will  represent 

the  upper  surface  of  the  loading  material,  and  the  spring  A  will 

assume  the  figure  of  the  corresponding  hydrostatic  arch.     Any 

proportion  of  rise  to  span  can  be  obtained  by  varying  the  tension 

on  the  ends  of  the  bars,  and  the  proportion  which  their  lengths 

bear  to  the  length  of  the  spring. 

137.  Transformed  Hydrostatic,  or  Gooafatie  Arch.  (A.  Af.,l8L) — 
It  has  been  proposed,  by  this  term,  to  denote  a  linear  arch  of  a 
figure  suited  to  sustain  a  pressure  similar  to  that  of  earth,  which 
(as  will  be  shown  in  the  sequel)  consists,  in  a  given  vertical  plane, 
of  a  pair  of  conjugate  pressures,  one  vertical  and  proportional  to 
the  depth  below  a  given  plane,  horizontal  or  sloping,  and  the  other 
parallel  to  the  horizontal  or  sloping  plane,  and  bearing  to  the 
vertical  pressure  a  certain  constant  ratio,  depending  on  the  nature 
of  the  material,  and  other  circumstances  to  be  explained  in  the 
sequel.  In  what  follows,  the  horizontal  or  sloping  plane  will  be 
called  the  conjugate  plane,  and  ordinates  parallel  to  its  line  of 
steepest  declivity,  when  it  slopes,  or  to  any  line  in  it,  when  it  is 
horizontal,  conjugate  ordinates.  The  intensity  of  the  vertical  pres- 
sure will  be  estimated  per  unit  of  area  of  the  conjugate  plane;  and 
the  pressure  parallel  to  the  line  of  steepest  declivity  of  that  plane, 
when  it  slopes,  or  to  any  line  in  it,  when  it  is  horizontal,  will  be 
called  the  conjugate  pressure,  and  its  intensity  will  be  estimated  per 
unit  of  area  of  a  vertical  plane. 

Let  px  denote  the  intensity  of  the  vertical  pressure,  and  pf 
that  of  the  conjugate  pressure,  at  any  given  point.  Construct  . 
the  figure  of  a  hydrostatic  arch  suited  to  sustain  fluid  pressure 
of  the  intensity  p*  Then  the  transformed  arch  is  to  be  drawn 
by  preserving  all  the  vertical  co-ordinates  of  the  hydrostatic 
arch,  and  changing  the  horizontal  co-ordinates   into  conjugate 
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co-ordinates,    having    their    lengths    altered    in    the    constant 
ratio. 


-v%- 


•(!■) 


exactly  as  in  the  case  of  transforming  a  circular  into  an  elliptic 
nb,  in  Article  134  and  135. 

The  radius  of  curvature  at  the  springing  is  altered  in  the  ratio 

,  and  that  at  the  crown  in  the  ratio  c2  :  1. 
c 

Let  P,  P,  be  the  total  vertical  loads  on  one-half  of  the  original 
and  transformed  half-arch  respectively;  H  =  P  and  H',  their 
respective  conjugate  thrusts,  of  which  the  former  is  horizontal,  and 
the  latter  may  be  horizontal,  or  inclined  at  the  angle  / 

Then  the  bulk  of  the  transformed  arch  with  its  load  is  altered  in 
the  ratio  of  c  coej  :  1  ;  and  if  the  new  and  transformed  arches  be 
of  the  same  material,  we  find, 


F  =  ccosJP;  H'  =  cP'  =  c*cosi/-P. 


.(2.) 


13a  A  mmw  Areh  «r  sib  •fmmj  vigww  (A.  M.,  185, 187),  under 
a  Vertical  load  distributed  in  any  manner,  being  given,  it  is  alwayB 
possible  to  determine  a  system  of  horizontal  or  sloping  pressures, 
which,  being  applied  to  that  rib,  will  keep  it  in  equilibrio.  These 
last  may  be  called  the  Conjugate  Pressures. 

The  only  case  which  will  here  be  given  in  detail  is  that  in 
which  the  conjugate  pressures  are  horizontal,  and  the  load  symme- 
trically distributed  on  each  side  of  the  crown  of  the  arch,  A, 
&S  119. 

Problem  I. — To  find  the  total  horizontal  pressure  against  the 
rib  below  a  given  point  The  following  is  the  graphic  solution  of 
this  problem : — Let  C  be  any  point  in  the  rib. 


e= 


r 


x: 


s 

Fig.  119.  Fig. 

In  the  diagram  of  forces,  fig.  120,  draw  o  c  parallel  to  a  tangent 
to  the  rib  at  c  Draw  the  vertical  line  o  b  as  a  scale  ofloadsf  on 
wlich  take  o  h  =  P  to  represent  the  vertical  load  supported  on  the 
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arc  A  C.  Through  h  draw  the  horizontal  line  h  c,  cutting  ocm  c; 
then  oc  =  T  will  be  the  thrust  along  the  rib  at  C,  and  Ac=H, 
the  horizontal  component  of  that  thrust,  will  be  the  total  horizontal 
pressure  which  must  be  exerted  against  C  B,  the  part  of  the  rib 
below  C. 

This  solution  is  expressed  algebraically  as  follows : — As  the 
origin  of  co-ordinates  in  fig.  119,  take  any  convenient  point  O  in 
the  vertical  line  O  A  traversing  the  crown  of  the  arched  rib;  let 
O  X  =  Y  C  =  x  and  OY  =  XC  =  ybe  the  co-ordinates  of  the 
point  C ;  so  that  if  i  is  the  inclination  of  the  arch  at  0  (and  of  the 
line  o  c  in  fig.  1 20)  to  the  horizon,  d  y  -r  d  x  =  cotan  i. 

Then, 

H  =  P^|  =  Pcotani;  T  =  J}*  +  H*  =  Pcosect.  (1.) 

Problem  IL — To  find  the  thrust  at  the  crown  of  the  rib. 

The  preceding  process  fails  to  give  any  result  for  the  crown  of 
the  rib  A;  but  the  principle  of  Article  133,  p.  204,  shows,  that  if 
p0  be  the  value  of  d  P  ■*■  d  y,  the  intensity  of  the  load,  at  that 
point,  the  horizontal  thrust  is 

To  =  po  Po'> (2-) 

P0  being  the  radius  of  curvature  of  the  rib  at  its  crown. 

Problem  III. — To  find  the  mean  intensity  of  the  horizontal 
pressure  required  in  a  given  layer  of  the  spandril;  that  is,  of  the 
mass  of  material  touching  the  convex  side  of  the  rib.     (Fig.  119.) 

Let  C  (fig.  119)  be  a  point  in  the  arch  a  short  way  below  C, 
whose  co-ordinates  are  x  -|-  d  x,  y  +  d  y,  so  that  d  x  is  the  depth 
of  the  horizontal  layer  CEKC.  In  the  diagram  of  forces  (fig. 
120),  draw  o  d  parallel  to  a  tangent  to  the  rib  at  0;  on  the 
vertical  scale  of  loads  take  oA'  =  P  +  c*Pto  represent .  the 
vertical  load  on  the  arc  A  C;  draw  the  horizontal  line  h!  &  cutting 
o  tf  in  d.  Then  o  &  =  T  is  the  thrust  along  the  rib  at  C' ;  and 
h  C  =  H',  the  horizontal  component  of  that  thrust,  is  the 
horizontal  pressure  which  must  be  exerted  against  the  part  of  the 
rib  below  0' ;  so  that 

h  c  —  K  d  =  H  —  H'  =  —  d  H, (3.) 

is  the  horizontal  pressure  to  be  exerted  through  the  layer  C  E  E*  C* 
and 

*-£--  £(*# « 

the  intensity  of  that  pressure. 
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The  negative  sign  prefixed  to  d  H  denotes  that  if  H  diminishes 
in  going  downwards,  as  in,  the  example  given,  pressure  is  required 
through  the  layer.  Through  those  layers  at  which  H  increases  in 
going  downwards,  either  tension  from  without,  or  pressure  from 
wUkm>  is  required  to  keep  the  rib  in  equilibria 

Problem  IV. — To  find  the  greatest  horizontal  thrust,  and  the 
"  point  of  rupture,"  and  u  angle  of  rupture." 

First  Solution. — By  a  graphic  process.  Through  o  in  fig.  120, 
draw  a  number  of  radiating  lines,  such  as  o  e,  o  C,  Ac,  parallel  to 
the  rib  at  various  points,  as  C,  C',  Ac.,  and  find  as  in  Problem  L 
and  I1L,  the  lengths  of  those  lines  so  as  to  represent  the  thrust 
along  the  rib  at  the  several  points  0,  C,  (fee.  The  length  of  the 
horizontal  line  o  a,  representing  the  thrust  at  the  crown,  is  to  be 
calculated  as  in  Problem  IL  Through  the  points  a,  c,  </,  <fec.) 
thus  found,  draw  a  curve.  Find  the  point  d  in  that  curve  which 
is  furthest  from  the  scale  of  loads  o  b;  then  the  horizontal  line 
d  k  =  H^  will  represent  the  maximum  horizontal  thrust. 

Join  o  d,  and  find  the  point  D  in  fig.  119,  at  which  the  rib  is 
parallel  to  o  d;  this  is  the  "  point  of  rupture,"  or  point  at  which 
the  horizontal  thrust  attains  a  maximum;  and  the  "angle  of 
rupture"  is  the  inclination  of  the  rib  at  that  point,  or  <*£  d  o  a  in 
fig.  120,  which  will  be  denoted  in  the  sequel  by  tp 

The  horizontal  plane  D  F  is  the  upper  boundary  of  that  part  of 
the  spandril  which  exerts  the  maximum  horizontal  pressure  H^ 

Second  Solution. — By  arithmetical  trials.  Compute,  as  in  Problem 
L,  the  values  of  H  for  some  points  in  the  arch.  Between  the  point 
which  gives  the  greatest  value  of  H  in  the  first  set  of  trials,  and 
the  two  on  either  aide  of  it,  introduce  intermediate  points,  for 
which  compute  the  values  of  H,  and  repeat  the  process  until  the 
point  of  rupture  is  found  with  the  desired  degree  of  exactness. 

Third  Solution. — By  the  differential  calculus  and  the  solution  of 
an  equation.  If  the  relations  between  x,  y,  and  P  can  be  expressed 
by  equations,  make  the  expression  for  the  intensity  of  the  horizontal 
pressure  in  equation  4  equal  to  0;  and  by  solving  the  equation  so 
obtained,  deduce  the  position  of  D  and  the  values  of  i0  and  H0. 
The  equation  to  be  solved  has,  in  most  cases,  two  roots,  one  of 
vhich  corresponds  to  the  crown  of  the  arch  A,  and  the  other  to 
the  required  point  D;  but  it  is  easy  to  distinguish  between  them. 
If  there  are  more  than  two  roots,  they  indicate  a  set  of  points 
at  each  of  which  p9  =  0,  and  which  are  alternately  points  of 

that  is,  according  as  -^  k{n^tWe}-     Cases  of  **"*  kind  are 
of  rare  occurrence  in  practice. 
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If  there  is  but  one  root,  it  corresponds  to  the  crown  of  the  rib;  the 
hydrostatic  arch  (Article  136),  is  an  example  of  this,  in  which  the 
crown  is  the  point  of  greatest  horizontal  thrust.  In  the  Catenary 
(Article  128),  and  Transformed  Catenary  (Article  131),  and  other 
"  carves  of  equilibrium"  for  vertical  loads  (Article  123),  H  is  coo- 
Btant>  and  pr  =  0  for  every  point  in  the  rib. 

If  the  rib  rises  vertically  from  its  springing-point,  as  at  B,  the 
whole  of  the  horizontal  pressure  which  sustains  it  is  distributed, 
through  the  layers  of  the  spandriL  (The  term  "complete"  has  lately 
been  introduced  to  denote  such  a  rib.)  If  the  arch  rises  obliquely 
from  such  a  springing-point  as  C,  part  at  least  of  its  greatest 
horizontal  thrust  consists  of  the  horizontal  component  of  the 
thrust  along  the  rib  at  that  point.  Such  a  rib  is  said  to  be 
"  tegmental. 

Let  tx  denote  the  inclination  to  the  horizon  of  the  rib  at  its 
springing-point,  and  Px  the  whole  vertical  load  from  the  crown  to 
the  springing-point:  then  the  horizontal  component  in  question  is 
Pj  cotan  %t ;  so  that  H0  —  Px  cotan  tj  is  the  part  of  the  greatest 
horizontal  thrust  which  is  distributed  through  the  spandriL 

Problem  V. — To  find  the  position  of  the  resultant  of  the 
maximum  horizontal  thrust. 

From  the  point  of  rupture  D  down  to  the  springing,  conceive  the 
spandril  to  be  divided  into  horizontal  layers.  Let  d  m  denote  the 
depth  of  any  one  of  those  layers;  pf  the  intensity  of  the  horizontal 
pressure  exerted  by  it  against  the  rib ; 

x,  the  depth  of  its  centre  below  O  Y,  fig.  119  ; 
*0,  the  depth  of  the  joint  of  rupture  below  O  Y; 
kv  the  depth  of  the  springing-point  below  O  Y; 

Then,  *„,  the  required  depth  of  the  resultant  below  O  Y,  may 
be  expressed  in  either  of  the  following  forms : — 

*  p9  d  x  +  x±  Px  cotan  tj 

tr ...-(&) 


Example  1. — In  the  Catenary  and  Transformed  Catenary,  and 
other  ribs  equilibrated  under  vertical  loads, 

H0  =  P2  cotan  tj;  *   =  xx (6.) 

Example  II. — In  ^Semicircular  Rib  of  the  radius  r  under  uniform 
normal  pressure  of  the  intensity  p;  let  the  origin  of  co-ordinates 
be  at  the  crown  of  the  arch. 
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B*=pr;  XE  =  | (7.) 

As  to  semi-elliptic  arches  under  conjugate  uniform  pressures,  see 
Article  134,  p.  205. 

BaammpU  III. — In  the  Hydrostatic  Arch,  as  in  fig.  116,  Article 
136,  p.  209,  let  the  origin  of  co-ordinates  be  in  the  extrados 
above  the  crown ;  then 

H0=«-^;x„=|.^. (8). 

In  the  transformed  hydrostatic  or  geostatic  arch,  xH  is  the  same 
as  in  the  hydrostatic  arch.  As  to  the  thrust,  see  Article  137, 
p.  213. 

Example  TV. — In  a  Semicircular  Rib  with  a  horizontal  extrados, 
let  r  be  the  radius  of  the  rib ;  let  the  origin  of  co-ordinates  be  at 
the  crown  of  the  arch ;  let  m  r  be  the  height  of  the  extrados  above 
the  crown ;  and  let  w  be  the  weight  of  each  unit  of  vertical  area 
of  the  load. 

The  intensity  of  the  horizontal  pressure  through  a  given  layer 
of  the  spandril  is, 

(,    .                  .      t — cost  sin  t\  /0  . 

1+m-cos* 2^-; (»•) 

The  angle  of  rupture  i0  is  found  by  solving  the  transcendental 
equation, 

A  =  o, (lb.) 

This  is  to  be  done  by  successive  approximations ;  and  as  a  first 
approximation  may  be  taken 

^  =  arc  *cos ^ — approximately.  (10  a.) 

The  maximum  thrust  is  given  by  the  formula 

and  the  depth  of  its  resultant  below  the  crown  of  the  arch  by  the 

formula 

r8     /•  * 
xn  =  jj  •  /      pfsint(l —  ooat)di (12.) 

Example  V.- — In  a  Circular  Segmental  Rib  with  a  horizontal 
eitrsdos,  let  *i  b6  tne  inclination  of  the  arch  at  the  springing, 


218  MATERIALS  AND  STRUCTURES. 

an  1  P1  the  vertical  load  at  the  springing,  and  let  the  rest  of  the 
notation  be  as  in  the  last'  example. 

Let  the  angle  of  rupture  be  found  as  before. 

Com  1. — Iq  >  or  =  ir     Then 

H0  =  Fx  cotan^;  xR  ==  r  (1  —  cos  t^ (13.) 

Case  2. — 10  <  iv     Find  H0  and  p9  as  in  Example  IV.  ;  then 

xa=ZrT    }r2( 1  ft  sin  t  (1 — cos  %)di  +  r  Pxcotan  ^ 


(1  —  cos  ^)| 


(14.) 


Example  VI. — Semi-elliptic  Bib,  with  a  JiorizontoU  extrados. 
Conceive  a  semicircular  rib  whose  radius  is  equal  to  the  rise  of 
the  semi-elliptic  rib,  and  extrados  at  the  same  height  above  the 
crown,  and  find  H0  and  xn  for  the  semicircular  rib  as  in  Example 
IV.  xR  for  the  semi-elliptic  rib  will  be  the  same;  and  the  thrust 
is  to  be  found  by  the  principle  of  transformation,  as  in  Article 
134,  p.  205. 

The  best  form,  however,  for  oval  complete  ribs  is  that  of  the 
hydrostatic  arch,  which  sufficiently  resembles  the  semi-ellipse  to  be 
substituted  for  it 

Bib. — If  a  linear  arch,  as  in  fig.  121,  consists  of 
two  arcs,  B  C,  C  B,  meeting  in  a  point  at  C,  it  is 
necessary  to  equilibrium  that  there  should  be-  con- 
centrated at  the  point  C  a  load  equal  to  that  which 
would    have  been  distributed  over  the  two  arcs 
A  C,   0  A,  extending  from  the  point  C  to  the 
respective  crowns,  A,  A,  of  the  curves  of  which 
Fig.  121.        two  portions  form  the  pointed  arch 
Under  the  head  of  "  Masonry  "  it  will  be  shown  how  and  under 
what  circumstances  that  concentration  of  load  becomes  unnecessary 
in  stone  arches. 

140.  Stability  of  Bteck*.  (A.M.,  205,  206.)— The  conditions  of 
stability  of  a  single  block  supported  upon  another  body  at  a 
plane  joint  may  be  thus  summed  up : — 

In  fig.  122,  let  A  A  represent  the  upper  block, 
B  B  part  of  the  supporting  body,  e  E  the  joint, 
C  its  centre  of  pressure,  P  C  the  resultant  of 
the  whole  pressure  distributed  over  the  joint, 
N  C,  T  C,  its  components  perpendicular  and 
parallel  to  the  joints  respectively.  Then  the 
*»  conditions  of  stability  are  the  following : — 
Fig.  122.  L  In  order  that  tlte  block  may  not  did*,  the 
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o'Jiquity  of  the  pressure  must  not  exceed  the  angle  of  repose  (see 
Article  110,  p.  171),  that  is  to  say, 

^PCN^J (1.) 

LL  In  order  that  the  block  may  be  in  no  danger  of  overturning y  the 
ratio  tchich  the  deviation  of  the  centre  of  pressure  from  the  centre  of 
figure  of  the  joint  bears  to  the  length  of  the  diameter  of  the  joint 
traversing  those  two  centres,  must  not  exceed  a  certain  fraction.  The 
value  of  that  fraction  varies,  according  to  circumstances,  which 
will  be  explained  in  treating  of  Masonry,  from  one-eighth  to  three- 
eighths. 

The  first  of  these  conditions  is  called  that  of  stability  of  friction, 
the  second,  that  of  stability  of  position. 

In  a  structure  composed  of  a  series  of  blocks,  or  of  a  series  of 
courses  so  bonded  that  each  may  be  considered  as  one  block,  which 
blocks  or  courses  press  against  each  other 
at  plane  joints,  the  two  conditions  of 
stability  must  be  fulfilled  at  each  joint. 

Let  fig.  123  represent  part  of  such  a 
structure,  1.  1,  2,  2,  3,  3,  4,  4,  being 
some  of  its  plane  joints. 

Suppose  the  centre  of  pressure  Cj  of 
the  joint  1.  1,  to  be  known,  and  also  the 
amount  and  direction  of  the  pressure,  as 
indicated  by  the  arrow  traversing  Cr  Fi£-  123- 

With  that  pressure  combine  the  weight  of  the  block  1,  2,  2,  1, 
together  with  any  other  external  force  which  may  act  on  that  block ; 
the  resultant  will  be  the  total  pressure  to  be  resisted  at  the  joint 
2,  2,  which  will  be  given  in  magnitude,  direction,  and  position,  and 
will  intersect  that  joint  in  the  centre  of  pressure  C?  By  continu- 
ing this  process  there  are  found  the  centres  of  pressure  C8,  Cj,  <fea, 
of  any  number  of  successive  joints,  and  the  directions  and  magni- 
tudes of  the  resultant  pressures  acting  at  those  joints. 

The  magnitude  and  position  of  the  resultant  pressure  at  any  joint 
whatsoever,  and  consequently  the  centre  of  pressure  at  that  joint, 
may  also  be  found  simply  by  taking  the  resultant  of  all  the  forces 
which  act  on  one  of  the  parts  into  which  that  joint  divides  the 
structure. 

The  centres  of  pressure  at  the  joints  are  sometimes  called  centres 
of  resistance.  A  line  traversing  all  those  centres  of  resistance,  such 
as  the  dotted  line  R  R>  in  fig.  122,  has  received  from  Mr.  Moseley 
the  name  of  the  "line  of  resistance;"  and  that  author  has  also 
shown  how  in  many  cases  the  equation  which  expresses  the  form  of 
that  line  may  be  determined,  and  applied  to  the  solution  of  useful 
problems,  , 
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The  straight  lines  representing  the  resultant  pressures  may  be  all 
parallel,  or  may  all  lie  in  the  same  straight  line,  or  may  all  inter- 
sect in  one  point  The  more  common  case,  however,  is  that  in 
which  those  straight  lines  intersect  each  other  in  a  series  of  points, 
so  as  to  form  a  polygon.  A  curve,  such  as  P  P,  in  fig.  95,  touch- 
ing all  the  sides  of  that  polygon,  is  called  by  Mr.  Moseley  the 
"  line  of  pressures" 

The  properties  which  the  line  of  resistance  and  line  of  pressures 
must  have,  in  order  that  the  conditions  of  stability  may  be  fulfilled, 
are  the  following: — 

To  insure  stability  of  position,  the  line  of  resistance  must  not 
deviate  from  the  centre  of  figure  of  any  joint  by  more  than  a  certain 
fraction  of  the  diameter  of  the  joint,  measured  in  the  direction  of 
deviation. 

To  insure  stability  of  friction,  Hie  normal  to  each  joint  must  not 
make  an  angle  greater  than  the  angle  of  repose  with  a  tangent  to  the 
line  of  pressures  drawn  through  the  centre  of  resistance  of  tJuU 
joint 

The  moment  of  stability  of  a  body  or  structure  supported  at  a 
given  plane  joint  is  the  moment  of  the  couple  of  forces  which  must 
be  applied  in  a  given  vertical  plane  to  that  body  or  structure  in 
addition  to  its  own  weight,  in  order  to  transfer  the  centre  of 
resistance  of  the  joint  to  the  limiting  position  consistent  with 
stability,  and  is  equal  to  the  product  of  the  weight  of  the  body  or 
structure  by  the  horizontal  distance  of  a  vertical  line  traversing  its 
centre  of  gravity  from  the  limiting  position  of  the  centre  of 
resistance  of  the  base  or  supporting  joint  The  applied  couple 
usually  consists  of  the  thrust  of  a  frame,  or  an  arch,  or  the  pressure 
of  a  fluid,  or  of  a  mass  of  earth,  against  the  structure,  together  with 
the  equal,  opposite,  and  parallel,  but  not  directly  opposed,  resistance 
of  the  joint  to  that  lateral  force. 

141.  TnMfNWUiM  «T  Btockwtrk  Mndn.  (4.  If.,  208,  209.) 
— If  a  structure  composed  of  blocks  have  stability  of  position  when 
acted  on  by  forces  represented  by  a  given  system  of  lines,  then  will 
a  structure  whose  figure  is  a  parallel  projection  of  the  original 
structure  have  stability  of  position  when  acted  on  by  forces  repre- 
sented by  the  corresponding  parallel  projection  of  the  original 
system  of  lines;  also,  the  centres  of  pressure  in  the  new  structure 
will  be  the  corresponding  projections  of  the  centres  of  pressure  in 
the  original  structure. 

The  question,  whether  the  new  structure  obtained  by  trans- 
formation will  possess  stability  of  friction  is  an  independent 
problem. 

The  application  of  the  principles  of  the  stability  of  blockwork 
structures  will  be  illustrated  under  the  head  of  Masonry. 
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Section  V. — Of  the  Strength  of  Materials  in  General. 


Ul-flmta,  Str<~,  Scrag*.  W«tkte«  L«i  (A.  M.,  244.)— 
The  present  section  contains  a  summary  oi  the  principles  of  the 
strength  of  materials  so  far  as  they  relate  to  questions  which  arise 
in  designing  structures.  The  rules  are  given  without  demon- 
stration, in  as  small  compass  as  possible,  in  order  to  save  the 
necessity  of  referring,  in  ordinary  cases,  to  more  bulky  treatises; 
and  ue  almost  all  abstracted  and  abridged  from  the  treatise  already 
referred  to  on  Applied  Mechanics,  Part  II.,  Chapter  III. 

The  had.  or  combination  of  external  forces,  which  is  applied  to 
any  piece  in  a  structure  produces  strain,  or  alteration  of  the 
Tohunes  and  figures  of  the  whole  piece,  and  of  each  of  its  particles, 
which  is  accompanied  by  stress  amongst  the  particles  of  the  piece, 
being  the  combination  of  forces  which  they  exert  in  resisting  the 
tendency  of  the  load  to  disfigure  and  break  the  piece.  If  the  load 
is  continually  increased,  it  at  length  produces  either  fractwre,  or  (if 
the  material  is  very  tough  and  ductile)  such  a  disfigurement  of  the 
piece  aa  is  practically  equivalent  to  fracture,  by  rendering  it  useless. 
The  Ultimate  Strength  «r  Breakte*  r,—d  of  a  body  ifl  the  load 
required  to  produce  fracture  in  some  specified  way.  The  P*«*r 
*K»Uk  «r  Fr*»r  M*mmd  is  the  load  required  to  produce  the  greatest 
stain  of  a  specific  kind  consistent  with  safety;  that  is,  with  the 
mention  of  the  strength  of  the  material  unimpaired  A  load 
exceeding  the  proof  strength  of  the  body,  although  it  may  not 
produce  instant  fracture,  produces  fracture  eventually  by  long- 
conthraed  application  and  frequent  repetition.* 

The  w«rkimf  i«Md  on  each  piece  of  a  structure  is  made  less  than 
the  proof  strength  in  a  certain  ratio  determined  by  practical  ex- 
perience, in  order  to  provide  for  unforeseen  contingencies. 

*  A  writ*  of  experiments  on  the  effect  of 'the  frequent  application  and  removal  of 
*  bid,  were  made  by  the  Commissioners  on  the  Application  of  Iron  to  Railway 
bcroctares,  the  general  results  of  which  were  as  follows:— 

Wten  cast  iron  bars  were  exposed  to  successive  transverse  blows,  each  blow 
producing  one-third  of  the  ultimate  deflection  (or  deflection  immediately  before  break - 
'mh\  they  bore  4,000  such  blows  withont  having  their  strength  impaired ;  but 
*kn  the  force  of  each  blow  produced  one-half  of  the  ultimate  deflection,  every 
to  broke  before  receiving  the  4,000th  blow. 

When  cast  iron  bars  were  exposed  to  successive  deflections  by  means  of  a  cam,  of 
°*-Aird  of  the  ultimate  deflection,  they  bore  100,000  such  deflections  without 
kying  their  strength  impaired;  but  when  each  deflection  was  one-half  of  the 
dthnate  deflection,  the  bars  broke  with  fewer  than  900  deflections. 

*  In i  wrought  iron  bars,  no  perceptible  effect  was  produced  by  10,000  successive 
Sections,  by  means  of  a  revolving  cam,  each  deflection  being  due  to  half  the  weight, 
tbicb,  when  applied  statically,  produced  a  large  permanent  deflection." 
A  new  series  of  experiments  on  the  effect  of  vibratory  action  and  long-continued 
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Each  solid  has  as  many  different  kinds  of  strength  as  there  are 
different  ways  in  which  it  can  be  strained  or  broken,  as  shown  in 
the  following  classification : — 

Application  of  Load.  Strain.  Fracture. 

o1  u    na (  Compression Crushing. 

f  Distortion Shearing. 

Transverse <  Twisting Wrenching. 

(  Bending Breaking  across. 

143.  Factor*  *r  Safety  (A.M.,  247)  are  of  three  kinds,  viz.: — 
the  ratio  in  which  the  breaking  load  exceeds  the  proof  load, 
the  ratio  in  which  the  breaking  load  exceeds  the  working  load, 
and  the  ratio  in  which  the  proof  load  exceeds  the  working  load. 

When  not  otherwise  specified,  a  factor  of  safety  is,  in  general,  to 
be  understood  in  the  second  of  those  senses— viz.,  the  ratio  in 
which  the  breaking  load  exceeds  the  working  load. 

The  following  table  gives  examples  of  the  values  of  those  factors 
which  occur  in  actual  structures : — 


Ult.  Strength. 
Proof  Strength 


Ult.  Strength. 

•f- 
Working  Load. 


Proof  Strength. 

-*- 
Working  Load. 


Strongest  steel, 

Ordinary  steel  and  wr.  iron,  steady  load, 

„  „         moving  load, 

Wrought  iron  rivetted  structures,., 

Cast  iron,  steady  load, 

„       moving  load, 

Timber,  average, 

Stone  and  brick, 


1* 

2 

2 

8 
2to8 

8 

8 
about  2 


8 
4  to  6 

6 
8  to  4 
6  to8 

10 
4tol0,av.abt.8 


H 
2  to  3 

2 

about  U 
2to2§ 

H 
av.  about  4 


Almost  all  the  experiments^  hitherto  made  on  the  strength  of 
materials  give  the  ultimate  strength  only.     In  using  those  data  for 

changes  of  load  on  wrought  iron  girders,  by  Mr.  Fairbairn,  has  for  some  time  been  in 
progress.  Those  experiments  (so  far  as  they  had  then  been  carried)  were  corama- 
nicated  to  the  British  Association  at  Oxford,  in  June,  I860;  and  the  following  is  a 
summary  of  the  results: — 

The  beam  experimented  on  was  a  rivetted  wrought  iron  plate  girder. 

When  the  load  applied  was  about  one-fourth  of  the  breaking  weight,  the  beam 
withstood  596,790  successive  applications  of  it,  without  visible  alteration. 

The  load  was  then  increased  to  itoo-tevenths  of  the  breaking  weight,  and  applied 
403,210  times,  when  the  beam  showed  a  slight  increase  of  permanent  set 

The  load  was  further  increased  to  two-Jiflhs  of  the  breaking  weight,  when  the  beam 
broke  with  the  5,175th  application. 

The  successive  applications  of  the  load  were  accompanied  with  considerable  strains 
from  vibration  and  impact. 
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the  designing  of  structures,  the  most  convenient  process  of  calcu- 
lation is  to  multiply  the  intended  working  load  of  a  piece  by  the 
proper  factor,  so  as  to  find  the  breaking  load,  and  to  make  the 
ultimate  strength  of  the  piece  equal  to  that  breaking  load. 

144  The  jPffwr  or  Tcaiing  by  experiment  of  the  strength  of  a 
piece  of  material  is  to  be  conducted  in  two  different  ways,  accord- 
ing to  the  object  in  view. 

I.  If  the  piece  is  to  be  afterwards  used,  the  testing  load  must  be 
so  limited  that  there  shall  be  no  possibility  of  its  impairing  the 
strength  of  the  piece  ;  that  is,  it  must  not  exceed  the  proof  strength, 
being  from  one-third  to  one-half  of  the  ultimate  strength.  About 
doable  of  the  working  load  is  in  general  sufficient.  Care  should 
be  taken  to  avoid  vibrations  and  shocks  when  the  testing  load  ap- 
proaches near  to  the  proof  strength. 

II  If  the  piece  is  to  be  sacrificed  for  the  sake  of  ascertaining  the 
strength  of  the  material,  the  load  is  to  be  increased  by  degrees 
until  the  piece  breaks,  care  being  taken,  especially  when  the  break- 
ing point  is  approached,  to  increase  the  load  by  small  quantities  at 
a  time,  so  as  to  get  a  sufficiently  precise  result. 

The  proof  strength  requires  much  more  time  and  trouble  for  its 
determination  than  the  ultimate  strength.  One  mode  of  approxi- 
mating to  the  proof  strength  of  a  piece  is  to  apply  a  moderate  load 
and  remove  it,  apply  the  same  load  again  and  remove  it,  two  or 
three  times  in  succession,  observing  at  each  time  of  application  of 
the  load,  the  strain  or  alteration  of  figure  of  the  piece  when  loaded, 
by  stretching,  compression,  bending,  distortion,  or  twisting,  as  the 
owe  may  be.  If  that  alteration  does  not  sensibly  increase  by  re- 
peated applications  of  the  same  load,  the  load  is  within  the  limit 
of  proof  strength.  The  effects  of  a  greater  and  a  greater  load  being 
successively  tested  in  the  same  way,  a  load  will  at  length  be 
reached  whose  successive  applications  produce  increasing  disfigure- 
ments of  the  piece ;  and  this  load  will  be  greater  than  the  proof 
strength,  which  will  lie  between  the  last  load  and  the  last  load  but 
one  in  the  series  of  experiments. 

It  was  formerly  supposed  that  the  production  of  a  set,  that  is,  a 
disfigurement  which  continues  after  the  removal  of  the  load,  was  a 
kst  of  the  proof  strength  being  exceeded;  but  Mr.  Hodgkinson 
showed  that  supposition  to  be  erroneous,  by  proving  that  in  most 
materials  a  set  is  produced  by  almost  any  load,  how  small  soever. 

The  strength  of  bars  and  beams  to  resist  breaking  across,  and  of 
axles  to  resist  twisting,  can  be  tested  by  the  application  of  known 
weights  either  directly  or  through  a  lever. 

To  test  the  tenacity  of  rods,  chains,  and  ropes,  and  the  resist- 
ance of  pillars  to  crushing,  more  powerful  and  complex  mechanism 
3  required.     The  apparatus  most  commonly  employed  is  the 
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hydraulic  press.  In  computing  the  stress  which  it  produces,  no 
reliance  ought  to  be  placed  on  the  load  on  the  safety  valve,  or  on 
a  weight  hung  to  the  pump  handle,  as  indicating  the  intensity  of 
the  pressure,  which  should  be  ascertained  by  means  of  Bourdon V 
gauge.  This  remark  applies  also  to  the  proving  of  boilers  by 
water  pressure. 

From  experiments  made  by  Messrs.  More  of  Glasgow,  and  by 
the  Author,  it  appears,  that  in  experiments  on  the  tension  and 
compression  of  bars,  about  one-tenth  should  be  deducted  from  the 
pressure  in  the  hydraulic  press  for  the  friction  of  the  press 
plunger. 

The  measurement  of  tension  and  compression  by  means  of  the 
hydraulic  press  is  but  a  rough  approximation  at  the  best.  It  may 
be  sufficient  for  an  immediate  practical  purpose;  but  for  tbe  exact 
determination  of  general  laws,  although  the  load  may  be  applied 
at  one  end  of  the  piece  to  be  tested  by  means  of  a  hydraulic  press, 
it  ought  to  be  resisted  and  measured  at  the  other  end  by  means  of 
a  combination  of  levers,  such  as  that  used  at  Woolwich  Dockyard, 
and  described  by  Mr.  Barlow  in  his  work  On  the  Strength  of 
Materials. 

145.  co-effleienta  or  moduli  of  Strength  are  quantities  expressing 
the  intensity  of  the  stress  under  which  a  piece  of  a  given  material 
gives  way  when  strained  in  a  given  manner;  such  intensity  being 
expressed  in  units  of  weight  for  each  unit  of  sectional  area  of  tbe 
layer  of  particles  at  which  the  body  first  begins  to  yield.  In 
Britain,  the  ordinary  unit  of  intensity  employed  in  expressing  the 
strength  of  materials  is  the  pound  avoirdupois  on  tits  square  inch. 
As  to  other  units,  see  Article  106,  p.  161. 

Co-efficients  of  strength  are  of  as  many  different  kinds  as  tbere 
are  different  ways  of  breaking  a  body.  Their  use  will  be  explained 
in  the  sequel.  Tables  of  their  values  are  given  at  the  end  of 
the  volume. 

Co-efficients  of  strength,  when  of  the  same  kind,  may  still  vary 
according  to  the  direction  in  which  the  stress  is  applied  to  the 
body.  Thus  the  tenacity,  or  resistance  to  tearing,  of  most  kinds  of 
wood,  is  much  greater  against  tension  exerted  along  than  across 
the  grain. 

146.  SHfltaeu  or  Rigidity,  Pliability,  their  ModoU  or  Oo-eAMeorta. 
— Rigidity  or  stiffness  is  the  property  which  a  solid  body  possesses, 
of  resisting  forces  tending  to  change  its  figure.  It  may  be  expressed 
as  a  quantity,  called  a  modulus  or  co-efficient  of  stiffness,  by  taking 
the  ratio  of  the  intensity  of  a  given  stress  of  a  given  kind,  to  the 
strain,  or  alteration  of  figure,  with  which  that  stress  is  accom- 
panied : — that  strain  being  expressed  as  a  quantity  by  dividing  the 
alteration  of  some  dimension  of  the  body  by  the  original  length  of 
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that  dimension.  In  most  substances  which  are  used  in  construction, 
the  moduli  of  stiffness,  though  not  exactly  constant,  are  nearly 
constant  for  stresses  not  exceeding  the  proof  strength. 

The  reciprocal  of  a  modulus  of  stiffness  may  be  called  a  "  modulus 
of  pliability;"  that  is  to  say, 

Moduh*  of  Stiffness  =  I^&tfStre. 

Strain  9 

ModuloB  of  Pliability  =  InteJ^8tre8g. 

The  use  of  specific  moduli  of  stiffness  will  be  explained  in  the 
sequeL  Tables  of  their  values  are  given  at  the  end  of  the 
volume. 

147.  The  Khwtirtty  m€m  mm  (A.  M.,  236  to  238,  243,  248  to 
263)  consists  of  stiimess,  or  resistance  to  change  of  figure,  combined 
with  the  power  of  recovering  the  original  figure  when  the  straining 
force  is  withdrawn.  If  that  recovery  is  perfect  and  exact,  the 
body  is  said  to  be  " perfectly  elastic;"  if  there  is  a  u  set"  or 
permanent  change  of  figure,  after  the  removal  of  the  straining 
force,  the  body  is  said  to  be  "  imperfectly  elastic."  The  elasticity  of 
no  solid  substance  is  absolutely  perfect,  but  that  of  many  substances 
is  nearly  perfect  when  the  stress  does  not  exceed  the  proof  strength, 
and  may  be  made  sensibly  perfect  by  restricting  the  stress  within 
small  enough  limits. 

Moduli  or  Co-efficients  of  Elasticity  are  the  values  of  moduli  of 
stiffness  when  the  stress  is  so  limited  that  the  value  of  each  of  those 
moduli  is  sensibly  constant,  and  the  elasticity  of  the  body  sensibly 
perfect.  It  can  be  shown  that  in  a  homogeneous  solid,  there  may 
be  twenty-one  independent  co-efficients  of  elasticity,*  which,  in  a 
solid  that  is  equally  elastic  in  all  directions,  are  reduced  to  two — 
viz.,  the  co-efficient  of  direct  elasticity,  or  resistance  to  direct 
lengthening  and  shortening,  and  the  co-efficient  of  resistance  to 
distortion. 

The  General  Problem  of  the  Internal  Equilibrium  of  an  Elastic 
Solid  is  this : — Given  the  free  form  of  a  solid,  the  values  of  its  co- 
efficients of  elasticity,  the  attractions  acting  on  its  particles,  and 
the  stresses  applied  to  its  surface;  to  find  its  change  of  form,  and 
the  strains  of  all  its  particles,  t  This  problem  is  to  be  solved,  in 
general,  by  the  aid  of  an  ideal  division  of  the  solid  into  molecules, 
rectangular  in  their  free  state,  and  referred  to  rectangular  co- 
ordinates.   Some  particular  cases  are  most  readily  solved  by  means 

•9mPUlTnm$.9 1866-7. 

f  SeeLtm^  Leqon*  sur  la  Thiorie  Mathtinatique  de  V  EUuticitf  des  Corps  Solides. 

<4 
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of  spherical,  cylindrical,  or  otherwise  curved  co-ordinates.       The 
general  problem    is    of   extreme  complexity,   and  its   complete 
solution  has  not  yet  been  obtained  in  a  practically  available  form; 
but  the  cases  which  occur  in  practice,  and  to  which  the  remainder 
of  this  section  relates,  can  be  solved  with  sufficient  accuracy  by 
comparatively  simple  approximate  methods.     Most  of  those   ap- 
proximate methods  are  analogous  to  the  "method  of  sections" 
described  in  its  application  to  framework  in  Article  122,  p.  184. 
The  body  under  consideration  is  conceived  to  be  divided  into  two 
parts  by  an  ideal  plane  of  section ;  the  external  forces  and  couples 
acting  on  one  of  those  two  parts  are  computed;  and  they  must  be 
equal  and  opposite  to  the  forces  and  couples  resulting  from  the 
entire  stress  at  the  ideal  sectional  plane,  which  is  so  found.     Then 
as  to  the  distribution  of  that  stress,  direct  and  shearing,  some  law 
is  assumed,  which,  if  not  exactly  true,  is  known  either  by  experi- 
ment or  by  theory,  or  by  both  combined,  to  be  a  sufficiently  close 
approximation  to  the  truth. 

Except  in  a  few  comparatively  simple  cases,  the  strict  method  of 
investigation,  by  means  of  the  equations  of  internal  equilibrium, 
has  hitherto  been  used  only  as  a  means  of  determining  whether  the 
ordinary  approximative  methods  are  sufficiently  close. 

148.  Resilience,  or  Spring  (A.  M.,  244),  is  the  quantity  of  me- 
chanical work  required  to  produce  the  proof-stress  on  a  given  piece 
of  material,  and  is  equal  to  the  product  of  the  proof  strain,  or 
alteration  of  figure,  into  the  mean  load  which  acts  during  the  pro- 
duction of  that  strain;  that  is  to  say,  in  general,  very  nearly  one- 
half  of  the  proof  load. 

149.  Resistance  of  Ban  f  Stretching  and  Tearing.  (A.  Jf.,  265 
to  269.) — The  ultimate  strength  or  breaking  load  of  a  bar  exposed 
to  direct  and  uniform  tension  is  the  product  of  the  area  of  cross- 
section  of  the  bar  into  the  tenacity  of  the  material.  Therefore 
let 

P  denote  the  breaking  load,  in  pounds; 
S  the  area  of  section,  in  square  inches; 
/the  tenacity,  in  pounds  on  the  square  inch;  then 

p-/s;S=*- ....(i.) 

The  elongation  of  the  bar  under  any  load  F  not  exceeding  the 
proof  load  is  found  as  follows : — 

Let  x  denote  the  original  length  of  the  bar,  A  x  the  elongation, 
and 

Ax 
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the  proportion  which  that  elongation  bean  to  the  original  length  of 
the  bar,  being  the  numerical  measure  of  the  strain. 

Let  p=F-r8  denote  the  intensity  of  the  stress,  and  E»  the 
modulus  of  direct  elasticity,  or  resistance  to  stretching.     Then 

-fe w 

Let/  denote  the  proof  tension  of  the  material,  so  that/  S  is  the 
proof  load  of  the  bar;  then  the  proof  strain,  or  proportionate 
elongation  under  the  proof  load,  is/  +  E. 

The  BeaUience  or  Spring  of  the  bar,  or  the  work  performed  in 
stretching  it  to  the  limit  of  proof  strain,  is  computed  as  follows : — 
x  being  the  length,  as  before,  the  elongation  of  the  bar  under  the 
proof  load  ia/'x-rfi  The  force  which  acts  through  this  space  has 
for  its  least  value  0,  for  its  greatest  value  P  =/  S,  and  for  its  mean 
value/"  S  ~  2;  so  that  the  work  performed  in  stretching  the  bar  to 
the  proof  strain  is 

fSfxf^Bx 
2  '  E  ~"  E'  2   W 

The  co-efficient  /*  -*-  E,  by  which  one-half  of  the  volume  of  the  bar 
is  multiplied  in  the  above  formula,  is  called  the  Modulus  or 

EfiSELKNCB. 

A  sudden  putt  of  /  S  -r  2,  or  one-half  of  ike  proof  load,  being 
applied  to  the  bar,  will  produce  the  entire  proof  strain  of  /  -r  E, 
which  is  produced  by  the  gradual  application  of  the  proof  load 
itself;  for  the  work  performed  by  the  action  of  the  constant  force 
/'S-r2,  through  a  given  space,  is  the  same  with  the  work  per- 
formed by  the  action,  through  the  same  space,  of  a  force  increasing 
at  an  uniform  rate  from  0  up  to/  S.  Hence  a  bar,  to  resist  with 
safety  the  sudden  application  of  a  given  pull,  requires  to  have  twice 
the  strength  that  is  necessary  to  resist  the  gradual  application  and 
steady  action  of  the  same  pull 

Tables  of  the  tenacity  and  of  the  modulus  of  direct  elasticity  of 
various  substances  are  given  at  the  end  of  the  volume. 

150.  CjUmdHad  Button  u4  Pipe*.    (A.  M.,  271.) — Let  r  denote 
the  radius  of  a  thin  hollow  cylinder,  such  as  the  shell  of  a  high 
pressure  boiler; 
I  the  thickness  of  the  shell ; 

/  the  tenacity  of  the  material,  in  pounds  per  square  inch ; 
p  the  intensity  of  the  pressure,  in  pounds  per  square  inch,  re- 
quired to  burst  the  shell.     This  ought  to  be  taken  at  six  times  the 
effective  working  pressure — effective  pressure  meaning  the  excess  of 
the  pressure  from  within  above  the  pressure  from  without,  which 


228  MATERIALS  AND  STRUCTURES. 

last  is  usually  the  atmospheric  pressure,  of  14*7  lbs.  on  the  square 
inch  or  thereabouts. 
Then 

p=^;  GO 

and  the  proper  proportion  of  thickness  to  radius  is  given  by  the 
formula, — 

151.  Spherical  Shells,  such  as  the  ends  of  "  egg-ended'9  cylindrical 
boilers,  the  tops  of  steam  domes,  <fcc.,  are  twice  as  strong  as  cylindrical 
shells  of  the  same  radius  and  thickness. 

Suppose  a  shell  of  the  figure  of  a  segment  of  a  sphere  to  have  a 
circular  flange  round  its  base,  through  which  it  is  bolted  to  a  flange 
upon  a  cylindrical  shell,  or  upon  another  spherical  shelL 

Let  r  denote  the  radius  of  the  sphere,  in  inches; 

t',  the  radius  of  the  circular  base  of  the  segmental  shell,  in 
inches; 

p,  the  bursting  pressure,  in  lbs.  on  the  square  inch; 
then  the  number  and  dimensions  of  the  bolts  by  which  the  flange 
is  held  should  be  such,  that  the  load  required  to  tear  them  asunder 
all  at  once  shall  be 

3-1416  t*p; ! (1.) 

and  the  flange  itself  should  require,  in  order  to  crush  it,  the  follow- 
ing thrust  in  the  direction  of  a  tangent  to  it : — 


■jPfW  •*-**• (2.) 

If  the  segment  is  a  complete  hemisphere,  r>  =  rf  and  the  last 
expression  becomes  =  0. 

152.  Thick  H*u«w  Cylinder.  {A.  M.,  273.)— The  assumption  that 
the  tension  in  a  hollow  cylinder  is  uniformly 
distributed  throughout  the  thickness  of  the  shell 
is  approximately  true  only  when  the  thickness 
is  small  as  compared  with  the  radius. 

Let  It  represent  the  external  and  r  the  in- 
ternal radius  of  a  thick  hollow  cylinder,  such  as 
a  hydraulic  press,  the  tenacity  of  whose  material 
is  /,  and  whose  bursting  pressure  is  p.    Then  we 
Kg.  124.  must  have 
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and,  consequently, 


a'-*8    p.  (1) 

W$±S< » 

by  means  of  which  formula,  when  r,  f,  and  p,  are  given,  R  may  be 
computed 

153.  Tkick  H«n*w  Sphere.  (A.  M.,  275.)— In  this  case,  using  the 
same  symbols  as  in  the  last  Article,  the  following  formula  give  the 
ratios  of  the  bursting  pressure  to  the  tenacity,  and  of  the  external 
to  the  internal  radius : — 

j>_2R»-2r»,  ,n 

/  ~    R»  +  2r»' v  ' 

?-tfG£2) » 

154.  lateral  PUafctiitr,  CmhU  Cmprmftiiity. — When  the  side 
surfaces  of  a  bar  are  free,  the  application  of  tension  to  its  ends 
causes  it  to  contract  in  thickness  as  well  as  to  extend  in  length; 
and  the  application  of  pressure  to  its  ends  causes  it  to  expand  in 
thickness  as  well  as  to  contract  in  length.  This  property,  which 
may  be  called  "  Lateral  Pliability,"  exists  to  the  greatest  possible 
extent  in  perfect  fluids,  whose  parts  yield  laterally  to  the  slightest 
longitudinal  stress,  and  is  least  in  those  solids  which  are  least 
capable  of  changes  of  figure. 

If  a  solid  bar  has  the  alteration  of  its  transverse  dimensions  pre- 
vented or  resisted  by  any  means,  it  yields  less  longitudinally  to  a 
longitudinal  stress  than  it  does  when  it  is  free  to  yield  laterally;  in 
other  words,  its  direct  or  longitudinal  stiffness  may  be  increased; 
and  that  according  to  laws  whose  mathematical  expression  will 
presently  be  given.  Its  strength  is  increased  also;  but  in  what  pro- 
portion is  not  yet  known  precisely. 

Let/?  denote  the  intensity  of  a  longitudinal  stress,  not  exceeding 
the  limit  below  which  moduli  of  stiffness  are  constant;  and  when 
the  bar  is  free  to  alter  its  lateral  dimensions,  let, 

«=|i  denote  the  fraction  of  its  original  length  by  which  its  length 

is  altered,  and 
&  =  £:,  the  fraction  of  its  original  diameter  by  which  its  diameter 

is  altered  in  the  contrary  direction  to  its  length;  then  we  have 
p  =  A»  —  Bj9; (1.) 
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A  and  B  being  two  co-efficients  whose  relations  to  E  and  D 
expressed  by  the  two  following  pairs  of  equations : — 


ED(D-E)  2W 

A~  D2  —  ED  —  2E2'"     T  D2  — ED  —  2  E2' 
E2D  B  E 


B: 


D*_ED  —  2E*'  A"D—  EJ 


(2.) 


E  =  A-I-_f3;D  =  A-2B+B,g  =  — B— .(3.) 

The  co-efficient  A  represents  the  resistance  of  the  bar  to  direct 
elongation  or  compression  when  /S  =  0 ;  that  is,  when  the  transverse 
dimensions  of  the  bar  are  prevented  from  changing.* 

The  resistance  to  alteration  of  volume  bears  the  following  re- 
lations to  the  before-mentioned  co-efficients.  Let  p  denote  the 
uniform  intensity  of  a  pressure  or  tension  applied  all  over  the 
surface  of  a  body,  and  i  the  fraction  of  the  original  volume  by 
which  the  volume  is  diminished  or  increased;  then  the  cubic 
elasUcUyia 

p      A  +  2B3D-6E,  f 

and  the  reciprocal  of  this  is  the  cubic  compressibility. 

The  values  of  A  and  B  have  been  ascertained  for  a  few  sub- 
stances only.  For  brass  and  crystal,  according  to  M.  Wertheim's 
experiments  (Annales  de  Chinrie,  third  series,  voL  xxiii.),  the 
following  ratios  hold  very  nearly: — 

A-rB  =  2;  D*E  =  3;  A  +  E=|;  B-=-Er=|;...(5.) 

and  consequently,  for  those  substances, 

P  =  |a  =  K (6.) 

155.  Heights  •€  HfcMft  of  StMtam  aad  Strength.  — The  term 
"Seight"  as  applied  to  a  given  modulus,  whether  of  stLfihess  or 

•  A  is  the  co-efficient  of  elasticity  deduced  from  experiments  on  the  velocity  of 

eound  in  a  solid  body  of  large  transverse  dimensions,  by  means  of  the  following 

formula,  in  which  v  is  the  Telocity  of  sound  in  feet  per  second,  and  w  the  weight  of 

a  cubic  foot  of  the  body; 

w  w* 
A  in  lbs.  on  the  square  foot  =  OQ  ft. 

When  the  transverse  dimensions  of  the  body  are  narrow,  this  formula  gives  results 
lying  between  the  value  of  A  and  that  of  £. 
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of  strength,  means  the  height  of  an  imaginary  column  of  the  sub- 
stance to  which  the  modulus  belongs,  whose  weight  would  cause  a 
pleasure  on  its  base,  equal  in  intensity  to  the  stress  expressed  by 
the  given  modulus.     Hence, 

Height  of  a  modulus  in  feet 

Modulus  in  lbs.  on  the  square  foot 


Heaviness  of  substance  in  lbs.  to  the  cubic  foot 

Modulus  in  lbs.  on  the  square  inch 
Weight  of  12  cubic  inches  of  substance' 

Height  of  a  modulus  in  inches 

Modulus  in  lbs.  on  the  square  inch 
Weight  of  a  cubic  inch  of  substance' 


156.  Bohtoice  t#  Shante*  aad  1HwU>rt**m.  (A.  M.,  278  to 
281.) — In  structures,  many  cases  occur  in  which  the  principal 
pieces,  such  as  plates,  links,  bars,  or  beams,  being  themselves  sub- 
jected to  a  direct  pull,  are  connected  with  each  other  at  their  joints 
by  fosterlings,  such  as  rivets,  bolts,  pins,  keys,  or  screws,  which  are 
under  the  action  of  a  shearing  force,  tending  to  make  them  give 
way  by  the  sliding  of  one  part  over  another. 

The  present  Article  refers  to  those  cases  only  in  which  the  shear- 
ing stress  on  a  body  is  uniform  in  direction  and  in  intensity.  The 
effects  of  shearing  stress  varying  in  intensity  will  be  considered 
under  the  head  of  Resistance  to  Bending,  which  is  in  general 
accompanied  by  such  a  stress;  and  the  effects  of  shearing  stress 
varying  in  direction  as  well  as  in  intensity  under  the  head  of 
Besistance  to  Torsion. 

To  insure  uniform  distribution  of  the  stress,  it  is  necessary  that 
the  rivet  or  other  fastening  should  fit  so  tight  in  its  hole  or  socket, 
that  the  friction  at  its  surface  may  be  at  least  of  equal  intensity  to 
the  shearing  stress.  When  this  condition  is  fulfilled,  the  intensity 
of  that  stress  is  represented  simply  by  F  -r  S,  F  being  the  shearing 
force,  and  3  the  area  which  resists  it. 

Inconsequence  of  the  relation  between  shearing  stress  and  direct 
stress,  stated  in  Article  108,  Division  IL,  p.  167,  it  appears  that  a 
body  may  give  way  to  a  shearing  stress  either  by  actual  shearing, 
at  a  plane  parallel  to  the  direction  of  the  shearing  force,  or  by  tear- 
ing in  a  direction  making  an  angle  of  45°  with  that  force. 

When  a  shearing  stress  does  not  exceed  the  limit  within  which 
moduli  of  stiffness  are  sensibly  constant,  it  produces  distortion  of  the 
body  on  which  it  acta  Let  q  denote  the  intensity  of  a  shearing 
Area  applied  to  *ne  ^onr  kteral  &ccs  of  an  originally  square 
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prismatic  particle,  so  as  to  distort  it;  and  let  *  be  the  distortion, 
expressed  by  the  tangent  of  the  difference  between  each  of  the  distorted 
angle*  of  the  prism  and  a  right  angle;  then 

f  =  c, (1.) 

is  the  modulus  of  transverse  elasticity,  or  resistance  to  distortion. 

One  mode  of  expressing  the  distortion  of  an  originally  square 
prism  is  as  follows : — Let  «  denote  the  proportionate  elongation  of 
one  of  the  diagonals  of  its  end,  £  the  proportionate  shortening  of 
the  other;  then  the  distortion  is 

»  =  *  +  fi. 

The  co-efficient  C  is  necessarily  related  to  those  mentioned  in 
Article  154,  pp.  229,  230,  in  the  following  manner: — 

G  _  A  -  B  _       ED 

^~       2       "2(D  +  E)" K    } 

For  brass  and  crystal,  according  to  M.  Wertheim's  experiments, 
we  have 

G_A_B_3E_D  ,3x 

C-4-2-~«~-8 W 

The  co-efficient  C  expresses  the  quality  of  rigidity,  or  resistance 
to  change  of  figure,  which  distinguishes  solids  from  fluids. 
In  a  perfect  fluid,  the  following  relations  hold : — 

C  =  0;  E  =  0;  D  =  0;  } 

A  =  B  =  ?- (the  cubic  elasticity).  \  ^ 

The  general  effect  of  heat  on  solid  bodies  is  to  diminish  C  and 
increase  p  +  l. 

157.  Resistance  to  Compression  and  Direct  Crashing      (A.  M., 

282  to  286.) — Resistance  to  Longitudinal  Compression,  when  the 
proof  stress  is  not  exceeded,  is  sensibly  equal  to  the  resistance  to 
stretching,  and  is  expressed  by  the  same  modulus.  When  that 
limit  is  exceeded,  it  becomes  irregular. 

Crushing,  or  breaking  by  compression,  is  not  a  simple  phenomenon 
like  tearing,  but  is  more  or  less  complex  and  varied,  according  to 
the  nature  of  the  substance. 

The  present  Article  has  reference  to  direct  crushing  only,  and  is 
limited  to  those  cases  in  which  the  pillars,  blocks,  struts,  or  rods, 
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along  which  the  pressure  acts  are  not  so  long  in  proportion  to  their 
diameter  as  to  have  a  sensible  tendency  to  give  way  by  bending 
sideways.     Those  cases  comprehend — 

Stone  and  brick  pillars  and  blocks  of  ordinary  proportions; 
Pillars,  rods,  and  struts  of  cast  iron,  in  which  the  length  is  not 
more  than  five  times  the  diameter,  approximately; 

Pillars,  rods,  and  struts  of  wrought  iron,  in  which  the  length  is 
not  more  than  ten  times  the  diameter,  approximately; 

Pillars,  rods,  and  struts  of  dry  timber,  in  which  the  length  is  not 
more  than  about  twenty  times  the  diameter. 
*   Let  P  denote  the  crushing  load  of  the  piece ; 
S  the  area  of  its  transverse  section  in  square  inches; 
/the  resistance  of  the  material  to  crushing,  in  lbs.  on  the  square 
inch;  then  if  the  load  is  uniformly  distributed, 

p=/s <i.) 

A  table  of  the  resistance  of  materials  to  direct  crushing,  in  lbs. 
on  the  square  inch,  is  given  at  the  end  of  the  volume. 

If  the  load  is  not  uniformly  distributed  over  the  transverse 
section  of  the  pillar,  the  strength  of  the  pillar  is  diminished  in  the 
same  ratio  in  which  the  mean  intensity  of  the  stress  is  less  than 
the  maximum  intensity.  To  find  that  ratio,  it  is  sufficiently  near 
the  truth  for  practical  purposes  to  consider  the  stress  as  "  uniformly 
varying"  (See  Article  106,  Division  II.,  p.  163,  equations  5,  6,  7.) 
Suppose  the  pillar  to  be  cylindrical,  square,  or  of  a  regular  poly- 
gonal figure  in  cross-section.  Let  x0  be  the  greatest  deviation  of 
the  centre  of  pressure  from  the  centre  of  figure  in  any  cross- 
section;  that  is,  the  greatest  deviation  of  the  line  of  action  of 
the  load  from  the  axis  of  the  pillar. 

Let  £}  be  the  distance  of  the  point  of  greatest  stress  from  the 
axis  of  the  pillar;  that  is,  the  semidiameter  of  the  pillar  in  the 
direction  in  which  the  load  deviates  from  the  axis. 

Let  I  — s  I  x*ydx  denote  what  is  called  the  "moment  of  inertia" 

of  the  cross-section  of  the  pillar. 
Then  the  crushing  load  is, 

P=       /S     a- (2.) 

l  +  ^fL? 

x,  S 
The  following  are  some  of  the  values  of  -*.—  in  the  preceding 

formula:  the  "  neutral  axis"  meaning  the  diameter  to  which  the 
deviation  z$  is  perpendicular. 
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Figure  op  Cross-Section. 

I.  Rectangle,  A b;  b,  neutral  axis,] 
IL  Square,  A2, ] 


jiS 
I  * 

6 

"  K 


III.  Ellipse:  neutral  axis,  b;  other  axis,  A;)      8 

IV.  Circle:  diameter,  A, )     K 

V.  Hollow  rectangle :  outside  dimensions,  h,b;)  6  A  (A  6  —  h'  V) 
inside  dimensions,  /*',  b'  ;  neutral  axis,  b, )      A8  6  —  hP  bf 


VL  Hollow  square,  A'2  —  A2,. 


_6A 

FTP* 

Y1L  Circular  ring:  diameter,  outside,  A;  inside,  A',     , 2  .    ,  ^ 

It  is  often  advisable,  especially  in  masonry,  so  to  limit  the 
deviation  of  the  centre  of  pressure  from  the  axis  of  the  pillar,  that 
there  shall  be  no  tension  on  any  part  of  it.  This  condition  is 
fulfilled  when  the  least  pressure  is  positive,  or  nothing,  and  the 
greatest  stress  not  more  than  double  of  the  mean  stress,  so  that 
P  -^r  /  S  -J-  2 ;  and  consequently,  when 


.(3.) 


I 

*^S7s' 

the  reciprocal  of  the  quantity  of  whose  values  examples  have 
just  been  given. 

The  modulus  of  resistance  to  direct  crushing,  as  the  tables  show, 
often  differs  considerably  from  the  tenacity.  The  nature  and 
amount  of  those  differences  depend  mainly  on  the  modes  in  which 
the  crushing  takes  place.     These  may  be  classed  as  follows : — 

I.  Crashing  by  splitting  (fig.  121),  into  a  number  of  nearly 
prismatic  fragments,  separated  by  smooth  surfaces  whose  general 
direction  is  nearly  parallel  to  the  direction  of  the  load,  is  character- 
istic of  hard  homogeneous  substances  of  a  glassy  texture,  such  as 
vitrified  bricks. 


Fig.  125.  Fig.  126.  Fig.  127.  Fig.  128. 

II.  Crushing  by  shearing  or  sliding  of  portions  of  the  block  along 
oblique  surfaces  of  separation  is  characteristic  of  substances  of  a 
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granular  texture,  like  cast  iron,  and  most  kinds  of  stone  and  brick. 
Sometimes  the  sliding  takes  place  at  a  single  plane  surface,  like 
A  B  in  fig.  126;  sometimes  two  cones  or  pyramids  are  formed,  like 
c,  c,  in  fig.  127,  which  are  forced  towards  each  other,  and  split  or 
drive  outwards  a  number  of  wedges  surrounding  them,  like  w, «?,  in 
the  same  figure.  Sometimes  the  block  splits  into  four  wedges,  as 
in  fig.  12a 

The  surfaces  of  shearing  make  an  angle  with  the  direction  of  the 
crushing  force,  which  Mr.  Hodgkinson  (who  first  fully  investigated 
those  phenomena)  found  to  have  values  depending  on  the  kind  and 
quality  of  material  For  different  qualities  of  cast  iron,  for  example, 
that  angle  ranges  from  42°  to  32°.  The  greatest  intensity  of  shear- 
ing stress  is  on  a  plane  making  an  angle  of  45°  with  the  direction  of 
the  crashing  force;  and  the  deviation  of  the  plane  of  shearing  from 
that  angle  shows  that  the  resistance  to  shearing  is  not  purely  a 
cohesive  force,  independent  of  the  normal  pressure  at  the  plane  of 
shearing,  but  consists  partly  of  a  force  analogous  to  friction, 
increasing  with  the  intensity  of  the  normal  pressure. 

Mr.  Hodgkinson  considers  that  in  order  to  determine  the  true 
resistance  of  substances  to  direct  crushing,  experiments  should  be 
made  on  blocks  in  which  the  proportion  of  length  to  diameter  is  not 
less  than  that  of  3  to  2,  in  order  that  the  material  may  be  free  to 
divide  itself  by  shearing.  When  a  block  which  is  shorter  in  pro- 
portion to  its  diameter  is  crushed,  the  friction  of  the  fiat  surfaces 
between  which  it  is  crushed  has  a  perceptible  effect  in  holding 
Hi  parte  together,  so  as  to.  resist  their  separation  by  shearing;  and 
thus  the  apparent  strength  of  the  substance  is  increased  beyond  its 
real  strength. 

In  all  substances  which  are  crushed  by  splitting  and  by  shearing, 
the  resistance  to  crushing  considerably  exceeds  the  tenacity,  as  the 
tables  show.  The  resistance  of  cast  iron  to  crushing,  for  example, 
was  found  by  Mr.  Hodgkinson  to  be  somewhat  more  than  ax  times 
its  tenacity. 

III.  Crushing  by  bulging,  or  lateral  swelling  and  spreading  of 
the  block  which  is  crushed,  is  characteristic  of  ductile  and  tough 
materials,  such  as  wrought  iron.  Owing  to  the  gradual  manner  in 
which  materials  of  this  nature  give  way  to  a  crushing  force,  it  is 
difficult  to  determine  their  resistance  to  that  force  exactly.  That 
resistance  is  in  general  less,  and  sometimes  considerably  less,  than 
the  tenacity.  In  wrought  iron,  the  resistance  to  the  direct  crush- 
ing of  short  blocks,  as  nearly  as  it  can  be  ascertained,  is  from 

^  to  -  of  the  tenacity. 

IV.  Crushing  by  buckling  or  crippling  is  characteristic  of  fibrous 
substances,  under  the  action  of  a  thrust  along  the  fibres.    It  consists 
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in  a  lateral  bending  and  wrinkling  of  the  fibres,  sometimes  accom- 
panied by  a  splitting  of  them  asunder.  It  takes  place  in  timber,  in 
plates  of  wrought  iron,  and  in  bars  longer  than  those  which  give 
way  by  bulging.  The  resistance  of  fibrous  substances  to  crushing 
is  in  general  considerably  less  than  their  tenacity,  especially  where 
the  lateral  adhesion  of  the  fibres  to  each  other  is  weak  compared 
with  their  tenacity.     The  resistance  of  most  kinds  of  timber  to 

1       2 
crushing,  when  dry,  is  from  ^  to  ^  of  the  tenacity.   Moisture  in  the 

timber  weakens  the  lateral  adhesion  of  the  fibres,  and  reduces  the 
resistance  to  crushing  to  about  one-half  of  its  amount  in  the  dry 
state. 

158.  Crashing  hj  CtvjM-bveakiag  is  the  mode  of  fracture  of  columns 
and  struts  in  which  the  length  greatly  exceeds  the  diameter.  Under 
the  breaking  load,  they  yield  sideways,  and  are  broken  across  like 
beams  under  a  transverse  load. 

The  laws  of  this  mode  of  breaking  were  investigated  experiment 
tally  by  Mr.  Hodgkinson.  The  following  are  his  formulae  for  cast 
iron  cylindrical  pillars: — 

When  the  length  is  not  less  than  thirty  times  the  diameter;  for 
solid  pillars,  let  h  be  the  diameter  in  inches,  L  the  length  t»  feat, 
and  A  a  constant  multiplier;  then 

Breaking  load  =  ±  A»«-rL"; (1.) 

for  hollow  pillars,  let  A  be  the  external  and  h'  the  internal  diameter, 
in  inches;  then 

Breaking  load  =  A  (/**«  —  *»*)  +L". (2.) 

The  values  of  the  co-efficient  A  are  as  follows : —  tom. 

for  solid  pillars  with  rounded  ends, :....i4'0 

„        „         „      fixed  ends, 44**6 

for  hollow  pillars  with  rounded  ends, 13*0 

„        „        „      fixed  ends, 443-       ' 

The  strength  of  a  pillar  with  one  end  fixed  and  the  other 
rounded,  is  nearly  a  mean  between  the  strength  of  two  pillars  of  the 
same  dimensions,  one  with  both  ends  fixed,  and  the  other  with 
both  ends  rounded. 

When  the  length  is  less  than  thirty  times  the  diameter;  let  b 
denote  the  breaking  load  of  the  pillar,  computed  by  the  preceding 
formula : — 

Let  c  be  the  crushing  load  of  a  short  block  of  the  same  sectional 
area,  =  49  tons  X  sectional  area  in  square  inches;  then 
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Actual  breaking  load  of  pillar  =  j  t  jo   (3.) 

Tlie  following  are  formate  deduced  by  Mr.  Lewis  Gordon  from 
Mr.  Hodgkinson's  experiments : — 

Let  P  be  the  crushing  load  of  a  long  rod  or  pillar,  in  lbs. ; 
8  the  sectional  area  of  material  in  it,  in  square  inches; 

*,  to  leSerteraal  diameter, }  ^  in  the  aame  units  of  measure. 
Then,  approximately — 

*-- ^ <*•> 

The  following  are  the  values  of  /and  a,  for  pillars  fixed  at  both 
ends,  by  haying  fiat  capitals  and  bases : — 

/  lb*  par  inch.  o. 

Wrought  iron, 36,000 

3,000 

Cast  iron, 80,000 

'  400 

For  a  pillar  rounded  or  jointed  at  both  ends, 

*-- **-* <*> 

In  using  the  formulae,  the  ratio  -r  is  generally  fixed  beforehand, 

to  a  degree  of  approximation  sufficient  for  the  purposes  of  the  cal- 
culation. 

In  wrought  iron  framework  and  machinery,  the  bars  which  act 
as  struts,  in  order  that  they  may  have  sufficient  stiffness,  are  made 
of  various  forms  in  cross-section,  well  known  as  "  angle  iron," 
u  channel  iron,"  "T-iron,"  "  double  T-iron,"  &c.  In  each  of  these 
forms,  the  line  to  be  considered  as  represented  by  h  in  the  formula) 
is  the  diameter,  in  that  direction  in  which  the  bar  is  most  flexible, 
of  a  triangle  or  rectangle  circumscribed  about  its  section. 

Wrought  iron  cdls  are  rectangular  tubes  (generally  square) 
usually  composed  of  four  plate  iron  Bides,  rivetted  to  angle  iron 
ban  at  the  corners.  The  ultimate  resistance  of  a  single  square  cell 
to  crushing  by  the  buckling  or  bending  of  its  sides,  when  the  thick- 


238  MATERIALS  AND  STRUCTURES. 

ness  of  the  plates  is  not  less  than  one-thirtieth  of  the  diameter  of  the 
cell,  as  determined  by  Mr.  Fairbairn  and  Mr.  Hodgkinson,  is 

27,000  lbs.  per  square  inch  section  of  iron; 

but  when  a  number  of  cells  exist  side  by  side,  their  stiffness  is 
increased,  and  their  ultimate  resistance  to  a  thrust  may  be  taken  at 

33,000  to  36,000  lbs.  per  square  inch  section  of  iron. 

The  latter  co-efficients  apply  also  to  cylindrical  cells. 

The  following  is  Mr.  Hodgkinson  s  formula  for  the  breaking  load 
of  posts  and  struts  of  oak  and  red  pine,  when  exposed  to  crushing 
by  cross  breaking : — 

P  =  A£S; (6.) 

S  being  the  sectional  area  in  square  inches,  h :  I  the  ratio  of  the 
least  diameter  to  the  length,  and  A  =  3,000,000  lbs.  per  square 
inch. 

The  factor  of  safety  for  the  working  load  of  timber  is  10. 

For  square  posts  and  struts,  the  formula  becomes 

*  =  ±jf • (7) 

If  the  strength  of  a  timber  post  be  computed  both  by  this  formula 
and  by  the  formula  for  direct  crushing,  viz. : — 

P=/S, <&) 

the  lesser  value  should  be  adopted  as  the  true  strength. 

159.  RcrfataMce  to  CoUapotng. — When  a  thin  hollow  cylinder  is 
pressed  from  without,  it  gives  way  by  collapsing,  under  a  pressure 
whose  intensity  has  been  found  by  Mr.  Fairbairn  (Philos.  Trans., 
1858)*  to  vary  nearly  according  to  the  following  laws : — 

Inversely  as  the  length; 

Inversely  as  the  diameter; 

Directly  as  a  function  of  the  thickness,  which  is  very  nearly  the 
power  whose  index  is  2*19;  but  which  for  ordinary  practical  pur- 
poses may  be  treated  as  sensibly  equal  to  the  square  of  the  thick- 
ness. 

The  following  formula  gives  approximately  the  collapsing  pressure 
p,  in  lbs.  on  the  square  inch,  of  a  plate  iron  flue  with  butt-joints, 

•  See  also  Uvful  reformation  for  Engween,  second  series,  1860. 
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whose  length  ly  diameter  d,  and  thickness  t,  are  all  expressed  in  the 
same  units  of  measure: — 

p  =  9,672,000^ (1.) 

Let  t  and  d  be  expressed  in  inches,  and  let  L  be  the  length  in 
feet;  the  above  formula  becomes 

p  =  806,000  ^ (2.) 

Mr.  Fairbaim  having  strengthened  tubes  by  rivetting  round 
them  rings  of  T-iron,  or  angle  iron,  at  equal  distances  apart,  finds 
that  their  strength  is  that  corresponding  to  the  length  from  ring  to 
ring. 

Mr.  Fairbaim  finds  that  the  collapsing  pressure  of  a  tube  of  an 
elliptic  form  of  cross-section  is  found  approximately  by  substituting 
for  a\  in  the  preceding  formulae,  the  diameter  of  the  osculating 
circle  at  the  flattest  part  of  the  ellipse ;  that  is,  let  a  be  the  greater, 
and  b  the  less  semi-axis  of  the  ellipse;  then  we  are  to  make 

<-¥ « 

160.  Actfcra  tfi  TnuMnm  Lm4  •■  a  B«».  (A.  M.,  288.) — 
It  has  already  been  shown,  in  Article  112,  p.  174,  how  to  determine 
the  proportions  between  the  resultant  of  the  gross  load  of  a  beam 
and  the  two  forces  which  support  it  In  the  present  Article  those 
cases  alone  will  be  considered  in  which  the  loading  and  supporting 
forces  are  parallel  to  each  other,  and  in  one  plane. 

In  Article  122,  p.  184,  it  has  been  shown  how  to  determine  the 
resistances  exerted  by  the  pieces  of  a  frame  which  are  cut  by  an 
ideal  sectional  plane,  in  terms  of  the  forces  and  couples  which  act 
on  one  of  the  portions  into  which  that  plane  of  section  divides  the 
frame. 

The  method  followed  in  determining  the  effect  of  a  transverse 
load  on  a  continuous  beam  is  similar;  except  that  the  resistance  at 
the  plane  section,  which  is  to  be  determined,  does  not  consist  of  a 
finite  number  of  forces  acting  along  the  axes  of  certain  bars,  but  of 
a  distributed  stress,  acting  with  various  intensities,  and,  it  may 
be,  in  various  directions,  at  different  points  of  the  section  of  the 
beam. 

In  what  follows,  the  load  of  the  beam  will  be  conceived  to  con- 
sist of  weights  acting  vertically  downwards,  and  the  supporting 
fortes  will  also  be  conceived  to  be  vertical  The  longitudinal  axis 
of  the  beam  being  perpendicular  to  the  applied  forces,  will  accord- 
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ingly  be  horizontal  The  conclusions  arrived  at  are  applicable 
to  cases  in  which  the  axis  of  the  beam  and  the  direction  of  the 
applied  forces  are  inclined,  so  long  as  they  are  perpendicular  to 
each  other. 

Let  any  point  in  the  longitudinal  axis  be  taken  as  the  origin  of 
co-ordinates;  and  at  a  given  horizontal  distance  x'  from  that 
origin,  conceive  a  vertical  section  perpendicular  to  the  longitudinal 
axis  to  divide  the  beam  into  two  parts. 

Let  F  denote  the  resultant  of  all  the  vertical  forces,  whether 
loading  or  supporting,  which  act  on  the  part  of  the  beam  to  the 
left  of  the  vertical  plane  of  section,  and  let  x"  be  the  horizontal 
distance  of  the  line  of  action  of  that  resultant  from  the  origin. 

If  the  beam  is  strong  enough  to  sustain  the  forces  applied  to  it, 
there  will  be  a  sliearing  stress  equal  and  opposite  to  F,  distributed 
(in  what  manner  will  afterwards  appear)  over  the  given  vertical 
section;  and  that  shearing  stress,  or  vertical  resistance,  will  con- 
stitute, along  with  the  resultant  applied  force  F,  a  couple  whose 
moment  is 

M  =  F  (x'-af)  (1.) 

This  is  called  the  bending  moment  or  moment  of  flexure  of  the  beam 
at  the  vertical  section  in  question;  it  is  resisted  by  the  direct  stress 
at  that  section,  in  a  manner  to  be  explained  in  the  sequel;  and  it 
tends  to  make  the  originally  straight  longitudinal  axis  of  the  beam 
become  concave  in  the  direction  towards  which  the  resultant 
applied  force  F  acts. 

The  mathematical  process  for  finding  F  and  M  at  any  given 
cross-section  of  a  beam,  though  always  the  same  in  principle,  may 
be  varied  considerably  in  detail.  The  following  is  on  the  whole 
the  most  convenient  way  of  conducting  it 


Fig.  129. 


Fig.  129  represents  a  beam  supported  at  both  ends,  and  loaded 
between  them.  Fig.  130  represents  a  beam  supported  and  fixed  at 
one  end,  and  loaded  on  a  projecting  portion.     P^  Pj,  represent  in 
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each  case  the  supporting  forces;  in  fig.  129,  Wp  W$,  Wj,  drc, 
represent  portions  of  the  load;  in  fig.  130,  W0  represents,  the  end- 
most  portion  of  the  load,  and  Wv  Wg,  Wj,  other  portions;  in  both 
figures,  Ax^  ^Cj,  AflCg,  &c,,  denote  the  lepgths  of  the  parts  into 
which  the  lines  of  action  of  the  portions  of  the  load,  divide  the 
horizontal  axis  of  the  beam. 

The  figures  represent  the  load  as  applied  at  detaohed  points; 
but  when  it  is  continuously  distributed,  the  length  of  any  in- 
definitely abort  portion  of  the  beam'  Will  be-  denoted  by  if  a?,  the 
intensity  of  the  load  upon  it  per  unit  of  length  by  to,  and  the 
amount* of  the  load  upon  it  by -to"  dx. 

The  process  to  be  gone  through  will  then  consist  of  the  following 
steps : — 

.  Step  L  To  find  the  Supporting  Forces.-rAteximeaixy  convenient 
point  in  the  horizontal  axis  as  origin  of  co-ordinates,  and  find  the 
distance  x$  of  the  resultant  of  the  load  from  it,  by  the  method  of 
Article  97,  Division  VIII,  p>  143,.  for  forces  acting  through 
detached  points,  and  by  the  method  of  Article  104,  Division  V., 
p  153,  for  a  continuously  distributed  load ;  that  is  to  say, 
2*-a>W    ' 


a?„== 


_/« 


w 


dx 


*-<>=   r 

I  to  dx 


•(2.) 


Then,  as  in  Article  112,  p.  174,  find  the  two  supporting  forces, 
Px  and  P2;  that  is  to  say,  if  x^  and  a%  be  the.  distances  of  the 
points  of  support  from  the  origin,  with  their  proper  signs,  make 


(*) 


StkpIL  To  find  the  Shewing  Forces  at  a  Series  of  Seationsm-IiL 
what  position  soever  the  origin  of  co-ordinates '  may  Have  been 
during  the  previous  step,  assume  it  now,  in  a. beam  supported  at 
both  ends,  to  be  at  one  of  the  points  of  support  (as  A,  iig;  129),  and 
in  a  beam  fixed  at  one  end,  to  be  at  the  loaded  point  farthest  from 
the  fixed  end  (as  A,  fig.  130).  Consider  upward  forces  as  positive, 
downward  as  negative. 

Then  the  shearing  force  at  any  given  cross-section  of  the  beam  is 
the  resultant  of  all  the  forces  acting  on  the  beam  from  the  origin  to 
that  cross-section;  so  that  at  the  series  of  points  where  Px,  Wp 
W„  Wp  <fcc.,  act  in  ^g.  129,  and  where  W,»  Wv  W^  W„  &c,  act 
in  fig.  130 ,  it  has  the  series  of  values, 
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In  Fig.  129. 

F0  =  Pi; 

FlSBPl  — Wi; 

F2=zT1  —  Wl  —  W2; 

F3  =  P1-W1-W2  —  W8; 

&a; 
and  generally, 

F  =  P1  —  2-W;...(4.) 


In  Fig.  130. 
-F0=W0; 
_F1  =  W0  +  W1; 
—  F2  =  W0  +  Wx  +  W2; 

-PjsWo  +  Wj  +  Wj  +  W,; 

Ac; 
and  generally 

—  F=r2W;....(5.) 


so  that  the  shearing  forces  at  a  series  of  sections  can  be  computed 
by  successive  subtractions  or  successive  additions,  as  the  case 
may  be. 

For  a  continuously  distributed  load,  these  equations  became 
respectively, 

In  a  beam  supported  at  both  ends,  F  =  Px  —  J     wdx;  (6.) 

In  a  beam  fixed  at  one  end  —  F  =  /    w  d  x; (7.) 

J  o 

in  which  expressions,  xf  denotes  the  distance  from  the  origin  A  to 
the  plane  of  section. 

The  symbol  —  F  denotes  that  the  shearing  force  is  downward. 

The  Grease*  Baeartag  Farce  acts  in  a  beam  supported  at  both 
ends,  close  to  one  or  oilier  of  the  points  of  support,  and  its  value 
is  either  Px  or  Pg.  In  a  beam  fixed  at  one  end  the  greatest  shear- 
ing force  on  the  projecting  part  acts  close  to  the  outer  point  of 
support,  and  its  value  is  equal  to  the  entire  load. 

In  a  beam  supported  at  both  ends,  the  Shearing  Farce  raafatm  at 
some  intermediate  section,  whose  position  may  be  found  from 
equation  4  or  equation  6,  by  making  F  =  0. 

Step  IIL  To  find  ike  Bending  Moments  at  a  Series  of  Sections. 
— At  the  origin  A  there  is  no  bending  moment  Multiply  the 
length  of  each  of  the  divisions  A  2  of  the  longitudinal  axis  of  the 
beam  by  the  shearing  force  F,  which  acts  at  the  outer  end  of  that 
division;  the  first  of  the  products  so  obtained  is  the  bending 
moment  at  the  inner  end  of  the  first  division;  and  by  adding  to  it 
the  other  products  successively,  there  are  obtained  successively  the 
bending  moments  at  the  inner  ends  of  the  other  divisions  in 
succession* 

That  is  to  say, — bending  moment, 


*  This   process  is  substantially  the  same  with  that  employed  by  Mr.  Herbert 
Latham,  in  his  work  On  Iron  Bridges,  to  compute  the  street  in  a  half-lattice  girder. 
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at  the  origin  A  =  0; 

atthe  line  of  action  of  Wa;  M1  =  F0-Aic1; 

W8;M,==F0A^  +  F1.A%-r^.A*,; 
Ac.  <fec. 

and  generally,  M  =  2*F  As.  (8.) 

If&edkntions  ax  are  of  equal  lengthy  this  becomes 

M  =  A  a?  •  2  F; (9.) 

and  for  a  continuously  distributed  load, 


„=/; 


FJsl (10.) 


The  three  preceding  equations,  8,  9,  and  10,  are  applicable  to 
teams  -whether  supported  at  both  ends  or  fixed  at  one  end  By 
substituting  for  F  in  equation  10  its  values  as  given  by  equations 
6  and  7  respectively,  we  obtain  the  following  results : — 

For  a  beam  supported  at  both  ends, 


MsP^—  j    j*wdx 


=  P1ajf  —  (    (3f  —  z)v>dx; (11.) 


For  a  beam  fixed  at  one  end, 

—  M=zj"  j^wdx^j'ix'  —  x)wdx; (12.) 

ia  the  ktter  of  which  equations,  the  symbol  —  M  denotes  that  the 
bending  moment  acts  downwards. 

The  ftwmt  Bcadftag  n+mat  acts,  in  a  beam  fixed  at  one  end, 
at  the  outer  point  of  support;  and  in  a  beam  supported  at  both 
ends,  at  the  section  where  the  shearing  force  vanishes,  found,  as 
aheady  stated  in  Step  II.,  from  the  equation  F  =  0. 

When  the  load  on  a  beam  .supported  at  both  ends  is  sym- 
metrically distributed  relatively  to  its  middle  section,  the  Greatest 
Bending  Moment  acts  at  that  section;  and  it  is  sometimes  con- 
venient to  assume  a  point  in  that  section  as  the  origin  of  co- 
ordinates. 

8tb»  IV.  To  find  the  effect  of  combining  several  Loads  on  one 
Beam,  whose  separate  actions  are  known; — for  each  cross-section,  the 
shearing  force  is  the  sum  of  the  shearing  forces,  and  the  bending 
moment  the  sum  of  the  bending  moments,  which  the  loads  would 
produce  separately. 
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Step  V.  To  deduce  the  SJiearing  Force  and  Bending  Moment  in  one 
Beam  from  those  in  another  Beam  similarly  supported  and  loaded. 
— This  is  done  by  the  aid  of  the  following  principles : — 

When  beams  dijferitng  in  length  and  in  the  amounts  of  the  loads 
upon  them  are  similarly  supported,  and  have  tfteir  loads  similarly  dis- 
tributed, the  shearing  forces  at  corresponding  sections  in  Uiem  vary  as 
the  total  loads,  and  the  bending  moments  as  tlte  products  of  the  loads 
and  lengths. 

This  principle  may  be  expressed  by  symbols  in  either  of  the  two 
following  ways : — 

First,  Let  I,  t,  denote  the  lengths  of  two  beams,  similarly  sup- 
ported ;  let  W,  W',  denote  their  total  loads,  similarly  distributed  ; 
let  F,  P,  be  the  shearing  forces,  and  M,  M',  the  bending  moments, 
at  sections  similarly  situated  in  the  two  beams;  then 

W  :  W:  :  F  :  F; (13.) 

I  W  :  V  W  :  >  M  :  M' (14.) 

Secondly,  Let  h  and  m  be  two  numerical  factors,  depending  on 
the  way  in  which  a  beam  is  supported,  the  mode  of  distribution  of 
its  load,  and  the  position  of  the  cross-section  under  consideration; 
then 

F  =  *W; (15.) 

M  =  wWt (16.) 

Loads  upon  beams  are  stated  either  in  pounds,  hundredweights, 
or  tons;  lengths  of  beams,  in  feet,  or  in  inches;  and  according  to 
the  units  of  load  and  length  employed,  the  unit  of  bending  moment 
is  a  foot-pound,  an  inch-pound,  a  foot-hunaredumght,  an  inc/i- 
hundredweight,  a  foot-ton,  or  an  inch-ton,  as  the  case  may  be. 

As  the  transverse  dimensions  of  beams  are  expressed  in  inches, 
and  their  moduli  of  strength  in  pounds  on  the  square  inch,  the 
most  convenient  units  are,  the  pound,  the  inch,  and  the  inch- 
pound. 

The  following  is  a  comparison  of  different  unit  of  bending 
moment. 

Inch-lbs. 

12=   i  Ft-lb. 
ii2  =    9&  =   i  Inch-cwt. 
1344=  112  =  12  =  x  Foot-cwt. 
2240  =  i86|  =  20  =  i|  =  1  Inch-ton. 
26880  =  2240  =  240  =  20  =  12  =  1  Foot-ton. 

161.  Bxasplea  «f  the  AcUoh  mt  m  Tnuwrcne  !<••*  mm  a 
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—In  each  example  in  the  preceding  table,  I  denotes,  for  a  beam  fixed 
at  one  end,  the  length  measured  from  the  outer  point  of  Bupport  to 
the  farthest  projecting  loaded  point,  and  for  a  beam  supported  at 
both  ends,  the  length  or  span  between  the  points  of  support;  W 
denotes  the  total  load;  F  and  M  denote  the  shearing  force  and 
bending  moment  at  any  cross-section  situated  at  the  distanoe  id 
from  the  origin  (which,  as  in  the  preceding  article,  is  the  point 
where  M  =  0);  ¥t  denotes  the  greatest  shearing  force;  aft  the 
position  of  the  section  where  it  occurs;  M0  the  greatest  bending 
moment;  x0  the  position  of  the  cross-section  where  it  occurs;  k,  m, 
the  two  factors  employed  in  equations  15  and  16,  for  the  sections 
of  greatest  shearing  stress  and  greatest  bending  moment  re- 
spectively; that  is  to  say, 


k  =  Ft  -i-  W;  m=T&i  -*-  W  I 


.(1.) 


To  transform  the  expressions  in  the  preceding  table,  Gases  IV. 
to  VII,  which  are  suited  for  co-ordinates  measured  from  one 
point  of  support  of  a  beam  supported  at  both  ends,  into  expressions 
suited  for  co-ordinates  measured  from  the  middle  of  the  beam,  let 
c  be  the  half-span,  and  substitute  2  <?,  oi  —  c9  a^l  —  c,  a?'0  —  c,  and 
x'  —  e,  respectively,  for  I,  a/,  dv  a^,  and  aV,  throughout  the  whole 
of  that  part  of  the  table. 

In  the  following  example,  a  beam  supported  at  both  ends  is 
supposed  to  be  loaded  at  a  series  of  detached  points,  which  divide 
the  length  of  the  beam  into  N  equal  divisions,  so  that  the  length 
of  one  of  those  divisions  is  I  -s-  N.  The  origin  of  co-ordinates  being 
at  a  point  of  support,  the  plane  of  section  in  each  example  is  sup- 
posed to  be  immediately  beyon&the  n*  division  from  that  point 
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Case  IX.  Travelling  Load. — A  beam  of  the  span  I  is  supported 
at  the  two  ends;  a  permanent  load  of  the  uniform  intensity  of  to 
fta.  per  lineal  foot  is  distributed  over  it  An  additional  load,  such 
« the  weight  of  a  railway  train,  of  uf  lbs.  per  lineal  foot,  gradually 
rolls  on  to  the  beam  from  one  end,  covering  it  at  last  from  end  to 
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end,  and  then  rolls  off  again  at  the  other  end.  It  is  required  to 
find  the  greatest  shearing  force  at  any  given  section,  and  also  the 
greatest  bending  moment 

The  Greatest  Shearing  Force  at  a  given  cross-section  occurs  when 
the-  longer  of  the  two  segments  into  which  it  divides  the  beam  is 
loaded  with  the  travelling  load  as  well  as  with  the  permanent 
load,  and  the  shorter  loaded  with  the  permanent  load  only.  Let 
F  denote  that  force,  and  &  the  distance  of  the  section  in  question 
from  the  nearer  end  of  the  beam;  then 

.r-..(,'t.)+s^p4-._ (*> 

This  formula  maybe  rendered  somewhat' more1  symmetrical  by 
taking  the  middle  of  the  beam,  instead  of  one  of  the  ends,  as  origin  of 
co-ordinates.  Let  at,  then',  denote  the  distance  of  the  section  in 
question  from  the.  middle  of  the  beam,  and  c  ==  I  -j-  2,  its  half- 
span;  then  x  se  —  4*;, and. 


4  c 


(3) 


The  Greatest  Bending -Moment  at. each  section  occurs  when  the 
travelling  load  extends  over  the  whole  length  of  the  beam;  so  that 
in  this-  respect  no  difference  exists  between  the  present  case  and 
case  YI.  of  the  preceding  table;  that  is  to  say, 

M.^  ('«?  H:  *>')  «(<  —  x)  _(w  +  tcQ  (*  -  a/2) 

The  preceding  principles  are  represented  graphically  by  the 
following  construction:  In  fig,  131/ let  A  B  represent  the  span  of 
the  beam ;  bisect  it  iii  C*  Through  A  draw  DAE  perpendicular 
to  A  B,  and  take  A  D  to  represent  half the  greatest  permanent  load, 
that  is,  A  D  =  w  I  +  2,  and  A  E  to  represent  on  the  same  scale  half 
tlis  greatest  travelling  loadjth&t  is;  A  E  dr  to  I  +  1  Draw  the  straight 
.  line1  C  D;  also  the  parabola  B  L  E, 
liaving  its  vertex  at  B,  touching  A  B. 
jft  About  C  describe  the  semicircle  A  F  B, 
and  consider  C  F2,  or  the  square  of 
the :  radius  of  that  semicircle  perpen- 
dicular to  A  B,  as  representing  the 
greatest  bending  moment  at  tive  middle*  of 
thetbeam,  or  (ta  +  «/)  P  -*-  8.  Let  G: 
represent  the  position  of  any  cross- 
section  of  tfoe  beam.  Draw  HG  I  K 
perpendicular  to  A  B;   then^  H  I  will  represent  the    greatest 


Fig.  131. 
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shearing  force  at  that  section,  and  G  K2  the  greatest  bending 
moment 

The  ordinate  C  L  of  the  parabola  at  the  middle  of  the  span, 
king  one-fourth  of  A  E,  represents  the  greatest  shearing  force  in 
the  middle  of  the  beam,  which  is  one-eighth  of  the  greatest 
travelling  load,  or  %cf  I  -5-  8. 

Case  X. — If  a  beam  has  equal  and 
opponte  couples  applied  to  its  two  ends, 
—for  example,  if  the  beam  in  fig.  132 
has  the  couple  of  equal  and  opposite 
forces  P1  applied  at  A  and  B,  and  the 
couple  of  equal  and  opposite  forces  P2  at 
C  and  D,  and  if  the  opposite  moments, 

P1-AB=PiCD  =  M, (5.) 

are  equal,  then  each  of  the  endmost  divisions  of  the  beam,  A  Band 
C  D,  is  in  the  condition  of  a  beam  fixed  at  one  end  and  loaded  at 
the  other  (Case  L);  and  the  middle  division  B  C  is  subject  to  the 
wtifom  moment  of  flexure  M,  and  to  no  shearing  force. 

162.  tnhnaijij  t»  CN»Braklir-Tiumne Stoma*.  (A.M., 
2S3  to  295,  309,  310.) — The  bending  moment  at  each  cross-section 
of  a  beam  bends  the  beam  so  as  to  make  any  originally  plane  layer 
of  the  beam,  perpendicular  to  the  direction  of  the  load,  become 
concave  in  the  direction  towards  which  the  moment  acts,  and  convex 
ia  the  opposite  direction.  Thus,  fig.  133  represents  a  side  view 
of  a  short  portion  of.  a  beam  supported 
at  the  ends  and  loaded  at  intermediate 
points;  C  C  is  a  layer,  originally  plane, 
and  perpendicular  to  the  direction  of  the 
tad,  which  is  now  bent  so  as  to  become  , 
concave  above  and  convex  below.  _        

The  layers  at  and  near  the  concave  Fig  188. 

*k«  of  the  beam  A  A'  are  shortened, 

and  the  layers  near  the  convex  side  B  F  lengthened,  by  the  bending 
action  of  the  load  There  is  one  intermediate  surface  O  C  whicli 
a  neither  lengthened  nor  shortened;  it  is  called  the  "neutral  wr- 
J**."  The  particles  at  that  surface  are  not  necessarily,  however, 
in  a  state  devoid  of  strain;  for,  in  common  with  the  other  particles 
of  the  beam,  they  are  compressed  and  extended  in  a  pair  of  diagonal 
directions,  making  angles  of  45°  with  the  surface,  by  the  shearing 
action  of  the  load,  when  such  action  exists. 

The  condition  of  the  particles  of  a  beam,  produced  by  the  com- 
bined bending  and  shearing  actions  of  the  load,  is  illustrated  by  fig. 
134,  which  represents  a  vertical  longitudinal  -  section  of  a  rect- 
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Fig.  184. 


angular  beam,  supported  at  the  ends,  and  loaded  at  intermediate 

points.  It  is  covered  with,  a  net- 
work consisting  of  two  sets  of  curves 
cutting  each  other  at  right  angles. 
The  curves  convex  upwards  are  lines 
of  direct  thrust;  those  convex  down- 
wards are  lines  of  direct  tension.  A 
pair  of  tangents  to  the  pair  of  curves  which  traverse  any  particle,  are 
the  axes  of  stress  of  that  particle.  (See  Art  108,  p.  167.)  The  neutral 
surface  is  cut  by  both  sets  of  curves  at  angles  of  45°.  At  that 
vertical  section  of  the  beam  where  the  shearing  force  vanishes,  and 
the  bending  moment  is  greatest,  both  sets  of  curves  become  horizontal 
Except  in  cases  to  be  afterwards  specified,  it  is  unnecessary  to 
consider  the  shearing  action  of  the  load  on  a  beam. 

When  a  beam  breaks  under  the  bending  action  of  its  load,  it 
gives  way  either  by  the  crushing  of  the  compressed  side,  A  A',  or 


by  the  tearing  of  the  stretched  side,  B  F. 

In  fig. 


Ffc  136. 


135,  A  represents  a 
beam  of  a  granular  material, 
like  cast  iron,  giving  way  by 
the  crushing  of  the  compressed 
side,  out  of  which  a  sort  of 
wedge  is  forced.  B  represents 
tearing  asunder  of  the  stretched 


a  beam  giving  way  by  the 
side. 

The  resistance  of  a  beam  to  bending  and  cross-breaking  at  any 
given  cross-section  is  the  moment  of  the  couple,  consisting  of 
the  thrust  along  the  longitudinally-compressed  layers,  and  the 
equal  and  opposite  tension  along  the  longitudinally-stretched 
layers. 

It  has  been  found  by  experiment,  that  in  most  cases  which  occur 
in  practice,  the  longitudinal  stress  of  the  layers  of  a  beam  may, 
without  material  error,  be  assumed  to  lie  untformly-varying 
(Article  106,  p.  163),  its  intensity  being  simply  proportional  to 
the  distance  of  the  layer  from  the  neutral  surface. 

Let  fig.  136  represent  a  cross-section  of  a  beam  (such  as  that 
represented  in  fig.  133),  A  the  compressed  side, 
B  the  extended  side,  C  any  layer,  and  O  O  the 
neutral  axis  of  the  section,  being  the  line  in  which 
it  is  cut  by  the  neutral  surface.  Let  p  denote  the 
intensity  of  the  stress  along  the  layer  C,  and  y  the 
distance  of  that  layer  from  the  neutral  axis;  because 
the  stress  is  uniformly  varying,  p  -g-  y  is  a  constant 
quantity.  Let  that  constant  be  denoted  for  the  pre- 
sent by  a. 
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Let  z  be  the  breadth  of  the  layer  C,  and  d  y  its  thickness; 
Then  the  amount  of  the  stress  along  it  is 

pzdy  =  ayzdy; 

the  amount  of  the  stress  along  all  the  layers  at  the  given  cross- 
section  is 


ajy**y> 


and  this  amount  must  be  nothing, — in  other  words,  the  total 
thrust  and  total  tension  at  the  cross-section  must  be  equal, — because 
the  forces  applied  to  the  beam  are  wholly  transverse;  from  which 
it  Mows,  that 


jy*dy  =  Q, (1.) 


and  the  neutral  axis  traverses  the  centre  of  gravity  of  the  cross-section. 
This  principle  enables  the  neutral  axis  to  be  found  by  the  aid  of 
the  methods  explained  in  Articles  104  and  105,  pp.  152  to  158;  it 
being  home  in  mind  that  the  process  of  finding  the  centre  of  gravity 
of  a  given  plane  figure  is  the  same  with  that  of  finding  the  centre 
of  gravity  of  a  homogeneous  uniformly  thick  fiat  plate  of  that 
figure. 

To  find  the  greatest  value  of  the  constant  p  -$-  y  consistent  with 
the  strength  of  the  beam  at  the  given  cross-section,  let  ya  be  the 
distance  of  the  compressed  side,  and  yb  that  of  the  extended  side 
from  the  neutral  axis;  /.  the  greatest  thrust,  and  /*  the  greatest 
tension,  which  the  material  can  bear  in  the  form  of  a  beam; 
compute  fa  -r-  y„  and  fh  -5-  y„  and  adopt  the  less  of  those  two 
quantities  as  the  value  of  p  -t-  y,  which  may  now  be  denoted  by 
f  +  y\>  /being/,  or/*  *&&  Vi  being  ym  or  y„  according  as  the 
beam  is  liable  to  give  way  by  crushing  or  by  tearing. 

The  moment  relatively  to  the  neutral  axis,  of  the  stress  exerted 
along  any  given  layer  of  the  cross-section,  is 

VPtdy  =£y**dy, 

and  the  sum  of  all  such  moments,  being  the 

Mwnt  m€  Bwininw  of  the  given  cross-section  of  the  beam  to 
breaking  across,  is  given  by  the  formula, 

Vt=fpyzdy=^-Jy*zdV; (2.) 
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or  making  f  y2  z  d  y  =  I, 

Mo=^ (2  a.) 

Sfl 

When  the  breaking  load  is  in  question,  the  co-efficient  /is  what 
is  called  the  modulus  of  rupture  of  the  material  It  does  not 
always  agree  with  the  resistance  of  the  same  material  to  direct 
crushing  or  direct  tearing,  but  has  a  special  value,  which  can  be 
found  by  experiments  on  cross-breaking  only.  One  of  the  causes 
of  this  phenomenon  is  probably  the  fact,  already  stated  in  Article 
154,  p.  229,  that  the  resistance  of  a  material  to  a  direct  stress  Is 
increased  by  preventing  or  diminishing  the  alteration  of  its  trans- 
verse dimensions;  and  another  cause  may  be  the  feet,  that  the 
strength  of  masses  of  metal,  especially  when  cast,  is  greater  in  the 
external  layer,  or  skin,  than  in  the  interior  of  the  mass.  When  a 
bar  is  directly  torn  asunder,  the  strength  indicated  is  that  of  the 
weakest  part  of  the  mass,  which  is  in  the  centre;  when  it  is  broken 
across,  the  strength  indicated  is  that  either  of  the  skin,  which  is 
the  strongest  part,  or  of  some  part  near  the  skin. 

When  the  proof  load  or  working  load  is  in  question,  the  co- 
efficient /  is  the  modulus  of  rupture  divided  by  a  suitable  factor 
of  safety,  as  to  which  see  Article  143,  p.  222. 

The  factor  denoted  by  I  in  the  preceding  equation  is  what  is 
conventionally  called  the  "moment  ofi7iertian  of  the  cross-section 
of  the  beam.  For  sections  whose  figures  are  similar,  or  are  parallel 
projections  of  each  other,  the  moments  of  inertia  are  to  each  other 
as  the  breadths,  and  as  the  cubes  of  the  depths  of  the  sections;  and 
the  values  of  y1  are  as  the  depths.  If,  therefore,  6  be  the  breadth 
and  h  the  depth  of  the  rectangle  circumscribing  the  cross-section  of 
a  given  beam  at  the  point  where  the  moment  of  flexure  is  greatest, 
we  may  put 

I  =  ribh* (3.) 

y=m'h (4.) 

ri  and  ml  being  numerical  factors  depending  on  the  form  of 
section;  and  making  ri  -$-  m'  =  n,  the  moment  of  resistance  may 
be  thus  expressed, — 

Mo  =  n/6tf (5.) 

Hence  it  appears,  that  the  resistances  of  similar  cross-sections  to 
cross-breakbig  are  as  their  breadths  and  as  tJie  squares  of  tlieir 
depttis. 
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The  relation  between  the  load  and  the  dimensions  of  a  beam  is 
found  by  equating  the  value  of  the  greatest  bending  moment  in 
terms  of  the  load  and  length  of  the  beam,  as  given  in  Article  160, 
equations  10,  11,  12,  and  16,  pp.  243,  244,  to  the  value  of  the 
moment  of  resistance  of  the  beam,  at  the  cross-section  where 
that  greatest  bending  moment  acts,  as  given  in  equation  5  of  this 
Article;  that  is  to  say, 

%»W/  =  n/H« (6.) 

m  being  the  co-efficient  depending  on  the  mode  of  distribution  of 
the  load,  as  denned  by  equation  1  of  Article  161,  p.  247,  and 
given  for  particular  cases  in  the  tables  and  examples  of  Article 
161. 

In  using  the  above  equation  6,  it  is  to  be  understood  that  the 
same  unit  of  measure  is  to  be  employed  for  all  the  dimensions  of 
the  beam;  and  inasmuch  as  the  values  of  the  " modulus  of 
rapture''  /given  in  tables  are  generally  stated  in  pounds  on  the 
tqwre  inch,  bo  that  the  inch  is  the  proper  unit  for  the  transverse 
dimensions  b  and  A,  the  length  or  span  I  ought  to  be  expressed  in 
inches  also,  so  that  the  bending  moment  will  be  computed  in  inch- 
pomds. 

In  finding  the  value  of  the  moment  of  inertia  I  of  cross-sections 
of  complex  figure,  the  following  rules  are  useful: — 

If  a  complex  cross-section  is  made  up  of  a  number  of  simple 
SgnreB,  conceive  the  centre  of  gravity  of  each  of  those  tigures  to  be 
traversed  by  a  neutral  axis  parallel  to  the  neutral  axis  of  the  whole 
section.  Find  the  moment  of  inertia  of  each  of  the  component  figures 
relatively  to  its  own  neutral  axis;  multiply  its  area  by  the  square  of 
the  distance  between  its  own  neutral  axis  and  the  neutral  axis  of 
the  'whole  section;  and  add  together  all  the  results  so  found,  for 
the  moment  of  inertia  of  the  whole  section.  To  express  this  in 
symbols,  let  A'  be  the  area  of  any  one  of  the  component  figures,  %/ 
the  distance  of  its  neutral  axis  from  the  neutral  axis  of  the  whole 
section,  I'  its  moment  of  inertia  relatively  to  its  own  neutral  axis; 
titen  the  moment  of  inertia  of  the  whole  section  is 

I  =  2-r  +  2-s/*A'. (7.) 

When  the  figure  of  the  cross-section  can  be  made  by  taking 
Away  one  simpler  figure  from  another,  so  that  the  centre  of  gravity 
°f  the  whole  figure  is  found  by  subtraction  (as  in  p.  154),  both 
the  area  and  the  moment  of  inertia  of  the  subtracted  figure  are 
^  be  considered  as  negative,  and  so  treated,  in  making  use  of 
equation  7. 
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163.  BnunrlM  «f  n«M«at  «f  BcalatMra.— The  following  table 
contains  examples  of  the  values  of  the  factors  ri,  m\  and  n,  of 
equations  3,  4,  and  5 : — 


Form  or  Cross  Sectiohs. 

"-A- 

m     k 

1                M 

I.  BectangleoA, •> 

i 

12 

1 
2 

i 

6 

(including  square)           j" 

II.  Ellipse— 

Vertical  axis  A, ) 

«•        1 
64     20*4 
=  0*0491 

1 
2 

w        1 
82  "10-2 
=  0-0982 

Horizontal  axU 6,-tt. ........... /> 

(including  circle)           ) 

IO.  Hollow  rectangle,  b^—frX;  also"] 
I-formed  section,  where  b'  is  1 
the  sum  of  the  breadths  of  the  1 
lateral  hollows, •■.•••.••••J 

1*1         AAV 

1 
2 

6V1       b#' 

IV.  Hollow  square-*                        | 
V.  Hollow  ellipse, 

12  V1      AV 

1 
2 

wV1      I" 

20-4  V         bh*) 

1 
2 

10-2V*       AAV 

VI.  Hollow  circle, 

20-4  V1       AV 

1 
2 

102V         AV 

VIL  Isosceles  triangle;  base  6,  height) 
A;  yx  measured  from  summit,) 

1 
86 

2 
8 

1 
24 

• 

The  following  examples  are  not  well  suited  for  introduction  into 
the  tables: — 

Example  VIII. — T-formed  section. 

Areas.         Depths. 
Flange  or  table, Ax  K± 

Vertical  web, A2  h^ 

Totals,  A^Aj^  A;  ^1  +  A2  =  A. 

Exact  Solution, — Distance  of  the  neutral  axis  from  the  edge  of 
the  vertical  web, — 


Stiff 


•<!•) 


BEAHS  07  T-8HAPED  AND  DOUBLE  T-SHAPED  SECTION. 
*,(*!  +  *,)  A^  A,, 

¥l     2  2A 

Moment  of  Inertia  of  whole  section, — 

IF^+  4A ' 

Moment  of  Resistance,  as  before, — 

•rfjpnttimafe  Solution. — When  A  is  small  compared  with  Ag,  make 
*  =**+i  *i  j  then,  the  following  are  nearly  correct: — 

^>    yx     6         A  +  Ax      ' 

_/^A2(A,  +  4A1) 
6        A2  +  2A2 

Exakplb  IX. — Double  T-formed  section.     The  beam  is  assumed 
to  give  way  by  the  tearing  of  the  lower  flange  or  table 
^    Let  the  areas  and  depths  of  the  parts  of  which  uf? 

the  section  consists  be  denoted  as  follows : — 


(2.) 


tt  Area*. 

Upper  flange  or  table A., 

Vertical  web, A,, 

lower  flange  or  table, A8, 

T°*k, Ai  +  A^  +  A^A^  +  As  +  A^ 


Depths. 


rf 


a 
Fig.  187. 


&wcf  Solution* — The  height  of  the  neutral  axis  above  the  lower 
side  of  this  section  is 


y*    2  2  A  ' 

The  Moment  of  Inertia  of  the  section, — 

I  =  AA,  +  A-A5  +  A8AS      1    t.     .    ..      ,      alx. 
12^ 8-+4-A{^i-M*i  +  A»  +  2A2)s 


+  A!  A,  (A,  +W  +  A,  Aj^  +  V  J ; 
and  the  Moment  of  Resistance, — 


M,, 


y» 


(3. 
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Approximate  Solution. — When  Ax  and  ftg  are  small  compared  with 
A2,  make 

then  the  following  formulae  are  nearly  correct : — 

*-"3V  "AT  )~2         A^>  }-(4.) 

T  -  i'2  /  ^«  j.  Aj-^8  +  -^-1  -^2  +  *  Al  -^3  1  . 

1    *   lT2  +  ~~        4A  /' 

M     /J    />.A8(Ag  +  4A1  +  4A),).t.12A1A3. 
*•-*-    6  A2+2A1  '  j 

Another  Approximate  Solution,  when  A2  is  very  small,  or  when 
there  is  an  open  frame  instead  of  a  vertical  wet>— 


y» 


=  *N  I  =  ^-8;  Mo^/^ (J.) 


164.  CrMMMtira  of  Kqnal  Strength. — The  use  of  the  T-shaped 
and  double-T-shaped  cross-sections  mentioned  in  the  last  Article,  is. 
to  economize  any  material  whose  resistances  to  cross-breaking  by 
crushing  and  by  tearing  are  different,  by  so  adjusting  the  position 
of  the  neutral  axis,  that  the  tendencies  of  the  beam  to  break  across 
by  crushing  and  by  tearing  shall  be  as  nearly  as  possible  equal  The 
following  are  the  rules  for  effecting  that  adjustment: — 

Let/a  be  the  modulus  of  rupture  by  crushing; 
»  /»         i,  »  »  by  tearing;, 

„  ya  the  distance  from  the  neutral  axis  to  the  compressed  side; 
.      „y>         „  „  „  extended  side; 

y*  +  Vh  =  A  being  the  depth  of  the  beam; 

then  the  neutral  axis  should  be  so  placed  as  to  divide  that  depth  in 
the  following  proportion : — 

::     h 

Let  Ag,  as  before,  denote  the  area  of  the  cross-section  of  the 
vertical  web  of  a  beam,  measwred from  centre  to  centre  of  the  top  and 
bottom  flanges ;  Ax  the  area  of  the  compressed  flange,  A8  that  of 
the  extended  flange. 

The  following  solutions  are  to  the  same  degree  of  approximation 
with  those  in  equations  2  and  4  of  Article  163. 


:/-:/4. (i.) 


CROSS-SECTION  OP  EQUAL  STRENGTH. 
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Case  L  fm  greater  than  /»  beam  T-shaped. — Here  the  flange  is 
required  at  the  stretched  side  of  the  girder;  and  its  area  must  be  as 
follows: — 


8"   2/>^" 


.(2.) 


The  Moment  of  Resistance  of  this  form  of  cross-section  is  (see  Article 
163,  equation  2,  p.  255)— 


M0  =  (2^^ (3.) 


6 

Case  II.  f.  greater  than  /fc,  beam  double  T-shaped — The  area  of 
the  compressed  flange  being  Ap  that  of  the  stretched  flange  should  be 
as  follows: — 

_/.A  ./.-/» 

when  the  Moment  of  Resistance  will  become 


a  -■'■  A   xr*   J*  A  • 


•(*•) 


=*'{/.A,-0i-J/)^}   (A) 


In  designing  a  beam  to  bear  a  given  bending  moment,  the  depth 
k  and  area  A^  of  the  vertical  web  are  to  be  fixed  by  considerations 
of  practical  convenience,  when  equation  5  will  enable  the  areas  of 
either  or  both  of  the  flanges  to  be  computed 

Example. — Suppose  that  for  a  certain  sort  of  cast  iron, 

fm  =  80,000  lbs.  in  the  square  inch; 
/,  =  20,000    „      „ 

so  that  in  a  well-proportioned  section, 

5  :  4  :  1  :  :  h  :  ym  :  y*. 
Then  in  a  T-shaped  section, 

As=— g-  A2  =  ^A2;  and 


^      140,000  h'  A* 
M°= 6 ' 


■■<«■> 


and  in  a  double  T-shaped  section, 

3 
As=4  A^^A^;*  and 

*  This  remit  agrees  nearlj  with  the  proportion!  which  Mr.  Hodgkinaon  found 
^Fttimenully  to  be  the  beet  for  cast  iron  beams. 

8 
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M0  =  V  {  80,000  A  x  + 140,000^?  1 

=  A'  |  20,000  A8-40,000^J (7.) 

Case  III.  fa  less  than  /*,  beam  T-shaped. — Here  the  flange  is 
required  at  the  compressed  side  of  the  beam,  and  its  area  should  be, 

Ai=4z"''A* (8) 

The  Moment  of  Eesistance  of  this  cross-section  is 

M,JMr/.)iLAs. (a) 

Case  IV.  fa  less  than  fb9  beam  double  T-shaped.-~The  area  of 
the  stretched  flange  being  Ag,  that  of  the  compressed  flange  should 
be  as  follows : — 

A^Aaj  +  ^-A,; (10.) 

when  the  Moment  of  Resistance  wOl  become 


M0=A'|/.As+(2/»-/.)4?| 
=  *'  }/.A1  +  (2/.-/)4t}  ("•> 


In  designing  a  beam  to  bear  a  given  bending  moment,  the  depth 
K  and  area  A2  of  the  vertical  web  are  to  be  fixed  by  considerations 
of  practical  convenience,  when  equation  11  will  enable  the  area 
of  either  or  both  of  the  flanges  to  be  computed. 

Example. — Suppose  that  lor  a  certain  sort  of  wrought  iron, 

fa  -  36,000  lbs.  on  the  square  inch 
/>=G0,000    „        „        „        „ 

so  that  in  a  well-proportioned  section 

8  :  3  :  5  : :  h  :  ya  :  y*. 

Then  in  a  T-shaped  section, 


SECTIONS  OP  UNIFORM  STHEXOTH. 


2o0 


A     -5-3   A     _A*. 

84,000  K  A. 


.(12.) 


A  5   A  *    A 


and  in  a  double  T-shaped  section 

5 
3 

M<,  =  A'{  60,000  As  +  84,000  ** } 
=  A' {36,000  A,  +  12,000  ^*}  • (13.) 

165.  I*Bgfta4laal  Sertio**  of  Uadteaa  flf*e»gffc  ft*  Beam  (J .  J/., 
299)  are  those  in  which 
the  dimension*  of  the  r^x^% 

cross-section  are  varied 
in  Bach  a  manner  that 
its  ultimate  moment  of 
resistance  bears  at  each 
point  of  the  Learn  the 
same  proportion  to  the 
bending  moment  of  the 
load.  That  moment 
of  resistance,  for  fig- 
ures of  the  same  kind, 
being  proportional  to  the 
breadth  and  to  the  square 
of  the  depth,  can  be 
varied  either  by  varying  the  breadth,  the  depth,  or  both.     The  law 


Fig.  i42. 


Fig.  13* 


1^139. 


r-ft 


Fig.  140. 


Fig.  *<»- 


Kg.  145. 

*  Toe  first  theoretical  solution  of  Cases  IT.  and  IV.  was  contained  m  a  paper  ay 
Mr.  CaUcott  JWUy,  read  to  too  British  Association  at  Oxford  in  l»fi0. 
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of  variation  depends  upon  the  mode  of  variation  of  the  moment  of 
flexure  of  the  beam  from  point  to  point,  and  this  depends  on  the 
distribution  of  the  load  and  of  the  supporting  forces,  in  a  vsvlj 
which  has  been  exemplified  in  Articles  160  and  161.  When  the 
depth  of  the  beam  is  made  uniform,  and  the  breadth  varied,  the 
vertical  longitudinal  section  is  rectangular,  and  the  plan  is  of  a 
figure  depending  on  the  mode  of  variation  of  the  breadth.  When 
the  breadth  of  the  beam  is  made  uniform,  and  the  depth  varied, 
the  plan  is  rectangular,  and  the  vertical  longitudinal  section  is  of  a 
figure  depending  on  the  mode  of  variation  of  the  depth.  The 
following  table  gives  examples  of  the  results  of  those  principles : — 


Mode  of  Loading 
and  Supporting. 

proportional  to 

Depth  h  constant; 
Figure  of  Plan. 

Breadth  b  constant; 

Figure  of  Vertical 

Longitudinal  Section 

I.  (Figs.  138,  139). 
Fixed  at  A.  load- 
ed at  B, 

Distance  from  B. 

Triangle,  apex  at 
B,  fig.  138. 

Parabola,  vertex 
at  B,  fig.  139. 

II.  (Figs.  140,  141). 
Fixed  at  A,  uni- 
formly loaded,... 

III.  (Figs.  142,  148). 
Supported  at  A 
and  B,  loaded  at 
c, 

1 

Square  of  distance 
from  B. 

Pair  of  parabolas, 

vertices  touching 

each  other  at  B, 

fig.  140. 

Triangle,  apex  at 
B,  fig.  141. 

Distance  from 

adjacent 

point  of  support. 

Pair  of  triangles, 

common  base  at 

C,  apices  at  A  and 

B,  fig.  142. 

Pair  of  parabolas, 

vertices  at  A  and  1 

B,  meeting  at  C, 

fig.  143. 

IV.  (Figg.  144,  146) 
Supported  at  A 
and  B,  uniformly 
loaded, 

Product  of  dis- 
tances from  points 
of  support. 

Pair  of  parabolas, 
vertices  at  C,  C, 
in  middle  of  beam; 
common  base  A 
B,  fig.  144. 

Ellipse  ADB, 
fig.  145. 

1 
a    ' 

The  formulae  for  a  constant  depth  are  applicable,  approximately, 
to  the  breadths  of  the  flanges  of  the  T-shaped  and  double  T-shaped 
girders,  described  in  Article  164.  In  applying  the  principles  of  this 
Article,  it  is  to  be  borne  in  mind,  that  the  shearing  farce  has  not 
jet  been  taken  into  account;  and  that,  consequently,  the  figures 
described  in  the  above  table  require,  at  and  near  the  places  where 
they  taper  to  edges,  some  additional  material  to  enable  them  to 
withstand  that  force.      In  figs.   142  and   144,   such  additional 
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material  is  shown,  disposed  in  the  form  of  projections  or  palms 
at  the  points  of  support,  which  serve  both  to  resist  the  shearing 
force,  and  to  give  lateral  steadiness  to  the  beams.  As  to  the 
greatest  intensity  of  the  shearing  stress,  see  Article  168. 

166.  Bf«teta»  «T  Beptwra  mfCnM  Ir»a  Beuu.  (A.  M.,  297.) — Mr. 
William  Henry  Barlow,  in  a  paper  read  to  the  Royal  Society  (see 
Phil.  Trans.,  1855),  showed  that  the  modulus  of  rupture  of  cast  iron 
beams  has  various  values,  ranging  from  the  mere  direct  tenacity  of 
the  iron  up  to  about  two-and-a-quarter  times  that  tenacity,  according 
to  the  figure  of  the  cross-section  of  the  beam.  This  was  proved  by 
experiments  on  beams,  which  were,  in  some  cases,  of  a  solid  rect- 
angular section,  and  in  other  cases,  of  an  open  work  rectangular 
section.  So  far  as  those  experiments  went,  they  were  in  accordance 
with  the  following  empirical  formula : — 

/=/.+/•?;  (i.) 

where/* is  the  modulus  of  rupture  of  the  beam  in  question;  f0,  the 
direct  tenacity  of  the  iron  of  which  it  is  made;  f9  a  co-efficient 

determined  empirically;  and  -;  ,  the  ratio  which  the  depth  of  solid 

wtol  H  in  the  cross-section  of  the  beam  bears  to  the  total  depth  of 
*&tm  h.  The  following  were  the  values  of  the  constants  for  the 
cast  iron  experimented  on: — 

Direct  tenacity,  f«  =  18,750  lbs.  per  square  inch; ) 

/  =  23,000  lbs.  per  square  inch;  V (2.) 

=  H/0  nearly.  J 

Mr.  Barlow  afterwards  made  further  experiments  on  cast  iron 
tarns  of  various  forms  of  section,  and  also  experiments  on  wrought 
iron  beams,  showing,  though  not  so  conclusively,  variations  in  the 
modulus  of  rupture  of  wrought  iron  analogous  to  those  which  have 
been  proved  to  exist  in  the  case  of  cast  iron. 

167.  JJIowaaee  for  Weight  •€  Btmm—IAmMnt  I*agtfc  %t  Bcuk 
(4.  if.,  314,  315.) — When  a  beam  is  of  great  span,  its  own  weight 
Hay  bear  a  proportion  to  the  load  which  it  has  to  carry,  sufficiently 
great  to  require  to  be  taken  into  account  in  determining  the  dimen- 
sions of  the  beam.  The  following  is  the  process  to  be  performed 
for  that  purpose,  when  the  load  is  uniformly  distributed,  and  the 
team  of  imiform  cross-section.  Let  W  be  the  external  working 
had,  s.  its  &ctor  of  safety,  *8  a  factor  of  safety  suited  to  a  steady 
H  Uke  the  weight  of  the  beam. 

Let  6'  denote  the  breadth  of  any  part  of  the  beam,  as  computed 
by  considering  the  external  breaking  load  alone,  sx  W.     Compute 
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the  weight  of  the  beam  from  that  provisional  breadth,  and  let  it  be 

s  W 
denoted  by  B*.     Then  — ~J ~*  is  the  proportion  in  which  Hie 

gross  breaking  load  exceeds  the  external  part  of  that  load.  Conse- 
quently, if  for  the  provisional  breadth  b'  there  be  substituted  the 
exact  breadth, 

*%*'-«,* (1) 

the  beam  will  now  be  strong  enough  to  bear  both  the  proposed 
external  load  W,  and  its  own  weight,  which  will  now  be 

B-*1W'-#2B" W 

and  the  true  gross  breaking  load  will  be 

w=*Iw'+^b=V^f W 

As  the  factor  of  safety  for  a  steady  load  is  in  general  one-half  of 
that  for  a  moving  load,  sx  may  be  made  =  2*2;  in  which  case  the 
preceding  formulae  become 

a     26'w'  •  u\ 

B==2W^B'; {0) 

In  all  these  formulae,  both  the  external  load  and  the  weight 
of  the  beam  are  treated  as  if  uniformly  distributed — a  supposition 
which  is  sometimes  exact,  and  always  sufficiently  near  the  truth  for 
the  purposes  of  the  present  Article. 

The  gross  load  of  beams  of  similar  figures  and  proportions,  vary- 
ing as  the  breadth  and  square  of  the  depth  directly,  and  inversely 
as  the  length,  is  proportional  to  the  square  of  a  given  linear 
dimension.  The  weights  of  such  beams  are  proportional  to  the 
cubes  of  corresponding  linear  dimensions.  Hence  the  weight 
increases  at  a  faster  rate  than  the  gross  load;  and  for  each  parti- 
cular figure  of  a  beam  of  a  given  material  and  proportion  of  its 
dimensions,  there  must  be  a  certain  size  at  which  the  beam  will 
bear  its  own  weight  only,  without  any  additional  load. 
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To  reduce  tliis  to  calculation,  let  the  uniformly  distributed  gross 
breaking  load  of  a  beam  of  a  given  figure  be  expressed  as  follows :— 

W  =  *t  W'  +  «gB  =  8*^*A; (7.) 

K  K  and  A  being  the  length,  depth,  and  sectional  area  of  the  beam, 
/the  modulus  of  rupture,  and  n  a  factor  depending  on  the  form  of 
cross- section.     The  weight  of  the  beam  will  be  expressed  by 

B  =  kw'lA; (8.) 

tr'  being  the  weight  of  an  unit  of  volume  of  the  material,  and  h  a 
factor  depending  on  the  figure  of  the  beam.  Then  the  ratio  of  the 
weight  of  the  beam  multiplied  by  its  proper  factor  of  safety  to  the 
gross  breaking  load  is 

W  "  Snfh  > V'' 

which  increases  in  the  simple  ratio  of  the  length,  if  the  proportion 
I -his  fixed.  When  this  is  the  case,  the  length  L  of  a  1>cam,  whose 
weight  (treated  as  uniformly  distributed)  is  its  working  load,  is 
given  by  the  condition  %  B  =  W. ;  that  is, 

i-!££v <><>•> 

This  limiting  length  having  once  been  determined  for  a  given  class 
of  beams,  may  be  used  to  compute  the  ratios  of  the  gross. breaking 
load,  weight  of  the  beam,  and  external  working  load  to  each  other, 
for  a  beam  of  the  given  class,  and  of  any  smaller  length,  lt  according 
to  the  following  proportional  equation : — 

L:I:L-'::W:B:W; (11.) 

In  all  the  following  examples,  the  factors  of  safety  employed  are 

Example  L — Let  the  beams  in  question  be  plain  rectangular  cast 
iron  beams,  so  thatn- -f  &=1,  «/  =  0*257  lb,  per  cubic  inch;  let 

/=  40,000  lbs.  per  square  inch ;  and  let  j  =  y=.     Then 

L  =  4,612  inches  =  384  feet  nearly; (12.) 

also,  /  being  expressed  in  inches — 

4,812:J:*— J-iiWcBrW* (13.) 
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Example  IL — Cast  iron  beam  of  uniform  single  T-shaped  section 
of  equal  strength  (as  in  Article  164,  Case  I.,  p.  257). 

A8=2  A2J,#"  A  =  2  A*andA*:as5  ^ 

"•-"8"""         24        -—120       '  ••  W  -        151      * 

As  before,  B  =  0*257  I  A; 

h'         I 
Let/,  =  80,000  lbs.  on  the  square  inch;  y  =  =-=;  then 

«2  B       Z  in  inches        ,        \ 

-W~~6j5G~'  > (14-) 

L  =  6,456  inches  =  538  feet;  j 
also, 

6,456  : 1  :  G^~l .  .  W :  B  :  W. (15.) 

Example  III. — Cast  iron  beam  of  uniform  double  T-shaped 
section  of  equal  strength  (as  in  Article  164,  Case  IL,  p.  257). 

A*  =|  A,  +  4  Ax;  .-.  A  =  J  A,  +  5  Ar 

H-^-/.*(£  A.+A,);  ,.W=^  QA.+  8A,). 

In  order  to  obtain  a  definite  result,  some  proportion  must  be 
assumed  between  the  area  of  the  upper  flange  Av  and  that  of  the 
vertical  web  Ar  For  the  sake  of  illustration,  let  At  =  A^  -5-  2; 
which  proportion  is  not  unusual  in  practice.     Then 

A  =  5A2  =  10A1  =  y  As;  and 

w_fih'A(7_      4\       19.£*'_A 

As  before,  B  =  0257  I  A.     Let  /.  =  80,000  lb.  on  the  square 

inch :  r  =  =-^ ;  then 
Z       15 

*2  B __ tin  inches         , 

"W""^5f62";  V (16.) 


L  =  8,762  inches  =  730  feet  nearly 


j- 
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also, 

fr762:|:8,762~*::W:B:W'. (17.) 

Example  IV. — Wrought  iron  beam  of  uniform  single  T-shaped 
of  equal  strength  (as  in  Article  164,  Case  III.,  p.  258). 

Ai  =  3  A*>  •'•  A*  =  3  ^2  and  -^2  =  4  Ai 

**«  —    8    ""       30       ""        iO-'"™-       5^— * 
In  this  case,  B  =  0-277  I  A  =  ?  J  A. 

if  j 

JjBt/i  =  60,000  lbs.  on  the  square  inch ;  .  =  — ;  then 

s2  B  __  I  in  inches        ,  } 

~W^-— v»— ;  > (!«•) 

L  =  6,720  inches  =  560  feet  nearly ;  j 
abo, 

6,720:|:6,72|?~~*:;W:B:W' (19.) 

Example  T. — Wrought  iron  beam  of  uniform  double  T-shaped 
section  of  equal  strength  (as  in  Article  164,  Case  IV.,  p.  258). 

Aj  =  -k  Aj  +  s  Ajj .*.  A  =  ~  Aj  +  g  Agj 

M.=  ^i=/.t.(^  +  A.);.-.w=A»(»A,+8i>). 

In  order  to  obtain  a  definite  result,  let  A8  =  A2 ;  which  pro- 
portion is  not  unusual  in  practice.     Then  A  =  4  A2;  and 


w^—j-  Vi5+2;  -a-  ~~ r 


As  before,  let  B==~^A;/,==  60,000;  ^==^;  then 


*o  B       /in  inches  , 

-?_  -=  — -  -    -    ---  ;  and 


W  —     11,840     '  J, (20.) 

I*  =  11,840  inches  =  987  feet  nearly; 


j- 
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also, 

11,840:|:^46°— ::  W:B:W (21.) 

168.   DUflribttt!«M  «f  flhearlaf  Strew  in  Beam.     (.4.  J/.,  309.) 

It  has  already  been  shown  in  Article  160,  Division  II.,  how  to  find 
the  greatest  amount  of  the  shearing  action  of  the  load  at  a  given 
cross-section  of  a  beam.  Let  F  denote  that  amount,  A  the  area  of 
the  cross-section  at  which  it  acts;  then 

F 

Mean  intensity  of  shearing  stress  =  x (*•) 

The  distribution  of  that  stress  over  the  cross-section  is  such  that 
its  intensity  is  greatest  at  the  neutral  axis,  and  gradually  diminishes 
towards  the  upper  and  lower  surfaces  of  the  beam,  where  it 
vanishes.  That  greatest  intensity  is  found  by  the  following  pro- 
cess:— Conceive,  as  in  fig.  136,  Article  162,  p.  250,  the  cross- 
section  to  be  divided  into  thin  horizontal  layers,  such  as  C;  let  z 
be  the  breadth  of  any  layer,  d  y  its  depth,  y  its  distance  from  the 
neutral  axis;  also  let  z0  be  the  breadth  of  the  cross-section  at  the 
neutral  axis ;  I  the  "  moment  of  inertia"  of  the  cross-section,  as 
defined  in  Article  162,  p.  252;  yx  the  distance  from  the  neutral 
axis  to  either  the  upper  or  the  under  surface  of  the  beam;  q0  the 
required  greatest  intensity  of  the  shearing  stress.     Then 

F 


=  lj)'*d* W 


The  symbol  f  x  denotes  that  the  integration  or  summation  of 

the  products  yzdyoi  the  area  of  each  layer  into  its  distance  from 
the  neutral  axis,  is  to  extend  from  the  neutral  axis  to  either  the 
upper  or  the  lower  surface  of  the  beam,  that  integration  being 
thus  performed  for  one  only  of  the  two  parts  into  which  the 
neutral  axis  divides  the  cross-section.  It  is  a  matter  of  convenience 
only  which  of  those  parts  is  chosen,  as  the  same  result  is  arrived  at 
in  either  case. 

The  maximum  intensity  of  the  shearing  stress  at  the  given 
cross-section  exceeds  the  mean  intensity  in  the  following  pro- 
portion : — 

*£  =  &:>•"'. (3.) 

a  ratio  depending  solely  on  the  figure  of  the  cross-section. 
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The  following  table  gives  some  of  its  values : — 

a  A 
Figure  of  Cross-section.  -%-. 

3 
L  Rectangle,  z^  =  b> -^ 

IL  Ellipse  and  Circle, -. 

o 


III.  Hollow  Rectangle — 

A  =  bh-b'h';  z0  =  b-b\ 
This  includes  I-shaped 
sections, 


3  (bh-b'h')'(hh*-b'h,Z) 
'2'     (b-b^'ibhS-Vh?)    ' 

3/,        hh' 


IV.  Hollow  square,  h*-h'2, \(l+h*  +  krV' 

4 
V.  VL  Hollow  ellipse  and  hollow  circle;  the  numerical  factor*; 

the  symbolical  factor,  the  same  as  for  the  hollow  rectangle 
and  hollow  square  respectively. 

VII.  Single  T-shaped  section ;  flange  Ax ; )  3     4  A  At  +  Af 
web  A2;  A^A^A, J  £ •  A2(i~Ax  +  A2)' 

VIII.  Double  T-shaped  section;  flanges  Av  A3;  webA2; 

A1  +  A2  +  A3  =  A, 

A(24A1A3  +  12  A1As+12AgA3)4  3  A^ 
A2  (24  Ax  As  +  8  At  A2  +  8  A2  A8  +  z  *$ 

When  At  and  A3,  in  Case  VIII.,  are  large  compared  with  A2, 
— that  is  to  say,  when  a  beam  consists  of  strong  upper  and  lower 
flanges  or  horizontal  bars,  connected  by  a  thin  vertical  web,  the 
shearing  force  may  be  treated  as  if  it  were  entirely  borne  by  the 
vertical  web,  and  uniformly  distributed. 

The  smallest  cross-section  of  abeam  is  generally  fixed  by  reasons  of 
convenience,  independent  of  the  shearing  force  to  which  it  is  exposed, 
and  is  generally  much  greater  than  is  necessary  in  order  to  bear  that 
force.  But  when  it  is  practicable  to  adapt  the  least  cross-section  of 
the  beam  accurately  to  the  shearing  force,  the  preceding  formulae 
and  table  furnish  the  means  of  doing  so,  by  making 

?<>=£; '• (4.) 

where/'  is  the  modulus  of  rupture  by  shearing,  and  *  a  factor  of 
safety.     This  equation  gives  for  the  least  sectional  area, 
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A^is^Zo^.'JL (5.) 

in  which  formula,  q0  A  -f-  F  is  to  be  found  by  means  of  equation  3 
or  of  the  preceding  table  of  examples. 

169.  DefleetiM«fB«>«.  (1.  if.,  300  to  304.)— By  the  tern 
"Deflection"  when  not  otherwise  specified,  is  understood  the  greater 
displacement  of  any  point  of  a  loaded  beam  from  its  position  whei 
the  beam  is  unloaded.  Three  cases  may  be  distinguished, — that  ol 
Deflection  under  any  food,  that  of  Proof  Deflection,  or  deflection  undei 
the  greatest  load  which  does  not  impair  the  strength  of  the  beam! 
and  that  of  Ultimate  Deflection,  or  deflection' immediately  befort 
breaking.  When  the  load  does  not  exceed  the  proof  load,  the 
deflection  of  a  given  beam,  under  a  load  distributed  in  a  given 
manner,  is  very  nearly  proportional  to  the  load :  when  the  piW 
load  is  exceeded,  the  deflection  increases  in  general  faster  than  the 
load,  and  in  an  irregular  manner,  so  that  the  ultimate  deflection  is 
not  capable  of  exact  computation.  The  remainder  of  this  Article! 
will  therefore  relate  to  deflections  under  loads  not  exceeding  the 
proof  load. 

The  determination  of  the  deflection  of  a  beam  under  a  transverse 
load  is  a  process  which  consists  of  three  steps,  by  which  are  found 
successively,  the  curvature  at  any  cross-section,  the  slope  at  any 
cross-section,  and  the  deflection. 

Step  I. — To  find  the  curvature  at  a  given  cross-section,— divide 
the  bending  moment  at  that  cross-section  (as  found  in  Article  160, 
Division  III.,  p.  242)  by  the  "moment  of  inertia"  of  that  section 
(as  found  in  Article  162,  p.  252),  and  by  the  modulus  of  direct 
elasticity  of  the  material  The  result  is  the  curvature, — that  is, 
the  reciprocal  of  the  radius  of  curvature  of  a  longitudinal  line  in  the 
beam,  which  was  straight  when  the  beam  was  unloaded.  Denote 
that  radius  by  r,  and  the  other  quantities  by  the  symbols  already 
employed;  then 

I=*L no 

The  positive  or  negative  sign  of  this  expression  will  show  whether 
the  curvature  is  concave  upwards  or  downwards. 

When  the  beam  is  under  its  proof  load,  and  the  given  cross-section 
is  Huxt  of  greatest  stress,  let  Mq  denote  the  bending  moment  of  that 
section,  and  I0  the  moment  of  inertia;  then,  as  has  been  shown  in 
Article  162,  equations  2  a,  3,  4,  and  5,  we  have 
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(whore/  is  the  modulus  of  proof  strength,  or,  for  most  materials, 
from,  one-half  to  one-third  of  the  modulus  of  rupture,  see  Article 
143,  p.  222);  so  that,  in  the  case  now  considered,  equation  1  becomes 

!=*•-£—    f  (2) 

r0    EI^Ey^E^TE w 

(a*'  having  the  meaning  explained  in  Article  162,  p.  252). 

This  formula  gives  the  sharpest  curvature  which  the  beam  can 
bear  without  injury;  and  as  J'  -*-  E  is  the  proof  strain  of  the 
material,  that  curvature  depends  on  the  proof  strain,  the  depth  h, 
and  the  form  of  section  only. 

When  the  dimensions  are  all  given  in  inches,  the  bending 
moment  in  inch-pounds,  and  the  moduli  of  proof  strength  and 
elasticity  in  pounds  on  the  square  inch,  the  radius  of  curvature  will 
be  computed  in  inches. 

The  denominator  E I  in  equation  1,  expresses  the  transverse  stiff- 
ness or  resistance  of  the  beam  to  bending  at  any  given  cross-section; 
and  as  I  may  be  expressed  in  the  form  n'  b  h*  (Article  162,  equation 
3,  pi  252),  the  resistances  of  similar  cross-sections  of  beams  of  the 
same  material  are  to  each  other  as  their  breadths,  and  as  the  cubes 
of  their  depths;  and  consequently, — 

The  curvatures  of  beams  of  the  same  material  at  sections  of  similar 
figures,  under  equal  bending  moments,  are  inversely  as  their  breadtfis, 
and  inversely  as  the  cubes  of  their  depths. 

Equation  2  also  shows  that, — 

The  curvatures  of  beams  of  the  same  material,  at  sections  of  similar 
figures,  under  their  respective  proof  bending  moments,  are  inversely 
as  their  depths  simply. 

In  the  case  of  a  cross-section  of  equal  strength  (such  as  those 
described  in  Article  164),  equation  2  may  be  put  in  the  following 
form : — let  fm'  and  fi  be  the  moduli  of  proof  resistance  to  cross- 
breaking  by  compression  and  by  tearing  respectively;  then 

r0~   Eh" (2A'> 

The  curved  form  assumed  by  an  originally  straight  longitudinal 
line  in  a  beam  might  be  drawn  approximately  by  the  aid  of  equa- 
tion 1,  were  it  not  that  the  great  lengths  of  the  radii  of  curvature, 
and  the  smallness  of  the  ordinates  of  the  curve,  in  all  cases  which 
occur  in  practice,  render  it  neither  practicable  nor  useful  to  draw 
the  figure  of  that  curve  in  its  natural  proportions.  But  the 
following  process,  invented,  so  far  as  I  am  aware,  by  Mr.  C.  H. 
Wild,  enables  a  diagram  to  be  drawn,  which  represents,  with  a  near 
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approach  to  accuracy,   that  curve,    with  its  vertical  dimensions 
exaggerated,  so  as  to  show  conspicuously  the  slopes  and  ordinate 

Compute,  by  equation  1,  the  radii  of  curvature  for  a  aeries  of 
equi-distant  point*  in  the  beam.  Diminish  all  those  radii  in  any 
proportion  which  may  be  convenient,  and  draw  a  curve  composed 
of  small  circular  arcs  with  the  diminished  radii.  Then  in  the  .same 
ratio  that  the  radii,  as  compared  with  the  horizontal  scale  of  the 
drawing,  are  diminished,  will  the  vertical  scale  of  the  drawing, 
according  to  which  the  ordinate*  are  shown,  be  exaggerated. 

Fig.  146.  Fig.  147. 

Step  II. — To  find  the  dope,  or  inclination  of  an  originally 
straight  longitudinal  line  in  a  beam  to  its  original  position.  The 
solution  of  this  problem  depends  on  the  principle,  that  the  difference 
of  slope  at  two  points  in  tJuU  line,  is  the  product  of  the  distance 
between  those  points  into  the  mean  curvature  of  tlie  portion  of  the  line 
between  tiiem*  That  is  to  say,  in  symbols,  let  d  x  denote  the  length 
of  a  portion  of  the  line,  1  -f-  r  its  mean  curvature,  d  i  the  dif- 
erence  of  slope  at  the  two  ends  of  that  portion ;  then 

<"=*:■ «*> 

Let  i0  be  the  slope  of  the  beam  at  the  point  taken  as  the  origin 
of  co-ordinates ;  i,  the  slope  at  a  point  whose  distance  from  that 
origin  is  a/ ;  conceive  the  distance  k  to  be  divided  into  an  indefinite 
number  of  small  parts,  the  length  of  each  being  d  x;  compute  by 
equation  1  the  curvature  of  each  of  those  parts,  and  by  equation  3 
the  successive  differences  of  slope;  sum  or  integrate  those  results, 
and  the  final  result  will  be  the  whole  difference  between  the  slopes 
at  the  origin  and  at  the  point  «';  that  is  to  say. 


J  o 


d  *       (D 


r 


When  the  beam  is  supported  and  loaded  in  such  a  way  that  it  is 
known  to  have  no  slope  at  a  certain  point,  that  point  should  he 
taken  as  the  origin.  This  occurs  in  two  cases;  that  of  a  beam 
fixed  at  one  end  and  loaded  on  the  projecting  portion  (fig,  147), 
which  has  no  slope  at  the  fixed  end  A;  and  that  of  a  beam  sup- 
ported at  both  ends  and  symmetrically  loaded  (half  shown  in  fig. 
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146),  which  has  no  dope  at  the  middle  point  A.  In  these  cases, 
let  the  tangent  A  X  0  at  the  point  of  no  slope  be  taken  as  the 
aik  of  abscissae,  along  which  oi  is  to  be  measured;  then 

t0  =  0;  and»  =  /     — (o.) 

J  »    r 

These  are  the  most  common  cases  in  practice.  In  other  cases, 
the  slope  i^  at  the  origin  must  remain  indeterminate  until  the 
thinl  step  of  the  solution  is  performed. 

The  following  principles  are  the  consequences  of  equation  3,  when 
applied  to  similar  beams  of  the  same  tnaterial,  under  loads  similarly 
dutrilnded:— 

The  dopes  at  corresponding  points  are  as  the  lengths  and  curva- 
tures; and  therefore, 

Under  equal  loads,  the  slopes  at  corresponding  points  are  directly 
« the  lengths,  and  inversely  as  the  breadths  and  cubes  of  the  depths; 

Under  the  proof  loads,  the  slopes  at  corresponding  points  are 
directly  as  the  lengths,  and  inversely  as  the  dept/is. 

The  following  formulae  express  these  principles,  as  applied  to  the 
finding  of  the  steepest  slope  in  a  given  beam,  which  is  in  general  at 
the  point  most  distant  from  the  point  of  no  slope;  for  example,  at 
D.infiga  146  and  147. 

Under  a  given  load  W; 

steepest  slope  ix  =1^-^; (6.) 

Under  the  proof  loaa\ 

steepest  slope  iL  =  J-^|; (7.) 

And  in  lections  of  equal  strength, 

For  beams  fixed  at  one  end,  c  =  l;  for  beams  supported  at  both 

ro'  and  n'  are  the  factors  already  explained  in  Article  162, 
equations  3  and  4,  p.  252,  and  of  which  values  have  been  given  in 
ti>euble,p.  254. 

*'  and  m"  are  factors  depending  on  the  distribution  of  the  load, 
the  mode  of  support,  and  the  longitudinal  section  of  the  beam. 
Examples  of  their  values  will  be  given  in  a  table  further  on.  They 
fear  the  following  relations  to  each  other ; — 

in  beams  fixed  at  one  end  ml"  =smmn;  )       ,g  v 

in  beams  supported  at  both  ends  ml"  =  2m  m";  j  "  "  *  '' 
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m  being  the  factor  already  explained  in  Article  161,  equation  1, 
p.  247,  and  of  which  values  have  been  given  in  the  tables  of  pp. 
245  and  246. 

Step  III. — To  find  the  Deflection.  By  this  term  is  to  be  under- 
stood the  depression  oftiie  lowest  point  below  the  highest  point  of  an 
originally  straight  horizontal  longitudinal  line  in  the  beam. 

Let  d  x  be  the  distance  between  two  points  in  that  line,  i  the 
mean  slope  of  the  line  between  them,  and  d  v  their  difference  of 
level;  then 

dv  =  idx. (9.) 

Assume  any  convenient  point  in  the  line  in  question  as  the 
origin  of  co-ordinates ;  let  x*  be  the  distance  of  another  point  from 
it ;  conceive  that  distance  to  be  divided  into  an  indefinite  number 
of  small  parts,  the  length  of  each  being  d  x ;  compute,  by  the  second 
step  of  the  process,  the  slope  of  each  of  those  divisions,  and  by 
equation  9,  the  successive  differences  of  elevation  of  their  ends; 
the  sum  or  integral  of  those  results  will  be  the  elevation  or  depres- 
sion of  the  point  x*  relatively  to  the  origin,  according  as  it  is  positive 
or  negative;  that  is  to  say, 

vz=  ('  idx. (10.) 

.'  o 

This  equation  finally  determines  the  figure  assumed  by  an 
originally  straight  longitudinal  line  in  the  beam. 

In  the  two  cases'representedbyfigs.  146  and  147 — that  is,  when 
the  beam  is  symmetrically  loaded,  or  fixed  at  one  end — the  most 
convenient  point  for  the  origin  is  still  the  point  of  no  slope  A,  and 
the  deflection  sought  is  the  difference  of  elevation  between  that 
point  and  the  furthest  point  D,  whose  distance  from  it  is,  in  a 
symmetrically  loaded  beam,  the  half-span,  £  -4-  2,  and  in  a  beam 
fixed  at  one  end,  the  length  of  the  projecting  part,  L  Hence, 
denoting  the  deflection  by  vv 


In  a  symmetrically  loaded  beam,  vx  =  /  Sf  i  d  x\ 

.1  /° 
in  a  beam  fixed  at  one  end,  vx  =  /    idx. 

J  0 


} 


(no 


In  other  cases,  the  most  convenient  point  for  the  origin  of  co- 
ordinates is  in  general  one  of  the  points  of  support;  the  fixity  of 
the  other  point  of  support,  for  which  v  =5  0,  will  give  an  equation 
from  which  i^  in  equation  4  may  be  found,  and  the  positions  of  the 
most  elevated  and  depressed  points  are  to  be  found  by  the  con- 
dition that  for  them  the  slope  t  =  0.  Examples  of  such  problems 
will  be  given  in  the  sequel 
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The  following  principles  are  the  consequences  of  equation  9, 
when  applied  to  similar  beams  of  the  same  material,  under  loads 
mUariy  distributed: — 

Under  equal  loads,  the  deflections  are  directly  as  the  cubes  of  the 
lengths,  and  inversely  as  the  breadths  and  cubes  of  the  depths. 

Under  the  proof  loads,  the  deflections  are  directly  as  the  squares  of 
the  lengths,  and  inversely  as  the  depths. 

The  following  formulae  express  these  principles : — 

Deflection  under  a  given  load  W, 
Proof  Deflection, 


»"Wc«. 


n\fc*      . 

^=WnTh; <1S,> 

And  in  sections  of  equal  strength, 

*i  = Eh *W  A,) 

For  beams  fixed  at  one  end,  o  =  I;  for  beams  supported  at  both 
ends,c  =  {  -5-  2. 

»'  and  n'  are  the  factors  already  explained  in  Article  162, 
equations  3  and  4,  p.  252,  and  of  which  values  have  been  given  in 
the  table,  p.  254. 

n*  and  n"  are  factors  depending  on  the  distribution  of  the  load, 
the  mode  of  support,  and  the  longitudinal  section  of  the  beam. 
They  bear  the  following  relations  to  each  other  : — 


i 

/ 


in  beams  nxea  at  one  end,  nr  =  m  n  ;  \ 

in  beams  supported  at  both  ends,  nm  =  2  m  n"  J  '**'     '' 

The  following  tables  give  examples  of  the  values  of  the  factors  in 
equations  6,  7,  7  a,  12,  13,  and  13  A :— 


274 


MATERIALS  AND  STRUCTURES. 


Owe. 

A,  Uniform  Cross-Section. 
L  ConstantMomentofFlex- 

ure, ■ 

IL  Fixed  at  one  end,  loaded 
at  other, 

III.  Fixed  at  one  end,  uni- 

formly loaded,.. 

IV.  Supported  at  both  ends, 

loaded  in  middle, 

V.  Supported  at  both  ends, 
uniformly  loaded, 


Proof  Load.  Any  Load. 

Factors  for  Factor*  for 

Deflection.  Slope.     Deflection. 


• \ 

1  1 

2  3  ' 

1  1 

3  4  ' 

1  1 

2  3  ' 

2  5^ 

3  12' 


1  1 

2  3 

1  1 

6  8 

1  1 

i  6 

1  5 

6  48 


B.  Uniform  Strength  and  Uni- 
form Depth.  (See  Article 
165,  pp.  259,  260.) 

(The  curvature  of  these  is  uniform). 

VI.  Fixed  at  one  end,  loaded  ) 
at  other, J 

VIL  Fixed  at  one  end,  uni-  ) 
formly  loaded, j 

VIII.  Supported  at  both  ends, ) 
loaded  in  middle, j 


IX  Supported  at  both  ends, )      |  \  \  : 


uniformly  loaded, J 


C.  Uniform  Strength  and  Uni- 
form Breadth.  (See  Article 
165,  pp.  259,  260.) 

X.  Fixed  at  one  end,  loaded  1  o            ?            2           ? 

atother, J  3 5 

XI.  Fixed  ft  one  end,  uni- )  .^^      x      infinite       J 

formly  loaded, J  2 

XII.  Supported  at  both  ends, )  «             2             ,            1 

loaded  in  middle, J  3 3 

XIII.  Supported  at  both  ends,  )  1<57()8  0.57Q8  0.3g27  0.1427 

uniformly  loaded, j 
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The  values  of  to"  and  n"  for  beams  of  uniform  strength,  as  given  in 
the  above  table,  are  greater  than  those  which  occur  in  practice, 
because,  in  computing  the  table,  no  account  has  been  taken  of  the 
additional  material  which  is  placed  at  the  ends  of  such  beams,  in 
order  to  give  sufficient  resistance  to  shearing  (see  p.  267). 

The  error  thus  arising  applies  chiefly  to  to",  the  factor  for  the 
rraminnm  slope.  For  the  factor  for  the  deflection,  n",  the  error  is 
inconsiderable,  as  experiment  has  shown, 

170.  The  g»op— timm  mt  tlM  Grate*  Depth  •'  *  ■«■  «•  lh«  ■»*■ 
(A.  M.}  302,)  is  so  regulated,  that  the  proportion  of  the  greatest 
deflection  to  the  span  shall  not  exceed  a  limit  which  experience  has 
shown  to  be  consistent  with  convenience.  That  proportion,  from 
various  examples,  appears  to  be — 

For  the  working  load,  -*  =  fr°m  ggg  to  r^niy 

For  the  proof  load, ...  -*  =  from  5^  to  g^g. 

The  determination  of  the  proportion,  h$  4-  J,  of  the  greatest  depth  of 
the  beam  to  the  span,  so  as  to  give  the  required  stiffness,  is  effected 
t>J  the  aid  of  equation  13  of  Article  169,  p.  273,  from  which  we 

obtain 

T""2ETO'A0""4Em/"AD; 
ttraequentlj  the  required  ratio  is  given  by  the  equation 

an  expression  consisting  of  three  factors:  a  motor,  n"  -s-  4  m'f  depend- 
ing on  the  distribution  of  the  load  and  the  figure  of  the  beam;  a 
fctor,  I  .&.  vv  being  the  prescribed  ratio  of  the  span  to  the  deflection ; 
todafactor,/r  -t-E,  being  the  proof  strain,  or  the  working  strain,  of 
«£  material,  as  the  case  may  be.  When  the  cross-section  is  one  of 
*N  strength,  as  in  Article  164,  equation  1  may  be  put  in  the 
following  form; — 

*-*f#* « 

EuMPtg  I. — Let  the  beam  be  under  its  working  load,  uniformly 
^ributed,  on  a  beam  of  uniform  section,  alike  above  and  below. 

Lena's  JL  m'  =  i     Let  -  =s  1,000  be  the  prescribed  ratio  of 
12  &  *i 
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the  span  to  the  working  deflection.  Let  the  material  be  wrought 
iron,  for  which  q-a00  is  a  safe  value  for  the  working  strain  i?     Then 

fy_JL  i,ooo_  S  _  1  . 

I  -24,3,000~72"-'l44; 

which  is  very  nearly  the  average  proportion  of  depth  to  span 
adopted  for  wrought  iron  girders  in  practice. 

Example  II. — Let  the  beam  still  be  under  its  working  load, 
uniformly  distributed;  let  the  cross-section  be  of  equal  strength, 
and  let  the  longitudinal  section  be  one  of  uniform  ttrength  and  uni- 
form depth,  (See  Article  165,  Case  IV.,  p.  260.)  In  this  case,  n"  =  7y 

Let  I  -*-  vx  be  still  =  1,000.  The  material  being  wrought  iron,  and 
the  factor  of  safety  about  6,  let/'.  =  6,000;  f%  =  10,000;  and  let 
E  =  29,000,000.     Then 

K_\%  16,000 x  1,000 _  JL_ 
I  ~ 8  '    29,000,000    ~U5' 

being  nearly  the  same  as  in  the  preceding  example. 

Example  III. — As  in  Example  II.,  let  the  beam  be  under  its 
working  load,  uniformly  distributed;  let  the  cross-section  be  of 
equal  strength,  and  the  longitudinal  section  of  uniform  strength 

and  uniform  depth.     Then  n"  =  =.    Let  the  material  be  cast  iron ; 

let  the  factor  of  safety  be  6,  and  let  /.  =  13,333,  /*  =  3,333, 
E=  16,666,000.  The  following  are  the  proportions  of  greatest 
depth  to  length  for  two  different  values  of  the  proportion  of  the 
greatest  deflection  to  the  length : — 

for^eOO,^ 

fori.  =  800^=^ 

171.  Sovranr?  #f  the  Preeeea  #f  Designing  m  Beam. — In  design- 
ing a  beam  of  a  given  material,  and  of  a  given  span,  to  support  a 
given  load,  distributed  in  a  given  way,  the  process  to  be  followed 
may  be  thus  summed  up : — 

I.  Decide  to  what  class  of  figures  the  cross-section  shall  belong ; 
for  example,  whether  it  is  to  be  rectangular,  similar  above  and 
below,  T-shaped,  double  T-shaped,  of  equal  strength,  and  so  forth 
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(gee  Article  164,  pp.  256  to  259);  also,  of  what  kind  the  longitudinal 
section  is  to  be:  as  to  which,  see  Article  165,  pp.  259  to  261. 

II  Determine  the  greatest  depth,  by  the  considerations  men- 
tioned in  Article  170,  p.  275. 

HL  Find  the  shearing  force  and  bending  moment  at  a  sufficient 
number  of  crone-sections,  and  the  greatest  shearing  force  and 
bending  moment,  as  in  Articles  160,  161,  pp.  239  to  249. 

IV.  Multiply  the  greatest  bending  moment  by  a  proper  motor  of 
safety;  which,  for  a  travelling  or  otherwise  moving  load,  will,  in 
general,  be  six.  This  gives  the  breaking  moment  for  rupture  by 
cross-breaking.  In  like  manner,  the  greatest  shearing  force,  multi- 
plied by  a  proper  factor  of  safety,  gives  the  ultimate  resistance  to 
shearing  at  the  section  where  the  shearing  force  is  greatest 

Y.  Determine  provisionally  the  product  of  the  extreme  breadth 
and  square  of  the  depth  at  the  section  of  greatest  bending  moment, 
by  dividing  that  moment  (M^)  by  the  modulus  of  rupture  of  the 
material  (/),  and  by  the  proper  factor  (n).  (See  Article  162,  equa- 
tion 5,  p.  252;  also  the  table  of  the  values  ci  n,  p.  254.)  That  is  to 
say,  make 

*»«-• (1.) 

nf 

Divide  this  by  the  square  of  the  depth,  already  found :  the  result 
will  be  the  provisional  extreme  breadth,  b'. 

In  some  cases,  such  as  those  of  T-shaped  and  double  T-shaped 
sections  of  equal  strength,  the  above  process  may  not  be  convenient ; 
sod  then  the  provisional  sectional  areas  of  the  different  parte  of  the 
beam  are  to  be  deduced  from  the  required  moment  of  resistance 
M*  and  the  already  fixed  depth  h,  by  the  aid  of  equations  1,  2,  3, 
4,  or  5,  of  Article  163,  pp.  255,  256,  or  of  the  formula  of  Article 
164,  pp.  256  to  259. 

VL  From  the  extreme  depth  and  the  extreme  breadth,  or  sec- 
tional area  (as  the  case  may  be),  at  the  section  of  greatest  bending 
moment,  find  all  the  other  required  transverse  dimensions  of  the 
beam. 

VIL  Thence  compute  its  weight  If  this  is  a  small  fraction  of 
the  external  load,  the  results  already  obtained  are  sufficient. 

VIII.  But  if  the  weight  of  the  beam  forms  a  considerable  part 
of  the  load,  the  results  already  obtained  are  provisional  only,  and 
the  breadths  (and  therefore  the  sectional  areas)  are  to  be  increased 
everywhere  in  the  proportion  given  by  Article  167,  equation  1,  p. 
262.  The  weight  of  the  beam  also  will  be  increased  in  the  same 
proportion. 

By  means  of  equation  2  of  the  same  Article,  p.  262,  the  ratio  of 
the  weight  of  the  beam  to  the  external  load  may  be  found  approxi- 
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mately  so  soon  as  the  extreme  depth,  and  the  diameter  of  the  cross 
and  longitudinal  sections  have  been  fixed;  and  then  the  breaking 
load  may  be  found  approximately  by  equation  3  of  the  same 
Article,  and  used  in  computing  the  required  ultimate  resistance  to 
cross-breaking  and  to  shearing;  whence  the  true  breadths  and  areas 
of  the  beam  may  be  found  at  once.  But  when  this  method  is 
followed,  the  exact  weight  of  the  beam  should  afterwards  be  com- 
puted from  the  dimensions,  to  test  whether  the  approximate  value 
is  sufficiently  near  the  truth. 

IX.  The  method  of  Article  168,  pp.  266  to  268,  may,  if  neces- 
sary, be  employed  to  test  whether  the  cross-section  at  the  points  of 
greatest  shearing  force  is  sufficient  to  resist  that  force. 

172.  Saadenlf-applM  Tm4— SwIftlr-ralllBg  LmI.  (A.  M.,  306.) 
— A  suddenly-applied  transverse  load,  like  the  suddenly-applied 
pull  of  Article  149,  p.  227,  produces  at  first  double  the  maximum 
stress,  and  double  the  strain,  which  the  application  of  a  load 
gradually  increasing  from  nothing  to  the  amount  of  the  given  load 
would  produce. 

The  action  of  the  rolling  load  to  which  a  railway  bridge  is  sub- 
jected is  intermediate,  in  those  cases  which  occur  in  practice,  between 
that  of  an  absolutely  sudden  load  and  a  perfectly  gradual  load.  It 
has  been  investigated  mathematically  by  Mr.  Stokes,  and  experi- 
mentally by  Captain  Galton,  and  the  results  are  given  in  the  Report 
of  the  Commissioners  on  the  Application  of  Iron  to  Railway 
Structures. 

The  additional  strain  arising,  whether  from  the  sudden  application 
or  swift  motion  of  the  load,  is  sufficiently  provided  for  in  practice 
by  the  method  already  so  frequently  referred  to,  of  making  the 
factor  of  safety  for  the  travelling  part  of  the  load  about  double  of 
the  factor  of  safety  for  the  fixed  part. 

173.  The  Re»lltoac«  or  Spriag  «f  a  Bern  (A.  If.,  305,)  is  the 
work  performed  in  bending  it  to  the  proof  deflection ; — in  other  words, 
the  energy  of  the  greatest  shock  which  the  beam  can  bear  without 
injury ;  such  energy  being  expressed  by  the  product  of  a  weight 
into  the  height  from  which  it  must  fall  to  produce  the  shock  in 
question.  This,  if  the  load  is  concentrated  at  or  near  one  point,  is 
the  product  of  half  the  proof  load  into  the  proof  deflection;  that  is 
to  say,  let  W  be  the  proof  load;  then  the  resilience  is 


2 


1       (1) 


If  the  load  is  distributed,  the  length  of  the  beam  is  to  be  divided 
into  a  number  of  small  elements,  and  half  the  proof  load  on  each 
element  multiplied  by  the  distance  through  which  that  element  is 
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moved  during  the  proof  deflection  of  the  beam,     Let  u  be  that  dis- 
tance; then  for  beams  fixed  at  one  end, 


and  for  beams  supported  at  both  ends, 


(2.) 


Let  dxbe  the  length  of  an  element  of  the  beam;  to  the  intensity 
of  the  load  on  it,  per  unit  of  length;  then  the  resilience  is 


Ifutodx (3.) 


2 

The  cases  in  which  the  determination  of  resilience  is  most  useful 
in  practice  are  those  in  which  the  load  is  applied  at  one  point 

Let  the  beam  be  fixed  at  one  end  and  loaded  at  the  other,  c 
being  the  length  of  itB  projecting  part     Then 

**~-^-;£  ■£••»* (*•> 

This  expression  consists  of  three  factors,  viz. : — 

(L)  The  volume  of  the  prism  circumscribed  about  the  beam, 
ebh. 

ft 

(21)  A  Modulus  of  BetQieno^^f  of  the  kind  already  mentioned 

in  Article  149,  p.  227. 

(3.)  A  numerical  factor,^ — ,;  in  which  n  and  ml  (see  p.  252) 

depend  on  the  form  of  cross-section  of  the  beam,  and  n"  (see  p. 
273),  on  the  form  of  longitudinal  section  and  of  plan.  The  follow- 
ing are  values  of  this  compound  factor  for  a  rectangular  cros*- 

for  which  »= ^,  f»'*=  3,  and  therefore  ^ — » =  g  ' — 


6* 
I.  Uniform  breadth  and  depth, ,g- 

IL  Uniform  strength,  uniform  depth,  jv 

IIL  Uniform  strength,  uniform  breadth,   §• 
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If  a  beam  be  supported  at  both  ends  and  loaded  in  the  middle, 
its  length  being  I  =  2  c,  its  proof  deflection  is  the  same  with  that  of 
a  beam  of  the  same  transverse  dimensions  and  of  the  length  c, 
fixed  at  one  end  and  loaded  at  the  other;  and  its  proof  load  is 
double  of  that  of  the  latter  beam;  therefore,  its  resilience  is  double 
of  that  of  the  latter  beam.  Consequently,  for  rectangular  beams  of 
the  half  span  c,  supported  at  both  ends  and  loaded  in  the  middle, 
we  have  the  following  values  for  the  numerical  factor  of  the 
resilience  :— 

"6- 
IV.  Uniform  breadth  and  depth, ^ 

Y.  Uniform  strength,  uniform  depth,   >- 

2 

YL  Uniform  strength,  uniform  breadth, <      ^ 

174.  Bflbct  mt  Twtariii  •»  a  Bean.     (A.  M.f  320  to  325.)— A 

full  account  of  the  theory  of  resistance  to  twisting  and  wrenching 
would  be  out  of  place  in  the  present  treatise,  as  engineering 
structures  are  never  subjected  to  any  considerable  strain  of  that 
kind.  For  the  solution  of  such  questions  as  commonly  occur  in 
practice  respecting  such  structures,  the  following  principles  are 
sufficient : — 

L  The  Moment  of  Torsion  or  Twisting  Moment  of  a  load,  means 
the  moment  of  the  pair  of  equal  and  opposite  couples,  which,  being 
applied  at  different  points  in  the  length  of  a  bar,  tend  to  twist  the 
intermediate  portion,  and,  if  great  enough,  to  break  it  by  wrenching. 

II.  The  Ultimate  Moment  of  Resistance  of  a  bar  to  wrenching 
ranges  from  about  once  and  a-half  to  twice  its  Moment  of  Re- 
sistance to  cross-breaking. 

IIL  Suppose  that  the  resultant  load  on  a  beam,  W,  and  the 
supporting  pressures,  act  in  a  plane  which,  instead  of  coinciding 
with  the  middle  longitudinal  vertical  section  of  the  beam,  lies  to 
one  side  of  that  section,  and  parallel  to  it,  at  the  distance  L. 
Then  besides  the  bending  moment  on  each  cross-section  of  the  beam 
(M),  found  as  in  Article  160,  there  is  a  Twisting  Moment  whose 
value  is, 

T  =  P,K (1.) 

P1  being  the  greatest  supporting  pressure. 

In  finding  the  Moment  of  Resistance  (Mx)  required  to  give  the 
beam  sufficient  strength,  the  following  formula  is  near  enough  to 
the  truth  for  practical  purposes : — 
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m>=V{t+tj}  +  * <2> 

and  the  dimensions  of  the  beam  axe  to  be  computed  as  if  this 
quantity,  instead  of  M,  were  the  bending  moment  of  the  load 

175.  The  BiiMriii  rad  CmmcUm  of  long  beams  (A.  M.,  309), 
which  arise  from  the  changes  of  atmospheric  temperature,  are 
usually  provided  for  by  supporting  one  end  of  each  beam  on  rollers 
of  steel  or  hardened  cast  iron.  The  following  table  shows  the  pro- 
portion in  which  the  length  of  a  bar  of  certain  materials  is 
increased  by  an  elevation  of  temperature  from  the  melting  point 
of  ice  (32°  Fahr.,  or  0°  Centigrade)  to  the  boiling  point  of  water 
under  the  mean  atmospheric  pressure  (212°  Fahr.,  or  100°  Centi- 
grade); that  is,  by  an  elevation  of  180°  Fahr.,  or  100°  Centigrade  :— 

Metals. 

Brass, -00216 

Bronze, *ooi8i 

Copper, -00184 

Gold, "0015 

Cast  iron, 001 11 

Wrought  iron  and  steel, -001 14  to  -00125 

Lead, -0029 

Platinum, -0009 

Silver, -002 

Tin, -002  to  -0025 

Zinc, -00294 

Earthy  Materials. 

(The  expansibilities  of  stone  from  the  experiments  of  Mr.  Adie.) 

Brick,  common, "°°355 

„      fire, -0005 

Cement, -0014 

Glass,  average  of  different  kinds, -0009 

Granite, -0008  to  -0009 

Marble, -00065  to  -oou 

Sandstone, -0009  to  -0012 

Slate, -00104 

Timber. 

(Expansion  along  the  grain,  when  dry,  according  to  Mr.  Joule, 
Proceed.  Hoy.  Soc.,  Nov.  5,  1857.) 

Baywood, -000461  to  -000566 

Deal, -000428  to  -000438 
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Mr.  Joule  found  that  moisture  diminishes,  annuls,,  and  even 
reverses,  the  expansibility  of  timber  by  heat,  and  that  tension, 
increases  it. 

176.  Bean  Fixed  at  B#th  Bud*.  (A.  M.,  307.) — The  particular 
problems  respecting  beams,  which  have  been  solved  in  the  preced- 
ing Articles,  have  all  reference  to  cases  in  which  the  beam  is  either 
firmly  fixed  at  one  end  and  loaded  on  the  projecting  portion,  or 
simply  supported  at  the  two  ends  and  loaded  between  them,  and  in 
which,  consequently,  the  determination  of  the  shearing  force  and  bend- 
ing moment  at  each  point,  and  of  the  curvature,  slope,  and  deflection, 
are  simple  and  direct  processes,  proceeding  step  by  step  from  the 
determination  of  one  quantity  to  that  of  another.  In  this  and  the 
following  Articles,  problems  will  be  considered  in  which  the  shear- 
ing force  and  bending  moment 
depend,  to  a  greater  or  less  ex- 
~—  tent,  on  the  curvature,  slope, 
.  .  and  deflection;  and  in  which, 
nfr 148-  consequently,    the    algebraical 

process  of  elimination  is  often  required,  two  or  more  unknown 
quantities  having  to  be  determined  at  once  by  solving  an  equal 
number  of  equations  at  the  same  time. 

A  beam  is  fixed,  as  well  as  supported  at  both  ends,  when  a  pair 
of  equal  and  opposite  couples  are  made  to  act  on  the  vertical 
sectional  planes  at  its  points  of  support,  of  magnitude  sufficient  to 
maintain  its  longitudinal  axis  horizontal  there,  and  so  to  diminish 
the  deflection,  slope,  and  curvature  of  its  middle  portion.  This  is 
generally  accomplished  by  making  the  beam  form  part  of  one 
continuous  girder  with  several  points  of  support,  or  by  making  it 
project  on  either  side  beyond  its  points  of  support,  and  so  fastening 
or  loading  the  projecting  portions,  that  their  loads,  or  the  resistance 
of  their  fastenings,  shall  give  the  required  pair  of  couples. 

In  fig.  148,  let  C  B  A  B  C  represent  a  beam  supported  at  the 
points,  C,  C,  loaded  along  its  intervening  portion,  and  so  fixed  or 
loaded  beyond  these  points,  that  at  them  its  longitudinal  axis  is 
horizontal,  instead  of  having  the  slope  i'v  which  it  would  have 
if  the  beam  were  simply  supported  at  C,  0,  and  not  fixed.  At  each, 
of  the  vertical  sections  above  the  points  of  support,  C,  C,  there  is 
an  uniformly-varying  horizontal  stress,  being  a  pull  above  and  a 
thrust  below  the  neutral  axis;  and  the  moment  of  that  pair  of 
stresses  is  that  of  the  pair  of  equal  and  opposite  couples  which 
maintain  the  beam  horizontal  at  the  points  of  support.  It  is  re- 
quired to  find, — in  the  first  place,  that  resisting  moment  at  the 
vertical  planes  of  support  (from  which  the  stress  on  the  material 
there  may  at  once  be  found);  and  secondly,  the  effect  of  that 
moment  on  the  curvature,  slope,  deflection,  and  strength  of  the  beam. 
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The  general  method  of  solution  of  this  question  is  as  follows : — 
Compute,  by  equation  5  of  Article  169,  p.  271,  rv  the  slope  which 
the  neutral  surface  of  the  beam  would  hare  at  the  points,  C,  C, 
if  it  were  amply  supported  there,  and  not  fixed.     Then,  by  the 
expression  Elt.^-c,  find  the  uniform  moment  of  flexure,  which 
if  it  acted  on  the  beam  in  such  a  manner  as  to  make  it  become 
con-rex  upwards,  would  produce  a  slope  at  the  points,  C,  C,  equal 
and  contrary  to  vr     This  will  be  the  required  moment  of  re- 
sistance at  the  Yertical  sections  C,  C.     It  will  afterwards  appear 
that  this  is  the  greatest  moment  of  resistance  in  the  beam;  so  that 
by  putting  it  instead  of  M0in  the  formula  of  Articles  162,  163, 
and  164,  pp.  251  to  259,  the  conditions  of  strength  of  the  beam 
are  determined     Denote  this  moment  by  —  M2,  the  negative  sign 
denoting  that  it  tends  to  produce  convexity  upwards,  while  the 
load  on  the  beam  tends  to  produce  convexity  downwards. 

Let  M  be  what  the  moment  of  flexure  at  any  point  of  the  beam 
would  be,  if  it  were  simply  supported  at  C,  C.  Then  the  actual 
moment  of  flexure  is 

and  by  substituting  this  for  M  in  the  equations  of  Article  169,  pp. 
368  to  273,  the  curvature,  slope,  and  deflection,  with  the  proof  load, 
or  with  any  load,  are  found. 

Where  M  is  the  greater,  as  at  A,  the  beam  is  convex  down- 
wards. Where  M  is  the  less,  as  at  0,  the  beam  is  convex  up- 
wards. There  are  a  pair  of  points,  B,  B,  at  which  M  =  Mj,  so 
that  the  moment  of  flexure,  and  consequently  the  curvature,  vanish, 
and  the  beam  is  subjected  to  a  shearing  force  alone;  these  are 
called  the  points  of  contrary  flexure;  and  they  divide  the  middle 
part  of  the  beam,  which  is  convex  downwards,  from  the  two  end- 
mcst  parts,  which  are  convex  upwards. 

Example  L — Symmetrical  load  on  a  beam  of  uniform  section,  in 
general.  By  Article  169,  equation  6,  p.  271,  observing  that  I  = 
2  c,  we  have 

,  _2m'm  Wc* 

And  by  the  table  in  the  same  Article,  p.  274,  Case  I. 

M  ==EI»vi__",B*y*/i. 

1  e  o        * 

*=  2  mn  m  Wc  =  m"  -m  W  I  =  m*  -M* (1.) 
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M0  being  what  the  bending  moment  at  A  would  have  been,  had  tkc 
beam  been  simply  supported. 

The  values  of  m"  are  given  in  Article  169,  p.  274. 

Let  M'0  be  the  actual  bending  moment  at  A.    Then 

M'0  =  (1  -  m")  M0 (2.) 

The  greatest  moment  of  flexure  must  be  either  at  A  or  C,  or  at 
both,  if  the  moments  of  these  sections  be  equal  and  opposite.     Bur 

for  beams  of  uniform  section,  m"  is  never  greater  than  ~;  there- 
fore the  greatest  moment  of  flexure  is  at  C,  or  both  at  C  and  A, 
and  never  at  A  alone. 

The  ultimate  strength  or  greatest  moment  of  resistance  of  the 
beam  is  expressed  by  the  following  formula,  obtained  by  putting  M2 
instead  of  m  W  l>  in  equation  6  of  Article  162,  p.  253 : — 

Mx  =  m"  m  W  /  =  nfb  A2; (3.) 

W  being  the  breaking  load,  and  /the  modulus  of  rupture. 

Hence  it  appears,  that  by  fixing  the  ends  of  an  uniform  beam  so 
that  tliey  shall  be  horizontal,  its  strength  is  increased  in  the  ratio 
\:m\  . 

The  deflection  is  found  by  subtracting  that  due  to  the  uniform 
moment  Mx,  from  that  which  the  load  would  produce  if  the  beam 
were  simply  supported  at  C  and  C. 

The  result  is  as  follows : — 

/n"       1\    M,c*       /          m-\  M0c* 
"1  =  W"— 2J-  EI    '  \n  ~  "2  )•  ET <4> 

For  values  of  n'  see  the  table  already  referred  to,  p.  274.  Prom 
the  last  of  those  expressions,  it  appears  that  by  fixing  the  ends 
horizontal,  an  uniform  beam  is  made  staffer  under  a  given  load 
in  the  ratio 


•"(*-T>  . 


If  in  the  first  expression  for  the  deflection,  M,  be  considered  to 
represent  the  moment  of  resistance  corresponding  to  the  proof 
or  limiting  safe  stress  at  the  section  C,  we  may  make  M1  -&-  I  —f 
•4-  m'  h)  so  as  to  obtain  the  following  expression  for  the  deflection 
under  the  proof  had; — 


/n'       1\    /c* 
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being  less  than  the  proof  deflection  of  a  beam  simply  supported,  as 
given  bj  equation  13,  Article  169,  p.  273,  in  the  ratio 


w_D:n"* 


Tie  points  of  contrary  flexure  are  to  be  found  in  each  particular 
by  solving  the  equation 


M—  M1=iO.. 


.(6.) 


Examples  H.  and  IIL  are  particular  cases  of  the  general  problem 
in  Example  L 

Example  H. — Uniform  tectum,  loaded  in  tfte  middle. 


1 


tssi'm  =2;n  =3; 


1     fc*      (n"      1\        ,      1 


,(7.) 


The  points  of  contrary  flexure  are  midway  between  A  and  C. 
Rtamplk  IIL — Uniform  section,  uniformly  loaded. 

W=siol  =  2ew 

1.2.5 
m=sV  m  =3'n  =12; 

Vl-8-Em7h'\^"~i)Jhn  =10' 

The  points  of  contrary  flexure  are  each  at  the  following  distance 
from  A,  the  middle  point  of  the  beam: — 


...(8.) 


«/3 


=  0-577  e  =  0-289  I; (9.) 


ExAJtPL*  IT. — Uniform  itrength,  uniform  depth,  uniform  load. 
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In  this  case  the  uniformity  of  strength  is  attained  by  making  th< 

breadth  at  each  point  pro 
portional  to  the  moment 
of  flexure,  as  shown  in  the 
plan,  fig.  149,  preserving, 
at  the  points  of  contrary 

thickness  only  to  resist  the  shearing  forcefleXUre  B'  *  '  ***«■ 
diSn«UrV?*U?.vf  tb?  beam  »  unifona  in  amount,  changing  in 
fTcl^gl**?0*?0?,00*1***6™-  Therefore?*^, 
o ^tnsl  Z%  \ A,a*  ?f  ?*?  °f  the  ^^  are  two  arcs  of  circkL 
R-^if  ^h0m0ntal  at  A  and  °>  **  touching  each  other  at 
rfcSSSJ?0"^"  *S  °f  T*1  lm^h>  the"*>re  «*  point 

IndSS  .r  "  ^dwV  Ween  the  middle  of  the  beam  A 
and  the  point  of  support  C.  ^^ 

double  o?Jw  580'  tHaVhe  J*00'  defleotion  of  the  *«»  ™**  be 
S£d  rt  it  Jf  "rW'  "T-  b««i  <*  half  the  span,  sup- 


..nSSl^i    ^T*11*  °f.  flexure  at  A  must  be  «»  «"e  as  in  an 
umformly  loaded  beam,  with  the  same  intensity  of  load  w  «  W  - 

2  c,  supported,  but  not  fixed  at  B,B;  that  is  to  say  ' 


0       16  "  32  "  f  * 


.(11.) 


and  therefore,  the  moment  of  flexure  at  C  is 

i1  b6i?f  *•  ^^  of  *«w  beam  at  C,  which  is  three  times  the 
breadth  b0  at  A. 

The  .breadth  b}  at  any  other  point,  whose  distance  rrom  A  is 
x,  is  given  by  the  equation 

•-lO-WO-VD* <»> 

In  using  this  equation,  the  positive  or  negative  sign  of  the  result 
merely  indicates  the  direction  of  the  curvature. 
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According  to  this  equation,  the  figure  of  the  beam  in  plan  (fig. 
149)  consists  of  two  parabolas,  having  their  vertices  at  A,  and 
intersecting  each  other  in  the  points  of  contrary  flexure,  B,  B,  for 

which  x  =  =±=  t> 


177.  A  ItiMM  Vtara*  at  Om  EmI  aa*  ■wp>»rtci  at  B#th  (A.  M.f 
308)  is  sensibly  in  the  same  condition  with  the  part  C  B  A  B  of 
the  beam  in  fig.  148,  extending  from  one  of  the  fixed  points  C  to 
\he  farther  point  of  contrary  flexure,  which  now  represents  a  point 
supported,  but  not  fixed.  Hence  if  a  continuous  girder  be  supported 
on  a  aeries  of  piers,  the  span  of  each  of  the  endmost  bays  should  be 
to  the  span  of  each  intermediate  bay  in  the  ratio  c+x^  :  2  <?,  where  x0 
is  the  distance  A  B  from  the  lowest  point  to  a  pointof  contrary  flexure. 

178.  Bf  ■  iMpwfcitf/  «x«l  at  the  »■<■  Cwtlum  CMvdcn. 
—The  continuity  of  a  girder  over  the  piers  which  support  it  is  not 
sufficient  to  fix  it  horizontal  at  the  points  of  support,  unless  all  the 
spans  are  alike  loaded.  Hence  the  full  strengthening  and  stiffening 
effect  of  such  continuity,  as  investigated  in  Article  176,  is  to  be 
reckoned  upon  as  regards  the  fixed  part  of  the  load  only,  and  not  as 
regards  the  travelling  part 

In  determining  the  moment  of  resistance  required  in  the,  parts  of 
such  a  girder  which  are  directly  over  the  piers,  the  whole  girder  is  to 
be  supposed  loaded  with  the  travelling  load  as  well  as  the  fixed  load, 
and  the  method  of  Article  176  applied  in  order  to  find  M1  (p.  283). 
fiat  the  same  method  will  not  in  this  case  give  a  sufficiently 
great  value  to  M'^  the  moment  of  resistance  required  at  the  middle 
of  each  span;  for  the  greatest  bending  moment  at  that  point  is 
produced  when  one  span  is  loaded  with  the  travelling  load  as  well 
at  the  fixed  load,  and  the  adjoining  spans  loaded  with  the  fixed 
load  only. 

Greater  or  less  precision  may  be  used  in  finding  M'0  according  to 
wcumstances.  The  following  approximate  method  errs  on  the  safe 
aide,  and  is  the  best  to  employ  when  the  fixed  load  is  light  com- 
pared with  the  travelling  load. 

Method  I. — Calculate  that  part  of  M'0  which  arises  from  the 
fixed  load  as  for  a  girder  fixed  horizontal  at  the  ends  (Article  176, 
equation  2,  p,  284),  and  that  part  which  arises  from  the  travelling 
load  as  for  a  girder  merely  supported  at  the  ends,  but  not  fixed. 
(Article  161,  Case  VI,  p.  246).  In  other  words,  compute  the 
ending  moment  which  would  be  produced  by  the  entire  load, 
fixed  and  travelling,  on  a  beam  merely  supported  at  the  ends,  and 
rabtact  from  the  result  the  already  computed  moment  of  flexure 

Jp?  ^?  P0™*8  °*  supP01**  <*ue  t°  th®  fixed  load  alone. 
That  is  to  say,  in  symbols,  let  v>  be  the  intensity  of  the  fixed 
«*d,ialba  on  the  lineal  foot,  and  %d  that  of  the  travelling  load;  then 
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M,  _(ta  +  «QP 

M0 g 


-M, 


.(1.) 


For  example,  for  a  beam  of  uniform  section,  uniformly  loaded, 


Ml=  TJ;  and 


(2.) 


To  find  the  deflection,  calculate  that  produced  by  the  total  load 
in  a  beam  merely  supported  at  the  ends,  and  subtract  that  due  to 
.the  uniform  moment  M,. 

That  process  gives  the  following  result,  for  an  uniform  beam 
under  a  given  load,  e  =  I  -t-  2  as  usual,  being  the  half  span : — 

*i  =  (»  +  *«02t£i ■• -(3.) 

and  supposing,  as  is  usually  the  case,  that  M'0  is  equal  to  or  greater 
than  Mj  (that  is,  if  id  is  equal  to  or  greater  than  to  -j-  3),  so  that 
the  greatest  stress  is  in  the  middle,  the  proof  deflection  is 

-5«/       /c* 


t0- 


.(4.) 


.(5.) 


Vl~w  +  3«/    4Em'A 

If,  on  the  other  hand,  M1  is  the  greater  («/  being  less  than  w  -*-  3), 
^w+5w'      fc2 
*i-~  2w '~miEnTK 

Method  II. — When  the  fixed  load  is  greater  than,  equal  to,  or 
not  much  less  than,  the  travelling  load  on  a  given  length  of  girder, 
the  following  method  may  be  used : — 

Let  fig.  150  represent  a  viaduct  of  several  spans,  consisting  of  a 
continuous  girder  resting  at  C,  C,  C,  <fcc,  on  a  series  of  equidistant 


Fig.  160. 

piers.    The  endmost  span  C  E  is  smaller  than  the  rest;  the  prin- 
ciple upon  which  it  is  to  be  determined  will  be  afterwards  explained 
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For  the  present,  the  bridge  is  to  be  conceived  to  consist  of  an 
indefinitely  long  series  of  equal  spans,  each  alternate  span  only  being 
uniformly  loaded  from  end  to  end  with  the  greatest  possible 
travelling  load. 

Let  w  be  the  intensity,  per  lineal  foot,  of  the  fixed  part  of  the 
load;  «/,  that  of  the  travelling  part;  so  that  to  +  «/  is  the  intensity 
of  the  load  on  the  more  heavily  loaded  spans,  A,  A,  <fec,  and  to  that 
of  the  load  on  the  intermediate  spans,  D,  D,  &c. 

Let  —  Mj  denote  the  yet  unknown  negative  moment  of  flexure  at 
the  points  of  support  over  the  piers,  0,  C,'C,  <fec. 

In  any  heavily  loaded  division,  let  horizontal  distances  denoted 
by  x  be  measured  from  the  central  point  A. 

In  any  lightly  loaded  division,  let  distances  denoted  by  a/  be 
measured  from  the  central  point  D. 

Let  c=/t2  denote  the  half-span  of  each  bay. 
Let  the  beam  be  supjtoeed  of  uniform  section,  the  moment  of 
inertia  being  I,  and  the  depth  h,  as  before. 

Then  the  following  are  the  results  of  the  processes  in  Article 
169:— 


lightly  loaded  DMaton. 


Heavily  loaded  DMaton. 


j  taring  Moment  M=*  |(^-^) -Mj 


AFT('-f) 

-M,x[ 


The  condition  of  continuity  of  the  beam  above  the  points  of 
support  is,  that  for  »  =  <?,  and  air' =  -c,  the  slope  %  shall  be  the  same. 
This  gives  the  following  equation : — 


whence  we  obtain  the  following  value  of  the  negative  moment  of 
flexure  above  each  pier : — 


6 


■(«■) 


Introducing  this  into  the  expressions  for  bending  moments,  and 

u 
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slope,  and  proceeding  with  the  processes  of  Article  169,  we  obtain 
the  following  results : — 


Iigbtly  loaded  Division. 


Heavily  loaded  DtvMoa. 


Bending  Moment  M= 


Slope  t. 


Deflection  vat  any  ^ 
point / 


6  2 

Eli     6     <rV     G*  ) 


W+2tJm      tP  +  tP'     , 


Bit— 6—^X-      6~^} 

-     ' .+T     ' 

IS 


1_  /•  +  *•[  ^    W+2W 
El\     24  12 


c**»+- 


The  following  cases  of  these  equations  are  the  most  important  in 
practice : — 


Bending  Moments — 
At  the  centre  D  of  a  lightly  loaded  span, 


*•— 6" 


■  c*  = 


24 


*»; 


At  the  centre  A  of  a  heavily  loaded  span, 


Mo  = 


w  +  2w/  „    w  +  2«/ 


6 


■  c«-: 


24 


-J*. 


.(7.) 


The  greatest  moment  of  flexure  will  be  either  M0  at  A,  or — Mx  at 
C,  according  as  the  intensity  of  the  travelling  load  to',  or  that  of  the 
fixed  load  w,  is  the  greater* 

Central  Deflexions  wader  any  load — 

c*       ^ 
Of  a  lightly  loaded  division,  4t  =  (w  -  2  m/)  oTjTj  J 

.•      (&) 

Of  a  heavily  loaded  division,  vx  =  («?  +  3  uf)  g .  F  ,. 


If  to  is  less  than  2  «/,  the  first  of  these  becomes  an  devotion,  being 
negative. 
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Central  Deflexion  of  a  heavily  loaded  Division  under  the 
Proof  Load — 
If  vi^w,  so  that  Mjj^'-Mp 


/c*      w  +  Zuf 


.(9.) 


if tDZ^rf,  so  that  -Mj^M^; 

Vl"4Em'A'2w  +  / 

The  corresponding  deflections  of  a  lightly  loaded  division  are 

found  by  multiplying  these  expressions  by = — r- 

Points  of  no  curvature  occur  at  the  following  distances  from  the 
centre  of  each  division : — 


In  a  lightly  loaded  division,  at  X*  =  dkzc\/  —* — ; 


In  a  heavily  loaded  division,  at  x  =  =!=  c\  /  n-. „. 


(w+ujy 


(10.) 


When  those  points  occur  in  pairs,  they  are  points  of  contrary  flex* 
wt;  and  this  is  always  the  case  in  a  heavily  loaded  span;  but  in  a 
lightly  loaded  span,  if  «/  =  w,  there  is  but  one  point  of  no  curvature, 
which  is  at  the  middle  of  the  division,  and  is  not  a  point  of  con- 
trary flexure;  and  ifu/z^  to,  there  is  no  such  point  in  that  span. 

C  E  represents  a  division  of  the  girder,  at  the  end  of  the  viaduct, 
of  such  a  length  that  when  it  is  unsupported  at  E  its  weight  may 
be  at  least  sufficient  to  produce  the  proper  moment  of  flexure  —  Mx 
above  the  nearest  pier  C.  In  order  that  this  may  be  the  case,  its 
length  CE  =  f  should  be  at  least  sufficient  to  fulfil  the  following 
condition:— 

wd  consequently,  the  least  limit  of  that  length  is  given  by  the 
following  formula : — 

"'■'sVTr <»■> 

(^  means  "not  less  than,"  and  ^c  "not  greater  than.*') 
The  division  G  E  should  not  extend  farther  from  C  than  the 
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farthest  point  of  contrary  flexure,  when  that  division  has  the 
travelling  load  on  it ;  that  is  to  say,  the  greatest  limit  of  its  length  is 


°«-^'('V^ <■*> 

In  order  that  the  fulfilment  of  these  conditions  may  be  possible, 
the  expression  (12)  must  not  be  less  than  the  expression  (11). 
When  the  end  E  of  the  girder  is  not  supported  by  the  action  of  the 
travelling  load,  it  rests  on  the  abutment  F. 

Throughout  the  whole  of  the  preceding  calculations  in  this 
Article,  it  is  to  be  understood  that  the  same  fader  of  safety  w  em- 
ployed both  for  the  faced  and  the  travelling  parts  of  the  load.  If  it 
is  considered  advisable  that  the  factor  of  safety  for  the  ordinary 
working  travelling  load  should  be  double  that  for  the  fixed  load  (for 
example,  that  the  former  should  be  6,  while  the  latter  is  3);  then  to 
and  tt/are  to  be  held  to  represent  the  intensities  of  the  two  parts  of 
the  proof  load,  each  being  one-third  of  the  corresponding  portion 
of  the  load  which  would  break  the  beam  if  divided  in  the  same 
manner;  so  that  M0  or  —  M,,  as  the  case  may  be,  is  one-third  of 
the  breaking  moment  In  the  course  of  the  ordinary  traffic  upon 
the  bridge,  the  intensity  of  the  fixed  load  w  will  continue  the  same 
as  before,  while  that  of  the  greatest  travelling  load  will  be  reduced 
to  one-half  of  that  of  the  travelling  proof  load;  that  is  to  say, 
v/+2. 

179.  Rafter,  «r  Slaateff  Bean  with  an  A*«ua«rt*— In  fig.  151, 
A  B  represents  a  straight  beam,  loaded  with 
weights,  and  having  an  abutment  at  A.  The 
supporting  pressures  at  A  and  B  are  to  be  found 
by  the  process  explained  in  Article  112,  Case 
III.,  p.  174. 

Resolve  the  load  and  the  supporting  pressures 
respectively  into  components  parallel  and  per- 
pendicular to  the  beam,  or,  as  they  may  be  called, 
'Fig.' 161.  *  longitudinal  and  transverse  components.  The 
strain  on  the  beam  is  compounded  of  longi- 
tudinal compression,  produced  by  the  longitudinal  forces,  and  of 
bending,  produced  by  the  transverse  forces. 

For  example,  let  the  load  be  uniformly  distributed,  and  let  to  he 
its  intensity  in  lbs.  per  lineal  inch  of  the  span  measured  Jwrizontally ; 
that  is  to  say,  if  I  denotes  the  length  of  the  sloping  beam  between 
the  points  of  support  A,  B,  i  its  angle  of  inclination,  and  W  the 
total  load,  the  value  of  that  intensity  is 

wsW  -£-2cos£ (1.) 
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The  supporting  pressure  at  B  is  horizontal ;  that  at  A  is  inclined 
at  the  angle  whose  tangent  is  2  tan  i;  and  their  values  are  re- 
spectively— 


AtB,  H  =  W~2tant 
At  A,  J  H*TW*7 


$ w 


The  longitudinal  components  of  the  load  and  supporting  pressures 
are  as  follows: — 


Of  the  load,- W  sin  t=  -iol  cost  sin  i; 

Of  the  pressure  at  B:-Hcoe*=  — 0— . — s-: 

*  9  2  smt  ' 

Of  the  pressure  at  A;  H  cos  t  +  W  sin  » 

=T(i+8ln*); 


..(3.) 


the  negative  signs  in  the  first  two  expressions  denoting  downward 
action.     The  transverse  components  are, — 


Of  the  load, -Wcos*=  -tWcoe*t; 

Of  each  of  the  supporting  )  W  cos  % 
pressures J       2 


..(4.) 


Let  A  denote  the  area  of  a  given  transverse  section  of  the  beam 
at  E,  whose  distance  from  B  is  denoted  by  of.  Then  there  is  at 
that  section  a  longitudinal  thrust  whose  intensity,  found  by  dividing 
its  amount  by  the  area  A,  is  as  follows : — 

^=  (~2slnT  *WX  **i  ain*)  *A (5) 

The  bending  moment  M  at  the  same  cross-section  is  the  same  as 
in  a  beam  of  the  span  I,  loaded  with  to  cos2 1  lbs.  on  the  lineal  inch 
measured  along  the  beam,  and  is  to  be  found  from  these  data  ,by 
the  formula  of  Article  161,  Case  YL,  p.  246,  or  by  the  method  of 
Article  176,  p.  282,  according  as  the  beam  is  merely  fixed  in  position 
at  A  and  B,  or  fixed  in  direction  as  well  as  in  position. 

It  may  here  be  remarked  that  if  0  D  be  a  horizontal  beam  of  the 
span  I  cos  t  (being  the  horizontal  projection  of  the  span  of  A  B), 
loaded  with  the  same  uniformly  distributed  load  W  aa  A  B,  and 
supported  or  fixed  at  the  ends  in  the  same  manner,  the  moment 
of  flexure  at  F,  the  cross-section  corresponding  to  E,  will  be  the 
same  as  at  EL 

Let  I  be  "the  moment  of  inertia"  of  the  cross-section  at  E  (see 


294  MATERIALS  AXD  8TBUCTU&E& 

p.  252),  and  m'h  the  distance  from  the  neutral  axis  to  the  concave 
side  of  the  beam.  Then  the  moment  of  flexure  M  produces  an 
additional  thrust  at  that  side  of  the  intensity, 

P"  =  ^-*. (6.) 

so  that  the  greatest  intensity  of  thrust  at  that  cross-section,  and  the 
condition  that  it  shall  not  exceed  a  safe  limit  of  intensity  {f  )  are 
expressed  as  follows : — 

?+l>"^f (7.) 

In  the  best  practical  examples,  the  beam  is  fixed  in  direction  at 
A  and  B;  and  in  that  case,  the  greatest  moment  of  flexure,  and 
the  greatest  longitudinal  thrust,  both  occur  at  the  abutting  joint  A. 
The  value  of  the  bending  moment  being  taken  from  Article  176, 
equation  8,  p.  285,  the  greatest  intensity  of  thrust  is  found  to  be 

,      „     W  /  1         .A     WZcos*  m'h       .„     v 

In  designing  a  sloping  beam,  the  depth  h  may  be  fixed  in  the 
first  place,  as  in  Article  170,  p.  275.  The  kind  of  Gross-section 
adopted  will  then  fix  the  ratios  m',  and  I  -*-  m'  A*  A,  I  and  A 
themselves  being  still  indeterminate.  Let  the  last  of  these  ratios  be 
denoted  by  q.   Then  equation  7  may  be  put  in  the  following  form : — 

,      „     W  (1  /  1         .A     Jcost)  „    , 

whence  is  deduced  the  following  formula  for  computing  the  re- 
quired sectional  area : — 

.      Wfl/  1         ..\     Zoos*) 

Table  of  Values  of  q=I-~-m'h2  A  (  =  -r-j  »  having  the  values 
given  in  Article  163,  p.  254  j. 

Form  of  Cross-Section.  q- 

1.  Rectangle,  ^. 

6 

IL  Ellipse  and  Circle, ^. 
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HX  HoHow  Rectangle,  A  =  &*-&' A';] 
also  I-fbrmed  section, 
the  sum  of  the  breadths 
the  lateral  hollows, 


,V  being    1/,     VV\t.     Vh\ 

VL  Hollow  Square,  A  =  A* -A* ^(1  +  ^)' 

V.  Hollow  EUipee, J  (l  -  Jg)  +  (l-g). 

VL  Hollow  Circle, ^1+*^. 

VTL  T-formed  Section;  approximate  so- 
lution as  in  Article  1 63,  equation 
2,  p.  255,— 

<"-■•  ^  -bA*> w&ffiffits 

TUX  Doable  T-formed  section;  approxi- 
mate solution  as  in  Article  163, 
equation  4,  p.  256 
(Flanges  A19  A«;  web  A2;  the 
beam  supposed  to  give  way  by 
crushing  the  flange  A,) 

A2(A2  +  4A1  +  4A8)  +  12A1A8 
6(A2  +  2Aa)(A1  +  Ai  +  As) 

XL  Doable   T-formed    section,    alike )      1  /  4  A^    \ 

above  and  below  (Ag  =  AJj /     6\      i,+  J  £j* 

When  the  deflection  of  the  sloping  beam  A  B  is  compared  with 
that  of  the  horizontal  beam  0  D  of  equal  horizontal  span,  and 
under  the  same  load,  it  appears,  from  the  principle  of  Article  169, 
p.  273,  that  if  those  beams  are  of  equal  and  similar  cross-section, 
their  deflections  at  corresponding  points  being  as  the  cubes  of  the 
lengths,  and  as  the  loads  producing  deflection,  which  are  inversely 
as  the  lengths,  are  to  each  other  as  the  squares  of  the  lengths; 
that  is 

Deflection  of  A  B :  deflection  of  CD  : :  1  ;cos2t (9.) 

Also,  the  vertical  components  of  the  deflections  are  as  the  lengths 
amply,  or 

Y^tkaloomvox^oi )  :deflectionof  CD  . :  1  :Cosi...(10.) 
deflection  of  AB,...  J  N     ' 
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But  if  A  B  be  increased  in  breadth,  as  compared  with  CDin  the 
ratio' of  1  :  cos  t,  or  sec  i  :  1,  the  vertical  components  of  their  deflectums 
will  be  equal.     This  principle  will  be  referred  to  in  the  next  article. 

179A.  Tol»edHccthe«rM«MCSirawlBaBeuBfrMithel»efl«cCiML 

— This  is  done  by  means  of  a  formula  deduced  from  equation  13 
of  Article  169,  p.  273,  as  follows:— 

Let  h  be  the  depth  of  the  beam  at  the  section  of  greatest  stress, 
and  m  h  the  distance  from  the  neutral  axis  of  that  section  to  that 
surface  of  the  beam  at  which  the  greatest  stress  is  required  ;  m',  a 
factor  explained  in  Article  162,  p.  252,  depending  on  the  form  of 
cross-section : — 

c,  the  half-span  of  a  beam  supported  at  both  ends,  or  the  length 
of  the  loaded  part  of  a  beam  supported  at  one  end ; 

n",  the  factor  for  proof  deflection,  explained  and  exemplified  in 
Article  169,  pp.  273,  274; 

E,  the  modulus  of  elasticity  of  the  material; 

v9  the  observed  deflection; 
then  the  intensity  of  the  greatest  stress  is 

j>i=-^- a.) 

To  the  values  of  the  factor  n"  given  in  the  table,  p.  274,  may  be 
added  the  following,  which  are  taken  from  Articles  176  andU77, 
pp.  284,  285,  286,  288,  and  289. 


Cases. 


Factom 
1 

6' 
1 

8 
1^ 

4. 


XIV.  Beam  fixed  at  both  ends,  section  uniform,  ) 
load  in  the  middle, j 

XV.  Beam  fixed  at  both  ends,  section  uniform, ) 
load  uniform, J 

XVL  Beam  fixed  at  both  ends,  depth  uniform, ) 
load  uniform,  strength  uniform, j 

XVII.  Beam  imperfectly  fixed  at  both  ends,  section 
uniform,  load  uniform,  the  dead  load  w 
being  small  compared  with  the  rolling 
load  w'y  and  the  greatest  stress  in  the 

middle, 

XVIIL  Beam  imperfectly  fixed  at  both  ends, 
section  uniform,  load  uniform,  the  dead 
load  w  being  considerable  compared 
with  the  rolling  load  vf,  the  lesser  of 
the  two  following  factors  (see  p.  291), 

1 80.   Streagth  aad  BHAicm  •€  nm  Arched  Bit  mdlcr  Vertical  I*a*. 

— Fig.  152  represents  an  arched  rib,  springing  from  a  pair  of 


w  +  5w* 
4to+12«/ 


to+3«/ 
4*7  +  81? 

8w  +  4vf 


8TRSNGTH  A2TD  WUTFJUflBB  OF  AttflgttT*  rib. 
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Fig;  152. 


abutments,  and    supposed  to   be  under  a  vertical   load      Let 
BACDB'    be   a 

curve      traversing    Wf&c 

the  centres  of  gra- 
vity of  all  the  cross- 
sections  of  the  rib : 
this  may  be  called 
the  neutral  curve; 
and  it  represents 
the  figure  of  a  "  lin- 
ear arch,"  or  inde- 
finitely thin  rib,  whose  conditions  of  equilibrium  are  the  same 
with  those  of  the  actual  arch.  Those  conditions  have  been  ex- 
plained in  Article  123,  Case  IL,  pp.  186, 187;  Article  124,  pp.  187, 
188;  Article  12$,  pp,  188  to  191;  Article  128,  pp.  195  to  198; 
Articles  130,  131,  and  132,  pp.  199  to  203. 

When  a  vertical  load  is  distributed  over  the  arch,  agreeably  to 
the  conditions  of  equilibrium  of  the  neutral  curve,  each  particle  of 
the  arch  is  compressed,  in  a  direction  parallel  to  a  tangent  at  the 
nearest  point  of  the  neutral  curve;  and  but  for  the  circumstance 
to  be  stated  presently,  that  compression  would  be  uniform  through- 
oat  each  cross-section  of  the  rib,  so  that  the  neutral  curve  would  be 
the  "  line  of  resistance." 

But  the  compression  depresses  the  whole  arch,  so  that  the 
neutral  curve  assumes  some  new  figure,  such  as  B  a  e  d  K,  in 
which  its  curvature  at  each  point  differs  from  the  original  curva- 
ture; and  hence,  even  under  a  load  distributed  as  for  an  equili- 
brated or  linear  arch,  there  is  a  bending  action  combined  with  the 
direct  compression.  When  the  distribution  of  the  load  diners 
from  that  suited  to  the  neutral  curve  as  a  linear  arch,  the  bending 
action  varies  in  its  amount  and  distribution. 

In  either  case  the  arch  acts  in  the  double  capacity  of  a  rib  under 
direct  compression,  and  a  beam  under  a  transverse  load ;  and  its 
strain  and  stress  at  each  point  are  the  resultants  of  the  strains  and 
stresses  arising  from  the  directly  compressive  action  of  the  load,  and 
from  its  bending  action. 

Problem  First.      General   Case. — In  solving  problems  which 
relate  to  this  subject,  it  is  in  general  most  convenient  to  measure 
coordinates  from  a  point  such  as  O,  in  the  same  vertical  line  with 
one  end,  B,  of  tbe  neutral  curve. 
0  being  any  point  in  the  curve,  let 

x  =  O  E  be  its  horizontal  distance  from  O; 
y  =  E  C  its  vertical  depth  below  O; 
Let/=  B  3'  be  the  span  of  the  neutral  curve,  and  h  its  rise. 
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,     Let  to  be  the  whole  intensity  of  the  vertical  load,  whether  con- 
stant or  variable,  in  lbs.  per  inch  of  horizontal  distance,  so  that 


/; 


to  d  x  is  the  whole  load  on  the  arch, 
o 


The  load  to  d  x  on  each  small  portion  of  the  arch  may  be  con- 
ceived to  consist  of  two  parts, 

wl  d  x,  producing  direct  compression  alone,  being  distributed 
according  to  the  laws  of  the  equilibrium  of  a  linear  arch, — that  is, 

d*  v 
in  such  a  manner  that  u>t  =  H  ,--|  (H  being  the  still   undeter- 
mined horizontal  thrust  of  the  arch),  and 

(w  —  Wj)  d  x  =  (u  —  H  jj)  dx, (1.) 

producing  bending. 

Having  formed  the  preceding  expression,  by  putting  for  w  and 

-j-X  their  proper  values,  proceed  as  follows : — 

The  vertical  component  of  the  shearing  force  at  any  point,  such 
as  C,  is  (see  p.  242)— 

f_f._/whGH«i) (n 

F0  being  the  still  undetermined  vertical  component  of  the  shear- 
ing force  at  B,  and  - ,  ^°  the  slope  of  the  neutral   curve  at  that 


dx0 


point 

The  bending  moment  at  0  is  (see  p.  243) — 


}■ 


.(3.) 


M  =  M.  +  ('  P  d  x  =  Mo  +  F0  as  —  ( *  f* v>  d  x*  — 

JO  J  QJ  Q 

H  (*-»+.£) 

Mo  being  the  still  undetermined  bending  moment  at  B. 

The  alteration  ofcwrvatwre  produced  in  the  neutral  curve  at  C  by 
the  bending  action  is  —  M-fEI,  the  negative  sign  being  prefixed 
to  denote  that  downward  curvature  is  to  be  considered  as  positive; 
and  the  alteration  of  dope  is  expressed  as  follows: — 
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Iq  being  Hie  still  undetermined  alteration  of  the  slope  at  B. 
The  vertical  deflection  at  C  is  expressed  thus, — 


-r. 


*idx. (5.) 


The  bending  action  of  the  load  is  thus  expressed  by  the  four 
equations,  2,  3,  4,  5,  containing  four  indeterminate  constants,  H, 
F^  Mq,  ip  If,  in  each  of  those  equations,  x  be  made  =  I,  ex- 
pressions are  obtained  applicable  to  the  further  end  of  the  span,  I?. 
These  expressions  may  be  denoted  by  Fv  Mp  iv  vv 

Let  d8  =  CT)=zJda?  +  dt/*  denote  the  length  of  an 
indefinitely  short  arc  of  the  neutral  curve.  That  arc  is  not  altered 
in  length  by  the  bending  action  of  the  load;  but  it  is  altered  by 
the  direct  compression  in  the  proportion  given  by  the  following 
equation: — 

H  — 
d  t  dx  /n. 

T. TTT> (C) 

in  which  A  denotes  the  sectional  area  of  the  rib  at  C,  and  the 
negative  sign  indicates  compression. 

To  find  the  combined  effect  of  the  bending  action  and  the  com- 
pressive action  on  the  figure  of  the  neutral  curve,  proceed  as 
follows : — 

Let  u  denote  the  positive  horizontal  displacement  of  a  point  in 
it,  such  as  C.  For  example,  C  D  being  the  original  position  of  an 
indefinitely  short  arc,  and  o  d  its  altered  position,  let 

OE  =  *j  OV  =  x  +  dx; 

EC  =  y;  FD=y  +  rfy; 

CD  =  <**; 
Oe  =  x  +  u;  Of=x  +  u  +  dx  +  du; 

ec  =  y  +  vy  fd=:y  +  v  +  dy  +  dvi 

cd  =  d8  +  dt. 

Then  from  the  two  equations, 

ds*  =  dx*  +  dy>; 

(d*  +  dt)*  =  (dx  +  duf%+(dy  +  dv)*; 

The  following  is  deduced : — 

2d8'dt+dP=:2dx-du  +  du*  +  2dydv  +  dv*; 

and  from  this  the  terms  d  fl,d  w2,  d  «*,  may  be  rejected,  as  inap- 
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preciabl  y  small  compared  with  the  other  terms,  reducing  it  to  the 
following : — 

d8'dt  =  dx*du  +  dydv; 

whence  is  obtained  the  following  expression  for  the  horizontal  dis- 
placement of  J)  relatively  to  C : — 

,         d  8    '  ^      dy  ,  ,„s 

dx  dx    •  v    ' 

ds* 

For  d  t  put  its  value  according  to  equation  6,  and  make  -j— ±  =  1  + 

»     2 

t^&  tnddv  =  i  d  x;then 

E  A  \       d x*J  dx        '      x 

which  being  integrated,  gives  for  the  horizontal  displacement  of  C 
relatively  to  B  and  in  a  direction  away  from  it, 

—/:{«(>+$$)*+«$!}*« <*> 

an  expression  containing  the  same  four  indeterminate  constants 
that  have  already  been  mentioned;  and  if  as  be  made  =  I,  there 
is  obtained  the  alteration  of  the  span  B  F,  which  may  be  denoted 
bjuv 

If  the  abutments  are  absolutely  immoveable,  t^  =  0.  If  they 
yield,  uL  may  be  found  by  experiment.  Hence,  as  a  first  equation 
of  condition  for  finding  the  indeterminate  constants,  we  have 

ttj  =  0,  or  a  given  quantity. (9.) 

A  second  equation  of  condition  expresses  the  immobility  in  a 
vertical  direction  of  B',  the  further  end  of  the  rib,  and  is  as 
follows : — 

t>1==0. (10.) 

The  ends  of  the  arched  rib  are  either  fixed  or  not  fixed  in 
direction.  In  the  former  case,  t0  =  0;  and  in  the  latter,  Mq  =  0; 
so  that  in  either  case,  the  number  of  indeterminate  constants  is 
reduced  to  three.  One  more  equation  of  condition  is  therefore 
required;  and  it  is  one  or  other  of  the  following : — 

If  the  ends  are  fixed  in  direction,  ij  =  0; (11.) 

if  they  are  not  fixed  in  direction,  M2  =  0 (11  a*) 
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The  values  of  the  three  constants  being  found  by  elimination 
from  the  three  equations  of  condition,  are  to  be  introduced  into  the 
expressions  for  the  moment  of  flexure  (3)  and  the  deflection  (5), 
which  will  now  become  formulae  for  calculation. 

If  thrust  be  treated  as  positive,  and  tension  as  negative,  the 
greatest  intensity  of  stress  at  any  given  cross-section  is  to  be  com- 
puted by  the  formula, 

Pi  =  —£-  =*=— I       ' \U) 

the  positive  or  negative  sign  being  used  according  as  the  moment 
M  acts  towards  or  from  the  edge  of  the  rib  under  consideration, 
whose  distance  from  the  neutral  curve  is  ml  h. 

From  the  expression  12  may  be  deduced  the  position  of  the 
point  where  the  stress  is  greatest  for  a  given  arrangement  of  load, 
the  arrangement  of  load  which  makes  that  stress  an  absolute 
maximum,  and  the  corresponding  value  of  the  stress. 

The  vertical  deviation  of  the  line  of  resistance  from  the  neutral 
carve  at  any  point  is  given  by  the  expression 

M-j-H; (13.) 

and  its  perpendicular  or  normal  deviation  by  the  expression 

M-Hfe <14-> 

and  these  deviations  take  place  in  the  direction  towards  which  M 
acts. 

When  the  deflection  is  found  by  direct  experiment,  the  following 
formula  may  be  used  to  compute  the  greatest  stress  from  it : — 

Hrfa 

dx       4:J8ifn!hv  ,,~v 

A--S-sfc-3'*-' <15-> 

the  second  term  being  similar  to  the  expression  in  Article  179  a, 
pi  296. 

The  preceding  is  a  general  method,  applicable  to  all  cases  in 
vhich  the  load  is  vertical.  -The  following  particular  cases  are  the 
mot  useful  in  practice : — 

Pboblek  Second.  Rib  of  Uniform  Stiffness. — If  the  depth  and 
figure  of  the  cross-section  of  an  arched  rib  are  uniform,  and  its 
breadth  is  at  each  point  proportional  to  the  secant  of  the  inclination 
of  the  rib  to  the  horizon  at  that  point;  that  is,  to 
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-ye-)*. o» 


Whence  we  have— 


<*y_    **(l    -V**- 


F-G-TJi/.O+sn0**-,,+ 


16** 
3*  ; 


We  farther  find— 


d*j r  _8k 


(21) 


being  in  this  case  simply  proportional  to  the  area  of  deflection, 
j    vdx. 

Let  the  rib  be  under  an  uniform  fixed  load,  to0  lbs.  on  the 
horizontal  lineal  inch,  and  a  rolling  load  of  to  lbs.  on  the  horizontal 
lineal  inch ;  the  rolling  load,  covering  the  horizontal  length  r  I  of 
the  rib  at  the  end  furthest  from  the  origin  of  co-ordinates,  leaves 
(1 — r)l  unloaded. 

Then  equations  2,  3,  4,  and  5,  become  as  follows: — formate 
relating  to  the  unloaded  division  being  denoted  by  A,  and  those 
relating  to  the  loaded  division  by  B, — 

Shearing  Foece, — 
(A.)  F  =  F0+(8-*=-«0)*; 

(B.)         F  =  F0+(8*^-«,0)*-«>{a!-(l-r)*}; 

Bending  Moment, — 
(A.)  M  =  M0  +  Foa!+(8^-n)^ 

/8kB.         \a? 


(2i) 


(*) 


M  =  Mo  +  F0a!+^-j3 "0)2  — 


.(W.) 
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AiTEBATCOS  OF  SLOPK, — 


/8*H  \a*\ 

(BL)    (to  thefiictor  in  bidets  add  +  ^{«  —  (1  — r)l\ \ 


Dkfibction, — 

a* 
co6" 


/8*H         \*H  *  /0tfX 

(tt — w*h\->  [(«■) 

(R)  Ao  the  fiwtor  in  brackets  add +  |^  |  *~(1--  r)«i\ 

The  equations  of  condition  are  the  following  :— 

^ssOghree 

--      v  I       /8*H         \P  ,  u>f*P     A  /<vyX 

-Mo-Fo^-^-p „,0J_  +  __  =  0; (27.) 

«j  =  0  gives 

~"  T       F,6      lT~N  24  +  -24_  =  0,"(28,) 
The  condition  that  the  abutments  are  immoveable,  or  «j  =  0, 

and  multiplying  both  sides  by  - — ^-jrj — ~,  we  have 

M,      V0l.w0P     wf*P      fff  *      jjn^ 
—  6  —  34"1"  120"1"    120  115"*"     8  A 

Br  elimination  between  the  three  equations  of  condition,  the 
following  results  are  obtained : — 

,    i5qm'h*  (.  ,16*»\      B  , 

make  -\ip-.  \}  +  -3li;  -  B, (30.) 
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then  the  horizontal  thrust  is 


H: 


1^{t*0  +  t*(10r*--15r*  +  6r*)  }  (31.) 


'8(1  + 
the  bending  moment  at  the  unloaded  end, 


m°~    12  TFB  '    12 


10  r»  —  15  r*  +  6  r«  1 


1+B 


} 


(32.) 


and  at  the  loaded  ^nd, 

10  r»  —  15  r*  +  6  r« 


1  +  B 


'} 


(S3.) 


The  greatest  intensity  of  stress  occurs  at  the  loaded  end  of  the 
rib;  and  its  value  is,  for  thrust; 


1  +  B 


(sjh- %))]'' 


(34.) 


for  tension,  let  p\  denote  the  stress,  and  q'  the  value  of  the  factor 
q\  then 


1   /Mi         \  _    P    r_t^_  /  2_B       1\ 
Pl~Ai  V*-     /  ~83^1l  +  B  \3?'A  —  i/ 


+  w 


(i5i(j^-^+^-"-- 


15r*  +  6r» 


M** 


1+B 


(sqh  +  %))\ 


(35.) 


Let  rx  denote  the  value  of  r  which  gives  the  absolute  Tmnrimnm 
of  thrust;  iJ1  that  which  gives  the  absolute  maximum  of  tension 
(if  any),  then 


'i-5' 
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1  +  B     _         2  1  +  B 


T^h*'1' 


1       Ik 


i+  2S~ 


807 
...(36.) 


and  those  absolute  minima  are, 

(2rf-2r?+|r}} 


2w 


3?A 


4     .       .         P/w0/2B       l\,2w 

teMl0U^  =  8A1t  1-+B  (37*-^+37A 

(2^J_2^»  +  Jr})} 


..(37.) 


..(38.) 


Equation  37  serves  to  compute  the  proper  sectional  area  for  the 
lib,  when  its  depth  and  form  have  been  fixed.  If  equation  38 
gives  a  negative  result,  there  is  no  tension  at  any  point  of  the 
rib. 

The  vertical  component  of  the  shearing  force  at  the  unloaded 
end  is 

and  this,  together  'with  the  proper  values  of  —  Hq  and  of  H, 
being  substituted  in  equation  26,  enables  the  deflection  at  any 
point  to  be  computed. 

When  q  h  ->  k,  d  h  -*>  k>  and  B,  are  all  very  small  fractions  (as 
is  often  the  case),  the  following  equations  are  nearly  true : — 

•l  =  »'i-|; («»•) 

»=84>(S+*)+°-1'8f!s};-<3''-> 

When,  on  the  contrary  (1  +  B)  **-  I  1  —    <* ,  j  is  equal  to  or 

greater  than  5  +  2,  the  greatest  intensity  of  thrust  takes   place 
vrhen  the  beam  is    loaded  along  its  whole  length;  and  when 
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(1  +  B)  -s-  (l  +^yt)  "  eqnal  to  or  %*****  than  5  "*"  2'  *** 
greatest  intensity  of  tension  also  takes  place  when  the  beam  is 
loaded  along  its  whole  length;  that  is  to  say,  rx  =  f*x  =  1 ;  and 
then  we  have  the  following  equations : — 

H=8(f+B)*' (JlR) 

PK+to)B,  , 

—  Mo  =  —  Mi=    12(1  +B)  ' {M*} 

The  effect  of  an  auxiliary  horizontal  girder,  made  fast  to  the 
arched  rib  at  its  crown,  will  be  considered  further  on  (pp.  313,  314). 

Problem  Fifth.  In  the  same  case,  vjhen  the  Abutments  yield  to 
the  thrust  so  as  to  enlarge  the  span  to  the  extent  w,  =  a  H;  it  is  only 
necessary  to  make,  throughout  the  formulae  of  Problem  Fourth, 

*b.«j-»(i+'«;+!^) <»., 

Problem  Sixth.  Parabolic  Rib  of  equal  stiffness,  supported  at  the 
ends,  but  not  fixed, — The  formula  of  Problem  Fourth  are  applicable  to 
this  case,  with  the  modifications,  that  Mq  and  Ma  are  each  =  0,  and 
that  t0  becomes  an  indeterminate  constant.  Hence  the  following 
results,  in  which  the  terms  enclosed  in  square  brackets,  [  J  have 
reference  to  the  loaded  division  of  the  rib  only : — 
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1  U^J-/8*H  \ 

1  („  *»  ,  /8AH         \ 

*-[£{*-<'-W']}; 


9  =  «0£ 


(43.) 


(44.) 


and  u1=a  H  denoting  the  enlargement  of  the  spam,  as  in  Problem 
Fifth,  we  have, — 

ft  /,  ,16*«  ,  «EAA  IH    ,  8*,'     .         ,._. 

wbiek,  being  multiplied  by  q  m'  A1  E  Aj  -s-  8  k,  and  proper  substitu- 
tions made,  gives  the  following  equation  of  condition : — 


gTO'ft'EA^      F0P,to0P     tor»P 

2  24  "*"  120  T    120 


HZ 


1 15^   8*    V 


1-t 


16A*  ,  aEA. 


3P 


¥>)> 


.(46.) 


The  other  two  equations  of  condition  are  as  follows : — 
0  =  2 j — U=ymA»EA1t, I-+-2Y 


wr*P      HZA 


'24  3    ' 

°=f  "'•—-j- — 2~  +  ~r" 


(47.) 


.(48.) 


Equations  46  and  47  give,  by  eliminating  t„  and  dividing  by  P, 
the  following; — 


"  12^40^120^  ' 


I 


(I       qm'h*(     16*     .BAA). 


..(49.) 
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and  eliminating  Ff  between  this  equation  and  48,  we  obtain  the 
following: — 

5         10A  '       '       ...(50.) 

\  5  i"— W~  V  +  3  P  +— T~)  /  ; 
whence,  using  the  following  abbreviation, — 

«-afi¥0+,S+-r')} <31> 

we  have  the  following  values  of  the  horizontal  thrust,  and  of  the 
other  constants, — 

H=8nETn^){w«+?(^-5r4+^)};'-(52) 
F«=2 1  t+~o+w\T 2(1 +c)    ;/'  (53) 


5r»_5r«  +  3r«\ 


2(1  +  C) 


0}- 


(54.) 


The  shearing  forct  at  the  loaded  end  qf  Ute  rib  is  (with  the  sign 
reversed) — 


=  ^  +  ^(2r_^.    4*H 


-idVot-^ 


I 

Sr8  — 5r*4-2 


2 


(55.) 


To  avoid  negative  signs  in  what  follows,  this  is  denoted  as  above 
by  P. 

The  greatest  bending  moment  occurs  at  a  point  whose  horizontal 
distance  from  the  loaded  end  of  the  rib  is 


I  —  JB=a- 


Wq  +  W  — 


8AH; 


.(56.) 
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and  the  value  of  that  greatest  bending  moment  ia 

M,=p(*-«)  =        p* 


„,      ,     ,      ZFE; (57.) 


P 
giving,  for  the  greatest  stress,  a  throat  whose  intensity  is 


^=-i:(p+H)-;- (*) 


To  find  how  much  of  the  span  of  the  rib  must  be  loaded,  in  order 
to  make  this  stress  an  absolute  maximum,  and  what  that  maximum 
ia,  the  value  of  r  is  to  be  deduced  from  the  equation 

T^  =  °- (59> 

This  equation  is  of  the  fourteenth  order.  One  of  its  roots  is 
r  =  1,  which  in  most  cases  gives  a  minimum  value  o£pv  Dividing 
the  equation,  therefore,  by  1  —  r  =  0,  it  is  reduced  to  the  thirteenth 
order;  but  it  is  still  too  complex  to  be  employed  as  a  formula  for 
practical  use. 

It  appears,  however,  by  trial,  that  with  those  proportions  which 
are  common  in  practice,  a  close  approximation  to  the  absolute  maxi- 
mum value  of  the  stress  px  is  formed  by  assuming  one  half  of 
the  rib  to  be  loaded;  that  is — 

«•=!•  (60.) 

By  introducing  this  value  of  r  into  the  preceding  formulas,  we 
obtain  the  following  results : — 

H=5T(r+(5)  ("♦+?); <52a-> 

F«=-a  ("0  +  2)  j^j; (53  a.) 

H{(-  +  f)TTT3  +  l}; <^> 
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.         i  "  +  4("Q+^)lTc         ,M   . 

To  iDustrate  this  by  a  numerical  example,  let  the  following  data 
be  assumed : — 

q  =  s  (this  value  requires  an  I-shaped  section  to  realize  it* 

a  =  0;  (that  is,  let  the  abutments  be  immoveable).  ^ 
Then, 

C  =  g^X~=  013  nearly. 

Also,  let  the  intensity  of  the  rolling  load  be  equal  to  that  of  the 
lead  load,  or  v>  =  Wq.    Then 

.    H  =  1-48  J  to; 
PsO-lStw; 
I  —  a:  =  0-26  J  w; 
M'  =  0-0169  P  to; 

(being  less  than  the  bending  moment  due  to  a  load  of  the  intensity 
10  over  the  whole  span,  in  the  ratio  of  0*135  to  1). 

Problem  Seventh.  To  find  the  greatest  Deflection  of  an  Arched 
liib,  the  greatest  value  of  v  is  to  be  taken  which  corresponds  to 
i  =  0.  It  can  be  deduced  from  equations  25  and  26  of  Problem 
Fifth,  and  43  and  44  of  Problem  Sixth,  that  in  all  ordinary  cases 
to  which  those  problems  relate,  the  absolute  maximum  deflection 
occurs  in  the  middle  of  the  rib,  when  it  is  loaded  over  its  whole 
length;  that  is,  when 
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I 


Then  in  a  rib  of  uniform  stiflhess,  fixed  in  direction  at  the  end*, 
we  have, 

H  _ P (w  +  n>0).       _*(«>+ w0)B. 
8  *(1  +  B)'  *•  *    2  (1  +  B)  ' 


-M0  =  -M1  =  -12TnrBp  and 

y(w  +  w0)B 

384  q  m'  A*  E  Ax  (1  +  B)" 


(61.) 


In  a  rib  of  uniform  stiffness,  not  fixed  in  direction  at  the  ends,  we 
have, 

H 


.(62.) 


■  __**(«>  +  w0)m       _lJwjLw0)Om 
~8k(l  +  C)'  r°~    2(1  +  C)   ' 

. /*  (tg  +  tg0)  C  , 

*  - 2*7^4*  E  At  (TTC)^  aM 

384  q  m'  h*  E  Ax  (1  +  C)' 

In  comparing  these  formulae  with  equation  12,  of  Article  169,  p. 

273,  for  tie  deflection  of  straight  beams  under  any  load,  it  is  to  be 

oWrved  that  the  total  load  in  the  present  problem  is  I  (w  +  u>0), 

that  /*  +  384  =  c*  -f-   48,  and  that  ?  w»'  A*  A1  =  I.     Hence  it 

appears  that  the  deflection  of  an  arched  rib  of  uniform  stiffness 

under  an  uniformly  distributed  load,  is  less  than  that  of  a  straight 

;     Warn  whose  section  has   the  same  moment  of  inertia  with  that  of 

Marched  rib  at  ite  crown,  in  the  ratio  of 

B:l  +  Bif  the  ends  are  fixed  in  direction  (see  pp.  305,  308). 
C:  1  +  Cif  the  ends  are  merely  supported  (see  p.  310). 

Pbobtjm  Eighth.        Arched  Rib  of  uniform  stiffness  fixed  in 
iMonat  tie  ends,  aruiJi^<^jhecrowntoahoriz^ 


In  %  153,  let  B  B'  ' 
horizontal  beam.  In 
the  spandrils  of  the 
irchare  vertical  struts 
which  transmit  the 
vertical  load  to  the 
carved  rib,  and  cause 
the  vertical  compon- 
enta  of  the  deflection 


before  be  the  arched  rib,  and  E  A  E  the 


Fig.  153. 
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of  the  straight  and  arched  beams  to  be  the  same  at  corresponding 
points. 

The  effect  of  these  struts  is  taken  into  account  by  making  the 
total  moment  of  inertia  of  the  cross-section,  in  the  formulae  of 
Problem  Fourth,  viz. : — 

Ij  =  q  m*  h*  Av 

include  the  moment  of  inertia  of  the  straight  beam;  but  the  area 
A.  is  still  to  be  that  of  the  arched  beam  only. 

Let  the  curved  and  straight  beams  be  so  firmly  connected  at  the 
crown  (A,  fig.  153),  that  their  ftorizorital  displcuxmerU  u  is  the  same 
at  that  point;  and  let  the  horizontal  beam  aJbut  at  its  ends, 
E,  E',  either  against  the  piers,  or  against  some  other  part  of  the 
superstructure,  so  as  to  be  capable  of  resisting  a  thrust  Then  the 
horizontal  thrust  is  no  longer  necessarily  the  same  in  the  two 
divisions  of  the  arched  rib,  A  B,  AF;  but  when  one  of  those 
divisions  (as  A  B')  is  more  heavily  loaded  than  the  other,  the 
horizontal  thrust  in  the  more  loaded  division  is  greater  than  in  the 
less  loaded  division,  the  excess  being  resisted  by  that  part  of  the 
horizontal  beam  (A  E)  which  is  above  the  less  loaded  division. 

It  is  unnecessary  to  give  here  the  complete  detailed  investigation 
of  this  case,  or  to  do  more  than  to  state  the  most  important  result 
of  that  investigation,  viz. : — that  with  the  dimensions  and  under 
the  circumstances  that  .usually  occur  in  practice,  the  effect  of  the 
resistance  of  the  horizontal  beam  to  a  longitudinal  thrust  is  to 
make  the  greatest  intensity  of  stress  in  the  arche4  rib  under  every 
partial  load  either  less  than,  or  not  appreciably  greater  than,  the 
greatest  intensity  of  stress  under  a  complete  load,  which  thus 
becomes  the  absolute  maximum  of  stress  in  the  arched  rib,  and  is 
given  by  equation  37  B  for  thrust,  and  by  equation  38  b  for  tension, 
p.  308. 

The  greatest  intensity  of  stress  in  the  horizontal  beam  may  be 
found  approximately  as  follows,  when  its  cross-section  is  nearly 
similar  above  and  below : — Let  K  denote  its  depth,  A'  its  sectional 
area,  —  Mx  the  greatest  moment  of  flexure  as  computed  by  equation 
33  b,  p.  308,  H  the  horizontal  thrust  as  computed  by  equation  31  b, 
p.  308. 

Then  for  thrust, — 


and  for  tension — 


„       M,  h!  f        H 
^  =  2ET  +  AT+A<'' <W 


p  1    2¥T (•*> 


315 


CHAPTER  IL 

OF  EARTHWORK. 

Swnoir  t— Strength  and  Stability  of  Earthwork  in  General 


Pifamtpl— —  ■  <>—#■■ — WwivOmm  —  Kmuuml  Stove  — 

k — Earthwork  is  of  two  kinds— excavation,  or  cutting, 
ind  filling,  or  embankment  The  term  " earthwork"  in  its  widest 
sense,  comprehends  excavation  in  rock,  as  well  as  in  the  looser 
materials  of  the  earth's  crust 

Earthwork  gives  way  by  the  dipping  or  sliding  of  its  parts  on 
each  other;  and  its  stability  arises  from  resistance  to  the  tendency 
so  to  slip. 

In  solid  rock,  that  resistance  arises  from  the  elastic  stress  of  the 
material,  when  subjected  to  a  shearing  force;  but  in  a  mass  of 
carta,  as  commonly  understood,  it  arises  partly  from  the  friction 
between  the  grains,  and  partly  from  their  mutual  adhesion ;  which 
Latter  force  is  considerable  in  some  kinds  of  earth,  such  as  clay, 
especially  when  moist 

But  the  adhesion  of  earth  is  gradually  destroyed  by  the  action  of 
air  and  moisture,  \n&  of  the  changes  of  the  weather,  and  especially 
by  alternate  frost  and  thaw ;  so  that  its  friction  is  the  only  force 
which  can  be  relied  upon  to  produce  permanent  stability. 

The  temporary  additional  stability,  however,  which  is  produced 
by  adhesion,  is  useful  in  the  execution  of  earthwork,  by  enabling 
the  side  of  a  cutting  to  stand  for  a  time  with  a  vertical  face  for  a 
certain  depth  below  its  upper  edge.  That  depth  is  greater  the 
greater  the  adhesion  of  the  earth  as  compared  with  its  heaviness; 
it  is  increased  by  a  moderate  degree  of  moisture,  but  diminished  by 
excessive  wetness. 

The  following  are  some  of  its  values : — 

Greatest  depth  of 
Earth.  temporary 

vwtlcalfrc* 

Clean  dry  sand  and  gravel, 0 

Moist  sand,  and  ordinary  surface  mould,  from    3  to    6  feet 
flay  (ordinary), from  10  to  16  feet 

One  of  the  effeote  of  the  temporary  stability  due  to  adhesion  is 
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seen  in  the  figure  of  the  surface  left  after  a  "slip"  has  takei 
place  in  earthwork.  That  surface  is  not  an  uniform  slope,  incline* 
at  the  angle  of  repose,  but  is  concave  in  its  vertical  section,  beinc 
vertical  at  its  upper  edge,  and  becoming  less  and  less  steep  down- 
wards. It  is  not  capable,  however,  of  preserving  that  figure;  for 
the  action  of  the  weather,  by  gradually  destroying  the  adhesion  of 
the  earth,  causes  the  steep  upper  part  of  the  concave  face  to  crumble 
down,  so  that  the  whole  tends  to  assume  an  uniform  slope  in  the 
end. 

The  permanent  stability  of  earth,  which  is  due  to  friction  alone, 
is  sufficient  to  maintain  the  side  either  of  an  embankment  or  of  a 
cutting  at  an  uniform  slope,  whose  inclination  to  the  horizon  is  the 
angle  of  repose,  or  angle  whose  tangent  is  the  co-efficient  ofjriction. 
This  is  called  the  natural  dope  of  the  earth.  The  customary  mode 
of  describing  the  slope  of  earthwork  is  to  state  the  ratio  of  its 
horizontal  breadth  to  its  vertical  height,  which  is  the  reciprocal  of 
the  tangent  of  the  inclination. 

Values  of  the  angle  of  repose  (0)  and  co-efficient  of  friction  (f), 
and  its  reciprocal  (1  ~/),  for  various  substances,  have  already  been 
given  in  Article  110,  p.  172;  but  for  the  sake  of  convenience,  those 
which  refer  to  the  Motional  stability  of  earth  are  here  repeated, 
with  a  few  additions : — 


EARTH. 


Dry  sand,  clay,  and    mixed  /from 

earth \    to 

Damp  clay, 

Wet  day, {*£ 

Shingle  and  gravel,  {^ 

** {*Z 


Any* 


87° 
21° 
45° 
17° 
14° 
48° 
85° 
46° 
14° 


Co-effldent 

of 

Friction. 


0-75 

0-88 

1-00 

0-81 

0-25 

Ml 

0-70 

10 

0-25 


Natural  Slope: 
1  -r-f  to  1. 


1-83  to  1 
2  68  to  1 

1  tol 
8-23  to  1 

4  tol 
0-9  tol 
1-48  to  1 

ltol 

4  tol 


The  most  frequent  slopes  of  earthwork  are  those  called  1£  to  1, 
and  2  to  1 ;  corresponding  respectively  to  the  co-efficients  of  friction 
0*67  and  0  5,  and  to  the  angles  of  repose  33£°  and  26£°,  nearly. 

The  presence  of  moisture  in  earth  to  an  extent  just  sufficient  to 
expel  the  air  from  its  crevices,  seems  to  increase  its  co-efficient  of 
friction  slightly ;  but  any  additional  moisture  acts  like  an  unguent 
in  diminishing  friction,  and  tends  to  reduce  the  earth  to  a  semi* 
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fluid  condition,  or  to  the  state  of  mud  In  this  state,  although  it 
has  some  cohesion,  or  viscidity,  which  resists  rapid  alteration  of 
form,  it  Las  no  factional  stability;  and  its  co-efficient  of  friction, 
and  angle  of  repose,  are  each  of  them  nnlL 

Hence  it  is  obvious  that  the  frictional  stability  of  earth  depends 
to  a  great  extent  on  the  ease  with  which  the  water  that  it  occasionally 
absorbs  can  be  drained  away.  The  safest  materials  for  earthwork 
we  shivers  of  rock,  shingle,  gravel,  and  clean  sharp  sand,  whether 
consisting  wholly  of  small  hard  crystals,  or  containing  a  mixture  of 
fragments  of  shells;  for  those  materials  allow  water  to  pass  through, 
rrtbout  retaining  more  of  it  than  is  beneficial.  The  cleanest  sand, 
however,  may  be  made  completely  unstable,  and  reduced  to  the, 
state  of  "quicksand,"  if  it  is  contained  in  a  basin  of  water-holding 
materials,  so  that  water  mixed  amongst  its  particles  cannot  be 
drained  ofll 

The  property  of  retaining  water,  and  forming  a  paste  with  it, 
belongs  specially  to  clay,  and  to  earths  of  which  clay  is  an  ingredient 
Such  earths,  how  hard  and  firm  soever  they  may  be,  when  first 
excavated,  are  gradually  softened,  and  have  both  their  frictional 
stability  and  their  adhesion  diminished  by  exposure  to  the  air.  In 
this  respect,  mixtures  of  sand  and  clay  are  the  worst ;  for  the  sand 
favours  the  access  of  water,  and  the  clay  prevents  its  escape. 

The  properties  of  earth  with  respect  to  adhesion  and  friction  are 
so  variable,  that  the  engineer  should  never  trust  to  tables  or  to 
information  obtained  from  books  to  guide  him  in  designing  earth- 
works, when  he  has  it  in  his  power  to  obtain  the  necessary  data 
either  by  observation  of  existing  earthworks  in  the  same  stratum, 
or  by  experiment. 

The  following  am  the  weights  of  a  cubic  foot  and  of  a  cubic 
yard  of  the  ordinary  materials  of  earthwork : — 

Cabic  Foot.  Cubic  Yard. 

Chalk, from  117  to  174 lbs.  from  3160  to  4730  lbs. 

day,  

Gnwel  and  Shingle, .... 

Marl, 

Mud, 

Sand,  dry, 

»     clamp, 

Shale, 


120  to  135 

99 

99 

3240  to  3645 

90  to  no 

79 

99 

2430  to  2970 

100  to  119 

77 

99 

2700  to  3210 

102 

99 

99 

2750 

89 

99 

99 

2400 

118 

99 

99 

2190 

162 

99 

9, 

4370 

182.  &§m  mf  B#ck-ertttefj». — When  rock  is  firm  and  sound,  so 
that  the  permanence  of  its  cohesion  may  be  depended  upon,  the 
aides  of  excavations  in  it  may  be  made  vertical,  or  nearly  so. 

How  far  the  cohesion  of  the  rock  is  to  be  depended  upon,  is  a 
question  to  be  solved  rather  by  observation  of  the  rock  in  each 
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particular  case,  than  by  any  general  principles  haying  regard  to  it 
geological  position,  mineralogical  character,  or  chemical  com 
position;  for  the  geological  position  is  fixed  by  the  organic 
remains  imbedded  in  the  rock;  and  these  have  no  connection  wit! 
its  mechanical  properties;  and  rocks  composed  of  the  same  specie* 
of  minerals,  and  the  same  chemical  constituents  in  the  same  01 
nearly  the  same  proportions,  show  great  differences  in  strength  and 
durability. 

It  may  be  observed,  however,  that   the  cohesion  of   igneous 
and  metamorphic  rocks,  such  as  granite,  syenite,  trap,  gneiss,  mica* 
slate,  marble,  quarts-rock,  <fea,  may  .in  general  be  trusted,  unless 
they    are    much    fissured,    or  contain    potash-felspar,    in   -which 
cases  a  sufficient   slope  must  be  given,  to   prevent    fragment* 
from  falling  into    the    cutting  so  as  to  do  damage.        Of  the 
sedimentary  rocks,  those  which  contain  much  clay,  such  as  shale, 
are  to  be  treated  with  caution,  how  hard  soever  they  may  be 
when  first  cut ;  for  they  are  liable  to  soften  by  the  action  of  the 
weather.     Sandstone  and  limestone,  whether  compact  or  granular, 
if  fit  for  building  purposes,  will  stand  with  vertical  or   nearly 
vertical  faces;  but  those  materials  exist  of  every  degree  of  hard- 
ness, from  that  of  rock,  properly  speaking,  to  that  of  earth.     Sand- 
stone is  met  with  which  crumbles  in  the  hand,  and  requires  slopes 
of  from  1  to  1  to  1£  to  1 ;  and  chalk,  according  to  its  degree  of 
hardness  and  soundness,  stands  at  slopes  varying  from  £  to  1  to  1 4 
to  1. 

The  stability  of  sedimentary  rocks  in  the  side  of  a  cutting  is 
greater  when  the  beds  are  horizontal,  or  dip  away  from  the  cutting, 
than  when  they  dip  towards  it. 

183.  Thtmrj  «f  the  Stability  »■*  Pnnmn  mt  Lmm  Bavtfcw  (J. 
M.,  194  to  198.) — The  stress  exerted  in  different  directions  through 
a  given  particle  in  a  mass  of  earth  is  subject  to  the  general 
principles  which  govern  the  compound  internal  stress  of  solids,  as 
already  stated  in  Article  108,  pp.  166  to  170. 

It  is  also  subject,  when  friction  alone  is  the  cause  of  stability,  to 
the  limitation  expressed  by  the  following  principle : — 

I.  Oeneral  Principle  %t  the  Stability  «f  Lmm  Bai-tfc. — It  is 
necessary  to  tlie  stability  of  a  granular  mass,  that  tins  direction  of 
the  pressure  between  the  portions  into  which  it  is  divided  by  any 
plane  should  not,  at  any  point,  make  icitfi  the  normal  to  that  plane  an 
angle  greater  than  the  angle  of  repose. 

The  plane  in  any  mass  on  which  the  obliquity  of  the  pressure  is 
greatest,  is  perpendicular  to  the  plane  which  contains  the  axes  of 
greatest  and  least  pressure. 

Referring  to  fig.  85,  p.  168,  and  to  the  description  of  that  figure 
in  pp.  168,  169,  it  is  evident  that  the  above  principle  is  equivalent 
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to  stating  that  the  greatest  value  of  the  angle  of  obliquity  ^N  O  R 

or  nr  in  that  figure  shall  not  exceed  0,  the  angle  of  repose  of  the 
earth  in  question.  A 

The  greatest  value  of  nr  obviously  occurs  when  0  R  is  perpen- 
dicular to  P  Q,  and  is  given  by  the  following  equation : — 

a  .MR  .    px  —  p9 

max  nr  =  arc  sin .  ^-^y  =ss  arc  sin  r*  ,  r*i 
OM  Pl  +  p2' 

and  this  angle  must  not  exceed  the  angle  of  repose ;  whence  the 
condition  of  stability  of  the  earth  is  expressed  as  follows  : — 


or  otherwise  as  follows : — 


sin*; (1.) 


&^l-jrin* 

p1     -  1  +  sin  tf  v      ' 

*hich  last  equation  gives  the  least  intensity  of  pressure  p2  in  a 
given  direction,  that  is  consistent  with  the  repose  of  earth  through 
which  a  pressure  of  a  given  intensity  pY  acts  at  right  angles  to  the 
first  mentioned  direction,  and  serves  to  determine  the  least 
intensity  of  horizontal  pressure  which  will  maintain  the  stability 
of  a  mass  of  earth  through  which  a  vertical  pressure  of  a  given 
intensity  acts. 

IL  Cmim^tm  wtttt»mw€t  la  Vtartav— But  it  is  necessary  in  some 
cases  to  determine  the  limiting  ratio  of  the  intensities  of  a  pair 
of  conjugate  pressures  in  a  mass  of  earth,  which  may  or  may  not 
U  at  right  angles  to  each  other;  and  that  problem  is  solved  by  the 
Mowing  geometrical  construction,  easily  deduced  from  Proposition 
IV.  of  Article  108,  p.  16a 

In  fig.  154,  let  C  represent  a  section  of  a  prismatic  particle  of 
earth,  made  by  the  plane  of  greatest  and  least  pres-  & 

suits.    Let  that  particle  be  a  rhombic  prism,  on  3<^ 

vhoee  faces  the  pressures  are  " conjugate;"  that  is     -Vf 
to  say,  let  the  pressures  on  the  faces  which  are 
parallel  to  D  G,  act  parallel  to   E  F;  while  the 
pressures  on  the  faces  which  are  parallel  to  E  F  act 
parallel  to  D  G. 

Let  p  be  the  intensity  of  the  pressure  parallel  to 
D  Gt  and  p'  that  of  the  less  pressure  parallel  to  E  F, 
each  estimated  per  unit  of  area  of  tJie  plane  to  which 
it  is  conjugate.    Let  9  be  the  angle  of  obliquity  of  the  prism  C; 
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that  is,  the  difference  between  each  of  its  angles  and  a  right 
angle.  This  angle  must  not  exceed  $,  the  angle  of  repose  of  the 
earth. 

Then  the  intensities  of  the  conjugate  pressures,  per  unit  of  area 
qf  planes  perpendicular  to  t/ievr  directions,  are  respectively, — 

008  9  COS  9 

In  fig.  155,  from  one  point  0,  draw  two  straight  lines,  O  M  X  and 

O  R,  making  with  each  other  the 
angle  M  O  R  =  0,  the  angle  of  repose. 
About  any  convenient  point  M  in 
one  of  those  straight  lines,  describe 

a  semicircle  Y  R  X,  touching  the 

wx     other  straight  line  in  R,     (This  may 
g*  be  done  by  describing  the  dotted  semi- 

circle M  R  O,  so  as  to  find  the  point  R.) 

Through  O  draw  the  straight  line  OQP,  making  the  angle 
M  O  P  =  4,  the  obliquity  of  the  conjugate  pressures,  and  catting 
the  semicircle  YRXinP  and  Q.  Then  the  limits  of  the  ratio  of 
the  intensities  of  the  conjugate  pressures  are 

OQ       .OP 

op^oq' 

that  is  to  say,  in  algebraical  symbols, 

^cannot  be  greater  than^^^±^^-^^,    (2) 
^Cwmoi>oegreBwrtu»u0Q     ^^  ^  (cos  **  -  COS  fy/     W 

.       .,  OQ    cos*- ,7 (cos** -cos **)    /0    . 

nor  less  than. 7^5=  — i — ^77 — ** «^;  (2a.) 

OP    cos*+  ^(cos^-cos2*)'  v      ' 

being  the  solution  of  the  problem. 

The  following  are  the  extreme  cases  of  the  problem : — 

When  the  prism  C  is  rectangular,  and  the  conjugate  pressure© 

perpendicular  to  each  other,  we  have  4s 0;  OQP  coincides  with 

OYX,  and  consequently 

P1          xt          .     x,       O  X    1  +  sin  0  /ffcN 

r-  cannot  be  greater  than  ^^^^ (3.) 

1      a  01    l-sin*  /0    . 

nor  less  than /t^  =  t =— r (3*-) 

OX     l+sinp  x      ' 

When  the  obliquity  of  the  prism  C  is  the  greatest  possible,  so 
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that  #=*,  the  points  P  and  Q  coalesce  in  R,  and  the  two  limits  of 
the  ratio  of  the  conjugate  pressures  become  each  equal  to  unity, 
giving  the  single  equation, 

P'=P  <*■) 


ILL  Ff«-»,  te  a  Han  mt  ] 
■»a»iu — In  fig.  154,  p.  319,  let  A  B  represent  part  of  the  indefinitely 
extended  plane  upper  surface  of  a  mass  of  earth,  either  horizontal, 
or  sloping  at  any  given  angle  0  not  exceeding  the  angle  of  repose  C. 
Conceive  the  whole  mass  to  be  divided  into  layers,  such  as  £  F, 
parallel  to  A  B.  The  condition  of  all  particles,  such  as  C,  into 
which  one  of  those  layers,  as  E  F,  can  be  divided  by  vertical 
planes,  must  be  similar;  whence  it  follows  that  the  pressure  exerted 
at  any  vertical  plane  is  parallel  to  the  surface  A  B,  and  the  pressure 
at  any  surface  parallel  to  A  B  is  vertical  The  particle  C,  formed 
by  the  intersection  of  the  vertical  column  D  G  with  the  layer  E  F, 
is  bounded  by  conjugate  planes;  and  the  conjugate  pressures 
acting  through  it  are  respectively  vertical,  and  parallel  to  the 
layer. 

The  vertical  pressure  p  is  due  to  the  weight  of  the  column  of 
earth  D  C  which  rests  on  the  particle.  Let  a?  =  D  C  be  its  depth, 
and  w  the  weight  of  an  unit  of  its  volume ;  then 

j?  =  t0$*coB  4. (5.) 

The  pressure  along  the  steepest  slope  of  the  layer  E  F,  which  is 
exerted  through  the  vertical  faces  of  the  prism  C,  will,  if  the  earth 
is  laid  down  in  layers,  be  of  the  least  intensity  sufficient  to  preserve 
the  repose  of  the  earth,  as  given  by  combining  equation  2  A  with 
equation  5;  that  is  to  say, 

,                    .  cos  *-  J  (cos*  *— cos2  0)  /ei. 

p  =  wx* cos  0' — %) — ^-j- g-( (6.) 

r  cos  0  +  fj  (cos2  0  —  cos2  Q)  x    ' 

To  represent  these  results  graphically,  construct  fig.  155  as 
already  described,  with  OMX  horizontal,  O  R  inclined  at  the 
"  natural  slope,"  and  O  Q  P  inclined  at  the  actual  slope, — that  is, 
parallel  to  the  steepest  slope  of  the  plane  A  B.  From  P  draw  the 
straight  line  P  W  perpendicular  to  O  P,  cutting  OXinW. 

Then 

O  W  :0P  :OQ  :  :wx  :p  :p' (7.) 

The  extreme  cases  are  as  follows : — 

When  the  upper  surface  of  the  earth  is  horizontal,  W  and  P  both 
coincide  with  i,  and  Q  with  Y;  so  that, 

T 
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O  X  :  O  Y  :  :  tv  x  =  p  : pr;  and  i/  =  wx  •  }  "  ™  *  (8.) 
I  r    r*         r  1  +  sin  *  v    ' 

When  the  upper  surface  of  the  earth  slopes  at  the  angle  of 
repose,  P  and  Q  coincide  with  R,  and  W  with  M  ;  so  that 

OM  :OR  :  :u>x  :p'  =  p;  and  p*  =  p  =  w  x  cos  $.  (9.) 

There  is  a  third  conjugate  pressure,  exerted  horizontally  through 
the  particle  C,  in  a  direction  perpendicular  to  the  vertical  plane  of 
steepest  slope.  Its  intensity  is  represented  in  fig.  155  by  O  Y,  and 
is  given  by  the  following  equation : — 


„ _     to  g -cos  rf(l -sing)    .  n 0  . 

P  "cos  1+  ^(cos^-cos**)' K      ' 


and  in  the  two  extreme  cases  it  takes  the  following  values : — For 
a  horizontal  upper  surface,  or  *  =  0, 

n      ,  1  —sing  /!-•  * 

For  the  natural  slope,  or  4  =  Q, 

pw=w*(l— sing). (12.) 

The  intensity  of  the  greatest  pressure  exerted  through  a  given 
particle  of  earth  is  represented  by  0  X,  and  given  by  the  following 
formula : — 


_     w  x  •  cos  $  (1  +  sin  fl)  f 

^"cOSf*   J  (COS2  4-COS2?)' '       '* 


The  direction  of  the  axis  of  greatest  pressure  is  at  right  angles  to, 
and  conjugate  to,  a  plane  bisecting  the  angle  which  a  radius  drawn 
from  C  to  Q  makes  with  the  horizon;  that  is  to  say,  the  inclination 
of  that  axis  to  the  horizon  is  given  by  the  forjnula, — 

*-!(«+ 1W-.™- .in  |£-J) (14.) 

The  extreme  cases  are, 

"When  the  upper  surface  is  horizontal,  or  0  =  0; 

pt  =  w  x;  -ty  —  90°  (or  the  axis  is  vertical).  (15.) 

When*  =  $; 

px  =  wx(l+mi$y,  *=  — £— ; (16.) 
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Fig.  156. 


or  the  axis  of  greatest  pressure  bisects  the  angle  between  the  slope 
and  the  vertical. 

The  axis  of  least  pressure  in  the  plane  of  greatest  slope  is  per- 
pendicular to  that  of  greatest  pressure,  and  the  intensity  of  the 
least  pressure,  being  represented  by  O  Y,  has  already  been  given 
in  equation  1 0. 

IV.  Pn  mhi  «r  Earth  agalaal  a  vertical  Pamac. — In  £g.  156,  let 
0  X  represent  a  vertical  plane  in,  or  in 
contact  with,  a  mass  of  earth,  whose  upper 
ratface  Y  0  Y  is  either  horizontal  or  in- 
clined at  any  angle  tf,  and  is  cut  by  the 
vertical  plane  in  a  direction  perpendicular 
to  that  of  steepest  declivity.  It  is  required 
to  find  the  pressure  exerted  by  the  earth 
against  that  vertical  plane  per  unit  of 
bfindth)  from  O  down  to  X,  at  a  depth 
OX  =  x  beneath  the  surface,  and  the  direction  and  position  of  the 
rwnltant  of  that  pressure. 

The  direction  of  that  resultant  is  already  known  to  be  parallel  to 
the  declivity  YOY. 

Let  B  B  be  a  plane  traversing  X,  parallel  to  Y  O  Y.  In  that 
plane  take  a  point  D,  at  such  a  distance  X  D  from  X,  that  the 
weight  of  a  prism  of  earth  of  the  length  X  D  and  having  an  oblique 
W  of  the  area  nnity  in  the  plane  O  X,  shall  represent  the  inten- 
sity of  the  conjugate  pressure  per  unit  of  area  of  a  vertical  plane  at 
the  depth  X;  that  is  to  say,  construct  fig.  155  as  already  described, 
and  make 

0  P  :  O  Q  in  fig.  155  :  :  O  X  :  X  D  in  fig.  156. 

Draw  the  straight  line  O  D ;  then  will  the  ordinate,  parallel  to 
0  Y,  drawn  from  OX  to  O  D  at  any  depth,  be  the  length  of  an 
oblique  prism,  wliose  weight,  per  unit  of  area  of  its  oblique  base, 
*ill  be  the  intensity  of  the  conjugate  pressure  at  that  depth.  Let 
ODX  be  a  triangular  prism  of  earth  of  the  thickness  unity; 
the  weight  of  that  prism  will  be  the  amount  of  the  conjugate  pres- 
sure sought,  and  a  line  parallel  to  O  Y,  traversing  its  centre  of 
gravity,  and  cutting  O  X  in  the  centre  of  pressure  C,  will  be  the 
imtion  of  the  resultant  of  that  pressure.  The  depth  O  C  of  that 
centre  of  pressure  beneath  the  surface  is  evidently  two-thirds  of 
the  total  depth  OX. 

To  express  this  symbolically,  make 


XD  =  ar?'= 
P 


m  cos  *  -  J  (cos2  6  -  cos2  Q)t 

C08  f  +    J  (COS2  f-COS2  $)' 


..(17.) 
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then  the  amount  of  the  conjugate  pressure,  represented  by   the 
weight  of  the  prism  O  X  D,  is 


n     10 jc8  M   p'      too* 


cos  4  +  J  (cos8  4  -  cos2  $)"  *       ' 


In  the  extreme  cases,  equations  17  and  18. take  the  following' 
forms: — For  a  horizontal  surface; 

4    n   vt\  1-sin*    -d,    t0<B*l-sin0       ,10N 

*=0;  XD  =  «'  ^ »-  :  F  =  — s-.  , .— ^  ....(19.) 

'  1  +  sin  p'  21+sin?       v/ 

For  a  surface  sloping  at  the  angle  of  repose; 

i  =  *;  X  D  =  x;  P'=  "«??•  cos  * (20.) 

Masses  of  earth  with  indefinitely  extended  plane  upper  surfaces 
do  not  occur  in  reality ;  but  the  formulae  which  are  applicable  to 
them  are  applicable  to  real  masses  of  earth  with  limited  plane 
upper  surfaces,  with  a  degree  of  accuracy  sufficient  in  most  cases 
for  practical  purposes.     (See  Phil.  Trans.,  1856-7). 
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There  is  a  mathematical  theory  of  the  combined  action  of  friction 
and  adhesion  in  earth ;  but  for  want  of  precise  experimental  data, 
its  practical  utility  is  doubtful. 

Section  II. — Mensuration  of  Earthwork 

184.    Calcalatten    «f    Half-breadths    and    Ami    «f  Em*. — The 

boundaries  of  a  piece  of  earthwork  in  general  are  as  follows : — 

I.  The  base,  forming,  or  formation,  being  a  surface  nearly,  and 
sometimes  exactly,  horizontal,  which  forms  the  bottom  of  a  cutting, 
or  the  top  of  an  embankment 
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IX.  The  original  surface  of  the  ground,  which  forms  the  top  of 
a  catting  and  the  bottom  of  an  embankment. 

Ill-  The  sides,  or  slopes,  which  connect  the  base  with  the 
natural  surface,  and  whose  inclination  is  the  steepest  consistent 
with  the  permanent  stability  of  the  material. 

Figs.  157,  158,  and  159,  represent  examples  of  crass-sections  of 


Fig.  157. 


Fig.  158. 


pieces  of  earthwork,  in  each  of  which  D  £  is  the  base,  A  B  the 

natural   surface,   and    DA   and 

£  B  are  the  slopes.     In  fig.  157, 

the  natural  surface  is  horizontal ; 

in  figs.  158  and   159,  it  slopes  A^^  ^ 

sideways,  being  what   is  called    ^if" wc 

"side-long  ground."  *te  1W« 

Rga>  157  and  158  represent  cuttings;  to  represent  embank- 
ments, it  is  only  necessary  to  conceive  them  to  be  turned  upside 
down. 

Fig.  159  represents  a  piece  of  earthwork,  of  which  one  side, 
QEB,  is  in  cutting  called  "side  cutting,"  and  the  other,  QDA, 
in  embankment. 

The  half-breadth  of  a  piece  of  earthwork  has  already  been  men- 
tioned in  Article  66,  p.  112.  It  means  the  horizontal  distance 
from  a  given  point  in  the  centre  line  of  the  base  to  one  edge  of  the 
catting  or  embankment;  and  although  it  is  called  "Aa//*- breadth," 
it  is  very  generally  different  at  opposite  sides  of  that  centre  line. 

Each  half-breadth  consists  of  two  parts : — the  real  half-breadth 
of  the  base,  which  is  fixed  by  the  design  of  the  work,  and  the 
horizontal  breadth  of  one  slope,  which  is  to  be  found  by  calcula- 
tion or  by  drawing. 

In  each  of  the  figs.  157,  158,  and  159,  C  represents  a  point 
in  the  centre  line,  as  marked  on  the  ground;  F,  the  point  vertically 
above  or  below  it  in  the  centre  line  of  the  base ;  D  G  and  E  H  are 
vertical  lines  through  the  edges  of  the  base,  D  F  and  F  E  are  the 
Wf-breadths  of  the  base. 

In  fig.  157,  where  the  ground  is  level  across,  G  A  and  H  B  are 
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the  breadths  of  the  slopes,  and  C  A  and  C  B  the  half-breadths  of 
the  earthwork. 

In  figs.  158  and  159,  where  the  ground  slopes  sideways,  th& 
vertical  lines  through  D,  F,  and  £  are  produced,  if  necessary,  and 
are  cut  at  right  angles  by  horizontal  lines,  A  L  M,  and  BNR, 
drawn  through  the  edges  of  the  earthwork.  A  L  and  B  N  are  the 
breadths  of  the  slopes;  and  M  A  and  P  B  are  the  half- breadths  of 
the  earthwork. 

When  the  natural  surface  of  the  ground  is  rugged,  the  best- 
method  of  determining  the  breadths  of  the  slopes  of  earthwork  is  by- 
measurement,  upon  a  series  of  cross-sections  of  the  proposed  work, 
plotted  to  the  same  scale  horizontally  and  vertically.  (Article  11, 
p.  11;  Article  60,  pp.  97,  98.) 

When  the  natural  surface  of  the  ground  is  level,  or  nearly  level 
across,  or  has  an  uniform  or  nearly  uniform  sidelong  slope,  the 
breadths  of  slopes  may  be  found  by  calculation,  according  to  the 
rules  now  to  be  explained. 

In  each  of  the  following  problems,  k  denotes  C  F  in  figs.  157, 
158,  and  159,  being  the  central  depth  of  the  earthwork  at  the  given 
cross-section ;  b0  the  lialf-breadth  of  the  base,  F  D  or  F  E  j  *  to  I, 
the  slope  of  the  earthwork,  meaning  s  horizontal  to  1  vertical ,  b'f 
the  half- breadth  of  the  slope. 

Problem  First.  To  calculate  tfie  breadth  of  a  slope,  wJten  the 
natural  ground  is  level  across. — In  fig.  157, 

o'  =  HB  =  GA  =  «4.  (1.) 

Problem  Second.  To  calculate  the  breadth  of  a  slope  tolten  tlte 
natural  ground  lias  a  given  uniform  sidelong  inclination* 

Let  the  natural  sidelong  declivity  be  at  the  rate  of  r  to  1 ,  that 
is,  let  r  be  the  cotangent  of  the  angle  which  the  line  A  B  in  figs. 
158  and  159  makes  with  the  horizon. 

Case  I. — When  the  ground,  in  proceeding  from  the  centre  to  the 
edge  of  the  earthwork,  slopes  away  from  the  base,  as  in  the  right- 
hand  side  of  figs.  158  and  159 — 


*=™=wK°) <*> 


Here  the  factor  h  +  -°  represents  H  E,  the  depth  of  the  earth- 
work at  the  edge  of  the  base. 

Case  II. — When  the  ground,  in  proceeding  from  the  centre  to 
the  edge  of  the  earthwork,  slopes  towards  the  base,  as  in  the  left- 
hand  side  of  tig.  15tf,— 
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*'=AL  =  —  '(h-b-*) (3.) 

Here  the  factor  h — °  represents  G  D,  the  depth  of  the  earth- 
work at  the  edge  of  the  base. 

Case  III. — When  the  gronnd  intersects  the  base  between  the 
centre  line  and  the  edge  of  the  earthwork,  as  at  Q  in  the  left-hand 
side  of  fig.  159— 


«r-AL-r"/&-*) <*> 


Here  the  factor— —A  represents  G  D,  the  depth  of  the  earth- 
work at  the  edge  of  the  base. 

The  horizontal  distance  of  the  point  Q  from  the  centre  line  is 
given  by  the  formula 

FQ  =  r/*,  (5.) 

It  is  obvious  that  the  formulae  of  this  article  can  be  applied  to 
cases  in  which  the  slope  of  the  earthwork  and  the  rate  of  declivity 
of  the  ground  are  different  at  the  two  sides  of  the  centre  line,  as 
well  as  to  those  in  which  they  are  the  same. 

The  half-breadths  of  the  earthwork,  60  +  6',  to  the  right  and 
left  of  the  centre  line  at  a  given  point,  being  each  increased 
by  the  breadth  required  for  fencing,  give  the  total  half-breadths  at 
that  point  (as  stated  in  Article  66,  p.  113);  and  these  being  added 
together,  give  the  total  breadth  of  the  land  to  be  taken.  From  a 
series  of  those  breadths,  at  different  points  in  the  centre  line,  the 
area  of  land  to  be  taken  may  be  calculated  by  the  method  of 
ordinates  explained  in  Article  32,  pp.  33,  34. 

Or  the  total  half-breadths  may  be  plotted  on  a  plan,  the 
boundaries  of  the  land  to  be  taken  drawn  through  them,  and 
the  area  found  by  the  Method  of  Triangles,  p.  33,  or  by  the  use 
of  the  Planimeter,  p.  34. 

185.  Calculation  af  Sectional  Areas  •€  Earthwork. — The  com- 
putation of  the  areas  of  a  series  of  cross-sections  of  a  piece  of  earth- 
work is  a  step  towards  calculating  its  volume,  or  "  quantity."  If 
the  ground  is  rugged,  it  may  be  necessary  to  find  the  area  of  each 
cross-section  by  measurements  made  upon  a  drawing ;  but  if  the 
ground  is  nearly  or  exactly  level  across,  or  has  nearly  or  exactly  an 
uniform  sidelong  slope,  the  area  of  a  given  cross-section  can  be 
computed  from  the  same  data  which  serve  to  compute  the  breadths 
of  the  slopes;  that  is  to  say, 
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The  natural  slope  of  the  ground, r  to  1 ; 

The  slope  of  the  earthwork, s  to  1; 

The  half-breadth  of  the  base, 6,; 

The  central  depth, h. 

In  each  case  the  area  of  cross-section  required  will  be  denoted 
byS. 

Problem  First.  To  compute  the  area  of  cross-section  of  a  piece 
of  eartliwork  when  the  ground  is  level  across,  as  in  fig.  157. 

SzzFC'GBrrAtS^  +  i) 

=  2o0A  +  *tf. (1.) 

Problem  Second.  To  compute  the  area  of  cross-section  of  a  piece 
of  earthwork,  when  the  ground  has  an  uniform  sidelong  slope,  not 
intersecting  the  base,  as  in  fig.  158. 

The  area  of  the  trapezoid  GDEH  =  DE-FC  =  2  60A; 

B  N  *H  E 

„       of  the  triangle  B  H  E  = = =  (according  to 

Article  184,  equation  2)      ^*      .  (h  +  ^V; 

„       of  the  triangle  A  G  D  = « =  (according  to 

Article  184,  equation  3)  o"/~f~\  (* ~)  > 

hence,  adding  those  three  parts  together, 

This  formula  may  also  be  put  in  ihe  following  form:— 

s^  sbl+2r*bQh  +  r*eh* 

r2 — «*  * *  *' 

Another  mode  of  expressing  the  same  quantity  is  as  follows,*— 
*  Suggested,  so&rul  know,  by  Mr.  Thomas  Robert* 
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Mid  is  convenient  for  use  in  connection  with  a  table  of  squares:— 
Produce  B  E  and  A  D  till  they  meet  in  K,  in  the  vertical  line 
C  F  produced.     Then 

S  =  triangle  A  B  K  —  triangle  E  D  K 

(AM  +  BP)'CK  —  DEFK 
-  2  ; 

butFK=-°;  CK  =  *+^;  DE  =  260and 
A  M  +  B  P  =^^-5  (•  *  +  *o);  consequently 


8=^(*+^-f (4.) 


Problem  Third.  To  compute  the  areas  of  the  two  division*  of  a 
cross-section  of  earthwork,  taken  the  ground  intersect*  the  base,  as  in 
fig.  159. 

The  cross-section  here  consists  of  two  similar  triangles,  QBE  and 
QAD,  one  of  which  is  in  cutting  and  the  other  in  embankment 
In  the  figure,  the  larger  triangle  is  in  cutting ;  the  same  figure 
inverted  will  represent  the  case  in  which  the  larger  triangle  is  in 
embankment  When  Q,  C,  and  F  coincide,  the  triangles  are 
eqo&L 

Let  S'  denote  the  larger  and  S"  the  smaller  triangla     Then 

(BP  +  FQ)-EH_(S0  +  rA)«.  . 

^  = 2 ~  2{r-s)> <*' 

(AM-FQ)  DG  _  %-rhf  . 

8  = 2 -T<r=i) {b) 

186.  CdrahllM  «f  litaMi  «r  Qmafltlcs  «f  Bartfcwwrlu. 

Cask  L  When  two  cross-section*  S^  S„  are  given,  witfi  the  longitudinal 
distance  between  them  x,  the  volume  (V)  of  the  earthwork  between 
those  cross-sections  is  given  approximately,  by  the  following 
formula,  provided  S0  and  S1  are  nearly  equal,  but  not  otherwise : — 


—•54s (i.) 


2 

Case  II.  When  three  equidistant  cross-section*  S^  S„  Sj,  are  given, 
M  the  total  length  x,  of  the  piece  of  earthwork  between  tltem,  the 
best  approximation  is, 
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V  =  K.**±±*L±*X. (2.) 

Case  III.  Two  cross-sections  given,  and  one  assumed. — Equation 
2  may  also  be  used  to  give  a  closer  approximation  than  equation  1, 
when  the  two  end  most  cross-sections  only  are  given,  Sq  and  Sg,  by 
putting  for  Sx  the  area  of  an  assumed  cross-section  midway  between 
S0  and  S2;  its  central  depth  being  assumed  to  be  a  mean  between 
the  centnil  depths  of  S0  and  Sj,  and  the  sidelong  slope  of  the 
ground  (if  any),  at  S,  a  harmonic  mean  between  those  at  S0  and  S*. 

WJien  tJue  ground  is  level  across,  this  last  process  gives  the  follow- 
ing result : — 

Let  Jlq  be  the  central  depth  at  S0; 

»     ^2         »  i>  >»        a^  "2> 

then  the  assumed  central  depth  at  Sx  is    °  9   ^ ;  and 

V=x{60(^  +  ^  +  ..«+^A±i!} <3-> 

Tliis  formula  is  called  the  "Prismoidal  Formula."  Another 
form  of  the  same  formula,  convenient  for  use  in  connection  with  a 
table  of  squares,  is  as  follows : — 

Formula  3  is  the  basis  of  Sir  John  MacneilTs  earthwork  tables; 
formula  4  of  Mr.  Henderson's.     • 

Case  IV.  An  even  number  of  equidistant  cross-sections  given,  So, 
Sx,  S2,  &c.  .  .  .  S„;  the  distance  from  section  to  section   being 

V=  Axj^  +  S^^  +  Ac  ...  +|=} (5.) 

Case  V.  An  odd  number  of  equidistant  cross-sections  given, 
S0,  S1(  Sj,  <fcc.  .  .  .  S„;  the  distance  from  section  to  section  being 
A  x. 

+  2S._S  +  4S._,  +  S.}.  j 
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Besides  the  earthwork  tables  already  mentioned,  many  others 
have  been  published,  such  as  Mr.  Bidder's,  Mr.  HaskolTs,  <fcc. 
Such  tables  generally  give  either  the  mean  sectional  area  of  a  piece 
of  earthwork  of  a  given  base  and  slope,  and  of  given  depths  at 
the  two  ends,  or  a  number  proportional  to  it;  which  mean  area  or 
number  being  multiplied  by  the  length,  gives  the  volume. 

Quantities  of  earthwork,  in  Britain,  are  usually  stated  in  cubic 
yards,  while  their  dimensions  are  given  in  feet  The  expressions 
for  volumes  in  this  Article,  being  suited  for  the  case  in  which  the 
unit  of  volume  is  the  cube  described  upon  the  linear  unit,  require 
to  be  divided  by  27,  when  the  dimensions  are  in  feet,  to  reduce  the 
volumes  to  cubic  yards. 

Sometimes,  while  the  breadths  and  depths  are  given  in  feet,  the 
lengths  are  stated  in  chains  of  66  feet ;  and  in  that  case,  to  give 
the  volumes  in  cubic  yards,  the  expressions  in  this  Article  should 
be  multiplied  by 

•?-*!-  2-44i 
Sbction  III. — Of  the  Execution  of  Earihtoork. 


187.  Bartega  ami  Trial  Shafts.— The  ordinary  method  of  ascer- 
taining the  nature  of  the  material  to  be  excavated,  previous  to  the 
undertaking  or  execution  of  any  piece  of  earthwork,  is  by  boring  a 
vertical  hole  of  about  3^  or  4  inches  in  diameter  in  the  ground, 
and  bringing  up'  specimens  of  the  materials  pierced  through  at 
different  depths. 

Inasmuch,  however,  as  the  specimens  of  materials  so  brought  up 
ire,  in  general,  reduced  to  chips  or  to  powder  by  the  action  of  the 
boring-tool,  and  sometimes  to  paste  or  mud  by  the  action  of  the 
water  which  is  poured  into  the  hole  to  keep  the  tool  cool,  and 
facilitate  its  working  in  hard  strata,  the  information  obtained  by 
boring  is  not  wholly  satisfactory;  for  although  it  shows  the  min- 
eralogical  composition  of  the  materials  found  at  different  depths,  it 
leaves  their  probable  stability  in  earthwork  doubtful,  except  in  so 
far  as  it  can  be  inferred  from  the  resistance  met  with  by  the  boring 
tool ;  and  this  source  of  information  is  available  to  the  engineer  or 
contractor  at  second-hand  only,  through  the  statements  of  the 
borers.  The  smallness  of  the  hole,  too,  makes  the  results  of  borings 
doubtful;  for  what  seems  to  be  a  stratum  of  rock  may  sometimes 
prove  to  be  only  a  solitary  block  or  boulder. 

To  ascertain  completely  the  nature  and  qualities  of  the  materials 
of  an  intended  cutting,  trial-shafts  or  pits  should  be  sunk  down  to 
the  level  of  its  bottom.     The  expense  and  time  required  for  sinking 
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shafts  make  it  impracticable  to  use  them  exclusively.  The  best 
method  is  to  combine  shafts  with  borings,  by  sinking,  in  every  im- 
portant proposed  cutting,  one  shaft  at  least,  which  should  in  general 
be  at  the  point  of  greatest  depth,  and  making,  besides,  a  series  of 
borings  at  points  200  or  300  yards  apart  These  borings  will  be 
sufficient  to  show  whether  any  change  in  the  strata  occurs  sufficient 
to  make  it  advisable  to  sink  one  or  more  additional  shafts  in  & 
given  cutting. 

Boring  tools  are  made  of  wrought  iron,  steeled  at  the  cutting 
edges  and  points.  They  are  usually  about  3  feet  long,  or  a  little 
more,  about  one-half  of  the  length  being  the  tool  or  boring  instru- 
ment proper,  and  the  remainder  the  shank,  which  is  a  bar  of  l|th 
inch  square  or  thereabouts,  having  a  screw  at  its  upper  end 
to  connect  it  with  the  first  of  the  lengthening  rods.  These  axe 
.square  bars,  usually  about  10  feet  long,  of  the  same  diameter  with 
the  shank  of  the  boring  tool,  with  screws  at  their  ends  by  which 
they  can  be  united  together  to  any  length  required  by  the  depth  of 
the  bore.  The  uppermost  rod  is  capable  of  being  hung  by  a  swivel 
and  rope  from  a  triangle  or  shears  set  up  over  the  bore-hole,  in 
order  to  haul  up  the  rods  when  required  The  working  part  of  the 
tool  is  made  of  various  figures,  for  penetrating  various  materials. 
The  commonest  forms  are  the  auger,  the  worm,  and  the  jumper. 
The  auger,  which  is  used  for  boring  all  ordinary  earths,  shale,  and 
soft  rock,  is  formed  like  a  hollow  cylinder,  about  3£-inches  in 
diameter,  with  an  open  sharp-edged  slit  along  one  side,  and  slightly 
contracted  at  the  lower  end,  which  sometimes  (for  boring  soft  rock) 
has  a  small  spiral  point  like  that  of  a  gimlet.  It  brings  up  speci- 
mens of  the  material  bored  in  the  inside  of  its  hollow  cylindrical 
body. 

The  worm  is  a  sharp  pointed  spiral,  used  for  boring  rock  too  hard 
to  be  pierced  by  the  auger.  After  the  rock  has  been  pierced  by  the 
worm,  the  auger  is  used  to  enlarge  the  hole  and  bring  up  the 
fragments. 

Both  the  auger  and  the  worm  are  worked  by  turning  them  con- 
tinuously round  towards  the  right  (that  is,  in  the  direction  of  the 
motion  of  the  hands  of  a  watch),  by  means  of  a  cross-head  six  feet 
long,  or  thereabouts,  driven  by  two  men. 

To  pierce  rock  that  is  too  hard  for  the  worm,  a  jumper  is  used. 
Jumpers  are  of  various  figures;  some  flat,  like  a  chisel,  with  a  sharp 
edge  at  the  lower  end;  some  square,  with  a  four-sided  pyramidal 
point,  like  a  poker;  some  spear-pointed.  The  jumper  is  worked 
by  raising  it  a  short  distance  and  letting  it  drop,  turning  it  a  little 
way  round  after  each  blow.  It  is  sometimes  simply  hung  by  a 
rope,  instead  of  being  screwed  to  the  lower  end  of  the  lengthening 
rods.     The  materials  broken  by  the  jumper  are  sometimes  brought 
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up  by  the  anger,  sometimes  by  a  sort  of  bucket  on  the  top  of  the 
jumper  itselfl 

Bores  in  very  soft  materials  sometimes  require  to  be  lined  with 
a  aeries  of  cast  or  wrought  iron  pipes,  pushed  down  as  the  bore 
proceeds,  to  prevent  its  sides  from  falling  in ;  the  lowest  pipe  having 
&  sharp  serrated  edge.  These  pipes  may  be  made  to  screw  together, 
so  that  they  can  be  hauled  up  again. 

The  depth  of  a  layer  of  moos,  mud,  or  quicksand,  at  the  surface 
of  the  ground,  is  sometimes  probed  or  sounded  with  a  long  slender 
iron  rod  called  a  pricker. 

The  operations  of  sinking  shafts  will  be  described  further  on, 
under  the  head  of  Tunnelling. 

In  marking  the  results  of  borings  and  trial  shafts  on  a  section 
(see  Article  11,  p.  10,  and  Article  17,  p.  15),  care  is  to  be  taken  to 
show  nothing  on  the  paper  except  the  facts  actually  observed,  all 
conjectural  sections  of  the  strata  lying  between  the  borings  and 
pita,  whether  marked  by  outlines,  colour,  shadings,  or  words,  being 
rigidly  excluded.  The  insertion  of  such  conjectural  sections, 
although  it  improves  the  appearance  of  the  drawing,  and  makes  it 
more  readily  intelligible,  is  done  at  the  risk  of  misleading  eon- 
tractors,  and  involving  the  companies  and  engineers  in  heavy 
responsibility.  The  result  of  the  pits  and  borings  being  shown 
exactly  as  observed,  contractors  and  others  are  left  to  draw  their 
own  conclusions  as  to  the  intermediate  strata. 

188.  itiimIIiImj  Kaithrwmrfc  is  a  term  applied  to  the  process  of  so 
adjusting  the  formation  level  of  an  intended  work,  that  the  earth 
from  the  cuttings  shall  be  as  nearly  as  possible  sufficient  to  make 
the  embankments,  and  no  more.  The  art  of  making  this  adjust* 
mart  by  the  eye  upon  a  section  of  the  ground  with  sufficient 
accuracy  is  soon  acquired  by  practice.  In  most  cases  it  is  essential 
to  economy  in  the  cost  of  the  work;  for  any  surplus  of  embank- 
ment over  cutting  must  be  made  up  from  "  side  cutting;"  and  the 
earth  from  any  surplus  of  cutting  over  embankment  must  be 
formed  into  "  spoil  banks;"  both  of  which  woiks  involve  additional 
cost  for  labour  and  land.  But  cases  sometimes  occur,  in  which  it 
is  more  economical  to  make  an  embankment  from  side-cutting 
close  at  hand,  than  to  bring  the  necessary  material  from  a  far 
distant  cutting  on  the  line  of  works,  or  in  which  it  is  more 
economical  to  throw  part  of  the  material  from  a  cutting  into  a 
spoil  hank,  than  to  send  it  to  a  far-distant  embankment  on  the 
foe  of  works;  and  these  points  must  be  decided  by  the  engineer  to 
the  best  of  his  judgment  in  each  particular  case. 

189.  The  Tmponurr  FcacfB*  erected  before  the  earthwork  is 
commenced,  should  enclose  all  the  ground  required  for  the  under- 
fekmg;  that  is  to  say,  it  should  run  along  the  outer  boundary  of 


I 
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the  strip  of  land  which  is  to  be  taken  beyond  the  edge  of  the 
earthwork,  and  whose  breadth  is  added  to  the  half-breadths  of  the 
earthwork  in  calculating  and  setting  out  the  total  half-breadths 
(p.  113).  In  the  open  country,  where  the  permanent  fence  is  to 
be  a  hedge  and  ditch,  the  breadth  of  that  strip  of  land  is  usually 
about  wins  f set;  but  where  ground  is  valuable,  as  amongst  gardens 
and  pleasure-grounds,  and  in  towns  and  suburbs,  smaller  breadths 
are  used,  as  to  which  no  general  rule  can  be  laid  down. 

The  temporary  fence  usually  consists  of  posts  and  rails  of  larch 
or  oak;  the  posts  being  from  4  feet  to  4  feet  6  inches  apart,  about 
6  feet  long,  driven  from  2  feet  to  2  feet  6  inches  into  the  ground, 
from  4  to  6  inches  broad  in  a  direction  (across  the  fence,  and  about 
3  inches  thick  in  a  direction  along  the  fence;  the  rails  about  9  or 
10  feet  long,  3  inches  deep,  and  1£  inch  thick,  scarfed  in  mortises 
in  every  second  post.  Sometimes  the  posts  in  which  the  rails  are 
scarfed  are  made  stronger  than  the  intermediate  posts,  and  have 
diagonal  stays  to  increase  their  stability,  the  foot  of  each  stay 
being  nailed  to  a  small  stake  about  2  feet  long. 

The  best  site  for  permanent  marks  of  the  line  and  levels  is  near 
the  fence  (pp.  110,  111). 

If  the  soil  is  wet,  a  catckwater  drain  may  be  made  at  the  same 
time  with  the  temporary  fencing,  at  one  or  both  sides  of  the  earth- 
work, commencing  at  its  outfall  into  an  existing  main  drain  or 
water  course,  and  working  upwards.  When  the  ground  has  a  side- 
long slope  the  catch  water  drain  is  indispensable  at  the  up-hill  side 
of  the  earthwork.  Thus,  in  fig.  160,  A  B  is  part  of  the  base  and 
B  C  one  of  the  slopes  of  an  intended  cutting;  C  G  is  part  of  the 
natural  ground,  sloping  downwards  towards  C;  D  is  a  catch  water 


Fig.  160.  Fig.  161. 


drain,  to  prevent  surface  water  running  from  G  towards  C  from 
injuring  the  slope  of  the  cutting.  In  fig.  161,  A  B  is  part  of  the 
base  and  B  C  one  of  the  slopes  of  an  embankment ;  E  F  is  part  of 
the  natural  ground,  sloping  downwards  from  F  towards  E;  D  is  a 
catchwater  drain,  to  prevent  surface  water  running  from  F  towards 
C  from  collecting  at  C  and  injuring  the  embankment.  The  catch- 
water  drain  may  be  an  open  ditch,  in  ordinary  cases  from  3  to  4 
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feet  wide  and  from  2  to  3  feet  deep;  or  it  may  be  an  underground 
drain,  built  of  stone  or  brick,  or  made  of  earthenware  tubes  (as  in 
the  figures),  with  broken  stone  or  clean  gravel  above  it 

191.  scatppiMg  the  mi. — The  soil  or  vegetable  mould  should  be 
stripped  from  the  site  of  an  intended  piece  of  earthwork,  and  laid 
down  near  the  fence,  in  order  that  it  may  be  afterwards  used  to 

re-eoil  the  slopes  of  the  earthwork.     The  usual  depth  of  soil  spread 

on  these  slopes  varies  from  3  to  6  inches. 

192.  cia—wl  OperatftMM  «f  Coufta*. — Where  there  is  no  reason 
to  the  contrary,  it  is  desirable  that  the  base  of  a  cutting  should 
have  a  declivity  towards  the  point  at  which  the  work  of  excavation 
is  commenced  •  for  this  renders  more  easy  the  removal  of  the  earth 
in  wagons,  and  the  temporary  and  permanent  drainage. 

A  cutting  is  usually  commenced  (if  the  earth  will  stand  for  a 
time  with  vertical  sides)  by  making  a  "  gullet,"  or  vertical-sided 
excavation,  wide  enough  to  contain  one  or  more  lines  of  tem- 
porary rails  for  the  passage  of  earth  wagons.  The  widening  of 
the  cutting  to  its  full  width,  and  the  formation  of  the  slope, 
should  be  carried  on  so  as  never  to  be  far  behind  the  head  or  most 
advanced  end  of  the  gullet;  for  the  strain  thrown  on  a  mass  of 
earth  by  standing  for  a  time  with  a  vertical  face  has  a  tendency  to 
produce  cracks,  which  may  extend  beyond  the  position  of  the 
intended  slopes,  and  so  render  the  sides  of  the  cutting  liable  to  slip 
after  they  have  been  finished.  The  advanced  end  of  a  cutting 
of  considerable  depth,  and  the  parts  of  its  sides  whose  slopes  have 
not  been  finished,  consist,  while  the  work  is  in  progress,  of  a  series 
of  steps  or  stages  called  "  lifts,"  rising  one  above  another  by  six 
or  eight  feet,  or  thereabouts,  the  excavators  working  at  the  faces 
of  these  lifts  so  as  to  carry  them  on  together. 

From  faces  at  the  end  or  sides  of  the  gullet,  the  earth  is 
shovelled  directly  into  the  wagons.  From  the  other  faces  of  the 
catting,  the  earth  is  wheeled  in  barrows  along  planks  to  points 
from  which  it  can  be  tipped  into  the  wagon  a 

193.  DntaiMg  the  Bsm  «a4  •!•*•■• — At  the  foot  of  each  slope  of 
a  cutting  it  is  almost  always  necessary  to  have  a  longitudinal 
drain  called  a  "  side-drain,"  of  from  6  inches  to  2  feet  deep  accord- 
ing to  the  circumstances  of  the  case.  It  may  be  a  small  open 
ditch,  or  a  channel  pitched  and  faced  with  stone,  or  a  covered  stone 
or  brick  drain,  or  a  line  of  tubes  (as  at  E,  fig.  160)  with  broken 
atone  or  gravel  above.  It  may  receive  the  waters  of  branch 
drains  running  across  the  base,  should  such  be  found  necessary,  and 
also  of  branch  drains  laid  in  the  slopes,  as  F,  fig.  160.  When  the 
tatter  are  tubes,  they  may  in  general  be  laid  about  2£  feet  below 
the  surface.  It  is  in  general  advisable  so  to  place  the  side-drain 
£  tfot  its  bottom  shall  not  be  below  the  prolongation  of  the  plane 
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of  the  slope  B  C,  unless  there  is  a  retaining  wall ;  otherwise  it  may 
cause  that  slope  to  slip,  and  may  itself'  be  crushed  or  choked. 

Springs  rising  in  cuttings  require  special  drains  to  carry  away 
their  waters, 

194.  The  ukMr  «f  BatibwOTk,  in  ordinary  cases,  consists  of 
getting,  or  excavating;  filling  into  barrows  or  wagons;  wheeling 
in  barrows;  leading  in  wagons;  and  teeming  or  tipping — that 
is,  depositing  the  earth  in  the  embankment  where  it  is  to  resL 
Other  processes  required  in  special  cases  will  be  considered  farther 
on. 

The  labour  of  getting  the  earth  depends  mainly  upon  its  adhesion. 
Loose  sand  and  gravel,  soft  vegetable  mould  and  peat,  can  be  dug 
with  the  shovel  or  the  spade  alone;  sttffer  kinds  of  earth  require  to 
be  loosened  with  the  pick  before  being  shovelled  into  barrows,  and 
in  some  cases,  with  crowbars,  wedges,  or  stakes;  the  softest  kinds 
of  rock  can  be  broken  up  with  the  pick  or  crowbar;  harder  kinds 
require  the  action  of  wedges;  harder  still,  especially  if  free  from 
natural  fissures,  need  blasting  by  gunpowder,  which  will  be  treated 
in  a  separate  article. 

Wheeling  in  barrows  is  performed  upon  planks,  whose  steepest 
inclination  should  not  exceed  1  in  12,  unless  the  men  are  assisted 
by  means  of  ropes  and  winding  machinery. 

Leading  is  performed  upon  light  temporary  rails,  in  wagons 
called  "  earth-wagons,"  whose  bodies  can  be  tipped  over  by 
turning  on  a  pair  of  horizontal  trunnions,  so  as  to  empty  the  earth 
out:  they  are  drawn  by  horses  or  by  small  locomotive  engines. 

The  labour  of  shovelling  a  given  weight  of  earth  into  barrows, 
and  that  of  wheeling  it  from  the  face  of  the  cutting  to  a  given  point, 
tipping  it  into  the  wagons,  and  leading  it  a  given  distance,  are 
nearly  the  same  for  most  ordinary  kinds  of  earth.  For  a  given 
bulk  of  earth,  the  labour  of  those  operations  varies  nearly  as  the 
heaviness  of  the  earth. 

In  order  to  execute  an  excavation  with  speed  and  economy,  it  is 
necessary  to  fix  correctly  both  the  absolute  and  the  proportionate 
numbers  of  pickmen,  shovellers,  and  wheelers,  or  barrowmen,  so 
that  all  shall  be  constantly  employed.  The  only  method  of  doing 
this  exactly,  in  any  particular  case,  is  by  trial  on  the  spot;  but  an 
approximation  may  be  made  beforehand  by  estimating  from  the 
data  of  experience. 

The  absolute  number  of  excavators  working  at  the  face  of  a 
cutting  is  determined  by  the  horizontal  extent  of  face  at  which 
cutting  is  in  progress  at  once;  one  excavator  to  five  or  six  feet  of 
breadth  of  face,  is  about  as  close  as  they  can  be  placed  without 
getting  in  each  others'  way. 

The  proportion  of  wheelers  to  shovellers  may  be  estimated  ap- 
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proximately  by  the  fact,  that  a  shoveller  takes  about  as  long  to  fill 
am  ordinary  barrow  with  earth  as  a  wheeler  takes  to  wheel  a  full 
barrow  About  100  or  120  feet,  oil  a  horizontal  plank,  and  return 
with  an  empty  barrow. 

If  the  roll  barrow  has  to  be  wheeled  up  an  ascent,  each  foot  of 
rise  is  to  be  considered  equivalent  to  six  additional  feet  of  horizontal 
distance. 

Hence  the  following  approximate  formula : — 
Let  I  be  the  horizontal  distance  that  the  earth  has  to  be  wheeled, 
and  k  the  height  of  ascent,  if  any;  then 

number  of  wheelers  to  one  shoveller  =-=- ,/ww    ton*  x  (!•) 

from  100  to  120  feet  x   ' 

The  number  of  barrows  required  for  each  shoveller  is  one  more 
than  the  number  of  wheelers. 

A  shoveller  will  throw  each  shovelful  of  earth  from  6  to  10  feet 
horizontally,  or  from  4  to  5  feet  vertically  upwards.  If  the  earth 
is  to  be  thrown  by  the  shovel  to  greater  distances  or  heights,  two 
or  more  ranks  of  shovellers  must  be  employed. 

The  proportion  of  the  pickmen  to  the  shovellers  (in  a  single  rank) 
depends  on  the  stiffness  of  the  earth,    The  following  are  examples : — 

Pickmen  to 
one  Shoveller. 

Loose  sand  and  vegetable  mould, o 

Compact  earth, £ 

Ordinary  clay, from  £  to  i 

Hard  clay, „   i£  to  2. 

Earth  is  designated  as  "  earth  of  one  man/9  if  one  shoveller  can 
keep  one  line  of  wheelers  at  work;  "  earth  of  a  man  and  a-half,"  if 
two  shovellers  and  a  pickman  are  needed  to  keep  two  lines  of 
wheelers  at  work;  "earth  of  two  men,"  if  one  shoveller  and  one 
pickman  can  keep  one  line  of  wheelers  at  work;  and  generally, 
"  earth  of  so  many  men,"  according  to  the  number  of  shovellers  and 
pickmen  together  who  are  required  to  keep  one  line  of  wheelers  at 
work.  Let  m  denote  that  number;  then  the  total  number  of 
shovellers,  pickmen,  and  wheelers  for  each  line  of  wheelers,  will  be 
approximately 

M  =  m  +  froml00+to  120  feet (2'> 

The  rate  at  -which  the  cutting  may  be  expected  to  advance,  if 
no  special  difficulties  occur,  may  be  estimated  for  each  line  of 
wheelers  (or  for  each  shoveller  in  one  rank),  at  about 
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20  cubic  yards  of  loose  sand,  or  mould,         )         • 
or  16  cubic  yards  of  clay,  or  compact  earth,  /  ™       *' 

The  labour  of  excavating  is  often  considerably  lessened,  especially 
in  widening  a  gullet  at  the  sides,  by  undermining  large  masses  of 
earth  from  below,  and  loosening  them  by  driving  stakes  behind 
them  from  above.     This  is  called  "falling." 

An  earth-wagon  holds  about  as  much  as  50  wheel-barrows,  and 
if  drawn  at  the  walking  pace  of  a  horse,  its  speed  may  be  taken  as 
about  one-fifth  greater  than  that  of  the  wheel-barrows;  so  that  it 
is  equivalent  to  about  60  wheel-barrows;  and  one  earth-wagon 
going  and  returning  a  distance  of  about  6,000  feet  horizontally, 
while  another  stands  to  be  filled,  will  keep  one  shoveller  at  work. 
If  loaded  wagons  have  to  be  drawn  up  an  ascent,  and  the  tem- 
porary rails  are  in  moderately  good  order,  each  foot  of  ascent  may 
be  considered  as  equivalent  to  about  150  feet  of  additional  hori- 
zontal distance.  Hence  let  L  be  the  horizontal  distance  in  feet  to 
which  the  earth  is  to  be  led  in  earth-wagons  drawn  by  horses,  H 
the  ascent,  in  feet,  if  any;  then  the  number  of  shovellers  (in  single 
rank)  to  each  earth-wagon  in  motion  at  one  time,  is  about, 

6,000      .  „.     . 

"EVMOH (3) 

and  the  reciprocal  of  this  expresses  the  earth-wagons  or  fractions  of 
an  earth-wagon  in  motion  at  one  time  per  shoveller;  but  additional 
wagons,  as  to  which  no  precise  rule  can  be  laid  down,  must  be  pro- 
vided, in  order  to  allow  for  those  which  are  standing  to  be  filled, 
and  for  those  which  are  in  the  act  of  being  tipped  and  reversed. 
With  locomotive  engines  the  speed  can  be  increased,  and  the 
number  of  wagons  proportionally  diminished.  The  preceding 
calculations  have  reference  to  wagons  which  hold  from  2  to  2£ 
cubic  yards  of  earth,  or  thereabouts,  the  weight  of  which  is  from  24 
to  3  tons,  the  weight  of  the  wagon  itself  being  between  a  ton  and 
a  ton  and  a-half.  The  friction  being  taken  at  15  lbs.  per  ton  (or 
1  —  150th  of  the  gross  load  nearly),  the  force  required  to  draw  a 
wagon,  or  train  of  wagons,  either  on  a  level,  or  up  or  down  a  given 
declivity,  can  easily  be  calculated.  In  estimating  the  number  of 
horses  required,  the  force  which  a  horse  can  exert  when  walking 
slowly  may  be  estimated  at  about  120  lbs. 

When  the  leading  of  earth  is  performed,  not  in  wagons  or 
temporary  rails,  but  in  two-wheeled  one-horse  carts  on  an  ordinary 
roadway,  the  number  of  such  carts  required  may  be  approximately 
computed  from  the  data,  that  the  net  load  of  each  such  cart  is 
about  equal  to  that  of  twelve  wheel-barrows,  and  its  average  speed 
going  and  returning  about  one-sixth  part  more  than  that  of  a 
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wheel-barrow,  so  that  each  cart  in  motion  is  equivalent  to  about 
fourteen  wheel-barrows  in  motion.  In  this  as  in  the  preceding 
ease,  in  computing  the  total  number  of  carts,  allowance  must  be 
made  for  those  which  are  standing  to  be  filled,  and  those  which  are 
being  turned  and  tipped. 

19 5.  mrmrhtm  on  the  sides  of  cuttings  are  small  platforms,  level 
transversely,  seldom  exceeding  about  six  feet  in  breadth.  They 
are  sometimes  used  in  very  deep  cuttings,  for  the  purpose  either  of 
intercepting  the  fall  of  boulders  and  pieces  of  rock  from  the  higher 
slopes,  or  of  facilitating  the  drainage.  A  bench  ought  to  have  a 
slight  declivity  lengthwise,  and  at  the  foot  of  the  slope  above  it 
there  should  be  a  side-drain  like  that  at  the  side  of  the  base  (£, 
%  160,  p.  334),  to  catch  and  carry  away  all  the  surface-water 
from  that  slope. 

196.  PwFMrtiM  m€  aWa**. — As  the  slipping  of  the  sides  of  cuttings 
is  caused  by  the  action,  of  water,  its  prevention  is  promoted  by 
efficient  ordinary  drainage,  as  described  in  Article  189,  p.  334,  and 
Article  193,  p.  333.  When  ordinary  methods  oi  drainage  are 
insufficient,  other  expedients  must  be  adopted,  such  as  the  follow- 
ing:—To  make  the  branch-drains  of  the  slope  very  numerous  and 
dose;  to  make  special  drains  for  carrying  down  to  the  side-drain 
of  the  cuttings,  the  waters  of  such  springs  as  may  flow  from  the 
dope;  to  face  the  slope  with  a  well-packed  layer  of  stones  laid  dry, 
W  6  to  18  inches  thick:,  according  to  the  circumstances  of  the  case ; 
to  cutaway  a  portion  of  the  lower  part  of  the  slope,  and  form  in  the 
«pa*  ao  left  a  bank  of  gravel  or  shivers  of  stone,  against  which  the 
slope  of  earth  may  alrat,  with  counterforts,  made  by  digging 
trenches  at  right  angles  to  the  gravel  bank,  and  filling  them  with 
gravel;  this  combination  acts  both  as  a  retaining  wall  and  as  a 
system  of  drains;  to  "build  at  the  foot  of  the  slope,  so  as  at  once 
to  support  and  drain  it,  either  a  dry  stone  retaining  wall,  or  a 
wall  of  brick  or  masonry  laid  in  mortar,  backed  with  a  vertical 
layer  of  dry  stones ;  to  intercept  underground  waters  on  their  way 
towards  the  slope,  by  means  of  a  drift  or  mine. 

Retaining  -walls  -will  be  further  treated  of  under  the  head  of 
Masonry,  and  drifts  under  that  of  Tunnelling. 

In  some  instances,  all  remedies  for  slipping  are  found  unavailing, 
and  the  material  must  be  allowed  to  find  its  own  angle  of  repose, 
care  being  taken  to  remove  the  earth  which  slides  down  from  time 
to  time,  and  to  acquire  the  necessary  additional  land. 

197.  Bvuiimtmt  m€  Bmfc«fcig>art.  —  Embankments  subside  or 
settle  after  their  first  formation,  to  an  extent  which  varies  consid- 
erably for  different  materials  and  under  different  circumstances, 
being  seldom  less  than  one-twdfth^  and  seldom  more  than  one-fifth,  of 
the  original  height     The  best  method  of  ascertaining  the  probable 
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proportionate  settlement  of  a  proposed  embankment  is  by  an 
experiment  on  a  short  length  of  it;  allowance  for  the  settlement  bo 
ascertained  must  then  be  made  in  constructing  the  remainder  of 
the  embankment. 

198.  The  iMttribatten  •€  Earthwork  means  the  arrangement  by 
which  the  materials  obtained  from  different  parts  of  the  cuttings 
are  distributed  amongst  different  parts  of  the  embankments,  so  as 
to  insure  the  least  possible  expenditure  of  labour  in  the  leading  or 
conveyance  of  the  earth.  To  attain  this  object,  two  rules  are  to 
be  followed  as  closely  as  may  be  practicable; — to  fill  each  portion 
of  embankment  from  the  nearest  accessible  portion  of  cutting;  and 
to  take  care  that  the  several  routes  by  which  earth  is  conveyed 
from  cutting  to  embankment  shall  not  cross  each  other. 

The  mean  distance  of  lead,  from  a  division  of  a  cutting  to  that 
division  of  an  embankment  which  is  filled  from  it,  is  nearly  equal 
to  the  distance  between  their  centres  of  gravity. 

199.  Geaeral  Operations  of  KMbaakla*— The  best  materials  for 
embankments  are  those  whose  frictional  stability  is  the  greatest  and 
the  most  permanent,  such  as  shivers  of  rock,  shingle,  gravel,  and 
clean  sand.  Clay  also  forms  safe  embankments,  provided  it  is  dry, 
or  nearly  dry,  when  laid  down.  Wet  clay,  vegetable  mould,  and 
mud,  are  unfit  for  use  in  embankments;  so  also  is  peat,  except  with 
certain  precautions  to  be  afterwards  mentioned. 

An  embankment  may  be  made  in  three  ways : — I.  In  one  layer. 
II.  In  two  or  more  thick  layers.     IIL  In  thin  layers. 

I.  In  one  layer. — This  being  tho  cheapest  and  quickest  method, 
consistent  with  stability,  is  that  followed  in  all  earthworks  in 

•&/  which  there  is  no  special  reason  to  the 
contrary.  In  ^g.  162,  BAC  repre- 
sents the  natural  surface  of  the  ground ; 
D  A  part  of  the  base  of  a  cutting ; 
A  E  0  an  embankment,  th e construction 
Fig.  1C2.  of  which  is  carried  forward  in  the 

direction  A  E  of  its  full  width  and  height  (including  a  sufficient 
allowance  for  subsidence),  by  running  earth-wagons  on  temporary 
rails  from  the  cutting  along  the  top  of  the  embankment,  and  tipping 
them  at  E,  so  that  the  earth  runs  down  and  spreads  itself  over  the 
sloping  end  E  C  of  the  bank,  which  is  called  the  "tip." 

The  sloping  lines  parallel  to  E  C  represent  a  series  of  successive 
previous  positions  of  the  tip,  as  the  embankment  advanced  from  A 
No  tipping  over  the  sides  of  embankments  should  be  allowed; 
for  the  earth  so  tipped  is  liable  afterwards  to  slip  off 

II.  In  thick  layers. — This  process  has  been  used  in  some  em- 
bankments of  great  height  It  consists  in  completing  the  construc- 
tion of  the  embankment  up  to  a  certain  height  by  the  process  of 
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tipping  over  the  end  already  described;  leaving  that  layer  for  a 
time  to  settle,  and  then  making  a  second  layer  in  the  same  way, 
and  ao  on.  It  involves  much  additional  time  and  labour,  and  is 
seldom  employed.  It  is,  however,  useful  in  making  embankments 
of  hard  clay  or  shale,  which,  when  first  tipped,  consists  of  angular 
lumps  that  lie  with  vacant  spaces  between  them,  and  do  not  form  a 
compact  mass  until  partially  softened  and  broken  down  by  the 
action  of  air  and  moisture. 

III.  In  thin  layers. — This  process  consists  in  spreading  the  earth 
in  horizontal  layers  of  from  9  inches  to  18  inches  deep,  and  ramming 
each  layer  so  as  to  make  it  compact  and  firm  before  laying  down 
the  next  layer.  Being  a  tedious  and  laborious  process,  it  is  used  in 
special  cases  only,  of  which  the  principal  are,  the  filling  behind 
retaining  walla,  behind  wings  and  abutments  of  bridges  and  culverts, 
and  over  their  arches,  and  the  embankments  of  reservoirs  for 
water. 

The  labour  of  spreading  earth  in  layers  and  ramming  it  may  be 
estimated,  in  general,  at  from  once-and-a-sucth  to  once-<md-0L-tidrd 
that  of  shovelling  it  into  a  barrow.    (See  Article  194,  p.  337.) 

200.  BMbaaktag  mi  SMeteag  emm4<— When  the  natural  ground 
has  a  steep  sidelong  slope,  it  is,  in  general,  necessary  to  cut  its  sur- 
face into  steps  before  making  the  embankment,  in  order  that  the 
latter  may  not  slide  down  the  slope,  In  the  cross-section,  fig.  163, 
the  dotted  line  A  B  repre- 
sents the  natural  surface  of 
the  ground,  QEB  a  side- 
catting,  and  A  D  Q  an  em-  °  ^'"- 
bankment,  resting  on  steps 
which  have  been  cut  be- 
tween A  and  Q.  The  best 
position  for  those  steps  is  ** 168" 
perpendicular  to  the  axis  of  greatest  pressure,  whose  inclination 
to  the  vertical  is  given  by  equation  14  of  Article  183,  p.  322;  so 
that,  if  A  D  is  inclined  at  the  angle  of  repose,  the  steps  near  A 
should  be  inclined  to  the  horizon,  in  the  opposite  direction  to  A  D, 
at  the  angle  given  by  equation  16,  p.  322;  while  the  steps  near  Q 
may  be  level  It  is  better  to  make  the  steps  steeper  than  the  in- 
clination given  by  this  principle  than  to  make  them  flatter. 

201.  BakuUiff  •vcr  ami  acm  Ha*Mnrr.— In  *  embanking  over 
culverts  (that  is,  covered  drains  of  masonry  or  brickwork),  near 
retaining  walls,  or  near  the  abutment  and  wing  walls  of  bridges, 
care  must  be  taken  not  to  injure  the  masonry  by  shocks  from  the 
&11  of  earth,  or  by  ill-distributed  or  sudden  pressures. 

For  the  purpose  of  preventing  shocks,  the  precaution  is  taken 
already  mentioned  in  Article  199,  above,  of  spreading  the  earth  in 
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immediate  contact  with  the  masonry  in  thin  layers,  and  ramming 
each  layer.  For  this  purpose,  dry  materials  should  be  chosen,  that 
will  let  water  drain  off  easily,  such  as  shivers  of  stone,  gravel,  and 
clean  coarse  sand.  This  rammed  earth  should  fill  all  the  space 
between  the  wing  walls  of  bridges,  and  extend  back  from  retaining 
walls,  and  from  the  abutments  of  bridges  and  culverts,  ten  feet  or 
thereabouts.  Over  the  arches  of  culverts,  the  earth  rammed  in 
thin  layers  should  rise  to  at  least  half  the  height  of  the  proposed 
embankment;  the  remainder  may  be  tipped  in  the  common  way. 

For  the  purpose  of  preventing  unequal  lateral  pressures  against 
bridges  and  large  culverts,  care  should  be  taken  (by  the  aid,  if 
necessary,  of  timber  platforms  to  carry  the  temporary  rails),  that  the 
embankment  is  carried  up  at  both  sides  of  the  structure  at  once, 
and  as  nearly  as  possible  to  the  same  height  at  the  same  time. 

202.  DraiMge  #f  BMfcaakveafck— The  position  and  use  of  the 
catchwater  drain  near  the  foot  of  the  slope  has  already  been  ex- 
plained in  Article  189,  p.  334.  The  construction  of  culverts,  for 
carrying  drainage-water  below  embankments,  will  be  treated  of 
under  the  head  of  Masonry.  Ground  in  which  springs  rise  should 
be  avoided  altogether,  if  possible;  but  if  it  is  absolutely  necessary 
to  embank  over  a  spring,  a  culvert  may  be  built  to  carry  its  water 
clear  of  the  embankment 

203.  Enbmakmcnt  ta  ■  Great  Plato.— When  a  line  of  conveyance 
is  carried  across  an  extensive  plain,  it  is  almost  always  necessary,  in 
order  to  keep  its  surface  dry,  that  it  should  be  raised  above  the 
general  level  of  the  ground;  and  where  inundations  occur,  the 
requisite  height  may  be  considerable.     In  fig.  164,  A  represents  a 
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Fig.  164. 

cross-section  of  an  embankment  for  this  purpose,  the  materials  for 
which  are  obtained  by  digging  a  pair  of  trenches,  B,  0,  alongside  of 
it.  These  trenches,  by  collecting  surface-water  and  discharging  it 
into  the  nearest  river  or  other  main  drainage  channel,  tend  to 
shorten  the  duration  of  floods  in  the  neighbourhood  of  the  Una 

204.  Kaiaaaluaeats  •*  Saft  Graaaa— When  the  ground  is  SO  soft 
that  an  embankment  made  in  the  ordinary  way  would  sink  in  it, 
different  expedients  are  to  be  employed,  according  to  the  kind  and 
degree  of  difficulty  to  be  overcome.  The  following  list  of  expedients 
is  arranged  in  the  order  of  an  increasing  scale  of  difficulty  :-r- 

I.  By  digging  side-drains  parallel  to  the  site  of  the  intended 
embankment,  the  firmness  of  the  natural  ground  may  be  increased 

II.  If  the  material  of  the  natural  ground  has  a  definite  angle  of 
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repose,  though  much  flatter  than  that  of  the  material  of  the  em- 
tankmen t,  the  slopes  of  the  embankment  may  be  formed  to  the  same 
angle,  thus  giving  it  a  broader  foundation  than  it  would  have  with 
its  own  natural  slope. 

III.    A  foundation  may  be  made  for  the    embankment    by 

digging  a  trench  and  filling  it  with  a  stable  material.     In  fig  16a, 

A  E  F  B     represents     the 

cross-section  of  an  intended 

embankment,  and  A  C  D  B 

that  of  the  trench  to  be 

dug  for  its  foundation,  the  c  «.    1 65  ** 

edges  of  the  base  of  the 

trench,  C,  D,  being  vertically  below  those  of  the  top  of  the 

embankment,  E,  F.     To   design  these  cross-sections,  proceed  as 
follows: — 

Let  h  =  G  E  denote  the  height  of  the  proposed  embankment; 

to,  the  weight  of  a  cubic  foot  of  its  material ; 

vf,  the  weight  of  a  cubic  foot  of  the  material  of  the  natural  ground; 

tf,  its  angle  of  repose ; 

A'=GC,  the  required  depth  of  the  foundation ; 

tiwfetiz»L£  =  ^ 

1+sin^  ' 

then  the  depth  of  the  foundation  is  given  by  the  formula, 

***^*L a) 

The  slopes  of  the  trench,  C  A,  D  B,  should  be  inclined  at  the 
angle  of  repose  of  the  soft  material;  so  that  the  breadth  of  each 
will  be 

AG  =  A'-cotan^; (2.) 

and  this  fixes  also  the  inclination  of  the  slopes  of  the  embankment, 
A  E,  B  F,  without  reference  to  the  angle  of  repose  of  its  material. 

IV.  The  ground  may  be  compressed  and  consolidated  by  means 
of  short  piles.  This  method  will  be  farther  explained  under  the 
head  of  Fouwdationb. 

V.  The  embankment  may  be  made  of  materials  light  enough  to 
form  a  sort  of  raft,  floating  on  the  soft  ground,  such  as  hurdles, 
fascines,  or  dry  peat.  The  use  of  fascines  will  be  further  explained 
in  a  later  chapter.  Dry  peat  was  the  material  used  by  George 
Stephenson  to  carry  the  Liverpool  and  Manchester  Railway  across 
Chit  Mom*     £&  heaviness,  when  well  dried  in  the  air,  is  about 
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30 lbs.  per  cubic  foot;  and  when  saturated  with  water,  63 lbs.  On 
the  dry  peat  embankment  was  placed  a  platform  of  two  layers  of 
hurdles,  to  cany  the  ballast 

VI.  Should  all  other  expedients  fail,  a  moss  or  bog  may  still  be 
crossed  by  throwing  in  stones,  gravel,  and  sand,  until  an  embank- 
ment is  formed,  resting  on  the  hard  stratum  below  the  moss,  and 
with  its  top  rising  to  the  required  level  It  is  found  that  the 
material  of  the  embankment  assumes  the  same  natural  slope  that  it 
would  do  in  the  air. 

20-5.  Dread**  Mite*  ■■«  Ptcchtag  ««pc«.  The  slopes,  both  of 
embankments  and  cuttings,  are  to  be  dressed  to  smooth  and  regular 
surfaces,  and  covered  with  a  layer  of  soil,  which  varies  from  3 
inches  to  6  inches  in  depth,  according  to  the  practice  of  different 
engineers,  and  is  sown  with  grass-seed 

The  labcwr  of  dressing  slopes  is  nearly  equivalent  to  that  of 
digging  about  half-a-foot  deep  in  Ioobc  mould  over  the  same  area  of 
surface;  and  that  of  spreading  the  soil  is  about  the  same  with  that 
of  shovelling  it  into  a  barrow.     (See  p.  337.) 

Slopes  of  embankments  which  are  exposed  to  still  water  may  be 
faced  or 4( pitched"  with  dry  stone  about  a  foot  thick.  The  protection 
of  slopes  against  waves  and  currents  falls  under  the  head  of 
Hydraulic  Engineering. 

206.  ci«y  i>«ddie  is  used  to  make  embankments  and  channels 
water-tight,  and  to  protect  masonry  against  the  penetration  of 
water  from  behind.  The  proper  material  for  it  is  clay,  freed  from 
all  large  stones,  roots  of  plants,  and  the  like,  and  containing  as 
much  sand  and  fine  gravel  as  is  consistent  with  its  holding  water; 
if  there  is  too  little  sand,  the  puddle  is  liable  to  crack  in  dry 
weather.  It  is  made  by  working  the'  clay  in  layers  about  9  inches 
thick,  with  enough  of  water  to  reduce  it  to  a  pasty  condition,  by 
means  of  a  tool  that  has  a  sort  of  poaching  action,  until  it  becomes 
a  perfectly  uniform  and  compact  mass.  The  labour  is  about  five 
times  that  of  shovelling  the  same  quantity  of  material 

207.  QwMvrteg  aa«  Biaatftag  Bo**. — Bock  that  is  too  hard  to  be 
split  with  the  pick,  the  crowbar,  or  the  quarryman's  hammer,  and 
not  so  hard  as  to  require  blasting  with  gunpowder,  can  be  quarried 
in  blocks,  by  cutting  grooves,  or  boring  holes,  in  the  upper  surface 
of  a  bed,  inserting  blunt  steel  wedges  in  them,  and  driving  those 
wedges  with  a  hammer  until  a  block  splits  off  from  the  layer. 
G&uthey's  estimate  of  the  labour  of  this  operation,  per  cubic  yard 
of  rock,  is  about  0*4  of  a  day's  work  of  a  man;  but  it  varies  very 
much  for  different  kinds  of  rock. 

The  processes  of  blasting  with  gunpowder  may  be  divided  into 
small  blasts  and  great  blasts. 

L  A  small  blast  is  made  by  boring  with  a  jumper  (Article 
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187,  p.  332),  a  hole  in  the  rock,  whose  diameter  varies  from  1  inch 
to  6  inches,  or  thereabouts,  and  its  depth  from  one  foot  to  30  feet. 
Part  of  the  depth  of  the  hole  is  filled  with  coarse-grained  gun- 
powdery  poured  in  through  a  tube  reaching  nearly  to  the  bottom, 
and  the  remainder  of  the  hole  is  rammed  with  what  is  called 
** tamping"  consisting  of  chips  of  rock,  sand,  clay,  and  other  such 
materials;  the  best  material  being  dry  clay.     Care  is  to  be  taken 
never  to  use  materials  that  may  strike  fire,  and  not  to  ram  hard  until 
there  are  some  inches  of  material  between  the,  tamping-bar  and  the 
powder.   The  fuse  may  be  protected  by  traversing  a  tube,  or  a  groove 
in  a  piece  of  wood.     It  should  burn  at  the  rate  of  about  2  feet  per 
minute.    The  best  fuse  for  this  purpose  is  known  as  "  Bickford's." 
The  explosion  of  the  powder  splits  and  loosens  a  mass  of  rock 
whose  volume  is  approximately  proportional  to  the  cube  of  the  line 
if  bout  resistance, — that  is,  in  general,  of  the  shortest  distance  from 
the  charge  to  the  surface  of  the  rock — and  may  be  roughly  estimated 
at  twice  that  cube;  but  this  proportion  varies  very  much  in  different 


The  proportion  of  the  wight  of  rock  loosened  to  the  weight  of 
powder  exploded  ranges  from  about  7,000  : 1  to  14,000  : 1,  and  may 
be  taken  on  an  average  at  10,000  : 1. 

The  ordinary  rule  for  the  weight  of  powder  in  small  blasts  is, 

,      .    „          (line  of  least  resistance  in  feet)8      ,,  v 
powder  in  lbs.  =  * „-„ '—.  •••(!•) 

A  test  of  the  strength  of  blasting  powder  is,  that  2  ounces,  or 
£th  of  an  avoirdupois  pound  of  it,  being  fired  in  an  eight-inch 
mortar  elevated  at  an  angle  of  45°,  should  throw  a  68  lb.  ball  to  a 
distance  of  240  feet 

Another  test  is  by  firing  2  ounces  of  powder  in  the  "  eprouvette 
gun/'  its  bore  is  27 '6  inches  long,  and  If  inch  in  diameter; 
it  weighs  8(>i  lbs, ;  it  is  hung  in  a  frame  like  a  "  ballistic  pendulum," 
and  its  recoil  is  measured  on  a  graduated  arc.  Good  powder  fit  for 
blasting  gives  a  recoil  of  about  20  degrees. 

One  lb.  of  powder  in  a  loose  state  occupies  about  30  cubic 
inches.  By  compression,  it  may  be  squeezed  into  27£,  or  there- 
abouts. 

Thirty  cubic  inches  are  equal  to  38  -2  cylindrical  inches;  and 
this  is  the  length  of  hole,  one  inch  in  diameter,  required  to  hold  one 
lb.  of  powder.  The  corresponding  length  for  other  diameters 
varies  inversely  as  the  square  of  the  diameter. 

A  blast  acts  most  efficiently  when  the  line  of  least  resistance 
(being,  in  sound  rock  of  uniform  strength,  the  shortest  line  from 
the  charge  to  the  surface),  is  perpendicular  to  the  axis  of  the  bore- 
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hole.  It  acts  least  efficiently  when  the  line  of  least  resistance  is 
the  axis  of  the  bore-hole  itself.  It  is  not  always  possible  to  jump  a 
hole  perpendicular  to  the  intended  line  of  least  resistance;  but  the 
hole  should  always  be  made  to  form  as  great  an  angle  with  that 
line  as  possible. 

If  a  charge  fails  to  explode,  the  tamping  may  be  bored  out  with 
the  auger  (p.  332),  a  new  fuse  put  in,  and  the  hole  re-tamped.  1*his 
process,  however,  is  not  wholly  free  from  danger;  and  the  safest 
method  is  to  jump  a  new  hole  near  the  first,  and  put  in  a  fresh 
charge  of  powder,  the  explosion  of  which  will  probably  be  com- 
municated to  the  former  charge. 

The  labour  of  jumping  holes  varies  very  much  for  different 
qualities  of  rock.  It  is  performed  either  by  two  men  striking  the 
jumper  with  hammers,  while  a  man  or  boy  turns  it,  or  by  one  or 
two  men  raising  it  and  letting  it  drop;  tie  latter  being  the  more 
efficient  method,  but  wearing  out  the  jumper  faster  than  the 
other.  The  jumper  used  for  the  latter  process  is  called  the 
"  churn  jumper." 

The  following  are  examples  of  the  day's  work  per  man  per- 
formed in  jumping  holes: — 

Cylindrical  Incha 
of  Hole. 

In  granite,  by  hammering, too  to  150 

„         by  "churning," 200  nearly 

In  limestone, 500  to  700 

In  granite,  jumpers  require  to  be  sharpened  about  once  for  each 
foot  bored,  and  steeled  once  for  each  16  or  20  feet;  and  the  length 
of  iron  wasted  in  using  them  is  about  one-tenth  of  the  depth 
bored. 

The  lower  ends  of  holes  in  limestone  have  sometimes  been 
enlarged  to  form  a  chamber  for  the  powder,  by  the  aid  of  dilute 
nitric  acid.  A  double  tube,  consisting  of  an  outer  tube  of  copper 
with  a  tube  of  lead  within  it,  is  passed  down  to  the  bottom  of  the 
hole;  the  inner  tube  has  a  funnel  on  the  top  into  which  the  dilute 
acid  is  poured ;  it  passes  down,  and  dissolves  the  lime  of  the  lime- 
stone; the  carbonic  acid  gas  disengaged  forms,  with  the  solution  of 
nitrate  of  lime,  a  stream  of  froth,  which  rises  through  the  space 
between  the  inner  and  outer  tubes,  and  escapes  through  a  lateral 
bent  spout  near  the  top  of  the  latter. 

II.  A  great  blast  is  made  by  excavating  a  vertical  shaft  or  a 
horizontal  heading  in  the  mass  of  rock,  which  should  turn  at  right 
angles  at  least  once  on  its  way  to  the  powder-chamber  at  its  end,  in 
order  that  the  tamping  may  not  be  blown  out     Such  shafts  and 
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hidings  vary  from  3  j  feet  square  to  3£  feet  by  5  feet  or  there- 
abouts, and  the  labour  required  to  make  them  varies  from  2  days' 
to  6  days'  -work  of  a  miner  per  lineal  foot.  The  mine  being  swept 
out  and  its  floor  covered  with  a  matting  of  old  sacks,  the  gun- 
powder is  placed  in  the  chamber  in  a  deal  box,  whose  size  is 
regulated  by  the  fact  that  1  lb.  of  gunpowder  fills  about  30  cubic 
inches ;  a  small  quantity  of  finer  powder  in  a  bag  or  case  forms  the 
u  bursting  charge,"  and  is  traversed  by  a  fine  platinum  wire, 
connecting  a  pair  of  copper  conducting  wires  with  each  other.  These 
are  coated  with  Indian  rubber  or  gutta-percha,  or  otherwise  in- 
sulated, and  protected  by  being  placed  in  a  groove  in  a  wooden  bar. 
The  entrance  of  the  chamber  is  closed  with  a  wall  of  turf,  and  the 
rest  of  the  mine  "  tamped  "  by  being  built  up  either  with  rubble 
masonry  or  with  a  mixture  of  stones  and  clay.  When  the  work- 
men have  removed  to  a  safe  distance,  the  conducting  wires  are 
connected  with  the  opposite  ends  of  a  galvanic  battery,  when  the 
electric  current  raises  the  platinum  wire  to  a  white  heat,  and  fires 
the  charge. 

The  chief  use  of  the  electrical  apparatus  is  to  fire  several  charges 
exactly  at  the  same  instant.  When  one  charge  only  is  to  be  fired, 
a  safety  fuse  may  be  used. 

According  to  Mr.  Sim,  the  chamber  of  the  mine  should  be  so 
placed,  that  the  line  of  least  resistance  may  be  about  two-thirds 
of  the  height  of  the  rock  to  be  loosened. 

In  great  blasts  the  proportion  of  the  weight  of  the  rock 
loosened  to  that  of  the  powder  exploded,  ranges  from  4,500 : 1 
to  nearly  13,000  :  1,  and  is  on  an  average  about  6,000  : 1  or 
?,000 : 1. 

The  ratio  of  the  number  of  lbs.  of  powder  to  the  cube  of  the 
number  of  feet  in  the  line  of  least  resistance  ranges  from  1  :  32  to 
1 :  10;  bat  the  best  mode  of  fixing  the  quantity  of  powder  is  to 
estimate  roughly  the  weight  of  the  mass  of  rock  which  is  likely  to 
be  loosened,  and  use  from  £  to  J  of  a  lb.  of  powder  for  each  ton  of 
rock. 

In  choosing  the  positions  of  bores  and  mines  for  blasting,  regard 
should  be  had  to  the  natural  veins  and  fissures  of  the  rock,  as 
means  of  facilitating  its  detachment  from  its  bed. 

Blasting  under  water  will  be  considered  in  a  later  part  of  this 
treatise.* 

•  Ob  the  subject  of  blasting  rock  the  following  authorities  mar  be  consulted: — 
Gmral  Sir  John  Fox  Burgoyne,  "On  Blasting  and  Quarrying ;*  a  paper  by  Mr. 
Willism  Sim,  "  On  the  Quarrying  and  Blasting  of  Rocks,"  read  to  the  British 
Aaodtboo  in  1856;  and  a  paper  by  Mr.  George  Robertson,  "On  the  Large  Blasts 
it  floirbead,"  read  to  the  Royal  Scottish  Society  of  Arts,  and  published  in  the 
M&simr  mA  Architect^  Journal,  for  February  and  March.  1861. 
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Table  of  the  Heaviness  of  Rock. 


Lbs.  in  one 
Cable  Foot 

Basalt, 187 

Chalk, 117  to  174 

Felspar, 162 

Flint, 164 

Granite, 164  to  172 

Limestone, 169  to  175 

„       magnesian,       178 

Quartz, 165 

Sandstone,  average, ...       1 44 

„        different )  . 

kinds, J  130  to  157 

Shale, 162 

Slate  (Clay), 175  to  181 

Trap, 170 


Lb*,  in  one 

Cable  Feet 

Cubic  Yard. 

to  a  Ton. 

5060 

12 

...  3160  to  4730 

...  19-1  to  12-9 

4370 

...             I38 

4430 

13*6 

...  4430  to  4640 

...     13-6  to  13 

...  4560  to  4720 

...   13-2  to  I2'8 

4810 

12*6 

4450 

136 

3890 

...         15-6 

...  3510  to  4240 

...  172  to  143 

4370 

138 

...  4720  to  4890 

...  12-8  to  12-4 

4590 

13*2 
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CHAPTEE  IIL 

OF  MAflONKT. 

Section  L — OfNalwral  Stones. 

208L  towtmi  cturaeten  mi  simm* — In  the  last  Article  of  the 
preceding  chapter,  rocks  or  natural  stones  were  considered  in  the 
light  of  materials  to  be  excavated.  They  have  now  to  be  considered 
in  the  light  of  materials  for  building. 

The  geological  position  of  rocks  has  but  little  connection  with 
their  properties  as  building  materials.  As  a  general  rule,  the  more 
ancient  rocks  are  the  stronger  and  the  more  durable ;  but  to  this 
there  are  many  exceptions.  The  properties  or  characters  of  rocks 
which  are  of  most  importance  in  an  engineering  point  of  view  are 
of  two  kinds;  the  structural  and  the  chemical 

With  respect  to  the  structural  character  of  their  large  masses, 
rocks  maybe  divided  into  two  great  classes, — I.  The  unstratined,  II. 
The  stratified,  according  as  they  do  not  or  do  consist  of  flat  layers. 

L  The  Unst/ratified  Rocks  are  believed  to  have  become  solid  more 
or  leas  slowly,  and  under  a  greater  or  less  pressure,  from  a  melted 
state.  They  are,  for  the  most  part,  hard,  compact,  strong,  and 
durable. 

It  is  in  general  obvious  that  the  great  masses  of  unstratined  rocks 

are  built,  as  it  were,  of  blocks,  which  separate  from  each  other  when 

the  rock  decays.     In  granite,  for  example,  those  blocks  are  oblique 

hexaedrons — in  other  words,   rhomboidal  prisms,   sometimes  of 

enormous  size;  in  basalt,  they  are  regular  hexagonal  or  pentagonal 

prisms,  built  up  into  columns;  in  trap,  they  are  irregular  prisms, 

sometimes  approximating  imperfectly  to  the  columnar  form  of  basalt. 

In  many  cases  the  further  progress  of  decay  rounds  off  the  corners 

and  edges  of  the  blocks,  and  converts  them  into  boulders,  which 

show  a  tendency  to  break  up  into  concentric  oval  layers.     In 

all  cutting,  quarrying,  and  blasting  of  unstratined  rocks,  the  work 

is  much  facilitated  by  taking  advantage  of  the  natural  joints  between 

the  blocks,  at  which  the  rock  is  more  easily  divided  than  elsewhere. 

In  their  more  minute  structure  the  unstratified  rocks  present, 

for  the  most  part,  an  aggregate  of  crystalline  grains,  firmly  adhering 

together.    In  granite  and  syenite,  these  crystals  are  comparatively 

km  and  conspicuous;  in  trap,  they  are  much  smaller  and  less  dis~ 
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tinct;  in  basalt,  they  are  almost  invisible,  and  the  structure  is 
almost  glassy;  in  lava,  it  is  decidedly  glassy.  Amongst  varieties 
of  structure  in  unstratified  rocks,  are  the  porphyritic,  where 
detached  crystals  of  one  substance  are  imbedded  in  a  mass  of 
another;  and  the  cellular,  where  the  mass  contains  a  number  of 
spherical  or  oval  cavities,  as  if,  in  its  former  melted  state,  it  h&d 
air-bubbles  dispersed  in  it. 

Masses  of  unstratified  rock  are  often  traversed  by  veins  or  cracks* 
sometimes  empty,  sometimes  lined  on  the  sides,  and  sometimes 
filled  with  crystalline  masses  of  various  minerals.  Such  veins 
facilitate  the  division  of  the  rock  where  they  traverse  it. 

II.  Stratified  Bocks  consist  of  a  series  of  parallel  layers,  evidently 
deposited  from  water,  and  originally  horizontal,  although  in  moefc 
cases  they  have  become  more  or  less  inclined  and  curved  by  the 
action  of  disturbing  forces.  It  is  easier  to  divide  them  at  the 
planes  of  division  between  those  layers  than  elsewhere.  They  are 
traversed  by  veins  or  cracks,  sometimes  empty,  sometimes  contain- 
ing crystals,  sometimes  filled  with  "  dykes,"  or  masses  of  un- 
stratified rock.  Those  veins  or  dykes  are  often  accompanied  by  a 
"  fault,"  or  abrupt  alteration  of  the  levels  of  the  strata. 

It  is  in  the  immediate  neighbourhood  of  masses  of  unstratified 
rock  that  the  stratified  rocks  show  the  greatest  effects  of  the  action 
of  disturbing  forces  in  the  inclination,  curvature,  and  distortion  of 
their  layers.  In  such  positions,  too,  they  often  appear  to  have  had 
their  structure  altered  by  heat  and  intense  pressure,  and  to  have 
been  rendered  harder  and  more  compact. 

Besides  its  principal  layers  or  strata,  a  mass  of  stratified  rook  is 
in  general  capable  of  division  into  thinner  layers;  and  although  the 
surfaces  of  division  of  the  thinner  layers  are  often  parallel  to  those 
of  the  strata,  they  are  also  often  oblique,  or  even  perpendicular  to 
them.  This  constitutes  a  laminated  structure.  Laminated  stones 
resist  pressure  more  strongly  in  a  direction  perpendicular  to  their 
laminae  than  parallel  to  them ;  they  are  more  tenacious  in  a  direction 
parallel  to  their  lamina  than  perpendicular  to  them;  and  they 
are  more  durable  with  the  edges  than  with  the  sides  of  their 
laminae  exposed  to  the  air;  and,  therefore,  in  building,  they  should 
be  placed  with  their  lamine  or  "  beds*'  perpendicular,  or  nearly  so. 
to  the  direction  of  greatest  pressure,  and  with  the  edges  of  these 
laminae  at  the  face  of  the  walL 

In  the  more  minute  structure  of  stratified  rocks  the  following 
Varieties  are  distinguished : — 

(1.)  The  compact  crystalline  structure,  as  in  quartz  rock  and 
marble.     This  is  accompanied  by  great  strength  and  durability. 

(2.)  The  slaty  structure,  when  the  rock,  which  is  usually  compact; 
can  be  split  into  innumerable  thin  layers,  often  highly  inclined  to 
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the  stratification.  This  structure  is  considered  to  have  arisen 
from  intense  pressure,  in  a  direction  perpendicular  to  the  layers. 
It  facilitates  quarrying.  Some  of  the  stones  in  which  it  occurs,  as 
hard  day-slate  and  hornblende-slate,  are  amongst  the  strongest  and 
most  durable  known.     Others  are  soft  and  perishable. 

(3.)  The  granular  crystalline  structure,  in  which  crystalline  gra'is 
either  adhere  firmly  together,  as  in  gneiss,  or  are  cemented  together 
into  one  mass  by  some  other  material,  as  in  sandstone.  This 
is  accompanied  by  various  degrees  of  compactness,  porosity, 
strength,  and  durability,  from  the  highest  to  the  lowest,  passing 
at  the  lowest  extreme  into  sand. 

(4)  The  compact  granular  structure,  where  the  grains  are  too 
small  to  be  visible,  and  seem  to  form  a  continuous  mass,  as  in  blue 
limestone.  This  structure  is  usually  accompanied  with  consider- 
able strength  and  durability.  It  passes  by  gradations  on  the  one 
hand  into  the  compact  crystalline  structure  (1),  and  in  the  other 
into, 

(5.)  The  porous  granular  structure,  in  which  the  grains  are  not 
crystalline,  and  are  often,  if  not  always,  minute  shells  cemented 
together,  as  in  oolite.  The  porosity  of  rocks  having  this  structure 
varies  much ;  and  so  also  do  the  strength  and  durability,  which  are 
apldom  very  high.  In  these  respects  the  lowest  example  is  soft 
chalk. 

(6.)  The  conglomerate  structure,  where  fragments  of  one  materia) 
are  imbedded  in  a  mass  of  another,  as  in  grauwacke. 

The  fracture,  or  appearance  of  the  broken  surface  of  a  stone,  is 
one  o£  the  means  of  showing  its  structural  character.  The  follow- 
ing are  examples : — 

The  even  fracture,  when  the  surfaces  of  division  are  planes  in 
definite  positions,  is  characteristic  of  a  crystalline  structure. 

The  uneven  fracture,  when  the  broken  surface  presents  sharp 
projections,  is  characteristic  of  a  granular  structure. 

The  doty  fracture  is  even  for  planes  of  division  parallel  to  the 
lamination,  and  uneven  for  other  directions  of  division. 

The  conchoidal  fracture  presents  smooth  concave  and  convex 
surfaces,  and  is  characteristic  of  a  hard  and  compact  structure. 

The  earthy  fracture  leaves  a  rough  dull  surface,  and  indicates 
softness  and  brittleness. 

209.  Ch*miem\  c+Mtitaente  «f  &•■«•—— The  numerous  substances 
which  have  not  yet  been  decomposed,  and  which  are  therefore 
provisionally  called  "  elementary  substances"  in  chemistry,  are  all 
found  in  the  composition  of  stones.  These  elementary  substances 
form,  by  their  combinations,  a  vast  variety  of  compounds  called 

'  )ie  minerals,"  or  "  mineral  8000166."  Each  simple  mineral  is  a 
)  phpffiyHil  compound,  and  is  a  homogeneous  substance;  that 
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is  to  say,  every  particle  of  it  perceptible  to  any  means  of  observation 
is  similarly  composed  to  every  other.  Most  simple  minerals  are 
distinguished  also  by  definite  primary  forms  of  crystallization. 
Two  minerals  which  have  the  same  chemical  composition  may  still 
be  distinguished  as  distinct  species,  by  having  different  primary 
crystalline  forms.  Thomson  enumerates  more  than  500  mineral 
species;  Jameson  gives  about  110  genera,  each  containing  from  one 
to  10  species. 

The  masses  which  form  the  earth's  crust,  whether  stony  or  earthy, 
stratified  or  unstratified,  are  made  up  of  simple  minerals,  either 
of  one  kind  or  of  several  kinds,  mixed,  not  chemically  combined. 

There  are  a  few  simple  minerals  which  are  so  much  more  abun- 
dant in  the  earth's  crust  than  the  others,  that  they  fix  the  pre- 
dominant characters,  both  chemical  and  mechanical,  of  the  stones 
into  whose  composition  they  enter;  and  those  minerals  alone,  with 
their  principal  chemical  constituents,  need  be  considered  in  such  a 
treatise  as  the  present. 

The  principal  chemical  constituents  of  those  predominant  minerals 
are  four  Earths,  viz. : — 

I.  Silica,  or  pure  flint  Its  chemical  composition  is  (according 
to  the  British  scale), — 

One  equivalent  of  silicon, 7*5 

One  equivalent  of  oxygen, 8*o 

One  equivalent  of  silica, 15-5 

Silica  exists  uncombined  in  great  abundance,  in  the  form  of 
quartz,  sand,  and  flint  With  other  earths  and  alkalies  it  combines, 
acting  as  an  acid.  It  is  not  soluble  in  any  acid  except  the  fluoric, 
nor  when  crystallized  is  it  soluble  in  water;  but  by  an  indirect 
process  it  can  be  made  to  form  a  gelatinous  compound  with  water. 

IL  Alumina,  the  base  of  clay.     Its  chemical  composition  is 

Two  equivalents  of  aluminium, 27*4 

Three  equivalents  of  oxygen, 24*0 

One  equivalent  of  alumina, 51*4 

Alumina  exists  uncombined  in  the  ruby  and  sapphire  alone.  In 
combination  with  other  earths,  it  exists  in  great  abundanoa  It- 
acts  either  as  an  acid  or  as  a  base.  It  forms  a  paste  with  water; 
and  by  indirect  processes,  can  be  made  to  form  a  gelatinous  com- 
pound with  water. 

IIL  Lime  is  thus  composed, — 

One  equivalent  of  calcium, 20*5 

One  equivalent  of  oxygen, 8-o 

One  equivalent  of  lime, 28*5 
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lime  does  not  exist  in  nature  uncombined;  but  in  combination 
with  carbonic  acid  and  with  other  earths  it  is  very  abundant.  It 
is  strongly  alkaline,  and  soluble  to  a  small  extent  in  water. 

IY.  Magnesia  is  thus  composed — 

One  equivalent  of  magnesium, 127 

One  equivalent  of  oxygen, 8*o 

207 

Magnesia  is  not  found  in  nature  uncombined;  in  combination 
with  carbonic  acid  and  with  other  earths  it  is  abundant,  though 
not  so  much  so  as  the  three  earths  before-mentioned.  It  is  alkaline, 
but  not  so  highly  so  as  lime,  and  is  very  sparingly  soluble  in 
water. 

In  some  of  the  predominant  minerals  the  two  following 
Alkalies  are  found,  combined  with  earths.  Their  presence  in 
stone  promotes  its  decomposition  when  exposed  to  the  weather : — 

Names.  Composition.  Equivalent 

V.  Potash, Potassium  39*15  +  oxygen  8  =  47*15 

VL  Soda, Sodium       33-3  +  oxygen  8  s=  313 

The  following  Agio  exists  abundantly  in  combination  with  lime 
and  magnesia. 

V1L  Carbonic  Acid,...  Carbon  6  +  oxygen  16  =  22. 

The  presence  of  carbonic  acid  in  stones  is  made  known  by  their 
effervescing  when  acted  upon  by  stronger  acids. 

The  metals  iron  and  manganese  also  enter  into  the  composition 
of  the  predominant  minerals,  in  quantities  comparatively  small. 
Their  chemical  equivalents  are,  Iron,  28;  Manganese,  27*7. 

210.  The  Pradmfmwi  MiMrals  te  Mmms  are  the  following : — 

L  Quartz  is  pure  silica.  Its  heaviness  is  from  2*5  to  2*7  times 
that  of  water.  Its  primary  crystalline  form  is  a  rhombohedron. 
Its  most  common  external  crystalline  form  is  a  regular  six-sided 
prism,  with  a  six-sided  pyramidal  summit. 

When  it  occurs  in  transparent  crystals,  colourless  or  coloured,  it 
is  called  rock-crystal.  In  a  compact,  translucent  mass,  it  is  called 
hornsCone.  In  dark-coloured,  translucent  lumps,  which  are  scattered 
through  the  chalk,  it  is  called  fiint.  In  grains,  or  small  crystals, 
more  or  less  rounded  at  the  edges  and  corners,  it  forms  sand.  There 
are  various  other  forms  of  quartz,  which  it  is  unnecessary  to  men- 
tion.   It  is  the  most  hard  and  durable  of  all  the  predominant 

2a 
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II.  Felspar  is  a  mineral  genus  of  compounds  of  earths  and. 
alkalies,  of  which  the  three  species  whose  composition  is  given 
below  are  the  most  abundant,  especially  the  first.  Their  heaviness 
is  from  2*5  to  2 '8  times  that  of  water. 

1.  Common  Felspar,  or  Potash  Felspar,  is  composed  of  silica, 
alumina,  and  potash,  in  proportions  which  nearly  agree  with  the 
following  constitution : — 

12  equivalents  of  silica; 
1  equivalent  of  alumina; 
1  equivalent  of  potash. 

2.  Soda  Felspar  has  the  whole  or  part  of  the  potash  replaced  by 
an  equivalent  quantity  of  soda. 

3.  Lime  Felspar  has  the  whole  or  part  of  the  potash  replaced  by 
an  equivalent  quantity  of  lima 

Felspar,  with  a  crystalline  or  compact  granular  structure,  forms 
the  white  or  flesh-coloured  grains  and  crystals  which  are  seen  in 
granite,  porphyry,  and  some  other  rocks  to  be  afterwards  mentioned. 
With  a  slaty  structure,  it  forms  clinkstone.  With  a  soft  granular 
structure  and  earthy  fracture,  it  forms  claystone.  It  presents  all 
degrees  of  hardness  and  durability. 

IIL  Hornblende  presents  great  varieties  in  appearance  and 
composition.  Its  heaviness  is  from  2*7  to  3-2  times  that  of  water. 
The  composition  of  the  white  variety  agrees  nearly  with  the 
following  constitution : — 

9  equivalents  of  silica; 
3  equivalents  of  magnesia; 
1  equivalent  of  lime; 
and  there  is  also  a  small  quantity  of  fluorine,  which  may  be  com- 
bined with  part  of  the  calcium.     The  most  common  varieties  are 
the  dark-green  and  the  black,  in  which  part  of  the  silica  appears  to 
be  replaced  by  alumina,  in  the  proportion  of  one  equivalent  of 
alumina  for  three  of  silica,  and  part  of  the  magnesia  by  an  equiva- 
lent quantity  of  protoxide  of  iron. 

Dark-green  or  black  hornblende  forms  a  great  part  of  the  mass 
of  greenstone  or  trap.  It  occurs  in  crystals,  fibres,  and  grains,  and 
has  a  glassy  lustre,  and  a  fracture  sometimes  conchoidal,  sometimes 
uneven,  sometimes  slaty.  It  is  one  of  the  toughest  and  most 
durable  of  minerals. 

IV.  AutiiTE  much  resembles  hornblende  in  all  its  properties. 
The  composition  of  its  white  varieties  agrees  nearly  with  the 
following: — 

4  equivalents  of  silica; 
1  equivalent  of  magnesia; 
1  equivalent? of  lime; 
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while  in  the  green  and  black  varieties,  part  of  the  magnesia  appears 
to  be  replaced  by  an  equivalent  quantity  of  protoxide  of  iron. 

V.  Mica  is  distinguished  by  having  a  laminated  structure,  so 
that  it  either  consists  of  or  can  easily  be  split  into  transparent  or 
semi-transparent  layers  or  scales.  It  is  flexible,  and  so  soft  that  it 
can  be  cut  with  a  knife.  Its  heaviness  is  from  2 '8  to  3  times  that 
of  water.    The  composition  of  one  variety  is  nearly,  as  follows : — 

30  equivalents  of  silica; 

4  equivalents  of  alumina ; 
3  equivalents  of  potash ; 

5  equivalents  of  oxides  of  iron  and  of  manganese. 

In  other  varieties  part  of  the  potash  would  seem  to  be  replaced  by 
Iithia,  and  by  an  additional  quantity  of  oxides  of  iron  and  of  man* 
ganese.    Some  kinds  contain  fluorine. 

VL  Chlorite,  or  green  earth,  is  a  compound  of  the  silicates  of 
magnesia,  alumina,  potash,  and  oxide  of  iron,  with  some  water.  It 
resembles  mica  in  its  laminated  structure,  and  in  its  softness  and 
flexibility.  .  Its  heaviness  is  from  2*7  to  2-8  times  that  of  water.  It 
occurs  in  small  scales,  in  large  sheets,  and  in  slaty  masses. 

YIL  Cabbohatb  of  Lime  consists  of  one  equivalent  of  carbonic 
acid  and  one  of  lime.  It  forms  all  the  varieties  of  marble  and 
limestone     These  stones  will  be  further  described  afterwards. 

"VTIL  Dolomite  is  a  compound  of  carbonate  of  lime  and  car- 
bonate of  magnesia,  in  the  proportion  of  about  two  equivalents  of 
the  former  to  one  of  the  latter.  It  forms  various  magnesian  lime- 
stones, to  be  described  further  on. 

211.  ttini  Clowe*. — The  stones  used  in  building  are  divided 
into  three  classes,  each  distinguished  by  the  earth  which  forms  its 
chief  constituent     These  are — 

L  Siliceous  Stones. 
IL  Argillaceous  Stone*. 
ILL  Calcareous  Stones. 

212.  MHcemn  Wsmwm  are  those  in  which  silica  is  the  characteristic 
earthy  constituent  With  a  few  exceptions  their  structure  is 
crystalline-granular,  and  the  crystalline  grains  contained  in  them 
are  hard  and  durable;  so  that  weakness  and  decay  in  them  gene- 
rally arise  from  the  decomposition  or  disintegration  of  some  softer 
and  more  perishable  material,  by  which  the  grains  are  cemented 
together,  or  by  the  freezing  of  water  in  their  pores,  when  they  are 
porous. 

The  following  are  the  principal  siliceous  stones  used  in  building : — 

L  GBAfflTC  and  Syenite  are  unstratified  rocks,  consisting  of 

quartz,  felspar/  mica,  and  hornblende.    The  name  granite  is  specially 

applied  to  those  specimens  in  which  there  is  little  or  no  hornblende; 
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the  name  syenite  to  those  in  which  there  is  little  or  no  mica;  but 
both  are  popularly  known  as  granite. 

The  quartz  is  in  the  form  of  clear,  colourless  or  gray  crystals;  the 
hornblende  (when  present)  in  dark-green  or  black  crystals;  the 
mica  in  glistening  scales,  or  grains  composed  of  such  scales;  the 
felspar  in  compact  opaque  crystals,  of  a  white,  yellowish,  or  fleah 
colour. 

Granite  is  found  underlying  the  lowest  or  "primary"  stratified 
rocks,  and  often  rising  through  and  over  them  in  dykes,  veins,  and 
mountain  masses,  which  naturally  break  up  into  large  rhomboidal 
blocks,  as  stated  in  Article  208,  p.  349. 

The  durability  and  hardness  of  granite  are  the  greater  the  more 
quartz  and  hornblende  predominate,  and  the  less  the  quantity  of 
felspar  and  mica,  which  are  the  more  weak  and  perishable  ingre- 
dients. Smallness  and  lustre  in  the  crystals  of  felspar  indicate 
durability;  largeness  and  dullness,  the  reverse. 

The  best  kinds  of  granite  are  the  strongest  and  most  lasting  of 
building  stones.  The  difficulty  of  working  them,  caused  by  their 
great  hardness,  is  only  overcome  by  long  practice  on  the  part  of  the 
stone-cutters.  Minute  ornaments  cannot  be  carved  in  granite,  and 
a  simple  and  massive  style  of  architecture  is  the  best  suited  for  it. 
It  is  used  chiefly  in  works  of  great  magnitude  and  importance,  such 
as  lighthouses,  piers,  breakwaters,  and  bridges  over  large  rivers; 
and  for  such  purposes  it  is  brought  from  great  distances  at  consider- 
able cost,  the  stones  being  often  cut  to  the  required  forms  before 
leaving  the  quarry,  with  a  view  to  save  expense  in  carriage,  and 
to  obtain  the  benefit  of  the  skill  of  stone-cutters  accustomed  to  the 
material  It  is  only  in  districts  where  granite  abounds  that  it  is 
used  for  ordinary  building  purposes. 

II.  Gneiss  and  Mica  Slate  consist  of  the  same  materials  with 
granite,  in  a  stratified  form.  They  are  found  in  the  neighbourhood 
of  granite,  in  strata  much  inclined,  bent,  and  distorted,  and  often 
form  great  mountain  masses.  Gneiss  resembles  granite  in  its 
appearance  and  properties,  but  is  less  strong  and  durable.  Mica 
slate  is  distinguished  by  containing  little  or  no  felspar,  so  that  it 
consists  chiefly  of  quartz  and  mica;  it  has  a  laminated  or  slaty 
structure,  and  the  silky  lustre  of  mica;  it  is  a  tough  material,  in 
directions  parallel  to  its  layers,  but  is  more  perishable  than  gneiss. 
Both  these  stones  are  used  for  ordinary  masonry  in  the  districts 
where  they  are  found.  Gneiss,  from  its  stratified  structure,  is  a 
good  material  for  flag-stones.  Mica  slate,  split  into  thin  layers, 
may  be  used  for  covering  roofs;  but  it  is  inferior  for  that  purpose 
to  clay  slate. 

III.  Greenstone,  Whinstone,  or  Trap,  and  Basalt.  These 
rocks  are  unstratified,  and  consist  of  granular  crystals  of  hornblende 
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or  of  ftugite,  with  felspar.  In  greenstone  the  grains  are  consider- 
ably finer  than  in  granite ;  in  basalt  they  are  scarcely  distinguishable. 
Greenstone  breaks  up  into  small  blocks;  basalt  into  regular  prie- 
matie  columns.  (Article  208,  p.  349.)  They  are  found  in  veins, 
dykes,  and  tabular  masses,  amongst  stratified  rocks  of  various  ages. 
Greenstone  is  usually  dark-green,  rarely  white  or  red;  basalt  nearly 
black.  These  varieties  of  colour  are  due  to  the  hornblende  or  the 
augite,  the  felspar  being  white.  Both  these  rocks  are  very  compact, 
durable,  hard,  and  tough.  The  smallness  of  the  blocks  in  which 
they  can  be  obtained,  and  the  difficulty  of  working  them,  prevent 
their  being  used  in  large  works  of  masonry;  but  they  are  well 
adapted  for  ordinary  building,  and  especially  well  suited  for  paving 
and  metalling  roads. 

IV.  Talc,  Chlorite  Slate,  Soapstone.  In  these  stones, 
silicate  of  magnesia  predominates.  Talc  is  in  transparent  or 
translucent  sheets  of  a  laminated  structure;  it  is  soft  and  easily 
cut  Chlorite  Slate  is  also  laminated,  soft,  and  easily  cut,  but  more 
opaque  than  talc;  it  is  sometimes  used  for  roofing,  but  is  inferior 
to  clay  slate.  It  has  a  green  or  greenish-gray  colour,  and  silky 
lustre. 

Soapstone  is  translucent  and  soft,  and  greasy  to  the  touch.  It  is 
valued  for  its  power  of  resisting  the  action  of  fire. 

V.  Quabtz  Rock,  Hornstone,  Flint.  These  stones  consist  of 
quartz,  pure,  or  nearly  pure.  Quartz  rock  and  Hornstone  are 
stratified,  and  appear  to  have  been  produced  by  the  action  of  in- 
tense heat  on  standstone;  they  are  both  compact  Quartz  rock  is 
crystalline :  hornstone  is  glassy.  They  are  the  strongest  and  most 
durable  of  all  stones;  but  their  hardness  is  so  great  as  to  make 
their  use  in  masonry  almost  impracticable. 

Flint  is  found  in  nodules  or  pebbles  scattered  through  the  chalk 
strata,  and  in  beds  of  gravel,  apparently  left  after  the  washing  away 
of  the  chalk.  It  is  hard  and  durable,  but  very  brittla  Flints  are 
used  for  building  purposes  by  being  made  into  a  concrete  with  lime. 

YL  Hornblende  Slate  is  hard,  tough,  durable,  and  impervious 
to  water,  and  is  used  for  flag-stones. 

YII.  Sandstone  is  a  stratified  rock,  consisting  of  grains  of  sand, 
that  is,  small  crystals  of.  quartz,  cemented  together  by  a  material 
which  is  usually  a  compound  of  silica,  alumina,  and  lime.  In  the 
strongest  and  most  durable  sandstone  the  cementing  material  is 
nearly  pure  silica;  the  weakest  and  least  durable  is  that  in  which 
the  cement  contains  much  alumina,  and  resembles  soft  felspar  or 
ciaystone.  When  there  is  much  lime  in  the  cementing  matter  of 
sandstone  it  decays  rapidly  in  the  atmosphere  of  the  sea  coast,  and 
in  that  of  towns  where  much  coal  is  burned ;  in  the  former  case 
the  lime  is  dissolved  by  muriatic  acid,  in  the  latter  by  sulphuric 
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acid.     Calei/erata  sandstones,  as  those  containing  much  lime  are 
called,  pass  by  insensible  degrees  into  sandy  limestones.     The 
appearance  of  strong  and  durable  sandstone  is  characterised  by 
sharpness  of  the  grains,  smallness  of  the  quantity  of  cementing 
material,  and  a  clear,  shining,  and  translucent  appearance  on  a 
newly  broken  surface.     Rounded  grains,  and  a  dull,  mealy  surface, 
characterize  soft  and  perishable  sandstone.     The  best  sandstone  lies 
in  thick  strata,  from  which  it  can  be  cut  in  blocks  that  show  very 
faint  traces  of  stratification;  that  which  is  easily  split  into  thin 
layers  is  weaker.    Sandstone  is  found  in  every  geological  formation 
above  the  primary  rocks,  amongst  which  its  place  is  supplied  by 
hornstone  and  quartz  rock.     The  best  kinds  on  the  whole  are  those 
which  belong  to  the  coal  formation ;  but  they  sometimes  have  their 
strength  impaired  by  being  divided  into  layers  by  extremely  thin 
lamina;  of  coal 

The  colours  of  sandstone  are  white,  yellowish-red,  and  red,  the 
latter  colours  being  produced  by  the  presence  of  peroxide  of  iron 
in  the  cementing  material  Crystals  of  sulphuret  of  iron  are 
sometimes  imbedded  in  it;  when  exposed  to  air  and  moisture, 
they  decompose,  and  cause  disintegration  of  the  stone.  They  are 
easily  recognized  by  their  yellow  or  yellowish-gray  colour  and 
metallic  lustre.  Sandstone  is  in  general  porous,  and  capable  of 
absorbing  much  water;  but  it  is  comparatively  little  injured  by 
moisture,  unless  when  built  with  its  layers  set  on  edge,  in  which 
case  the  expansion  of  water  in  freezing  between  the  layers  makes 
them  split  or  "  scale  "  off  from  the  face  of  the  stone.  When  it  is 
built  "  on  ite  natural  bed,"  any  water  which  may  penetrate  between 
the  edges  of  the  layers  has  room  readily  to  expand  or  escape. 

The  better  kinds  of  sandstone  are  the  most  generally  useful  of 
building  stones,  being  strong  and  lasting,  and  at  the  same  time 
easily  cut,  sawn,  and  dressed  in  every  way,  and  fit  alike  for  every 
purpose  of  masonry. 

213.  AigUiacMM  «r  Clare?  Stones  are  those  in  which  alumina, 
although  it  may  not  always  be  the  most  abundant  constituent, 
exists  in  sufficient  quantity  to  give  the  stone  its  characteristic 
properties. 

L  Porphyry  consists  of  a  mass  of  felspar,  with  crystals  of  felspar, 
and  sometimes  of  quartz,  hornblende,  and  other  minerals,  scattered 
through  it  It  occurs  of  all  degrees  of  hardness.  The  variety  in 
which  the  felspar  matrix  is  soft  and  earthy  is  called  daystone 
porphyry;  it  is  of  little  or  no  value  for  building  purposes,  The 
hardest  kind,  in  which  the  matrix  is  compact  and  crystalline,  and 
the  whole  material  beautifully  coloured  and  capable  of  taking  a 
high  polish,  is  sometimes  stronger  than  granite.  It  is  rare,  and  is 
valued  in  building  for  ornamental  purposes. 
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H  Clay  Slate  is  a  primary  stratified  rock  of  great  hardness  and 
density,  with  a  laminated  structure  making  in  general  a  great  angle 
with  its  planes  of  its  stratification.  (See  Article  208,  p.  350.)  Its 
colours  are  bluish-gray,  blue,  and  purple,  the  darkest  colours 
indicating  in  general  the  greatest  strength  and  durability.  It  can 
be  split  into  slabs  and  plates  of  small  thickness  and  great  area,  and 
b  nearly  impervious  to  water;  qualities  which  make  it  the  best 
stony  material  for  covering  roofs,  lining  water-tanks,  and  similar 
purposes.  The  stronger  kinds  of  clay  slate  have  more  tenacity 
along  their  laminae  than  any  other  stone  whose  tenacity  has  been, 
ascertained.  The  signs  of  good  quality  in  slate  are,  compactness, 
smoothness,  and  uniformity  of  texture,  clear  dark  colour,  lustre,. 
and  the  emission  of  a  ringing  sound  when  struck. 

HL  Grauwacke  Slate  is  a  laminated  claystone,  containing  sand, 
and  sometimes  fragments  of  mica  and  other  minerals.  It  is  used 
for  roofing  and  for  flag-stones,  but  is  inferior  to  clay  slate. 

214.  CdcmiM  stose*  are  those  in  which  carbonate  of  lime 
predominates.  They  effervesce  with  the  dilute  mineral  acids, 
which  combine  with  the  lime,  and  set  free  carbonic  acid  gas. 
Sulphuric  acid  forms  an  insoluble  compound  with  the  lime.  Nitric 
and  muriatic  acid  form  compounds  with  it,  which  are  soluble  in 
water.  By  the  action  of  intense  heat  the  carbonic  acid  is  expelled 
in  the  gaseous  form,  and  the  lime  left  in  its  caustic  or  alkaline 
state,  when  it  is  called  quicklime.  Some  calcareous  stones  consist 
of  pure  carbonate  of  lime;  in  others  it  is  mixed  with  sand,  day,  and 
oxide  of  iron,  or  combined  with  carbonate  of  magnesia.  The 
durability  of  calcareous  stones  depends  on  their  compactness :  those 
which  are  porous  being  disintegrated  by  the  freezing  of  water,  and 
by  the  chemical  action  of  an  acid  atmosphere.  They  are,  for  the 
most  part,  easily  wrought 

I.  Marble  is  compact  crystalline  carbonate  of  lime.  It  is  found 
chiefly  amongst  the  primary  strata,  and  generally  in  the  neighbour- 
hood of  igneous  rocks.  It  is  translucent,  capable  of  a  fine  polish, 
sometimes  white,  and  sometimes  variously  coloured.  It  is  one  of 
the  most  durable  of  all  stones.  Its  scarcity  and  value  prevent  its 
being  used  except  for  ornamental  buildings. 

XL  Compact  Limestone  consists  of  carbonate  of  lime,  either  pure, 
or  mixed  with  sand  and  clay.  It  varies  in  hardness  and  compact- 
ness, sometimes  approaching  to  the  condition  of  marble,  sometimes 
to  that  of  granular  limestone.  Its  most  frequent  colours  are 
white,  grayish-blue,  and  whitish-brown.  It  is  found  amongst 
primary  and  secondary  strata,  and  abounds  specially  in  the  coal 
formation,  and  in  the  lias  formation.  It  is  very  useful  as  a 
building  stone,   and  is  durable  in  proportion  to  its    compact- 
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III.  Granttlak  Limestone  consists  of  carbonate  of  lime  in  grains, 
which  are  in  general  shells  or  fragments  of  shells,  cemented 
together  by  some  compound  of  lime,  silica  and  alumina,  and  often 
mixed  with  a  greater  or  less  quantity  of  sand.  It  is  always  more 
or  less  porous,  and  the  less  porous  the  more  durable.  It  is  found 
of  various  colours,  especially  white,  and  light  yellowish-brown. 
In  many  cases  it  is  so  soft  when  first  quarried  that  it  can  be  cut 
with  a  knife,  and  hardens  by  exposure  to  the  air.  It  is  found  in 
various  strata,  especially  the  oolitic  formation.  It  there  appears 
in  the  form  of  Oolite,  or  Eoestone,  so  called  because  its  grains  are 
round,  .and  resemble  the  roe  of  a  fish.  The  pleasing  colour  and 
texture  of  oolite,  and  the  ease  with  which  it  is  wrought,  have 
caused  it  to  be  much  used  in  building,  especially  where  delicate 
carving  is  required  The  durability  of  oolites  varies  extremely. 
The  Portland  stone,  the  Bath  stone,  and  the  Aubigny  stone  (from 
Normandy)  are  examples  of  durable  oolites.  The  perishable  kinds 
of  oolite  decay  more  rapidly  than  almost  any  other  stone,  especially 
in  an  acid  atmosphere. 

IV.  Maonesian  Limestone,  or  Dolomite,  is  found  in  various  con- 
ditions, from  the  compact  crystalline  to  the  porous  granular.  In 
Britain  it  is  found  in  the  new  red  sandstone  formation  im- 
mediately above  the  coal.  It  is  like  limestone  in  appearance. 
Its  durability  depends  mainly  on  its  texture;  when  that  is  com- 
pact it  is  nearly  as  lasting  as  marble,  which  it  resembles  in 
appearance ;  when  porous  it  ia  very  perishable. 

215.  str«Bgtk  or  st«iM».— The  external  appearances  from  which 
the  probable  comparative  strength  or  weakness  of  stones  may 
be  inferred  have  been  stated  in  the  course  of  the  preceding 
articles. 

Amongst  stones  of  the  same  kind,  that  which  has  the  greatest 
heaviness  is  almost  invariably  the  strongest 

The  results  of  past  experiments  on  the  strength  of  stones  of  the 
same  kind  differ  very  much  from  each  other,  probably  owing  to 
variations  in  the  strength  of  the  specimens  of  stone  experimented 
on.  The  results  given  in  the  tables  of  the  strength  of  materials  at 
the  end  of  the  volume  are  averages  from  discordant  data. 

The  following  table  contains  some  additional  information  on  the 
resistance  of  stones  to  crushing,  extracted  from  a  paper  which  was 
read  by  Mr.  Fairbairn  to  the  Manchester  Philosophical  Society, 
and  published  in  his  Useful  Information  for  Engineer*,  second 
series: — 
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Cnubing  Stress,  in  lbs. 
od  the  Square  Inch. 

Gratiwacke  from  Penmaenmaur, 16,893 

Basalt,  Whinstone, ",97© 

Granite  {Mount  Sorrel), 12,861 

„       (Argyllshire), 10,917 

Syenite,  (Mount  Sorrel), 11,820 

Sandstone  (Strong  Yorkshire,  mean  of  9  experi- 
ments),    9,824 

„  (weak  specimens,  locality  not  stated),  3,000  to  3,500 

limestone,  compact  (strong), 8,528 

„  magnesian  (strong), 7,098 

„  »         (weak), 3,050 

Mr.  Fairbairn's  experiments  further  show,  that  the  resistance  of 
strong  sandstone  to  crushing  in  a  direction  parallel  to  the  layers,  is 
only  sixsevenlto  of  the  resistance  to  crushing  in  a  direction  perpen- 
dicular to  the  layers. 

The  hardest  stones  alone  give  way  to  crushing  at  once,  without 
previous  warning.  All  others  begin  to  crack  or  split  under  a  load 
less  than  that  which  finally  crushes  them,  in  a  proportion  which 
ranges  from  a  fraction  little  less  than  unity  in  the  harder  stones, 
down  to  about  one-half  m  the  softest. 

The  mode  in  which  stone  gives  way  to  a  crushing  load  is  in 
general  by  shearing.     (Article  157,  pp.  235,  236.) 

Experiments  on  the  strength  of  stones  have  hitherto  been  made 
almost  universally  on  cubical  specimens.  It  is  desirable  that  they 
should  be  made  on  prismatic  specimens,  whose  heights  are  at  least 
once  and  a-half  their  diameters;  for  an  experiment  made  by 
crushing  a  cube  indicates  somewhat  more  than  the  real  strength  of 
the  material 

When  any  building  of  importance  is  projected,  the  best  course  is 
not  to  trust  to  books  for  information  as  to  the  strength  of  the 
stone  to  be  used,  but  to  test  it  by  special  experiments,  which 
can  easily  be  made  by  the  aid  of  a  hydraulic  press.  As  to  the 
method  to  be  followed  in  making  those  experiments,  and  calculating 
their  results,  in  order  to  insure  accuracy,  see  Article  144,  pp. 
223,  224. 

The  factor  of  safety  in  structures  of  stone  should  not  be  less  than 
eight,  in  order  to  provide  for  variations  in  the  strength  of  the 
material,  as  well  as  for  other  contingencies.  In  some  structures 
which  have  stood  it  is  less;  but  there  can  be  no  doubt  that  these 
err  on  the  side  of  boldness. 

216.  imtof  Durability  «f  fltoacs. — The  appearances  which  indi- 
cate probable  durability  have  already  been  mentioned  in  describ- 
ing articular  kinds  of  stone;  but  they  are  often  deceptive. 
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One  test  of  the  probable  comparative  durability  of  stones  of  the 
same  kind  is  the  smallness  of  the  weight  of  water  which  a  given 
weight  of  stone  is  capable  of  absorbing. 

The  following  are  examples : — 

Granite  absorbs  one  part  of  water  in  from  80  to  700  of  stone. 
Gneiss,        „  „  „  „        about  40       „ 

Clay  Slate,  „  „  „  „         80  to  700      „ 

Sandstone  (Strong,  Yorkshire),  „         30  to    60      „ 

Another  test  of  probable  comparative  durability  (invented  by 
M.  Brard)  is  to  imitate  the  disintegrating  action  of  frost  by  means 
of  the  crystallization  of  sulphate  of  soda,  and  weigh  the  fragments 
so  detached  from  a  block  of  a  given  size  and  surface  in  a  given 
time,     (Annates  de  Chimie  et  de  Physique,  vol.  38.) 

The  only  sure  test,  however,  of  the  durability  of  any  kind  of 
stone,  is  experience;  and  the  engineer  who  proposes  to  use  stone 
from  a  particular  stratum  in  a  particular  locality  in  any  important 
structure  should  carefully  examine  buildings  in  which  that  stone 
has  been  already  used,  especially  those  of  old  date. 

The  great  difference  which  may  exist  in  the  durability  of  stones 
of  the  same  kind,  and  presenting  little  difference  in  appearance,  is 
strikingly  exemplified  at  Oxford,  where  Christ  Church  Cathedral, 
built  in  the  twelfth  or  thirteenth  century,  of  oolite  from  a  quarry 
about  fifteen  miles  away,  is  in  good  preservation,  while  many 
colleges  only  two  or  three  centuries  old,  built  also  of  oolite,  from  a 
quarry  in  the  neighbourhood  of  Oxford,  are  rapidly  crumbling  to 
pieces. 

217.  PfMcmttM  «f  Steae.— The  various  processes  which  have 
been  tried  or  proposed  for  the  preservation  of  naturally  perishable 
stone  all  consist  in  filling  the  pores  of  the  stone  at  and  near  its 
exposed  surface  with  some  substance  which  shall  exclude  air  and 
moisture.  In  every  case  the  surface  of  the  stone  should  be  pre- 
pared to  receive  the  preserving  material  by  expelling  the  existing 
moisture  as  completely  as  possible;  and  this  is  easily  done  by  the 
aid  of  a  portable  furnace  containing  burning  coke  or  charcoaL 

The  principal  preserving  materials  are  the  following : — 

Bituminous  matter,  such  as  coal  tar.  is  very  efficient;  but  un- 
sightly from  its  colour.  It  is  possible,  however,  that  a  colourless 
or  light-coloured  bituminous  substance,  suited  for  the  preservation 
of  stone,  might  be  prepared  by  dissolving  "  paraffine  "  (so-called)  in 
pitch-oil,  or  by  some  such  process. 

Drying  OH,  such  as  linseed  oil,  either  unmixed,  or  as  an  ingredient 
of  paint,  protects  the  stone  for  a  time;  but  it  is  gradually  destroyed 
by  the  oxygen  of  the  air,  so  that  it  requires  renewal  from  time  to 
time;  and  it  injures  the  appearance  of  the  stone. 
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SUieate  of  Potash,  or  soluble  glass,  is  applied  in  a  state  of 
solution  in  water,  either  alone  or  mixed  with  silica  in  fine  powder. 
It  gradually  hardens,  partly  through  the  evaporation  of  its  water, 
and  partly  through  the  removal  of  the  potash  by  the  carbonic  acid 
of  the  air. 

Silicate  of  Lime  is  produced  by  filling  the  pores  of  the  stone  with 
a  solution  of  silicate  of  potash,  and  then  introducing  a  solution  of 
chloride  of  calcium,  or  of  nitrate  of  lime.  The  chemical  action  of 
the  two  solutions  produces  silicate  of  lime,  which  forms  an  artificial 
stone,  filling  the  pores  of  the  natural  stone,  together  with  chloride 
of  potassium  or  nitrate  of  potash,  as  the  case  may  be,  which  salts, 
being  soluble  in  water,  are  washed  out. 

The  efficiency  of  the  last  two  processes,  and  of  varions  modifi- 
cations of  them,  has  of  late  been  much  contested.  Time  and 
experience  only  can  show  their  real  merits. 

218.  Bupmmaimm  *€  »••«•  ir  H««t.— The  following  are  the  ex- 
pansions in  linear  dimensions,  according  to  the  experiments  of 
Mr.  Adie,  of  some  kinds  of  stone,  when  raised  from  the  tem- 
perature of  melting  ice  (32°  Fahr.)  to  that  of  water  boiling  under 
the  mean  atmospheric  pressure  (212°  Fahr.):  that  is,  through 
180°Fahr:— 

Granite, *ooo8  to  '0009 

Marble, -00065  *°  "oon 

Sandstone, -0009  to  '0012 

Slate, '00104. 


Section  II. — Of  Bricks,  and  other  Artificial  Stones. 

219.  Clay  fin?  Brick*.— The  various  sorts  of  clay,  which  are  very 
numerous,  are  chemical  compounds  consisting  of  silicates  of 
alumina,  either  alone,  or  combined  with  silicates  of  potash,  soda, 
time,  magnesia,  iron,  and  manganese.  The  complex  clays  ap- 
proximate in  their  composition  to  felspar;  and  many  of  them 
may  in  fact  be  considered  as  soft  varieties  of  felspar.  (Article 
210,  p.  354.) 

Clay  and  sand  mechanically  mixed  constitute  loam;  clay  and 
carbonate  of  lime  mechanically  mixed,  marl.  Amongst  other 
substances  which  are  found  mixed  with  clay  are  peroxide  of  iron, 
solphuret  of  iron,  bitumen,  &c. 

Every  kind  of  clay  has  the  property,  in  its  natural  condition,  of 
nreUing  and  forming  a  paste  when  mixed  with  water.  The  ex- 
pulsion  of  the  water  by  heat  is  a  slow  process,  and  requires  a  high 
temperature,  and  is  accompanied  by  shrinking  and  hardening  of 
tk  mass  of  clay.     It  is  doubtful  at  what  temperature  the  ex- 
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pulsion  of  the  water  is  complete ;  for  so  far  as  experiment  has  yet 
been  carried,  it  appears  that  how  high  soever  the  temperature  at 
which  a  mass  of  clay  has  been  "  burnt,"  as  it  is  called,  it  will 
continue  to  shrink  and  to  lose  weight  if  raised  to  a  higher  temper- 
ature. A  mass  of  burnt  clay,  at  temperatures  lower  than  that  at 
which  it  has  been  burnt,  expands  with  heat  and  contracts  with 
cold  like  other  solid  substances. 

By  the  operation  of  "  burning/'  at  a  sufficiently  high  temperature, 
clay  becomes  hard  and  gritty,  and  loses  either  wholly  or  almost 
wholly  the  property  of  combining  with  water.  "Whether  the  clay 
afterwards  slowly  softens,  and  recovers  that  property  or  not,  depend^ 
on  its  composition,  and  on  the  chemical  agents  to  which  it  is  ex- 
posed The  presence  of  alkaline  constituents  in  the  clay,  and  the 
action  of  acids  upon  it,  tend  to  promote  softening;  and  this  goes  on 
the  more  rapidly  if  it  has  been  burned  at  too  low  a  temperature. 

Single  earthy  silicates,  or  compounds  of  silica  with  one  other 
earth,  are  difficult  of  fusion,  and  resist  the  most  intense  heat  of  a 
furnace.  This  has  been  already  exemplified  in  tersilicate  of 
magnesia,  or  soapstone.  (Article  212,  p.  357.)  Double,  or  more 
complex  silicates,  are  more  easily  fusible,  especially  if  one  of  the 
two  or  more  silicates  that  are  combined  has  for  its  base  potash, 
soda,  or  lime.  In  conformity  with  this  general  law,  the  refractory 
clays,  or  those  which  resist  fusion  by  the  greatest  heat  of  an 
ordinary  furnace,  are  those  which  consist  of  silicates  of  alumina 
alone;  and  such  clays  only  are  fit  to  make  fire-bricks  and  crucibles, 
and  to  cement  together  the  parts  of  furnaces. 

The  following  are  examples : — 

Porcelain  Clay,  or  Kaolin,  consists  of 

1  equivalent  of  alumina, 
3  equivalents  of  silica, 

which  compound,  in  the  natural  state,  is  combined  with  two 
equivalents  of  water,  nearly  all  of  which  can  be  expelled  by  a 
white  heat  It  is  found  in  the  neighbourhood,  of  granitic  rocks, 
having  been  formed  by  the  slow  decomposition  of  potash-felspar, 
under  the  action  of  the  carbonic  acid  and  moisture  of  the  atmo- 
sphere, which  have  abstracted  the  potash  and  nine  equivalents 
of  silica.  Its  colour  is  white  or  cream-colour. 
&tourbridge  Fire  Clay  consists  of 

1  equivalent  of  alumina, 
6  equivalents  of  silica, 

with  two  equivalents  of  water,  or  thereabouts,  which  can  be  nearly 
all  expelled  by  a.  white  heat,  and  a  small  quantity  of  oxide  of  iron. 
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This  and  other  fire-clays  are  found  chiefly  in  the  coal  formation. 
Their  colours  are  white,  light-gray,  and  yellowi«h-gray,  the  colour- 
ing matter  being  in  general  a  small  quantity  of  oxide  of  iron. 

Common  Clays  are  rendered  less  difficult  to  fuse  than  porcelain 
clay  and  fire-clay,  by  the  presence  of  silicates  of  lime,  magnesia,  and 
protoxide  of  iron ;  and  the  bricks  made  of  them,  when  thoroughly 
burned,  are  partially  vitrified.  Of  these  constituents,  protoxide  of 
iron  is  the  most  favourable  to  the  quality  of  the  clay  as  regards 
the  purpose  of  brickmaking,  as  it  promotes  the  strength  and  hard- 
ness of  the  bricks.  Its  presence  is  shown  by  a  dark  greyish-blue 
colour,  which  js  changed  to  red  at  and  near  the  surface  of  the 
bricks  by  burning. 

Silicate  of  lime  in  the  clay  in  any  considerable  quantity  makes  it 
too  fusible,  so  that  the  bricks  soften  in  the  kilns  and  become  dis- 
torted. 

Carbonate  of  lime,  mixed  with  the  clay  in  considerable  quantity 
(indicated  by  effervescence  with  acids),  loses  its  carbonic  acid  during 
the  burning;  and  the  quicklime  which  remains  tends  afterwards  to 
absorb  moisture,  and  cause  disintegration  of  the  brick.  Clay  con- 
taining this  impurity  should  be  avoided  in  making  bricks. 

Sand  mixed  with  the  clay  in  moderate  quantity  is  beneficial,  as 
tending  to  prevent  excessive  shrinking  in  the  fire.  Excess  of  sand 
makes  the  bricks  too  brittle.  One  part  by  volume  of  sand  to  four 
or  five  of  pure  clay  is  about  the  best  proportion. 

220.   BlMlhcft*  w4  QaaMtles  «f  Brick*— In    making  bricks, 

the  clay  having  been  cleared  of  stones,  is  "tempered;"  that  is, 

mixed  with  about  half  its  volume  of  water,  and  worked  by  stirring 

and  kneading  until  it  forms  a  perfectly  uniform  and  homogeneous 

]aste.    The  quality  of  the  bricks  depends  mainly  on  the  efficiency 

with  which  this  is  dona    It  may  be  performed  by  a  machine  called 

a  "pug-mill,"  in  which  the  clay,  contained  in  a  vertical  cylinder  or 

barrel,  is  stirred  and  mixed  by  flat  arms  projecting  from  a  rotating 

vertical  axis,  and  at  the  same  time  forced  downwards  by  the 

obliquity  of  the  surfaces  of  those  arms,  so  as  to  be  made  to  stream 

slowly  from  a  hole  near  the  lower  end  of  the  barrel 

The  wet  clay,  having  been  properly  tempered  and  worked,  is 
formed  into  bricks  in  moulds,  which  are  larger  than  the  bricks  are 
intended  to  be  when  burned,  by  about  1-1 0th  or  I- 12th  of  each 
dimension,  that  being  the  ordinary  proportion  in  which  the 
dimensions  of  the  brick  shrink  in  burning. 

Ordinary  moulds  for  bricks  measure  about  10  inches  in  length,  5 
inches  in  breadth,  and  3  inches  or  thereabouts  in  depth;  but 
bricks  for  special  purposes  are  moulded  of  a  great  variety  of 
stapes.     Various    machines   have  been    invented  for  moulding 
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The  bricks,  having  been  dried  in  the  open  air,  or  in  a  drying 
house  with  a  temperature  of  from  50°  to  70°,  are  burned  in  kilns 
whose  temperature  is  gradually  raised  in  the  course  of  twenty-four 
hours  to  a  white  heat,  maintained  nearly  at  that  temperature  until 
the  bricks  are  sufficiently  burnt,  and  then  allowed  to  cool  by  alow 
degrees.  The  duration  of  the  process  of  burning  and  cooling 
varies ;  but  fifteen  days,  or  thereabouts,  is  not  unusuaL 

From  data  contained  in  a  paper  by  Mr.  F.  W.  Simras,  it  appears 
that  the  labour  of  making  bricks  by  hand  is  as  follows : — 

{  one  temperer, 
Three  men,  viz......  -|  one  moulder,        * 

(  one  wheeler, 

and  two  boys,  tiz.,  (  one  «J«  ^ 
J  '       '  \  one  picker-up  boy, 

make  16,100  bricks  per  week.     This  is  at  the  rate  of 

The  fuel  consumed  in  burning  bricks  ranges  from  5  to  10  cwt. 
per  1,000  bricks. 

The  following  are  characteristics  of  good  bricks. 

To  be  regular  in  shape,  with  plane  parallel  surfaces  and  sharp 
right-angled  edgea 

To  give  a  clear  ringing  sound  when  struck* 

When  broken,  to  show  a  compact  uniform  structure,  hard  and 
somewhat  glassy,  and  free  from  air-bubbles  and  cracks. 

Not  to  absorb  more  than  about  one-fifteenth  of  their  weight  of 
water. 

Bricks  which  answer  the  preceding  description,  when  set  on  end 
in  a  hydraulic  press,  should  require  at  least  1,100  lbs.  on  the  square 
inch  to  crush  them,  agreeably  to  the  strength  of  "  strong  red 
bricks,"  as  stated  in  the  table  at  the  end  of  the  volume;  and  they 
will  sometimes  bear  considerably  more.  A  email  pillar  ofbriek- 
work,  made  of  bricks  of  this  quality  laid  in  cement,  should  require 
from  800  to  1,000  lbs.  on  the  square  inch  to  crush  it. 

Bricks  in  general  begin  to  show  signs  of  giving  way,  by  splinter- 
ing and  cracking,  when  under  about  one-half  or  two-thirds  of  their 
crushing  load 

The  weaker  qualities  of  bricks  may  be  estimated  as  having  from 
one-half  to  two-thirds  of  the  strength  stated  above. 

The  bricks  supplied  for  every  building  of  importance  should  be 
carefully  inspected,  and  the  defective  ones  thrown  away. 
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Tbe*»  expansion  of  bricks  by  heat,  in  rising  from  32°  to  212° 
Fahr.  is  as  follows,  according  to  Mr.  Adie : — 

Common  brick, "°°355 

Firebrick, '0005. 

221.  c««*rme4  Kricks  are  made  by  drying  the  clay,  grinding 
it  to  a  fine  powder,  putting  it  into  moulds  of  proper  shapes,  sub- 
jecting it  to  a  pressure  of  about  5  tons  on  the  square  inch,  and 
baking  the  bricks  in  a  pottery-oven.  The  bricks  so  made  have 
about  once  and  a-half  the  heaviness  of  ordinary  bricks,  and  con- 
siderably greater  strength.     They  shrink  very  little  in  baking. 

222.  ether  Artificial  fttam.— Artificial  •  sandstone,  closely  re- 
sembling natural  sandstone  in  appearance,  strength,  and  durability, 
13  made  by  cementing  clean  sharp  sand  together  with  silicate  of 
potash,  or  silicate  of  lime. 

A  sort  of  artificial  limestone  has  been  made  by  compressing  the 
chalky  mud  of  the  Thames  in  iron  moulds  by  the  blows  of  a  steam- 


The  composition  and  use  of  Concrete  will  be  explained  in  the 
next  section. 


Section  IIL — Of  Cementing  Materials. 


223.  Aaalrrti  «f  iammcs  ni  Comsat  s*mk&— Stones  con- 
taining carbonate  of  lime  in  combination  and  mixture  with  other 
minerals  are  the  most  abundant  and  useful  source  of  the  cementing 
materials  used  in  masonry.  The  following  are  their  principal 
constituents,  with  their  chemical  equivalents : — 

Carbonic  Acid  (see  p.  353), 22 

Lime  (see  p.  352), 28-5 

Carbonate  of  lime,  22  +  28*5  = 50*5 

Magnesia  (see  p.  353), 207 

Carbonate  of  Magnesia,  22  +  207  = . . .  427 

SiHca(seep.  352), 15-5 

Alumina  (seep.  352), 51*4 

Protoxide  of  iron  (see  p.  353), 36 

Peroxide  of  iron  (iron  56  +  oxygen  24),....  80  • 
Water  (hydrogen  1  +  oxygen  8),    9* 

It  would  be  out  of  place  in  this  work  to  enter  into  details  of 
chemical  processes;  nevertheless,  it  may  be  useful  to  give  the 
Mowing  directions  for  determining  roughly  the  proportions 
of  these  constituents  of  limestone  which  are  of  the  greatest 
practical  importance. 
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I.  Weigh  a  specimen  carefully ;  calcine  it  in  a  cruciye,  and 
weigh  it  again ;  the  loss  of  weight  shows  the  quantity  of  carbonic 
acid  and  water  together  in  the  specimen;  but  if  it  has  been  well 
dried  previously,  at  a  temperature  not  sufficient  to  expel  carbonic 
acid  (which  requires  a  bright  red  heat),  the  water  remaining  may  be 
neglected,  and  the  whole  loss  considered  as  carbonic  acid. 

IL   Weigh  another  specimen  of  from  30  to  80  grains;  reduce  it 
to  impalpable  powder  in  a  mortar,  mix  it  with  three  times  its 
weight  of  caustic  potash  or  soda,  and  heat  it  to  redness  in  a  silver 
crucible;  dissolve  the  whole  in  slightly  diluted  muriatic  acid;  the 
rapidity  of  solution  may  be  increased  by  heating  the  diluted  acid  to 
near  the  boiling  point  .of  water.     Evaporate  the  solution,  taking 
care  to  stir  it  continually  towards  the  end  of  the  process,  until  it 
becomes  thick  and  pasty :  this  shows  that  the  silica  has  coagulated ; 
mix  the  paste  with  eight  or  ten  times  its  volume  of  boiling  water : — 
this  will  dissolve  every  constituent  except  the  silica: — filter  the 
solution,  washing  the  precipitate  well  with  water,  taking  care  to 
preserve  all  the  water  so  used  along  with  the  original  liquor;    dry 
and  calcine  the  precipitate  left  on  the  filter;  weigh  it: — this  will 
give  the  quantity  of  silica  in  the  specimen. 

III.  To  the  liquor  add  water  of  ammonia  in  excess;  to  pre- 
cipitate the  alumina,  the  oxide  of  iron,  and  part  of  the  magnesia* 

Then  add  lime-water  by  degrees  as  long  as  a  precipitate  falls. 
That  precipitate  is  the  remainder  of  the  magnesia.  Wash  the 
whole  precipitate;  dry  it;  calcine  it;  weigh  it  To  the  weight 
thus  found  add  the  weight  of  the  silica  found  by  operation  II,  and 
that  of  the  carbonic  acid  as  calculated  from  the  result  of  operation 
I;  subtract  the  sum  from  the  whole  weight  of  the  specimen;  the 
remainder  will  be  the  lime. 

IY.  From  the  total  carbonic  acid  found  by  process  I,  (and 
reduced  to  the  weight  of  the  second  specimen)  subtract  the  weight 
of  lime  found  by  process  III.  X  22  -j-  28*5 ;  the  remainder  will  be 
the  quantity  of  carbonic  acid  in  combination  with  magnesiA;  and 
that  remainder  X  20*7  -f-  22  will  give  the  quantity  of  magnesia  in 
combination  ivith  carbonic  acid. 

V.  Subtract  the  result  of  process  IV.  from  that  of  process  III. ; 
the  result  will  be  the  quantity  of  alumina  and  oxide  ofiron^  and  of 
magnesia  combined  wtih  silica,  if  any;  but  in  fact,  so  far  as  lime- 
stones are  known,  the  whole  of  the  magnesia  is  in  the  state  of 
carbonate.  For  the  present  purpose  it  is  unnecessary  to  separate 
the  alumina  from  the  oxide  of  iron  (although  it  might  be  done  by 
means  of  caustic  potash,  which  dissolves  the  alumina  and  leaves 
the  iron). 

The  most  important  result  of  the  analysis  is  the  proportion  of 
carbonates  to  silicates  in  the  stone.     The  quantity  of  carbonates 
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may  be  approximated  to  in  a  rough  way  by  multiplying  the  total 
quantity  of  carbonic  acid,  as  found  by  the  first  process,  by  the 
following  multipliers: — 

If  the  limestone  is  not  magnesian, 2-3; 

if  there  is  one  equivalent  of  carbonate  of  mag- 
nesia for  each  equivalent  of  carbonate  of  lime,  2*12; 

and  the  truth  will  almost  always  be  between  those  limits.  The 
remainder  of  the  stone  may  be  held  to  consist  wholly  or  almost 
wholly  of  silicates. 

The  substances  obtained  by  calcining  different  limestones  and 
cement  stones  may  be  divided  into  the  following  four  classes : — 

L  Purs,  Rich,  or  Fat  Lime,  produced  from  stones  containing 
little  or  no  silicate,  which  "slakes"  by  absorbing  moisture,  and 
having  been  made  into  a  paste  with  water,  hardens  slowly  in  air, 
and  not  at  all  under  water. 

IL  Hydraulic  Limes,  produced  from  stones  containing  moderate 
quantities  of  silicates  (from  10  to  30  per  cent),  which  slake,  but 
less  rapidly  than  pure  lime,  and  harden  under  water  slowly.  These 
pus  by  insensible  gradations  into 

ILL  Cements y  produced  from  stones  containing  from  40  to  60  per 
cent  of  silicates,  which  do  not  slake,  and  which  harden  quickly 
under  water. 

IY.  Pozzolanas,  which  contain  silicates  in  excess,  and  are  used 
to  make  cement  by  mixing  them  with  pure  lima 

224.  Pwe,  Rich,  or  F«t  iiiaia  is  made  by  calcining,  at  a  bright 
red  heat  or  somewhat  higher,  limestone  that  consists  wholly  or 
almost  wholly  of  carbonate  of  lime,  such  as  marble,  or  chalk. 
Such  limestone  loses  44  per  cent  01  its  weight  by  burning,  and 
leaves  56  per  cent  of  its  weight  of  lime.  Of  this,  about  one-eighth 
is  usually  wasted. 

The  operation  of  lime-burning  is  performed  in  kilns  of  two  sorts. 
Id  the  more  common  kind,  the  kiln  is  circular  in  plan,  and  oval  in 
vertical  section,  the  diameter  at  the  bottom  being  about  6-10ths 
of  the  greatest  diameter;  it  seldom  exceeds  10  or  12  feet  in  height, 
but  may  be  less;  it  is  filled  with  alternate  layers  of  limestone  and 
fuel,and  when  the  burning  is  completed  the  whole  charge  is  removed. 
The  whole  operation  takes  from  30  to  50  hours.  Another  sort  of 
kiln  is  cylindrical,  or  nearly  so,  with  its  axis  vertical.  It  is  contin- 
uously fed  with  limestone  at  the  top,  which  descends,  and  is  calcined 
fy  the  flame  coming  from  a  furnace  at  one  side  of  the  kiln,  and  reaches 
the  bottom  completely  burnt,  whence  it  is  gradually  removed. 

The  weight  of  the  coal  consumed  is  from  l-5th  to  l-6th  of  that  of 
the  lime  burned 

2b 
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One  cubic  foot  of  chalk  in  block,  weighs  90  lbs.  nearly. 

„  of  broken  chalk, 63  „ 

„  of  the  quicklime  from  the 

same  chalk,  in  pieces,  35  „ 

When  rich  quicklime  is  moistened  with  water,  it  dakes;  that  is 
to  say,  it  combines  chemically  with  one  equivalent  of  water  (9  parts 
by  weight)  to  one  equivalent  of  lime  (28*5  parts  by  weight),  and 
forms  stoked  lime,  or  in  chemical  language,  hydrate  of  lime.  During 
this  process,  the  lime  swells  to  from  twice-and-a-half  to  thrice-and- 
a-half  its  original  bulk,  becomes  very  hot,  and  falls  to  powder. 
The  same  process  takes  place  slowly  through  absorption  of  moisture 
from  the  atmosphere;  but  lime  for  building  purposes  ought  never 
to  be  "  air-slaked,"  as  this  alow  operation  is  called;  for  the  lime 
thus  exposed  to  the  air  absorbs  not  only  water,  but  carbonic 
acid;  and  part  of  it  returns  to  the  state  of  carbonate  of  lime,  To 
guard  against  this  sort  of  deterioration,  quicklime  should  be  kept  in 
barrels,  or  in  a  dry  store,  until  it  is  required  for  use,  and  then 
rapidly  slaked  with  water.  The  hardening  of  slaked  lime  is  pro- 
duced by  gradual  absorption  of  carbonic  acid  from  the  atmosphere, 
and  crystallization  of  the  carbonate  of  lime  so  formed.  It  is  a  very 
slow  process,  but  produces,  after  the  lapse  of  years,  a  very  hard 
material 

225.  Hydnmllfl  lAmm  are  obtained  by  burning  limestones,  which 
contain  silicates  of  alumina,  and  sometimes  carbonate  of  magnesia, 
and  which  in  general  are  compact,  and  of  a  gray,  blue,  or  brownish- 
yellow  colour.  Besides  the  test  of  chemical  analysis  already 
mentioned  in  Article  223,  the  following  direct  test  may  be  applied 
to  limestones  supposed  to  be  hydraulic. 

Calcine  two  or  three  cubic  inches  of  the  stone  in  a  crucible : — 
pound  the  calcined  lime :  make  it  into  a  stiff  paste  with  water,  and 
form  it  into  a  ball,  which  immerse  in  a  glass  of  water.     If  it  is 
hydraulic  lime,  it  will  harden  under  water  so  as  to  resist  the    | 
pressure  of  the  finger  in  a  time  varying  from  24   hours  to  a   j 
fortnight,  according  to  its  composition;  and  if  its  quality  is  good,    ^ 
in  a  month  it  will  be  about  as  hard  as  weak  limestona 

If  it  is  cement,  it  will  harden  so  as  to  resist  the  pressure  of  the 
finger  in  a  few  minutes. 

The  best  kinds  of  hydraulic  lime  slake  so  imperfectly,  that  they 
must  be  pulverized  by  grinding  them  in  the  dry  state  in  a  mill 
consisting  of  a  circular  trough,  in  which  two  stone  rollers  shaped 
like  millstones,  at  opposite  ends  of  a  bar  rotating  with  a  vertical 
shaft,  roll  round,  and  so  crush  and  grind  the  lime  to  a  fine  powder. 
Hydraulic  lime  should  be  kept  in  sacks  or  barrels  in  a  dry  store, 
and  exposed  as  little  as  possible  to  air  and  moisture  until  it  is  about 
to  be  used. 
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It  is  a  mixture  of  quicklime  with  silicates  of  alumina  and  iron, 
tod  sometimes  with  magnesia.  Its  hardening  under  water  arises 
from  the  formation  of  an  artificial  stone,  consisting  of  compound 
silicates  of  lime,  alumina,  and  the  other  bases.  In  hydraulic  lime, 
as  distinguished  from  cement,  there  would  seem  to  be  a  greater  or 
less  surplus  of  lime  beyond  that  which  is  capable  of  combining  with 
the  silica  and  alumina. 

22$.  ifatanu  cwewt  is  obtained  by  burning  stones  in  which 
carbonate  of  lime  and  silicates  exist  in  such  proportions  that,  when 
the  carbonic  acid  is  expelled,  the  lime  is  exactly  in  the  proportion 
required  to  make  a  hard  compound  with  the  silica  ana  alumina. 
From  the  experiments  of  M.  Vicat  and  of  General  Sir  Charles 
Padey,  on  making  artificial  cements,  it  would  appear  that  the  best 
mixture  for  making  cement  consists,  before  burning,  of 

two  equivalents  of  carbonate  of  lime,...  50-5  X  2  =  101*0 
one  equivalent  of  clay,  of  which  the  probable 
composition  is 

one  equivalent  of  alumina,  .% 51*4 

six  equivalents  of  silica, 93*0       144*4 

34514 

so  that  the  composition  in  one  hundred  parts  is, 

carbonate  of  lime, 41 

day, 59 

100 

and  the  rapidity  with  which  the  cement  hardens  under  water 
depends  on  the  nearness  with  which  the  composition  of  the  stone 
approximates  to  these  proportions. 

Cement  stones  are  usually  found  in  thin  strata  amongst  those  of 
Hydraulic  limestone.  Their  most  frequent  colours  are  brown  and 
fawn-coloured,  their  texture  compact,  and  fracture  earthy.  After 
having  been  burned,  they  are  ground  to  powder,  which  is  packed 
in  barrels,  and  carefully  kept  dry  till  required  for  use.  In  this 
state,  it  consists  of  a  mixture  of  quicklime  with  silicate  of  alumina. 
So  soon  as  it  is  made  into  a  paste  with  water,  chemical  action  takes 
P^e,  and  a  double  silicate  of  alumina  and  lime  is  formed,  whose 
composition,  in  the  best  cement,  would  seem  to  be, 

two  equivalents  of  lime 28*5  X  2  =r    57*0 

one  equivalent  of  alumina, 5 1  *4 

six  equivalents  of  silica, i5'5  X  6  =    93*0 

201-4 

and  this  double  silicate  forms  a  compact  artificial  stone. 
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227.  Artificial  Cement  is  made  by  taking  either  ground  chalk  or 
slaked  pure  lime,  and  blue  clay,  in  the  proportions  that  will  give 
the  chemical  composition  stated  in  the  preceding  article,  thoroughly 
mixing  those  ingredients  into  a  paste  with  water  in  a  pug-mill, 
making  the  paste  into  balls  of  2  or  3  inches  in  diameter,  drying 
those  balls,  calcining  them,  and  grinding  them  to  powder.  It  is 
equal,  if  not  superior,  to  any  natural  cement 

228.  Pe-xz«iana«  are  mixtures  analogous  to  cements,  but  con- 
taining an  excess  of  silicates  and  a  deficiency  of  lime,  so  that  they 
must  be  mixed  with  pure  lime  in  order  to  make  cement,  or 
hydraulic  lime,  according  to  the  proportions. 

One  of  the  best  pozzolanas  is  "  Mine-dust,"  which  is  probably  a 
silicate  of  protoxide  of  iron.  If  mixed  with  lime,  so  as  to  give  the 
mortar  a  bluish-gray  colour,  it  produces  a  cement  of  extraordinary 
hardness  and  tenacity,  which  is  probably  a  double  silicate  of  lime 
and  protoxide  of  iron. 

An  ordinary  proportion  of  mine-dust  is  about  one  part  (by 
volume)  to  two  parts  of  hydraulic  lime,  measured  in  the  dry  state ; 
but  the  best  way  to  fix  the  proportions  is  by  trial 

Artificial  pozzolana  may  be  made  by  grinding  bricks,  or  by 
burning  good  brick-clay  and  grinding  it;  in  short,  by  any  process 
-which  yields  a  dry  powder  of  silicate  of  alumina,  or  compound 
silicate  of  alumina  and  iron. 

229.  He-rtar,  €•«■«■•*  mm*  HfAnurilc. — Mortar  is  made  by  mix- 
ing lime  and  sand  with  enough  of  water  to  form  them  into  a  semi- 
fluid paste,  in  which  state  it  is  used  as  a  binding  material  in 
masonry  and  brickwork. 

Common  Mortar,  being  made  with  pure  lime,  hardens  in  the  air 
by  the  evaporation  of  the  water,  and  by  the  absorption  of  carbonate  of 
lime  from  the  atmosphere,  which  crystallizes  in  the  course  of  years. 
If  the  water  evaporates  too  fast,  the  mortar  falls  to  powder;  if  it 
does  not  evaporate,  the  mortar  remains  always  soft  Very  slow 
evaporation  of  the  water  is  therefore  favourable  to  the  ultimate 
hardness  of  the  mortar. 

Hydraulic  Mortar,  being  made  with  hydraulic  lime,  hardens 
partly  by  the  formation  and  crystallization  of  carbonate  of  lime,  as 
above  stated,  but  principally  by  the  formation  and  crystallization 
of  a  complex  silicate  of  lime,  alumina,  and  other  bases.  (See 
Article  225,  p.  371.) 

Common  mortar  may  be  made  hydraulic  by  a  mixture  of 
puzzolana.     (Article  228,  above.) 

The  sand  employed  should  be  clean,  sharp,  and  rather  coarse 
than  fine.  In  order  to  render  sand  which  is  naturally  mixed  with 
clay  fit  for  use  in  making  mortar,  it  should  be  washed  by  stirring 
it  amongst  water,  a  slight  current  of  which  will  carry  away  the 
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clay  in  suspension,  and  leave  the  sand  Good  sand  for  mortar  is 
obtained  by  crushing  soft  sandstone.  Sea-sand  should  be  washed 
witli  fresh  water;  otherwise  the  salts  contained  in  it  will  keep  the 
mortar  always  moist 

In.  hydraulic  as  well  as  in  common  mortar  the  sand  remains  in  a 
state  merely  of  mechanical  mixture,  so  that  the  mortar,  when 
hardened,  becomes  a  sort  of  artificial  sandstone,  consisting  of 
grains  of  sand  imbedded  in  a  matrix  of  carbonate  of  lime,  or  of 
silicate  of  lime  and  other  bases,  as  the  case  may  be.  The  uses  of 
the  mixture  of  sand  with  the  lime  are  as  follows : — 

To  save  expense,  by  diminishing  the  bulk  of  the  lime,  which  is 
the  more  costly  material,  required  to  fill  a  given  joint  in  the 
masonry. 

To  increase  the  resistance  of  the  mortar  to  crushing. 
To  lessen  the  amount  of  shrinking,  and  the  consequent  tendency 
to  crack,  during  the  drying  of  the  mortar. 

But,  at  the  same  time,  the  mixture  of  sand  diminishes  the 
tenacity  of  the  mortar ;  and  if  too  much  be  used,  the  mortar  will 
become  brittle,  and  fall  to  powder  as  it  dries. 

The  proportion  of  sand  which  lime  will  "  bear,"  as  it  is  called, 
without  making  the  mortar  brittle,  is  the  greater  the  purer  the 
lime,  and  the  less  the  more  strongly  hydraulic  the  lime  is.  The 
best  proportions,  according  to  Vicat,  are — 

2*4  measures  of  sand  to  1  of  pure  slaked  lime  in  paste; 
1-8  measures  of  sand  to  1  of  good  hydraulic  lime  in  paste; 

and  nme  of  intermediate  qualities  bears  intermediate  proportions  of 
sand 

When  sand  and  puzzolana  are  mixed  with  pure  lime  to  make 
hydraulic  mortar,  the  sand  and  puzzolana  together  may  measure 
from  double  to  2£  times  the  volume  of  the  lime  before  slaking. 

In  mixing  mortar,  however,  the  best  method  is,  to  ascertain 
the  proper  proportions  in  each  case  by  trial 

The  labour  of  mixing  mortar  by  the  shovel  may  be  estimated  at 
about 

|  of  a  day's  work  of  a  man  per  cubic  yard. 

A  two  horse  pug^mtil  mixes  mortar  at  the  rate  of  from  20  to  25 
cubic  yards  per  day. 

As  hydraulic  mortar  tends  to  set,  or  harden,  even  in  the  wet  state, 
it  should  not  be  mixed  until  immediately  before  it  is  required  for  use. 

230.  Cmcnic  sad  B«tea«— Common  concrete  is  a  mixture  of 
mortar  with  gravel,  in  proportions  such  that  the  gravel  and  sand 
together  are  about  six  times  the  volume  of  the  lime.  It  may  be 
mixed  either  by  hand  or  by  the  pug-milL 
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Strong  Hydraulic  Concrete,  to  which  the  name  beton,  borrowed 
from  the  French,  has  been  applied,  is  made  by  mixing  angular 
fragments  of  stone  of  from  1£  to  2  inches  in  diameter,  with 
hydraulic  mortar  in  such  proportions,  that  the  mortar  is  a  little 
more  than  enough  to  fill  the  spaces  between  the  stones : — a  propor- 
tion which  is  easily  found  by  trial  in  each  case.  It  may,  however, 
be  estimated  as  varying  from 

1  volume  of  stones  and  1  volume  of  mortar,  to 

2  volumes  of  stones  and  1  volume  of  mortar. 

Concrete  and  beton,  when  mixed,  occupy  at  first  from  two-thirds 
to  three-fourths  of  the  total  volume  of  their  materials  before  mixing  ; 
and  when  laid  and  rammed,  they  undergo  a  further  settlement  of 
about  one-sixth ;  so  that  the  final  volume  of  concrete  and  beton. 
varies  from 

J  to  g  of  the  volume  of  the  materials  when  unmixed. 

When  rounded  stones  only  can  be  obtained,  such  as  flints  from 
the  chalk  strata,  they  may  be  made  fit  for  the  composition  of  beton 
by  breaking  them  with  the  hammer  into  angular  pieces. 

231.  Mixed  c«m«nt.— Cement  which  is  to  dry  and  set  when  fully 
exposed  to  the  air,  as  at  the  outer  edges  of  joints,  or  on  the  nice  of 
a  wall,  should  be  mixed  with  sand,  to  prevent  unequal  drying,  and 
consequent  shrinking  and  cracking.     The  proportions  vary  from 

1  measure  of  sand  and  2  of  cement,  to 
1  measure  of  sand  and  1  of  cement. 

Every  mixture  of  sand  diminishes  the  tenacity  of  cement;  so  much 
so  that  a  mixture  of  equal  parts  of  sand  and  cement  has  only  one- 
fourth  part  of  the  tenacity  of  pure  cement.  Where  the  surface  of 
the  cement,  therefore,  is  not  exposed  to  the  air,  the  only  advantage 
of  a  mixture  of  sand  is  the  saving  of  expense;  and  where  great 
tenacity  is  required,  pure  cement  should  be  used. 

232.  Strength  ef  ftlertar.  Cement*  Concrete,  and  Betenv— To  the 
data  given  in  the  tables  in  the  appendix,  the  following  results  of 
experiment  may  be  added : — 

ATEABMDA-HAUAmBMlinmR.        taSSE^S^ 

Mortar  of  Lime  and  River-Sand, 440 

„  „  „  beaten, 600 

Mortar  of  lime  and  Pit-Sand, 580 

„  „  „        beaten, 800 

Hydraulic  Mortar,  of  lime  and  pounded  tiles.......  680 

„  „  „  beaten,  930 

Beton,  or  concrete,  of  mortar  and  broken  flints,  420 
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Sixtkex  Tubs  after  Mixture,  the  increase  of  strength  is  in  the 
fbUowing  proportions: — 

For  common  mortar, i-8th 

For  hydraulic  mortar, i-4th. 

(The  above  results  are  given  on  the  authority  of  Rondelet.) 

o™  Yiua  aim*  Mixnna.  JSaS^uSk. 

Good  hydraulic  lime, 170 

Ordinary  hydraulic  lime  {  J°m; ' '""  J£ 

Rich  lime, 40 

Good  hydraulic  mortar, 140 

Ordinary  hydraulic  mortar, 85 

Good  common  mortar, 50 

Bad  common  mortar, ao 

(The  above  are  from  Vicat) 

Six  Months  after  Mixture. 
Adhesion  of  common  mortar  to  compact  lime- 
stone,      15 

Adhesion  of  common  mortar  to  brick,  33 

(The  above  are  from  Rondelet) 

Cement  from  Chalk  lime  and  Blue  Clay,  a  few- 
days  after  mixture  (Sir  C.  W.  Pasley), 125 

Portland  Cement  (from  compact  limestone  and 

clay)  30  to  50  days  after  mixture, 1200  to  1550 


•f  Parte.— Gypsum  is  a  compound    of 
sulphate  of  lime  with  water,  in  the  following  proportions : — 

One  equivalent  of  sulphuric  acid  (sulphur  16  + 

oxygen  24)  = 40*0 

One  equivalent  of  lime, 28*5 

Two  equivalents  of  water, 18-0 

86-5 

It  is  found  stratified,  and  in  various  conditions,  crystalline, 
laminated,  granular,  and  earthy.  It  is  translucent,  usually  white 
or  gray,  has  a  pearly  lustre,  and  can  be  easily  scratched  with  a 
knife,  being  intermediate  in  hardness  between  rock-salt  and  cal- 
careous spar. 

By  ffl?HP"»ff  gypsum  the  water  is  expelled,  and  it  becomes  a 
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dry  white  powder  of  sulphate  of  lime,  known  as  "  Plaster  of  Parish 
When  this  powder  is  rapidly  mixed  with  water,  so  as  to  form  & 
paste,  it  immediately  begins  to  combine  with  part  of  the  water,  so 
as  to  reproduce  gypsum  in  a  compact  granular  state;  heat  is  at  the 
same  time  developed,  which  hastens  the  evaporation  of  the  super- 
fluous water.  The  mixture  should  be  made  by  putting  the  powder 
into  the  water,  not  the  water  amongst  the  powder.  The  proportion 
of  water  used  varies  according  to  the  purpose  to  which  the  plaster 
is  to  be  applied;  on  an  average  it  is  about  equal  in  bulk  to  the 
powder. 

The  tenacity  of  plaster,  after  it  has  "  set/'  or  hardened,  according 
to  Rondelet,  is  about  70  lbs.  per  square  inch. 

234.  BimiMw  C«M«at  amd  c*acrct*— A  bituminous  cement  is 
a  mixture  of  a  pitchy  or  bituminous  substance  with  an  earthy 
substance. 

For  example,  AsphaUie  Mastic  is  made  by  mixing  Bitumen,  or 
mineral  tar,  obtained  from  bituminous  shale  or  sandstone,  with  the 
powder  of  bituminous  limestone  or  asphalt : — a  mineral  which  con- 
sists of  carbonate  of  lime,  containing  in  its  pores  from  3  to  Id  per 
cent,  of  bitumen. 

The  asphalt  may  either  be  broken  into  small  fragments  or 
ground  to  powder.  It  is  then  combined  with  the  bitumen  by 
heating  the  latter  in  an  iron  boiler,  and  adding  the  asphalt  by 
degrees,  taking  care  to  mix  the  ingredients  well  The  proportions 
vary  with  the  composition  of  the  asphalt,  less  bitumen  being 
required  for  that  asphalt  which  contains  much  bitumen.  The 
average  proportion  may  be  estimated  at  about  1  part  by  measure  of 
bitumen  to  7  or  8  of  asphalt. 

Artificial  asphaltic  mastic  may  be  made  by  substituting  coal-tar, 
or  a  solution  of  pitch  in  pitch-oil,  for  bitumen,  and  adding  to  it, 
finely  ground  limestone  till  a  proper  consistency  is  attained. 

A  mastic  composed  of  coal-tar  and  finely  ground  fireclay,  in 
proportions  which  have  never  been  exactly  determined,  but  which 
are  adjusted  by  trial  until  the  mixture  when  cool  is  just  soft 
enough  to  yield  visibly  to  the  pressure  of  the  nail,  and  no  more, 
has  been  found  exceedingly  useful  to  make  tight  joints  in  pipes, 
especially  those  traversed  by  strong  acids,  which  would  act  upon  a 
mastic  containing  limestone. 

A  biivminous  or  aspJuUtic  mortar,  as  it  may  be  called,  is  made  by 
adding  to  the  before-mentioned  mixture  of  bitumen  and  powdered 
asphalt,  about  a  thirty-fifth  of  its  bulk  of  resin  oil,  and  three-fifths 
of  its  bulk  of  sand. 

11  Measures  of  this  mixture,  with  9  of  broken  stone,  make  a  sort 
of  biiuminotts  concrete,  suited  for  covering  the  surfaces  of  roads.  Its 
use  will  be  further  described  under  the  head  of  Roads. 
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Section  IV. — Of  Ordinary  Foundations. 


235.  mw^kmmrj  Wwm^miOmmm  1Mb«I  *a*  Clmmtd, —The  foundation 
of  a  work  of  masonry  on  land  consists,  in  the  first  place,  of  an 
excavation  in  the  ground,  and  secondly,  if  required,  of  a  structure 
at  the  bottom  of  that  excavation,  suited  to  form  a  firm  base 
for  the  masonry.  The  foundations  to  which  this  section  relates 
are  those  in  which  either  an  excavation  alone  is  required,  or 
an  excavation  partially  filled  with  sand,  stones,  concrete,  or  beton. 
Foundations  of  a  more  difficult  character,  and  requiring  more  com- 
plex works  to  render  them  secure,  will  be  treated  of  in  a  later 
chapter. 

Ordinary  foundations  are  ranged  under  three  classes,  viz. : — 
L  Foundations  in  Rock,  or    material  whose  stability  is  not 
impaired  by  saturation  with  water. 
IL  Foundations  infirm  earth,  such  as  sand,  gravel,  and  hard  clay. 
ILL  Foundations  in  soft  earth. 

The  base  of  every  foundation  should  be  as  nearly  as  possible  per- 
pendicular to  the  direction  of  the  pressure  which  it  is  to  sustain, 
and  of  sufficient  area  to  bear  that  pressure  with  safety.  The  area 
is  increased  to  any  required  extent  by  making  the  lowest  courses  of 
masonry  or  brickwork  in  the  building  spread  out  by  a  series  of 
stepe;  by  supporting  them  on  a  sufficiently  broad  layer  of  concrete 
or  beton;  by  making  inverted  arches  under  openings;  and  by  other 
contrivances.  The  centre  of  resistance  of  the  foundation  of  a  piece  of 
masonry  (or  point  traversed  by  the  resultant  of  the  pressure), 
should  not  deviate  from  the  centre  of  gravity  of  its  figure  beyond 
certain  limits,  which  will  be  afterwards  specified  in  particular 


236.  iMk  F«andattons.— To  prepare  a  rock  foundation  for  being 
built  upon,  the  following  are  in  general  all  the  operations  that  are 
required: — 

I.  To  cut  away  all  loose  and  decayed  parts  of  the  rock. 

IL  To  cut  and  dress  the  rock  to  a  plane  surface,  or  to  a  set  of 
I*lane  surfaces  like  those  of  steps,  perpendicular,  or  nearly  perpen- 
dicular, to  the  pressure  to  be  sustained. 

IIL  To  fill,  if  necessary,  hollows  in  rock  with  beton,  or  with 
rabble  masonry. 

IV.  In  some  cases  it  is  advisable,  in  order  to  distribute  the 
pressure,  that  the  rock  should  be  covered  with  a  layer  of  beton, 
▼hose  thickness,  in  different  examples,  ranges  from  a  few  inches  to 
six  feet  and  upwards. 

The  intensity  of  the  pressure  on  a  rock  foundation  should  at  no 
point  exceed  one-eighth  of  the  pressure  which  would  crush  the  rock. 
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(See  Article  215,  p.  36.)  The  following  are  examples  of  the 
actual  intensity  of  the  pressure  on  some  existing  rock  found- 
ations : — 

Picmiuu  in  Ibfc 
on  the  on  the 

Square  Foot    Square  Inch. 

Average  of  ordinary  cases,  the  rock 
being  at  least  as   strong  as  the 

strongest  red  bricks, 20,000     ...      140 

Pressures  at  the  base  of  St.  Rollox 
Chimney  (450  feet  below  the  sum- 
mit) : — 

On  a  layer  of  strong  concrete  or 

beton,  6  feet  deep, 6,670     ...       46 

On  sandstone  below  the  beton,  so 
soft  that  it  crumbles  in  the 
hand, 4,000     ...        28 

The  last  example  shows  the  pressure  which  is  safely  borne  in 
practice  by  one  of  the  weakest  substances  to  which  the  name  of 
rock  can  be  applied. 

The  proper  rule  for  limiting  the  deviation  of  the  centre  of 
resistance  of  a  rock  foundation  from  the  centre  of  gravity  of  its 
figure  is,  that  tfiere  should  be  no  tension  at  any  point  of  the  base. 
The  following  is  the  formula  for  calculating  the  greatest  value  of 
the  deviation  in  question  which  is  consistent  with  that  limi- 
tation : — * 

Let  A  denote  the  area  of  the  base; 

y  the  distance  from  the  centre  of  gravity  of  the  figure  of  the  base 
to  the  edge  furthest  from  the  centre  of  resistance ; 

h  the  total  breadth  of  the  base  in  the  same  direction ; 

I  the  moment  of  inertia  of  that  figure,  computed  as  for  the  cross- 
section  of  a  beam  relatively  to  a  neutral  axis  traversing  the  centre 
of  gravity  at  right  angles  to  the  direction  of  the  deviation  to  be 
found.  (See  Article  162,  pp.  252-254,  and  Article  179,  pp. 
294,  295.) 

I  the  deviation  to  be  found; 

then 

*«i^=**i w 

in  which  expression,  q  has  the  same  meaning  as  in  Article  179,  pp. 
294,  295,  where  a  table  of  its  values  for  various  figures  is  given. 

•  See  Applied  Mechanic*,  Article  94,  pr.  76,  77 ;  Article  205,  pp.  228,  229. 
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The  only  assumption  involved  in  this  equation  is,  that  the  pressure 
on  the  foundation  is  an  uniformly  varying  stress. 

237.  Tto*7«rBarthF«aMiasteM.  (A.  M.,  199.)— In  earth  whose 
friction  is  alone  to  be  relied  on  for  resistance  to  displacement  by  the 
pressure  of  a  building,  the  weight  of  earth  displaced  by  the 
foundation  should  not  bear  a  less  ratio  to  the  weight  of  the  build- 
ing than  that  given  by  the  following  equations,  in  each  of  which 

x  represents  the  depth  of  the  foundation ; 
to  the  weight  of  a  cubic  foot  of  the  earth; 
0  its  angle  of  repose. 

Case  L  Let  tbe  weight  of  the  building  be  uniformly  distributed 
over  its  base,  and  let  p0  be  the  intensity  of  the  pressure  produced 
byit    Then 


^         /1-sinjy 

Po    —  \1  +  Bin  0/  x   ' 


Po    —  \1  -r*  sin  ^ 

Case  IL  When  the  weight  of  the  building  is  so  distributed  that 
there  is  an  uniformly  varying  pressure  on  the  foundation,  as  as- 
sumed in  Article  236,  let  pl  W  the  greatest,  p2  the  least,  and  p0  the 
mean  intensity  of  that  pressure ;  then  the  two  following  conditions 
must  be  fulfilled : — 

^(ro)' « 

=f-i; w 

Whence  are  deduced  the  following  restrictions  as  to  the  extent 
of  variation  of  the  intensity  of  the  pressure  on  the  base,  and  the 
deviation  of  its  centre  of  resistance  from  the  centre  of  gravity  of 
its  figure. 

p,         /l  +  sin  »\«. 

/>,—  Vl  —  tin*)  > W 

When  the  figure  of  the  foundation,  as  is  usually  the  case,  is 
^metrical  about  its  neutral  axis,  we  have 

tod  consequently, 

wx        (1  —  sin  9)2  _  -          2  sing  f. . 

^~  —  l  +  sin**>  -1       l+sin*^ ^'' 
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9 


l  =  gA-&=ft«gA-    i^f^ (7.) 

/>i  +  2*2  *  +  8in   9 

The  following  table  gives  some  examples  of  the  values  of  the 
functions  of  the  angle  of  repose  which  occur  in  the  preceding 
formulae  :— 

(P  150        20°       250     300  35Q  40°       45° 

!_^|       r7°0   2I45   2-464   3'o°°       3*^90       4*599     5826 

1  — —  sin  0 

^— : — ; — -      0-588   0*466  0*406   0*333       0*271       0*217     0*172 

1  +  sin  0         ° 

(1  +  sin  0\ 2 
«_  .       )    2890   4*472   6*070   9*000     13*619     21*152     33-94 

/l  —  sin  A2  .  "  „ 

I.—  j— , —  )    0*346  0*224  0-165  o*iii      0-073      0*0470*0295 

\l  ~r  sm  0/ 

1  +  sin2  0  '  , 

(1  —  sin  0f     X'945  *'73     3'S35  5,°°°      7'3I°     II#°7       I7"47 

(1—  sin<p)2  0 

1  -4-   '  2fl       °'5I4  0*421   0*283   0-200      0*137       0*090    0*057 

2  sin  0  A/-  0  0, 

I~+S^       °'486  °'579  °717  °      °*8  3      °'9TO    °'943 

238.  F«andmU«M  in  Firm  Earth.— When  a  foundation  is  to  be 
made  in  such  earth  as  hard  clay,  clean  dry  gravel,  or  clean  sharp  sand, 
— that  is  to  say,  in  earth  which  has  considerable  fractional  stability, 
and  is  not  liable  to  have  that  stability  diminished  by  becoming 
saturated  with  water, — it  is  rarely  necessary  to  apply  the  principles 
of  the  preceding  article;  because  the  depth  to  which  the  foundation 
must  be  sunk,  in  order  that  the  building  may  rest  on  earth  below 
the  reach  of  the  disintegrating  effects  of  frost  and  drought,  is  almost 
always  greater  than  those  principles  require.  In  Britain  that 
depth  should  be  at  least  3  feet  for  sand  and  4  feet  for  clay.  In 
continental  regions,  where  the  climate  has  greater  extremes  of  heat 
and  cold,  a  greater  depth  is  necessary.  For  example,  in  Germany,  it 
appears  that  the  depths  of  ordinary  foundations  are  from  4  to  5 
feet,  and  in  North  America  from  4  to  6  feet. 

Care  should  be  taken  to  divert  surface-water,  which  may  tend  to 
run  into  the  foundation,  by  means  of  catchwater  drains,  just  as  in 
other  cuttings  (Article  189,  p.  334);  and,  if  necessary,  drains  ought 
also  to  be  made  at  the  bottom  of  the  foundation. 

The  greatest  intensity  of  pressure  on  foundations  in  firm  earth  is 
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usually  from  2,500  to  3,500  lbs.  per  square  foot*  or  from  17  to 
23  lbs.  per  square  inch. 

In  fixing  the  " spread"  or  additional  breadth  given  to  the  "  foot- 
ings "  or  foundation  courses  of  the  masonry  or  brickwork  of  ordinary 
walls,  the  usual  rule  is  to  make  the  breadth  of  the  base  once-and- 
a-half  the  thickness  of  the  body  of  the  wall  in  compact  gravel,  and 
twice  that  thickness  in  sand  and  stiff  clay. 

239.  In  Wmmm dwtt—  •■  s«ft  Bank  care  must  be  taken  that  the 
depth  of  the  foundation  is  not  less,  as  compared  with  the  pressure  of 
the  buildings,  and  the  deviation  of  the  centre  of  resistance  not 
greater,  as  compared  with  the  breadth  of  base,  than  the  limits  given 
by  the  formulae  of  Article  237.  Those  objects  are  promoted  by 
making  the  breadth  of  the  base  of  the  masonry  as  great  as  is 
practicable,  so  as  at  once  to  distribute  its  weight  over  a  large 
surface,  and  to  increase  the  breadth  as  compared  with  the  deviation 
of  the  centre  of  resistance  from  the  centre  of  gravity  of  the  base. 

If  practicable,  the  ground  should  be  well  drained  before  the 
digging  of  the  foundation  is  commenced,  in  order  to  increase  its 
firmness  as  far  as  possible. 

Precisely  as  in  the  case  of  an  embankment  on  soft  ground 
(Article  204,  p.  343),  a  trench  may  be  dug  and  filled  with  a  stable 
material,  such  as  Baud  or  concrete,  in  order  to  distribute  the  pres- 
sure, and  convey  it  to  a  sufficiently  low  stratum  of  the  softer 
material    To  find  the  proper  depth  for  the  trench — 

Let  pL  be  the  greatest  intensity  of  pressure  of  the  intended 
building  on  its  base,  in  lbs.  per  square  foot.  In  calculating  this 
quantity,  if  the  trench  is  to  be  filled  with  sand,  the  area  over  which 
the  weight  of  the  building  is  distributed  should  be  taken  as  simply 
equal  to  the  area  of  the  lowest  course  of  foundation  stones.  But  if 
the  trench  is  to  be  filled  with  beton,  the  weight  may  be  considered 
(as  in  an  example  given  in  p.  378)  to  be  distributed  over  the  whole 
area  of  the  layer  of  beton,  provided  the  edges  of  that  layer  do  not 
project  beyond  the  edges  of  the  foundation  stones  to  a  distance 
greater  than  the  depth  of  the  layer  of  beton. 

Let  to  be  the  weight  in  lbs.  of  a  cubic  foot  of  the  material  with 
which  the  trench  is  to  be  filled;  being  about  90  lbs.  for  sand  and 
130  for  strong  concrete  or  beton — 

uf,  the  weight  of  a  cubic  foot  of  the  soft  earth ; 

^,  its  angle  of  repose; 

also  let  ,  ~  . — ;  =  K :  (for  values  of  k'  and  of  k\  see  p.  380) : 
1  +  sin^  v  >       r-        /> 

and  the  required  depth  of  the  trench  =  a/ ;  then 

fc«— A^™ (i.) 
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The  material  for  filling  the  trench  should  be  laid  and  rammed  in 
layers  of  about  a  foot  deep.  If  concrete  is  used,  the  effect  of 
ramming  may  be  produced  by  throwing  it  down  from  a  scaffolding 
at  least  ten  feet  high. 

If  the  trench  is  filled  with  sand,  the  building  may  be  founded  on 
the  layer  of  sand  as  on  a  natural  sand  foundation. 

If  the  trench  is  filled  with  concrete,  the  building  is  to  be  built 
on  the  upper  surface  of  that  layer  as  soon  as  it  is  set,  care  being 
taken  that  the  intensity  of  the  pressure  on  the  concrete  does  not 
anywhere  exceed  one-eighth  part  of  its  resistance  to  crushing;  that 
is  to  say,  about 

— -R—  =  6,660  lbs.  on  the  square  foot,  or 

-£-  =  46  lbs.  on  the  square  inch. 

In  buildings  which  contain  a  number  of  openings,  such  as  arches, 
windows,  doorways,  <fcc.,  the  distribution  of  the  load  on  the 
foundation  over  an  increased  area  may  be  effected  by  means  of 
inverted  arches  under  the  openings,  provided  those  arches  are  very 
accurately  built. 

The  more  difficult  class  of  foundations  in  soft  ground,  which 
require  the  use  of  timber  or  iron  to  make  them  safe,  will  be  treated 
of  in  a  later  chapter. 

When,  by  trial-pits  and  borings,  it  is  shown  that  a  soft  stratum 
underlies  a  firm  one,  equation  1  should  be  applied  in  order  to 
determine  whether  the  depth  (a/)  of  the  firm  stratum  is  sufficient 
to  make  the  foundation  safe.  When  the  firm  stratum  consists  of 
sound  rock,  the  intensity  p.  of  the  pressure  on  the  soft  stratum  due 
to  the  weight  of  the  building  may  be  computed  according  to  the 
same  rule  as  for  a  layer  of  concrete.  The  results  of  this  method 
will  err  on  the  safe  side. 

Section  V. — Construction  of  Stone-Masonry. 

240.  Geaenri  Principle*.— The  following  principles  are  to  be 
observed  in  the  building  of  all  classes  of  stone-masonry. 

I.  To  build  the  masonry,  as  far  as  possible,  in  a  series  of  courses, 
perpendicular,  or  as  nearly  perpendicular  as  possible,  to  the  direction 
of  the  pressure  which  they  have  to  bear;  and  to  avoid  all  long 
continuous  joints  parallel  to  that  pressure  by  "  breaking  joint.*' 

II.  To  use  the  largest  stones  for  the  foundation  course. 

III.  To  lay  all  stones  which  consist  of  layers  or  u  beds  n  in  such 
a  manner  that  the   principal  pressure  which  they  have  to  bear 
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shall  act  in  a  direction  perpendicular,  or  as  nearly  perpendicular  as 
possible,  to  the  direction  of  the  layers.  This  is  called  "  laying  the 
stone  on  its  natural  bed"  and  is  of  primary  importance  to  strength 
and  durability,  as  has  been  already  explained  in  -various  Articles. 

IV.  To  moisten  the  surface  of  dry  and  porous  stones  before 
bedding  them,  in  order  that  the  mortar  may  not  be  dried  too  fast, 
and  reduced  to  powder  by  the  stone  absorbing  its  moisture. 
(Article  229,  p.  372.) 

V,  To  fill  every  part  of  every  joint,  and  all  spaces  between  the 
stones,  with  mortar;  taking  care  at  the  same  time  that  such  spaces 
shall  be  as  small  as  possible. 

141.  mmmmmry  ciaaMd^-The  face  of  a  stone  is  its  outer  surface 
which  is  exposed  to  view.  Its  beds  are  the  surfaces  parallel  to  the 
layers.  Its  sides  are  the  surfaces  which  bound  it  in  a  direction 
transverse  both  to  the  face  and  to  the  beds.  The  term  bed  is  also 
applied  to  the  joints  between  or  parallel  to  the  courses,  through 
which  the  principal  pressures  act;  these  joints  are  also  called  bed- 
jnints;  the  side-joints,  or  joints  transverse  both  to  the  beds  and  the 
&ce,  are  often  called  simply  joints. 

The  classification  of  masonry  for  engineering  purposes  is  based 
almost  entirely  on  the  size  and  figure  of  the  stones,  and  on  the 
manner  in  which  the  joints,  whether  bed-joints  or  side-joints,  are 
formed  and  executed,  the  appearance  of  the  face  being  a  matter  of 
secondary  importance. 

The  principal  tools  employed  in  the  dressing  of  stone  are,  the 
wabbling  hammer,  whose  head  is  pointed  at  one  end  like  a  pick, 
and  axe-formed  at  the  other,  and  various  chisels,  of  which  one  is 
pointed  at  the  end,  and  the  others  flat,  and  of  breadths  ranging 
from  one  to  three  inches,  or  thereabouts. 

The  8cabbling  hammer  produces  a  rough  approximation  to  a 
plane  surface;  the  point  gives  a  closer  approximation,  producing  a 
surface  covered  with  a  number  of  small  parallel  ridges  and  furrows ; 
the  "  inch-tool "  and  other  flat-ended  chisels  cut  away  the  ridges 
left  by  the  point,  producing  still  greater  smoothness.  Stone  thus 
dressed  is  said  to  be  u  droved." 

There  are  an  indefinite  number  of  different  qualities  of  masonry, 
from  "  perpend  ashlar,"  in  which  every  stone  is  hewn  to  a  regular 
figure  and  exactly  fitted  to  the  adjoining  stones,  to  common 
rabble,  in  which  the  stones  are  built  nearly  as  they  come  from  the 
quany,  great  irregularities  of  figure  alone  being  reduced  by  means 
of  the  hammer. 

For  engineering  purposes,  masonry  may  be  classed  generally 
nnder  four  principal  kinds,  viz.: — Ashlar  —  Block-in-course  — 
Cbrawd  Babble — and  Common  Rubble — and  the  combinations 
d  those  four  kinds. 
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242.  Ashlar  HiNnr,  or  hewn  stone,  consists  of  blocks  cut  to 
regular  figures,  generally  rectangular,  and  built  in  courses  of  an 
uniform  depth,  which  is  seldom  less  than  a  foot. 

In  order  that  the  stones  may  not  be  liable  to  be  broken  across, 
no  stone  of  a  soft  material,  such  as  the  weaker  kinds  of  sandstone 
and  granular  limestone,  should  have  a  length  greater  than  3  times 
its  depth;  in  harder  materials,  the  length  may  be  4  or  5  times  the 
depth.  The  breadth,  in  soft  materials,  may  range  from  1£  times  to 
double  the  depth;  in  hard  materials,  it  may  be  3  times  the  depth. 

The   bed-joints  and   side-joints  are  dressed  to  plane   surfaces 
(and  in  some  exceptional  cases  to  be  afterwards  specified,  to  curved 
surfaces).     In  the  case  of  plane  joints  this  is  done  by  making  an 
accurately  plane  chisel-draught  all  round  the  edges  of  the  surface 
to  be  shaped,  and  if  the  stone  is  large,  some  additional  transverse 
chisel-draughts  in  the  same  plane,  and  dressing  the  remainder  of 
the  surface  by  the  point  down  to  the  plane  of  the  chisel-draught, 
which  serves  as  a  guide.     The  accuracy  with  which  this  is  done  is 
of  special  importance  in  the  case  of  bed-joints ;  for  if  any  part  of  the 
surface  projects  beyond  the  plane  of  the  chisel-draught,  that  pro- 
jecting part  will  have  to  bear  an  undue  share  of  the  pressure, 
which  will  be  concentrated  upon  it;  and  the  joint,  which  will  gape 
at  the  edges,  constituting  what  is  called  an  open  joint,  will  be 
wanting  in  stability.     On  the  other  hand,  if  the  surface  of  the  bed 
is  concave,  having  been  dressed  down  below  the  plane  of  the  chisel- 
draughts,  the  pressure  is  concentrated  on  the  edges  of  the  stone,  to 
the  risk  of  splintering  them  off.   Such  joints  are  said  to  be  flushed. 
They  are  more  difficult  of  detection  after  the  masonry  has  been 
built  than  open  joints,  and  are  often  executed  by  design,  in  order  to 
give  a  neat  appearance  to  the  face  of  the  building;  and  therefore 
their  occurrence  must  be  guarded  against  by  careful  inspection  of 
the  progress  of  the  stone-cutting. 

When  the  stone  has  been  dressed  so  that  all  the  small  ridges  on 
its  surface  are  in  one  plane  with  the  chisel-draughts,  the  pressure 
is  distributed  with  a  near  approach  to  uniformity;  for  the  mortar 
serves  to  transmit  it  to  the  furrows  between  the  ridges. 

Great  smoothness  is  not  desirable  in  the  joints  of  ashlar  masonry 
intended  for  strength  and  stability;  for  a  moderate  degree  of 
roughness  adds  at  once  to  the  resistance  to  displacement  by  sliding, 
and  to  the  adhesion  of  the  mortar. 

Each  stone  should  first  be  fitted  into  its  place  dry,  in  order  that 
any  inaccuracy  of  figure  may  be  discovered  and  corrected  by  the 
stone-cutter,  before  it  is  finally  laid  in  mortar,  and  settled  in  its 
bed.  No  side-joint  in  any  course  should  be  directly  above  a  side- 
joint  in  the  course  below;  but  the  stones  should  overlap  or  break 
Joint  to  an  extent  of  from  once  to  once-and-a-half  the  depth  of  a 
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course.  This  ia  called  the  bond  of  the  masonry:  its  effect  is  to  make 
each  stone  be  supported  by  at  least  two  stones  of  the  course 
below,  and  assist  in  supporting  at  least  two  stones  of  the  course 
above;  and  its  objects  are  twofold:  font,  to  distribute  the  pressure; 
so  that  inequalities  of  load  on  the  upper  part  of  the  structure,  or  of 
resistance  at  the  foundation,  may  be  transmitted  to  and  spread 
over  an  increasing  area  of  bed  in  proceeding  downwards  or  upwards, 
as  the  case  may  be;  and  secondly,  to  tie  the  building  together,  or 
give  it  a  sort  of  tenacity,  both  lengthwise  and  from  face  to  back, 
by  means  of  the  friction  of  the  stones  where  they  overlap. 

A  stone  which  lies  with  its  greatest  length  parallel  to  the  face  of 
the  building  is  called  a  stretcher.  A  stone  which  lies  with  its 
greatest  length  perpendicular  to  the  face  of  the  building  is  called  a 
header.  Stretchers  tie  the  building  together  lengthwise,  headers 
crosswise.  The  strongest  bond  in  ashlar  masonry  is  that  in  which 
each  course  at  the  face  of  the  building  contains  a  header  and  a 
stretcher  alternately,  the  outer  end  of  each  header  resting  on  the 
middle  of  a  stretcher  of  the  course  below ;  so  that  rather  more  than 
erne-third  of  the  area  of  the  face  consists  of  ends  of  headers.  This 
proportion  maybe  deviated  from  when  circumstances  require  it; 
bat  in  every  case  it  is  advisable  that  the  ends  of  headers  should 
not  form  less  than  one-fourth  of  the  whole  area  of  the  face  of  the 
building. 

Quoins,  or  corner-stones,  which  should  be  of  large  size  and 
chosen  with  special  care,  are  at  once  headers  and  stretchers;  each 
quoin  being  a  header  relatively  to  one  of  the  two  faces  of  the 
building  which  it  connects,  and  a  stretcher  relatively  to  the  other. 
The  thickness  of  mortar  in  the  joints  of  well-executed  ashlar 
masonry  should  be  about  an  eighth  of  an  inch.  The  volume  of  mortar 
required  in  all  is  about  one-eighth  part  of  the  volume  of  the  stone. 
Ashlar  masonry  is  used  in  engineering  chiefly  for  the  piers, 
abutments,  arches,  and  parapets  of  bridges,  for  hydraulic  works  to 
be  afterwards  specified,  for  facing,  quoins,  string  courses,  and 
coping  to  inferior  kinds  of  masonry,  and  to  brickwork,  and  in 
general,  for  works  in  which  great  strength  and  stability  are 
required. 

A  rougher  kind  of  ashlar  masonry  is  built  with  stones  of  the 
sizes  and  figures  already  mentioned,  but  scabbled  or  dressed  with 
the  hammer.  It  may  be  considered  as  intermediate  between  ashlar 
and  block-in-course. 

It  what  manner  soever  the  feces  of  ashlar  stones  are  dressed,  or 
even  should  they  be  "  quarry-faced,"  there  ought  to  be  a  chisel- 
|l  draught  round  the  edges  of  the  face,  forming  sharp  and  straight 

!  edges  with  the  chisel-draught  of  the  beds  and  joints,  in  order  that 
the  stooe  may  be  accurately  set 
1  2o 
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243.  Bl*ek-te-Co«r»«  HaiMrr  differs  from  hammer-dressed  ashlar 
chiefly  in  being  built  of  smaller  stones.  The  usual  depth  of  the 
courses  is  from  7  to  9  inches.  The  same  rules  apply  to  breaking 
joint,  and  to  the  proportions  which  the  lengths  and  breadths 
of  the  stones  should  bear  to  their  depths,  as  in  ashlar;  and  as  in 
ashlar  also,  at  least  one-fourth  of  the  face  of  the  building  should 
consist  of  headers,  whose  length  should  be  from  3  to  5  times  the 
depth  of  a  course. 

Block-in-course  masonry  is  used  for  spandrils  and  wing-walls  of 
bridges,  the  facing  of  retaining  walls,  and  similar  purposes. 

244.  In  Cmmm*  HnfcMe  fflbuom?  the  building  consists  of  a  series 
of  horizontal  courses,  seldom  exceeding  one  foot  in  depth,  each  of 
which  is  correctly  levelled  before  another  is  built  upon  it ;  but  the 
side-joints  are  not  necessarily  vertical  One-fourth  pari  at  least  of 
the  face  in  each  coui-se  should  consist  of  bond-stones  or  headers; 
each  header  to  be  of  the  entire  depth  of  the  course,  of  a  breadth 
ranging  from  1  £  times  to  double  that  depth,  and  of  a  length 
extending  into  the  building  to  from  3  to  5  times  that  depth, 
as  in  ashlar.  Those  headers  should  be  roughly  squared  with 
the  hammer,  and  their  beds  hammer-dressed  to  approximate 
planes;  and  care  should  be  taken  not  to  place  the  headers  of 
successive  courses  above  each  other;  for  that  arrangement  would 
cause  a  deficiency  of  bond  in  the  intermediate  parts  of  the  course. 
Between  the  headers,  each  course  is  to  be  built  of  smaller  stones,  of 
which  there  may  be  one,  two,  or  more,  in  the  depth  of  the  course. 
These  are  sometimes  roughly  squared,  so  as  to  have  vertical  side- 
joints;  sometimes  the  stones  are  taken  as  they  come,  bo  that  the 
side-joints  are  irregular;  but  no  side-joint  should  form  an  angle 
with  a  bed-joint  sharper  than  60°.  Care  should  be  taken,  not  only 
that  each  stone  shall  rest  on  its  natural  bed,  but  that  the  sides 
parallel  to  that  natural  bed  shall  be  the  largest,  so  that  the  stone 
may  lie  flat,  and  not  be  set  on  edge  or  on  end.  Howsoever  small 
and  irregular  the  stones  may  be,  care  should  be  taken  to  make  the 
courses  break  joint.  Hollows  between  the  larger  stones  should 
be  carefully  filled  with  smaller  stones,  completely  imbedded  in 
mortar. 

Coursed  rubble  masonry  requires  great  care  in  the  inspection  of 
its  progress,  to  see  that  the  preceding  rules  are  observed;  and 
especially,  that  the  interior  of  the  wall  contains  neither  empty 
hollows,  nor  spaces  filled  wholly  with  mortar  or  with  rubbish 
where  pieces  of  stone  ought  to  be  inserted,  and  that  each  stone  is 
laid  flat,  and  on  its  natural  bed.  Care  must  be  taken  that  the 
headers  or  bond-stones  are  really  what  they  profess  to  be,  and  not 
thin  stones  set  on  edge  at  the  face  of  the  wall. 

A  cubic  yard  of  rubble  masonry  requires,  in  order  to  allow 
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for  waste,  about  1  j-  cubic  yard  of  stones,  and  £  cubic  yard  of 
mortar. 

The  resistance  of  good  coursed  rubble  masonry  to  crushing  is 
about  four-tenths  of  that  of  single  blocks  of  the  stone  that  it  is 
built  with. 

Coursed  rubble  is  used  for  retaining  walls  and  wing-walls  that 
require  less  strength  than  those  built  of  block-in-course  or  ashlar, 
for  the  backing  of  pieces  of  masonry  that  are  faced  with  ashlar  or 
block-in-course,  for  fence-walls,  and  for  various  other  purposes. 

Bubble  is  often  built  in  "random  courses;"  that  is  to  say,  each 
course  rests  on  a  plane  bed,  but  is  not  necessarily  of  the  same 
depth  or  at  the  same  level  throughout,  so  that  the  beds  occasionally 
rise  or  mil  by  steps. 

245.  Cmmmu  Babble  Maaeaiy  differs  from  coursed  rubble  in  not 
being  built  in  courses;  but  in  other  respects  the  same  rules  are  to 
be  observed.  The  resistance  of  common  rubble  to  crushing  is  not 
much  greater  than  that  of  the  mortar  which  it  contains;  it  is 
therefore  not  to  be  used  where  strength  is  required,  unless  built 
with  strong  hydraulic  mortar.  Its  chief  use  in  engineering  is  for 
fence  walla 

246.  aabbur  aa4  Bleck-fta-CearM  backed  with  Babble. — In  this 
sort  of  masonry  the  stones  of  the  ashlar  or  block-in-course  face 
should  have  their  beds  and  joints  accurately  squared  and  dressed 
with  the  hammer,  or  the  point,  as  the  case  may  be  (see  Articles 
242,  243,  pp.  384  to  386),  for  a  breadth  of  from  once  to  twice  (or 
on  an  average,  once  and  a-half )  the  depth  of  the  course,  inwards 
from  the  nice;  but  the  backs  of  these  stones  may  be  rough.  The 
proportion  and  length  of  the  headers  should  be  the  same  as  in 
ashlar,  and  the  "  tails "  of  those  headers,  or  parts  which  extend 
into  the  rubble  backing,  may  be  left  rough  at  the  back  and  sides; 
but  their  upper  and  lower  beds  should  be  hammer-dressed  to  the 
general  planes  of  the  beds  of  the  course.  These  tails  may  taper 
slightly  in  breadth,  but  should  not  taper  in  depth. 

The  rubble  backing,  built  as  described  in  Article  244,  p.  386, 
should  be  carried  up  at  the  same  time  with  the  face-work,  and  in 
courses  of  the  same  depth,  the  bed  of  each  course  being  carefully 
formed  to  the  same  plane  with  that  of  the  ashlar  or  block-in-course 
feeing. 

In  estimating  the  labour  or  cost  of  building  such  masonry  as  is 
here  described,  the  area  of  the  face,  multiplied  by  the  distance 
inwards  to  which  the  dressing  of  the  joints  is  carried,  may  be  taken 
as  ashlar  or  block-in-course,  as  the  case  may  be,  and  the  remainder 
as  rubble. 

These  combinations  of  masonry  are  the  most  generally  useful  in 
engineering  works;  and  they  are  especially  suitable  in  a  mechanical 
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point  of  view  where  the  pressure  is  concentrated  towards  the  face 
of  the  building,  as  in  retaining  walls. 

For  the  abutments  of  bridges  they  are  not  mechanically  suitable, 
because  the  pressure  is  concentrated  towards  the  back;  but  if  in 
any  bridge  coursed  rubble  is  strong  enough  to  resist  the  pressure 
at  the  back  of  the  abutments,  it  may  be  used  for  that  purpose, 
and  faced  with  block-in-course,  or  ashlar,  for  the  sake  of  appearance, 
and  of  protection  from  the  weather. 

Coursed  rubble  masonry  is  often  used  in  combination  with  ashlar 
quoins,  to  which  the  remarks  in  Article  242,  p.  385,  are  applicable. 

247.  Striae  daaraw  aad  Cape*. — A  string  course  is  a  course  of 
large  stones  slightly  projecting  beyond  the  face  of  a  building,  and 
dressed  and  built  like  ashlar  or  block-in-course,  as  the  case  may  be. 
Setting  aside  its  architectural  appearance,  its  mechanical  use  is  to 
support  some  load  and  distribute  it  upon  the  masonry  below  it.  For 
example,  when  a  coursed  rubble  or  block-in-course  wing-wall  or 
spandril  of  a  bridge  has  to  support  an  ashlar  parapet,  a  string 
course  must  first  be  placed  on  the  wall,  to  give  a  steady  base 
for  the  parapet,  and  to  distribute  its  weight  over  the  smaller  stones 
below. 

The  Cope  of  a  wall  consists  of  large  and  heavy  stones,  slightly 
projecting  over  it  at  both  sides,  accurately  bedded  on  the  wall,  and 
jointed  to  each  other  with  hydraulic  mortar,  or  with  cement  Its 
use  is  to  shelter  the  mortar  in  the  interior  of  the  wall  from  the 
weather,  and  to  protect,  by  its  weight,  the  smaller  stones  below  it 
from  being  knocked  off  or  picked  out  Cope-stones  should  be  so 
shaped  that  water  may  rapidly  run  off  from  them. 

Bough  rubble  coping  forms  an  exception  to  the  general  rule  that 
laminated  stones  should  be  laid  with  their  layers  parallel  to  the 
beds  of  the  courses.  In  this  case  the  stones  are  very  often  set  on 
edge,  with  their  layers  vertical,  and  perpendicular  to  the  length  of 
the  wall,  so  that  the  edges  of  the  layers  alone  are  exposed  to  the 
air,  at  the  top,  as  well  as  at  the  sides  of  the  cope. 

Additional  stability  is' given  to  a  cope  by  so  connecting  the  cope- 
stones  together  that  it  is  impossible  to  lift  one  of  them,  without,  at 
the  same  time,  lifting  the  ends  of  the  two  next  it  This  is  done 
either  by  means  of  iron  cramps  inserted  into  holes  in  the  stones, 
and  fixed  there  with  lead,  or  better  still,  by  means  of  dowds  of  some 
very  hard  and  strong  stone,  such  as  greenstone  or  granite.  These 
are  small  prismatic  or  cylindrical  blocks,  each  of  which  fits  into  a 
pair  of  opposite  holes  in  the  contiguous  ends  of  a  pair  of  cope- 
stones,  where  it  is  fixed  with  cement  or  hydraulic  mortar. 

Cast  iron  and  wrought  iron  dowels  are  also  used,  but  they 
are  inferior  in  durability  to  those  of  hard  stone,  though  superior 
in  strength.     Copper  dowels  are  strong  and  durable,  but  expensive. 
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Cramps  or  dowels  may  be  used  in  string  courses,  or  in  any  part 
of  a  piece  of  masonry. 

Fence- walls  are  sometimes  coped  with  sods,  or  with  clay-puddle. 
(Article  206,  p.  344.) 

248.  Foisting  a  piece  of  masonry  consists  in  scraping  the  mortar 
from  the  outer  edges  of  the  joints,  at  the  face  of  the  building,  as 
kr  as  the  point  of  the  trowel  will  reach,  and  filling  the  groove  so 
made  with  mixed  cement,  or  with  hydraulic  mortar,  to  keep  out 
moisture.     As  to  mixed  cement,  see  Article  231,  p.  374, 

In  sea-walls  exposed  to  hard  blows  from  the  waves,  cement  put 
foto  the  joints  by  ordinary  pointing  is  apt  to  jump  out  in  pieces; 
and  it  is  best  to  lay  the  stones  in  cement  for  two  or  three  inches 
inwards  from  the  face  of  the  walL 

249.  iHy  fltme  Walls  should  be  built  according  to  the  principles 
already  laid  down  for  rubble  masonry  in  Articles  244,  245,  pp. 
386,  387,  with  the  single  exception  that  the  mortar  is  to  be 
omitted.  It  is  often  advisable  to  make  the  cope  of  a  dry  stone 
vail  waterproof,  in  order  that  water  may  not  lodge  in  the  joints  of 
the  wall  and  force  the  stones  from  their  places  by  its  expansion  in 
freezing.  In  such  cases  the  cope  may  be  made  of  stones  set  on 
edge,  and  jointed  with  mortar;  or  of  bituminous  concrete  (Article 
234,  p.  376);  or  if  great  cheapness  be  desired,  of  clay  puddle. 
(Article  206,  p.  344.) 

If  a  dry  stone  wall  is  intended  to  be  permanent,  rounded 
boulders  should  not  be  used  in  their  natural  condition  to  build  it, 
hut  should  first  be  broken  into  flat  and  angular  pieces. 

Dry  stone  building  is  employed  for  fence-walls,  and  sometimes 
for  a  backing  to  retaining  walls,  in  order  at  once  to  diminish  the 
pleasure  of  earth  against  them,  and  to  drain  away  water  by  letting 
it  escape  between  the  crevices  of  the  stones. 

It  is  also  used  in  retaining  walls  of  small  height,  and  in  facing 
earthen  slopes  exposed  to  the  action  of  water  (Article  196,  p. 
339;  and  Article  205,  p.  344);  and  in  the  latter  case  the  beds  of 
the  courses  are  laid  perpendicular  to  the  direction  of  the  steepest 
dope. 

250.  irt— r  «r  giMc-iiMMry. — The  following  information  as  to 
the  labour  required  to  execute  different  kinds  of  work  connected 
*ith  stone-masonry  is  given  chiefly  on  the  authority  of  Gauthey : — 

Rubble  Stoke,  one  cubic  yard.         Day's  Work  of  a  Kan. 

Loading  barrows  with  stone, 0'o6 

Wheeling  one  relay  =  about  100  feet  on  a  level,     0*045 
(As  in  earthwork,  each  foot  of  ascent  is  equi- 
valent to  six  feet  of  additional  distance.) 
Unloading  barrows, 0*03 
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As  to  mixing  mortar,  see  Article  229,  p.  373 ;  and  as  to  the  pro- 
portions of  mortar  and  stone,  see  Articles  242  to  245,  pp.  385  to 
387. 

Day's  Work  of  a  Man  peb  Cubic  Yard. 
KlND8  OP  BUILDING.  Breaking     Stone-      n.,n^s«^    LabouretV 

Stone.     Cutting.     BulW,De-       Wodu 

Dry  stone, 0-64  —  i-oo  0-50 

Coursed  rubble, 0*64  —  0*90  0*90 

Block-in-course, 0*90  1*5  0-90  0*90 

Block-in-course  arching, 0*90  2*25  0*90  0*90 

Ashlar  (soft  eandstone),  { J*°m  l*>        ?£        '™  l™ 

v  ''(tO...    2*50  O'OO  2*00  2100 

Facing  ashlar,  per  square  foot  (soft  sandstone) — 

Stroked  with  the  point,  005;  Droved,  0*07;  Polished,  0-10. 

Labour  of  breaking  and  stone-cutting  for  harder  stones — 

Hard  sandstone  =  soft  sandstone  X  2; 

Hard  limestone,  marble,  granite  =  soft  sandstone  X  from  3  to  4. 

Curved  feeing  =  flat  X  (l  +  535^^55). 

Taking  down  old  masonry,  Q'5  day's  work  of  a  man  per  cubic 
yard. 

251.  WLeehmmtmm  Ar  MCTta*  large  mmwem* — There  are  various 
ways  of  laying  hold  of  stones  that  are  too  heavy  to  be  moved  by 
hand,  the  most  usual  being  the  following : — 

I.  By  nippers  or  tongs,  the  claws  of  which  enter  a  pair  of  holes 
in  the  sides  of  the  stone.  Those  holes  should  be  situated  in  a 
horizontal  line  passing  through  or  a  little  above  the  centre  of 
gravity  of  the  stone. 

II.  By  a  single  iron  plug,  very  slightly  tapered,  and  driven 
tightly  with  the  hammer  into  a  vertical  cylindrical  hole  in  the  top 
of  the  stone,  directly  above  its  centre  of  gravity.  At  the  upper 
end  of  the  plug  is  an  eye,  to  which  the  chain  for  lifting  the  stone 
is  hooked.  After  the  stone  has  been  laid  in  its  place,  a  few  sharp 
taps  given  sideways  with  the  hammer  loosen  the  plug.  This 
method  answers  best  with  the  hardest  stones,  such  as  granite. 

IIL  By  a  pair  of  iron  plugs,  inserted  into  two  holes  in  the  top 
of  the  stone,  which  converge  towards  each  other  at  a  right  angle, 
being  inclined  in  opposite  directions  at  angles  of  45°.  The  eyes  at 
the  upper  ends  of  the  plugs  are  attached  to  a  pair  of  chains,  which, 
when  the  stone  hangs  by  them,  are  at  right  angles  to  their 
respective  plugs,  and  meet  each  other  at  a  right  angle,  where  they 
are  attached  to  the  lower  end  of  one  main  chain.     The  two  plug- 
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boles  should  be  in  &  vertical  plane  traversing  the  centre  of  gravity 
of  the  atone,  and  equally  distant  from  it  The  tension  on  each  of 
the  branch  chains  is 

=  weight  of  the  stone  X  •  707. 

IV.  By  the  Lewis,  a  truncated  iron  wedge  or  dovetail  with  the 
larger  end  downwards,  made  of  three  pieces,  which  can  be  put  into 
or  taken  out  of  a  similarly  shaped  hole  in  the  top  of  the  stone  one 
by  one,  but  not  together.  The  lewis-hole  is  made  from  2  inches  to 
10  inches  deep,  according  to  the  weight  of  the  stone. 

Hie  most  generally  useful  machine  for  lifting  and  shifting  large 
stones  in  ordinary  buildings  is  the  moveable  jib-crane.  In  large 
buildings  a  travelling  crab  or  winch  is  used,  running  on  a  travelling 
platform;  that  is  to  say,  a  framework  of  timber  and  iron  is  erected, 
consisting  of  two  parallel  lines  of  posts  with  sufficient  diagonal 
bracing,  supporting  a  pair  of  parallel  beams,  which  extend  along 
the  whole  length  of  the  intended  building,  and  include  its  greatest 
breadth  between  them;  each  of  those  longitudinal  beams  carries  an 
iron  rail;  upon  the  pair  of  longitudinal  rails  so  carried  run  the 
wheels  supporting  the  travelling  platform,  which  spans  over  the 
whole  breadth  of  the  building,  and  is  made  sufficiently  strong  and 
stiff  by  tubular  iron  beams  or  otherwise;  it  carries  a  pair  of 
transverse  rails,  upon  which  runs  a  four-wheeled  truck,  carrying 
the  crab  or  winding  machine,  which  can  thus  be  moved  to  any 
part  of  the  building.  The  whole  apparatus  may  be  worked  vby  a 
steam-engine. 

252.  Imummmi  Mei  ta  B«tUte*—In  Article  65,  p.  Ill,  and 
Article  68,  p.  113,  it  has  been  already  explained  how  the  situations 
and  levels  of  those  leading  points  upon  which  the  situations  and 
levels  of  all  other  points  in  a  piece  of  masonry  depend,  are  to  be 
set  out  by  the  engineer. 

The  principal  instruments  used  during  the  progress  of  the  build- 
ing are  the  cord,  for  setting  out  long  straight  lines,  such  as  the  edges 
of  the  bed-joints;  the  straight-edge,  for  shorter  straight  lines  and 
for  plane  surfaces;  the  square  and  the  bevel,  for  right  and  oblique 
angles;  the  plumb-rule,  for  vertical  or  nearly  vertical  lines;  the 
level,  for  horizontal  lines  and  planes,  which  may  be  like  an 
inverted  i,  with  a  plummet  to  set  the  stem  vertical,  or  what  is 
better,  a  spirit-level 

When  the  face  of  a  wall  is  to  be  vertical,  it  can  be  set  out,  and 
fa  accuracy  tested,  by  a  plumb-rule,  being  a  flat,  straight-edged 
puce  of  board,  with  a  line  marked  on  it  parallel  to  one  of  its 
edges,  which  line  is  set  truly  vertical  by  a  plummet. 

When  the  face  of  the  wall  is  to  have  "  a  straight  batter? — that 
is,  to  be  inclined  at  &"  uniform  angle  to  the  vertical,  the  rule  to  be 
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used  is  still  straight-edged,  bat  the  edge  is  inclined  to  the  plumb- 
line  at  the  proper  angle  of  batter.  The  batter  of  a  wall  is  usually 
described  by  stating  the  extent  of  deviation  from  the  vertical  in  a 
given  height;  for  example,  "  one  in  twelve,"  or  "  one  inch  in  a  foot* 

When  the  vertical  section  of  the  face  of  a  wall  is  to  be  curved, 
it  is  said  to  have  a  "  curved  batter/'  and  it  must  be  set  out  by 
means  of  a  "  face-mould," — that  is  to  say,  a  narrow,  flat  board, 
having  one  of  its  edges  of  the  intended  figure  of  the  face  of  the 
wall,  and  having  a  straight  line  marked  upon  it,  which  is  set  truly 
vertical  by  means  of  a  plummet.  Great  care  should  be  bestowed  on 
preparing  the  face-moulds  of  important  pieces  of  masonry;  in  some 
cases,  which  will  be  exemplified  farther  on,  every  course  of  stones 
ought  to  be  marked  on  the  edge  of  the  mould. 

Large  face-moulds  are  sometimes  made  of  several  pieces  of  tim- 
ber framed  together. 

When  the  beds  of  the  courses  are  to  be  plane  and  level,  they  can 
be  set  correctly  by  the  level  and  common  straight-edge.  When 
they  are  to  be  planes  having  a  given  slope,  a  rule  must  be  em- 
ployed having  two  straight  edges  inclined  to  each  other  at  such  an 
angle  that,  when  one  edge  is  set  horizontal  by  the  spirit-level,  the 
other  has  the  proper  inclination.  If  the  beds  of  the  courses  are  to 
be  perpendicular  to  a  straight  or  curved  battering  face,  their  posi- 
tion can  be  set  out  and  tested  by  the  square. 

Curved  beds,  such  as  are  employed  for  some  special  purposes, 
require  the  use  of  suitably  curved  "  bed-moulds." 

In  all  cases  in  which  economy  of  time  and  money  has  to  be 
studied,  the  engineer  should,  as  far  as  practicable,  avoid  curved 
figures  in  masonry;  for  not  only  are  they  more  tedious  and  expen- 
sive to  set  out  and  to  build  than  straight  and  plane  figures,  but  it 
is  more  difficult  to  test  the  accuracy  with  which  they  have  been 
executed.  A  single  glance  will  detect  the  smallest  appreciable 
inaccuracy  in  a  wall  with  a  straight  batter,  while  the  same  process 
in  the  case  of  a  wall  with  a  curved  batter  would  require  either  a 
long  series  of  measurements,  or  the  application  of  a  cumbrous  face- 
mould  to  various  parts  of  the  wall;  and  this  becomes  a  matter  of 
serious  importance  in  large  structures,  where  errors  in  form  may 
affect  the  strength  and  stability. 

253.  KicuMmtloB  of  BhMnrj. — For  engineering  purposes,  quan- 
tities of  the  rougher  kinds  of  masonry  are  stated  in  cubic  yards, 
and  of  the  finer,  in  cubic  feet. 

But  there  are  also  special  units  of  measure  for  masonry,  such  as 
the  following  :— 

A  rood  of  masonry  means,  when  applied  to  surface,  36  square 
feet,  and  when  applied  to  volume,  36  square  feet  of  a  wall  of  a 
specified  thickness,   such  as   2  feet     In  estimating  a  building 
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according  to  this  system,  the  superficial  measure  of  the  face  is 
taken  in  roods  of  36  square  feet,  in  order  to  estimate  the  cost  of  the 
face- work;  and  then  the  area  in  superficial  roods  of  the  face  of 
each  portion  of  the  building  is  multiplied  by  the  ratio  -which  its 
thickness  bears  to  2  feet,  so  as  to  compute  the  cubic  contents  in 
solid  roods  of  36  square  feet  in  area  and  .2  feet  thick,  in  order 
to  estimate  the  cost  of  the  masonry  exclusive  of  the  face.  This 
method  is  better  suited  to  architectural  than  to  engineering  purposes. 

Section  VL — Construction  of  Brickwork. 

-254.  General  Principle*. — The  following  principles  are  to  be  ob- 
served in  building  with  bricks : — 

L  To  reject  all  misshapen  and  unsound  bricks.  (See  Article 
220,  p.  366.) 

II.  To  place  the  beds  of  the  courses  perpendicular,  or  as  nearly 
perpendicular  as  possible,  to  the  direction  of  the  pressure  which 
they  have  to  bear;  and  to  make  the  bricks  in  each  course  break 
joint  with  those  of  the  courses  above  and  below  by  over-lapping  to 
the  extent  of  from  one  quarter  to  one  half  of  the  length  of  a  brick. 

IIL  To  cleanse  the  surface  of  each  brick,  and  to  wet  it  thoroughly 
before  laying  it,  in  order  that  it  may  not  absorb  the  moisture  of 
the  mortar  too  rapidly. 

IY.  To  fill  every  joint  thoroughly  with  mortar,  taking  care  at 
the  same  time  that  the  thickness  of  mortar  shall  not  exceed  about 
a  quarter  of  an  inch. 

In  order  to  prevent  the  use  of  too  great  a  thickness  of  mortar, 
it  is  usual  in  specifications  to  prescribe  a  certain  depth  which  a 
certain  number  of  courses  of  brickwork  shall  not  exceed.  For 
example,  if  the  bricks  are  2}  inches  deep,  it  may  be  specified  that 
four  courses  of  bricks,  when  built,  shall  not  measure  more  than  one 
foot  in  depth;  a  condition  which  implies  that  the  average  thickness 
of  mortar  in  the  joints  shall  be  \  inch. 

V.  To  use  no  "  bats,"  or  pieces  of  bricks,  except  when  absolutely 
necessary,  in  order  to  make  a  "  closure," — that  is,  to  finish  the  end 
or  corner  of  a  wall,  or  the  side  of  an  opening;  and  even  then,  to  use 
no  piece  less  than  hah?  a  brick. 

In  stating  the  length  and  breadth  of  masses  of  brickwork,  it  is 
usual  to  employ  the  length  of  a  brick  as  an  unit  of  measure.     For 
example,  if  bricks  are  used  which  build  to  9  inches  in  lengthy 
\  brick  means  4 £  inches. 

1  „  „       9  inches. 

1£     „  „       1  foot  1£  inch. 

2  „  „      1  foot  6  inches. 
And  so  on. 
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The  volume  of  mortar  required  for  good  brickwork  is  about  one- 
fifth  of  the  volume  of  the  bricks. 

255.  ii*ad  !■  Brickwork.— The  bricks  used  iu  a  given  building 

;■■'.  ■'■■■.  til^j    I;  ■!!;;!!■  ;!!;;! 


Fig.  166.  Fig.  167. 

being  of  uniform  or  nearly  uniform  size  and  figure,  are  to  be  built 
according  to  an  uniform  system,  which  is  called  the  bond  of  the 
brickwork. 

As  in  ashlar  masonry,  so  in  brickwork,  a  header  is  a  brick  whose 
length  lies  perpendicular  to  the  face  of  the  wall ;  a  stretcher,  one 
whose  length  lies  parallel  to  the  face  of  the  wall  As  the  length 
of  a  brick  is  almost  exactly  double  of  its  breadth,  one  stretcher 
occupies  the  same  area  on  the  face  of  the  wall  with  two  headers. 

L  English  Bond,  which  is  considered  the  strongest  and  most 
stable  arrangement,  consists  in  laying  entire  courses  of  headers  and 
of  stretchers  periodically,  as  in  fig.  166.  Sometimes  the  courses  of 
headers  and  stretchers  occur  alternately ;  sometimes  there  is  only  one 
course  of  headers  for  every  two,  three,  or  four  courses  of  stretchers. 
The  stretchers  tie  the  wall  together  lengthwise,  the  headers  cross- 
wise. The  proportionate  numbers  of  the  courses  of  headers  and 
stretchers  should  depend  on  the  relative  importance  of  transverse 
and  longitudinal  tenacity.  {A.  M.,  202.)  The  proportion  shown 
iu  fig.  166,  of  one  course  of  headers  to  two  of  stretchers,  is  that 
which  gives  equal  tenacity  to  the  wall  lengthwise  and  crosswise, 
and  which  therefore  may  be  considered  the  best  in  ordinary  cases. 

In  a  factory  chimney,  the  lougitudinal  tenacity,  which  resists 
any  force  tending  to  split  the  chimney,  is  of  more  importance  than 
the  transverse  tenacity;  therefore,  in  these  buildings,  it  is  advisable 
to  have  a  greater  proportion  of  stretchers,  such  as  three  or  four 
courses  of  stretchers  to  one  course  of  headers. 

In  building  brickwork  in  English  Bond,  it  is  to  be  borne  in 
mind  that  there  are  twice  as  many  vertical  or  side-joints  in  a 
course  of  headers  as  there  are  in  a  course  of  stretchers;  and,  there- 
fore, that  unless  great  care  is  taken  in  laying  the  headers  to  make 
these  joints  very  thin,  two  headers  will  occupy  a  little  more  length 
than  one  stretcher,  and  the  correct  breaking  of  the  joiuts,  to  the 
extent  of  exactly  a  quarter  of  a  brick,  will  be  lost  This  is  often 
the  case  in  carelessly  built  brickwork,  in  which  at  intervals  vertical 
joints  are  seen  nearly  or  exactly  above  each  other  in  successive 
courses. 
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IL  In  Flemish  Bend  (fig.  167)  a  header  and  a  stretcher  are  laid 
alternately  in  each  course,  and  so  placed  that  the  outer  end  of 
each  header  lies  on  the  middle  of  a  stretcher  in  the  course  below. 
The  number  of  vertical  joints  in  each  course  is  the  same,  so  that 
there  is  no  risk  of  the  correct  breaking  of  the  joints  by  a  quarter  of 
a  brick  being  lost;  and  the  wall  presents  a  neater  appearance  than 
one  built  in  English  Bond  English  Bond,  however,  when  cor- 
rectly built,  is  considered  to  be  stronger  and  more  stable  than 
Flemish  Bond. 

256.  Hnf  Iraki  Bo»dL— Pieces  of  hoop  iron  are  sometimes  laid 
flat  in  the  bed-joints  of  brickwork,  to  increase  its  longitudinal 
tenacity.  They  should  break  joint  with  each  other;  and  the  enda 
of  each  piece  of  hoop  iron  should  be  bent  down  at  right  angles  for 
the  length  of  two  inches  or  thereabouts,  and  inserted  into  vertical 
joints  of  the  course  of  bricks  on  which  the  hoop  iron  lies. 

The  total  sectional  area  of  the  hoop  iron  needs  not  exceed  about 
l-300th  of  that  of  the  brickwork. 

257.  potato*  mm*— (See  Article  248,  p.  388.) 

258.  The  Voaaofettea  CMnei  of  a  piece  of  brickwork  usually 
spread  downwards  by  steps  of  a  quarter  of  a  brick  at  the  face  and 
beck,  until  a  sufficient  breadth  is  gained  to  support  the  weight 
of  the  building,  according  to  the  principles  already  explained  in 
Section  IV.  of  this  Chapter,  pp.  377  to  381. 

259.  tote*  Cmtim  nmd  Copco.  Brick  string  courses  ought  to 
consist  entirely  of  headers,  and  so  also  ought  copes  built  with 
ordinary  bricks.  Coping  for  brick  walls  is  sometimes  made  with 
large  bricks  moulded  expressly  for  that  purpose.  Stone  string 
courses  and  coping  are  frequently  used  along  with  brick  building, 
especially  where  strength  and  stability  are  required. 

260.  In  Brickwork  wlik  Stoae  <taola«  special  care  must  be 
taken  that  the  layer  of  mortar  in  each  bed-joint  of  the  brickwork 
is  as  thin  as  possible ;  for  as  the  bed-joints  of  the  brickwork  are 
three  or  four  times  as  numerous  as  those  of  the  stone  quoins,  any 
superfluous  thickness  of  the  former  will  cause  the  brickwork  to 
settle  more  than  the  stone  quoins,  the  effect  of  which  will  be  to  dis- 
figure, crack,  and  perhaps  destroy  the  building. 

261.  inborn- of  Brickwork. — The  following  data  are  given  on  the 
authority  of  Gauthey : — 

Day's  Work  of  a  Mas  per  Cubic  Yard. 
Brickie  Ubonrer.  gg^ 

Ordinary  Bricklaying, o-6  o*6  o*2 

Brick  Arching, 0*9  09  various. 

In  the  case  of  arching,  the  labour  of  erecting  scaffolding  includes 
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Let  A  denote  the  height  of  the  structure  above  the  middle  of  the 
given  bed-joint,  6  the  breadth  of  that  bed  i  n  a  direction  perpendi- 
cular or  conjugate  to  the  thickness  t,  and  w  the  weight  of  an  unit 
of  volume  of  the  material.     Then 

W  =  n  -whbt, (3.) 

where  n  is  a  numerical  factor  depending  on  the  figure  of  the 
structure,  and  on  the  angles  which  the  dimensions,  h,  b,  t7  make 
with  each  other;  that  is,  the  angles  of  obliquity  of  the  coordinates 
to  which  the  figure  of  the  structure  is  referred.  Introducing  this 
value  of  the  weight  of  the  structure  into  the  formula  2,  we  find  the 
following  value  for  the  moment  of  stability : — 

M  =  n(gdfcr)  cosj-whb  P (4.) 

This  quantity  is  divided  by  points  into  three  factors,  viz: : — 

(1.)  n  (q  =±=  r)  cos  j,  a  numerical  factor,  depending  on  Hie  figure 
of  the  structure,  the  obliquities  of  its  co-ordinates,  and  the  direction 
in  which  the  applied  force  tends  to  overturn  it 

(2.)  w,  the  heaviness  of  the  material. 

(3.)  h  b  I2,  a  geometrical  factor,  depending  on  the  dimensions  of 
the  structure. 

Now  the  first  factor  is  the  same  in  all  structures  having  figures 
of  the  same  class,  with  co-ordinates  of  equal  obliquity,  and  exposed 
to  similarly  applied  external  forces;  that  is  to  say,  to  all  structures 
whose  figures,  together  with  the  lines  of  action  of  the  applied 
forces,  are  parallel  projections  of  each  other,  with  co-ordinates  oj  equal 
obliquity.  (See  Articles  101,  140,  pp.  150,  220.)  Hence  for  any 
set  of  structures  which  fulfil  that  condition,  the  moments  of 
stability  are  proportional  to 

The  heaviness  of  the  material ; 

The  height; 

The  breadth; 

The  square  of  the  thickness;  that  is,  of  the  dimension  of  the 
base  which  is  parallel  to  the  vertical  plane  of  the  applied  force. 

The  following  is  the  general  expression  for  the  moment, 
relatively  to  the  limiting  position  of  the  centre  of  resistance,  of  an 
externally  applied  force,  tending  to  overturn  the  mass  of  masonry 
above  the  given  bed-joint. 

Let  P  denote  the  magnitude  of  that  force ; 

6  the  angle  which  its  direction  makes  with  the  horizon  in  a 
direction  contrary  to  that  of  the  slope  j  of  the  bed ; 

of,  the  vertical  height,  and  /  of  *te  P0**  rf  ■*!>»•«*»  J™ 
,'  .,     ,  .  ,  j?.    '         <      the  centre  of  resistance  of  the 

y,  the  horizontal  distance    )      ., 

then  the  perpendicular  distance  of  P  from  the  centre  of  resistance  is 
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a/oos  i —  y'sin  $;  and  the  required  moment  is  given  by  the  follow* 
ing  formula,  which  also  expresses  the  condition,  that  that  moment 
shall  not  exceed  the  moment  of  stability  of  the  masonry : — 


P  (a^cos  6  —  %f  sin  9)  ^  M. 


•<«•> 


IL  Stability  of  Friction  is  insured  when  the  resultant  pressure 
makes  with  a  normal  or  line  perpendicular  to  the  bed,  an  angle  not 
exceed  ;ng  the  angle  of  repose  of  the  materials. 
Let  9  denote  that  angle.     (See  Article  110,  p.  172.) 
The  angle  made  by  the  resultant  pressure  with  the  vertical  is 

Poos* 

*ro'ton*W  +  PsinV 

sad  the  condition  of  stability  of  friction  is  given  by  the  equation, 

Pcos  * 


arc  -  tan  • 


W  +  Psin  *      J  '■ 


.(6.) 


This  condition  can  always  be  fulfilled  by  properly  adjusting  the 
declivity  of  the  bed-joint,  / 

264.  fertility  •€  a  Vcvtfeal-fiMMd  Umurtm  wtth  Hfrimitel  B«to. 
(A.  M.,  213.) — Let  fig.  168  represent  a  vertical  section  of  a  buttress, 
with  a  vertical  nice  0  D,  against  which  a  strut,  rib,  or  piece  of 
framework  abuts  at  O,  exerting  a  given  force  P  in  a  given  direction 
C  A.  In  order  that  the  buttress  may  be  stable,  it  must  fulfil  the 
conditions  of  stability  at  each  of  its  horizontal  bed-jointa,  Let 
D  E  be  one  of  those  joints. 

Should  several  pressures  abut  against  the  buttress, 
the  force  P  acting  in  the  line  C  A  may  be  held  to 
represent  the  resultant  of  all  the  forces  which  are 
applied  above  the  particular  joint  D  £  under  con- 
sideration. 

Let  6  be  the  centre  of  gravity  of  that  part  of  the 
buttress  which  is  above  the  joint  D  E,  and  let  W 
denote  the  weight  of  the  same  part  Through  G 
draw  the  vertical  line  A  G  B,  cutting  the  direction 
of  the  lateral  thrust  in  A,  and  the  joint  D  E  in  B; 
make  AW  =  W,  A  P  =  P;  complete  the  parallelo- 
gram APRW;  then  A  R  will  represent  the  result- 
ant of  all  the  forces  which  act  on  the  part*  of  the  buttress  above 
the  joint  D  E,  to  which  the  resultant  of  the  resistance  at  that 
joint  must  be  equal  and  directly  opposed  A  R  being  produced, 
cute  D  E  in  F,  the  centre  of  resistance  of  that  joint,  which  must 
not  ffl  beyond  a  certain  prescribed  limit,  that  the  condition  of 


Fig.  168. 
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stabilitj  of  position  may  be  fulfilled  In  order  that  the  condition 
of  stability  of  friction  may  be  fulfilled,  the  angle  A  F  B  must  not 
be  less  than  the  complement  of  the  angle  of  repose. 

In  expressing  this  algebraically,  it  is  to  be  observed  that 

and  consequently  that  equation  5  of  the  preceding  Article,  p.  399, 
becomes, 

P(»'co8#-y/  Bmf)^£n(qz±zr)whb  P; (1.) 

and  equation  6, 

Pc08'  -tan*.  (2.) 


nwhb  f +  Psin  I  — 

By  means  of  these  fundamental  equations  the  following  problems 
are  solved : — 

L  The  relation  between  the  weight  and  the  dimensions  of  the 
part  of  the  buttress  under  consideration  being  given  (in  other 
words,  the  factor  n  being  given),  it  is  required  to  find  the  least 
thickness  t  at  the  joint  D  E  consistent  with  stability  of  position. 

In  equation  1,  make  y'  =  f  q  +  -A  t,  and  put  =  instead  of  ^; 

then 

n(q  +  r)  w  h  b  tfi  =  T  {pi  cos  *- W+  -aUsinf.) 

To  simplify  the  form  of  this  quadratic  equation,  make, 


P*'oos#  .v^/Psin* 


('♦D 


=  A,  -^ =i =  B: 


n(q  +  r)whb        '  2n(q+r)whb' 
then  it  becomes 

0  =  A-2B*, 
the  solution  of  which  is 

*=,/(A  +  BVB (3.) 

II.  To  find  the  least  weight  of  material  above  the  point  C,  con- 
sistent with  stability  of  friction. 

The  greatest  obliquity  of  pressure  occurs  at  that  joint  which  is 
immediately  below  the  point  of  abutment  0.  Let  h^  denote  the 
height  of  material  above  that  joint,  b0  the  breadth,  and  ^  the 
required  thickness;  then, 

»wMo<o=r  (££-•*') W 
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IH  Particular  Case— Rectangular  Buttress,  (A.  if.,  214.) — 
In  a  rectangular  buttress,  the  breadth  6  and  thickness  t  are  con- 
stant; and  if  h^  be  taken  to  denote  the  height  of  the  top  of  the 
buttress  above  the  point  C, 

h^h^  +  x 

will  be  its  height  above  a  given  joint.  Also,  because  the  centre  of 
gravity  of  the  portion  above  any  bed-joint  is  vertically  above  the 
centre  of  the  joint,  q*  =  0;  and  because 

W  =  whbt, 
n  =  l. 

These  values  being  substituted  in  equation  3,  give  the  follow- 
ing results,  in  which  x  denotes  the  depth  of  the  base  of  the  wall 
below  C. 

Pxcos*  G+2)Psinl 

qw^  +  x)^  2qwfa  +  x)b'  vv  '  v    ' 

As  the  depth  x  increases  without  limit,  the  thickness  required 
for  the  wall  approaches  the  following  limit : — 


.(6.) 


which  depends  on  the  horizontal  component  of  the  applied  force 
alone 

Supposing  this  value  to  be  adopted  for  the  thickness  of  the  but- 
tress, in  order  that  it  may  be  stable,  how  deep  soever  the  base  may 
be  below  the  point  C,  then  to  insure  stability  of  friction,  the 
height  of  the  top  above  C  must  have  the  following  value : — 

ht  =  qt.^±l)  =  ^i^±A.  +/(-f*-\ (7.) 

^     *       sin  9  cos  0  sin  <p         \/   \w  b  cos  6)  v    ' 

t.  Instead  of  the  rectangular  mass  h0  b  t>  there  may  be  substituted 

■c       a  pinnacle  of  the  same  weight,  and  of  any  figure. 

1  265.   gtaMliff  af Retaining  or  RereteaMnt  Walk  la  General.  {A.M., 

217.) — Pigs.  169  and  170  represent  vertical  sections  of  retaining 
walls  against  which  banks  of  earth  abut.  In  each  figure  a  vertical 
layer  of  the  masonry  and  of  the  earth  is  supposed  to  be  considered, 
whose  length  is  unity.  D  E  is  the  base  of  the  layer  of  masonry,  F 
the  centre  of  resistance  of  that  base,  B  a  point  vertically  below  G,  the 
centre  of  gravity  of  the  weight  which  rests  on  that  base,  A W  a 
line  representing  that  weight,  A  P  a  line  representing  the  thrust 
of  tie  earth;  AB,  the  diagonal  of  the  parallelogram  APR  W,  is  a 

2  D 
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used  is  still  straight-edged,  but  the  edge  is  inclined  to  the  plumb- 
line  at  the  proper  angle  of  batter.  The  batter  of  a  wall  is  usually 
described  by  stating  the  extent  of  deviation  from  the  vertical  in  a 
given  height;  for  example,  "  one  in  twelve,"  or  "  one  inch  in  a  foot" 

When  the  vertical  section  of  the  face  of  a  wall  is  to  be  curved, 
it  is  said  to  have  a  "  curved  batter,"  and  it  must  be  set  out  by 
means  of  a  "  face-mould," — that  is  to  say,  a  narrow,  flat  board, 
having  one  of  its  edges  of  the  intended  figure  of  the  face  of  the 
wall,  and  having  a  straight  line  marked  upon  it,  which  is  set  truly 
vertical  by  means  of  a  plummet.  Great  care  should  be  bestowed  on 
preparing  the  face-moulds  of  important  pieces  of  masonry;  in  some 
cases,  which  will  be  exemplified  farther  on,  every  course  of  stones 
ought  to  be  marked  on  the  edge  of  the  mould 

Large  face-moulds  are  sometimes  made  of  several  pieces  of  tim- 
ber framed  together. 

When  the  beds  of  the  courses  are  to  be  plane  and  level,  they  can 
be  set  correctly  by  the  level  and  common  straight-edge.  When 
they  are  to  be  planes  having  a  given  slope,  a  rule  must  be  em- 
ployed having  two  straight  edges  inclined  to  each  other  at  such  an 
angle  that,  when  one  edge  is  set  horizontal  by  the  spirit-level,  the 
other  has  the  proper  inclination.  If  the  beds  of  the  courses  are  to 
be  perpendicular  to  a  straight  or  curved  battering  face,  their  posi- 
tion can  be  set  out  and  tested  by  the  square. 

Curved  beds,  such  as  are  employed  for  some  special  purposes, 
require  the  use  of  suitably  curved  "  bed-moulds." 

In  all  cases  in  which  economy  of  time  and  money  has  to  be 
studied,  the  engineer  should,  as  far  as  practicable,  avoid  curved 
figures  in  masonry;  for  not  only  are  they  more  tedious  and  expen- 
sive to  set  out  and  to  build  than  straight  and  plane  figures,  but  it 
is  more  difficult  to  test  the  accuracy  with  which  they  have  been 
executed.  A  single  glance  will  detect  the  smallest  appreciable 
inaccuracy  in  a  wall  with  a  straight  batter,  while  the  same  process 
in  the  case  of  a  wall  with  a  curved  batter  would  require  either  a 
long  series  of  measurements,  or  the  application  of  a  cumbrous  face- 
mould  to  various  parts  of  the  wall ;  and  this  becomes  a  matter  of 
serious  importance  in  large  structures,  where  errors  in  form  may 
affect  the  strength  and  stability. 

253.  itlcuMmtiM  of  masonry. — For  engineering  purposes,  quan- 
tities of  the  rougher  kinds  of  masonry  are  stated  in  cubic  yards, 
and  of  the  finer,  in  cubic  feet. 

But  there  are  also  special  units  of  measure  for  masonry,  such  as 
the  following : — 

A  rood  of  masonry  means,  when  applied  to  surface,  36  square 
feet,  and  when  applied  to  volume,  36  square  feet  of  a  wall  of  a 
specified  thickness,   such  as   2  feet     In   estimating  a  building 
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according  to  ibis  system,  the  superficial  measure  of  the  face  is 
t&ken  in  roods  of  36  square  feet,  in  order  to  estimate  the  cost  of  the 
face-work;  and  then  the  area  in  superficial  roods  of  the  face  of 
each  portion  of  the  building  is  multiplied  by  the  ratio  which  its 
thickness  bean  to  2  feet,  so  as  to  compute  the  cubic  contents  in 
solid  roods  of  36  square  feet  in  area  and  -2  feet  thick,  in  order 
to  estimate  the  cost  of  the  masonry  exclusive  of  the  face.  This 
method  is  better  suited  to  architectural  than  to  engineering  purposes. 

Section  VI. — Construction  of  Bricfacork. 

254.  flwwwJ  Principle* — The  following  principles  are  to  be  ob- 
served in  building  with  bricks: — 

L  To  reject  all  misshapen  and  unsound  bricks.  (See  Article 
220,  jx  366.) 

IL.  To  place  the  beds  of  the  courses  perpendicular,  or  as  nearly 
perpendicular  as  possible,  to  the  direction  of  the  pressure  which 
they  have  to  bear ;  and  to  make  the  bricks  in  each  course  break 
joint  with  those  of  the  courses  above  and  below  by  over-lapping  to 
the  extent  of  from  one  quarter  to  one  half  of  the  length  of  a  brick. 

Ill  To  cleanse  the  surface  of  each  brick,  and  to  wet  it  thoroughly 
before  laying  it,  in  order  that  it  may  not  absorb  the  moisture  of 
the  mortar  too  rapidly. 

IV.  To  fill  every  joint  thoroughly  with  mortar,  taking  care  at 
the  same  time  that  the  thickness  of  mortar  shall  not  exceed  about 
a  quarter  of  an  inch. 

In  order  to  prevent  the  use  of  too  great  a  thickness  of  mortar, 
it  is  usual  in  specifications  to  prescribe  a  certain  depth  which  a 
certain  number  of  courses  of  brickwork  shall  not  exceed  For 
example,  if  the  bricks  are  2  J  inches  deep,  it  may  be  specified  that 
four  courses  of  bricks,  when  built,  shall  not  measure  more  than  one 
foot  in  depth  ;  a  condition  which  implies  that  the  average  thickness 
of  mortar  in  the  joints  shall  be  ±  inch. 

V.  To  use  no  "  bats,"  or  pieces  of  bricks,  except  when  absolutely 
necessary,  in  order  to  make  a  "  closure," — that  is,  to  finish  the  end 
or  comer  of  a  wall,  or  the  side  of  an  opening;  and  even  then,  to  use 
no  piece  less  than  half  a  brick. 

In  stating  the  length  and  breadth  of  masses  of  brickwork,  it  is 
usual  to  employ  the  length  of  a  brick  as  an  unit  of  measure.     For 
example,  if  bricks  are  used  which  build  to  9  inches  in  lengthy 
£  brick  means  4£  inches. 

1  „  „       9  inches. 

1£     „  „       1  foot  1£  inch. 

2  „  „      1  foot  6  inches. 

And  so  on. 
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and  for  brevity's  sake,  let 

tO,  •  cos  I 
6  n  (q  =4=  o/)  10  cos2,;       ' 

4  n  (q  =4=  g^)  to  cos2,;  "    ' 

then 

*2  „,  * 

and  consequently 


^=«-2iJ w 


'-=,Ja  +  b*-b (4.) 

The  inclination  of  the  resultant  A  R  to  the  vertical  is  given  by  the 
equation 

tanzWAR  =  /-^ (5.) 

W  +  P  sin  $  v   ' 

When  the  base  D  E  is  horizontal,  this  should  not  exceed  the  tangent 
of  the  angle  of  repose.  When  that  base  is  inclined  at  the  angle  j, 
the  condition  of  fractional  stability  is  thus  expressed : — 

z:WAR-i^^j (6.) 

qf  being  the  angle  of  repose  of  the  foundation  of  the  walL 

The  object  of  giving  the  base  of  the  wall  an  inclined  position  is 

to  diminish  the  obliquity  of  the  pressure  on  it,  and  so  to  enable  the 

condition  of  frictional  stability  to  be  fulfilled. 

As  to  the  values  of  q  in  practice,  see  Article  263,  pp.  396,  397. 
266.    Stability  of  Upright  Rectangular  Retailing  Walk.      (A.  Jf., 

218.) — In  a  vertical  rectangular  wall,  n  =  l,g'  =  0,i;  =  0;so  that,  in 

equations  3  and  4  of  Article  265, 

wx  cos  6    ,  /      1\  .  .  ... 

a=  oysr;6=w,i  v  +  2/mn  '  +  4tf» (L> 

Case  L  When  the  surface  of  the  bank  is  horizontal,  so  that  4  =  0, 
then 

,  1-sin  p  ,     A 

to.  =  to  •= -  :  6  =  0: 

1  1  +  sin  ? '         } 

and  the  proportion  of  the  thickness  of  the  wall  to  its  height  is 


..(2.) 
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Equation  5  of  Article  217  becomes 

W      2  wt 

V     I    2u>(l+sinf)   /^tanf' 

If  the  material  on  which  the  wall  rests  is  the  same  with  that 
of  the  bank,  we  may  assume  f  -  f;  in  which  case,  by  squaring 
^nation  3,  and  attending  to  the  fact  that 

tan*»-     **'»     =f -gPf-Y  '-"^ 
1-sin2?       vl  —  sin?/  '  1  +  sin  f 

*b  obtain  the  equation 


(3.) 


It*  ^  (  rin »  V  a \ 

S«T  =  \l-mnf/  l*"' 


Assuming  that  the  specific  gravity  of  the  earth  is  four-fifths  of 
™  of  the  masonry,  or  to  -?- «/  =  5  -*-  4,  we  find  that  this  equation  is 
™ied  for  the  ordinary  value  of  q,  3  -r  8,  so  long  as  f  exceeds  27°. 
^tooM  equation  4  not  be  fulfilled  for  ?  =  3  -r  8,  a  smaller  value  of 
q  mast  be  determined  by  the  following  equation : — 


2  w  (  sin  f  \2  /JK. 

*=3i?'lranV' <5> 


*tf  introduced  into  equation  2  to  find  the  ratio  t  +  x. 

Case  II.  When  the  surface  of  the  bank  slopes  at  the  angle  of 
^Pose  f,  then  w^w'  cos  ?,  and 


«/  cos2  p    , 
»=~s -;  b  = 


(•♦D 


«/  cos  f  sin  ? 


4  q  w 


.(6> 


*Hich  values,  being  introduced  into  equation  4  of  Article  265, 
p.  404,  give  the  ratio  t  -r-  x. 
267.    gtafrilltr     •f    B*tteH«g-faced     Retalalatf    Walls.      (i4.    if., 

«9.)— In  fig.  171,  let  E  Q  represent  the  vertical  face  of  arect- 
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Fig.  171. 


angular  wall,  suited  to  sustain  the  thrust  of  a  given  hank,  and  let 
F  be  the  centre  of  resistance  of  the  base.    Make 

Q~N  =  3  E  F  =  3  Q-  q\  t;  then  the  centre  of 

gravity  g  of  the  triangular  prism  of  masonry 
EQN  will  be  vertically  above  the  centre  of 
resistance  F;  therefore  if  that  prism  be  removed, 
so  as  to  reduce  the  cross-section  of  the  wall  to  a 
trapezoid  with  a  battering  face  E  N,  the  position  of 
the  centre  of  resistance  F  will  not  be  altered,  and 
the  wall  will  still  fulfil  the  condition  of  stability  of 
position,  the  thickness  t  being  determined  as  for 
a  rectangular  walL  The  thickness  of  the  wall  at 
the  summit  is 

(».-D' 

The  tangent  of  ^  W  A  R  (the  inclination  of  the  resultant 

pressure  to  the  vertical)  is  increased  in  the  ratio  -  +  -—  :  1;  so  that 

it  may  in  m  some  cases  be  necessary  to  make  the  base  slope  back- 
wards, as  in  fig.  170. 

268.    SiaMlltr  «f  Bafterlag  Walls  «f  ITalifcrm  Thlckaw      {A.  M., 

220.)— When  a  wall  for  sup- 
porting a  horizontal-topped  bank 
is  of  uniform  thickness,  and  has 
a  sloping  or  curved  face,  as  in 
figs.  172  and  173,  its  moment 
of  stability  may  be  determined 
with  a  degree  of  accuracy  suffi- 
cient for  practical  purposes,  in 
the  following  manner: — 

Let  E  Q  in  each  figure  repre- 
sent the  vertical  face  of  a  rect- 
angular wall  of  the  same  height 
x  and  thickness  t  with  the  pro- 
posed wall,  and  let  g  be  the  centre  of  gravity  of  that  rectangular 
walL     Then 

W  •  q  t  =  qv>xP 

will  be  its  moment  of  stability  per  unit  of  length. 

Divide  the  area  EQN  included  between  the  vertical  face  E  Q 
and  the  face  of  the  proposed  wall,  E  N,  by  the  height  x.     Then 


—    EQN 


.(1.) 
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will  be  the  distance  of  the  centre  of  gravity  G  of  the  sloping  or 
curved  wall  from  that  of  the  rectangular  wall;  and  the  change  of 
figure  will  increase  the  stability  in  the  ratio  q  +  <(  :  q ;  that  is  to 
say,  the  moment  of  stability  will  now  be 

W  (q  +  qf)  t  =(q  +  qf)  w  x  fi (2.) 

If  E  N  is  a  straight  line  (fig.  103), 

/«-?. w 

If  £  N  is  a  parabolic  arc, 

2  Q  N 

a  formula  which  is  also  sensibly  correct  when  £  N  is  an  arc  of  a 
circle. 

Walls  with  a  "curved  batter"  are  usually  built  as  shown  in  fig. 
174,  with  the  bed-joints  perpendicular  to  the  face  of  the  walL 
This  diminishes  the  obliquity  of  the  pressure  on  the  base. 

269.  CmnMerfiMrta  (A.  M.,  222)  are  projections  from  the  inner 
face  of  a  retaining  walL  A  wall  and  its  counterforts,  if  the  bond 
of  the  masonry  is  well  preserved  by  means  of  long  bond-stones 
connecting  the  counterforts  with  the  wall,  are  equivalent  to  a  wall 
haying  successive  divisions  of  its  length  alternately  of  greater  and 
of  less  thickness.     The  moment  of  stability  of  such  a  wall,  per 


..L 


Fig.  174. 


r 


Fig.  175. 


unit  of  length,  when  the  wall  is  well  bonded,  may  be  found, 
with  sufficient  accuracy  for  practical  purposes,  by  adding  together 
the  moments  of  stability  of  one  of  the  parts  between  two  coun- 
terforts, and  of  one  of  the  parts  whose  thickness  is  augmented 
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by  the  addition  of  a  counterfort,  and  dividing  the  sum  by  the  joint 
length  of  those  two  parts. 

For  example,  let  fig.  175  represent  a  portion  of  the  plan,  or  hori- 
zontal section,  of  a  vertical  rectangular  retaining  wall  whose 
height  is  hf  with  a  row  of  rectangular  counterforts  of  the  same 
height  with  the  walL  Let  <  =  FE  be  the  thickness  of  a  part 
of  the  wall  between  two  counterforts,  and  6  =  E  D  its  length ; 
let  T  =  A  B  be  the  thickness  of  a  counterforted  part  of  the  wall, 
including  the  counterfort,  and  c  =  B  C  its  length. 

The  moment  of  stability  of  the  first  part  is 

q  to  h  b  t 2 ; 
and  that  of  the  second  part, 

qwhcT*. 

Adding  together  those  moments,  and  dividing  their  sum  by  the 
total  length  b  +  c  =  A  F,  the  mean  moment  of  stability  per  unit  of 
length  is  found  to  be 

&*s  +  cT» 
qwh  —  h-~ (1.) 

This  is  the  same  with  the  moment  of  stability  per  unit  ot  length 
of  a  wall  of  the  uniform  thickness, 


h-V{,jZ£) <*> 


which  may  be  called  the  equivalent  uniform  wall. 

The  quantity  of  masonry  in  the  counterforted  wall  is  to  the 
quantity  in  the  equivalent  uniform  wall  in  the  ratio 

b  t  +  c  T  :  (b  +  c)  tv 

which  is  always  less  than  unity;  so  that  there  is  a  saving  of 
masonry  (though  in  general  but  a  small  one)  by  the  use  of  counter- 
forte. 

270.  Surcharge*  Bctalntmg  Wall. — This  term  is  applied  to  a  wall 
for  supporting  a  bank  of  earth  which  rises  from  the  top  of  the  wall 
at  the  natural  slope  for  a  certain  height,  called  the  height  oftlte 
surcharge,  beyond  which  it  is  horizontal.  The  thrust  of  such  a 
bank  is  intermediate  in  amount  and  in  direction  between  that  of 
a  horizontal-topped  bank  and  that  of  a  bank  with  an  indefinitely 
long  natural  slope. 

The  following  formula  serves  to  compute  approximately  the 
thickness  of  an  upright  rectangular  retaining  wall  for  supporting 
such  a  bank : — 


I 
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JLet  as,  as  before,  denote  the  height  of  the  wall, 
c  the  height  of  the  surcharge, 
t  the  thickness  required  to  sustain  a  horizontal  bank,  as 

computed  by  equation  2  of  Article  266,  p.  405, 
f  the  thickness  required  to  sustain  a  bank  with  an  inde- 
finitely long  natural  slope,  as  computed  by  equations  6  of 
Article  266,  p.  405,  and  4  of  Article  265,  p.  404, 
£"  the  thickness  required  for  the  surcharged  wall;  then 

^    xt+2c£  , 

r  =  ^T2^'nearly- <L> 

When  the  foot  of  the  slope  of  the  bank  rests  on  the  top  of  the 
^0,  nearly  above  the  centre  of  resistance  of  the  base,  the  follow- 
<J  formula  may  be  used : — 

w  ^71  l«»ii  ■!!!•■  •*"  WL*mmimiMK  Wall*— The  foundation  courses  of 
%^Wnin<r  walls  have  their  width  increased  beyond  the  thickness  of 
*K*^  valf  by  a  series  of  steps  in  front,  as  shown  in  figs.  171  and  174. 
\»  objects  of  this  axe,  at  once  to  distribute  the  pressure  over  a 
Stater  area  than  that  of  any  bed-joint  in  the  body  of  the  wall,  and 
V*  diffuse  that  pressure  more  equally,  by  bringing  the  centre  of 
^^agttnce  nearer  to  the  middle  of  the  base  than  it  is  in  the  body  of 
^aewall  according  to  the  principles  already  explained  in  Section 
^.  of  this  Chapter,  j*Jges  377  to  382. 

The  body  of  the  wall  may  be  either  entirely  of  brick,  or  of  ashlar 
kicked  with  brick  or  with  rubble,  or  of  block-in-course  backed  with 
**bble  or  of  coursed  nibble,  built  with  mortar  or  built  dry.  As 
^pressure  at  each  bed-joint  is  concentrated  towards  tfte  face  of 
"tee  wall  those  combinations  of  masonry  in  which  the  larger  and 
*ncre  rejrular  stones  form  the  face  and  sustain  the  greater  part  of 
the  pressure,  and  are  backed  with  an  inferior  kind  of  masonry, 
-whose  use  is  chiefly  to  give  stability  by  its  weight,  are  well  suited 
Arietaining  walls  (see  Article  246,  p  387)  special  caroling  taken 
*hat  the  balk  and  face  are  well  tied  together  by  long  headers,  and 
-that  the  beds  of  the  focmg  stones  extend  into  the  wall  to  a  distance 
of  about  as  far  inwards  from  the  centre  of  pressure  at  the  base  of 
*he  wall  as  that  centre  of  pressure  lies  inwards  from  the  face, 

Aloncr  the  base  and  in  front  of  a  retaining  wall  there  should  run  a 
drain,like  that  at  the  foot  of  the  slope  of  a  cutting.  (See  Article >  193, 
-d.  335  \  In  order  to  let  water  escape  from  behind  the  wall,  it  has 
Ldl  upright  oblong  openings  through  it  called  "weeping-holes," 
which  are  usually  two  or  three finches  broad  and  of  the  depth  of  a 
course  of  masonry,    and   are  distributed  at  regular  distances,  an 
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ordinary  proportion  being  one  weeping-hole  to  every   4  square 
yards  of  face  of  wall. 

The  back  of  a  retaining  wall  should  be  rough,  in  order  to  resist 
any  tendency  of  the  earth  to  slide  upon  it  This  object  is  promoted 
by  building  the  back  in  steps,  as  exemplified  in  fig.  169. 

In  retaining  walls  of  great  size,  both  back  and  face  may  be  built 
of  block-in-course,  or  the  face  of  ashlar  and  the  back  of  block-in- 
course,  the  "heart"  of  the  wall  being  of  coursed  rubble,  or  of  beton 
or  strong  concrete  laid  in  regular  courses  of  the  same  depth  with 
those  of  the  face  and  back. 

When  the  material  at  the  back  of  the  wall  is  clean  sand  or 
gravel,  so  that  water  can  pass  through  it  readily,  and  escape  by  the 
weeping-holes,  it  is  only  necessary  to  ram  it  in  layers,  as  already 
described  in  Articles  1 98  and  200,  pp.  341,  342.  But  if  the  material 
is  retentive  of  water,  like  clay,  a  vertical  layer  of  stones  or  coarse 
gravel,  at  least  a  foot  thick,  or  a  dry  stone  rubble  wall,  must  be 
placed  at  the  back  of  the  retaining  wall,  between  the  earth  and  the 
masonry,  to  act  as  a  drain. 

A  catch  water  drain  behind  a  retaining  wall  is  often  useful.  It 
may  either  have  an  independent  outfall,  or  may  discharge  its  -water 
through  pipes  into  the  drain  in  front  of  the  base  of  the  walL 

When  the  material  at  the  back  of  the  wall  is  of  a  loamy  descrip- 
tion, and  liable  to  be  reduced  to  quicksand  or  mud  by  saturation 
with  water,  and  there  are  no  means  of  preventing  such  saturation 
by  efficient  drainage,  one  way  of  making  provision  to  resist  the 
additional  pressure  which  may  arise  from  such  saturation  is  to  cal- 
culate the  requisite  thickness  of  wall,  as  if  the  earth  were  a  fluid, 
making  p  =  0  in  the  formula). 

Another  way  of  providing  against  such  a  contingency  is  to  con- 
struct, sloping  against  the  back  of  the  wall,  a  bank  of  shivers  of 
stone  or  of  coarse  gravel,  whose  angle  of  repose  is  not  affected  by 
the  presence  of  water,  and  then  to  fill  in  the  softer  materiaL  The 
pressure  against  the  wall  in  this  case  will  not  at  any  time  greatly 
exceed  that  of  a  bank  of  the  firm  material  employed,  sloping  at  its 
own  angle  of  repose. 

The  subject  of  relieving  retaining  walls  from  pressure  by  the  aid 
of  arches,  and  that  of  securing  their  foundations  by  special  con- 
trivances in  swampy  ground,  will  be  considered  further  on. 

The  cope  of  a  retaining  wall  should  consist  of  large  flat  stones 
laid  as  headers. 

272.  Lm4  Ties  far  Betaiaiag  Walk. — Retaining  walls  having 
to  bear  a  great  pressure,  while  they  rest  on  a  yielding  foundation, 
may  have  their  stability  increased  by  being  tied  or  anchored  by- 
iron  rods  to  vertical  or  nearly  vertical  plates  of  iron  imbedded  in 
a  firm  stratum  of  earth  at  a  distance  behind  the  wall  sufficient 
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to  prevent  its  being  disturbed  by  the  operations  of  excavation, 
building,   and  embanking,   connected  with  the  erection  of   the 

The  holding  power,  per  foot  of  breadth,  of  a  rectangular  vertical 
anchoring  plate,  the  depths  of  whose  upper  and  lower  edges  below 
the   surface  are  respectively  xx  and  x#  may  be  approximately 
calculated  from  the  following  formula : — 
Let  vf  be  the  weight  of  a  cubic  foot  of  the  earth; 
Cf  its  angle  of  repose ; 
H,  the  holding  power  per  foot  of  breadth;  then 


H  =  «/    —  -    — — .  (1.) 


cos  2  f 

The  depth  of  the  centre  of  pressure  of  the  plate  below  the  sur- 
face of  the  ground  is  given  by  the  following  expression : — 

3    *>=£> W 

and  to  that  centre  the  tie-rod  should  be  attached. 

If  the  retaining  wall  depends  on  the  tie-rods  alone  for  its 
security  against  sliding  forward,  they  should  be  fastened  to  plates 
on  the  face  of  the  wall  in  the  line  of  the  resultant  pressure  of  the 
earth  behind  the  wall ;  that  is,  at  one-third  of  the  height  of  the 
▼aD  above  its  base.  But  if  the  resistance  to  sliding  forward  is  to 
be  distributed  between  the  foundation  and  the  tie-rods,  they  are  to 
be  placed  at  a  higher  level;  for  example,  if  half  the  horizontal 
thrust  is  to  be  borne  by  the  foundation,  and  half  by  the  tie-rods, 
the  latter  should  be  fixed  to  the  wall  at  two-thirds  of  its  height 
above  the  base. 

273.  smm  ftp  Retaining  Walls. — The  base  of  a  retaining  wall 
mar  be  prevented  from  sliding  forward  by  a  series  of  horizontal 
struts  of  masonry  or  brickwork,  abutting  against  rectangular 
masses  whose  resistance  to  displacement  depends  on  the  same 
principles  with  the  holding  power  of  anchoring  plates,  stated  in 
the  last  article. 

When  a  cutting  in  soft  ground  has  a  retaining  wall  at  each  side 
of  it,  the  foundations  of  the  walls  may  be  kept  asunder,  and  thus 
prevented  from  sliding  forward,  by  mean*  of  a  series  of  inverted 
arches  extending  between  them,  across  and  below  the  base  of  the 
cutting,  so  as  to  act  as  transverse  struts. 

The  upper  parts  of  such  walls  may  also  be  held  asunder  by 
slightly  arched  ribs  of  cast  iron  or  of  brick.  These  ribs  abut 
against  the  walls  at  about  two-thirds  of  their  height  above  their 
base. 
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274.  Reiieriag  Archer — A  row  of  arches  having  their  axes  and. 

the  faces  of  their  piers  at  right  angles  to  the  face  of  a  bank  of* 

earth  are  called  "  relieving  arches."   There 

may  be  either  one  or  several  tiers  of  them, 

*  ^     and  their  front  ends  may  be  closed  by  a 

j    vertical  wall,  which  thus  presents  the  ap- 

|    pearance  of  a  retaining  wall,  although  the 

length  of  the  archways  is  such  as  to  pre- 


vent the  earth  from  abutting  against  it 
Fig.  175  represents  a  vertical  transverse 
section  of  such  a  wall,  with  two  tiers  of 
relieving  arches  behind  it.  To  compute 
the  length  of  a  relieving  arch  from  its 
Fig.  175.  clear  height,  or  its  clear  height  from  its 

length,  the  following  approximate  formulae  may  be  used,  in  which 

x  denotes  the  depth  of  the  crown  of  an  arch  below  the  surface, 

h,  its  clear  height, 

I,  its  length,  and 

p,  the  angle  of  repose  of  the  earth 

I-ootaa*  (*  +  (r-Jrjp); (1.) 


^J-tanp-T^ ^— rry (2.) 

^     (1  +  sin  Q)T  v   ' 

To  determine  the  conditions  of  stability  of  such  a  structure  as  a 
whole,  the  horizontal  pressure  against  the  vertical  plane  O  D  may 
be  determined,  and  compounded  with  the  weight  of  the  combined 
mass  of  masonry  and  earth  OAEDin  front  of  that  plane,  to 
find  the  resultant  pressure  on  the  base. 

In  soft  ground  the   bases  of  the  piers  of  the  lowest  tier   of 

relieving  arches  should  be  connected  by  means  of  inverted  arches, 

A  ?  so  as  to  distribute  the  pres- 

23>^S&tiX£^^  Bure  over  the    whole    area 

-^^Q-lP^^^  covered  by  the  structure. 

275.   Bnttrme*  BtrliM. 

U  U  U  U        tol  Arcii^— Fig.    176   re- 

Fig.  176.  presents  a  plan,  or  horizontal 

section,  of  part  of  a  row  of 
buttresses,  connected  by  horizontally  arched  walls. 

To  find  the  thickness,  T  =  D  E,  required  for  such  buttresses, 
let 

B  denote  A  B,  the  breadth  of  the  mass  of  earth  which  one 

buttress  has  to  sustain ; 
b,  the  breadth  of  the  buttress  ; 
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if  the  thickness  which  would  be  required  for  an  uniform  wall, 
to  sustain  the  same  bank  of  earth,  computed  as  in  Article  266, 
equation  2,  p,  405;  then 

t='-\/?6-bV (1) 

In  soft  ground  the  bases  of  the  buttresses  may  be  connected  by 
means  of  inverted  arches,  to  distribute  the  pressure;  and  their 
tops  may,  if  necessary,  be  connected  by  means  of  arches,  in  order 
to  support  a  platform,  or  a  surcharged  bank  of  earth.  In  the  last- 
mentioned  case,  t  is  to  be  computed  as  in  Article  270,  p.  409. 

Section  VIIL — Of  Stone  and  Brick  Arches. 


276.  Cfeamd  Structure  «f  Arete*  «f  Omm.  {A.  M.,  223.)— An 
arch  of  masonry  consists  of  a  sector  of  a  ring,  composed  of  courses  of 
wedge-formed  stones,  called  arch-stones  or  voussoirs,  pressing  against 
each  other  at  surfaces  called  bed-joints,  which  are,  or  ought  to  be,  per- 
pendicular, or  nearly  perpendicular,  to  the  soffit,  or  internal  concave 
surface  of  the  arch,  The  soffit  is  also  called,  in  mathematical  lan- 
guage, the  intrados.  The  word  extrados  is  applied  sometimes  to  the 
upper  surface  of  the  ring  of  arch-stones;  sometimes  to  that  of  the 
solid  masonry  or  backing  above  them;  sometimes  to  that  of  the  entire 
mass  of  permanent  loading  material.  (See  also  p.  203.)  The  outer 
or  convex  surface  of  the  ring  of  arch-stones,  which  may  be  either  a 
curved  surface  or  a  series  of  steps,  sustains  the  vertical  pressure  of 
that  part  of  the  load  which  arises  from  the  weight  of  materials 
other  than  the  arch-stones  themselves;  and  that  outer  surface  also 
exerts  in  many  cases  a  horizontal  or  inclined  thrust  against  the 
spandrUs  and  abutments.  The  abutments  sustain  also  the  thrust 
of  the  lowest  voussoirs,  vertical  or  inclined,  as  the  case  may  be. 
The  course  of  stones  from  which  an  arch  springs  is  called  the 
^ringing-course  or  skew-back,  the  latter  term  being  used  when  its 
upper  and  lower  beds  are  oblique  to  each  other.  Sometimes  an 
arch  springs  at  once  from  the  ground,  so  that  its  abutments  are  its 
foundations. 

A  wall  standing  on  an  arch,  in  the  plane  of  the  arch-ring,  is 
called  a  spandril  voaU.  The  arch  of  a  bridge  requires  a  pair  of 
external  spandril  walls,  one  over  each  face  of  the  arch;  the  space 
between  them  is  filled  up  to  a  certain  level  with  solid  masonry,  and 
above  that  level  it  is  sometimes  filled  with  earth  or  rubbish,  and 
sometimes  occupied  by  a  series  of  internal  spandril  toalls  parallel  to 
the  external  spandril  walls,  and  having  vacant  spaces  between 
them — a  mode  of  construction  favourable  both  to  stability  and  to 
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lightness.  In  order  to  form  a  continuous  platform  for  the  road- 
-way,  the  spaces  between  the  internal  spandril  walls  are  sometimes 
covered  with  flags  of  some  strong  stone  (such  as  slate),  and  some- 
times arched  over  with  small  transverse  arches.  The  external 
spandril  walls  are  the  abutments  of  those  arches,  and  must  have 
stability  sufficient  to  sustain  their  thrust :  when  the  spandrils  are 
filled  with  earth  or  rubbish,  the  external  spandril  walls  must  have 
stability  sufficient  to  withstand  the  pressure  of  the  filling  material. 

277.  Bfaaraiy  «f  Arcfce*— Backing. — The  description  of  masonry 
used  for  arches  is  either  ashlar  or  block-in-course ;  the  beds  being 
perpendicular  or  nearly  perpendicular  to  the  direction  of  the  thrust 
through  the  arch-ring,  and  the  side-joints  perpendicular  to  the  beds 
and  to  the  soffit.  In  common,  or  square  arches,  in  which  the  axis 
of  the  archway  is  perpendicular  to  each  face  of  the  arch,  the  bed- 
joints  are  plane;  in  oblique,  or  skew  arches,  they  are  curved 
surfaces,  shaped  according  to  principles  which  will  be  explained  in 
a  later  article. 

The  principles  according  to  which  the  masonry  of  arches  is  to  be 
built  are  in  other  respects  the  same  with  those  already  explained  in 
Articles  242  and  243,  pp.  384  to  386.  Special  care  is  to  be  taken 
to  cut  and  lay  the  beds  of  the  stones  accurately,  and  to  make  the 
bed-joints  thin  and  close,  in  order  that  the  arch  may  be  strained 
as  little  as  possible  by  settling.  To  insure  this,  some  engineers  have 
caused  arches  to  be  built  dry,  grout  or  liquid  mortar  being  after- 
wards run  into  the  joints;  but  the  advantage  of  this  method  is 
doubtful.  Others  have  placed  sheets  of  lead  in  the  bed-joints,  to 
distribute  the  pressure  between  the  stones. 

The  backing  of  an  arch  consists  of  block-in-course,  coursed 
rubble,  or  random  rubble,  and  sometimes  of  concrete.  When  the 
backs  of  the  arch-stones  are  cut  into  steps,  the  backing  is  built  in 
courses  of  the  same  depth  with  those  steps,  and  thus  bonded  with 
them.  Sometimes  the  backing  is  built  in  radiating  courses,  whose 
beds  are  prolongations  of  the  bed-joints  of  the  arch-stonea,  Both 
these  methods  are  favourable  to  strength  and  stability. 

The  height  to  which  the  solid  backing  should  be  built  is 
regulated  by  principles  which  will  be  explained  in  subsequent 
articles. 

The  tipper  surface  of  the  backing,  and  of  that  part  of  the  arch,  if 
any,  near  the  crown,  which  is  without  backing,  is  coated  with  a  layer 
of  waterproof  material,  such  as  clay  puddle  (Article  206,  p.  344), 
mixed  cement  (Article  231,  p.  374),  or  bituminous  concrete 
(Article  234,  p.  376);  the  last  being  the  best.  Any  rain-water 
which  penetrates  the  structure  above  the  arch  flows  to  the  valleys 
or  lowest  parts  of  this  coating,  whence  it  is  carried  away  by  tubes 
or  other  convenient  outlets. 
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27&  Brick  Arekea  may  be  built  either  of  ganged  or  wedge* 
formed  bricks,  moulded  or  rubbed  so  as  to  suit  to  the  radius  of  the 
soffit,  or  of  bricks  of  the  common  shape.  In  the  former  case,  the 
methods  of  bonding  the  bricks  are  the  same  with  those  employed 
in  walls  (Article  255,  p.  394);  in  the  latter,  the  bricks  are  accom- 
modated to  the  curved  figure  of  the  arch  by  making  the  bed-joints 
t&oner  towards  the  intrados  than  towards  the  extrados,  or,  if  the 
curvature  is  sharp,  by  driving  thin  pieces  of  slate  into  the  outer 
edges  of  those  joints ;  and  different  methods  are  followed  for  bond- 
ing them.  The  most  common  way  is  to  build  the  arch  in  con- 
centric rings,  each  half-a-brick  thick :  this  is,  in  fact,  to  lay  the 
Wicks  all  stretchers,  and  to  depend  upon  the  tenacity  of  the 
mortar  or  cement  for  the  connection  of  the  several  rings.  It  is 
deficient  in  strength,  unless  the  bricks  are  laid  in  cement  at  least 
u  tenacious  as  themselves.  Another  way  is  to  introduce  courses 
of  headers  at  intervals,  so  as  to  connect  pairs  of  half-brick  rings 
together.  This  may  be  done  either  by  thickening  the  joints  of  the 
outer  of  8  pair  of  half-brick  rings  with  pieces  of  slate,  so  that  there 
shall  be  the  same  number  of  courses  of  stretchers  in  each  ring 
between  two  courses  of  headers;  or  by  placing  the  courses  of 
headers  at  such  distances  apart  that  between  each  pair  of  them 
there  shall  be  one  course  of  stretchers  more  in  the  outer  than  in  the 
inner  ring.  The  former  method  is  the  best  suited  to  arches  of  long 
ndius,  the  latter  to  those  of  short  radius. 

Hoop-iron  bond  (Article  256,  p.  395),  laid  round  the  arch, 
between  half-brick  rings,  as  well  as  longitudinally  and  radially,  is 
ray  useful  for  strengthening  brick  arches.  The  bands  of  hoop- 
iron  which  traverse  the  arch  radially  may  be  bent,  and  prolonged 
m  the  bed-joints  of  the  backing  and  spandrils.  By  the  aid  of 
hoop-iron  bond  Sir  Marc-Isambard  Brunei  built  a  half-arch  of 
bricks  laid  in  strong  cement,  which  stood  projecting  from  its 
abntment  like  a  bracket,  to  the  distance  of  60  feet,  until  it  was 
destroyed  by  its  foundation  being  undermined. 

-<&.  Um  «r  Ccam* — A  centre  is  a  temporary  structure  of  timber 
or  iron  (but  most  commonly  of  timber),  by  which  the  voussoirs  of 
an  arch  are  supported  until  the  arch  is  completed,  and  capable  of 
^porting  itself.  The  principles  of  the  strength,  stability,  and 
instruction  of  centres  will  be  explained  under  the  head  of 
UitPErrRY. 

A  centre  consists  of  parallel  frames  or  ribs  about  5  or  6  feet  apart, 
**md  on  the  outside  to  a  figure  parallel  to  that  of  the  soffit  of  the 
**»,  and  supporting  a  series  of  transverse  planks  called  laggings, 
aP°5  *Hieli  the  archstones  directly  rest 

1    t!?^66*  **"*  m°8*  C0lnin011  kind  of  centre  is  one  which  can  be 
wered  or  "  struck  "  all  in  one  piece,  by  driving  out  wedges  from 
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below  it,  so  as  to  remove  the  support  from  below  every  part  of  the 
arch  at  once.  An  improved  kind  was  first  introduced  by  Hartley, 
in  which  each  lagging  is  supported  upon  the  ribs  by  wedges  or 
screws  of  its  own,  so  that  the  support  can  be  removed  from  the 
arch-stones  course  by  course,  and  replaced  in  the  event  of  the 
settlement  proving  too  rapid. 

The  centre  of  an  arch  should  not  be  struck  until  the  solid  part 
of  the  backing  has  been  built,  and  the  mortar  has  had  time  to  set; 
and  when  an  arch  forms  one  of  a  series  of  arches,  with  piers 
between  them,  no  centre  should  be  struck  so  as  to  leave  a  pier 
with  an  arch  abutting  against  one  side  of  it  only,  unless  the  pier  is 
what  is  termed  an  "  abutment-pier;"  that  is,  a  pier  which  has 
sufficient  stability  to  act  as  an  abutment. 

280.   IAme  •fPwuMM  in  urn  Arch— C«» 4Himm  •fBtmbilUr.     (A.  M., 
224.) — If  a  straight  line  be  drawn  through  each  bed-joint  of  the 
arch-ring,  representing  the  position  and  direction  of  the  resultant  of 
the  pressure  at  that  joint,  the  straight  lines  so  drawn  form  a  poly- 
gon, and  each  of  the  angles  of  that  polygon  is  situated  in  the  line  of 
action  of  the  resultant  external  force  acting  on  the  arch-stone  which 
lies  between  the  pair  of  joints  to  which  the  contiguous  sides  of  the 
polygon  correspond;  so  that  the  polygon  is  similar  to  a  polygonal 
frame,  loaded  at  its  angles  with  the  forces  which  act  on  the  arch- 
stones  (their  own  weight  included).     A  curve  inscribed  in  that 
polygon,  so  as  to  touch  all  its  sides,  is  the  line  of  pressures  of  the 
arch.     The  smaller  and  the  more  numerous  the  arch-stones  into 
which  the  arch-ring  is  subdivided,  the  mora  nearly  does  the  poly- 
gon coincide  with  the  curve;  and  the  curve  or  line  of  pressures 
represents  an  ideal  linear  arch,  which  woirid  be  balanced  under 
the  continuously-distributed  forces  which  act  on  the  real  arch  under 
consideration.     From  the  near  approach  of  this  linear  arch  to  the 
polygon  whose  sides  traverse  the  centres  of  resistance  of  the  bed- 
joints,  the  points  where  the  linear  arch  cuts  those  joints  may  be 
taken  without  sensible  error  for  the  centres  of  resistance. 

Now  in  order  that  the  stability  of  the  arch  may  be  secnre,  it  is 
necessary  that  no  joint  should  tend  to  open  either  at  its  outer  or  at 
its  inner  edge;  and  in  order  that  this  may  be  the  case,  the  centre 
of  resistance  of  each  joint  should  not  deviate  from  the  centre  of  the 
joint  by  more  than  one-sixth  of  the  depth  of  the  joint;  that  is  to 
say,  the  centre  of  resistance  should  lie  within  the  middle  third  of 
the  depth  of  the  joint;  whence  follows  this 

Theorem.  The  stability  of  an  arch  is  secure,  if  a  linear  arch, 
balanced  under  the  forces  which  act  on  the  real  arcli,  can  be  drawn 
wUJUn  the  middle  third  of  the  depth  of  the  arch-ring.  It  is  through 
this  theorem  that  the  principles  of  the  stability  of  ideal  linear 
arches  or  ribs,  already  explained  in  Article  132,  p,  202,  and  the 
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previous  articles  referred  to  in  that  article,  and  also  in  Articles  133 
to  139,  pp.  203  to  218,  become  applicable  to  real  arches  of  masonry 
and  brickwork.    (See  Addenda,  p.  xv.) 

It  may  be  held  that  in  most  practical  examples  the  tenacity 
of  fresh  mortar  is  not  sufficiently  great  to  be  taken  into  account  in 
determining  the  stability  of  masonry;  and  hence,  where  cement  is 
not  used,  all  horizontal  or  oblique  conjugate  forces  which  maintain 
the  equilibrium  of  the  arch-ring  must  be  pressures,  acting  on  the 
arch  from  without  inwards.  The  linear  arch,  therefore,  is  limited 
in  such  cases  to  those  forms  which  are  balanced  under  pressures 
from  without  alone;  that  is  to  say,  that  the  intensity  of  the 
horizontal  or  conjugate  pressure,  denoted  by  pf  in  Article  138, 
equation  4,  p.  214,  must  not  at  any  point  be  negative. 

It  is  true  that  arches  have  stood,  and  still  stand,  in  which  the 
centres  of  resistance  of  joints  fell  beyond  the  middle  third  of  the 
depth  of  the  arch-ring;  but  the  stability  of  such  arches  is  either  now 
precarious,  or  must  have  been  precarious  while  the  mortar  was  fresh. 

When  tenacity  to  resist  horizontal  or  oblique  tension  is  given  to 
the  spandrils  of  an  arch,  and  to  the  joints  between  them  and  the 
arch-stones,  by  means  of  cement,  hoop-iron  bond,  iron  cramps,  or 
otherwise,  the  conjugate  tension  denoted  by-;?,  must  not  at  any 
point  exceed  a  safe  proportion  of  that  tenacity;  that  is  to  say, 
about  one-eighth.  By  this  means  stability  may  be  given  to  arches 
of  seemingly  anomalous  figures;  but  such  structures  are  safe  on  a 
small  scale  only. 

281.  BdttlM  tocweea  Llmear  Rib  «a4  Iatnuto  •€  BmI  Arch. — 
There  are  numerous  cases  in  which  the  form  of  a  linear  rib,  suited 
to  sustain  a  given  load,  may  at  once  be  adopted  for  the  intrados  of 
a  real  arch  for  sustaining  the  same  load,  with  sufficient  exactness 
for  practical  purposes.    The  following  is 

the  test  whether  this  method  is  appli-  ^— - — -i 

cable  in  any  given  case.   Let  AC  Bin  fig.  /^l^-"" — i 

177  be  one  half  of  the  ideal  rib  which  it  s\S' 

is  proposed  to  adopt  as  the  intrados  of  '''/^ 

a  real  arch.     Draw  A  a  normal  to  the  rib         // 
at  the  crown,  so  as  to  represent  a  length     £// 
not  exceeding  two-thirds  of  the  intended      ^ 
depth  of  the  keystone,  and  conceive  a  ™&  177# 

couple  applied  to  the  keystone,  consisting  of  tension  at  A  equal 
and  opposite  to  the  thrust  along  the  rib  there,  and  of  an  equal 
thrust  at  a.     Draw  a  normal  B  b  at  the  springing,  and  make 

B6  __  thrust  along  rib  at  A' 
To  ~  thrust  along  rib  at  B' 

and  conceive  a  couple  of  equal  moment  to  the  first,  consisting  of 

2b 
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tension  at  B  and  thrust  at  6,  to  be  applied  at  the  springing.  The 
pair  of  couples  thus  introduced,  beiug  equal  and  opposite,  do  not 
alter  the  equilibrium,  their  only  effect  being  to  transfer  the  line  of 
pressures  from  the  intrados  or  ideal  rib  A  C  B  to  a  line  acb>  whose 
perpendicular  distance  C  c  from  the  intrados  at  any  point  is 
inversely  as  the  thrust  along  the  rib  at  that  point  Then  if  a  c  b 
lies  within  the  middle  third  of  the  arch-ring,  the  ideal  rib  A  C  B 
is  of  a  suitable  form  for  the  intrados. 

The  process  may,  if  required,  be  commenced  by  making  B  o  not 
less  than  one-third  of  the  depth  of  the  arch  at  the  springing,  that 
depth  having  first  been  fixed  with  due  regard  "to  the  conditions  of 
resistance  to  crushing,  which  will  be  considered  further  on. 

282.  U«e  «f  Bqailtlmted  wr  TraaafiM-med  Catmary  A*elM*v— The 
transformed  catenary  has  already  been  fully  described  in  Article 
131,  pp.  200  to  202.  When  used  for  the  intrados  of  an  arch,  it  is 
commonly  called  the  "curve  of  equilibrium.'*  It  is  suited  for  the 
support  of  any  load  whose  pressure  is  wholly  vertical,  and  whose 
extrados  is  either  a  horizontal  plane  coinciding  with  the  directrix 
O  X  of  the  transformed  catenary  (fig.  114),  or  another  transformed 
catenary  having  the  same  directrix. 

When  the  method  of  Article  281  is  applied  to  an  intrados  of 
this  figure,  the  resulting  curve,  a  c  b  of  fig.  177,  is  simply  the  same 
curve  shifted  vertically  upwards  through  the  height  A  a. 

In  making  use  of  the  transformed  catenary  in  practice,  there  are 
usually  given,  the  directrix,  the  crown  of  the  arch,  and  the  points 
from  which  it  is  to  spring.  From  these  data  the  modulus  m  is  to 
be  computed  by  means  of  equation  4  of  Article  131,  p.  202;  and 
then  the  vertical  ordinate  y  from  the  directrix  at  any  given  hori- 
zontal distance  x  from  the  crown  of  the  arch  is  given  by  the 
formula, — 


„-*(^+.-S); (1-) 


in  which  y0  is  the  depth  of  the  curve  of  the  arch  below  the 
directrix.     (See  table,  Article  298,  p.  436.) 

In  applying  the  formulas  (3)  of  Article  131,  p.  202,  to  this  arch, 
thrust  is  to  be  read  instead  of  tendon;  and  the  symbol  w  is  to  be 
understood  to  stand  for  the  load  per  square  foot  of  the  vertical  area 
between  the  intrados  and  the  directrix. 

For  example,  let  B  denote  the  breadth  of  the  arch,  or  length  of 
the  archway,  in  feet;  let  wx  be  the  weight  of  a  cubic  foot  of  the 
masonry;  let  the  extrados  be  a  transformed  catenary,  each  of  whose 
ordinates,  measured  from  the  directrix,  is  equal  to  the  correspond- 
ing ordinate  of  the  intrados  multiplied  by  a  fraction  n;  and  let 
a  fraction  h  be  the  ratio  of  the  volume  of  solid  building  to  the 
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▼hole  volume,  the  remainder  1  —k  consisting  of  spandril- voids. 
Then, 

w  =  nk  wv (2.) 

In  order  that  the  arch  maybe  equilibrated  under  its  own  weight 
and  that  of  the  solid  backing  alone,  as  well  as  when  the  whole 
structure  is  finished,  the  figure  of  the  upper  surface  of  the  solid 
backing  should  itself  either  be  a  transformed  catenary,  or  ap- 
proximate to  that  curve. 

283.  Uee  •€  the  Hy4r«atat!«  Arch. — The  mathematical  and 
mechanical  properties  of  this  arch,  considered  as  a  linear  rib,  have 
been  explained  in  Article  136,  pp.  208  to  212. 

Inasmuch  as  the  thrust  through  this  arch  is  uniform,  the  ap- 
plication of  the  method  of  Article  281  to  it  produces  simply  a  curve 
parallel  to  it;  so  that  if  it  be  used  for  the  intrados  of  an  arch-ring  of 
uniform  thickness,  and  the  centre  of  resistance  at  the  keystone  be  at 
the  middle  of  the  thickness,  the  line  of  pressures  will  be  at  the  middle 
of  the  thickness  of  the  arch-ring  throughout,  or  approximately  so. 
The  word  "approximately"  is  used,  because  the  thrust  along  the  real 
arch  is  not  exactly  uniform,  like  that  in  the  ideal  rib;  for  at  the 
springing  it  is  greater  than  at  the  crown,  by  an  amount  equal  to  the 
weight  of  the  prism  of  masonry  which  stands  vertically  above  the 
springing-course;  but  that  difference  is  practically  unimportant. 

The  application  of  the  hydrostatic  arch  to  practice  is  founded  on 
the  feet,  that  every  arch,  after  having  been  built,  subsides  at  the 
crown,  and  spreads,  or  tends  to  spread,  at  the  haunches,  which 
therefore  press  horizontally  against  the  filling  of  the  spandrils; 
from  which  it  is  inferred  as  probable,  that  if  an  arch  be  built  of  a 
figure  suited  to  equilibrium  under  fluid  pressure — that  is,  pressure 
of  equal  intensity  in  all  directions — it  will  spread  horizontally,  and 
compress  the  masonry  of  the  spandrils,  until  the  horizontal  pressure 
at  each  point  becomes  of  equal  intensity  to  the  vertical  pressure,  and 
therefore  sufficient  to  keep  the  arch  in  equilibrio. 

In  addition  to  the  methods  already  explained  in  Article  136  for 
drawing  the  figure  of  the  arch,  the  following  method  may  be  given 
for  describing  an  approximation  to  it  about  ^.ve  centres.  It  is  very 
simple,  and  has  been  found  by  trial  to  answer  welL 

In  fig.  178,  let  F  B  be  the  half-span  and  F  A  the  rise  of  the 
proposed  arch.  Make  AC  =  e0,  and  B  D  =  ?,,  the  radii  of  curvature 
at  the  crown  and  springing,  as  calculated  by  the  formulae  (11 
and  12)  of  Article  136,  p.  211.*     Then  0  will  be  one  of  the 

•The  formula  for  computing  those  radii  may  be  pat  in  the  following  form:  let 
a  be  the  riee;  ft  the  half-epan— 
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Fig.  178. 


centres,  and  D  another.  About  D,  with  the  radius  DE  =  PA 
—  B  D,  describe  a  circular  arc,  and  about  O 
with  the  radius  C  E  =  C  F,  describe  another 
circular  arc;  let  E  be  the  point  of  intersection 
of  those  arcs;  this  will  be  a  third  centre;  and 
two  more  centres  will  be  similarly  situated  to  D 
and  E  with  respect  to  the  other  half-arch. 

Then  about  C  with  the  radius  C  A,  draw  the 
circular  arc  A  G  till  it  cuts  C  E  produced  in  G; 
about  E,  with  the  radius  E  G  =  P  A,  draw  the 
circular  arc  G  H  till  it  cuts  E  D  produced  in  H  ; 
about  D,  with  the  radius  D  B,  draw  the  circular 
arc  H  B.  This  completes  one  half-arch,  and  the 
other  is  drawn  in  the  same  manner. 

The  curve  thus  described  falls  a  little  beyond 
the  true  hydrostatic  arch  at  G,  and  a  little 
within  it  at  H. 

To  give  the  greatest  possible  security  to  a  hydrostatic  arch, 
especially  if  the  span  is  great  compared  with  the  rise,  the  backing 
ought  to  be  built  of  solid  rubble  masonry  up  to  the  level  of  the 
crown  of  the  extrados,  before  the  centre  is  struck. 

Many  semi-elliptic  arches  may  be  treated  as  approximate  hydro- 
static arches.  In  fact,  many  of  the  arches  called  semi-elliptic  ap- 
proximate more  nearly  to  the  figure  of  the  hydrostatic  arch  than  to 
that  of  the  true  semi-ellipse.  The  true  semi-ellipse  of  a  given  span 
and  rise  differs  from  the  hydrostatic  arch  by  being  of  somewhat 
sharper  curvature  at  the  crown  and  springing,  and  somewhat  flatter 
curvature  at  the  haunches,  and  by  enclosing  a  somewhat  less  area. 

284.  Um  mt  the  Ctoottatie  Arch. — The  derivation  of  the  figure  of 
this  arch,  by  transformation  from  that  of  the  hydrostatic  arch,  and 
most  of  its  properties,  have  been  explained  in  Article  137,  pp.  212, 
213.  The  following  problem  only  remains  to  be  solved.  Given  in 
a  geostatic  arch,  the  rise  a,  the  half-span  *,  and  the  depth  of  load  at 
the  crown  x0;  it  is  required  to  find  the  proportion  e,  which  the 
half-span  and  other  horizontal  dimensions  bear  to  the  correspond- 
ing dimensions  of  a  hydrostatic  arch  whose  vertical  dimensions  are 
the  same : — 

Make  /      ,       1  _0 

e  =s  —  nearly. (1.) 

This  method  may  be  applied  to  those  semi-elliptic  arches  which 
are  not  approximate  hydrostatic  arches. 
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285.  mmhtntr  *t  mmr  mum  Aw*.  (A.  M.,  225.)— The  first 
step  towards  determining  whether  a  proposed  arch  will  be  stable,  is 
to  assume  a  linear  arch  parallel  to  the  intrados  or  soffit  of  the  pro- 
posed arch,  and  loaded  vertically  with  the  same  weight,  distributed 
in  the  same  manner.  The  size  of  this  assumed  linear  arch  is  a 
matter  of  indifference,  provided  each  point  in  it  is  considered  as 
subjected  to  the  same  forces  which  act  at  the  corresponding  joint  in 
the  real  arch;  that  is,  the  joint  at  which  the  inclination  of  the  real 
arch  to  the  horizon  is  the  same  with  that  of  the  assumed  arch  at  the 
ghem  point 

The  assumed  linear  arch  is  next  to  be  treated  according  to  the 
method  of  Article  138,  pp.  213  to  216;  and  by  equation  4  of  that 
Article,  p.  214,  is  to  be  determined,  either  a  general  expression,  or 
a  series  of  values,  of  the  intensity  pf  of  the  conjugate  pressure, 
horizontal  or  oblique,  as  the  case  may  be,  required  to  keep  the  arch 
in  equilibrio  under  the  given  vertical  load.  If  that  pressure  is 
nowhere  negative,  a  curve  similar  to  the  assumed  arch,  drawn 
through  the  middle  of  the  arch-ring,  will  be  either  exactly  or  very 
nearly  the  line  of  pressures  of  the  proposed  arch;  pw  will  represent, 
either  exactly  or  very  nearly,  the  intensity  of  the  lateral  pressure 
which  the  real  arch,  tending  to  spread  outwards  under  its  load, 
will  exert  at  each  point  against  its  spandril  and  abutments;  and 
the  thrust  along  the  linear  arch  at  each  point  will  be  the  thrust  of 
the  real  arch  at  the  corresponding  joint. 

On  the  other  hand,  i£p9  has  some  negative  values  for  the  assumed 
linear  arch,  there  must  be  a  pair  of  points  in  that  arch  where  that 
quantity  changes  from  positive  to  negative,  and  is  equal  to  nothing. 
The  angle  of  inclination  t0  at  that  point,  called  the  angle  of  rupture, 
is  to  be  determined  by  solving  Problem  IV.  of  Article  138,  pp 
215,  216.  The  corresponding  joints  in  the  real  arch  are  called  the 
joints  of  rupture;  and  it  is  below  those  joints  that  conjugate  pres- 
sure from  without  is  required  to  sustain  the  arch,  and  that  con- 
sequently the  backing  must  be  built  with  squared  side  joints. 

In  fig.  179,  let  B  C  A  represent 
one-half  of  a  symmetrical  arch, 
KLDEan  abutment,  and  C  the 
joint  of  rupture,  found  by  the 
method  already  described.  The 
point  of  rupture,  which  is  the 
centre  of  resistance  of  the  joint  of 
rupture,  is  somewhere  within  the 
middle  third  of  the  depth  of  that 
joint;  and  from  that  point  down 
to  the  springing  joint  B,  the  line 
of  pressures  is  a  curve  similar  to 


Fig.  179. 
the  assumed  linear  arch,  and 
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parallel  to  the  intrados,  being  kept  in  equilibrio  by  the  lateral  pres- 
sure between  the  arch  and  its  spandril  and  abutment 

From  the  joint  of  rupture  G  to  the  crown  A,  the  figure  of  the 
true  line  of  pressures  is  determined  by  the  condition,  that  it  shall 
be  a  linear  arch  balanced  under  vertical  forces  only;  that  is  to  say, 
the  horizontal  component  of  the  thrust  along  it  at  each  point  is 
a  constant  quantity,  and  equal  to  the  horizontal  component  of  the 
thrust  along  the  arch  at  the  joint  of  rupture. 

That  horizontal  thrust,  denoted  by  H^,  is  found  in  solving 
Problem  IV.,  Article  138,  p.  213,  and  is  the  horizontal  thrust  of 
the  entire  arch. 

[If  the  arch  is  distorted,  conjugate  thrust  is  to  be  read  instead  of 
"  horizontal  tJtrust"  wherever  that  phrase  occurs.] 

The  only  point  in  the  line  of  pressures  above  the  joints  of 
rupture  which  it  is  important  to  determine,  is  that  which  is  at 
the  crown  of  the  arch,  A ;  and  it  is  found  in  the  following  man- 
ner:— 

Find  the  centre  of  gravity  of  the  load  between  the  joint  of 
rupture  C  and  the  crown  A;  and  draw  through  that  centre  of 
gravity  a  vertical  line. 

Then  if  it  be  possible,  from  one  point,  such  as  M,  in  that  vertical 
line,  to  draw  a  pair  of  lines,  one  parallel  to  a  tangent  to  the  soffit 
at  the  joint  of  rupture,  and  the  other  parallel  to  a  tangent  to  the 
soffit  at  the  crown,  so  that  the  former  of  those  lines  shall  exit  the 
joint  of  rupture,  and  the  latter  the  keystone,  in  a  pair  of  points 
which  are  both  within  the  middle  third  of  the  depth  of  the  arch- 
ring,  the  stability  of  the  arch  will  be  secure ;  and  if  the  first  point 
be  the  point  of  rupture,  the  second  will  be  the  centre  of  resistance 
at  the  crown  of  the  arch,  and  the  crown  of  the  true  line  of  pres- 
sures. 

When  the  pair  of  points  related  to  each  other  as  above  do  not 
fall  at  opposite  limits  of  the  middle  third  of  the  arch-ring,  their 
exact  positions  are  to  a  small  extent  uncertain;  but  that  un- 
certainty is  of  no  consequence  in  practice.  Their  most  pro- 
bable positions  are  equi-distant  from  the  middle  line  of  the 
arch-ring. 

Should  the  pair  of  points  fall  beyond  the  middle  third  of  the 
arch-ring,  the  depth  of  the  arch-stones  must  be  increased. 

286.  Circular  Arch*  not  leaa  (baa  a  Qmutaurt. — In  applying,  the 
principles  of  the  preceding  article  to  an  arch  whose  intrados  is  an 
arc  of  a  circle,  it  is  necessary  to  modify  the  equations  9  and  1 1  of 
Article  138,  Example  IV.,  p.  217,  in  order  to  take  into  account 
the  weight  of  a  given  portion  of  the  ring  of  arch-stones,  as  dis- 
tinguished from  that  of  the  material  which  rests  upon  it  The 
results  are  as  follows : — 
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In  a  circular  arch  with  a  horizontal  platform  above  it,  let 

r  denote  the  radius  of  the  iutrados; 

j  that  of  the  extrados  of  the  archring,  which  is  supposed  uni- 
formly thick  ; 

c  the  depth  of  loading  material  above  the  crown  of  the  arch; 

w  the  weight  of  a  cubic  foot  of  the  arch-stones ; 

10  the  mean  weight  of  a  cubic  foot  of  the  superstructure,  includ- 
ing voids  (=  £  to  nearly) ; 

Then  the  solution  of  the  following  equation  gives  the  angle  of 
ruptitre^; 

•-{5*--«»*(»-i)fcXS?i}" 

♦i"-fcriv4-" <l> 

which  having  been  solved,  the  following  equation  gives  the  hori- 
zontal thrust  for  each  unit  of  breadth  of  the  arch: — 

+  w(fn^J^J*. (2.) 

Equation  1  is  here  given  in  the  form  best  suited  for  practical 

use,  being  that  of  a  quadratic  equation  between  /,  r,  and  c,  with 

co-efficients  depending  on  the  angle  %&  and  on  the  comparative 

heaviness  of  the  arch  and  of  the  superstructure.     The  value  of  ^ 

to' 
can  be  calculated  from  a  given  set  of  values  of  /,  r,  c,  and  — ,  by  a 

series  of  trials  only;  but  if  a  value  of  ^  be  assumed,  then  any  one 
of  those  four  quantities  can  be  computed  exactly  by  solving  the 
quadratic  equation. 

Problem. — The  radius  of  the  intrados  r,  and  the  height  c  of  the 
horizontal  platform  above  the  crown  of  the  arch  being  given,  to  find 
the  outer  radius  r  of  tlie  archrring  corresponding  to  an  assumed  angle 
of  rupture  i9.  In  this  case  r  is  the  unknown  quantity;  and  if 
equation  1  be  denoted  for  brevity's  sake  by 

Arrt  +  ^cr-Br^O, 
w 

its  solution  is  % 

r'~\/&+m)-tii: (3) 
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In  most  of  the  examples  of  circular  arches  which  occur  in  prac- 
tice, the  angle  of  rapture  lies  between  45°  and  55°;  so  that  if  the 
squared  backing  is  carried  up  to  that  part  of  the  arch  which  is 
inclined  at  an  angle  of  45°  to  the  horizon,  its  height  will  be  suffi- 
cient, at  least. 

It  further  appears,  by  trial,  that  the  following  approximate  role 
seldom  errs  by  so  much  as  one-twentieth  part  in  giving  the  hori- 
zontal thrust  of  the  arch. 

The  horizontal  thrust  is  nearly  equal  to  the  weight  supported 
between  the  crown  and  tJuitpart  of  the  soffit  whose  inclination  is  45s; 
or  in  symbols, 

H0nearly=ti/  /  (0644  ^  +  -7071  c)  +  -3927  w  (f*-r*>...(4.) 

Thus,  in  fig.  180,  let  A  C  B  represent  one-half  of  a  circular 
arch,  O  being  the  centre  of  the  intrados  and  O  A  its  radius,  =r; 
let  O  P  =  /,  P  TJ  =  <?;  U  V  being  the 
horizontal  platform.  Draw  OCF,  mak- 
ing the  angle  A  O  C  =  45°  with  the  verti- 
cal; then  the  horizontal  thrust  of  the  arch 
will  be  nearly  equal  to  the  weight  of  the 
mass  ACFVU,  which  lies  between  the 
joint  C  F  and  the  crown.  The  point  F 
is  that  up  to  whose  level  it  is  advisable  to 
build  the  backing  solid,  or,  at  all  events, 
to  bond  and  joint  it  in  such  a  manner  that 
Fig.  180.  **  ^^  **  ^F10^  °**  transmitting  a  hori- 

zontal thrust.   Draw F  T  horizontal;  then 
PT=-7071OP. 

287.  stabilitr  «r  •■  xfeimUM  Arch-Blag. — Before  the  centre  of 
an  arch  is  struck,  the  spandril  walls  (or  spandril  filling,  as  the  case 
may  be)  should  be  built  to  such  a  height  that  the  part  of  the  arch- 
ring  near  the  crown,  which  is  left  for  the  time  unloaded,  shall 
fulfil  the  condition  of  stability  which  consists  in  having  the  line  of 
pressures  within  the  middle  third  of  its  thickness,  when  under  its 
own  weight  alone.  The  exact  investigation  of  this  question  is 
very  complex,  and  it  is  unnecessary  to  give  it  here  in  detail  An 
approximation  sufficiently  accurate  for  practical  purposes  is  as 
follows : — 

Make  the  depth  of  the  lowest  point  of  the  extrados  of  the  unloaded 
are  below  its  highest  point  a  mean  proportional  between  the  thickness 
of  the  arch  and  the  radius  of  the  intrados. 

That  is  to  say,  in  fig,  180  (last  Article)  make 


PQ  =  N/PA-AO  =  N/r'  r-r*; (1.) 
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then  the  horizontal  line  QRS  will  show  the  level  tip  to  which  the 
spandril  walls  or  spandril  filling  are  to  be  built  before  the  centre  is 
struck. 

288.  ChwhrAnh  imtkaa  m  Onten. — In  this  case  the  role 
of  the  preceding  article  is  to  be  applied  exactly  as  in  the  case  of  an 
arch  not  less  than  a  quadrant;  but  in  computing  the  horizontal 
thrust,  it  is  sufficient  to  take  the  weight  of  a  half-arch  with  its 
load,  and  multiply  by  the  co-tangent  of  the  inclination  of  the 
intrados  to  the  horizon  at  the  springing. 

289.  vie-Wails,  in  the  hollow  spandrils  of  arches,  are  transverse 
walls  at  right  angles  to  the  spandril  walls.  The  distance  from 
centre  to  centre  of  the  tie-walls  may  be  from  three  to  five  times 
the  distance  from  centre  to  centre  of  the  spandril  walla 

290.  »«rth  mt  mejwfm c. — To  determine  with  precision  the 
depth  required  for  the  keystone  of  an  arch  by  direct  deduction 
from  the  principles  of  stability  and  strength,  would  be  an  almost 
impracticable  problem  from  its  complexity.  That  depth  is  always 
many  times  greater  than  the  depth  necessary  to  resist  the  direct 
crushing  action  of  the  thrust.  The  proportion  in  which  it  is  so  in 
some  of  the  best  existing  examples  has  been  calculated,  and  found 
to  range  from  3  to  70.  The  smaller  of  these  factors  may  be  held 
to  err  on  the  side  of  boldness,  and  the  latter  on  the  side  of  caution; 
good  medium  values  are  those  ranging  from  20  to  40.  The  best 
course  in  practice  is  to  assume  a  depth  for  the  keystone  according 
to  an  empirical  rule,  founded  on  dimensions  of  good  existing 
examples  of  bridges. 

The  following  is  such  a  rule : —  • 

For  the  depth  of  the  keystone,  take  a  mean  proportional  between  the 
radius  of  curvature  of  the  intrados  at  the  crown,  and  a  constant, 
whose  values  are, 

for  a  single  arch, aia  foot; 

for  an  arch  forming  one  of  a  series, '17     „ 

That  is  to  say,  in  symbols, 

Depth  of  keyBtone  for  a  single  arch, 

in  feet  =  J  (-12  X  radius  at  crown) (1.) 

Depth  of  keystone  for  an  arch  of  a  series, 

in  feet  =  J  (-17  X  radius  at  crown) (2.) 

The  following  are  examples : — 
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Radius  at      Depth  op  Kktstahk. 
SINGLE  ARCHES.  Crown.     Calculated        Actual 

Feet  Feet  Feet. 

Bridge  over  the  Severn,  at  Glouces- 
ter (by  Telford);  elliptic  arch; 
span  150  feet;  rise  35  feet, 1607        4*39  4*5 

Bridge  at  Turin,  over  the  Dora 
Riparia  (by  Mosca);  arch  seg- 
mental; span  147*6  feet;  rise 
18  feet, 160  4-38  4-9 

Grosvenor  Bridge,  over  the  Dee, 
at  Chester  (by  Hartley  and 
Harrison) ;  segmental  arch ;  span 
200  feet;  rise  42  feet, 140  4*1  4-0 

Ordinary  bridge  over  a  double  line 
of  railway;  elliptic  arch;  span 
30  feet;  rise  7  feet  6  inches, 30         1*9  1*83  to  2 

Arches  in  Series. 

Bridge    over    the    Thames,  near 

Maidenhead  (by  I.  K.  Brunei); 

arch  (of  brick  in  cement)  nearly 

elliptic;   span    128    feet;    rise 

2425,  169  5-36  525 

London  Bridge  (by  Sir  John  Ren- 

nie);    elliptic  arch;    span  152 

feet, 162  5-25  s°° 

Bridge  of  Neuilly  (by  Perronet) ; 

basket-handle    arch;    span    39 

metres  =  128  feet  nearly;  rise 

975  metres  =  32  feet  nearly,...        159  520  5*13 

Bridge  of  St  Maxence  (by  Per- 
ronet);  segmental   arch;    span 

about  76-7  feet;  rise  about  6*4 

fee*» "9  449  479 

Waterloo    Bridge    (by    Rennie); 

elliptic  arch;  span  120  feet;  rise 

32  feet, 112-5       4'37  5'°° 

Ballochmyle  Bridge,  over  the  Ayr, 

(by  MUler);  semicircular  arch; 

span  181  feet;  rise  90*5  feet,  ...        90*5        3*92  4-5 

Dean  Bridge,  near  Edinburgh ;  seg- 
mental arch;  span  90  feet;  rise 

30  feet, 4875      2-88  3-00 
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It  is  evident  from  the  law  approximately  followed  by  the 
examples  in  the  preceding  table,  that  the  depth  required  for  the 
arch-ring  is  regulated  chiefly  by  the  necessity  for  providing  against 
deviations  of  the  line  of  pressures,  produced  by  temporary  partial 
loads;  and  because  such  loads  on  a  large  arch  are  less  as  compared 
with  the  weight  of  the  arch  itself  than  in  a  small  arch,  the  depth 
of  the  arch-stones  increases  more  slowly  than  the  general  dimensions 
of  the  arch — viz.,  proportionally  to  the  square  root  of  the  radius  at 
the  crown. 

The  probability. o{  such  a  rule  being  found  to  answer  in  practice 
might  have  been  inferred  from  equation  38  a  of  Article  180,  p. 
370,  by  assuming  that,  owing  to  the  plasticity  of  the  mortar,  the 
dead  load  of  the  arch,  there  denoted  by  W&  produces  no  bending 
action  (which  is  equivalent  to  omitting  the  term  in  B);  and  then 
determining  the  depth  h  of  the  arched  rib  so  that  the  tension  p\ 
shall  be  =  0,  the  arch  being  considered  as  sensibly  flexible  between 
the  joints  of  rupture  only.  This  last  condition  makes  the  rise  k 
of  the  sensibly  flexible  part  of  the  arch  equal  to  a  certain  fraction  of 
the  radius  at  the  crown;  say  n  r,  so  that  the  equation  referred  to 
is  reduced  to  the  following : — 

0138— ^  —  —=0. 
wQ  q  h      n  r 

Bat  tf  =  |;  and  w  +  w^  which  expresses  the  ratio  of  the 
intensity  of  the  external  load  to  the  weight  of  the  arch  itself,  may 
be  replaced  by  K  -*-  h;  h  being  the  required  depth  of  keystone, 
and  h!  the  depth  of  the  same  material  which  is  equivalent  to  the 
external  load.     The  equation  thus  becomes, 

0-828^—--   =0;  or 
ft?      nr         ' 

A*  =  -828  n  K  r; (3.) 

that  is  to  say,  for  equally  intense  external  loads,  and  equal  angles  of 
rupture,  the  square  of  the  thickness  of  the  keystone  slvould  vary  as 
the  radius  of  the  intrados;  being  very  nearly  the  rule  deduced 
empirically  from  practical  examples.  The  co-efficients  *12  and  '17 
in  equations  1  and  2  correspond  to  the  factor  '828  n  h'  in  equation 
3.  It  is  probable  that  the  necessity  for  a  larger  co-efficient  in  the 
case  of  an  arch  which  forms  one  of  a  series  arises  from  the  fact, 
that  when  one  arch  of  a  series  is  loaded  externally,  and  the 
adjoining  arches  unloaded,  the  piers  yield  slightly,  so  as  to  lower 
the  position  of  the  joints  of  rupture. 

291.  An  AfcataMBi  m  Hadtatin*  c+ane»  forms  in  truth  •  a  con- 
tinuation of  the  arch,  and  is  the  strongest  and  most  stable  kind  of 
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abutment  where  the  foundation  is  firm,  and  the  height  from  which 
the  arch  springs  is  moderate.  One  of  the  best  examples  is  the 
Grosvenor  Bridge  at  Chester.  The  real  face  of  such  an  abutment 
is  a  continuation  of  the  intrados  of  the  arch,  and  its  back  is  a  con- 
tinuation of  the  extrados  of  the  solid  spandril  backing,  which 
ought  to  be  built  in  radiating  courses  also;  but  the  custom  is,  in 
violation  of  good  taste,  to  disguise  the  real  structure  by  means  of  a 
casing  of  masonry  with  vertical  and  horizontal  joints. 

292.  Vertical  AbntmtMU  depend  for  their  stability  on  the  same 
principles  which  regulate  that  of  buttresses,  and  which  have  been 
fully  explained  in  Articles  263  and  264,  pp.  396  to  401.  The 
points  to  be  chiefly  attended  to  are,  that  if  there  is  any  horizontal 
thrust  through  the  spandril,  the  part  of  the  abutment  above  the 
springing  of  the  arch  shall  have  sufficient  weight  to  resist  by 
friction  the  tendency  to  sliding  produced  by  that  thrust;  that 
above  the  bed-joint  next  below  the  springing  of  the  arch,  the 
weight  of  material,  including  that  of  the  half-arch  itself  with  its 
load,  shall  produce  friction  enough  to  resist  the  whole  thrust  \s£ 
the  arch,  whether  exerted  through  the  spandrils  or  at  the  spring- 
ing; and  that  the  centre  of  resistance  at  the  base  of  the  abutment 
shall  not  deviate  from  the  centre  of  the  base  by  more  than  the 
proper  fraction,  1  :  q>  of  the  thickness  of  that  base.  (See  Article 
263,  p.  396,  and  Article  179,  pp.  294,  295.) 

It  is  highly  advantageous,  in  point  both  of  stability  and  economy, 
to  build  abutments  with  hollows  in  them,  or  with  narrow  arch- 
ways passing  through  them,  perpendicular  to  the  main  archways 
which  the  abutments  support.  These  archways  should  have  in- 
verted arches  at  the  bottom,  to  distribute  the  load  over  as  large  a 
base  as  possible.  The  hollows  or  archways  may  occupy  about  one- 
third  of  the  whole  volume  of  the  abutment. 

When  an  arch,  as  in  fig.  179,  p.  421,  has  a  joint  of  rupture  such 
as  C,  the  part  of  the  arch  below  that  joint,  together  with  its 
spandril  backing  and  the  load  directly  resting  on  it,  may  be 
considered  as  forming  part  of  the  abutment. 

In  some  of  the  best  examples  of  bridges,  the  thickness  of  the 
abutments  ranges  from  one-third  to  one-fifth  of  the  radius  of 
curvature  of  the  arch  at  its  crown. 

293.  Pier*  or  Arche* — Each  pier  of  a  series  of  arches  ought  to 
have  sufficient  stability  to  resist  the  thrust  which  acts  upon  it 
when  one  only  of  the  arches  which  spring  from  it  is  loaded  with 
a  travelling  load.  That  thrust  may  be  roughly  computed  by 
multiplying  the  travelling  load  per  lineal  foot  by  the  radius  of 
curvature  of  the  intrados  at  its  crown  in  feet. 

Each  pier  should  always  give  sufficient  space  on  its  top  for  the 
two  arches  to  spring  from. 
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I  Either  of  these  roles  gives  in  general  a  less  thickness  than  those 
f  adopted  for  piers  in  practice,  which  range  from  one-tenth  to  one- 
fourth  of  the  span  of  the  arches;  the  latter  thickness,  and  those 
approaching  to  it,  being  suitable  for  " abutment-piers"  The  most 
common  thickness,  for  ordinary  piers,  is  from  one-sixth  to  one- 
seventh  of  the  span  of  the  arches. 

Piers,  like  abutments,  are  advantageously  lightened,  especially 
when  very  lofty,  as  in  viaducts,  by  being  built  hollow,  or  by  hav- 
ing archways  traversing  them,  with  inverted  arches  at  the  base. 

294.  mubUe*  Ave!)**  Ataiaeiii,  wmd  pi«n. — Arches  and  their 
abutments  and  piers  may  be  made  at  once  light  and  stiff,  by 
building  them  in  parallel  deep  ribs,  with  thinner  portions  of 
masonry  between  them;  but  this  of  course  involves  additional 
workmanship. 

295.  skew  Arches  are  of  figures  derived  from  those  of  symmetri- 
cal arches  by  distortion  in  a 
horizontal  plane.  The  eleva- 
tion of  the  face  of  a  skew  arch, 
and  every  vertical  section  par- 
allel to  its  face,  being  similar 
to  the  corresponding  elevation 
and  vertical  section  of  a  sym- 
metrical arch,  the  forces  which 
act  in  a  vertical  layer  or  rib 
of  a  skew  arch  with  its  abut- 
ments, are  the  same  with  those 
which  act  in  an  equally  thick 
vertical  layer  of  a  symmetrical 
arch  with  its  abutments,  of  the 
same  dimensions  and  figure,  and 
similarly  and  equally  loaded. 

Kg.  181  represents  a  plan  of  a  skew  arch,  with  counterforted 
abutments.  The  curvgle  of  skew,  or  obliquity,  is  the  angle  which  the 
wis  of  the  archway,  -A-  A,  makes  with  a  perpendicular  to  the  face 
of  the  arch  BCAB.  The  span  of  the  archway,  "on  the  square" 
as  it  is  called  (that  is,  the  perpendicular  distance  between  the  abut- 
ments), is  less  than  the  span  on  the  skew,  or  parallel  to  the  face  of 
^ft  arch  in  the  ratio  of  the  cosine  of  the  obliquity  to  unity.  It 
is  the  span  on  the  skew  which  is  equal  to  that  of  the  corresponding 

symmetrical  arch. 

The  best  position  for  the  bed-joints  of  the  arch-stones  is  perpen- 
dicular to  the  thrust  along  the  arch.  If,  therefore,  there  be  drawn 
<fttiie  soffit  of  a  skew  arch,  a  series  of  parallel  curves,  made  by  the 
intenections  of  the  soffit  with  vertical  planes  parallel  to  the  face 
<rf  the  arch  the  best  forms  for  the  bed-joints  will  be  a  series  of 
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curves  drawn  on  the  soffit  of  the  arch  so  as  to  cut  the  whole  of  the 
former  series  of  curves  at  right  angles,  such  as  0  C  in  figs.  181  ami 
182.  Joints  of  the  best  form  being  difficult  to  execute,  spiral 
joints  are  used  in  practice  as  an  approximation. 

Preparatory  to  the  execution  of  a  skew  arch,  a  large  drawing  of 
the  soffit  must  be  prepared,  showing  the  exact  figure  and  position 
of  every  arch-stone.  That  drawing  represents  the  curved  surface 
of  the  soffit  as  if  it  were  spread  out  flat,  and  is  called  the  "develop- 
ment" of  that  curved  surface.  In  general  it  is  sufficient  to  draw 
one-half  of  the  soffit,  the  other  half  being  similar.  The  following 
are  the  processes  by  which  that  drawing  is  prepared : — 

I.  To  draw  (he  development  of  the  soffit,  and  of  its  vertical  tectums 
an  the  skew.  Fig.  183,  No.  2,  represents  a  plan  of  one  half  of  the 
arch,  H  A  K  being  the  crown  of  the  soffit,  and  I  B  L  the  face  of 


No.  4. 
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one  of  the  abutments.  The  line  A  C  B  represents  the  position  of 
a  vertical  section  on  the  skew,  and  A  £  D,  perpendicular  to  HE, 
that  of  a  vertical  section  on  the  square:  zBAD  being  the  angle 
of  obliquity. 

Assume  any  convenient  number  of  points  in  H  I,  through  which 
draw  a  set  of  lines  (such  as  E  C  E  G)  II  H  K,  and  also  a  set  of 
lines  J-  H  I.  Draw  O  B  ||  H  I,  cutting  these  lines;  and  on  0  8 
as  half-span,  construct  the  vertical  section  of  the  arch  on  the  shew, 
represented  by  No  1,  in  which  A  C  B  is  the  line  on  the  soffit  cor- 
responding to  A  C  B  in  No.  2. 

Construct  the  vertical  section  on  the  square,  No.  3,  by  drawing 
O  D  ||  A  D  to  represent  the  half-span  on  the  square,  and  trans- 
ferring the  ordinates  of  No.  1  to  the  corresponding  points  in  Ko. 
3;  for  example,  F  C  to  G  E. 

Then  construct  the  development  No.  4  in  the  following  manner: 
— Produce  the  centre  line  of  the  soffit,  HAKAOHAf 
From  any  convenient  point  A,  No.  4,  draw  A  E  D  -L  H  K,  in 
which  take  distances  A  E,  A  D,  Ac,  equal  in  length  to  the  arcs 
A  E,  A  D,  (fee.,  which  are  cut  off  on  the  curve  A  E  D,  No.  3,  by 
its  several  ordinates.  Then  will  the  straight  line  A  E  D,  No.  4, 
be  the  development  of  the  section  on  the  square,  AED,  No&  2  and 
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3.  Through  the  points  of  division  of  A  E  D,  No.  4,  draw  lines 
parallel  to  H  K,  such  as  E  C,  I  D  B  L,  dec,  on  which  lay  off 
ordinates,  such  as  E  C,  D  B,  <fec,  equal  respectively  to  the  corre- 
sponding ordinates,  E  C,  D  B,  (fee.,  in  the  plan,  No.  2,  and  through 
the  ends  of  those  ordinates  draw  a  curve  ACB,  No.  4;  this  will 
be  the  development  of  the  vertical  section  on  the  skew,  A  C  B, 
Noa.  1  and  2. 

Draw  also  the  curves  H  I,  K  L  parallel,  similar,  and  equal  to 
A  C  B,  and  at  distances  from  it  on  either  side,  H  A  =  A  K,  of 
half  the  length  of  the  archway.  Then  I  H  K  L  will  be  the 
development  of  half  the  soffit  Draw  I  M  and  L  N  perpendicular 
to  I  L ;  then  M  I  L  N  will  be  the  development  of  part  of  the  face 
of  an  abutment.  Draw  also  any  convenient  number  of  intermedi- 
ate curves,  such  as  those  shown  by  dots,  parallel,  similar,  and 
equal  to  A  C  B,  to  represent  the  development  of  several  parallel 
skew  vertical  sections  of  the  soffit,  and  to  indicate,  at  the  same 
time,  the  direction  of  the  thrust  at  each  point  which  they  traverse. 
These  may  be  called  "  curves  of  pressure." 

IL  To  draw  on  the  development  of  the  soffit,  the  bed-joints  and 
side-joints  of  true  courses.  The  bed-joints  are  drawn  by  sketching 
with  the  free  hand  a  series  of  curves,  cutting  all  the  curves  of 
pressure  at  right  angles,  and  called  the  orthogonal 
trajectories  of  the  curves  of  pressure.  The  side-joints, 
being  perpendicular  to  the  bed-joints,  are  parts  of 
curves  of  pressure  themselvea  (See  fig.  184.)  The 
courses  become  thinner  towards  the  acute  angle 
of  the  abutment,  and  thicker  towards  the  obtuse 
angle,  so  that  it  may  be  sometimes  advisable  to 
introduce  intermediate  bed-joints  near  the  obtuse  & 

angle,  as  shown  near  L  in  fig.  184.  In  the  illustrations,  the 
arch  springs  vertically  from  the  abutments,  so  that  none  of  the 
bed-joints  intersect  the  line  of  springing,  I  L,  to  which  they  are 
all  asymptotes.  Had  the  arch  been  segmental,  some  of  the  bed- 
joints  would  have  intersected  that  line  obliquely,  making  necessary 
the  use  of  skew-backs  of  the  kind  shown  in  the  next  figure,  but 
not  so  oblique. 

ILL  To  draw,  on  the  development  of  ike  soffit,  the  bed-joints  and 
side-joints  of  spiral  courses.  (See  fig.  185.)  On  the  development 
of  the  soffit,  draw  a  series  of  parallel  equidistant  straight  lines, 
perpendicular  to  the  direction  of  the  thrust  at  the  crown  of  the 
arch;  these  will  represent  the  bed-joints,  and  the  side-joints  will 
be  perpendicular  to  them.  Between  I  and  L  are  shown  the  skew- 
hades,  or  stones  which  connect  the  slanting  courses  of  the  arch  with 
the  horizontal  courses  of  the  abutment. 
Spiral  courses  are  perpendicular  to  the  thrust  at  the  crown  of 
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the  arch  only,  and  become  more  and  more  oblique  to  it  the  nearer 
they  are  to  the  springing. 

296.  Rifche*  Skew  Arch. — A  substitute  for  an  ordinary  skew 
arch  is  sometimes  composed  of  a  series  of  ribs  placed  side  by  side, 


Fig.  185. 


Fig.  IbU. 


as  in  fig.  186.  This  mode  of  construction  contracts  the  span  on  the 
square  as  compared  with  that  of  an  ordinary  skew  arch  having 
the  same  span  on  the  skew,  by  the  following  quantity : — 

Let  a  denote  the  projection  of  each  rib  of  the  abutment  beyond 
the  preceding  rib ; 

b,  the  breadth  of  a  rib;  then 

contraction  of  span  on  the  square  =    —        == _(1.) 

J  a*  —  6* 

If  the  span  on  the  square  has  already  been  fixed,  the  span  on  the 
skew  for  a  ribbed  arch  is  to  be  made  greater  than  that  for  a 
common  skew  arch,  simply  by  the  projection  a  of  a  rib  of  the 
abutment. 

297.  Strength  of  Steae  mm*  Brick  Arches. — A  well-designed  stone 
or  brick  arch  of  sufficient  stability  has  usually  a  great  surplus  of 
strength.  In  the  case,  however,  of  a  proposed  arch  of  unusual 
dimensions  or  figure,  especially  if  the  material  is  comparatively 
weak,  it  is  advisable,  after  the  figure  and  dimensions  have  been 
planned  with  a  view  to  stability,  to  test  whether  the  strength 
is  likely  to  be  sufficient  This  may  be  done  with  a  sufficiently 
close  approximation,  by  the  aid  of  equations  30,  36,  and  37  of 
Article  180,  p.  370,  bv  making  the  following  substitutions: — 

Case  I.  In  a  transformed  Catenary  Arch,  or  a  circular  segment  of 
less  than  a  quadrant;  make 

h'  =  depth  of  arch-stones  at  springing  X  cos  *  inclination  of  arch 
at  that  point; 

tf  =  gj  w  =  2>  *  =  sp*11;  A;  =  rise; 
and  consequently,  B  =  ^-^  (l  +  $jP)) 0) 
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r1=4(l+B)(l_Tz); W 

also,  considering  a  rib  of  a  foot  in  breadth,  make  Aj  =  h';  for  w0 
put  the  dead  load  in  lbs.  per  square  foot  of  platform  at  the  crown  of 
ike  arch,  and  for  w  the  rolling  load  in  lbs.  per  square  foot  of  plat- 
form. 

CusbIL  In  hydrostatic,  elliptic,  and  semicircular  arches,  and 
circular  segments  greater  than  a  quadrant,  make  I  =  the  span,  and 
&  =  the  rise,  of  the  part  of  the  arch  lying  between  the  two  joints 
which  make  angles  of  45°  with  the  horizon.  In  hydrostatic  and 
elliptic  arches,  make  h'  =  thickness  of  arch-ring;  in  circular  arches, 
make  h'  =  thickness  at  the  joints  first  mentioned  X  707.  Then 
proceed  in  other  respects  as  in  Case  I. 

In  all  cases  omit  the  term  ^  .    n  *  +~  , ,  and  substitute  for 

it  H  -h  h'y  H  being  the  horizontal  thrust  as  found  by  the  methods 
of  Articles  132  to  138,  pp.  202  to  218,  Article  286,  pp.  423,  424, 
and  Article  288,  p.  425,  for  a  rib  one  foot  in  breadth. 

Equation  37,  giving  the  greatest  intensity  of  thrust,  pv  in  lbs.  on 
the  square  foot,  thus  becomes 

A-S+A{i%V-(*<-»*+rO}-w 

When  hf  -f-  h,  and  consequently  £,  are  small  fractions,  so  that 
2 
fj  =  R  nearly,  the  following  formula  may  be  used : — 

Pi  =  ^  +  2%{Bw'  +  0'miD} <3jL> 

When,  on  the  other  hand,  (1  +  B)  -f.  f  1  — -.-A  is  equal  to  or 
greater  than  ~,  so  that  rx  =  1,  the  following  formula  is  to  be  used : — 

ft=?+2^{m+°-288-} <3*> 

In  transformed  catenarian  and  circular  segmental  arches,  an  ap- 
proximation to  uniformity  of  strength  may  be  obtained  by  making 
the  depth  of  each  voussoir  proportional  to  the  secant  of  the  in- 
clination of  its  bed  to  the  vertical 

297  A.  Vata|fMB4  Awhwyi  Twn to— Calyarto. — If  the  depth 
of  a  buried  archway,  such  as  a  tunnel  or  culvert,  beneath  the  surface 
of  the  ground,  is  great  compared  with  the  height  of  the  archway, 
tie  proper  form  for  the  line  of  pressures,  which  must  lie  within  the 
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middle  third  of  the  thickness  of  the  arch,  is  the  elliptic  linear  arch 
of  Article  134,  p.  202,  in  which  the  ratio  of  the  horizontal  to  the 
vertical  semi-axis  is  the  square  root  of  the  ratio  of  the  horizontal 
to  the  vertical  pressure  of  the  earth;  that  is  to  say, 


horizontal  semi-axis 


-« V*-V(™)'W 


vertical  semi-axis 

0  being  the  angle  of  repose. 

If  the  earth  is  firm,  and  little  liable  to  be  disturbed,  the  propor- 
tion of  the  half-span,  or  horizontal  semi-axis,  to  the  rise,  or  vertical 
semi-axis,  may  be  made  greater  than  is  given  by  the  preceding 
equation,  and  the  earth  will  still  resist  the  additional  horizontal 
thrust;  but  that  proportion  should  never  be  made  less  than  the 
value  given  by  the  equation,  or  the  sides  of  the  archway  will  be  in 
danger  of  being  forced  inwards. 

In  a  drainage  tunnel  or  culvert  the  entire  ellipse  may  be  used  as 
the  figure  of  the  arch;  but  in  a  railway  tunnel,  where  it  is  neces- 
sary to  have  a  flat  floor,  the  sides  and  roof  of  the  tunnel  comprise 
in  height  the  upper  two-thirds,  or  three-fourths,  of  the  ellipse, 
which  is  closed  below  by  a  circular  -segmental  inverted  arch  of 
slight  curvature,  its  depression  being  one-eighth  of  its  span,  or 
thereabouts.  By  this  mode  of  construction  the  vertical  pressure 
of  the  sides  of  the  tunnel  is  concentrated  upon  foundation  courses 
directly  below  them,  from  which  they  spring.  The  ratio  which 
the  entire  width  of  the  tunnel,  measured  outside  the  masonry  or 
brickwork,  bears  to  the  joint  width  of  that  pair  of  foundations, 
must  not  exceed  the  limit  of  the  ratio  of  the  weight  of  a  building 
to  the  weight  of  earth  displaced  by  it,  as  given  by  Article  237, 
equation  1,  p.  379.  The  inverted  arch  serves  to  prevent  the 
foundations  of  the  sides  of  the  tunnel  from  being  forced  inwards  by 
the  horizontal  pressure  of  the  earth 

The  exact  form  for  the  line  of  pressures  in  the  sides  and  roof  of 
a  tunnel  is  the  geostatic  arch  of  Article  137,  pp.  212,  213.  This 
principle  requires  attention  when  the  roof  of  the  tunnel  is  near  the 
surface.  Let  x0  be  the  depth  of  the  crown  of  the  tunnel,  and  xt 
that  of  its  greatest  horizontal  diameter,  beneath  the  surface.  From 
those  ordinates  as  data,  design  a  hydrostatic  areh,  by  the  aid  of  the 
formulae  (12)  of  Article  136,  p.  211;  contract  the  horizontal 
ordinates  of  that  arch  in  the  ratio  c :  1  (see  equation  1,  above);  and 
the  result  will  be  the  figure  of  the  geostatic  arch  required. 

The  greatest  intensity  of  pressure  in  a  buried  archway  occurs 
usually  in  its  sides,  at  the  ends  of  the  shorter  diameter  of  the  oval 
intrados;  and  that  intensity  is  given  approximately  by  the  follow- 
ing equation.  Let  a^  be  the  depth  of  the  shorter  diameter  below 
the  surface  of  the  ground,  V  the  half-span  of  the  archway,  a  its 
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rise,  t  the  thickness  of  its  side,  to  the  weight  of  a  cubic  foot  of  the 
earth ;  then  the  greatest  pressure,  in  Zft*.  on  the  square  foot,  is 

g^«k(r+<)-o-8a'y}. (2) 

and  this  should  not  exceed  the  resistance  of  the  material  to  crush- 
ing, divided  by  a  proper  factor  of  safety. 

It  appears  that  in  the  brickwork  of  various  existing  tunnels,  the 
factor  of  safety  is  as  low  sajbur.  This  is  sufficient,  because  of  the 
steadiness  of  the  load;  but  in  buried  archways  exposed  to  shocks, 
like  those  of  culverts  under  high  embankments,  the  factor  of  safety 
should  be  greater;  say  from  eight  to  ten. 

How  small  soever  the  load  may  be,  there  is  a  certain  minimum 
thickness  for  an  underground  archway,  for  determining  which 
the  following  empirical  rule,  exactly  similar  to  that  for  find- 
ing the  depth  of  the  keystone  of  an  arch,  has  been  deduced  from 
practical  examples.  The  rise  and  half-span  being  denoted  as 
before  by  d  and  ft',  compute  approximately  the  longest  radius  of 
curvature  of  the  intrados  by  the  formula 

r=f; (30 

least  thickness  t  in  feet-  J  012  r. (4.) 

This  is  applicable  where  the  ground  is  of  the  firmest  and  safest 
kind.  In  soft  and  slippery  materials,  the  thickness  ranges  from  once 
and  (hhalf  to  double  that  given  by  equation  4 ;  that  is  to  say, 


then 


from  J  0-27  r  to  J  0-48  r. (4  a.) 

The  thickness  of  an  underground  arch  at  the  crown  may  be  made 
leas  than  at  the  sides  in  the  ratio  ft' :  a';  but  the  more  common 
practice  is  to  make  it  uniform. 

As  to  the  precautions  to  be  observed  in  embanking  over  and 
Dear  archways,  see  Article  201,  p.  341. 

298   Tatfe  m€  C*-#rdhutft»  u4  Stapes  m€  Catenarlaa  Cam*. — 
(See  Article  131,  pp.  200,  201,  and  Article  282,  p.  418.) 
Let  m  denote  the  modulus,  or  parameter; 

yp  the  ordinate  from  the  directrix  to  the  crown; 

Xy  any  abscissa,  measured  horizontally  from  the  crown ; 

y,  the  corresponding  ordinate  from  the  directrix ; 

-J3,  the  tangent  of  the  slope  of  the  curve  at  the  end  of  that 
a  x 

ordinate, 
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To  interpolate 
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V 

=±z  v  corresponding 

to  an  inte 

mediate  abscissa  x 

=±z  u,  when 

—  corresponds  to  —  in  the  tabl 

make 

9 

y+v_y  /         «»     ,     tt«  \        mdy  (u  ,     t*»  \  , 
yo     -y0  V      2^2     2^«4^       yo^*Vm^6i»V-W 

*  This  computation  is  to  be  performed  by  addition  to  the  number 
next  below  in  the  table,  or  by  subtraction  from  the  number  next 
above,  according  as  the  intermediate  abscissa  lies  nearer  to  the  one 
next  below  it  or  to  that  next  above  it. 

When  very  great  precision  is  not  required,  the  terms  in  u8  and 
«*  may  be  neglected;  but  those  in  u  and  u2  should  always  be  com- 
puted. The  greatest  possible  error  within  the  limits  of  the  table, 
by  using  equation  1  as  it  stands,  is  about  *00005;  by  neglecting  w3 
and  u*,  that  limit  of  error  is  increased,  for  the  greatest  intermediate 
ordinate  in  the  table,  to  about  *0015. 

298  A.  lii«t  mt  Aatk«ritlM  •■  Huhut, — (Stones,  Limes,  and 
Cements) — Berthier,  Tratie*  des  Essais  par  la  Vote  stcke;  Vicat, 
Traitt  des  Mortiers;  Pasley  on  Cements  and  Mortars.  (Masonry  in 
general) — Bandelet,  Traitt  de  VArt  de  BdUr;  Gauthey,  TraUede 
la  Construction  des  Fonts;  Tredgold  on  Masonry  (JSncye.  BriL) 
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CHAPTER  IV. 

OF  CABFRHTRY. 

Section  L — Of  Timber. 

299.  iiwcf—  mt  timWvw — Timber  is  the  material  of  trees  be- 
longing almost  exclusively  to  that  class  of  the  vegetable  kingdom 
in  which  the  stem  grows  by  the  formation  of  successive  layers  of 
wood  all  over  its  external  surface,  and  is  therefore  said  by  botanists 
to  be  exogenous. 

The  exceptions  are,  trees  of  the  palm  family,  and  tree-like 
grasses,  such  as  the  bamboo,  which  belong  to  the  endogenous  class; 
so  called  because,  although  the  stem  grows  partly  by  the  formation 
of  layers  of  new  wood  on  its  outer  surface,  the  fibres  of  that  new 
wood  do  nevertheless  cross  and  penetrate  amongst  those  previously 
formed  in  such  a  manner  as  to  be  mixed  with  them  in  one  part  of 
their  course,  and  internal  to  them  at  another. 

The  stems  of  endogenous  trees,  though  light  and  tough,  are  too 
flexible  and  slender  to  furnish  materials  suitable  for  important 
works  of  carpentry.  They  will  therefore  not  be  further  mentioned 
in  this  section  except  to  refer  to  the  tables  at  the  end  of  the 
volume  for  the  tenacity  and  heaviness  of  bamboo. 

The  stem  of  an  exogenous  tree  is  covered  with  bark,  which  grows 
by  the  formation  of  successive  layers  on  its  inner  surface,  at  the 
same  time  that  the  wood  grows  by  the  formation  of  successive 
layers  on  its  outer  surface.  This  double  operation  takes  place  in 
the  narrow  space  between  the  previously-formed  wood  and  bark, 
during  the  circulation  of  the  sap.  The  sap  ascends  from  the  roots 
to  the  leaves  through  vessels  contained  in  the  outer  layers  of  the 
wood;  at  the  surface  of  the  leaves  it  acquires  carbon  from  the 
atmosphere,  and  becomes  denser,  thicker,  and  more  complex  in  its 
composition;  it  then  descends  from  the  leaves  to  the  roots  through 
vessels  contained  chiefly  in  the  innermost  layers  of  the  bark.  It  is 
believed  that  the  formation  of  new  wood  and  bark  takes  place 
either  wholly  or  principally  from  the  descending  sap. 

The  circulation  of  the  sap  is  either  wholly  or  partially  suspended 
during  a  portion  of  each  year  (in  tropical  climates  during  the  dry 
mm,  and  in  temperate  and  polar  climates  during  the  winter); 
mi  hence  the  wood  and  bark  are  usually  formed  in  distinct  layers, 
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at  the  rate  of  one  layer  in  each  year;  but  this  rule  is  not  universal 
Each  such  layer  consists  of  parts  differing  in  density  and  colour  to 
an  extent  which  varies  in  different  kinds  of  trees. 

The  tissues  of  which  both  wood  and  bark  consist  axe  distin- 
guished into  two  kinds — cellular  tissue,  consisting  of  clusters  of 
minute  cells;  and  vascular  tissue,  or  woody  fibre,  consisting  of 
bundles  of  slender  tubes;  the  latter  being  distinguished  from  the 
former  by  its  fibrous  appearance.  The  difference,  however,  between 
those  two  kinds  of  tissue,  although  very  distinct  both  to  the  eye 
and  to  the  touch,  is  really  one  of  degree  rather  than  of  kind;  for 
the  fibres  or  tubes  of  vascular  tissue  are  simply  very  much  elongated 
cells,  tapering  to  points  at  the  ends,  and  "  breaking  joint"  with 
each  other. 

The  tenacity  of  wood  when  strained  "  along  the  grain"  depends 
on  the  tenacity  of  the  walls  of  those  tubes  or  fibres;  the  tenacity  of 
wood  when  strained  "  across  the  grain"  depends  on  the  adhesion  of 
the  sides  of  the  tubes  and  cells  to  each  other.  Examples  of  the 
difference  of  strength  in  those  different  directions  will  be  given 
afterwards. 

When  a  woody  stem  is  cut  across,  the  cellular  and  vascular  tissue 
are  seen  to  be  arranged  in  the  following  manner: — 

In  the  centre  of  the  stem  is  the  pith,  composed  of  cellular  tissue, 
enolosed  in  the  medullary  sheath,  which  consists  of  vascular  tissue 
of  a  particular  kind.  From  the  pith  there  extend,  radiating 
outwards  to  the  bark,  thin  partitions  of  cellular  tissue,  called 
medullary  rays;  between  these,  additional  medullary  rays  extend 
inwards  from  the  bark  to  a  greater  or  less  distance,  but  without 
penetrating  to  the  pith. 

When  the  medullary  rays  are  large  and  distinct,  as  in  oak,  they 
are  called  "  silver  grain." 

Between  the  medullary  rays  lie  bundles  of  vascular  tissue,  form- 
ing the  woody  fibre,  arranged  in  nearly  concentric  rings  or  layers 
round  the  pith.  These  rings  are  traversed  radially  by  the 
medullary  rays.  The  boundary  between  two  successive  rings 
is  marked  more  or  less  distinctly  by  a  greater  degree  of  porosity, 
and  by  a  difference  of  hardness  and  colour. 

The  annual  rings  are  usually  thicker  at  that  side  of  the  tree 
which  has  had  most  air  and  sunshine,  so  that  the  pith  is  not 
exactly  in  the  centra 

The  wood  of  the  entire  stem  may  be  distinguished  into  two 
parts — the  outer  and  younger  portion,  called  "sap-wood,"  being 
softer,  weaker,  and  less  compact,  and  sometimes  lighter  in  colour, 
than  the  inner  and  older  portion,  called  "  heart^wood."  The 
heart-wood  is  alone  to  be  employed  in  those  works  of  carpentry 
in  which  strength  and  durability  are  required.     The  boundary 
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between  the  sap-wood  and  the  heart- wood  is  in  general  distinctly 
marked,  as  if  the  change  from  the  former  to  the  hitter  occurred  in 
the  course  of  a  single  year.  The  following  examples  of  the  pro- 
portion of  sap-wood  to  the  entire  volume  are  given  on  the  authority 
of  Tredgold.     (Principles  0/  Carpentry,  Section  X.) 


Tna 

Chestnut, 58 

Oak, 

ScotchFir, f 

The  following  data  are  given  on  the  authority  of  Mr.  Robert 
Murray,  C.E.     (Encyc  Brit.,  Article  "  Timber.") 

Tlte-  8ap-wood. 

English  Oak  (Quercus pedunculate),..... 12  to  15 

Durmast  Oak  (Quercus  sessUiflora), ....'. 20  to  30 

Chestnut  (Castanca  Vesca), 5  or    6 

J*2m  (Ulmus  campestris), about  10 

Larch  (Larix  Europcsa), „     15 

Scotch  Fir  (Pinvs  aylvekris), „     30 

Memel  Fir  (Firms  sylvestris), „     44 

Canadian  Yellow  Pine  (Pimcs  variabilis), „     42 

The  structure  of  a  branch  is  similar  to  that  of  the  trunk  from 
which  it  springs,  except  as  regards  the  difference  in  the  number  of 
annual  rings,  corresponding  to  the  difference  of  age.  A  branch 
becomes  partially  imbedded  in  those  layers  of  the  trunk  which  are 
formed  after  the  time  of  its  first  sprouting;  it  causes  a  perforation 
in  those  layers,  accompanied  by  distortion  of  their  fibres,  and  con- 
stitutes what  is  called  a  knot  (On  various  matters  mentioned  in 
this  Article,  see  Balfour's  Manual  of  Botany,  Part  I.,  chaps, 
i  and  ii) 

300.  TtsiWr  Tif  €!■»«*— Wht*w— d— Hardw-d. — For  purposes 
of  carpentry  trees  may  be  classed  according  to  the'  mechanical 
structure  of  the  wood.  It  has  already  been  stated  that  the 
botanical  classes  of  Endogens  and  Exogens  correspond  to  essential 
differences  of  mechanical  structure. 

In  further  dividing  the  class  of  Exogenous  trees,  or  timber-trees 
proper,  according  to  the  structure  of  the  wood,  a  division  into  two 
classes  at  once  suggests  itself,  which  exactly  corresponds  with  a 
botanical  division,  viz. : — 
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gto  iriii,  comprising  all  timber-treeB  belonging  to  the  coniferous 
order;  and 

HirfwMi,  comprising  all  other  timber-trees. 

Beyond  this  primary  division,  the  place  of  a  tree  in  the  botani- 
cal system  has  little  or  no  connection  with  the  structure  of  its 
timber. 

A  classification  of  timber  according  to  its  mechanical  structure 
was  proposed  by  Tredgold,  founded,  in  the  first  place,  on  the 
greater  or  less  distinctness  of  the  medullary  rayB;  and  secondly, 
on  the  greater  or  less  distinctness  of  the  annual  rings.  According 
to  that  classification,  fir-wood,  or  coniferous  timber,  is  placed  in  the 
same  class  with  hardwood  that  has  the  medullary  rays  indistinct; 
and  this  is  certainly  a  fault  in  the  system.  If,  however,  fir-wood 
be  placed  in  a  class  apart,  Tredgold's  system  may  very  well  be 
applied  to  divide  and  subdivide  the  class  of  hardwood;  but  it  is 
to  be  observed,  that  the  characters  on  which  that  system  is 
founded,  being  mere  differences  in  degree,  and  not  in  kind,  are  not 
of  that  definite  sort  which  a  thoroughly  satisfactory  system  of 
classification  requires;. and  if  they  are  adopted,  it  is  because  no 
better  set  of  distinguishing  characters  has  yet  been  proposed. 

The  following  is  a  condensed  view  of  the  classification  of  exo- 
genous timber,  as  above  described : — 

CLASS  L  Fib- wood.  (Natural  order  Com/era). — Examples; 
— Pine,  Fir,  Larch,  Cowrie,  Yew,  Cedar,  Juni- 
per, Cypress,  <fea 

CLASS  IL    Hardwood.  (Non-coniferous  trees.) 

Division  L  With  distinct  large  medullary  rays.  (The 
trees  in  this  division  form  paVt  of  the 
natural  order  Amentacece.) 

Subdivision   L  Annual  rings   distinct. — Example: — 

Oak. 
Subdivision  II.  Annual  rings  indistinct — Examples  : 

— Beech,  Alder,  Plane,  Sycamore,  && 

Division  II.  No  distinct  large  medullary  rays. 

Subdivision    I.   Annual    rings    distinct — Examples: 

— Chestnut,  Ash,  Elm,  Ac. 
Subdivision  IL  Annual  rings  indistinct — Examples : 
— Mahogany,  Walnut,  Teak,  Poplar 
Box,  <fcc. 

The  chief  practical  bearings  of  this  classification  are  as  follows : — 

Fir-wood,  or  coniferous  timber,  in  most  cases,  contains  turpentine. 

It  is  distinguished  by  straightness  in  the  fibre  and  regularity  in 
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the  figure  of  the  trees;  qualities  favourable  to  its  use  in  carpentry, 
especially  where  long  pieces  are  required  to  bear  either  a  direct  pull, 
or  a  transverse  load,  or  for  purposes  of  planking.  At  the  same 
time,  the  lateral  adhesion  of  the  fibres  is  small;  so  that  it  is  much 
more  easily  shorn  and  split  along  the  grain,  or  torn  asunder  across 
the  grain,  than  hardwood;  and  is  therefore  less  fitted  to  resist 
thrust  or  shearing  stress,  or  any  kind  of  stress  that  does  not  act 
along  the  fibres,  Even  the  toughest  kinds  of  fir-wood  are  easily 
wrought.  A  peculiar  characteristic  of  fir-wood  (but  one  which 
requires  the  microscope  to  make  it  visible)  is  that  of  having  the 
vascular  tissue  "punctated;"  that  is  to  say,  there  are  small  lenticu- 
lar hollows  in  the  sides  of  the  tubular  fibres.  This  structure  is 
probably  connected  with  the  smallness  of  the  lateral  adhesion  of 
those  fibres  to  each  other. 

In  Hardwood,  or  non-coniferous  timber,  there  is  no  turpentine. 
The  degree  of  distinctness  with  which  the  structure  is  seen, 
whether  as  regards  medullary  rays  or  annual  rings,  depends  on  the 

degree  of  difference  of  texture  of  different  parts  of  the  wood. 

Such  difference  tends  to  produce  unequal  shrinking  in  drying;  and 

consequently  those  kinds  of  timber  in  which  the  medullary  rays, 

and  the  annual  rings,  are  distinctly  marked,  are  more  liable  to 

warp  than  those  in  which  the  texture  is  more  uniform.     At  the 

same  time,  the  former  kinds  of  timber  are,  on  the  whole,  the  more 

flexible,  and  in  many  cases  are  very  tough  and  strong,  which 

qualities  make  them  suitable  for  structures  that  have  to  bear 

shocks. 
301.  itpuwm  •*«••*  IMbm — There  are  certain  appearances 

which  are  characteristic  of  strong  and  durable  timber,  to  what  class 

soever  it  belongs. 

In  the  same  species  of  timber,  that  specimen  will  in  general  be 

the  strongest  and  the  most  durable  which  has  grown  the  slowest, 

as  shown  by  the  narrowness  of  the  annual  rings. 
The  cellular  tissue  as  seen  in  the  medullary  rays  (when  visible) 

should  be  hard  and  compact 
The  vascular  or  fibrous  tissue  should  adhere  firmly  together,  and 

should  show  no  wooliness  at  a  freshly-cut  surface,  nor  should  it 

clog  the  teeth  of  the  saw  with  loose  fibres. 
If  the  wood  is  coloured,  darkness  of  colour  is  in  general  a  sign 

of  strength  and  durability. 
The  freshly-cut  surface  of  the  wood  should  be  firm  and  shining, 

and  should  have  somewhat  of  a  translucent  appearance.     A  dull, 

chalky  appearance  is  a  sign  of  bad  timber. 
In  wood  of  a  given  species,  the  heavier  specimens  are  in  general 

the  stronger  and  the  more  lasting. 
Amongst  resinous  woods,  those  which  have  least  resin  in  their 


442  MATERIALS  AITD  STRUCTURES. 

pores,  and  amongst  non-resinous  woods,  those  which  have  least  sap 
or  gum  in  them,  are  in  general  the  strongest  and  most  lasting. 

It  is  stated  by  some  authors  that  in  fir-wood,  that  which  has 
most  sap-wood,  and  in  hardwood,  that  which  has  least,  is  the  most 
durable;  but  the  universality  of  this  law  is  doubtfuL 

Timber  should  be  free  from  such  blemishes  as  clefts,  or  cracks 
radiating  from  the  centre,  "  cup-shakes,"  or  cracks  which  partially 
separate  one  annual  layer  from  another;  "upsets,"  where  the  fibres 
have  been  crippled  by  compression;  "rind-galls,'*  or  wounds  in  a 
layer  of  the  wood,  which  have  been  covered  and  concealed  by  the 
growth  of  subsequent  layers  over  them;  and  hollows  or  spongy 
places,  in  the  centre  or  elsewhere,  indicating  the  commencement  of 
decay. 

302.  fcwiphi  #f  Fif  wdL— Plaa,  Ftr,  Liwh,  Ctmh,  CoJmv  See. 
— The  following  are  examples  of  timber  of  this  class : — 

L  Pine  timber  of  the  best  sort  is  the  produce  of  the  Bed  Pine, 
or  Scotch  Fir  (Pinus  sylvestris),  grown  in  Norway,  Sweden,  Russia, 
and  Poland.  The  best  is  exported  from  Riga,  the  next  from  Memel 
and  from  Dantsdc.  The  same  species  of  tree  grows  also  in  Britain,  but 
is  inferior  in  strength  The  annual  rings,  when  this  timber  is  of  the 
best  kiud,  consist  of  a  hard  part,  of  a  clear  dark-red  colour,  and  a 
less  hard  part,  of  a  lighter  colour,  but  still  clear  and  compact. 
The  thickness  of  the  rings  should  not  exceed  one-tenth  of  an  inch. 
The  most  common  size  of  the  logs  to  be  met  with  in  the  market  is 
about  13  inches  square.  This  is  the  best  of  all  timber  for  straight 
beams,  straight  ties,  and  straight  pieces  in  framework  generally, 
and  for  the  spars  of  ships. 

Pine  timber  for  the  same  purposes  is  also  obtained  from  various 
other  species,  chiefly  North  American,  of  which  the  best  are  the 
Yellow  Pine  (Pinus  variabilis),  and  White  Pine  (Pinus  Strobus). 
It  is  softer  and  less  durable  than  the  Red  Pine  of  the  North  of 
Europe,  but  lighter,  and  can  be  had  in  larger  logs. 

IL  White  Fir,  or  Deal  timber  of  the  best  kind,  is  the  produce 
of  the  Spruce  Fir  (Abies  excelsa),  grown  in  Norway,  Sweden,  and 
Russia.  The  best  is  that  known  as  Christiania  DeaL  Much  of 
this  timber  is  sawn  up  for  sale  into  pieces  of  various  thicknesses 
suited  for  planking,  which, 

when  7  inches  broad  are  called  " battens" 
when  9  „  „  "deals" 

when  11  „  „  "planks." 

They  are  to  be  had  of  various  lengths ;  but  the  most  usual  length  is 
about  12  feet 

This  is  an  excellent  kind  of  timber  for  planking,  light  framing, 
and  joiners'  work,  and  for  the  lighter  spars  of  ships. 
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Amongst  other  kinds  of  spruce  fir,  applied  to  the  same  pur- 
poses, are  the  North  American  White  Spruce  (Abies  alba),  and 
Black  Spruce  (Abies  nigra), 

III.  The  Larch  (Larix  Europcea),  grown  in  various  parts  of 
Europe,  furnishes  timber  of  great  strength,  and  remarkable  for 
durability  when  exposed  to  the  weather ;  but  harder  to  work  and 
more  subject  to  warp  than  red  pine.  The  best  sort  has  the  harder 
part  of  the  rings  of  a  dark-red,  and  the  softer  part  of  a  honey-yel- 
low; and  its  rings  are  somewhat  thicker  than  those  of  red  pine. 

Two  North  American  species,  the  Black  Larch,  or  Hackmatack 
(Larix  pendula),  and  the  Bed  Larch  (Larix  mierocarpa),  produce 
timber  similar  to  that  of  the  European  Larch. 

IV.  The  Cowris  or  Kawbie  (Dammara  Austr<dis)>  a  coniferous 
tree,  grown  in  New  Zealand,  produces  timber  similar  in  its  pro- 
perties to  the  best  kinds  of  pine,  except  that  it  is  said  to  be  more 
liable  to  warp,  and  more  variable  in  quality.  It  is  of  a  brownish- 
yellow  colour,  and  more  uniform  in  its  texture  than  red  pine  and 
larch. 

Y.  The  term  Ckdab  is  applied,  not  only  to  the  timber  of  the  true 
Cedar  (Cedrus  Litxmi),  but  also  to  that  of  various  large  species  of 
Juniper  (such  as  Jwviperus  Virgtniana)  and  of  Cypress.  All  these 
kinds  of  wood  are  remarkable  for  durability,  in  which  they  excel 
all  other  timber;  but  they  are  deficient  in  strength. 

303.  Knu»pte««fHar4w««d— Oak,  Beech,  Alto,  Plaao,  Sreamre. 
— The  kinds  of  timber  which  head  this  article  belong  to  the  first 
division  of  Tredgold's  system,  being  that  in  which  there  are  dis- 
tinct large  medullary  rays.  Of  the  examples  cited,  the  Oak  alone 
belongs  to  the  first  subdivision,  in  which  the  divisions  between  the 
annual  rings  are  distinctly  marked  by  circles  of  pores.  The  other 
examples  belong  to  the  second  subdivision,  in  which  the  rings  are 
less  distinctly  marked. 

L  Oak  timber,  the  strongest,  toughest,  and  most  lasting  of  those 
grown  in  temperate  climates,  is  the  produce  of  various  species  or 
varieties  of  the  botanical  genus  Quercus.  In  Europe  there  are  two 
kinds  of  oak  trees;  and  it  is  doubtful  whether  they  are  distinct 
species  or  varieties  of  one  species.     They  are— 

The  old  English  Oak,  or  Stalk-fruited  Oak  (Quercus  Robur,  or 
Quercus  pedunculata),  in  which  the  acorns  grow  on  stalks,  and  the 
leaves  close  to  the  twig,  and 

The  Bay  Oak,  or  duster-fruited  Oak  (Quercus  sessUifiora),  in  which 
the  acorns  grow  in  close  clusters,  and  the  leaves  have  short  stalks. 

Both  those  kinds  of  oak  come  to  their  greatest  perfection  in 
Britain. 

The  wood  of  the  stalk-fruited  oak  is  lighter  in  colour,  and  has 
more  numerous  and  distinct  medullary  rays  than  that  of  the 
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cluster-fruited  oak,  in  which  they  are  sometimes  bo  few  and  indis- 
tinct as  to  have  caused  it  in  some  old  buildings  to  be  mistaken  for 
chestnut.  The  stalk-fruited  oak  is  the  stiffer  and  the  str&ighter- 
grained  of  the  two,  the  easier  to  work,  and  the  less  liable  to  warp; 
it  is  therefore  preferable  where  stiffness  and  accuracy  of  form  are 
desired;  the  cluster-fruited  oak  is  the  more  flexible,  which  gives 
it  an  advantage  where  shocks  have  to  be  borne. 

The  best  oak  timber  when  new  is  of  a  pale  brownish-yellow,  with 
a  perceptible  shade  of  green  in  its  composition,  a  firm  and  glossy 
surface,  very  small  and  regular  annual  rings,  and  hard  and  com- 
pact medullary  rays.  Thick  rings,  many  large  pores,  a  doll 
surface,  and  a  reddish,  or  "foxy"  hue,  are  signs  of  weak  and 
perishable  wood. 

It  is  considered  that  oak  timber  comes  to  maturity  at  the  age  of 
100  years,  at  which  period  e&ch  tree  produces  on  an  average  about 
75  cubic  feet  of  timber;  and  that  it  should  not  be  felled  before  the 
sixtieth  year  of  its  age,  nor  later  than  the  200th. 

The  species  of  oak  in  North  America  are  very  numerous.  The 
best  of  them  are,  the  Bed  Oak  {Querent  rubra)y  and  White  Oak 
(Querents  alba),  which  are  little  inferior  to  the  best  European 
kinds,  and  the  Live  Oak  (Quercus  wrens)  which  is  said  to  be 
superior  in  strength,  toughness,  and  durability,  to  all  other  species, 
but  is  so  rare  as  to  be  reserved  exclusively  for  ship-building. 

The  wood  of  the  oak  contains  gallic  acid,  which  probably  con- 
tributes to  the  durability  of  the  timber,  but  tends  to  corrode  iron 
fastenings. 

The  following  are  examples  of  trees  belonging  to  the  second 
subdivision : — 

II.  Beech  (Fague  sylvatica),  common  in  Europe; 

IIL  Alder  (Alnus  gluUnosa),  also  common  in  Europe; 

IV.  American  Plane  (Platanus  occidentalism  common  in  North 
America. 

V.  Sycamore  (Acer  Pseudo-platanus),  also  called  Great  Maple, 
and  in  Scotland  and  the  North  of  England,  Plane;  common  in 
western  Europe. 

All  these  afford  compact  timber  of  uniform  texture.  They  are 
not  used  for  great  works  of  carpentry;  but  are  valuable  where  blocks 
of  wood  are  required  to  resist  a  crushing  force.  They  last  well 
when  constantly  wet,  and  are  therefore  suited  for  piles  that  are  to 
be  always  under  water;  but  when  alternately  wet  and  dry  they 
decay  rapidly. 

304.  Hm4wm4  crattaved^-Clmtaat,  A*h,  Bin. — The  examples 
of  timber  in  this  article  belong  to  the  first  subdivision  of  the 
second  division,  according  to  Tredgold's  system,  having  no  large 
distinct  medullary  rays,  and  having  the  divisions  between  the 
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animal  rings  distinctly  marked  by  a  mare  porous  structure.  They 
are  in  general  strong,  but  flexible. 

L  The  Chestnut  (Costarica  vesca)  yields  timber  resembling  that 
of  the  cluster-fruited  oak,  except  that  it  is  without  large  medullary 
rays,  and  has  less  sap-wood.  Its  properties  resemble  those  of  oak 
timber,  except  that  the  chestnut  timber  is  less  durable,  especially 
vhen  obtained  from  old  trees. 

II  The  Ash  (Fraxinua  excelsior)  furnishes  timber  whose  tough- 
Bess  and  flexibility  render  it  superior  to  that  of  all  other  European 
trees  for  making  handles  of  tools,  shafts  of  carriages,  and  the  like; 
bat  which  is  not  sufficiently  stiff  and  durable  to  be  used  in  great 
works  of  carpentry.  The  colour  of  the  wood  is  like  that  of  oak, 
but  darker,  and  with  more  of  a  greenish  hue;  the  annual  rings  are 
broader  than  those  of  oak,  and  the  difference  between  their  com- 
pact and  porous  parts  more  marked. 

ILL  The  common  Elm  (Ulmus  campestrxs)  and  Smooth-leaved 
Elm  (Ulmus  glabra)  yield  timber  which  is  valued  for  its  durability 
when  constantly  wet,  and  is  specially  suited  for  piles  and  for  plank- 
ing in  foundations  under  water.  Its  strength  across  the  grain, 
and  its  resistance  to  crushing,  are  comparatively  great;  and  these 
properties  render  it  useful  for  some  parts  of  mechanism,  such  as 
naves  of  cart  wheels,  shells  of  ships'  blocks,  and  the  like.  It  is 
not  suited  for  great  works  of  carpentry.  There  are  other  European 
species  of  elm,  such  as  the  Wych  Elm  (Ulmu8  montana),  but  their 
umber  is  inferior  to  that  of  the  two  species  named. 

A  North  American  species,  the  Bock  Elm,  is  said  to  be  not  only 
durable  under  water,  but  straight-grained  and  tough,  so  as  to  be 
well  suited  for  long  beams  and  ties. 

305.  HhIwm4  CMtttaurodL— Haaagaar,  Teak,  qgeeaacarl,  Kara. 
—These  kinds  of  timber  are  examples  of  the  second  subdivision 
of  Tredgold's  second  division,  having  no  large  distinct  medullary 
rays,  and  no  distinct  difference  of  compactness  in  the  rings. 
This  uniformity  of  structure  is  accompanied  by  comparative  freedom 
from  warping. 

I  Mahogany  (Swietenia  mahoganx)  is  produced  in  Central 
America  and  the  West  Indian  Islands,  that  of  the  former  region 
being  commonly  known  as  "  Bay  Mahogany;*'  that  of  the  latter  as 
"  Spanish  Mahogany."  When  of  good  quality,  it  is  very  strong  in 
all  directions,  very  durable,  and  preserves  its  shape  under  varying 
circumstances  as  to  heat  and  moisture  better  than  any  other  kind 
of  timber  which  can  be  procured  in  equal  abundance.  Mahogany 
varies  much  in  quality;  bay  mahogany  being  in  general  superior 
to  Spanish  mahogany  in  strength,  stiffness,  and  durability,  and  in 
the  size  of  the  logs.  Spanish  mahogany  is  the  more  highly  valued 
for  ornamental  purposes, 
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Spanish  mahogany  is  distinguished  by  having  a  white  chalky 
substance  in  its  pores,  those  of  bay  mahogany  being  empty. 

IL  Teak  (Tectona  grandis),  from  its  great  strength,  stiflhess, 
toughness,  and  durability,  is  the  most  valuable  of  all  woods  for 
carpentry,  especially  for  ship-building.  It  is  produced  in  the 
mountainous  districts  of  south-eastern  Asia  and  the  East  India 
Islands.     The  best  comes  from  Malabar,  Ceylon,  and  Java. 

Good  teak  resembles  oak  in  colour  and  lustre,  is  very  uniform 
and  compact  in  texture,  and  has  very  narrow  and  regular  annual 
rings.  It  contains  a  resinous,  oily  matter  in  its  pores,  in  order  to 
extract  which,  the  tree  is  sometimes  tapped ;  but  this  injures  the 
strength  and  durability  of  the  timber,  and  ought  to  be  avoided 
Insects  do  not  attack  teak,  and  iron  is  not  corroded  by  contact 
with  it,  unless  it  has  been  grown  in  a  marshy  soil 

II L  Greekheart  (Nectandbra  Bodicei),  a  tree  of  British  Guiana, 
yields  a  very  strong  and  durable  timber,  considered  of  the  first 
quality  for  ship-building  and  all  kinds  of  carpentry,  and  also  for 
piled  foundations  and  other  structures  under  water. 

IV.  Mora  (Mora  excdsa),  also  a  tree  of  British  Guiana,  yields 
a  first-class  timber  for  ship-building. 

306.  HniwMd  cmtlaaed.—  Iraa-bark,  Btee-gMB,  JTamaw — 
These  are  three  of  the  numerous  species  of  the  genus  Eucalyptus, 
])eculiar  to  Australia  They  yield  timber  of  great  size,  strength, 
and  durability;  and  that  of  the  iron-bark,  in  particular,  is  held  to 
be  of  the  first-class  for  ship-building.  The  wood  of  iron-bark 
is  white  or  yellowish;  that  of  blue-gum,  straw-coloured;  that  of 
jarrah  resembles  mahogany,  and  is  sometimes  called  "  Aus- 
tralian Mahogany."  The  Eucalypti,  in  common  with  some  other 
Australian  trees,  are  distinguished  from  the  trees  of  other  quarters 
of  the  globe  by  being  more  easily  split  in  concentric  layers,  than  in 
planes  radiating  from  the  pith;  and  the  most  frequent  blemish  in 
their  timber  is  the  occurrence  of  cylindrical  clefts  of  that  kind, 
filled  with  gum. 

307.  Iaflaeace  m€  Ml  an*  Climate  «a  Tree* — Most  timber  trees 
are  capable  of  flourishing  in  a  great  variety  of  soils.  The  best  soil 
for  all  of  them  is  one  which,  without  being  too  dry  and  porous, 
allows  water  to  escape  freely,  such  as  gravel  mixed  with  sandy 
loam. 

The  most  injurious  soil  to  trees  is  that  of  swampy  ground  con- 
taining stagnant  water:  it  never  fails  to  make  the  timber  weak 
and  perishable. 

As  to  the  influence  of  climate,  two  general  laws  seem  to  prevail : 
that  the  strongest  timber  is  yielded,  amongst  different  species  of 
trees,  by  those  produced  in  tropical  climates;  and  amongst  trees  of 
the  same  species,  by  those  grown  in  cold  climates.     The  first  law  is 
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exemplified  in  such  woods  as  teak,  iron-wood,  ebony,  and  lignum- 
vhss,  smpasBing  in  strength  all  those  of  temperate  climates:  the 
second,  in  the  red  pine  of  Norway,  as  compared  with  that  of  Scot- 
land, in  the  oak  of  Britain  as  compared  with  that  of  Italy,  and 
even  in  the  oak  of  Scotland  and  the  North  of  England,  as  compared 
with  that  of  the  South  of  England. 

308.  A«e  warn*  Be»—  Unt  iMUaff  Timber. — There  is  a  certain  age 
of  maturity  at  which  each  tree  attains  its  greatest  strength  and 
durability.     If  cut  down  before  that  age,  the  tree,  besides  being 
smaller,  contains  a  greater  proportion  of  sap-wood,  and  even  the 
heart-wood  is  less  strong  and  lasting;  if  allowed  to  grow  much 
beyond  that  age,  the  centre  of  the  tree  begins  either  to  become 
brittle,  or  to  soften,  and  a  decay  commences  by  slow  degrees, 
which  finally  renders  the  heart  hollow.     The  age  of  maturity  is 
therefore  the  best  age  for  felling  the  tree  to  produce  timber.     The 
following  data  respecting  it  are  given  on  the  authority  of  Trad- 
ed:- 

Age  of  Maturity. 
•  Yean. 

Oak, /    6oto*oo 

^  ( average  ioo 

Ash,  Elm,  Iiirch, 50  to  100 

Fir, 70  to  100 

The  best  season  for  felling  timber  is  that  during  which  the 
sap  is  not  circulating — that  is  to  say,  the  winter,  or  in  tropical 
climates,  the  dry  season;  for  the  sap  tends  to  decompose,  and  so 
to  cause  decay  of  the  timber.  The  best  authorities  recommend, 
also,  as  a  means  of  hardening  the  sap-wood,  that  the  bark  of 
trees  which  are  to  be  felled  should  be  stripped  off  in  the  preceding 
spring. 

Immediately  after  timber  has  been  felled,  it  should  be  squared, 
by  sawing  off  four  "  slabs"  from  the  log,  in  order  to  give  the  air 
access  to  the  wood  and  hasten  its  drying.  If  the  log  is  large 
enough,  it  may  be  sawn  into  quarters. 

309.  iwnriMj,  Nataral  ud  ArtiAciai. — Seasoning  timber  con- 
sists in  expelling,  as  far  as  possible,  the  moisture  which  is  con- 
tained in  its  pores. 

Natural  Seasoning  is  performed  simply  by  exposing  the  timber 
freely  to  the  air  in  a  dry  place,  sheltered,  if  possible,  from  sunshine 
and  high  winds.  The  seasoning  yard  should  be  paved  and  well 
drained,  and  the  timber  supported  on  cast  iron  bearers,  and  piled 
so  m  to  admit  of  the  free  circulation  of  air  over  all  the  surfaces  of 
the  pieces. 
Natural  seasoning  to  fit  timber  for  carpenters'  work  usually 
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occupies  about  two  years;  for  joiners'  work,  about  four  years;  but 
much  longer  periods  are  sometimes  employed. 

To  steep  timber  in  water  for  a  fortnight  after  felling  it  extracts 
part  of  the  sap,  and  makes  the  drying  process  more  rapid. 

The  best  method  of  Artificial  Seasoning  consists  in  exposing  the 
timber  in  a  chamber  or  oven  to  a  current  of  hot  air.  In  Mr. 
Davison's  process,  the  current  of  air  is  impelled  by  a  fan  at  the 
rate  of  about  100  feet  per  second;  and  the  fan,  air-passages,  and 
chamber  are  so  proportioned,  that  one-third  of  the  volume  of  air  in 
the  chamber  is  blown  through  it  per  minute.  The  best  temper- 
ature for  the  hot  air  varies  with  the  kind  and  dimensions  of  the 
timber;  thus,  for 

Oak,  of  any  dimensions,  the  temperature 

should  not  exceed 1050  Fahr. 

Hardwoods  in  general,  in  logs  or  large 

pieces, oo°to  ioo° 

Fir-woods,  in  thick  pieces, 120° 

„         in  thin  boards, /...  i8o°to  2000 

Bay  mahogany,  in  boards  one  inch  thick,.. •  2800  to  3000 

The  time  required  for  drying  is  stated  to  be  as  follows : — 

Thickness  in  inches, 1,  2,  3,  4,  6,    8; 

Time  in  weeks, 1,  2,  3,  4,  7,  10, 

the  current  of  hot  air  being  kept  up  for  twelve  hours  per  day 
only. 

The  drying  of  timber  by  hot  air  from  a  furnace  has  also  been 
practised  successfully  by  Mr.  James  Robert  Napier,  in  a  brick 
chamber,  through  which  a  current  is  produced  by  the  draught  of  a 
chimney.  The  equable  distribution  of  the  hot  air  amongBt  the 
pieces  of  timber  is  insured  by  introducing  the  hot  air  close  to  the 
roof  of  the  chamber,  and  drawing  it  off  through  holes  in  the  floor 
into  an  underground  flue.  The  hot  air  on  entering,  being  more 
rare  than  that  already  in  the  chamber,  which  is  partially  cooled, 
spreads  into  a  thin  stratum  close  under  the  roof,  and  gradu- 
ally descends  amongst  the  pieces  of  wood  to  the  floor.  The 
air  is  introduced  at  the  temperature  of  240°  Fahr.  The  ex- 
penditure of  fuel  is  at  the  rate  of  1  lb.  of  coke  for  every  3  lbs.  of 
moisture  evaporated. 

Many  experiments  have  been  made  on  the  loss  of  weight  and 
shrinkage  of  dimensions  undergone  by  timber  in  seasoning;  of 
which  the  details  may  be  found  in  the  works  of  Fincham  on  Ship- 
building,  Tredgold  on  Carpentry,  Mr.  Murray  on  Ship-building, 
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dec.      The  results  of  these  experiments  vary  so  much  that  it  is 
almost  impossible  to  condense  them  into  any  general  statement. 

The  following  shows  the    limits  within  which  they  generally 
lie: — 

_.   .                                   Loss  of  Weight  Transverse  Sbrink- 

lnnDer-                                   per  Cent.  tag  per  Cent. 

Red  Pine, from  12  to  25  2$  to  3 

American  Yellow  Pine, „     18  to  27  2    to  3 

Larch, r „       6  to  25  2    to  3 

Oak  (British), „     16  to  30  about  8 

Elm        „       „     about  40  about  4 

Mahogany, „     16  to  25 


310.  DmMUir  ■■*  Decay  «r  Ttaaker. — All  kinds  of  timber  are 
most  lasting  when  kept  constantly  dry,  and  at  the  same  time  freely 
ventilated. 

Timber  kept  constantly  wet  is  softened  and  weakened;  but  it 
does  not  necessarily  decay.  Various  kinds  of  timber,  some  of 
which  have  been  already  mentioned,  such  a*  elm  and  beech,  possess 
great  durability  in  this  condition. 

The  situation  which  is  least  favourable  to  the  duration  of  timber 
is  that  of  alternate  wetness  and  dryness,  or  of  a  slight  degree  of 
moisture,  especially  if  accompanied  by  heat  and  confined  air.  For 
pieces  of  carpentry,  therefore,  which  are  to  be  exposed  to  these 
causes  of  decay,  the  most  durable  kinds  of  timber  only  are  to  be 
employed,  and  proper  precautions  are  to  be  taken  for  their  preser- 
vation. 

Slaked  lime  hastens  the  decay  of  timber,  which  should  therefore, 
in  buildings,  be  protected  against  contact  with  the  mortar. 

Timber  exposed  to  confined  air  alone,  without  the  presence  of 
any  considerable  quantity  of  moisture,  decays  by  " dry  rot"  which 
is  accompanied  by  the  growth  of  a  fungus,  and  finally  converts 
the  wood  into  a  fine  powder. 

The  following  table  shows  the  comparative  durability  of  some 
kinds  of  timber  for  ship-building,  as  estimated  by  the  committee  of 
Lloyd's. 

12  years.  Teak,  British  Oak,  Mora,  Greenheart,  Iron-bark,  Saul. 
10      „      Bay  Mahogany,  Cedar  (Juniperus  Virginiana.) 
9      „      European     Continental    Oak,    Chestnut,    Blue-gum, 

Stringy-bark  (Eucalyptus  gigantea.) 
8      „      North  American  White  Oak,  North  American  Chest- 
nut. 
7      „      Larch,  Hackmatack,  Pitch  Pine,  English  Ash. 
6      „      Cowrie,  American  Rock  Elm. 

2a 
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5  years.  Red  Pine,  Grey  Elm,  Black  Birch,  Spruce  Fir,  Eng- 
lish Beech. 
4      „      Hemlock  Pine  (North  American.) 

311.  PmcrratteB  «f  Timber. — Amongst  the  most  efficient  means 
of  preserving  timber,  are  good  seasoning  and  the  free  circulation 
of  air. 

Protection  against  moisture  is  afforded  by  oil-paint,  provided  that 
the  timber  is  perfectly  dry  when  first  painted,  and  that  the  paint 
is  renewed  from  time  to  time.  A  coating  of  pitch  or  tar  may  he 
used  for  the  same  purpose. 

Protection  against  the  dry  rot  may  be  obtained  by  saturating 
the  timber  with  solutions  of  particular  metallic  salts.  For  this 
purpose  Chapman  employed  copperas  (sulphate  of  troa);  Mr. 
Kyan,  corrosive  sublimate  (bichloride  of  mercury);  Sir  William 
Burnett,  chloride  of  zinc  All  these  salts  preserve  the  timber 
so  long  as  they  remain  in  its  pores;  but  it  would  seem  that 
they  are  gradually  removed  by  the  long-continued  action  of 
water. 

Dr.  Boucherie  employs  a  solution  of  sulphate  of  copper  in  about 
one  hundred  times  its  weight  of  water.  The  solution,  being 
contained  in  a  tank  about  30  or  40  feet  above  the  level  of  the  log, 
descends  through  a  flexible  tube  to  a  cap  fixed  on  one  end  of  the 
log,  whence  it  is  forced  by  the  pressure  of  the  column  of  fluid 
above  it  through  the  tubes  of  the  vascular  tissue,  driving  out  the 
sap  before  it  at  the  other  end  of  the  log,  until  the  tubes  are 
cleared  of  sap  and  filled  with  the  solution  instead. 

Timber  is  protected  not  only  against  wet  rot  and  dry  rot,  but 
against  white  ants  and  sea-worms,  by  Mr.  BethelFs  process  of 
saturation  with  the  liquid  called  commercially  "  creosote,"  which  is 
a  kind  of  pitch  oiL  This  is  effected  by  first  exhausting  the  air 
and  moisture  from  the  pores  of  the  timber  in  an  air-tight  vessel,  in 
which  a  partial  vacuum  is  kept  up  for  a  few  hours,  and  then 
forcing  the  creosote  into  these  pores  by  a  pressure  of  about  150  lbs. 
on  the  square  inch,  which  is  kept  up  for  some  days.  The  timber 
absorbs  from  a  ninth  to  a  twelfth  of  its  weight  of  the  oil 

312.  strength  «f  Timber. — Amongst  different  specimens  of  timber 
of  the  same  species,  those  which  are  most  dense  in  the  dry  state 
are  in  general  also  the  strongest 

Tables  of  the  average  results  of  the  most  trustworthy  experi- 
ments on  the  strength  of  different  kinds  of  timber  strained  in 
various  ways  are  given  at  the  end  of  the  volume;  and  a  supple- 
mentary table  containing  some  additional  results,  at  the  end  of 
this  section,  p.  452.  As  to  the  strength  of  timber  posts,  see  Article 
158,  p.  238. 
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The  following  are  some  general  remarks  as  to  the  different  ways 
in  which  the  strength  of  timber  is  exerted : — 

L  The  Tenacity  along  the  grain,  depending,  as  it  does,  on  the 
tenacity  of  the  fibres  of  the  vascular  tissue,  is  on  the  whole  greatest 
in  those  kinds  and  pieces  of  wood  in  which  those  fibres  are 
straightest  and  most  distinctly  marked  It  is  not  materially 
affected  by  temporary  wetness  of  the  timber,  but  is  diminished 
by  long-continued  saturation  with  water,  and  by  steaming  and 
boding. 

The  tenacity  across  the  grain,  depending  chiefly  on  the  lateral 
adhesion  of  the  fibres,  is  always  considerably  less  than  the  tenacity 
along  the  grain,  and  is  diminished  by  wetness  and  increased  by 
dryness.  Very  few  exact  experiments  have  been  made  upon  it 
Its  smallness  in  fir-wood  as  compared  with  hardwood  forms  a 
marked  distinction  between  those  two  classes  of  timber,  the 
proportion  which  it  bears  to  the  tenacity  along  the  grain  having 
been  found  to  be,  by  some  experiments, 

In  fir-wood,  from  l-20th  to  1-lOtL 

In  hardwood,  from  l-6th  to  l-4th,  and  upwards. 

II  The  Resistance  to  Shearing,  by  sliding  of  the  fibres  on 
each  other,  is  the  same,  or  nearly  the  same,  with  the  tenacity 
across  the  grain.  As  to  shearing  across  the  grain,  see  Article  322, 
p.  460. 

III.  The  Resistance  to  Crushing  along  the  grain,  depending, 
as  H  does,  on  the  resistance  of  the  fibres  to  being  crippled  or 
"  upset,"  and  split  asunder,  is  greatest  when  their  lateral  adhesion 
is  greatest,  and  has  been  found  by  Mr.  Hodgkinson  to  be  nearly 
twice  as  great  for  dry  timber  as  for  the  same  timber  in  the  green 
state.  In  most  kinds  of  timber,  when  dry,  it  ranges  from  one-half 
to  two-thirds  of  the  tenacity  (p.  236). 

Experiments  have  been  made  on  the  crushing  of  timber  across 
the  grain,  which  takes  place  by  a  sort  of  shearing;  but  they  have 
not  led  to  any  precise  result,  except  that  the  timber  is  both  more 
compressible  and  weaker  against  a  transverse  than  against  a 
longitudinal  pressure;  and  consequently,  that  intense  transverse 
compression  of  pieces  of  timber  ought  to  be  avoided. 

Iv  The  Modulus  of  Rupture  of  timber,  which  expresses  its 
resistance  to  crews-breaking,  is  usually  somewhat  less  than  its 
tenacity  but  seldom  much  less.     (See  Article  162,  p.  262.) 

Y.  The  f  actob  of  Safety,  in  various  actual  structures  of  car- 
pentry ranges  from  4  to  14,  and  is  on  an  average  about  10. 
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Supplementary  Table  of  Properties  of  Timber  grown  in  Ceylon; 
selected  and  computed  from  a  table  of  the  properties  of 

NINETY-SIX  KINDS  OF  TIMBER  BT  MODLIAR  ADRIAN  MeNDIS. 

Modulus  of    Modulus  of   w.  ..  . 
TaaVL  Ttoridtyin  Rupture  in    £££■ 

lbs.  on  the     Ibs.ontl»        ^nl 
Square  Inch.  Square  Inch. 

Aludel  (Artocarpus  pubeacetu),...  1,850,000  12,800  51 

Burute  (Chloroxylon  Svrietenia),  3,700,000  18,800  55 

Caha  Milile  (  Viiex  aUissima  1 ), . . .  2,000,000  1 3,900  56 
Caluvere.     See  "  Ebony." 

Cos  (Artocarpus  imtegnfoUa), 1,810,000  11,000  42 


1,360,000     13,000  71 

i,53<V>o°     13,300  57 


Ebony  or  Caluvere  (Diospyros 

ISbemts), 

Gal  or  Hal  Mendora  (  Vat&ria 

*P—  ') 

Ilal  Milile  (Berrya  AmmomUa),     970,000     15,200  48 

Ironwood.     See  "  Naw." 
Jack.     See  "  Cos." 

Mee  (Bassia  longifoliaY 1,880,000     13,000  61 

Meean  Milile  (  Vitex  altissima), . . .  2,040,000     1 4,200  56 

Naw  (M eaua  Nagaha), 2,580,000     17,900  72 

Palmira,     See  «  Tal/' 

Paloo  (if vmusop*  hexandra), 2,430,000     18,900  68 

Satinwood.     See  «  Burute." 

Sooriya  (Thespesia  populea), 2,610,000  12,700  42 

Tal  (BorassiwJlabeUzformis), 2,810,000  14,700  65 

Teak  (Tectona  grandis), 2,800,000  1 4,600  55 

Additional  Data  from  the  Experiments  of  Captain  Fowkjz, 
RE.  and  Modliar  Mendis. 

Teak  from  Cochin-China, 1 ,990,000 

Teak  from  Moulmein, 1,900,000 

IroiL-b&rk(Eucalypt>ua— f)from  )         6 
Australia, J       *  *' 

Iron-bark,  rough-leaved, 1,157,000 

Jarrah.  See  "  Australian  Ma- 
hogany," in  Tables  at  end  of 
volume. 

Stringy-bark   (Eucalyptus  gi-\  0t 

^JfromAuBtadia,..:..}   Mofcooo    13,000         54 


12,100 

44 

11,520 

42 

24,400 

64 

22,500 

U 
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312  A*  CiMpintiw  Tab»  •<•  Timker.— The  following  table  shows 
approximately  the  comparative  values  of  different  kinds  of  timber 
in  Britain,  that  of  the  best  Russian  Red  Pine  being  taken  as  the 
unit* 

Yellow  Pine, 0*78  to  0*89 

Red  Pine, 0*92  to  i*oo 

Beech, i-oo 

Elm, i-oo 

A*h, : 1-33 

Oak — from  old  ships, 0*83 

„    Canadian, i*oo 

„    British — according  to  size, 1*33  to  a*oo 

Teak — African, 1*50 

„        Indian, 3*17 

Bay  Mahogany, 2*50 

and  upwards. 

Spanish  Mahogany, «.         4-67 

and  upwards. 

Section  IL — Of  Joints  and  Fastenings  in  Carpentry. 

313.  ClawtflcatUn  ud  Geawnd  Prlaeiplea. — The  joints,  or  sur- 
faces at  which  the  pieces  of  timber  in  a  frame  of  carpentry  touch 
each  other,  and  the  fastenings  which  connect  those  pieces  together, 
axe  of  various  kinds,  according  to  the  relative  positions  of  the 
pieces,  and  the  forces  which  they  exert  on  each  other.  Joints 
have  been  classed  by  Robison  and  Tredgold;  and  those  authors  are 
very  nearly  followed  in  the  following  classification,  which  will  be 
the  better  understood  by  referring  to  the  previous  portion  of  this 
work  which  relates  to  framework  in  general,  viz. : — Part  IL, 
Chapter  L,  Section  IV.,  Articles  111  to  122,  pp.  173  to  185  :— 

L  Joints  for  lengthening  ties. 

IL  Joints  for  lengthening  struts. 
IIL  Joints  for  lengthening  beams. 
IV.  Joints  for  supporting  beams  on  beams. 

Y.  Joints  for  supporting  beams  on  posts. 
VL  Joints  for  connecting  struts  with  ties. 

Fastenings  may  be  classed  as  follows : — 

L  Pins,  including  treenails,  nails,   spikes,   screws,  and  bolts; 
being  fastenings  which  are  exposed  principally  to  shearing  and 
[stress. 


*  Tbeas  comparative  rallies  are  given  according  to  Laxton's  Birildtr't  Price  Book 
far  1861,  the  price  of  the  beet  red  pine  in  scantlings  being  8a.  par  cable  foot. 
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IL  Straps  and  tie-bars,  including  iron  stirrups  and  aaspending- 
rods,  being  fastenings  which  are  exposed  principally  to  tension. 

III.  Sockets. 

In  designing  and  executing  all  kinds  of  joints  and  fastenings, 
the  following  general  principles  are  to  be  adhered  to  as  closely  as 
may  be  practicable : — 

I.  To  cut  the  joints  and  arrange  the  fastenings  so  as  to  weaken 
the  pieces  of  timber  that  they  connect  as  little  as  possible. 

II.  To  place  each  abutting  surface  in  a  joint  as  nearly  as  possible 
perpendicular  to  the  pressure  which  it  has  to  transmit. 

III.  To  proportion  the  area  of  each  such  surface  to  the  pressure 
which  it  has  to  bear,  so  that  the  timber  may  be  safe  against  injury 
under  the  heaviest  load  which  occurs  in  practice;  and  to  form  and 
fit  every  pair  of  such  surfaces  accurately,  in  order  to  distribute  the 
stress  uniformly. 

IV.  To  proportion  the  fastenings,  so  that  they  may  be  of  equal 
strength  with  the  pieces  which  they  connect 

Y.  To  place  the  fastenings  in  each  piece  of  timber  so  that  there 
shall  be  sufficient  resistance  to  the  giving  way  of  the  joint  by  the 
fastenings  shearing  or  crushing  their  way  through  the  timber. 

314.  LeaftWaJnt  Tkw  is  performed  by  fishing  or  by  scarfing. 
In  a  fished  joint  the  two  pieces  of  the  tie  abut  end  to  end,  and  are 
connected  together  by  means  of  "fish-pieces9'  of  wood  or  iron 
which  are  bolted  to  them;  in  a  scarfed  joint  the  ends  of  the  two 


Tig.  189. 


Tig.  190. 


pieces  of  the  tie  overlap  each  other.  Fig.  187  is  a  fished  joint; 
figs.  188,  189,  and  190  are  called  scarfs;  though  in  figs.  188  and 
190  the  ties  are  in  fact  fished  with  iron  as  well  as  scarfed. 

In  a  plain  fished  joint  the  fish-pieces  have  plane  surfaces  next 
the  tie,  so  that  the  connection  between  them  and  the  tie  for  the 
transmission  of  tension  depends  wholly  on  the  strength  of  the 
bolts,  together  with  the  friction  which  they  may  cause  by  pressing 
the  fish-pieces  against  the  sides  of  the  tie.  The  tie  is  only  weakened 
so  far  as  its  effective  sectional  area  is  diminished  by  the  bolt-holes. 
The  joint  sectional  area  of  the  fish-pieces  should  be  equal  to  that  of 
the  ties.   The  joint  sectional  area  of  the  bolts  should  be  at  least  cm- 
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fifth  of  that  of  the  timber  left  after  catting  the  bolt-holes ;  and  the 
bolts  should  be  square  rather  than  round.  The  bolt-holes  should 
be  so  distributed,  and  placed  at  such  distances  from  the  ends  of  the 
two  parts  of  the  tie,  that  the  joint  area  of  both  sides  of  the  layer  of 
fibres,  which  must  be  sheared  out  of  one  piece  of  the  tie  before  the 
bolts  can  be  torn  out  of  its  end,  shall  be  as  much  greater  than  the 
effective  area  of  the  tie  as  the  tenacity  of  the  wood  is  greater  than 
its  resistance  to  shearing;  as  to  which  proportion,  see  Article  312, 
p.  450.  The  same  rule  regulates  the  places  of  the  bolt-holes  in  the 
fish-pieces. 

The  fish-pieces  and  the  parts  of  the  tie  may  also  be  connected  by 
indents,  as  at  the  upper  side  of  fig.  187,  or  by  joggles  or  keys,  as  at 
the  lower  aide  of  the  same  figure.  In  either  case  the  effective  area 
of  the  tie  is  reduced  by  the  cutting  of  the  indents  or  of  the  key* 
seats,  at  A  and  R  The  area  of  abutting  surface  of  the  indents,  or 
of  tie  key-seats,  should  be  sufficient  to  resist  safely  the  greatest 
force  to  be  exerted  along  the  tie;  and  their  distances  from  the  ends 
of  the  fish-pieces  and  of  the  parts  of  the  tie  should  be  sufficient  to 
resist  safely  the  tendency  of  the  same  force  to  shear  off  two  layers 
of  fibres. 

A  timber  tie  may  be  fished  with  plates  of  iron,  due  regard  being 
paid  to  the  greater  tenacity  of  the  iron  in  fixing  the  proportions 
of  the  parts,  and  the  iron  fish-plates  may  be  indented  into  the 
wood.  Fig.  188  represents  a  joint  in  which  the  parts  of  the 
timber  tie  are  scarfed  together,  and  at  the  same  time  fished  with 
iron  plates,  which  are  indented  into  the  wood  at  the  enda 

Fig.  189  represents  a  scarfed  joint  for  a  tie,  which  will  hold 
without  the  aid  of  bolts  or  straps.  At  C  is  a  key  or  joggle 
of  some  hard  kind  of  wood,  which  is  wedged  in  so  as  to  tighten  the 
joint  moderately.  The  depth  of  the  key  is  one-third  of  the  depth 
of  the  beam.  It  is  evident  that  this  joint,  as  shown  in  the  figure, 
has  only  one-third  of  the  strength  of  the  solid  timber  tie;  but  its 
strength  may  be  considerably  increased  by  bolting  on  iron  fish- 
plates at  A  and  B. 

Fig.  190  shows  a  scarfed  joint  with  several  keys,  which  should 
all  be  driven  equally  tight.  It  is  also  fished  with  iron  plates, 
indented  into  the  wood  at  the  ends. 

The  following  practical  rules  are  given  by  Tredgold  for  the  pro- 
portion which  the  length  of  a  scarf  (between  A  and  £  in  each  of 
the  figures)  should  bear  to  the  depth  of  the  tie : — 

Without      With     With  Bolt* 
Bolts.        Bolts,  and  Indents. 

Hardwood  (as  Oak,  Ash,  or  Elm), ...     6  3  2 

Fir-wood, 12  6  4 
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the  experiments  of  Mr.  Hodgkinson  on  the  strength  of  flat-ended 
and  round-ended  pillars,  it  must  be  inferred  that  this  construction 
would  weaken  the  post     (Article  158,  pp.  236  to  238.) 

The  same  joints  are  applicable  to  the  case  in  which  a  post  is 
supported  on  a  beam. 

320.  strafcuMTto  Joiata. — A  strut  and  a  tie  meeting  at  an 
oblique  angle  are  to  be  connected  by  means  of  a  shoulder  on  the 
end  of  the  strut,  fitting  into  a  notch  in  the  side  of  the  tie,  to 
transmit  the  pressure,  and  of  a  tenon  on  the  strut  fitting  into  a 
mortise  in  the  tie,  or  a  bridle  on  the  tie  fitting  into  a  groove  in  the 
shoulder  of  the  strut,  to  keep  the  joint  steady.  Such  joints  are 
exemplified  in  figs.  193  and  194,  in  each  of  which  B  represents  a 
tie-beam  and  A  the  foot  of  a  strut  or  rafter.  0  D  is  the  shoulder  of 
the  rafter,  fitting  into  a  notch  in  the  tie-beam,  and  having  a  plane 
surface,  which  in  fig.  193  has  a  depth  equal  to  half  of  the  depth  of 
the  rafter,  and  bisects  the  obtuse  angle  between  the  directions  of 
the  tie-beam  and  rafter;  while  in  fig.  194  it  is  perpendicular  to 


Fig.  193.  Fig.  194. 


the  length  of  the  rafter,  and  of  somewhat  more  than  half  its  depth. 
In  fig.  193  the  dotted  lines  at  F  represent  a  tenon  and  mortise, 
whose  breadth  is  one-fifth  of  that  of  the  rafter.  In  fig.  194,  the 
dotted  line  C  F  shows  the  upper  surface  of  a  bridle,  left  uncut  in 
the  middle  of  the  breadth  of  the  notch  C  D  F  in  the  tie-beam,  and 
fitting  into  a  groove  in  the  shoulder  of  the  rafter.  The  breadth  of 
the  bridle  is  one-fifth  of  the  breadth  of  the  tie-beam. 

In  making  each  of  those  joints,  care  must  be  taken  that  the 
length  of  the  fibres  left  between  the  notch  C  D  and  the  end  £  of  the 
tie-beam  is  sufficient  to  resist  safely  the  tendency  of  the  longi- 
tudinal component  of  the  thrust  against  the  notch  to  shear  them 
off;  that  is  to  say,  let  H  be  that  component  of  the  thrust  of  the 
rafter,  b  the  breadth  of  the  tie-beam  in  inches,  I  the  distance  in 
inches  from  the  notch  to  the  end  of  the  tie-beam,  f  the  resistance 
of  the  wood  to  shearing,  *  a  factor  of  safety;  then 

l=n (L) 

According  to  Tredgold,  4  is  a  sufficient  value  for  *  in  this  case; 
and  hence,  taking  f  at  600  lbs.  per  square  inch  for  fir,  and  2,300 
lbs.  per  square  inch  for  oak,  we  have 
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These  jointe  may  be  made  more  secure  by  binding  the  rafter  and 
tie  together  with  a  bolt  or  a  strap,  in  a  direction  making  as  acute 
an  angle  with  the  tie  as  is  practicable.  The  chief  object  of  this  is 
to  hold  the  rafter  in  its  place  in  case  the  end  of  the  tie  should  give 
way.     (See  fig.  197,  p.  462.) 

321.  if  h«h  piece*  in  frames  of  carpentry  are  called  by  the 
Tery  inappropriate  names  of  king-potts  and  queen-poete,  a  king-post 
being  a  single  suspending  piece  in  the  centre  of  a  frame,  and  queen- 
posts,  suspending  pieces  in  other  positions.  A  suspending  piece 
hangs  from  the  point  of  junction  of  two  struts  or  rafters,  and  sup- 
ports at  its  lower  end  either  a  beam  or  the  ends  of  one  or  more 
struts. 

A  strut  or  rafter  may  be  connected  with  a  suspending  piece  by 
abutting  against  a  notch  cut  in  its  side,  or  against  a  shoulder 
formed  by  an  enlargement  at  the  end  of  the  suspending  piece;  and 
in  either  case  the  distance  of  the  notch  or  shoulder  from  the  end 
of  the  piece  is  to  be  determined  by  the  formulae  of  the  preceding 
article.  When  a  single  suspending  piece  supports  a  beam  at  its 
lower  end  they  are  connected  by 
means  of  an  iron  stirrup. 

A  better  method  is  to  make  sus- 
pending pieces  in  pairs,  so  that  the 
rafters  from  which  they  bang  may 
abut  between  them  directly  against 
each  other,  as  shown  by  the  cross- 
section  fig.  195,  and  the  side  view 
fig.  196.  C  and  F  are  the  ends 
of  a  pair  of  rafters  abutting  against 
each  other ;  A  and  B  the  upper  ends 
of  a  pair  of  suspending  pieces,  notched  upon  the  rafters,  and  bolted 
to  each  other  through  the  blocks  or  filling-pieces  D  and  R  If 
these  figures  be  turned  upside  down  they  will  represent  the  lower 
ends  of  a  pair  of  suspending-pieces,  forming  a  wooden  stirrup  for 
the  support  of  a  beam,  or  of  the  ends  of  a  pair  of  struts,  as  the  case 
maybe. 

'622.  Mm— TmMilt. — Wooden  pins,  as  fastenings  for  joints, 
when  of  large  diameter,  are  known  as  treenails.  Experiments 
have  been  made  on  their  resistance  to  a  cntes  strain  by  Mr.  Parsons, 
for  the  details  of  which,  see  Murray  On  Ship-building;  the  results 
may  be  summed  up  with  sufficient  exactness  for  practical  purposes 
by  saying' — 
L  That  the  ultimate  resistance  of  English  oak  treenails  to  a 


Fig.  195. 
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Fig.  196. 
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shearing  stress  across  the  grain  is  about  4,000  lbs.  per  square  inch 
of  section. 

II.  That  in  order  to  realize  that  strength,  the  planks  connected 
by  the  treenails  should  have  a  thickness  equal  to  about  three  times 
the  diameter  of  the  treenails. 

323.  Nalb  m*  Spike*. — Where  nails  are  exposed  to  any  con- 
siderable strain  those  made  by  hand  should  be  used,  as  they  are 
stronger  than  those  made  by  machinery. 

The  weight  in  lbs.  of  a  thousand  of  the  u  flooring  brads" 
commonly  used  in  carpentry  may  be  roughly  computed  by  taking 
twice  the  square  qf  their  length  in  inches. 

The  nails  or  spikes  used  for  fastening  planks  to  beams  are 
usually  of  a  length  equal  to  from  twice  to  twice  and  a-half  the 
thickness  of  the  planks. 

The  following  are  the  results,  as  stated  by  Tredgold,  of  experi- 
ments by  Bevan  on  the  force  required  to  draw  nails  of  different 
sizes  out  of  Dry  Christiania  Deal,  into  which  they  had  been  driven 
to  different  depths  across  the  grain: — 

«-«*■     ££     Z&   *£.  »£*• 

Sprigs, o«44  4,560  0-4  22 

„      0-53  3,200  044  37 

Threepenny  brads,  1-25  618  0*50  58 

Cast  iron  nails, ...  i*oo  380  0*50  72 

Fivepenny    nails,  2-00  139  1*50  320 

Sixpenny  nails, ...  2*50  73  i*oo  187 

„            ...  a '5<>  73  1 'So  327 

„  ...       2-50  73  2'00  530 

So  far  as  these  results  can  be  expressed  by  a  general  law,  they 
seem  to  indicate  that  the  force  required  to  draw  a  nail,  driven 
across  the  grain  of  a  given  sort  of  wood,  varies  nearly  as  the  cube  q/ 
the  square  root  of  the  depth  to  which  it  is  driven;  and  that  it 
increases  with  the  diameter  of  the  nail,  but  in  a  manner  which 
has  not  yet  been  expressed  by  a  mathematical  law. 

The  following  are  the  results  of  Bevan's  experiments  on  the  force 
required  to  draw  a  "  sixpenny  nail"  of  73  to  the  lb.,  which  had 
been  driven  one  inch  into  different  sorts  of  timber: — 

Deal,  across  the  grain, 187  lbs.  (as  above.) 

Oak,  „  507    „ 

Elm,  „  327    „ 

Beech,  „  667    „ 

Green  Sycamore,     „     312    „ 

Deal,  endwise, 87    „ 

Elm,        „        257    „ 
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The  following  were  the  forces  required  to  draw  asunder  a  pair  of 
planks  joined  by  two  ncrils  of  73  to  the  lb. : — 

Deal  J  inch  thick, 712  lb. 

Oak  1  inch  thick, 1009  „ 

Aah  1  inch  thick, 1420  „ 

324.  flcnwa. — The  holding  power  of  screw-nails,  or  "wood- 
screws,"  is  probably  proportional  nearly  to  the  product  of  the 
diameter  of  the  screw,  and  of  the  depth  to  which  it  is  screwed  into 
the  wood.  The  following  are  the  results  of  Bevan's  experiments, 
quoted  by  Tredgold,  on  the  force  required  to  draw  screws  out  of 
planks  of  half-an-inch  thick,  the  screws  being  0*22  inch  in  diameter 
over  all,  and  0-035  inch  in  depth  of  thread,  with  12  threads  to  the 
inch. 

Beech, 460  to  990  Iba 

Ash, 790  lbs. 

Oak, 760    „ 

Mahogany, 770    „ 

dm........ • 665    » 

Sycamore,  830    „ 

325.  Mmhm—WmiMen. — The  rules  for  proportioning  bolts  which 
have  to  withstand  a  shearing  stress  in  carpentry  have  already 
been  stated  in  Article  314,  p.  455. 

The  sides  of  a  piece  of  timber  should  always  be  protected  against 
the  crushing  action  of  the  head  and  nut  of  a  bolt  by  means  of  flat 
ringB  called  "  toashers;"  the  area  of  each  washer  being  at  least  as 
many  times  greater  than  the  sectional  area  of  the  bolt  as  the  tenacity 
of  the  bolt  is  greater  than  the  resistance  of  the  timber  to  crushing; 
that  is  to  say,  for  fir  the  diameter  of  the  washer  may  be  made  about 
3£  times  the  diameter  of  the  bolt,  and  for  oak  about  2£  times. 

When  a  bolt  is  oblique  to  the  direction  of  the  beam  that  it 
traverses,  the  timber  may  either  have  a  notch  cut  in  it  with  a 
sarfece  perpendicular  to  the  bolt,  to  bear  the  pressure  of  the 
washer,  or  it  may  be  notched  to  receive  a  bevelled  washer  of  cast 
iron,  one  of  whose  surfaces  fits  the  notch  in  the  wood,  while 
another  being  perpendicular  to  the  axis  of  the  bolt,  bears  the 
pressure  of  the  nut  or,  head,  as  the  case  may  be. 

The  screws  of  bolts  are  usually  made  of  the  following  proportions, 
or  nearly  so :  the  depth  of  the  thread  one-tenth,  and  the  pitch 
one-fifth  of  the  internal  diameter.  A  bolt  which  has  to  be  often 
removed  may  be  made  fast  by  having  a  slot  or  oblong  hole  in  one  of 
ifa  ends,  through  which  a  key  or  wedge  is  driven. 

$26.  Ir*m  0t**p*  cure  used  nearly  in  the  same  manner  with  bolts, 
to  bind  pieces  of  timber  together.  They  have  the  advantage  of  not 
reanirifltf  *°   *nuck  °^  tne  ^n^r  to  **  cut  away  as  bolts  do. 
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According  to  the  usual  proportions  of  straps  the  breadth  ranges 
from  four  times  to  eight  times  the  thickness.  When  a  strap  has 
eyes  in  its  ends,  for  bolting  them  to  the  sides  of  a  beam,  it  ought 
to  be  either  broadened  or  thickened  round  each  eye,  so  that  the 
sectional  area  of  the  iron  may  be  at  least  as  great  at  the  sides  of 
the  eye  as  in  other  parts  of  the  strap.  When  a  strap  is  to 
embrace  completely  a  piece  or  pieces  of  timber,  it  may,  when 
practicable,  be  welded  into  a  rectangular  hoop,  and  driven  on 
from  one  end  of  the  timber;  but  when  that  is  impracticable  or 
inconvenient,  it  must  be  made  with  screws  on  its  ends,  of  the  same 
sectional  area  with  its  flat  part,  upon  which  screws  a  cross-piece  is 
to  be  made  fast  with  nuts. 

•  327.  A  sump  is  a  strap  which 

jS  supports  a  beam,  or  sustains    the 

jS  S  thrust  of  one  end  of  a  strut      If 

,/"        yS  the  tie  or  suspending  piece  is   of 

I         ^  wood,  the  ends  of  the  stirrup  are 

I  ^^SS  bolted  through  it ;   if  of  iron,  the 

'  stirrup  and  tie,  or  suspending  rod, 

n*  197#  are  usually  welded  into  one  piece. 

328.  Irai  Tie-R*4»  may  be  used  instead  of  timber  ties  and  sus- 
pending pieces  in  all  these  parts  of  a  frame  of  carpentry  in  which 
tension  alone  is  to  be  borne,  and  is  not  combined  with  a  bending 
action,  nor  alternated  with  thrust.  They  may  be  connected  with 
the  timber  pieces  of  the  frame  by  means  of  screws  and  nuts,  eyes 
and  bolts,  slots  and  wedges,  stirrups  or  sockets;  and  they  should 
be  capable  of  being  tightened  when  required,  by  means  of  screws 
or  of  wedges.  Care  must  be  taken  that  the  points  of  attachment 
of  the  ends  of  a  long  iron  tie-rod  are  free  to  change  their  distance 
from  each  other  to  an  extent  sufficient  to  allow  of  the  changes  of 
length  of  the  rod  which  are  produced  by  changes  of  temperature, 
at  the  rate  of  about 

-0012  of  the  length  of  the  rod,  for  180°  of  change  of  temperature 
on  Fahrenheit's  scale. 

329.  ir«a  sockets,  made  to  fit  the  ends  of  pieces  of  timber, 
furnish  a  convenient  means  of  making  various  joints  in  framework, 
especially  at  points  where  struts  meet  each  other,  or  have  to  be 
connected  with  tie-rods.  If  thrust  alone  is  to  be  borne  by  the 
socket,  cast  iron  is  the  most  convenient  material;  if  any  consider- 
able tension  is  to  be  borne,  strong  wrought  iron  plates  are  best 

330.  PmvcdMi  «f  Mrmm  Fattening* — The  iron  fastenings  of 
timber,  especially  if  in  contact  with  oak,  rust  very  rapidly  unless 
properly  protected.  Amongst  the  most  efficient  means  of  pro- 
tection are  the  following : — 
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I.  Boiling  in  coal-tar,  especially  if  the  pieces  of  iron  have  first 
been  heated  to  the  temperature  of  melting  lead 

IL  Heating  the  pieces  of  iron  to  the  temperature  of  melting 
lead,  and  smearing  their  surfaces,  while  hot,  with  cold  linseed  oil, 
which  dries  and  forms  a  sort  of  varnish.  This  is  recommended  by 
Smeatou. 

III.  Painting  with  oil-paint,  which  must  be  renewed  from  time 
to  time.  The  linseed  oil  process  is  a  good  preparation  for  paint- 
ing. 

IV.  Coating  with  zinc,  commonly  called  galvanizing.  This  is 
efficient,  provided  it  is  not  exposed  to  acids  capable  of  dissolving 
the  zinc;  but  it  is  destroyed  by  sulphuric  acid  in  the  atmos- 
phere of  places  where  much  coal  is  burned,  and  by  muriatic  acid  in 
the  neighbourhood  of  the  sea. 

Section  HI.— Of  Timber  Built  Beams  and  Ribs, 

331.  JogjM  •■*  Ia4rate«  Ball*  Beaw. —  In  fig.  198  two 
pieces  of  timber  are  built  into  one  beam  of  double  die  depth  of 
either,  by  the  aid  of  hardwood  keys 
or  joggles,  which  resist  the  shearing 
stress  at  the  surface  of  junction,  and 
of  vertical  bolts  in  the  spaces  between  "**  B  Fi«  198. 
the  keys,  It  ia  obvious  that  no  key  nor 
bolt  should  be  put  at  the  middle  of  the  span ;  because  in  general  there 
is  no  shearing  stress  there;  and  also  because  the  bending  moment 
is  in  general  a  maximum  there,  and  it  is  desirable  to  weaken  the 
cross-section  as  little  as  possible.  The  grain  of  the  keys  should  run 
vertically.  According  to  Tredgold,  the  joint  depth  of  all  the  keys 
should  amount  to  once  and  a-third  the  total  depth  of  the  beam, 
and  the  breadth  of  each  key  should  be  twice  its  depth. 

Considering  that  the  stress  at  the  neutral  surface  is  equivalent 

to  thrust  in  a  direction  sloping    ^    ^   ^    ^ #  n<,    <*    ~ 

at  45°,  combined  with  tension       \+\»\+\ /+/+/+/- 

in  a  direction  sloping  at  45°  the  '  %10  l»  fr  »  o'  \i'  *'  *  * 
opposite  way  (see  Article  1 62,  Fi«- 199- 

p.  2501  it  would  seem  that  the  best  position  for  the  keys  would  be 
that  shown  in  fig.  199,  their  fibres  being  made  to  slope  in  the 
direction  of  the  thrust,  and  the  bolts  being  made  &  slope  in  the 
direction  of  the  tension.  This,  however,  so  far  as  I  know,  has 
never  yet  been  tried. 

In  fig.  200  the  two  pieces  of  which  the  beam  is  built  are  in- 
dented into  each  other,  a  sacrifice  of  depth  being  thus  incurred 
equal  to  the  depth  of  an  indent.  The  abutting  surfaces  of  the 
indents  face  outwards  in  the  upper  piece,  and  inwards  in  the 


tTi     ffi     ift     ft>      ft     m     ft     m 

^     ■■!»!         tlf         Jb         U    '    ill         111      ■  ill 
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lower,  so  as  to  resist  the  tendency  to  slide.     According  to  experi- 
ments by  Duhamel,  the  joint  depth  of  the  indents  should  amount 
to  two-thirds  of  the  total  depth 

Fig.  200. 


of  the  beam.  The  beam  in  the 
figure  is  slightly  tapered  from 
the  middle  towards  the  ends, 
in  order  that  the  hoops  which 


are  used  to  bind  it  may  be  put  on  at  the  ends  and  driven  tight  with 
a  mallet. 

When  a  beam  is  built  of  several  pieces  in  length  as  well  as  in 
depth,  they  should  break  joint  with  each  other.  The  lower  layer 
should  be  scarfed  or  fished  like  a  tie  (Article  314,  p.  454),  and  the 
upper  layer  should  have  plain  butt  joints.  The  upper  layer  of  a 
built  beam  is  sometimes  made  of  hardwood,  and  the  lower  layer  of 
fir,  in  order  to  take  advantage  of  the  resistance  of  the  former  to 
crushing  and  the  tenacity  of  the  latter. 

332.  Bent  Ribs  are  sometimes  obtained  from  naturally  bent 
pieces  of  timber,  called  "  knees." 

Naturally  straight  pieces  of  timber  may  be  permanently  bent  by 
steaming  them  until  the  wood  is  softened,  and  while  in  that  con- 
dition bending  them  by  combinations  of  screws,  and  keeping  them 
bent  until  they  dry  and  stiffen.  By  this  process  there  is  a  risk  of 
injuring  the  tenacity  of  the  fibres  at  the  convex  side  of  the  piece, 
unless  they  are  prevented  from  stretching  by  the  following  con- 
trivance (see  fig.  201) : — A  A  is  the  piece  of  wood  to  be  bent  Its 
ends  abut  against  the  bent  parts  of  a  strip  of  boiler-plate  B  B, 

which  has  two  eyes  C  C, 
that  are  drawn  together  by 
a  pair  of  tightening-screws 
at  D  till  the  required  cur- 
vature is   produced.      The 
whole  of  the  fibres  of  the 
timber  are  compressed,  and 
none  of  them  have  their  tenacity  injured;  and  it  is  found  by 
experiment  that  bent  ribs  made  in  this  way  are  as  strong  as 
natural  knees. 


333.  BaUt  Bito  are 

best  made  by  a  method 
invented  by  Philibert 
de  rOrme,  and  repre- 
sented in  figs.  202, 203, 
and  204.  Fig.  202  is 
a  side  view,  and  fig. 
*'*• 208-  203  a  plan  of  a  rib 

made  of  several  layers  of  planks  set  an  edge,  breaking  joint  with 
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each  other  (as  the  plan  shows),  and 
connected  together  by  square  bolts  or 


In  fig.  202  the  edges  of  the  planks 
are    supposed    either    to    have   been       '  Y\g.  204. 

originally  curved,   or    have    had    the 
corners  smoothed  off:  in  fig.  204  it  is  shown  how  they  may  be 
used  with  straight  edges. 

A  built  rib  of  this  sort,  properly  constructed,  is  nearly  as  strong 
as  a  solid  rib  of  the  same  depth,  and  of  a  breadth  less  by  the  thick- 
ness of  one  layer. 

334  Laminated  Rik«  are  composed,  as  in  fig.  205,  of  layers  of 
plank  laid  flatwise,  breaking  joint 
and  bolted  together.  They  are 
easily  made,  and  very  often  used 
in  bridges  and  roofs;  but  the  ex- 
periments of  Ardant  have  shown  '^r  ^^ 
that  they  are  weaker  than  solid 

ribs  of  the  same  dimensions,  nearly  in  the  ratio  of  unity  to  the 
number  of  layers  into  which  they  are  divided 

Section  IV. — Of  Timber  Frames  and  Trusses. 

335.  General  Boiariu  •■  the  Balance,  Stability,  and  Strength  af 
Tbrtet  Framing. — The  general  principles  of  the  balance  and  stability 
of  frames  and  ribs  of  any  material,  already  given  in  Part  II. ,  Chapter 
I.,  Section  IV.,  pp.  173  to  203,  and  the  general  principles  of  the 
stength  of  materials,  given  in  the  same  chapter,  Section  V.,  pp. 
221  to  314,  serve  to  solve  all  problems  relating  to  the  balance, 
stability,  and  strength  of  structures  in  carpentry.  In  the  present 
B^tion  it  will  only  be  necessary  to  add  some  explanations  of 
matters  of  detail  in  those  particular  cases  which  occur  most 
"gently  in  practice.     In  fixing  the  transverse  dimensions,  or 

'scantlings"  of  the  main  pieces  of  timber  which  compose  a 
fracture  of  carpentry,  made  of  good  pine,  fir,  or  oak,  it  is  usual  to 
limit  the  greatest  intensity  of  the  stress,  whether  compressive  or 
tensile,  to  1,000  lbs.  per  square  inch  of  section;  and  when  this  is 
spared  with  the  tenacity,  resistance  to  crushing,  and  modulus  of 
^ptnre,  of  those  kinds  of  timber,  it  appears  that  the  factor  of 
*ti*y  ranges  from  6  to  14,  or  thereabouts,  and  is  on  an  average  10, 
88  ^  been  stated  in  Article  143,  p.  222. 

336.  Ptaiferais  of  timber  consist  of  planks  resting  on  beams. 
"*  Warns  upon  which  the  planks  rest  may  either  be  the  main 

ypama  or  girders  of  the  structure,  or  they  may  be  cross-beams  or 
^.supported  by  those  girders.     (Articles  317,  318,  pp.  456, 
2h 
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4o7.)  The  former  mode  of  construction  is  that  which  enables  a 
given  strength  to  be  attained  with  the  least  expenditure  of  material 
and  labour  at  the  outset ;  but  the  latter,  in  most  cases,  is  the  more 
economical  in  the  end ;  for  although  it  causes  a  greater  expenditure 
of  material  in  joists  than  it  saves  by  requiring  thinner  planking, 
the  saving  in  the  quantity  of  planking  is  productive  of  the  greatest 
saving  of  expense;  for  the  planking  requires  more  frequent  renewal 
than  the  joists. 

It  would  be  foreign  to  the  purpose  of  this  book  to  describe  the 
various  modes  of  constructing  the  floors  of  houses.  The  timber 
platforms  with  which  the  civil  engineer  is  chiefly  concerned  are 
those  of  bridges  and  of  foundations.  The  latter  will  be  described 
further  on. 

The  usual  thickness  of  the  planking  for  the  platform  of  a  bridge 
with  joists  is  from  3  to  4  inches,  the  joists  being  placed  at  distances 
of  from  2  feet  to  4  feet  from  centre  to  centre.  That  thickness  has 
been  found  by  experience  to  be  requisite  in  order  to  withstand  the 
shocks,  friction,  and  wear,  to  which  the  planking  is  subjected,  and 
is  in  general  much  greater  than  is  required  for  mere  strength  to 
support  the  greatest  load  with  safety. 

In  bridges  supporting  railways  where  chairs  are  used,  the  joists 
arc  usually  so  arranged  as  to  be  directly  under  the  chairs. 

The  breadth  of  the  joists  is  from  one-eighth  to  one-quarter  of 
their  distance  apart;  and  their  transverse  dimensions  are  fixed 
with  reference  to  the  greatest  load  upon  them  and  to  the  width 
which  they  span  over  between  the  girders.  For  timber  bridges  and 
platforms  not  carrying  railways,  that  load,  in  lbs.  per  square  foot  of 
platform,  is  nearly  as  follows : — 

Weight  of  a  closely-packed  crowd,  estimated  at  120  lba  per  sq.  ft> 

Add  for  the  planking  and  joists,  say  30  „  „ 

Gross  load  for  a  single  wooden  platform, 150  „  „ 

If  there  is  a  broken  stone  or  gravel  roadway,  add  1 00  „  „ 

Making  in  all 250  f,  „ 

When  the  platform  carries  a  railway,  the  scantling  of  each  joist 
must  be  regulated  by  the  fact,  that  the  load  on  a  pair  of  driving 
wheels  of  the  heaviest  engine  used  on  the  line  may  rest  above  a 
certain  pair  of  points  in  the  joist.  Should  the  rails  be  either 
directly  above  the  girders,  or  so  nearly  above  them  that  this  rule 
gives  a  less  scantling  than  the  former,  the  rule  for  platforms  not 
carrying  railways  is  to  be  followed. 

The  best  mode,  in  general,  of  designing  the  joists,  is  to  fix  the 
ratio  of  the  depth  to  the  span  with  a  view  to  stiffness,  as  ex- 
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plained  in  Article  170,  p.  275,  and  then  compute  the  breadth  with 
&  view  to  strength. 

The  following  formulae  express  the  results  of  these  rules  algebrai- 
cally. 

Case  I.  For  platforms  not  carrying  railways,  let 

B  be  the  distance  from  centre  to  centre  of  the  joists; 
b,  the  breadth  of  a  joist. 
h\  its  depth. 

2,  the  span  from  centre  to  centre  of  the  girders;  then  the 
greatest  moment  of  flexure  is  to  be  as  follows : — 


1,000  b  A2    150  BJ*         .    . 

6 =  8  x  144  f0r  p,Wlk  ***■**■; 

250  B  J2       .     ,        .  . 

or  q — --jj-  for  broken  stone  roadways; 


.(i.) 


(2-) 


and  consequently, 

B  =  1280  A2  f0T  plank  roadways^ 

b  J2 

Ti  =  Y&RJ&  for  broken  stone  roadway  & 

Case  II.  For  a  platform  carrying  a  railway,  in  which  one  line  of 
rails  lies  midway  between  a  pair  of  girders;  let 

W  be  the  load  on  a  pair  of  driving  wheels  of  the  heaviest 

engine,  in  lbs. 
k,  the  gauge  of  the  rails,  from  centre  to  centre  in  inches;  then, 

/  being  also  expressed  in  inches, 

1,000  b  V     W(l-&)  /QX 

6        =  ~^4 ; (3,) 

and  therefore 

a-    »       Zi^l) 


2,000'        h?      v   ' 

Example. — Let  1=90  inches;  k  =  60  inches;  h=  12  inches;  W  = 
30,000 lb. ;  then  b  =  9375  inches. 

As  to  the  length  and  weight  of  the  spikes  to  be  used  for  nailing 
the  planks  to  the  joists,  see  Article  323,  p.  460. 

When  a  platform  has  both  girders  and  joists,  it  may  be  stiffened 
against  distortion  by  laying  the  planks  diagonally.  When  separate 
diagonal  braces  are  used  for  that  purpose,  their  dimensions  should 
he  regulated  by  the  horizontal  shearing  stress  which  the  wind  may 
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produce  when  blowing  against  the  side  of  the  structure,  as  cal- 
culated by  the  formula  for  F  in  Case  VI.  of  the  table,  p.  246.  The 
greatest  intensity  of  the  pressure  of  the  wind  hitherto  observed  in 
Britain  is  55  lbs.  on  the  square  foot;  in  tropical  climates  it  is 
said  sometimes  to  reach  double  that  amount. 

When  there  is  no  special  reason  for  making  a  timber  platform 
close-jointed,  it  is  advisable  to  lay  the  planks  with  openings 
between  them  of  from  \  inch  to  ^  inch  in  width,  in  order  to  let 
rain-water  escape  and  air  circulate. 

337.  R«ofs— .Corering  and  Load. — The  parts  of  a  roof  may  be 
distinguished  into  the  covering  and  the  framework.  The  extent  of 
the  covering  of  a  roof  is  usually  expressed  in  squares  and  feet,  a 
square  of  roofing  being  100  square  feet.  The  following  table  shows 
the  structure  and  weight  in  lbs.  per  square  foot  of  the  most  usual 
kinds  of  covering  for  timber  roofs,  and  their  flattest  ordinary  slopes  :* 

v  Flattest  Ordi-      Weight  per  Square 

MATERIAL.  Mry  slopfl^  Foot— Lbfi. 

Sheet  copper,  about  -022  of  an )  0  x 

inch  thick, J 

Sheet  lead, 4°  7'°° 

Sheet  zinc, 4°  1*25  to  1^25 

Sheet  iron,  plain,  T^  inch  thick,  ...         40  3*00 

„  corrugated, 4°  3'4<> 

Cast  iron  plates,  f  inch  thick, 40  1 5  *oo 

Slates, 30°to22£     5-00  to  11-20 

Tiles, 3o°to22|     650  to  17-80 

Boarding,  £  inch  thick,  22^°  2*50 

(Weight  of  other  thicknesses  in 
proportion.) 

Thatch, 45°  650 

For  the  timbering  of  slated  and 

tiled  roofs,  add  per  square  foot,  from  5-50  to  6-50 

For  the  pressure  of  the  wind,  ac- 
cording to  Tredgold,  there  is  to 
be  taken  into  account  an  ad- 
ditional load  per  square  foot  of  40 

Sheet  copper  is  nailed  on  boards.  Sheet  lead,  zinc,  and  iron,- 
slates,  and  tiles,  may  be  either  nailed  on  laths  or  battens  (which 
are  slender  pieces  of  timber  of  from  1  inch  by  \\  inch  to  1^  inch 

*  The  angles  set  down  for  the  slopes  of  roofs  in  this  table  are  all  aliquot  parts  of  a 
circumference;  such  angles  being  at  once  the  most  convenient  in  designing  framework, 
and  the  most  pleasing  to  the  eye.  (The  latter  fact  appears  to  have  been  first  pointed 
out  by  Mr.  Hay  in  his  Theory  of  Beauty.) 
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by  3  inches,  or  thereabouts,  nailed  across  the  rafters),  or  upon  board- 
ing of  from  £  inch  to  j  inch  thick.  Sheet  iron  may  be  nailed  or 
screwed  directly  to  the  rafters,  and  cast  iron  plates  screwed  or 
bolted  to  the  principal  rafters  to  be  afterwards  mentioned.  Hoofs 
in  which  the  framework  as  well  as  the  covering  is  of  iron  will  be 
treated  of  in  another  chapter. 

The  steepest  ordinary  declivity  in  Gothic  roofs  is  60°;  but  by  the 
Metropolitan  Building  Act,  1855,  the  declivity  of  the  roofs  of 
buildings  used  for  purposes  of  trade  is  limited  to  47°. 

338.  Raiten  and  Purlins  are  those  parts  of  the  framework  of  a 
roof  which  lie  immediately  below  the  covering,  so  as  to  form  with 
it  a  more  or  less  sloping  platform.  In  fig.  206,  A  A  is  one  of  the 
common  rafters,  which  are  placed  from  1  foot  to  2  feet  apart  from 
centre  to  centre,  and  are  supported  by  the 
purlins,  to  which  they  are  spiked  or 
screwed.  B  is  a  cross-section  of  one  of 
the  purlins,  which  lie  from  6  feet  to  8  feet 
apart  from  centre,  and  are  slightly  notched 
where  they  cross  the  principal  rafters. 
The  side  of  the  purlin  which  faces  down 
the  slope  is  supported  by  means  of  the  ^  Y\g.  206. 
block  C,  which  is  screwed  to  the  principal 
rafter  D  D.  The  principal  rafters  form  parts  of  a  series  of  frames  or 
trusses,  which  are  placed  at  from  5  to  10  feet  apart.  In  order,  to 
prevent  the  action  of  transverse  loads  on  the  principal  rafters,  they 
are  to  be  supported  below  each  point  where  the  purlins  cross  them 
by  struts,  such  as  that  of  which  the  upper  end  is  shown  at  E. 

Diagonal  Braces,  to  stiffen  the  roof  and  stay  the  trusses  against 
upsetting  sideways,  may  be  framed  either  between  the  rafters  or 
between  the  purlins.  No  precise  rule  can  be  given  for  their 
scantling  j  but  they  will  in  general  be  strong  and  stiff  enough 
if  each  transverse  dimension  is  made  one-twentieth  part  of  the 
unsupported  length.  When  the  roof  is  boarded,  the  same  purpose 
may  be  answered  by  laying  the  boards  diagonally. 

339.  ftoof-TrvMes  are  frames  of  the  kinds  already  discussed  in 
Articles  114  to  120,  pp.  176  to  184,  in  which  the  principles  that 
regulate  the  thrusts  and  tensions  along  the  several  pieces  have  been 
explained.  In  the  present  Article  it  is  only  necessary  to  state 
what  particular  cases  of  such  frames  are  the  most  common  in 
practice. 

I.  Triangular  Truss. — Fig.  207  is  a  skeleton  figure  of  the 
simplest  form  of  truss,  which  is  an  isoceles  triangle,  B  B  being  the 
tie-beam,  and  A  and  C  equally  inclined  principal  rafters.  2  and  3 
are  the  points  of  support,  1  the  ridge.  D  is  a  suspending-piece, 
which,  when  of  wood,  is  called  the  king-post,  ani  when  of  iron,  the 
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king-bolt;  it  rapports  the  weight  of  the  middle  half  of  the  tie-beam. 


Fig.  208. 

and  of  any  floor  or  other  load  with  which  that  beam    may  be 

loaded. 

In  the  diagram,  fig.  208,  the  vertical  line  0  A  represents  the 

load  on  the  point  1 ;  that  is,  half  the  gross  weight  of  the  roof;  O  C 

and  O  A,  parallel  to  the  two  rafters,  represent  the  thrusts  along 

them;  and  the  horizontal  line  O  B  represents  the  tension  along  the 

tie-beam. 

The  algebraical  expression  of  this  is  as  follows : — 

Let  W  be  the  gross  weight  of  the  truss,  together  with  that  of 

the  division  of  the  roof,  of  which  it  occupies  the  middle,  and  that  of 

the  floor,  or  other  load  supported  by  the  tie-beam. 

c,  the  half-span  of  the  truss. 

k,  its  rise. 

H,  the  tension  along  the  tie-beam. 

T,  the  thrust  along  each  of  the  rafters;  then 


h-?;.*V(-U) <>■> 


IL  Trapezoidal  Truss.— In  fig.  209,  B  B  B  is  the  tie-beam,  A 
and  0  two  equally  inclined  principal  rafters,  F  a  horizontal  rafter 
or  straining-piece.     D  and  E  are  suspending-piecea,  to  carry  part  of 

the  weight  of  the  tie-beam,  and 

also  that    of  the    floor,   which 

rests  on  the    tie-beam 

between   the   points  5  and   6, 


l       t  i  also  th 

c/^^^'^'TN^         usually 
>X«L^^JP^V:    betweei 


6        B  5     B  together  with  its  load. 

Fig-  209.  The  same  diagram  of  forces 

as  in  the  former  case,  fig.  208, 
applies  to  this  case;  it  being  understood  that  C  B  =  B  A  represent 
the  loads  on  the  points  1  and  4  respectively;  that  is,  on  each  of 
those  points,  one  quarter  of  the  weight  of  the  roof  and  truss,  and  half 
the  weight  of  the  floor  between  the  points  5  and  6.  The  hori- 
zontal line  O  B  represents  at  once  the  tension  along  the  tie-beam, 
and  the  thrust  along  the  straining-piece  F. 

The  part  of  the  roof  above  the  straining-piece  F  may  either  be 
flat,  or  may  be  supported  by  a  small  triangular  secondary  truss 
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(see  Article  121,  p.  184),  similar  to  fig.  207,  and  resting  on  the 
points  1  and  4.  The  straining-piece  F  of  the  principal  truss  may 
be  made  to  act  also  as  the  tie-beam  of  the  secondary  truss ;  in  which 
esse  the  thrust  along  it  will  be  the  excess  of  Ote  horizontal  stress  H 
«a  the  principal  truss  above  that  in  the  secondary  truss. 

III.  Secondary  Trussing  under  Principal  Rafters. — The 
direct  support  of  the  points  where  the  purlins  cross  the  rafters, 
already  mentioned  in  Article  338,  p.  469,  is  effected  by  means  of  a 
system  of  secondary  trussing,  of  which  fig.  210  may  be  taken  as  an 
example.  That  figure  represents  a  truss  in  which  the  main  tie  and 
the  snspending-pieces  are  all  iron  rods ;  but  it  is  applicable  also  to 
the  case  in  which  either  some  or  all  of  those  pieces  are  of  timber. 
(A.  M.,  159.) 

Let  W  be  the  weight  of  the  roof  distributed  over  the  points  3, 
4,  6,  1,  8,  10,  2,  so  that  one-twel/lJi  rests  directly  on  each  of  the 
points   of  support  2  and  3,  and  one-sixth  on  each  of  the  five 


Fig.  210. 

intermediate  points ;  2  3  is  the  great  tie-rod ;  1  7,  6  5,  8  9,  suspend- 
ing-rods;  7  6,  7  8,  0  4,  9  10,  struts. 

(1.)  Primary  Truss  1  2  3.— The  load  at  1,  as  before,  is  to  be 
taken  as  =  4  W,  and  the  stresses  found  by  equation  1  of  this 
article. 

(2.)  Secondary  Trusses  7  6  3,  7  8  2.— The  load  at  6  is  to  be  held 
to  consist  of  one-half  of  the  load  between  6  and  1,  and  one-half  of 
the  load  between  6  and  3 ;  that  is,  one-half  of  the  load  between  1 
and  3,  or  £  W.  The  trusses  are  triangular,  each  consisting  of  two 
struts  and  a  tie,  and  the  stresses  are  to  be  found  as  in  Article  115, 
p.  177 ;  that  is  to  say,  let  H'  denote  the  horizontal  stress  in  each 
of  these  secondary  trusses;  T'  the  thrust  along  the  rafters  between 
6  and  3,  and  between  8  and  2,  due  to  their  places  in  those  trusses ; 
and  S'  the  thrust  along  the  struts  67  and  87 ;  then 

»-Z**- n/(-+ZD*-v'(-+5>« 

The  suspension-rod  1  7  supports  two-thirds  of  the  load  on  7  6  3, 
and  two-thirds  of  the  load  on  7  8  2;  that  is,  §  •  j  •  W  =  }  W;  and 
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this,  together  with  £  W,  which  rests  directly  on  1,  makes  up  the 
load  of  £  W,  already  mentioned. 

(3.)  Smaller  Secondary  Trusses  3  4  5, 9  10  2.— Each  of  the  points 

4  and  10  sustains  a  load  of  £  W,  from  which  the  stresses  on  the 
bars  of  those  smaller  trusses  can  be  determined  as  follows : — 

*'  =  ni  T"=s"  =  VO^+tb) w 

One-half  of  the  load  on  4,  that  is,  -fa  W,  hangs  by  the  suspen- 
sion-rod 6  5 ;  and  this,  together  with  J  W,  which  rests  directly  on 
6,  makes  up  the  load  of  £  W  on  that  point,  formerly  mentioned. 
The  same  remarks  apply  to  the  suspension-rod  8  9. 

(4.)  Resultant  Stresses. — The  pull  between  5  and  9  is  the  sum  of 
those  due  to  the  primary  and  larger  secondary  trusses ;  that  between 

5  and  3,  and  between  9  and  2,  is  the  sum  of  the  pulls  due  to  the 
primary,  larger  secondary,  and  smaller  secondary  trusses;  that  is 
to  say, 

H  +  H'  -  y£  H  +  H'  +  H"  -  -Si'' <*•> 

The  thrust  on  1  6  is  due  to  the  primary  truss  alone;  that  on  6*  4 
to  the  primary  and  larger  secondary  truss;  that  on  4  3  to  the 
primary,  larger  secondary,  and  smaller  secondary  trusses;  and 
similarly  for  the  divisions  of  the  other  rafter. 

(5.)  General  Case. — Suppose  that  instead  of  only  three  divisions, 
there  are  n  divisions  in  each  of  the  rafters  1  3, 1  2,  of  fig.  78;  so  that 
besides  the  middle  suspension-rod  1  7,  there  are  n  —  2  suspension- 
rods  under  each  rafter,  or  2  n  —  4  in  all ;  and  n  —  1  sloping- 
struts  under  each  rafter,  or  2  n  —  2  in  all.  There  will  thus  be 
2  n  —  1  centres  of  resistance;  that  is,  the  ridge-joint  1  and  n  —  1 
on  each  rafter;  and  the  load  directly  supported  on  each  of  these 

W 

points  will  be  -„  . 

w 

The  total  load  on  the  ridge-joint  1,  will  be  as  before,  -?-;  that 

W  W  (         1\ 

is  to  say,  <r—  directly  supported,   and    „-  f  1 )  hung  by  the 

middle  suspension-rod. 

The  total  load  on  the  upper  joint  of  any  secondary  truss,  distant 

from  the  ridge-joint  by  rn  divisions  of  the  rafter,  will  be, j 

TXT  „    ^^  ^  ^^  I 

W;  that  is  to  say,  9  -  directly  supported,  and  —   . W  hung 

by  a  suspension-rod. 
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The  stresses  on  the  struts  and  tie  of  each  truss,  primary  and 
secondary,  being  determined  as  in  Article  115,  are  to  be  combined 
as  in  the  preceding  examples. 

The  following  formulae  give  the  horizontal  stress  H.,  the  thrust 
along  the  rafter  Tm,  and  the  thrust  along  the  strut  SM,  in  that 
secondary  truss  which  has  its  highest  point  at  m  divisions  of  the 
niter  from  the  ridge-joint : — 

W  c 

H.  =  - — *;  (being  the  same  for  each  secondary  truss);... (5.) 

Wte+iTsKWCS+O'l ,«, 

(also  the  same  for  each  secondary  truss.)         J 

It  follows  that  the  total  tensions  on  the  several  divisions  of  the 
tie-rod  and  thrusts  on  the  several  divisions  of  the  rafters,  com- 
mencing at  the  divisions  next  the  middle  suspending-rod,  are  as 

(W  c  W      /  /c2        \ 

making  -j- ,-  =  H,  and       \y   U2+  1 J  =  T,  as  in  the 

equations  1 J ; 

H  (l  +  l);H(l +  ?);&*,    ....    H  -l*=l,  (8.) 

T;T(i  +  1);t(i  +  ?);*c.     •     .     T  •  *2=1.  (9.) 

In  timber  roofs,  instead  of  resisting  the  horizontal  thrust  of  such 
struts  as  4  5  and  9  10  by  means  of  tie-rods,  it  is  usual  to  make 
their  lower  ends  abut  against  a  horizontal  strut  or  straining-piece 
laid  on  the  top  of  the  main  tie-beam,  and  extending  from  5  to  9 ; 
the  object  being  to  give  transverse  strength  to  the  tie-beam.  In 
that  case  the  tension  is  uniform  along  the  whole  length  of  the  tie- 
beam,  being  H  • . 

IV.  Gothic  Roof-Trusses  belong  to  the  class  of  w  Open  Poly* 
gonal  Frames,"  already  mentioned  in  Article  117,  p.  179;  and  they 
exert  oblique  thrust  against  the  walls  or  buttresses  which  support 
tbem.  The  framing  is  so  designed  as  to  make  the  horizontal  com- 
ponent of  that  thrust  as  small  as  possible. 
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Fig.  211  may  be  taken  as  an  example.  In  this  truss  B  0  and 
FCare  horizontal  ties, each  extending 
over  one-quarter  of  the  span,  and  £  F 
is  a  suspending-piece ;  all  the  other 
pieces  are  struts.  The  struts  A  O 
and  A'  C  are  carved  for  the  sake  of 
architectural  effect;  their  straight 
lines  of  resistance,  which  are  parallel 
to  the  rafters,  are  marked  by  dots. 
The  curved  pieces  C  F,  C  F,  are  mere 
pj    211  w**    stays,  to  provide  against  casual   ir- 

regularities of  the  load. 
The  lines  of  resistance  of  the  primary  truss  are  the  horizontal  line 
D  D',  and  the  dotted  lines  A  D,  Af  D'.  The  diagram  of  forces  is 
formed  thus: — In  fig.  212,  draw  0  H  horizontal,  H  G 
vertical,  and  O  G  ||  A  D.  Take  H  G  to  represent  3-Sths 
of  the  weight  of  the  truss  with  its  load ;  then  will  O  H 
represent  the  horizontal  stress,  and  O  G  the  oblique 
thrust  exerted  along  D  A  against  the  abutment. 

The  dotted  line  D  A  is  the  line  of  resistance  of  a 
Fig.  212.      frame  or  compound  strut,  consisting  of  the  four  struts 
A  B,  A  C,  B  D,  and  C  D,  and  the  tie  B  C.     The  stresses 
on  these  pieces  are  represented  as  follows : — 

the  tension  on  B  C,  by  O  H  (fig.  212.) 

the  thrusts  along  B  D  and  A  C,  by  O  K  ||  B  D  ||  A  C;  (K  bisects 

HG); 
the  thrust  on  D  C  by  K  H  =  /ffths  of  gross  load; 
the  thrust  oaBAby  1JKH  =  -&ths  o£  gross  load. 

DED'  forms  a  secondary  truss,  loaded  at  E  with  one-quarter  of 
the  gross  load ;  D  D'  is  the  tie  of  this  truss  as  well  as  the  straining 
piece  of  the  primary  truss;  and  the  tension  arising  from  the  action 
of  the  secondary  truss  is  to  be  subtracted  from  the  thrust  due  to 
the  action  of  the  primary  truss,  to  find  the  resultant  thrust  along 
D  D',  which  is  thus  found  to  be  represented  by  £  O  H.  The 
thrust  along  £  D  is  represented  by  £  O  K. 

340.  Streagta  af  Tie-Beans,  Strat-Beaat*  and  Beat  Sirats. — Let 
H  be  the  greatest  direct  working  stress,  whether  tension  or  thrust, 
along  the  line  of  resistance  of  a  given  piece  whose  breadth  is  b  and 
depth  A;  M  the  greatest  working  bending  moment,  whether  arising 
from  a  transverse  load,  or  from  the  neutral  axis  of  the  piece  not 
coinciding  with  the  line  of  resistance  (in  which  latter  case  M  =  H 
X  greatest  distance  of  the  neutral  axis  from  the  line  of  resistance); 
f  the  greatest  safe  working  intensity  of  stress;  then, 
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/'=o+t*; -o-) 

and  if  h  has  been  fixed  beforehand,  b  is  given  by  the  formula 

»(!+£)*/. • « 

As  already  stated,  y*  =  1,000  lbs.  per  square  inch  in  ordinary 
carpentry. 

341.  mrt*%— ntwwmm f. — A  bridge-truss  is  usually  one  of  two  or 
more  parallel  frames  of  carpentry,  which  act  as  girders,  in  support- 
ing the  cross-beams  or  joists  of  the  platform  of  a  bridge.     (Article 
336,  p.  465.)    The  principal  struts  which  it  contains  may  spring 
either  from  a  tie-beam,  like  the  rafter  of  a  roof,  from  iron  sockets 
connected  by  means  of  a  tie-rod,  or  from  suitable  piers  and  abut- 
ments of  timber  or  stone.     The  most  usual  elementary  figures  of 
bridge-trusses  are,  like  those  of  roof-trusses,  the  triangle  (fig.  207), 
and  the  trapezoid  (fig.  209);  and  the  principles  of  their  stability 
and  equilibrium  are  the  same,  except  that  in  a  bridge-truss,  special 
prevision  must  be  made  for  the  unequal  distribution  of  the  load, 
both  transversely  and  longitudinally. 

L  Load  Unequal  Transversely. — This  case  occurs  chiefly  in 
bridges  for  double  lines  of  railway,  when  one  track  is  loaded  and 
the  other  unloaded  The  proportions  in  which  the  rolling  load  is 
distributed  over  the  girders,  when  there  are  only  two  of  them,  is 
simply  the  inverse  ratio  of  the  horizontal  distances  of  its  centre  of 
gravity  from  the  two  girders  (Article  112,  p.  174);  but  there  are 
often  more  than  two  girders,  most  frequently  four;  and  then,  in 
order  to  determine  the  proportions  in  which  the  load  is  distributed 
over  them,  the  assumption  is  made  that  the  cross-beams  remain 
sensibly  straight;  so  that  the  difference  between  the  deflections  of 
any  two  of  the  girders,  and  consequently  the  difference  between  the 
shares  of  the  load  borne  by  them,  is  proportional  simply  to  the 
distance  between  them. 

To  illustrate  the  application  of  this,  let  the  girders,  and  the 
rolling  load  which  by  means  of  a  cross-beam  is  made  to  rest  on 
them,  be  arranged  in  cross-section  as  follows : — 

W 
A        B      O      C        D 

*W  denotes  the  position  of  the  centre  of  gravity  of  the  rolling  load ; 
0  the  centre  line  of  the  platform;  A,  B,  C,  D,  the  four  girders. 
Then, 
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the  mean  share  of  the  .rolling  load  borne  by  each  girder  will  be 

W-j-4. 
To  find  the  deviations  from  that  mean  share,  let 


OB^^j  OA=«2j  0  0  =  —  *!;  0D  =  — 


*2> 


and  let  the  horizontal  distance  from  O  to  W  be  % 

The  deviation  from  the  mean  of  the  load  on  any  girder  whose 
distance  from  the  centre  line  is  z  most  be  as;  a  being  a  co-efficient 
to  be  determined  by  the  condition  that  the  moment  of  W  relatively 
to  O  is  equal  and  opposite  to  the  sum  of  the  moments  of  the  resist- 
ances of  the  beams  relatively  to  the  same  axis.  This  condition, 
expressed  in  symbols,  gives  W'  z$  =  2  a  (z\  +  «J);  whence 

W  z 
a  =  ^/-rx^ixj  and  the  shares  of  the  rolling  load  on  the  four 

-j  \zx  -|~  Zg) 

girders  are  as  follows : — 


on 


on  B; 

onC;   - 


W 

4 

W 
V 


on 


..(1.) 


When  the  share  of  the  load  on  D,  as  often  happens,  proves  to  be 
negative,  it  shows  that  the  girder  furthest  from  the  loaded  track  is 
pulled  ujrwards  by  the  platform. 

As  a  numerical  example,  let  the  bridge  be  one  under  an  ordinary 
narrow  gauge  railway,  and  let  the  four  girders  be  exactly  under  the 
four  rails  respectively;  so  that  we  may  make,  with  sufficient  ac- 
curacy for  the  present  purpose, 

zx  =  3  feet;  z%  =  8  feet;  z0  =  5|  feet; 
then,  load  on  A  =  W  Q  +  ^  )  =  +  ^51 W 

•  B=w/G+^)=+-363w' 

»       C==WG-23932)=  +  '137Wf 

-  D=w'(i-?!)— ^ 
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These  results  have  been  verified  by  careful  experiments  on  a 
great-  scale. 

The  most  important  of  them  practically  is  the  share  of  the  load 
on  A,  being  the  greatest  share.  In  order  to  arrange  the  girders 
so  that  this  share  shall  not  exceed  one-half,  the  following  equation 
should  be  fulfilled: — 

s?  =  2*0s2  —  4 (2.) 

For  example,  let  z0  =  5^  feet;  **  =  10  feet;  then  zi  =  «/ 10 
=  316  feet 

IL  Load  Unequal  Longitudinally. — This  sort  of  inequality  must 
be  provided  for  in  every  case  in  which  the  figure  of  the  truss  has 
more  sides  than  three. 

The  most  important  example  in  practice  is  that  of  the  trapezoidal 
truss,  whether  springing  from  a  tie-beam,  as  in  fig.  209,  p.  470,  or 
from  a  pair  of  abutments,  or  from  sockets  connected  by  means  of  a 
tie-rod 

There  are  two  means  of  enabling  the  truss  to  resist  a  partial 
load:  by  the  stiffness  of  a  longitudinal  beam,  and  by  diagonal 
bracing. 

The  longitudinal  beam  is  either  the  tie-beam,  or,  in  the  absence  of 
a  tie-beam,  a  beam  resting  on  the  top* of  the  truss,  and  bolted  to 
the  straining-piece  F  in  the  figure. 

Let  c  denote  the  half-span  of  the  truss ;  x,  the  distance  of  the 
points  4  and  1  from  the  middle  of  the  truss. 

Let  a  partial  load  W'  be  applied  at  one  of  these  points,  the 
other  being  unloaded  Then  the  longitudinal  beam  has  to  resist  a 
bending  action,  which  is  greatest  at  the  loaded  point  and  at  the 
unloaded  point,  producing  convexity  downwards  at  the  loaded 
point,  and  upwards  at  the  unloaded  point :  the  bending  moment 
has  the  following  value : — 

M,  =  w*(c-5) 

2c  '  v    ' 

and  the  stress  produced  by  it  must  be  taken  into  account  in  fixing 
the  dimensions  of  the  longitudinal  beam.    For  example,  if  x  =  c  -s- 

3,  M'  =  W  c  -f-  9. 

To  provide  resistance  to  a  partial  load  by  diagonal  bracing,  there 
should  be  two  diagonal  struts,  in  the  positions  shown  by  the  dotted 
lines  4  5  and  6  1  in  iig.  209 ;  4  5  to  act  when  the  partial  load  is  on 

4,  and  6  1  when  the  partial  load  is  on  1.  The  greatest  thrust  S 
along  either  of  them  is  given  by  the  following  formula: — Let  k  be  the 
depth  of  the  truss,  from  the  centre  line  of  F  to  the  centre  line  of  B. 

Then  8  =  w,  c  —  x  m       1  4  ^  +  R       ^ 
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342.  Cmif^  BrMr-TrM.  (4.  if.,  160.)— The  general 
nature  of  a  compound  truss  has  been  explained  in  Article  121, 
p.  184.  Fig.  213  is  a  skeleton  diagram  of  a  compound  timber 
bridge-truss,  on  the  principle  of  those  of  the  celebrated  bridge 
of  Schaffhausen. 

M  4  t I !_  ■  » 


It  consists  of  four  elementary  trusses,  viz. : — 

12  3  4  loaded  at  2  and  3, 
1«64        „       5   „    6, 
17  84        „       7    „    8, 
19  4        „       9; 

but  all  those  trusses  have  the  same  tie-beam,  1  4;  and  the  pull 

along  that  tie-beam  is  the  sum  of  the  pulls  due  to  the  four  trusses. 
The  vertical  lines  represent  suspending-pieces,  from  which  the 

tie-beam  is  hung.     The  tie-beam  supports  the  cross-beams  of  the 

platform. 

An  arrangement  of  struts  similar  to  that  in  the  figure,  but 

without  the  tie-beam  or  suspending-pieces,  and  supporting  the 

platform  above,  is  often  used 
for  timber  bridges  with  abut- 
ments. Stay-pieces,  how- 
ever, are  required,  nearly 
in  the  position  of  the  upper 


Fig.  214. 


.xSb- 


7$ 


parts  of   the  suspending-pieces  in  the  figure,  to  give  sufficient 
stiffness  to  the  struts. 

343.  Dlas;«Mlly-bnuw4  Girder.  —  This  sort  of 
girder,  of  which  fig.  214  is  a  skeleton  diagram, 
was  first  introduced  in  America  by  Mr.  Howe. 
The  two  horizontal  bars,  or  "  booms,"  resist  the 
bending  moment  of  the  load;  they  are  made  of 
layers  of  planks  set  on  edge,  and  bolted  together  so 
as  to  break  joint,  as  in  the  built  ribs  of  Article 
333,  p.  464.  The  shearing  action  of  the  load  is 
resisted  by  the  vertical  suspending-pieces  (which 
are  iron  rods),  and  the  diagonal  timber  struts, 
which  abut  into  iron  sockets,  as  shown  on  a  larger 
scale  in  fig.  215.     In  the  latter  figure  A  is  the 


■v 


Fig.  215. 
upper  or  compressed  boom,  and  B  the  lower  or  extended  boom;  C, 
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a  snspending-rod ;  D,  d,  struts  sloping  up  towards  the  middle  of 
the  span,  and  indicated  by  plain  lines  in  fig.  214;  E,  e,  struts 
sloping  up  towards  the  nearest  point  of  support,  and  indicated  by 
dotted  lines  in  fig.  214. 

The  diagonals  shown  by  full  lines  are  all  that  would  be  required 
if  the  load  were  always  uniformly  distributed  over  the  girder. 
Those  shown  by  dots  are  necessary  in  order  to  resist  travelling 
loads. 

The  actions  of  the  load  on  this  girder  are  computed  by  the  method 
already  explained  in  Article  160,  pp.  230  to  243,  as  applied  to  a 
beam  loaded  at  detached  points.  The  formula  for  the  bending 
moment  at  any  cross-section  has  already  been  given  in  Article  161, 
Cue  VIII.,  p.  247.  In  computing  the  shearing  force,  regard  must 
be  had  to  the  action  of  a  travelling  load,  as  explained  in  Article 
161,  Case  IX.,  pp.  247,  248. 

The  following  are  the  most  convenient  formula)  in  practice. 
One  of  the  points  of  support  being  numbered  0,  the  joints  of  the 
upper  boom  are  to  be  numbered  consecutively  from  that  end  of  the 
girder  towards  tike  middle,  as  in  fig.  214 : — 

Let  n  denote  the  number  of  any  joint,  and  N  the  total  number 
of  divisions  in  the  beam.  (In  the  figure  N  =  8;  and  for  the 
middle  joint,  n  =  4.     When  N  is  odd,  there  is  no  middle  joint.) 

Let  k  denote  the  height  of  the  girder,  measured  from  centre  to 
centre  of  the  horizontal  booms; 

If  its  span ;  so  that  I  -j-  N  is  the  length  of  a  division; 

t,  the  length  of  a  diagonal,  measured  along  its  liue  of  resistance, 

w,  the  uniform  steady  load  upon  each  joint; 

v*>  the  greatest  travelling  load  upon  each  joint. 

Tbe  divisions  of  the  horizontal  booms  are  to  be  numbered  1,  2, 
3, 4,  from  the  ends  towards  the  middle ;  so  that  in  fig.  214,  Division 
No.  1  of  the  upper  boom  lies  between  I  and  2;  Division  No.  1  of 
the  lower  boom  lies  between  0  and  the  suspending-rod  1,  <fec. 

Sospending-rods  and  diagonals  are  designated  by  the  number  of 
the  joint  where  their  upper  ends  meet;  thus,  in  fig.  215,  if  n  be  the 
number  of  the  rod  C,  it  is  also  the  number  of  the  larger  diagonal 
D>  and  the  smaller  diagonal  £;  while  the  number  of  d  is  n  +  1,  and 
fort  of  «,»-). 

***  H„  be  the  thrust  and  tension  along  the  divisions  n  of  the 
typer  and  lower  booms ; 

V«  the  tension  on  the  vertical  rod  n ; 

T„  the  thrust  on  the  large  diagonal  n; 

'v  the  thrust  on  the  small  diagonal  n. 
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Then 

^~       k  2  N~~' Vm) 

V.  (when  the  platform  is  hung  from  the  girder,  for  all  except  the 
middle  Irf)-wpji-.)+^.(S=-i.gp!L±liMi) 

V  (when  the  platform  is  hung  from  the  girder,  for  the  middle 

«*>-•+ 5r-@+i) W 

(When  the  platform  rests  on  the  top  of  the  girder,  subtract  w  +  w 
from  each  of  the  above  values  of  V.)' 

_ •£ /N  +  l _  \     wj> . (N-»)-(N  — +  1). 

A*-  k  v  2    *v+x        2N       ' (4) 

'•=  -xv-5-""; +  x '  -hr'- (*> 

When  the  last  formula  (5)  gives  a  null  or  negative  result,  it 
shows  that  the  smaller  diagonal  in  the  division  in  question  is  un- 
necessary. 

A  common  inclination  for  the  diagonals  is  45°;  the  correspond- 
ing value  of  s  -j-  k  is  T414,  and  that  of  I  -*-  k  is  N.* 

The  following  is  a  numerical  example : — 

Span  80  feet,  in  eight  equal  divisions;  that  is,  J  =  80;  N  =  8. 
k=  10  feet;  *=-- 1414  feet. 
w  =  5000  lbs.;  w'  =  10,000  lbs, 

Platform  hung  below  girder. 


n 

H 

V 

T 

t 

lbs. 

lbs. 

lbs. 

lbs. 

i 

52>5°° 

52,500 

74,235 

negative. 

2 

90,000 

38,75o 

54,79* 

negative. 

3 

112,500 

26,250 

37,^8 

7,070 

4        120,000        17,500        21,210 

The  last  column  shows  that,  in  the  example  chosen,  the  dotted 
diagonals  are  required  in  the  two  middle  divisions  only. 

The  value  of  H  for  n  =  4  applies  to  the  lower  boom  alone,  as  the 
upper  boom  has  only  three  divisions  on  each  side  of  the  middle. 

344.  i.auice-w©rk  Girdm  of  timber  were  first  introduced  by  Mr. 
Ithiel  Towne.     The  lattice-work   consists   of  planks  inclined  at 
40°  to  the  horizon,  pinned  together  with  treenails. 
*  See  page  493. 


UMBER  LATTICE  GIRDER — TIMBER  ARCHES. 
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Fig.  216. 


A  lattice  girder,  even  without  horizontal  booms  (as  in  fig.  216), 
is  capable  of  supporting  a  certain  load,  provided  its  ends  are  made 
bat  to  stable  piers;  and,  under  these  circumstances,  its  moment 
of  resistance  at  any  cross-section  is  simply  the 
earn  of  the  moments  of  resistance  of  the  planks 
intersected  by  that  cross-section.  But  this 
mode  of  construction  is  unfavourable  both  to 
economy  and  to  stillness.  When  horizontal 
booms  are  bolted  to  the  lattice-work  at  its  upper 
and  lower  edges,  they  may  be  considered,  without 
sensible  error,  as  sustaining  all  the  bending  mo- 
ment, like  those  in  the  example  of  the  last  article;  while  the 
lattice-work  bears  the  shearing  action  of  the  load,  distributed  with 
approximate  uniformity  amongst  the  bars  or  planks. 

545.  TMbcr  Axchm. — When  a  timber  arch  is  exactly  or  nearly 
of  the  form  of  an  equilibrated  rib  of  uniform  strength  under  the 
steady  part  of  its  load,  and  is  subject  besides  to  a  rolling  load,  its 
strength  is  to  be  computed  according  to  the  methods  of  Article 
180,  ppt  296  to  314. 

The  usual  form  for  timber  arches  is  a  segment  of  a  circle;  but 
the  formula)  for  a  parabolic  rib  may  be  used  in  practice  without 
material  error.  In  almost  every  case  the  rib  may  be  considered 
•a  fixed  in  direction  at  the  ends;  so  that  if  the  abutments  are 
immoveable,  the  formulae  to  be  employed  will  be  those  of  Problem 
IT.,  equations  30  to  38  b,  pp.  305  to  308;  and  if  the  abutments 
are  sensibly  moveable,  equation  40,  p.  308,  is  to  be  used  instead  of 
equation  30. 

In  designing  a  timber  arch,  the  greatest  working  deflection 
should  be  computed  by  the  equation  61  of  Article  180,  p.  313;  and 
the  pieces  of  timber  in  the  arch  and  superstructure  should  be  pro- 
portioned as  if  the  platform  were  to  have  an  upward  convexity  or 
"  camber,"  with  a  rise  in  the  centre  of  the  span  equal  to  the 
calculated  deflection.  The  result  will  be,  that  the  platform  will 
become  horizontal,  or  nearly  so,  when  fully  loaded. 

Semicircular  timber  ribs  are  now  often  employed  to  support 
roofs,  for  the  sake  of  architectural  appearance.  In  fig.  217,  let 
A  C  B  be  a  quadrant  of  such  a  rib,  under  a  load  « 

uniformly  distributed  horizontally,  O  being  its  D  r  - 
centre.  Draw  B  D  and  A  D  tangents  to  the 
neutral  layer  at  the  springing  and  at  the  crown; 
bisect  AD  in  E;  then,  if  the  arch  be  jointed 
or  hinged  at  A  and  B,  E  B  will  be  the  direction 
of  the  thrust  at  B;  and  its  horizontal  com- 
ponent will  be  half  the  load  on  the  quadrant; 
that  is, 

2l 


Fig.  217. 
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H  =  *°/; (L) 

r  being  the  radios  0  A,  and  w  the  load  per  lineal  unit  of  span. 
The  greatest  bending  moment,  on  the  same  supposition,  occurs  at 
C,  30°  above  the  springing.  That  moment  tends  to  make  curvature 
sharper  at  that  point;  and  its  value  is 

*-t£ (-'•) 

The  value  of  the  direct  thrust  at  0  is  H,  as  given  by  equation  I. 
By  the  use  of  these  values  in  the  formulae  of  Article  340,  p.  47>, 
the  proper  scantling  for  the  rib  may  be  computed.  The  supposition 
of  the  rib  being  hinged  at  A  and  B  is  not  perfectly  realized  in 
practice ;  but  it  will  not  lead  to  any  error  of  importance. 

346.  Ttafeer  SpuMlh — When  timber 
arches  support  a  level  platform,  each 
spandril  in  general  contains  a  series  of 
upright  posts  for  transmitting  the  lotui 
from  the  platform  to  the  arch.  A  hori- 
zontal beam  on  the  top  of  each  row  of 
Fig.  218.  posts  should  have  strength  and  stiffiiess 

sufficient  to  resist  the  load  between  each  pair  of  posts. 

To  stiffen  the  frame  transversely,  the  posts  which  stand  side  by 
side  should  have  diagonal  braces  between  them ;  the  smallest  trans- 
verse dimension  of  any  brace  not  being  less  than  about  one-twentieth 
part  of  its  length. 

To  stiffen  the  frame  longitudinally,  diagonal  braces  may  be 
placed  as  in  fig.  218.  To  find  the  stress  which  any  one  of  those 
diagonal  braces  should  be  capable  of  resisting  with  safety,  let  the 
upright  posts  be  numbered  from  one  end  of  the  arch  to  the  middle, 
0,  1,  2,  3,  <fec.  (like  t^e  suspending-rods  in  Article  343).     Let 

N  be  the  total  number  of  longitudinal  divisions  in  the  platform. 
n  and  n  +  1,  the  numbers  of  the  posts  between  which  a  given 

diagonal  brace  is  situated. 
8,  its  length,  and  h  the  difference  of  level  of  its  ends. 
w',  the  greatest  travelling  load  on  one  post. 
T,  the  greatest  amount  of  thrust  along  the  diagonal;  then 

«/«    n  (n  +  1)  n) 

For  the  diagonals  between  0  and  1,  indicated  by  dots  in  the 
figure,  this  expression  is  =  0 ;  but  nevertheless  a  pair  of  diagonals 
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ma j  lie  placed  there,  of  the  same  size  with  the  smallest  of  those 
between  1  and  2,  in  order  to  give  additional  stiffness. 

It  is  possible  that  when  the  arch  is  partially  loaded  with  a 
travelling  load,  some  of  the  upright  pieces  which,  when  the  load  is 
uniform,  are  posts,  may  have  to  act  occasionally  as  suspending- 
pieces.  To  find  whether  this  is  the  case  for  any  given  upright 
piece,  let  n  be  its  number,  and  vf  the  dead  load  resting  upon  it; 
then  compute  the  value  of  the  following  expression : — 


V.rf.afe  +  l).,,. _ {2.) 


2N 

and  if  this  is  positive,  it  will  give  the  greatest  tension  on  the 
upright;  if  null  or  negative,  it  will  show  that  the  upright  acts 
always  as  a  strut  or  post,  and  never  as  a  suspending-piece  or  tie. 

Another  mode  of  construction  is  to  make  all  the  diagonals  iron 
tie-bolta.  In  this  case  equation  1  will  give  the  greatest  tension  on 
-oy  given  bolt.  The  uprights  will  always  act  as  posts,  and  the 
greatest  load  on  each  will  be  given  by  the  following  formulae : — 

v-*+rf{i+».<;^i>} (3.) 

347.  Taatar  B«w«rta*  carder.    (Fig.  219.) — In  a  girder  of  this 
kind,  a  timber  arch  springs  from  a  tie- 
beam,  which  supports  the  cross-beams  of 
the  platform,  and  is  hung  from  the  arch  at 

intervals  by  vertical  suspending-pieces  or       

rods,  with  diagonal  braces  between  them.  Y\g.  219. 

The  tie-beam  has  to  bear  at  once  a  ten- 
don equal  to  the  horizontal  thrust  of  the  arch,  and  a  bending  action 
doe  to  the  load  supported  on  it  between  a  pair  of  suspending-pieces ; 
and  its  strength  depends  on  the  principles  explained  in  Article  340, 
p.  474. 

The  greatest  tension  on  any  suspending-piece  is  to  be  found  by 
means  of  equation  3  of  Article  346,  above. 

The  greatest  thrust  along  any  diagonal  is  to  be  found  by  mems 
of  equation  1  of  the  same  Article,  p.  482. 

The  horizontal  tie  of  a  timber  bowstring  girder  should  never  be 
made  of  iron,  as  its  expansion  and  contraction  would  strain  and  at 
length  destroy  the  timber  arch. 

343.  TMfcer  Pier* — A  timber  pier  for  supporting  arches  or 
qirders  may  consist  of  any  convenient  number  of  posts,  either 
vertical  or  slightly  raking,  and  connected  together  by  horizontal 
and  diagonal  braces. 

Each  poet  should  be  braced  at  every  point  where  there  is  a  joint  in 
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it,  and  at  additional  points  if  necessary,  in  order  that  the  distance 
between  the  braced  points  may  not  be  less  than  about  18  or  20 
times  the  diameter  of  the  post.  (As  to  lengthening  posts,  see 
Article  315,  p.  456.} 

Should  the  pier  have  lateral  thrust  to  bear,  whether  from  the 
action  of  the  wind  or  from  that  of  the  load  upon  the  super- 
structure, the  following  principles  are  to  be  attended  to : — 

L  The  posts  at  the  base  of  the  pier  should,  if  possible,  spread  to 
such  a  distance  from  each  other  that  the  lateral  thrust  may  cause 
no  tension  on  any  one  of  them.  For  example,  conceive  a  pier  of  a 
timber  viaduct  to  consist  of  two  parallel  rows  of  posts;  let  the 
greatest  horizontal  thrust  in  a  direction  perpendicular  to  the  rows 
be  H,  acting  at  the  height  Y  above  the  base  of  the  pier,  so  that 
H  Y  is  its  moment ;  let  W  be  the  gross  vertical  load  of  the  pier,  and 
B  the  required  distance  from  centre  to  centre  between  the  two 
rows  of  posts  at  the  base  of  the  pier;  then  make 

B  =  ?|-^ (1.) 

and  there  will  never  be  tension  on  any  of  the  posts.  If  this 
arrangement  be  made,  the  whole  load  W  will  be  concentrated  on 
one  row  of  posts  when  the  greatest  thrust  acts.  In  other  ease*, 
the  load  on  the  row  of  posts  furthest  from  the  side  of  the  pier  ou 
which  the  thrust  acts  will  be, 

Z  +  HY  

If  the  pier  consists  of  more  than  two  rows  of  posts,  let  n  denote 
the  number  of  rows,  and  let  them  be  equidistant  from  each  other, 
B  being  still  the  distance  from  centre  to  centre  of  the  outside  rows. 
Let  P  denote  the  share  of  the  load  which  rests  on  the  row  of  posts 
furthest  from  the  side  the  thrust  is  applied  to,  and  P  the  share 
which  rests  on  the  row  nearest  that  side.     Then 

W  HY(»-1)» 

n       B{(»—  l)2  +  (»—  3f  +  &c}' W 

W                  HY(n-l)' 
»       B{(»—  l)s  +  (»^3)*  +  &<4' v'' 

the  series  in  the  denominator  of  the  second  term  being  carried  on  as 
long  as  the  numbers  in  the  brackets  are  positive. 
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The  best  value  for  B  is  found  by  making  F  =  0;  that  is  to  say, 


in  which  case, 


HY»(n-l)» 
W  {(»  _  \f  +  (n  _  3)»  +  4c.}  ' 


P  = 


2W 


.(5.) 
.(6.) 


U.  The  horizontal  and  diagonal  braces  are  to  be  calculated  to 
resist  the  horizontal  thrust,  in  the  same  manner  that  the  suspend- 
ing-pieoes  and  diagonal  struts  of  a  diagonally-braced  girder  are 
calculated  to  resist  the  shearing  stress,  supposing  that  shearing 
stress  to  be  the  same  at  all  points  of  the  girder,  and  =  EL 


F|g.  220.— [Portage  Bridge  oyer  the  Genesee  River,  from  a  Photograph.] 


349.  Centre*  u*  Arebee. — The  use  and  general  construction  of 
centres  for  arches  have  already  been  explained  in  Article  279, 
p.  415.  The  present  article  relates  to  the  figure  and  strength  of 
the  ribs  or  frames  which  support  the  laggings. 

L  Action  of  Load  ok  Centre. — The  building  of  the  arch 
should  be  carried  up  simultaneously  at  the  two  sides  of  the 
centre,  so  that  the  load  on  the  centre  may  never  be  sensibly 


486 


XAXBBIAI4  AHD  8TBUCTUBE8. 


unsymmetricaL  The  loading  of  the  centre  will  thus  advance 
from  both  ends  towards  the  middle;  and  its  most  severe  action, 
whether  compressive,  shearing,  or  bending,  will  take  place  just 
before  the  key-stones  are  driven  into  their  places. 

If  there  were  no  friction  between  the  arch-stones,  the  load  upon 
the  centre  could  be  computed  exactly.  The  friction  between  them 
renders  all  formulas  for  that  purpose  uncertain. 

It  is  usually  stated  that  the  arch-stones  do  not  begin  to  press 
against  the  centre  until  courses  are  laid  the  slope  of  whose  beds  is 
steeper  than  the  angle  of  repose;  that  is  to  say,  from  25°  to  35°,  or 
on  an  average,  about  30°;  but  in  order  that  this  may  be  true,  the 
lower  part  of  the  arch  must  be  so  thick  as  to  have  no  tendency  to 
upset  inwards.  A  thickness  equal  to  about  one-tenth  of  the 
radius  of  curvature  of  the  intrados  is  in  general  sufficient  for  that 
purpose;  but  still  any  accidental  disturbance  of  the  arch-stones 
may  make  them  press  against  the  centre. 

Each  successive  course  of  arch-stones  that  is  laid  causes  the 
pressure  exerted  by  the  previous  courses  against  the  centre  to 
diminish;  and  when  a  semicircular  arch  is  completed  all  but  the 
key-stone,  the  stones  whose  beds  slope  less  steeply  than  30°  have 
ceased  to  press  against  the  centre,  and  that  even  although  there 
should  be  no  friction.  In  fact,  when  the  load  on  the  centre  reaches 
its  greatest  amount,  its  action  is  nearly  the  same  whether  friction 
operates  sensibly  or  not;  and  considering  this  fact,  and  also  the 
fact  that  any  errors  in  calculation  caused  by  neglecting  the  friction 
of  the  stones  on  each  other  must  be  on  the  side  of  safety,  it  appears 
that  for  practical  purposes  it  is  sufficient  to  calculate  the  load  on  a 
centre  as  if  the  friction  between  the  stones  were  insensible. 
The  following  are  the  results : — 

(1.)  General  Case, — Let  w  denote  the  weight  per  lineal  foot  of  the 
intrados  of  the  arch  resting  on  a  given  rib  of  a  centre, 

Let  the  co-ordinates  ot  any  point  (such  as 
D,  fig.  221)  in  the  intrados  be  measured 
from  its  highest  point  A;  x  being  neaoufed 
horizontally,  and  y  vertically  downward*. 

Let  x0  and  y0  be  the  co-ordinates  of  the 
point  C. 

Let  r  be  the  radius  of  curvature  of  the 
intrados  at  the  point  D, 

4,  its  inclination  to  the  horizon. 
p,  the  normal  pressure  against  the  rib 
at  the  point  D,  per  lineal  foot  of  intrados; 
Fig.  221.  then,  friction  being  insensible, 

1  fv 
pezwcoaS  —  ^J^wdy, (1.) 
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and  the  greatest  value  of  this  is 

10  •  COS  A   (1  A.) 

Xiet  P  be  the  total  vertical  load  arising  from  the  pressure  of  the 
arcli-stones  on  the  rib  between  C  and  D;  then 


P 


=/!*<**> <2-) 

and  the  value  of  this,  when  the  arch  is  complete  all  but  the  key- 
stone, is 

*i=/?*rf«  (making  y0  =  0); <*A.) 

xl  being  the  horisontal  distance  from  the  middle  of  the  span  to 
a  point  for  which  p  =  0. 

If  the  rib,  instead  of  resting  on  a  series  of  posts,  as  in  fig.  221,  is 
supported  as  a  girder  on  the  abutments  or  piers  of  the  arch,  or  on 
timber  piers  of  its  own, 

Let  c  be  the  half-span  of  that  girder; 

M,  the  moment  of  flexure  in  the  middle  of  the  span;  then 

M  =  P  c  —  j'^p  xdx; (3.) 

and  the  greatest  value  of  this  is 

M1  =  Tlc  —  j*lpxdx  (for  y0  =  0) (3  a.) 

Formula  1  a.  serves  to  compute  the  greatest  load  to  be  borne  by 
the  laggings  or  bolsters;  equation  2  serves  to  compute  the  load  on 
any  vertical  post,  or  the  vertical  component  of  the  load  on  any  given 
back-piece,  or  segment  of  the  rib  immediately  under  the  laggings; 
and  the  total  transverse  load  on  such  a  piece  is 

Psec*. (4.) 

S  being  its  inclination  to  the  horizon. 

Equation  2  a.  gives  the  greatest  vertical  load  on  each  half  of 
the  rib,  and  serves  to  compute  the  total  strength  required  for  its 
vertical  supports ;  and  equation  3  a  serves  to  compute  the  strength 
required  if  the  rib  acts  as  a  girder. 

(2.)  Circular  Arch  not  exceeding  120°. — In  an  arch  with  a  circular 
intrados,  we  hare — 
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Lei  #,  «(>,  8V  denote  lengths  of  arcs  measured  from  A  in  feet 
Let  the  weight  per  foot  of  intrados  w  be  constant.     Then  the 
normal  pressure  per  foot  of  intrados  is 

J»  =  U>(2c06#  —  0MJfl«lP-r~'jr  +  *i (D.) 

and  its  greatest  value  for  a  given  point, 

10  008  1  =  to  • (5  a.) 

The  vertical  load  between  C  and  D  is 

P  =  to  r  {  *  —  t0  —  sin  #  (cos  *0  —  cos  f  )  } 
=  t*{*  —  *0  —  *(y  —  y0)}; 


..(6.) 


which,  when  the  load  is  complete  up  to  A,  and  &  is  at  the  spring- 
ing, becomes 

V^wrfa  — 4*^(1  — mij}  =  w  fa  — ^Y(6a.) 

in  which  last  expression,  the  load  on  the  half-rib  is  given  in  terms 
of  its  length,  sv  its  half-span,  xv  and  its  rise,  yv 

The  greatest  moment  of  flexure,  Mlf  on  a  girder-rib  of  the  half- 
span  e,  is  as  follows : — 


tut       t>  *  /I  .  oos2  ir       2  cos*  #.\ 


(-■) 


In  employing  these  formulae,  it  may  often  be  convenient  to  use 
the  following  expressions  for  computing  the  radius  r  and  length  * 
of  any  given  arc  from  its  half-span  x  and  rise  y : — 

r  =  (y  +  ^)4-2;.  =  a!(l+|^_|ii)n«rlf.    (*) 

The  load  on  any  arc  of  the  rib  may  be  represented  graphically  in 
the  following  manner : — 

In  fig.  222,  let  A  B  be  a  quadrant,  described  about  0  with  a  radius 
representing  that  of  the  intrados.  Let  C  be  the  point  up  to  which 
the  arch  has  been  built,  and  D  any  other  point  in  the  intrados. 
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i 


Fig.  228. 


Conceive  that  the  half  of  the  radius  A  O  represents  «?,  the 
▼eight  per  foot  of  intrados. 

From  C  draw  C  E  ||  A  O;  bisect  C  E  in  F,  from  which  draw 
F  H  ||  O  B;  draw  D  G  ||  A  O; 
then  will  1)  G  represent  the  normal 
pressure  on  each  lineal  foot  of  the 
rib  at  the  point  D ;  and  the  shaded 
area  C  D  G  F  will  represent  the 
vertical  component  of  the  load  on 
the  rib  between  C  and  D,  both  in  If-  *22- 

amount  and  in  distribution ;  that  is  to  say, 

^  A  0:u>: :  D  G:j> 

: :  C  D  G  F  :  P. 

The  point  H  is  that  below  which  the  arch-stones  cease  to  press 
on  the  rib,  when  the  arch  has  been  built  up  to  the  point  C. 

The  case  in  which  the  rib  is  completely  loaded,  the  arch  being 
finished  all  but  the  key-stone,  is  represented  by  fig.  223.  Bisect 
the  vertical  radius  A  O  in  K,  and  conceive  A  K  to  represent  w ; 
draw  K  L  ||  O  B ;  L  will  be  a  point  below  which  the  stones  do  not 
press  oh  the  rib  (supposing  the  arch  to  extend  so  far);  and  at  that 
point  4  =  60°.  Let  D  be  any  point  in  the  intrados;  draw  D  M  || 
AO;  then 


AK  :w 


:DM  :p 
ADMK 


P; 


and  if  D  is  the  springing  of  the  arch,  ADMK  represents  the 
vertical  load  on  the  half  rib,  Pr  If  the  arrow  P  in  the  figure 
represents  the  position  of  one  of  the  two  supports  of  a  girder  rib, 
0  P  =  c  in  equation  7. 

(3.)  Circular  Arch  of 120°  and  upwards. — Because  the  arch-stones 
below  the  point  where  the  inclination  of  the  intrados  to  the  horizon 
is  60°,  do  not  press  upon  the  rib  when  the  load  is  complete,  the 
*alue  of  PA  for  ix  =  60°  applies  also  to  all  greater  values  of  #x ;  it 
being  understood  that  in  every  such  case  we  are  to  make 

Xl=  A/  i  'r  =  *866  r>  *  =  2;  *  =  l"°m  r>  -P') 

whatsoever  the  actual  rise  and  span  of  the  arch  may  be.  This 
gives  the  following  results : — 

Px  =  -6U2  to  r; (10.) 


M1=swr(-6U2o-g) (11.) 
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(4.)  yonrdretdar  Arch, — find  the  two  points  at  which  the  in- 
trados  is  inclined  60°  to  the  horizon;  conceive  a  circular  arc  drawn 
through  them  and  through  the  crown  of  the  intrados,  and  proceed 
as  in  Case  2,  calculating  r  and  s  by  the  formula)  8,  from  x  and  y, 
the  co-ordinates  of  each  of  the  two  points  where  the  inclination  of 
the  intrados  is  60°.  The  results  will  be  near  enough  to  the  truth 
frtr  practical  purposes. 

LL  .Striking-plates  and  Wkdges. — These  terms  are  applied 
to  the  apparatus  by  which  the  centre  is  lowered  after  the  arch  has 
been  completed.  Fig.  224  represents  a  pair  of  striking-plates,  A 
and  B,  with  a  compound  wedge  0  between  them.  The  lower 
striking-plate  B  is  a  strong  beam,  suitably  notched  on  the  upper 
side,  and  resting  on  the  top  of  the  pier  or  row  of  posts  which  forms 
one  of  the  supports  of  a  centre;  the  upper 
■  A  striking-plate  A,  notched  on  the  under  side, 

jD^DgPgDg^  forms  the  base  of  part  of  the  frame  of  the 
U^*^^T  centre;  and  the  wedge  C  keeps  the  strik- 
Fig.  224.  ing-plates  A  and  B  asunder,    being  itself 

kept  in  its  place  by  keys  or  smaller  wedges 
driven  behind  its  shoulders.  When  the  centre  is  to  be  struck, 
those  keys  are  driven  out;  and  the  wedge  C  being  driven  hack 
with  a  mallet,  allows  the  upper  striking-plate  to  descend.  In  fig. 
221,  p.  486,  S,  S,  S,  represent  the  ends  of  pairs  of  striking-plates 
resting  transversely  on  the  posts  or  piles  which  support  the  entire 
centre.  In  some  centres,  of  which  examples  will  be  given,  the 
striking-plates  lie  longitudinally.  In  the  centres  introduced  by 
Hartley,  each  lagging  can  be  struck  separately  by  lowering  the 
wedges  or  screws  which  support  it;  so  that  striking-plates  to 
support  the  entire  centre  are  unnecessary.    (See  p.  493.) 

IIL  Framing  of  Centres. — The  back-pieces  which  form  the 
upper  edge  of  the  rib,  are  usually  supported  at  points  from  10  to 
15  feet  asunder.  In  some  examples,  however,  those  points  are  as 
close  as  5  or  6  feet. 

It  is  essential  that  a  centre  should  possess  stiffness  so  great  that 
polygonal  frames  of  many  sides  and  timber  arches  are  unfit  forms 
for  its  ribs,  because  of  their  flexibility.  Such  forms  have  been 
used,  but  have  caused  great  difficulty  and  even  danger  in  the 
construction  of  the  arch.  The  kinds  of  framework  which  have 
been  found  to  succeed  are  of  three  kinds,  viz. : — 

(1.)  Direct  supports  from  intermediate  points;  to  be  always 
employed  when  practicable. 

So  \  t    v     j  .i.    j.  •       •      )  to  be  employed  when  intermediate 
2.    Inchn«i  rtrutein pairs;  I  int/of> H  ^^  ^  ^ 

3.)  Tnuaedgirden;  j"     ^  enougLPP 

(1.)  Direct  Supports  in  a  very  simple  form  are  illustrated  by  fig- 
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221,  p.  436.  Several  rows  of  piles  support  a  series  of  pairs  of  striking- 
plates.  On  the  upper  striking-plates  rest  the  ribs,  each  of  which 
consists  of  the  following  parts : — A  sill  or  horizontal  beam,  a  series 
of  vertical  posts  directly  over  the  piles,  horizontal  braces  or  wales, 
diagonal  braces  between  the  posts,  oblique  struts  near  the  upper 
ends  of  the  posts,  to  support  intermediate  points  in  the  back- 
pieces,  and  the  back-pieces.  Besides  giving  stiffness  to  the  posts,  the 
diagonal  braces  answer  the  purpose  of  supporting  a  given  part  of 
the  rib  in  case  the  pile  vertically  below  it  should  give  way. 

Fig.  225  is  a  skeleton  diagram  of  Hartley's  centre  for  the  Dee 
Bridge  at  Chester,  in  which  the 
greater  number  of  the  supports 
consisted  of  struts,  radiating  in  a 
fan-like  arrangement  from  iron 
sockets  or  shoes  on  the  tops  of 
temporary  stone  piers,  of  which 
there  were  four  in  the  total  span 
of  200  feet  The  struts  were  stif- 
fened by  means  of  wales  at  dis- 
tances of  from  10  to  12  feet  apart 
vertically.  The  duty  of  back-pieces  was  done  by  two  thicknesses 
of  4£  inch  planks.     (See  Trans.  Inst.  Cw.  Engs.,  voL  i.) 

(2.)  Inclined  Struts,  in  pairs,  are  exemplified  in  fig.  226,  which  is 
a  skeleton  diagram  of  the  centre  of  Waterloo  Bridge.  Each  joint 
in  the  back-pieces,  such  as  A,  B,  C,  Ac,  was  independently  sup- 
ported by  a  pair  of  struts  of  its  own,  springing  from  the  striking- 
plates  at  F  and  F.     At  each  point  where  many  of  those  struts 
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Fig.  226. 


intersected  each  other,  such  as  H,  I,  and  I',  they  were  connected  by 
abutting  into  one  cast  iron  socket  At  other  points  of  intersection 
they  were  notched  and  bolted  together.  They  were  further  stif- 
fened by  means  of  radiating  pieces  in  pairs,  whose  positions  are 
shown  in  the  sketch.  The  striking-plates  were  longitudinal  and 
inclined,  and  were  supported  on  struts  springing  from  the  stepped 
hues  of  the  stone  piers  of  the  bridge. 
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(3.)  Trussed  Girders,  as  applied  to  centres,  are  illustrated  (in  fig. 
227)  by  the  centre  of  London  Bridge.  The  sketch  shows  that  for 
about  one-fourth  of  the  span  at  each  side  the  support  was  direct, 


Fig.  227. 

being  given  by  vertical  posts  with  diagonal  braces  between  them ; 
while  across  the  middle  half  of  the  span  the  rib  formed  a 
diagonally-braced  girder  of  great  stiffness,  its  depth  being  about 
one-fourth  of  its  span.  The  striking-plates  were  longitudinal 
and  horizontal. 

The  ribs  of  a  centre  should  be  braced  together  transversely  by 
horizontal  and  diagonal  braces. 

In  framing  centres  it  is  desirable  to  use  the  pieces  of  timber  iii 
such  a  manner  that  they  may  be  afterwards  applied  to  other 
purposes. 


(Addendum  to  Article  174,  p.  280,  and  Article  312, 
pp.  450  to  453.) 

349  A.  ItealsuuMse  •€  Titter  f  TmvIm. — The  following  are  the 
results  of  some  recent  experiments  by  M.  Bouniceau  on  the 
resistance  of  timber  to  twisting  and  wrenching,  extracted  from 
a  paper  in  the  "  Annates  dee  Fonts  et  Chaussees"  for  1861.  The 
co-efficients  are  modified  so  as  to  suit  the  formulae  of  M.  de  St 
Venant  for  resistance  to  torsion,  which  are  more  correct  than  the 
ordinary  formulae  employed  in  the  original  paper. 
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Modulus  of  Rupture  Modulus  of  Trans- 

by  Wrenching.         Terse  Elasticity. 

/  C 

Lbs.  on  the  Square  Lbs.  on  the  Square 

Inch.  Inch. 

Red  Pine  of  Prussia, i,54<>  116,300 

„         of  Norway, 95°  61,800 

Elm, i,39°  76,000 

Oak  (of  Normandy), 2,350  82,400 

Aah, 1,460  76,000 

The  modulus  of  rupture  by  wrenching  for  oak,  as  stated  above,  is 
almost  exactly  the  same  with  its  resistance  to  shearing  along  the 
grain.  (See  tables  at  the  end  of  the  volume.)  For  red  pine,  the 
resistance  to  wrenching  is  the  greater. 

The  following  are  the  formulae  applicable  to  square  bars : — 

Let  A  be  the  breadth  and  thickness  of  the  bar. 

M,  the  moment  of  torsion  required  to  wrench  it  asunder;  then 

M=-281/A* (1.) 

Also,  let  J  be  the  length  of  the  bar. 
M',  any  moment  of  torsion. 

0,  the  angle,  stated  in  arc  to  radius  unity,  through  which  the 
bar  is  twisted  by  that  moment;  then 

'  =  •1405  0  k* (2) 


Addendum  to  Article  343,  p.  480. 
As  to  the  most  economical  angles  of  inclination  for  diagonal  braces,  see  papers 
by  Mr.  Bow  in  the  Civil  Engineer  and  Architects  Journal  for  1861. 

Addendum  to  Article  849,  p.  490. 

349  b.  Striktasj  cf  Centres  *y  bmcsum  •€  Ssusd. — This  process  was  first 
invented  by  M.  Baudemoulin,  perfected  by  M.  de  Sazilly,  and  carried  into  effect  at 
the  Bridge  of  Ansterlitz,  in  Paris,  by  M.  Bouziat. 

The  lower,  striking-plate  consists  of  a  timber  platform,  on  which  stand  a  number 
of  vertical  plate-iron  cylinders,  of  nearly  1  foot  in  diameter,  and  1  foot  in  height. 
The  lower  end  of  each  cylinder  fits  on  a  circular  wooden  disc  about  j  inch  thick. 
About  l£  inch  above  the  base  of  each  cylinder  are  four  round  boles,  of  about  J  inch 
io  diameter,  stopped  with  corks.  Each  cylinder  is  filled  about  two-thirds  or  three- 
quarters  full  of  clean  dry  sand ;  and  upon  the  sand  rests  the  lower  end  of  a  cylindrical 
wooden  plunger  loosely  fitting  the  cylinder,  which  plunger  is,  in  fact,  the  lower  end 
of  one  of  the  upright  posts  of  the  framework  of  the  centre.  The  joint  between  the 
plunger  and  the  cylinder  is  stopped  with  plaster,  to  protect  the  sand  from  moisture. 
When  the  centre  is  to  be  struck,  the  corks  are  taken  out  of  the  cylinders,  and  the 
sand,  running  out  of  the  holes,  allows  the  centre  to  sink  slowly  and  steadily.  The 
Band,  if  necessary,  may  be  loosened  with  a  hook,  to  make  it  run  freely ;  and  it  must 
be  cleared  away  from  the  holes  as  it  runs  out 

(Exposition  'UniverseUe,  1862.— Notices  sur  Jet  ModeUs,  Cart**,  et  Destins  mlotifs 
ans  Trasxwx  Publics .) 
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Fig.  228.— [The  Crumlin  Viaduct,  from  a  Photograph.] 


CHAPTER  V. 


OF  METALLIC  STRUCTURE* 


Section  L — Of  Iron  and  Steel 


350.  flaarcca  aa*  Claaei  af  Iraa  la  Ctoacrak—  It  would  be  foreign 
to  the  subject  of  the  present  treatise  to  enter  into  details  as  to  the 
ores  from  which  iron  is  obtained,  and  the  processes  of  its  manu- 
facture. A  brief  summary,  therefore,  of  those  matters  will  alone 
be  given,  referring  for  more  full  information  to  such  wor^ks  as 
Fairbairn  On  the  Iron  Manufacture;  Truran  On  the  Iron  Trade; 
Mushet's  Papers  on  Iron  and  Steel;  Earsten's  ffandbuch  der  Eiaen- 
huettenkunde;  Phillips's  Manual  of  Mineralogy. 

The  chemical  equivalent  of  iron  is  28  times  that  of  hydrogen. 
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The  following  are  the  most  common  conditions  in  which  iron  is 
found  in  its  ores : — 

L  jronvs  Irony  bring  ireo  liearly  pure,  or  com- 
bined with  from  one-fourth  to  one-hundredth 
peri  of  its  weight  of  nickel.  This  is  very 
rare,  and  is  found  in  detached  masses,  which 
are  known,  or  supposed,  to  have  fallen  from 
toe  heavens, So  to  too 

a  Protoxide  or  Black  Oxide  of  (Iron,  i  28)    „*  „mQ 

fa*, loxygen, 1  8f    3*  77* 

FfcosflaJde  of  iron  is  only  found  in  combination  with  other  substances. 

Hi  Peroxide  or   Bed  Oxide  of  (Iron,  2         56)    - 

*w> (Oxygen, 3  24?    °°         7° 

IT.  Magnetic  Oxide  of  Iron=  Clran,  3  84)      . 

Peroxide  +  Protoxide.......  {Oxygen, 4         32)  "° 

v.  B^drateofPeroxideof Iron» 


72-4 


Pooxideof  Iron,  2 atoms,...  &*£ 1  -na] 

JSKr^-^Ur    60 

(Hydrogen, 3    ...    3  J 


Water, S 

VI  Carbonate  of  Irons 

Protoxide  of  Iran,  1  atom,...  4 Jj!J  "" 


Carbonic  Add,.-  1  atom,...  Jigg^ 


I     ...  28] 

1    ...    6  J 


Iron  is  found  combined  with  sulphur,  forming  what  is  called 
Iron  Pyrites;  but  that  mineral  is  not  available  for  the  manufacture 
of  iron;  and  it  forms  a  pernicious  ingredient  in  ores,  or  in  the  fuel 
used  to  smelt  them,  because  of  the  weakening  effect  of  sulphur  upon 
iron.    The  same  is  the  case  with  Phosphate  of  Iron. 

The  most  abundant  foreign  ingredients  found  mixed  with  com- 
pounds of  iron,  in  its  ores  are  siliceous  sand  and  silicate  of  alumina, 
or  clay;  next  in  abundance  are  the  carbonates  of  lime  and  mag- 
nesia. Amongst  other  foreign  ingredients,  which,  though  not 
abundant,  have  an  influence  on  the  quality  of  the  iron  produced,  are 
carbon,  manganese,  arsenic,  titanium,  <fec.  Of  these  manganese  and 
carbon  alone  are  beneficial;  for  manganese  gives  increased  strength 
to  steel,  and  carbon  assists  in  reducing  the  ore;  all  the  rest  are 
hurtful 

The  most  common  Ores  of  Iron  are  the  following : — 

I  Magnetic  Iron  Ore,  consisting  of  magnetic  oxide  of  iron,  pure, 
or  almost  pure,  and  containing  72  per  cent,  of  iron,  is  found  chiefly 
in  veins  traversing  the  primary  strata,  and  amongst  plutonic  rocks, 
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and  is  the  source  of  some  of  the  finest  qualities  of  iron,  such  as  those 
of  Sweden  and  the  North-Eastern  United  States. 

II.  Bed  Iron  Ore  is  peroxide  of  iron,  pure  or  mixed  When 
pure  and  crystalline,  it  is  called  Specular  Iron  Ore,  or  Iron-glantx; 
when  pure,  or  nearly  so,  and  in  kidney-shaped  masses,  showing  a 
fibrous  structure,  it  is  called  Red  Haematite;  when  mixed  with  less 
or  more  clay  and  sand,  it  is  called  Bed  Ironstone  and  Bed  Ochre.  It 
is  found  in  various  geological  formations,  and  is  purest  in  the  oldest. 
The  purer  kinds,  iron-glance  and  haematite,  produce  excellent  iron; 
for  example,  that  of  Nova  Scotia. 

III.  Brown  Iron  Ore  is  hydrate  of  peroxide  of  iron,  pure  or 
mixed  When  compact  and  nearly  pure,  it  is  called  Brown. 
HcematUe;  when  earthy  and  mixed  with  much  clay,  Yellow 
Ochre.  It  is  found  amongst  various  strata,  especially  those  of  later 
formations. 

IV.  Carbonate  of  Iron,  when  pure  and  crystalline,  is  called 
Sparry  or  Spathose  Iron  Ore;  when  mixed  with  clay  and  sand,  Clay 
Ironstone;  when  clay  ironstone  is  coloured  black  by  carbonaceous 
matter,  it  is  called  Black-band  Ironstone.  These  ores  are  found 
amongst  various  primary  and  secondary  stratified  rocks,  and 
especially  amongst  those  of  the  coal  formation. 

The  proportion  of  earthy  matter  in  the  ordinary  ores  containing 
carbonate  of  iron  ranges  from  10  to  40  per  cent. 

The  iron  of  Britain  is  manufactured  partly  from  haematite,  but 
chiefly  from  clay  ironstone  and  black-band 

The  extraction  of  iron  from  its  ores  consists  of  a  combination  of 
processes,  which  may  be  described  in  general  terms  as  follows: — If 
the  iron  is  in  the  state  of  carbonate,  the  carbonic  acid  is  expelled 
by  the  agency  of  heat,  leaving  oxide  of  iron ;  the  earthy  constituents 
of  the  ore  are  removed  by  means  of  the  chemical  affinity  of  other 
earths  (especially  lime),  forming  a  glassy  refuse  called  Slag;  the 
oxygen  is  taken  away  from  the  iron  by  means  of  the  chemical 
affinity  of  carbon;  and  in  certain  processes,  carbon,  combined  with 
the  iron,  is  taken  away  by  means  of  the  chemical  affinity  of  oxygen. 
There  are  also  processes  whose  object  is  to  combine  the  iron  with 
certain  proportions  of  carbon.  The  Bubstances  employed  in  the 
extraction  of  iron  from  its  ore  may  be  thus  classed, — the  ore  itself; 
the  fuel,  which  produces  heat  by  its  combustion,  and  supplies  car- 
bon; the  air,  which  supplies  oxygen  for  the  combustion  of  the  fuel; 
thejlux  (generally  lime),  which  promotes  the  fusion  of  the  ore,  and 
combines  with  its  earthy  constituents. 

In  some  cases  a  substance  is  also  used  in  order  to  remove  sul- 
phur and  phosphorus  from  the  ores  and  fuel  In  this  process  (the 
invention  of  Mr.  Calvert),  chlorine,  or  some  chloride,  by  preference 
common  salt,  is  employed  in  such  quantity  that  for  every 
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1 6  parts  of  sulphur       )  in  the  ore 
or  32  parts  of  phosphorus  J     or  fuel, 
there  shall  he  35  parte  of  chlorine; 
and  as  common  salt  contains  23  parts  of  sodium  to  35  of  chlorine, 

the  proper  proportion  is        58  parts  of  common  salt 

The  metallic  products  of  the  iron  manufacture  are  of  three  kinds ; 
malleable  or  wrought  irony  being  pure  or  nearly  pure  iron;  cast  iron 
and  steely  being  certain  compounds  of  iron  with  carbon.* 

351.  ianrtKM  •*"  !*•■*— The  strength  and  other  good  qualities 
of  these  products  depend  mainly  on  the  absence  of  impurities,  and 
especially  of  certain  substances  which  are  known  to  cause  brittle- 
neas  and  weakness,  of  which  the  most  important  are,  sulphur, 
phosphorus,  silicon,  calcium,  and  magnesium. 

Sulphur  and  (according  to  Mushet)  calcium,  and  probably  also 
magnesium,  make  iron  "  red  short;"  that  is,  brittle  at  high  temper- 
atures; phosphorus  and  (according  to  Mushet)  silicon  make  it 
"  cdd  short/7  that  is,  brittle  at  low  temperatures.  These  are  both 
serious  defects;  but  the  latter  is  the  worse. 

Sulphur  comes  in  general  from  coal  or  coke  used  as  fuel  Its 
pernicious  effects  can  be  avoided  altogether  by  using  fuel  which 
contains  no  sulphur;  and  hence  the  strongest  and  toughest  of  all 
iron  is  that  which  is  melted,  reduced,  and  puddled  either  with 
charcoal,  or  with  coal  or  coke  that  is  free  from  sulphur.  As  to  the 
artificial  removal  of  sulphur,  see  the  preceding  Article. 

Phosphorus  comes  in  most  cases  from  phosphate  of  iron  in  the 
ore,  or  from  phosphate  of  lime  in  the  ore,  the  fuel,  or  the  flux. 
Mr.  Calvert's  method  of  removing  it  has  already  been  mentioned 
above.  The  ores  which  contain  most  phosphorus  are  those  found 
in  strata  where  animal  remains  abound,  such  as  those  of  the  oolitic 
formation. 

Calcium  and  Silicon  are  derived  respectively  from  the  decom- 
position of  lime  and  of  silica  by  the  chemical  affinity  of  carbon  for 
their  oxygen.  The  only  iron  which  is  entirely  free  from  these 
impurities  is  that  which  is  made  by  the  reduction  of  ores  that  con- 
tain neither  silica,  nor  lime,  such  as  pure  magnetic  iron  ore,  pure 
haematite,  or  pure  sparry  iron  ore. 

If  either  of  those  earths  be  present  in  the  ore,  the  other  must  be 
added  as  a  flux,  to  form  a  slag  with  it ;  and  a  small  portion  of 
each  of  them  will  be  deoxidated,  the  bases  uniting  with  the  iron. 
This  is  a  defect  of  earthy  ores  for  which  no  remedy  is  yet  known. 

•  According  to  some  views  recently  set  forth,  nitrogen  is  one  of  the  essential  con- 
stituents of  steel;  bat  this  wants  confirmation. 

2* 
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The  statements  made  relative  to  calcium  are  applicable  also  to 
magnesium. 

The  effect  of  aluminium  upon  iron  is  not  known  with  cer- 
tainly. 

352.  Cut  Iim  is  the  product  of  the  process  of  smelting  iron 
ores.  In  that  process  the  ore  in  fragments,  mixed  with  fuel  and 
with  flux,  is  subjected  to  an  intense  heat  in  a  blast-furnace,  and 
the  products  are  dag,  or  glassy  matter  formed  by  the  combination 
of  the  flux  with  the  earthy  ingredients  of  the  ore,  and  pig  iron, 
which  is  a  compound  of  iron  and  carbon,  either  unmixed,  or  mixed 
with  a  small  quantity  of  uncombined  carbon  in  the  state  of 
plumbago. 

The  ore  is  often  roasted  or  calcined  before  being  smelted,  in 
order  to  expel  carbonic  acid  and  water. 

The  proportions  of  ore,  fuel,  and  flux  are  fixed  by  trial;  and  the 
success  of  the  operation  of  smelting  depends  much  on  those  propor- 
tions. The  flux  is  generally  limestone,  from  which  the  carbonic 
acid  is  expelled  by  the  heat  of  the  furnace;  while  the  lime 
combines  with  the  silica  and  alumina  of  the  ore.  If  the  ore 
contains  carbonate  of  lime,  less  lime  is  required  as  a  flux.  If 
either  lime  or  silica  is  present  in  excess,  part  of  the  earth  which  is 
in  excess  forms  a  glassy  compound  with  oxide  of  iron,  which  runs 
off  amongst  the  slag,  so  that  part  of  the  iron  is  wasted;  and 
another  part  of  that  earth  becomes  reduced,  its  base  combining 
with  the  iron  and  making  it  brittle,  as  has  been  stated  in  the 
preceding  article ;  so  that  in  order  to  produce  at  once  the  greatest 
quantity  and  best  quality  of  iron  from  the  ore,  the  earthy  in- 
gredients of  the  entire  charge  of  the  furnace  must  be  in  certain 
definite  proportions,  which  are  discovered  for  each  kind  of  ore  by 
careful  experiment. 

The  total  quantity  of  carbon  in  pig  iron  ranges  from  2  to  6  per 
cent  of  its  weight 

Different  kinds  of  pig  iron  are  produced  from  the  same  ore  in  the 
same  furnace  under  different  circumstances  as  to  temperature  and 
quantity  of  fuel.  A  high  temperature  and  a  large  quantity  of  fuel 
produce  grey  cast  iron,  which  is  further  distinguished  into  No.  1, 
No.  2,  No.  3,  and  so  on;  No.  1  being  that  produced  at  the  highest 
temperature.  A  low  temperature  and  a  deficiency  of  fuel  produce 
white  cast  iron.  Grey  cast  iron  is  of  different  shades  of  bluish- 
grey  in  colour,  granular  in  texture,  softer  and  more  easily  finable 
than  white  cast  iron.  White  cast  iron  is  silvery  white,  either 
granular  or  crystalline,  comparatively  difficult  to  melt,  brittle,  and 
excessively  hard. 

It  appears  that  the  differences  between  those  kinds  of  iron 
depend  not  so  much  on  the  total  quantities  of  carbon  which  they 
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contain  as  on  the  proportions  of  that  carbon  which  are  respectively 
in  the  conditions  of  mechanical  mixture  and  of  chemical  combi- 
nation with  the  iron.  Thus,  grey  cast  iron  contains  one  per  cent., 
and  sometimes  less,  of  carbon  in  chemical  combination  with  the 
iron,  and  from  one  to  three  or  four  per  cent  of  carbon  in  the  state 
of  plumbago  in  mechanical  mixture ;  while  white  cast  iron  is  a 
homogeneous  chemical  compound  of  iron  with  from  2  to  4  per  cent. 
of  carbon.  Of  the  different  kinds  of  grey  cast  iron,  No.  1  con- 
tains the  greatest  proportion  of  plumbago,  No.  2  the  next,  and 
won. 

There  are  two  kinds  of  white  cast  iron,  the  granular  and  the 
crystalline.  The  granular  kind  can  be  converted  into  grey 
cut  iron  by  fusion  and  alow  cooling ;  and  grey  cast  iron 
can  be  converted  into  granular  white  cast  iron  by  fusion  and 
sudden  cooling.  This  takes  place  most  readily  in  the  best  iron. 
Crystalline  white  cast  iron  is  harder  and  more  brittle  than 
granular,  and  is  not  capable  of  conversion  into  grey  cast  iron  by 
fusion  and  slow  cooling.  It  is  said  to  contain  more  carbon  than 
granular  white  cast  iron;  but  the  exact  difference  in  their  chemical 
composition  is  not  yet  known. 

Grey  cast  iron,  No.  1,  is  the  most  easily  fusible,  and  produces 
the  finest  and  most  accurate  castings ;  but  it  is  deficient  in  hard- 
ness and  strength;  and,  therefore,  although  it  is  the  best  for 
castings  of  moderate  size,  in  which  accuracy  is  of  more  importance 
than  strength,  it  is  inferior  to  the  harder  and  stronger  kinds,  No. 
2  and  No.  3,  for  large  structures. 

353.  fltvMgih  •€  Cut  Mwom — Something  has  been  already  stated 
u  to  the  comparative  strength  of  different  kinds  of  cast  iron.  It 
nay  be  laid  down  as  a  general  principle,  that  the  presence  of 
plumbago  renders  iron  comparatively  weak  and  pliable,  so  that  the 
°rder  of  strength  among  different  kinds  of  cast  iron  from  the  same 
ore  and  fuel  is  as  follows : — 


Granular  white  cast  iron. 

Grey  cast  iron. 

No.  3. 

99                   99 

No.  2. 

»                    » 

No.  1. 

Crystalline  white  cast  iron  is  not  introduced  into  this  classifi- 
cation, because  its  extreme  brittleness  makes  it  unfit  for  use  in 
engineering  structures. 

Granular  white  cast  iron  also,  although  stronger  and  harder 
than  grey  cast  iron,  is  too  brittle  to  be  a  safe  material  for  the 
entire  mass  of  any  girder,  or  other  large  piece  of  a  structure;  but 
it  is  used  to  form  a  hard  and  impenetrable  skin  to  a  piece  of  grey 
cast  iron  by  the  process  called  chilling.    This  consists  in  lining  the 
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portion  of  the  mould  where  a  hardened  surface  is  required  with 
suitably  shaped  pieces  of  iron.  The  melted  metal,  on  being  ran  in,  is 
cooled  and  solidified  suddenly  where  it  touches  the  cold  iron  ;  and 
for  a  certain  depth  from  the  chilled  surface,  varying  from  about 
£th  to  £  inch  in  different  kinds  of  iron,  it  takes  the  white  granular 
condition,  while  the  remainder  of  the  casting  takes  the  grey  con- 
dition. 

Even  in  castings  which  are  not  chilled  by  an  iron  lining  to  the 
mould,  the  outermost  layer,  being  cooled  more  rapidly  than  the 
interior,  approaches  more  nearly  to  the  white  condition,  and  forms 
a  skin  harder  and  stronger  than  the  rest  of  the  casting. 

The  best  kinds  of  cast  iron  for  large  structures  are  No,  2  and 
No.  3 ;  because,  being  stronger  than  No.  1,  and  softer  and  more 
flexible  than  white  cast  iron,  they  combine  strength  and  pliability 
in  the  manner  which  is  best  suited  for  safely  bearing  loads  that 
are  in  motion. 

As  to  the  comparative  strength  of  irons  melted  by  the  cold  blast 
and  by  the  hot  blast,  it  appears  from  the  experiments  of  Mr. 
Fairbairn  and  Mr.  Hodgkinson,  that  with  the  same  kind  of  ore  and 
fuel,  No.  1  cold  blast  is  in  general  superior  to  No.  1  hot  blast  iron  ; 
No.  2  hot  and  cold  blast  are  about  equally  good ;  No.  3  hot  blast  is 
in  general  superior  to  No.  3  cold  blast;  and  the  average  quality 
of  the  iron  on  the  whole  is  nearly  the  same  with  the  hot  as  with 
the  cold  blast 

A  strong  kind  of  cast  iron  called  toughened  east  iron,  is  pro- 
duced by  the  process,  invented  by  Mr.  Morries  Stirling,  of  adding 
to  the  cast  iron,  and  melting  amongst  it,  from  one-fourth  to  one- 
seventh  of  its  weight  of  wrought  iron  scrap. 

The  manner  in  which  the  strength  of  cast  iron  depends  on  the 
absence  of  impurities  from  the  ore  and  fuel  has  already  been 
mentioned  in  Article  351,  p.  497. 

Various  mixtures  of  different  qualities  of  iron  have  been  recom- 
mended by  different  engineers  as  materials  for  large  castings.  (On 
this  point  see  the  Report  on  the  Application  of  Iron  to  Railway 
Structures,  p.  265.)  For  example,  Mr.  Fairbairn  recommended  the 
following  combination : — 

Lowmoor,  No.  3, 30  per  cent 

Blaina,  or  Yorkshire,  No.  2, 25        „ 

Shropshire,  or  Derbyshire,  No.  3, 25        „ 

Good  old  malleable  scrap, 20        „ 

100        „ 

Sir  Charles  Fox  recommended  a  combination  of  two-thirds 
Welsh  cold  blast  iron,  and  one-third  Scotch  hot  blast  iron,  the 
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latter  being  manufactured  from  equal  proportions  of  black-band 
and  haematite  ores.  But  both  these  and  other  engineers  agreed  in 
considering  that  the  best  course  for  an  engineer  to  take  in  order  to 
obtain  iron  of  a  certain  strength  for  a  proposed  structure  was,  not 
to  specify  to  the  founder  any  particular  mixture,  but  to  specify  a 
certain  minimum  strength  which  the  iron  should  exert  when  tested 
by  experiment. 

The  strength  of  cast  iron  to  resist  cross  breaking  was  found  by 
Mr.  Fairbairn  to  be  increased  by  repeated  meltings  up  to  the 
twelfth,  when  it  was  greater  than  at  the  first  in  the  ratio  of  7  to  5 
nearly.  After  the  twelfth  melting  that  sort  of  strength  rapidly  fell  ofE 

The  resistance  to  crushing  went  on  increasing  after  each  succes- 
sive melting;  and  after  the  eighteenth  melting  it  was  double  of  its 
original  amount,  the  iron  becoming  silvery  white  and  intensely 
hard. 

The  transverse  strength  of  No.  3  cast  iron  was  found  by  Mr. 
Fairbairn  not  to  be  diminished  by  raising  its  temperature  to  600° 
Fahr.  (being  about  the  temperature  of  melting  lead).  At  a  red 
heat  its  strength  fell  to  two-thirds. 

The  strength  of  cast  iron  of  every  kind  is  marked  by  two  pro- 
perties ;  the  smallness  of  the  tenacity  as  compared  with  the  resist- 
ance to  crushing,  and  the  different  values  of  the  modulus  of 
rupture  of  the  same  kind  of  iron  in  bars  torn  directly  asunder,  and 
in  beams  of  different  forms  when  broken  across.  These  circum- 
stances have  already  been  referred  to  in  Article  157,  p.  235, 
Article  164,  pp.  256  to  258,  and  Article  166,  p.  261.  The 
variations  in  the  modulus  of  rupture  for  beams  of  different  figures 
arise  in  all  probability  from  the  greater  tenacity  of  the  skin  as 
compared  with  the  interior  of  the  casting;  for  an  experiment  on  a 
bar  torn  directly  asunder  shows  the  least  tenacity  of  its  internal 
particles;  while  experiments  on  beams  broken  across  show  the 
tenacity  of  some  layer  which  is  nearer  to  or  further  from  the  skin 
according  to  the  form  of  cross-section. 

Intense  cold  makes  cast  iron  brittle;  and  sudden  changes  of 
temperature  sometimes  cause  large  pieces  of  it  to  split. 

The  proof  strength  of  cast  iron  has  been  shown  to  be  about 
one-third  of  the  breaking  load,  by  experiments  already  mentioned  in 
the  note  to  p.  221.  The  usual  factor  of  safety  for  the  working 
load  on  railway  structures  of  cast  iron  is  six,  (See  Article  143, 
p.  222.) 

In  addition  to  the  data  in  the  tables  at  the  end  of  the  volume, 
the  following  table  gives  results  as  to  the  strength  of  cast  iron, 
extracted  and  condensed  from  the  experiments  of  Mr.  Fairbairn 
and  Mr.  Hodgkinson.  All  the  co-efficients  are  in  lbs.  on  the 
square  inch. 
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Kinds  of  Iron. 

Direct 
Tenacity. 

Resistant* 
to  Direct 
Crashing. 

Modulas 

Rupture 

of  Square 

Bars. 

Modulas     | 

of 
Etaatidrx. 

Na  1.  Cold  blast, {^m 

Na  1.  Hot  blast, {£*" 

Na  2.  Cold  blast, {f£m 

Na2.  Hot  blast, {J"° 

No.  8.  Cold  blast, {£m 

Na  8.  Hot  blast, J*"" 

Na  4.  Smelted  by  coke  without  sulphur, 

Toughened  cast  iron, 4  to 

Na  8.  Hot  blast  after  first  melting, 

„            „          „     twelfth  melting,... 
,,            n          „    eighteenth  „     ... 

17,466 
13434 
16,125 

13.505 
17,807 
14,200 
15,508 
15,278 
23,468 

23,461 
25.764 

80,561 

88,741 

68,532 

102,408 

82,734 
102,030 

76,900 
II5»400 
101,831 
104,881 

129,876 

II9457 
9&560 

163,744 
197,120 

36.693 

2S6 

35.3i6 
33*453 
39*609 
28,917 

gg 

47,061 
35.640 
43.497 
4i*7i5 

56.060 
25.350 

14,000,000  ( 

15.380,0001 

11,539,000' 

15,510,000 

12,586,000 

17,036,000 

12,259,000 

16,301,000 

14,281,000 

22,008,000 

15,852.000 

22.733.000 

z     i 
1 

It  is  to  be  understood  that  the  numbers  in  one  line  of  the  pre- 
ceding table  do  not  necessarily  belong  to  the  same  specimen  of  iron, 
each  number  being  an  extreme  result  for  the  kind  of  iron  specified 
in  the  first  column. 

The  modulus  of  rupture  of  cast  iron  by  wrenching  is  usually  given 
as  calculated  by  an  erroneous  formula.  According  to  the  correct 
formula,  it  is  on  an  average  of  several  experiments, 

27,700  lbs.  on  the  square  inch, 

If  this  be  denoted  by/',  the  wrenching  moments  of  cast  iron  bars  are 

for  round  bars  of  the  diameter  A,  '196  f  h*  \  .    .    ,  „ 

for  square  bars  of  the  dimensions  h  X  A,  -281  /  A*  J  m  mcn"llw- 

354.  Caatiwgs  for  Works  of  Kogloeortag. — The  strength  and 
quality  of  the  iron  suitable  for  such  castings  has  already  been 
discussed. 

As  to  appearance,  it  should  show  on  the  outer  surface  a  smooth, 
clear,  and  continuous  skin,  with  regular  faces  and  sharp  angles. 
When  broken,  the  surface  of  fracture  should  be  of  a  light  bluish-grey 
colour  and  close-grained  texture,  with  considerable  metallic  lustre; 
both  colour  and  texture  should  be  uniform,  except  that  near  the 
skin  the  colour  may  be  somewhat  lighter  and  the  grain  closer;  if 
the  fractured  surface  is  mottled,  either  with  patches  of  darker  or 
lighter  iron,  or  with  crystalline  patches,  the  casting  will  be  unsafe; 
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and  it  will  be  stOl  more  unsafe  if  it  contains  air-bubbles.  The  iron 
should  be  soft  enough  to  be  slightly  indented  by  a  blow  of  a  hammer 
on  an  edge  of  the  casting. 

Castings  are  tested  for  air-bubbles  by  ringing  them  with  a 
hammer  all  over  the  surface. 

Cast  iron,  like  many  other  substances,  when  at  or  near  the 
temperature  of  fusion,  is  a  little  more  bulky  for  the  same  weight  in 
the  solid  than  in  the  liquid  state,  as  is  shown  by  the  solid  iron 
floating  on  the  melted  iron.  This  causes  the  iron  as  it  solidifies 
to  fill  all  parte  of  the  mould  completely,  and  to  take  a  sharp  and 
accurate  figure. 

The  solid  iron  contracts  in  cooling  from  the  melting  point  down 
to  the  temperature  of  the  atmosphere,  by  $^-th  part  in  each  of  its 
linear  dimensions,  or  one-eighth  of  an  inch  in  a/oot;  and  therefore 
patterns  for  castings  are  made  larger  in  that  proportion  than  the 
intended  pieces  of  cast  iron  which  they  represent 

In  designing  patterns  for  castings,  care  must  be  taken  to  avoid 
all  abrupt  variations  in  the  thickness  of  metal,  lest  parts  of  the 
casting  near  each  other  should  be  caused  to  cool  and  contract  with 
unequal  rapidity,  and  so  to  split  asunder  or  overstrain  the  iron. 

Iran  becomes  more  compact  and  sound  by  being  cast  under 
pressure;  and  hence  cast  iron  cannon,  pipes,  columns,  and  the 
lie,  are  stronger  when  cast  in  a  vertical  than  in  a  horizontal 
Potion,  and  stronger  still  when  provided  with  a  head,  or  ad- 
ditional column  of  iron,  whose  weight  serves  to  compress  the  mass 
of  iron  in  the  mould  below  it.  The  air  bubbles  ascend  and  collect 
io  the  head,  which  is  broken  off  when  the  casting  is  cooL 

Care  should  be  taken  not  to  cut  or  remove  the  skin  of  a  piece 
of  cast  iron  at  those  points  where  the  stress  is  intense. 

Oast  iron  expands  in  linear  dimensions  by  about  1  -900th,  or 
"00111,  in  rising  from  the  freezing  to  the  boiling  point  of  water; 
being  at  the  rate  of  -00000617  for  each  degree  of  Fahrenheit's  scale, 
w  about  -0004  for  the  range  of  temperature  which  is  usual  in  the 
British  climate.  Every  structure  containing  cast  iron  must  be  so 
designed  that  the  greatest  expansion  and  contraction  of  the  castings* 
ty  change  of  temperature  shall  not  injure  the  structure. 
,  355.  Wtwagfct  «r  ntaiiesMe  !*•■  in  its  perfect  condition  is- 
nmply  pure  iron.  It  falls  short  of  that  perfect  condition  to  a 
Plater  or  less  extent  owing  to  the  presence  of  impurities,  of 
*hich  the  most  common  and  injurious  have  been  mentioned,  and 
**  effect*  stated,  in  Article  351,  p.  497 ;  and  its  strength  is  in 
general  greater  or  less  according  to  the  greater  or  less  purity  of  the 
ore  and  fuel  employed  in  its  manufacture. 

Malleable  iron  may  be  made  either  by  direct  reduction  of  the  ore, 
*  by  the  abstraction  of  the  carbon  and  various  impurities  from 
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cast  iron.     The  process  of  direct  reduction  is  applicable  to  rich  and 

Eure  ores  only;  and  it  leaves  a  slag  or  "cinder"  which  contains  a 
irge  proportion  of  oxide  of  iron,  and  yields  pig  iron  by  smelting. 
The  most  economical  and  generally  applicable  process  is  that  of 
removing  the  foreign  constituents  from  pig  iron;  and  for  that 
purpose  white  pig  iron  (called  "  forge  pig")  is  usually  employed, 
partly  because  it  retains  less  carbon  on  the  whole  than  grey  pig  iron, 
and  partly  because  it  is  unfit  for  making  castings.  The  details  of  the 
process  are  very  much  varied;  but  the  most  important  principle  of 
its  operation  always  is  to  bring  the  pig  iron  in  a  melted  state  into 
close  contact  with  a  quantity  of  air  sufficient  to  oxidate  all  the 
carbon  and  silicon.  The  carbon  escapes  in  carbonic  oxide  or 
carbonic  acid  gas;  the  silica  produced  by  the  oxidation  of  the 
silicon  combines  partly  with  protoxide  of  iron  and  partly  with 
lime  (which  is  sometimes  introduced  as  a  flux  for  it),  and  forms 
slag  or  "cinder."  Chloride  of  sodium  (common  salt)  is  used  to 
remove  sulphur  and  phosphorus.  In  one  form  of  the  process  this 
is  accomplished  by  injecting  jets  of  steam  amongst  the  molten 
iron;  the  oxygen  of  the  steam  assists  in  oxidating  the  carbon 
and  silicon,  and  the  hydrogen  combines  with  the  sulphur  and 
phosphorus.  The  surest  method,  however,  of  obtaining  iron  free 
from  the  weakening  effects  of  sulphur  and  phosphorus  is  to  employ 
ores  and  fuel  that  do  not  contain  those  constituents. 

The  most  common  form  of  the  process  of  making  malleable  iron 
is  puddling,  in  which  the  pig  iron  is  melted  in  a  reverberatory 
furnace,  and  is  brought  into  close  contact  with  the  air  by  stirring 
it  with  a  rake  or  "  rabble."  Some  iron  makers  precede  the  process 
of  puddling  by  that  of  "  refining,"  in  which  the  pig  iron,  in  a 
melted  state,  has  a  blast  of  air  blown  over  its  surface.  This  removes 
part  of  the  carbon,  and  leaves  a  white  crystalline  compound  of  iron 
and  carbon  called  "  refiners*  metal."  Others  omit  the  refining,  and 
at  once  puddle  the  pig  iron;  this  is  called  "pig  boiling"  The 
removal  of  the  carbon  is  indicated  by  the  thickening  of  the  mass  of 
iron,  malleable  iron  requiring  a  higher  temperature  for  its  fusion 
than  cast  iron.  It  is  formed  into  a  lump  called  a  "loup"  or 
"  bloom,"  taken  out  of  the  furnace,  and  placed  under  a  tilt  hammer 
or  in  a  suitable  squeezing  machine,  to  be  "  shingled;"  that  is,  to 
have  the  cinder  forced  out,  and  the  particles  of  iron  welded 
together  by  blows  or  pressure.' 

The  bloom  is  then  passed  between  rollers,  and  rolled  into  a 
bar;  the  bar  is  cut  into  short  lengths,  which  are  fagotted  together, 
reheated,  and  rolled  again  into  one  bar;  and  this  process  is  repeated 
till  the  iron  has  become  sufficiently  compact  and  has  acquired  a 
fibrous  structure. 

In  Mr.  Bessemer's  process,  the  molten  pig  iron,  having  been  run 
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into  a  suitable  vessel,  has  jets  of  air  blown  through  it  by  a  blowing 
m*chine.  The  oxygen  of  the  air  combines  with  the  silicon  and 
carbon  of  the  pig  iron,  and  in  so  doing  produces  enough  of  heat  to 
keep  the  iron  in  a  melted  state  till  it  is  brought  to  the  malleable 
condition ;  it  is  then  run  into  large  ingots,  which  are  hammered 
and  rolled  in  the  usual  way.  This  process  has  been  most  success- 
fill  when  applied  to  pig  iron  that  is  free  from  sulphur  and  phos- 
phorus, such  as  that  of  Sweden  and  Nova  Scotia. 

Strength  and  toughness  in  bar  iron  are  indicated  by  a  fine,  close, 
and  uniform  fibrous  structure,  free  from  all  appearance  of  crystal- 
lization, with  a  clear  bluish-grey  colour  and  silky  lustre  on  a  torn 
surface  where  the  fibres  are  shown. 

Plate  iron  of  the  best  kind  consists  of  alternate  layers  of  fibres 
crossing  each  other,  and  ought  to  be  nearly  of  the  same  tenacity  in 
all  directions. 

Malleable  iron  is  distinguished  by  the  property  of  welding:  two 
pieces,  if  raised  nearly  to  a  white  heat  and  pressed  or  hammered 
firmly  together,  adhering  so  as  to  form  one  piece.  In  all  operations 
of  rolling  or  forging  iron  of  which  welding  forms  a  part,  it  is 
essential  that  the  surfaces  to  be  welded  should  be  brought  into 
close  contact,  and  should  be  perfectly  clean  and  free  from  oxide  of 
iron,  cinder,  and  all  foreign  matter. 

In  all  cases  in  which  several  bars  are  to  be  fagotted  or  rolled 
into  one  attention  should  be  paid  to  the  manner  in  which  they  are 
u  piled"  or  built  together,  so  that  the  pressure  exerted  by  the 
hammer  or  the  rollers  may  be  transmitted  through  the  whole  mass. 
If  this  be  neglected,  the  finished  bar  or  other  piece  may  show  flaws 
marking  the  divisions  between  the  bars  of  the  pile  (as  is  often 
exemplified  in  rails). 

Wrought  iron,  although  it  is  at  first  made  more  compact  and 
strong  by  reheating  and  hammering,  or  otherwise  working  it,  soon 
reaches  a  state  of  maximum  strength,  after  which  all  reheating  and 
working  rapidly  makes  it  weaker  (as  will  afterwards  be  shown  by 
examples).  Good  bar  iron  has  in  general  attained  its  maximum 
strength;  and  therefore,  in  all  operations  of  forging  it,  whether  on 

*  great  or  small  scale,  by  the  steam-hammer  or  by  that  in  the 
fond  of  the  blacksmith,  the  desired  size  and  figure  ought  to  be 
given  with  the  least  possible  amount  of  reheating  and  working. 

It  is  still  a  matter  of  dispute  to  what  extent  and  under  what 
ttrcumstanees  wrought  iron  loses  its  fibrous  structure  and  tough* 
}*%  and  becomes  crystalline  and  brittle.     By  some  authorities  it 

*  asserted  that  all  shocks  and  vibrations  tend  to  produce  that 
change;  others  maintain  that  only  sharp  shocks  and  vibrations  do 
80 ;  and  others,  that  no  such  change  takes  place;  but  that  the  same 
piece  of  iron  which  shows  a  fibrous  fracture,  if  gradually  broken  by 
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a  steady  load,  will  show  a  crystalline  fracture,  if  suddenly  broken 
by  a  sharp  blow.  The  author  of  this  work  at  one  time  made  a 
collection  of  several  journals  of  railway  carriage  axles,  which,  after 
running  for  two  or  three  years,  had  broken  spontaneously  by  the 
gradual  creeping  inwards  of  an  invisible  crack  at  the  shoulder.  The 
fracture  of  every  one  of  these  was  wholly  or  almost  wholly  fibrous  ; 
while  other  axles  from  the  same  works,  when  broken  by  the 
hammer,  showed  some  a  fibrous  and  others  a  crystalline  fracture.* 
It  is  certain,  at  all  events,  that  iron  ought  to  be  as  little  as  possible 
exposed  to  sharp  blows  and  rattling  vibrations. 

It  is  of  great  importance  to  the  strength  of  all  pieces  of  forged 
iron  that  the  continuity  of  the  fibres  near  the  surface  should  be  as 
little  interrupted  as  possible ;  in  other  words,  that  the  fibres  near 
the  surface  should  lie  in  layers  parallel  to  the  surface.  This 
principle  is  illustrated  by  the  results  of  some  experiments  made  by 
the  author  of  this  work  on  the  fracture  of  axles.  Two  cylindrical 
wrought  iron  railway  carriage  axles,  one  rolled,  the  other  fagotted 
with  the  hammer,  of  four  inches  in  diameter,  were  taken ;  a  pair 
of  journals  of  two  inches  in  diameter  were  formed  on  tbe  ends  of 
each  axle,  one  journal  being  reduced  to  the  smaller  diameter 
entirely  by  turning,  so  that  the  fibres  at  the  shoulder  did  not  follow 
the  surface,  and  the  other  as  far  as  possible  by  forging  with  the 
hammer,  only  one-sixteenth  of  an  inch  being  turned  off  in  the 
lathe  to  make  it  smooth,  so  that  the  fibres  at  the  shoulder  followed 
the  surface  almost  exactly.  All  the  journals  were  then  broken  off 
by  blows  with  a  16  lb.  hammer;  when  those  whose  diameters  had 
been  reduced  by  turning  broke  off  with  the  first  blow ;  and  of 
those  which  had  been  drawn  down  by  forging,  that  of  the  rolled 
axle  broke  off  with  the  fifth  blow,  that  of  the  hammered  axle  with 
the  eighth  •  (Proceedings  of  the  Inst  of  Civil  Engineers,  1843.) 

Another  important  principle  in  designing  pieces  of  forged  iron 
which  are  to  sustain  shocks  and  vibrations,  is  to  avoid  as  much 
as  possible  abrupt  variations  of  dimensions  and  angular  figures, 
especially  those  with  re-entering  angles;  for  at  the  points  where 
such  abrupt  variations  and  angles  occur  fractures  are  apt  to 
commence.  If  two  parts  of  a  shaft,  for  example,  or  of  a  beam 
exposed  to  shocks  and  vibrations,  are  to  be  of  different  thicknesses, 
they  should  be  connected  by  means  of  curved  surfaces,  so  that  the 
change  of  thickness  may  take  place  gradually,  and  without  re- 
entering angles. 

356.  Sieel  and  steel?  free. — Steel,  the  hardest  of  the  metals  and 
the  strongest  of  known  substances,  is  a  compound  of  iron  with  from 

*  Full-sized  drawings  of  the  fractured  surfaces  of  several  of  these  axles  an  ia  the 
possession  of  the  Institution  of  Civil  Engineers. 
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0-5  to  1*5  per  cent  of  its  weight  of  carbon.  These,  according  to 
most  authorities,  are  the  only  essential  constituents  of  steel  (See 
Article  350,  p.  497.) 

The  term  "  steely  iron,"  or  "  semi-steely"  may  be  applied  to  com- 
pounds of  iron  with  less  than  0*5  per  cent  of  carbon.  They  are 
intermediate  in  hardness  and  other  properties  between  steel  and 
malleable  iron. 

In  general,  such  compounds  are  the  harder  and  the  stronger,  and 
also  the  more  easily  fusible,  the  more  carbon  they  contain ;  those 
kinds  which  contain  less  carbon,  though  weaker,  are  more  easily 
welded  and  forged,  and  from  their  greater  pliability  are  the  fitter 
for  structures  that  are  exposed  to  shocks. 

Impurities  of  different  kinds  affect  steel  injuriously  in  the  same 
way  with  iron.     (See  Article  351,  p.  497.) 

There  are  certain  foreign  substances  which  have  a  beneficial  effect 
on  steeL  One  2,000th  part  of  its  weight  of  silicon  causes  steel  to 
cool  and  solidify  without  bubbling  or  agitation;  but  a  larger  pro- 
portion is  not  to  be  used,  as  it  would  make  the  steel  brittle.  The 
presence  of  manganese  in  the  iron,  or  its  introduction  into  the 
crucible  or  vessel  in  which  steel  is  made,  improves  the  steel  by 
increasing  its  toughness  and  making  it  easier  to  weld  and  forge; 
but  whether  the  manganese  remains  in  combination  with  the  iron 
and  carbon  in  the  steel,  or  whether  it  produces  its  effects  by  its 
temporary  presence  only,  is  not  known  with  certainty. 

Steel  is  distinguished  by  the  property  of  tempering;  that  is  to 
say,  it  can  be  hardened  by  sudden  cooling  from  a  high  temperature, 
and  softened  by  gradual  cooling;  and  its  degree  of  hardness  or  soft- 
ness can  be  regulated  with  precision  by  suitably  fixing  that  temper- 
ature. The  ordinary  practice  is,  to  bring  all  articles  of  steel  to  a 
high  degree  of  hardness  by  sudden  cooling,  and  then  to  soften  them 
more  or  less  by  raising  them  to  a  temperature  which  is  the  higher 
the  softer  the  articles  are  to  be  made,  and  letting  them  cool  very 
gradually.  The  elevation  of  temperature  previous  to  the  "  anneal- 
ing" or  gradual  cooling  is  produced  by  plunging  the  articles  into  a 
bath  of  a  fusible  metallic  alloy.  The  temperature  of  the  bath 
ranges  from  430s  to  560°  Fahr. 

It  is  supposed  that  hard  steel  is  analogous  to  granular  white  cast 
iron,  being  a  homogeneous  chemical  compound  of  iron  and  carbon; 
that  soft  steel  is  analogous  to  grey  cast  iron,  and  is  a  mixture  of  a 
carburet  of  iron  containing  less  carbon  than  hard  steel  with 
another  carburet  containing  more  carbon;  and  that  slow  cooling 
favours  the  separation  of  those  two  carburets. 

Steel  is  made  by  various  processes,  which  have  of  late  become 
very  numerous.  They  may  all  be  classed  under  two  heads,  viz., 
adding  carbon  to  malleable  iron,  and  abstracting  carbon  from  cast 
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iroiL  The  former  class  of  processes,  though  the  more  complex, 
laborious,  and  expensive,  is  preferred  for  making  steel  for  cutting 
tools  and  other  fine  purposes,  because  of  its  being  easier  to  obtain 
malleable  iron  than  cast  iron  in  a  high  state  of  purity.  The  latter 
class  of  processes  is  the  best  adapted  for  making  great  masses  of 
steel  and  steely  iron  rapidly  and  at  moderate  expense.  The 
following  are  some  of  the  processes  employed  in  makiTig  different 
kinds  of  steel : — 

I.  Blister  Sted  is  made  by  a  process  called  « cementation"  which 
consists  in  imbedding  bars  of  the  purest  wrought  iron  (such  as  that 
manufactured  by  charcoal  from  magnetic  iron  ore)  in  a  layer  of 
charcoal,  and  subjecting  them  for  several  days  to  a  high  temper- 
ature. Each  bar  absorbs  carbon,  and  its  surface  becomes  converted 
into  steel,  while  the  interior  is  in  a  condition  intermediate  between 
steel  and  iron.  Cementation  may  also  be  performed  by  exposing 
the  surface  of  the  iron  to  a  current  of  carburetted  hydrogen  gas  at 
a  high  temperature.  Cementation  is  sometimes  applied  to  the 
surfaces  of  articles  of  malleable  iron  in  order  to  give  them  a  skin 
or  coating  of  steel,  and  is  called  "  case-hardening" 

II.  Shear  Sted  is  made  by  breaking  bars  of  blister  steel  into 
lengths,  making  them  into  bundles  or  fagots,  and  rolling  them  ont 
at  a  welding  heat,  and  repeating  the  process  until  a  near  approach 
to  uniformity  of  composition  and  texture  has  been  obtained.  It  is 
used  for  various  tools  and  cutting  implements. 

III.  Cast  Sted  is  made  by  melting  bars  of  blister  steel  in  a 
crucible,  along  with  a  small  additional  quantity  of  carbon  (usually 
in  the  form  of  coal  tar)  and  some  manganese.  It  is  the  purest, 
most  uniform,  and  strongest  steel,  and  is  used  for  the  finest  cutting 
implements. 

Another  process  for  making  cast  steel,  but  one  requiring  a  higher 
temperature  than  the  preceding,  is  to  melt  bars  of  the  purest 
malleable  iron  with  manganese  and  with  the  whole  quantity  of 
carbon  required  in  order  to  form  steel  The  quality  of  the  steel 
as  to  hardness  is  regulated  by  the  proportion  of  carbon.  A  sort  of 
serai-steel,  or  steely  iron,  made  by  this  process,  and  containing  a 
small  proportion  of  carbon  only,  is  known  as  homogeneous  metal. 

IV.  Sted  made  by  the  air  blast  is  produced  from  molten  pig  iron 
by  Mr.  Bessemer's  process  (Article  355,  p.  504)  in  two  ways; 
either  the  blowing  of  jets  of  air  through  the  iron  is  stopped  at  an 
instant  determined  by  experience,  when  it  is  known  that  a 
quantity  of  carbon  still  remains  in  the  iron  sufficient  to  make  steel 
of  the  kind  required,  or  else  the  blast  is  continued  until  the  carbon 
is  all  removed,  so  that  the  vessel  is  full  of  pure  malleable  iron  in 
the  melted  state,  and  carbon  is  added  in  the  proper  proportion, 
along  with  manganese  and  silicon.     The  steel  thus  produced  is  run 
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into  large  ingots,  which  are  hammered  and  rolled  like  blooms  of 

wrought  iron. 

V.  Puddled  Sted  is  made  by  puddling  pig  iron  (Article  355, 

{K  504),  and  stopping  the  process  at  the  instant  when  the  proper 

quantity  of  carbon  remains.     The  bloom  is  shingled  and  rolled  like 

bar  iron. 

VI  GramdcOed  Sted  (the  invention  of  Captain  Uchatins)  is 
made  by  running  melted  pig  iron  into  a  cistern  of  water,  over  a 
wheel,  which  dashes  it  about  so  that  it  is  found  at  the  bottom  of 
the  cistern  in  the  form  of  grains  or  lumps  of  the  size  of  a  hazel  nut, 
©r  thereabouts.  These  are  imbedded  in  pulverized  haematite,  or 
sparry  iron  ore,  and  exposed  to  a  heat  sufficient  to  cause  part  of 
*be  oxygen  of  the  ore  to  combine  with  and  extract  the  carbon 
from  the  superficial  layer  of  each  of  the  lumps  of  iron,  each  of 
*hich  is  reduced  to  the  condition  of  malleable  iron  at  the  surface, 
Mule  its  heart  continues  in  the  state  of  cast  iron.  A  small  ad- 
*Htxonal  quantity  of  malleable  iron  is  produced  by  the  reduction 
^t  the  ore.  These  ingredients  being  melted  together,  produce 
IteeL 

There  are  other  processes  for  making  steel  and  steely  iron  of 
Vhich  the  details  are  not  yet  publicly  known. 

357.  mi  nwaifc  •*"  Wrawsht  !*•«  «»*  simL — Wrought  iron,  like 
ibroas  substances  in  general,  is  more  tenacious  along  than  acros 
the  fibres  "  and.  its  tenacity  is  greater  than  its  resistance  to 
crushing.  The  effect  of  the  latter  difference  on  the  best  forms 
of  cross-section,  for  beams  has  already  been  considered  in  Article 
164  pp.  256  to  259,  and  will  be  further  illustrated  in  the  sequel. 

lie  ductility  of  wrought  iron  often  causes  it  to  yield  by 
decrees  to  a  load*  so  that  it  is  difficult  to  determine  its  strength 

Wrought  iron  has  its  longitudinal  tenacity  considerably  in- 
creased by  rolling  and  wire-drawing;  so  that  the  smaller  sizes  of 
bars  are  on  the  -whole  more  tenacious  than  the  larger ;  and  iron  wire 
is  more  tenacious  still,  as  the  figures  in  the  table  of  tenacity  at  the 
endofthevolnmeshow 

"Wrought  iron  ib  weakened  by  too  frequent  reheating  and  forging ; 
so  that  even  in  the  best  of  large  forgings,  the  tenacity  is  only 
about  three-fourths  of  that  of  the  bars  from  which  the  forgings  were 
made,  and  sometimes  even  less. 

As  to  the  qff&&  of  heat  on  the  strength  of  wrought  iron,  it  has 
been  shown  hy  Mr.  Fairbairn  (Useful  Information  for  Engineers, 
second  seriea) : — 

L  That  the  tenacity  of  ordinary  boiler  plate  is  not  appreciably 
diminished  at  a  temperature  of  395°  Fahr.,  but  that  at  a  dull  red 
heat  it  is  diminished  to  about  three-fourths. 
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II.  That  the  tenacity  of  good  rivet  iron  increases  with  elevation 
of  temperature  up  to  about  320°  Fahr.,  at  which  point  it  is  about 
one-third  greater  than  at  ordinary  atmospheric  temperatures;  and 
that  it  then  diminishes,  and  at  a  red  heat  is  reduced  to  little  more 
than  one-half  of  its  value  at  ordinary  atmospheric  temperatures. 

The  resistance  of  iron  rivets  to  shearing  is  nearly  the  same  with 
the  tenacity  of  the  best  boiler  plates. 

As  to  the  strength  of  wrought  iron  to  resist  crushing,  see 
Article  157,  p.  237. 

Numerous  experiments  have  been  made  on  the  tenacity  of  steel; 
but  its  other  kinds  of  strength  have  been  very  little  investigated. 
Its  tenacity,  like  that  of  bar  iron,  is  increased  by  rolling  and  wire- 
drawing. 

The  experiments  already  quoted  in  the  note  to  Article  142, 
p.  221,  have  shown  that  the  proof  strength  of  wrought  iron  ia 
almost  exactly  one-third  of  the  breaking  load. 

The  tables  at  the  end  of  the  volume  give  only  average  or  extreme 
results  as  to  the  strength  of  wrought  iron  and  steel;  and  therefore 
the  following  tables  are  here  annexed,  in  which  more  details  are 
given,  but  still  in  a  very  condensed  form,  chiefly  on  the  authority 
of  Mr.  Fairbairn,  Mr.  Hodgkinson,  and  Messrs.  R.  Napier  and 
Sons.    (See  also  Addenda,  p.  xvi.) 

Table  of  the  Tenacity  of  Wrought  Iron  ahd  Steel. 

D-cripUon  of  M**L  T£g  ™*  ^&I"Ch-  iSfi 

Malleable  Iron. 

Wire — Average, 86,000      T. 

Wire — Weak, 71,000  Ma 

Yorkshire  (Lowmoor),...  64,200      F.    52,490  F. 

„  from  66,390  )  *r  ( 0'20 

to  60,075/  ""•  {0-26 

Yorkshire  (Lowmoor)] 

and      Staffordshire  >  59,7 40      F.  o*2too*25 

rivet  iron, j 

Charcoal  bar, 63,620      F.  0*2 

Staffordshire  bar,...  from  62,231  )  ^  f '302 

to  56,715/  rr86 

Yorkshire  bridge  iron,...  49,930      F.  43,940  F.        -04;  -029 

Staffordshire  bridge  iron,  47,600      F.  44,385  "04;  '036 

Lanarkshire  bar,...  from  64,795  \  -w-  /  '158 

to  5<^55j  V238 
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Description  of  Material. 
Lancashire  bar, 


Table — continued 

Tenacity  in  lbs.  per  Square  Inch. 
I/engthwiae.  Croaawise. 


from    60,110 )  ^ 

to    53,775/     ' 
Swedish  bar, from     48,232  )  •N- 

to     47,855/      * 
Russian  bar, from     56,805  )  -m- 

to     49,5^4/ 
Bushelled  iron    from)  R 

turnings,....* /      oo»°/» 

Hammered  scrap, 53,42°     N. 

Straps  from  vari- )  from     55,937  )  ^r 

ous  districts,...  f       to     41,386  J      * 

Bessemer's  iron,   cast ) 

ingot, / 

Bessemer's  iron,  ham-  ) 

mered  or  rolled,  ....  | 

Bessemer's  iron,  boiler  \ 

P^te, J 

Yorkshire  plates, . . .  from 

to 

Staffordshire  plates,  from 

to 

Staffordshire     plates, ) 

best-best,   charcoal,  / 

Staffordshire  )  from 

plates,  best-best,  J      to 

Staffordshire  plates,  best, 

Staffordshire      plates,  \ 

common, / 


41,242 
72,643 

68,319 

58,487 
52,000  j 
56,996 
46,404  j 

45,°i<> 

59,820 

49,945 
61,280 

50,820 


55,033 
46,221 

51,251  > 
44,764/ 

41,420 


Lancashire  plates, 48,865 


F.  54,820 
F.  46,470 
F.  53,820 

F.  52,825 
F.  45,015 


Ultimate 
Extension. 

•169 
•216 
'264 
•278 
/•I53 
133 

166 


'248 
/•108 
t'048 


•109;  -059 
i7or"3 
•04;  -034 
•13;  '°59 
•05;    -045 

•05;    -038 
•067; -04 
•077;  -o45 
■05;    "043 
•043;  -028 


Unarkshire  plates,  from     53,849  )  N   48,848  )  N   |  -033;  -014 
to     43,433  /      *  39,544  J      *  \  -093;  -046 


Durham  plates, 51,245      N.  46,712 


•089;  '064 


tiffed*  of  LeJceating  and  Rolling, 

Paddled  bar, 43,904 

The  same    iron    five  \ 

times  piled,  reheated  >     61,824 

and  rolled, j 

The  aime  iron  eleven  \ 

timespiled,  reheated  J-     43,9°4 

and  rolled, j 
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Description  of  Material. 

Strength  of  Large  Forgings. 
Bars  cut  out  of 

a  large  forged 

crank, 

Bars  cut  out  of  large)  6         ^ 

fprgings, /      **  w     "• 


Table — cortimued. 

Tenacity  in  lbs.  per  Square  Inch.     Ultimate 
Lengthwise.  Crosswise. 


from 
to 


47,582  \  N 
44,758/*' 


{•270 


168 


Steel  and  Steely  Iron. 

Cast  steel  bars,  rol- )  from 

led  and  forged,  j      to 
Cast  steel  bars,  rolled  ) 

and  forged, j 

Blistered    steel    bars,  ) 

rolled  and  forged, ...  J 
Shear  steel  bars,  rolled  ' 

and  forged, 

Bessemer  s  steel  bars, 

rolled  and  forged, ... 
Bessemer's  steel  bars, 

cast  ingots, 

Bessemer's  steel  bars, 

hammered  or  rolled, 
Spring  steel  bars,  ham- 
mered or  rolled, 

Homogeneous     metal 

bars,  rolled, 
Homogeneous 

bars,  rolled, 
Homogeneous 

bars,  forged, . . 
Puddled       steel    1  - 

bars,  rolled  and  >      . 

forged, j 

Puddled    steel     bars, 

rolled  and  forged, . . . 
Puddled    steel    bars, 

rolled  and  forged, ... 

Mushet'8     gu  n-metal, . . . 

Cast  steel  plates,....  from 

to 


metal 
metal ) 


93,015/*- 
130,000     R. 

104,298  N. 

118,468  K 

111,460  N. 

63,024  W, 

152,912  W. 

72,529  K 

90,647  M. 

93,000  F. 

89,724  K 

7M841  V 
62,768  /  JN' 


/•°5* 
(153 


•097 
•135 

*55 


•180 
•137 

•119 

r-i9i 
1-091 


94,289 }  N  96,308 1  N 

75,594/*- 69,082/*- 


0-034 

f  -057; -09$ 

\  -198;  -196 
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Table — continued. 

Description  of  Material.       Tenadty  in  lbs.  per  Square  Inch.  tJWmaie 

*^      m-wnw.  Lengthwise.        Crosswise.  Extension. 

Oast  steel  plates,....  hard   102,900  )  «  (  031 

soft      85,400  J  *'  1-031 

Homogeneous     metal  I  n  i               •11 

pkte,secondquality,/  *2'*o8J         M.5*>j          (-o59;*33 

Paddled    steel \     from  102,593  )  ^   85,365  1  -^    /  -028;  013 

Pktes, /         to  71,532  /  *•  67,686/  *'  1  -082; -057 

Paddled  steel  plates, 93,600      P.                        0-125 

In  the  preceding  table  the  following  abbreviations  are  used  for 
the  names  of  authorities : — 

C,  Clay;  P.,  Fairbairn;  "EL,  Hodgkinson;  M.,  Mallet;  Mo., 
Motto;  N.,*  Napier  &  Sons;  R,  Rennie;  T.,  Telford;  W., 
Wilmoi 

The  column  headed  "  Ultimate  Extension"  gives  the  ratio  of  the 
elongation  of  the  piece  at  the  instant  of  breaking  to  its  original 
length.  It  furnishes  an  index  (but  a  somewhat  vague  one)  to  the 
ductility  of  the  metal,  and  its  consequent  safety  as  a  material  for 
resisting  shocks.  The  vagueness  arises  from  the  fact,  that  the 
elongation  of  a  bar  just  before  breaking  consists  not  so  much  of  a 
stretching  of  each  particle  as  of  a  permanent  drawing  out,  with  a 
new  arrangement  of  the  particles;  and  that  it  bears  no  fixed  pro- 
portion, even  in  the  same  material,  to  the  original  length,  being 
proportionally  greater  for  short  than  for  long  bars.  It  is  probable 
that  it  depends  on  the  thickness  of  the  piece  as  well  as  on  its 
length. 

When  two  numbers  separated  by  a  semicolon  appear  in  the 
column  of  ultimate  extension  (thus  -082;  -057),  the  first  denotes 
the  ultimate  extension  lengthwise,  and  the  second  crosswise. 

358.  BesUleaee  «f  Ire*  an*  Steel. — In  order  to  obtain  an  exact 
measure  of  the  capacity  of  a  material  for  resisting  shocks  by 
tension,  the  modulus  of  elasticity,  as  well  as  the  tenacity,  must  be 
known;  and  then  the  modulus  0/ resilience  (whose  nature  and  use 
have  been  explained  in  Article  149,  p.  227,  and  Article  173, 
p.  279)  can  be  computed  in  inch-pounds  to  the  cubic  inch,  by 
dividing  the  square  of  the  'proof  tenacity  by  the  modulus  of  elasticity. 
*ot  iron  and  steel,  the  proof  tenacity  may  be  estimated  at  one- 
tiwrd  of  the  ultimate  tenacity. 

The  experiments  whose  extreme  results  are  marked  N,  were  conducted  for 
*"»fe  R.  Napier  &  Sons,  by  Mr.  Kirkaldy.  For  details,  see  Tranaaciiom  qftke 
fettaooA  of  Engineers  m  Scotland,  1858-9. 

2l 
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The  following  table  gives  some  examples  of  such  computa- 
tions:— 

_  Ultimate       Proof         Hodolw       Module 

Tenacity.  Tcnactty.      Hattfciiy.    tertian. 

Cast  iron— Weak, 1 3,400      4,467     14,000,000     1  -425 

„  Average, 16,500      5,500    17,000,000     178 

„  Strong, 29,000      9,667     22,900,000     4-08 

Bar  iron— Good  average,    60,000  20,000    29,000,000  13*79 

Plate  iron — Good  average,    50,000  16,667     24,000,000111-57! 

Iron  Wire— Good  average,    90,000  30,000     25,300,000  35*57 

Steel— Soft, 90,000  30,000    29,000,000  31-03 

„       Hard, 132,000  44,000     42,000,000  46*10 

To  express  the  power  of  resisting  shocks  by  compression,  the 
resistance  to  crashing  might  be  substituted  in  these  calculations 
for  the  tenacity;  but  owing  to  the  indirect  manner  in  which 
fracture  by  crushing  takes  place,  the  result  would  be  of  very 
doubtful  accuracy. 

.  359.  €•«—!•■  and  PreMrvatloa  •€  Iran* — On  this  point*  see 
Article  330,  p.  462,  where  some  of  the  best  methods  of  preserving 
the  surface  of  iron  from  oxidation  have  already  been  mentioned. 

Cast  iron  will  often  last  for  a  long  time  without  rusting,  if  care 
be  taken  not  to  injure  its  skin,  which  is  usually  coated  with  a  film 
of  silicate  of  the  protoxide  of  iron,  produced  by  the  action  of  the 
sand  of  the  mould  on  the  iron.  Chilled  surfaces  of  castings  are 
without  this  protection,  and  therefore  rust  more  rapidly. 

The  corrosion  of  iron  is  more  rapid  when  partly  wet  and  partly 
diy  than  when  wholly  immersed  in  water  or  wholly  exposed  to 
the  air.  It  is  accelerated  by  impurities  in  water,  and  especially  by 
the  presence  of  decomposing  organic  matter,  or  of  free  acids.  It  is 
also  accelerated  by  the  contact  of  the  iron  with  any  metal  which  is 
electro-negative  relatively  to  the  iron,  or  in  other  words,  has  less 
affinity  for  oxygen,  or  with  the  rust  of  the  iron  itself  If  two 
portions  of  a  mass  of  iron  are  in  different  conditions,  so  that  one 
has  less  affinity  for  oxygen  than  the  other,  the  contact  of  the 
former  makes  the  latter  oxidate  more  rapidly.  In  general,  hard 
and  crystalline  iron  is  less  oxidable  than  ductile  and  fibrous  iron. 

Cast  iron  and  steel  decompose  rapidly  in  warm  or  impure  sea- 
water. 

Pieces  of  iron  which  are  kept  constantly  in  a  state  of  vibration 
oxidate  less  rapidly  than  those  which  are  at  rest;  for  example,  the 
rails  of  a  railway  on  which  a  constant  traffic  runs  rust  much  more 
slowly  than  those  on  which  there  is  little  or  no  traffic. 

(See  Mallet  "  On  the  Corrosion  of  Iron/*  in  the  Reports  of  the 
British  Association  for  1843  and  1849.) 
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Sbohgh  IL— ^y  /nm  Fastenings. 

MO.  ttivM  are  made  of  the  most  tough  and  ductile  iron.  (See 
"  Rivet  Irony"  in  the  preceding  tables  of  strength.)  In  order  that 
a  met  may  connect  two  or  more  layers  of  plates  or  flat  bars 
firmly,  and  in  order  that  the  shearing  stress  brought  to  bear  on  the 
rivet  by  a  force  tending  to  poll  the  plates  asunder  maybe  uniformly 
distributed  throughout  the  sectional  area  of  the  rivet,  it  is  essential 
that  the  rivet  should  tightly  fit  its  hola  The  longitudinal  com- 
pression to  which  the  rivet  is  subjected  during  the  formation  of  its 
head,  whether  by  hand  or  by  machinery,  tends  to  produce  that 
result. 
The  ordinary  dimensions  of  rivets  in  practice  are  as  follows : — 
Diameter  of  a  rivet  for  plates   less   than  half  an  inch  thick, 

about  double  the  thickness  of  the  plate, 
for  plates  of  half  an  inch  thick  and  upwards,  about  onoe  and 

a-half  the  thickness  of  the  plate. 
Length  of  a  rivet  before  clenching,  measuring  from  the  head  = 
sum  of  the  thickness  of  the  plates  to  be  connected  +  2J  X 
diameter  of  the  rivet. 
Inasmuch  as  the  resistance  of  rivets  to  shearing  is  nearly  the 
aune  with  the  tenacity  of  good  iron  plates  (50,000  lbs.  per  square 
inch,  or  thereabouts),  the  distance  apart  of  the  rivets  used  to 
connect  two  pieces  of  plate  iron  together  is  regulated  by  the  rule, 
that  the  joint  sectional  area  of  the  rivets  shall  be  equal  to  ike  sectional 
wot  of  plate  left  after  punching  the  rivet  holes.    This  rule  leads  to 
the  following  algebraical  formula . — 

Let  t  denote  the  thickness  of  the  plate  iron, 
d,  the  diameter  of  a  rivet, 
n,  the  number  of  rows  of  rivets, 

it  being  understood  that  the  rivets  which  form  a  row  stand  in  aline 
perpendicular  to  the  direction  of  the  tension  which  tends  to  pull 
the  plates  asunder. 

c,  the  distance  from  centre  to  centre  of  the  adjoining  rivets 
in  one  row;  then 

.  ,    -7854  nffi  n. 

c=zd+ - (1.) 

Each  plate  is  weakened  by  the  rivet  holes  in  the  ratio 

o—d_     '7S64nd  m 

c     ~  *  +  -7854»<*j W 

In  "single-ri vetted"  joints,  n  =  1 ;  in  "  fouble-rivetted"  joints 
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n  =  2,  and  the  two  rows  of  rivets  form  a  zig-zag;  in  u chain- 
ri vetted"  joints,  n  may  have  any  value  greater  than  1.  A  single- 
rivetted  joint  is  weakened  by  unequal  distribution  of  the  tension 
in  the  ratio  of  4:5. 

Suppose  that  in  a  chain-rivetted  joint  the  distance  c  from  centre 
to  centre  of  the  rivets  is  fixed,  so  as  not  to  weaken  the  plates 
below  a  given  limit ;  then  in  order  to  find  how  many  rowB  of  rivets 
there  should  be, — in  other  words,  how  many  rivets  there  should  be 
in  each  file, — the  following  formula  may  be  used : — 

(c-d)i 
n=-7854#" <3> 

361.  Pirn,  Keys,  an*  We4ge* — These  fastenings  are,  like  rivets, 
themselves  exposed  to  a  shearing  stress,  while  they  serve  to  trans- 
mit a  pull  or  thrust  from  one  piece  of  an  iron  frame  to  another; 
and  the  rule  for  determining  their  proper  sectional  area  is  the  same, 
with  this  modification  only,  that  if  a  pin,  key,  or  wedge  is  not  held 
perfectly  tight  in  its  seat,  the  shearing  stress,  instead  of  being 
uniformly  distributed  throughout  its  sectional  area,  will  be  more 
intense  at  the  central  layer  of  the  section  than  elsewhere,  being 
distributed  according  to  the  laws  explained  in  Article  168,  p.  266. 

The  ratio  in  which  the  maximum  intensity  of  the  shearing  stress 
exceeds  its  mean  intensity  is  the  quantity  denoted  by  q0  A  -5-  F  in 
the  table,  p.  267 ;  its  two  most  important  values  in  practice  being 
the  following : — 

For  rectangular  keys  and  wedges, ^; 

4 
For  circular  or  elliptical  pins, ^; 

and  the  sectional  area  of  the  fastening  is  to  be  increased  in  this 
proportion  beyond  what  would  be  necessary  if  the  stress  were 
uniformly  distributed. 

In  order  that  a  wedge  or  key  may  be  safe  against  slipping  out  of 
its  seat,  its  angle  of  obliquity  ought  not  to  exceed  the  angle  of 
repose  of  iron  upon  iron,  which,  to  provide  for  the  contingency  of 
the  surfaces  being  greasy,  may  be  taken  at  about  4°.  (Article  110, 
p.  172.) 

362.  Belts  and  Screws. — If  a  bolt  has  to  withstand  a  shearing 
stress,  its  diameter  is  to  be  determined  like  that  of  a  cylindrical 
pin.  If  it  has  to  withstand  tension,  its  diameter  is  to  be  determined 
by  having  regard  to  its  tenacity.  In  either  case  the  effective 
diameter  of  the  bolt  is  its  least  diameter;  that  is,  if  it  has  a  screw 
on  it,  the  diameter  of  the  spindle  inside  the  thread. 
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The  projection  of  the  thread  is  usually  one-half  of  the  pitch;  and 
the  pitch  should  not  in  general  be  greater  than  one-Jl/th  of  the 
effective  diameter,  and  may  be  considerably  less. 

In  order  that  the  resistance  of  a  screw  or  screw-bolt  to  rupture 
by  stripping  the  thread  may  be  at  least  equal  to  its  resistance  to 
direct  tearing  asunder,  the  length  of  the  nut  should  be  at  least  one- 
half  a£  the  effective  diameter  of  the  screw;  and  it  is  often  in 
practice  considerably  greater;  for  example,  once  and  a-half  that 
diameter. 

The  head  of  a  bolt  is  usually  about  twice  the  diameter  of  the 
spindle,  and  of  a  thickness  which  is  usually  greater  than  five- 
eighths  of  that  diameter. 

Section  III— 0/  Iron  Ties,  Struts,  and  Beams. 

363.  F«w  mi  Imb  Bar*— In  designing  ordinary  structures  of 
wrought  iron,  it  saves  time  and  expense  to  use  iron  bars  of  such 
forms  of  cross-section  as  are  usually  to  be  met  with  in  the  mar- 
ket    The  variety  of  those  forms  continually  increases  with  the 
demand  for  new  shapes;  but  an  engineer  should  avoid  introducing 
new  sections  for  bars  into  his  designs,  except  when,  by  so  doing, 
some  important  purpose  is  to  be  served,  or  some  decided  advantage 
to  be  gained. 
Amongst  the  most  common  forms  of  rolled  bars  are  the  following : — 
Bound  iron,  with  a  circular  cross-section. 
Square  iron,  with  a  square  cross-section. 
Flat  iron,  with  oblong  rectangular   cross-sections  of  various 

forma 
Half-round  and  convex  iron,  with  one  side  cylindrical  and  the 

other  flat. 
Angle  iron,  with  cross-sections  shaped  like  an  L,  of  various 

breadths,  depths,  and  thicknesses. 
T-iron,  with  cross-sections  shaped  like  a  T,  with  a  table  or  flange 

and  a  rib  of  various  dimensions. 
Double  T-iron,  or  H-iron,  or  I-shaped  iron,  with  a  web  and  two 
flanges,  of  various  dimensions.     The  most  common  form  of 
railway  bars  belongs  to  this  class. 
Channel  iron,  which  is  like  a  flat  bar  with  flanges  projecting 
from  both  of  its  edges,  but  in  one  direction  only,  so  that  if 
laid  with  the  flat  bar  downwards  it  is  like  a  trough  or  rect- 
angular channel. 
Bulb  iron,  which  is  like  a  flat  bar  with  a  cylindrical  thickening 

along  one  or  both  edges. 
The  "Bridge  Bail,"  tig.  229. 
The  "Barlow  Bail,-  fig.  230. 
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Bars  of  a  cross-shaped  section  axe  sometimes  tolled;  but  the 
figure  is  unfavourable  to  soundness  of  the  iron;  and  when  this 

form  of  section  is  required,  it  is  best 

to  build  it     In  general,  figures  for 

iron  ban  which  cannot  be  rolled 

^^  __  without  great  distortion  of  the  iron 

PI*  2W.  Ffc  280  ou*ht  *°  **  avoided>  unle8B  thfirB 

are  special  reasons  for  using  them. 

Angle  bars  and  plates  which  exceed  an  inch  in  thickness  are 
seldom  so  sound  as  those  of  less  thickness.  Where  greater  thick- 
nesses are  required,  therefore,  it  is  in  general  advisable  to  make 
them  by  building  small  thicknesses  together. 

364.  irai  Tie*  ought  in  almost  every  case  to  be  of  malleable  iron, 
as  it  has  about  three  times  the  tenacity  of  cast  iron. 

A  tie  may  consist  either  of  one  bar,  or  of  several  bars  side  by 
side,  or  of  wires  lying  parallel  in  a  bundle  or  spun  into  a  rope;  it 
may  be  in  one  length,  or  in  two  or  more  lengths  joined  together; 
if  the  lengths  are  numerous  and  abort,  they  become  Unbe,  and  the 
whole  tie  a  chain. 

I.  Plate  Iron^  Ties. — The  best  mode  of  joining  two  lengths  of  a 
plate  iron  tie  is  by  means  of  a  fish-joint  cham-rivetted.  In  fig. 
231  are  seen,  the  ends  of  two  lengths  of  a 
plate  iron  tie,  meeting  at  the  dotted  line ; 
they  are  connected  by  means  of  a  fish- 
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*'  rivetted  to  each  of  the  pieces.      The 

principles  according  to  which  the  dimensions,  number,  and  arrange- 
ment of  the  rivets  are  to  be  determined  have  been  explained  in 
Article  360,  p.  515;  and  it  has  there  also  been  shown  to  what 
extent  the  effective  sectional  area  of  the  tie  is  diminished  by  the 
rivet  holes,  so  as  to  be  less  than  the  total  sectional  area. 

When  a  plate  iron  tie  is  built  of  several  layers,  they  should  break 
joint  with  each  other;  and  at  each  joint  there  should  be  either  a 
covering  plate  or  a  pair  of  covering  plates,  to  transmit  that  share  of 
the  tension  which  belongs  to  the  layer  of  plates  in  which  the 
joint  occurs. 

II.  Tie~rod8  or  TieJwrs  may  be  round,  square,  or  flat,  and  may 
be  made  fast  at  the  ends  by  pins  passing  through  round  eyes,  by 
wedges  driven  into  oval  eyes  or  slots,  or  by  screws  and  nuts.  The 
proportions  of  these  fastenings  have  been  considered  in  Articles 
361,  362,  pp.  516,  517.  Wedges  and  screws  admit  of  being  used 
to  tighten  the  tia 

When  an  eye  is  formed  on  the  end  of  a  tie-bar,  care  should  be 
taken  that  the  sides  of  the  eye  are  of  sufficient  strength.  The 
tension  is  not  uniformly  distributed  in  them,  being  more  intense  at 
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the  inner  side  than  at  the  outer.  To  allow  lor  this,  the  sectional 
area  may  be  made  one-half  greater  than  would  be  necessary  if  the 
tension  were  uniformly  distributed. 

EEL  Compound  Tie-ban  and  Flat  Chains  are  made  of  lengths  or 
links,  each  consisting  of  flat  bars  placed  side  by  side,  and  connected 
together  by  means  of  eyes  and  pins,  as  in  the  side  -view,  fig.  232,  and 
plan,  fig.  232.*  Whether  it  is  desired  to  give  stiffness  to  each 
individual  bar  or  flexibility  to  the  whole  chain,  the  bars  should  be 
on  edge.    The  numbers  of  bars  in  a  compound  link  are  odd  and 
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Fig.  282.* 


alternately;  thus,  in  the  figure,  the  links  A  and  0  consist  of 
odd  numbers  of  bars,  and  B  of  an  even  number.  The  dimensions 
of  the  pin  are  to  be  found  as  in  Article  361,  p.  516,  taking  care  to 
note  at  how  many  cross-sections  it  must  give  way  at  once  if  sheared 
across;  for  the  stress  is  distributed  amongst  those  cross-sections. 
In  fig.  232*  they  are  six  in  number.  As  to  the  eyes,  see  Division 
£L  of  this  Article  above. 

IV.  In  0val4inied  Chains  it  is  essential  to  strength  that  each 
link  should  be  prevented  from  collapsing  by  a  stay  or 
cross-bar,  as  shown  in  fig.  233,  when  it  appears  by 
experiment  that  the  tension  is  uniformly  distributed 
over  the  cross-sections  of  the  two  sides  of  the  link. 
When  the  stay  is  omitted,  the  strength  of  the  chain 
is  reduced  in  the  proportion  of 

85 :  100,  or  nearly  6 : 7. 

(Barlow,  On  ike  Strength  of  Materials,  Article  143.) 

V.  Wire  Cables  are  sometimes  made  simply  of  a 
cylindrical  bundle  of  parallel  wires,  served  or  bound       Kg.  238. 
together  by  a  wire  wound  round  the  outside  of  the 

bundle.  In  constructing  this  sort  of  tie,  great  care  is  necessary  in 
order  to  distribute  the  tension  equally  amongst  the  wires.  The 
tension  is  equally  distributed,  without  any  special  care,  in  untwisted 
wars  ropes  in  which  the  wires  are  spun  into  strands,  and  the 
strands  into  ropes,  without  any  rotation  of  individual  wires,  so  that 
the  fibres  are  all  untwisted,  and  all  equally  strained.  This  is  the 
strongest  kind  of  iron  tie  for  its  weight;  its  tenacity,  of  about 
90,000  lbs.  per  square  inch  of  section,  being  equal  to  the  weight  of 
27,000  feet  of  its  own  length,  or  thereabouts. 
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The  best,  and  perhaps  the  only  safe,  mode  of  making  fast  As  end 
of  a  wire  rope  is  to  make  it  form  a  turn  or  loop  round  a  dead-eye, 
and  splice  it  into  itself:  this  is  the  only  fastening  which  is  as 
strong  as  the  rope. 

Wire  cables  require  special  care  to  protect  them  against  oxi- 
dation. 

VI.  Welded  Ties. — Iron  ties  have  been  lengthened  by  scarfing 
the  ends  of  the  two  pieces  together,  heating  them  to  a  welding  heat 
by  a  gas  flame,  and  welding  them  together  by  an  intense  pressure. 
Data  are  wanting  to  determine  precisely  the  strength  of  this  sort  of 
joint  In  an  experiment  on  the  bursting  of  a  cylindrical  plate  iron 
welded  retort,  the  tenacity  of  the  welded  joint  was  found  to  be 

30,750  lbs.  per  square  inch; 

or  probably  about  3-ffths  of  the  tenacity  of  the  plate  iron 

VII.  In  proving  Iron  Ties,  they  may  safely  be  loaded  with 
one-half  of  the  instantaneous  breaking  load,  without  risk  of 
permanent  injury,  the  testing  load  being  only  applied  once; 
although  frequent  application  of  the  same  load  would  at  last 
break  the  tie. 

365.  Coat  iraa  Scran  and  Pillar*. — Cast  iron,  from  its  great 
resistance  to  crushing,  is  peculiarly  well  suited  for  struts  and 
pillars,  especially  those  of  moderate  length.  The  best  form  for  a 
cast  iron  strut  or  pillar  containing  a  given  quantity  of  material  is 
that  of  a  hollow  cylinder.  The  laws  of  the  strength  of  such  pillars 
have  already  been  fully  explained  in  Article  158,  pp.  236  and  237. 
The  thickness  of  metal  in  them  is  seldom  less  than  one-twelfth  of 
the  diameter. 

Another  form  of  cross-section  commonly  adopted  for  cast  iron 

struts  is  that  of  a  cross,  fig.  234.     The  strength  of  such  struts  may 

be  computed  approximately  by  putting  for  the  co-efficient  a  in 

equations  4  and  5  of  Article  158,  p.  237,  a  value  greater  than  its 

value  for  a  hollow  cylinder,  in  the  same  proportion 

A 1      as  a  cross-shaped  bar  is  more  flexible  than  a  hollow 

wJjL^    {A    cylindrical  tube  of  the  same  diameter  and  sectional 

Hg        |      area;  that  is  to  say,  in  the  proportion  of  3  to  1 

FUr.  234.        nearly. 

'  By  similar  reasoning,  it  appears  that  in  the  case 

of  a  hollow  square  cast  iron  strut,  whose  diagonal  is  equal  to  the 
diameter  of  the  cylinder,  the  co-efficient  a  is  to  be  increased  in  the 
ratio  of  3  to  4. 

Hence  we  have  the  following  approximate  formula  for  the 
crushing  load  of  cast  iron  struts  in  lbs.  per  square  inch  of  sectional 
area: — 
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Cross;  diameter  from  end  to  end  of  a)  OAAnA       ,    ,     3P 
pair  of  arms  =  h; J  80>000  +  l  +  JooP; 

3-Z2 
Hollow  square;  diagonal  =  A; 80,000  +  1  +8QQ,2; 


Hollow  cylinder;  diameters h; 80,000 


P 
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The  preceding  formulae  refer  to  the  case  in  which  the  struts  are 
fixed  in  direction  at  the  ends.  When  they  are  hinged  at  the  ends, 
the  second  term  of  each  divisor  is  to  be  made  four  times  as  great 

In  order  to  give  lateral  stifihess  to  a  flat-ended  pillar,  its  ends 
should  spread  so  as  to  form  a  capital  and  base,  whose  abutting  sur- 
faces should  be  "faced"  in  the  lathe,  or  planed,  to  make  them  exactly 
plane  and  perpendicular  to  the  axis  of  the  pillar.  For  the  same 
reason,  when  a  cast  iron  pillar  consists  of  two  or  more  lengths,  the 
ends  of  those  lengths  should  be  made  truly  plane  and  perpendicular 
to  the  axis  of  the  pillar  by  the  same  process,  so  that  they  may  abut 
firmly  and  equally  against  each  other;  and  they  should  be  fastened 
together  by  at  least  four  bolts  passing  through  projecting  flanges. 

366.  Wmght  Iron  Strata  «»d  Pftllan. — The  principles  of  the 
strength  of  wrought  iron  struts  have  been  explained  in  Article  158, 
pp.  237,  238.  It  appears  from  the  formulae  deduced  by  Mr. 
Gordon  from  Mr.  Hodgkinson's  experiments,  that  while  cast  iron 
is  the  better  material  for  a  pillar  whose  length  does  not  exceed  a 
certain  limit  as  compared  with  its  diameter,  wrought  iron  is  the 
better  material  when  the  length  exceeds  that  limit.  For  pillars 
with  fixed  ends,  that  limit,  according  to  the  formulae,  is  about  26 
times  the  diameter;  for  those  with  hinged  ends,  about  13  times; 
but  from  the  nature  of  the  calculation,  those  results  must  be 
regarded  as  roughly  approximate  only. 

In  order  to  stiffen  wrought  iron  struts,  they  are  made  of  various 
forms  in  cross-section,  such  as  the  angle  iron,  T-iron,  double  T-iron, 
channel  iron,  <fec.,  already  described.  A  very  convenient  form  of 
cross-section  is  that  of  a  cross.  It  is  in  general  built  by  ri  vetting 
bars  of  simpler  forms  together;  thus,  it  may  be  made  up  of  two 
T-irons  rivetted  back  to  back,  or  four  angle  irons  rivetted  back  to 
back,  or  (as  in  fig.  235)  one  flat  bar  A  A,  two 
narrower  flat  bars,  B,  B,  and  four  angle  irons,  all 
rivetted  together.  This  last  form  is  that  of  the 
strat-diagonals  of  the  Warren  girders  in  the  Crumlin 
Viaduct.  A  double  T-shaped  strut  may  either  be  a 
single  bar,  or  may  be  built  in  a  manner  which  will 
be  described  in  treating  of  beams.  The  Barlow 
RaU  (fig.  230,  p.  518)  is  also  a  good  form  for  struts. 
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The  stiffest  form  for  a  wrought  iron  strut  is  that  of  a  ceil,  thai  is 
to  say,  a  built  tube,  which  may  be  cylindrical,  rectangular,  or 
triangular.  Fig.  236  is  a  cross-section  of  a  rectangular  cell,  -with 
four  plate  iron  sides  connected  together  by  angle  irons  and  rivets. 
Fig.  237  is  a  triangular  cell,  running  along  the  upper  edge  of  a 
plate  iron  beam. 

Fig.  238  shows  a  simple  form  ci  cross-section  for  a  strut,  being 


*^7* 


Fig.  286.  Fig.  237. 

a  segment  of  a  circle.    This  might  be  further  stiffened  by  rivetting 
a  pair  of  angle  irons  along  its  eofges. 

When  a  wrought  iron  strut  is  hinged  at  the  ends,  that  generally 
takes  place  by  its  abutting  at  each  end  against  a  cylindrical  pin,  by 
which  it  is  connected  with  some  other  piece  of  the  framework,  in 
the  manner  already  described  for  tie-bars.  To  fix  its  ends  in 
direction,  as  it  seldom  has  large  abutting  surfaces,  it  is  in  general 
necessary  to  fasten  it  to  the  adjoining  pieces  of  the  structure  by 
several  bolts  or  rivets. 

To  insure  the  stiffness  of  a  buUt  strut,  the  bars  of  which  it  is 
built  should  break  joint,  like  the  layers  of  a  built  iron  tie.  The 
abutment  of  successive  lengths  against  each  other  should  be  firm 
and  equable;  to  insure  which,  every  bar  should  have  its  ends  made 
exactly  plane  and  exactly  perpendicular  to  its  length.  This  is  best 
done  by  a  machine  consisting  of  a  pair  of  circular  saws  on  one  axis, 
at  a  clear  distance  apart  equal  to  the  intended  length  of  the  bars 
when  cut:  a  bar  being  placed  parallel  to  the  axis,  and  moved 
towards  it,  has  its  two  ends  sawn  off  at  once,  in  planes  perpendicular 
to  its  length. 

Mr.  Gordon's  formula  for  the  ultimate  strength  of  wrought  iron 
struts,  deduced  from  Mr.  Hodgkinson's  experiments,  may  be 
expressed  as  follows,  P  being  the  load,  8  the  sectional  area,  I  the 
length,  and  h  the  thickness : — 

1=36,000  +  1  +  ^?; GO 

where  a  has  the  value  q  000  for  struts  fixed  in  direction  at  the 
ends,  and  of  a  solid  rectangular  section,  h  being  the  least  dimension. 
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For  other  forms  of  cross-section,  an  approximate  rule  baa  already 
been  given,  to  the  effect  that  h  is  to  be  considered  as  representing  the 
least  dimension  of  a  triangle  or  rectangle  circumscribed  about  the 
bar;  but  in  many  cases  it  may  be  more  satisfactory  to  take  into 
account  the  least  "  radius  of  gyration"  of  the  cross-section,  as  in  the 
last  article;  and  for  that  purpose  the  formula  may  be  put  in  the 
following  shape,  r  denoting  that  radius;  that  is  to  say,  r2  is  the 
mean  of  the  squares  of  the  distances  of  the  particles  of  the  cross- 
section  from  a  neutral  -axis  traversing  its  centre  of  gravity  in  that 
direction  which  makes  r*  least : — 


P 


;  36,000  +  1  + 


A*  -i-12. 


$6,000  r* 

tot  hinged  ends,  9,000  is  to  be  substituted  for  36,000. 
The  following  are  values  of  r8  for  different  figures;— 

L  Solidrectangle;  leastdimen- > 

sfc>n  =  A; j 

IT.  Thin  square  cell;  aiders  A;... 
TTT-  Thin    rectangular    cell; 
breadth 6;  depth  A;.... 
IV.  Thin  triangular  cell  on  the  1 
edge  of  a  plate  (fig.  237); 
base  of  triangle  =r  o; .... 
V.  Solid  cylinder;  diameter  ==i 
VL  Thin  cylindrical  cell;  dia- 1 

meter  r=  h; 

VTL  Angle  iron  of  equal  ribs;  ] 

breadth  of  each  r=  6;  . 

YllX  Angle  iron  of  unequal  ribs;  I 

greater  o,  less  h; 

IX.  Cross  of  equal  arms; 

X.  H-iron;  breadth  of  flanges ' 
b;  their  joint  area  J3; 

area  of  web  A; 

XL  Channel  iron;  depth  of' 
flanges  4-  £  thickness  of 
web,  h;  area  of  web  B; 

of  flanges  A;. 

XH.  Barlow  rail;  cross-section 
composed  of  two  quad- 
rants of  radius  B,  mea- 
sured to  middle  of  thick- 
ness, connected  by  a  table 
of  sectional  area  =  joint 
t  of  quadrants  X '273; 


.(2.) 


13' 

4-    6. 
A  +  36 
h  +  b' 

b* 

+  12. 

A» 

+  16. 

» 

+  a 

b* 

+  24. 

}«»•* 

12  (&*  +  #). 

K* 

+  24. 

5* 
12' 

A 
A  +  F 

A 

4.     AB 

R?  +  7  nearly. 
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XIII.  Pair  ofBarlow  rails  as  above, )  qqq  t*b 

rivetted  base  to  base;  ...  f  °*°  *  ' 

XIV.  Circular  segment  of  radius  \    fl,  cos  6  sin  I       sin2  $ )  pf 


R  and  length  2  R,  *;....  / 


367.  Cast  irm  Beams. — For  the  principles  which  are  applicable 
to  cast  iron  beams  in  common  with  beams  in  general,  see  Articles 
169  to  179  A,  pp.  230  to  296.  The  peculiar  properties  of  cast  iron 
as  to  strength,  which  have  to  be  considered  in  designing  beams, 
have  been  stated  in  Article  164,  p.  257;  Article  166,  p.  261 ; 
Article  167,  pp.  263  to  265;  and  in  Article  353,  pp.  499  to  502; 
and  the  precautions  to  be  observed  in  designing  these,  as  well  as 
other  castings,  have  been  explained  in  Article  354,  p.  502. 

The  most  common  and  useful  forms  of  cross-section  for  cast  iron 
beams  are  the  inverted  X-shaped  (fig.  239),  the  trough-shaped  (fig. 
240),  and  the  double  T-shaped  (fig.  241). 

As  to  the  transverse  resistance  of  the  X-shaped  section,  see 
Article  163,  Example  YIIL,  p.  254.     As  to  the  proportionate  area 


JJL 


239.  Fig.  240.  Fig.  241. 


of  flange  and  web  which  makes  the  tendency  to  break  by  crushing 
at  B  and  tearing  at  C  equal,  see  Article  164,  Case  L,  p.  257 ;  also 
the  example  in  the  same  page.  The  same  formulae  and  example 
are  applicable  to  trough-shaped  beams,  taking  the  two  vertical  ribs, 
B,  B',  to  be  equivalent  to  one  rib  of  the  same  depth  and  double  the 
thickness. 

The  thickness  of  the  horizontal  and  vertical  parts  of  these 
girders  should  be  equal,  or  nearly  equal,  for  the  reason  stated  in 
Article  354,  p.  503. 

The  double  T-shaped  beam  is  in  general  made  of  a  figure  intro- 
duced by  Mr.  Hodgkinson,  with  a  view  to  making  the  strength 
equal  above  and  below.  As  to  the  proportions  of  that  section,  see 
Article  164,  Case  II.,  p.  257 ;  also  the  example  in  the  same  page. 
See  also  Hodgkinson  On  the  Strength  of  Cast  Iron. 

In  order  to  make  the  stretched  table  C  large  enough  as  compared 
with  the  compressed  table  A,  it  is  necessary  to  make  the  former 
considerably  thicker  than  the  latter.     This  is  reconciled  with  the 
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rale  as  to  avoiding  abrupt  changes  of  thickness  in  castings,  by 
making  the  vertical  web  B  of  the  same  thickness  with  A  at  the  top, 
and  of  a  gradually  increasing  thickness  towards  the  bottom,  where 
it  is  nearly  as  thick  as  0. 

Transverse  ribs  or  feathers  on  cast  iron  beams  are  to  be  avoided, 
as  forming  lodgments  for  air-bubbles,  and  as  tending  to  cause 
cracks  in  cooling. 

Open-work  in  the  vertical  web  is  also  to  be  avoided,  partly  for 
the  same  reasons,  and  partly  because  it  too  much  diminishes  the 
resistance  to  distortion  by  the  shearing  action  of  the  load. 

The  various  "forms  of  equal  strength"  in  longitudinal  sections, 
already  described  in  Article  165,  pp.  259,  260,  are  more  easily 
executed  in  cast  iron  than  in  any  other  material,  and  are  often 
employed  in  practice,  especially  those  shown  in  figs.  141,  142,  143, 
144,  and  145. 

The  forms  of  horizontal  section  shown  in  figs.  142  and  144  are 
applied  to  the  flanges  or  tables  of  double  T-shaped  girders  of 
uniform  depth. 

In  supporting  a  cast  iron  beam,  provision  must  be  made  at  one 
end  for  its  expansion  and  contraction  by  heat  and  cold,  which  take 
place  at  the  rate  of  about  -00111  for  the  180°  Fahr.  between  the 
ordinary  freezing  and  boiling  points  of  water,  or  -0000062  nearly 
per  degree  of  Fahrenheit's  scale, 

368.  liCAgtheM*  mud  TnuNd  Cm*  l**m  B— ■■■ — It  is  seldom 
advisable  to  use  a  cast  iron  beam  of  a  span  so  great  that  it  cannot 
be  cast  in  one  length;  but  should  it  nevertheless  be  determined  to 
do  so,  the  following  principles  are  to  be  observed  in  the  construction 
of  each  junction. 

Above  the  neutral  axis  the  ends  of  the  pieces  should  be  true 
planes,  abutting  closely  and  equably  against  each  other,  and  exactly 
perpendicular  to  the  axis  of  the  beam. 

Below  the  neutral  axis  the  pieces  are  to  be  connected  by  means 
of  transverse  flanges  and  wrought  iron  bolts,  which  will  thus,  at  the 
joint,  perform  the  duty  of  the  lower  or  stretched  table  of  the  beam ; 
and  the  total  sectional  area  of  those  bolts  should  be  such  as  to 
make,  not  their  tenacity,  but  their  proportionate  elongation  by  a  given 
tension,  the  same  with  that  of  the  cast  iron  table  for  which  they 
are  a  substitute.  This  condition  will  be  approximately  fulfilled  by 
making  the  sectional  area  of  the  bolts  in  all  about  one-half  of  that 
of  the  cast  iron  table ;  when  their  tenacity  will  be  more  than  sufficient 

Care  should  be  taken  so  to  arrange  the  bolts  that  the  mean  of 
the  squares  of  their  distances  from  the  neutral  axis  of  the  section 
shall  not  be  less  than  the  corresponding  quantity  for  the  cast  iron 
table  whose  duty  they  are  to  perform. 

The  same  principles  are  to  be  followed  in  designing  that  sort  of 
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trussed  cast  iron  beam  in  which  a  pair  of  wrought  iron  tie-rods  arc 
substituted  for  the  whole  or  part  of  the  lover  table. 

369.  Plata  tomajtt  Inb  »wm  For  the  principle*  -which  are 
applicable  to  wrought  iron  beams  in  common  with  beams  in  general, 
see  Articles  16&  to  179  a,  pp.  230  to  29& 

The  most  common  and  useful  forms  of  section  for  wrought  iron 
beams  that  are  rolled  in  one  piece  are  the  T-shaped,  and  the 
I-shaped  or  doable  T-shaped,  of  which  latter  form  fig.  242  is  an 
example. 

As  to  the  resistance  of  cross-sections  of  those  ngares  to  cross- 
breaking,  see  Article  254,  Examples  YIIL  and  I3L,  pp.  254  to 
256.    As  to  the  mode  of  fixing  the  proportions  of  such  sections 
->      in  order  that  they  may  be  of  equal  strength  against  crush- 
^f      ing  and  tearing,  see  Article  164,  Oases  III,    and  IT., 
p.  258,  and  the  example  in  the  same  page ;  these  being  the 
cases  applicable  to  a  material  in    which   the    tenacity 
(denoted  by  fb  in  the  formulae)  is  greater  than  the  re- 
O      sistance  to  crushing  (denoted  bjfy. 

Fig.  242.  A  plain  wrought  iron  beam  usually  gives  way  under  a 
transverse  load  by  the  compressed  flange  bending  sideways ;  for  that 
flange  is  in  general  so  narrow,  as  compared  with  its  length,  that  its 
condition  is  analogous  to  that  of  a  long  wrought  iron  strut.  (See 
Article  158,  p.  237.)  The  co-efficient  fm  therefore,  which  is  the 
modulus  of  resistance  of  that  flange,  is  not  in  general  a>  constant 
quantity,  but  is  less  as  the  flange  becomes  narrower  in  comparison 
with  the  span  of  the  beam. 

From  a  reduction  of  the  experiments  of  Mr.  Fairbairn  on 
wrought  iron  beams,  given  in  his  works,  On  the  Application  of  Iron 
to  Building  Purpose*,  and  Useful  Information  for  Engimen, 
first  series,  it  appears  that  the  modulus  in  question  may  be  com- 
puted with  sufficient  accuracy  by  the  following  formula,  in  which 

I  denotes  the  span  of  the  beam,  and 

b,  the  breadth  of  its  compressed  flange  :— 

fa  (in  lbs.  on  the  square  inch)  =±   '—js — (1.) 

•      l+5fi00b* 

The  following  table  shows  the  result  of  applying  this  formula  to 
variously  proportioned  beams,  and  of  substituting  its  results  in 
equations  10  and  11  of  Article  164,  p.  258;  the  value  of  the 
tenacity  fb  being  assumed  to  be  60,000  lbs.  per  square  inch  in  each 
case.  A*  denotes  the  sectional  area  of  the  compressed  flange;  Aj 
that  of  the  vertical  web;  A8  that  of  the  stretched  flange;  K  the 
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depth  from  centre  to  centre  of  the  two  flanges;  Mq  the  breaking 
moment  in  inch-lbe. : — 


/» 

L  60,000 

II  60,000 

III  60,000 

IV.  60,000 

V.  60,000 


I 
l 
10 
20 
30 
40 
5o 


35,294 
33,333 

30,509 
27,273 
24,000 


•35^+1*7  A8 
•4  Aj+i-8  A8 
•48  Aj+i'97  A3 
-6    Aj  +  2-2    A3 

75A2  +  2-5   Ag 


M0+A'. 

14,118  Aj  +  60,000  A3 
14,444  A2  + 60,000  A3 
14,916  A2+  60,000  A8 
15,455  A3 +60,000  A8 
16,000  A3+  60,000  A3 


The  preceding  results  are  made  applicable  to  the  T-shaped 
section  simply  by  making  A8  =  0. 

Li  cases  in  which  a  beam  is  liable  to  be  strained  alternately  in 
either  direction,  the  section  is  to  be  made  Bimilar  above  and 
helow,  so  that  A1==  A8;  the  beam  tends  to  give  way  in  every  case 
by  lateral  bending  of  the  flange  which  is  compressed  tor  the  time, 
tnd^  is  the  modulus  of  rupture;  and  the  expression  for  the 
breaking  moment  assumes  the  simplified  form, 


M.-/.*.(£4A1) •<*> 


The  expansion  of  wrought  iron  beams  by  heat  is  very  slightly 
greater  than  that  of  cast  iron  beams,  being  about  -0012  for  the  180° 
betveen  the  ordinary  freezing  and  boiling  points  of  water,  or  about 
"0000067  per  degree  of  Fahrenheit 

370.  Mate  «md  Box  wdbmm  Thin  class  of  wrought  iron  beams 
comprises  various  cross-sections,  buiH  of  plates  and  bars  rivetted 
together  in  various  ways,  but  all  virtually  equivalent  to  double 
T-shaped  sections,  and  having  their  strength  dependent  on  the  r 
principles.    The  following  are  examples : — 


Kg.  243. 


TP 
JX 

Kg.  244. 


Fig.  245. 


HI- 


Fig.  246. 


Eg.  243  is  a  plate  beam  having  a  single  plate  for  the  vertical 
*eb,  while  each  of  the  horizontal  ribs  or  flanges  consists  of  a  flat 
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bar  and  a  pair  of  angle  irons,  rivetted  to  each  other  and  to  the 
vertical  web. 

Fig.  244  is  a  "  box  beam,"  in  which  there  is  a  double  vertical 
web.  The  advantage  of  this  construction  is  to  give  additional 
breadth,  and  therefore  additional  lateral  stiffness  and  additional 
strength  for  resisting  thrust,  to  the  compressed  table  or  flange. 

Fig.  245  is  a  plate  beam  of  greater  dimensions  than  fig.  243. 
The  horizontal  ribs  or  flanges  contain  more  than  one  layer  of  fiat 
bars,  and  the  web,  which  consists  of  plates  with  their  largest 
dimension  vertical,  is  stiffened  by  vertical  T-iron  ribs  at  the  joints 
of  those  plates,  as  shown  in  the  horizontal  section,  flg.  246. 

To  give  still  greater  stiffness  and  strength  to  the  upper  or  com- 
pressed horizontal  rib,  it  is  sometimes  a  cylindrical  tube  or  "  cell;1' 
sometimes  a  rectangular  cell,  as  in  fig.  236,  p.  522 ;  sometimes  a 
triangular  cell,  rivetted  to  the  upper  edge  of  the  vertical  web,  as  in 
fig.  237,  p.  522  \  and  in  some  cases  a  line  of  plates  bent  into  an 
inverted  segmental  trough,  as  shown  in  the  cross-section,  fig.  238, 
p.  522,  has  been  made  fast  at  its  summit  Y,  by  angle-irons  and 
rivets,  to  the  upper  edge  of  the  vertical  web. 

In  fixing  the  dimensions  of  the  parts,  and  computing  the  strength, 
of  beams  of  this  class,  the  rules  of  the  preceding  article  are  all  ap- 
plicable, having  regard  to  the  following  special  principles : — 

I.  The  several  tiers  or  layers  of  pieces  of  which  the  beam  is  built 
should  break  joint  as  much  as  possible. 

II.  Upper  Horizontal  Rib. — The  several  lengths  of  the  pieces 
composing  the  upper  horizontal  rib  should  abut  closely  and  truly 
against  each  other,  having  end  surfaces  made  exactly  perpendicular 
to  the  axis  of  the  beam,  as  already  described  for  wrought  iron 
struts  in  Article  366,  p.  522.  In  using  equation  1  of  Article  369, 
p.  526,  to  compute  the  modulus  of  rupture  by  crushing, /« the 

following  are  the  divisors  by  which  ^  is  to  be  divided : — 

For  a  flat  upper  horizontal  rib,  or  a  tri- )  ~  q00 

angular  cell, J  ' 

For  a  square  cell, 10,000 

For  a  cylindrical  cell  or  an  inverted  )  *  ~^ 

semicircular  trough  (diameter  =  6),  |  ' 

For  an  inverted  segmental  trough,  sub- )  7,500  /.       sin  2A 

tending  the  angle  2t  to  radius  unity,  J  sin2  t  \           2T/ 

III.  Lower  Horizontal  Bib. — The  several  lengths  of  plates  or  bars 
of  which  the  lower  horizontal  rib  consists  are  to  be  connected  with 
each  other  by  covering-plates  and  rivets  as  prescribed  for  wrought 
iron  ties  in  Article  364,  p.  518;  and  the  symbol  A8  in  the  formula 
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of  Article  369,  and  of  the  other  articles  there  referred  to,  is  to  be 
understood  to  stand,  not  for  the  total  sectional  area  of  the  lower  rib, 
but  only  for  the  effective  sectional  area  left  after  moving  the  proper 
deduction  for  rivet-holes,  according  to  the  principles  explained  in 
Article  364,  p.  518,  and  Article  360,  p.  515. 

For  the  best  plate  iron,  the  value  of  the  modulus  of  tenacity,  /*, 
is  on  an  average  about  50,000  lbs.  per  square  inch.  The  following 
we  the  results  of  substituting  that  value  for  60,000  in  the  com- 
putations of  the  table  in  Article  369,  p.  527  :— 

A         \        /.  A1  M0-A' 

For  a  Flat 

Upper  Bib. 

I  50,000    io    35,294  -3i  A^  + 1  41 AB  10,784  A2  +  50,000  A, 

II  50,000    20    33,333  -25A2+i-5   A8  1 1,1 1 1  A, +  50,000  A8 

IH.  50,000    30    30,509  -32^+1  -64  A,  1 1,584  A2  +  50,000  A8 

IV.  50,000    40    27,273  '4IAJ+I-83A3  12,121  A2  + 50,000 A 8 

V.  50,000    50    24,000  *54  A2  +  2-08  A8  12,667  A2  +  50,000  AB 

IV.  Vertical  Web. — The  thickness  of  the  vertical  web  is  seldom 
made  less  than  f  inch,  and,  except  in  the  largest  beams,  is  in  general 
more  than  sufficient  to  resist  the  shearing  stress.  In  those  beams 
in  which  it  becomes  necessary  to  attend  specially  to  the  power  of 
the  vertical  web  to  resist  the  shearing  action  of  the  load,  the 
amount  of  that  shearing  action  is  to  be  computed  for  a  sufficient 
number  of  cross-sections  by  the  formulae  of  Article  161,  Case  IX., 
PP-  247,  248,  249,  and  its  greatest  intensity,  for  an  assumed 
thickness  of  web,  by  the  formula  of  Article  168,  Case  VIII., 
P-  267.  (In  many  cases,  however,  it  is  sufficiently  accurate  to 
assume  the  shearing  stress  to  be  entirely  borne  by  the  vertical 
web,  and  uniformly  distributed  throughout  its  section.)  It  is  then 
t°  he  considered  that  the  shearing  stress  at  the  neutral  axis  is 
ttpifralent  to  a  pull  and  a  thrust  of  equal  intensity  inclined 
opposite  ways  at  45°,  and  that  the  vertical  web  tends  to  give  way 
ty  buckling  under  the  thrust;  so  that  its  ultimate  resistance  in  lbs. 
per  square  inch  is  given  by  the  following  expression  :— 

36,000  71  v 

s— ; (i-) 


1  + 


3,000  0 


m  which  t  is  the  thickness  of  the  plates  of  the  web,  and  8  the  dis- 
tance measured  along  a  line  inclined  at  45°  to  the  horizon,  between 
too  of  its  vertical  stiffening  ribs ;  or,  if  it  has  no  such  ribs,  between 
toe  upper  and  lower  horizontal  ribs.     The  intensity  of  the  shearing 

2  m 
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action  of  the  working  load  should  not  exceed  one-sixth  of  the 
resistance  given  by  the  above  formula. 

Y.  Longitudinal  Variations  of  Section. — Inasmuch  as  the  bend- 
ing moment  of  the  load  diminishes  from  the  middle  of  the  beam 
towards  the  ends,  and  the  shearing  force  from  the  ends  towards 
the  middle,  according  to  principles  stated  in  Article  161,  pp.  245 
to  249,  the  transverse  sections  of  the  horizontal  ribs  may  be 
diminished  from  the  middle  towards  the  ends,  and  that  of  the 
vertical  web  from  the  ends  towards  the  middle,  so  as  to  make  the 
resistance  to  bending  and  shearing  respectively  vary  according  to 
the  same  law. 

YL  Vertical  Ribs. — Each  vertical  rib  is  to  be  considered  either 
as  a  suspending-piece  from  which  a  portion  of  the  load  hangs,  or  as 
a  pillar  on  which  a  portion  of  the  load  lies,  according  as  the  load  is 
hung  from  or  supported  upon  the  beam;  and  its  transverse  section 
must  be  made  sufficient  for  the  duty  so  thrown  upon  it,  according 
to  the  principles  of  Article  364,  p.  518,  or  Article  366,  p.  521,  as 
the  case  may  be ;  and  regard  must  be  had  to  the  met,  that  a  large 
rolling  load,  such  as  that  upon  one  of  the  wheels  of  a  locomotive 
engine,  may  be  concentrated  upon  one  vertical  rib. 

Above  each  of  the  points  of  support,  the  vertical  ribs  must  either 
be  placed  closer  or  made  larger,  so  that  they  may  be  jointly 
capable  of  safely  bearing,  as  pillars,  the  entire  share  of  the  load 
which  rests  on  that  point  of  support 

A  pair  of  vertical  T-iron  ribs  ri vetted  back  to  back  through  the 
web-plates  may  be  held  to  act  as  a  pillar  of  cross-shaped  section. 
(Article  366,  Case  IX.,  p.  323.) 

(Note  as  to  Diagonal  Ribs. — It  is  obvious  that  the  best  position  of 
the  stiffening  ribs  would  be  diagonal,  sloping  upwards  from  the 
ends  of  the  beam  towards  the  middle  at  angles  of  45°;  but  this 
would  involve  inconvenience  and  expense  in  workmanship,  and 
would  cause  the  plates  for  the  web  to  be  cut  into  awkward  and 
complex  figures). 

VIL  Rivets. — The  principles  which  regulate  the  number  and 
dimensions  of  the  rivets  that  connect  the  lengths  of  the  stretched 
horizontal  rib  together  have  been  sufficiently  explained  in  the  pas- 
sages referred  to  in  Division  III.  of  this  Article. 

The  rivets  which  connect  one  division  of  the  web  with  an  adjoin- 
ing vertical  rib  should  be  capable  of  withstanding  safely  the  greatest 
shearing  action  of  the  load  at  the  joint  in  question. 

xhe  shearing  action  on  the  rivets  which  connect  one  of  the 
horizontal  ribs  with  a  given  division  of  the  web  is  to  the  vertical 
shearing  action  of  the  load  at  the  middle  of  that  division  very 
nearly  as  the  length  of  the  division  in  question  is  to  its  depth 

VIII.  Camber. — In  order  that  a  built  wrought  iron  beam  may 
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become  nearly  straight  under  its  working  load,  it  should  be  con- 
structed in  such  a  manner  that,  if  unloaded,  it  would  have  a 
u  camber"  or  upward  convexity  equal  to  the  anticipated  working 
deflection. 

Formulae  for  that  deflection  are  formed  by  putting  the  intensity 
of  the  working  stress  for  the  quantities  denoted  by/"  in  equations 
13  and  13  a  of  Article  169,  p.  275. 

The  modulus  of  elasticity  for  plate  beams,  according  to  the  best 
authorities,  is  considerably  less  than  for  continuous  iron  bars,  its 
value  in  lbs.  per  square  inch  being 

E=fiom  16,000,000  to  18,750,000,    . 
or  say,  on  an  average,  17,500,000. 

The  equation  13  A,  above  referred  to,  being  that  suitable  for 
cross-flections  of  equal  strength,  is  as  follows,  putting  1  +  2  instead 
of  c,  the  half  span: — 

deflection  ^.•^£■£1*- (2.) 

Taking  6  as  the  factor  of  safely,  we  may  make,  with  sufficient 
accuracy  for  the  present  purpose, 

r./+/»=(/.+/»)-6  =  84,000^6  =  14,000. 

For  an  nniformly-loaded  beam,  with  an  uniform  cross-section, 

na=  —  j  if  the  cross-section  varies  along  the  beam  so  as  to  be  of 
12 

uniform  strength  and  uniform  depth,  n"  =  ~.     Assuming  the  latter 

to  be  nearly  the  case,  we  have 

«      a«    «  14,000         P  P         „x 

working  deflection t;A^8x  n  500>000  'jT  lp00*;  <*> 

or  a  third  proportional  to  the  depth  and  the  hundredth  part  of  the 
span. 

3 1 
For  example,  an  ordinary  proportion  is  1=  15  h;  then  vt  -  <rl)()Ty 

371.  Ctra*  TaMar  Cttrdtrs. — This  term  is  applied  to  hollow 
plate  iron  girders  so  large  that  the  traffic  of  a  bridge  can  pass 
through  the  interior.  A  great  tubular  girder  differs  from  a 
magnified  box-beam,  inasmuch  as  the  former  requires  special 
appliances  for  stiffening  the  upper  and  lower  horizontal  tables. 

Fig.  247  is  a  skeleton  diagram  of  a  cross-section  of  the  class  of 
tubular  girder  used  in  the  Conway  and  Britannia  bridges,  in  which 
the  top  and  bottom  are  cellular,  consisting  of  plates  so  disposed  as 
to  form  rows  of  square  or  nearly  square  cells,  like  that  in  tig.  236, 
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p.  522.  In  order  that  these  cells  may  be  sufficiently  stiff,  the 
width  of  each  of  them  should  not  exceed  thirty  times  the  thickness  of 
the  plates  of  which  they  are  made.  The  joints  of  the  cells  are 
connected  and  stiffened  by  means  of  covering  plates  outside  as  well 
as  angle  irons  within.     The  breadth  is  fifteen  feet 

The  two  vertical  webs,  or  sides,  B,  exactly  resemble  the  vertical 


Fig.  247. 


Fig.  218. 


web  already  described  in  Division  IV.  of  the  last  article,  beiug 
composed  of  plates  set  up  on  end,  and  connected  by  means  of  pairs 
of  vertical  T-iron  ribs,/,/  The  horizontal  joints  of  the  side  plates  are 
made  fast  by  covering  strips.  The  lateral  steadiness  of  the  con- 
nection between  the  horizontal  tables  and  the  vertical  webs  is 
assisted  by  means  of  gussets,  h,  h,  and  horizontal  prolongations  of 
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tbe  inner  T-iron  ribs.     The  top  and  bottom  are  farther  stiffened 
by  transverse  ribs,  e,  g,  one  at  every  third  set  of  vertical  ribs. 

Fig.  248  shows  one-half  of  a  kind  of  cross-section  for  a  great 
tabular  girder  16  feet  broad,  in  which  the  top  and  bottom  consist 
of  one  or  more  layers  of  plates  rivetted  close  together,  and  stif- 
fened by  means  of  projecting  ribs,  instead  of  by  a  cellular  structure. 
Tbe  girders  of  the  Victoria  Bridge  over  the  St  Lawrence  belong  to 
this  class.  A  is  the  upper  table;  it  is  slightly  arched,  having  a 
radios  of  curvature  equal  to  about  six  times  its  breadth,  and  is 
stiffened  by  the  longitudinal  T-iron  ribs  d9  d,  d,  d,  about  2  feet  3 
inches  apart,  and  by  the  transverse  ribs  e,  about  7  feet  apart  B 
is  one  of  the  sides,  with  vertical  T-iron  ribs  in  pairs,  /,  J\  about 
3^  feet  apart  C  is  the  bottom,  consisting  of  a  sufficient  thick- 
ness of  plates,  'with  covering  strips;  it  is  stiffened,  so  far  as  it 
needs  stiffening,  by  its  connection  with  the  transverse  joists  g  of 
tbe  platform,  which  are  double  T-shaped  plate  beams,  one  at  every 
7  feet;  A,  h,  are  gussets  to  stiffen  laterally  the  connection  between 
the  sides  and  the  top  and  bottom. 


Fig,  249. — [The  Victoria  Bridge,  from  a  Photograph.] 

The  whole  of  the  principles  of  construction  and  strength  stated  in 
the  preceding  article  for  plate  and  box-beams  are  applicable  to  great 
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tubular  girders.  In  applying  to  them  the  principle  of  Division 
VI.  of  that  Article,  p.  530,  so  far  as  it  relates  to  the  strength  and 
stiffness  required  for  the  vertical  ribs  at  the  points  of  support,  it 
may  be  found  neoessary  greatly  to  enlarge  those  ribs,  and  to  give 
them  the  form  of  double  T-shaped  plate  girders  standing  on  end, 
and  tapering  from  below  upwards. 

To  illustrate  the  relative  proportions  of  the  parts  of  which  a 
tubular  girder  is  composed,  the  following  statement  shows  those 
proportions  for  the  tubes  of  the  Conway  Bridge: — 

The  quantities  of  iron  in  the  top  and  bottom  are  nearly  equal; 
for  though  the  top,  being  compressed,  has  a  larger  effective  section 
than  the  bottom,  which  is  stretched,  the  total  section  of  the 
bottom  is  increased  so  as  to  be  nearly  equal  to  that  of  the  top, 
by  the  greater  dimensions  of  the  covering  plates  required  at  the 
joints. 

The  two  sides  together  contain  nearly  the  same  quantity  of  iron 
with  the  top. 

The  distribution  amongst  the  various  parts  is  as  follows: — 

Top.         Sides.        Bottom. 
Par  cant    Per  cent     Per  cent 

Plates, 6ro  51*3  6i-i 

Angle  iron  and  T-iron, 29*3  37*2  14-9 

Covers, 3-8  5-4  197 

Rivet-heads, :..,       5*9  6*i  4*3 

TOO'O  1000  100-0 

Proportion  per  cent  of  ef-  >      Qammtm  „  /  ▼«*»* 

festive  to  total  section, J     8*7     •   «*        '"  {«JSS2 

Proportion  per  cent  of  ef-  \ 
fective  to  total  section  off  ^ 

bottom,    deducting     one-  T  u9 

seventh  for  rivet-holes, ) 

(See  Fairbairn  On  Tubular  Bridges;  Clark  On  the  Briianmc 
and  Conway  Bridges;  Hodges  On  the  Victoria  Bridge;  Stephen- 
son "  On  Iron  Bridges,"  in  the  Encyc  Brit) 

372.  Kreettea  m€  Irw  CHNi —€■■«■■  nm  CfetfcMh — In  the 
erection  of  iron  girders,  two  methods  may  be  followed:  the  girder 
may  be  built  on  the  ground,  and  lifted  to  its  position,  or  it  may  he 
built  in  its  position  on  a  scaffolding.  The  former  method  was 
adopted  with  the  girders  of  the  Britannia  Bridge,  each  of  which 
was  floated  on  pontoons  to  a  position  between  the  piers  directly 
below  its  permanent  position ;  the  races  of  the  piers  having  recesses 
to  admit  the  ends  of  the  girder.    It  was  then  lifted  by  means  of 
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chains,  hanging  from  the  cross-heads  of  the  plungers  of  a  pair  of 
hydraulic  presses  on  the  top  of  the  piers,  through  a  height  equal  to 
the  stroke  of  the  plungers  (6  feet).  As  the  beam  rose,  the  recesses 
below  its  ends  were  built  up  with  brickwork,  which  formed  a  pair 
of  temporary  supports  for  it  while  the  plungers  were  lowered  and 
the  chains  shortened,  in  order  to  raise  it  through  the  height  of 
another  stroke,  and  so  on.  The  girders  of  the  Victoria  Bridge 
were  built  upon  a  scaffolding  in  their  final  position,  all  the  pieces  of 
which  they  were  made  having  been  shaped  and  punched  in  England. 
The  use  of  scaffolding,  when  practicable,  is  in  general  the  easiest 
and  least  expensive  method,  especially  if  the  girders  are  very  large. 
In  the  case  of  the  Britannia  Bridge  it  was  prohibited,  lest  it  should 
interrupt  the  navigation  of  the  strait. 

In  order  to  give  an  iron  girder  of  several  spans  the  property  of 
continuity  over  its  piers,  the  following  method  has  been  practised : — 
Suppose  two  lengths  of  the  girder  to  have  been  erected,  and  to 
be  still  discontinuous  over  the  pier  where  they  meet  Each  of 
those  lengths  is  bent  by  its  own  weight;  and  their  adjoining 
ends,  instead  of  standing;  in  parallel  vertical  planes,  lean  away 
from  each  other.  The  further  end  of  one  of  the  lengths  is  now 
tilted  up,  by  means  of  a  hydraulic  press,  a  lifting  jack,  or  some 
such  suitable  machine,  until  the  two  adjoining  ends  meet  ac- 
curately; when  they  are  made  fast  to  each  other  by  fishing, 
bolting,  rivettdng,  or  other  suitable  means  of  connection.  The 
farther  end  of  the  girder  that  has  been  tilted  up  is  now  lowered 
into  its  proper  place;  and  the  same  process  is  followed  for  each 
joint  where  continuity  over  a  pier  is  required 

As  to  the  effect  of  continuity  over  the  piers  upon  the  strength 
and  stiffness  of  a  girder,  see  Article  178,  p.  287,  and  especially 
Method  II.  of  that  Article,  pp.  288  to  292. 

The  continuity  of  a  girder  must  not  be  carried  throughout  a 
greater  length  than  is  consistent  with  a  proper  provision  for  its 
expansion  and  contraction  by  changes  of  temperature.  An  iron 
girder  can  have  only  one  fixed  support;  all  the  rest  must  be  on 
roller  beds  or  slides;  and  in  the  case  of  a  girder  continuous  over 
piers  the  best  position  for  the  fixed  point  of  support  is  near  the 
middle  of  its  length.  The  largest  continuous  iron  girders  yet 
erected  are  those  of  the  Britannia  Bridge;  they  are  1,511  feet  in 
length,  and  rest  on  three  piers  and  two  abutments,  forming  four 
spans;  they  have  a  fixed  support  on  the  central  pier,  and  rest  on 
rollers  at  the  other  four  points  of  support,  so  that  the  length  of 
metal  which  expands  and  contracts  at  each  side  of  the  fixed  support 
is  755£  feet 

From  what  has  been  stated  respecting  the  mod£  of  connecting 
the  lengths  of  a  continuous  girder,  it  is  obvious  that,  previous  to 
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the  making  of  the  connection,  each  length  bends  under  its  own 
weight  as  a  separate  girder,  and  that  the  whole  of  its  top  should  be 
stiffened  to  resist  compression.  After  the  connection  has  been 
effected,  the  top  of  each  girder  assumes  a  state  of  tension,  and  the 
bottom  a  state  of  compression,  from  the  piers  to  the  points  of 
contrary  flexure  (p.  291,  equation  10).  Hence  both  the  top  and 
the  bottom  of  a  girder  which  is  to  be  continuous  over  the  piers  are 
to  be  stiffened  by  means  of  cells  or  ribs,  so  as  to  be  capable  of 
resisting  either  compression  or  tension.  Such  is  the  case  in  the 
Britannia  Bridge,  where  the  girders  are  cellular  both  above  and 
below.     (See  the  authorities  cited  in  p.  534.) 

It  may  sometimes  be  desired  to  make  the  girder  imperfectly 
continuous  over  the  piers,  for  the  following  reason : — It  has  already 
been  shown  in  Article  178,  Method  II.,  equations  6  and  7,  pp. 
289,  290,  that  if  to  be  the  fixed  and  v/  the  rolling  load  per  unit  of 
length,  the  moments  of  flexure  are  respectively, 

over  a  pier, -M1  =  — ^— '?> • 0) 

in  the  middle  of  a  span,  M0  =  — ^j —  P; (2.) 

the  sum  of  which,  or — ^ — •  J2, (3.) 

is  simply  the  moment  of  flexure  in  the  middle  of  a  separate  girder. 
The  effect  of  the  operation,  then,  already  described,  by  which  a 
girder  is  made  continuous  over  the  piers,  consists  in  relieving  the 
middle  of  each  span  of  the  girder  of  bending  action  to  the  amount 
denoted  by  the  expression  (1),  and  transferring  that  amount  of 
bending  action  to  the  parts  over  the  piers.  If,  as  is  the  case  in 
tubular  bridges  of  the  largest  class,  the  rolling  load  is  less  than 
the  fixed  load,  (1)  is  greater  than  (2);  but  the  most  advantageous 
method  of  employing  the  strength  of  the  material,  is  to  make  the 
bending  actions  at  mid-span  and  at  each  pier  equal  to  each  other, 
each  of  them  being  one-half  of  the  expression  (3) ;  that  is  to  say, 

w  +  uf   — 

!tjt'R (*•) 

To  effect  this  result,  an  imperfect  continuity  is  to  be  produced  in 
the  following  manner : — 

Observe  the  angular  opening  between  the  end  surfaces  of  a  pair 
of  lengths  of  the  girder  as  they  lean  from  each  other  before  being 
connected;  .denote  it  by  4,  then  compute  the  following  quantity : — 
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to  — t*/ 


'; 


.(5.) 


and  let  this  be  the  angle  between  the  faces  of  a  wedge-shaped 
filling  piece  to  be  introduced  into  the  opening  between  the  ends  of 
the  lengths  of  girder  before  connecting  them,  so  that  the  opening 
may  be  reduced  in  the  ratio  of  the  expression  (4)  to  the  expression 
(1).  Then  tilt  up  the  further  end  of  one  of  the  lengths  until  the 
joints  fit,  and  connect  them. 

If  the  rolling  load  is  to  be  neglected  in  making  this  adjustment,  the 
expression  (5)  becomes  simply  6  +  4,  so  that  the  angular  opening  is 


Fig.  250.— [The  Britannia  Bridge.] 


to  be  reduced  to  3-4ths,  and  the  further  end  of  one  of  the  lengths 
tilted  up  to  3-4ths  of  the  height  which  would  have  been  necessary 
for  perfect  continuity.  The  result  is,  that  the  moments  of  flexure 
at  mid-span  and  at  the  piers  become  equal  to  each  other  for  a  fixed 
load.  This  was  the  method  followed  at  the  junction  over  the 
central  pier  of  the  Britannia  Bridge. 

373.  B«eci  «r  wia*  •■  Tatadar  OMcr* — The  pressure  of  the 
wind  against  one  side  of  a  tubular  girder  acts  like  an  uniformly  dis- 
tributed load  tending  to  bend  it  sideways,  and  producing  a  bending 
moment  and  maximum  stress  whose  values  are  as  follows : — 

Let  vf  be  the  pressure  per  lineal  inch  of  girder,  found  by 
multiplying  the  intensity  of  the  pressure  of  the  wind  by  the  depth 
of  the  side  of  the  girder. 
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I,  the  span ; 

b,  the  breadth,  from  centre  to  centre  of  the  vertical  sides. 

.Aj  and  A3,  as  before,  the  sectional  area  of  the  top  and  bottom; 

and  Ag,  the  joint  sectional  area  of  the  aides. 
Then  the  greatest  bending  moment  is, 

to"  Z* 
M  =  —j-  at  the  middle  for  a  separate  single  span  girder;  (1.) 

o 

to"  J2 
M  =  -  -  „  at  each  pier  for  a  girder  continuous  over  the  piers ;  (2.) 

and  the  greatest  stress  is 

ft-^K^^) <*> 

The  greatest  pressure  of  wind  ever  observed  in  Britain*  was 
55  lbs.  on  the  square  foot,  =  '382  lb;  on  the  square  inch. 

374.  Plate  ArolMdl  im  Bite  are  usually  made  of  cast  iron,  but 
wrought  iron  is  sometimes  employed  The  present  article  is  con- 
fined to  those  iron  arches  which  have  not,  or  do  not  depend  for 
their  stiffness  upon,  diagonal  bracing  in  their  spandrils,  so  thai  the 
disfigurement  of  each  rib  is  resisted  either  by  its  own  stiffness  alone, 
or  by  that  stiffness  combined  with  the  stiffness  of  a  horizontal 
girder  directly  above  the  rib. 

The  whole  theory  of  the  action  of  a  load  on  an  arched  rib  has 
already  been  given  in  Article  180,  pp.  296  to  314,  with  the 
exception  of  some  cases  which  have  come  to  the  author  s  know- 
ledge since  that  part  of  this  work  was  in  type,  and  which  will  be 
treated  of  in  this  and  in  some  subsequent  articles. 

Cases  in  which  the  arched  rib  is  so  braced  by  means  of  the 
spandrU-framing  that  a  special  theory  is  required  for  them,  will  be 
treated  of  in  the  next  section. 

Reference  will  now  be  made  to  those  parts  of  preceding  articles 
where  the  formulae  to  be  used  in  computing  the  strength  of  arched 
ribs  are  to  be  found 

The  usual  form  of  section  is  the  I  or  double  T-shape,  with  equal 
flanges  above  and  below,  the  thickness  of  the  web  being  equal,  or 
nearly  equal  The  depth  (denoted  by  A  in  the  formulae)  is  not 
generally  to  be  computed  by  means  of  a  formula,  but  is  to  be  found, 
either  by  a  series  of  trials,  or  by  adopting  an  empirical  rule,  snch 
as  making  it  from  l-40th  to  l-60th  of  the  span.  The  ratio  9,  to  be 
used  in  the  formula?  for  strength  and  stiffness,  is  to  be  computed  for 

*  By  the  late  Dr.  Nichol,  at  Glasgow  Obaarratory. 
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such  a  section  by  means  of  the  expression  in  Case  XI.  of  Article 
179,  p.  295. 

The  neutral  axis  of  the  rib  should  be  a  parabola;  for  which,  in 
arches  of  small  rise  as  compared  with  the  span,  an  arc  of  a  circle 
may  be  substituted  without  material  detriment  to  the  stability  of 
the  arch. 

The  rib  may  be  made  of  uniform  stiffness  by  increasing  the 
sectional  area  from  the  crown  to  the  springing  in  the  proportion  of 
the  secant  of  the  inclination,  as  explained  in  Article  180,  Problem 
II.  When  the  rib  is  not  of  uniform  stiffness,  but  of  uniform 
tectum,  the  computation  by  means  of  the  formulae  gives  the  area  of 
section  at  the  crown  of  a  rib  of  uniform  stiffness  of  the  same  strength, 
and  this  must  be  augmented  in  the  proportion  of  the  secant  of  the 
inclination  of  the  neutral  axis  at  the  springing  to  radius,  in  order 
to  obtain  the  uniform  area  of  section  required  for  the  proposed  rib 
of  uniform  section. 

Cass  L — When  the  rib  has  fiat  ends  firmly  bedded  against  im- 
movable skew-backs  (as  is  usually  the  case  with  cast  iron  arches), 
the  case  is  that  of  Article  180,  Problem  IV. ;  and  the  first  step  in 
the  calculation  is  to  compute  the  quantity  denoted  by  B,  by 
means  of  equation  30,  p.  305  (which  requires  the  following  cor- 

_^  ,     "4**"  "16*»"\ 

rechon :- for  -j^-  read  —jp-). 

Should  the  skew-backs,  through  the  yielding  of  piers  or  abut- 
ments, spread  asunder  when  the  arch  is  loaded,  the  case  is  that  of 
Problem  V.,  and  B  is  to  be  computed  by  means  of  equation  40, 
p.  308.  In  using  this  last  equation,  a  sectional  area,  Av  has  to  be 
assumed. 

To  allow  for  the  straining  effects  of  rise  and  fall  of  temperature, 
proceed  as  follows : — Let  t  denote  the  greatest  probable  deviation 
of  the  temperature  from  that  at  which  the  bridge  is  to  be  erected ; 
E,  the  modulus  of  elasticity  of  the  material ;  p^  the  intended  mean 
intensity  of  the  greatest  thrust  at  the  crown  of  the  rib;  and  e,  the 
co-efficient  of  expansion,  whose  value  is 

•0000067  per  degree  of  Fahrenheit,  or 
•0000120  per  centigrade  degree, 

then,  in  computing  B,  by  means  of  equation  30  or  equation  40, 
the  following  additional  term  is  to  be  introduced  into  the  factor 
within  the  brackets : — 

e  t  E  n  x 
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the  sign  <  zp  >  being  used  according  as  t  denotes  <  ^f  >  of  tem- 
perature. 

The  mean  intensity  of  thrust  p0  may  be  unknown;  in  which 
case  a  provisional  calculation  of  the  horizontal  thrust  and  area  of 
section  must  be  made  without  allowing  for  the  effects  of  change  of 
temperature,  in  order  to  obtain  an  approximate  value  of  p^. 

When  B  has  been  computed,  the  next  step  is  to  compute,  by  the 
formulae  36,  p.  370,  the  proportions  rx  and  rfi  of  the  span  which 
must  be  loaded  with  a  rolling  load,  in  order  to  make  the  thrust 
and  tension  respectively  the  greatest  possible. 

Should  the  sectional  area  be  fixed,  the  greatest  thrust  px  and  the 
greatest  tension  p\,  are  then  to  be  computed  by  means  of  equations 
37  and  38  respectively,  p.  370. 

Should  the  sectional  area  have  to  be  fixed  by  computation, 
transpose,  in  these  equations,  the  symbols  A  and  p;  they  then 
become  formulae  for  computing  the  sectional  area,  if  the  greatest 
safe  working  thrust  and  tension  respectively  be  put  for  px  and  p\ ; 
and  the  greater  of  the  two  values  of  Ax  is  to  be  adopted  for  the  area 
at  the  crown  of  a  rib  of  uniform  stiffness. 

To  find  the  total  horizontal  thrust  H  when  the  stress  is  greatest, 
use  equation  31,  p.  306.  The  quantity p0  in  the  expression  (1)  above 
has  for  its  value  H  -j-  Ar 

The  greatest  total  horizontal  thrust  is  found  by  making  r-  1. 

The  approximate  formulae,  37  a,  38  A,  p.  370,  and  31  b,  33  b, 
37  b,  38  b,  p.  308,  may  be  used  in  the  cases  there  explained. 

Case  II. — When  the  rib  is  fixed  at  the  crown  to  a  horizontal 
girder,  see  Problem  VIIL,  pp.  313,  314. 

Case  III. — The  rib  may  be  vertically  hinged  at  the  ends,  by 
having  them  rounded,  and  supported  by  hollow  cylindrical  bear- 
ings, so  that  they  resemble  trunnions  or  journals.  This  case  falls 
under  Problem  VI. ;  and  the  first  step  in  the  calculation  is  to 
compute  the  value  of  the  quantity  C  by  means  of  equation  51, 
p.  310. 

To  allow  for  the  effect  of  changes  of  temperature,  introduce 
into  the  factor  of  C  within  the  brackets,  the  expression  (1)  of  this 
Article,  already  explained. 

The  most  severe  stress  occurs  very  nearly  when  one  half  of  the 
span  is  loaded.     Under  that  condition, 

To  find  the  total  horizontal  thrust  H,  use  equation  52  a,  p. 

311  j 
To  find  the  greatest  moment  of  flexure  M',  use  equation  57  a, 

pw312; 
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To  fad  the  greatest  intensity  of  stress  if  the  sectional  area  has 
been  fixed,  use  equation  58,  p.  311 ; 

To  find  the  required  sectional  area  at  the  crown,  make  p*  =  the 
greatest  safe  working  intensity  of  thrust;  and  use  the  follow- 
ing formula : — 


^®-> 


(2.) 


In  Gases  I.,  II.,  and  III.,  to  find  the  greatest  deflection,  see  Problem 
VII.,  pp.  312,  313. 

Case  IV. — Rib  kinged  at  the  crown  and  at  the  ends. — The  hing- 
ing of  the  rib  at  the  crown,  as  well  as  at  the  ends,  has  been  pro- 
posed by  M.  Mantion  (Annates  dee  Fonts  et  Chaussees,  1861),  but 
lias  never  yet  been  executed.  This  mode  of  construction  would 
have  the  great  advantage  of  annulling  the  straining  effect  both  of 
changes  of  temperature,  and  of  the  yielding  of  the  piers.  The 
formulae  for  computing  the  greatest  stress  in  this  case  are  deducible 
from  those  of  Problem  VI.,  pp.  311,  312,  by  making  0  =  0;  and 
they  are  as  follows : — 

i   . ,      .  ^      >  of  the  neutral  line  in  inches ; 

f*70,  the  fixed  load  per  lineal  horizontal  inch ; 
&,  the  rolling  load  per  lineal  horizontal  inch; 

then  the  greatest  intensity  of  stress  occurs  when  one  half  of  the  rib 
is  loaded  with  the  rolling  load;  and  in  that  condition  the  total 
horizontal  thrust  is, 


-A 


(«*♦!); W 


the  greatest  moment  of  flexure,  which  acts  downwards  on  the 
loaded  half  and  upwards  on  the  unloaded  half  of  the  rib,  is 

*-& w 

the  greatest  intensity  of  thrust  occurs  at  the  outer  flange  of  the 
loaded  and  the  inner  flange  of  the  unloaded  half  of  the  rib,  and  has 
the  following  value : — 

*-£fr»)-£{ih*i(-»*i)}<-*» 

and  the  greatest  intensity  of  tension,  if  any,  occurs  at  the  inner 


542  MATERIALS  AND  ffrftUCTORKB. 

flange  of  the  loaded  and  outer  flange  of  the  unloaded  rib,  and  has 
the  following  value : — 

^-z;Ci-H)-5^{g7X-i(^+i)}—w 

To  proportion  the  depth  of  the  rib  A  to  its  rise  k,  so  that  the 
greatest  tension  may  bear  any  given  ratio  to  the  greatest  thrust, 
make, 

h      8u>0+4w>1+JpV K   ' 

(for  the  value  of  q,  as  before,  see  Article  179,  Case  XL,  p.  295.) 

The  greatest  total  horizontal  thrust  occurs  when  the  rib  is  loaded 
over  its  whole  span;  and  its  amount  is, 

Hi=|j  («*+"> (8.) 

In  many  of  the  older  examples  of  oast  iron  arched  bridges,  the 
ribs  consist  of  a  large  number  of  small  cast  iron  open-work 
panelled  frames,  acting  as  voussoirs,  and  bolted,  dowelled,  or  other- 
wise connected  together;  but  this  mode  of  construction  is  deficient 
in  strength  and  stability;  and  in  later  and  better  examples  the 
ribs  are  made  in  as  few  and  as  long  pieces  as  is  practicable,  and 
these  are  made  to  abut  firmly  and  accurately  against  each  other  at 
planed  surfaces,  and  are  connected  by  means  of  transverse  flanges 
and  bolts.  In  cast  iron  arches  of  moderate  size  each  rib  usually 
consists  of  two  lengths  only,  bolted  together  at  the  crown.  In 
South wark  Bridge  the  ribs  consist  of  pieces  of  20  feet  in  length, 
whose  ends  abut,  not  directly  against  each  other,  but  against 
transverse  plates,  which  serve  to  bind  the  several  parallel  ribs  of 
the  bridge  together  crosswise,  and  through  which  the  flanges  of  the 
lengths  of  the  ribs  are  bolted  together.  In  the  new  Westminster 
Bridge  each  rib  consists  of  five  pieces,  the  side  pieces  being  of 
cast  iron,  and  the  middle  piece  of  wrought  iron. 

The  subject  of  iron  arched  ribs  will  be  further  considered  in 
treating  of  braced  iron  arches  in  the  next  section. 


Section  IV. — Of  Iron  Frames. 


375.  Ir*»  Platform* — A  platform  in  which  timber  planking  is 
supported  by  iron  girders,  or  girders  and  joists,  requires  no  remarks 
beyond  those  which  have  already  been  made  in  Article  336,  pp. 
465  to  468,  regard  being  had  to  the  difference  of  the  material  of 
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the  joists.  As  to  the  weight  of  platforms  with  their  loads,  see 
p.  46a 

As  to  the  distribution  of  the  load  of  the  platform  of  a  railway 
bridge  amongst  the  girders,  see  Article  341,  pp.  475  to  477. 

Iron  may  be  used  as  the  covering  of  a  platform  in  various  forms. 

I.  The  Barlow  Bail  is  a  good  form  of  section  for  supporting  very 
heavy  loads.  (See  fig.  230,  p.  518;  also  Article  366,  Example 
XXL,  p.  523.)  When  proportioned  as  directed  in  the  example 
cited  (that  is  to  say,  the  sectional  area  of  the  table  =  the  joint 
area  of  the  quadrantal  wings  x  '273),  a  it  has  the  following  pro- 
perties :^— 

Let  R  be  the  radius  of  the  quadrantal  wings  measured  to  the 
middle  of  their  thickness. 

I,  their  thickness,  then, 

Sectional  area  of  Barlow  Bail  =  4  R  t  very  nearly; 
The  neutral  axis  is  nearly  at  the  middle  of  the  depth; 


Breaking  moment  =  =f.  R  x  area 


R  t  very  nearly;         \ 
iddleof  the  depth;  and  f  ,+  v 

=  |/#*R*  nearly;     J 


fm  being  the  modulus  of  rupture  by  crushing  or  buckling  of  the  top 
table,  or  probably  from  30,000  to  35,000  lba  per  square  inch. 

IL  Corrugated  Iron  in  sheets  is  suited  to  bear  light  loads, 
provided  the  sheets  are  so  supported  that  the  bending  action  of  the 
load  takes  place  in  a  plane  parallel  to  the  ridges  and  furrows.  Iron 
laths  or  strips  must  be  rivetted  across  the  ridges  and  furrows  to 
prevent  them  from  spreading.  These  may  be  at  distances  apart 
equal  to  about  twice  the  breadth  of  the  corrugations. 

Let  b  denote  the  breadth  of  a  sheet  of  corrugated  iron,  t  its 
thickness,  h  the  depth  from  ridge  to  furrow;  then  its  breaking 
moment  is  approximately, 

iV-*6*' <2> 

/,  being  the  modulus  of  rupture  by  crippling  at  the  compressed 
part 

11 L  Bending  Moment  of  the  Load  on  a  Plate. — When  a  rect- 
angular plate  is  supported  on  two  parallel  edges,  the  bending 
moment  exerted  by  a  load  placed  upon  it  is  the  same  as  that 
exerted  by  the  same  load  on  a  beam  of  the  same  span. 

When  a  rectangular  plate  is  firmly  supported  at  all  its  four 
edges  by  joists  and  girders,  the  bending  moment  is  diminished.  If 
the  plate  is  square,  the  bending  moments  exerted  in  planes  parallel 
to  its  two  dimensions  are  equal  to  each  other;  if  it  is  oblong,  the 
greatest  bending  moment  is  exerted  in  a  plane  parallel  to  the 
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breadth,  or  lesser  dimension  of  the  plate,  the  tendency  being  to 
split  it  lengthwise  at  the  middle  of  its  breadth. 

The  following  formulae  are  founded  on  a  theory  which  is  only 
approximately  true,  but  which,  nevertheless  may  be  considered  to 
involve  no  error  of  practical  importance : — 

Let  W  denote  the  total  load. 

I,  the  length  of  the  plate,  between  the  supports  of  its  ends, 
o,  its  breadth,  between  the  supports  of  its  side  edges. 
M,  the  greatest  bending  moment 

Case  I. — Square  plate,  load  uniformly  distributed; 

"-¥ w 

Cask  II. — Square  plate,  load  collected  in  the  centre; 

M-qp. w 

Case  III. — Oblong  plate,  load  uniformly  distributed; 

Wl*b 
M  =  8^T6iy <*> 

Case  IV. — Oblong  plate,  load  collected  in  the  centre:  I  leas  than 
119  6; 

2Wl*b 
M  =  8(FTF) (6) 

Case  Y. — Oblong  plate,  load  collected  in  the  centre,  I  equal  to 
or  greater  than  1*19  6; 

M-?-»; (7., 

being  the  same  as  for  a  plate  supported  at  the  side  edges  only. 

Case  VI. — Circular  plate,  of  the  diameter  5,  supported  all  round 
the  edge,  load  uniformly  distributed; 

M  =  5^=-053W6 (&) 


Case  VIL — Circular  plate,  load  collected  in  the  centre; 
2 


Wb 
M  =  ^=-159W&. (9.) 
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IV.  Cast  Iron  Flooring  Plates. — The  breaking  moment  of  these 
plates  is  to  be  made  greater  than  the  bending  moment  of  the 
working  load  in  the  ratio  of  a  suitable  factor  of  safety  (such  as 
liz).  They  should  be  strengthened  by  means  of  vertical  ribs  or 
feathers  on  the  upper  side;  and  then  the  moment  of  resistance 
may  be  computed  as  for  a  trough-shaped  or  X-shaped  girder, 
(Article  367,  p.  524;  Article  163,  pp.  264,  265.) 

Y.  Budded  Wrought  Iron  Plates  (the  invention  of  Mr.  Mallet)  are 
plates  of  various  figures  (usually  square  or  oblong),  having  a  slight 
convexity  in  the  middle,  and  a  flat  rim  round  the  edge,  called  the 
"fillet;"  and  are  the  best  form  yet  devised  for  the  iron  covering  of 
a  platform.  They  are  usually  placed  so  that  the  -convex  part  is 
compressed,  and  the  flat  fillet  stretched,  and  when  they  give  way 
under  an  excessive  load,  it  is  usually  by  the  crushing  or  crippling 
of  the  convex  part. 

Let  I  be  the  length  of  that  section  of  a  buckled  plate  at  which 
the  greatest  bending  moment  is  exerted  (according  to  the  principle 
stated  at  the  beginning  of  Division  III.  of  this  Article,  p.  543);  h, 
the  depth  of  curvature  at  the  centre  of  the  plate;  t,  its  thickness, 
all  in  inches.     Then  the  moment  of  resistance  is  nearly 

A/.'**; (10> 

/.being  a  modulus  of  rupture  by  crushing  or  crippling  the  plate  at 
its  crown  or  most  convex  part.  From  published  results  of  experi- 
ment, it  appears  that  for  a  plate  36  inches  square,  including  the 
fillet,  which  is  2  inches  broad,  with  a  curvature  of  1  -75  inch,  and 
\  inch  thick,  made  fast  all  round  the  edges,  the  crushing  load  dis- 
tributed over  the  plate  is  about  18  tons;  whence,  according  to 
CaseL, 

fu  =  21,600  lbs.  per  square  inch  nearly. 

This  co-efficient,  like  that  expressing  the  resistance  of  wrought 
iron  struts  to  crushing  (see  Article  366,  p.  522,  equation  1), 
probably  varies  with  the  proportion  of  the  thickness  of  the  plate  to 
^  breadth,  having  for  its  maximum  value  36,000;  but  sufficient 
ttperinients  have  not  yet  been  published  to  show  the  law  of  its 
variation  precisely.  According  to  the  table  of  safe  loads  for 
buckled  plates  3  feet  square,  published  by  the  inventor,  the  safe 
laid  varies  nearly  as  the  square  of  the  thickness;  this  would  make 
wie  co-efficient  fu  vary  nearly  in  the  simple  ratio  of  the  thickness 
for  plates  of  equal  breadth,  and  of  proportionate  thicknesses,  within 
uje  limits  of  those  mentioned  in  the  table,  which  are  -048  inch  and 

375  inch.  The  factor  of  safety  adopted  being  4  for  a  steady  load, 
ftnd  6  for  a  moving  load,  the  safe  loads  given  in  the  table  for  a 

2* 
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plate  3  feet  square,  \  inch  thick,  and  with  1*75  inch  of  curvature, 
are  4*5  tons  for  a  steady  load,  and  3  tons  for  a  moving  load.  The 
buckled  plates  used  by  Mr.  Page  for  the  platform  of  the  New 
Westminster  Bridge  measure  84  inches  by  36,  with  a  curvature  of 
$£  inches,  and  thickness  of  £  inch;  they  bear  17  tons  on  the 
centre  without  giving  way.  According  to  Case  V.,  this  corresponds 
to  a  maximum  thrust  at  the  convex  part  of  17,920  lbs.  per  squareinch. 

The  square  form  of  buckled  plates,  supported  and  fastened  at  all 
the  four  edges,  is  the  most  favourable  to  strength. 

876.  Inm  B»«ft. — An  iron  roof  may  either  be  made  entirely  of 
iron,  or  the  framework  may  be  of  iron  and  the  covering  of  some 
other  material.  As  to  the  construction  and  weight  of  various  sorts 
of  covering  for  roofs,  see  Article  337,  p.  468.  To  the  sorts  of 
covering  there  described  there  may  now  be  added  budded  iron 
plates,  already  described  in  the  last  article ;  the  thicknesses  suited  for 
roofing  being  from  l-20th  to  1-1 0th  of  an  inch. 

The  framework  of  iron  roofs  consists  of  parts  analogous  to  those 
already  described  in  treating  of  the  framework  of  timber  roofs  in 
Articles  338,  339,  pp.  469  to  475,  with  the  exception,  that  in 
roofs  covered  with  sheet  iron,  whether  plain,  corrugated,  or 
buckled,  the  "common  rafters"  are  unnecessary;  the  covering 
being  supported  on  horizontal  T-iron  or  angle  iron  bars,  which  act 
as  laths  or  as  purlins,  and  which  are  themselves  supported  on  the 
principal  rafters.  Those  principal  rafters,  and  the  trusses  to  which 
they  belong,  are  placed  at  regular  distances  of  from  2  feet  6  inches 
to  7  feet  apart;  the  average  distance  is  about  5  feet. 

The  general  designs  of  those  frames  or  trusses  are  analogous  to 
those  used  in  timber  roofs;  and  in  the  computation  of  the  thrusts 
and  pulls  along  the  several  pieces,  the  same  formulae  are  applicable 
(See  Article  339,  pp.  469  to  475,)  In  iron  roof  trusses,  however, 
there  is  seldom  a  tie-beam;  the  principal  tie  being  usually  a  single 
rod,  supported  at  one  or  more  points,  and  having  no  transverse 
load  except  its  own  weight  between  the  supported  points. 

To  the  examples  of  roof  trusses  given  in  Article  339,  may  be 
added  the  following,  which  illustrates  a  kind  of  secondary  trussing 
peculiar  to  iron  roofs  as  distinguished  from  timber  roofs: — 1  2  3  is 
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the  primary  truss,  consisting  of  the  two  rafters  1  2,  1  3,  and  the 
principal  tie-rod  2  3.    To  find  the  stresses  on  its  pieces,  conceive 
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half  the  weight  of  a  division  of  the  roof  to  be  Concentrated  at  the 
point  1,  and  proceed  as  in  Article  339,  Case  L,  p.  469. 

1  3  4  is  a  secondary  truss,  supporting  the  middle  point  5  of  the 
rafter  by  the  aid  of  the  strut-brace  4  5.  Conceive  one  quarter  of  the 
weight  of  a  division  of  the  roof  to  be  concentrated  at  5,  and 
proceed  as  in  Article  119,  figs.  102,  103,  p.  182. 

5  6  3,  1  7  5,  are  smaller  secondary  trusses,  similar  to  1  3  4,  bat  of 
half  the  dimensions,  and  each  sustaining  one-eighth  of  the  weight  of 
a  division  of  the  roof. 

The  points  of  support  of  the  rafter  may  thus  be  multiplied  to 
tny  required  extent. 

The  total  or  resultant  stress  on  each  portion  of  each  bar  of  the 
truss  is  to  be  determined  by  the  aid  of  the  principle  of  Article  1  1, 
pi  184 

Thus  the  pull  on  the  middle  division  of  the  great  tie-rod  is 
amply  that  due  to  the  primary  truss,  12  3.     The  pull  on  4  7  is 
amply  that  due  to  the  secondary  truss  14  3.     The  pulls  on  5  7  and 
5  6  are  simply  those  due  to  the  smaller  secondary  trusses  1 5  7,  5  6  3. 
The  pull  on  1  7  is  the  sum  of  those  due  to  the  trusses  1  43  and  1  75. 
The  pull  on  6  4  is  the  sum  of  those  due  to  the  trusses  123  and  14  3. 
The  pull  on  6  3  is  the  sum  of  those  due  to  the  trusses  1  2  3,  1  4  3, 
md  5  63.    The  thrust  on  each  of  the  four  divisions  of  the  rafter  1  3 
is  the  sum  of  three  thrusts,  due  to  the  primary  truss,  the  larger 
secondary  truss,  and  one  of  the  smaller  secondary  trusses  re- 
spectively. 

As  to  the  effect  of  cambering  the  principal  tie  by  bracing  it  up 
to  the  top  of  the  truss,  see  Article  119,  fig.  100,  p.  181. 

In  the  construction  of  iron  roof-trusses  the  rafters  are  usually 
made  of  T-shaped  or  H-ahaped  iron  bars,  and  the  struts  of  T-iron 
or  angle  iron  bars,  or  any  convenient  form  for  resisting  thrust 
As  to  the  strength  of  struts  of  these  and  other  figures,  see  Article 
366,  pp.  521  to  524.     The  divisions  of  a  rafter,  and  also  the 
starts,  may  be    considered  as   hinged  at   the   ends.     For   the 
struts,  cast  iron  is  sometimes  employed    (See  Article  365,  p. 
520.)     The  smaller  ties  are  usually  round  or  square  rods;   the 
Wger  ties  are  sometimes  flat  bars  set  on  edge.     The  foot  of  a 
rafter  may  be  connected  with  the  end  of  the  great  tie-bar  by  a  gib 
and  key  traversing  an  oblong  slot  (Article  361,  p.  516);  or  the 
foot  of  the  rafter  may  abut  into  a  cast  iron  shoe,  to  which  the  tie- 
rod  may  be  fastened  by  a  key,  a  pin,  or  a  screw  and  nut    (Article 
%%  p.  516.)     The  oblique  and  vertical  ties,  or  suspending-pieces, 
generally  have  jaws  or  forks  at  their  upper  ends,  where  they  are  hung 
from  the  rafters  by  means  of  pins,  and  screws  at  their  lower  ends, 
▼here  they  are  connected  with  the  struts  and  with  the  great  tie-bar 
\  means  of  pinching  nuts.    A  central  vertical  suspending-rod  is 
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called  a  "  king-bolt  ;"  lateral  vertical  suspending-rods  are  called 
"  queen-bolts." 

A  roof  may  hare  arched  iron  ribs  instead  of  rafters.  As  to 
their  strength,  see  Article  374,  pp.  537  to  542.  As  to  the  stress 
on  a  semicircular  rib,  see  the  formulae  for  such  ribs  when  made  of 
timber.  Article  345,  pp.  481,  482. 

A  simple  and  light  roof  for  moderate  spans  is  made  by  using 
bent  sheets  of  corrugated  iron  so  as  to  act  at  once  as  a  covering  and 
an  arch,  the  thrust  at  the  foot  being  resisted  by  horizontal  tie-rods. 
As  to  the  strength  of  corrugated  iron,  see  Article  375,  p.  543. 

377.  Ir«a  Braced  QMcrs— Ctoaeral  Deala*- — Iron  trusses  or 
braced  girders  are  analogous,  in  their  figure  and  in  the  action  of 
the  load  upon  them,  to  the  timber  "bridge  trusses"  already  described 
in  Article  341,  p.  475,  and  the  same  formula)  are  to  a  great  extent 
applicable  to  both.  The  chief  differences  are,  that  pieces  which 
act  alternately  as  struts  and  as  ties  are  more  frequently  found  in 
iron  than  in  timber  trusses;  and  that  in  iron  trusses  figures 
frequently  occur  which  resemble  those  of  timber  trusses  inverted, 
so  that  the  ties  become  struts  and  the  struts  ties. 

For  the  distribution  of  the  load  amongst  a  set  of  parallel  bridge- 
girders,  see  pp.  475  to  477. 

The  following  are  examples  of  the  general  designs  of  iron  braced 
girders  :— 

I.  Triangular  Truss.— (See  fig.  252.)  This  exactly  resembles 
the  triangular  timber  truss,  fig.  207, 
p.  470,  inverted;  B  B  being  a  strut, 
supported  in  the  middle  by  the  strut 
D,  and  the  tie-rods  A  and  C.  The 
stress  on  each  of  its  pieces  may  be 
computed  by  means  of  the  formula)  1,  p.  470,  substituting  thrust 
for  tension,  and  tension  for  thrust 

If  each  of  the  divisions,  B,  B,  of  the  horizontal  strut  acts  also 
as  a  beam,  supporting  a  distributed  load,  the  greatest  intensity  of 
thrust  amongst  its  particles  is  to  be  computed  by  the  formula    | 
(already  given  for  arched  ribs),  I 


P 


■iGW> « 


in  which  H  is  the  horizontal  thrust,  computed  as  in  p.  470; 
M,  the  bending  moment; 
A,  the  sectional  area  of  the  strut  B  B ; 
h,  its  depth ; 

q,  a  factor  depending  on  its  figure,  as  to  which,  sea 
Article  179,  p.  295. 
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67  transposing  p  and  A  in  equation  1,  above,  it  becomes  a 
formula  for  computing  the  required  sectional  area,  p  being  made 
equal  to  the  greatest  working  thrust  per  square  inch. 

II  Trapezoidal  Truss.— (See  fig.  253.)  This  resembles  the 
trapezoidal  timber  truss,  fig.  209,  p.  470,  inverted;  B  B  B  being 
a  horizontal  strut,  supported  by  £ 
vertical  struts  K,  K ;  A,  F,  and  ~ 
C,  are  the  principal  ties;  G,  G, 
tie-braces,  which  act  only  when 
the  points  5  and  6  are  unequally  _ 

loaded.  ***263- 

The  greatest  stress  on  the  principal  pieces  takes  place  when 
both  points  5  and  6  are  fully  loaded 

Let  W  denote  the  greatest  load  on  each  of  these  points  (in- 
cluding one-quarter  of  the  weight  of  the  truss  itself) ; 

e,  the  half-span  of  the  truss; 

x,  the  distance  of  each  of  the  points  5  and  6  from  the  middle 
of  the  span; 

h,  the  depth  of  the  truss,  measured  from  the  centre  of  the 
horizontal  strut  B  B  B  to  the  centre  of  the  horizontal 
tieF; 

H,  the  total  thrust  along  B  B  B,  and  total  tension  along  F ; 

T,  the  total  tension  on  each  of  the  inclined  ties,  A,  C; 
then 

H  =  W(c-*)h-*;  T=  J(H*  +  W*). (2.) 

To  find  the  greatest  amount  of  tension,  S,  on  each  of  the 
diagonal  braces,  G,  G,  let  W  be  the  greatest  excess  of  the  load  on 
either  of  the  points,  5,  6,  above  the  load  on  the  other  point;  then 
(w  in  equation  4,  p.  477), 


■-G^SSD  ••/"** 


.(3.) 


0  being  the  weight  of  one  of  the  braces. 

The  greatest  thrust  on  each  of  the  vertical  struts  K,  K,  is  given 
by  the  expression, 

V  =  W/-^+?  +  K  +  G; (3  a.) 

2c       4  v      ' 

in  which  B  denotes  the  weight  of  the  horizontal  strut  B  B  B,  and 
K.  that  of  the  upright  itself 

III.  Zig-zag  Truss,  or  Warren  Girder. — This  girder  consists  of 
upper  and  lower  horizontal  booms,  the  former  of  which  acts  as  a 
strut,  and  the  latter  as  a  tie,  in  resisting  the  bending  action  of  the 
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load ;  of  a  aeries  of  diagonal  braces  forming  a  zig-zag,  which  resist 
the  shearing  action  of  the  load  by  thrust  and  tension  alternately; 

and  in  some  cases  of  a  series 

-A. £ c 0f  vertical  sospending-rods  to 

/  hang  cross-joists  from  the  upper 
row  of  joints,  such  as  1,  3,  5, 
N-l,infig.  255. 

Fig.  254  represents  the  gene- 
ral design  of  a  Warren  girder 
suited  for  supporting  a  platform  above  it,  at  the  points  marked 
with  the  even  numbers,  2,  4,  6,  &c.  (as  in  the  Cramlin  Viaduct, 
fig.  228,  p.  494).  Fig.  255  represents  the  general  design  of  a 
Warren  girder  suited  for  supporting  a  series  of  cross-joists  below 
it,  hung  from  all  the  joints,  1,  2,  3,  4,  5,  6,  <fca,  N  - 1. 

The  actions  of  the  load  on  this  girder  are  computed  by  the 
method  already  explained  in  Article  160,  pp.  230  to  243,  as  ap- 
plied to  a  beam  loaded  at  detached  points.     When  every  joint  is 


4 a s N-/ 


Fig.  255. 

equally  loaded  (as  in  fig.  255),  the  formula  for  the  bending  moment 
at  any  cross-section  is  that  of  Article  161,  Case  VIII.,  p.  247.  In 
computing  the  shearing  force,  regard  must  be  had  to  the  action  of 
a  travelling  load,  as  explained  in  Article  161,  Case  IX.,  pp.  247, 
248. 

The  most  convenient  method  of  computing  the  stress  on  each 
piece  of  a  Warren  girder  is  by  means  of  a  series  of  additions  and 
subtractions,  general  formulae  being  only  used  to  check  the  ac- 
curacy of  the  results. 

The  first  step  is  to  number  all  the  joints  of  the  girder,  as  in  the 
figures,  designating  one  of  the  points  of  support  as  0,  and  the 
other  as  N;  N  being  the  number  (always  even)  of  equal  horizontal 
divisions  into  which  those  joints  divide  the  span.  Let  n  denote 
the  number  affixed  to  any  particular  joint; 

I,  the  span  of  the  girder; 

k,  its  depth,  from  centre  to  centre  of  the  horizontal  booms; 

8,  the  length  of  each  diagonal  brace; 


FM  the  shearing  action  at  a  cross-section  between  the  joints  n 
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and  « + 1 ;  thus,  F0  is  the  shearing  action  between  0  and  1 ; 

Fv  between  1  and  2,  <ka 

H.,  the  pull  or  thrust,  as  the  case  may  be,  upon  that  piece  of  a 

horizontal  boom  which  lies  between  the  joints  n  —  l  and  n  + 1 ; 

that  is,  opposite  the  joint  w;  for  example,  H,  is  the  tension  on 

0  2  in  fig.  255,  or  the  thrust  on  0  2  in  fig.  254;  H«  is  the  thrust 

on  1  3  in  fig.  255,  or  the  tension  on  1  3  in  fig.  254;  and  so  on. 

The  most  severe  bending  action  at  each  cross-section  takes  place 

vhen  the  girder  is  loaded  over  the  whole  span ;  the  most  severe 

shearing  action  at  any  given  cross-section,  when  the  larger  segment 

of  the  span  is  loaded  and  the  shorter  unloaded;  therefore  the 

former  supposition  must  be  made  in  computing  the  stress  on  the 

horizontal  booms,  and  the  latter  in  computing  the  stress  on  the 

diagonal  braces. 

Two  cases  may  be  distinguished ;  that  of  fig.  255,  in  which  the 
load  is  applied  at  every  joint,  and  that  of  fig.  254,  in  which  the 
load  is  applied  at  the  joints  marked  with  even  numbers  only. 
The  former,  though  the  more  complex  in  construction,  is  the 
simpler  in  calculation,  and  is  therefore  taken  first. 

Cass  L — Each  joint  loaded.  Let  the  fixed  part  of  the  load  on 
each  joint  be  v?>  the  rolling  part  v/ ;  so  that 

W  =  (t*W)(N-l), (*.) 

is  the  foil  load  of  the  girder. 

To  find  the  Horizontal  Stresses. 

Compute  the  supporting  pressure  (F0)  at  each  of  the  points  0 
and  N  by  taking  half  the  full  load;  that  is  to  say, 

p,--J  =<«+«/)•  V* <5) 

Then  compute  the  first  term,  and  by  successive  subtractions  of 

the  quantity  «-r  («?+«/),  all  the  other  terms,  of  the  following  series, 

which  is  that  of  the  shearing  actions,  each  multiplied  by  the  ratio 
of  the  length  of  one  horizontal  division  of  the  span  to  the  depth  of 

the  girder, 

I 


Ac.  =  &c. 


•(«.) 
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Then  the  series  of  horizontal  stresses  on  the  several  divisions 
of  the  booms  are  to  be  computed  by  successive  additions,  as 
follows : — 


.(7.) 


H2  =  H1  +  N-gF1; 

H8==H2+jfAF^ 

<fec  =  <fca 

The  test  of  the  accuracy  of  this  series  of  calculations  is,  that  for 
the  middle  horizontal  piece,  whose  number  is  N  -=-  2,  it  should  give  a 
result  agreeing  with  that  of  the  following  formula ; — 

H»=^  («*+«/). (&) 

This  is  the  maximum  value  of  H,  which  has  equal  values  for 
pieces  equally  distant  from  the  middle  piece. 

The  value  of  H  for  any  particular  piece  whose  number  is  n  may 
be  tested,  if  required,  by  the  following  formula : — 


I 


(«>  +  «/) 


n(N-n) 


,.(9.) 


To  find  the  Diagonal  Stresses  due  to  the  fixed  part  of  the  Load. 

Let  the  stress  produced  by  the  fixed  part  of  the  load  on  the 
diagonal  brace  which  lies  between  the  joints  n  and  n  + 1  be 
denoted  by  T„.  This  will  be  a  pull  or  a  thrust  alternately,  ac- 
cording as  the  brace  in  question  slopes  downwards  or  upwards 
towards  the  middle  of  the  span.  The  values  of  this  stress  are 
computed  by  a  series  of  subtractions  of  the  constant  difference 
sto 
T 


as  follows: — 


T0= 


su>  N-l 


T  -T  -  —  • 


T.=Tt- 


_  SfD 

<fcc=<fca 


..pa) 
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and  the  accuracy  of  the  calculations  is  tested  by  the  rule,  that  for 
the  braces  adjoining  the  middle  joint  of  the  girder,  the  result 
should  be  *  tr-f-2  k. 

To  find  the  Diagonal  Stresses  due  to  the  rolling  pari  of  the  Load. 

These  stresses  are  proportional  to  the  series  of  "triangular 
numbers,"  0,  1,  3,  6,  10,  <fec,  which  result  from  the  successive  ad- 
dition of  the  natural  numbers,  1,  2,  3,  4,  <fea ;  and  they  are  to  be 
computed  as  follows: — By  successive  additions  of  the  common. 

difference  ^  „  form  the  following  arithmetical  series,  containing 

N-l  terms, 

svt    9«V    ~svt    .  (N-l)gti/ 

Nk;  'XV  ^NA;*C'  •  •  •       in     ;< 


.(11.) 


the  accuracy  of  the  additions  being  tested  by  the  direct  computation 
of  the  last  term  of  the  series.  Then  compute  the  following  series 
of  N  stresses,  by  beginning  with  0,  and  adding  successively  the 
terms  of  the  preceding  series; 

S,=0; 


.(12.) 


<tc  =  <fec. 

and  test  the  accuracy  of  the  calculation  by  the  direct  computation 
of  the  last  term,  viz. : — 

2k 


S„-=5 


.(13.) 


Divide  this  series  of  N  terms  into  two  halves,  and  range  the 
terms  of  the  second  half  beside  those  of  the  first  half  in  inverted 
order;  thus 

Sj  Sh-i 


Ac. 


.(14.) 
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Then  for  any  given  diagonal,  whose  ntbnber  is  n  (that  is,  which 
lies  between  the  joints  n  and  n  +  1),  the  quantity  corresponding  to  thai 
number  in  the  first  column  (SM)  will  be  the  greatest  stress  produced 
by  the  rolling  load,  of  the  contrary  kind  (thrust  or  pull),  to  that  pro- 
duced by  the  fixed  load;  and  the  quantity  in  the  same  line  of  the 
second  column  (Sw_„_ ,)  will  be  the  greatest  stress  produced  by  the 
rolling  load,  of  the  same  kind  with  that  produced  by  the  fixed  load. 

To  find  the  greatest  resultant  Stress  on  each  Diagonal  Braes. 
(1.)  For  the  braces  which  slope  upwards  towards  the  middle  of 
the  span,  take  the  sum  of  the  stress  due  to  the  fixed  load,  and  the 
greatest  stress  of  the  same  kind  due  to  the  rolling  load,  as  expressed 
by  the  formula, 

T.  +  S, .; (16.) 

the  result  will  be  the  most  severe  stress,  and  will  be  a  thrust. 

(2.)  For  the  braces  whioh  slope  downwards  towards  the  middle 
of  the  span,  make  the  same  calculation;  the  result  will  be  the 
greatest  stress,  and  will  be  tension. 

But  when  a  piece  of  wrought  iron  is  exposed  alternately  to 
tension  and  thrust,  the  thrust,  although  less  than  the  tension,  may 
be  more  severe,  on  account  of  the  smaller  capacity  of  the  material 
for  resisting  it  To  ascertain  whether  this  is  the  case  for  any  parti- 
cular brace  sloping  downwards  towards  the  middle  of  the  span, 
compare  the  tension  produced  by  the  fixed  load  (T.)  with  the 
greatest  thrust  produced  by  the  rolling  load  (S.);  and  if  the  latter  is 
the  greater,  the  excess 

S.-T„ (16.) 

will  be  the  greatest  thrust  to  be  borne  by  the  brace  in  question. 

Case  II. — The  joints  marked  with  even  numbers  loaded,  the  others 
unloaded     In  this  case  the  full  load  is  expressed  as  follows : — 


W=(»+«/)  •  (|-l).  ..„ (17.) 


To  find  the  Horizontal  Stresses 
compute  the  supporting  pressure  at  the  point  0  as  follows :- 


Fo=y=(«»+«0-(j-|) (1&) 


Then  compute  the  following  series,  of  which  the  terms  are  equal 
by  pairs,  each  pair  being  less  than  the  preceding  by  the  difference 

j^  (»  +  «/):- 
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S^F^STkF2=NlF^Nl^+tl/);       \  ....(19.) 

S^F«  =  S^F*  =  STfcF«"-NA(M7  +  w^ 
&c.,     &c.,     Ac. 

The  test  of  the  accuracy  of  these  calculations  is,  that  for  the  division 
adjoining  the  middle  joint,  the  result  should  be  as  follows : — 

If  the  middle  joint  is  loaded;  that  is,  if  0  is  even,  — 5 — ; 

If  the  middle  joint  is  unloaded ;  that  is,  if  —  is  odd ;  0. 

The  series  of  horizontal  stresses  are  computed  by  successive  ad- 
ditions, precisely  as  in  Case  L,  viz. : — 

^-hts*"  Hs=Hi+5neFi;  ** (2a) 

The  test  of  the  accuracy  of  this  series  of  calculations  is,  that  for 
the  middle  horizontal  piece  it  should  give  a  result  agreeing  with 
that  of  one  or  other  of  the  following  formula : — 

If  N  -f-  2  is  even, 

iii=SU,o+v/)> <2L> 

IfN-f-2isodd, 

Hr^r^+«o- w 

To  find  the  Diagonal  Stresses, 
the  calculations  are  the  same  as  in  Case  I.,  with  the  following 
modifications : — 

Throughout  all  the  calculations,  -~  is  to  be  substituted  for  N;  that 

N 
is  to  say,  the  girder  is  to  be  treated  as  having  -%  instead  of  N  divisions. 

N 
Each  of  the  series  (10),  (12),  has  ^  instead  of  N  terma 

N 
The  series  (11)  has-*— 1  instead  of  N— 1  terms. 

If  N -7- 2  is  odd,  there  will  be  a  middle  term  in  the  series  (12); 
and  when  the  second  half  of  the  series  is  ranged  in  inverted  order 
beside  the  first  half,  as  in  the  table  (14),  that  middle  term  is  to  be 
written  at  the  bottom  of  each  column. 
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Each  of  the  results  denoted  by  T  and  S  in  the  series  (10)  and 
(14),  and  by  their  sums  and  differences  in  the  formulae  15  and  16, 
applies  to  a  pair  of  adjacent  diagonal  braces,  one  sloping  upwards 
and  the  other  downwards  towards  the  middle  of  the  span.     Thus 

To,  S0,  Sn  _  ,  apply  to  the  braces  0  and  1 ; 
Tu  Si>  Sjr_t,  „        „  „     2  and  3; 

a 

and  generally, 
TM  S„  S»_      .,  apply  to  the  braces  2nand2n  +  l. 

The  ordinary  angle  of  inclination  of  the  braces  in  the  Warren 
girder  is  60°;  in  which  case  some  labour  of  calculation  is  saved  by 
the  fact  that  the  length  of  a  brace,  8,  is  equal  to  the  distance  from 
joint  to  joint  along  one  of  the  booms,  2  1  +  N. 

Example  of  Case  II. — Suppose  the  design  of  the  girder  to  be  as  in 
fig.  254,  and  to  consist  of  17  equilateral  triangles,  so  that  N  =  18; 

also  let  the  loads  on  each  of  the  points  2,  4,  6,  8,  10,  12, 14, 16,  be 
respectively 

fixed,  w  =  12,000  lbs. 

rolling,  «/=  18,000  lbs. 

This  is  nearly  the  case  for  a  railway  bridge  girder  of  160  feet  span, 
supporting  half  the  load  of  a  line  of  rails.     The  supporting  pressure  is 

F0  =  (m>  +  u/)  •  (J-|)  =  120,000 lbs. 

The  following  table  dhows  the  calculation  of  the  horizontal 


20<"W> 

n 

1    F 

H 

Lbs. 

Lbs. 

Lba. 

0,18 

69282*0 

173205 

i,i7 

69282-0 

69282*0  thrust 

2,16 

51961-5 

138564-0  pull 

i7320'5 

3,*5 

51961-5 

I9°525'5  thrust 

4,H 

34641-0 

242487*0  pull 

T  fa  ^  rt^«^ 

5,i3 

34641-0 

277128-0  thrust 

I732°  5 

6,12 

173205 

311769-0  pull 

i7320'5 

7," 

i732o5 

329089-5  thrust 

8,10 

0 

346410-0  pull 

9 

0 

346410-0  thrust  (Middle  piece) 
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The  verification  of  the  last  result  is, 

Hg = ^^~  (w  +  «/)  =  20  x  17320-5  =  346410. 

The  following  are  the  calculations  of  the  stresses  on  the  braces, 
due  to  the  fixed  load : — 

T°  =  IT  (?  -  D  =  13856*4  *  4  =  «**H* 


8  W 

T 

n,  for  braces  to  which  the 

T~ 

results  are  applicable  as 

Lte. 

Lbs. 

Thnut.             Pull. 

554256 

1,16              0,17 

I3856-4 

415692 

3,M              2,15 

I3856-4 

27712.8 

5»«              4,13 

138564 

138564 

7,10              6,11 

138564 

8,9 

The  following  table  shows  the  calculation  of  the  greatest  stresses 
produced  by  the  rolling  load: — 


2*«/ 

s 

n,  for  braces  to  which  the 

"ST 

results  are  applicable  as 

Us. 

Lbs. 

Lbs. 

Thrust             PulL 

0 

0,17              1,16 

23094 

3309-4 

46188 

23094 

2,15              3,M 

2309-4 

6928*2 

6928-2 

4,13             5,12 

23094 

92376 

I3856-4 

6,11             7,  to 

2309-4 

1 15470 

230940 

8,9              9,8 

2309-4 

138564 

34641-0 

10,7             11,6 

2309-4 

16165-8 

48497H 

«,5            13,4 

2309-4 

18475*2 

64663-2 

H,3            15,2 

831384 

16,1             17,0 
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The  verification  of  the  accuracy  of  the  additions  is  given  by  the 
following  calculation : — 

The  following  table  shows  the  combined  actions  of  the  fixed  and 
rolling  loads  on  the  braces;  S7  denoting,  for  brevity's  sake,  the 
smaller  value  of  S  for  the  given  brace.  Thrusts  are  denoted  by  ty 
pulls  by  p : — 


n 

T 

s 

S' 

T  +  S 

S'-T 

Lbs, 

Lbs. 

Lbs. 

Lbs. 

Lbs, 

0,17 

55435'6"  p 

83138*4  J> 

0  t 

138564-0  P 

1,16 

554256  t 

831384  * 

0  p 

138564*0  t 

2,15 

41569-2  p 

64663*2  p 

23094  t 

106232*4  p 

3,i4 

415692  t 

64663-2  t 

2309-4  p 

106232*4  t 

4,13 

27712*8  p 

48497  '4  P 

6928-2  t 

76210*2  p 

5>i* 

27712-8  t 

48497-4t 

6928*2  p 

76210*2  t 

6,11 

13856-4  P 

34641-0  p 

13856-4  * 

48497  4  P 

O 

7,10 

138564  * 

34641*0  t 

13856*4  ;> 

48497*4  t 

O 

8,9 

0 

23094*0  p 

23094*0 1 

230940  p 

23°94'0  £ 

The  accuracy  of  the  numbers  in  the  columns  headed  T  +  S  and 
S'-T  may  be  checked  by  setting  down  the  former  in  direct  order, 
and  the  latter  in  inverted  order,  and  taking  their  second  differences, 
which  ought  to  be  constant,  and  equal  to  2  s  m/h-  N  k;  that  is,  in 
the  present  case,  23094.     The  following  is  the  process : — 

Flret  Di£  Second  Di£ 

138564*0 

32331-6 
106232*4  2309-4 

30022*2 
76210*2  2309*4 

27712*8 
48497-4  2309-4 

254034 
230940  23094 

23094*0 
o 
It  appears  from  the  values  of  S'  -  T  that  in  the  example  chosen 
the  two  middle  braces  alone  act  alternately  as  struts  and  ties  under 
a  rolling  load. 

It  is  unnecessary  to  give  a  numerical  example  of  the  calculations 
in  Case  I. ;  for  they  differ  from  those  in  Case  IL  only  in  being 
more  simple. 

IV.  An  Iron  Lattice  Girder  consists  essentially  of  a  pair  of 
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horizontal  booms  to  resist  the  bending  action  of  the  load,  and  of 
two  series  of  diagonal  braces,  inclined  opposite  ways,  usually  at  45°, 
to  resist  the  shearing  action.  There  may  also  be  upright  ribs,  one 
at  each  loaded  point,  and  one  or  more  at  each  point  of  support,  to 
distribute  the  load  and  the  supporting  pressures  amongst  the 
diagonal  braces.  Although  these  upright  pieces  are  not  absolutely 
essential,  except  at  the  points  of  support,  it  is  advisable  not  to  omit 
them.  Their  strength  is  to  be  fixed  according  to  the  same  prin- 
ciples with  that  of  the  upright  ribs  of  plate  girders;  Article  370, 
Division  VL,  p,  530. 

To  compute  the  stresses  on  the  pieces  of  a  lattice  girder,  one  of 
its  points  of  support  is  to  be  designated  as  0  and  the  other  as  N, 
(N  being  the  number  of  divisions  into  which  the  loaded  points 
divide  it);  and  the  loaded  points  are  to  be  numbered  consecutively 
froml  toN-1. 

In  computations  respecting  the  shearing  action  of  the  load,  F0  is 
to  designate  the  shearing  action  in  the  division  of  the  girder 
between  0  and  1,  F,  between  1  and  2,  <fcc.,  and,  generally,  F, 
between  n  and  n  +  1 ;  but  in  computations  respecting  the  horir 
aotUal  stresses,  which  depend  on  the  bending  action,  Hj  is  to  denote 
the  stress  on  the  booms  at  a  vertical  section  traversing  the  point  1, 
fee. 

This  being  understood,  the  calculation  of  the  thrusts  and  pulls  on 
the  horizontal  booms  is  to  be  proceeded  with  precisely  as  for  Case 
L  of  a  zig-zag  girder;  formulae  5  to  9,  pp.  551,  552, 

To  find  the  stress  on  the  lattice  work,  compute  the  two  series  of 
quantities  T„  +  SH_,_„  8„  —  T„  for  the  several  divisions  of  the 
girder,  as  for  a  zig-zag  girder,  Case  L,  formulae  10  to  16,  pp.  552  to 
554,  and  assume  each  of  those  forces  to  be  equally  distributed  amongst 
the  lattice  bars  that  traverse  the  division  of  the  girder  to  which  it 
belongs.  This  assumption  of  equal  distribution  is  not  exact;  but 
its  errors  are  not  of  practical  importance. 

If  the  loaded  points  are  numerous  and  near  each  other,  the 
girder  may  be  treated  as  an  uniformly  loaded  beam,  Article  161, 
Case  VI.,. p.  246;  and  Case  IX.,  p.  247. 

V.  Zig-zag  and  Lattice  Continuous  Girders, — In  both  these 
classes  of  girders  the  effect  of  continuity  over  the  piers  may  be 
computed  as  follows : — 

Calculate  the  horizontal  stress  on  each  division  of  the  girder, 
when  fully  loaded,  on  the  supposition  that  it  is  discontinuous  at  the 
piers;  and  let  HM  be  the  result  thus  obtained  for  the  middle 
horizontal  bar.     Then 

*-&&*- w 
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will  be  the  tension  on  the  upper  boom,  and  thrust  on  the  lower  boom 
of  a  continuous  girder,  over  the  piers,  when  its  spans  are  alternately 
loaded  and  unloaded;  and  the  difference  between  this  and  the 
stress  H,  already  calculated  for  any  given  bar  of  the  girder  sup- 
posed discontinuous,  will  be  the  stress  on  that  bar  when  the  girder 
is  continuous  and  loaded  on  alternate  spans;  that  is  to  say, 

H.-H,, (24.) 

When  this  expression  is  negative  (that  is,  when  H,  is  the  greater 
term),  the  kind  of  stress  is  reversed.  When  it  is  =  0,  it  indicates 
a  point  of  contrary  flexure. 

378.  Inm  Braced  €Urdm—C*»afra4*i«a. — L  General  Remarks. 
Various  iron  trusses  or  braced  girders  have  been  made,  in  which 
the  struts  are  of  cast  iron  and  the  ties  of  wrought  iron,  advantage 
being  thus  taken  of  the  greater  resistance  of  cast  iron  to  crashing 
and  of  wrought  iron  to  tearing;  but  the  greater  pliability  and 
brittleness  of  cast  iron,  and  the  rapid  diminution  of  its  resistance 
to  crushing  as  the  proportion  of  length  to  diameter  increases  (as  to 
which  see  Article  366,  p.  521),  have  led  to  the  general  employment 
of  wrought  iron  for  the  struts  as  well  as  for  the  ties,  care  being 
taken  that  the  struts  are  of  figures  suited  to  resist  a  thrust,  by  having 
sufficient  lateral  stiffness.  When  a  piece  acts  alternately  as  a  strut 
and  as  a  tie,  it  must  have  sufficient  total  sectional  area,  and 
sufficient  stiffness,  to  resist  the  greatest  thrust  that  can  act  along  it ; 
and  at  the  same  time  its  effective  sectional  area,  deducting  rivet- 
holes,  must  be  sufficient  to  resist  the  greatest  tension  which  can 
act  along  it  As  to  the  figures,  construction,  and  mode  of  con- 
nection, of  iron  ties  and  struts,  see  Articles  364,  365,  and  366, 
pp.  518  to  524;  and  as  to  the  fastenings  by  which  they  are  con- 
nected together,  see  Articles  360  to  362,  pp.  515  to  517. 

II.  The  Trapezoidal  Trues,  already  treated  of  in  the  preceding 
Article,  p.  549,  and  represented  in  fig.  253,  was  used  on  an 
enormously  large  scale  by  the  second  Brunei  in  the  railway  viaduct 
over  the  Wye  at  Chepstow,  the  largest  span  of  which,  of  about 
300  feet,  is  crossed  by  two  parallel  and  similar  girders,  of  the 
following  construction : — The  horizontal  strut  B  B  B  is  a  cylindrical 
plate  iron  tube  9  feet  in  diameter,  and  gths  of  an  inch  thick,  stif- 
fened by  transverse  circular  partitions  or  "diaphragms'*  at  in- 
tervals. It  is  supported  at  the  ends  upon  cast  iron  saddles,  resting 
on  cast  iron  pillars.  The  effectif  e  depth  of  the  truss,  denoted  by  h 
in  the  formulas,  is  about  50  feet.  Each  of  the  principal  ties, 
A,  F,  C,  and  of  the  diagonal  braces,  G,  G,  consists  of  a  pair  of  flat- 
linked  chains,  attached  to  the  sides  of  the  tube,  and  sufficiently  far 
apart  at  the  level  of  the  bottom  of  the  truss  to  leave  room  for  the 
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traffic  on  a  line  of  rails  between  them.  The  vertical  strata  K,  K, 
are  rectangular  frames  with  openings  sufficient  for  the  same  traffic. 
The  points  1  and  4  form  the  intermediate  supports  of  a  pair  of 
ordinary  plate  iron  girders,  whose  ends  rest  on  the  piers;  so  that 
for  those  girders  the  span  of  305  feet  is  subdivided  by  the  aid 
of  the  truss  into  three  spans;  the  central  span  being  124  feet, 
and  the  side  spans  each  90£  feet  Below  the  four  plate  girders, 
thus  hung  from  the  two  great  trusses,  are  attached  the  cross 
joists  of  the  roadway.  The  two  tubes  are  braced  together  hori- 
zontally to  increase  their  lateral  stiffness. 

The  total  fixed  load  of  this  structure  for  one  line  of  rails  is  about 
1^  tons  per  lineal  foot,  or  3,360  lbs.  The  greatest  rolling  load  may 
be  taken,  as  is  usual  in  railway  bridges,  at  one  ton  per  foot,  or 
2,240  lbs. 

The  following  are  the  proportions  per  cent,  in  which  the  fixed 
load  is  distributed : — 

Effective  section  of  tube, 20  per  cent. 

Other  parts  and  appendages  of  tube, ...  15  „ 

Main  chains, 23  „ 

Diagonal  chains, 5  „ 

Upright  frames,  saddles,  Ac., 9  „ 

Plate  girders,  joists,  and  roadway, 28  „ 

100  „ 

With  the  fixed  and  rolling  loads  above-mentioned,  the  thrust 
along  the  tube  is  about  3,600 lbs.  per  square  inch  of  section;  so 
that  the  factor  of  safety  is  considerably  more  than  six  for  both 
fixed  and  rolling  loads. 

IH.  Warren  or  Zig-zag  Girders. — In  the  earlier  examples  of 
these  girders,  the  upper  horizontal  strut  or  boom  was  a  tube, 
cylindrical  inside,  and  on  the  outside  resembling  a  cylinder  with 
four  flat  projections  above,  below,  and  at  each  side,  for  the  con- 
venience of  attaching  the  diagonals  to  it  The  strut  braces  were  of 
cast  iron,  and  Gross-shaped  In  later  examples  the  upper  boom  and 
strut  braces  are  made  of  wrought  iron;  the  upper  boom  being 
either  like  a  trough-shaped  girder  built  of  flat  bars  and  angle  iron, 
with  the  flanges  downwards,  or  like  a  box-beam,  and  the  strut- 
braces  H-shaped,  or  cross-shaped,  as  shown  in  fig.  235,  p.  521. 
The  main  tie  or  lower  boom,  and  the  tie-braces,  consist  of  flat  links 
set  on  edge;  as  to  which,  see  Article  364,  Divisions  II.  and  III.,  pp. 
518,  519.  The  joints  of  the  lower  boom,  and  its  connections  with 
the  braces,  are  made  by  means  of  large  cylindrical  pins.  Such  pins 
also  connect  the  braces  with  the  upper  boom,  whose  side  plates  or 
bars  form  a  channel  into  which  the  ends  of  the  braces  enter  and 

2o 


562  ■ATKBXALS  AJTD  STRUCTURES. 

fit  The  joints  of  the  horizontal  tie  may  also  be  made  by  fishing 
and  rivetting.  The  whole  structure  has  the  advantage  of  being 
easily  carried  in  pieces  to  its  intended  site,  and  there  put  together. 

If  the  platform  is  hung  below  the  girders,  lateral  stability  ia  to 
be  given  to  them  by  making  the  vertical  suspending-pieoes,  whereby 
the  cross  joist*  are  hung  from  the  higher  joints  of  the  girders,  of  an 
I-flhaped  form  of  section,  and  equal,  or  nearly  equal  in  stillness,  to 
the  platform  joists.  When  the  platform  is  supported  above  the 
girder,  lateral  stiffness  is  to  be  given  by  the  horizontal  diagonal 
bracing  of  the  platform,  and  also  by  vertical  transverse  diagonal 
bracing  between  the  girders;  and  for  this  purpose  rods  of  from  1 
inch  to  1^  inch  in  diameter  are  in  general  sufficient.  (For  details 
of  various  Warren  girders,  see  Humber  On  Iron  Bridget) 

From  the  manner  in  which  the  parts  of  a  zig-zag  girder  are  con- 
nected together,  it  is  evident  that  its  diagonal  strut-braces,  and  the 
several  divisions  of  its  horizontal  boom,  are  to  be  treated  as  jftrafe 
hinged  at  the  ends.    (See  Article  366,  p.  523.) 

IV.  Lattice  Girdere. — The  forms  and  modes  of  construction  ap- 
plicable to  the  upper  and  lower  booms  of  the  Warren  girder  are 
also  applicable  to  those  of  the  lattice  girder.  The  diagonal  strut- 
braces  are  made  of  any  convenient  shape  that  is  well  suited  to 
resist  thrust;  their  greatest  breadth  should  be  placed  Pransverseiy, 
because  in  the  longitudinal  plane  of  the  girder,  they  are  stiffened 
by  being  bolted  or  rivetted  to  the  tie-braces  at  each  intersection. 
The  holes  made  for  that  purpose  weaken  the  tie-braces,  and  are 
to  be  allowed  for  in  computing  their  strength.  In  the  Boyne 
Viaduct,  the  strut  diagonals  of  the  lattice  girders  are  themselves 
formed  like  small  lattice  beams,  consisting  of  a  pair  of  T-iron  ribs 
connected  together  by  small  diagonal  braces. 

379.  Ir*»  Bewtfrtaa;  GMm. — The  most  common  kind  of  iron 
bowstring  girder  (fig,  256)  consists  of  a  cast  or  wrought  iron  arch 
or  bow,  springing  from,  two  shoes  or  sockets,  which  are  tied 


Fig.  266. 


together  by  a  horizontal  tie;  the  cross  joists  of  the  platform  are 
suspended  from  the  arch  by  vertical  suspending-pieoes,  which  at 
the  same  time  support  the  weight  of  the  tie;  and  stillness  to  resist 
a  rolling  load  is  given  by  means  of  diagonal  tie-braces. 

The  proper  figure  for  the  centre  line  or  neutral  curve  of  the  bow 
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k  a  parabola;  but  a  circular  segment  is  often  used  in  practice; 
The  cross-section  of  the  bow,  like  that  of  the  upper  boom  of  a  lattice 
girder,  must  be  of  a  form  suited  for  resisting  thrust  A  cylindrical 
tube  is  the  strongest  form ;  an  inverted  trough-shape,  either  cast,  or 
built  of  plates  and  angle  bars,  is  convenient  for  the  attachment  of 
the  suspending-pieces.  These  have  usually  an  I-shaped  section, 
with  the  greatest  breadth  transverse,  to  give  them  lateral  stability  ; 
and  for  the  same  purpose  they  widen  towards  the  bottom,  where 
they  are  rivetted  to  the  ends  of  the  plate  or  box  beams  that  form 
the  cross  joists.  The  main  tie  is  best  made  of  parallel  fiat  bars  on 
edge,  and  is  made  fast  to  the  shoes  at  each  end  by  gibs  and  cotters ; 
the  diagonal  braces  are  round  or  fiat  rods.  The  stress  on  each 
part  is  found  as  follows : — 

Gasb  I. — The  girder  stiffened  by  diagonal  braces. 

Let  I  be  the  span,  measured  along  the  centre  line  of  the  main  tie, 
between  the  ends  of  the  centre  line  of  the  bow; 
kj  the  rise  from  centre  line  to  centre  line; 

Then  the  tension  of  the  main  tie,  and  the  horizontal  thrust  at 
the  crown  of  the  bow,  are  given  very  nearly  by  the  formula 

H=(*+u/)P±Sk. (1.) 

The  thrust  at  any  other  point  of  the  arch  varies  nearly  as  the 
secant  of  its  inclination;  or,  to  express  it  in  symbols,  let  a?  be  the 
horizontal  distance  of  the  point  in  question  from  the  middle  of  the 
span;  then  the  thrust  is, 

j{n*+(iD  +  vrfa*} (2.) 

At  the  springing,  for  x  put  1+2. 

Let  N  be  the  number  of  parts  into  which  the  vertical  pieces 
divide  the  span,  so  that  there  are  N  -  1  of  those  pieces;  the 
greatest  tension  on  any  one  of  them  is  nearly 

*^i (3.) 

«y*  being  the  fixed  or  dead  load  per  unit  of  length,  exclusive  of  the 
weight  of  the  bow. 

It  is  possible  that  when  the  girder  is  partially  loaded  with  a 
travelling  load,  some  of  the  upright  pieces,  which,  with  a  uniform 
load,  act  as  ties,  may  be  made  to  act  as  struts.  To  find  whether 
this  is  the  ease,  number  the  uprights  from  one  end  of  the  girder; 
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let  n  be  the  number  of  any  given  upright;  compute  the  value  of  the 
expression 

I  (  ,   n(n  +  l)       A  tA  x 

if  this  is  positive,  it  gives  the  greatest  thrust  on  the  upright  in 
question ;  if  null  or  negative,  it  shows  that  the  upright  never  acts 
as  a  strut 

The  greatest  tension  produced  by  a  rolling  load  on  any  given 
diagonal  brace  is  given  by  the  expression, 


(5.) 


ufls    n(n+l) 

~Y~      2N*    ; 

where  $  is  the  length  of  the  given  brace,  y  the  difference  of  level  of 
its  ends,  and  n  and  n  +  1  the  numbers  of  the  uprights  between 
which  it  is  placed. 

Case  II. — The  girder  without  diagonal  braces.  In  this  case 
the  action  of  a  rolling  load  must  be  resisted  by  the  stiffness  of 
the  bow.  The  greatest  stresses  on  the  tie  and  on  the  suspending- 
pieces  are  given  by  the  expressions  (1)  and  (3)  respectively;  but  the 
bow  becomes  virtually  an  arched  rtb  hinged  at  the  ends,  as  to  which 
see  Article  374,  Case  III,  p.  540,  and  Article  180,  Problem  TL, 
pp.  310  to  312.  In  computing  the  quantity  C  by  equation  51  of 
the  last-mentioned  Article,  p.  310,  the  effect  of  change  of  temper- 
ature is  not  to  be  considered,  because  the  bow  and  tie  expand 
equally ;  and  the  term  denoted  by  a  E  At  -f- 1  in  that  equation  is  to 
be  replaced  by  u.-m^,  denoting  the  ratio  which  the  greatest  safe 
shortening  of  the  bow  bears  to  the  greatest  safe  lengthening  of  the 
tie.     If  they  are  both  of  wrought  iron,  this  may  be  assumed  as 

approximately  =  ~. 

Case  III. — Bowstring  Suspension  Bridge, — (Fig.  257.)  In  this 
class  of  bridge,  of  which  the  greatest  example  is  that  erected  by  the 


second  Brunei  over  the  Tamar  at  Saltash,  the  tie  hangs  in  a 
catenary  curve,  and  assists  the  bow  in  supporting  the  vertical 
pieces.  The  bow  is  a  wrought  iron  oval  tube  stiffened  by  trans- 
verse diaphragms ;  the  tie  consists  of  a  pair  of  chains. 

In  fixing  the  proportions  of  a  bridge  of  this  kind,  it  is  advisable 
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to  make  the  horizontal  thrust  due  to  the  weight  of  the  bow  balance 
the  horizontal  tension  due  to  the  weight  of  the  tie,  independently 
of  any*  additional  load;  and  for  that  purpose,  the  common  hori- 
zontal chord  of  the  two  arcs  should  divide  the  greatest  vertical 
distance  between  their  lines  of  resistance,  A  C,  at  the  point  D, 
into  segments  proportional  to  their  weights;  that  is  to  say, 

"Weight  of  bow  :  weight  of  tie  :  sum  of  weights 
AD  DC  :      AC=*. 

The  formulae  applicable  to  this  case  are  the  same  with  those  for 
Case  X.  or  Case  XL,  according  as  the  girder  is  enabled  to  resist  a 
travelling  load  by  means  of  diagonal  braces,  or  by  the  stiffness  of 
the  bow  alone. 

380.  llmtui  Xwm  Arehea. — This  term  is  applied  to  arches  in 
which  the  arched  rib  and  horizontal  rib  are  so  connected  together 
bv  zig-zag  braces  (as  in  fig.  258),  or  by  lattice  work,  in  the  inter- 
vening spandril,  that  each  half-arch,  together  with  its  spandril, 
forms  one  stiff  frame  or  truss.  The  best  examples  of  this  kind  of 
arch  are  made  of  -wrought  iron;  amongst  them  may  be  mentioned, 
the  railway  bridge  over  the  Theiss  at  Szegedin,  by  M.  Cezanne 
(Annates  des  PorUs  et  Chaussies,  1859),  which  consists  of  eight 
arches  of  41-418  metres  in 
span  (135-88  feet),  and  the 
bridge  of  the  Paris  and  Creil 
railway  over  the  Canal  Saint- 
Denis,  by  M-  It  BaUe  and 
Mantdon  (Annates  ties  Pants  et 
ChaussSes,  1861),  consisting  of 
a  single  arcb  of  dimensiomi 
which  will  presently  be  stated. 
Each  of  those  structures  con-  Fig.  258 

sists  of  four   parallel   frames, 

one  under  eacbrail ;  each  frame  consiste  of  a  curved  rib  a  straight 
horizontal  rib,  and  a  zig-zag  series  of  braces,  alternately  vertical 
and  sloping;  these  pieces  are  buUt  of  pkte  and  bar  iron  nvetted 
together  so  that  tbe  whole  frame  acts  hke  one  piece  In  the  Theiss 
1i  d  11  the  pieces  are  I-shaped  in  section,  consisting  of  a  middle 
bridge,  a  -^V^  or  tables  connected  to  it  by  angle  irons  and 
•  tgT1-  the  Paris  and  Creil  railway  bridge,  the  horizontal  rib  is 
TITi/tLJn+im  Vn-aces  are  cross-shaped,  and  the  curved  rib  consists  of 
1-anaped,  ^eb°^th  four  Barlow  rails  rivetted  to  it,  two  on  each 
a  veruca  f[|M>ut  one-eighth  of  the  span  on  each  side  of  the  crown, 

side;  ana  ,  curved  rib  have  no  opening  between  them, 

the ^Tiaontal rib  an^  ^  ^^  for  ^     8^  ^  ^^ 

taaSrfaeawh  are  stiffened  transversely  by  two  sets  of  T-shaped 
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diagonal  stays,  one  connecting  the  horizontal  ribs  together,  and  the 
other  ufcd  citfvgq  Tibs* 

It  has  already  been  stated  in  Article  374,  p.  540,  tbat  M. 
Mantion  proposes,  aa  the  best  mode  of  constructing  an  iron  arch,  to 
have  hinges  at  the  crown  and  at  the  springing,  as  at  A  and  B,  fig. 
258.  The  arches  of  the  Paris  and  Creil  railway  bridge  are  hinged 
at  the  springing,  but  continuous  at  the  crown;  those  of  the  Theiss 
bridge  are  continuous  at  the  crown,  and  have  flat  abutting  surfaces 
at  the  springing;  nevertheless,  from  the  smallness  of  those  surfaces 
as  compared  with  the  other  dimensions  of  the  arch,  it  is  probable 
that  the  arches  of  this  bridge  also  act  nearly  as  if  they  -were  hinged 
at  the  springing. 

The  following  are  some  of  the  principal  dimensions  o£  the  Paris 
and  Creil  railway  bridge : — 

The  length  of  each  semi-arch  is  divided  into  ten  equal  divisions 
horizontally;  there  are  in  each  apandril  eight  vertical  and  six 
diagonal  braces;  for  two  divisions  and  a-half  adjoining  the  crown 
there  are  no  braces,  the  curved  and  straight  ribs  having  one  web  in 


Mfctrw.  net 

Span  between  axle  of  bearing*, • ~ 44846  147-14 

Mas, 4-85  '5?i 

Iadiee. 

Depth  of  curved  rfb  (=sp*n  ■*-  to  nearly),  .„ 0-680  2677 

„     of  straight  rib, 0*300  n«8l 

„     of  combined  rib  at  crown, -...     0705  2776 

„     of  braces,  four  longest  at  each  end, ...~ 0*200  7*87 

„     of  braces,  remainder, ~ 0*150  5*91 

Breadth, *i  of  T-shaped  transverse  braces  of  carved   (0*150  5-91 

Depth, /     ribe, „ lo*o8o  3*15 

Breadth, \ofT^apedt»Mveiw  braces  of  straight    (0-125  4*9* 

Depth, /     ribs, \o*o6o  -2*36 

Length, *  of  semi-cylindrical  bearings  for  ends  of   (0*302  11*89 

Diameter, J      carved  ribe, \o*20o  7*87 

Length, ")                                                             ("1*40  53*11 

Breadth, [  of  cast  iron  abuttfeg-pkte,  which  car-  J  1*00  39*37 

lies  aankytindrioti  bearing, )  about  aboat 

L*o8o  3-15 


Areas  ofCro*Mect!c».  iciSSS 

Combined  rib  at  crown, 59400  92x7 

Curved  rib  in  five  divisions  adjoining  the  crown, J6^   1J&P  "°3| 

Carved  rib— Remainder, ...... M 35.95©  5572 

■— «•»> {*£  Iff  !|S 

B~* - fSxffi  SS 

1Wm.dfaeon4.tqn, {*°"J     Mg  4^ 


B&^GKD  zsoh 
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The  hoiizontel  ribs  perform  the  duty  of  beams  in  supporting 
OBs  joists ;  for  besides  the  joists  that  lie  directly  above  the 
uprights  of  the  spandril,  there  are  two  intermediate  joists  at  equal 
distances  resting  on  the  borizoiital  ribs  in  each  space  between  a 
pawr  of  uprights. 

The  following  is  the  load  of  the  structure : — 


Total  ft*  Double  Line. 
KUogrammet.  Lb* 


farter 
Line 

93* 


Dead  load  exclusive  of  iron  frame,  viz.: — 

Timber  platform,  ._ „.    45,000  99,208  339 

45."5  99^3  33* 

,.-... ~~.     4,875  *5*>57  S* 

—  97i*» 213.848 727 


Total  dead  load, 

Greatest  working  five  load,  \ 
estimated  at  4,000  Kilo-  \ 
grammes  per  metre  of  wngle  I 
Una,  on  90  m#na, ) 

Ttrtal  gioaiaat  working  load, 


222,000 


36O4OOO 


582,000 


489,426 
793.663 


1,663 
8,697 


1,283,089         4.360 


The  following  are  the  methods  of  computing  the  stresses  on  the 
several  pieces  of  a  braced  iron  arch- — 

For  the  uprights  and  sloping  braces,  use  the  same  rules  as  for  the 
sHspendrng-rodB  and  diagonal  braces  of  a  bowstring  girder.  (See 
Article  379,  p.  563).    If  or  the  arch  proceed  as  follows : — 

Case  I. — When  the  arch  w  hinged  both  at  crown  and  springing, 
the  most  severe  stress  on  the  arc  and 
on  the  horizontal  rib  are  determined  as 
follows,  with  an  approximation  suf- 
ficient for  practical  purposes  (see  fig: 
359):— 

Let  w  be  the  dead  load  per  lineal 

foot;  Fig.  269. 

«/,  the  five  load  per  lineal  foot; 

a,  the  half  span,  ?  of  the  centre  line  of  the  arched  rib  in 
k,  the  rise,  J      feet 


Then  the  horizontal  thrust  due  to  the  dead  load  is, 

=0=2*; 


.a.) 


and  to  a  live  load  over  the  whole  span, 
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*-TS' » 

and  if  this  be  the  most  severe  way  of  loading  the  arch,  the  required 
sectional  area  at  any  given  point  of  the  arched  rib,  where  its  in- 
clination is  i,  will  be, 

A  =  (H0  +  H^aect, (a) 

f'  being  the  safe  working  thrust  on  the  material;  or  say  about 
6,000  lbs.  per  square  inch. 

To  ascertain  the  effect  upon  the  curved  and  straight  ribs,  of  load- 
ing one-half  of  the  arch  with  the  live  load,  and  leaving  the  rest 
unloaded,  either  a  geometrical  or  an  algebraical  method  may  be 
followed.  For  the  geometrical  method,  let  A  B,  fig.  259,  be  the 
centre  line  of  the  curved  rib,  0  L  that  of  the  straight  rib;  join 
A  B  with  a  straight  chord.  Let  X  0  M  be  any  vertical  ordinate. 
Then  the  stress  along  the  horizontal  rib  at  X  is, 

2CX  ' *   ' 

and  this  is  tension  when  X  is  in  the  unloaded  half  of  the  span,  and 
thrust  when  it  is  in  the  loaded  half. 

The  horizontal  component  of  the  greatest  stress  arising  from  a 
rolling  load  on  half  the  span,  at  the  point  G  in  the  arched  rib, 
occurs  when  C  is  in  the  unloaded  half  of  the  rib,  and  is  as  follows : — 

Hr  M  X.  /*\ 

2CX    ' <*) 

and  should  this  prove  greater  than  Hv  that  is  to  say,  should  M  X 
be  greater  than  2  C  X,  the  expression  (5)  is  to  be  substituted  for 
Hr  in  equation  3;  but  should  M  X  be  not  greater  than  2GX, 
equation  3  is  to  be  left  unaltered. 

To  find  the  point  of  greatest  horizontal  stress  in  the  unloaded 
half  of  the  beam,  produce  the  straight  lines  L  O,  B  A,  till  they 
meet  in  N,  from  which  draw  N  C  touching  the  curve  A  C  B;  (? 
will  be  the  point  sought. 

The  algebraical  formulae  for  the  expressions  (4)  and  (5)  are  as 
follows : — 

Let  0  A  =  a;  O  X  =  sc;  then, 


Ht  'MC     H^&cs-fcgg) 
2CX    ~    2(ac*  +  kx*)  ' 


.(4  a.) 
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Hjj_M  X_E1(ac*  +  kcx)  . 

2CX~  ~  2(a<*  +  kx*) ^ *' 

The  value  of  x  which  makes  the  last  expression  a  maximum  is 
given  by  the  equation 

°*-'-'{Vt+l-l} (6> 

It  is  to  be  observed  that  the  processes  expressed  by  the  formula 
4,  5,  4  a,  5  a,  6,  are  applicable  only  to  the  openwork  parts  of  the 
frama  Where  the  horizontal  rib  and  the  arched  rib  are  connected 
by  a  web,  so  as  to  form  virtually  one  rib,  that  rib  is  to  be  con- 

H 

ceived  to  be  under  the  combined  action  of  the  thrust  H0  +  -_1? 

and  the  bending  moment 

H^MPH^cs  — «*)  n. 

m  —        2        ~  2?  V'' 

Let  h  be  the  depth  of  the  compound  rib,  and  q  a  co-efficient 
depending  on  its  form  of  section,  as  given  in  pp.  294,  295.  Then 
its  sectional  area  is  given  by  the  equation 


•-j$+*+*)-&ejssAM) 

_L**0. 


m 


and  if  this  area,  is  greater  than  that  given  by  equation  3,  it  is  to  be 
adopted. 

Case  II. — When  the  rib  is  cortiimcotte  at  the  crown,  the  exact 
determination  of  the  state  of  stress  at  different  points  becomes  a 
problem  of  almost  impracticable  complexity;  but  an  approximate 
solution,  sufficient  to  determine  what  sectional  area  is  required  at 
and  near  the  crown,  in  order  to  resist  the  straining  effects  of 
deflection,  yielding  of  the  piers,  and  changes  of  temperature,  may 
be  obtained  as  follows : — 

Compute  a  series  of  values  of  the  expression  q  id  A2,  as  explained 
in  Article  180,  p.  302,  equation  17,  for  a  series  of  equidistant  cross- 
sections  of  the  entire  iron  frame,  and  use  the  mean  of  all  those 
values  to  compute  the  quantity  0  by  the  following  formula ; — 

15qm'h*  /        4ff  ,  2aEA1_«gE\ 
in  which  a  is  the  enlargement  of  span  due  to  yielding  of  the  piers 
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per  lb.  of  thrust ;  Av  an  assumed  approximate  sectional  area  of  the 
curved  rib;  E»  the  modulus  of  elasticity;   z+=  t,  the  extreme 

i  Si?  i  °^  temperature;  e,  the  co-efficient  of  expansion  per  degree 

(see  p.  539);  p0y  the  intended  mean  intensity  of  thrust  at  the 
crown. 
Then  calculate  a  moment  of  flexure  as  follows : — 


at>.) 


let  Aq  be  tbe  depth  of  the  rib  at  the  crown,  and  q9  the  value  of; 
for  the  same  point;  then  the  corrected  sectional  area  at  the  crown 
will  be, 

/ 


A=X^+H*+H0 


..(11.) 


When  the  horizontal  rib  of  a  braced  iron  arch  acts  also  as  a 
beam,  the  sectional  area  required  to  resist  at  once  the  direct  stress 
and  the  bending  action  is  to  be  computed  according  to  the  principle 
of  Article  374,  Case  III,  equation  2,  p.  540. 

381.  It^m  Pton. — An  iron  pier  for  supporting  arches  or  girders 
may  consist  of  any  convenient  number  of  hollow  cylindrical  pillars, 
either  vertical  or  raking,  each  pillar  being  made  of  pieces  of  a 
convenient  length,  turned  or  planed  at  the  ends,  and  united  by  a 
projection  and  socket,  and  also  by  flanges  or  lugs  and  bolts,  as 
explained  in  Article  365,  p.  521,  and  the  several  pillars  being 
connected  together  by  horizontal  and  diagonal  braces.  For  the 
method  of  determining  the  stress  on  each  pillar  and  brace,  see 
Article  348,  pp.  484,  485.  Each  length  of  a  pillar 
yTv  between  a  pair  of  braced  points  may  be  considered  as 

y    d     >^     a  strut  Kinged  at  (he  ends,  and  its  strength  computed 
*     •      *     accordingly.     (See  Article  365,  p.  521). 

Ab  an  example  of  piers  constructed  in  this  manner, 
may  be  taken  those  of  the  Crumlin  Viaduct  (fig.  228,  p. 
494),  in  which  the  greatest  height  of  the  rails  above  the 
valley  is  about  200  feet.    Each  pier  consists  of  fourteen 
K    * l  f     cast  iron  columns,  in  lengths  of  17  feet,  with  an  uni- 
\    /       form  external  diameter  of  12  inches,  and  a  thickness  of 
Fig/260.       metal  ranging  from  one  inch  at  the  base  to  §  inch  at  the 
top.  The  two  centre  columns  are  vertical;  the  remain- 
der rake  in  such  a  manner  that  while  the  base  of  the  highest  pier 
measures  60  feet  by  27,  the  top  of  each  pier  measures  30  by  1 8.    The 


IBON  PIERS.  571 

longitudinal  and  transverse  horizontal  braces  are  cast  iron  beams, 
Lshaped  in  section,  and  IS  inches  deep;  their  flanges  are  5  inches 
broad.  The  diagonal  braces  in  vertical  and  raking  planes  are  flat 
bars  measuring  4  inches  by  {  inch;  there  are  also  horizontal 
diagonal  braces,  which  are  round  rods  of  2  inches  diameter.  Each 
column  has  a  loot  or  base  from  3  feet  to  5  feet  high,  spreading  to 
3  feet  square,  and  resting  on  a  foundation  of  masonry  to  which  it  is 
bolted  and  joggled.     (See  Humber  On  Iron  Bridge*) 

Wrought  iron  struts  of  suitable  figures  may  be  used  instead  of 
cut  iron  pillars  in  the  construction  of  piers;  and,  like  them,  they 
are  to  be  considered  as  hinged  at  the  points  which  are  fixed  by  the 
bracing.    (See  Article  5G6,  p.  521.) 

In  some  cases  a  pier  is  made  of  a  single  row  of  hollow  cylindrical 
cut  nun  pillars,  or  even  of  a  single  such  pillar;  in  which  case  the 
greatest  intensity  of  tension  and  of  thrust  are  to  be  computed  as 
follows: — Let  P  be  the  vertical  load  of  one  pillar;  H,  the  hori- 
zontal thrust  applied  to  it,  at  a  height  of  Y  above  its  base,  or  above 
the  horizontal  section  at  which  the  stress  is  to  be  calculated;  d,  the 
mean  between  the  external  and  internal  diameters  of  the  pillar; 
A,  its  sectional  area  (=  3*1416  d  X  thickness  of  metal);  then 

greatest  intensity  of  {  J™*  }  =4(1*1  =*=  p)  nearly.  (1.) 

Oases  in  which  the  bending  moment  arising  from  the  thrust 
differs  from  H  Y  will  be  considered  further  on. 

When  a  pillar  simply  rests  on  a  firm  base,  without  being  imbed- 
ded in  the  soil  like  a  pile,  it  is  advisable  so  to  proportion  it 
that  there  shall  be  no  tension  at  any  point  of  its  base ;  and  for  that 
purpose  the  diameter  at  the  base  should  not  be  less  than  that 
given  by  the  following  formula : — 

«-=?* « 

As  examples  of  piers  of  this  class,  may  be  taken  those  used  for 
the  bridges  of  the  Bombay  and  Baroda  railway,  by  Lieutenant- 
Colonel  Kennedy  (see  Civil  Engineer  and  Architects*  Journal, 
September,  1861),  each  consisting  of  three  hollow  cylindrical 
vertical  cast  iron  pillars,  connected  together  by  horizontal  and 
diagonal  braces,  with  the  addition,  in  powerful  currents,  of  a  pair  of 
raking  struts  of  the  same  dimensions  and  construction  with  the 
pillars,  making  angles  of  30°  with  the  vertical.  The  pillars  are 
cast  in  lengths  of  9  feet,  and  are  2  feet  6  inches  in  external 
diameter,  and  1  inch  thick;  the  lengths  are  connected  together 
by  flanges  and  bolts.  For  the  part  above  ground  the  flanges  are 
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external,  and  have  each  12  bolts  of  1  inch  diameter;  for  the 
part  below  ground,  they  are  internal,  and  have  each  10  bolts;  and 
the  diameter  above-mentioned  has  been  adopted  as  the  least  which 
will  easily  admit  of  a  workman's  going  inside  to  fasten  the  bolts  of 
the  internal  flanges.  In  foundations  in  earth  the  lowest  length 
forms  a  screw-pile,  with  a  screw  4  feet  6  inches  in  diameter,  by 
means  of  which  the  pillar  is  screwed  from  20  to  45  feet  into  the 
ground  according  to  the  softness  of  the  material.  Further  mention 
of  such  piles  will  be  made  in  a  subsequent  chapter,  under  the  head 
of  "  Timber  and  Iron  Foundations."  When  the  ground  consists  of 
rock,  each  pillar  is  inserted  into  a  cylindrical  hole  about  2  feet  deep, 
and  fixed  there  with  cement.  The  three  vertical  pillars  stand  at 
distances  of  14  feet  from  centre  to  centre.  The  horizontal  braces 
are  of  T-iron,  of  a  sectional  area  between  5  and  6  square  inches;  the 
diagonal  braces  are  of  angle  iron,  of  a  sectional  area  between  3  and 
4  inches ;  each  brace  is  fastened  to  lugs  on  the  pillars,  and  tightened 
at  one  end  by  a  gib  and  cotter. 

The  piers  just  described  have  lateral  stiffness  sufficient  to  with- 
stand the  pressure  of  a  current,  or  of  bodies  borne  along  with  it; 
but  they  are  not  adapted  to  bear  the  thrust  of  an  arch,  unless  it  be 
one  of  very  small  size.  The  superstructure  of  the  bridges  in  which 
they  are  used  consists  of  Warren  girders. 

In  some  lately  erected  bridges,  the  cast  iron  columns  which  form 
the  piers  are  cylinders  of  7  feet,  9  feet,  10  feet,  and  upwards,  in 
diameter,  and  from  1  to  2  inches  thick,  filled  with  concrete  or  with 
rubble  masonry.  The  mode  of  sinking  such  cylinders  will  be 
described  under  the  head  of  "Timber  and  Iron  Foundations." 
They  are  capable  of  withstanding  a  considerable  thrust  from  an 
arch. 

For  example,  in  the  Theiss  bridge,  mentioned  in  Article  380, 
p.  565,  each  pier  consists  of  two  cylinders,  side  by  side : — 

The  diameter  of  each  cylinder  is  3  metres,  or  9'843  feet- 

The  thickness, about  1*38    inch. 

The  depth  of  the  springing  of  the  arches  \ 
below  the  centre  line  of  the  horizontal 
ribs,  , 

The  height  of  the  springing  of  the  arches  * 
above  the  base  of  the  pier, 

The  greatest  thrust  against  a  column  oc-  * 
curs  when  one  of  the  arches  springing 
from  it  is  fully  loaded,  and  the  other 
unloaded ;  in  this  case  the  vertical  load 
on  one  column  is, 

And   the  excess  of  the  thrust  of  the 
loaded  over  that  of  the  unloaded  arch, 


Y'=  1893    feet 
Y  =  654      feet 

P  =  368,000  lbs. 

H  =361,500  lbs. 
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M.  Cezanne,  in  his  account  of  this  bridge  before  referred  to,  con- 
siders the  column  as  a  vertical  beam,  acted  upon  by  the  pressure  H 
at  the  springing  of  the  arch,  which  is  resisted  by  the  thrust  of  the 
horizontal  rib  of  the  unloaded  arch  at  the  top  of  the  column,  and  by 
that  of  the  foundation  at  its  base,  so  that  the  bending  moment, 
instead  of  being  H  Y,  as  in  equation  1  of  this  Article,  is 

Y+Y" (3) 

and  the  greatest 

thrust  )       1  /4HYT^p\  ,4v 

tension  J  ~  A  \(Y  +  Y7)  d  ) V   } 

According  to  these  principles,  the  greatest  intensities  of  the 
stress  in  the  cylinders  of  the  Theiss  bridge  are, 

Thrust,  about  4,300  lbs.  per  square  inch. 
Tension,  about  730       „  „ 


382.  Imh«Ii  Bridge* — L  Figure,  Weight,  Arrangement,  and 
Loading  0/ Chains  or  Cables. — The  whole  theory  of  the  action  of  an 
unifonnly  distributed  load  on  a  suspension  bridge,  when  the  sus- 
pending-rods  are  vertical,  has  been  given  in  Article  125,  pp.  188  to 
191,  and  when  the  suspending-rods  are  oblique,  in  Article  126,  pp. 
191  to  194. 

It  is  advisable  to  make  the  factor  of  safety  for  the  fixed  load 
three,  and  that  for  the  rolling  load  six;  but  in  many  actual  sus- 
pension bridges  the  factors  are  much  lees. 

When,  for  reasons  of  practical  convenience,  each  chain  is  made  of 
uniform  sectional  area,  that  area  must  be  proportioned  to  the 
greatest  pull;  that  is  to  say,  to  the  pull  at  the  points  of  support 
(or  at  the  highest  point  of  support,  if  their  heights  are  unequal); 
but  a  saving  may  be  made,  both  of  load  and  of  material,  by  making 
the  sectional  area  of  the  chain  at  different  points  vary  as  the  pull ; 
that  is  to  say,  as  the  secant  of  the  angle  of  inclination  of  the  chain. 
The  weights  of  sections  of  the  chain,  extending  over  equal  horizontal 
distances,  will  in  this  case  vary  as  the  squares  of  the  secants  of 
their  angles  of  declivity. 

The  following  formulas  show  both  the  absolute  and  comparative 
weights  of  chains  of  uniform  section  and  of  uniform  strength,  to  a 
degree  of  approximation  sufficient  for  practical  purposes : — 

Let  x  be  the  half-span  of  the  chain ;  y,  its  depression,  both  in  feet ; 
the  ordinary  proportions  of  x  to  y  range  from  4£  :  1  to  7£  :  1. 

Let  C  be  the  weight  of  a  chain  of  the   length  x,  and  of  a 
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plane,  about  a  horizontal  axis,  so  as  to  lean  slightly  inwards  or  out- 
wards as  the  distribution  of  the  load  varies. 

Mr.  P.  W.  Barlow  has  proposed,  in  order  to  diminish  or  prevent 
the  disfigurement  of  a  suspension  bridge  of  many  bays,  when,  one 
bay  is  loaded  and  the  adjoining  bays  unloaded,  that  the  ends  of  the 
chains  of  each  bay  should  be  made  fast  to  the  top  of  a  wrought  iron 
pier,  constructed  like  a  plate  girder  set  on  end,  and  haying  strength 
and  stability  sufficient  to  resist  the  excess  of  horizontal  tension  in 
the  loaded  bay  above  that  in  the  unloaded  bay. 

Let  u/  denote  the  greatest  travelling  load  per  foot  of  span ; 

xy  the  half-span  of  a  bay; 

y,  the  depression  of  each  chain; 

then  the  excess  of  horizontal  tension  in  question  is 


(5.) 


and  this  being  multiplied  by  the  depth  of  any  given  horizontal 
section  of  the  pier  below  the  point  of  attachment  of  the  chains, 
gives  the  bending  moment  at  that  section.  The  vertical  stress 
produced  by  that  moment,  compressive  at  one  side  of  the  pier  and 
tensile  at  the  other,  is  combined  with  the  compressive  vertical 
stress  produced  by  the  total  load,  whose  amount  is  as  follows : — 

Let  w  be  the  fixed  load,  per  foot  of  span; 

W,  the  weight  of  the  pier  itself,  above  the  given  horizontal 
section;  then  the  load  is 

P  =  W  + (2  «>  +  «/)* (6.) 

As  to  the  combined  action  of  the  load  and  bending  moment,  see 

Article  381,  p.  571. 
IV.  Abutments — Anchoring  Chains. — The  term  "Abutment"  is 

applied  to   those   masses,    whether  of   masonry    or   of  natural 

rock,  to  which  the  extreme  ends 
of  the  chains  are  made  fast,  and  by 
whose  stability  the  tension  of  the 
chains  is  resisted  For  example, 
in  fig.  262  (which  bears  a  general 
resemblance  to  an  abutment  of 
Hungerford  Bridge),  a  pair  of 
chains  enter  an  opening  in  the 
&&•  262«  abutment   at   A,   in   a  direction 

nearly    horizontal      At  B    their 

direction  is  changed  to  one  more  steeply  inclined,  by  the  aid  of  a 

saddle,  which  presses  against  the  masonry  in  front  of  it     The 
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chains  traverse  a  sloping  tunnel  or  passage  in  the  abutment,  and 
finally  pass  through  holes  in  the  "  anchoring  plates"  of  cast  iron  at 
C,  where  they  are  fixed  by  keys  or  wedges;  the  anchoring  plates 
press  against  a  pair  of  transverse  cast  iron  girders  imbedded  in  the 
masonry. 

Except  that  the  tendency  is  to  upset  or  to  slide  forwards  instead 
of  backwards,  the  principles  of  the  stability  of  the  abutment  of  a 
suspension  bridge  are  precisely  the  same  with  those  of  the  abutment 
of  an  arch  ;  that  is  to  say,  the  weight  of  the  abutment  must  be  suf- 
ficient to  prevent  it  by  friction  from  sliding  on  its  base;  its  weight 
and  thickness  must  be  sufficient  to  prevent  it  from  upsetting;  and 
the  centre  of  resistance  of  its  base  must  not  deviate  from  the  centre 
of  figure  by  more  than  a  safe  fraction  of  the  thickness.  As  to 
ordinary  foundations  for  such  abutments,  see  Articles  235  to  239, 
pp.  377  to  3S2;  as  to  the  stability  of  the  abutments,  see  Articles 
263,  264,  pp.  396  to  401.  The  resistance  to  sliding  forward  may 
be  increased  by  making  the  base  of  the  abutment,  or  part  of  it, 
slope  so  as  to  be  perpendicular,  or  nearly  so,  to  the  resultant 
pressure,  as  in  the  front  part  of  the  abutment  in  fig.  262. 

When  piles  are  used  in  the  foundation,  they  should  be  driven  as 
nearly  as  possible  in  the  direction  of  the  resultant  pressure.  (See 
Section  IL  of  the  next  chapter.) 

The  saddles  by  the  aid  of  which  the  direction  of  a  chain  within 
its  abutments  is  changed,  do  not  require  rollers,  though  they  must 
be  capable  of  sliding  to  an  extent  sufficient  to  admit  of  the  expan- 
sion and  contraction  of  the  chain.  This  has  been  effected  by 
making  them  rest  on  a  bed  about  4  or  5  inches  thick,  consisting  of 
layers  of  asphalted  felt 

As  wire  cables,  from  their  great  extent  of  surface,  require  more 
care  in  order  to  prevent  them  from  rusting  than  bars,  it  is  generally 
considered  advisable  that  chains  made  of  bars  should  always  be 
used  within  the  abutments  of  suspension  bridges,  although  to  the 
outer  ends  of  such  chains  wire  cables  of  equal  strength  may  be 
attached.  The  cavities  and  passages  containing  these  anchoring 
chains  and  their  fastenings  ought  to  be  accessible  for  purposes  of 
examination,  painting,  and  repair. 

V.  Oscillations  and  Means  of  Checking  them. — A  suspension 
bridge  consisting  simply  of  abutments,  piers,  chains,  vertical  sus- 
pending-rods,  and  load,  is  free  to  oscillate  both  vertically  and 
horizontally,  the  vertical  oscillations  consisting  in  a  wave-like 
motion  of  the  chains  and  platform.  Every  impulse  applied  to  the 
bridge  causes  a  series  of  oscillations  of  extent  proportional  to  the 
impulse,  which  go  on  until  they  are  gradually  extinguished  by 
friction;  and  the  application  of  a  series  of  impulses  at  intervals 
which  are  commensurable  with  the  periodic  time  of  oscillation  of 

2p 
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the  bridge  causes  the  extent  and  the  consequent  straining  effect  of 
the  oscillations  to  go  on  continually  increasing;  so  that  a  long 
series  of  successive  impulses  of  very  small  amount,  occurring  at 
regular  intervals,  may  be  sufficient  to  endanger  or  destroy  a  very 
strong  suspension  bridge.  Such  is  known  to  be  the  effect  of  the 
regular  tread  of  soldiers  in  marching;  and,  therefore,  when  they 
approach  a  suspension  bridge,  they  must  be  instructed  to  break  into 
an  irregular  step. 

Storms  of  wind  cause  oscillations,  both  vertical  and  horizontal, 
which  have  sometimes  proved  very  destructive. 

Although  the  oscillation  of  suspension  bridges  cannot  be  wholly 
prevented,  it  may  be  very  efficiently  checked  by  means  of  a  system 
of  oblique  stays,  which  may  either  be  external  to  the  framework  of 
the  bridge,  or  be  contained  within  it 

As  an  example  of  a  mixed  system  of  external  and  internal  stays 
may  be  taken  that  of  the  Niagara  Suspension  Bridge.  In  it  there 
are  120  stays,  which  may  be  described  as  "guy-ropes;"  they  are 
iron  ropes,  each  of  a  sectional  area  which  is  about  1  -200th  part  of  the 
joint  sectional  area  of  the  four  main  cables;  some  of  them  extend 
obliquely  downwards  from  the  saddles  on  the  top  of  the  piers  to  the 
platforms ;  others  extend  obliquely  downwards  and  sideways  from 
the  lower  platform  to  various  points  of  the  rocks  on  which  the  piers 
stand.  The  upper,  or  railway  platform,  and  the  lower,  or  road  plat- 
form, constitute  respectively  the  top  and  bottom  of  a  tubular  lattice 
girder  24  feet  broad  and  18  feet  deep,  with  timber  booms  and 
uprights  diagonally  braced  both  horizontally  and  vertically  with 
iron.     (See  fig.  265,  p.  581.) 

Every  well-constructed  suspension  bridge  has  its  platform  stif- 
fened horizontally  by  diagonal  bracing;  as  to  the  action  of  which, 
see  Article  336,  p.  467.  V  ertical  diagonal  bracing  is  very  generally 
used  to  give  vertical  stiffness:  this  will  be  considered  more  in 
detail  further  on. 

In  order  to  stiffen  two  suspension  bridges  in  the  Isle  of  Bourbon, 
the  elder  Brunei  tied  the  platforms  down  to  a  set  of  inverted  chains 
(called  "counter-chains")  whose  total  sectional  area  is  about  one- 
third  of  that  of  the  main  chains. 

Suspension  bridges  with  sloping  rods  are  stiffer  than  those  with 
vertical  rods. 

VI.  Bracing  to  resist  a  heavy  Travelling  Load. — Various  methods 
have  been  proposed,  and  partially  tried,  to  enable  a  suspension 
bridge  to  resist  the  action  of  a  heavy  travelling  load,  such  as  a 
railway  train,  without  undergoing  more  disfigurement  than  a  girder. 
In  order  to  make  such  methods  effect  their  purpose  completely  in 
bridges  of  several  bays,  the  chains  must  be  made  fast  to  piers  of 
sufficient  strength  and  stability,  as  described  in  p.  576. 
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(1.)  Auxiliary  Girders.^-These  are  a  pair  of  straight  girders  of 
any  convenient  construction  (such  as  the  plate,  the  zig-zag,  or  the 
lattice)  hung  from  the  chains  by  the  suspending-rods,  and  support- 
ing the  cross  joists  of  the  platform.  A  sketch  of  an  auxiliaiy 
girder  is  shown  in  fig.  263.  It  should  be  not  merely  supported  at 
each  end,  but  fastened  down,  as  there  are  certain  positions  of  the 
rolling  load  which  tend  to  lift  one  of  its  ends.  It  should  not,  how- 
ever, be  fixed  in  direction  there.     In  order  to  enable  it  to  act  with 


Fig.  263. 


the  greatest  efficiency,  it  should  be  hinged  at  the  middle  of  the 
span,  which  may  be  effected  by  making  it  in  two  halves,  connected 
together  by  means  of  a  cylindrical  pin  of  dimensions  sufficient  to 
bear  the  shearing  stress,  which  will  presently  be  stated.  The  object 
of  this  is  to  annul  the  straining  action  which  would  otherwise 
arise  from  the  deflection  and  expansion  of  the  chain. 

This  precaution  having  been  observed,  the  greatest  bending 
action  on  the  auxiliary  girder  will  be  that  due  to  half  the  rolling 
loady  upon  a  girder  of  one-half  of  the  span  of  the  chain;  and  the 
greatest  shearing  action,  which  will  take  place  at  the  central  pin, 
and  at  each  point  of  support,  will  be  equal  to  one-eighth  of  the  roll- 
ing load  over  the  whole  span.     That  is  to  say,  in  symbols, 

Jjst  «/  be  the  greatest  rolling  load  per  unit  of  span ; 
x,  the  half  span; 
M,  the  moment  of  the  greatest  bending  action  on   the 

auxiliary  girder; 
F,  the  greatest  shearing  force ;  then 

M=4£ <w 


F  =  ^?. (8.) 


Each  half  of  the  auxiliary  girder  is  accordingly  to  be  designed 
as  if  for  a  girder  of  the  span  a?,  under  an  uniformly  distributed 
load  of  the  intensity  w  +  2;  regard  being  had  to  the  fact  that 
such  load  acts  alternately  upwards  and  downwards,  so  that  each 
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piece  of  the  girder  must  be  capable  of  acting  alternately  as  a  strut 
and  as  a  tie,  under  equal  and  opposite  stresses. 

If  the  girder  is  not  hinged,  but  continuous,  at  the  middle  of  the 
span,  it  should  be  made  capable  of  bearing  a  bending  action  whose 
moment  is 

M  =  ^; (9.) 

and  not  to  go  into  unnecessary  nicety  of  calculation,  the  cross- 
section  capable  of  resisting  that  moment  may  be  continued  uni- 
formly throughout  the  middle  half  of  the  stiffening  girder.* 

(2.)  By  Diagonally-Braced  Pairs  of  Chains, — This  system  is  repre- 
sented in  fig.  264.  In  order  that  the  two  chains  may  be  affected 
alike  by  the  expansive  action  of  heat,  their  curvatures  should  be 
equal;  in  other  words,  their  vertical  distance  apart  should  be  the 
same  throughout  the  whole  span.     If  that  vertical  distance  be 


Fig.  264. 


made  equal  to  half  the  depression  of  each  chain,  no  additional 
material  will  be  required  in  the  chains  beyond  what  is  necessary  to 
support  a  travelling  load  over  the  whole  span.  The  diagonal 
braces  should  be  capable  of  acting  as  struts  and  ties  alternately, 
under  stresses  computed  as  for  an  auxiliary  girder.  Material 
would  be  saved  by  this  mode  of  stiffening,  as  compared  with  the 
auxiliary  girder;  but  it  would  probably  be  less  efficient  ami 
durable,  as  the  alteration  of  the  curvature  of  the  chains  by  heat 
and  cold  would  tend  to  strain  and  loosen  the  joints  of  the  braces. 

(3.)  By  Diagonal  Bracing  between  the  Glvains  and  Platform^ — 
This  case  is  to  be  treated  as  a  braced  iron  arch  inverted,  with  the 
action  of  each  force  reversed;  so  that  the  formulae  of  Article 
380,  pp.  567  to  570,  and  of  Article  379,  equations  3,  4,  5, 
pp.  563,  564,  may  be  applied.  This  method  of  stiffening  will 
not  be  efficient,  unless  the  weight  of  the  platform  bears  such  a  pro- 
portion to  the  rolling  load  as  to  prevent  any  suspending-rod  from 
being  subjected  to  thrust;  and  that  such  may  be  the  case,  the 
result  of  equation  4,  p.  564,  should  be  negative,  or  nothing,  for  each 
such  rod.     It  is  also  open  to  the  same  objections  with  method  (2.) 

"  See,  on  this  question,  the  Civil  Engineer  and  Architects'  Journal  for  November 
and  December,  1860;  also,  A  Manual  tf  Applied  Mechanic*,  second  edition,  p.  875 
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(4)  By  Tension  Ribs. — Mr.  &  A.  Cowper  has  proposed  to  use, 
instead  of  flexible  chains  or  cables,  stiff  wrought  iron  ribs,  like 
inverted  arches. 

The  theory  of  the  action  of  the  load  on  such  "  tension  ribs"  is 
precisely  the  same  as  in  the  case  of  ordinary  arched  ribs  (see 
Article  374,  p.  537),  except  that  every  force  is  reversed,  tension 


Kg.  265.— [Niagara  Falls  Bridge,  from  a  Photograph.] 

being  substituted  for  thrust,  and  thrust  for  tension  (if  any).  In 
order  to  annul  the  straining  action  of  the  yielding  of  the  piers,  and  of 
changes  of  central  deflection  and  temperature,  those  ribs  should  be 
hinged  at  the  middle  and  at  the  points  of  support;  in  which  case 
all  the  formulae  of  Article  374,  Case  IV.,  p.  541,  become  applicable 
to  them,  with  the  modification  stated  above. 
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383.  PwfwiitM  «r  Weight  t»  iMi  la  im  BHd««fc— In  Article 
167,  p.  263,  the  general  principles  have  been  explained  according 
to  which  the  weight  of  a  beam  intended  to  cany  a  given  load  can 
be  approximately  determined  before  designing  the  beam.  The 
examples  there  given,  however,  are  applicable  to  simple  beams 
only,  in  which  every  portion  of  the  material  directly  contributes  to 
the  resistance  to  the  bending  and  shearing  action  of  the  load.  In 
Urge  iron  bridges  there  are  many  parts  which  do  not  directly  con- 
tribute to  that  resistance,  but  which,  being  necessary  for  the  con- 
nection or  staying  of  the  parts  which  do  so,  are  essential  parts  of  the 
structure;  and  they  increase  its  weight  in  a  proportion  which 
ranges  in  various  practical  examples  from  once  and  a-half  to 
double. 

To  deduce  from  practical  examples  a  formula  for  computing  the 
probable  ratio  which  the  weight  of  the  superstructure  of  a  bridge  of 
a  given  design  will  bear  to  the  external  load,  the  following  data, 
from  an  existing  bridge  of  similar  design,  are  required : — 

I,  the  span  in  feet ; 

B,  the  gross  weight  of  the  superstructure,  either  in  all  or  per 
foot  of  span; 

jg,  the  factor  of  safety  applicable  to  that  weight  (say  3); 

W',  the  greatest  working  travelling  load  (either  over  all  or 
per  foot  of  span)  consistent  with  a  proper  factor  of  safety  8X 
(say  6).  This  is  not  to  be  taken  from  the  actual  travelling 
load,  but  computed  as  follows: — Let  W  be  the  calculated 
breaking  load ;  then 

W  =  ^=*J?. (1.) 

*i 

From  these  data  compute  the  following  quantity : — 

'  L='(1+^> w 

then,  for  any  other  bridge  of  similar  design  and  proportions,  the 
probable  proportion  of  the  weight  of  the  superstructure  to  the 
greatest  working  travelling  load  is  given  by  the  formula, 

lr-trb « 

If  sx  =  6  and  8%  =  3,  these  formula  become  as  follows : — 

L  =  /(l+S-^)j (4.) 
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.(5.) 
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The  following  are  some  examples  of  values  of  L : — 

For  tubular  bridges,  not  continuous;  the  depth 
about    1-1 6th   of   the    span    (as  the  Conway       £ 
Bridge);  the  effective  section  two-thirds  of  the      Feet, 
whole  iron, 614 

For  tubular  bridges,  mean  depth  about  1-1 6th  of 
the  span,  continuous  over  piera ;  I  in  the  formulae 
denoting  the  span  of  the  greater  or  intermediate 
bay 8  (as  the  Britannia  Bridge), 760 

Warren  girder  bridges,  not  continuous,  with  cast 

iron  struts;  depth  about  l-15th  of  the  span,  ....       670 

Warren  girder  bridges,  not  continuous,  with  the 
frame  entirely  of  wrought  iron;  depth  about 
l-10th  of  the  span, 900 

Iron  arched  bridges ;  rise  about  l-9th  of  the  span,       630 

Wire  cable  suspension  bridge;  the  depression 
1-1 4th  of  the  span;  the  cables  4-10ths  of  the 
weight  of  the  superstructure ;  ultimate  tenacity 
of  fiie  wire  90,000  lbs.  per 'square  inch  (as 
Niagara  Falls  Bridge), 2000 

In  designing  railway  bridges,  W  is  in  general  assumed  to  be 
one  ton,  or  2,240  lbs.  per  lineal  foot  of  a  single  line.  For  bridges 
not  carrying  railways,  the  most  severe  moving  load  may  be  as- 
sumed to  be  that  of  a  closely  packed  crowd,  as  stated  in  Article 
335,  p.  466;  that  is,  120  lbs.  per  square  foot  of  platform,  so  that  in 
such  cases, 

W  =  120  lbs.  X  breadth  of  platform  in  feet 

For  a  bridge  with  two  platforms,  one  carrying  a  road  and  the 
other  a  railway,  those  two  loads  are  to  be  combined 


Section  V. — Of  Various  Metals  and  AUoys. 

384.  I***  is  used  in  engineering  works  as  a  covering  for  roofs 
(as  to  which,  Bee  Article  337,  p.  468),  as  a  material  to  fasten  iron 
cramps  into  masonry,  by  filling  up  the  cavities  between  them,  and 
sometimes  as  a  means  of  distributing  the  pressure  on  the  beds  of  arch- 
stones  (as  to  which,  see  Article  277,  p.  414).  As  to  its  tenacity  and 
heaviness,  see  the  tables  at  the  end  of  the  volume.  It  melts  at  a 
temperature  of  about  630°  Fahrenheit    When  a  fresh  surface  of 
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lead  Is  exposed  to  air  or  water,  it  becomes  coated  in  a  short  time 
with  a  thin  grey  film  of  oxide,  which  protects  the  metal  against 
farther  oxidation,  unless  some  acid  be  present  capable  of  dissolving 
the  oxide. 

385.  Ztec  is  used  for  covering  roofs  (see  Article  337,  p.  468),  and 
also  for  coating  pieces  of  iron  to  protect  them  against  oxidation. 
(See  Article  330,  p.  462.)  A  fresh  surface  of  zinc,  when  exposed 
to  the  air,  becomes  coated  with  a  thin  film  of  oxide,  which  protects 
the  metal  against  further  oxidation,  unless  an  acid  be  present  to 
dissolve  the  oxide.  The  coating  with  zinc,  or  "galvanizing,"  as  it 
is  called,  of  thin  pieces  of  iron,  such  as  sheets  and  wires,  makes 
them  more  ductile,  and  a  little  less  tenacious  than  before.  It  is 
effected  by  carefully  cleansing  the  surface  of  the  iron,  and  placing 
it  in  contact  with  a  solution  of  a  compound  of  oxide  of  zinc  and 
potash ;  the  negative  pole  of  a  galvanic  battery  is  connected  with 
the  piece  of  iron,  the  positive  pole  with  a  plate  of  zinc  immersed 
in  the  solution.  Zinc  melts  at  a  temperature  which  is  estimated  to 
be  about  700°  Fahrenheit  At  a  temperature  somewhat  above  a 
red  heat  it  evaporates,  and  is  then  highly  combustible. 

386.  Tim— Alley,  •t  Ti«.— Tin  melts  at  426°  Fahrenheit  It 
resists  oxidation  better  than  any  of  the  more  common  metals, 
except  gold  and  silver.  It  enters  readily  into  combination  with 
iron ;  and  it  is  by  immersing  well-cleansed  sheets  of  iron  in  melted 
tin  that  "tin  plate"  or  tinned  iron  is  prepared,  the  iron  being 
coated  with  a  layer  of  an  alloy  of  iron  and  tin,  which  passes 
gradually  into  pure  tin  at  its  outer  surface.  Although  tin  is  veiy 
soft  and  ductile,  most  of  its  alloys  with  other  metals  are  harder 
than  either  of  the  component  metals. 

387.  C**p«r. — As  to  the  tenacity  of  copper,  which  differs  con- 
siderably according  to  the  manner  in  which  the  metal  has  been 
treated,  see  the  table  at  the  end  of  the  volume.  It  is  diminished 
to  about  two-thirds  by  a  temperature  of  600°  Fahrenheit 

Copper  resists  oxidation  well,  owing  to  the  formation  over  its 
surface  of  a  film  of  verdigris,  or  carbonate  of  copper,  which  protects 
the  metaL  This  property,  together  with  its  great  strength, 
makes  it  an  useful  material  for  fastenings  of  timber  work  and 
masonry  in  situations  where  iron  would  be  rapidly  oxidated,  and 
where  the  cost  of  copper  fastenings,  being  from  six  to  eight  times 
that  of  iron  fastenings,  can  be  afforded. 

As  to  the  use  of  sheet  copper  for  covering  roofs,  see  Article  337, 
p.  468. 

388.  Breame. — Although  the  term  "  Brass"  is  popularly  applied 
to  all  the  alloys  of  copper,  those  in  which  it  is  combined  with  tin 
are  more  properly  called  Bronze.  These  compounds  are  harder 
than  copper,   to  a  degree  increasing  with  the  quantity  of  tin 
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which  they  contain,  np  to  a  proportion  which  gives  the  maximum 
of  hardness. 

In  order  that  bronze  may  be  of  good  quality,  as  regards  accuracy 
of  the  figure  of  castings,  soundness,  and  strength,  a  general  principle, 
applicable  to  all  alloys,  should  be  observed  in  its  composition, — the 
quantities  of  the  ingredients  should  bear  definite  atomic  proportions 
to  each  other.  When  this  rule  is  not  observed,  the  metal  produced 
is  not  a  homogeneous  compound,  but  a  mixture  of  two  or  more 
different  compounds  in  irregular  masses,  shown  by  a  mottled 
appearance  of  the  castings  when  broken ;  and  these  masses  being  dif- 
ferent in  expansibility  and  elasticity,  tend  to  separate  from  each 
other. 

The  following  is  a  list  of  some  of  the  principal  alloys  of  copper 
and  tin,  in  which  the  chemical  equivalents  of  those  metals  are 
assumed  to  be  respectively, 

Copper, 31-5 

Tin, 59 

Composition. 

By  Atoms.         By  Weight 

Copper.    Tin.    Copper.    Tin. 

{Bell-metal:  hard  and  brittle:  contracts 
6  1         189       59  <      in  cooling    from    its    melting  point, 

(      l-63d 
59    Hard  bronze. 

j  Bronze,  or  gun-metal :  contracts  in  cooling 
59  \     from  its  melting  point,  l-130th. 
59    Softer  bronze. 

As  the  table  of  tenacity  at  the  end  shows,  bronze,  or  gun-metal, 
is  twice  as  tenacious  as  good  ordinary  cast  iron,  and  as  tenacious  as 
copper  in  bolts,  while  at  the  same  time  it  is  harder  than  copper. 
It  is  much  used  in  machinery.  Lead  is  sometimes  present  in 
it  as  an  adulteration,  and  is  very  injurious  to  its  strength  and 
durability.* 

389.  Brass,  properly  speaking,  is  the  general  name  of  the  alloys 
of  copper  with  zinc.  They  are  weaker  than  copper  or  bronze,  but 
are  useful  from  their  fusibility  and  ductility.  The  following  is  a 
table  of  the  principal  alloys  of  copper  and  zinc,  in  which  the 
chemical  equivalents  assigned  to  those  metals  are, 

Copper, 315 

Zinc, 325. 

*  For  information  as  to  the  alloys  of  copper,  tin,  sine,  and  lead,  see  a  paper  in  the 
Manchester  Memoirs  for  I860,  by  Mr.  Craoe  Calvert  and  Mr.  Johnson. 
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Composition. 
Tiy  Atom*.  By  Weight 

Copper.   Zinc.   Copper.     Zinc. 

6         i         189       32  5     Hardened  copper, 
4         1         126       325     Malleable  brass. 

(  Ordinary  brass :  contracts  in  coolingfrom 
2         1  63       325  <      its  melting  point,  1 -60th.     Tenacity, 

(     see  table  at  end  of  volume. 
1         x       3*5       32'5     Prince  Rupert's  metal :  very  hard 

389  a.  Gold — Aarifer«as  iiwi. — According  to  some  recent  experi- 
ments, steel  is  increased  in  toughness  by  being  alloyed  with  a  small 
quantity  of  gold. 

(Addendum  to  Article  357,  p.  512.) 

389  B.   fltreMgtk  *f  Wraafbt  Iron  tuid  Steel, — 


T*n.~t+~  in  ik.  ^  UltimateExtenaion 

Description  of  Material.             TSftSL^  £\  fa  Fractlona  of 

the  Square  Inch.  j^^ 

Coleford  Gun-metal — 

Weakest, 108970]  '190 

Strongest, 160540  J  F.#  '030 

Mean  of  ten  sorts, 13734°)  *°72 

"  For  details,  see  the  Mechanics'  Magozm*  for  the  11th  October,  1861,  or  the 
E*gmeer  of  the  same  date. 
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CHAPTER  VL 

OF  VARIOUS  UNDERGROUND  AND  SUBMERGED  STRUCTURES. 


Section  L — Of  Twmda. 

390.  TumIi  fat  GoienL — Ajb  tunnels,  oompared  with  open  ex- 
cavations, are  an  expensive  and  tedious  class  of  works,  and  as  they 
form  inconvenient  portions  of  a  line  of  communication,  the  engineer 
should  study  to  avoid  the  necessity  for  them  as  far  as  possible. 
As  to  the  setting  out  of  tunnels,  see  Article  70,  p.  114. 
The  nature  of  the  strata  through  which  a  proposed  tunnel  is  to 
pass  should  be  carefully  ascertained,  not  only  by  means  of  borings 
and  shafts,  but  in  some  cases  also  by  means  of  horizontal  or  nearly 
horizontal  mines  or  drifts,  along  the  intended  course  of  the  tunnel. 
Shafts  and  drifts  will  be  further  described  in  the  ensuing  articles. 

The  most  favourable  material  for  tunnelling  is  rock  that  is  sound 
and  durable  without  being  very  hard.  Great  hardness  of  the 
material  increases  the  time  and  cost  of  tunnelling,  but  gives  rise  to 
no  special  difficulty.  A  worse  class  of  materials  are  those  which 
decay  and  soften  by  the  action  of  air  and  moisture,  as  some  clays 
do ;  and  the  worst  are  those  which  are  constantly  soft  and  saturated 
with  water,  such  as  quicksand  and  mud. 

In  choosing  the  site  of  a  tunnel,  regard  should  be  had,  not  only 
to  the  nature  of  the  material,  and  to  the  shortness  and  directness  of 
the  tunnel,  but  to  the  facility  for  getting  access  to  its  course  at 
intermediate  points  by  means  of  shafts  and  drifts. 

The  engineer  should,  as  far  as  possible,  avoid  curved  tunnels, 
especially  those  in  which  the  curvature  is  so  sharp  or  so  extensive 
as  to  prevent  daylight  from  being  seen  through  from  end  to  end. 

As  to  the  figures  of  tunnels  which  require 
a  lining  of  brickwork  or  masonry  to  prevent 
fragments  of  rock  from  falling  from  the  roof, 
or  to  sustain  the  pressure  of  earth,  and  as  to 
the  strength  and  stability  of  that  lining,  see 
Article  297  a,  pp.  433  to  435.  Fig.  266  is  an 
example  of  the  elliptic  form  described  in  that 
article,  with  an  inverted  arch  E  C  £  at  the 
floor.  The  parts  F  G,  G  F,  of  the  base, 
Fig.  266.  which  directly  bear  the  side- walls  and  their 
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load,  are  horizontal.     0  is  the  centre  of  the  ellipse  E  B  A  B  E, 
B  B  the  minor  axis,  A  O  C  about  three-fourths  of  the  major 


Tunnels  made  in  rock  that  is  so  sound  as  not  to  require  a 
lining  of  masonry  or  brickwork  to  prevent  pieces  of  it  from  falling 
in,  maybe  made,  if  the  rock  is  igneous,  of  almost  any  shape  that  is 
most  convenient  for  the  traffic.  The  elliptical  or  horse-shoe  form 
already  described,  is,  however,  generally  adopted  for  the  sides  and 
top,  the  floor  being  leveL  In  stratified  rocks,  the  strongest  form 
for  the  roof  is  that  of  a  pointed  arch ;  though  a  flat  roof  has  been 
used  where  the  rock  consists  of  thick  layers,  and  has  few  natural 
joints. 

In  ordinary  tunnels,  measured  within  the  masonry  or  brickwork, 
the  dimensions  of  most  common  occurrence  i 


Height  Width. 

For  single  lines  of  railway,  20  ft.  15ft. 

For  double  lines  of  railway,  24  ft.  from  24  ft.  to  30  ft. 

For  navigable  canals, from  14  ft.  to  30  ft,  from  14  ft  to  30  ft. 

The  smaUness  of  tunnels  for  water-conduits  and  drains  is  limited 
by  the  least  dimensions  of  the  space  in  which  miners  can  woik 
efficiently;  that  is,  about  4£  feet  high  and  3  feet  wide. 

The  best  source  of  information  on  the  construction  of  tunnels  is 
Mr.  F.  W.  Simms's  work  On  Practical  Tunnelling. 

391.  Skate  «r  Pit* — Shafts  or  pits  are  sunk  for  three  purposes : 
to  ascertain  the  nature  of  strata  to  be  excavated,  as  already 
mentioned  in  Article  187,  p.  331,  when  they  are  called  tried 
shafts;  to  give  access  to  a  tunnel  when  in  progress,  for  the  pur- 
pose of  carrying  on  the  work,  removing  the  material  excavated, 
admitting  fresh  and  discharging  foul  air,  and  pumping  out  water, 
when  they  are  called  toothing  shafts;  to  admit  light  and  fresh  air 
at  intervals  to,  and  remove  foul  air  from,  a  tunnel  when  completed, 
when  they  are  called  permanent  shafts. 

L  Trial  Shafts  are  in  general  sunk  at  or  near  the  centre  line  of 
the  proposed  tunnel.  Their  transverse  dimensions  are  fixed  mainly 
with  a  view  to  convenience  in  sinking  them.  Six  feet  is  an  ordinary 
diameter  for  a  round  trial  shaft;  six  feet  by  four  are  ordinary 
dimensions  for  rectangular  shafts.  The  shape  is  regulated  by  the 
material  to  be  used  in  lining  the  shaft,  being  rectangular  in 
timbered  shafts,  and  cylindrical  in  those  that  are  stewed  or  lined 
with  stone  or  brick. 

The  number  and  distance  apart  of  trial  shafts  are  to  be 
determined  after  previous  boring,  in  the  same  manner  as  for  a 
deep  cutting  (Article  187,  pp.  331,  332);  that  is  to  say,  no  general 
rule  can  be  laid  down  on  the  subject;  but  the  engineer  must,  to 
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the  best  of  his  judgment,  sink  such  shafts  as  are  necessary  in  order 
to  give  him  an  accurate  knowledge  of  the  strata  to  be  excavated 

II.  Working  Shafts  may  be  either  rectangular  or  round.  Their 
usual  transverse  dimensions  range  from  6  feet  to  9  feet;  the  greater 
diameter  is  advantageous,  because  of  its  admitting  of  large  quantities 
of  material  being  raised  and  lowered  at  a  time.  Their  distance 
apart  varies,  in  ordinary  cases,  from  50  to  300  yards.  In  some 
cases,  however,  it  has  been  found  necessary  to  place  them  as  close  as  20 
or  30  yards  apart,  for  the  purpose  of  discharging  foul  air;  while  in 
other  cases  the  height  of  the  ridge  to  be  tunnelled  through  has 
rendered  the  sinking  of  shafts  impracticable  for  very  long  distances. 
An  extreme  example  of  the  last  case  is  the  tunnel  now  in  progress 
through  Mont  Cenis,  which,  when  complete,  will  be  eight  miles 
long,  and  which  must  be  excavated  entirely  from  the  two  ends, 
without  the  aid  of  shafts. 

The  range  of  working  shafts  of  a  tunnel  may  lie  either  along  its 
centre  line,  or  in  a  line  parallel  to  the  centre  line,  at  an  uniform 
distance  to  one  side.  When  the  latter  system  is  adopted,  the 
object  is  to  keep  the  shafts  clear  of  the  excavation  and  building  of 
the  tunnel,  with  which  they  are  connected  by  cross  drifts. 

When  a  working  shaft  is  to  be  used  in  order  to  drain  the  tunnel 
of  water  as  the  work  proceeds,  it  is  sunk  to  such  a  depth  below  the 
bottom  of  the  excavation  as  to  form  a  sufficient  reservoir  for  water, 
called  a  "  sump?  from  which  the  water  is  raised  by  a  windlass  and 
buckets,  or  by  a  pump.  The  most  convenient  form  of  bucket  is 
one  that  is  hung  in  a  stirrup  by  a  pair  of  trunnions  whose  axis 
nearly  traverses  the  centre  of  gravity  of  the  bucket  When 
lowered,  the  bucket  is  held  upright  by  a  catch ;  and  after  it  has  been 
raised,  the  removal  of  the  catch  allows  it  to  be  easily  tilted  over,  in 
order  to  discharge  the  water. 

III.  Permanent  Shafts  are  in  general  working  shafts  that  have 
been  made  permanent  parts  of  the  structure,  the  brick  lining  of 
each  being  supported  on  a  permanent  curb,  or  suitably  formed  ring 
of  brickwork,  or  of  cast  iron,  surrounding  a  circular  orifice  in  the 
roof  of  the  tunnel.  The  top  of  each  shaft  is  protected  by  being 
surrounded  with  a  wall,  and  covered  with  a  grating. 

Permanent  shafts  are  occasionally  met  with  of  a  diameter  as 
great  as,  or  greater  than,  that  of  the  tunnel.  For  example,  the 
shafts  at  the  ends  of  the  Thames  tunnel  are  50  feet  in  diameter ; 
the  tunnel  itself  consisting  of  a  pair  of  archways,  each  14  feet 
in  clear  width,  and  the  entire  width  of  passages  and  brickwork 
being  37£  feet 

IV.  Sinking  Shafts  in  sound  rock  is  performed  simply  by  the 
operations  of  blasting  and  quarrying,  as  already  described  in 
Article   207,   p.    344.     In  order  to  be  safe  from  the  effects  of 
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explosions,  the  workmen  should  ascend  to  a  height  of  50  or  60  feet 
above  the  bottom  of  the  shaft  (if  it  is  so  deep),  before  each  blast  is 
iSred.  The  noxious  fumes  produced  by  the  powder  may  be  partially 
dispersed  or  absorbed  by  dashing  in  a  bucket  of  water;  but  a  more 
efficient  plan  of  ventilation,  especially  in  deep  shafts,  is  either  to 
extract  the  foul  air  through  a  sheet  iron  tube  leading  up  to  a 
furnace  or  to  an  exhausting  fan,  or  to  blow  fresh  air  down  by 
means  of  a  fan  through  such  a  tube. 

Ventilating  apparatus  is  indispensable  when  foul  air  (such  as 
carbonic  acid  gas,  or  "  choke  damp ")  or  inflammable  gas  ("  fire 
damp")  is  disengaged  from  the  strata  that  are  traversed  by  the 
shaft. 

When  water  flows  into  the  shaft,  it  is  to  be  collected  at  the 
bottom  in  a  "  sump"  or  well  of  smaller  diameter  than  the  shaft, 
and  raised  by  buckets,  or  by  pumping,  either  to  the  surface  of  the 
ground  or  to  some  drift  through  which  it  can  be  discharged. 

V.  Sinking  Timbered  Shafts. — A  shaft  sunk  through  soft 
materials,  or  through  loose  rock,  must  be  lined  with  timber, 
masonry,  or  brickwork. 

The  principal  pieces  in  the  timbering  of  a  shaft,  as  well  as  in  the 
timbering  of  drifts,  tunnels,  and  underground  excavations  in  general, 
may  be  distinguished  into  props,  which  are  struts  or  posts,  either 
vertical  or  raking,  and  usually  of  round  timber;  sills  and  bars,  being 
horizontal  pieces,  sometimes  round  and  sometimes  squared;  and 
deading  or  boards.  Props  are  combined  with  sills  or  bars  into  frame- 
work simply  by  abutting  joints  at  their  ends, 
which  are  made  fast  in  their  places  by  the 
aid  of  spikes  called  "brobs?  of  the  shape 
shown  in  fig.  267,  and  usually  about  6  inches 
long.  Fig.  268  represents  the  foot  of  a  prop 
resting  on  a  sill,  and  made  fast  with  four 

brobs,  of  which  tl)ree  are  shown.     The  shape  

of  the  head  of  a  brob  enables  it  to  be  knocked  Fig.  267.        Fig.  268. 
out  as  easily  as  it  is  driven  in. 

Fig.  269  is  a  section  of  a  square-timbered  shaft  of  about  9  feet 
square.  The  timbering  consists  of  horizontal  square  frames  or  "  set- 
tings "one  at  every  six  feet  of  depth  or  thereabouts,  each  made  of  four 
square  sills  of  12  inches  X  12  inches,  supported  by  round  props  of 
8  or  9  inches  diameter,  and  clad  outside  with  vertical  "poling 
boards"  of  3  inch  deal.  The  shaft  having  been  sunk  and  timbered 
as  far  as  the  earth  will  stand  for  a  time  vertical,  the  further  sinking 
is  effected  as  follows : — In  the  centre  of  the  bottom  of  the  shaft  a 
small  pit  is  dug,  at  the  bottom  of  which,  at  A,  is  laid  a  small  plat- 
form of  boards;  then  by  cutting  notches  in  the  sides  of  the  pit, 
"raking props"  such  as  those  shown  by  dotted  lines,  are  inserted; 
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their  lower  ends  abutting  against  a  "fooMock"  at  A,  and  their 
upper  ends  against  the  lowest  setting,  so  as  to  give  it  a  temporary 
support.  The  pit  is  then  enlarged  to  the  dimensions  of  the  shaft 
above;  vertical  poling  boards  are  set  up  against 
its  sides,  with  their  upper  ends  behind  the  tem- 
porarily supported  square  setting,  and  their  lower 
ends  behind  a  new  square  setting,  laid  on  the  bot- 
tom of  the  excavation;  vertical  props  are  inserted 
between  those  settings,  and  made  feist;  the  raking 
props  and  their  foot-blocks  are  taken  away;  a 
new  small  pit  is  dug,  and  so  on  as  before.  Care 
should  be  taken  that  the  earth  presses  firmly 
against  the  poling  boards.  Should  streams  of 
water  come  in  through  the  chinks  between  the 
boards,  the  tendency  of  those  streams  to  carry  with 
them  particles  of  sand,  and  so  to  leave  cavities  in 
the  earth,  may  be  counteracted  by  stuffing  straw 
behind  the  boards. 
YI.  Sinking  Stone  or  Brick-lined  Shafts  (which  are  usually 
cylindrical)  may  be  effected  in  two  ways;  by  "underpinning"  or 
by  a  "  drum-curb" 

To  sink  a  shaft  by  underpinning y  it  is  first  dug  as  deep  as  the 
earth  will  stand  vertical  At  the  bottom  of  the  excavation  is  laid  a 
"  curb;"  that  is,  a  fiat  ring,  whose  internal  diameter  is  equal  to  the 
intended  clear  diameter  of  the  shaft,  and  its  breadth  equal  to  the 
thickness  of  the  brickwork  (usually  9  inches).  It  is  made  of  oak  or 
elm  planks  3  or  4  inches  thick,  either  in  one  layer  fished  at  the 
joints  with  iron,  or  in  two  layers  breaking  joint,  and  spiked  or 
screwed  together.  On  this,  to  line  the  first  division  of  the  shaft,  a 
cylinder  of  brickwork  is  built  in  hydraulic  mortar  or  cement.  In 
the  centre  of  the  floor  is  dug  a  small  pit,  as  described  in  Division 
V .  of  this  article,  at  the  bottom  of  which  a  platform  and  foot-blocks 
support  raking  props,  which  are  inserted  to  give  temporary  support 
to  the  curb  with  its  load  of  brickwork;  the  pit  is  enlarged  to  the 
diameter  of  the  shaft  above;  on  the  bottom  of  the  excavation  is 
laid  a  new  curb,  on  which  is  built  a  new  division  of  the  brickwork, 
giving  permanent  support  to  the  upper  curb ;  the  raking  props  and 
their  foot-blocks  are  removed ;  a  new  pit  is  dug,  and  so  on  as  before. 
Care  should  be  taken  that  the  earth  is  firmly  packed  behind  the 
brickwork,  and  that  the  shaft  is  carried  down  truly  vertical. 

A  Drum  Curb  (fig.  270),  which  may  be  made  of  timber  or  of  cast 
iron,  consists  essentially  of  a  fiat  ring  for  supporting  the  brickwork, 
and  of  a  vertical  hollow  cylinder  or  drum,  of  the  same  outside 
diameter  as  the  brickwork,  supporting  the  ring  on  its  upper  edge,  and 
bevelled  to  a  sharp  edge  below.     The  drum  may  be  strengthened 
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if  necessary  by  an  additional  ring,  and  its  connection  with  the  rings 
made  more  secure  by  brackets,  as  shown  in  the  figure. 

When  the  shaft  has  been  sunk  as  far  as  the  earth  will  stand 
vertical,  the  drum-curb  is  lowered  into  it,  and  the  building  of  the 
brick  cylinder  commenced,  care  being  taken  to 
complete  each  course  of  bricks  before  laying 
toother,  in  order  that  the  curb  may  be  equally 
loaded  all  round.  The  earth  is  dug  away  from 
the  interior  of  the  dram;  and  this,  together 
with  the  gradually  increasing  load  of  brickwork, 
causes  the  sharp  lower  edge  of  the  drum  to  sink 
into  the  earth;  and  thus  the  digging  of  the  shaft 
at  the  bottom,  the  sinking  of  the  drum-curb,  and 
the  brick  lining  which  it  carries,  and  the  build-  Fig-  270. 

ing  of  the  brickwork  at  the  top,  go  on  together. 

Great  care  must  be  taken  so  to  regulate  the  digging  that  the 
shaft  shall  sink  vertically. 

Should  the  friction  of  the  earth  against  the  outside  of  the  shaft  at 
length  become  so  great  as  to  stop  its  descent,  before  the  requisite 
depth  is  attained,  a  smaller  shaft  may  be  sunk  in  the  interior  of  the 
first  shaft.     A  shaft  so  stopped  is  said  to  be  "  earth-fast" 

VIL  Temporary  Support  of  Working  Shafts. — When  a  working 
shaft  ia  sunk  in  the  centre  line  of  an  intended  tunnel,  it  is  obvious 
that  the  completion  of  the  excavation  for  the  tunnel  will  remove 
the  support  from  below  the  lining  of  the  shaft,  which  support  will 
only  be  replaced  when  the  arching  of  the  tunnel  is  completed. 

There  are  two  modes  of  giving  temporary  support  to  the  shaft, 
from  below  and  from  above. 

fapport  from  below  is  given,  if  the  ground  is  solid  enough,  by 
nans  of  a  pair  of  strong  parallel  sills,  say  15  inches  square,  and  10 
feet  longer  than  the  intended  span  of  the  tunnel  Each  of  these  is 
sent  down  the  shaft  in  three  pieces,  which  are  inserted  into  small 
horizontal  drifts  running  at  right  angles  to  the  line  of  tunnel,  about 
3  or  4  feet  above  its  intended  roof,  and  are  there  scarfed  together. 
The  drifts  are  then  rammed  up.  The  distance  between  the  two 
nils  is  equal  to  the  clear  width  of  the  shaft.  They  support  a  square 
frune,  which  supports  the  lowest  curb  of  the  part  of  the  shaft  to  be 
carried. 

Should  the  material  be  too  soft  to  admit  of  this  mode  of  support, 
the  two  sills  (each  of  which  may  now  be  in  one  piece)  are  to  be 
uid  on  the  surface  of  the  ground  over  the  mouth  of  the  shaft  across 
the  Hue  of  tunnel,  and  somewhat  closer  together  than  the  width  of 
the  shaft  The  lower  end  of  the  shaft  is  carried  by  a  strong 
▼ooden  frame,  which  is  hung  from  the  two  sills  by  means  of  four 
wrought  iron  suspending-rods  or  chains. 

2<j 
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The  part  of  the  shaft  thus  temporarily  supported  is  generally 
lined  with  brick;  the  part  below  the  temporary  support  is  lined 
with  timber,  which  is  removed  in  the  course  of  the  excavation 
of  the  tunnel. 

392.  Drift*  HIm*  «r  Hcadtej*  are  small  horizontal  or  inclined 
underground  passages,  made  in  order  to  explore  the  strata  in  the 
line  of  an  intended  tunnel,  to  drain  off  water,  and  to  facilitate  the 
ranging  of  the  line  and  levels  and  setting  out  of  the  works  (see 
Article  70,  p.  114),  the  access  of  the  workmen,  and  the  transport 
of  materials;  and  for  the  last-mentioned  purpose  they  are  often 
furnished  with  Bmall  temporary  railways. 

I.  Positions  of  Principal  Headings. — The  working  shafts  of  a 
tunnel  are  almost  always  connected  together  by  means  of  a  head- 
ing, which  accordingly  runs  either  along  or  parallel  to  the  centre 
line  of  the  tunnel.  In  some  cases  the  heading  runs  along  the 
centre  line,  while  the  working  shafts  lie  at  one  side,  and  are  con- 
nected with  the  main  heading  by  cross  headings. 

When  a  tunnel  runs  through  a  steep  hill,  near  or  parallel  to  one 
of  the  sides  of  the  hill,  cross  headings  opening  above  ground  at  the 
hillside  may  be  used  instead  of  working  shafts;  but  such  cases 
seldom  occur. 

In  tunnelling  through  soft  and  wet  ground  the  most  convenient 
level  for  the  principal  heading  is  at  or  near  the  bottom  of  the 
tunnel.  In  hard  and  dry  materials  it  may  be  placed  near  the  roof. 
Other  positions  will  be  mentioned  farther  on. 

II.  The  least  Dimensions  of  a  Heading  in  which  miners  can  con- 
veniently work  are  about  3  feet  broad  and  4£  or  5  feet  high. 

III.  Headings  in  Solid  Rock  are  driven  by  blasting  and  quarry- 
ing, as  to  which,  see  Article  207,  p.  344. 

Machinery  has  been  used  for  driving  headings.  The  most 
remarkable  is  that  employed  at  the  tunnel  now  in  progress  through 
Mont  Cenis  (see  p.  590).  It  consists  of  a  number  of  horizontal 
jumpers,  driven  at  the  rate  of  about  200  blows  per  minute,  by 
machinery  which  is  moved  by  compressed  air,  conveyed  into  the 
mine  through  a  pipe.  The  air  is  supplied  and  compressed  by 
hydraulic  machinery  near  the  outer  end  of  the  mine.  As  in 
jumping  by  hand,  each  jumper  makes  a  portion  of  a  turn  after  each 
blow.  By  the  use  of  eight  jumpers  for  six  hours,  from  60  to  70 
holes  of  3  feet  long  and  11  inch  diameter  are  made  in  the  face  of 
the  rock  at  the  end  of  the  mine;  those  holes  are  then  used  for 
blasting  the  rock  by  gunpowder ;  and  the  progress  at  present  made 
is  about  a  yard  in  length  in  ten  hours,  of  a  heading  measuring  from 
10  to  13  feet  in  breadth  and  from  6£  to  10  feet  in  height.  The  air 
used  to  drive  the  jumping  machines  is  said  to  be  sufficient  to 
ventilate  the  mine. 
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IV.  Timbered  Headings. — Headings  in  loose  and  soft  materials 
are  lined  with  timber,  the  principal  parts  of  the  timbering  being, 
as  in  other  cases  of  the  timbering  of  excavations,  horizontal  pieces, 
props,  and  poling  boards.  Fig.  271  is  a  longitudinal  section  of  a 
heading  in  earth  proceeding  in  the  direction  shown  by  the  arrow. 
The  frames,  or  "  settings,"  are  placed  at  from  2  to  3  feet  apart,  and 
are  made  of  round  timber  5  or  6  inches  in  diameter,  so  that  the. 
pieces  can  be  easily  handled  by  one  man.  The  section  shows  the 
ground-sills  resting  in  grooves  cut  in  the  floor,  the  props  stand- 
ing on  them,  the  upper  horizontal  pieces,  called  "  cap-sills," 
resting  on  the  props,  and  the  poling  boards  driven  between  the 
Bettings  and  the  sides  and  top  of  the 
excavation.  These  boards  are  usually 
from  |  inch  to  an  inch  thick.  In  run- 
ning sand  and  other  soft  and  wet 
materials,  poling  boards  are  laid 
under  the  bottom  sills  also,,  so  as 
completely  to  enclose  the  heading ;  and 
straw  is  packed  behind  the  boards, 
to  keep  sand  from  running  in  through 

the  chinks.  The  operations  of  carrying  the  heading  forward  are  as 
follows: — Drive  a  set  of  poling  boards  forward  into  the  earth, 
between  the  last  setting  and  the  forward  ends  of  the  last  set  of 
poling  boards;  then  excavate  the  earth  within  the  new  set  of 
boards,  and  insert  a  new  setting,  and  so  on. 

V.  Precautionary  Borings.  —  In  driving  a  mine  through 
ground  in  which  it  is  possible  that  cavities  containing  large 
quantities  of  water  may  be  encountered,  borings  ought  to  be 
carried  forward  both  directly  and  obliquely  in  advance  of  the 
mine,  in  order  that  the  neighbourhood  of  such  cavities  may  be 
ascertained  in  time  to  guard  against  sudden  outbreaks  of  water  into 
the  mine,  and  that  the  water  accumulated  in  them  may  escape  by 
degrees  and  without  danger  through  a  bore-hole.  This  precaution 
is  especially  necessary  in  approaching  old  pits,  mines,  or  tunnels, 
which  are  very  generally  found  to  be  full  of  water. 

VI.  The  Cost  and  Labour  of  Mining,  all  things  included,  such  as 
blasting,  timbering,  removing  water,  lights,  temporary  rails  and 
waggons,  <fe<x,  vary  from  five  times  to  twenty  times  the  cost  and 
labour  of  excavating  the  same  quantity  of  the  same  material  in  the 
open  air. 

393.  Tiuek  i«  Uwj  audi  S+lM  B»ck  are  in  general  excavated  by 
driving  a  heading  immediately  below  the  intended  roof  of  the 
tunnel,  from  which  heading  the  excavation  is  extended  sideways 
and  downwards1  by  blasting  and  quarrying. 

These  operations  require  labour  to  the  extent  of  from  three-fourths 
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of  a  day's  work  to  three  days'  work  of  a  miner  per  cubic  yard  of  rock, 
according  to  its  hardness,  being  considerably  more  than  is  required 
in  the  open  air. 

The  following  data,  on  the  authority  of  Seeker,  show  the  dis- 
tribution per  cent  of  the  cost  of  excavating  a  railway  tunnel  in 
Jura  limestone,  which  required  1*15  days'  work  of  a  minor  to 
excavate  each  cubic  yard  :-—• 

Workmen's  wages, 45  per  cent 

Blasting  powder,.... 15        „ 

*****> 3        » 

Lamp  oil, 8        „ 

Boring  tools, 29        „ 

™o        „ 

This  tunnel  advanced  at  the  rate  of  about  a  foot  per  day. 

394.  TuMb  te  Oty  wiammit*.  K«ck  require  brick  or  stone  arch- 
ing within,  to  guard  against  the  fall  of  portions  of  the  roo£  The 
most  convenient  way  to  make  them  is  in  general  to  commence  at  a 
heading  running  along  close  below  the  roof  of  the  excavation;  to 
extend  the  excavation  sideways  and  downwards  to  the  floor  at 
each  side  of  the  tunnel,  leaving  a  wall  of  rock  standing  in  the 
middle.  This  wall  is  used  as  a  pier  to  support  temporary  props 
(should  such  be  required)  for  the  roof  of  the  excavation,  and  also  to 
support  the  centres  for  the  arching,  which  is  carried  forward  as 
close  behind  the  excavation  as  the  convenience  of  working  will 
admit.  When  the  arching  is  complete,  and  the  centres  struck,  the 
central  wall  of  rock  is  cut  away. 

All  hollows  between  the  brickwork  and  the  rock  should  be  care- 
fully filled  with  concrete. 

The  labour  of  executing  brickwork  in  tunnels  (including  cost  of 
lights)  is  about  double  of  that  of  executing  the  same  quality  of 
brickwork  above  ground. 

395.  TuMidbi  te  s«ft  maieHalft,  whether  such  as  are  soft  from  the 
first,  or  such  as  become  soft  by  exposure  to  air  and  moisture,  like 
some  kinds  of  day,  require  timbering  to  support  the  sides  and  top 
of  the  excavation,  constructed  on  the  same  principles  with  that  of 
headings. 

In  such  tunnels  a  principal  heading  is  in  general  required  at  the 
level  of  the  floor,  for  purposes  of  drainage. 

The  excavation  of  the  tunnel  is  carried  on  in  various  ways;  that 
which  will  here  be  described  is  the  method  of  which  a  detailed 
account  is  given  by  Mr.  Simms  in  his  Practical  Tunnettmg,  as 
having  been  practised  at  Blechingley  tunnel  and  Saltwood  tunnel; 
the  former  in  blue  shale,  and  the  latter  in  sand 
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The  tunnel  is  executed  in  lengths,  each  of  about  IS  or  15  feet 
These  are  designated  as  follows,  in  the  order  in  which  they  are 
executed: — 

Side  lengths,  on  each  side  of  a  working  shaft 

Leading  lengths,  in  prolongation  of  the  tunnel  from  the  side  lengths. 

Junction  lengths,  where  two  portions  of  the  tunnel  meet  midway 
between  two  shafts. 

Shaft  lengths,  directly  under  the  working  shafts. 

The  first  operation  in  commencing  a  side  length,  leading  length, 
or  junction  length,  is  to  drive  a  heading  at  the  top  of  the  excavation, 
whose  roof  must  be  1^  or  2  feet  above  the  intended  top  of  the 
brickwork. 

From  that  heading  the  excavation  is  extended  sideways  and 
downwards  by  a  process  exactly 
like  that  of  driving  a  heading,  as 
shown  in  fig.  272,  which  is  a  cross- 
section  of  the  excavation,  after  it 
has  been  extended  a  short  distance 
to  the  right  of  the  top  heading.  The 
earth  is  supported  by  poling  boards, 
which  are  supported  by  strong  hori- 
sontal  timbers  called  bars,  8  or  10 
inches  in  diameter.  The  after  ends 
of  these  bars  are  supported, — 

In  side  lengths,  by  props  resting 
on  the  framework  of  the  working 
shaft; 

In  all  other  lengths,  by  the  top 
of  the  arch  of  the  previous  length ; 

And  they  are  kept  asunder  by 
four  or  five  short  struts  between 
each  pair.  The  forward  ends  of  the 
bars  rest  on  props,  each  of  which 
stands  on  a  foot-block. 

Fig.  273  is  a  longitudinal  section, 
showing  the  timbering  of  the  ex- 
cavation of  a  length  of  the  tunnel 
when  complete;  the  pieces  being 
numbered  in  the  order  in  which  they 
are  put  in. 

A  are  bars  already  mentioned, 
covered  with  poling  boards. 

B,  props  resting  on  foot-blocks,  and  covered  with  poling  boards. 
When  the  excavation  has  been  carried  down  to  the  level  of  these 
foot-blocks,  there  is  inserted— 
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C,  a  strong  sill  (say  13  inches  square),  sent  down  in  two  pieces 
and  scarfed  together.  It  extends  completely  across  the  excavation, 
and  1£  or  2  feet  into  the  earth  at  each  side;  and  at  first  rests  on 
the  earth. 

D,  props  inserted  so  as  to  rest  on  the  sill  C  and  support  the 
bars  A.     Places  are  now  cut  to  receive 

E,  struts,  2  or  3  in  number,  10  inches  in  diameter,  or  thereabouts, 
whose  forward  ends  abut  against  the  sill  C,  and  their  backward 
ends  in  Bide  lengths  against  the  timbering  of  the  shaft,  and  in 
other  lengths  against  notches  in  the  completed  brickwork. 

The  excavation  being  by  degrees  carried  down,  there  are  in- 
serted— 

F,  raking  props  below  the  sill  G,  standing  on  foot-blocks,  and 
covered  in  front  with  poling  boards.  When  the  excavation  has 
been  carried  down  to  the  level  of  the  foot-blocks,  there  is  inserted — 

G,  a  lower  sill,  similar  to  C ;  and  this  is  ultimately  supported 
and  kept  in  its  place  by  struts  I  and  raking  props  K,  in  the  same 
manner  with  C. 

L  is  part  of  the  bottom  heading. 

The  bottom  of  the  excavation  is  formed  with  great  accuracy  to 
receive  the  invert,  or  inverted  arch,  which  forms  the  base  of  the 
brickwork,  the  levels  being  set  out  as  described  in  Article  70, 
p.  11 6.  The  invert  and  side  walls  are  built  according  to  moulds,  as 
described  in  Article  252,  p.  392;  and  the  arch  of  thereof  upon 
centres,  consisting  of  three  ribs  under  each  length.  The  best 
centres  have  ribs  of  iron,  with  screws  under  each  laggin.  The 
centres  are  usually  supported  on  cross  sills,  which  are  themselves 
supported  partly  by  posts  resting  on  the  floor,  and  partly  by  their 
ends  being  inserted  into  holes  in  the  side  walls,  which  are  built  up 
after  the  centres  are  struck. 

After  the  brickwork  of  a  length  has  been  built,  most  of  the 
crown  bars  which  lie  above  the  arch  can  be  pulled  forward  so  as  to 
serve  for  the  next  length;  those  which  resist  this  must  be  left. 
All  spaces  between  the  brickwork  and  the  earth  must  be  carefully 
rammed  up. 

The  following  was  the  distribution  of  the  cost  of  Blechingley 
tunnel,  according  to  Mr.  Simms : — 

Materials.  Per  Cent 

Bricks, 30^ 

Cement, 11 

Timber, 11A 

Ironwork, 2I 

Miscellaneous, 6$ 

Carried  forward, _  62 
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Brought  forward, : 62 

Laboub. 

Mining — Shafts,  heading,  <kc., 3^ 

„  Tunnelling, 15! 

19 

Brickwork, 12 


Miscellaneous  Expenses, 
Such  as  tunnel  entrances,  culvert,  machinery, 

buildings,  inspection,  <fec, 7 

100 

The  total  cost  per  yard  forward  was  about  £72;  the  clear 
dimensions  of  the  tunnel  being  24  feet  X  24  feet,  and  the  brickwork 
from  1  foot  104  inches  to  3  feet  thick. 

The  form  of  cross-section  is  that  already  given  in  fig.  266, 

396.  Tknd  Froata—ltamtaafe. — A  tunnel  front  consists  of  span- 
dril  walls  above  the  arch,  and  wing  walls  at  each  side,  like  those 
of  a  bridga  To  secure  the  end  of  the  arch  against  the  tendency 
of  the  slope  of  earth  above  it  to  push  it  outwards,  it  may  be  tied 
beck  by  longitudinal  iron  rods  to  a  horseshoe-shaped  curb  of  cast 
iron,  built  into  the  brickwork  at  a  distance  back  from  the  front 
about  equal  to  the  height  of  the  tunnel. 

A  tunnel  which  has  no  invert  may  be  drained  by  means  of  a 
pair  of  side  drains,  like  a  cutting;  but  where  there  is  an  invert,  the 
main  drain  should  be  a  central  culvert,  of  which  the  invert  itself 
may  form  the  floor.  * 

A  catch -water  drain  should  divert  the  surface  water  which  might 
otherwise  flow  over  the  tunnel  front. 

397.  TuaeliiBs  te  hml — The  celebrated  tunnel  of  the  elder 
Brunei  under  the  Thames  consists  of  a  rectangular  mass  of  brick- 
work laid  in  cement,  37*5  feet  broad  and  22  feet  high,  containing  a 
Pair  of  parallel  horseshoe  archways,  each  14  feet  span  and  17  feet 
high,  which  are  connected  together  by  small  cross  archways  at 
intervals.  The  least  thicknesses  of  the  brickwork  are,  at  the  crown 
of  the  arch  2£  feet,  at  the  base  of  the  invert  2£  feet,  at  the  sides  3 
feet,  in  the  central  wall  3£  feet.  The  whole  mass  of  brickwork 
rest8  on  a  base  of  elm  planks  3  inches  thick 

In  driving  this  tunnel,  the  place  of  the  timbering  of  the  ex- 
cavation described  in  Article  395,  was  supplied  by  a  machine 
called  a  "  shield,"  which  was  pushed  on  in  advance  of  the  brick- 
work at  a  distance  of  about  eight  feet.  The  shield  was  of  the  same 
dimensions  with  the  mass  of  brickwork.    It  consisted  of  twelve 
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equal  and  similar  divisions  standing  vertically  side  by  side,  and 
capable  of  being  pushed  forward  to  a  short  distance  independently 
of  each  other.  Each  division  consisted  of  a  cast  and  wrought  iron 
frame  about  3  feet  broad  (to  allow  a  small  space  between  the 
frames),  containing  three  stages  for  workmen.  It  had  two  cast  iron 
feet,  resting  on  the  floor  of  elm  planks ;  on  these  feet  it  was  sup- 
ported by  a  pair  of  hinged  legs  of  lengths  adjustable  by  screws.  It 
had  an  iron  roof  extending  back  to  the  brickwork,  and  a  pair  of 
jack-screws  at  the  top  and  bottom,  abutting  against  the  front  end 
of  the  brickwork,  to  push  it  forward.  The  several  frames  were  con- 
nected together  by  hinged  arms,  nearly  vertical,  to  enable  them  to 
afford  support  to  each  other  when  required.  The  spaces  at  each  side 
of  the  shield,  extending  back  from  the  face  of  the  excavation  to  the 
brickwork,  were  guarded  by  iron  plates.  Each  frame  had  in  front 
of  it,  extending  from  top  to  bottom,  a  range  of  poling  boards;  each 
poling  board  was  3  inches  thick  and  6  inches  broad,  and  was 
pressed  against  the  material  in  front  by  a  pair  of  small  jack-screws 
abutting  against  the  frame. 

The  following  is  an  outline  of  the  process  of  excavation  with 
this  apparatus : — Take  out  the  uppermost  poling  board  in  front  of 
a  frame,  cut  away  about  3  inches  of  the  stuff  in  front,  replace  the 
poling  board,  with  its  screws  now  abutting,  not  against  the  frame 
directly  behind  it,  but  against  the  two  frames  at  each  side  of  that; 
screw  it  forward  till  it  again  presses  against  the  earth.  Proceed  in 
this  way  till  the  whole  range  of  poling  boards  have  been  advanced 
three  inches,  their  screws  abutting  against  the  two  frames  at  each 
side  of  their  proper  frame ;  shorten  the  legs  of  the  latter  frame  so 
as  to  lift  its  feet,  and  advance  them ;  then  push  forward  the  frame 
six  inches  by  means  of  its  large  abutting  screws:  it  is  supposed  to 
have  been  previously  three  inches  behind  the  adjoining  frames,  and 
is  now  three  inches  in  advance  of  them.  Repeat  the  whole 
operation  of  advancing  the  poling  boards,  restoring  their  screws  to 
their  proper  frame.  This  entire  operation  having  been  performed  on 
six  alternate  frames  at  the  same  time,  the  same  operation  is  per- 
formed on  the  other  six  alternate  frames,  and  so  on  until  the  whole 
shield  has  been  advanced  far  enough  to  admit  of  a  new  ring  of  brick- 
work  being  built  In  order  to  advance  the  brickwork  behind  a 
given  frame  of  the  shield,  the  poling  boards  of  that  frame  must 
have  their  screws  abutted  against  the  adjoining  frame,  so  that  the 
great  abutting  screws  may  be  removed  from  the  front  of  the  part  of 
the  brickwork  which  is  in  progress. 

The  shafts  at  the  two  ends  of  the  tunnel  have  been  mentioned 
in  Article  391,  p.  590.  The  Rotherhithe  shaft  was  sunk  38  feet 
on  a  drum-curb,  and  about  as  much  farther  by  underpinning;  the 
Wapping  shaft  was  sunk  to  its  whole  depth,  72  feet,  on  a  drum-curb 
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(For  details  of  the  Thames  tunnel,  see  Weale's  Quarterly  Paper* 
en  Engineering.) 

The  Thames  tunnel  cost  £1,137  per  yard  forward,  or  nearly 
£12  os.  per  cubic  yard  of  its  entire  bulk. 

Section  IL — Of  Timber,  Iron,  and  Submerged  Foundations. 

vhich  can  be  executed  by  the  use  of  earthwork  and  masonry  alone 
have  already  been  treated  of  in  Chapter  ITL  of  this  Part,  Section 
IV.,  Articles  235  to  239,  pp.  377  to  382.  The  present  section 
relates  to  those  foundations  which  involve  the  use  of  structures  in 
timber  and  iron,  and  of  operations  under  water. 

The  general  principles  already  explained  with  reference  to 
ordinary  foundations,  viz.,  that  the  base  should  be  as  nearly  as 
possible  perpendicular  to  the  resultant  pressure,  and  that  the  centre 
of  pressure  should  not  deviate  from  the  centre  of  figure  of  the  base 
beyond  certain  limits,  are  applicable  to  the  foundations  considered 
in  the  present  section  also.  The  mathematical  expression  of  those 
principles  has  been  given  in  Articles  236,  237,  pp.  377  to  380. 

In  calculations  respecting  the  stability  of  structures  whose 
foundations  are  submerged  in  water,  it  is  to  be  borne  in  mind  that 
the  pressure  of  the  water  on  the  immersed  part  of  the  structure  has 
the  same  effect  as  if  the  weight  of  that  part  were  diminished  by  an 
amount  equal  to  the  weight  of  an  equal  volume  of  water;  that  is, 
as  if  the  heaviness  of  the  immersed  part  of  the  structure  were 
diminished  by  624  lbs.  per  cubic  foot  (See  Article  107,  Division 
IV.,  p.  165.) 

399.  ¥iMinHiM  •«  Ttator  Ptanftraui  are  employed  where  the 
ground  is  too  soft  and  wet  for  the  expedients  mentioned  in  Article 
239,  p.  381.  The  best  European  timber  for  such  platforms  is  elm 
or  oak.  Beams  of  from  10  inches  to  1  foot  square  are  laid  about  3 
feet  apart,  in  two  layers,  crossing  each  other  so  as  to  form  a  grat- 
ing, tbe  space  between  them  is  filled  with  concrete,  and  above 
them  is  laid  a  layer  of  planking,  3  or  4  inches  thick,  on  which  the 
building  rests.  Another  mode  of  constructing  such  platforms  is  to 
%  several  layers  of  planks  and  pin  them  together.  In  order  that 
timber  platforms  may  be  durable,  they  should  be  constantly  wet 

400.  F«M4«tteaa  •■  Iim  PlatArau  are  of  too  recent  introduction 
to  be  yet  capable  of  reduction  to  general  principles.  As  a  practical 
sample,  however,  of  a  platform  of  this  kind,  may  be  cited  the  cast, 
iron  invert  lately  substituted  for  a  stone  invert  in  a  lock  at  Grange- 
mouth, as  described  in  a  paper  by  the  engineer,  Mr.  Milne  (see 
Transactions  of  the  Institution  of  Engineers  in  Scotland  for  1859-60). 
The  lock  is  30  feet  broad;  the  depth  of  water  16  feet  6  inches;  the 
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aide  walls  about  8  feet  thick  and  20£  feet  high;  the  invert  in 
question  consists  of  a  series  of  trough-shaped  cast  iron  girders,  lying 
close  together  side  by  side,  and  bolted  to  each  other  through  their 
vertical  sides;  each  of  them  is  2  feet  broad,  21  inches  deep  at  the 
springing,  12  inches  deep  at  the  centre  of  the  invert,  and  2  inches 
thick ;  each  of  their  vertical  sides  has  a  flat  horizontal  flange  at  the 
top,  4  inches  broad.  The  trough-shaped  interior  of  each  girder  is 
filled  with  concrete,  covered  with  a  layer  of  bricks  laid  in  cement. 

401.  aiMft  Pilm  are  driven  in  order  to  compress  and  consolidate 
the  soiL  They  are  usually  of  round  timber,  from  6  to  9  inches  in 
diameter,  and  from  6  to  12  feet  long,  and  are  planted  as  close  to 
each  other  as  is  practicable  without  causing  the  driving  of  one  pile 
to  make  the  others  rise.  The  outside  row  of  piles  should  be  driven 
first,  then  the  next  within,  and  so  on  to  the  centre.  The  mass  of 
consolidated  soil  and  piles  thus  produced  may  be  regarded,  as 
respects  the  relation  between  its  bulk  and  the  load  that  it  can  bear, 
in  the  same  light  as  if  a  trench  had  been  dug  of  the  same  volume, 
and  filled  with  a  stable  material ;  as  to  which,  see  Article  239, 
p.  381.  On  the  top  of  the  piles  may  be  placed  either  a  platform,  a 
layer  of  concrete,  or  both. 

402.  Betrtef  Piles  act  as  pillars,  each  supporting  its  share  of  the 
weight  of  the  building.  They  may  either  be  driven  through  the 
soft  stratum  until  they  reach  a  firm  stratum  and  penetrate  a  short 
distance  into  it ;  or,  if  that  be  impracticable,  they  may  be  supported 
wholly  by  the  friction  of  the  soft  stratum.  It  appears  from  practical 
examples  that  the  limits  of  the  safe  load  on  piles  are  as  follows : — 

For  piles  driven  till  they  reach  the  firm  ground,  1,000  lbs.  per 

square  inch  of  area  of  head. 
For  piles  standing  in  soft  ground  by  friction,  200  lbs.  per  square 

inch  of  area  of  head. 

The  diameters  of  long  piles  range  from  9  inches  to  18  inches,  and 
should  never  be  less  than  l-20th  of  the  length.*  Their  distance  from 
centre  to  centre  averages  about  3  feet,  and  is  seldom  less  than  2£  feet. 

The  best  material  for  them  is  elm,  which  should  be  chosen  as 
straight-grained  as  possible.  The  bark  should  be  removed,  and 
knots  or  rough  projections  smoothed  off. 

Piles  should  be  driven  with  the  butt  or  natural  lower  end  of  the 
timber  downwards.  It  is  roughly  sharpened  to  a  point  whose 
length  is  from  1£  times  to  twice  its  diameter;  and  should  stones  or 
other  hard  materials  occur  in  the  strata  to  be  pierced,  the  point 
must  be  fitted  with  a  "  shoe"  of  cast  or  wrought  iron,  fastened  on 
with  spikes.  The  weight  of  these  shoes  averages  about  1-1 00th  part 
of  that  of  the  piles. 

To  prevent  the  head  of  a  pile  from  being  split  or  bruised  by  the 
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blows  of  the  "  ram"  used  in  driving  it>  it  is  bound  with  a  wrought 
iron  hoop. 

Pile-driving  engines  are  of  various  kinds.  The  simplest  is  the 
"  ringing  engine?  in  which  the  ram,  weighing  about  800  lbs.,  and 
moving  between  timber  guides,  is  attached  to  one  end  of  a  rope 
which  passes  over  a  pulley.  The  other  end  of  the  rope  branches  out 
into  a  number  of  smaller  ropes,  each  held  by  a  man,  in  the  pro- 
portion of  one  man  for  each  40  lbs.  weight  of  the  ram,  or  there- 
abouts. The  men,  pulling  all  together,  lift  the  ram  3  or  4  feet,  and 
on  a  given  signal,  let  go  all  at  once,  so  as  to  drop  it  on  the  head  of  the 
pile.  It  is  found  that  they  work  most  effectively  when,  after  every 
3  or  4  minutes  of  exertion,  they  have  an  interval  of  rest ;  and  under 
these  circumstances  they  can  give  about  4,000  or  5,000  blows  per 
day. 

In  the  "monkey  engine,"  the  ram,  weighing  about  400  lbs.,  and 
held  by  a  staple  in  a  pair  of  tongs,  is  drawn  up  10  feet,  15  feet,  or 
higher  if  necessary,  by  means  of  a  windlass;  at  the  top  of  the  lift 
the  handles  of  the  tongs  come  in  contact  with  two  inclined  planes 
which  cause  them  to  let  the  ram  fall ;  the  tongs  are  then  lowered, 
and  have  jaws  so  shaped  that  on  reaching  the  staple  at  the  top  of 
the  ram  they  lay  hold  of  it  again.  The  windlass  may  be  driven  by 
men,  horses,  or  steam  power. 

The  steam  hammer  is  sometimes  used  for  driving  piles;  and  also 
an  engine  somewhat  on  the  same  principle,  in  which  the  ram  is 
lifted  by  the  pressure  of  compressed  air.  In  such  machines  rams 
of  great  weight  are  sometimes  used,  such  as  1  ton,  or  a  ton  and 
a-hal£ 

Piles  may  be  driven  in  a  direction  either  vertical  or  raking,  ac- 
cording to  the  position  of  the  guides  between  which  the  ram  slides. 
That  direction  should  be  parallel  to  that  of  the  pressure  which  they 
are  to  resist 

When  the  head  of  a  pile  is  to  be  driven  below  the  reach  of  the 
stroke  of  the  ram,  the  blow  is  transmitted  from  the  ram  to  the  pile 
by  means  of  an  intermediate  short  post  of  timber  called  a  "punch" 
or  a  dolly." 

According  to  some  of  the  best  authorities,  the  test  of  a  pile's 
having  been  sufficiently  driven  is,  that  it  shall  not  be  driven  more 
than  one-fifth  of  an  inch  by  thirty  blows  of  a  ram  weighing  800  lbs. 
and  falling  5  feet  at  each  blow ;  that  is  to  say,  by  a  series  of  blows 
whose  total  mechanical  energy  amounts  to 

30  X  800  X  5  =  120,000  foot-pounds.* 

*  The  following  formula  show  the  relation  between  the  blow  required  to  drive  a 
jak  a  given  depth,  and  the  greatest  load  that  it  will  bear  without  sinking  further, 
apposing  it  to  be  supported  by  an  uniformly  distributed  friction  against  its  aides. 
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Files  are  drawn,  when  required,  by  means  of  the  hydraulic 
press. 

When  a  firm  stratum,  into  which  the  points  of  a  set  of  piles  are 
driven,  underlies  a  stratum  so  soft  that  their  lateral  stability  is 
doubtful,  a  mass  of  loose  stones  may  be  thrown  in  round  them,  to 
give  them  the  steadiness  which  they  want 

After  the  driving  of  a  set  of  piles  has  been  completed,  their 
heads  are  to  be  sawn  off  to  the  height  required  for  the  support  of 
the  platform. 

The  soft  ground  round  the  tops  of  the  piles  is  then  to  be  scooped 
out  to  a  depth  which  in  ordinary  cases  ranges  from  3  to  5  feet,  and 
the  space  filled  with  hydraulic  concrete,  laid  in  layers  not  exceeding 
1  foot  deep. 

The  platform  supported  by  the  piles  consists  of  a  grating  of 
beams  of  10  or  12  inches  square,  called  string-pieces  and  cross-pieces, 
half-notched  into  each  other  over  the  heads  of  the  piles,  to  which 
they  are  fixed  by  treenails,  and  covered  with  planking  3  or  4  incites 
thick.  The  spaces  between  the  beams  of  the  grating  are  to  be 
filled  with  hydraulic  concrete.  The  beams  on  the  top  of  the  outer- 
most rows  of  piles  are  usually  made  so  deep  that  their  upper 
surfaces  are  flush  with  that  of  the  planking,  which  is  rabbeted  into 
them ;  that  is,  sunk  in  a  groova  Those  beams  are  in  this  case 
called  the  capping. 

Piles  may  be  driven  into  rock  by  first  jumping  holes  in  it  of  a 
little  less  diameter  than  the  piles. 

For  east  iron  piles,  the  best  form  is  that  of  a  tube.  To  prevent 
their  being  broken  by  the  blows  of  the  ram  in  driving  them,  a 

Let  W  be  the  might  of  the  ram. 
A,  the  height  from  which  it  fall*, 

ar,  the  depth  through  which  the  pile  is  driven  by  the  fast  blow. 
P,  the  greatest  load  it  will  bear  without  sinking  farther. 
S,  the  sectional  area  of  the  pile. 
A  its  length. 
E,  its  modulus  of  elasticity. 

Then  the  energy  of  the  blow  is  thus  employed:— 

P*/ 
W  A  =»  — =--  (employed  in  compressing  the  pile)  +  P  •  (employed  is  driving  it); 
4  J£  S 

and  conssquentlyt 

_      .    //4ESWA  l  4E»S,aA       2ESx 

p  =  V  \ — ' —  +  ~~  r~ ) r- 

Piles  are  usually  driven  until  P,  as  computed  by  this  formula,  is  between  2,000 
and  3,000  lbs.  per  square  inch  of  the  area  8 ;  and  as  their  working  load  ranges  from 
200  to  1,000  lbs.  per  square  inch,  the  factor  of  safety  against  sinking  is  ttvm  8  to  10. 
The  factor  of  safety  against  direct  crashing  of  the  timber  should  not  be  less  than  10. 
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timber  punch  is  interposed  between  the  head  of  the  ram  and  the 
pile.  The  best  mode,  however,  of  driving  them,  is  by  the  aid  of 
the  screw,  which  will  be  mentioned  in  the  next  article. 

403.  taew  Piles,  the  invention  of  Mr.  Alexander  Mitchell,  are 

piles  which  are  screwed  into  the  stratum  in  which  they  are  to 

stand.     The  pile  may  be  either  of  timber  or  iron,  and  that  it  may 

.  admit  of  being  easily  turned  about  its  axis,  should  be  cylindrical,  or 

at  all  events  octagonal     The  screw  blade,  which  is  fixed  on  at  the 

foot  of  the  pile,  is  usually  of  cast  iron,  and  seldom  makes  more 

than  a  single  turn.   Its  diameter  is  from  twice  to  eight  times  that  of 

the  shaft  of  the  pile,  and  its  pitch  from  one-half  to  one-fourth  of 

its  diameter.     The  best  mode  of  driving  screw  piles  is  to  apply  the 

power  of  men  or  of  animals,  walking  on  a  temporary  platform, 

directly  to  levers  radiating  from  the  heads  of  the  piles. 

As  an  example  may  be  cited  the  cast  iron  piles  already  men- 
tioned in  Article  381,  p.  572,  as  being  used  in  the  piers  of  railway 
bridges  in  India.  Each  of  these  was  screwed  into  the  ground  by 
means  of  four  levers,  each  40  feet  long,  and  each  having  eight 
bullocks  yoked  to  it  According  to  this  example,  the  greatest 
working  load  upon  each  screw  of  4  feet  6  inches  in  diameter, 
exclusive  of  the  earth  and  water  above  it,  is  nearly  as  follows : — 

Pier  25  tons  +  superstructure  12  +  train  30  =  67  tons  =  150,080 
lbs.,  being  at  the  rate  of  nearly 

100  lbs.  per  square  inch  of  the  horizontal  projection  of  the  screw- 
blade. 

As  these  piles  are  screwed  from  20  to  45  feet  into  the  earth,  the 
weight  of  earth  above  each  screw-blade  may  be  taken  as  ranging 
from  14  lbs.  to  31  lbs.  per  square  inch;  so  that  the  load  on  each 
screw  blade,  exclusive  of  the  weight  of  earth  above  it,  ranges  from 
3  times  to  7  times  that  weight,  and  including  the  weight  of  earth, 
from  4  times  to  8  times;  results  which  correspond  with  the  theory 
of  Article  237,  p.  379,  if  the  angles  of  repose  of  the  earth  be 
assumed  to  range  from  about  28°  to  about  19°. 

The  chief  uses  of  screw  piles  are  to  form  the  vertical  supports  of 
platforms  of  openwork  piers,  whether  of  timber  or  iron,  and 
of  such  structures  as  harbour-jetties  and  lighthouses,  and  to  fasten 
down  permanent  mooring-chains  in  harbours.     (See  p.  618.) 

404.  flfcwet  Pilea  are  flat  piles,  which,  being  driven  successively 
edge  to  edge,  form  a  vertical  or  nearly  vertical  sheet,  for  the  pur- 
pose of  preventing  the  materials  of  a  foundation  from  spreading, 
or  of  guarding  them  against  the  undermining  action  of  water. 
They  may  be  made  either  of  timber  or  of  iron. 

Timber  sheet  piles  are  planks  having  a  projection  or  feather  along 
one  edge,  and  a  corresponding  groove  along  the  opposite  edge. 
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They  are  of  any  breadth  that  can  readily  be  procured,  and  from  2£ 
to  10  inches  thick,  and  are  sharpened  at  the  lower  end  to  an  edge, 
which,  in  stony  ground,  may  be  shod  with  sheet-iron. 

When  a  space  is  to  be  enclosed  with  sheet-piling,  a  range  of  guide- 
piles  is  first  driven,  being  long  rectangular  piles  at  regular  inter- 
vals apart  of  from  6  to  10  feet :  these  are  driven  to  the  same  depth 
as  bearing-piles.  To  the  opposite  sides  of  these,  near  the  top,  are 
notched  or  bolted  a  pair  of  parallel  string-pieces  or  wales:  these  are 
horizontal  beams,  from  5  to  10  inches  square,  notched  on  the  guide- 
piles  to  such  a  depth  as  leave  a  space  between  them  of  a  width  equal 
to  the  thickness  of  the  sheet-piles.  If  the  sheet-piles  are  to  stand 
more  than  8  or  10  feet  above  the  ground,  a  second  pair  of  wales  is 
required  near  the  level  of  the  ground. 

The  sheet-piles  are  driven  between  the  wales  to  about  half  the 
depth  of  the  guide-piles,  beginning  with  the  sheet-piles  next  the 
guide-piles,  and  working  towards  the  middle  of  each  space  between 
a  pair  of  guide-piles ;  so  that  the  last  or  central  sheet-pile  acts  as  a 
wedge  to  tighten  the  whole. 

In  iron  sheet-piling  the  guide-piles  may  be  either  tubular,  or  of  a 
form  of  section  like  a  trough-girder  set  on  end  (fig.  240,  p.  524). 
The  sheet-piles  are  also  like  trough-girders  set  on  end,  being  plates 
BthTened  by  vertical  ribs  on  the  inner  side.  Their  side  edges  are  so 
formed  as  to  make  over-lapping  joints,  and  their  lower  edges  are 
wedge-shaped. 

For  example,  in  the  foundations  of  Chelsea  Bridge,  the  cast  iron 
guide-piles  are  tubular,  flat  on  the  outer  side,  semi-cylindrical  on 
the  inner  side,  12  inches  in  external  diameter,  and  1  inch  thick, 
and  are  27  feet  long ;  the  sheet-piles  are  cast  iron  plates,  10  feet 
long,  from  6  to  7  feet  broad,  and  1  inch  thick,  stiffened  by  verti- 
cal ribs,  which  are  from  4  to  6  inches  deep,  and  from  10  to  20  inches 
apart,  and  by  one  horizontal  rib  of  about  the  same  dimensions  at 
the  upper  edge. 

405.  Timber  m*  Iraa-Caaed  Cicwte  g— <«!!•■■ — In  founda- 
tions of  this  class  the  building  rests  on  a  mass  of  concrete  (as  to  the 
strength  and  dimensions  of  which,  see  Article  239,  pp.  381,  382), 
that  mass  being  cased  with  sheet-piling  of  timber  or  iron,  such  as 
that  described  in  the  preceding  article. 

The  sheet-pile  casing  is  constructed  first,  and  is  sufficiently  braced, 
transversely  and  diagonally,  to  enable  it  to  resist  the  pressure  to 
which  it  may  be  exposed,  whether  of  water  and  mud  from  without, 
or  of  concrete,  while  in  the  soft  state,  from  within.  The  soft  ma- 
terial within  the  casing  is  then  scooped  out 

The  concrete  should  be  that  described  in  Art  230,  p,  374,  as 
strong  hydraulic  concrete,  or  "beton,"  and  should  be  laid  in  layers  of 
about  a  foot  thick,  each  layer  being  either  well  rammed  or  thrown 
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in  from  a  stage  at  least  10  feet  high.  Time  should  be  given  for  the 
concrete  to  become  firm  before  a  heavy  load  is  placed  on  it;  for  it 
has  been  shown  by  recent  observations  that  intense  pressure  retards 
the  setting  of  concrete. 

The  casing,  besides  facilitating  the  excavation  of  a  bed  for  the 
concrete,  serves  to  protect  it  afterwards  from  injury  by  such  causes 
as  the  wearing  action  of  a  river  current  When  the  casing  is  of 
iron,  it  is  capable  of  bearing  also  a  share  of  the  load. 

Sometimes  a  timber  or  iron-cased  mass  of  concrete  is  combined 
with  a  system  of  bearing-piles,  as  described  in  Article  402,  pp.  602  to 
604. 

406.  iwmm  Tababur  Wmnm^mUmtB  consist  of  large  hollow  vertical 
cast  iron  cylinders,  filled  with  rubble  masonry  or  concrete,  such  as 
have  already  been  partly  described 
in  Article  381,  pp.  572,  573. 

The  general  construction  of  such 
cylinders  and  the  mode  of  sinking 
them  are  shown  by  the  vertical 
section,  fig.  274.  Amongst  the 
auxiliary  structures  and  machinery 
not  shown  in  the  figure  are,  a 
temporary  timber  stage  from  which 
the  pieces  of  the  cylinder  can  be 
lowered,  and  on  which  the  ex- 
cavated material  can  be  carried 
away;  and  a  steam  engine  to  work 
a  pump  for  compressing  air. 

The  following  were  the  dimen- 
sions of  the  engine  and  pump  used 
to  supply  air  to  a  cylinder  of  the 
Theiss  bridge  formerly  referred  to; 
the  diameter  being  9*84  feet,  and 
the  greatest  depth  below  the  sur- 
face of  the  water  to  which  the 
cylinder  was  sunk,  66  feet,  corresponding  to  an  absolute  pressure  of 
3  atmospheres  (or  2  atmospheres,  that  is  to  say,  29 -4  lbs.  on  the 
square  inch,  above  the  ordinary  atmospheric  pressure).  This  is 
said  to  be  the  greatest  pressure  under  which  the  excavators  can 
work  without  danger  to  their  health. 

Diameter  of  steam  cylinder  (high  pressure), 8 *6*j  inches. 

„       of  air-cylinder, ii'82       „ 

Length  of  stroke  (the  same  in  both  cylinders), . . .  0*656  foot. 

Number  of  revolutions  per  minute, from     100  to  120. 

Horsepower, ...from      10  to  12. 


Kg.  274* 
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From  these  data  it  appears  that  the  volume  of  air  supplied, 
measured  at  the  ordinary  atmospheric  pressure,  was  from  100  to 
120  cubic  feet  per  minute.  It  appears  that  the  number  of  persons 
within  the  cylinder  at  one  time  was  from  six  to  eight 

The  cylinder  consists  of  lengths  of  about  9  feet,  united  by  internal 
flanges  and  bolts.  The  joints  are  cemented  and  made  air-tight 
with  a  well-known  composition,  consisting  of 

Iron  turnings, 1,000  para  by  weight*, 

Sal-ammoniac, io    „  „ 

Flour  of  sulphur, a     „  „ 

Water  enough  to  dissolve  the  a&l-ammoniac 

In  some  examples  each  joint  is  made  tight  by  means  of  a  ring- 
shaped  cord  of  vulcanized  indian  rubber,  lodged  in  a  pair  of  grooves 
on  the  faces  of  the  flanges. 

The  lowest  length,  A,  of  the  cylinder,  has  its  lower  edge 
sharpened,  that  it  may  sink  the  more  readily  into  the  ground.  • 
The  intermediate  lengths,  B,  B,  and  the  uppermost  length,  C,  have 
flanges  at  both  edges,  upper  and  lower.  The  portion  D,  at  the 
top,  forms  the  "  bell."  The  lower  edge  of  the  bell  has  an  internal 
flange  by  which  it  is  bolted  to  the  cylinder  below ;  its  upper  end 
is  closed,  and  may  be  either  dome-shaped,  or  flat,  and  strengthened 
against  the  pressure  of  the  air  within  by  transverse  ribs,  as  in  the 
figure.  In  the  example  shown  the  bell  is  made  of  wrought  iron 
boiler  plates. 

E  is  a  siphon,  2  or  3  inches  in  diameter,  through  which  the 
water  is  discharged  by  the  pressure  of  the  compressed  air. 

F  and  G  are  two  cast  iron  boxes,  called  "  air-locks,"  by  means  of 
which  men  and  materials  pass  in  and  out.  Each  of  them  has  at  the 
top  a  trap  door,  or  lid  opening  downwards  from  the  external  air,  and 
at  one  side,  a  door  opening  towards  the  interior  of  the  bell,  and  is 
provided  with  stop  cocks  communicating  with  the  external  air  and 
with  the  interior  of  the  bell  respectively,  which  can  be  opened  and 
closed  by  persons  either  within  the  bell,  within  the  box,  or  outside 
of  both.     These  may  be  called  the  escape  cock  and  the  supply  coch 

The  bell  is  provided  with  a  supply  pipe  and  valve  for  intro- 
ducing compressed  air,  a  safety  valve,  a  pressure  gauge,  and  a  large 
escape  valve  for  discharging  the  compressed  air  suddenly  when 
required. 

At  the  lower  flange  of  the  division  0  is  a  timber  platform,  on 
which  stands  a  windlass. 

The  apparatus  is  represented  as  working  in  a  stratum  of  earth  or 
mud,  covered  with  water. 

The  operation  of  sinking  a  cylinder  is  analogous  to  that  of  sink- 
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rog  a  shaft  -with  a  drum-curb.  (Article  391,  p.  592.)  The  first 
operation  is  to  lower  the  lowest  length  A  of  the  cylinder,  till  it 
rests  on  the  earth,  with  as  many  intermediate  lengths  B  as  are  suf- 
ficient to  reach  a  foot  or  two  above  the  top  water-level,  and  one 
additional  length  C,  all  bolted  together.  Then  the  bell  is  bolted 
oil  The  whole  cylinder  sinks  to  a  depth  depending  on  the 
material  on  which  it  rests.  The  engine  then  forces  in  air  until 
the  water  is  expelled  from  the  cylinder.  Workmen,  with  tools 
and  backets,  can  now  pass  in  and  out  through  the  boxes  or  air- 
locks. To  pass  in,  the  operation  is  as  follows : — Shut  the  supply- 
cock  of  the  box,  if  not  shut  already;  open  the  escape-cock — should 
there  be  compressed  air  in  the  box,  it  will  be  discharged;  open  the 
trap-door  and  enter  the  box;  shut  the  trap-door  and  fasten  it; 
shut  the  escape-cock;  open  the  supply-cock;  in  a  few  minutes  the 
box  will  be  filled  with  compressed  air  at  the  same  pressure  with 
that  in  the  bell ;  open  the  side  door  and  pass  into  the  belL  To 
pass  out,  the  operation  is  as  follows : — Should  the  escape-cock  of 
the  box  be  open,  shut  it;  should  the  supply-cock  be  shut,  open  it; 
the  box  will  soon  be  filled  with  compressed  air,  if  not  full  already; 
open  the  side-door,  enter  the  box,  close  the  side-door,  shut  the 
supply-cock,  open  the  escape-cock ;  when  the  air  has  fallen  to  the 
external  pressure,  open  the  trap-door  and  pass  out.  Some  of  the 
workmen  (generally  two)  descend  by  a  ladder  or  a  bucket  to  the 
bottom  of  the  cylinder,  dig  away  the  earth  from  its  interior,  and  put 
it  into  buckets,  which  are  raised  by  a  set  of  men  working  the 
internal  windlass,  and  sent  through  the  air-locks,  whence  they 
are  removed  by  an  external  windlass,  not  shown  in  the  figure. 

So  Boon  as  the  excavation  has  been  carried  down  to  the  level  of 
the  lower  edge  of  the  cylinder,  the  miners  carry  their  tools  and  the 
lower  division  of  the  siphon  E  up  to  the  platform ;  the  whole  of  the 
workmen  leave  the  bell;  the  great  supply-valve  is  shut,  and  the 
great  escape-valve  opened,  so  that  the  whole  of  the  compressed  air 
escapes.  The  cylinder  being  deprived  of  the  support  arising  from 
the  pressure  of  the  compressed  air  against  the  top  of  the  bell,  sinks 
to  a  depth  usually  varying  from  one  to  two  yards.  When  it  has 
given  over  sinking,  the  great  escape-valve  is  shut,  and  the  great 
supply-valve  opened,  and  the  operation  goes  on  as  before,  until  it 
becomes  necessary  to  put  on  an  additional  length  of  cylinder.  This 
js  done,  while  the  pressure  within  and  without  are  equal,  by  unbolt- 
ing and  taking  off  the  bell,  putting  on  a  new  length  of  cylinder  on 
the  top  of  C,  which  now  becomes  an  intermediate  length,  removing 
the  platform  and  windlass  up  to  the  new  length,  putting  an 
additional  length  into  the  siphon,  and  replacing  and  bolting  on  the 
bell 

In  the  case  taken  as  an  example,  each  cylinder  was  sunk  by 

2s 
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gangs  of  nine  men  working  six  hours  at  a  time;  and  the  earth  (sand 
and  clay)  was  removed  at  the  rate  of  15  buckets,  each  containing 
•09  of  a  cubic  yard,  per  hour;  that  is, 

15  X  -09  s=  1 -35  cubic  yard  per  hour,  by  nine  men; 
or  -15  cubic  yard  per  man  per  hour; 
or  6§  hours  of  one  man  per  cubic  yard. 

The  total  volume  of  earth  which  has  to  be  removed  ranges,  ac- 
cording to  the  stiffness  of  the  material,  from  once  to  three  times  the 
volume  formed  by  multiplying  together  the  sectional  area  of  the 
cylinder  and  the  depth  to  which  it  is  sunk 

Care  must  be  taken  to  keep  the  cylinder  upright  as  it  descends, 
by  means  of  stays. 

When  the  sinking  of  the  cylinder  has  been  completed,  it  is  filled 
with  masonry,  or  with  hydraulic  concrete;  as  to  which,  see  Article 
405,  p.  606.  About  one-half  of  the  building  is  performed  in  the 
compressed  air;  the  remainder,  with  the  cylinder  open  at  the  top, 
the  bell  being  removed. 

Care  should  be  taken  to  pack  the  concrete  or  masonry  well 
below,  and  to  bed  it  firmly  above,  each  of  the  pairs  of  internal 
flanges. 

In  very  soft  materials  it  is  sometimes  necessary  to  drive  a  set  of 
bearing  piles  in  the  interior  of  each  cylinder,  in  order  to  support 
the  concrete  and  masonry. 

The  earliest  mode  of  sinking  iron  tubular  foundations  was  that 
invented  by  Dr.  Potts,  in  which  the  air  is  exhausted  by  a  pump  from 
the  interior  of  the  tube,  which  is  forced  down  by  the  pressure  of 
the  atmosphere  on  its  closed  top.  This  method  is  well  suited  for 
sinking  tubes  in  soft  materials  that  are  free  from  obstacles  which 
the  edge  of  the  tube  cannot  cut  through  or  force  aside,  such  as  large 
stones,  roots,  pieces  of  timber,  &c* 

407.  Wmmndnttomm  nade  »y  WelMnkteg  are  in  some  respects 
analogous  to  iron  tubular  foundations.  They  are  suitable  for  a  soft 
and  wet  stratum  with  a  firm  stratum  below  it  They  are  made  by 
sinking  a  sufficient  number  of  cylindrical  stone  or  brick-lined 
shafts,  each  on  a  drum-curb  (see  Article  391,  p.  592),  through  the 
soft  stratum,  until  the  firm  stratum  is  reached.     These  shafts  are 

*  The  method  of  sinking  cylinders  by  the  aid  of  compressed  air  was  invented 
about  1841  by  M.  Triger.  It  was  first  used  on  a  great  scale  a  few  years  afterwards, 
by  Mr.  Hughes,  at  the  bridge  over  the  Medway  at  Rochester,  executed  from  the 
designs  of  Sir  William  Cubitt,  by  Messrs.  Fox,  Henderson,  &  Co. 

It  was  at  first  intended  that  the  tubes  should  be  sunk  by  the  exhaustive  process; 
but  the  remains  of  an  old  timber  bridge,  imbedded  in  the  mud  at  the  bottom  of  the 
river,  rendered  that  impracticable;  and  the  compressive  process  was  then  introduced. 


FOUNDATIONS  BT  WBLL-HNXINCI — CAISSONS — DAMS.  '611 

then  filled  with  rabble  masonry,  or  with  brickwork,  so  that  each  of 
them  becomes  a  solid  cylindrical  pillar. 

408.  €■!—■■■ — A  caisson  is  a  sort  of  flat-bottomed  boat  in 
which  the  foundation-courses  and  lower  part  of  some  struc- 
ture which  is  to  stand  in  water,  such  as  a  bridge-pier,  are  built, 
and  floated  to  their  intended  site.  The  bottom  of  the  caisson 
is  a  horizontal  timber  platform,  fitted  to  form  a  permanent  part  of 
the  foundation,  as  described  in  Article  399,  p.  601.  The  sides  are 
vertical,  and  are  capable  of  being  detached  from  the  bottom.  A 
seat  is  prepared  for  the  platform,  by  excavation  alone,  by  laying  a 
bed  of  concrete,  by  driving  a  set  of  piles,  or  otherwise,  as  the 
occasion  may  require.  The  caisson  is  moored  over  that  seat,  and 
when  the  building  within  it  has  been  carried  to  a  sufficient  height, 
it  is  gradually  sunk,  by  slowly  admitting  the  water,  until  the  plat- 
form rests  on  its  bed.     The  sides  are  then  detached  and  removed. 

The  usual  method  of  connecting  the  sides  with  the  bottom  is  as 
follows : — The  main  supports  of  the  bottom  consist  of  a  number  of 
parallel  transverse  beams  whose  ends  project  beyond  the  sides; 
across  the  upper  edges  of  the  sides  are  laid  an  equal  number  of 
similar  beams,  into  which  the  uppermost  wales  or  longitudinal 
pieces  of  the  sides  are  so  notched  as  to  be  kept  by  the  beams  from 
being  forced  together  by  the  pressure  of  the  water.  The  projecting 
ends  of  the  upper  set  of  beams  are  connected  with  those  of  the 
lower  set  by  long  vertical  iron  bolts,  outside  the  caisson,  having  a 
hook  and  eye  joint  a  little  above  the  lower  beams;  and  by  un- 
fastening these  the  sides  are  at  once  detached  from  the  bottom. 

The  dimensions  of  the  timber  used  in  the  bottom  are  usually 
about  the  same  as  for  a  foundation-platform  (Article  399,  p.  601); 
those  of  the  framework  of  the  sides  may  be  computed  according  to 
the  principles  of  the  strength  of  materials,  so  as  to  bear  safely  the 
greatest  pressure  of  the  water. 

In  an  example  described  by  Becker,  used  in  building  a  bridge 
pier,  the  caisson  was  about  63  feet  long,  21  feet  broad,  and  15  feet 
<feep  over  all,  the  masonry  within  being  about  18  feet  broad.  The 
cross  beams  were  10  inches  square,  and  about  2  feet  10  inches  apart 
from  centre  to  centre;  the  upright  standards  of  the  sides  were  10 
aches  square,  and  5  feet  8  inches  from  centre  to  centre. 

-A.  caisson  that  has  been  sunk,  but  which  still  has  the  sides 
attached,  may  be  floated  again,  in  order  to  rectify  its  position,  if 
aecessary,  by  closing  the  valve  for  the  admission  of  water,  and  pump- 
ttg  the  water  out 

_  409.  Duu  te  Ftuiaitoii  are  made  for  the  purpose  of  exclud- 
^g  ^ater  from  a  space  in  which  a  foundation  or  some  such 
structure  is  to  be  made.  The  materials  principally  used  in  them 
**  timber,  iron,  and  clay  puddle,  as  to  which  last,  see  Article  206, 
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p.  344.     Hydraulic  concrete  also  is  occasionally  used,  as  to  which, 
see  Article  230,  p.  374. 

I.  Clay  Dams. — In  still  water  of  a  depth  not  exceeding  3  or  4 
feet,  and  on  moderately  firm  ground,  a  clay  puddle  embankment 
forms  a  sufficient  dam;  care  being  taken,  before  commencing  it,  to 
dig  a  trench  for  its  foundation,  so  as  to  remove  loose  and  porous 
material  from  the  surface  of  the  ground. 

II.  Coffer  Dams, — In  greater  depths,  the  essential  part  of  an 
ordinary  dam  consists  of  two  parallel  rows  of  main  piles  and  sheet 
piles  (see  Article  404,  p.  605),  enclosing  between  them  a  vertical 
wall  of  clay  puddle.  The  upper  wales  of  the  two  rows  of  piles  are 
tied  together  by  cross  beams,  which  support  a  stage  of  planking  for 
the  use  of  the  workmen.  The  main  piles  in  one  row  are  from  4  to 
5  feet  apart  The  ground  is  excavated  between  the  rows  of  sheet 
piles  until  a  sufficiently  firm  bottom  is  reached,  and  the  puddle 
rammed  in  layers. 

The  common  rule  for  the  thickness  of  a  coffer  dam  is  to  make  it 
equal  to  the  height  above  ground,  if  the  height  does  not  exceed  ten 
feet;  and  for  greater  heights,  to  add  to  ten  feet  one-third  of  the 
excess  of  the  height  above  ten  feet. 

When  the  height  exceeds  twelve  or  fifteen  feet,  or  thereabouts, 
three,  and  sometimes  four  or  more,  parallel  rows  of  sheet  piling  are 
driven,  thus  dividing  the  thickness  of  the  dam  into  two,  three,  or 
more  equal  divisions,  each  of  six  feet  thick,  or  thereabouts;  the 
outermost  division  is  made  of  the  full  height,  and  the  heights  of  the 
inner  divisions  are  made  less,  so  as  to  form  a  series  of  steps. 

It  appears  from  experience  that  a  thickness  of  from  two  to  five 
feet  of  clay  puddle  is  sufficient  to  make  a  coffer  dam  water-tight; 
the  additional  thickness  given  by  the  rules  above  mentioned  is 
required  for  stability,  and  the  more  so  that  the  timber  framework 
cannot  be  stiffened  inside  by  diagonal  braces  between  the  rows  of 
girder  piles ;  for  such  braces  would  conduct  streams  of  water  along 
their  sides  through  the  puddle. 

Another  mode  of  obtaining  stability  is  to  make  the  dam  simply 
of  sufficient  thickness  to  exclude  the  water,  and  to  support  it  from 
within  against  the  pressure  of  the  water  by  means  of  sloping 
struts,  abutting  at  their  upper  ends  against  the  main  piles  of  the 
inner  face  of  the  dam,  and  at  their  lower  ends,  in  soft  ground, 
against  piles  driven  for  that  purpose,  and  in  hard  ground,  against 
foot-blocks. 

Let  b  be  the  breadth,  in  feet,  of  the  division  of  the  dam  sustained 
by  one  such  strut 

Xy  the  depth  of  water, 
10,  the  weight  of  a  cubic  foot  of  water, 
being  62-4  lbs.  for  fresh,  and  64  lbs.  for  salt  water. 
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Then,'  by  the  principles  of  Article  107,  p.  166,  equation  9,  the 
total  pressure  of  the  water  against  that  division  of  the  dam  is 

P  =  w  b  x*  -s-  2; (1.) 

and  the  moment  of  that  pressure,  relatively  to  a  horizontal  axis  at 
the  level  of  the  ground  is 

M  =  w  b  a?  +  6 (2.) 

Let  h  be  the  height  above  the  ground  at  which  the  strut  abuts 
against  the  dam,  and  i  its  inclination  to  the  horizon;  the  thrust 
along  the  strut  is 

T  «  M  sec  %  +  h; (3.) 

and  the  scantling  required  to  bear  that  thrust  safely  may  be  com- 
puted by  the  principles  of  Article  158,  p.  238,  equations  6,  7,  8. 

When  a  coffer  dam  is  to  be  exposed  to  wave*,  add  together  the 
greatest  depth  of  still  water  in  front  of  it,  and  twice  the  greatest 
height  to  which  the  crest  of  a  wave  rises  above  the  level  of  still 
water,  and  put  the  sum  for  the  greatest  depth  to  which  the  dam  is 
to  be  adapted  (x  in  the  formulae).  In  shallow  water  on  exposed 
parts  of  the  coast,  this  amounts  very  nearly  to  making  x  equal  to 
double  the  greatest  depth  of  still  water. 

In  firm  ground  impervious  to  water,  planks  laid  horizontally  on 
edge  between  a  double  row  of  guide  piles  may  be  substituted  for 
sheet  piling.  The  least  thickness  suitable  for  such  planks  is  about 
2£  inches;  and  with  guide  piles  five  feet  apart  this  is  sufficient  for 
a  depth  of  about  six  feet ;  for  greater  depths,  the  thickness  must 
increase  in  proportion  to  the  square  root  of  the  depth. 

For  a  rocky  bottom,  the  following  construction  has  been  used  by 
Mr.  David  Stevenson  (see  Trans.  Inst,  of  Civil  Engineers,  vol.  III. ; 
also  Encyc  Brit.,  Article  "Inland  Navigation"): — Two  parallel 
rows  of  vertical  iron  rods,  three  feet  apart,  were  jumped  into  the 
rock  to  a  depth  of  fifteen  inches,  to  answer  instead  of  guide  piles; 
inside  these  rods,  and  supported  by  them,  were  two  vertical  linings 
of  planks  laid  on  edge  horizontally,  between  which  clay  puddle  was 
rammed;  outside  the  iron  rods  were  horizontal  timber  wales  fkve 
feet  apart  vertically,  or  thereabouts;  these  were  bolted  together  in 
pairs,  through  the  dam,  to  which  stability  was  given  by  means  of 
inclined  timber  struts,  as  already  described. 

III.  Caisson  Dams. — Another  mode  of  constructing  a  dam  on  a 
rocky  bottom  is  to  use  a  number  of  caissons,  or  flat-bottomed  boats, 
suitably  formed,  so  as  to  enclose  the  space  which  is  to  be  guarded  by 
the  dam ;  when  these  have  been  floated  to  their  proper  places  and 
moored,  they  are  to  be  gradually  sunk  until  they  begin  to  rest  on 
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the  bottom;  two  rows  of  main  piles,  running  respectively  along  the 
outer  and  inner  feces  of  the  enclosure  of  caissons,  are  now  to  be 
lowered  vertically  side  by  side  until  their  lower  ends  rest  firmly 
on  the  bottom,  and  bolted  in  that  position  to  the  sides  of  the 
caissons ;  the  loading  of  the  caissons,  by  means  of  stones  or  other 
heavy  materials,  and  by  admitting  water,  is  now  to  be  proceeded  with, 
until  either  the  whole  or  a  considerable  part  of  their  weight  rests 
on  the  main  piles.  A  framework  is  thus  formed,  resting  on  the 
bottom  by  means  of  the  main  piles.  A  third  row  of  piles,  or  posts, 
suitably  framed  to  the  inner  row  of  main  piles,  is  now  to  be  set  up 
parallel  to  and  within  them;  and  between  these  two  rows,  the  dam, 
properly  speaking,  is  to  be  formed  in  the  manner  already  described, 
with  two  linings  of  planks  and  a  puddle  walL  When  the  dam  is 
removed,  because  of  the  foundation  or  other  work  within  it  being 
finished,  or  because  the  work  is  to  be  interrupted,  the  caissons  are 
to  be  unloaded  and  pumped  dry,  and  floated  away,  so  as  to  be 
available  at  a  future  time  for  the  resumption  of  the  same  work,  or 
the  execution  of  another,  as  the  case  may  be. 

As  to  damsof  this  class,  see  Mr.  Hodges  s  account  of  the  Victoria 
Bridge. 

Caissons,  or  boats,  capable  of  being  floated  and  grounded  at  will, 
as  above  described,  are  suitable  where  it  is  necessary,  not  to  make 
a  water-tight  dam,  but  merely  to  obtain  protection  from  a  current 
that  would  otherwise  impede  or  injure  the  work.  (See  Stevenson 
On  American  Engineering ',  Chapter  VIII.) 

IV.  Crib-  Work  Dams  are  used  where  timber  is  abundant  and 
cheap.  Crib- work  consists  of  a  series  of  layers  of  logs,  laid  alternately 
lengthwise  and  crosswise,  notched  and  pinned  to  each  other  at  their 
intersections :  the  distance  apart  of  the  logs  in  each  layer  is  three  or 
four  times  their  diameter.  A  skeleton  frame  of  any  required 
dimensions  having  been  formed  in  this  manner,  is  floated  to  its 
intended  site,  and  there  loaded  with  stones  laid  upon  platforms 
supported  by  some  of  the  upper  layers  of  logs,  until  it  sinks.  It 
can  then  be  used  in  the  same  manner  and  for  the  same  purposes  as 
the  caisson  dams  of  Division  III.  (On  the  subject  of  crib-work,  see 
Stevenson  On  American  Engineering;  Hodges  on  the  Victoria 
Bridge,) 

V.  Wicker-  Work  Dame  will  be  mentioned  further  on. 

410.  Exeavattag  aadter  Water,  Dredgtagt  aaa  Blaafteg. — Pro- 
cesses have  already  been  described  by  which  excavations  are  made 
under  the  water-level  by  the  aid  of  some  apparatus  for  excluding 
the  water  from  the  site  of  the  excavation,  such  as  iron  cylinders 
filled  with  compressed  air  (Article  406,  p.  607),  or  coffer  dams 
(Article  409,  p.  612).  The  present  article  relates  to  the  making  of 
such  excavations  by  tools  or  mechanism,  without  excluding  the 
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water.     Cases  in  which  the  currents  of  the  water  itself  are  made 
available  for  that  purpose  will  be  considered  in  a  later  chapter. 

L  Protection  of  the  Excavation. — When  an  excavation  is  made 
under  water  in  order  to  deepen  a  channel,  it  seldom  requires  to  be 
protected ;  but  when  it  is  made  with  a  view  to  the  construction  of 
a  foundation,  and  there  are  loose  materials,  either  in  the  ground 
excavated,  or  suspended  in  the  water,  it  must  be  guarded  against 
currents  in  the  water,  which  otherwise  would  sweep  those  materials 
into  it  and  fill  it  up.  This  may  be  done  by  caissons  (Article  407, 
Division  III,  p.  613),  cribs  (Article  409,  Division  IV.,  p.  614),  or 
by  an  enclosure  of  sheet  piling,  whether  timber  or  iron  (Article 
404,  p.  605);  and  if  the  excavation  is  for  the  purpose  of  making  a 
piled  or  concrete  foundation,  the  sheet  piling  may  afterwards  form 
the  permanent  casing  of  that  foundation.     (Article  405,  p.  606.) 

II.  Dredging  by  Hand  is  performed  by  means  of  an  implement 
called  a  "  spoon,"  or  "  spoon  and  bag."  It  consists  of  a  pole,  at  one 
end  of  which  is  fastened  an  iron  ring,  steeled  at  the  forward  edge, 
and  forming  the  mouth  of  a  bag  of  strong  leather  or  coarse  canvas. 
The  ring  is  hung  by  a  rope  tackle  capable  of  being  wound  up  by 
means  of  a  crab,  and  the  further  end  of  the  pole  is  held  by  a  man. 
As  the  rope  is  wound  up  the  spoon  is  dragged  forward  along  the 
bottom,  against  which  the  man  who  holds  the  pole  causes  the  edge 
of  the  ring  to  press,  scooping  earth  into  the  bag,  until  it  arrives 
directly  below  the  crab,  when  it  is  hauled  up  and  emptied  into  a 
punt  or  mud  barge. 

In  small  depths  of  water,  such  as  four  or  five  feet,  the  labour  and 
cost  of  this  operation  are  not  much  greater  than  those  of  excavating 
similar  materials  on  dry  land.  In  greater  depths  the  operation 
becomes  more  laborious  and  costly,  nearly  in  proportion  to  the 
depth;  and  in  depths  of  more  than  ten  feet  it  is  not  applicable. 

Another  kind  of  hand  dredge  has  a  sort  of  sheet  iron  scoop 
instead  of  the  ring  and  bag,  and  is  suitable  for  rough  and  stony 
materials. 

III.  The  Dredging  Machine  consists  essentially  of  a  pair  of 
parallel  chains,  driven  by  pullies  so  as  to  move  up  the  upper  side 
and  down  the  under  side  of  an  inclined  plane,  and  carrying  in  soft 
ground  a  series  of  buckets,  and  in  stiff  ground  buckets  and  rakes 
alternately ;  the  rakes  to  break  up  the  ground  and  the  buckets  to 
lift  it.  The  upper  end  of  the  inclined  plane  is  hinged,  so  that  the 
lower  end  adapts  itself  to  the  level  of  the  bottom.  The  machine 
works  in  a  well  in  the  middle  of  the  after  part  of  a  strong  barge, 
over  the  stern  of  which  the  buckets  empty  themselves  into  a  punt 
w  mud  boat  The  ordinary  prime  mover  is  a  steam  engine ;  but 
small  dredging  machines  are  also  used,  which  are  worked  by  hand. 
According  to  Mr.  David  Stevenson,  a  steam  dredge  of  sixteen 
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bone-power  will,  under  favourable  circumstances,  raise  about  140 
tons  of  stuff  per  hour  (that  is,  about  100  or  110  cubic  yards);  and 
the  cost  ranges  from  an  amount  nearly  equal  to  that  of  excavation 
in  similar  material  on  land  (say  about  &L  per  cubic  yard  for  sand 
and  gravel)  to  about  half  that  amount  (or  nearly  4<L).  In  general, 
the  larger  and  more  powerful  the  machine,  the  less  is  the  cost  of 
dredging. 

IV.  Blasting  Bock  in  shallow  water  is  nearly  similar  to  the 
same  operation  on  land,  as  to  which  see  Article  207,  p,  344.  In 
general,  proportionately  more  powder  must  be  used  than  on  land ; 
for  under  water,  it  is  desirable  to  shiver  the  rock  into  pieces  that 
can  be  removed  by  dredging.  In  a  good  example  of  such  operations, 
described  by  Mr.  Edwards  in  the  Proceedings  of  the  Inst,  of  Civil 
Engineers,  vol  IV.,  the  weight  of  rock  loosened  was  about  between 
5,000  and  6,000  times  that  of  the  powder  exploded. 

In  deep  water,  the  diving  bell  must  be  used  in  preparing  the 
blasts. 

V.  Removing  Large  Stones. — Boulders  and  blocks  of  stone  which 
are  too  large  to  be  lifted  by  the  dredging  machine  may  either  be 
split  or  blasted  into  smaller  pieces,  or  may  be  attached,  with  the 
aid  of  diving  apparatus,  by  means  of  a  lewis  (Article  251,  p.  391), 
to  a  boat,  and  so  lifted  and  carried  away. 

411.  iMTiat;  Appwini  (I.)  for  a  single  diver  consists  essentially 
of  a  metallic  helmet,  usually  spherical,  and  made  of  copper,  enclosing 
the  diver's  head  and  resting  on  his  shoulders,  connected  at  its  base 
with  an  air  and  water-tight  dress,  provided  with  a  long  flexible 
tube  and  valve,  opening  inwards,  for  supplying  air  from  a  compress- 
ing pump  above  water,  an  escape  valve  for  foul  air,  opening 
outwards,  about  the  level  of  the  diver's  chest,  and  some  glased 
openings  (usually  three  in  number),  at  the  level  of  his  eyes.  Each 
of  these  openings  should  be  furnished  with  a  water-tight  valve, 
which  the  diver  can  instantly  close  in  the  event  of  the  glass  being 
broken.  The  air  feed-pipe  enters  at  the  back  of  the  helmet,  and 
the  air  is  conducted  thence  by  arched  passages  over  the  diver's 
head  to  points  near  the  glazed  eye-holes.  By  this  arrangement  the 
entrance  of  water  is  prevented,  in  the  event  of  the  feed-pipe  burst- 
ing. To  overcome  the  buoyancy  of  the  apparatus,  and  enable 
the  diver  to  sink,  his  waterproof  dress  is  loaded  with  about  a 
hundredweight  of  lead,  part  in  the  soles  of  the  shoes,  part  fastened 
to  the  breast  and  back.  He  usually  hauls  himself  up  by  means  of 
a  rope ;  but  should  he  wish  to  ascend  suddenly  he  has  only  to  close 
the  escape-valve,  when  the  air  inflates  the  waterproof  dress  and 
causes  him  to  float  to  the  surface.  If  necessary,  he  carries  a  bull's- 
eye  lantern,  air  and  water-tight,  and  supplied  with  air  in  the  same 
manner  with  the  helmet;  the  chimney  has  a  flexible  discharge- 
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pipe  ascending  to  the  surface,  with  a  valve  opening  outwards.  This 
lamp  is  required  more  especially  in  turbid  water.*  In  America  a 
diving  helmet  has  been  used  made  wholly  of  glass. 

II.  The  Diving  Bell  commonly  used  is  shaped  like  a  rectangular 

box  with  rounded  corners,  measuring  about  six  feet  by  four  feet 

horizontally,  and  five  feet  high,  two  inches  thick  in  the  top  and 

upper  part  of  the  sides,  and  increasing  to  three  and  a-half  inches  or 

thereabouts  at  the  lower  edge,  for  the  sake  of  stability.     It  usually 

weighs  about  five  tons,  and  displaces  three  and  a-half  tons  of  water, 

or  thereabouts,  when  quite  filled  with  air:   the  difference  is  the 

load  on  the  crane  and  windlass  by  which  it  is  lowered  and  raised. 

It  has  a  number,  not  usually  exceeding  twelve,  of  bull's  eyes,  or 

glazed  holes  in  the  top  to  admit  light;  they  are  eight  or  ten  inches 

in  diameter,  and  the  glass  about  two  inches  thick.     The  flexible 

feed-pipe  for  supplying  compressed  air  is  about  three  inches  in 

diameter.     If  the  quantity  of  air  required  be  calculated  according 

to  the  data  already  stated  as  to  the  supply  of  foundation-cylinders 

(Article  406,  p.  608),  or  according  to  the  usual  practice  in  public 

buildings,  it  should  amount  to  about  twelve  cubic  feet,  measured 

at  atmospheric  pressure,  per  man  per  minute.     Signals  may  be 

made  by  persons  in  the  bell  to  those  at  the  pumps  and  crane  by 

pulling  cords  and  ringing  bells. 

TTT.  The  Diving  Boat  (of  which  different  kinds  have  been  in- 
vented by  Dr.  Payerne  and  others)  is  a  diving  bell  on  a  large  scale, 
conveniently  shaped  for  being  moved  about,  and  provided  with  a 
magazine  of  compressed  air,  contained  in  a  casing  surrounding  the 
working  chamber  or  belL  This  magazine  answers  the  purpose  of 
the  air-bladder  of  a  fish,  by  enabling  those  within  the  bell  to  make 
it  sink  and  rise  at  will;  for  by  injecting  water  with  a  forcing- 
pump  into  the  magazine,  the  boat  becomes  heavier,  and  sinks;  and 
by  opening  an  escape-cock  at  the  bottom  of  the  magazine,  the  water 
is  forced  out  by  the  compressed  air,  and  the  boat  becomes  lighter 
and  rises. 

412.  Btafeaaklmg  ni  B«U4te|c  mmita  Water.  (See  also  Article 
205,  p.  344.) — Embankments  under  water  may  be  made  by  tipping 
in  the  material  from  a  stage  supported  on  posts  or  on  screw  piles, 
or  from  boats;  a  moveable  inclined  plane  or  shoot  being  used  to 
direct  the  material  to  the  spot  where  it  is  to  fall.  Stones  and 
gravel  are  in  general  the  only  materials  whose  stability  can  be 
relied  on  when  exposed  to  currents  in  the  water;  and  the  diameter 
of  the  smallest  pieces  should  not  be  less  than  about  one  twenty- 
fourth  part  of  the  velocity  of  the  current  in  feet  per  second.   When 

•  See  description  of  Heinke's  Diving  Apparatus,  in  the  CwU  Engineer  and 
ArdtiUcts'  Journal  lor  September,  1860. 
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the  outside  of  an  embankment  is  formed  with  stones,  the  interior  may 
be  filled  with  smaller  and  softer  materials.  In  water  not  agitated 
by  waves  an  embankment  of  loose  stones  will  stand  at  a  slope 
ranging  from  that  of  1  to  1  to  that  of  2  to  1 ;  but  where  it  is 
exposed  to  waves,  it  must  be  faced  with  blocks  set  by  hand,  with 
the  aid  of  diving  apparatus,  if  necessary,  the  least  dimension  of 
any  block  in  the  lacing  being  not  less  than  two-thirds  of  the  greatest 
height  of  a  wave  from  trough  to  crest.  Further  remarks  on  this 
will  be  made  in  a  later  chapter. 

A  loose  stone  embankment  may  be  protected  against  waves  and 
currents  by  means  of  wooden  crib-work. 

Hydraulic  concrete  can  be  laid  under  water  simply  by  pouring  it 
into  an  excavation,  or  into  a  space  enclosed  with  a  timber  or  iron 
casing,  the  surface  of  each  layer,  in  deep  water,  being  levelled  and 
smoothed  with  the  aid  of  diving  apparatus.  Regular  masonry, 
whether  consisting  of  stones,  or  of  large  blocks  of  hardened  concrete, 
requires  the  aid  of  diving  apparatus  during  the  whole  process  of 
building. 

For  the  facing  of  sea-works  exposed  to  the  action  of  waves 
in  deep  water,  such  as  breakwaters,  enormous  blocks  of  hydraulic 
concrete  are  sometimes  used,  measuring  from  12  to  27  cubic  yards 
in  volume.  For  the  protection  of  these  against  the  corroding 
action  of  sea-water,  a  method  has  lately  been  introduced  of  coating 
them  all  over,  to  a  thickness  of  about  three  inches,  with  asphaltic 
concrete,  composed  of  two  parts  of  asphaltic  mastic  (Article  234, 
p.  376)  and  three  of  broken  stone.  (See  a  paper  by  M.  Leon 
Malo,  in  the  Annates  des  Fonts  et  Chaussees,  1861.) 

In  ashlar  masonry  which  is  to  be  exposed  to  very  violent  shocks 
from  the  waves,  such  as  that  of  lighthouses,  the  stones,  besides 
being  fastened  together  by  metal  cramps,  are  sometimes  bonded 
also  by  dove-tailing,  in  the  manner  shown 
in  plan  by  fig.  275,  which  represents  part 
of  a  course  of  a  lighthouse.     This  was  first 
practised  by  Smeaton  at  the  Eddystone 
lighthouse.     Its  chief  use  is  to  resist  the 
tendency  which  the  stones  at  the  face  of  a 
wall  have  to  jump  out  immediately  after 
Fig.  275.  receiving  the  blow  of  a  wave.    Stones  of  dif- 

ferent courses  are  sometimes  connected  bv 
tabling,  which  consists  in  making  flat  projections  on  the  beds  of 
the  stones  which  fit  into  corresponding  recesses  in  the  beds  of 
those  above  and  below  them. 


Addendum  to  Article  408,  p.  605. — Disc  Piles  (the  Invention  of  Mr.  Bnmlees) 
have  a  disc  at  the  foot,  and  are  lowered  by  driving  the  sand  from  below  the*  disc  by 
means  of  a  stream  of  water. 


PAET  III. 

OF  COMBINED  STRUCTURES. 


CHAPTER  L 

OF  UNE8  OF  LAND-CARRIAGE. 

Section  I. — Of  Lines  of  Land-Carriage  in  General. 

413.  Ctcaeral  ifatare  •fWwki. — The  works  which  constitute  a 
line  of  land-carriage  (exclusive  of  the  buildings  and  machinery  by 
the  aid  of  which  the  traffic  is  carried  on)  may  be  divided  into 
permanent  wat  and  formation;  the  permanent  way  being  that 
part  of  the  structure  which  directly  bears  the  traffic,  and  the  form- 
ation, the  whole  of  the  rest  of  the  works,  whose  object  is  to  make 
and  preserve  a  suitable  passage  for  the  permanent  way  across  the 
country.  In  a  restricted  sense,  the  void  formation  or  forming  is  ap- 
plied to  the  base  or  surface  on  which  the  permanent  way  directly  rests. 

As  the  methods  of  constructing  the  works  which  constitute  the 
formation,  in  the  widest  sense,  have  been  described  in  the  pre- 
ceding part  of  this  treatise,  it  is  only  necessary  in  the  present  chapter 
to  enumerate  them  (referring  to  the  places  where  they  are  described 
in  detail),  and  to  state  the  principles  according  to  which  they  are 
adapted  to  particular  lines  of  conveyance.  They  may  be  thus 
classed: — 

I.  Earthwork,  consisting  of  cuttings  and  embankments,  to  make 
passages  through  hills  and  over  valleys  respectively.  (See  Part  II., 
Chapter  IL,  p.  315.) 

II.  Fences. — As  to  temporary  fences,  see  Article  189,  p.  333. 
Permanent  fences  will  be  again  referred  to. 

III.  Drains,  which  are  treated  of  in  the  same  chapter  in  their 
relation  to  earthwork.  As  to  the  masonry  of  large  chains,  sco 
Article  297  a,  p.  433. 

IV.  Retaining  Wails.— (See  Articles  265  to  275,  pp.  401  to  413.) 
Y.  Level  Crossings  of  other  lines  of  communication  will  be  again 

mentioned  further  on. 

VI.  Bridges,  which  may  be  classed  according  to  their  purposes, 
or  according  to  their  materials. 


^ 
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The  purpose  of  a  bridge  may  1 

A.  To  cross  over  or  under  some  existing  line  of  communication, 
which  it  is  either  impracticable  or  inexpedient  to  cross  on  the 
level.  In  this  case  there  are  in  general  certain  minimum  dimensions 
fixed  by  law  or  by  agreement  for  the  passage  to  be  allowed  for  the 
existing  line,  which  will  be  again  referred  to. 

B.  To  cross  a  valley,  in  which  an  embankment  would  be  im- 
practicable, or  too  expensive,  or  otherwise  inexpedient.  In  this 
case  the  bridge  is  called  a  viaduct. 

C.  To  cross  a  stream,  river,  estuary,  strait,  or  other  piece  of  water. 
The  principles  to  be  observed  in  this  case,  in  order  that  the  current 
may  not  be  impeded,  nor  the  navigation  (if  any)  injured,  will  be 
referred  to  in  a  subsequent  chapter. 

The  materials  of  a  bridge  may  be — 

a.  Masonry  or  brickwork;  as  to  which,  see  Part  II.,  Chapter  IIL, 
p.  349,  and  in  particular,  Section  VIIL,  p.  413. 

o.  Timber;  as  to  which,  see  Part  II.,  Chapter  IV.,  p.  437,  and  in 
particular,  Article  336,  p.  465,  and  Articles  341  to  349,  pp.  465  to 
492. 

c.  Iron;  as  to  which,  see  Part  IL,  Chapter  V.,  p.  494. 

As  to  the  ordinary  foundations  of  bridges,  see  Fart  II.,  Chapter 
III.,  Section  IV.,  p.  377;  and  as  to  the  more  difficult  kinds  of 
foundations,  see  Chapter  VI. ,  Section  II.,  p.  601. 

VIL  Tunnels;  as  to  which,  see  Part  IL,  Chapter  VL,  Section  L, 
p.  588. 

The  permanent  wat  of  a  line  of  land-carriage  is  either  a  toady  a 
railway,  or  a  tramway;  the  essential  distinctions  being  that  &  road 
presents  a  firm  surface  of  a  certain  breadth,  which  can  be  traversed 
by  vehicles  over  all  its  parts  and  in  all  directions;  a  railway 
confines  vehicles  to  certain  definite  tracks,  by  means  of  rails  on 
which  specially  formed  wheels  run;  a  tramway  is  intermediate 
between  these,  and  consists  of  fiat  rails  laid  on  a  part  of  the 
surface  of  a  road,  and  so  formed  that  vehicles  with  wheels  suited 
for  an  ordinary  road  can  run  upon  them  when  required. 

414.  Selection  «f  Line  and  Nereis. — The  selection  of  the  position 
of  a  line  of  conveyance  depends  on  statistical  and,  commercial,  as 
well  as  mechanical  considerations;  but  although  the  former  come 
frequently  under  the  notice  of  the  engineer,  they  are  foreign  to  the 
proper  subject  of  this  treatise. 

In  a  purely  engineering  point  of  view,  the  object  to  be  aimed  at 
in  laying  out  the  course  of  a  line  of  communication  is  to  convey  the. 
traffic  with  the  least  expenditure  of  motive  power  consistent  with 
due  economy  in  the  construction  of  the  works.  Economy  of  motive 
power  is  promoted  by  low  summit-levels,  flat  "gradients"  (as  the 
rates  of  declivity  of  lines  of  land-carriage  are  called),  low  summit* 
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levels,  easy  carves,  and  a  direct  line;  but  limitations  to  the  height 
of  summits,  the  steepness  of  gradients,  and  the  sharpness  of  curves, 
limit  also  the  power  of  adapting  the  line  to  the  inequalities  of  the 
ground,  and  so  economizing  works. 

The  data  required  by  the  engineer  in  order  to  enable  him  to 
select  a  line,  and  the  means  of  obtaining  these  data,  have  been 
stated  in  Part  L,  Chapter  L,  Article  11,  p.  9,  and  further  explained 
in  subsequent  articles  of  that  part;  and  as  regards  borings,  pits, 
and  mines,  in  Part  II.,  Article  187,  p.  331,  and  Articles  391,  392, 
pp.  589  to  595.  The  general  character  of  the  inequalities  of  the 
ground,  or  "  features  of  the  country,"  and  the  modes  of  represent- 
ing them,  have  been  described  in  Part  L,  Articles  58,  59,  60,  pp.  93 

to  9a 

A  projected  line  of  communication  may  either  be  limited  to  the 
connection  of  two  points  in  the  same  valley,  or  it  may  have  to  connect 
points  in  two  or  more  valleys,  by  crossing  the  ridges  between  them. 
In  the  former  case,  there  is  no  summit-level  to  cross;  in  the  latter, 
there  may  be  one  or  more  summit-levels.  In  general,  the  best 
point  for  crossing  a  ridge  is  the  lowest  pass  (see  Article  58,  pp.  94, 
95)  which  occurs  in  the  district  to  be  traversed;  but  cases  may 
arise  in  which  a  higher  pass  is  to  be  preferred  to  a  lower,  because 
of  its  being  more  easily  accessible,  or  because  of  its  offering  greater 
facilities  for  cutting  or  tunnelling.  The  ridge  ought  to  be  crossed 
as  nearly  as  possible  at  right  angles. 

When  a  line  of  communication  has  to  cross  a  great  valley,  the 
following  principles  are  to  be  observed  as  far  as  practicable : — To 
choose  a  narrow  part  of  the  valley;  to  cross  the  deepest  part  of  it 
as  nearly  at  right  angles  as  possible ;  to  find,  if  possible,  firm  ground 
for  the  foundation  of  a  viaduct,  or  of  a  high  embankment. 

The  principle  of  crossing  obstacles  as  nearly  as  possible  at  right 
angles  applies  to  bridges  over  rivers,  and  over  or  under  other  lines 
of  communication.  The  cost  of  a  skew  bridge  increases  nearly  as 
the  square  of  the  secant  of  the  obliquity. 

When  a  line  of  communication  runs  along  one  side  of  a  valley, 
the  obstacles  which  it  has  to  cross  are  chiefly  the  small  branch 
valleys  that  run  into  the  main  valley,  and  the  promontories  or  ends 
of  branch  ridge-lines  that  jut  out  into  the  main  valley  between  the 
branch  valleys.  In  this  case  the  greatest  economy  of  works  is 
attained  by  taking  a  serpentine  course,  concave  towards  the  main 
valley  in  crossing  the  branch  valleys,  and  convex  towards  the  main 
valley  in  going  round  the  promontories,  except  where  narrow  necks 
in  the  promontories  and  narrow  gorges  in  the  branch  valleys 
enable  a  more  direct  course  to  be  taken  with  a  moderate  amount  of 
work. 

In  ascending  the  head  of  a  steep  valley  towards  a  high  pass,  it 
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may  be  sometimes  necessary  to  take  a  serpentine  or  even  a  zig- 
zag course  in  order  to  obtain  a  sufficiently  easy  gradient,  in- 
dependently of  considerations  of  economy  of  work.  In  a  few 
instances  a  projecting  promontory  or  spur  of  a  mountain  has  been 
made  available  for  the  ascent  of  a  line  of  conveyance  to  a  pass,  by 
laying  out  the  line  in  a  spiral  course,  each  coil  of  the  spiral  passing 
first  through  the  promontory  by  a  tunnel,  and  then  winding  round 
outside  of  it. 

It  is  obviously  difficult  to  lay  out  a  line  of  conveyance  so  as  at 
once  to  accommodate  the  traffic  which  passes  along  the  lower  part 
of  a  large  and  deep  valley,  and  that  which  passes  over  the  pass  at 
its  head ;  for  in  order  to  reach  the  summit  easily,  the  line  must 
quit  the  lower  part  of  the  valley  at  a  certain  distance  from  the 
pass,  and  ascend  gradually  along  the  sides  of  the  hills,  so  that  in  some 
cases  a  branch  line  may  be  required  for  the  lower  part  of  the  valley. 

In  the  formation  of  all  lines  of  conveyance,  it  is  advisable  to 
avoid  long  reaches  of  level  line  in  cutting,  as  being  difficult  to  drain. 
(See  Article  192,  p.  335.) 

As  to  crossing  a  great  plain,  see  Article  203,  p.  342.  In  this 
case  the  level  of  the  line  of  communication  is  generally  fixed  so  as 
to  be  sufficiently  high  above  the  highest  water-level  of  floods. 

415.  The  Haltag  CtaadtoBt  of  a  line  of  communication  means  the 
steepest  rate  of  inclination  which  prevails  generally  on  the  line ; 
being  exceeded  only  on  exceptional  portions,  where  auxiliary 
motive  power  can  be  provided,  or  where  the  loads  to  be  conveyed 
up  the  ascent  are  lighter  than  on  other  portions  of  the  line.  The 
economy  with  which  the  works  can  be  constructed  depends  mainly 
on  the  steepness  admissible  for  the  ruling  gradient. 

Two  things  are  chiefly  to  be  considered  in  fixing  a  ruling 
gradient :  the  motive  power  available  in  ascending,  and  the  avoid- 
ance of  waste  of  power  in  descending. 

Let  W  denote  the  greatest  gross  load  to  be  dragged  up  an  ascent ; 
f,  the  proportion  of  the  resistance  to  the  load  on  a  level; 
«,  the  sine  of  the  angle  of  inclination  of  the  ascent;  then 

is  the  greatest  resistance  to  be  overcome  in  ascending  the  ruling 
gradient;  and  this  should  not  exceed  the  greatest  tractive  force 
which  the  prime  mover  is  capable  of  exerting.  Let  P  be  that  force; 
then 

(/+ 1)  W  should  not  be  greater  than  P;  or,  in  ^ 
other  words,  t       ,*  v 

i  should  not  be  greater  than  ~r  — /. 


h 
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The  fulfilment  of  this  condition  is  essential  Another  condition, 
which  it  is  desirable  to  fulfil,  if  possible,  is,  that  no  mechanical 
energy  shall  be  wasted  through  the  necessity  of  using  brakes,  or  of 
backing  the  prime  mover,  in  order  to  prevent  excessive  acceleration 
of  speed  in  descending  the  ruling  gradient;  and  to  fulfil  this  con- 
dition 

t  should  (if  possible),  not  exceed/ (2.) 

The  co-efficient  of  resistance  /  differs  very  much  for  different  sorts 
of  permanent  way.  In  each  case  it  consists  of  two  parts;  one 
arising  from  friction,  and  constant  at  all  speeds,  and  another  arising 
from  vibration,  and  increasing  with  the  velocity ;  so  that  it  may 
have  different  values  in  the  formulae  1  and  2;  that  in  formula  1 
corresponding  to  the  least  speed  of  ascent  consistent  with  the  con- 
venience of  the  traffic,  and  that  in  formula  2  corresponding  to  the 
greatest  speed  of  descent  consistent  with  safety. 

When  the  traffic  is  heavier  in  one  direction  than  in  another,  the 
ruling  gradient  in  the  direction  of  the  ascent  of  the  lighter  traffic 
may  be  the  steeper. 

As  a  general  consequence  of  these  principles,  it  is  obvious  that 
the  less  the  proportion  of  the  resistance  on  a  level  to  the  load,  the 
natter  must  be  the  ruling  gradient,  and  the  flatter  the  ruling 
gradient  is  the  heavier  are  the  works,  and  the  more  difficult  is  it  to 
lay  out  the  line.  Such,  for  example,  is  the  case  with  railways,  as 
compared  with  roads.  In  railways  additional  expense  and  difficulty 
are  occasioned  by  the  necessity  of  certain  limitations  as  to  the  sharp- 
ness of  the  curves;  but  these  will  be  explained  in  Section  IV. 

Section  IL— Of  Road* 

416.  RMlrtanee  «f  Vehicle*  sub*  Rallasj  Cteatieata, — The  vehicles 
capable  of  being  used  on  roads  may  be  distinguished  into  sledges 
and  wheel-carriages.  The  only  cases  in  which  sledges  are  suitable 
vehicles  for  roads  are  those  in  which  the  surface  is  either  too  soft  or 
too  steep  to  admit  of  the  use  of  wheel-carriages  with  safety.  Their 
resistance  on  roads  has  not  been  determined  precisely  by  experiment.  * 

The  resistance  of  wheel-carriages  on  roads  consists  of  a  constant 
part,  and  a  part  increasing  with  the  velocity.  According  to  Gene- 
ral Morin,  its  proportion  to  the  gross  load  is  given  approximately 
by  the  following  formula : — 

/=  {a  +  b  (t>  -  348)}  +  r; (1.) 

*  The  resistance  of  an  iron-shod  sledge  on  hardened  enow  is  stated  by  Koesak  to 
be  about  l-80th  of  the  gross  load. 
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where  r  is  the  radius  of  the  wheels  m  inches,  «  the  velocity  in  feet 
per  second,  and  a  and  b  two  constants,  whose  values  for  carriages 
with  springs  are  as  follows : — 

/for  Wheels  of  18  Inches 
a         b  Radius. 

•=14-67         »=733 
For  good  broken  stone  roads,  '4  to  -55  -025  -038  to  '046  '028  to  "036 

For  pavements, {*">?      '2*        °68        "°6°  °^ 

r  '  I      to      39       103  "041  '028. 

For  carriages  without  springs,  the  constant  6  is  about  3£  times 
greater  than  for  those  with  springs. 

The  following  table  is  founded  chiefly  on  experiments  by  Sir 
John  Macneill : — 

/ 

Stone  pavement, i-68th  =  -015 

Broken  stone  road  on  a  firm  foundation,  1-49U1  =  *oao 
Broken  stone  road  on  a  foundation  of )  .  • 

flints, /  ^^  =  "°29 

Gravel  road, i-i5th  =  \>6f 

Soft  sandy  and  gravelly  ground, i-7th    ==  143 

Telford  estimated  the  average  resistance  of  carriages  on  a 
level  part  of  a  good  broken  stone  road  at  on&ihirUeth  of  the  gross 
load;  and  according  to  the  principle  expressed  in  Article  415, 
equation  2,  he  assigned  1  in  30  as  the  ruling  gradient  which  ought, 
as  far  as  possible,  to  be  adopted  on  a  turnpike  road. 

If  the  tractive  force  which  a  horse  can  exert  steadily  and  con- 
tinuously at  a  walk  be  estimated  at  120  lbs.,  the  adoption  of  a 
ruling  gradient  of  1  in  30,  the  resistance  on  a  level  being  l-30th 
of  the  load,  insures  that  each  horse  shall  be  able  to  draw  up  the 
steepest  declivity  of  the  road  a  gross  load  of 

120  X  30  -j-  2  =  1,500  lbs. 

A  horse  can  exert,  for  a  Rhort  time,  an  effort  two  or  three  times 
greater  than  that  which  he  can  keep  up  steadily  during  his  days' 
work;  and  thus  steeper  ascents  for  short  distances  may  be  sur- 
mounted. 

In  the  roads  laid  out  by  Telford,  the  ruling  gradient  of  one  in  30 
is  adhered  to,  wherever  it  is  practicable  to  do  so ;  and  sometimes 
considerable  circuits  are  made  for  that  purpose.  Occasionally, 
however,  he  found  it  necessary  to  introduce  steeper  gradients  for  a 
short  distance,  such  as  1  in  20,  or  1  in  15. 

417.  MmjimM  Ml  aa*  FmnlM  •£  Bm4i  la  Gtmtwm L— Heavy 
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works  of  earth  and  masonry  seldom  occnr  on  lines  of  road,  which 
are  often,  throughout  the  greater  part  of  their  extent,  made  on  the 
natural  surface  of  the  ground.  In  this  case  the  operation  oT  form- 
ing the  road  consists  simply  in  digging,  in  ground  that  is  level 
across,  a  drain  at  each  side  of  the  road,  and  in  ground  that  has  a 
sidelong  slope,  a  drain  at  the  uphill  side;  throwing  the  earth 
from  the  drains  on  the  track  of  the  intended  road,  so  as  to  raise  it 
slightly  above  the  adjoining  ground,  and  levelling  any  small 
inequalities  that  occur  in  its  course.  According  to  M'Adam,* 
this  is  all  that  is  required  preparatory  to  laying  the  covering  or 
"metal"  of  the  road,  even  in  swampy  ground.  According  to 
other  authorities,  it  is  advisable,  in  marshy  ground,  to  prepare 
a  foundation  for  the  road  by  means  resembling  those  employed  in 
embanking  over  soft  ground  (Article  204,  p.  342) ;  for  example,  by 
digging  a  trench  2  or  3  feet  deep,  and  filling  it  with  clean  sand  or 
gravel,  as  a  base  for  the  road;  or  by  spreading  a  layer  of  dried 
peat,  or  of  fascines,  so  as  to  form  a  sort  of  raft  to  float  on  the 
morass.  When  fascines  are  used  for  this  purpose,  they  will  rapidly 
decay  unless  they  are  constantly  wet.  They  consist  of  bundles  of 
twigs,  20  feet  long,  or  thereabouts,  and  from  9  to  12  inches  in 
diameter,  and  are  laid  in  layers  alternately  lengthwise  and  cross- 
wise, and  fastened  with  pegs,  until  a  bed  is  formed  about  18  inches 
deep,  over  which  gravel  is  spread. 

418.  Bre»4ib  mhI  cfw  ■ecu— « — For  the  ordinary  breadth  of  the 
carriageway  of  a  turnpike  or  main  road,  about  30  feet  is  a  suf- 
ficient width,  with  5  or  6  feet  additional  for  a  footway  at  one  side. 

For  cross-roads  smaller  widths  are  sufficient,  such  as  20  feet  for 
the  carriageway,  and  5  feet  for  the  footway. 

The  widths  prescribed  by  law  in  Britain  for  those  parts  of  publio 
roads  which  are  interfered  with  by  railways  are  as  follows : — 

Turnpike  roads, 35  feet. 

Public  carriage  roads  (not  turnpike), 25    „ 

For  the  widths  of  roadways  in  populous  towns  and  their  neigh- 
bourhood no  general  rule  can  be  laid  down. 

In  some  of  those  cases  in  which  the  traffic  is  greatest,  the  width 
of  carriageway  is  about  50  feet,  with  a  pair  of  footways,  each  from 
10  to  15  feet  wide. 

The  carriageway  should  have  a  slight  rise  or  convexity  in  the 
middle,  in  order  that  water  may  run  off  it  towards  the  sides;  and 
for  that  purpose  from  4  inches  to  6  inches  is  sufficient  This 
convexity  should  be  given  to  the  formation,  so  that  the  thickness 

♦  See  M'Adam  0*  Roods,  ninth  edition,  1827. 
2s 
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of  covering  may  be  uniform.  The  footways  should  be  nearly  level 
with  the  highest  part  or  crown  of  the  carriageway,  and  have  a  very 
alight  slope  towards  the  carriageway. 

For  the  form  of  cross-section  of  the  convexity  of  the  carriage- 
way, Telford  recommends  a  very  flat  ellipse;  but  Mr.  Walker 
prefers  two  straight  lines,  connected  by  a  short  curve  at  the  crown. 
He  advises,  also,  that  every  part  of  a  road  should,  as  far  as 
practicable,  have  a  slight  declivity  longitudinally,  to  facilitate 
drainage. 

419.  Draiaage  m*  Feaclag. — The  side-drains,  which  have  already 
been  mentioned,  are  similar  to  those  of  pieces  of  earthwork,  as  to 
which,  see  Articles  190,  193,  202,  pp.  304,  305,  342.  A  depth  of 
2  or  3  feet  is  in  general  sufficient  for  them;  and  when  they  are 
open  ditches,  they  may  be  from  3  to  4  feet  wide  at  the  top.  If 
covered,  they  may  consist  of  earthenware  tubes  of  6  inches  diameter, 
or  thereabouts,  on  an  average,  or  built  culverts  of  about  12  inches 
square.  Roadways  in  towns  are  in  general  drained  into  under- 
ground sewers. 

The  gutters  or  channels  run  along  each  side  of  the  carriageway, 
and  are  usually  about  3  inches  deep.  They  collect  the  surface- 
water  from  the  road,  and  discharge  it  into  the  side-drains  through 
transverse  tubes,  which  pass  below  the  fences  and  footway. 

Mitre  drains  are  small  underground  tile  drains  or  tubes,  diverging 
obliquely  from  the  centre  line  of  the  roadway  at  intervals  of  60 
yards  or  thereabouts,  and  leading,  with  a  declivity  of  about  1  in 
100,  into  the  side-drains. 

In  towns  the  channels  discharge  their  water  into  the  sewer 
through  passages  called  gully-holes,  sometimes  having  horizontal 
openings  covered  by  gratings,  sometimes  vertical  openings  in  the 
curb  of  the  footway.  In  order  to  prevent  the  escape  of  fonl  air 
through  them,  they  are  provided  with  siphon  traps,  or  with  valves 
opening  inwards. 

When  a  road  is  drained  by  an  open  ditch,  the  fence  should  be 
between  the  ditch  and  the  road.  The  permanent  fences  of  roads 
are  usually  either  hedges  or  walls.  According  to  Telford,  they 
should  not  exceed  5  feet  in  height,  in  order  that  the  sun  and  wind 
may  have  free  access  to  the  road  to  dry  it. 

420.  Broken  Stoae  Boad*. — The  true  principles  of  the  construc- 
tion of  roads  covered  with  broken  stone  were  discovered  by  John 
Loudon  M'Adam,  and  are  fully  described  in  his  work  On  Roads 
already  referred  to. 

The  stone,  or  " road  metal"  should  be  hard,  tough,  and  durable. 
(On  these  points,  see  Part  II,  Section  L,  pp.  349  to  361.)  The 
best  materials  are  granite  (p.  355)  and  trap-rock,  or  whinstone 
(p.  356).    Hard  compact  limestone  (p.  359)  may  also  be  used,  and 
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gravel  composed  of  flints  (p.  357);  but  all  flints  should  be  bro 
into  angular  pieces,  as  if  for  making  concrete. 

The  atones  are  broken  down  by  means  of  a  hammer  with  a  ate 

tkxxt,  into  smaller  and  smaller  pieces,  until  at  length  they 

minced  to  pieces  roughly,  approximating  to  a  cubical  shape, 

not   exceeding  6  ounces  in  weight;  which,  on  an  average,  is 

-weight    of  a  cube  of  stone  of  1*6  inches  in  the  side.     M'Ai 

directed,  each  road  inspector  to  carry  a  small  balance,  so  as  t< 

/  able  to  test  the  -weight  of  a  few  stones  from  each  heap.     Anol 

mode  of  testing  that  the  stone  is  broken  small  enough  is  by  m< 

of  wl  owws  ring  %k  inches  in  diameter,  through  which  no  piece  she 

be  too  large  to  pass. 

Seside   breaking  all  gravel  into  angular  pieces,  it  should 
screened,  to  clear  it  of  earth. 

The  road  metal,  thus  prepared,  is  to  be  evenly  spread  over 
road  "with  a  shovel  and  rake,  in  three  successive  layers  of  betwef 
ax^d  4  inches  deep,  each  layer  being  left  to  be  partly  consolidi 
W  traffic  before  another  is  laid;  and  thus  is  formed  a  firm,  com] 
\^j  0f  angular  fragments  of  stone  about  10  inches  thick,  whic 
^pervious  to  water,  or  nearly  so,  and  which  Boon  acquires  a  smc 

A^oordiog  to   M'Adam,  10  inches  is  the  greatest  thicknest 

\w.«*  Tteaiixreo!     f<>r    any  roa^  ^rom  ^  to  9  inches  being  o: 

^^™  TT*  anA   bis  practice  was  to  lay  the  metal  simply  on 

v^^^^l^nrtcl    with  no  preparation  except  levelling  inequali 

Wtural  Sr^xV^ixkS9  as  described  in  Article  417,  p.  625. 

and  dl#£"*      to    t>he  practice  of  Telford,  before  laying  down 

According  ^j^^ion  or  "  bottoming"  is  laid,  consisting  of  piece 

metal,  a  f*1^    rx^yt    necessarily  hard  stone,  measuring  from  4  1 

durable,   b**_j1    dimension.     The  largest  of  those  pieces  are  se 

inches  in^eJ*wedLr  largest  sides  resting  on  the  formation,  and  bet* 

hand,  with  *\T  ^ler  pieces  are  packed,  so  as  to  form  a  compact  L 

these  the  ^P~*  deep  i*1  *ne  centre  of  the  road,  and  4  inches  dee 

about  7  ^nC\w^  0f  the  convexity  being  made  in  this  manner.     Al 

the  sides,  P°r       -fcfre  metal  is  spread  as  already  described. 

'^ts  botton31J1^>Il0  j-oad  is  repaired  by  slightly  loosening  the  sur 

\^  A.  brokei?  s  ^^^     spreading  uniformly  over  it  a  layer  of  nn 

TpJ^th  a  picl£>  -.£&£;&  is  first  loosened,  the  new  metal  will  not  bin 

i        X^f^^tdess  the  0tl'±,lx    tho  old  .  The  practice  of  repairing  roads 

^Consolidate  '     TJ*«,  a*rnin&"  is  bad 
'  ^^^tches,  ca^^^Tria3^0  *^e  tran*c  on  a  broken  stone  road  easier  ^ 

^^     jn  order  *°     j^y  er  of  sand  and  gravel,  called  "  blinding?  is  sc 
"a^j>   is  first  ^j*  ^xre-r  i*  *  ^ut  ^^  P™^06  **  a  bad  one>  *°r  *^e  * 
%*^^nes  spreft**   °    ^    their  way  between  the  fragments  of  stone, 
^^Vid  g**ve*  -W°  v-ex^  forming  so  compact  a  mass  as  they  ought  to 
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When  mud  forms  on  the  surface  of  a  road,  it  is  to  be  removed  by 
scraping;  but  if  the  road  is  well  made  of  good  materials,  little  of 
that  work  is  required. 

Wheels  of  small  diameter  are  the  most  destructive  to  roads. 

According  to  Telford,  the  load  on  a  broken  stone  roadway  ought 
not  to  exceed  one  ton  on  each  wheel :  the  tire  of  the  wheel,  for  a  load 
of  one  ton,  being  four  inches  broad.  The  limitation  as  to  load 
agrees  with  general  practice ;  but  the  breadth  of  four  inches  for  a 
load  of  one  ton  per  wheel  appears  to  be  only  necessary  for  vehicles 
without  springs;  for  those  properly  provided  with  springs,  a 
breadth  of  from  2  to  2£  inches  is  sufficient  under  any  load  of 
ordinary  occurrence,  provided  they  are  to  run  on  firm  and  compact 
roadways  only.  On  soft  and  loose  roadways  an  additional  breadth 
of  wheel  prevents  the  resistance  from  being  so  great  as  it  would  be 
with  narrow  wheels.  The  consolidation  of  a  broken  stone  road 
may  be  hastened  by  rolling  it  with  a  cast  iron  roller  weighing  from. 
1  to  3  tons  if  drawn  by  horses;  in  France,  steam-rollers  weighing 
10  tons  have  lately  been  introduced.  (See  Annate*  dee  Ponte  et 
ChausaSes,  1861.) 

421.  0mim  f«?i«MWfc — The  foundation  of  a  stone  pavement  may 
consist  either  of  a  layer  of  hydraulic  concrete,  or  of  rubble  masonry 
set  in  hydraulic  mortar,  from  6  to  9  inches  deep; 

Or  of  three  successive  layers  of  broken  stone  road  metal,  each 
about  4  inches  deep,  consolidated  by  allowing  the  traffic  to  run 
upon  them  for  a  time; 

Or  of  three  well-rammed  layers  of  gravel,  each  4  inches  deep, 
with  a  layer  of  sand  about  1  inch  deep  on  the  top. 

The  best  materials  for  stone  pavements  are  syenite  and  granite, 
the  hardest  that  can  be  found;  and  the  next,  trap  or  "  whinstone." 
Stones  of  a  laminated  structure  are  to  be  avoided  if  possible;  and 
should  it  be  absolutely  necessary  to  use  them,  they  are  to  be  set 
with  their  beds  or  lamin®  on  edge. 

Paving-stones  should  be  roughly  squared,  special  care  being  taken 
that  they  do  not  taper  downwards.  They  are  to  be  set  in  regular 
courses,  running  across  the  roadway,  and  breaking  joint  with  each 
other.  In  order  that  the  stones  may  not  tend  to  cant  or  tilt  over, 
their  depth  in  a  vertical  direction  should  be  somewhat  more  than 
double  their  horizontal  breadth :  for  the  same  reason,  the  length 
should  be  equal  to  the  depth,  or  not  much  greater.  The  dimensions 
usually  adopted  are — 

Breadth  (in  a  direction  along  the  roadway), 4  inches, 

Depth  (in  a  vertical  direction), 9      „ 

Length  (in  a  direction  across  the  )  *  m  9  to  12 
roadway),. y  " 
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Paving-stones  are  sometimes  made  to  taper  slightly  Unoarde  the 
top,  bo  that  their  joints  are  close  below,  and  open  to  the  extent  of 
an  inch  or  thereabouts  above,  the  wedge-formed  spaces  thus  left 
being  filled  with  gravel,  or  chips  of  stone,  imbedded  in  bituminous 
cement.  (Article  234,  p.  376.)  This  gives  a  more*  secure  footing 
to  horses  than  a  close-jointed  pavement. 

Small  pieces  of  granite,  nearly  cubical,  and  measuring  about  4 
inches  each  way,  have  been  used  at  Euston  Square  Station.  They 
rest  on  a  layer  of  sand  1  inch  deep,  and  three  layers  of  gravel  mixed 
with  chalk,  each  4  inches  deep,  and  are  set  as  close  as  possible. 

Paving-stones  are  rammed  into  their  places  with  a  wooden 
rammer  or  beetle,  weighing  about  55  lbs.  A  small  steam-hammer 
has  been  sometimes  used  for  this  purpose. 

They  may  be  covered,  when  first  laid,  with  a  blinding  of  sand  and 
fine  gravel,  about  an  inch  or  an  inch  and  a-half  deep,  to  fill  the 
joints  by  degrees. 

Their  joints  may  be  made  water-tight  by  being  laid  in  cement  or 
hydraulic  mortar;  or  in  iron-turnings,  which  rust,  and  make  a  sort 
of  cement  with  the  sand  and  gravel  of  the  blinding  that  works  its 
way  into  the  joint ;  or  in  a  bituminous  cement,  or  by  being  grouted 
with  hydraulic  lime  in  a  semi-fluid  state  after  being  laid. 

Bubble  or  Boulder  Pavement  consists  of  stones  of  irregular  shapes 
set  in  a  bed  of  sand  or  graveL  It  causes  great  resistance  to 
vehicles,  is  liable  to  irregular  sinking,  and  requires  frequent  repair. 

The  chief  disadvantage  attending  the  use  of  well-made  stone 
pavement  in  towns  is  its  liability  to  be  disturbed  for  the  purpose  of 
laying  gas  and  water-pipes  and  small  sewers.  One  method  of 
obviating  this  is  to  provide  "  eide-trenchee  "  to  contain  those  under- 
ground works,  being  narrow  excavations  lined  at  the  sides  with 
brick  walls,  and  situated  under  the  outer  edge  of  the  foot-pavement) 
by  the  flags  of  which  they  are  covered.  The  wall  of  the  side- 
trench  next  the  roadway  is  strengthened  against  the  pressure  of  the 
earth  by  means  of  transverse  wails,  with  openings  in  them  for  the 
passage  of  sewers  and  pipes;  and  between  those  transverse  walls 
the  longitudinal  wall  is  slightly  arched  horizontally,  like  the  retain- 
ing wall  in  fig.  176,  p.  412.  The  other  longitudinal  wall  of  the 
side-trench  forms  the  back  of  a  row  of  cellars  under  the  foot- 
pavement  The  side  walls  of  the  cellars  are  in  a  line  with  the 
transverse  walls  of  the  side-trench,  and  act  as  buttresses  to  give  it 
stability.  In  an  example  given  in  Mr.  NewlandVs  Report*  for 
1848,  the  side-trench  is  13  feet  deep  from  surface  of  footway  to 
foundation,  2£  feet  wide  inside,  and  has  cross  walls  at  every  7  feet; 
the  brickwork  is  one  brick,  or  9  inches  thick*     It  contains  an  oval 

•  See  RtporU  of  tie  Borxmgk  Engineer  0/ Liverpool  (Mr.  Jmm  Newlaodt). 
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sewer-pipe  of  27  X  18  inches,  a  10  inch  water-pipe,  and  a  10  inch 
gas-pipe.  Sewers  which  are  large  enough  to  be  traversed  by  men 
may  be  repaired  by  getting  access  to  them  through  subterranean 
passages  leading  into  them  from  trap-doors  in  the  foot-pavement. 

Another  method  of  obviating  the  necessity  for  raising  the  pave- 
ment of  the  carriageway  is  to  have  a  "  wdrtcay  "  or  tunnel  under 
the  street,  containing  the  sewer  and  the  gas  and  water-pipes. 
This  method  has  hitherto  been  tried  for  short  distances  only. 

422.  ffiHwiTi  «r  RMd* — The  dimensions  and  figure  of  footways 
have  been  treated  of  in  Article  418,  p.  625.  In  country  roads  the 
principles  of  their  construction  are  the  same  with  those  of  a  broken 
stone  road,  except  that  smaller  and  less  hard  materials  are  used, 
such  as  gravel,  engine  ashes,  slag  broken  small,  fragments  of  burnt 
clay,  <fea ;  and  that  from  21  to  4  inches  is  a  sufficient  thickness. 
The  footway  should  have  a  declivity  of  about  2  inches  towards  the 
channel,  its  lowest  edge  being  not  more  than  9  inches  above  the 
bottom  of  the  channel,  and  its  side  towards  the  channel  being 
formed  either  by  a  slope  of  from  1  to  1  to  1^  to  1,  or  by  a  curb- 
stone set  on  edge,  from  4  to  6  inches  thick.  To  consolidate  foot- 
ways, a  cast  iron  roller  may  be  used,  weighing  from  \  to  £  a  ton. 

In  streets  the  footways  have  a  foundation  of  concrete,  broken 
stone,  gravel,  or  sand,  and  are  covered  with  flagstones,  usually  from 
1£  to  4  inches  thick,  being  thinnest  for  the  strongest  material. 
The  best  materials  are  those  which  are  hardest,  toughest,  and  least 
pervious  to  water,  such  as  hornblende  slate,  the  harder  kinds  of 
clay  slate,  and  gneiss;  strong  sandstone  and  compact  limestone 
rank  after  these;  soft,  brittle,  and  porous  stones  are  unsuitable. 

423.  BiftmlMm  «r  Atphaltlc  PawMeni*  consist  of  a  thin  layer 
of  what  has  been  described  in  Article  234,  p.  376,  as  "  Bituminous 
Concrete,"  laid  on  a  foundation  of  broken  stone.  The  formation  of 
the  roadway  has  a  convexity  of  1-1 00th  of  the  breadth. 

The  foundation  consists  of  road  metal,  as  described  in  Article 
420,  p.  626,  laid  in  a  layer  of  4  inches  deep  for  the  carriageway, 
and  2  inches  deep  for  the  footway,  and  consolidated  with  a  rammer 
of  55  or  56  lbs.  weight,  or  with  a  cast  iron  roller. 

The  covering,  which  is  about  1£  inch  thick  for  a  carriageway,  and 
j  inch  thick  for  a  footway,  consists  of  a  mixture  of  road  metal  or 
gravel  and  "  bituminous  mortar."  The  proportions  of  its  ingre- 
dients have  been  given  in  Article  234,  p.  376.  The  order  in  which 
they  are  to  be  combined  is  the  following: — Having  melted  the 
bitumen,  add  the  asphalt  broken  small,  then  the  resin  oil,  then  the 
sand,  and  lastly  the  broken  stone.  To  test  the  composition,  a 
specimen  of  it  is  cooled  in  water  to  the  temperature  of  about  80°; 
a  piece  of  plank,  having  two  four-sided  pyramidal  points  of  iron  on 
the  under  side,  is  laid  with  one  point  resting  on  a  formerly-tried 
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standard  sample,  and  the  other  on  the  new  sample;  a  man  stands 
on  the  middle  of  the  plank,  when  the  impressions  on  the  standard 
sample  and  new  sample  should  be  of  equal  depth.  That  depth 
should  be  about  3-10ths  of  an  inch  for  carriageways  and  2-lOths 
for  footways,  the  latter  requiring  the  stronger  material.  Should  it 
prove  too  hard,  bitumen  and  resin  oil  are  to  be  added ;  should  it 
prove  too  soft,  asphalt  and  sand.  The  covering  is  laid  on  the  road- 
way in  the  hot  state,  in  rectangular  sections;  its  surface  is  sprinkled 
with  sand,  and  the  surplus  sand  swept  off,  and  it  is  then  left 
to  cooL  No  artificial  asphalt  is  equal  to  natural  asphalt  for  making 
roads. 

To  make  bituminous  roadways  cold,  asphalt  is  to  be  broken  as 
for  road  metal,  spread  about  2  inches  deep,  wet  all  over  with  coal- 
tar,  and  rammed  with  a  6*6  lb.  beetle. 

To  repair  the  surface  of  a  bituminous  roadway,  dissolve  one  part 
of  bitumen  in  three  of  pitch  oil  or  resin  oil;  spread  10  ounces  of 
the  mixed  oil  over  each  square  yard  of  roadway,  and  sprinkle  on  it 
2  lbs,  of  asphalt  in  powder;  then  sprinkle  the  surface  with  sand, 
and  sweep  away  the  loose  sand. 

Good  bituminous  pavements  under  constant  traffic  should  wear 
at  the  rate  of  about  l-40th  of  an  inch  a-year. 

424.  Pkudt  wumdm  are  useful  in  newly  settled  countries  in  which 
timber  is  abundant. 

The  formation  of  a  plank  road  is  made  by  digging  two  parallel 
ditches  about  16  feet  clear  apart,  and  throwing  the  earth  dug  out 
on  the  space  between,  so  as  to  raise  it  slightly.  One-half  of  tho 
track  thus  formed — that  is  to  say,  a  breadth  of  8  feet — is  left  with  an 
earthen  surface,  sloping  towards  the  nearest  ditch  with  a  fall  of  6 
inches.  On  the  other  half,  the  planked  covering,  also  8  feet  broad, 
is  made  in  the  following  manner : — Imbedded  in  the  ground  are 
two  parallel  lines  of  longitudinal  wooden  sleepers,  4£  feet  apart 
from  centre  to  centre.  Each  sleeper  is  from  10  to  20  feet  long,  12 
inches  broad,  and  4  inches  deep,  or  thereabouts;  under  the  joints 
of  those  sleepers  are  laid  short  connecting  sleepers,  of  the  same 
scantling  and  3  feet  long.  The  earth  is  well  rammed  between  and 
beside  the  sleepers,  until  it  is  flush  with  their  upper  sides,  across 
which  are  laid  the  planks,  8  feet  long  and  3  inches  thick.  The 
edge  of  the  planking  next  the  earthen  division  of  the  roadway 
should  not  be  straight  and  smooth,  but  should  have  alternate  pro- 
jections and  recesses  of  about  3  feet  long  and  3  inches  deep,  to  give  a 
hold  for  carriage  wheels,  so  that  they  may  easily  be  drawn  on  to  the 
planking  from  the  soft  part  of  the  road.  The  planked  part  of  the 
roadway  is  broad  enough  for  one  carriage  only;  and  when  two 
carriages  meet  or  pass  each  other,  the  lighter  must  make  way 
for  the  heavier  by  moving  to  the  earthen  division  of  the  road 
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425.  wiaa  Piwmi  consist  of  prismatic  blocks  of  wood,  rec- 
tangular or  hexagonal,  and  about  6  inches  deep,  set  with  the  fibres 
vertical,  upon  a  firm  foundation  of  broken  stone.  It  was  at  one 
time  much  used  in  Britain,  especially  in  London,  but  was 
abandoned  on  account  of  its  slippery  surface  and  rapid  decay. 

425  A.  Cmm  Iim  PftTcwenis  made  of  plates  have  been  tried,  but 
have  proved  very  dangerous  to  horses.  A  pavement  consisting  of 
hexagonal  cast  iron  cells  filled  with  gravel  is  now  under  trial. 


Section  III. — 0/ Tramways. 

426.  Stoae  Tmumwst*. — The  best  kind  of  stone  tramway  consists 
of  a  pair  of  parallel  ranges  of  oblong  blocks  of  granite,  about  4£  feet 
apart  from  centre  to  centre,  with  their  upper  surfaces  forming  part 
of  the  surface  of  a  road,  each  block  being  from  2  to  4  feet  long, 
about  10  or  12  inches  broad,  and  of  the  same  depth  with  the  rest  of 
the  covering  of  the  roadway.  The  upper  surfaces  of  these  stone 
tram-rails  are  slightly  hollowed  towards  the  middle  of  their  breadth, 
to  the  depth  of  half  an  inch,  or  thereabouts,  in  order  that  carriage- 
wheels  may  tend  to  remain  on  them. 

427.  Ini  Tra«iw«y%  as  formerly  made,  consisted  of  flat  bars  of 
iron  for  the  wheels  of  carriages  to  run  upon,  with  a  rising  ledge  or 
flange  at  one  side,  to  prevent  the  wheels  from  leaving  the 
track.  The  iron  tramways  now  in  most  common  use  are 
those  which,  like  the  stone  tramways  of  the  last  article,  form 
part  of  the  surface  of  a  road  or  street.  The  tram-rails  used  for 
this  purpose  are  oblong  plates  of  cast  iron,  3  or  4  feet  long; 
they  are  usually  7  or  8  inches  broad,  and  about  1£  inch  thick; 
they  are  slightly  concave  towards  the  middle  of  their  breadth,  like 
stone  tram-rails;  and  at  each  joint  the  ends  of  two  adjoining  plates 
rest  on  a  square  plate  of  cast  iron  of  the  same  thickness.  A  com- 
bination of  the  tram-rail  and  edge  rail,  lately  introduced,  will  be 
mentioned  further  on. 

Section  IV. — Of  Railways, 


428.  The  BmImsm  #f  TcMdm  mm  a  I*rel  is  here  considered  in 
so  far  only  as  it  affects  the  ruling  gradient.  The  resistance  to  the 
motion  of  a  loaded  carriage  on  a  level  railway  is  nearly  proportional 
to  the  gross  load,  and  its  proportion  to  that  load  may  be  expressed 
either  as  a  fraction,  or  as  a  certain  number  of  lbs.  per  ton,  the  latter 
being  a  common  mode  of  expressing  it  for  practical  purposes. 

Let/  be  the  proportion  of  the  resistance  on  a  level  to  the  gross 
load,  expressed  as  a  fraction;  then 
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resistance  in  lbs.  per  ton  =  2,240/ (1.) 

It  is  true  that  the  part  of  the  resistance  which  is  due  to  the  dis- 
placement and  friction  of  the  air  must  depend,  not  on  the  load,  but 
on  the  dimensions  and  figures  of  the  vehicles;  but  our  experimental 
knowledge  of  the  laws  of  the  resistance  of  the  air  to  bodies  so  large 
as  railway  carriages  is  scarcely  sufficient  to  enable  us*  to  calculate 
that  resistance  separately  with  such  precision  as  to  make  the  result 
of  the  computation  practically  useful* 

The  co-efficient  of  resistance  on  a  level,  f,  consists  of  two  parts; 
one  representing  the  effect  of  friction,  which  is  independent  of  the 
speed ;  the  other  representing  the  effect  of  concussion  and  of  the  resist- 
ance of  the  air,  which  increases  with  the  speed  The  law  according 
to  which  the  latter  part  of  the  co-efficient  of  resistance  increases  is 
still  uncertain,  owing  to  the  irregularities  of  the  results  of  ex- 
periment According  to  one  formula  (founded  on  experiments  by 
Mr.  Gooch),  it  is  insensible  up  to  a  speed  of  about  10  miles  an  hour, 
and  then  increases  nearly  in  the  simple  ratio  of  the  excess  of  the 
speed  above  that  limit  According  to  another  formula  (that  of  Mr. 
D.  JL  Clark),  it  is  nearly  proportional  to  the  square  of  the  speed ; 
and  both  those  formulae  agree,  in  a  rough  way,  with  experiment 

The  following  are  the  formulae  in  question,  in  each  of  which  Y 
denotes  the  velocity  in  miles  an  hour : — 

Co-efficient  of  resistance, /==  -00268  (l  +  — ~ — );  (2.) 

[Resistance  in  lbs.  per  ton,  2,240/=  6  (lH wr^)''  (2  a.) 

Co-efficient  of  resistance,/=  -00268  (l  +  r7j0);..  (3) 


•  The  following  are  two  alternative  formula  by  the  late  Mr.  Wyndham  Harding 
mod  Mr.  Scott  Russell,  in  which  separate  expression*  are  given  for  the  resistance  of  the 
air.  In  the  first  formula  that  resistance  is  assumed  to  be  proportional  to  the  area  of 
frontage  of  the  train;  in  the  second,  to  its  volume. 

T  denotes  the  weight  of  the  train,  in  Urns. 
V,  its  velocity,  in  miles  an  hour. 

A,  its  area  of  frontage,  in  square  feet 

B,  its  volume,  in  cubic  feet;  then 

resistance  In  lbs.  =  (  6  +  Y)t+I!^;  or 

-(ra-T\t!±  ILL 

V    T15/     T  50,000" 
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V* 

Kesistance  in  lbs.  per  ton,  2,240  /=  6  +  ^r.    (3  a.) 

Carriages  have  been  made  and  used  in  which  the  co-efficient  of 
resistance  was  as  small  as  '002,  or  about  4£  lbs.  per  ton,  at 
velocities  not  exceeding  12  miles  an  hour,  the  resistance  being 
sensibly  constant  at  such  velocities.* 

The  formulae  2,  2  a,  3,  3  a,  are  applicable  to  good  railway  carriages 
with  springs,  in  trains  drawn  by  an  engine  at  an  uniform  speed  on  a 
well-made  line,  in  good  repair,  with  easy  curves,  and  in  moderately 
calm  weather;  the  experiments  on  which  they  are  founded  having 
been  made  under  those  circumstances,  and  the  resistance  determined 
by  means  of  a  dynamometer  between  the  engine  and  the  train. 

Another  mode  of  determining  the  resistance  of  a  carriage  on  a 
railway  is  to  start  it  off  at  a  considerable  speed,  and  allow  it  to 
come  gradually  to  rest  by  its  own  resistance ;  but  in  this  mode  of  ex- 
perimenting, although  the  friction  is  the  same  as  in  the  other  mode, 
the  resistance  arising  from  concussion  is  considerably  less,  because 
much  of  the  vibration  originates  with  the  engine,  t 

The  absence  of  springs  augments  that  part  of  the  resistance 
which  increases  with  the  velocity;  but  wagons  without  springs  are 
used  only  at  very  low  speeds. N 

The  following  are  some  examples  of  resistances  per  ton  at  dif 
ferent  speeds,  calculated  by  the  two  formulae  respectively : — 

Speed  in  miles  an  hour,  V=      io        15         20  30        40         50        60 

/by  equation  2, ■00268  "00335  -00402  •00536  "00670  X0804  -00938 

2,240 /by  equation  2  a,....        6         7$          9  12  15  18         21 

/by  equation  8, 100287  -00310  -00342  "00435  m°°5^S  «733  1°0938 

2,240 /by  equation  8  A,....     6-4  6-9  77  97       127       16*4       21 

Mr.  D.  K.  Clark  considers  that  his  experiments  indicate  that 
the  resistance  on  a  level,  given  by  equations  3,  3  a,  is  liable  to  be 

*  See  Rankine  On  Cylindrical  Wheels  on  Railways;  also  Wood  On  Railroads. 

t  To  ascertain  the  resistance  of  a  vehicle  by  experiments  on  its  gradual  retardation, 
stones  or  other  marks  are  to  be  dropped  from* the  carriage  at  equal  intervals  of  time 
(say  of  t  seconds  each),  and  the  distances  between  those  successive  marks  measured. 

Let  £1,  2j,  X3,  x4,  &c,  be  those  distances  in  feet  Then  the  velocities  at  the 
end  of 

f,  2 1,  8  <,  &&,  seconds,  are  nearly, 

Let  9»  and  v«  4- 1  denote  the  velocities  at  the  end  of  n  t  and  (n  -{-  1)  I 
respectively.    Then  the  co-efficient  of  resistance  at  the  end  of  « t  seconds  is  m 

/=  {(vm—vm+  0  —  32-2}  :q=iaccordiiigasthegradierf^ 
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exceeded  in  the  following  proportions,  from  various  occasional 
causes: — 

From  a  road  ill  laid,  or  in  bad  repair, 40  per  cent 

From  resistance  on  curves, ao        „ 

From  strong  side  winds, 20        „ 

Total, 80        „ 

It  may  be  held,  however,  that  all  those  causes  of  increased  resist- 
ance are  seldom  combined  at  one  time  and  place;  and  that  50  per 
cent,  is  a  liberal  allowance  for  contingent  resistances. 

The  friction  of  good  ordinary  mineral  wagons,  at  low  speeds, 
may  be  estimated  as  ranging  from 

8  lbs.  per  ton,  or  '00353 
to  10  lbs.  per  ton,  or  '00446 

and  as  being  on  an  average  about 

9  lbs.  per  ton,  or  '00402,  or  1 -250th  nearly. 


429.  Vwp—**m  «rcteMi  tm  Net  I*a4. — In  the  following  state- 
ment the  ordinary  proportions  of  the  weight  of  goods  and  mineral 
wagons  to  the  loads  which  they  carry  are  given  on  the  authority  of 
Mr.  D.  EL  Clark;  and  from  those.;  proportions  are  deduced  the 
proportions  of  gross  to  net  load  in  goods  and  mineral  trains : — 

Wagon         Gross  Load 
-i-  Net  Load,    -j- Net  Load. 

Well  made  open  wagons, A  iA 

Well  made  covered  wagons, f  if 

Clumsy  wagons, 1  2 

In  computing  the  gross  load  to  be  drawn  behind  a  locomotive 
engine  which  has  a  tender,  the  weight  of  the  tender  (from  10  to  15 
tons)  is  to  be  added  to  that  of  the  wagons  and  their  load. 

Passengers  without  luggage  may  be  estimated  at  about  15  or  16 
to  the  ton,  and  with  luggage,  about  10  to  the  ton  (but  this  last  is 
an  uncertain  estimate).  In  a  passenger  train  the  gross  load  may 
be  roughly  estimated  at  about  three  times  the  net  load,  with 
carriages  suited  for  locomotive  railways  and  high  speeds,  weighing 
when  empty  5  or  6  tons  for  a  carriage  capable  of  carrying  20  or  30 
passengers.  In  light  carriages  on  horse-worked  railways  the  gross 
load  needs  not  exceed  double  the  net  load 

430.  The  Tractive  F«rc«  which  the  prime  movers  on  railways 
exert  will  here  be  considered  so  far  as  it  is  connected  with  the 
question  of  gradients.    The  prime  movers  commonly  employed  on 
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railways  are,  gravity,  horses,  fixed  steam  engines,  and  locomotive 
steam  engines.  The  strength  of  men  and  the  force  of  the  wind 
have  also  been  employed,  but  in  isolated  experiments  only. 

I.  Gravity  either  assists  or  opposes  the  other  kinds  of  motive 
power  on  all  inclined  parts  of  a  railway.  It  may  act  as  the 
sole  motive  power  on  a  descending  gradient  that  is  sufficiently 
steep. 

The  only  case  in  which  gravity  acts  as  a  tractive  /dree  on  a  rail- 
way is  that  of  a  "  self-acting  inclined  plane,"  on  which  a  train  of 
loaded  wagons  descending  draws  up  a  train  of  empty  wagons. 
Let  i  be  the  sine  of  the  inclination  of  the  plane, /the  co-efficient  of 
resistance  of  the  wagons,  T  the  weight  of  a  train  of  empty  wagons, 
W  the  net  load  of  a  train.  Then  the  available  tractive  force  at  an 
uniform  speed  is 

(*_/)(T  +  W). 

The  rope,  according  to  present  practice,  is  of  iron  wire,  and  usually 
endless,  and  lies  on  a  series  of  sheaves  or  pullies  7  yards  apart.  The 
weight  of  each  sheave  is  between  20  and  30  lbs. ;  the  weight  of  the 
rope  (allowing  6  as  the  factor  of  safety)  per  foot  of  it*  length  should  be 
1-4  500th  of  the  greatest  working  tension.  Let  R  be  the  weight  of 
the  rope  and  pullies ;  their  total  resistance  is  usually  estimated  at 
about  l-20th  of  their  weight,  and  the  resistance  o£  the  train  of 
empty  wagons  is  (t  +/)  T.  In  order  that  the  tractive  force  may 
simply  balance  the  resistances,  we  must  have 

(i  -f)  (T  +  W)  =  g  +  (*+/)  T; (1.) 

and  the  inclined  plane  will  not  work  unless  the  inclination  is 
steeper  than  that  given  by  solving  the  above  equation;  that  is  to 
say, 

t  must  be  greater  than  j^+/(W  +  2T)j-5-  W....(2.) 

Assume/=  -004,  T  =  W  -5-  2;  then 

i  must  be  greater  than  <  -srrm  +  "008  > (2  a.) 

The  excess  of  steepness  above  this  limit  causes  an  excess  of 
tractive  force  above  resistance,  which  produces  accelerated  motion. 
The  acceleration  may  be  allowed  to  go  on  so  long  as  the  velocity 
does  not  exceed  a  safe  limit;  so  soon  as  that  limit  has  been  attained, 
the  surplus  tractive  force  must  be  counteracted  by  the  use  of  the 
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brake,   so  that  the  tractive  force  and  increased  resistance  may 
exactly  balance  each  other,  and  the  velocity  become  uniform.* 

II.  Horses* — An  animal  produces  its  greatest  day's  work  when 
working  for  eight  hours  per  day,  and  with  a  certain  definite  speed 
and  tractive  force. 

Let  P1  denote  the  tractive  force  corresponding  to  the  greatest 

day's  work; 
P,  any  other  tractive  force; 

Vj,  the  speed  corresponding  to  the  greatest  day's  work ; 
"V,  any  other  speed; 
T,  the  time,  in  hours  per  day,  during  which  the  exertion  is 

kept  up. 

Then  the  following  formula  is  approximately  true,  for  efforts  and 
speeds  not  greatly  differing  from  rx  and  Yv  and  for  times  not 
greatly  exceeding  eight  hours  per  day : — 

P       V       T 

F1  +  ^+l  =  3- <3> 

For  a  good  average  draught  hone  the  following  data  are  nearly 
correct: — 

P  =  120  lbs. 

Vj  =  3*6  feet  per  second,  or  about  2£  miles  an  hour. 

For  a  high-bred  horse  of  average  strength  and  activity  it  is 
difficult  to  assign  the  values  of  Px  and  Vlf  for  want  of  sufficient 
data.  The  following  values  agree  in  a  general  way  with  some  of 
the  results  of  experience  in  the  traction  of  stage  coaches  and  of 
light  railway  carriages : — 


•  It  is  seldom  necessary  to  enter  into  detailed  calculations  as  to  the  effect  of 
acceleration  on  a  self-acting  inclined  plane.  It  may  sometimes,  however,  be  desirable 
so  do  so,  where  the  declivity  is  so  slight  that  there  is  a  doubt  whether  the  velocity 
attained  will  be  sufficiently  great  to  enable  a  pair  of  trains  to  traverse  the  inclined 
plane  without  inconvenient  delay. 

To  find  the  time  occupied  in  traversing  the  plane  unimpeded,  let  M  denote  the 
total  weight  of  the  rope  and  sheaves,  and  of  both  trains,  together  with  one-half  of  the 
weight  of  the  pullies.  Let  F  denote  the  excess  of  the  tractive  force  above  the 
Let  t  be  the  length  of  the  plane;  tjien 


time  in  seconds  s  \/  ^  a  p  nearly. 


16F 


The  mean  velocity  may  of  course  be  round  by  dividing  L  by  this  time;  ami 
the  greatest  velocity  acquired  is  double  of  the  mean  velocity. 
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R  =  641bs. 

Vx  =  7*2  feet  per  second,  or  about  5  miles  an  hour. 

The  following  are  examples : — 

T,  hours  per  day, 4      4      4       1       1       1       1 

V,  miles  an  hour, 5      74  10      5      7|  10     12J 


P,  tractive  force,  as  64  \ 


32  T20    88    56     24 


It  may  be  observed  that  the  preceding  data  and  calculations 
have  reference  to  average  speeds,  and  that  the  horse  may  occasion- 
ally be  required  to  exert  from  once  and  a-half  to  double  the  efforts 
above  stated,  provided  that  he  is  allowed  to  slacken  his  speed 
during  the  increased  effort,  and  that  the  additional  exertion  is 
kept  up  for  a  short  time  only. 

III.  Fixed  Steam  Engines  are  employed  for  the  most  part  on 
short  distances,  where  the  speed  is  moderate  and  the  inclination 
steep.  Their  power  is  usually  applied  to  an  endless  rope  running 
on  sheaves,  like  that  of  a  self-acting  inclined  plane  (p.  636).  The 
steam  engine  is  placed  at  the  top  of  the  ascent,  and  drives  a 
large  horizontal  cast  iron  pully,  from  5  to  10  feet  in  diameter, 
having  three  or  four  grooves  in  its  rim.  This  is  called  the  driving 
pully.  At  a  short  distance  in  front  of  that  pully  (that  is,  in  the 
down-hill  direction)  is  a  pully  one  or  two  feet  smaller  in  diameter, 
and  with  one  groove  fewer  in  its  rim.  This  is  called  the  straining 
pully:  it  rests  on  a  small  four-wheeled  truck,  and  is  pulled  away 
from  the  driving  pully  by  a  chain  and  weight,  the  weight  being 
sufficient  to  give  the  requisite  tension  to  the  rope,  which  is  carried 
round  the  grooves  of  the  two  pullies.  At  the  foot  of  the  inclined 
plane  the  rope  passes  round  a  third  horizontal  pully,  as  large  as 
the  driving  pully. 

The  engine  works  to  the  best  advantage,  and  the  rope  is  least 
strained,  when  one  train  is  ascending  and  another  descending  at  the 
same  time. 

The  greatest  tension  on  the  rope  is  found  as  follows : — 

Let  P  denote  the  greatest  tractive  force  required  to  overcome 
gravity,  and  the  friction  of  the  train,  rope,  and  sheaves,  calcu- 
lated as  in  p.  636.  About  one-third  of  this  will  be  the  tension 
required  at  the  descending  side  of  the  rope,  to  give  sufficient 
"bite"  or  adhesion  between  it  and  the  driving  pully,  so  that 
the  greatest  working  tension  at  the  ascending  side  of  the  rope 
will  be  about 
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1-33  P;* (4.) 

and  its  weight  per  foot,  if  it  is  made  of  strong  charcoal  iron  wire, 
^should  be  1 -4500th  of  this.  The  pull  upon  the  axis  of  the  straining 
'pully  should  be  about 

2-74  P.» (5.)     . 

To  find  the  indicated  horse-power  of  the  engine,  let  v  be  the 
velocity  of  the  rope  in  feet  per  second  (=  velocity  in  miles  an  hour 
X  1-466);  then 

IU*- 550-  =440' <6'> 

the  multiplier  1*25  being  introduced  on  the  supposition  that  the 
friction  of  the  steam  engine  wastes  one-fifth  of  the  indicated 
power. 

Another  mode  of  transmitting  the  power  of  the  fixed  engine  to 
the  train  is  to  employ  the  engine,  by  means  of  pumps  or  of  a  fan,  to 
exhaust  the  air  from  a  tube,  along  which  a  piston  is  propelled 
towards  the  engine-station,  by  the  excess  of  the  atmospheric  pressure 
behind  it  above  the  diminished  pressure  in  front  of  it  For  details 
as  to  this  mode  of  propulsion,  see  Proceedings  of  the  Institution  of 
CivU  Engineers  for  1844.  It  was  practised  for  some  years  on  some 
short  lines  of  railway,  the  tube  being  about  15  inches  in  diameter, 
but  was  eventually  given  up  in  favour  of  locomotive  engines.  Its 
use  has  of  late  been  revived  for  the  purpose  of  conveying  parcels 
through  tubes. 

IV.  Locomotive  Engines. — The  tractive  force  of  alocomotive  engine 
is  in  general  limited,  not  by  the  power  which  the  engine  is  capable 
of  exerting — for  that  is  almost  always  more  than  sufficient  to  draw 
any  load  that  it  ever  has  to  convey — but  by  the  "  adhesion?  as  it  is 
called,  or  force  which  prevents  the  driving  wheels  from  slipping  on 
the  rails. 

The  adhesion  is  equal  to  the  weight  which  rests  on  the  driving 
wheels,  multiplied  by  a  co-efficient  which  depends  on  the  condition 
of  the  surface  of  the  rails;  being  greatest  when  they  are  clean  and 
dry,  and  least  when  they  are  wet  and  greasy,  or  covered  with  ice. 

*  These  calculations  an  made  on  the  supposition  that  the  co-efficient  of  friction 
between  the  wire  rope  and  the  driving  pally  is  -16,  that  there  are  three  grooves  in  the 
driving  pully,  and  that  the  tension  is  made  just  sufficient  to  prevent  slipping.  In 
practice,  however,  it  is  not  uncommon  to  strain  the  rope  till  the  tension  at  the  descend- 
ing aide  is  equal  to  the  tractive  force;  and  in  that  case 

greatest  tension  at  the  ascending  side  =  2  P; 
pall  on  the  axis  of  the  straining  pully  =  5*7  P. 
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On  an  average,  the  adhesion  of  a  locomotive  engine  may  be 
estimated  at  about  one-seventh  of  the  load  on  the  driving  wheels; 
for  by  sprinkling  sand  on  the  raila  when  they  are  slimy,  or  if  they 
are  icy,  directing  jets  of  steam  on  them,  it  may  in  general  be 
prevented  from  falling  below  that  amount. 

In  order  that  the  rails  may  be  able  to  bear  the  load  on  the 
driving  wheels  without  damage,  it  is  considered  advisable  that  the 
load  an  each  wheel  should  not  in  ordinary  cases  exceed  5  tons  = 
11,200  lbs.  According  to  this  rule  the  limits  of  load  on  the 
driving  wheels,  and  of  tractive  force,  are 


Load  on  Driving  Wheel*.  - 

(1.)  For  engines  with  one  pair  of  driving  wheels, 101008=22,400      3,200 

(2.)  „  two  pairs  of  driving  wheels,  coupled,  20     „     44,800      6,400 

(3.)  „  three  pairs  of  driving  wheels,  coupled,  30     „     67,200      9,600 

(4.)  „  four  pairs  of  driving  wheels,  coupled,  40     „     89,600    12,800 

Locomotive  engines  are  seldom  made  with  fewer  than  six  wheels. 
Those  which  are  intended  for  the  propulsion  of  comparatively  light 
trains  at  high  speeds  have  but  one  pair  of  driving  wheels  of  from 
5$  to  7  feet,  and  sometimes,  on  the  broad  gauge,  8  feet  in  diameter. 
The  best  position  for  the  shaft  of  that  pair  of  wheels  is  nearly 
under  the  centre  of  gravity  of  the  engine,  in  which  case,  by  proper 
adjustment  of  the  springs,  it  can  be  made  to  bear  any  proportion  of 
the  weight  from  J  to  A.  In  Mr.  Crampton's  form  of  engine, 
however,  that  shaft  is  placed  altogether  behind  the  boiler  of  the 
engine,  in  order  to  obtain  a  large  diameter  of  wheel  along  with  a 
low  centre  of  gravity.  Engines  for  goods  trains  of  moderate 
weight  have  also  usually  six  wheels,  two  pairs  of  which  are  driving 
wheels,  of  5  feet  diameter,  and  are  coupled  together.  For  heavier 
goods  and  mineral  trains  engines  are  used  having  all  six  wheels 
coupled,  and  usually  of  smaller  diameter,  such  as  4£  or  4  feet,  and 
in  some  cases  of  engines  for  ascending  steep  inclined  planes,  3£  or 
3  feet.  According  to  Mr.  D.  EL  Clark,  the  usual  weights  of 
locomotive  engines  are  as  follows.    (See  also  Addenda,  p.  xvl) 

Engines  with  separate  Tenders. 

(The  Tender  weighs  from  10  to  15  font.)  Tons. 

Narrow  gauge  passenger  locomotives,  six-)  IQto*a 

wheeled,  with  one  pair  of  driving  wheels,  j  "        3 

Do.          do.          do.       unusually  heavy,  24  to  27 
Broad  gauge  passenger  locomotive,   eight- J 

wheeled,  with  one  pair  of  driving  wheels  >  35 

8  feet  in  diameter, ) 

Goods  locomotive,  from  four  to  six  wheels )  .   . 

coupled, ! I  a*  to  3» 
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Tank  Engines,  carrying  their  own  Fuel 

and  Water.  Tom. 

For  light  traffic  on  branch  lines, 12  to  20 

For  heavy  traffic  on  steep  inclined  planes, 40 

In  comparing  the  tractive  force  of  a  locomotive  engine,  as 
limited  by  adhesion,  with  the  resistance  and  gravity  of  the  train 
which  it  is  to  draw,  it  is  obvious  that  the  resistance  due  to  friction 
and  concussion  of  the  engine  itself 'is  to  be  left  out  of  account;  for 
that  resistance  does  not  constitute  a  backward  pull  on  the  engine, 
tending  to  make  the  driving  wheels  slip. 

It  appears,  then,  that  the  available  tractive  force  of  a  locomotive 
engine  in  ascending  a  given  inclined  plane,  which  must  be  at  least 
equal  to  the  resistance  of  the  heaviest  train  that  it  has  to  draw,  is 
to  be  found  by  subtracting  from  the  adhesion  that  component  of 
the  weight  of  the  engine  which  acts  as  a  resistance  to  its  ascent; 
that  is  to  say, 

Let  E  denote  the  total  weight  of  the  engine; 

q  E,  that  part  of  the  weight  which  rests  on  the  driving 

wheels; 
t,  the  sine  of  the  inclination  of  the  railway ; 
P,  the  available  tractive  force;  then 


-(H) 


r  a (7) 

The  following  are  examples : — 

«■         f  —  * 

Passenger  engines,  one  pair  of  driving  ( from     '33  -048  — 

wheels, (      to     *5  -071  — 

Goods  engines,  two  pairs  of  wheels  j  from     -67  -095  —  i 

coupled, (      to     75  '107 — i 

Goods  engines,  all  wheels  coupled, 1  -143  —  i 

The  weight  of  the  tender  has  in  some  instances  been  made  to 
produce  adhesion,  and  increase  the  available  tractive  force,  by  com- 
municating motion  from  the  hindmost  axle  of  the  engine  to  those 
of  the  tender  by  means  of  gearing-chains  and  pullies;  but  this 
method  is  suitable  to  low  speeds  only. 

431.  Baling  Gradient*  of  Railways. — The  general  nature  of  a 
ruling  gradient,  and  of  the  principles  according  to  which  it  is 
determined,  have  been  explained  in  Article  415,  p.  622. 

Self  acting  inclined  planes  and  fixed  engine  inclined  planes  are 
exceptional  cases,  which  are  not  comprehended  under  the  general 
principles  according  to  which  ruling  gradients  are  determined. 

Horse-power  is  applicable  to  lines  of  short  length  and  light  traffic 

2T 
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only.  The  tractive  force  which  a  horse  can  exert  under  various 
circumstances  has  been  stated  in  Article  430,  Division  IL,  p.  637. 
The  mean  resistance  of  the  goods  and  mineral  wagons  on  a  level 
may  be  taken  at  l-250th  of  the  gross  load,  or  9  lbs.  per  ton;  and  if 
the  passenger  carriages  are  carefully  constructed,  in  a  manner 
specially  suited  to  the  traffic,  their  resistance  may  be  taken  at 
l-500th,  or  4i  lbs.  per  ton,  on  a  level  straight  line,  and  '00268,  or 
1-37  3d,  or  6  lbs.  per  ton,  on  a  level  line  with  a  moderate  pro- 
portion of  curves  in  its  course.  It  appears  from  experience  that 
gradients  of  from  1  in  100  to  1  in  70  may  be  surmounted  without 
auxiliary  power,  provided  they  do  not  extend  to  a  distance  of  more 
than  two  miles,  or  thereabouts,  at  a  stretch,  and  that  the  horse  is 
not  urged  to  a  higher  speed  than  he  naturally  assumes;  but  for 
longer  ascents  it  is  advisable,  if  possible,  to  limit  the  steepness  to  1 
in  200.  On  ascents  of  from  1  in  50  to  1  in  40,  or  steeper,  either 
the  load  drawn  by  one  horse  on  other  parts  of  the  line  should  be 
divided  between  two,  or  an  auxiliary  horse  should  be  harnessed  to 
each  carriage  or  train,  and  the  speed  should  not  exceed  a  walking 
pace.  Steep  ascents  for  very  short  distances  may  sometimes  be 
surmounted  by  taking  a  "race"  at  them. 

In  fixing  the  ruling  gradient  of  a  locomotive  railway,  it  is  not  to 
be  supposed  that  rules  deduced  from  the  general  principles  already 
explained  are  to  be  held  as  absolutely  binding.  Their  proper  use 
is  to  guide  the  engineer,  when  no  cause  exists  sufficient  in  his  judg- 
ment to  warrant  a  deviation  from  them. 

This  being  understood,  it  appears  that  there  are  four  things  to 
be  adapted  to  each  other, — the  greatest  load  of  a  train,  the  least 
speed  of  conveyance  in  ascending  declivities,  the  description  of 
engine,  and  the  ruling  gradient;  that  is,  the  steepest  gradient  up 
which  the  ordinary  traffic  is  conveyed  by  the  ordinary  engines  of 
the  line,  without  the  aid  of  auxiliary  engines  specially  adapted  to 
steep  inclined  planes.  The  adaptation  of  those  four  things  to  each 
other  is  indicated  by  the  following  equation,  in  which  Mr.  Clark's 
formula,  Article  428,  equation  3,  p.  633,  is  adopted  for  the  resist- 
ance of  the  train : — 

Let  E  denote  the  weight  of  the  engine  (see  Article  430,  p.  640). 
q  E,  the  part  of  that  weight  which  rests  on  the  driving 

wheels  (see  Article  430,  p.  641). 
T,  the  gross  weight  of  the  train  and  tender  (if  there  is  a 

tender).     As  to  the  proportion  of  gross  to  net  load,  see 

Article  429,  p.  635 ;  as  to  the  weight  of  the  tender,  see 

Article  430,  p.  640. 
V,  the  least  speed  in  miles  per  hour  at  which  the  conditions  of 

the  traffic  will  admit  of  the  ruling  gradient  being  ascended. 
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i,  the  sine  of  the  ruling  gradient  (whose  inclination  in 

ordinary  terms  will  be  described  as  1  in  -*  j;  then 

(?-<)E={  00268  (l+IJ0)+<}T. a) 

From  this  equation  aro  deduced  the  following  formulae:  given 
q,  i,  V,  to  find  the  ratio  of  the  weight  of  the  engine  to  that  of  the 
train  and  tender;  also  the  reciprocal  of  that  ratio: — 

•00268  (l  +  ^Wt 
E  .*.  T  = ^ h**M • (2.) 

T  +  B-(j;-«)+{«M68(l  +  IJfi)+.};    (3.) 
given  E,  g,  T,  i,  to  find  the  speed  of  ascent  V; 

V  =  733y'{(2_i)!_.00268-t}; (4.) 

given  E,  q9  T,  V,  to  find  the  ruling  gradient  t; 

»  =  {?-?- -00268  (i  +  j^)t}^.(E  +  T).    (5.) 

According  to  Mr.  Clark's  allowance  of  50  per  cent,  for  occasional 
or  contingent  resistances  referred  to  in  Article  428,  p.  635,  00402 
may  occasionally  have  to  be  substituted  for  '00268  in  the  preceding 
formula?. 

The  following  may  be  taken  as  examples  of  the  results  of  such 
computations,  die  formula  employed  being  equation  3 : — 

Example.  i. 

Speed  in  miles  an  hour, 24 

Tons. 
Weight  of  engine, 20 

Number  of  driving  or  coupled  wheels,  2 

Tods. 

Load  on  driving  or  coupled  wheels, ...  10 

Weight  of  tender, to 

'ii»5<>, 33 

1  in  80, 63 

1  in  100, 79 

1  in  133-3, io4 

1  in  20O, 142 


II. 

IIL 

18 

12 

Tons. 

Tons. 

30 

30 

4 

all 

Tons. 

Tons. 

21 

30 

12 

15 

91 

145 

154 

238 

191 

*93 

245 

373 

33* 

5o5. 
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The  thing  to  be  principally  considered  in  fixing  a  ruling  gradient 
is  the  traffic  This  having  been  ascertained,  so  as  to  determine  the 
probable  gross  load  of  the  several  descriptions  of  passenger  and 
goods  trains,  and  the  speed  at  which  they  are  to  run  up  the  steepest 
parts  of  the  line,  the  ruling  gradient  is  to  be  fixed  so  that  engines 
with  not  more  than  about  5  tons  of  load  on  each  wheel  may  be  able 
to  draw  the  trains. 

It  is  in  general  bad  economy  to  incur  heavy  works  in  order  to 
ease  the  ruling  gradient,  merely  for  the  sake  of  enabling  light 
engines  to  convey  a  heavy  traffic ;  but  where  the  traffic  is  light, 
and  moderate  gradients  can  be  obtained  without  heavy  works,  light 
engines  may  be  used  with  advantage. 

431  a.  The  Aetta  or  Brakes  may  have  to  be  considered  in  con- 
nection with  questions  respecting  gradients. 

The  immediate  effect  of  applying  brakes  is  to  stop  wholly  or 
partially  either  some  or  all  of  the  wheels  of  the  train,  so  that  they  slide 
instead  of  rolling  on  the  rails;  and  the  increased  resistance  thus 
produced  stops  the  movement  of  the  train  in  the  course  of  a  time 
proportional  directly  to  the  speed  and  inversely  to  the  resistance, 
and  of  a  distance  proportional  directly  to  the  square  of  the  speed 
and  inversely  to  the  resistance.  The  distance  in  the  course  of  which 
the  train  is  stopped  is  of  more  importance  practically  than  the 
time,  and  is  found  as  follows : — 

Let  f  be  the  proportion  which  the  resistance  produced  by  the 
brakes  bears  to  the  weight  of  the  train; 
v9  the  speed  in  feet  per  second;  then 

distance  in  feet  on  a  level  =  v*  -g-  64-4/*. (1.) 

For  practical  purposes  it  is  more  convenient  to  state  the  velocity 
in  miles  an  hour.     Let  V  denote  that  velocity;  then 

distance  in  feet  on  a  level  =  V2  -5-  30/'  nearly.  ....(2.) 

There  are  self-acting  brakes,  operated  upon  by  the  buffers,  by 
mechanism  worked  by  steam,  or  otherwise,  which  act  on  all  the 
wheels  at  once.*     For  such  brakes  it  may  be  considered  that 

f  =  •  14  nearly. (3.) 

It  is  not  considered  desirable  to  stop  a  train  much  more  suddenly 
than  these  brakes  do,  lest  an  injurious  shock  should  be  produced. 

For  ordinary  brakes,  worked  by  hand  in  carriages  called  "  brake 
vans,"  the  value  of  f  may  be  estimated  as  ranging 

from  about  -031  to  -023; (4.) 

•  See  Mr.  Fairbaim's  Report  to  the  British  Association  <m  Brakes,  1859. 
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so  that  they  stop  the  trains  in  distances  ranging  from  4$  to  6  times 
the  distances  required  by  brakes  that  act  on  all  the  wheels. 

The  following  are  some  of  the  results  of  those  data,  calculated  in 
round  numbers,  as  precision  of  calculation  is  useless  in  this  case : — 

Speed  in  miles  an  hour, io       20       30       40       50       60 

Distance  in  feet  required  for  \ 

ffi^Si0onaaffi[       *4       96     »6    384     «oo    864 

wheels, ) 

Withordinarybrakes,...ifrom     Io8     «J     97*  17*8  2700  3888 

j  «««»,...  ^    to   j^   5?6  I296  23Q4  36oQ  5ig4 

On  a  gradient  ascending  at  the  rate  of  1  in  1  -2-  t,  the  resistance 
available  for  stopping  the  train  becomes /'  +  i}  and  it  is  stopped  in 
so  much  the  shorter  distance. 

On  a  gradient  descending  at  the  rate  of  1  in  1  -f- 1,  the  resistance 
available  for  stopping  the  train  is  diminished  to  f  —  t,  and  the 
distance  required  for  stopping  it  becomes, 

distance  on  a  Jevel  Xf  -5-  (f  —  t). (0.) 

432.  Ctradteats  with  Auxiliary  Power* — Where  an  inclined  plane 
occurs  steeper  than  the  ruling  gradient,  auxiliary  power  may  be 
applied  either  by  attaching  an  additional  locomotive  to  each  train, 
or  by  having  special  locomotives  of  great  weight  and  power  to 
draw  the  trains  up,  or  by  using  a  fixed  engine  and  rope.  The 
economy  of  the  use  of  auxiliary  power  depends  mainly  on  the 
constancy  with  which  it  can  be  kept  at  work;  and  this  depends  on 
the  nature  of  the  traffic. 

The  locomotive  engines  used  for  this  purpose  are  usually  tank 
engines,  in  order  that  the  weight  producing  adhesion  may  be  as 
great  as  possible, 

433.  Power  Exerted  by  l*e*M«ttv»  Bngtaes. — Besides  drawing 
^he  train,  the  locomotive  engine  has  to  overcome  the  resistance  of 
its  own  wheels  and  axles,  and  of  its  own  mechanism.  If  the  power 
or  mechanical  energy  expended  in  overcoming  this  additional 
resistance,  while  the  engine  travels  over  a  given  distance,  be 
divided  by  that  distance,  there  is  obtained  the  additional  train- 
resistance  which  would  be  equivalent  to  the  resistance  of  the 
engine;  and  this  being  added  to  the  resistance  of  the  tender  and 
toain,  gives  the  gross  resistance  of  the  engine,  tender,  and  train. 
Various  rules  have  been  proposed  and  tried  for  computing  the 
additional  resistance  of  the  engine. 

The  following  rule  is  founded  on  the  principle  that  the  resistance 
of  the  engine  consists  of  two  parts;  the  first,  being  the  resistance  of 
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the  engine  as  a  carriage,  is  the  same  with  that  of  a  train  of  the 
same  weight;  the  second,  being  the  resistance  caused  by  the  strain 
on  the  mechanism,  bears  a  certain  proportion  to  the  whole  re- 
sistance of  the  engine  and  train,  whether  arising  from  friction, 
concussion,  or  gravity ;  and  that  proportion  appears  to  be  about  one- 
third.  That  principle  is  expressed  by  the  following  formula  for 
the  gross  resistance  R,  of  an  engine  whose  weight  is  E,  drawing  a 
tender  and  train  whose  gross  weight  is  T,  at  the  speed  of  Y  miles 
au  hour  up  an  incline  of  1  in  1  -*- 1 : — 

E  =  |(T  +  E){-00268(l  +  IJ-0)+»}; (1.) 

or  if  R  is  in  lbs.,  and  T  and  E  in  tons, 

B  =  (T  +  E)  •  {  8  +  jg  +  2,987  i  }.• (2.) 

Under  unfavourable  circumstances  O0402  may  occasionally  have 
to  be  substituted  for  -00268,  and  12  +  _  for  8  +  y^. 

For  a  descending  gradient,  each  term  in  t  is  to  be  subtracted 
instead  of  added. 

The  energy  exerted  by  the  engine  per  minute,  in  foot-pounds,  is 
the  product  of  the  effort  or  gross  resistance  in  pounds  and  speed  in 
feet  per  minute;  that  is  to  say, 

88  VR; (3.) 

(one  mile  an  hour  being  88  feet  per  minute).  The  indicated  horse- 
power  is 

88YRYR 

33,000  ""  375 <4"' 

Let  A  be  the  area  of  each  of  the  two  pistons  of  the  engine,  in 
square  inches;  p,  the  mean  effective  pressure,  in  lbs.  on  the  square 
inch;  c,  the  circumference  of  the  driving  wheels,  in  feet;  I,  the 
length  of  stroke  of  the  pistons,  also  in  feet;  then 

*  The  above  formula  differs  from  that  of  Mr.  D.  K.  Clark  in  the  following 
respects: — One-third  is  added  to  the  whole  resistance  of  the  engine  and  train, 
considered  as  carriages,  whether  arising  from  friction,  concussion,  or  gravity;  whereas, 
in  Mr.  Clark's  formula,  one-third  is  added  to  the  friction,  two-fifths  to  the  resistance 
from  concussion,  and  nothing  to  the  resistance  from  gravity,  the  result  being  as 
follows :— When  E  and  T  are  tons  and  B  in  lbs. 


E  a  (8  +  J£  +  2,240»)  CT  +  E> 
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2pjL~Ti>  and 

cR 
p  =  iT£- 

The  mean  speed  of  the  pistons  is  176  IV+c; 

The  volume  swept  thrwgh\  352iYA  22*VA 

Example.                            I.  II. 

Speed  in  miles  an  hour, 24     .  18 

Ascending  gradient, 1  in  133*3  *  m  I33'3 

Weight  of  engine, 20  tons  30  tons 

Weight  of  tender, 10    „  12     „ 

Weight  of  train, 104     „  245     „ 

Circumference  of  driving  )         ^    -    ,  m  „  -    . 

wheel, .  J         3ofeet  ^^ 

Stroke  of  pistons, 2     „  2     „ 

Area  of  each  piston, 200  sq.  in.  226  sq.  in. 

Effort  or  gross  resistance, ...      4,502  lbs.  9,241  lbs. 

Mean  effective  pressure  in )            ,  ^ 

lbs.  on  the  square  inch,  J          5°'3  »  7°7  » 
Mean  speed    of  pistons,  f 

feet  per  minute, f           422  4  4"  4 

Volume  swept  through  by  "I                   .  « 

pistons  in  cubic  feet  per  j>         1 1 7 3 *3  1 325 'g 

minute, I 

Indicated  horse-power, 288  444 
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III. 
12 

1  in  80 
30  tons 
15    » 

238    n 

14  feet 

2  ft.  2  in. 
253  sq.  in. 
13,057  lbs. 

83  4  » 

328-85 

"55*5 
418 


The  mean  effective  pressure  of  steam  in  the  cylinder  is  regulated 
by  the  effort  required  to  overcome  the  resistance,  as  shown  by  the 
formulae  and  calculations  just  given.  The  pressure  of  the  steam  in 
the  boiler  exceeds  the  mean  effective  pressure  in  the  cylinder  in  a 
proportion  depending  on  the  extent  to  which  the  steam  is  worked 
expansively,  and  various  other  circumstances.  It  usually  ranges  in 
practice  from  80  lbs.  to  140  lbs.  per  square  inch  above  the  atmos- 
pheric pressure.  In  some  cases  engines  have  been  worked  at  a  pres- 
sure of  200  lbs.  per  square  inch.  The  most  common  pressures  at 
present  are  from  100  to  120  lbs. 

.  The  speed  at  which  the  engine  runs  when  exerting  a  given  effort 
m  regulated  by  the  quantity  of  steam  at  the  required  pressure  which 
•h©  boiler  is  capable  of  producing;  which  quantity  depends  on  the 
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quantity  of  fuel  that  can  be  burned  in  the  furnace  in  a  given  time, 
and  the  efficiency  of  that  fuel  in  producing  steam. 

The  consumption  of  fuel  by  locomotive  engines,  per  indicated 
horse-power  per  hour,  may  be  estimated  as  ranging  from  3  to  5  lbs., 
and  the  evaporation  from  7  to  9  lbs.  per  lb.  of  fuel  The  whole  area 
of  heating  surface  in  ordinary  engines  varies  from  800  to  2,000 
square  feet;  and  the  area  of  heating  surface  for  each  lb.  of  fuel 
burned  per  hour  varies  from  about  half  a  square  foot  to  1 J  square 
foot,  and  is  on  an  average  about  one  square  foot 

The  action  of  the  blast-pipe  gives  to  the  locomotive  engine  the 
power  of  adapting  its  consumption  of  fuel  to  the  work  which  it 
has  to  perform,  within  certain  limits.  Hence  the  rapid  consumption 
of  fuel  by  heavy  and  powerful  engines,  in  ascending  steep  inclined 
planes,  is  to  a  great  extent  compensated  by  the  saving  which  takes 
place  in  descending. 

The  details  of  the  construction  of  locomotive  engines,  and  of  the 
action  of  the  fuel  and  steam  in  them,  belong  to  the  subject  of  me- 
chanical engineering,  and  cannot  be  comprehended  in  the  present 
work.  For  information  respecting  these  matters,  see  Mr.  D.  K. 
Clark's  work  On  Railway  Machinery,  and  that  of  the  author 
On  Prime  Movers, 

434.  Carres. — I.  Additional  Resistance  on  Curves. — Curves  on  a 
line  of  railway  increase  the  resistance  to  an  extent  which  Ls  some- 
what uncertain.  From  experiments  made  by  Lieutenant  David 
Rankine  and  the  author  on  light  passenger  carriages  with  truly 
cylindrical  wheels,  having  a  resistance  of  O02,  or  4£  lbs.  per  ton,  on 
a  level  straight  line,  it  appeared  that  the  additional  resistance  was 

in  fractions  of  the  load,  3*3  -r-  radius  in  feet;      J 

or,    -000625  -T-  radius  in  miles;    V  (1.) 
or  in  lbs.  per  ton,  1-4  •*-  radius  in  miles.*  J 

So  long  as  the  practice  prevailed  of  tapering  the  tires  of  wheels 
to  a  considerable  extent,  the  resistances  on  curves  and  straight  lines 
appear  to  have  been  nearly  equal;  the  tapered  or  conical  form  some- 
what diminishing  the  resistance  on  curves,  while  it  considerably 
increased  that  on  straight  lines,  by  causing  the  carriages  to  move  in 
a  serpentine  course,  and  so  augmenting  the  resistance  due  to  con- 
cussion. But  since  the  taper  of  the  wheels  has  been  in  some  cases 
done  away  with,  and  in  others  made  very  slight  (about  1  in  40),  the 
resistance  on  straight  lines  has  become  sensibly  less  than  on  curves. 

Some  experiments  on  American  railways  by  Mr.  Latrobe  give, 
for  the  resistance  due  to  curvature,  the  following  results  : — 

•  Rankine  On  Cylindrical  WAetls,  1812. 
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infractions  of  the  load,  1-36  -r  radios  in  feet; 

or,    '000258   -f-  radius  in  miles;  V  (2.) 

or  in  lbs.  per  ton,  0-578         ~  radius  in  miles. 

The  smallness  of  these  results,  compared  with  those  given  in  the 

formulae  (1),  may  perhaps  be  owing  to  the  use,  on  the  American 

railways,  of  "bogey"  carriages,  which  will  be  mentioned  further  on. 

II.  Adaptation  of  Vefdcles  to  Curves. — Both  engines  and  carriages 
are  adapted  by  the  Americans  to  sharply  curved  lines  of  railway  by 
means  of  the  "  bogey" — a  small  four-wheeled  truck,  with  its  wheels 
as  close  together  as  possible,  capable  of  turning  about  a  pivot  into 
various  positions  relatively  to  the  carriage  or  engine  which  it  supports, 
and  having  a  platform  on  which  the  carriage  is  supported  by  rollers. 
A  long  passenger  carriage  is  supported  on  two  bogeys,  one  near 
each  end;  a  locomotive  engine  has  one  bogey  tinder  the  leading 
end,  the  after  end  being  supported  on  one  or  two  pairs  of  driving 
wheels.  An  improvement  has  lately  been  introduced  in  the  con- 
struction of  bogey  engines,  which  consists  in  placing  the  pivot 
about  which  the  bogey  turns,  midway  between  the  centre  of  the 
bogey  and  the  middle  point  between  the  axles  of  the  driving  wheels. 
By  the  aid' of  these  contrivances  engines  and  carriages  are  enabled 
to  pass  round  curves  of  radii  as  small  as  3£  chains  (231  feet).  On 
British  railways,  curves  of  sharper  radii  than  10  chains  are  of  rare 
occurrence.    (See  Addenda,  p.  xvi) 

III.  Cant  of  Rails  of  a  Curve. — This  term  denotes  the  transverse 
alope  which  is  given  to  the  surface  of  the  rails  of  a  curve,  in  order 
to  counteract  the  tendency  of  the  carriages  to  go  straight  forward, 
and  so  to  leave  the  curve.  That  tendency  arises  from  three  causes, 
—from  the  centrifugal  force,  from  the  parallelism  of  the  axles,  and 
from  the  slip  of  the  wheels. 

Let  v  be  the  velocity  of  a  train  in  feet  per  second,  moving  round 
a  curve  of  the  radius  r  in  feet,  then  its  centrifugal  force  bears  to  its 
weight  the  proportion  of 

filr'1' <3->. 

and  this  is  tlie  ratio  which  the  cant,  or  elevation  of  the  outer  above 
the  inner  rail  of  the  curved  line  of  rails,  must  bear  to  the  gauge,  or 
transverse  distance  between  the  rails. 
If  V  be  the  speed  in  miles  an  hour, 

V2 

cant  for  centrifugal  force  =  gauge  X   1-^—  nearly.... (4.) 

The  clear  gauge  is — 

On  British  narrow  gauge  railways, 4  feet  8J-  inches. 

On  British  broad  gauge  railways, 7  feet. 

On  Irish  railways, 5  feet  3  inches. 
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One-half  of  the  cant  should  be  given  by  raising  the  outer  mil 
above  the  level  of  the  centre  line,  the  other  half  by  depressing  the 
inner  rail  It  is  impossible  to  adjust  the  cant  alike  for  all  speeds; 
but  it  is  best  to  adapt  it  nearly  to  the  highest  speed  of  ordinary 
occurrence  on  the  line. 

For  example,  suppose  that  speed  to  be  40  miles  an  hour;  then 
the  values  of  the  cant  for  centrifugal  force,  in  inches,  are  as  follows 
for  different  gauges : — 

Gauge.  Cant  for  Centrifugal  Force,  in  Inches* 

4  feet  8  £  inches.  6,ooo  ~  radius  in  feet 

5  „    3        „  6,720  -r-  radius  in  feet. 

6  „    o       „  7,680  -5-  radius  in  feet 

7  „    o       „  8,960  ~  radius  in  feet 

The  tendency  to  leave  the  line  which  arises  from  the  axles  being 
parallel,  instead  of  radiating  from  the  centre  of  the  curve,  cannot 
easily  be  distinguished  from  that  due  to  the  next  causa 

The  tendency  to  leave  the  line  which  arises  from  the  slip  of  the 
wheels  is  produced  in  the.  following  way : — The  outer  rail  of  any 
given  arc  of  the  curve  is  longer  than  the  inner  rail  in  the  ratio  of 

radius  +  gauge  :  radius ; 

and  while  the  inner  wheel  rolls  over  a  given  arc  of  the  inner  rail, 
the  outer  wheel,  if  it  be  of  the  same  diameter  with  the  inner  wheel, 
has  to  slip  over  a  distance  equal  to  the  difference  of  the  lengths  of 
the  rails.  Thus  is  produced  an  additional  resistance  to  the  advance 
of  the  outer  wheel  of  each  pair  of  wheels,  tending  to  make  the  front 
end  of  the  carriage  swerve  outwards.  The  taper  or  coning  of  the 
wheels  was  devised  to  prevent  this  tendency,  by  causing  the  outer 
wheel  to  run  on  a  portion  of  its  tire  of  larger  diameter  than  that 
on  which  the  inner  wheel  runs  at  the  same  time.  It  has  the  dis- 
advantage already  mentioned,  however,  of  increasing  the  oscillation 
or  sideward  swinging  of  trains  on  straight  lines.  The  tendency  to 
swerve  may  be  corrected  in  cylindrical  wheels  by  means  of  an  addi- 
tional cant,  which  throws  the  larger  proportion  of  the  weight  on 
the  inner  rail.  The  additional  cant  required  for  that  purpose  was 
determined  experimentally  by  Lieutenant  David  Eankine  and  the 
author  for  carriages  moving  on  a  narrow  gauge  line  at  speeds  of  from 
3  to  12  miles  an  hour,  and  found  to  be  independent  of  the  velocity, 
and  inversely  proportional  to  the  radius  of  the  curve;  being  given 
by  the  following  formula  : — 

additional  cant  in  feet      ==    600  -f-  radius  in  feet;... (5A 
„  „    in  inches  =  7,200  -r-  radius  in  feet;  (5  a.) 
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bat  such  additional  cant  is  probably  rendered  unnecessary  by  the 
use  of  bogeys. 

IV.  Method  of  Easing  Changes  of  Curvature. — Every  change  of 
curvature  should  be  accompanied  by  a  change  in  the  cant  of  the 
rails;  and  as  changes  of  the  cant  of  the  rails  can  only  be  made  by 
degrees,  changes  of  curvature  should  be  gradual  also,  whether  they 
occur  at  the  junctions  of  curves  with  straight  lines,  or  of  curves  of 
reverse  curvature,  or  of  different  radii,  with  each  other. 

Two  methods  of  setting  out  curves  with  gradual  changes  of  cur- 
vature have  been  practised — one,  invented  by  Mr.  Gravatt  about 
1828  or  1829,  consists  in  the  use  of  the  curve  of  sines  instead  of 
the  circle  for  railway  curves;  the  other,  invented  by  Mr.  William 
Fronde  about  twenty  years  ago,  consists  in  adhering  to  the  use  of 
the  circle  throughout  the  greater  part  of  the  extent  of  each  curve, 
but  introducing  at  each  end  of  each  curve  a  small  portion  of  a  curve 
approximating  to  the  elastic  curve,  for  the  purpose  of  making  the 
change  of  curvature  by  degrees.  The  proper  place  for  referring  to 
these  methods  would  have  been  Article  63,  p.  101,  which  relates  to 
the  ranging  and  setting  out  of  curves;  but  although  they  have  been 
so  long  in  use,  no  account  of  either  of  them  was  published  until  after 
that  part  of  this  book  was  in  type.  For  details  respecting  them, 
see  Transactions  of  the  Institution  of  Engineers  in  Scotland,  voL 
iv.,  1860-61. 

The  curve  of  sines  is  that  which  gives  the  most  gradual  variation 
of  curvature;  but  its  use  involves  the  abandonment  of  circular  arcs, 
which  are  the  most  easily  and  rapidly  set  out  of  all  curved  lines. 
As  Mr.  Fronde's  "  curve  of  adjustment "  (as  it  may  be  called)  is  easily 
combined  with  circular  arcs,  the  most  convenient  mode  of  applying 
it  to  practice  will  now  be  described. 

Suppose  that  a  portion  of  a  line  of  railway,  consisting  of  a  curve, 
or  of  a  series  of  curves,  but  beginning  and  ending  with  straight 
lines,  is  to  be  set  out  in  such  a  manner  that  all  changes  of  curvature 
^U  be  gradual. 

(!•)  Begin  by  ranging  the  centre  line  as  a  series  of  circular  arcs, 
according  to  Method  I.  of  Article  63,  p.  102,  and  marking  it  with 
poles  or  temporary  stakes. 

(2.)  Determine  the  length  to  be  adopted  for  the  "  curves  of  adjust- 
vtoU"  as  follows: — Compute  the  cant  required  for  each  of  the 
circular  arcs,  according  to  the  rules  of  Division  II.  of  this  article, 
and  the  several  changes  of  cant;  observing  that  the  change  of  cant  * 
between  a  straight  line  and  a  curve  is  simply  the  cant  of  the  curve; 
that  if  two  adjacent  curves  are  curved  in  the  same  direction,  the 
change  is  the  difference  of  cant;  and  that  if  they  are  curved  in 
reverse  directions,  the  change  is  the  sum  of  the  two  cants. 
Multiply  the  greatest  change  of  cant  by  the  reciprocal  of  the 
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steepest  gradient  of  adjustment;  that  is,  the  greatest  difference  of 
inclination  which  can  conveniently  be  given  to  the  outer  and  inner 
rail  in  changing  the  cant  The  result  will  be  the  length  of  each  of 
the  curves  of  adjustment. 

According  to  Mr.  Froude,  the  gradient  of  adjustment  should  not 
exceed  1  in  300.     Then, 

Length  of  curve  of  adjustment  =  300  X  greatest  change  of  cant.  (6.) 

(3.)  Compute,  for  each  circular  arc  of  the  aeries,  the  shift  m 
follows : — 

Shift  =  (length  of  curve  of  adjustment)2  -4-  24  radius.  (7.) 

Then  shift  the  poles  by  which  a  given  circular  arc  is  marked 
inwards  (that  is,  towards  the  centre  of  curvature  of  the  arc) 
through  the  distance  computed  by  the  above  formula.  For  ex- 
ample, in  fig.  276,  let  A  B,  B  C,  be  a  pair  of  consecutive  circular 


Fig.  276. 

arcs,  marked  by  poles,  and  joining  each  other  at  their  point  of 
contact  B.  Let  B  E,  B  F,  be  the  shifts  proper  to  those  two  arcs 
respectively,  as  computed  by  equation  5 ;  after  all  the  poles  have  been 
shifted,  they  will  mark  the  arcs  D  E,  F  G,  having  a  gap  between  them 
at  E  F,  equal  to  the  sum  of  the  two  shifts,  if  the  arcs  are  curved  in 
reverse  directions,  or  the  difference  of  the  shifts,  if  the  arcs  are 
curved  in  the  same  direction.  Straight  lines  are  not  to  be  shifted ; 
so  that  where  a  curve  joins  a  straight  line,  the  gap  is  simply  the 
shift  of  the  curve. 

(4.)  Set  out  the  "  curve  of  adjustment"  I  H  K  as  follows: — For 
its  middle  point,  bisect  the  gap  E  F  in  H.  For  its  ends  I  and  K, 
lay  off  E  I  and  F  K,  each  equal  to  half  its  length,  as  computed  by 
equation  6.  For  intermediate  points  in  the  division  I  H,  lay  off 
ordinates  at  right  angles  from  a  series  of  points  in  the  circular  arc 
I  E,  proportional  to  the  cubes  of  the  distances  from  I;  and  for 
intermediate  points  in  the  division  K  H,  lay  off  ordinates  at  right 
angles  from  a  series  of  points  in  the  circular  arc  K  F,  proportional 
to  the  cubes  of  the  distances  from  K. 

The  following  is  a  formula  for  calculating  those  ordinates : — 
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Let  a  denote  the  length  I  K  of  the  carve  of  adjustment; 
b,  the  gap  £  F,  or  sum  of  the  shifts; 
x,  the  distance,  measured  on  the  circular  arc,  of  any  point 

from  I  or  from  K,  as  the  case  may  be; 
y,  the  ordinate;  then 

*  =  -?- <a> 

Example. — A  curve  of  20  chains  radius  (=  1,320  feet),  with  cant 
suited  to  a  speed  of  40  miles  an  hour  on  a  narrow  gauge  line,  is  to  be 
connected  with  a  straight  line. 

Cant  (see  p.  650)  =  500  feet  ~  1,320  =  -3788  foot; 

Length    of  curve   of   adjustment,  a  =    3788  x  300  =  113-6 

feet; 
Shift  for  circular  arc  =  (113-6)2  -r  24  x  1,320  =  -407  foot 

(As  the  arc  is  to  join  a  straight  line,  this  is  also  the  width  of  the 
gap  b.) 

Formula  for  ordinates,  y  =  *JL^^?  =  -000,001,11  a8. 

The  easing  or  "  humouring*'  of  changes  of  curvature  is  performed 
by  rail-layers  by  the  eye,  with  considerable  accuracy,  in  the  case  of 
reverse  curves,  where  a  "  bit  of  straight"  has  been  set  out  to  con- 
nect the  two  circular  arcs;  but  no  such  approximate  process  is 
possible  at  junctions  of  curves  with  straight  lines,  or  of  curves  of 
unequal  radii,  curved  in  the  same  direction. 

V.  Combination  of  Gwrves  and  Gradients. — As  curvature  of  the 
line  increases  the  resistance  of  trains  and  the  danger  of  jumping  off 
the  line  at  high  speeds,  it  is  advisable  to  avoid  very  sharp  curves  on 
steep  gradients,  and  on  parts  of  the  line  where  the  speed  is  to  be 
very  high. 

Where  sharp  curves  necessarily  occur  in  the  course  of  a  steep 
ascent,  it  is  advisable,  instead  of  adopting  an  uniform  gradient,  to 
make  it  slightly  steeper  on  the  straight  parts  of  the  line,  and 
slightly  flatter  on  the  curved  parts,  in  order  that  the  resistance  of 
an  ascending  train  may  be  as  nearly  as  possible  uniform.  In  the 
absence  of  more  precise  data,  formula  1  of  Division  I.  of  this 
Article,  p.  648,  may  be  used  to  compute  the  resistance  due-  to 
curvature  for  engines  and  carriages  without  bogeys,  and  formula 
2,  p.  649,  for  those  with  bogeys. 

VI.  Additional  Problems  in  Setting  out  Curves. 

Pboblem  First. — To  find  the  radius  of  a  circular  arc  which  shall 
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successively  touch  three  straight  lines,  B  D,  D  E,  E  C,  fig.  277, 
measure  the  middle  straight  line  D  E,  and  the  acute  angles  at  D 
and  E.     Then 

Radius  =  DE+  (tan  -  D  +  tan^  e); (9.) 

which  having  been  computed,  the  curve  can  be  set  out  by  Method 
I.  of  Article  63,  p.  102. 

Problem  Second. — To  set  out  the  curve  of  sines,  or  harmonic 
curve,  proposed  by  Mr.  Gravatt  This  curve  may  be  used  with 
advantage  where  there  is  clear  ground  and  sufficient  time  to  range 
it     Let  B  A,  C  A,  be  the  two  straight  tangents  to  be  connected 


Fig.  277. 


by  means  of  the  curve,  cutting  each  other  in  A.  Lay  out  the 
straight  line  ADE,  bisecting  the  angle  BAG,  and  choose  in  it  a 
point  D  for  the  curve  to  traverse.     Lay  off  the  distances. 

A  B  =  A  C  =  2-75193  A  D  •  sec  ?-  B  A  C; (10.) 

then  B  and  C  will  be  the  ends  of  the  curva  Conceive  the  chord 
B  E  C  to  represent  a  semicircle  stretched  out  straight,  and  divided 
into  180  degrees,  and  lay  off  ordinates  at  right  angles  to  it  propor- 
tional to  the  sines  of  arcs  marked  upon  it:  the  ends  of  those 
ordinates  will  be  points  in  the  curve.  The  middle  or  longest 
ordinate  is, 

DE=  1-75193  AD; (11.) 

Let  x  denote  any  abscissa  B  X,  measured  from  one  of  the  ends 
of  the  curve;  y,  the  corresponding  ordinate  X  Y;  then 

y  =  DE-rin^; (12.) 

the  value  of  the  half-chord  B  E  being, 
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B  E  =  2-75193  A  D  •  tan  *  B  A  0 (13.) 

The  sharpest  curvature  occurs  at  D,  where  the  radius  of  curvature 

is 

D  E  -tan2^  B  A  C. (14.) 

If  the  cant  of  the  rails  at  D  is  adapted  to  this  radius,  the  cant  at 
any  other  point  may  be  determined  with  sufficient  accuracy  for 
practice  by  making  it  vary  simply  as  the  ordinate  y.  The  form  of 
the  curve  is  nearly,  though  not  exactly,  that  of  an  elastic  bow 
of  uniform  section,  bent  by  means  of  a  string  connecting  its  ends. 

Problem  Third. — To  connect  a  circular  arc  and  a  straiglU  line,  or 
two  circular  arcs,  which  do  not  touch  or  cut  eaclh  other,  by  means  of  an 
elastic  curve  (Mr.  Froude's  curve  of  adjustment).  Fig.  276,  p.  652, 
maybe  taken  to  illustrate  the  case  where  two  arcs  curved  in  reverse 
directions  are  to  be  connected;  fig.  279,  to  illustrate  that  in  which 
two  arcs  curved  in  the  same  direction  are  to  be  connected. 

Find  the  pair  of  points  at  which  the  arcs  or  lines  to  be  connected 
are  nearest  to  each  other.  This  is  best  done  by  first  finding  two 
pairs  of  points  at  which  the  lines  to 
be  connected  are  at  equal  distances 
apart;  the  pair  bf  points  required 
▼ill  be  midway  between  those  two 
pairs  of  points.  Let  E  and  F  be  the 
pair  of  points  thus  found;  measure 
the  gap  E  F,  then  calculate  the  half-  "*  "* 

kngth  of  the  curve  of  adjustment  by  means  of  the  following  for- 
mula, in  which  r  and  r*  denote  the  radii  of  the  arcs  to  be  connected : — 

ET  =  FK=-y/{6EF-5- (J  =*=?,)}; (15.) 

the  sign  +  or  —  being  used  in  the  denominator,  according  as  the 
directions  of  curvature  are  reverse  or  similar.  If  one  of  the  lines 
to  he  connected  is  straight,  1  —  r1  is  to  be  made  =  0;  so  that  the  for- 
mula becomes 

E  I  =  F  K  =  V6EF-r.. (16.) 

(The  ends  of  the  curve  of  adjustment  may  also  be  determined 
^proximately,  by  finding  the  two  pairs  of  points  at  which  the  dis- 
tance between  the  lines  to  be  connected  is  4  E  F.) 

The  curve  of  adjustment  is  now  to  be  set  out  by  ordinates,  as  in 
Division  IV.  of  this  Article,  p.  6o2. 

VII.  Enlargement  of  Gauge  on  Curves. — In  order  to  enable 
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trains  to  pass  more  easily  round  curves,  it  is  the  practice  of  some 
engineers  to  make  the  gauge  about  half  an  inch  wider  on  them  than 
on  straight  lines ;  so  that  supposing,  for  example,  that  the  wheels 
have  half  an  inch  of  "play"  or  "clearance,"  on  straight  lines,  they 
will  have  an  inch  on  curves. 

VIIL  Legal  Limitations  to  the  SJutrpness  of  Curves. — According 
to  the  Railway  Clauses  Consolidation  Act  of  1845,  the  power  of 
diminishing  the  radii  of  curves  below  the  length  marked  on  the 
j>arliamentary  plan  of  a  railway  is  thus  limited : — if  the  radius 
of  any  curve,  as  shown  on  the'  parliamentary  plan,  exceeds  half  a 
mile  (2,640  feet),  it  may  be  shortened  to  any  extent  which  does  not 
reduce  it  below  half  a  mile ;  but  no  radius  of  such  a  curve  is  to  be 
shortened  to  less  than  half  a  mile,  nor  is  any  radius  shown  as  less 
than  half  a  mile  to  be  shortened  to  any  extent.  These  restrictions 
may  be  dispensed  with  by  the  Board  of  Trade  upon  sufficient  cause 
being  shown. 

435.  LaylM*  •«(  an*  F«rauU!on  «f  Railway*  •»  Gw al. — Sub- 
ject to  the  principles  respecting  gradients  and  curves  which  have 
been  explained  in  the  preceding  articles  of  this  section,  the  general 
principles  of  the  selection  of  the  course  and  the  formation  of  a  line 
of  railway  are  those  which  have  already  been  stated  in  Articles  413, 
414,  pp.  619  to  622,  and  the  other  parts  of  this  work  referred  to  in 
those  articles. 

The  following  principles  are  specially  applicable  to  rail- 
ways :— 

I.  The  Breadth  of  Formation  or  Base  depends  upon  the  gauge,  or 
clear  distance  between  the  rails  of  a  track,  the  number  of  tracks, 
the  clear  space  between  them,  the  clear  space  left  outside  of  them 
for  projections  of  carriages  and  for  men  on  foot,  and  the  additional 
space  required  for  the  slopes  of  the  " ballast"  the  side  drains,  c*e. 
The  following  are  examples : — 

SINGLE  LIKE.  Gauge.  Gauge.  Gauge. 

Ft    In.  Ft    In.  Ft    In. 

Clear  space  outside  of  rail, 40  40  40 

Head  of  rail, o    2J  02}  o    2) 

Gauge, 4    84  53  70 

Head  of  rail, o    2J  o    24  o    2) 

Clear  space  outside  of  rail, 40  40  40 

Least  breadth  of  top  of  ballast;  and  least) 

width  admissible  for  archways,  &c,  tn->        13     ij       13    8  lS     S 

versed  by  the  railway, ) 

Spaces  for  slopes  of  ballast,  and  benches  J  from        3  IoJ\ 

beyond  them,  on  embankments, \     to        8  io\f      *    4  9 

Total  breadth  of  top  of  embankments,    «[fr0™      22    0}      l8    °  *+    7 


Narrow 

Irish 

Broad 

Gauge. 

Gauge. 

Gauge. 

Ft    In. 

Ft 

In. 

Ft    In. 

4    O 

4 

O 

4    O 

o    24 

O 

24 

0    24 

4    8* 

5 

3, 

7    O 

0    24 

0 

24 

O    24 

6    0 

6 

O 

6    0 

O     2\ 

0 

24 

0    24 

4    84 

5 

3, 

7    0 

0    24 

0 

2* 

0    24 

4    0 

4 

0 

4    O 

24    3 

25 

4 

28  10 

ll\ 

4 

8 

9    2 

28    o\ 
33    of 

30 

0 

38    0 
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Clear  space  outside  of  faO, 

Head  of  rail, 

Gange, 

Head  of  rail, 

Middle  space  (called  the  "sir/ceO? 

Head  of  rail, 

Gauge, 

Head  of  rail, 

Clear  space  outside  of  rail, 

Least  breadth  of  top  of  ballast;  and  least) 
width  admissible  for  archways,  dec.,  tra-  > 
versed  by  the  railway, ) 

Spaces  for  slopes  of  ballast  and  trenches  /from 
beyond  them,  on  embankments, \     to 

Total  breadth  of  top  of  embankments,   |fro™ 


Cuttings  are  sometimes  made  of  a  width  at  the  formation  level 
equal  to  that  of  the  embankments  on  the  same  line ;  in  other  cases 
they  have  an  additional  width  given  to  them,  amounting  sometimes  to 
as  much  as  9  feet,  in  order  that  there  may  be  the  more  space  for  the 
side  drains.  On  the  whole,  the  most  common  breadths  of  base  for 
both  embankments  and  cuttings,  on  narrow  gauge  lines,  are 

for  single  lines,     18  feet, 
for  double  lines,    30  feet. 

Arches  over  the  railway  are  seldom  made  of  the  minimum 
spans  shown  by  the  foregoing  tables,  except  in  the  case  of  tunnels. 
Bridges  over  narrow  gauge  lines  are  usually  of  the  following  spans  : 

over  a  single  line,   from  16  to  18  feet; 
over  a  double  line,  from  28  to  30  feet; 

and  the  same  breadths  are  applicable  to  cuttings  with  retaining 
vails,  and  rock  cuttings  with  vertical  or  nearly  vertical  sides. 

XL  The  Formation  Level  is  from  1£  to  2  feet,  or  thereabouts, 
below  the  intended  level  of  the  rails,  according  to  the  depth  of  the 
permanent  way  (see  Article  66,  p.  112),  and  is  marked  by  a  line  of 
some  distinctive  colour  on  the  working  section. 

III.  Side  Slope. — The  formation  or  base  is  sometimes  made  to 
fall  from  the  centre  towards  the  sides  at  the  rate  of  about  1  in  60, 
to  facilitate  drainage. 

IV.  Cross  Drains. — Where  the  nature  of  the  soil  makes  cross 
drains  necessary,  they  may  be  made  by  digging  small  trenches  across 

2u 
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the  base  from  7  to  9  inches  deep,  and  from  3  to  5  yards  apart,  and 
filling  them  with  broken  stone. 

V.  Positions  of  Stations  relatively  to  Gradients. — Although  it 
may  sometimes  be  absolutely  necessary  to  have  stations  in  the 
course  of  steep  gradients,  the  engineer  should,  as  far  as  possible, 
avoid  that  necessity,  because  of  the#difficulty  and  inconvenience  of 
stopping  descending  trains,  starting  ascending  trains,  and  shifting 
carriages  at  stations  so  placed.  There  is  an  advantage  in  having  a 
station  at  a  summit  level,  because  the  gradients  facilitate  the  start- 
ingand  stopping  of  trains  in  both  directions. 

VI.  Legal  Limits  to  Powers  of  Deviation. — In  Britain,  the 
ordinary  limits  of  deviation  as  to  the  situation  of  a  railway 
are  100  yards  in  the  country  and  10  yards  in  towns  to  either 
side  of  the  centre  line,  as  marked  on  the  parliamentary  plan, 
and  such  limits  are  marked  on  the  plan.  Wider  limits,  in 
special  cases,  are  granted  by  special  enactment  upon  sufficient 
cause  being  shown ;  and  the  limits  may  be  restricted,  at  the  discre- 
tion of  the  promoters,  to  any  extent  consistent  with  the  execution  of 
the  work.  The  ordinary  limits  of  deviation  of  the  level  of  a  rail- 
way are  5  feet  in  the  country  and  2  feet  in  towns  above  and  below 
the  level  of  the  upper  surface  of  the  rails,  as  shown  on  the  parlia- 
mentary section.  Further  deviations  of  level  require  the  sanction 
of  owners  of  property  affected  by  them,  except  in  the  case  of 
embankments  and  viaducts,  which  may  be  lowered  to  any  extent 
consistent  with  leaving  sufficient  headroom  for  roads. 

Gradients  less  steep  than  1  in  100  may  be  made  steeper  to  an 
extent  not  exceeding  10  feet  per  mile;  gradients  of  1  in  100,  or 
steeper,  may  be  made  steeper  to  an  extent  not  exceeding  3  feet  per 
mile;  gradients  may  be  made  flatter  to  any  extent 

As  to  curves,  see  Article  434,  p.  656.  On  all  these  points,  see 
the  Railways'  Clauses  Consolidation  Act,  1845. 

I.  General  Explanations. — When  the  course  of  a  railway  crosses 
that  of  a  previously  existing  line  of  land-carriage,  the  railway  may 
either  be  carried  over  or  under  the  existing  line  by  means  of  a 
bridge,  or  across  it  on  the  level  of  its  Burface.  When  the  line  of 
conveyance  to  be  crossed  is  a  canal  or  a  river,  the  railway  must  be 
carried  either  over  or  under  it.  In  order  to  facilitate  such  cross- 
ings, it  may  be  necessary  to  alter  the  level  or  divert  the  course  of 
existing  lines  of  conveyance;  and  in  some  cases  a  diversion  of  the 
course  of  an  existing  line  of  conveyance  may  be  required  in- 
dependently of  any  crossing;  and  for  all  those  purposes,  cuttings 
and  embankments  are  required.  The  parts  of  a  road  whose  levels 
are  altered  for  the  purpose  of  carrying  the  railway  across  it,  are 
called  the  approaches  of  the  crossing. 
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The  information  which  must  be  given  on  the  section  of  a  proposed 
railway  respecting  such  alterations  of  existing  lines  of  communi- 
cation has  already  been  referred  to  in  Article  14,  pp.  14,  15.  Pro- 
posed diversions  of  such  lines  should  be  shown  on  the  plan,  and 
proposed  alterations  of  width  noted  But,  as  formerly  stated,  with 
regard  to  all  matters  connected  with  the  preparation  of  parlia- 
mentary plans,  reference  should  be  made  to  the  standing  orders  of 
parliament  themselves,  and  not  to  any  second-hand  account  of  their 
provisions, 

As  to  working  sections  of  alterations  of  existing  lines  of  com- 
munication, see  Article  66,  p.  113. 

1L  Legal  Limitations  affecting  Crossings  of  existing  Lines  of  Con- 
veyance.— In  order  fully  to  understand  those  limitations,  as  they 
are  regulated  by  law,  in  Britain,  the  statutes  called  "  Railways' 
Clauses  Consolidation  Acts"  must  be  consulted.  The  following  is 
an  outline  of  the  more  important  of  the  limitations : — 

A.  Level  Crossings  of  public  carriage  roads  are  not  lawful  unless 
individually  authorized  by  the  special  act  relating  to  the  particular 
railway;  and  in  order  that  they  may  be  so  authorized,  the  engineer 
must  be  prepared  to  show  cause  for  using  them  instead  of  bridges, 
and  to  prove  that  they  are  consistent  with  the  public  safety.  All 
level  crossings  must  be  provided  with  gates,  which,  in  ordinary,  are 
to  be  kept  shut  across  the  road.  In  the  case  of  level  crossings  of 
public  roads,  those  gates  are  to  be  capable  of  being  closed  across  the 
railway  when  the  passage  along  the  road  is  open ;  and  there  must 
be  a  lodge  or  box  for  a  gatekeeper,  and  a  proper  system  of  signals. 

R  Over  Bridges  (as  bridges  for  carrying  roads  over  the  railway 
are  called)  are  to  have  a  clear  width  of  roadway  between  the 
parapets, 

for  a  turnpike  road, of  35  feet, 

for  any  other  public  carriage  road,  of  25  feet, 

provided  the  average  width  of  the  road  between  its  fences  through- 
out a  distance  of  50  yards  on  each  side  of  the  centre  line  of  the 
railway  is  not  less  than  35  feet  or  25  feet,  as  the  case  may  be. 
Should  the  average  width  of  the  road  be  less  than  the  limit  above- 
mentioned,  the  roadway  of  the  bridge  may  be  made  of  a  width 
equal  to  such  existing  average  width,  provided  that  in  no  case  shall 
the  roadway  be  made  of  a  less  clear  width  than, 

for  a  turnpike  road, 30  feet, 

for  any  other  public  carriage  road, ...     20    „ 

and  that,  if  at  any  future  period  the  road  should  be  widened,  the 
railway  company  shall  be  obliged  to  widen  the  bridge  to  35  feet  or 
25  feet  as  the  case  may  be. 
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For  private  roads  the  prescribed  least  width  is  12  feet;  but  this 
may  be  altered  by  special  agreement  between  the  proprietor  of  the 
road  and  the  promoters  of  the  railway. 

The  parapets  of  all  over  bridges  are  to  be  at  least  4  feet  high,  and 
the  fences  of  their  approaches  at  least  3  feet  high. 

0.  Under  Bridges  (as  bridges  for  carrying  roads  under  the  railway 
are  called)  are  subject  to  the  same  conditions  as  to  width  of  road- 
way with  over  bridges ;  and  those  conditions  fix  the  least  span  of 
the  arch.     Its  height  is  subject  to  the  following  conditions : — 

For  a  turnpike  road  the  clear  headroom  is  to  be  at  least, 
at  the  springing  of  the  arch,  12  feet ; 
throughout  a  breadth  of  12  feet  in  the  middle 
of  the  archway,  16  feet 

For  any  other  public  carriage  road  the  clear  headroom  is  to 
be  at  least, 
at  the  springing  of  the  arch,  12  feet; 
throughout  a  breadth  of  10  feet  in  the  middle 
of  the  archway,  15  feet 

For  a  private  road  the  clear  headroom  is  to  be  at  least, 
throughout  a  breadth  of  9  feet  in  the  middle 
of  the  archway,  14  feet 

D.  The  inclination  of  an  altered  road  is  not  to  be  made  steeper, 

for  a  turnpike  road,  than  1  in  30; 
foranyotherpublic )  ^  j  £n  20 
carnage  road,...  j  * 

for  a  private  road,  than  1  in  16; 

provided  that  the  undertakers  of  the  railway  shall  not  be  obliged  to 
make  the  inclination  of  the  altered  road  easier  than  its  original 
"  mesne  "  inclination,  or  than  the  original  "  mesne  "  inclination  of 
the  road  within  a  distance  of  250  yards  from  the  point  where  it 
crosses  the  centre  line  of  the  railway. 

(No  rule  is  prescribed  for  computing  the  "  mesne  "  inclination  of 
the  road;  but  the  following  appears  to  be  as  little  open  to  objection 
as  any  that  can  be  devised.  Add  together  all  the  rises  and  all  the 
falls  of  the  portion  of  the  road  in  question,  and  divide  their  sum  by 
its  length.) 

E.  The  rules  of  the  general  act  may  be  modified  or  set  aside  in 
particular  cases  by  special  enactment,  upon  sufficient  cause  being 
shown;  and  in  the  case  of  crossings  of  private  roads,  conditions 
may  be  settled  by  agreement  between  their  proprietors  and  the 
promoters  of  the  railway. 
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F.  A  sufficient  temporary  road  must  be  provided  until  the  perma- 
nent road  is  complete.  In  many  cases  it  is  most  convenient  to 
divert  the  road,  and  use  the  original  roadway  as  a  temporary 
road. 

G.  Works  in  tidal  waters  must  be  sanctioned  by  the  admi- 
ralty. 

IIL  The  Least  Dimensions  of  Under  Bridges  are  virtually  fixed  by 
the  rules  above-mentioned.  The  following  are  examples,  in  which 
the  arches  are  treated  as  segmental,  that  being  the  best  form  in 
the  present  case.  The  rise  is  given  as  computed  by  Mr.  Cotton  in 
his  work  On  Railway  Engineering  in  Ireland. 

The  power  to  make  roadways  of  less  than  the  prescribed  widths 
of  35  and  25  feet  in  certain  cases  is  of  no  avail  as  regards  under 
bridges,  or  the  abutments  of  over  bridges,  because  of  the  liability  to 
enlarge  the  bridges  at  a  future  time. 

Bridge  under  Ballway  and  over fg**'    CtfrU^Road. 

Feet  Feet 

Span, 35*<X>  25*00 

£»• 4SO  353 

Clear  headroom  in  centre, 16*50  15*53 

Badius  of  intradoe, 36*28  23*90 

Thickness  of  arch-ring, 2*50  2*00 

Depth  of  coating  of  puddle, 0*50  0*47 

Depth  of  permanent  way,  say 2*00  2*00 

Total  height,  roadway  to  rails, 2**5  *>w 

To  allow  for  additional  depth  in  skew  bridges,  the>  2VOQ  2I<00 

above  heights  may  be  increased  to /  

For  iron  under  bridges^  the  above  heights  may  be)  20*00  18*00 

diminished  to f  =  - 

As  to  the  least  dimensions  of  over  bridges,  see  Article  290, 
P-  426,  for  an  example  of  the  dimensions  of  the  arch. 

The  clear  headroom  in  the  centre  is  usually, 16*00  feet 

To  this  add,  for  the  thickness  of  a  stone  arch, 2*00 

n  »t  »>  puddle  coating, 0*50 

»  11  »  roadway, i-oo 

Total, 10/50 

For  an  iron  over  bridge  with  flat  girders  the  clear  head-)  u/eo 

room  may  be  reduced  to  about f  *5 

Girders  and  roadway,  say .,  2*50 

Total, 17*00 
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The  platform  of  an  over  bridge  with  iron  girders  may  consist 
either  of  a  series  of  transverse  brick  arches  spanning  across  between 
the  girders,  which  should  be  about  5  feet  apart,  and  be  held  together 
by  transverse  ties  sufficient  to  resist  the  thrust  of  the  arches,  or  of 
cast  iron  plates  with  stiffening  ribs  above,  covered  with  a  layer  of 
asphaltic  concrete,  or  of  buckled  wrought  iron  plates,  covered  with 
a  layer  of  asphaltic  concrete.     (See  Article  375,  p.  545.) 

In  crossing  roadways  in  and  near  populous  towns,  where  the 
ordinary  dimensions  of  bridges  would  be  too  small,  the  width  of  the 
roadway,  and,  in  the  case  of  under  bridges,  the  headroom,  are 
usually  fixed  by  agreement  with  the  local  authorities. 

The  thickness  of  the  abutments  of  ordinary  road  bridges  on  lines 
of  railway  is  usually  from  l-5th  to  l-6th  of  the  span,  and  the 
counterforts  are  altogether  of  about  one-third  of  the  volume  of  the 
abutments.  The  wing  walls  are  retaining  walls,  as  to  which,  see 
Articles  265  to  268,  pp.  401  to  407.  In  ordinary  cases  their 
thickness  at  the  base  is  from  l-4th  to  3-10ths  of  their  height,  and 
about  one-half  of  that  amount  at  the  top,  diminishing  by  steps  or 
Bcareements  at  the  back  of  the  wall;  the  face  has  a  batter,  of 
which  1  in  12  is  an  usual  value. 

Bridges  over  deep  and  wide  cuttings  may  have  three  or  five  arches. 

IV.  In  selecting  the  line  and  levelsf  the  engineer  should  have 
regard  to  the  crossings  of  existing  lines  of  conveyance  which  may 
be  required,  bearing  in  mind  that  the  earthwork  of  the  approaches 
to  those  crossings,  owing  to  its  inconvenient  situation,  is  more 
expensive  than  that  of  the  railway  itself.  He  should  study  to 
have  as  few  bridges  above  the  minimum  size  as  possible;  and  with 
that  view  he  should  endeavour,  as  far  as  possible,  to  gain  the 
necessary  headroom  partly  by  means  of  the  elevation  or  depression 
of  the  railway  above  or  below  the  existing  road,  and  partly  by 
means  of  an  alteration  of  the  level  of  that  road. 

The  level  occupied  by  existing  lines  of  conveyance,  if  they  have 
been  well  laid  out,  is  usually  the  most  favourable  to  economy  of 
works;  and  for  that  reason  there  is  generally  an  advantage  in 
crossing  such  lines  on  the  level,  independently  of  the  saving  of  the 
cost  of  bridges ;  but  the  choice  between  level  crossings  and  bridges 
must  be  regulated  mainly  by  considering  whether  the  traffic  is  such 
as  to  make  level  crossings  consistent  with  the  public  safety.  In 
comparing  the  cost  of  a  level  crossing  with  that  of  a  bridge,  regard 
should  be  had  to  the  necessity  of  having  a  gate-keeper  at  the  level 
crossing. 

When  the  level  of  an  existing  road  is  to  be  lowered,  special  care 
must  be  taken  that  the  cutting  for  that  purpose  can  be  properly 
drained. 

The  line  of  conveyance  which  causes  the  greatest  impediment  to 
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the  passage  of  a  railway  is  a  canal ;  for  it  usually  occupies  precisely 
the  most  favourable  level  for  economy  of  works ;  its  level  cannot  in 
general  be  altered,  nor  can  it  be  crossed  on  the  level ;  and  it  can 
only  be  crossed  near  its  own  level  by  means  of  a  swing  bridge, 
which  is  inconvenient  if  the  traffic  is  great 

In  making  a  bridge  over  a  canal,  the  span  should  be  sufficient  to 
contain  the  canal  and  its  towing  path  without  contracting  .their 
width;  and  care  must  be  taken  in  founding  the  abutments  not  to 
disturb  the  canaL  To  prevent  the  escape  of  water  it  may  be 
necessary  to  use  coffer  dams.  (Article  409,  p.  612.)  The  clear 
headroom  is  usually  fixed  by  agreement;  in  ordinary  cases  it  is  10 
feet  above  the  towing  path,  to  be  sufficient  for  a  man  on  horseback* 

A  passage  under  a  canal  may  be  made  either  by  tunnelling  at  a 
sufficient  depth,  or  by  making  a  temporary  or  permanent  diversion 
of  the  canal,  and  building  an  aqueduct  bridge;  which,  if  the 
diversion  is  to  be  temporary,  will  be  on  the  original  course  of  the 
canal,  and  if  permanent,  on  that  of  the  diversion.  Canal  and  river 
bridges  will  be  further  considered  in  a  later  chapter. 

437.  Ballast  is  that  portion  of  the  permanent  way  of  a  railway 
which  forms  a  firm  and  dry  foundation  for  the  rails  or  for  the 
sleepers  by  which  they  are  supported.  It  is  sometimes  distinguished 
into  ballast  proper,  or  under  ballast,  which  lies  wholly  below  the 
sleepers  or  other  supports  of  the  rails,  and  boxing,  or  upper  ballast, 
which  is  packed  round  the  sleepers,  chairs,  and  rails,  up  to  within 
two  or  three  inches  of  the  upper  surface  of  the  rails. 

Examples  of  the  breadth  of  the  upper  surface  of  the  ballast  have 
already  been  given  in  Article  435,  pp.  656,  657.  Its  depth 
varies  in  different  lines  and  according  to  the  practice  of  different 
engineers;  the  following  may  be  taken  as  its  ordinary  limits : — 

Feet  Inches.      Feet  Inches. 

Lower  ballast, from      o       9    to     i       6 

Upper  ballast,  or  boxing,     „         o       6     to    o       9 

Total  depth, „         1       3    to     2       3 


In  exploring  the  course  of  a  projected  railway,  the  engineer 
should  give  special  attention  to  the  sources  from  which  good  ballast 
can  be  obtained. 

The  best  material  is  stone,  broken  as  for  road  metal,  into  pieces 
not  exceeding  6  ounces  in  weight  (see  Article  420,  p.  627);  but 
the  stone  does  not  need  to  be  so  hard  as  for  roads ;  it  is  sufficient  if 
it  be  of  such  hardness  as  would  make  it  suitable  for  ordinary  build- 

*  To  admit  of  a  hone  rearing  without  danger  to  the  rider,  12  feet  of  headroom 
should  be  allowed. 
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ing  purposes.  Stone  that  decays  readily  by  the  action  of  air  and 
moisture  ought  to  be  carefully  avoided  In  the  absence  or  scarcity 
of  suitable  stone,  the  slag  of  iron  works,  broken  to  a  proper  size, 
may  be  used;  or  alum-work  refuse,  which  is  shale  burnt  to  the 
consistency  of  brick ;  or  engine  ashes.  Next  to  broken  stone  and 
slag,  as  a  material  for  ballast,  is  clean  gravel ;  the  lumps  exceeding 
6  ounces  in  weight  being  broken  with  the  hammer.  Clean  sharp 
sand  may  be  used,  but  it  has  the  disadvantages,  that  in  heavy  Mis 
of  rain  it  may  be  washed  away,  and  that  in  very  dry  weather  it  is 
blown  into  the  air,  and  damages  the  rolling  stock  by  lodging  about 
the  bearings  of  the  axles  and  mechanism.  In  the  absence  of  all 
other  materials,  pieces  of  clay  suitable  for  bricks  may  be  burnt 
until  they  are  hard,  and  then  broken  down  and  used  as  ballast 
As  to  the  qualities  of  such  clay,  see  Article  219,  p.  363. 

The  labour  of  breaking  and  spreading  a  given  quantity  of  ballast 
is  about  twice,  or  2£  times,  that  of  excavating  the  same  quantity  of 
graveL 

438.  Wcepm  are  pieces  of  material  which  rest  on  the  ballast, 
as  already  stated  (being  firmly  bedded  on  it  by  means  of  a  beetle), 
and  support  the  rails.  At  an  early  period  in  the  history  of  rail- 
ways, stone  blocks  were  used  for  that  purpose ;  they  were  placed  at 
3  feet  apart  from  centre  to  centre,  and  measured,  on  horse-worked 
railways,  about  18  inches  X  12  inches  X  9  inches,  and  on  steam- 
worked  railways,  2  feet  X  2  feet  X  1  foot;  but  they  were  found  to 
form  too  hard  and  unyielding  a  base  for  traffic  at  high  speeds,  even 
with  the  aid  of  pieces  of  felt  under  the  chairs,  and  their  use  was 
abandoned  in  favour  of  that  of  timber  sleepers. 

The  best  materials  for  timber  sleepers  are  woods  which  withstand 
alternate  wetness  and  dryness;  and  of  those,  the  most  generally 
employed  in  Europe  is  Larch.  (Article  302,  p.  443.)  Various 
substances  have  been  used  for  the  preservation  of  timber  sleepers : 
the  most  efficient  is  "  creosote."     (Article  450,  p.  311.) 

Timber  sleepers  are  either  transverse  or  longitudinal  The  former 
afford  a  ready  and  efficient  means  of  preserving  the  gauge;  the 
latter  give  the  most  equable  and  continuous  support  to  the  rails. 

Transverse  or  cross  sleepers  are  usually  about  9  feet  long,  from  9 
to  10  inches  broad,  and  from  4£  to  5  inches  deep.  Their  most 
common  forms  of  cross-section  are  the  semicircular  and  the  tri- 
angular. Semicircular  sleepers  are  made  by  sawing  a  round  log  in 
two  along  the  middle;  they  are  laid  on  the  ballast  with  the  flat 
side  down ;  on  the  upper  or  convex  side  are  cut  with  great  accuracy 
two  fiat  surfaces  or  "  seats,"  made  to  fit  the  bases  of  the  chairs,  if 
chairs  are  used,  or  of  the  rails,  if  flat-bottomed  rails  are  used  with- 
out chairs;  and  in  those  seats  are  bored  holes  for  the  pins  or  other 
fastenings  by  which  the  chairs  or  rails  are  fixed  to  them.     Tri- 
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angular  sleepers  are  made  by  sawing  a  squared  log  in  two  by  a 
diagonal  cut;  they  are  laid  with  the  right  angle  downwards  and 
the  broadest  side  upwards.  The  distance  apart  at  which  cross 
sleepers  are  laid  ranges  from  about  2£  feet  to  4  feet  from  centre  to 
centre;  but  it  seldom  now  exceeds  3  feet,  as  wider  spans  have  been 
found  to  cause  overstraining  of  the  rails. 

Longitudinal  sleepers  or  bearers  are  usually  from  12  to  14  inches 
broad,  and  from  6  to  7  inches  deep,  being  made  by  sawing  a  square 
talk  of  timber  in  two.  The  rails  may  either  have  a  continuous 
bearing  on  them,  or  may  be  supported  by  chairs  at  intervals  of  30 
inches  or  3  feet.  When  the  bearing  is  continuous  it  is  usual  to 
bolt  or  screw  a  plank  of  7  or  8  inches  wide  and  1^  inch  thick,  or 
thereabouts,  on  the  top  of  the  sleeper,  and  upon  this  plank  the  base 
of  the  rail  rests.  In  order  to  preserve  the  gauge,  the  pair  of 
longitudinal  bearers  of  a  track  of  rails  must  be  connected  by  means 
of  cross-ties  at  intervals  of  about  5  or  6  yards.  Special  care  should 
be  taken  that  the  ballast  under  the  bearers  is  not  impervious  to 
water,  lest  they  should  confine  water  in  the  middle  of  the  track. 

Longitudinal  and  cross  sleepers  are  sometimes  combined,  the 
cross  sleepers  being  laid  undermost.  In  this  case  the  scantlings  of 
the  cross  sleepers  are  made  less  than  when  cross  sleepers  are  used 
alone,  being  usually  about  7  feet  X  7  inches  X  3£  inches. 

Cast  iron  sleepers  are  used  of  various  forms.  In  Mr.  Greaves's 
form  the  chair  and  sleeper  are  cast  in  one  piece,  the  base  being 
like  an  inverted  bowl,  near  the  summit  of  which  are  two  holes,  so 
that  ballast  can  be  put  into  the  hollow  and  rammed  from  above. 
The  gauge  is  preserved  by  transverse  rods.  In  Mr.  Samuel's  form 
the  rail  is  wedged  with  pieces  of  wood  into  a  sort  of  cast  iron 
trough  with  flat  spreading  wings.  Another  form  is  simply  a  flat 
oblong  plate,  with  chairs  cast  on  its  upper  sidef  and  a  fourth  is  an 
oblong  trough  wedged  full  of  pieces  of  wood,  on  which  the  chairs 
rest    (See  Clark  On  Railway  Machinery.) 

439.  b«iu  aad  Chain. — The  iron  from  which  rails  are  rolled  is 
either  No.  1  bar  iron,  that  is,  puddled  bars;  or  No.  2  or  3,  that  is, 
tar  iron  once  or  twice  piled,  re-heated,  and  rolled,  as  the  case  may 
te;  so  that  the  rails  themselves  consist  of  No.  2,  No.  3,  or  No.  4 
tar  iron.  Piling,  re-heating,  and  rolling  increase  the  compactness 
and  toughness  of  iron  up  to  the  fifth  time,  as  already  stated.  (See 
Table,  p.  511.)  A  common  practice  is,  to  use  No.  1  iron  for  the 
interior  of  the  pile  from  which  a  rail  is  to  be  rolled,  and  No.  2  or 
^o.  3  for  t^  outside,  especially  the  top  or  head,  and  the  base; 
sometimes  a  flat  bar  of  charcoal  iron  is  used  for  the  head,  in  order 
that  the  surface  on  which  the  wheels  roll  may  have  greater  strength 
and  durability  than  the  rest 

To  use  inferior  sorts  of  iron  in  rails,  in  order  to  cheaj  en  them,  is 
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false  economy,  as  experience  has  shown ;  the  rails  so  produced  bong 
liable  to  spread,  split,  and  scale  under  swift  and  heavy  traffic. 

Fig.  280  is  an  example  of  an  ordinary  cross-section  for  a  pile  of 
bars  to  be  rolled  into  a  rail ;  the  top  and  bottom  being  each  formed 
of  a  single  bar,  and  the  other  bars  built  so  as  to  break 
joint 

The  dimensions  of  the  pile  range  from  6  inches 
broad  by  7  deep,  to  9  inches  broad  by  10  deep;  and 
its  length  is  such  as  to  make  its  weight  once  and  a- 
quarter  that  of  the  rail  to  be  rolled  from  it,  in  order 


Fig.  280.       to  allow  for  waste. 

The  rail  should  be  rolled  out  at  one  heat,  im- 
mediately after  which  it  is  to  be  cut  to  the  proper  length,  by  sawing 
off  its  ends  with  a  pair  of  circular  saws,  already  mentioned  in 
Article  366,  p.  522.  The  ends  should  be  exactly  perpendicular  to 
the  length  of  the  raiL 

The  ordinary  lengths  of  rails  range  from  15  to  21  feet. 

The  sectional  area  of  a  rail,  in  square  inches,  is  almost  exactly 
one-tenth  of  the  weight  of  one  yard  of  its  length  in  lbs. 

On  horse- worked  railways,  the  weight  of  the  rails  per  yard  ranges 
from  28  lbs.  to  35  lbs.,  the  former  weight  being  barely  sufficient  for 
durability.  On  the  earlier  of  the  high  speed  locomotive  lines,  a 
weight  of  about  60  lbs.  to  the  yard  was  adopted;  but  the  continual 
increase  of  the  weight  and  speed  of  engines  has  rendered  necessary 
a  continual  increase  in  the  weight  of  rails;  so  that  it  now  ranges 
from  70  to  100  lbs.  per  yard,  or  thereabouts. 

As  a  general  rule,  it  may  be  stated  that  the  weight  of  a  yard  of 
rail,  if  supported  at  intervals,  should  be  15  lbs.  for  each  ton  of  the 
greatest  load  on  one  driving  wheel  When  the  bearing  is  continuous, 
about  five-sixths  of  that  weight  is  sufficient 

The  head  or  top  of  a  rail  is  usually  about  2£  inches  broad,  and 
has  a  very  slight  convexity  in  the  middle,  the  radius  of  which  is 
from  5  to  7  inches.  In  laying  the  rails  they  are  carefully  adjusted 
to  the  true  gauge  by  means  of  a  gauge-rod  with  shoulders  on  it  at 
the  proper  distance  apart  On  straight  lines  the  heads  of  the  two 
rails  should  be  exactly  at  the  same  level,  and  in  curves  they  should 
be  set  to  the  proper  "  cant,"  as  already  explained  in  Article  434, 
p.  649.  If  cylindrical  wheels  are  used  for  the  rolling  stock,  the 
highest  part  of  the  head  of  each  rail  should  be  a  tangent  to  a  level 
line,  or  a  line  inclined  at  the  proper  cant,  as  the  case  may  be ;  but 
if  the  wheels  are  tapered,  the  rails  must  be  inclined  inward* 
towards  each  other  so  as  to  be  tangents  at  their  highest  points  to 
the  conical  treads  of  the  wheels.  This  inward  inclination  is  given, 
where  chairs  are  used,  by  casting  the  chairs  so  that  their  jaws  may 
hold  the  rail  in  the  proper  position. 
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The  figures  adopted  for  the  cross-sections  of  rails  vary  with  the 
modes  in  which  they  are  supported     A  rail  may  be  either 

(1.)  Supported  on  the  base  and  stayed  at  the  aides,  or 
(2.}  Supported  on  a  broad  base  alone,  or 
(3.)  Hung  by  the  shoulders; 

and  the  bearings  may  be  either 

(A)  at  intervals  (generally  about  3  feet) ;  or  (B)  continuous. 

In  figs.  281,  282,  283,  and  284,  the  cross-section  of  the  rail  is  of 
the  I-shaped,  double  T-shaped,  or  "double-headed"  figure,  at  pre- 
sent more  generally  used  than  any  other.  When  this  figure  was 
first  introduced,  it  was  intended  that  on  the  top  becoming  too 


Fig.  281. 


Fig.  282. 


Eg.  283. 


Fig.  284. 


Fig.  285. 


Fig.  286. 


much  worn  for  further  use,  the  rail  should  be  turned  upside  down ; 
bat  in  general,  by  the  time  the  top  is  worn  out,  the  rail  is  unfit  for 
further  use.  The  usual  weight  of  rails  of  this  form  is  75  lbs.  per 
yard,  and  their  depth  5  inches.  In  fig.  281  the  rail  A  is  shown  as 
supported  by  a  common  cast  iron  chair  B  B,  which  is  pinned  by 
too  compressed  oak  treenails,  D,  D,  to  a  cross  sleeper  E.  The  rail 
re8ts  by  its  base  or  foot  on  the  bottom  of  the  chair,  and  is  kept 
steady  by  being  firmly  held  between  the  inner  jaw  of  the  chair 
and  a  compressed  oak  wedge  or  key,  C,  which  is  driven  between  the 
rail  and  the  outer  jaw. 

The  inner  faces  of  the  jaws  or  cheeks  of  the  chair  are  chilled. 
(See  Article  352,  p.  499.)  An  ordinary  chair  weighs  about  as 
touch  as  one  foot  of  the  rail  which  it  is  intended  to  support;  a  joint- 
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chair,  for  supporting  the  ends  of  two  adjoining  rails,  is  from  one- 
third  to  one-half  heavier,  and  its  outer  end  is  usually  fastened 
down  by  two  pins  instead  of  one.  Fig.  282  represents  a  sort  of 
joint-chair,  introduced  by  Mr.  William  Johnstone,  which  has  been 
found  to-  answer  well ;  it  is  slid  on  to  the  rails,  which  its  jaws  fit 
exactly. 

It  has  now,  however,  become  very  generally  the  practice  to  con- 
nect adjoining  rails  by  the  fish- joint;  the  ends  of  the  rails  being 
supported  by  a  pair  of  ordinary  chairs,  which  they  overhang  by  12 
or  15  inches,  and  being  united  to  each  other  by  a  pair  of  fish-pieces, 
about  18  or  20  inches  long,  bolted  together  through  the  rails  by 
four  bolts.  Fig.  283  shows  in  cross-section  the  figure  of  which  the 
fish-pieces  are  made  in  order  that  they  may  abut  at  their  upper  and 
lower  edges  against  the  head  and  foot  of  each  rail,  and  thus  be 
wedged  into  tbeir  places.  The  bolt-holes  in  the  rails  are  made 
slightly  oblong  horizontally,  to  allow  for  changes  of  length  by  heat 
and  cold,  which  may  amount,  in  ordinary  cases,  to  about  l-2000th 
or  l-2500th  of  the  length  of  each  rail  (p.  527). 

Fig.  284  is  the  bracket  fish-joint,  in  which  the  fish-pieces  are  of 
angle  iron,  and  answer  the  purpose  of  a  joint-chair;  their  hori- 
zontal bases  being  bolted  down  to  a  pair  of  cross  sleepers. 

Among  rails  which  are  supported  on  a  broad  base  without  chairs 
may  be  mentioned  the  foot  rati,  fig.  285,  which  is  fastened  down  by 
means  of  fang-bolts  to  longitudinal  or  cross  sleepers;  the  bridge  rail 
(fig.  229,  p.  518),  and  the  Barlow  rati  (fig.  230,  p.  518). 

Bridge  rails  are  made  from  3  to  5  inches  deep,  and  from  7  to  6 
inches  in  breadth  of  base,  and  are  bolted  to  the  sleepers,  either 
through  slightly  oblong  holes,  or  by  fang-bolts  holding  down  the 
edges  of  the  base.  When  supported  on  a  continuous  bearing,  they 
weigh  about  Q5  lbs.  per  yard;  when  supported  at  intervals  on  cross 
sleepers,  82  lbs.  per  yard.  In  the  latter  case  each  joint  is  secured 
by  holding  the  bases  of  the  two  rails  between  a  pair  of  cast  iron 
jaws,  drawn  together  by  transverse  bolts  which  pass  under  the 
rails.  (This  system  was  introduced  by  Sir  John  Macneill,  and  is 
used  on  Irish  lines). 

The  Barlow  rail  is  now  made  with  a  portion  of  each  wing  fiat 
and  horizontal,  so  that  it  approaches  somewhat  nearer  to  the 
bridge  shape  than  fig.  230  shows.  It  is  about  a  foot  broad,  5 
or  6  inches  deep  over  all,  and  weighs  from  90  to  100  lbs.  per  yard. 
It  rests  directly  on  the  ballast,  without  sleepers  or  chairs,  and  the 
gauge  is  preserved  by  means  of  cross-ties  of  angle  iron.  The  joint 
is  in  fact  a  sort  of  fish-joint,  the  ends  of  the  rails  being  connected 
together  by  being  bolted  through  oblong  holes  to  a  saddle-piece, 
3  feet  long,  which  is  a  bar  somewhat  resembling  the  rails  in  cross- 
section,  and  made  exactly  to  fit  the  hollow  at  the  under  side  of  the  rail 
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The  system  of  supporting  rails  by  the  shoulders  of  the  enlarged 
head,  which  is  the  most  favourable  of  all  to  steadiness,  was  practised 
more  than  twenty  years  ago,  with  the  shallow  T-shaped  rails  then 
used  for  horse- worked  railways,  by  Mr.  David  Rankin  e.;  but  it  was 
not  suited  to  the  deep  rails  employed  on  locomotive  lines  without 
the  aid  of  contrivances  which  have  only  of  late  been  invented  by 
Mr.  W.  R  Adams. 

Fig.  286  represents  Mr.  Adams's  suspended  girder  rail,  in  which 
the  vertical  web,  not  having  to  sustain  compression,  is  made  thinner 
and  deeper  than  in  ordinary  rails,  so  that,  for  example,  a  rail  of  75 
lbs.  to  the  yard  is  7  inches  deep.  The  rail  A  has  a  continuous  bearing 
at  the  shoulders  upon  a  pair  of  angle  iron  brackets,  B,  B,  whose 
lower  edges  press  against  the  foot  of  the  rail,  so  that  they  are 
wedged  into  the  hollow  sides  of  the  rail  by  bolts,  C,  about  3  feet 
apart,  passing  through  oblong  holes.  D  is  a  cross  tie-bar,  to  pre- 
serve the  gauge.  The  total  breadth  across  the  wings  of  the 
brackets  ranges  from  9  to  14  inches,  according  to  the  weight  of  the 
traffic;  and  those  wings  rest  directly  on  the  ballast.  The  rails 
and  the  brackets  are  laid  so  as  to  break  joint.  Another  mode  of 
constructing  this  sort  of  permanent  way  is  to  substitute  pieces 
of  creosoted  timber,  about  5  inches  square,  for  the  angle-iron 
brackets. 

440.  Ball*  Ifcr  l*rel  Crashes  of  BmuU. — When  the  covering  of 
a  road  is  of  broken  stone,  the  ordinary  permanent  way  of  the  rail- 
way may  be  laid  across  it,  with  the  heads  of  the  rails  rising  about  f 
of  an  inch  above  the  road  metal  Switches,  points,  and  crossings 
of  rails  should  not  occur  on  a  level  crossing  of  a  road,  nor  should 
any  rails  on  such  a  crossing  approach  nearer  to  each  other  than 
about  6  inches,  lest  horses  should  be  injured  or  disabled  by  their 
feet  being  wedged  between  rails,  or  the  caulkers  of  their  shoes, 
used  in  frosty  weather,  getting  jammed  in  the  openings  of  points, 
switches,  and  rail  crossings. 

Crossings  of  paved  roads  also  may  be  made  with  the  ordinary 
rails,  grooves  for  the  flanges  of  the  wheels  being  cut  in  the  paving- 
stones  alongside  of  the  rails. 

Hails  of  a  special  form  are  sometimes  used  for  level  crossings  of 
roads.  They  are  usually  H-formed,  the  upper  side  presenting  a 
groove  about  2£  inches  broad  and  1£  inch  deep,  between  two 
flanges,  the  outer  of  which,  being  the  head  of  the  rail  on  which  the 
wheel  runs,  must  be  2£  inches  broad.;  while  the  inner  flange  may 
be  of  the  same  breadth  or  of  a  less  breadth,  according  as  the  rail  is 
to  be  reversible  or  not. 

441.  Jnnctloaa  and  Connection*  of  IAnem  of  Rail* — Traversers — 
Tnratebies. — I.  The  junction  of  two  lines  of  rails  is  effected  either 
by  means  of  a  pair  of  those  tapering  moveable  rails  called  switches, 
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connected  together  and  worked  by  the  same  handle,  or  by  means  of 
a  switch  at  the  side  from  which  a  carriage  leaving  the  main  line 
turns,  and  a  fixed  point  at  the  other  side.  The  former  arrange- 
ment is  considered  the  safer  where  the  speed  of  the  traffic  is  great. 

On  a  narrow  gauge  line,  the  ordinary  distance  between  the  tip  of 
the  switch  and  the  crossing,  where  the  two  tracks  finally  become 
clear  of  each  other,  is  about  80  feet,  so  that  if  one  of  the  tracks  is 
straight  the  other  has  a  curvature  of  about  640  feet  radius. 

Switches  are  made  self-acting  by  a  weight  which  pulls  them  into 
that  position  which  suits  the  main  stream  of  traffic,  so  that  they 
require  to  be  held  by  force  in  the  contrary  position.  The  handles 
by  which  switches  are  worked  are  so  shaped  and  painted  that  their 
position  can  be  distinctly  seen  from  a  considerable  distance. 

It  was  formerly  the  practice  to  notch  the  sides  of  the  fixed  rails 
so  as  to  receive  the  tips  of  the  switches ;  but  this  has  been  rendered 
unnecessary  by  the  introduction  of  an  improved  form  of  switch.* 

As  far  as  possible,  switches  on  the  main  tracks  of  a  line  of  rail- 
way should  point  in  the  ordinary  direction  of  the  traffic ;  facing- 
points,  as  those  which  point  in  the  contrary  direction  are  called, 
should  only  be  used  in  cases  of  necessity,  and  then  with  precautions 
sufficient  to  obviate  the  risk  of  a  train  being  accidentally  turned  on 
to  a  wrong  line. 

II.  A  connection  between  two  parallel'  lines  of  rails  is  usually 
made,  where  there  is  room  enough,  by  means  of  an  oblique  line  of 
rails  with  switches  at  each  end.  On  the  narrow  gauge,  the  length 
of  such  a  connection  is  about  180  feet. 

III.  A  traverser  affords  the  most  convenient  mode  of  shifting 
carriages  between  parallel  lines  of  rails  at  a  terminal  station,  where 
there  is  not  room  enough  for  an  ordinary  connection.  It  is  a  plat- 
form supporting  a  line  of  rails,  long  enough  for  a  carriage  to  stand 
upon,  and  supported  on  wheels  which  roll  on  a  transverse  line  of 
rails  at  a  lower  level. 

IY.  Turntables  serve  to  connect  lines  of  rails  which  cross  each 
other  at  right  angles,  or  which  radiate  from  a  central  point.  A 
turntable  consists  essentially  of  the  following  parts: — A  foundation 
of  masonry  or  concrete,  a  circular  cast  iron  base,  having  a  pivot  in 
the  centre,  and  a  race  or  track  for  rollers  round  the  circumference; 
a  set  of  conical  rollers,  carried  in  a  frame  which  turns  about  the 
pivot;  a  deck  or  platform,  supported  on  the  pivot  at  its  centre  and 
on  the  rollers  at  its  circumference,  carrying  one  or  more  lines 
of  rails,  and  provided  with  one  or  more  catches  to  fix  it  in  dif- 
ferent positions.  The  greater  the  proportion  of  the  weight  borne 
by  the  pivot,  and  the  less  that  borne  by  the  rollers,  the  less  is  the 
friction. 

*  First  iotrodnced  by  Messrs.  Bansome  and  May. 
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A  turntable  which  floats  in  a  cylindrical  water-tank  was  in- 
vented by  Mr.  Adams. 

Carriage  turntables  are  usually  12  or  14  feet  in  diameter,  and 
carry  two  lines  of  rails  at  right  angles  to  each  other. 

A  turntable  for  an  engine  and  tender  is  40  feet  in  diameter,  or 
thereabouts;,  it  usually  carries  but  one  line  of  rails,  and  is  turned 
round  by  the  aid  of  wheelwork.  Such  turntables  are  required  at 
stations,  to  reverse  the  engines,  independently  of  the  connection  of 
lines  of  rails.  Turntables  for  engine  sheds  are  occasionally  made 
with  two  parallel  lines  of  rails. 

For  details  as  to  the  construction  of  these  and  other  railway 
fittings,  see  Mr.  D.  K.  Clark's  work  On  Railway  Machinery. 

442.  mmtimmm. — The  best  positions  for  stations,  in  a  purely 
engineering  point  of  view,  and  the  manner  in  which  they  affect 
questions  of  curves  and  gradients,  have  already  been  discussed  in 
Article  435,  p.  658.  It  may  here  be  added  that  the  engineer 
should  specially  attend  to  the  means  of  draining  the  stations, 
of  supplying  them  with  good  water,  and  of  getting  access  to  them 
by  roadways,  for  the  arrival  and  departure  of  passengers  and 
goods.  Passenger  platforms  are  from  2  to  3  feet  above  the  level  of 
the  rails,  and  are  best  made  of  strong  flags  resting  on  longitudinal 
walls;  at  their  ends,  they  should  descend  gradually  to  the  level  of 
the  rails  by  ramps  or  slopes  of  about  1  in  10,  rather  than  by  flights 
of  steps.  They  should  be,  according  to  Mr.  Clark,  at  least  20  feet 
broad  when  used  at  one  side,  30  or  40  when  used  at  both  sides; 
but  they  are  often  made  of  much  smaller  breadths.  The  roof 
should,  if  possible,  be  in  one  span  over  the  whole  station;  if  inter- 
mediate pillars  are  used,  they  should  be  placed  in  the  middle 
of  broad  platforms,  and  not  near  lines  of  rails  if  it  can  be 
avoided ;  they  should  never,  on  any  account,  be  nearer  a  line  of  rails 
than  4  feet  Care  should  be  taken  that  sheds  have  proper  means 
of  ventilation.  The  extent  and  arrangement  of  the  station  and  its 
fittings,  as  affected  by  questions  of  the  amount  of  traffic  and  the 
best  means  of  accommodating  it,  are  foreign  to  the  subject  of  the 
present  work.  For  examples  of  stations,  see  Mr.  Clark's  article 
"  On  Railways"  in  the  Encyc.  Brit. 

442  A*  Pipc-Calrcvfa— Mile-P««to— Chn»4lcBl»P*afti  —Telegraph. — 
The  construction  of  culverts  large  enough  to  be  accessible  for  pur- 
poses of  repair,  in  order  to  carry  gas-pipes  and  water-pipes  under  a 
railway,  is  enjoined  by  law  in  Britain ;  as  is  also  the  erection  of 
numbered  mile-posts  at  every  quarter  of  a  mile.  Gradient-posts,  at 
changes  of  gradient,  having  boards  to  show  the  direction  and  rate  of 
inclination,  are  useful  to  the  engine  drivers.  Where  trains  run  at 
very  short  intervals,  a  line  of  electric  telegraph  may  be  considered 
as  almost  essential  to  the  safe  working  of  the  railway. 
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CHAPTER  II. 

OF  THE  COLLECTION,   CONVEYANCE,  AND  DISTRIBUTION  OF  WATER. 

Section  L — Theory  of the  Flow  of  Water,  or  of  Hydraulics. 

443.  l»m— ra  mt  Water— Hea*. — The  laws  of  the  pressure  of  a 

mass  of  water,  when  at  rest,  against  any  surface  which  it  touches, 
have  already  been  explained  in  Article  107,  p.  164. 

In  all  questions  of  hydraulics,  it  is  convenient  to  express  the 
intensity  of  the  pressure  of  water  in  feet  of  water;  that  is,  in  terms 
of  the  intensity  of  the  pressure  of  a  column  of  water  one  foot  high 
upon  its  base,  as  an  unit  A  pressure  so  expressed  is  sometimes 
called  a  head  of  pressure.  In  p.  161  two  values  of  that  unit,  for 
pure  water  at  the  temperatures  of  39°*1  and  62°  respectively,  have 
been  compared  with  other  units;  in  the  following  table  a  com- 
parison of  the  same  sort  is  given  in  greater  detail,  the  heavi- 
ness assigned  to  pure  water  being  62*4  lbs.  per  cubic  foot,  which 
is  almost  perfectly  exact  at  a  temperature  of  about  52°*3  Fahren- 
heit, and  near  enough  to  the  truth  for  practical  purposes  at 
other  temperatures,  and  is  also  a  convenient  value  for  calcu- 
lation : — 

Comparison  of  Heads  of  Water  in  Feet,  with  Pressures  in 
Various  Units. 

One  foot  of  water  at  52°*3  Fahr.  =62-4        lbs.  on  the  square  foot 
„  „  °'4333  lb.  on  the  square  inch. 

„  „  0*0295  atmosphere. 

„  „  0*8823  inch  of  mercury  at  320. 

i  feet  of  air  at  320,  and 
"  "  773  ^      one  atmosphere. 

One  lb.  on  the  square  foot, 0*016026  foot  of  water. 

One  lb.  on  the  square  inch,  2*308        feet  of  water. 

One  atmosphere  of  29*922  inches  ) 

of  mercury,  J     33  9  "  " 

One  inch  of  mercury  at  320, I"I334        »  » 

One  foot  of  ah*  at  320,  and  one  ) 

atmosphere, |      0001294    „ 

One  foot  of  average  sea  water, ....       i  -026        foot  of  pure  water. 
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The  total  head  of  a  given  particle  of  water  is  found  by  adding 
together  the  following  quantities  :— 

The  head  of  pressure,  or  intensity  of  the  pressure  exerted  by 

the  particle,  expressed  in  feet  of  water. 
The  head  of  devotion,  or  actual  height  of  the  particle  above 

some  fixed  or  "  datum  "  level 

In  stating  the  pressure  or  head  of  a  particle  of  water,  it  is  usual 
not  to  include  the  atmospheric  pressure,  so  that  the  absolute  or  true 
pressure  exceeds  the  pressure  as  stated  in  the  customary  way  by 
one  atmosphere.  When  the  absolute  pressure  is  exactly  one  atmo- 
sphere, the  pressure  as  stated  in  the  customary  way  is  nothing; 
▼hen  the  absolute  falls  short  of  the  atmospheric  pressure  by  so 
many  lbs.  on  the  square  inch,  or  so  many  feet  of  water,  the 
customary  mode  of  stating  that  fact  is  to  say  that  there  are 
bo  many  lbs.  on  the  square  inch,  or  so  many  feet,  of  vacuum. 

The  atmospheric  pressure,  at  the  level  of  the  sea,  varies  from 
about  32  to  35  feet  of  water,  and  diminishes  at  the  rate  nearly  of 
MOOth  part  of  itself  for  each  262  feet  of  elevation  above  that 
level. 

444  Y*lane  «■*  Horn  Vetoettr  «f  FUw. — The  volume  of  flow 
or  discharge  of  a  stream  of  water  is  expressed  in  units  of  volume 
per  unit  of  time. 

The  most  convenient  unit  of  volume  is  the  cubic  foot;  but  in 
calculations  relating  to  the  water  supply  of  towns  it  is  customary 
to  use  the  gallon. 

The  following  is  the  relation  between  those  units : — 

One  gallon  =  0-1604  cubic  foot  (being  10  lbs.  of  water) ;  and 
One  cubic  foot  =  6*2355  gallons; 

but  in  ordinary  calculations  respecting  water-works  it  is  sufficiently 
Accurate  to  make  one  gallon  =  0*16  cubic  foot,  and  one  cubic  foot 
=  4  gallons. 

Of  different  units  of  time,  the  second  is  the  most  convenient  in 
mechanical  calculations;  the  minute  is  the  customary  unit  in 
stating  the  discharge  of  streams;  the  hour,  the  day,  and  larger 
Periods  are  used  in  calculations  as  to  drainage  and  water  supply. 

The  variety  of  units  of  discharge  is  thus  very  great.  The  cubic 
foot  per  second  is  the  most  convenient  in  mechanical  calculations. 

The  mean  velocity  of  a  stream  at  a  given  cross-section  is  found  by 
dividing  the  discharge,  or  volume  of  flow,  by  the  area  of  the  cross- 
action,  and  is  most  conveniently  expressed  in  feet  per  second. 

445.  Greatest  aa«i  \stm*  Vetoeiiie*. — Inasmuch  as  every  stream 
of  fluid  that  flows  in  a  channel  is  retarded  by  friction  against  the 

2i 
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material  of  the  channel,  the  velocity  of  the  fluid  particles  is  dif- 
ferent at  different  points  of  the  same  cross-section,  being  greatest 
in  the  centre  and  least  at  the  border.  In  open  channels,  like 
those  of  rivers,  the  ratio  of  the  mean  velocity  to  the  greatest  or 
central  velocity  is  given  approximately  by  the  following  formula  of 
Prony: — 

mean  velocity  __  greatest  velocity  +  7*71  feet  per  second  ... 
greatest  velocity "~  greatest  velocity + 10-28 feet persecond*  *  "' 

The  least  velocity,  or  that  of  the  particles  in  contact  with  the 
bed,  is  about  as  much  less  than  the  mean  velocity  as  the  greatest 
velocity  is  greater  than  the  mean.  In  ordinary  cases,  the  least, 
mean,  and  greatest  velocities  may  be  taken  as  bearing  to  each  other 
nearly  the  proportions  of  3,  4,  and  5.  In  very  slow  currents  they 
are  nearly  as  2,  3,  and  4. 

446.  OcMmi  Priadpk*  m€  mumdy  Flow.— The  steady  motion  of  a 
mass  of  fluid,  as  distinguished  from  unsteady  motion,  means  that 
kind  of  motion  in  which  the  velocity  and  direction  of  motion  of  a 
particle  depend  on  its  position  alone,  and  not  jointly  on  position 
and  time;  so  that  each  particle  of  the  series  of  particles  which 
successively  come  to  a  given  point,  assumes  a  certain  velocity  and 
direction  of  motion  proper  to  that  point.  It  is,  in  short,  the 
motion  of  a  permanent  current,  as  distinguished  from  that  of  a 
varying  current,  or  that  of  a  wave. 

In  order  to  acquire  velocity  from  a  state  of  rest,  or  an  increase  of 
velocity,  a  fluid  particle  must  pass  from  a  place  of  greater  total  head 
to  a  place  of  less  total  head.  This  it  may  do  either  by  actual 
descent  from  a  higher  to  a  lower  level,  or  by  passing  from  a  place 
of  more  intense  pressure  to  a  place  of  less  intense  pressure,  or  by 
both  those  changes  combined.  The  loss  of  head  thus  incurred  is 
connected  with  the  velocity  produced  by  the  following  laws : — 

I.  In  a  liquid  without  friction  the  loss  of  head  in  producing  a 
given  increase  of  velocity  is  equal  to  the  height  of  vertical  fall  which 
would  produce  the  same  increase  of  velocity  in  a  body  falling  freely ; 
in  other  words,  the  loss  of  head  is  equal  to  the  height  due  to  the 
acceleration;  and  if  the  particle  starts  from  a  state  of  rest,  that  height 
is  called  the  height  due  to  the  velocity,  and  is  given  by  the  follow- 
ing  formula,  where  v  is  the  velocity  in  feet  per  second : — 

height  in  feet  =  «*  -*-  64-4 (1.) 

II.  If  the  motion  of  the  liquid  is  impeded  by  friction,  there  is  an 
additional  loss  of  head,  bearing  to  the  height  due  to  the  velocity  of 
flow  a  certain  proportion,  depending  on  the  figure  and  dimensions 
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of  the  channel  and  openings  traversed  by  the  stream,  and  other 
circumstances. 

The  combination  of  those  two  principles  may  be  thus  expressed : 
Let  h  denote  the  loss  of  head,  in  feet;  then 

*  =  (1  +  F>6T4' f*) 

in  which  F  is  a  factor,  determined  by  experiment,  expressing  the 
proportion  which  the  loss  of  head  by  friction  bears  to  the  height 
due  to  the  velocity. 

The  inverse  formula,  for  finding  the  velocity  from  the  loss  of 
head,  is  as  follows : — 


v  =  8025 


V    1  +  F 


.(3.) 


The  velocity  computed  from  a  given  height,  on  the  supposition 
that  there  is  no  friction,  by  the  formula  v  =  8*025  $Jh^ia  sometimes 
called  the  "  theoretical  velocity." 

In  an  open  channel  the  loss  of  head  h  consists  wholly  in  dimi- 
nution of  the  "  head  of  elevation,"  and  is  the  actual  fall  of  the  upper 
surface  of  the  stream.  In  a  close  pipe  it  may  consist  wholly  or 
partly  of  diminution  of  the  "  head  of  pressure,"  and  is  then  called 
virtual  fall.     To  express  this  in  symbols, 

Let  z\  denote  the  elevation  above  a  fixed  datum,  and 

pv  the  head  of  pressure  at  a  point  in  the  reservoir  from 

which  a  pipe  is  supplied,  the  velocity  at  that  point 

being  insensible,  so  that 
z1+p1ia  the  total  head  in  still  water;  also  let 
z  denote  the  elevation  above  the  datum,  and 
p,  the  head  of  pressure  at  a  given  point  in  the  pipe,  at  which 

the  loss  of  head,  as  computed  by  equation  2,  is  h;  then 

the  total  head  at  this  point  is, 

z  +  p  =  z1  +  pl  —  h; (4.) 

and  the  pressure,  in  feet  of  water,  is 

p-z1+pi  —  z  —  h. (5.) 

The  pressure  of  flowing  water,  as  thus  diminished  by  loss  of 
head,  is  called  hydraulic  pressure,  to  distinguish  it  from  the 
pressure  of  still  water,  called  hydrostatic  pressure. 

In  an  open  channel,  equation  5  is  simplified  by  the  fact  that  for 
the  upper  surface  of  the  stream,  and  all  surfaces  parallel  to  it,  h  is 
simply  =5  z\  —  2;  so  that  4*  =Pv  &  tne  two  points  are  at  equal 
depths  below  the  surface. 
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Tf  the  water  has  ft  sensible  velocity  of  flow  at  the  starting 
point,  the  loss  of  head  required  is  diminished  to  the  extent  of  the 
height  doe  to  that  velocity  of  approach,  as  it  is  called.  Thus,  let  r0 
be  the  velocity  of  approach;  then,  instead  of  equation  2,  we  must 
use  the  following : — 

*-C1  +  .I)«H-& W 

and  if  v0  bears  a  known  ratio  to  v,  let  that  ratio  be  r0  -j- 1>  =  r ;  then 
the  above  equation  becomes, 

A  =  (l +  *-»*)  ^~; (7.) 

which  gives,  for  the  inverse  formula, 

-MVl+I=? (a> 

When  a  stream  flows  with  an  uniform  speed  down  an  uniform 
channel,  and  two  cross-sections  of  that  channel  are  compared  together, 
the  velocities  vQ  and  v  are  equal,  and  r  =  1 ;  in  this  case,  the  whole 
loss  of  head  between  the  two  cross-sections  is  expended  in  overcoming 
friction;  and  equations  7  and  8' are  reduced  to  the  following: — 

h  =  P  v*  +  644; (9.) 

v  =  8025  Jh~irT. (10.) 

The  following  table  gives  examples  of  heights  in  feet  due  to 
velocities  in  feet  per  second,  as  computed  by  equation  1.  It  is 
exact  for  latitude  54°f ,  and  near  enough  to  exactness  for  practical 
purposes  in  all  latitudes.  The  most  convenient  table,  however,  for 
calculating  either  heights  from  velocities  or  velocities  from  heights 
is  an  ordinary  table  of  squares  and  square  roots : — 

•  Height  v  Height             •  Height  *  Height  *        Height 

1  -015528  17  4*4875  32'2  I6-IOO  48  35776  76  89-688 

2  *o62III  18  5-0310  33  16*910  49  37*282  78       94*471 

3  '13975  19  5*&>55  34  17*950  50  38819  go   99377 

4  '24844  20  6-2HI  35  19*021  52  41*987  82  104-41 

5  -38819  21  6-8477  3-5  20*124  54  45*279  84  109-56 

6  -55900  22  7/5153  37  21257  56  48695  S6  114-84 

7  76086  23  8-2141  38  22422  58  52235  88  120*25 

8  "99377  24  8*9439  39  23618  60  55900  90  12577 

9  1*2577     25   97048   40  24*844   62  59*688   92  131-43 

10  1*5528  20  10*497  4'  26-102  64  63-601    94  137*20 

11  18789  27  11*320  42  27*391  64-4  64-400   96  143-10 

12  2-2360  a&  12*174  43  28711  66  67*639   98  149*13 

13  2*6241  29  13*059  44  30*062  68  71*800   100  155*28 

14  3*0434  30  13*975  45  -31-444  7©  76*086 
J5  3*4937  31  14*922  46  32*857  72  80*496 
16  3*9751  32  15*900  47  34301  74  85-029 
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447.  Frictim  «r  Wafer. — The  following  are  the  values  of  the 
factor  of  friction  F  in  the  formulae  of  Article  446,  as  ascertained  by 
experiment,  for  the  cases  of  most  common  occurrence  in  practice, 

I.  Friction  of  an  orifice  in  a  thin  plate — 

F  =  0054 (1.) 

IL  Friction  of  mouthpieces  or  entrances  from  reservoirs  into  pipes. 
— Straight  cylindrical  mouthpiece,  perpendicular  to  side  of  reser- 
voir— 

F  =  0-505 (2.) 

The  same  mouthpiece  making  the  angle  4  with  a  perpendicular  to 
the  side  of  the  reservoir — 

F  =  0-505  +  0-303  sin  *  +  0-226  sin*  0. (3.) 

For  a  mouthpiece  of  the  form  of  the  "  contracted  vein,"  that  is, 
one  somewhat  bell-shaped,  and  so  proportioned  that  if  of  be  its 
diameter  on  leaving  the  reservoir,  then  at  a  distance  d  -*-  2  from 
the  side  of  the  reservoir  it  contracts  to  the  diameter  '7854  d% — the 
resistance  is  insensible,  and  F  nearly  =  0. 

III.  Friction  at  sudden  enlargements. — Let  A1  be  the  sectional 
area  of  a  channel,  discharging  Q  cubic  feet  of  water  per  second,  in 
which  a  sluice,  or  slide  valve,  or  some  such  object,  produces  a 
sudden  contraction  to  the  smaller  area  a,  followed  by  a  sudden 
enlargement  to  the  area  A^.  Let  v  =  Q  -5-  Aj  be  the  velocity 
in  the  second  enlarged  part  of  the  channel.  The  effective  area  of 
the  orifice  a  will  be  c  a,  c  being  a  co-efficient  of  contraction  of  the 
stream  flowing  through  it,  whose  value  may  be  taken  at  '618  -a- 

1  —  -618-— j.     Let  the  ratio  in  which  the  effective  area  of  the 

channel  is  suddenly  enlarged  be  denoted  by 

r  =  A2^-ca  =  ^>v/(2'618  —1-618  J) (4.) 

Then  r  v  is  the  velocity  in  the  most  contracted  part  It  appears 
that  all  the  energy  due  to  the  difference  of  the  velocities,  r  v  and  v, 
is  expended  in  fluid  friction,  and  consequently  that  there  is  a  loss 
of  head  given  by  the  formula — 

('-v-i? <5> 

so  that  in  this  case 

F  =  (r— 1)2  (6.) 

IV.  Friction  in  pipes  and  conduits. — Let  A  be  the  sectional  area 
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of  a  channel;  b  its  border y  that  is,  the  length  of  that  part  of  its 
girth  which  is  in  contact  with  the  water;  I  the  length  of  the  chan- 
nel, so  that  Ibis  the  frictional  surface ;  and  for  brevity's  sake  let 
A  -J-  b  =  m;  then,  for  the  friction  between  the  water  and  the 
aides  of  the  channel — 

w-2-4'<~ « 

in  which  the  co-efficient/  has  the  following  values : — 

For  iron  pipes, /=  0-0036  + -,°^ (8.) 

For  open  conduits,/==  0*00741  +0'000227 (9.) 

The  quantity  wi  =  A  -*-  6  is  called  the  "  hydraulic  mean  depth"  of 
channel,  and  for  cylindrical  and  square  pipes  running  full  is 
obviously  one-fourth  of  the  diameter;  and  the  same  is  its  value  for 
a  semicylindrical  open  conduit,  and  for  an  open  conduit  whose 
sides  are  tangents  to  a  semicircle  of  a  diameter  equal  to  twice  the 
greatest  depth  of  the  conduit. 

In  an  open  conduit,  the  loss  of  head, 

*-£-f? <10-> 

takes  place  as  an  actual  fell  in  the  surface  of  the  water,  producing 
a  declivity  at  the  rate 

..*.£•*•  (U) 

and  by  the  last  two  formulae  are  to  be  determined  the  fall  and  the 
rate  of  declivity  of  open  channels  which  are  to  convey  a  given  flow. 
In  close  pipes,  the  loss  of  head  takes  place  in  the  total  head;  and 
the  ratio  i  =  A  -f-  I  is  called  the  virtual  declivity. 

V.  For  bends  in  circular  pipes,  let  d  be  the  diameter  of  the  pipe, 
I  the  radius  of  curvature  of  its  centre  line  at  the  bend,  6  the  angle 
through  which  it  is  bent,  x  two  right  angles;  then,  according  to 
Professor  Weisbach, 

F=£{o-131  +  1-847  (£)*} (12.) 

VL  For  bends  in  rectangular  pipes, 

F=i{<H24  +  3-104(£)*} (13.) 
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VII.  For  knees,  or  sharp  turns  in  pipes,  let  4  be  the  angle  made 
by  the  two  portions  of  the  pipe  at  the  knee;  then 

F  =  0-946  sin2 ^  +  205  sin*| (14.) 

VIII.  Summary  of  losses  of  Iiead. — When  several  successive 
causes  of  resistance  occur  in  the  course  of  one  stream,  the  losses  of 
head  arising  from  them  are  to  be  added  together;  and  this  process 
may  be  extended  to  cases  in  which  the  Telocity  varies  in  different 
parts  of  the  channel,  in  the  following  manner : — 

Let  the  final  velocity  at  the  cross  section,  where  the  loss  of  head 
is  required,  be  denoted  by  v; 

Let  the  ratios  borne  to  that  velocity  by  the  velocities  in  other 
parts  of  the  channel  be  known;  r0  v  being  the  "velocity  of  approach*' 
(Article  446,  p.  676),  rx  v  the  velocity  in  the  first  division  of  the 
channel,  r8  v  in  the  second,  and  so  on ;  and  let  Fx  be  the  sum  of 
all  the  factors  of  resistance  for  the  first  division,  Fa  for  the  second, 
and  so  on;  then  the  loss  of  head  will  be— 


h  «  ~(l  -  tl  +  Fxr?  +  F2rJ  +  <fec.); 


(15.) 


an  expression  which  may  be  abbreviated  into  the  following : 

448.    (feattactlmi  t  ntrtmm  ft*m  Orl*«c—  €•  tfUtoatt   •€  Dfo- 

*»!•. — The  fact  of  the  contraction  of  a  jet  or  stream  that  flows 
from  an  orifice  has  already  been  referred  to.  It  is  caused  by  the 
convergence  of  the  particles  towards  the  orifice  before  they  pass 
through  it,  which  convergence  continues  for  a  time  after  the  par- 
ticles pass  the  orifice.  The  result  is,  that  the  effective  area  of  the 
orifice,  or  area  of  the  "  contracted  vein"  which  is  to  be  used  in  com- 
puting the  discharge,  is  less  than  the  total  area  in  a  proportion 
which  is  called  the  coefficient  of  contraction. 

Sometimes  it  is  impossible  to  distinguish  between  the  effect  of 
friction  in  diminishing  the  velocity  (expressed  by  1  -f-  J 1  +  F), 
and  that  of  contraction  in  diminishing  the  area  of  the  stream.  In 
such  cases  the  ratio  in  which  the  actual  discharge  is  less  than  the 
product  of  the  "  theoretical  velocity"  (Article  446,  p.  675)  and  the 
total  area  of  the  orifice,  is  called  the  co-efficient  of  efflux  or  of  die* 
charge. 

The  quantities  given  in  the  following  statements  and  tables  are 
«ome  of  them  real  co-efficients  of  contraction,  and  some  co-efficients 
of  discharge.  In  hydraulic  formuUe,  such  co-efficients  are  usually 
denoted  by  the  symbol  c, 


€80 
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In  sharp-edged  orifioea  the  friction  is  almost  inappreciable  (see 
Article  447,  Case  I.);  in  those  with  flat  or  rounded  borders  its 
effects  become  sensible,  and  in  tubes  or  other  channels  of  such 
length  as  to  guide  all  the  particles  along  their  sides  there  is  no 
contraction,  and  friction  operates  alone  in  diminishing  the  discharge. 

In  all  the  sharp-edged  orifioea  here  mentioned  the  edge  is  sup- 
posed to  be  formed  at  the  inner  or  up-stream  side  of  the  plate  by 
chamfering  or  bevelling  the  outer  side.  Were  the  inner  side  of  the 
plate  chamfered,  it  would  guide  the  stream,  and  alter  the  contraction 
to  an  uncertain  amount. 

I.  Sharp-edged  circular  orifices  in  flat  plates)  c  =  -61 8.... (1.) 

II.  Sharp-edged  rectangular  orifices  in  vertical  flat  plates. — In 
this  case  the  co-efficient  depends  partly  on  the  proportions  of  the 
dimensions  of  the  orifice  to  each  other,  and  partly  on  the  proportion 
borne  by  the  breadth  of  the  orifice  to  the  charge  or  head.  The  co- 
efficient is  intended  to  be  used  in  the  following  formula  for  the 
discharge  in  cubic  feet  per  second,  A  being  the  area  of  the  orifice 
in  square  feet ;  and  h  the  head,  measured  from  the  centre  of  the 
orifice  to  the  level  of  still  water. 

Q=  8-025cA  JK (i) 

The  co-efficients  are  given  on  the  authority  of  experiments  of 
Poncelet  and  Lesbros  on  orifices  about  8  inches  wide.  They  have 
not  been  reduced  to  a  general  formula. 

Cfr-Evnonorra  of  Discharge  for  Rkctasguulb,  Orificis. 
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The  co-efficients  in  the  preceding  table  include  a  correction  for 
the  error  occasioned  by  measuring  the  head  from  the  centre  of  the 
orifice  instead  of  from  the  point  where  the  mean  velocity  occurs, 
which  is  somewhat  above  the  centre.  That  correction  is  in- 
appreciable when  the  head  exceeds  3  times  the  height  of  the  orifice. 

Ill  Sharp-edged  rectangular  notches  (or  orifices  extending  up  to 
the  surface)  in  flat  vertical  weir  boards. — The  area  of  the  orifice  is 
measured  up  to  the  level  of  still  vxUer  in  the  pond  behind  the  weir. 

Let  b  =  breadth  of  the  notch ; 

B  =  total  breadth  of  the  weir;  then 

c  =  -57+WB; <3> 

provided  b  is  not  less  than  B  -f-  4. 

IV.  Sharp-edged  triangular  or  Y-shaped  notclves  in  flat  vertical 
weir  boards  (from  experiments  by  Professor  James  Thomson.) — Area 
measured  up  to  the  level  of  still  water. 


X2;  c=-595;) 
X4;c  =  -620.  J 


Breadth  of  notch  =  depth  ;,., ~ , , 

Breadth  of  notch  =  depth  w  A    -       *""    f 


V.  Partially-contracted  sliarp-edged  orifice.  (That  is  to  say,  an 
orifice  towards  part  of  the  edge  of  which  the  water  is  guided  in  a 
direct  course,  owing  to  the  border  of  the  channel  of  approach  partly 
coinciding  with  the  edge  of  the  orifice). 

Let  c  be  the  ordinary  co-efficient; 

n,  the  fraction  of  the  edge  of  the  orifice  which  coincides  with 

the  border  of  the  channel ; 
c,  the  modified  co-efficient;  then 

<f  =  c  +  -09  n (5.) 

VL  Flat  or  round-topped  weir,  area  measured  up  to  the  level  of 
still  water — 

c  =  '5  nearly (6.) 

VII.  Sluice  in  a  rectangular  channel — 

vertical;  c  =  0-7; 

Inclined  backwards  to  the  horizon  at  60°;  c  =  074;  V  (7.) 

at  45° 

VIIL  Incomplete  contraction;  see  Article  477,  Division  III, 
p.  677. 

449.   Dlscluwge    frni    Vertical   Oriaces,   Notches,   and    Malce* — 

When  the  height  of  an  orifice  in  the  vertical  side  of  a  reservoir 


°;c  =  0-74;V(7.; 
°;  c  =  0-8.    J 
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does  not  exceed  about  one-half  or  one-third  of  its  depth  below  the 
surface,  the  head  measured  from  the  centre  of  the  orifice  to  the 
level  of  still  water  may  be  used,  without  sensible  error,  to  compute 
the  mean  velocity  of  a  flow,  and  the  discharge;  so  that  the  formula 
for  the  discharge  is 

Q  =  8025  c  A  s/F; (1.) 

A  being  the  total  area  of  the  orifice,  and  c  the  proper  co-efficient  of 
contraction. 

When  the  height  of  the  orifice  exceeds  about  one-half  of 
the  head  of  water,  and  especially  when  the  orifice  is  a  notch 
extending  to  the  surface,  it  is  not  sufficiently  accurate  to  measure 
the  head  simply  from  the  level  of  still  water  to  the  centre  of 
the  orifice ;  but  the  area  of  the  orifice  is  to  be  conceived  as  divided 
into  a  number  of  horizontal  bands,  the  area  of  each  such  band 
multiplied  by  the  velocity  due  to  its  depth  below  the  surface  of  still 
water,  the  products  summed  or  integrated,  and  the  sum  or  integral 
multiplied  by  a  suitable  co-efficient  of  contraction. 

To  express  this  in  symbols,  let  b  be  the  breadth,  d  h  the  height 
of  one  of  the  horizontal  bands,  so  that  b  d  h  is  its  area;  h,  the 
depth  of  its  centre  below  the  level  of  the  surface  of  still  water  in 
the  reservoir;  h^  the  depth  of  the  upper  edge  of  the  orifice,  and  A, 
that  of  its  lower  edge,  below  the  same  level ;  c,  the  co-efficient  of 
contraction;  Q,  the  discharge  in  cubic  feet  per  second;  then 


Q=  8025  c  jh*bjh-dh.  (2.) 


For  co-efficients  of  contraction,  see  Article  448. 
The  following  are  the  most  important  cases  :— 

I.  Rectangular  orifice;  b  =  constant. 

Q  =  8025cX~6  (h*  —  V)  =5-35c6  (h*  —  h<fy.  (3.) 

It  is  seldom  necessary  to  use  this  formula  in  practice;  for  the  co- 
efficients in  the  table  by  Poncelet  and  Lesbros  (see  p.  680)  compre- 
hend, as  has  been  stated,  the  correction  for  the  error  arising  from 
using  the  head  at  the  centre  of  the  orifice  simply,  as  in  equation  1. 

II.  Rectangular  notch,  vrith  a  still  pond;  b  =  constant,  h$  =  0; 
/*!  measured  from  the  lower  edge  of  the  notch  to  the  level  of  still 
water. 


Q  =  8-025  c  X  g6^*=  5-35  e  b h* 
=  (3-05  +  -535 1)  b  h* 


.(4.) 
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The  last  expression  is  founded  on  the  formula  for  the  co-efficient 
c,  given  in  Article  448,  Division  IIL,  p.  681,  B  being  the  whole 
breadth  of  the  weir. 

Table  of  Values  of  e  and  *"*5  c. 
b 
g» I'D      09      08      07      o-6      0-5      o'4      0-3      0-25 

c -67       -66      -65      '64      -63      -62      *6i       -6o      *59g 

535  c>    3*58     353    348    3*42     337     333    3-26    321     318 

The  cube  of  the  square  root  of  the  head,  hf>  is  easily  computed  as 
follow?,  by  the  aid  of  an  ordinary  table  of  squares  and  cubes :  look 
in  the  column  of  squares  for  the  nearest  square  to  h^;  then  op- 
posite, in  the  column  of  cubes,  will  be  an  approximate  value 
ofLt 

llL  Rectangular  notch,  with  current  approaching  it — When 
still  water  cannot  be  found,  to  measure  the  head  A,  up  to,  let  v* 
denote  the  velocity  of  the  current  at  the  point  up  to  which  the  head 
is  measured,  or  velocity  0/ approach :  compute  the  height  due  to  that 
Telocity  as  follows : — 

A0  =  *J-S-64-4; 

then  the  flow  is  the  difference  between  that  from  a  still  pond 
due  to  the  height  ht  +  Aq,  and  that  due  to  the  height  h0;  so  that  it 
is  given  by  the  formula 

Q  =  ff-35c  »{(*!  + A,)1  — Ao*} (5.) 

When  v0  cannot  be  directly  measured,  it  can  be  computed  ap- 
proximately by  taking  an  approximate  value  of  Q  from  equation  4, 
and  dividing  by  the  sectional  area  of  the  channel  at  the  place  up  to 
which  the  head  is  measured  from  the  lower  edge  of  the  notch. 

IV.  Triangular  or  Y-shaped  notch,  urith  a  still  pond;  ^  measured 
from  the  apex  of  the  triangle  to  the  level  of  still  water. 

Let  a  denote  the  ratio  of  the  half-breadth  of  the  notch  at  any 
given  level  to  the  height  above  the  apex,  so  that,  for  example,  at 
tiie  level  of  still  water,  the  whole  breadth  of  the  notch  \&2ahv 

Q  =  8-025  cX-^ai^U  4-28  e a hf; (6.) 

*ad  adopting  the  values  of  c  already  given  in  Article  448,  p.  681, 
we  have, 

for  a  =  1 ;  Q  =  2-54  h?; (6  a.) 

for  a  =  2;  Q  =  5-3  7^*- (6  b.) 
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In  the  absence  of  sufficiently  extensive  tables  of  squares  and 
fifth  powers,  the  best  method  of  computing  the  fifth  power  of  the 
square  root  of  the  head  is  by  the  aid  of  logarithms. 

V.  Drowned  orifices  are  those  which  are  below  the  level  of  the 
water  in  the  space  into  which  the  water  flows  as  well  as  in  that 
from  which  it  flows.  In  such  cases  the  difference  of  the  levels  of 
still  water  in  those  two  spaces  is  the  head  to  be  used  in  computing 
the  flow. 

VI.  Drowned  rectangular  notch. — Let  h,  and  h%  be  the  heights 
of  the  still  water  above  the  lower  edge  of  the  notch  at  the  up- 
stream and  down-stream  sides  of  the  notch-board  respectively;  the 
following  formula  gives  the  flow  in  cubic  feet  per  second : — 

Q  =  5-35  c  b  (ht+ 1)  J  (*,-*») (7.) 

VII.  For  weira  with  brood  fiat  crests,  drowned  or  undrowned, 
the  formulae  are  the  same  as  for  rectangular  notches,  except  that 
the  co-efficient  c  is  about  *5,  as  has  been  stated. 

VIII.  Computation  of  the  dimensions  of  orifices. — The  whole  of 
the  preceding  formulas  (with  the  exception  of  equations  5  and  7) 
can  easily  be  used  in  an  inverse  form,  in  order  to  find  the  dimen- 
sions of  orifices  that  are  required  to  discharge  given  volumes  of 
water  per  second. 

For  example,  if  equation  1  is  applicable,  we  have  for  the  area  of 
the  orifice, 

A  =  Q  -f-  8-025  c  Jk. (8.) 

If  equation  3  is  applicable,  the  breadth  of  the  orifice  is  given  as 
follows : — 

b  =  Q  +  5-35  c  (hjt  —  V> (9.) 

If  equation  4  is  applicable,  the  depth  of  the  bottom  of  the  notch 
below  still  water  is  given  by  the  equation, 

hL  ={Q  -5-  5-35  c  b}i; (10.) 

if  equation  6  is  applicable, 

^  ={Q  +  4-28  c a}* (11.) 

IX.  Sluices. — The  opening  of  a  sluice  generally  acts  as  a  rect- 
angular orifice,  drowned  or  undrowned  as  the  case  may  be;  the 
value  of  c  being  as  given  in  Article  448,  p.  681. 

450.   Computation  of  the  Discharge  aad  Diameters  of  Pipes. — The 

loss  of  head  by  a  stream  of  the  velocity  v  in  traversing  the  length 
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/  of  a  pipe  of  the  uniform  diameter  d  is  given  by  the  following 
formula,  deduced  from  equations  8  and  10  of  Article  447,  by  putting 
d  j-  4  for  the  hydraulic  mean  depth  m : — 

»-^-A-(«-+^)i-^ <'■> 

From  this  equation  are  deduced  the  solutions  of  the  following 
problems : — 

L  To  compute  the  discharge  of  a  given  pipe;  the  data  being  h,  I, 
and  a\  all  in  feet. 

Assume  an  approximate  value  for  4/  The  value  commonly 
assumed  in  the  first  instanoe  is, 

•025a 
This  gives,  as  a  first  approximation  to  the  velocity, 

V  -0258  IV     lJ w 

or,  a  mean  proportional  between  the  diameter  and  the  lose  of  head  in 
2,500  feet  of  length.  With  this  velocity  calculate  a  new  value  of 
4/  which  is  to  be  used  in  computing  a  second  approximation  to  the 
velocity,  by  means  of  the  formula, 


,  =  8025 'S/*^ (3->< 


and  this  is  in  almost  every  case  near  enough  to  the  truth  for 
practical  purposes.     Then  the  discharge  is  given  by  the  formula, 

Q  =  -7854  v  ffi. (4.) 

[k  first  approximation  to  the  discharge  is  given  by  the  following 
formula, 

Q[  =  -7854 1/  d*  =  39-27  \Zydt. (4  a.)] 

II.  To  find  (in  feet)  the  diameter  d  of  a  pipe,  so  that  it  shall 
ddiver  Q  cubic  feet  of  water  per  second,  with  a  loss  of  head  at  the  rate 
of  h.  feet  in  each  length  of  I  feet. 

Supposing  the  value  of  4 /known, 

"(MS*- « 

But  4 ./  depends  on  the  velocity,  which  itself  depends  on  the 
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diameter  sought  Assume,  as  a  first  approximation,  4  f  =  -0258. 
Then  compute  a  first  approximation  to  the  diameter  by  the  following 
formula : — 

J  =  0-23  f-£)*; (<L) 

also  9k  first  approximation  to  the  velocity  by  the  formula, 

t/  =  Q  .*.  -7854  tf* (7.) 

From  these  data,  by  means  of  equation  1  of  this  Article,  compute 
an  approximate  toes  of  head,  h\  If  this  agrees  exactly  or  very 
nearly  with  the  given  loss  of  head,  h,  the  first  approximation  to  the 
diameter  is  sufficient;  if  not,  a  corrected  diameter  is  to  be  found  by 
the  following  formula : — 

-'■©*-*-G+S m 

In  the  preceding  formulae  the  pipe  is  supposed  to  be  free  from 
all  curves  and  bends  so  sharp  as  to  produce  appreciable  resistance. 
Should  such  obstructions  occur  in  its  course,  they  may  be  allowed  for 
in  the  following  manner : — Having  first  computed  the  diameter  of 
the  pipe  as  for  a  straight  course,  calculate  the  additional  loss  of 
head  due  to  curves  by  the  proper  formula  (Article  447,  p  678);  let 
h*  denote  that  additional  loss  of  head;  then  make  a  further  cor- 
rection of  the  diameter  of  the  pipe,  by  increasing  it  in  the  ratio  of 

1  +  £sl W 

By  a  similar  process  an  allowance  may  be  made  for  the  loss  of 
head  on  first  entering  the  pipe  from  the  reservoir,  viz. : — 

(1  +  F)  v2  -*-  64*4 ;  F  being  the  factor  of  friction  of  the  mouthpiece, 

To  the  diameter  of  a  pipe,  as  computed  by  the  formulae,  an 
addition  is  commonly  made  in  practice,  in  order  to  allow  for 
accidental  obstructions,  for  the  incrustation  of  the  interior  of  the 
pipe,  &c  According  to  some  authorities  about  one-sixth  is  to  he 
added  to  the  diameter  of  the  pipe  for  this  purpose ;  but  experience 
seems  to  show  that  in  general  the  incrustation,  if  any,  is  of  equal 
thickness  in  pipes  of  all  diameters  exposed  for  equal  times  to  the 
action  of  the  same  water;  and  therefore  that,  in  a  given  system  of 
water-pipes,  an  equal  absolute  allowance  should  be  made  for 
possible  incrustation  in  pipes  of  all  diameters.  In  ordinary  cases 
it  appears  that  about  one  inch  is  sufficient  for  that  purpose. 

451.  Discharge  aad  Dlmmtea*  of  CaaMela. —  The  rate  of 
declivity  required  for  the  surface  of  the  current  in  an  uniform 
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conduit  or  river-channel  is  found  by  dividing  the  loss  of  head  h 
(which  is  all  actual  fall)  by  the  length  I  of  the  channel,  and  is 
expressed  by  the  following  equation,  deduced  from  equation  11  of 
Article  447,  p.  678:— 


%  = 


t  =        th-t  =  I  00741  + 1  •  a-r-j — ;  (1.) 

I      m    64*4      \  v      J    644  m     x   ' 


m  being  the  "hydraulic  mean  depth."     This  equation  enables  the 
following  problems  to  be  solved : — 

I.  To  compute  the  discharge  of  a  given  stream,  the  data  being  t, 
m,  and  the  sectional  area  A.  The  first  step  is  to  find  the  velocity, 
which  might  be  done  by  means  of  a  quadratic  equation;  but  it  is 
less  laborious  to  find  it  by  successive  approximations.  For  that 
purpose  assume  an  approximate  value  for  the  co-efficient  of  friction, 
such  as 

/  =  -007565; 

then  the  first  approximation  to  the  velocity  is 


V  -007565      «OUL*%m 

or,  a  mean  proportional  between  the  hydraulic  mean  depth  and  the 
foil  in  &,512feet,    A  first  approximation  to  the  discharge  is 

Q^t/A. (3.) 

These  first  approximations  are  in  many  cases  sufficiently  accurate. 
To  obtain  second  approximations,  compute  a  corrected  value  of  f 
according  to  the  expression  in  brackets  in  equation  1 ;  should  it 
agree  nearly  or  exactly  with  f>  the  first  assumed  value,  it  is  un- 
necessary to  proceed  further;  should  it  not  so  agree,  correct  the 
values  of  the  velocity  and  discharge  by  multiplying  each  of  them  by 
the  factor, 

3          f  ,4x 

2      -01513 K   } 

II.  To  determine  the  dimensions  of  an  uniform  channel,  which 
*hdl  discharge  Q  cubic  feet  of  water  per  second  with  the  declivity  L 
-—To  solve  this  problem,  it  is  necessary,  in  the  first  place,  to 
assume  a  figure  for  the  intended  channel,  so  that  the  proportions  of 
all  its  dimensions  to  each  other,  and  to  the  hydraulic  mean  depth  m, 
may  be  fixed.  This  will  fix  also  the  proportion  A  -s-  m*  of  the 
sectional  area  to  the  square  of  the  hydraulic  mean  depth,  which  will 
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be    known  although  those  areas  are  still  unknown;  lei  it  he 
denoted  by  n. 

[The  following  are  examples  of  the  values  of  n  for  different 
figures  of  cross-section : — 

for  a  semicircle,  n  =  6 -2832; 

for  a  half-square,  n  =  8 ; 

for  a  half-hexagon,  n  =  4  J5  =  6-928  ; 

for  a  section  (proposed  by  Mr.  Neville)  bounded  below  and  at  the 
sides  by  three  straight  lines,  all  tangents  to  one  semicircle 
which  has  its  centre  at  the  water  level,  the  bottom  being 
horizontal,  and  the  sides  sloping  at  any  angle  $  (see  fig.  288); 


In  each  of  the  four  figures  mentioned  above,  tn  is  one-half  of  Hie 
greatest  depth.] 

Compute  a  first  approximation  to  the  required  hydraulic  mean 
depth  as  follows : — 


m'  =  V8,512**J  > <*> 


also  a  first  approximation  to  the  velocity, 

v'  =  -^t,; (6.) 

from  these  data,  by  means  of  equation  1  of  this  article,  compute  an 
approximate  declivity  i'.  If  this  agrees  exactly  or  very  nearly  with 
the  given  declivity,  t,  the  first  approximation  to  the  hydraulic  mean 
depth  is  sufficient;  if  not,  a  corrected  hydraulic  mean  depth  is  to  be 
found  by  the  following  formula : — 


— w6+w) <7> 


From  the  hydraulic  mean  depth,  all  the  dimensions  of  the  chan- 
nel are  to  be  deduced,  according  to  the  figure  assumed  for  it 
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452.  KleratloB  Predated  ay  a  Weir. — When  a  weir  or  dam  is 
erected  across  a  river,  the  following  formulae  serve  to  calculate 
the  height  A.,  in  feet,  at  which  the  water  in  the  pond,  close  behind 
the  weir,  will  stand  above  its  crest;  Q  being  the  discharge  in  cubic 
feet  per  second,  and  b  the  breadth  of  the  weir  in  feet : — 

L    Weir  not  drowned,  with  a  flat  or  slightly  rounded  crest — 


*i  =  (^)*>  n««-ly. (1.) 


IL  Weir  drowned — Let  h%  be  the  height  of  the  water  in  front  of 
the  weir  above  its  crest. 

Fir 8t approximation;  h\-  Ag  +  (^2)  (^) 

Second  approximation;  hnl  =  h\  -  h2  ( 1  —  j  •  «,  _  i  )*  (3.) 

Closer  approximations  may  be  obtained  by  repeating  the  last 
calculation. 

453.  Backwater  is  the  effect  produced  by  the  elevation  of  the 
water-level  in  the  pond  close  behind  the  weir,  upon  the  surface  of 
the  stream  at  places  still  farther  up  its  channel. 

For  a  channel  of  uniform  breadth  and  declivity,  the  following  is 
an  approximate  method  of  determining  the  figure  which  a  given 
elevation  of  the  water  close  behind  a  weir  will  cause  the  surface  of 
the  stream  farther  up  to  assume. 

Let  i  denote  the  rate  of  inclination  of  the  bottom  of  the  stream, 
which  is  also  the  rate  of  inclination  of  its  surface  before  being 
altered  by  the  weir. 

Let  \  be  the  natural  depth  of  the  stream,  before  the  erection  of 
the  weir. 

Let  \  be  the  depth  as  altered,  close  behind  the  weir. 

Let  &2  be  any  other  depth  in  the  altered  part  of  the  stream. 

It  is  required  to  find  x,  the  distance  from  the  weir  in  a  direction 
up  the  stream  at  which  the  altered  depth  32  will  be  found. 

Denote  the  ratio  in  which  the  depth  is  altered  at  any  point  by 

*  -s-  a0  =  ri 
and  let  <p  denote  the  following  function  of  that  ratio : — 


1 
+  -y=  arc.  tan. 

2y 


1  +/- 

3r     )    1 
-Iff 

r+  1 

V« 

..(!•> 
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A  convenient  approximate  formula  for  computing  $  is  as  follows : — 

(I*.) 


1  1  1  1 


Compute  the  values,  9t  and  0V  of  this  function,  corresponding  to 
the  ratios 


Then 


1 1  —  "l  ■*■  *o  ^^  »2  =  lj  +  a^ 


■ = ^ + 6  - 264)  ■  <*»  -  **>  *■ <a> 

The  following  table  gives  some  values  of  Q : — 


r  * 

it>  oo 

ii  -68o 

i*a  '480 

i'3  37^ 

X'4  304 

i"5  355 

1  "6  *2i8 

17  '189 


r  0 

1-8  -166 

1 '9  #I47 

2x>  -132 

2*2  'I07 

2*4  -089 

2'6  -076 

28 -065 

3*o  -056 


The  first  term  in  the  right-hand  side  of  the  formula  2  is  the  dis- 
tance back  from  the  weir  at  which  the  depth  \  would  be  found  if 
the  surface  of  the  water  were  leveL  The  second  term  is  the 
additional  distance  arising  from  the  declivity  of  that  surface 
towards  the  weir.  The  constant  264  is  an  approximation  to  2  «*•/, 
/being  the  co-efficient  of  friction.  For  a  natural  declivity  of  1  in 
264  the  second  term  vanishes.  For  a  steeper  declivity  it  becomes 
negative,  indicating  that  the  surface  of  the  water  rises  towards  the 
weir;  but  although  that  rise  really  takes  place  in  such  cases,  the 
agreement  of  its  true  amount  with  that  given  by  the  formula  is 
somewhat  uncertain,  inasmuch  as  the  formula  involves  assumptions 
which  are  less  exact,  for  steep  than  for  moderate  natural  declivities. 
It  is  best,  therefore,  in  cases  of  natural  declivities  steeper  than  1 
in  JJ64,  to  compute  the  extent  of  backwater  simply  from  the  first 
term  of  the  formula. 

454.  Sitmim  of  p«h— 1  Seettoa- — The  preceding  rule  for  deter- 
mining the  figure  and  extent  of  backwater  is  the  solution  of  a 
particular  case  of  the  following  general  problem : — Given  the  form  of 
the  bed  of  a  stream,  the  discharge  Q,  and  the  water-level  at  one  cross- 
section;  to  find  the  form  assumed  by  the  surface  of  the  water  in  an 
up-stream  direction  from  that  cross-section. 
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In  this  case  the  loss  of  head  between  any  two  cross-sections  is  the 
sum  of  that  expended  in  overcoming  friction,  and  of  that  due  to 
change  of  velocity,  when  the  velocity  increases,  or  the  difference  of 
those  two  quantities  when  the  velocity  diminishes,  which  difference 
may  be  positive  or  negative,  and  may  represent  either  a  loss  or  a 
gain  of  head  In  parts  of  the  stream  where  the  difference  is 
negative,  the  surface  slopes  the  reverse  way.  In  fig.  289,  let  O  Z  be 
the  vertical  plane  of  the  cross- 
section  at  which  the  water- 
level  is  given;  let  horizontal 
abscissae,  such  as  O  X  =  x,  be 
measured  against  the  direction 
of  flow,  and  vertical  ordinates 
to  the  surface  of  the  stream, 
such  as  X  B  =  z,  upwards  from 
a  horizontal  datum  plane.  Con- 
sider any  indefinitely  short 
portion  of  the  stream  whose 
length  is  d  x,  hydraulic  mean 

depth  m,  and  area  of  section  A.  The  fall  in  that  portion  of  the 
stream  is  d  z,  and  the  acceleration  -  d  v,  because  of  v  being 
opposite  to  x.     Then, 

m- w 


Fig.  289. 


,  vdv      fdx 

dz  =  -  tt^  + 


32-2 


m 


In  applying  this  differential  equation  to  the  solution  of  any  parti- 
cular problem,  for  v  is  to  be  put  QtA,  and  for  A  and  m  are  to  be 
put  their  values  in  terms  of  x  and  z.  Thus  is  obtained  a  def- 
erential equation  between  x  and  s,  and  the  constant  quantity,  Q, 
which  equation,  being  integrated,  gives  the  relation  between  x  and 
z,  the  co-ordinates  of  the  surface  of  the  stream. 

455.  The  Ttmm  of  Bavtrtag  •  Bcacrroir  is  determined  by  con- 
ceiving it  to  be  divided  into  thin  horizontal  layers  at  different 
heights  above  the  outlet,  finding  the  velocity  of  discharge  for  each 
layer,  and  thence  the  time  of  discharge,  and  summing  or  integrating 
the  results. 

Let  s  be  the  area  of  any  given  layer,  d  h  its  depth,  A  the  effective 
area  of  the  outlet,  h  the  height  of  the  layer  above  the  outlet;  then 
the  velocity  of  outflow  for  that  layer  is  C  J~h9  0  being  a  multiplier 
taken  from  the  proper  formula  in  Articles  449,  450,  or  451.  The 
time  of  discharge  of  the  layer  is 

"-AC7V 7 (1) 

and  if  h^  be  the  height  of  the  top  water,  the  whole  time  is, 
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r*l8dh 


1       /•»! 
"ACjo 


JA 


..{«■) 


One  of  the  most  convenient  ways  of  expressing  this  result  is  to 
state  the  ratio  which  the  time  of  emptying  bears  to  the  time  of  dis- 
charging a  quantity  of  water  equal  to  the  contents  of  the  reservoir 

(that  is,  f  x  8  d  h  V  supposing  it  kept  always  fulL    Let  that  time 

be  called  T;  its  value  is  T  =   f^^A-rAC  Jh[,  and  that  of 

.  Jo 

the  required  ratio  is 

t  r-r-       Ch\sdh         rhx       T  _ 

f  =  ^/.7I  +  /,'A (3) 

The  following  are  examples : — 

Reservoir  with  vertical  sides  (s  =  constant) ;  t  -f-  T  =  2. 

Wedge-shaped  reservoir  (*  =  constant  X  h) ;  t  -r-  T  =  1£. 

Pyramidal  reservoir,  the  base  of  the  pyramid 
being  the  surface,  the  apex  at  the  outlet 
(*  =  constant  X  A2) ; * -=- T  =  1J. 

The  division  of  the  reservoir  into  layers  may  be  facilitated  by  a 
plan  with  contour-lines  at  a  series  of  different  levels. 

The  time  required  to  empty  part  of  a  reservoir  is  found  by  com- 
puting the  time  required  to  empty  the  whole,  and  subtracting  from 
it  the  time  which  would  be  required  to  empty  the  remaining  part 

The  time  required  to  equalize  tlie  level  of  the  water  in  two  adjoin- 
ing basins  with  vertical  sides  (such  as  lock-chambers  on  canals), 
when  a  communication  is  opened  between  them  under  water,  is  the 
same  with  that  required  to  empty  a  vertical-sided  reservoir  of  a 
volume  equal  to  the  volume  of  water  transferred  between  the 
chambers,  and  of  a  depth  equal  to  their  greatest  difference  of  level 

Section  II. — Of  the  Measurement  and  Estimation  of  Water. 

456.   §tiKM  of  Water  In  Ocaeral— Bala-fall,  Total  aad  Available, 

— The  original  source  of  all  supplies  of  water  is  the  rain-fall.  The 
rain-water  which  escapes  evaporation  and  absorption  by  vegetables 
either  runs  directly  from  the  surface  of  the  ground  or  from  the  pores 
of  the  surface-soil  into  streams  f  or  it  sinks  deeper  into  the  ground, 
flows  through  the  crevices  of  porous  strata,  and  escapes  at  their 
out-crop  in  springs,  or  collects  in  such  porous  strata,  from  which  it 
is  drawn  by  means  of  wells. 

In  what  manner  soever  the  water  is  collected,  and  whether  it  is 
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to  be  used  for  irrigation,  for  driving  machinery,  for  feeding  a  canal, 
or  for  the  supply  of  a  town,  or  to  be  got  rid  of  as  in  works  of  mere 
drainage,  the  measurement  of  the  rain-fall  of  the  district  whence 
it  comes  is  of  primary  importance.  To  complete  that  measurement 
two  kinds  of  data  are  required, — the  area  of  the  district,  called  the 
drainage  area,  or  catchinent-basin,  or  gathering-ground;  and  the 
depth  of  rain-fall  in  a  given  time. 

L  A  Drainage  Area,  or  Catchment-basin,  is,  in  almost  every  case, 
a  district  of  country  enclosed  by  a  ridge  or  water-shed  line  (see 
Article  58,  p.  93),  continuous  except  at  the  place  where  the  waters 
of  the  basin  find  an  outlet  It  may  be,  and  generally  is,  divided  by 
branch  ridge-lines  into  a  number  of  smaller  basins,  each  drained  by 
its  own  stream  into  the  main  stream.  In  order  to  measure  the 
area  of  a  catchment-basin  a  plan  of  the  country  is  required,  which 
either  shows  the  ridge-lines  or  gives  data  for  finding  their  positions 
by  means  of  detached  levels,  or  of  contour-lines.  (Article  59,  p.  95.) 

When  a  catchment-basin  is  very  extensive  it  is  advisable  to  mea- 
sure the  several  smaller  basins  of  which  it  consists,  as  the  depths  of 
rain-fall  in  them  may  be  different;  and  sometimes,  also,  for  the 
same  reason,  to  divide  those  basins  into  portions  at  different  dis- 
tances from  the  mountain-chains,  where  rain-clouds  are  chiefly 
formed. 

The  exceptional  cases,  in  which  the  boundary  of  a  drainage  area 
is  not  a  ridge-line  on  the  surface  of  the  country,  are  those  in  which 
the  rain-water  sinks  into  a  porous  stratum  until  its  descent  is 
stopped  by  an  impervious  stratum,  and  in  which,  consequently,  one 
boundary  at  least  of  the  drainage  area  depends  on  the  figure  of  the 
impervious  stratum,  being,  in  fact,  a  ridge-line  on  the  upper  surface 
of  that  stratum,  instead  of  on  the  ground,  and  very  often  marking 
the  upper  edge  of  the  outcrop  of  •  that  stratum.  If  the  porous 
stratum  is  partly  covered  by  a  second  impervious  stratum,  the 
nearest  ridge-line  on  the  latter  stratum  to  the  point  where  the 
porous  stratum  crops  out,  will  be  another  boundary  of  the  drainage 
area.  In  order  to  determine  a  drainage  area  under  these  circum- 
stances it  is  necessary  to  have  a  geological  map  and  sections  of  the 
district 

II.  The  Depth  of  Rawrfall  in  a  given  time  varies  to  a  great 
extent  at  different  seasons,  in  different  years,  and  in  different  places. 
The  extreme  limits  of  annual  depth  of  rain-mil  in  different  parts  of 
the  world  may  be  held  to  be  respectively  nothing  and  150  inches. 
The  average  annual  depth  of  rain-fall  in  different  parts  of  Britain 
ranges  from  22  inches  to  140  inches,  and  the  least  annual  depth 
recorded  in  Britain  is  about  15  inches. 

The  rain-fall  in  different  parts  of  a  given  country  is,  in  general, 
greatest  in  those  districts  which  lie  towards  the  quarter  from  which 
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the  prevailing  winds  blow;  in  Britain,  for  example,  the  western 
districts  are  the  most  rainy.  Upon  a  given  mountain-ridge,  however, 
the  reverse  is  the  case,  the  greatest  rain-fall  taking  place  on  that 
side  which  lies  to  leeward,  as  regards  the  prevailing  winds :  thus, 
in  Britain,  more  rain  falls  in  general  on  the  eastern  than  on  the 
western  slope  of  a  range  of  hills.  The  cause  of  this  is  probably  the 
fact  that  the  condensation  of  watery  vapour  in  the  atmosphere  into 
rain-clouds  arises  in  general  from  the  ascent  of  moist  and  warm  air 
up  the  slopes  of  mountains  into  a  cold  region;  the  clouds  thus 
formed  are  drifted  by  the  wind  to  the  leeward  side  of  the  moun- 
tains, and  there  fall  in  rain.  To  the  same  cause  may  be  ascribed 
the  feet  that  the  rain-fall  is  greater  in  mountainous  than  in  flat 
districts,  and  greater  at  points  near  high  mountain-summits  than 
at  points  further  from  them. 

The  elevation  of  the  locality  where  the  rain-fell  is  measured  does 
not  appear  materially  to  affect  the  depth,  except  in  so  far  as  eleva- 
tion is  an  usual  accompaniment  of  nearness  to  a  mountain-chain. 

A  vast  amount  of  detailed  information  has  been  collected  as  to 
the  depth  of  rain-fell  in  different  places  at  different  times;  but 
there  does  not  yet  exist  any  theory  from  which  a  probable  estimate 
of  the  rain-fall  in  a  given  district  can  be  deduced  independently  of 
direct  observation. 

The  most  important  data  respecting  the  depth  of  rain-fell  in  a 
given  district,  for  practical  purposes,  are  the  following : — 

(1.}  The  least  annual  rain-falL 
(2.)  The  mean  annual  rain-fall. 

!3.)  The  greatest  annual  rain-felL 
4.)  The  distribution  of  the  rain-fell  at  different  seasons,  and, 

especially,  the  longest  continuous  drought. 
(5.)  The  greatest  flood  rain-fell,  or  continuous  fall  of  rain  in  a 
short  period. 

The  order  of  importance  of  these  data  depends  on  the  purpose  of 
the  proposed  work.  If  it  is  one  of  water-supply,  the  least  annual 
rain-fall  and  the  longest  drought  are  the  most  important  data;  if 
it  is  a  work  of  drainage,  the  greatest  annual  rain-fell  and  the  greatest 
flood  are  the  most  important 

Experience  shows  that  to  obtain  those  data  completely  and 
exactly  for  a  given  district  requires  at  least  20  years  of  daily  rain- 
gauge  observations,  if  not  more.  But  it  very  seldom  happens  that 
so  long  a  series  of  observations  has  been  made  in  the  precise  spots  to 
which  the  inquiries  of  the  engineer  are  directed,  and  in  the  absence 
of  such  records  he  may  proceed  as  follows : — 

(1.)  Obtain  a  copy  of  the  records  of  the  observations  made  at  the 
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nearest  station  where  the  rain-fall  has  been  observed  for  a  long 
series  of  years,  and  from  them  ascertain  the  longest  drought,  and 
compute  the  mean  annual  rain-fall  at  that  station,  the  greatest  and 
least  annual  rain-fall,  the  greatest  flood  rain-fall,  <fec  The  station 
in  question  may  be  called  the  "  standard  station." 

(2.)  Establish  rain-gauges  in  the  district  to  be  examined,  at  places 
which  may  be  called  the  "  catchment  stations,"  and  have  them 
observed  daily  by  trustworthy  persons,  taking  care  to  obtain  a  copy 
of  the  records  of  the  observations  made  at  the  same  time  at  the 
standard  station ;  and  let  that  series  of  simultaneous  observations 
be  carried  on  as  long  as  possible. 

(3.)  Compute  from  those  simultaneous  observations  the  propor- 
tions borne  to  the  rain-fall  at  the  standard  station  by  the  rain-fall 
in  the  same  time  at  the  several  catchment  stations ;  multiply  the 
greatest,  least,  and  mean  annual  depths  of  rain-fall,  the  greatest 
flood,  &a,  at  the  standard  station  by  those  proportions,  and  the 
results  will  give  probable  values  of  the  corresponding  quantities  at 
the  catchment  stations. 

The  positions  of  the  catchment  rain-gauge  stations  must,  to  a 
considerable  extent,  be  regulated  by  the  practicability  of  having 
them  observed  once  a-day;  but  they  should,  as  far  as  practicable, 
be  distributed  uniformly  over  the  gathering-ground  If  it  consists 
of  a  number  of  branch  basins,  there  should,  if  possible,  be  one  or 
more  rain-gauges  in  each  of  them.  If  it  is  bounded  or  traversed  by 
high  hills,  some  gauges  should  be  placed  on  or  near  their  summits, 
and  others  at  different  distances  from  them. 

Each  rain-gauge  should  be  placed  in  an  open  situation,  that  it 
may  not  be  screened  by  rocks,  walls,  trees,  hedges,  or^other  objects. 
Its  mouth  should  be  as  near  the  level  of  the  ground  as  is  consistent 
with  security.  It  may  be  surrounded  with  an  open  timber  or  wire 
fence  to  protect  it  from  cattle  and  sheep. 

A  rain-gauge  for  use  in  the  field  consists,  in  general,  of  a  conical 
funnel,  with  a  vertical  cylindrical  rim,  very  accurately  formed  to  a 
prescribed  diameter,  such  as  10  or  12  inches,  and  a  collecting  vessel 
for  the  water,  usually  cylindrical,  and  smaller  in  area  than  the 
mouth  of  the  funnel.  If  this  vessel  is  to  be  used  as  a  measuring 
vessel  also,  the  ratio  of  its  area  to  that  of  the  mouth  of  the  funnel 
is  accurately  ascertained,  and  the  depth  at  which  the  water  stands 
in  it  is  shown  by  means  of  a  float  with  a  graduated  brass  stem 
rising  above  the  mouth  of  the  gauge.  Sometimes  the  rain  collected 
is  measured  by  being  poured  into  a  graduated  glass  measure,  which 
the  observer  carries  in  a  case.  The  most  accurate  method  of  gra- 
duating the  measure  is  by  putting  known  weights  of  water  into  it, 
and  marking  the  height  at  which  they  stand  (as  recommended  by 
Mr.  Haakoll  in  his  Engineering  Fidd-Work).    In  performing  this 
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process,  the  weight  of  a  cubic  inch  of  pure  water,  at  62°  Fahr.,  may 
betaken  as 

252  6  grains.* 

The  glass  measure  may  either  be  graduated  to  cubic  inches, 
which,  being  divided  by  the  area  of  the  funnel  in  square  inches, 
will  give  the  depth  of  rain-fall  in  inches;  or  it  may  be  graduated 
to  show  at  once  inches  of  rain-fall  in  a  funnel  of  the  area  employed. 

Observations  of  rain -fall  in  the  field  are  usually  recorded  to  two 
decimal  places  of  an  inch. 

It  maybe  stated  as  a  result  of  experience,  that  the  proportions  of 
the  least,  mean,  and  greatest  annual  rain-fall  at  a  given  spot  usually 
lie  between  those  of  the  numbers  2,  3,  and  4,  and  those  of  the  num- 
bers 4,  5,  and  6. 

III.  The  Available  Rain-fall  of  a  district  is  that  part  of  the 
total  rain-fall  which  remains  to  be  stored  in  reservoirs,  or  carried 
away  by  streams,  after  deducting  the  loss  through  evaporation, 
through  permanent  absorption  by  plants  and  by  the  ground,  <fec. 

The  proportion  borne  by  the  available  to  the  total  rain-fall  varies 
very  much,  being  affected  by  the  rapidity  of  the  rain-fall  and  the 
compactness  or  porosity  of  the  soil,  the  steepness  or  flatness  of  the 
ground,  the  nature  and  quantity  of  the  vegetation  upon  it,  the 
temperature  and  moisture  of  the  air,  the  existence  of  artificial 
drains,  and  other  circumstances.     The  following  are  examples : — 

Available  Rain-frIL 
Ground.  -f- 

Total  Rain-falL 

Steep  surfaces  of  granite,  gneiss,  and  slate,  nearly  i 

Moorland  and  hilly  pasture, from   *8  to  *6 

Flat  cultivated  country, from   '5  to -4 

Chalk, o 

Deep-seated  springs  and  wells  give  from  '3  to  '4  of  the  total 
rain-fall 

Such  data  as  the  above  may  be  used  in  roughly  estimating  the 
probable  available  rain-fall  of  a  district;  but  a  much  more  accurate 
and  satisfactory  method  is  to  measure  the  actual  discharge  of  the 
streams  at  the  same  time  that  the  rain-gauge  observations  are  made, 
and  so  to  find  the  actual  proportion  of  available  to  total  rain-fall 

457.  mcoMuemraturiBsUmatl«n«f  the  Fl«w«f  Straw* — There 

•  This  is  deduced  from  the  value  already  given  in  p.  161  for  the  weight  of  a  cubic 
foot  of  pure  water  at  62°  Fahr.,  viz.,  62  855  lbs.  avoirdupois,  or  486,495  grains. 
That  value  is  based  on  data  given  in  Professor  Miller's  paper  on  the  "  Standard 
Pound"  (Philosophical  Transaction*,  1856);  it  differs  slightly  from  that  ftnneriy 
fixed  by  statute  but  since  abolished. 
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are  three  methods  of  measuring  the  discharge  of  a  stream — by  weir- 
gauges,  by  current  meters,  and  by  calculation  from  the  dimensions 
and  declivity. 

I.  The  use  of  Weir-gauges  is  the  most  accurate  method,  but  it 
is  applicable  to  small  streams  only.  The  weir  is  constructed  across 
the  stream,  so  as  to  dam  up  a  nearly  still  pond  of  water  behind  it, 
from  which  the  whole  flow  of  the  stream  escapes  through  a  notch 
or  other  suitable  sharp-edged  orifice  in  a  vertical  plate  or  board,  the 
elevation  of  still  or  nearly  still  water  being  observed  on  a  vertical 
scale  in  the  pond,  whose  zero-point  is  on  a  level  with  the  bottom  of 
the  notch,  or  with  the  centre  of  a  round  or  rectangular  orifice.  For 
the  laws  of  the  discharge  of  water  through  vertical  orifices,  see 
Article  449,  p.  681. 

For  streams  of  very  variable  flow,  it  appears  from  the  experi- 
ments of  Mr.  James  Thomson,  that  the  right-angled  triangular  notch 
is  the  best  form  of  orifice  (see  Reports  of  the  British  Association  for 
1861),  as  it  measures  large  and  small  quantities  with  equal  preci- 
sion, and  has  a  sensibly  constant  co-eificient  of  contraction.  Where 
one  such  notch  is  insufficient,  he  recommends  the  use  of  a  row  of 
them.  The  pond  may  have  a  flat  floor  of  planks,  on  a  level  with 
the  bottom  of  the  triangular  notch. 

When  orifices  wholly  immersed  are  used,  round  or  square  holes 
are  the  best,  because  their  co-efficients  of  contraction  vary  less  than 
those  of  oblong  holes  (see  p.  680).  If  one  round  or  square  hole  is 
insufficient,  a  horizontal  row  of  them  may  be  used. 

A  weir-gauge  should  be  placed  on  a  straight  part  of  the  channel, 
because  if  it  is  placed  on  a  curved  part  the  rush  of  water  from  the 
outlet  may  undermine  the  concave  bank  of  the  stream.  To  pre- 
vent the  weir  itself  from  being  undermined  in  front,  the  bottom  of 
tbe  channel  below  the  outlet  should  be  protected  by  an  apron  of 
boards,  or  a  stone  pitching,  or  by  carrying  the  water  some  distance 
forward  in  a  wooden  shoot  or  spout,  placed  so  low  as  not  to  drown 
any  part  of  the  outlet 

Stream-gauges  ought  to  be  observed  once  a-day  at  least,  and 
oftener  when  the  flow  of  the  stream  is  in  a  state  of  rapid  varia- 
tion, as  it  is  during  the  rise  and  fall  of  floods. 

II.  By  Current  Meters. — In  large  streams  the  flow  can  in  general 
be  measured  only  by  finding  the  area  of  cross-section  of  the  stream, 
Pleasuring  by  suitable  instruments  the  velocities  of  the  current  at 
various  points  in  that  cross-section,  taking  the  mean  of  those 
"velocities,  and  multiplying  it  by  the  sectional  area.  The  most 
convenient  instrument  for  such  measurements  of  velocity  is  a  small 
light  revolving  fan,  on  whose  axis  there  is  a  screw,  which  drives  a 
train  of  wheel- work,  <»rrying  indexes  that  record  the  number  of 
revolutions  made  in  a  given  time.     The  whole  apparatus  is  fixed  at 
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the  end  of  a  pole,  so  that  it  can  be  immersed  to  different  depths  in 
different  parts  of  the  channel.  The  relation  between  the  number 
of  revolutions  of  the  fan  per  minute,  and  the  corresponding  velocity 
of  the  current,  should  be  determined  experimentally  bj  moving  the 
instrument  with  different  known  velocities  through  a.  piece  of  still 
water,  and  noting  the  revolutions  of  the  fan  in  a  given  time. 

A  straight  and  uniform  part  of  the  channel  should  always  be 
chosen  for  experiments  on  the  velocity  of  a  stream. 

When  from  the  want  of  the  proper  instrument*  or  any  other 
cause,  the  velocity  of  the  current  cannot  be  measured  at  various 
points,  the  velocity  of  its  swiftest  part,  which  is  at  the  middle  of  the 
surface  of  the  stream,  may  be  measured  by  observing  the  motions 
of  any  convenient  body  floating  down,  and  from  that  greatest  velo- 
city the  mean  velocity  may  be  computed  by  the  formula  given  in 
Article  445,  p.  674. 

III.  By  Calculation  from  the  DedwUy. — For  this  purpose  a  por- 
tion of  the  stream  must  be  carefully  levelled,  cross-sections  being 
taken  at  intervals;  and  the  discharge  is  to  be  calculated  by 
the  rules  of  Division  I.  of  Article  451,  p.  687.  In  order  that  the 
result  may  be  accurate,  the  part  of  the  stream  chosen  should  have, 
as  nearly  as  possible,  an  uniform  cross-section  and  declivity,  and 
should  be  free  from  obstruction  to  the  current,  and,  above  all,  from. 
weeds,  which  have  been  known  to  increase  the  friction  nearly 
tenfold. 

IV.  Estimation  of  Flow  in  Different  Years. — The  discharge  of  a 
stream  during  a  certain  period  of  observation  having  been  ascer- 
tained, may  be  used  to  compute  probable  values  of  its  least,  mean, 
and  greatest  discharge  in  a  series  of  years,  by  multiplying  it  by  the 
proportions  borne  by  the  rain-fall  in  those  years  as  observed  at  the 
"  standard  station*'  (see  Article  456,  p.  695)  to  the  rain-fall  at  the 
same  station  during  the  period  when  the  stream  was  gauged. 

458.  Ordlwuy  FUw  and  Floods. — Questions  often  arise  between 
the  promoters  of  a  water-work  and  the  owners  and  occupiers  of 
land  on  the  banks  of  a  stream  as  to  the  distinction  between  the 
"  ordinary"  or  "  average  summer  discharge"  of  a  stream  and  .the 
"  flood  discharge."  The  distinction  is  in  general  not  difficult  to 
draw  by  an  engineer  who  personally  inspects  the  stream  at  each 
time  that  its  flow  is  gauged;  but  to  provide  for  the  case  of  such 
inspection  being  impracticable,  Mr.  Leslie  has  proposed  an  arbitrary 
rule  for  drawing  that  distinction,  which  many  engineers  have 
adopted.     It  is  as  follows : — 

Range  the  discharges  as  observed  daily  in  their  order  of  magni- 
tude. 

Divide  the  list  thus  arranged  into  an  upper  quarter,  a  middle 
half,  and  a  lower  quarter. 
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The  discharges  in  the  upper  quarter  of  the  list  are  to  be  consi- 
dered as  floods. 

For  each  of  the  flood  discharges  thus  distinguished  substitute  the 
average  of  the  middle  half  of  the  Hat,  and  take  the  mean  of  the 
whole  list,  as  thus  modified,  for  the  ordinary  or  average  discharge, 
exclusive  offlood-ioaters. 

It  appears  that  the  ordinary  discharge,  as  computed  by  this 
method  in  a  number  of  examples  of  actual  streams  in  hilly  districts, 
ranges  from  one-third  to  one-fourth  of  the  mean  discharge,  including 
floods;  being  a  result  in  accordance  with,  those  arrived  at  by  engi- 
neers who  have  distinguished  floods  from  ordinary  discharges  to 
the  best  of  their  judgment,  without  following  rules. 

459.  flfoamamt  «r  Ftew  te  Pipe* — The  Water  Meters,  or 
instruments  for  measuring  the  flow  in  pipes,  now  commonly  used, 
may  be  divided  into  two  classes — piston  meters  and  wheel  meters. 

A  piston  meter  is  a  small  double-acting  water-pressure  engine, 
driven  by  the  flow  of  water  to  be  measured.  That  of  Messrs. 
Chadwick  and  Frost  records  the  number  of  strokes  made  by  the 
piston,  each  stroke  corresponding  to  a  certain  volume  of  water. 
That  of  Mr.  Kennedy  is  so  constructed  that,  by  means  of  a  rack  on 
the  piston-rod  driving  pinions,  the  distance  traversed  by  the  piston 
is  recorded  by  a  train  of  wheel-work,  with  dial-plates  and  indexes. 

An  example  of  a  wheel  meter  is  that  of  Mr.  Siemens,  being  a 
small  reaction  turbine  or  "  Barker's  mill,"  driven  by  the  flow.  The 
revolutions  are  recorded  by  a  train  of  wheel- work,  with  dial-plates 
and  indexes. 

Another  example  of  a  wheel  meter  is  that  of  Mr.  Gorman,  being 
a  small  fan  turbine  or  vortex  wheel  driven  by  the  flow,  and  driving 
the  indexes  of  dial-plates. 

The  ordinary  errors  of  a  good  water  meter  are  from  £  to  1  per 
cent. ;  in  extreme  cases  of  variation  of  pressure  and  speed  errors 
may  occur  of  2£  per  cent. 

The  value  of  the  revolutions  of  a  wheel  meter  should  be  ascer- 
tained experimentally,  by  finding  the  number  of  revolutions  made 
during  the  filling  of  a  tank  of  known  capacity. 

For  descriptions  of  several  kinds  of  water  meters,  see  the  Trans- 
actions of  the  Institution  of  Mechanical  Engineers  for  1856. 


Section  III. — Of  Store  Reservoirs. 


460.  Fwpimi  u4  Capacity  m€  Store  B— etfiwu — A  store  reser- 
voir is  a  place  for  storing  water,  by  retaining  the  excess  of  rain-fall 
in  times  of  flood,  and  letting  it  off  by  degrees  in  times  of  drought 
It  effects  one  or  more  of  the  following  purposes : — 
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To  prevent  damage  by  floods  to  the  country  below  the  reservoir. 

To  prevent  the  evil  consequences  of  droughts. 

To  increase  the  ordinary  or  available  flow  of  a  stream  by  adding 
to  it  the  whole  or  part  of  the  flood- waters. 

To  enable  water  to  be  diverted  from  a  stream  without  diminishing 
the  "  ordinary  "  or  "  average  summer  flow,"  as  defined  in  Article 
458,  p.  69a 

To  allow  mechanical  impurities  to  settle. 

The  available  capacity  or  storage-room  of  a  reservoir  is  the  volume 
contained  between  the  highest  and  lowest  working  water-levels, 
and  is  less  than  the  total  capacity  by  the  volume  of  the  space  below 
the  lowest  working  water-level,  which  is  left  as  a  place  for  the 
collection  of  sediment,  and  which  is  either  kept  always  full,  or  only 
emptied  when  it  is  absolutely  necessary  to  do  so  for  purposes  of 
cleansing  and  repair.  It  is  impossible  to  lay  down  an  universal 
rule  for  the  volume  of  the  space  so  left,  or  "bottom"  as  it  is  called ; 
but  in  some  good  examples  of  artificial  reservoirs  it  occupies  about 
one-sixth  of  the  greatest  depth  of  water  at  the  deepest  part  of  the 
reservoir. 

The  absolute  storage-room  required  in  a  reservoir  is  regulated  by 
two  circumstances : — the  demand  for  water,  and  the  extent  to  which 
the  supply  fluctuates. 

The  demand  is  usually  a  certain  uniform  quantity  per  day. 
Experience  has  shown  that  about  120  days  demand  is  the  least 
Ktorage-room  that  has  proved  sufficient  in  the  climate  of  Britain ; 
in  some  cases  it  has  proved  insufficient ;  and  even  a  storage  equal  to 
1 40  days'  demand  has  been  known  to  fail  in  a  very  dry  season ;  and 
consequently  some  engineers  advise  that  every  store  reservoir 
should  if  possible  contain  six  months'  demand. 

From  data  respecting  various  existing  reservoirs  and  gathering- 
grounds,  given  by  Mr.  Beardmore  (Hydraulic  Tables),  it  appears 
that  the  storage-room  varies  from  one-third  to  one-half  of  the  avail- 
able annual  rainfall. 

The  best  rule  for  estimating  the  available  capacity  required  in  a 
store  reservoir  would  probably  be  one  founded  upon  taking  into 
account  the  supply  as  well  as  the  demand.     For  example — 

180  days  of  the  excess  of  the  daily  demand,  above  the  least  daily 
supply,  as  ascertained  by  gauging  and  computation  in  the  manner 
described  in  the  preceding  section. 

In  order  that  a  reservoir  of  the  capacity  prescribed  by  the  pre- 
ceding rule  may  be  efficient,  it  is  essential  that  the  least  available 
annual  rainrfaU  of  the  gathering-ground  should  be  sufficient  to 
supply  a  year's  demand  for  water. 

To  enable  the  gathering-ground  to  supply  a  demand  for  water 
corresponding  to  the  average  available  annual  rain-fall,  the  greats* 
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total  deficiency  of  available  rain-tall  below  such  average,  whether 
confined  to  one  year  or  extending  over  a  series  of  years,  must  be 
ascertained,  and  an  addition  equal  to  such  deficiency  made  to  the 
reservoir  room;  but  it  is  in  general  safer,  as  well  as  less  expensive, 
to  extend  the  gathering-ground  so  that  the  least  annual  supply  may 
be  sufficient  for  the  demand. 

The  foregoing  principles  as  to  capacity  have  reference  to  those 
cases  in  which  the  water  is  to  be  used  to  supply  a  demand  for 
water.  When  the  sole  object  of  the  reservoir  is  to  prevent  floods 
in  the  lower  parts  of  the  stream,  it  ought  to  be  able  to  contain  the 
ascertained  greatest  total  excess  of  the  available  rain-fall  during  a 
season  of  flood  above  the  greatest  discharging  capacity  of  the  stream 
consistent  with  freedom  from  damage  to  the  country. 

461.  Rcwerreftr  Wt*m. — In  choosing  the  site  of  a  reservoir,  the 
engineer  has  three  things  chiefly  to  consider:  the  elevation,  the 
configuration  of  the  ground,  and  the  materials,  especially  those 
which  will  form  the  foundations  of  the  embankment  or  embank- 
ments by  which  the  water  is  to  be  retained 

L  The  Elevation  of  the  site  must  at  once  be  so  high  that  from 
the  lowest  water-level  there  shall  be  sufficient  fall  for  the  pipes, 
conduits,  or  other  channels  by  which  the  water  is  to  be  discharged, 
and  at  the,  same  time  so  low  that  there  shall  be  a  sufficient  gather- 
ing-ground above  the  highest  water-leveL 

IL  The  Configuration  of  the  Orownd  best  suited  for  a  reservoir 
site  is  that  in  which  a  large  basin  can  be  enclosed  by  embanking 
across  a  narrow  gorge.  To  enable  the  engineer  to  compare  such 
sites  with  each  other,  and  to  calculate  their  capacities,  plans  with 
frequent  contour-lines  are  very  useful  (Article  59,  p.  95),  or  in  the 
absence  of  contour-lines,  numerous  cross-sections  of  the  valleys. 
The  water's  edge  of  the  reservoir  is  itself  a  contour-line.  After  the 
site  of  a  reservoir  has  been  fixed,  a  plan  of  it  should  be  prepared 
with  contour-lines  numerous  and  close  enough  to  enable  the 
engineer  to  compute  the  capacity  of  every  foot  in  depth  from  the 
lowest  to  the  highest  water-level,  so  that  when  the  reservoir  is  con- 
structed and  in  use,  the  inspection  of  a  vertical  scale  fixed  in  it 
may  show  how  much  water  there  is  in  store. 

Care  should  be  taken  to  observe  whether  the  basin  of  a  projected 
reservoir  site  has,  besides  its  lowest  outlet,  higher  outlets  through 
which  the  water  may  escape  when  the  lowest  outlet  is  closed, 
unless  they  also  are  closed  by  embankments. 

The  figure  of  the  ground  at  the  site  of  a  proposed  reservoir 
embankment  must  be  determined  with  care  and  accuracy,  by  making 
not  only  a  longitudinal  section  along  the  centre  line  of  the  embank- 
ment (which  section  will  be  a  cross-section  as  regards  the  valley), 
but  several  cross-sections  of  the  site  of  the  embankment,  which  should 
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be  at  right  angles  to  the  longitudinal  section,  unless  there  is  some 
special  reason  for  placing  them  otherwise.  One  of  these  cross- 
sections  of  the  embankment  site  should  run  along  the  course  of  the 
existing  outlet  of  the  reservoir  site  (usually  a  stream),  and  another 
along  the  course  of  the  intended  outlet  (usually  a  culvert  containing 
one  or  more  pipes). 

III.  Material. — The  materials  of  the  site  of  the  intended  embank- 
ment should  be  either  impervious  to  water  or  capable  of  being 
easily  removed  so  far  as  they  are  pervious,  in  order  to  leave  a  water- 
tight foundation;  and  their  nature  is  to  be  ascertained  by  borings 
and  trial  pits,  as  to  which,  see  Article  187,  p.  331,  and  Article  391, 
p.  598 ;  and,  if  necessary,  by  mines.  (Article  392,  p.  594.)  In  many 
cases  it  is  not  sufficient  to  confine  this  examination  to  the  site  of 
the  embankment;  but  the  bottom  and  sides  of  the  reservoir-basin 
must  be  examined  also,  in  order  to  ascertain  whether  they  do  not 
contain  the  outcrop  of  porous  strata,  which  may  conduct  away  the 
impounded  water.  The  best  material  for  the  foundation  of  a  reser- 
voir embankment  is  clay,  and  the  next,  compact  rock  free  from 
fissures.  Springs  rising  under  the  base  of  the  embankment  are  to 
be  carefully  avoided. 

The  engineer  should  ascertain  where  earth  is  to  be  found  suit- 
able for  making  the  embankment,  and  especially  clay  fit  for  puddle. 

462.  i*ra«  Awiih  means  land  which  lies  near  the  margin  of  a 
reservoir,  at  a  height  not  exceeding  three  feet  above  the  top  water- 
level,  ancj  whose  drainage  is  consequently  injured.  The  promoters 
of  the  reservoir  are  sometimes  obliged  to  purchase  such  land.  Its 
boundary  is  of  course  a  contour-line. 

463.  C— tnwtf—  «f  BoBcrfir  Bmhmmkmrmtu.  I.  General  Figure 
and  Dimentkms. — A  reservoir  embankment  rises  at  least  3  feet 
above  the  top  water-level,  and  in  some  cases  4,  6,  or  even  10  feet.  It 
has  a  level  top,  whose  breadth  may  be  in  ordinary  cases  about  one- 
third  of  the  greatest  height  of  the  embankment ;  the  outer  slope,  or 
that  furthest  from  the  water,  may  have  an  inclination  regulated  by 
the  stability  of  the  material,  such  as  1^  to  1,  or  2  to  1 ;  the  inner 
slope,  or  that  next  the  water,  is  always  made  flatter,  its  most  com- 
mon inclination  being  3  to  1. 

II.  The  Setting-out  of  the  boundaries  of  the  embankment  on  the 
ground  (see  Article  67,  p.  1 1 3)  is  to  be  performed  with  great  accuracy, 
by  the  aid  of  the  cross-sections  already  mentioned  in  a  preceding 
article.  The  following  method  also  has  been  found  convenient  in 
suitable  situations.  On  the  side  of  the  valley,  at  one  end  of  the  pro- 
posed embankment,  erect  upon  props  a  wooden  rail,  with  its  upper 
edge  exactly  horizontal,  and  exactly  in  the  plane  of  the  slope  to  be  set 
out  At  a  convenient  distance  back  from  the  rail  as  regards  the 
slope,  set  up  a  prop  supporting  a  sight  having  a  small  eye-hole,  also 
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exactly  in  the  plane  of  the  .elope  to  be  set  out  A  row  of  pegs 
ranged  from  the  flight  so  as  to  mark  points  on  the  ground  in  a  line 
with  the  upper  edge  of  the  rail  will  give  the  foot  of  the  slope. 

The  same  rail  (with  two  different  sights)  may  be  used  to  set  out 
both  slopes,  if  its  upper  edge  coincides  with  their  line  of  inter- 
section. Let  the  inner  slope  be  8  to  1,  the  outer  tf  to  1,  the  breadth 
of  the  top  of  the  embankment  b;  then  the  height  of  that  line  of  in- 
tersection above  the  top  of  the  embankment  is, 

&  -  (>  +  0; (i.) 

and  its  horizontal  distance  outwards  from  the  centre  line  of  the 
embankment  is, 

6  (a  -  S)  -r  2  ($  +  J) (2.) 

An  instrument  consisting  of  a  bar  with  two  sights  capable  of 
turning  about  an  axis  adjusted  so  as  to  be  perpendicular  to  the 
slope-to  be  ranged  has  been  used  for  the  same  purpose. 

ILL  Preparing  the  Foundation. — The  foundation  is  to  be  pre- 
pared by  stripping  off  the  soil,  and  excavating  and  removing  all 
porous  materials,  such  as  sand,  gravel,  and  fissured  rock,  until  a 
compact  and  water-tight  bed  is  reached* 

Iv.  The  Culvert  for  the  outlet-pipes  is  next  to  be  built  in 
cement  or  strong  hydraulic  mortar,  resting  on  a  base  of  hydraulic 
concrete.  Its  internal  dimensions  must  be  sufficient  to  admit  of  the 
access  of  workmen  beside  the  pipe  or  pipes  which  it  is  to  contain. 
The  principles  which  should  regulate  its  figure  and  thickness  are 
those  which  have  been  explained  in  Article  297  A,  p.  433.  The 
outer  or  down-stream  end  of  the  culvert  is  usually  open,  and  often 
has  wing- walls  sustaining  the  thrust  of  part  of  the  outer  slope  of 
the  embankment;  the  inner  or  up-stream  end  is  usually  closed  with 
water-tight  masonry,  through  which  the  lowest  or  scouring  outlet- 
pipe  passes.  In  some  reservoirs  there  is  a  water-tight  partition  of 
masonry  at  an  intermediate  point  in  the  culvert.  The  culvert  is  to 
be  well  coated  with  clay  puddle.  (Article  206,  p.  344.)  In  the 
best  constructed  reservoirs  a  tower  stands  on  the  inner  end  of  the 
culvert,  to  contain  outlet-pipes  for  drawing  water  from  different 
levels,  with  valves,  and  mechanism  for  opening  and  shutting  them. 

Sometimes  a  cast  iron  pipe  is  laid  without  any  culvert. 

*  The  following  method  was  used  by  Jardine  to  clear  unsound  pieces  away  from 
the  rock  foundation  of  the  embankment  of  Glencorse  reservoir,  near  Edinburgh. 
A  layer  of  clay  paddle  was  spread  and  well  rammed  over  the  surface  of  the  rock, 
and  was  then  torn  off,  when  all  the  fissured  fragments  came  away  adhering  to  the 
sheet  of  puddle,  leaving  a  surface  of  sound  rock  for  the  foundation  of  the  embank- 
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V.  Making  the  Embankment. — The  embankment  is  to  be  made 
of  clay  in  thin  horizontal  layers,  as  described  in  Article  199, 
Division  III.,  p.  341.  The  central  part  of  the  embankment  should 
be  a  "puddle  wall"  of  a  thickness  at  the  base  equal  to  about  one- 
third  of  its  height ;  it  may  diminish  to  about  two-thirds  or  one- 
half  of  that  thickness  at  the  top.  Great  care  must  be  taken  that 
the  puddle  vail  makes  a  perfectly  water-tight  joint  with  the  ground 
throughout  the  whole  of  its  course,  and  also  with  the  puddle  coating 
of  the  culvert* 

During  the  construction  of  a  reservoir  embankment  care  should 
be  taken  to  provide  a  temporary  outlet  for  the  water  of  its  gather- 
ing-ground, sufficient  to  carry  away  the  greatest  flood-discharge. 
This  may  be  done  either  by  having  a  pipe  sufficient  for  the  purpose 
traversing  the  culvert,  or  by  completing  a  sufficient  bye-wash  before 
the  embankment  is  commenced. 

VI.  Protection  of  Slopes  and  Top. — The  outer  slope  is  usually 

?rotected  from  the  weather  by  being  covered  with  sods  of  grass, 
'he  inner  slope  is  usually  pitched  or  faced  with  dry  stone  set  on 
edge  by  hand,  about  a  foot  thick,  up  to  about  three  feet  above  the 
top  water-level,  and  as  much  higher  as  waves  and  spray  are  found  to 
rise.  The  top  of  the  embankment  may  be  covered  with  sods  like 
the  outer  slope;  but  it  is  often  convenient  to  make  a  roadway  upon 
it;  in  either  case  it  should  be  dressed  so  as  to  have  a  slight  con- 
vexity in  the  middle,  like  that  given  to  ordinary  roads,  in  order 
that  water  may  run  off  it  readily. 

No  trees  or  shrubs  should  be  allowed  to  grow  on  a  reservoir 
embankment,  as  their  roots  pierce  it  and  make  openings  for  the 
penetration  of  water.  For  the  same  reason  no  stakes  should  be 
driven  into  it. 

464.  Appemdag«»  »f  Store  Btitigf  iw.  —  L  The  Waste-weir  is  an 
appendage  essential  to  the  safety  of  every  reservoir.  It  is  a  weir 
at  such  a  level,  and  of  such  a  length,  as  to  be  capable  of  discharging 
from  the  reservoir  the  greatest  flood-discharge  of  the  streams  which 
Bupply  it,  without  causing  the  water-level  to  rise  to  a  dangerous 
height.  (As  to  the  discharge  over  a  weir,  see  Article  449,  Divisions 
II,  III.,  VI,  and  VII.,  pp.  682  to  684.)  The  water  discharged  over 
the  weir  is  to  be  received  into  a  channel,  open  or  covered,  as  the 
situation  may  require,  and  conducted  into  the  natural  water-course 
below  the  reservoir  embankment  The  weir  is  to  be  built  of  ashlar 
or  squared  hammer-dressed  masonry;  the  bottom   of  the  waste- 

*  The  late  Mr.  Smith  of  Deanston  rammed  and  paddled  each  successive  layer 
of  a  reservoir  embankment  by  erecting  a  rail-fence  along  each  aide  of  it,  and  driving 
a  flock  of  sheep  several  times  backwards  and  forwards  along  it 

Clay  paddle  may  be  protected  against  the  burrowing  of  rats  by  a  mixture  of 
engine  ashes,  care  being  taken  not  to  add  so  much  as  to  make  it  pervious  to  water. 
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channel,  directly  in  front  of  it,  is  best  protected  by  a  series  of  rough 
stone  steps,  which  break  the  fall  of  the  water.  Instead  of  a  waste- 
weir,  a  waste-pit  has  in  some  cases  been  used;  that  is  to  say,  a 
tower  rising  through  or  near  the  embankment  to  the  top  water- 
level;  the  waste  water  falls  into  this  tower  and  is  carried  away  by 
a  culvert  from  its  bottom ;  but  the  efficiency  and  safety  of  this  con- 
trivance are  very  questionable,  for  it  seldom  can  have  a  sufficient 
extent  of  overfall  at  the  top. 

IL  Waste-sluices  may  be  opened  to  assist  the  waste-weir  in  dis- 
charging an  excessive  supply  of  water.  They  may  either  be  under 
the  control  of  a  man  in  charge  of  the  reservoir,  or  they  may  be 
self-acting.  The  simplest  and  best  self-acting  waste-sluice  is  that 
of  M.  Chaubart,  as  to  which,  see  A  Manual  of  the  Steam  Engine  and 
other  Prime  Movers,  Article  139,  p.  153. 

III.  Culvert,  Valve-Tower,  Bridge,  Outlet-Pipes  and  Valves. — The 
culvert  and  its  tower  have  been  mentioned  in  the  preceding  article. 
When  the  tower  is  imbedded  in  the  embankment,  as  it  sometimes 
is,  it  is  called  the  valve-pit;  but  the  best  position  for  it  is  in  the 
reservoir,  just  clear  of  the  embankment;  and  then  a  light  foot- 
bridge is  required  to  give  access  to  it  from  the  top  of  the  embank- 
ment. 

When  the  object  of  a  store  reservoir  is  simply  to  equalize  the 
flow  of  a  stream,  in  order  to  protect  the  lower  country  froni  floods, 
and  to  obtain  an  increased  ordinary  flow  available  for  irrigation  and 
water-power,  one  outlet-pipe  may  be  sufficient,  discharging  into  the 
natural  water-course  below  the  embankment;  but  if  the  water  is  to 
be  used  for  the  supply  of  a  town,  or  for  any  other  purpose  to  which 
cleanness  is  essential,  there  must  be  at  least  two  outlet-pipes, — the 
ordinary  discJiarge-pipe,  which  takes  the  water  from  a  point  or  points 
not  below  the  lowest  water-level  of  the  reservoir,  in  order  to  con- 
duct it  to  the  town  or  place  to  be  supplied ;  and  the  cleansing-pipe, 
which  takes  the  water  at  or  near  the  lowest  point  in  the  reservoir, 
and  discharges  it  into  the  natural  water-course  below  the  embank- 
ment, and  is  only  opened  occasionally  in  order  to  scour  away  sediment. 
The  water-course,  where  such  scouring  discharge  falls  into  it,  must 
have  its  bottom  protected  by  a  stone  pitching.  As  to  the  discharge 
of  pipes,  see  Article  450,  p.  684. 

The  mouthpieces  of  such  pipes  should  be  guarded  against  the 
entrance  of  stones,  pieces  of  wood,  or  other  bodies  which  might 
obstruct  them  or  injure  the  valves,  by  means  of  convex  gratings. 
The  valves  best  suited  for  them  are  slide  valves,  as  to  which,  see  A 
Manual  of  tlie  Steam  Engine  and  other  Prime  Movers,  Article  120, 
p.  124. 

IV.  The  Bye-wash  is  a  channel  sometimes  used  to  divert  past 
the  reservoir  the  waters  of  the  streams  which  supply  it,  when  these 

2z 
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are  turbid  or  otherwise  impure.  Its  dimensions  are  fixed  accord- 
ing to  the  principles  of  Article  451,  p.  685.  Its  course  usually  lies 
near  one  margin  of  the  reservoir,  and  is  then  conveniently  situated 
for  receiving  the  water  discharged  by  the  waste-weir. 

In  some  cases,  when  a  reservoir  has  been  made  under  a  stipula- 
tion that  only  the  surplus  above  a  certain  quantity  was  to  be 
allowed  to  flow  into  it  from  the  streams,  the  whole  of  the  streams 
have  been  conducted  past  the  reservoir  in  a  bye-wash,  having  weirs 
or  overfalls  along  its  margin,  at  certain  points  in  its  course  above 
the  top  water-level  of  the  reservoir.  The  levels  of  those  weirs  were 
so  adjusted  that  when  no  more  than  the  prescribed  quantity  flowed 
down  the  bye- wash  none  escaped  over  the  weirs;  but  when  there 
was  any  surplus  flow  in  the  bye- wash,  the  water  in  it  rose  above  the 
crests  of  the  weirs,  and  the  surplus  escaped  over  them  into  the 
reservoir. 

Y.  IHvereion-cxUs  are  permanent  bye- washes  for  streams  that  are 
so  impure  as  to  be  rejected  altogether. 

YI.  Feeders  are  small  channels  for  diverting  either  streams  or 
surface  drainage  into  the  reservoir,  and  so  increasing  its  gathering- 
ground.  When  used  to  catch  surface  drainage,  they  have  been 
found  to  conduct  to  the  reservoir  from  one-quarter  to  one-half  of  the 
rain-falL 

In  connection  with  feeders  for  diverting  streams  into  the  reser- 
voir may  be  mentioned  what  may  be  called  a  separating-weir,  the 
invention  of  an  assistant  of  Mr.  Bateman,  and  first  used  in  the 
Manchester  water-works.  A  weir  built  across  the  channel  of  a 
stream  has  in  front,  and  parallel  to  its  crest,  a  small  conduit  running 
along  its  front  slope  at  such  a  level  that  when  the  stream  is  in  flood, 
and  therefore  turbid,  the  cascade  from  the  top  of  the  weir  over- 
leaps the  conduit,  and  runs  down  the  front  slope  into  the  natural 
channel,  which  conveys  it  to  a  reservoir  for  the  supply  of  mills;  but 
when  the  flow  is  moderate,  the  cascade  falls  into  the  small  conduit, 
which  leads  it  into  a  feeder  of  the  store  reservoir  for  the  supply  of 
the  city. 

The  horizontal  distance  x  to  which  a  cascade  from  the  crest  of  a 
weir  will  leap  in  the  course  of  a  given  fall  z  below  that  crest  may  be 
thus  calculated.  The  mean  velocity  with  which  the  cascade  shoots 
from  the  weir-crest  is  nearly 

v=l  x  8025^  =  5-35^^7 (3.) 

o 

h,  being  the  height  from  the  weir-crest  to  still  water  in  the  pond. 
Then 

2VJZ~±       /-£-  t 

*=8025"  =  3^  (4) 
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465.  Heserrelr  Walk— Retaining  walls  are  often  used  at  the  foot 
of  the  slopes  of  a  reservoir  embankment;  they  are  of  course  to  be 
built  in  strong  and  durable  hydraulic  mortar,  especially  at  the  foot 
of  the  inner  slope.  As  to  their  stability  and  construction,  see 
Articles  265  to  271,  pp.  401  to  410. 

Where  the  gorge  to  be  closed  is  of  small  dimensions  either  hori- 
zontally or  vertically,  a  wall  may  be  used  instead  of  an  embank- 
ment; the  formulae  applicable  to  its  stability  being  deduced  from 
the  general  formulae  for  retaining  walls  by  making  the  angle  of 
repose  =  0,  and  putting  62*4  for  the  weight  of  a  cubic  foot  of  the 
pressing  material. 

It  is  advisable,  unless  the  foundation  is  unusually  firm,  to  limit 
the  deviation  of  the  centre  of  resistance  at  the  base  of  the  wall,  from 
the  centre  of  the  base,  to  one-fourth  of  the  thickness. 

The  result  is,  that  either  for  a  rectangular  wall,  or  for  a  trapezoidal 
wall  with  the  inner  face  vertical,  and  the  thickness  at  the  top  one- 
fourth  of  the  thickness  at  the  base,  the  thickness  at  the  base  should 
be  about  six-tenths  of  the  height 

If  the  wall  stands  on  a  soft  foundation,  it  may  be  advisable  to 
make  the  centre  of  resistance  coincide  with  the  centre  of  figure  of 
the  base,  and  for  that  purpose  the  wall  may  be  made  of  an  isosceles 
triangular  form  of  section,  with  the  base  =  the  height  x  J29  or 
1-414  nearly. 

466.  Lake  Bee err+iru. — To  convert  a  natural  lake  into  a  reservoir 
it  must  be  provided  with  a  waste-weir,  and  with  one  or  more 
outlets  at  the  intended  lower  water-level,  controlled  by  valves. 
As  to  the  waste-weir,  two  methods  may  be  followed,— one  is  to 
leave  the  natural  outlet  to  act  as  a  waste-weir,  but  that  outlet  is 
seldom  broad  enough  to  do  so  without  causing  undue  variation  in 
the  top  water-level ;  the  other  is  to  make  a  dam  or  embankment 
across  the  outlet,  with  an  artificial  waste-weir.  The  waste-weir 
may  be  made  to  answer  as  a  dam.  The  outlet  or  outlets  may  be 
made  either  by  building  a  culvert  with  pipes  in  an  excavation  of 
sufficient  depth,  or  by  tunnelling  through  one  of  the  ridges  that 
enclose  the  lake. 

Section  IV. — Of  Natural  and  Artificial  Water-Channels. 

467.  Sarreylag  aad  levelling  ef  Water-Chanel* — The  principles 
which  connect  the  dimensions,  figure,  declivity,  velocity  of  current, 
and  discharge  of  a  water-channel  have  already  been  fully  set  forth 
in  Articles  444  and  445,  pp.  673  to  674,  and  Articles  451  to  454, 
pp.  686  to  691.  In  the  present  section  are  to  be  explained  the 
principles  according  to  which  such-channels,  whether  natural  or 
artificial,  are  constructed,  preserved,  and  improved. 
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The  plans  of  an  existing  or  intended  water-channel  require  no 
special  remark  beyond  what  has  already  been  stated  as  to  plans  in 
general  in  the  first  part  of  this  work,  except  that  in  the  case  of  existing 
streams  liable  to  overflow  their  banks,  they  should  show  the  bound- 
aries of  lands  liable  to  be  flooded,  and  also  of  those  liable  to  be  laid 
awash  (see  Article  462,  p.  702),  and  that  their  utility  will  be  greatly 
increased  by  contour-lines.  The  longitudinal  section  should  be 
made  along  the  centre  line  of  a  proposed  channel,  and  along  the 
line  of  the  most  rapid  current  in  an  existing  channel;  and  it  should 
show  the  levels  of  both  banks  as  well  as  those  of  the  bottom  of  the 
channel,  and  of  the  surface  of  the  current  in  its  lowest,  ordinary, 
and  flooded  conditions.  It  should  be  accompanied  by  numerous 
cross-sections,  especially  in  the  case  of  existing  streams  of  variable 
sections;  and  of  those  cross-sections  a  sufficient  number  should 
extend  completely  across  the  lands  flooded  and  awash,  to  show  the 
figure  of  their  surface.  They  should  include  accurate  drawings  of 
the  archways,  roadways,  and  approaches  of  existing  bridges,  also  of 
existing  weirs  and  other  obstructions.  The  nature  of  the  strata 
should  be  ascertained,  as  for  any  piece  of  earthwork,  by  sinking  pits 
and  borings,  and,  in  the  case  of  an  existing  channel,  by  probing  its 
lx>ttom  also,  and  the  results  should  be  shown  on  the  section  and 
plan. 

468.  Regime  «r  inability  •€  m  Water-Cbamel. — A  water-channel 
is  said  to  be  in  a  state  of  regime  or  stability  when  the  materials  of 
its  bed  are  able  to  resist  the  tendency  of  the  current  to  sweep  them 
forward.  The  following  table  shows,  on  the  authority  of  Du  Buat, 
the  greatest  velocities  of  the  current  close  to  the  bed,  consistent  with 
the  stability  of  various  materials : — 

Softclay, o-25  foot  per  second. 

Fine  sand, 0-50     „  „ 

Coarse  sand,  and  gravel  as  large  as  peas,  070     „  „ 

Gravel  as  large  as  French  beans, 1  *oo     „  „ 

Gravel  1  inch  in  diameter, 2*25  feet  per  second. 

Pebbles  1£  inch  diameter, 3-33     „  „ 

Heavy  shingle, 400     „  „ 

Soft  rock,  brick,  earthenware, 4  -50     „  „ 

Rock,  various  kinds, {anTupwards.  " 

A 8  to  the  relation  between  the  surface  velocity,  the  mean  velocity, 
and  the  velocity  close  to  the  bed,  see  Article  445,  p.  674. 

The  condition  of  the  channels  of  streams  which  have  a  rocky  bed 
is  generally  that  of  stability.  When  the  bed  is  stony  or  gravelly 
the  condition  is  most  frequently  that  of  stability  in  the  ordinary 
state  of  the  river,  and  instability  in  the  flooded  state. 
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When  the  bed  is  earthy  its  usual  condition  is  either  just  stable 
and  no  more,  or  permanently  unstable.  The  former  of  these  condi- 
tions arises  from  the  fact  of  the  stream  carrying  earthy  matter  in 
suspension,  so  that  the  bed  consists  of  particles  which  are  just  heavy 
enough  to  be  deposited,  and  which  any  slight  increase  of  velocity 
would  sweep  away. 

The  bottom  of  a  river  in  a  permanently  unstable  condition  pre- 
sents, as  Du  Buat  pointed  out,  a  series  of  transverse  ridges,  each 
with  a  gentle  slope  at  the  up-stream  side  and  a  steep  slope  at  the 
down-stream  side.  The  particles  of  the  bed  are  rolled  by  the 
current  up  the  gentle  slope  till  they  come  to  the  crest  of  the 
ridge,  whence  they  eventually  drop  down  the  steep  slope  to  the 
bottom  of  a  furrow,  where  they  become  covered  up,  and  remain  at 
rest  till  the  gradual  removal  of  the  whole  ridge  leaves  them  again 
exposed. 

When  the  banks,  as  well  as  the  bottom,  are  unstable,  the  river- 
channel  undergoes  a  continual  alteration  of  form  and  position.  If 
the  banks  are  straight,  they  soon  become  curved,  for  a  very  slight 
accidental  obstacle  is  sufficient  to  divert  the  main  current  so  that  it 
acts  more  strongly  on  one  bank  than  on  the  other :  the  former  bank 
is  scooped  away,  and  becomes  concave,  and  the  earthy  matter  sus- 
pended in  the  stream  is  deposited  in  the  less  rapid  part,  so  as  to 
make  the  opposite  bank  convex.  A  curved  part  of  a  river-channel 
tends  to  become  continually  more  and  more  curved ;  for  the  centri- 
fugal force  (or  rather  the  tendency  of  the  particles  of  water  to 
proceed  in  a  straight  line)  causes  the  particles  of  water  to  accumu- 
late towards  the  concave  bank ;  the  current  is  consequently  more 
rapid  there  than  towards  the  convex  bank,  and  it  scoops  away  both 
the  bank  and  the  bottom  (unless  they  are  able  to  resist  it),  and 
deposits  the  material  in  some  slower  part  of  the  stream :  thus  the 
line  of  the  strongest  current  is  always  more  circuitous  than  the  centre 
line  of  the  channel;  and  the  action  of  the  current  tends  to  make  the 
concave  banks  more  concave,  the  convex  banks  more  convex,  and 
the  whole  course  of  the  river  more  serpentine.  This  goes  on  until 
the  current  meets  some  material  which  it  cannot  sweep  away,  or 
until,  by  the  lengthening  of  the  course  of  the  stream  and  the  con- 
sequent flattening  of  its  declivity,  its  velocity  is  so  much  reduced 
that  it  can  no  longer  scoop  away  its  banks,  and  stability  is  estab- 
lished. In  some  cases  stability  is  never  established ;  but  the  river 
presents  a  serpentine  channel  which  continually  changes  its  form 
and  position. 

One  of  the  chief  objects  of  engineering,  in  connection  with  the 
channels  of  streams,  is  to  protect  their  banks  against  the  wearing 
action  of  the  current,  so  as  in  some  cases  to  give  them  that  stability 
which  they  want  in  their  natural  condition,  and  in  other  cases  to 
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give  them  the  additional  stability  that  is  required  in  order  to  resist 
an  increased  velocity  of  current,  produced  by  improvements  in  the 
course  and  form  of  the  channel. 

469.  PNieettea  mt  Hlrcr-Basln. — The  most  efficient  protection 
to  the  banks  of  a  stream  is  a  thick  growth  of  water-plants ;  but  as 
these  form  a  serious  impediment  to  the  current,  artificial  protection 
must  be  substituted  for  them,  at  least  below  the  average  water- 
level.  Above  that  level  a  plantation  of  small  willows  forms  a  good 
defence  against  the  destructive  action  of  floods ;  but  it  is  not  appli- 
cable where  there  is  a  towing-path.  The  means  of  artificially 
protecting  river-banks  may  be  thus  classed: — I.  Fascines.  II. 
Timber  sheeting.  III.  Iron  sheeting.  IV.  Crib-work.  V.  Stone 
pitching.     VI.  Retaining  walls.     VII.  Groins. 

I.  Famines,  already  referred  to  in  Article  417,  p.  6259  are 
bundles  of  willow  twigs  from  9  to  1 2  inches  in  diameter :  the  largest 
are  about  20  feet  long,  but  12  feet  is  a  more  common  length  :  they 
are  tied  at  every  4  feet,  or  thereabouts.  For  the  protection  of  a 
river-bank  below  the  low  water-level  an  "apron"  or  "beard"  is  laid, 
consisting  of  fascines  lying  with  their  length  up  and  down  the  slope 
of  the  bank ;  the  upper  ends  are  fastened  down  to  the  bank  with 
staked  about  4  four  feet  long;  the  lower  ends  are  sunk,  and  held 
down  under  water  by  loading  them  with  stones.  To  protect  the 
bank  above  tlie  low  water-level  fascines  are  laid  horizontally  in  layers, 
with  their  butt  ends  towards  the  stream,  so  as  to  form  a  series  of 
steps  rising  at  the  same  rate  with  the  slope  of  the  lower  part  of  the 
bank,  or  nearly  so  (say  from  ltoltodtol);  each  layer  is  fastened 
down  with  three  rows  of  stakes  4  teet  long;  the  heads  of  the  stakes 
rise  8  inches  or  thereabouts  above  the  fascines,  and  are  laced  or 
wattled  with  wicker-work,  so  as  to  form  a  crib  for  the  retention  of 
a  layer  of  gravel. 

Fascines  usually  last  6  years  above  the  low  water-level  and  10 
years  below. 

II.  Timber  Sheeting  may  consist  either  of  sheet-piles  (already 
described  in  Article  404,  p.  605)  or  of  guide-piles  and  horizontal 
planks,  described  in  Article  409,  p.  613.  The  wales  of  the  sheet- 
piling  or  the  guide-piles  of  the  planking  must  be  tied  back  to 
anchoring-plates  made  of  planks  buried  in  a  firm  stratum  of 
earth  at  a  sufficient  distance  back  from  the  bank.  The  holding 
power  of  such  anchoring-plates  depends  on  the  same  principles 
as  that  of  iron  anchoring-plates,  as  to  which,  see  Article  272, 
p.  410. 

III.  Iron  Sheeting  has  already  been  described  in  Article  404,  p. 
606.  It  is  sometimes  used  for  the  faces  ot  quays  in  navigable  river*, 
being  tied  back  to  anchoring-plates.     (Article  272,  p.  410.) 

IV.  As  to  Crib-work,  see  Article  409,  p.  614     When  used  for  a 
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quay  or  river-bank  its  interstices  are  rammed  roll  of  day  and 
gravel. 

V.  Dry  Stone  Pitching  is  used  to  protect  earthen  banks,  of  slopes 
ranging  from  that  of  1  to  1  to  that  of  2  to  1,  or  flatter.  It  consists 
of  stones  roughly  squared,  and  laid  by  hand  in  courses.  Its  thick- 
ness is  usually  from  8  to  12  inches  at  the  top,  and  increases  in 
going  down  at  the  rate  of  2  or  3  inches  per  yard.  The  foot  of  the 
pitching  must  abut  against  a  foundation  sufficient  to  prevent  it 
from  slipping.  Such  a  foundation  may  be  made  by  sinking  a  row 
of  oblong  baskets,  each  containing  about  2  cubic  yards  of  gravel,  or 
by  driving  a  row  of  piles  with  horizontal  wales  at  the  inner  side  of 
their  heads;  the  strength  of  the  wales  is  a  matter  of  calculation; 
they  have  to  resist  a  maximum  pressure  =  weight  of  pitching  x  rise 
of  slope  -T-  length  of  slope,  the  friction  of  the  pitching  on  the 
earth  being  neglected  for  the  sake  of  security. 

VI.  Retaining  Walls  are  used  chiefly  where  quays  are  required, 
and  will  be  again  mentioned  further  on. 

VII.  Groins  are  small  dykes  projecting  at  right  angles  to  the 
bank  to  be  protected,  and  are  made  either  of  loose  stones,  of  piles 
and  planks,  or  of  wattled  stakes.  Each  groin  protects  a  portion  of 
the  bank  of  about  five  times  its  own  length,  and  usually  causes  the 
current  that  sweeps  round  its  point  to  scoop  out  an  excavation  in 
the  bottom  of  the  channel  of  a  breadth  equal  to  about  one-quarter 
of  the  length  of  the  groin,  the  material  scooped  out  being  deposited 
in  the  space  between  the  groins.  Groins,  besides  being  an  obstruc- 
tion to  the  current,  are  injurious  to  the  regularity  of  figure  and 
stability  of  the  bottom  of  the  channel,  and  should  only  be  used  as  a 
temporary  expedient  to  protect  the  banks,  until  works  of  a  better 
description  can  be  completed. 

470.  ifitiwiwi  •€  Hirer-Chanel* — The  defects  in  a  river- 
channel  which  are  to  be  removed  by  improvements  are  usually  of 
the  following  kinds: — The  channel  may  be  too  shallow,  either 
generally  or  in  particular  places;  it  may  be  too  narrow,  either 
generally  or  in  particular  places ;  it  may  even  in  particular  places 
be  too  wide,  if  the  breadth  is  so  great  as  to  cause  the  formation  of 
shoals  by  enfeebling  the  current ;  its  declivity  may  be  too  flat, 
either  from  the  existence  of  obstacles,  such  as  shoals,  islands,  weirs, 
ill-constructed  bridges,  or  the  like,  or  from  its  course  being  too 
circuitous;  occasionally,  but  rarely,  the  declivity  may  be  too  steep 
at  particular  places,  giving  rise  to  a  current  so  rapid  as  to  make  it 
impossible  to  preserve  the  stability  of  the  bed;  but  this  defect 
generally  arises  from  the  declivity  being  too  flat  elsewhere;  it  may 
contain  sharp  turns,  injurious  to  the  stability  of  the  banks;  it  may 
be  divided  into  branches,  so  as  to  enfeeble  the  current. 

Setting  aside  for  the  present  diversions  of  the  course  of  a  river, 
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which  will  be  considered  in  the  next  article,  the  works  for  the 
improvement  of  the  channel  consist  mainly  of: — L  Excavations  to 
remove  islands  and  shoals,  and  widen  narrow  places.  IL  Regulating 
dykes,  to  contract  wide  shallows.  IIL  Works  for  stopping  useless 
branches. 

Before  commencing  alterations  of  any  kind  in  a  river-channel 
careful  calculations  should  be  made,  according  to  the  principles 
explained  in  Section  I.  of  this  chapter,  of  the  probable  effect  of 
such  alterations  on  the  level,  declivity,  and  velocity  of  the  current 
in  different  states  of  the  river.  The  object  kept  in  view  should  be 
to  obtain  a  channel  either  of  nearly  uniform  section,  or  of  a  section 
gradually  enlarging  from  above  downwards,  with  a  current  that 
shall  be  sufficient  to  discharge  flood- waters  without  overflowing  the 
banks  more  than  can  be  avoided,  and  at  the  same  time  not  so  rapid 
as  to  make  it  difficult  or  impossible  to  preserve  the  stability  of  the 
channel. 

All  improvements  of  river-channels  should  be  begun  at  the 
lowest  point  to  be  altered,  and  continued  upwards ;  because  every 
improvement  takes  effect  on  the  parts  of  the  stream  above  it 

I.  Excavation  under  water,  by  hand  dredging,  machine  dredging, 
and  blasting,  has  been  described  in  Article  410,  p.  614.  When  the 
current  is  at  a  low  level,  it  may  occasionally  be  advantageous  to 
excavate  parts  of  the  bed  by  enclosing  them  with  temporary  dams 
as  if  for  foundations  (Article  409,  p.  611),  and  laying  them  dry. 
Excavation  of  a  muddy,  sandy,  or  gravelly  bottom,  by  the  aid  of  the 
current,  is  performed  by  mooring  at  the  place  to  be  deepened  a 
boat,  furnished  with  a  transverse  projecting  frame  covered  with 
boards  or  canvas;  this  frame  descends  to  within  3  or  4  inches  of 
the  bottom  of  the  channel,  and  the  current,  forced  through  that 
narrow  opening,  scoops  out  the  material  and  sweeps  it  away.  From 
30  to  70  cubic  yards  per  day  have  been  excavated  in  this  manner 
with  a  single  boat. 

II.  Regulating  Dykes  should  be  adopted  with  great  caution,  and 
only  where  the  excessive  width  of  the  channel  is  an  undoubted 
cause  of  shallowness.  They  should  not  in  any  case  rise  much 
above  the  low  water-level,  lest  they  contract  too  much  the  space 
for  flood-waters.  They  may  be  built  either  of  dry  stone,  with  a 
slope  of  about  1  to  1,  or  of  wattled  piles  and  gravel  The  ordinary 
rules  for  the  construction  of  dykes  of  the  latter  kind  are  as 
follows : — The  piles  in  a  double  row  to  be  driven  into  the  ground 
to  a  depth  equal  to  twice  the  depth  of  water;  their  diameter  not 
less  than  l-20th  of  their  length;  their  distance  apart  longitudinally 
to  be  equal  to  the  depth  of  water;  the  distance  transversely 
between  the  rows  of  piles  to  be  once  and  a-half  the  depth  of 
water.     They  are  to  be  tied  together  transversely,  and  wattled  with 
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willow   twigs,  and  the  space  between  the  two  rows  filled  with 
graveL 

III.  The  Stopping  of  Brandies  should  be  performed  at  their 
upper  ends.  In  a  gentle  current  it  may  be  effected  by  means 
of  an  embankment  of  stones  and  gravel,  advancing  simultaneously 
from  the  two  banks  until  it  is  closed  in  the  centre ;  in  a  more 
rapid  stream  a  dyke  of  wattled  piles  and  gravel,  made  as  already 
described,  may  be  used ;  should  the  current  be  too  strong  for  either 
of  these  plans,  a  raft,  boat,  or  caisson  (Article  409,  Division  III., 
p.  613),  or  a  crib- work  dam  (Article  409,  Division  IV.,  p.  614), 
loaded  with  stones,  is  to  be  moored  across  the  stream  and  sunk. 
The  branch  channel  having  had  its  current  stopped  will  silt  up 
of  itself. 

471.  iMTHrataM  «f  Rtrer-Oha»neU  are  usually  adopted  for  the 
purpose  of  rendering  the  course  less  circuitous.  In  designing  them 
regard  should  be  had  to  the  principles  already  explained  in  Section 
I.  of  this  chapter,  and  in  the  preceding  articles  of  this  section ;  and 
care  should  be  taken  not  to  make  the  course  too  direct,  lest  the 
current  be  rendered  too  rapid  for  the  stability  of  the  bed.  A 
slightly  curved  channel  is  always  better  than  a  straight  channel ; 
because  in  the  former  the  main  current  takes  a  definite  course, 
being  always  nearest  the  concave  bank;  whereas  in  a  straight 
channel  its  course  is  liable  to  keep  continually  changing. 

The  form  of  cross-section  with  a  horizontal  base  and  sloping  sides 
which  gives  the  least  friction  with  a  given  area  has  already  been 
described  in  Article  451,  p.  688,  and  it  may  be  adopted  if  the 
stream  is  to  act  solely  as  a  conduit  for  the  conveyance  of  water ; 
but  should  it  be  navigable,  a  figure  must  be  adopted  suited  to  the 
convenience  of  the  navigation.  This  will  be  further  considered  in 
Chapter  III.  of  this  part 

472.  A  w«ir  is  an  embankment  or  dam,  usually  of  stone,  some- 
times of  timber,  constructed  across  the  channel  of  a  stream.  As  to 
its  effect  on  the  water-level,  see  Articles  452  and  453,  pp.  689 
and  670. 

When  erected  for  purposes  of  water-power  or  water-supply,  the 
object  of  a  weir  is  partly  to  make  a  small  store  reservoir,  but 
principally  to  prolong  a  high  top  water-level  from  its  natural 
situation  at  a  place  some  distance  up  the  stream,  to  a  place  where 
water  is  to  be  diverted  from  the  stream  to  drive  machinery,  or  for 
some  other  purpose.  When  erected  for  purposes  of  navigation,  the 
object  of  a  weir  is  to  produce  a  long  reach  or  pond  of  deep  and  com- 
paratively still  water,  in  a  place  where  the  river  is  naturally 
shallow  and  rapid. 

In  planning  a  weir  three  things  are  to  be  considered :  its  line 
and  position,  its  form  of  cross-section,  and  its  construction. 
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I.  Line  and  Position  of  a  Weir. — It  is  best  to  avoid  sharply 
carved  jiarts  of  a  river-channel  in  choosing  the  site  of  a  weir,  lest 
the  rapid  current  which  rushes  down  its  face  in  times  of  flood 
should  undermine  the  concave  bank.  For  the  protection  of  the 
banks  in  any  case,  it  is  advisable  so  to  form  the  weir  that  the 
cascade  from  the  lateral  parts  of  the  crest  shall  be  directed  from  the 
banks,  and  towards  the  centre  of  the  channel.  This  may  be  effected 
either  by  making  the  weir  slightly  curved  in  plan,  with  the  con- 
cavity at  the  down-stream  side,  or  by  making  it  like  a  V  in  plan, 
with  the  angle  pointing  up  stream.  Another  mode  of  protecting 
the  banks  is  to  make  the  crest  of  the  weir  slightly  higher  at  the 
ends  than  in  the  middle,  so  that  the  lateral  parts  of  the  cascade 
may  be  too  feeble  to  do  damage. 

In  order  to  diminish  the  height  and  extent  of  backwater  during 
floods,  the  crest  of  the  weir  is  often  made  considerably  longer  than 
the  breadth  of  the  channel;  this  is  effected  either  by  making  it 
cross  the  channel  obliquely,  or  by  using  the  V-shape  already 
described,  the  latter  method  being  the  best  for  the  stability  of 
the  banks.  The  practical  advantage  of  such  increased  length 
is  doubtful. 

II.  Form  of  Cross-section. — The  back  or  up-stream  side  of  a 
weir  is  usually  steep,  ranging  from  vertical  to  a  slope  of  about  1  to 
1 ;  the  top  is  either  level  or  slightly  convex,  and  not  less  than 
about  2  or  3  feet  broad.  In  designing  the  front  or  down-stream 
slope  of  a  weir,  the  principal  object  is  to  prevent  the  cascade  that 
rushes  over  it  from  undermining  its  base.  The  commonest  method 
is  to  use  a  long  flat  slope  of  3  to  1,  4  to  1,  or  5  to  1,  in  order  that 
the  speed  of  the  current  may  be  diminished  by  friction,  and  that 
it  may  strike  the  bottom  of  the  channel  very  obliquely.  A  further 
protection  is  given  to  the  river-bed  by  continuing  the  front  slope  a 
short*  distance  below  the  bottom  of  the  channel,  and  then  curving 
it  slightly  upwards.  Another  method  is  to  make  the  front  of  the 
weir  present  a  steep  or  nearly  vertical  face,  over  which  the  water 
falls  on  a  nearly  level  apron  or  pitching  of  timber  or  stone. 
Probably  the  best  method  would  be  to  form  the  front  of  the  weir 
into  a  series  of  steps,  presenting  steep  faces  and  flat  platforms 
alternately,  the  general  inclination  being  about  3  to  1 ;  thus  a 
great  fall  might  be  broken  up  into  a  series  of  small  falls,  each 
incapable  of  damaging  the  platform  which  receives  it 

III.  Construction, — In  order  that  the  water  of  the  pond  may 
not  force  its  way  under  the  base  of  a  weir,  or  round  its  "  roots" 
(as  the  ends  which  join  the  banks  of  the  stream  are  called),  its 
foundation  should  be  examined,  chosen,  and  formed  with  precautions 
similar  to  those  used  in  the  case  of  a  reservoir  embankment,  as  to 
which,  see  Articles  461  and  463,  pp.  701  to  704. 
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To  make  a  weir  of  Umber,  or  of  timber,  stones,  and  clay  com- 
bined, any  of  the  methods  may  be  employed  which  have  been 
described  under  the  head  of  "Dams,"  in  Article  409,  Divisions 
IL,  IIL,  and  IV.,  with  the  addition  that  the  back,  crest,  and  front 
of  the  dam  are  to  be  covered  with  planking  laid  parallel  to  the 
current,  to  form  an  overfall  for  the  water;  and  that  the  bottom  of 
the  channel  at  the  foot  of  the  weir  is  to  be  protected  either  by  a 
platform  of  planks  resting  on  a  timber  grating  or  on  piles,  or  by  a 
stone  pitching. 

A  weir  of  fascines  may  be  built  of  horizontal  layers  of  fascines, 
staked  down  with  mixed  clay  and  gravel  packed  between  them,  in 
the  manner  described  under  the  head  of  the  protection  of  river-banks, 
Article  469,  p.  710,  the  crest,  front,  and  foot  of  the  dam  being  pro- 
tected with  an  apron  of  fascines,  like  that  described  in  the  same 
artiole. 

A  dry  stone  weir  is  formed  like  the  stone  embankments 
mentioned  in  Article  412,  p.  617,  with  a  steep  slope  at  the 
bank  and  a  long  gentle  slope  in  front,  pitched  or  faced  with 
roughly  squared  stones  set  in  courses,  as  in  the  pitching  of  a 
river-bank,  Article  469,  p.  711.  Sometimes  a  skeleton  crib  of 
timber,  consisting  of  piles  and  longitudinal  and  transverse  hori- 
zontal wales  is  constructed  in  order  to  keep  the  stones  of  the 
pitching  in  their  places.  As  to  the  pressure  against  the  longi- 
tudinal wales,  see  the  article  just  quoted. 

A  weir  of  solid  masonry  may  be  founded,  like  other  structures 
under  water,  on  the  natural  ground,  on  a  bed  of  concrete,  on  a 
timber  platform,  or  on  piles,  according  to  circumstances.  (See  Part 
IL,  Chapter  VI.,  Section  II.,  p.  601.)  When  it  has  a  timber 
foundation,  a  row  of  sheet-piles  at  the  base  of  the  up-stream  side 
will  in  general  be  necessary  to  prevent  the  passage  of  water  under 
it ;  and  in  the  grating  of  the  platform,  pieces  of  timber  running 
continuously  through  the  weir  in  the  direction  of  the  stream 
should  be  avoided,  lest  they  should  conduct  water  along  their 
sides.  The  masonry  should  be  built  in  cement,  or  in  quickly- 
setting  hydraulic  mortar;  the  heart  of  the  weir  may  be  of  coursed 
rubble,  or  of  concrete  laid  in  layers;  but  the  facing  should  be  of 
good  block-in-course,  or  of  hammer-dressed  ashlar,  and  the  crest 
should  form  a  coping  of  large  stones,  all  headers,  dowelled  to  each 
other. 

One  of  the  most  effectual  ways  of  preventing  filtration  round  thft 
"  roots  "  of  a  weir  is  to  cany  them  a  considerable  distance  into  the 
bank;  but  in  the  case  of  a  weir  of  masonry  the  ends  often  abut 
upon  a  pair  of  side- walls,  running  along  the  banks  of  the  stream, 
and  having  counterforts  behind  them  to  interrupt  filtration. 

IV.  Appendages  of  a   Weir — Sluices   and  Floodgates — Salmon- 
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stair. — When  a  weir  is  built  across  a  navigable  river,  it  requires  a 
lock  for  the  passage  of  vessels,  which  will  be  again  mentioned 
further  on.  It  niay  have  one  or  more  outlets  with  valves,  like 
those  of  a  reservoir  embankment  (Article  464,  p,  705),  according  to 
the  purpose  for  which  it  is  intended. 

It  is  almost  always  necessary  to  provide  a  weir  with  waste- 
sluices  or  floodgates,  to  be  opened  when  the  river  is  high,  in  order 
to  prevent  too  great  a  rise  of  backwater.  A  sluice  is  a  sliding 
valve  of  timber  or  iron,  moving  in  guides,  which  are  in  general 
vertical,  set  in  a  rectangular  passage  of  timber  or  masonry,  and 
opened  and  shut  by  means  of  a  screw,  or  of  a  rack  and  pinion.  It 
is  advisable  not  to  make  any  sluice  wider  than  about  4  or  5  feet. 
Should  a  greater  width  of  opening  be  required,  the  passage  through 
the  weir  is  to  be  divided  by  walls  or  piers  into  a  sufficient  number 
of  parallel  passages,  each  furnished  with  a  sluice.  As  to  the  dis- 
charge through  a  sluice,  see  Articles  448,  449,  p.  6S1. 

Another  mode  of  opening  and  closing  floodgates  in  a  weir  is  by 
means  of  needles,  as  they  are  called.  A  rectangular  channel 
through  the  weir  is  crossed  at  the  bottom  by  a  fixed  timber  sill, 
and  near  the  top  by  a  moveable  timber  sill,  resting  in  two  notches. 
The  strength  of  the  sills  is  a  matter  of  calculation :  they  have  to 
withstand  the  pressure  of  the  water  on  a  fiat  surface  closing  the 
passage.  That  surface  is  made  up  of  the  "  needles,"  which  are  a 
set  of  square  bars  of  wood  strong  enough  to  withstand  the  pressure, 
which  are  ranged  close  together  side  by  side  in  a  vertical  position 
at  the  up-stream  side  of  the  sills.  Each  needle  has  a  cylindrical 
handle  at  its  upper  end,  to  hold  it  by  in  removing  and  replacing  it 

As  to  self-acting  waste-sluices,  see  A  Manual  of  the  Steam  Engine 
and  other  Prime  Movers,  Article  139,  p.  153. 

A  weir  across  a  river  frequented  by  salmon  requires  a  passage  or 
channel  to  enable  those  fish  to  ascend  its  front  slope.  Mr.  Smith 
of  Deanston  introduced  the  practice  of  making  that  channel  of  a 
zig-zag  form,  so  as  to  reduce  its  rate  of  declivity  and  bring  the 
speed  of  the  current  in  it  within  moderate  limits. 

A  moveable  weir  consists  in  general  of  a  water-tight  planked 
timber  gate,  placed  in  a  rectangular  passage  of  masonry  or  timber, 
and  capable  of  turning  upon  a  horizontal  hinge  at  the  floor  of  the 
passage,  so  as  to  be  either  laid  flat  when  the  channel  is  to  be  left 
clear,  or  set  at  any  required  angle  of  elevation,  sloping  against  the 
declivity  of  the  stream,  with  oblique  struts  to  prop  it  at  the  down- 
stream side.  In  one  ingenious  modification  of  this  weir  the  duty 
of  the  struts  is  performed  by  a  second  and  smaller  gate,  also  turning 
on  a  horizontal  hinge  at  the  floor  of  the  passage,  but  so  as  to  slope 
with  the  stream.  When  the  passage  is  clear,  both  gates  lie  flat  in 
a  horizontal  recess  in  the  floor  of  the  passage,  the  smaller  gate 


WEIBS — RIVER  BRIDGES.  717 

undermost  and  the  upper  surface  of  the  larger  gate  flush  with  the 
floor.  When  the  weir  is  to  be  raised,  water  is  admitted  through  a 
valve  and  culvert  from  the  up-stream  side  of  the  weir  passage  into 
the  recess  below  the  gates;  its  pressure  lifts  them  both  until  they 
form  a  weir  of  a  triangular  section,  the  larger  gate  making  the  up- 
stream slope  and  the  overfall,  and  the  smaller  making  the  down- 
stream slope,  and  acting  at  the  same  time  as  a  strut  to  prop  the 
larger  gate.  When  the  weir  is  to  be  lowered,  the  mass  of  water 
contained  below  the  gates  is  allowed  to  escape  by  opening  a  valve 
in  a  culvert  which  leads  to  the  down-stream  side  of  the  weir;  and 
both  gates  then  fall  flat  into  the  recess  of  the  floor.* 

473.  Hirer  Bridges. — The  construction  of  the  foundations  on 
land  and  in  water,  and  of  the  superstructures,  of  bridges  of  various 
materials  having  been  explained  in  Part  II.  of  this  work,  and  their 
adaptation  to  roads  and  railways  in  the  preceding  chapter,  it  is 
now  only  necessary  to  state  those  principles  which  are  specially  ap- 
plicable to  bridges  over  rivers. 

In  choosing  the  site  of  a  bridge  which  is  to  have  piers  in  the 
river,  sharply  curved  parts  of  the  channel  should  be  avoided,  lest 
the  increased  rapidity  of  the  current  caused  by  the  narrowing  of 
the  water-way  should  undermine  the  concave  bank. 

The  current  should  be  crossed  at  right  angles,  or  as  nearly  so  as 
practicable.     The  abutments  should  not  contract  the  water-way. 

The  piers,  if  any,  should  stand  with  their  length  exactly  in  the 
direction  of  the  current ;  they  should  have  pointed  or  cylindrical 
cutwaters  at  both  ends,  to  diminish  the  obstruction  to  the  current 
which  they  produce ;  and  they  should  be  no  thicker  than  is  neces- 
sary for  the  safety  of  the  bridge.  (As  to  stone  piers  in  particular, 
see  Article  293,  p.  428.) 

The  springing  of  the  arches  should  be  above  the  highest  ordinary 
water-level,  and  as  much  higher  as  the  convenience  of  the  navi- 
gation may  require;  and  care  should  be  taken  that  sufficient  water- 
way is  provided  for  the  greatest  floods.  The  crown  of  the  lowest 
arches  should  be  at  least  three  feet  above  the  flood-level,  that  they 
may  allow  floating  bodies  to  pass  through. 

It  may  here  be  observed  that  the  figure  of  arch  which  gives  the. 
greatest  water-way  for  a  given  rise  and  span  is  the  "  hydrostatic 
arch."    (See  Article  283,  p.  419.) 

"  In  order  to  do  away  as  far  as  possible  with  the  obstruction  occasioned  by  weir*, 
it  has  been  proposed  by  Hugh  Mackenzie,  Esq.  of  Ardroas,  tbat  in  those  cases  in  which 
the  fall  of  the  stream  is  sufficiently  rapid,  and  the  country  in  other  respects  suitable,  the 
diversion  of  water  from  a  stream  for  the  purpose  of  obtaining  power  should  be  effected 
by  making  a  tunnel  with  suitably  formed  grated  apertures  in  its  roof,  under  the  bed 
of  the  stieam,  at  a  point  where  its  water-level  has  sufficient  elevation,  and  so  conduct- 
ing the  water  into  a  mill-lead  of  sufficiently  large  size  and  moderate  declivity. 
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Should  it  appear,  upon  an  examination  of  the  land  subject  to  in- 
undation at  and  near  the  site  of  the  intended  bridge,  that  such 
land  acts  not  merely  as  a  reservoir  for  flood-waters,  but  as  a  wide 
temporary  channel  for  their  discharge,  that  land  should  be  crossed 
by  a  viaduct,  and  not  by  embanked  approaches. 

In  designing  a  bridge  for  carrying  an  ordinary  road  over  a  river, 
it  is  usual,  in  order  to  obtain  the  greatest  headroom  possible  con- 
sistent with  economy  in  forming  the  approaches,  to  giv£  the  road- 
way an  ascent  from  the  ends  of  the  approaches  to  the  middle  of  the 
bridge,  at  a  rate  not  exceeding  the  ruling  gradient  of  the  road ;  and 
to  suit  the  arches,  when  there  are  more  than  one,  to  the  form  of 
the  roadway,  the  centre  arch  is  made  the  largest,  and  the  others 
gradually  diminish  in  size  towards  the  ends  of  the  bridge.  They 
should,  at  the  same  time,  be  so  proportioned  as  to  exert  as  nearly  as 
possible  equal  horizontal  thrust. 

Swing  bridges  for  navigable  rivers  will  be  again  mentioned 
further  on. 

Ice-breakers  are  required  for  the  protection  of  the  piers  of  bridges 
across  rivers  which  bring  down  large  masses  of  ice. 

A  stone  ice-breaker  usually  forms  part  of  the  up-stream  cut- 
water of  the  pier  to  which  it  belongs,  presenting  to  the  current  a 
ridge  sloping  at  about  45°,  up  which  the  flat  sheets  of  ice  slide, 
and  break  asunder  by  their  own  weight  Examples  of  such  ice- 
breakers are  shown  in  the  view  of  the  Victoria  Bridge,  fig,  249, 
p.  533. 

A  timber  ice-breaker  stands  usually  separate  from  the  pier  which 
it  protects,  at  a  short  distance  up-stream.  The  sloping  ridge  is 
formed  by  a  beam  of  12  or  14  inches  square,  covered  with  sheet 
iron.  Its  base  consists  of  piles,  ranged  in  the  form  of  a  long  sharp 
triangle  with  the  point  up-stream,  connected  with  the  ridge  by  a 
strong  framework  of  uprights  and  diagonals,  which  are  protected 
against  the  ice  by  projecting  horizontal  wales. 

(On  the  subject  of  river  bridges,  see  Telford's  and  Smeaton's 
Reports,  and  the  work  On  Bridges  by  Mr.  Hosking  and  others). 

474.  Artificial  Watev-Cha««ei» — Cradait* — In  laying  out  and 
designing  artificial  water-channels  it  is  advisable,  if  possible,  so  to 
fix  the  declivity  with  reference  to  the  length,  that  the  velocity 
shall  not  be  less  than  about  one  foot  per  second  (lest  the  conduit 
silt  up),  nor  greater  than  about  four  feet  per  second  (lest  the 
current  should  sweep  stones  along,  and  injure  the  bed). 

As  to  the  larger-sized  artificial  water-channels,  and  as  to  those 
of  all  sizes  which  are  merely  to  be  used  as  open  drains,  when  they 
are  wholly  in  cutting,  it  is  unnecessary  to  add  anything  to  what 
has  already  been  stated  respecting  river-channels,  and  especially 
respecting  their  diversions,  Article  471,  p.  713.     Artificial  earthen 
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channels  in   embankment  will  be  considered  under  the  head  of 
canals. 

When  a  channel  is  to  convey  water  for  the  supply  of  a  town,  it 
is  usual,  with  a  view  to  the  clearness  and  purity  of  the  water,  as 
veil  as  to  the  preservation  of  the  channel,  to  line  it  throughout 
with  brick  or  stone  built  in  cement;  and  in  most  cases  it  is  neces- 
sary to  cover  it  also,  especially  if  it  traverses  districts  where  the  air 
is  smoky  and  otherwise  impure.  When  brick  or  porous  stone  is 
used,  the  water-way  may  be  lined  throughout  with  a  coating  of 
cement,  calcareous  or  asphaltic. 

The  water-way  of  a  stone  or  brick  conduit  should  be  made  of  one 
of  those  forms  which  give  the  greatest  hydraulic  mean  depth  for  a 
figure  of  given  class  and  a  given  area;  that  is  to  say,  the  semi- 
circle, the  half-square,  or  the  half-hexagon,  already  referred  to 
in  Article  451,  p.  688.  To  preserve  a  constant  definite  flow 
it  may  have  a  series  of  waste-weirs  along  its  sides,  placed 
in  positions  where  there  are  convenient  channels  at  hand  for 
discharging  the  waste  water.  Should  it  be  necessary  to  carry  it 
along  an  embankment,  that  embankment  should  be  formed  in  thin 
layers,  each  well  rammed,  and  should  if  possible  contain  a  large 
mixture  of  stones  with  the  earth ;  the  breadth  at  the  top  should  be 
from  4  to  6  feet  at  each  side  of  the  conduit,  so  that  the  total 
breadth  at  the  brink  of  the  conduit  will  be  =  breadth  of  water- 
way +  from  8  to  12  feet,  and  the  masonry  of  the  conduit  should 
be  imbedded  in  puddle  or  in  hydraulic  concrete. 

The  best  form  for  a  covered  conduit  to  convey  a  constant  flow,  as 
for  the  supply  of  a  town,  is  cylindrical.  To  guard  it  against  frost  it 
should  be  completely  covered  with  earth  to  the  depth,  in  Britain,  of 
about  3  feet,  the  bank  being  faced  with  soda  When  it  forms  a 
tunnel,  or  is  placed  in  deep  cutting  and  covered  with  earth, 
its  strength  is  regulated  by  the  principles  of  Article  297  a, 
p.  433. 

One  of  the  largest  cylindrical  conduits  yet  executed  is  that  of 
the  Loch  Katrine  Water- Works,  8  feet  in  diameter. 

A  covered  conduit  should  be  provided,  like  a  tunnel,  with 
grated  ventilating  shafts,  which  will  also  serve  to  admit  men 
for  the  purpose  of  repairing  it. 

When  the  flow  varies  very  much,  as  in  sewers,  an  egg-shaped 
section  with  the  small  end  down  is  preferred. 

A  recent  invention  in  conduits  is  that  of  Mr.  Richardson,  in 
^hich  a  cylinder  of  sheet  iron  is  lined  with  brickwork  in  cement. 
It  is  suitable  for  making  large  conduits  possessing  great  strength 
and  stability  with  a  moderate  quantity  of  materials. 

475.  Ja«eti«M  of  Wator-chaanel*. — In  all  cases  in  which  a  pair 
of  water-channels  join  together  into  one,  their  centre  lines,  if 
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possible,  should  be  a  pair  of  curves,  or  a  curve  and  a  straight  line 
touching  each  other  at  the  junction;  or  should  an  angle  at  the 
junction  be  unavoidable,  that  angle  ought  to  be  as  acute  as 
possible.  This  principle  applies  also  to  the  divergence  of  a  branch 
from  a  main  channel,  and  to  pipes  as  well  as  to  free  channels. 

476.  A4«e4net  Bridge*  differ  from  viaducts  only  in  supporting  a 
water-conduit  instead  of  a  road  or  a  railway,  and  the  mechanical 
principles  of  their  construction  involve  nothing  that  has  not  been 
already  explained  in  the  Second  Part  of  this  treatise. 

The  water  conduit  or  trough  is  usually  of  the  same  material  with 
the  rest  of  the  structure.  For  example,  in  a  stone  aqueduct  the 
conduit  is  of  masonry,  imbedded  in  a  mass  either  of  puddle  or 
of  concrete,  resting  on  the  arch  and  contained  between  the  external 
spandril  walls. 

In  some  recent  examples  of  wrought  iron  aqueducts  introduced  by 
Mr.  Simpson,  the  water-channel  has  been  made  self-supporting  by 
constructing  it  as  a  plate  iron  tubular  girder  of  oval  section.  In 
this  case  the  interior  of  the  tube  should  be  smooth,  that  it  may  offer 
no  impediment  to  the  current  All  T-iron  stiffening-ribs,  <tcF 
should  project  outside  only. 

Pipe-aqueducts  will  be  mentioned  further  on. 

477  Water-pipe*. — The  diameters  of  water-pipes  are  fixed  with 
reference  to  the  vertical  declivity  and  the  intended  greatest  dis- 
charge, according  to  the  rules  explained  in  Article  450,  p.  684. 
The  materials  principally  used  in  making  pipes  for  the  conveyance 
of  large  quantities  of  water  are  earthenware  and  iron. 

I.  Earthenware  Pipes  are  of  various  qualities  as  to  texture,  from 
a  porous  material  like  that  of  red  bricks,  to  a  hard  and  compact 
material,  which  is  glazed  to  make  it  water-tight  They  are  made 
of  various  diameters,  from  2  inches  to  nearly  3  feet,  and  in  lengths 
of  from  1  foot  to  3  feet  The  harder  kinds  have  considerable  tenacity, 
and  are  capable  of  bearing  the  dead  pressure  of  a  high  column  of 
water;  but  they  are  so  easily  broken  by  sharp  blows  and  sudden 
shocks  that  it  is  not  advisable  to  expose  them  to  high  pressures  in 
situations  where  their  bursting  might  cause  damage  or  incon- 
venience. Hence  their  chief  use  is  as  small  covered  conduits  for 
purposes  of  drainage.  Their  joints  are  most  commonly  of  the 
spigot  and  faucet  form,  being  made  tight,  if  necessary,  with  cement, 
or  with  a  bituminous  mastic.  (Article  234,  p.  376.)  Another  form, 
very  useful  to  facilitate  laying  and  lifting  is  the  thimbk-joinL  The 
lengths  of  pipe  are  plain  hollow  cylinders,  and  the  thimble  is  a 
ring  embracing  and  loosely  fitting  the  adjoining  ends  of  a  pair  of 
lengths.  Sometimes  the  thimble  is  in  two  semicircular  halves; 
and  sometimes  each  pipe  has  on  one  end  a  half-faucet,  which  is  laid 
downwards;  the  end  of  the  adjoining  pipe  rests  in  the  half-faucet. 
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and  the  joint  is  completed  by  a  half-thimble  above.  Curved  and 
acute-angled  junction-pieces  are  made:  so  also  are  right-angled 
junction-pieces;  but  these  last  should  never  be  used. 

II  Cast  Iron  Pipes  should  be  made  of  a  soft  and  tough  quality  of 
cast  iron.  (See  Article  353,  p.  499.)  Great  attention  should  be  paid 
to  moulding  them  correctly,  so  that  the  thickness  may  be  exactly 
uniform  all  round.  Each  pipe  should  be  tested  for  air-bubbles  and 
flaws  by  ringing  it  with  a  hammer,  and  for  strength  by  exposing  it 
to  double  the  intended  greatest  working  pressure. 

Cast  iron  water-pipes  are  made  of  various  diameters  or  bores, 
from  2  inches  to  4  feet 

They  are  usually  moulded  and  cast  horizontally,  the  sand  core 
being  supported  by  a  strong  horizontal  bar  with  projecting  teeth; 
but  advantages  in  point  of  accuracy  and  soundness  are  possessed  by 
the  process  of  casting  them  vertically,  the  faucet  being  turned 
downwards,  and  the  plain  end  upwards.*  The  pipe  is  cast  with  an 
additional  length  at  the  upper  end,  which  acts  as  a  head  (Article 
354,  p.  503),  compressing  the  mass  below,  and  receiving  the  air- 
bubbles;  this  head  is  afterwards  cut  off 

The  rule  for  computing  the  thickness  of  a  pipe  to  resist  a  given 
working  pressure  (the  factor  of  safety  being  six)  has  already  been 
given  in  Article  150,  equation  2,  p.  228,  the  pressure  and  the 
tenacity  of  the  iron  being  expressed  in  lbs.  per  square  inch ;  but  as 
it  is  more  convenient  to  express  those  quantities  in  feet  of  water,  the 
following  rule  is  given : — 

thickness  __  greatest  working  pressure  in  feet  of  water     ..  . 
diameter""  12^000  '    *   ' 

There  are  limitations,  however,  arising  from  difficulties  in  cast- 
ing, and  from  the  fact  that  the  most  severe  strain  on  a  pipe  is  often 
produced  by  shocks  from  without,  which  cause  the  thickness  of  cast 
iron  pipes  to  be  often  made  considerably  greater  than  that  given 
by  the  above  rule.  The  following  empirical  rule  expresses  very 
accurately  the  limit  to  the  thinness  of  cast  iron  pipes,  in  ordinary 
practice: — 

The  thickness  of  a  cast  iron  pipe  is  never  to  be  less  than  a  mean 
proportional  between  its  internal  diameter  and  one-forty-eighth  of  an 
inch. 

It  is  very  seldom,  indeed,  that  a  less  thickness  than  3-8ths  of  an 
inch  is  used  for  any  pipe,  how  small  soever. 

Cast  iron  pipes  are  made  of  various  lengths;  but  the  most 
common  length  is  9  feet,  exclusive  of  the  faucet  or  socket  on 

•  Introduced  by  Mr.  D.  T.  Stewart 
3a 
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one  end  of  each  length,  for  receiving  the  plain  end  of  the  next 
length.  The  faucet  adds  from  one-twentieth  to  one-tenth  to  the 
weight  of  the  pipe.  The  joints  are  sometimes  run  up  with  melted 
lead,  sometimes  turned  so  that  the  plain  end  and  the  faucet  fit  exactly, 
and  made  water-tight  with  red  lead  paint  The  latter  is  the  easier 
and  quicker  process ;  but  the  former  admits  of  a  certain  amount  of 
yielding  to  expansion  and  contraction,  and  to  the  unequal  settle- 
ment of  the  ground,  which  is  an  advantage  in  point  of  safety. 

III.  The  best  preservative  for  cast  iron  pipes  against  corrosion  is 
a  coating  of  pitch,  applied  both  inside  and  out,  by  a  process  which 
makes  it  peuetrate  the  pores  of  the  iron  to  a  certain  extent,  and 
adhere  very  firmly.  This  coating  appears  to  diminish  sensibly  the 
friction  of  the  water. 

IV.  In  estimating  the  greatest  working  pressure  which  a  water- 
pipe  should  be  capable  of  resisting,  the  hydrostatic  pressure  due  to 
the  whole  depth  below  top-water  of  the  reservoir  whence  the 
supply  enters  tho  pipe,  and  not  the  mere  hydraulic  pressure  when 
the  water  is  in  motion  (Article  446,  p.  675),  should  be  taken  into 
account,  in  order  to  provide  for  the  contingency  of  the  flow  of  the 
water  being  checked  by  an  obstruction  in  the  pipe. 

V.  The  loss  of  head  during  the  most  rapid  discharge  should  be 
computed  for  a  series  of  points  in  the  course  of  an  intended  pipe  by 
the  principles  explained  in  the  First  Section  of  this  chapter,  so  as  to 
determine  the  line  of  virtual  declivity,  which  will  commence  at  a 
point  vertically  above  the  mouthpiece  of  the  pipe,  and  at  a  depth 
below  the  top-water  of  the  reservoir  equal  to  the  loss  of  head  due 
to  the  velocity  of  flow  in  the  pipe  and  the  friction  of  the  mouth- 
piece. The  object  of  determining  that  line  is  to  insure  that  in 
laying  out  the  levels  of  the  pipe  no  part  of  it  shall  be  made  to  rise 
above  the  line  of  virtual  declivity.  The  reason  for  this  rule  is,  that 
at  all  points  in  a  pipe  which  are  above  that  line,  the  pressure,  when 
the  water  is  flowing,  becomes  less  than  that  of  the  atmosphere  (a 
fact  commonly  described  by  saying  that  there  is  a  "partial  vacuum/* 
see  Article  443,  p.  673);  in  consequence  of  which  the  air,  which  all 
water  contains  in  a  diffused  state,  escapes  from  the  water  in 
bubbles,  and  eventually  accumulates  in  the  highest  part  of  the  pipe 
so  as  to  obstruct  the  flow  of  the  water. 

A  pipe  thus  rising  above  the  line  of  virtual  declivity  is  called  a 
siphon,  and  is  incapable  of  continuously  conveying  water  unless  the 
air  be  from  time  to  time  exhausted  from  the  summit  of  the  pipe. 

Air  collects  to  a  certain  extent  at  the  summits  of  an  undulating 
pipe  even  when  they  are  below  the  line  of  virtual  declivity ;  but  as 
it  exerts  a  pressure  greater  than  that  of  the  atmosphere,  it  is  easily 
expelled.  A  small  cylindrical  receiver,  called  an  air-lock,  is 
placed  above  the  pipe  at  each  such  summit,  to  collect  the  air, 
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which  is  from  time  to  time  discharged  through  a  valve.  That  valve 
may  either  he  opened  by  hand  occasionally,  or  it  may  he  loaded 
with  a  weight  equivalent  to  the  hydraulic  pressure,  and  made  self- 
acting. 

VI.  At  the  lowest  points  in  an  undulating  line  of  water-pipe 
sediment  collects,  and  is  to  be  discharged  from  time  to  time  through 
a  cleansing  or  scouring  cock  or  valve. 

VII.  As  to  slide-halves,  double-beat-valves,  and  other  valves  and 
cocks  used  in  connection  with  water-pipes,  see  A  Manual  of  Prime 
Movers,  Article  116,  p.  120,  and  Articles  119  to  123,  pp.  123  to 
126. 

VIIL  Slteet  Iron  Water-Pipes  lined  with  pitch  have  lately  been 
used  in  France. 

478.  Pipe-Track— Pipe-A«ae4acts. — Care  should  be  taken  to  bed 
water-pipes  on  a  firm  foundation,  and  to  cover  them  to  a  sufficient 
depth  to  prevent  the  action  of  frost ;  that  is,  in  Britain,  about  2  or 
3  feet. 

When  a  water-pipe  crosses  a  valley,  or  a  river-channel,  or  a  line 
of  communication,  it  may  sometimes  be  advisable  to  carry  it  above 
ground  by  means  of  an  aqueduct.  This  may  be  a  bridge  of  any 
convenient  construction,  or  it  may  consist  simply  of  the  pipe  itself 
lying  on  a  series  of  piere,  and  cased  or  lined  with  wood,  or  other 
non-conducting  material,  for  protection  against  heat  and  cold.  For  a 
pipe-aqueduct  of  wide  span,  the  pipe  itself  may  be  made  to  form  a 
catenarian  arch.* 

The  total  thrust  at  the  springing  of  the  arch  under  an  uniform 
load  is  to  be  computed  in  the  usual  way,  being, 

load  per  foot  of  span  X  radius  of  curvature  at  crown  in  feet  X 
secant  of  inclination  at  springing; 

from  which  has  to  be  deducted  the  thrust  borne  by  the  water,  viz., 

pressure  of  water  X  sectional  area  of  pipe; 

and  the  remainder  only  of  the  thrust  has  to  be  borne  by  the  iron  of 
the  pipe.     In  fact,  the  arch  of  water  bears  a  part  of  the  load 

If  the  arched  pipes  be  made  to  carry  a  roadway,  the  whole  of  the 
stress  produced  by  a  partial  or  travelling  load  will  fall  on  them ; 
and  their  strength  is  to  be  computed  by  the  formulae  of  Article 
180,  Problems  IV.  and  V.,  pp.  303  to  308,  as  explained  in  treating 
of  cast  iron  arched  ribs,  Article  374,  Case  I.,  p.  539. 

The  wooden  lining  referred  to  as  a  protection  against   frost 

•  Of  this  there  is  an  example  on  the  Washington  Water- Works,  designed  by 
Colonel  Meigs  of  the  United  States'  Engineers.  The  arch  is  of  200  feet  span, 
and  consists  of  two  parallel  cast  iron  pipes  of  4  feet  diameter,  lined  with  wooden 
staves. 
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consists  of  oaken  staves  about  3  inches  thick,  packed  in  a  cylindrical 
form  round  the  interior  of  each  pipe.  It  is  likely  to  prove  more 
lasting  than  an  outside  casing,  because  it  is  constantly  wet,  instead 
of  being  alternately  wet  and  dry. 


Section  V. — Of  Systems  of  Drainage. 

479.  CtaMnl  Principle*  mm  f  LaaJ  Dralaage. — The  engineer  who 
examines  a  district  with  a  view  to  the  improvement  of  its  drainage 
requires  the  information  respecting  the  features,  extent,  and  levels 
of  the  district,  its  rain-fall,  and  the  course,  dimensions,  levek,  and 
discharge  of  its  streams,  which  have  already  been  specified  in 
Articles  456,  457,  and  458,  pp.  692  to  699,  and  in  Article  467,  p. 
707.  In  some  cases  it  is  necessary  to  attend  to  the  question, 
whether  the  water  to  be  carried  off  by  the  system  of  drainage  comes 
merely  from  the  apparent  gathering-ground  bounded  by  the  ridges 
that  surround  the  district,  or  whether  some  of  it  is  brought  to  the 
district  through  porous  strata,  which  have  their  gathering-ground 
wholly  or  partly  beyond  such  ridges. 

In  order  that  a  district  may  be  in  a  perfect  state  as  to  drainage, 
the  water-level  in  the  branch  drains,  which  directly  receive  the 
discharge  of  the  field  drains,  should  be  at  least  about  3  feet  below 
the  level  of  the  ground  at  all  times.  When  it  rises  above  that 
level  the  ground  becomes  awash  or  flooded,  according  as  the  water- 
level  is  below  or  above  its  surface. 

Each  water-channel  must  have  sufficient  area  and  declivity,  when 
at  its  fullest  flow,  to  discharge  all  the  water  that  it  receives  as  fast 
as  such  water  flows  in,  without  its  water-level  rising  so  high  as  to 
obstruct  the  flow  of  the  branches  it  receives,  or  to  lay  land  awash. 

Should  it  be  impossible  absolutely  to  fulfil  these  conditions, 
means  are  to  be  taken  to  make  the  deviation  from  them  as  small  in 
extent  and  as  short  in  duration  as  possible. 

480.  Qaestloas  as  f  f  atprarement  of  Dralaage* — Should  the  drain- 
age of  a  district  be  found  defective,  the  engineer  will  in  general 
have  to  consider  questions  of  the  following  kind,  as  to  the  causes  of 
such  defective  condition,  and  the  means  of  improving  it : — 

I.  Whether,  and  to  what  extent,  it  is  practicable  to  diminish 
or  prevent  floods  by  the  construction  of  store  reservoirs. 

II.  Whether  the  channels  of  the  streams  contain  removable 
obstructions  such  as  shelves  of  rock  or  other  shallows,  narrow  places, 
islands,  ill-designed  weirs  and  bridges,  &&,  and  how  such  obstruc- 
tions are  to  be  removed.  This  may  involve  questions  as  to  rebuild* 
ing  weirs  and  bridges  according  to  improved  designs. 

III.  Whether  the  channels  are   defective    and  liable    to   be 
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obstructed  through  the  instability  of  their  beds,  and  how  such 
instability  ia  to  be  prevented. 

IY.  In  the  case  of  a  smaller  stream  having  too  little  declivity, 
which  falls  into  a  larger  stream,  whether  that  declivity  can  be 
increased  by  diverting  the  course  of  the  smaller  stream  so  as  to 
remove  its  outfall  to  a  lower  part  of  the  larger  stream. 

V.  Whether  the  course  of  a  stream,  being  too  circuitous,  can  be 
improved  by  a  diversion;  and  whether,  in  the  event  of  improve- 
ments being  required  in  the  channel  of  a  stream,  it  is  best  to 
execute  them  in  the  existing  channel,  or  to  make  a  new  channel, 
independently  of  the  question  of  circuitousness. 

All  the  preceding  questions  relate  to  matters  which  have  already 
been  treated  of  in  Sections  III.  and  IY.  of  this  chapter,  but  the 
following  involve  subjects  which  will  be  treated  of  in  the  ensuing 
articles : — 

YI.  Whether  the  branch  drains  are  of  sufficient  discharging 
capacity. 

YII.  To  what  extent  the  water-channels  are  capable  of  acting 
as  temporary  reservoirs  for  moderating  the  rapidity  with  which 
flood-waters  descend  from  them  into  lower  and  larger  channels. 

VIIL  To  what  extent  the  lands  adjoining  a  river  which  are 
liable  to  inundation  act  in  the  capacity  of  a  reservoir,  and  what 
will  be  the  effect  upon  the  part  of  the  river  below  them  of  prevent- 
ing or  diminishing  such  action. 

IX.  Whether  the  drainage  can  be  sufficiently  improved  by  im- 
provements on  the  water-channels  alone,  or  whether,  on  the  other 
hand,  it  is  advisable  to  use  embankments  for  the  confinement  of 
floods  within  certain  limits. 

481.  IMaeaarglag  Capacity  of  Branch  Dralaa. — If  the  rain-fall 
found  its  way  at  once  from  the  surface  of  the  ground  to  the  drains, 
each  of  these  would  require  to  have  dimensions  and  declivity  suffi- 
cient to  discharge  the  most  rapid  fall  of  rain  known  to  take  place 
for  any  time  how  short  soever.  The  following  data  as  to  the  most 
rapid  rain-fall  in  Britain  are  given  on  the  authority  of  Mr.  Phillips; 
they  illustrate  how  the  greatest  rate  of  rain-fall  diminishes  accord- 
ing as  the  period  for  which  it  is  reckoned  is  increased : — 

Total  depth  of  Kate  of 

Period.  Rain-fall.  Rain-fall. 

Inchos.  Inches  per  Hour. 

One  hour,  i       i*o 

Four  hours,  2       0-5 

Twenty-four  hours, 5       o  -a  nearly. 

The  soil,  however,  acts  as  a  sort  of  reservoir  to  an  extent  depend- 
ing on  its  texture;  it  keeps  from  the  drains  altogether  a  portion  of 
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the  rain-fall,  which  passes  off  by  evaporation,  or  is  absorbed  by 
plants,  as  stated  in  Article  456,  p.  692;  and  it  discharges  the 
remainder  into  the  drains  more  or  less  gradually.  The  branch 
drains  in  country  drainage  should  be  made  capable  of  discharging 
at  an  uniform  rate  the  greatest  available  rain-fall  known  to  take 
place  in  a  period  whose  length  is  greater  according  as  the  soil  is 
more  retentive.  It  is  probable  that  in  most  cases  of  cultivated  land 
twenty-four  hours  will  be  found  a  sufficiently  short  period :  that  is, 
each  drain  which  directly  receives  water  from  the  fields  should  be 
capable  of  discharging,  in  twenty-four  hours,  the  greatest  available 
rain-fall  of  twenty-four  hours;  for  steep  and  rocky  ground  the 
period  must  be  shortened,  in  sonie  cases,  it  is  probable,  to  four 
hours;  but  the  best  method  in  each  case  is  to  ascertain  the  period  by 
an  experimental  comparison  of  the  rain-fall  with  the  discharge  of 
drains. 

482.  Actios  of  Channels  and  Flooded  Lands  aa  Beawvoira.— The 
volume  of  the  space  contained  between  the  ordinary  water  surface 
of  a  given  portion  of  a  stream  and  the  flood- water  surface,  whether 
such  space  be  wholly  contained  between  the  banks  of  that  portion 
of  the  stream,  or  partly  between  such  banks  and  partly  over 
adjoining  lands  liable  to  inundation,  constitutes  a  reservoir  for 
retaining  the  excess  of  the  total  supply  of  water  during  a  period  of 

flood  rainfall  from  tlie  district  drained  by  tJuit  portion  of  the 
streamy  above  the  greatest  quantity  tfiat  the  stream  is  capable  of  dis- 
charging in  the  same  period,  until  the  flood  rain-fall  is  over,  when 
that  excess  flows  away  by  degrees.  The  existence  of  that  reservoir- 
room  thus  renders  sufficient  a  water-channel  of  less  discharging 
capacity  than  would  otherwise  be  necessary ;  and  if  such  reservoir- 
room  is  diminished,  either  by  improving  the  channel  so  as  to  lower 
the  flood -water  surface,  or  by  contracting  the  space  by  means  of 
embankments,  care  should  be  taken  that  the  discharging  capacity 
of  the  channel  below  the  district  in  question  is  increased  to  a  cor- 
responding extent,  otherwise  the  effect  of  diminishing  the  extent  of 
floods  in  that  district  may  be  to  increase  it  in  some  district  further 
down  the  river.  This  is  one  of  the  reasons  for  the  rule  already 
stated  in  Article  470,  p.  712,  that  works  of  river  improvement 
should  proceed  from  below  upwards. 

483.  River  Embankment*. — When  the  land  adjoining  a  stream 
cannot  be  sufficiently  guarded  from  inundation  by  improvements  in 
the  channel,  embankments  may  be  erected.  In  determining  the 
course  and  site  of  such  embankments  regard  must  be  had  to  the 
principle  stated  in  the  last  article — of  leaving  sufficient  reservoir- 
room  between  them  for  flood-water.  In  some  cases  there  may  be 
sufficient  room  even  when  the  embankments  are  erected  close  to 
the  natural  banks  of  the  channel;  but  in  general  it  is  advisable  to 
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leave  a  wider  space;  and  when  the  river  follows  a  serpentine  coarse 
sufficient  reservoir-room  may  in  many  cases  be  provided  by  carrying 
the  embankments  along  the  general  course  of  the  valley,  so  as  to 
enclose  the  windings  of  the  stream  without  following  them,  and 
thus  to  form  not  only  a  reservoir,  but  a  wide  and  direct  channel  for 
the  discharge  of  floods. 

The  tributary  streams  which  flow  into  the  main  streams  will  in 
general  require  branch  embankments.  Where  a  main  embank- 
ment extends  for  a  long  distance  uninterrupted  by  a  tributary 
stream,  the  land  protected  by  it  is  often  divided  into  portions  by 
means  of  branch  embankments,  called  "land  arms"  diverging  from 
the  main  embankment,  the  object  of  which  is,  that,  in  the  event 
of  a  breach  being  made  in  the  main  embankment,  the  inundation 
may  be  confined  to  a  limited  extent  of  ground.  These  "  land  arms" 
generally  run  along  the  boundaries  of  separate  holdings. 

Behind  and  parallel  to  each  main  embankment  there  runs  a  "  back 
drain"  the  material  dug  from  which,  if  suitable,  may  be  used  in 
making  the  embankment.  The  use  of  this  back  drain  is  to  act  not 
only  as  a  channel  for  the  drainage  of  the  land  protected  by  the 
embankment,  but  as  a  reservoir  to  collect  that  drainage  when  the 
river  is  in  a  state  of  flood,  and  its  dimensions  are  to  be  regulated 
accordingly.  The  waters  of  the  back  drain  are  discharged  into  the 
river  (when  its  surface  is  low  enough)  through  a  series  of  pipes  tra- 
versing the  embankment,  and  having  flap-valves  opening  outwards  to 
prevent  the  return  of  water  from  the  river.  These  valves  are  made 
sometimes  of  iron,  sometimes  of  wood;  one  of  the  most  efficient 
consists  of  an  iron  grating  or  perforated  plate,  covered  with  a  flap 
of  vulcanized  indian-rubber.  As  to  the  computation  of  the  time 
required  to  discharge  a  given  accumulation  of  water  from  the  back 
drain  through  a  given  outlet,  see  Article  455,  p.  691. 

The  embankments  are  to  be  made  of  clay  rammed  in  layers  one 
foot  deep,  or  thereabouts.  When  of  moderate  height,  and  not 
exposed  to  great  pressure,  they  may  have  slopes  of  1 J  to  1  or  2  to 
1.  When  they  are  liable  to  be  acted  upon  by  a  strong  current  they 
should  be  pitched  with  stone,  or  otherwise  defended  like  river- 
banks  (Article  469,  p.  710) :  elsewhere  they  should  be  covered  with 
sods,  and  no  trees,  shrubs,  or  hedges  should  be  suffered  to  grow 
upon  them. 

484.  Tidal  Drmiaoge  is  the  drainage  of  lands  which  are  above  the 
low-water-mark  of  ordinary  tides,  and  either  below  high-water- 
mark, or  so  near  that  level  that  their  drainage  waters  can  only  be 
discharged  in  certain  states  of  the  tide.  Such  lands  are  defended 
against  inundation  by  the  sea  by  means  of  embankments,  which  will 
be  treated  of  further  on. 

The  best  mode  of  draining  a  district  of  this  sort  is  by  means  of  a 
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canal  extending  completely  through  it,  which  acta  alternately  as  a 
reservoir  and  as  a  channel  The  top-water-level  of  the  canal  is  to  he 
fixed  so  as  to  give  sufficient  declivity  to  the  branch  drains.  Its  low- 
water-level  will  be  above  that  of  low-water  of  neap  tides  to  the 
extent  of  l-15th  part  of  the  rise  of  such  tides.  The  space  con- 
tained in  the  canal  between  those  levels  is  the  reservoir-room;  and 
inasmuch  as  the  length  and  depth  of  that  space  are  fixed,  the  breadth 
midway  between  those  levels  is  to  be  made  sufficient  to  give  reser- 
voir-room for  the  greatest  quantity  of  drainage  water  that  ever 
collects  during  one  tide.  The  depth  of  the  canal  must  be  made  at 
least  sufficient  to  enable  the  whole  of  that  quantity  of  water  to  be 
discharged  in  the  interval  between  1  hour  before  and  1  hour  after 
low-water,  the  mean  velocity  of  outflow  being  assumed  to  be  about 
equal  to  that  due  to  a  declivity  of  the  height  between  high  and 
low-water-levels  in  the  whole  length  of  the  canal,  and  to  its 
hydraulic  mean  depth  when  full  up  to  its  middle  water-leveL  The 
outer  end  of  the  canal  is  to  have  large  floodgates  capable  of 
throwing  its  whole  width  and  depth  open  at  once. 

For  an  example  of  drainage  on  these  principles,  see  the  Account 
of  the  Great  Bedford  Level 

485.  DraiMje  hy  Pn«pflH§;  is  extensively  employed  in  lands 
below  high-water-mark,  especially  in  Holland.  In. former  times 
windmills  were  chiefly  used  for  this  purpose,  but  now  they  are  to  a 
great  extent  replaced  by  steam  engines.  The  most  economical 
mode  of  conducting  drainage  in  this  manner  is  to  provide  reservoir- 
room  for  the  greatest  floods,  and  pump  constantly  at  an  uniform 
rate.  To  provide  for  the  repair  of  engines,  and  for  accidental 
stoppages,  engines  are  to  be  kept  in  reserve,  of  power  equal  to 
from  one-half  to  the  whole  of  the  power  of  those  that  are  kept  at 
work. 

486.  Towi  Dnteage. — Plans  for  systems  of  town  drainage 
require  to  be  on  a  larger  scale,  and  to  have  closer  contour-lines, 
than  those  of  any  other  description  of  work.  (See  Article  59,  p. 
96.)  The  discharge  to  be  provided  for  is  the  natural  drainage  of 
the  basin  which  the  town  occupies,  added  to  the  water  supply 
artificially  brought  into  the  town. 

Inasmuch  as  the  rain-fall  in  towns  finds  its  way  into  the  sewers 
almost  instantly,  their  dimensions  and  declivity  must  be  suited  to 
the  heaviest  rain -fall  in  a  short  period.  Authorities  differ  whether 
that  rain-fall  is  to  be  estimated  at  one  inch  or  at  hcUf-om-inch  in 
depth  per  hour. 

The  treatment  and  disposal  of  the  drainage  of  towns,  after  it  has 
been  collected  by  means  of  a  system  of  sewers,  involves  chemical 
and  physiological  questions  into  which  it  is  impossible  to  enter  in 
this  treatise. 
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487.  Sew«n,  or  main  drains  of  towns,  are  underground  arched 
brick  conduits,  designed,  laid  out,  and  constructed  according  to  the 
principles  already  explained  or  referred  to  in  Articles  474,  475, 
pp.  718  to  720.  As  to  their  strength,  see  Article  297  a,  p.  433. 
The  cross-section  preferred  for  them  in  Britain  is  an  oval,  with  the 
small  end  downwards.  In  order  that  men  may  be  able  to  enter 
them  for  purposes  of  cleansing  and  repair,  no  sewer  should  have  a 
less  breadth  than  2  feet. 

The  velocity  of  the  current  should  be  not  less  than  1  foot  per 
second,  or  more  than  about  4}  feet  per  second. 

As  to  the  drainage  of  streets  into  the  sewers,  see  Article  417,  p. 
626.  Owing  to  the  quantity  of  mud  that  is  swept  into  sewers, 
they  are  peculiarly  liable  to  be  obstructed  by  collections  of  sedi- 
ment :  these  are  swept  away  by  an  operation  called  flushing  or 
flashing,  which  consists  in  placing  a  temporary  dam  of  timber 
above  the  spot  where  the  deposit  is,  so  as  to  collect  a  quantity  of 
water,  which  is  allowed  suddenly  to  escape  with  great  speed  in 
order  to  scour  away  the  deposit. 

As  the  pipes  leading  into  the  sewers  from  the  channels  of  the 
streets,  and  also  those  from  the  houses,  either  are  or  ought  to  be 
"  trapped"  by  means  of  valves  or  inverted  siphons,  so  as  to  prevent 
the  escape  of  foul  gas  from  the  sewers,  such  gas  must  have  openings 
provided  for  its  escape,  either  by  building  chimneys  for  the  purpose, 
or  by  connecting  the  sewer  with  existing  chimneys.  Passages  for 
the  admission  of  fresh  air  to  the  sewers  are  also  required,  and  sub- 
terranean entrances  with  trap-doors  to  give  men  access  to  them. 
As  to  the  use  of  "  side-trenches"  and  " subways,'*  see  Article  421, 
pp.  629,  630. 

488.  Ptpe»l>mtaa. — The  earthenware  pipes  used  for  drainage  have 
already  been  described  in  Article  477,  p. 7 20.  In  town  drainage 
they  are  chiefly  used  for  the  branch  drains  leading  from  houses 
and  from  the  adjoining  ground  into  the  main  sewers;  and  they 
usually  range  from  4  inches  to  18  inches  in  diameter,  according  to 
the  quantity  which  they  are  to  discharge.  It  is  not  advisable  in 
any  case  to  use  drain-pipes  of  less  than  4  inches  in  diameter.  They 
should  all  be  laid,  as  far  as  possible,  at  such  declivities  as  to  insure 
a  velocity  of  flow  of  4£  feet  per  second,  in  order  that  the  formation 
of  deposit  may  be  impossible;  and  when  their  proper  levels  and 
declivities  have  been  determined  by  calculation,  great  care  should 
be  bestowed  on  seeing  that  they  are  accurately  laid  at  those  levels 
and  declivities :  the  smaller  the  diameter  of  the  pipe,  the  worse  is 
the  effect  of  any  inaccuracy  in  this  respect.  Obstructions  are 
most  likely  to  occur  at  the  junctions.  The  importance  of  making 
these  either  curved  or  acute-angled  has  already  been  mentioned; 
but  even  at  curved  or  acute-angled  junctions  deposits  may  some- 
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times  take  place,  and  a  good  safeguard  against  this,  when  the 
levels  are  such  as  to  render  it  practicable,  is  to  make  the  junction 
in  a  vertical  or  transversely  inclined,  instead  of  a  nearly  horizontal 
plane. 

The  inverted  siphon  air-trap,  for  preventing  the  entrance  of  fool 
gas  from  a  sewer  into  a  building  through  a  drain-pipe,  is  an 
U-shaped  tube,  in  the  lower  part  of  the  bend  of  which  water 
lodges,  so  as  to  prevent  the  passage  of  gas.  To  insure  the  efficiency 
of  this  trap,  it  is  essential  that  the  sewer  should  have  chimneys  for 
the  escape  of  gas;  otherwise  the  pressure  may  become  sufficient  to 
enable  the  gas  to  force  its  way  past  the  water  in  the  tube. 


Section  VL— Of  Systems  of  Water  Supply. 

489.  irrlgmtiM. — It  appears  that  the  supply  of  water  required 
for  the  irrigation  of  a  district  ranges  from  *013  to  -008  of  a  cubic 
foot  of  water  per  second  for  each  acre  irrigated ;  and  this  is  the 
demand  to  be  provided  for  by  reservoirs,  or  by  the  use  of  weirs  to 
divert  water  from  rivers.  (Article  460,  p.  699;  Article  472, 
p.  713.)  The  channels  by  which  the  water  is  distributed  are  to 
be  carried  at  the  highest  levels  compatible  with  the  minimum 
Velocity  of  1  foot  per  second,  in  order  that  as  great  an  area  of  land 
as  possible  may  be  commanded  by  them.  Their  dimensions  and 
declivity  are  to  be  determined  by  the  principles  of  Article  451, 
p.  686,  and  they  are  to  be  constructed  according  to  the  principles 
of  Section  IV.  of  this  chapter,  especially  Article  474,  p.  718. 
When  they  run  between  earthen  embankments,  as  is  often  the 
case,  each  embankment  should  have  a  vertical  puddle  wall  in  its 
centre,  from  2  to  3  feet  thick,  and  the  tops  of  the  embankments 
should  not  be  less  than  4  feet  wide. 

The  method  of  delivering  specified  supplies  of  water  from  an 
irrigation  canal  to  holders  of  land  is  the  following : — A  small  tank 
at  one  side  of  the  canal  is  supplied  through  a  sluice,  and  the  water 
in  it  is  kept  at  a  constant  level  by  regulating  the  opening  of  that 
sluice.  The  water  is  delivered  out  of  the  tank  through  a  square  or 
round  orifice  of  constant  size  under  a  constant  head.  Different 
quantities  of  water  are  delivered  by  varying  the  number  of  the 
orifices,  and  not  their  dimensions  nor  the  head  which  causes  their 
discharge. 

490.  Water  Svpplr  mt  Turn  —  Eattmati mm  •€  Dcauwd  mm  t* 
Quantity. — The  supply  of  water  to  towns  ranges  in  extreme  cases 
front  about  2  gallons  to  600  gallons  per  inhabitant  per  day.  (Gor- 
don On  Civil  Engineering.)  In  town  water-works  executed  with  a 
due  regard  to  sufficiency  of  supply  on  the  one  hand  and  economy  of 
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cost  on  the  other,  and  with  a  moderate  amount  of  waste,  the 
following  may  be  regarded  as  fair  estimates  of  the  real  daily 
demand  for  water  per  inhabitant  amongst  inhabitants  of  different 
habits  as  to  the  quantity  of  water  they  consume : — 

Gallons  per  Day. 
Least.  Average.  Greatest 

Used  for  domestic  purposes, 7         10         15 

Washing  streets,  extinguishing  fires,  sup- ) 
plying  fountains,  <kc, J 


3  3  3 


Allowance  for  trade  purposes  and  for  waste,       7  7  7 

Total  demand  in  non-manufacturing  towns,     17         20         25 
Additional    demand    in   manufacturing ) 

to™,  say ..}      ™        H        Z 

Total  demand  in  manufacturing  towns, 27         30        35 

A  liberal  supply  of  water  has  a  tendency  to  increase  its  use,  and 
at  the  same  time  to  bring  the  daily  consumption  per  head  amongst 
different  classes  of  persons  more  nearly  to  an  equality ;  so  that,  with 
a  view  to  such  improvement  in  the  habits  of  the  population,  it  is 
advisable  in  projecting  new  water-works  to  take  the  highest  of  the 
preceding  estimates  of  the  demand;  that  is  to  say,  from  25  to  35 
gallons  per  head  per  day,  according  as  the  town  requires  less  or 
more  water  for  use  in  manufactures. 

The  quantity  of  water  run  to  waste,  however,  frequently  exceeds 
enormously  that  allowed  for  in  the  preceding  estimate,  through  ill- 
constructed  fittings  and  carelessness.  It  has  been  proved,  for 
example,  that  in  some  parts  of  London,  where  only  7  gallons 
of  water  per  head  per  day  were  actually  used,  18  gallons  ran 
to  waste.  The  most  effectual  means  of  preventing  such  waste  are, 
the  establishment  of  a  regulation  or  enactment,  that  domestic 
water-fittings  shall  be  executed  to  the  satisfaction  of  the  engineer 
or  manager  of  the  water- works;  the  carrying  out,  as  far  as  practi- 
cable, of  the  system  of  selling  water  by  measure  to  those  who  require 
it  for  other  than  ordinary  domestic  purposes  (as  to  water  meters, 
see  Article  459,  p.  699);  and  the  prevention  of  excessive  pressure 
in  the  service-pipes  from  which  houses  are  directly  supplied. 

The  preceding  statements  have  reference  to  the  daily  demand. 
Regard  must  also  be  had  to  the  hourly  demand,  which  fluctuates 
very  much  at  different  times  of  the  day,  chiefly  because  the  in- 
habitants draw  nearly  the  whole  of  their  supply  for  domestic 
purposes  during  a  limited  number  of  hours.  It  is  estimated  that 
the  most  rapid  draught  for  domestic  purposes  is  at  such  a  rate  that, 
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if  kept  up  continuously,  it  would  exhaust  the  whole  daily  supply  for 
these  purposes  in  8  hours;  that  is  to  say,  the  maximum  hourly 
demand  for  domestic  purposes  is  three  times  the  average  hourly 
demand. 

The  effect  of  this  on  the  greatest  hourly  demand  for  all  purposes 
is  to  make  it  in  different  cases  range  from  1*8  to  2*2  times  the 
average  hourly  demand. 

491.  EstimaiteB  of  DcbiamI  m  «•  Head. — It  is  considered  that 
the  head  of  pressure  in  each  of  the  street  mains  ought,  when  the 
flow  is  most  rapid,  to  be  equivalent  to  an  elevation  of  about  20  feet 
above  the  tops  of  the  adjoining  houses,  in  order  that  their  upper- 
most stories  may  be  directly  supplied,  and  that  it  may  be  possible 
to  throw  a  jet  to  the  top  of  the  highest  building  without  the  aid  of 
a  fire-engine. 

'The  required  virtual  head  in  various  districts  of  the  town  being 
fixed,  the  virtual  declivity  from  the  source  to  each  of  those  districts  is 
to  be  made  as  nearly  uniform  as  circumstances  will  permit,  if  pipes 
are  used  throughout  Should  a  conduit  be  used  for  part  of  the 
distance,  and  pipes  for  the  remainder,  the  pipes  should  have  the 
steeper  virtual  declivity,  and  consequently  the  greater  share  of  the 
total  virtual  fall  in  proportion  to  their  length,  in  order  that  they 
may  be  smaller  than  the  conduit;  because  their  cost  is  greater  in 
proportion  to  their  size  than  that  of  the  conduit  No  precise  rule 
can  be  laid  down  for  this  distribution  of  fall  between  pipes  and 
conduit;  but  in  some  good  examples  the  virtual  declivity  of  the 
pipes  has  been  made  eight  times  as  steep  as  the  actual  declivity  of 
the  conduit  As  to  the  discharging  capacity  and  construction  of 
conduits  and  pipes,  see  Articles  450,  451,  pp.  684  to  688,  and 
Articles  474  to  478,  pp.  718  to  724. 

In  a  town  of  irregular  levels,  or  of  great  extent,  the  same  virtual 
declivity  which  is  required  in  order  to  give  sufficient  head  of 
pressure  in  the  higher  parts  of  the  town,  or  in  those  more  distant 
from  the  source,  may  give  excessive  pressure  in  the  lower  or  nearer 
parts.  In  such  cases  the  excessive  pressure  in  the  branch  mains 
and  distributing  pipes  of  the  latter  districts  may  be  moderated  by 
any  convenient  means  of  causing  loss  of  head  at  their  inlets,  such 
as  passing  the  water  through  small  orifices,  or  loaded  valves ;  the 
latter  being  the  more  accurate  method  in  its  working. 

492.  CoMpeMatioB  Water  is  the  supply  of  water  which  is  secured 
to  the  owners  and  occupiers  of  land  and  mills,  and  other  parties 
interested  in  the  sources  from  which  water  is  diverted  to  supply  a 
town,  in  order  that  they  may  not  suffer  damage  by  such  diversion. 
It  must  be  at  least  equal  to  the  supply  which  was  beneficially 
available  for  their  use  before  the  execution  of  the  water- works,  or 
else  they  must  receive  compensation  in  money  for  the  deficiency. 


COMPENSATION  WATEB— BTORAGE-WORKS.  733 

The  only  means  of  enabling  a  source  of  water  to  supply  a  town, 
besides  providing  the  landholders  with  compensation  water,  accord- 
ing to  the  preceding  principle,  is  to  store  in  reservoirs  and  discharge 
by  degrees  the  flood-waters  which  previously  ran  to  waste.  (See 
Section  IUL  of  this  chapter,  p.  699.) 

In  providing  the  daily  supply  of  compensation  water  to  which 
the  landholders  on  the  course  of  a  stream  are  entitled,  different  prin- 
ciples have  been  followed  in  different  cases.  The  following  are 
three  of  them : — 

I.  To  secure  them  the  average  summer  discharge,  exclusive  of 
floods,  as  ascertained  by  gauging.  (As  to  the  distinction  between 
flood  discharges  and  ordinary  discharges,  see  Article  458,  p.  698). 

II.  To  give  them  a  proportion  fixed  by  agreement  (usually  one- 
third,  or  thereabouts)  of  the  whole  water  impounded. 

In  some  cases  a  special  arrangement  has  been  come  to,  by  which 
the  landholders,  on  condition  of  a  certain  supply  being  delivered 
down  the  stream  during  the  day,  have  agreed  to  a  less  supply 
being  delivered  during  the  night. 

IIL  To  make  a  special  compensation  reservoir,  receiving  the 
discharge  from  a  certain  proportion  of  the  gathering-ground,  and 
to  hand  it  over  to  the  landholders,  to  be  managed  under  their  own 
control. 

The  usual  method  adopted  in  delivering  a  fixed  daily  quantity 
of  water  into  the  natural  channel  of  a  stream  is  to  construct  a 
tank  in  which  the  water  is  kept  at  a  fixed  level  by  means  of  the 
sluice  or  sluices  through  which  it  is  supplied,  and  let  the  water 
flow  out  of  that  tank  through  an  outlet  or  outlets  of  a  fixed  area 
and  figure,  under  a  fixed  head. 

49  3.  Storage- Werks-consist  of  reservoirs  with  their  appurtenances, 
as  described  in  Section  III.  of  this  chapter.  In  estimating  the 
extent  of  gathering-ground  and  capacity  of  the  reservoirs  required, 
regard  must  be  had  to  the  demand  of  water  for  compensation 
(Article  492),  as  well  as  for  the  supply  of  the  town. 

In  most  cases  in  which  a  town  is  supplied  from  works  of  this 
class,  the  best  economy  consists  in  choosing  the  sites  of  the  store 
reservoirs,  and  designing  the  conduits  and  principal  main  pipes,  so 
as  to  supply  every  part  of  the  town  by  means  of  the  gravitation  of 
the  water  alone.  But  exceptional  cases  sometimes  occur,  in  which 
a  great  saving  may  be  effected  in  capital  outlay,  and  especially  in 
the  cost  of  conduits  and  pipes,  by  incurring  a  comparatively  small 
additional  annual  expenditure  in  order  to  supply  some  limited  dis- 
trict that  is  highly  elevated  above  the  rest  of  the  town  by  means  of 
a  pumping  steam  engine,  instead  of  giving  the  conduits  and  prin- 
cipal main  pipes  the  dimensions  required  in  order  to  supply  that 
limited  district  by  gravitation. 
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494.  Bpriapi  in  many  cases  are  so  variable  in  their  discharge 
that  they  can  only  be  classed  amongst  the  sources  whose  waters 
require  to  be  stored  in  a  reservoir.  But  occasionally  springs  are 
met  with  which  are  the  outlets  of  extensive  porous  strata,  forming 
underground  natural  reservoirs  that  maintain  a  nearly  uniform  dis- 
charge independently  of  artificial  storage.  (See  Article  456,  p.  696.) 
When  the  waters  of  such  springs  are  diverted  from  the  streams  into 
which  they  naturally  flow  in  order  to  supply  a  town,  the  ordinary 
summer  flow  of  those  streams  must  be  maintained  at  its  original 
volume  by  the  aid  of  the  flood-waters  of  a  gathering-ground,  stored 
in  a  reservoir. 

495.  Rirer*W«ifc»— Pa«i»tng. — A  large  river  may  be  used  for  the 
supply  of  a  town,  independently  of  storage-works,  provided  the 
volume  of  water  brought  down  by  it  is  at  all  times  so  great,  that 
the  temporary  abstraction  of  a  volume  sufficient  to  supply  the 
town  will  cause  no  injury  to  its  navigation,  or  the  interests  of  the 
inhabitants  of  its  banks. 

The  works  required  in  order  to  supply  a  town  from  such  a  river 
usually  comprise  a  weir,  for  maintaining  part  of  the  river  at  a 
nearly  constant  level  (Article  472,  p.  713);  two  or  more  settling- 
ponds,  into  which  the  water  is  conducted,  or  if  necessary,  pumped, 
or  otherwise  raised  by  machinery;  filtering  apparatus;  and  a  suf- 
ficient establishment  of  pumping  engines. 

It  would  be  foreign  to  the  plan  of  the  present  work  to  enter  into 
details  as  to  the  construction  and  working  of  pumping  steam 
engines.  The  following  principles,  however,  must  be  stated  as 
specially  applicable  to  their  use  for  the  supply  of  a  town. 

I.  The  effective  power  required  to  be  in  operation  may  be  com- 
puted in  foot-pounds  per  hour,  by  multiplying  the  weigfd  of  water 
to  be  delivered  per  hour  by  the  total  head  at  the  engines  in  feet; 
such  head  being  measured  from  the  level  of  the  water  in  the  tank 
whence  the  engines  draw  it,  to  the  virtual  elevation  required  in 
order  to  give  sufficient  head  in  the  town  and  sufficient  virtual 
declivity  in  the  principal  main  pipes.  To  find  the  effective  hone- 
power,  divide  the  effective  power  in  foot-pounds  per  hour  by 
1,980,000.  The  indicated  horse-power  is  about  once  and  a-quartcr 
the  effective  horse-power. 

II.  Reserve  power  should  be  provided  to  an  amount  equal  to  at 
least  one-half  of  the  working  power ;  for  example,  of  three  engines 
of  equal  power,  two  are  to  be  kept  at  work  and  the  third  in 
reserve. 

III.  Air-vessels  and  stand-pipes  are  contrivances  to  prevent  the 
shocks  to  which  the  pipes  would  be  exposed  by  the  intermittent 
action  of  the  pumps,  and  to  maintain  an  uniform  head  of  pressure 
and  velocity  of  flow  in  the  pipes. 
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An  air- vessel  is  an  air-tight  receiver,  usually  of  cast  iron,  and  of 
the  figure  of  a  cylinder  standing  vertically,  with  a  hemispherical 
top  and  bottom.  At  its  lower  end  are  two  openings,  an  inlet 
through  which  water  enters  from  a  pump,  and  an  outlet  from 
which  the  water  is  discharged  along  a  pipe.  Its  upper  portion 
contains  compressed  air,  which  tends  continually  to  diminish  in 
quantity,  partly  by  leakage  and  partly  by  absorption  in  the  water, 
so  that  a  small  supply  of  air  should  be  forced  in  from  time  to  time 
by  means  of  a  compressing  pump.  The  effect  of  the  air-vessel  in 
moderating  fluctuations  of  pressure  is  expressed  by  the  following 
proportion : — 

mean  volume  of  air  in  the  vessel  :  volume  of  the  pump 

:  :  mean  head  of  pressure  :  greatest  fluctuation  of  the  head 

of  pressure. 

In  some  good  practical  examples,  the  capacity  of  the  air-vessel  is 
about  fifty  times  that  of  the  pump. 

A  single  stand-pipe  is  a  vertical  cast  iron  pipe,  rising  a  little 
higher  than  the  elevation  due  to  the  head  of  pressure,  and  open  at 
the  top.  It  has  at  its  base  an  inlet  through  which  it  receives 
water  from  the  pumps,  and  an  outlet  or  outlets  through  which  it 
discharges  water  into  the  horizontal  supply-pipes.  Its  sectional 
area  varies  from  once  to  twice  that  of  its  outlets,  or  thereabouts. 
It  equalizes  the  pressure  and  flow  even  more  effectually  than  an 
air-vessel,  for  the  rapid  entrance  of  the  quantity  of  water  due  to 
one  stroke  of  a  pump  produces  but  a  slight  elevation  of  the  surface 
of  the  water  in  the  stand-pipe  as  compared  with  its  total  height 

A  double  stand-pipe  has  two  branches,  in  one  of  which  the  water 
ascends  from  the  pump,  while  in  the  other  it  descends  to  the  mains : 
the  two  branches  unite  at  the  top  into  a  vertical  stem,  which  is 
open  above.  This  construction  effects  a  constant  renewal  of  the 
water  in  the  stand-pij>e. 

In  estimating  the  dimensions  and  speed  required  for  the  piston 
<>r  plunger  of  a  pump  that  is  to  deliver  a  given  volume  of  water 
in  a  given  time,  it  is  usual  to  add  about  one-fifth  to  that  volume  as 
an  allowance  for  "  slip;"  that  is,  water  which  runs  back  through 
the  pump-clacks  while  they  are  in  the  act  of  closing.  It  appears, 
however,  from  experiment,  that  in  the  best  pumps  the  slip  is  not 
practically  appreciable.* 

"  The  cost  of  pumping  large  quantities  of  water,  as  ascertained  from  the  accounts 
of  the  expenditure  of  the  former  Glasgow  Water- Works  (since  superseded  by  the  Loch 
Katrine  Works),  during  a  long  series  of  years,  was  at  the  rate  of  almost  exactly 
400,000  gallons  railed  onejuotjbr  a  penny;  that  is  to  say,  4,000,000  Jbot-pounds  <tf 
ifidu*  work/or  a  penny. 
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496.  Wdb  may  be  used  as  sources  for  a  supply  of  -water,  'where 
a  water-bearing  stratum  exists  into  which  they  can  be  sunk  The 
water  in  such  a  stratum  has  always  either  an  actual  or  a  virtual 
declivity  towards  the  place  where,  by  the  outcrop  of  the  stratum,  it 
makes  its  escape  into  a  river,  or  into  the  sea.  Should  the  water- 
bearing stratum  have  its  gathering-ground  at  a  high  elevation,  and 
should  it  be  covered,  in  a  district  far  distant  from  its  final  outlet, 
by  an  impervious  stratum,  the  line  of  virtual  declivity  may  be 
above  the  surface  of  the  ground  in  that  district;  so  that,  on  boring 
or  sinking  a  well  through  the  impervious  stratum,  the  water  will 
spout  up  in  a  jet  Such  wells  are  called  "  Artesian  Wells."  In 
other  cases  the  line  of  virtual  or  actual  declivity  is  below  the 
surface  of  the  ground,  and  the  water  must  be  raised  by  pumping 
(as  to  which,  see  the  preceding  article). 

The  raising  of  a  large  quantity  of  water  from  a  water-bearing 
stratum  has  always  the  effect  of  depressing  the  water-level  to  an 
extent  which  cannot  be  estimated  beforehand. 

The  quantity  of  water  which  a  water-bearing  stratum  is  capable 
of  yielding  may  be  estimated  in  the  manner  explained  in  Article 
456,  p.  696,  provided  the  position  and  extent  of  its  gathering- 
ground  can  be  ascertained;  but  that  can  seldom  be  done  with 
precision. 

In  sinking  or  boring  for  well  water,  it  is  in  general  advisable  to 
prevent  the  surface  water  from  mixing  with  that  of  the  well. 
This  is  done,  in  the  case  of  a  bore,  by  lining  it  with  iron  pipes,  and 
in  the  case  of  a  shaft,  by  lining  it  with  brickwork  laid  in  cement 

As  to  boring  and  shaft-sinking,  see  Article  187,  p.  331,  and 
Article  391,  p.  589. 

497.  The  Parity  atf  Water  is  a  subject  of  which  the  detailed  con- 
sideration belongs  to  chemistry  and  physiology  rather  than  to 
engineering.  The  following  general  principles,  however,  may  be 
stated. 

For  purposes  of  cleansing,  cookery,  chemistry,  and  manufactures, 
the  best  water  is  that  which  approaches  nearest  to  absolute  purity. 
Such  is  the  water  which  flows  from  mountain  districts,  where 
granite,  gneiss,  and  slate  prevail.  Such  water  usually  contains  a 
large  quantity  of  diffused  oxygen  and  carbonic  acid.  It  is  the 
most  wholesome  for  drinking,  and  the  most  agreeable  to  those 
whose  taste  does  not  prefer  a  certain  admixture  of  earthy  salts. 

The  most  common  mineral  impurities  of  water  are  salts  of  lime 
and  iron,  which  injure  it  for  all  purposes  except  drinking.  Salte 
of  lime,  especially  the  bicarbonate,  are  the  principal  causes  of  the 
property  called  "hardness."  The  bicarbonate  of  lime  can  be 
removed  by  adding  to  the  water  as  much  lime-water  as  contains  a 
quantity  of  lime  equal  to  that  already  contained  in  the  bicarbonate 
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of  lime  present.  The  additional  lime  thus  added  combines  with  one- 
half  of  the  carbonic  acid,  thus  becoming  chalk  itself,  and  reducing 
the  bicarbonate  to  chalk  also ;  and  the  chalk,  being  insoluble,  settles, 
and  leaves  the  water  softened.  This  is  Dr.  Clarke's  process  of  soften- 
ing water.  The  degrees  of  hardness  of  a  specimen  of  water  means 
the  number  of  grains  of  chalk  which  the  lime  held  in  solution  in 
a  gallon  of  the  water  (or  70,000  grains)  is  capable  of  forming. 
Water  of  less  than  5  degrees  of  hardness  may  be  considered  as 
comparatively  soft;  that  of  12  or  13,  as  decidedly  hard. 

The  waters  collected  directly  from  gathering-grounds  are  usually 
the  softest,  those  of  rivers  harder,  those  of  springs  and  wells 
hardest  of  all. 

The  drainage  waters  of  cultivated  and  populous  districts,  and 
above  all,  those  of  towns  and  their  neighbourhood,  are  to  be 
avoided,  as  containing  organic  matter  in  the  act  of  decomposition, 
and  being  therefore  unwholesome,  and  sometimes  highly  dangerous. 

The  taste  and  smell  of  a  person  accustomed  to  drink  pure  water 
and  breathe  pure  air  may  in  general  be  relied  upon  for  the  detection 
of  the  presence  of  impurities  in  water,  though  not  of  their  nature 
or  amount;  but  in  persons  who  have  for  some  time  habitually 
drunk  impure  water  and  breathed  a  foul  atmosphere  those  senses 
become  blunted. 

The  colouring  matter  of  peat  moss,  which  is  a  compound  of 
carbon  with  oxygen  and  hydrogen,  unfits  water  for  many  manu- 
facturing purposes.  It  does  not  render  it  unfit  for  drinking,  unless 
present  in  considerable  quantity,  when  it  produces  an  unpleasant 
flatness  of  taste;  but  whether  that  substance  is  unwholesome  or  not 
has  not  been  ascertained  Its  appearance  is  strongly  objected  to 
by  the  inhabitants  of  most  towns.  Long  exposure  to  light  and  air 
destroys  it,  probably  by  oxidating  its  carbon. 

The  long-continued  action  of  oxygen  decomposes  and  destroys 
organic  matter  in  water,  and  is  the  principal  means  of  purifying 
originally  impure  water.  In  store  reservoirs  the  presence  of  a 
moderate  quantity  of  living  plants  is  favourable  to  purity  of  the 
water,  provided  there  are  also  animals  enough  to  consume  them,  so 
that  they  may  not  die  and  decompose,  and  that  a  proper  balance  is 
kept  up  amongst  animals  of  different  kinds.  The  destruction  of 
the  fish  in  a  reservoir  has  been  known  to  lead  to  an  excessive 
multiplication  of  the  small  crustaceous  animals  upon  which  the  fish 
bad  fed,  to  such  an  extent  that  the  water  acquired  a  nauseous 
flavour  from  the  oil  which  those  minute  creatures  contained.  The 
only  remedy  was  to  re-stock  the  reservoir  with  fish.* 

*  This  case  was  examined  into  and  reported  upon,  and  the  remedy  discovered,  by 
Dr.  fl.  D.  fiogem 
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Shallow  reservoirs  are  unfavourable  to  purity,  because  the 
warmth  of  the  water  produced  by  the  sun's  heat  encourages  the 
growth  of  an  excessive  quantity  of  vegetation,  most  of  which  dies 
and  decomposes. 

On  the  subject  of  the  purity  of  water,  see  Dr.  R.  Angus  Smith's 
"  Report  on  the  Air  and  Water  of  Towns,"  in  the  Reports  of  the 
British  Association  for  1851. 

498.  Settliag  m*  FUmttoa. — A  store  reservoir  generally  answers 
the  purpose  of  a  settling-pond  also,  to  clear  the  water  of  earthy 
matter  held  in  suspension.  Water  pumped  from  a  river  generally 
requires  to  rest  for  a  time  in  a  settling-pond. 

The  water  both  of  rivers  and  of  gathering-grounds  in  most 
cases  requires  to  be  filtered.  A  filter-bed  for  that  purpose 
consists  of  a  tank  about  5  feet  deep,  having  a  paved  bottom,  covered 
with  open-jointed  tubular  drains  leading  into  a  central  culvert; 
the  drains  are  covered  with  a  layer  of  gravel  about  3  feet  deep,  and 
that  with  a  layer  of  sand  2  or  3  feet  deep.  The  water  is  delivered 
upon  the  upper  surface  of  the  sand  very  slowly  and  uniformly;  it 
gradually  descends,  and  is  collected  by  the  drains  into  the  central 
culvert  The  area  of  the  filter  should  be  such  that  the  water  to 
be  filtered  may  not  descend  vertically  with  more  than  a  certain 
speed;  for  the  whole  efficiency  of  the  filtering  process  depends  on 
its  slowness.  The  speed  of  vertical  descent  recommended  by  the 
best  authorities  is  six  inches  an  hour;  in  some  cases  a  speed  as  high 
as  one  foot  an  hour  has  been  used. 

There  should  be  a  sufficient  number  of  filter-beds  to  enable  some 
to  be  cleansed  whilst  others  are  in  use.  The  cleansing  is  performed 
by  scraping  from  the  surface  of  the  sand  a  thin  layer,  in  which  all 
the  dirt  collects. 

It  appears  that  proper  filtration  not  merely  removes  mechanical 
impurities  from  the  water,  but  even  organic  impurities,  by  causing 
their  oxidation. 

499.  iNMrikMta^BulMi  mr  t«wb  Rewrote* — It  has  been  ex- 
plained in  Article  490,  p.  730,  that  the  greatest  hourly  demand 
for  water  is  about  double  of  the  average  hourly  demand;  from 
which  it  follows,  that  the  pipe  or  conduit  which  directly  sn}>- 
plies  a  given  town,  or  part  of  a  town,  must  have  about  double 
the  discharging  capacity  that  it  would  require  if  the  hourly  demand 
were  uniform. 

The  great  additional  expense  which  this  would  cause  in  the 
principal  conduits  and  main  pipes  is  saved  by  the  use  of  distributing- 
basins  or  town  reservoirs. 

A  distributing-basin  for  a  given  district  is  a  small  reservoir, 
capable  of  containing  a  volume  of  water  at  least  equal  to  the  whole 
excess  of  the  demand  for  water  during  those  hours  of  the  day  when 
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such  demand  exceeds  the  average  rate  above  a  supply  during 
the  same  time  at  the  average  rate.  The  smallest  capacity 
which  will  enable  a  distributing-basin  to  fulfil  that  condition  is 
about  one-half  of  the  daily  demand  of  the  district  to  which  it 
belongs;  but  to  provide  for  unforeseen  contingencies,  it  may  be 
made  to  contain  a  whole  day's  demand,  or  even  more.  It  is  sup- 
plied with  water  at  an  uniform  rate,  by  a  principal  main  pipe, 
which  thus  only  needs  to  be  made  capable  of  supplying  the  average 
hourly  demand,  the  distributing-pipes  alone  requiring  to  be  adapted 
to  the  greatest  hourly  demand.  During  the  night,  when  the 
supply  exceeds  the  demand,  the  water  accumulates  in  the  distribut- 
ing-basin; during  the  day,  when  the  demand  exceeds  the  supply, 
that  accumulated  water  is  expended. 

The  area  of  a  distributing-basin  should  be  such,  that  the  variation 
of  its  water-level  may  not  cause  an  inconvenient  variation  of  the 
head  of  pressure  in  the  pipes,  nor  in  their  virtual  declivity. 

It  may  be  built  and  paved  with  masonry  or  brickwork  lined 
with  cement,  in  which  case  the  stability  of  its  walls  will  depend  on 
the  principles  cited  in  Article  465,  p.  707 ;  or  it  may  be  made  of 
rectangular  cast  iron  plates,  flanged  and  bolted  together,  the  op- 
posite sides  of  the  reservoir  being  tied  together  by  means  of  wrought 
iron  rods,  to  enable  them  to  resist  the  pressure.  The  figure  in 
plan  will  in  general  be  regulated  by  that  of  the  site;  but  should 
the  engineer  be  free  to  choose  any  figure,  the  circular  figure  is 
obviously  the  best. 

The  elevation  of  the  site  should  be  such  as  to  command  the  dis- 
trict to  be  supplied  from  the  basin,  according  to  the  principles  of 
Article  491,  p.  732,  and  it  should  be  as  near  that  district  as 
possible. 

Every  distributing-basin  should  be  roofed,  that  the  water  may  be 
protected  against  heat,  frost,  and  the  dust  and  soot  which  float  in 
the  air  of  populous  districta  The  most  efficient  protection  against 
heat  and  frost  is  that  given  by  a  vaulted  roof  of  masonry  or  brick, 
covered  with  asphaltic  concrete  to  exclude  surface  water,  and  with 
two  or  three  feet  of  soil,  and  a  layer  of  turf. 

When  water  is  brought  to  a  city  from  a  great  distance,  it  may 
be  useful  to  construct  in  the  neighbourhood  of  the  city  (should  the 
ground  afford  a  suitable  site),  a  large  town  reservoir  or  auxiliary 
store  reservoir,  capable  of  holding  a  store  of  water  for  about  a 
month's  demand,  to  be  used  in  the  event  of  an  accident  happening 
to  the  more  distant  part  of  the  main  conduit,  until  the  damage  is 
repaired.  From  that  reservoir  to  the  town  the  main  pipes  may 
form  a  double  line,  so  that  in  the  event  of  a  failure  of  oue  line,  a 
supply,  although  a  diminished  one,  may  be  conveyed  through  the 
other  line   until  the  first  line  is  repaired.      The  construction  of 
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such  an  auxiliary  store  reservoir  will  in  general  be  similar  to  that 
of  the  reservoirs  described  in  Section  III.  of  this  chapter. 

500.  Mattffeoctafl-Pipm  must  be  adapted  to  the  greatest  hourly 
demand  for  water,  and  to  the  requisite  head  in  the  streets,  as 
already  explained  in  Articles  490  and  49 1,  pp.  730  to  733.  In  large 
cities  the  total  length  of  distributing-pipes  required  is  about  a  mile  for 
every  2,000  or  3,000  inhabitants.  The  smaller  the  town,  the  smaller 
in  general  is  the  proportionate  extent  of  distributing-pipes  required. 

The  distributing-pipes  which  are  laid  along  the  street  are  classed 
as  maims  and  service-pipes;  the  chief  distinction  being,  that  a  main 
either  conveys,  or  is  capable  of  conveying,  water  along  a  street  to 
some  place  beyond  it;  while  a  service-pipe  is  a  branch  diverging 
from  a  main,  in  order  to  supply  a  single  or  double  row  of  buildings. 
In  wide  streets,  and  in  those  of  great  traffic,  it  is  best  to  have  two 
service-pipes,  one  for  each  side,  in  order  that  they  may  be  laid  so 
as  to  be  accessible  without  interrupting  the  traffic  of  the  street  (see 
Article  421,  p.  629),  and  in  order  that  the  house  water-pipes  may 
be  as  short  as  possible,  and  may  lie  as  little  as  possible  under  the 
carriage-way. 

When  a  general  rate  of  virtual  declivity  has  been  fixed  for  the 
distributing-pipes  of  a  town  or  of  a  district  of  a  town,  and  the 
diameters  of  the  more  important  mains  have  been  computed  by  the 
proper  formula,  those  of  all  branch  mains  and  service-pipes  are 
easily  deduced  from  them  by  the  rule,  that,  with  equal  virtual 
declivities,  the  diameters  of  pipes  are  to  be  proportional  to  the 
squares  of  the  fi/Ui  roots  of  the  quantities  of  water  that  they  are  to 
convey. 

When  a  pipe  of  uniform  diameter  has  a  series  of  branches  diverg- 
ing from  it,  so  that  the  flow  of  water  through  it  becomes  less  and 
less  at  an  uniform  rate,  until  the  pipe  terminates  at  a  " dead  end" 
the  virtual  declivity  goes  on  diminishing,  being  proportional  to  the 
square  of  the  distance  from  the  dead  end;  the  excess  of  the  head  at 
any  point  above  the  head  at  the  dead  end  is  proportional  to  the 
cube  of  the  distance  from  the  dead  end;  and  the  total  virtual 
fall,  from  the  commencement  of  the  pipe  to  the  dead  end,  is  one- 
third  of  what  it  would  have  been  had  the  whole  quantity  of  water 
flowed  along  the  pipe  without  diverging  into  branch  pipes. 

All  dead  ends  of  pipes  should  be  provided  with  scouring-valvcs, 
which  should  be  opened  from  time  to  time  to  prevent  the  accumu- 
lation of  deposit  there.  Pipes  should  be  laid  out  and  connected 
with  each  other  so  as  to  have  as  few  dead  ends  as  possible ;  and 
with  that  view  it  is  desirable  that  service-pipes  should,  if  practi- 
cable, be  connected  at  both  ends  with  mains. 

The  use  of  loaded  valves  to  moderate  pressure  has  already  been 
mentioned  in  Article  491,  p.  732. 
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.  The  system  called  that  of  constant  service,  according  to  which  all 
distributing-pipes  are  kept  charged  with  water  at  all  times,  is  the 
best*  not  only  for  the  convenience  of  the  inhabitants,  but  also  for 
the  durability  of  the  pipes,  and  for  the  purity  of  the  water;  for 
pipes,  when  alternately  wet  and  dry,  tend  to  rust;  and  when 
emptied  of  water,  they  are  liable  to  collect  rust,  dust,  coal-gas,  and 
the  effluvia  of  neighbouring  sewers,  which  are  absorbed  by  the 
water  on  its  re-admission.  In  order,  however,  that  the  system  of 
constant  service  may  be  carried  out  with  efficiency  and  economy,  it 
is  necessary  that  the  diameters  of  the  pipes  should  be  carefully 
adapted  to  their  discharges,  and  to  the  elevation  of  the  district 
which  they  are  to  supply,  and  that  the  town  should  be  sufficiently 
provided  with  town  reservoirs.  When  these  conditions  are  not 
fulfilled,  it  may  be  indispensable  to  practise  the  system  of  inter- 
mittent service,  especially  as  regards  elevated  districts ;  that  is  to 
say,  to  supply  certain  districts  in  succession,  during  certain  hours 
of  the  day.  The  adoption  of  this  system  makes  it  necessary  for  the 
inhabitants  to  have  cisterns  in  their  houses  for  the  purpose  of 
holding  the  daily  store  of  water.  In  the  poorer  districts  of  towns, 
it  is  often  advisable  to  have  one  large  tank  for  a  group  of  small 
houses,  instead  of  a  cistern  in  each  house;  the  tank  may  be  under 
the  control  of  the  water-work  officials,  and  may  be  filled  once  a 
day,  and  the  householders  may  be  supplied  from  it  through  small 
pipes  constantly  charged,  and  may  thus  have  the  convenience  of 
constant  service  although  the  supply  to  the  tank  is  intermittent 

500  a.  On  the  subject  of  the  collection,  conveyance,  and  dis- 
tribution of  water  generally,  special  reference  may  be  made  to  the 
works  of  Du  Buat,  M.  D'Aubuisson,  Mr.  Neville,  and  Mr. 
Downing,  On  Hydraulics;  Tredgold's  Hydraulic  Tracts;  Mr. 
Beardmore's  Hydraulic  Tables;  Professor  Becker's  "  Wasserbau;" 
and  Dr.  Hagen's  "  Handbook  der  Wasserbaukwnst?  (Kbnigsberg, 
1853  to  1857);  and  on  that  of  the  water  supply  of  towns,  to  the 
Parliamentary  Reports  on  the  supply  of  water  to  the  metropolis, 
and  to  the  Reports  of  the  Board  of  Health  on  the  same  subject. 
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CHAPTER  ni 

OF  WORKS  OF  INLAND  NAVIGATION. 

Section  L— Of  Canals. 

501.  COM]*  Chili  Hrtfwtl—  «r  Mm*  a»4  I**ato.— Canals  may 
be  divided  into  three  classes — 

I.  Level  Canals,  or  Ditch  Canals,  consisting  of  one  reach  or  pond, 
which  is  at  the  same  level  throughout  The  most  economical 
course  for  a  canal  of  this  sort  is  obviously  one  which  nearly  follows 
a  contour-line,  except  where  opportunities  occur  of  saving  expense 
by  crossing  a  ridge  or  a  valley  so  as  to  avoid  a  long  circuit 

IL  Lateral  Canals,  which  connect  two  places  in  the  same  valley, 
and  in  which,  therefore,  there  is  no  summit  level,  the  fall  taking 
place  in  one  direction  only.  A  lateral  canal  is  divided  into  a  series 
of  level  reaches  or  ponds,  connected  by  sudden  changes  of  level,  at 
which  there  are  either  single  locks  or  flights  of  locks,  or  some 
other  means  of  transferring  boats  from  one  level  to  another.  The 
"  lift"  of  a  single  lock  ranges  from  2  feet  to  12  feet,  and  is  most 
commonly  8  or  9  feet  Each  level  reach  is  to  be  laid  out  on  the 
same  principles  with  a  level  canal.  In  fixing  the  lengths  of  the 
reaches  and  the  positions  of  the  locks,  the  engineer  should  have 
regard  to  the  fact  that  economy  of  water  is  promoted  by  distributing 
a  given  fall  amongst  single  locks  with  reaches  between  them,  rather 
than  concentrating  the  whole  fall  at  one  flight  of  locks. 

III.  Canals  vnth  Summits  have  to  be  laid  out  with  a  view  to 
economy  of  works  at  the  passes  between  one  valley  and  another, 
and  with  a  view  also  to  the  obtaining  of  sufficient  supplies  of  water 
at  the  summit  reaches.  The  subject  of  the  supply  of  water  to 
canals  will  be  considered  further  on. 

502.  V«rat  ■■*  DlmeaalOTM  mt  WMtor-war, — Although,  for  the 
sake  of  saving  expense  in  aqueducts  and  bridges,  short  portions  of 
a  canal  may  be  made  wide  enough  for  the  passage  of  one  boat  only, 
the  general  width  ought  to  be  sufficient  to  allow  two  boats  to  pass 
each  other  easily.  The  depth  of  water  and  sectional  area  of  water* 
way  should  be  such  as  not  to  cause  any  material  increase  of  the 
resistance  to  the  motion  of  the  boat  beyond  what  it  would  encoun- 
ter in  open  water.  The  following  are  the  general  rules  which  fulfil 
these  conditions: — 
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Least  Breadth  at  Bottom  =  2  x  greatest  breadth  of  a  boat 
Least  Depth  of  Water       =  1£  foot  +  greatest  draught  of  a  boat 
Least  Area  of  Water-way  =  6  x  greatest  midship  section  of  a  boat 

The  bottom  of  the  water-way  is  flat  The  sides,  when  of  earth 
(which  is  generally  the  case),  should  not  be  steeper  than  1£  to  1; 
when  of  masonry,  they  may  be  vertical;  but,  in  that  case,  about  2 
feet  additional  width  at  the  bottom  must  be  given  to  enable  boats  to 
clear  each  other,  and  if  the  length  traversed  between  vertical  sides 
is  great,  as  much  more  additional  width  as  may  be  necessary  in 
order  to  give  sufficient  sectional  area. 

The  customary  dimensions  of  canal-boats  have  been  fixed  with  a 
view  to  horse-haulage.  The  most  economical  use  of  horse-power  on 
a  canal  is  to  draw  heavy  boats  at  low  speeds.  The  heaviest  boat 
that  one  horse  can  draw  at  a  speed  of  from  2  to  2£  miles  an  hour 
weighs,  with  its  cargo,  about  105  tons,  is  about  70  feet  long  and 
1 2  feet  broad,  and  draws  about  4i  feet  of  water  when  fully  loaded. 
Smaller  boats,  which  a  horse  can  draw  at  3£  or  4  miles  an  hour,  are 
of  about  the  same  length,  6  or  7  feet  broad,  and  draw  about  2£  feet 
of  water. 

Boats  of  the  greater  breadth  above-mentioned  can  easily  be  adapted 
to  the  various  methods  of  propulsion  by  steam,  whether  by  means 
of  the  screw  propeller  or  the  warping  chain,  or  fixed  engines  and 
endless  wire  ropes  (Mr.  Liddell's  system). 

Ordinary  canals  are  suited  to  boats  such  as  the  above.  A  larger 
class  of  canals  are  suited  to  sea-going  vessels. 

The  following  are  examples  of  the  extreme  and  ordinary  dimen- 
sions of  canals: — 

Breadth  Breadth  Depth 

at  Bottom.         at  Top-water.  of  Water. 

Small  canal, 12  feet, 24  feet, 4  feet 

Ordinary  canal,....  25    „     40    „     5    „ 

Large  canal, 50    „     110    „     20  „ 


503.  CfeMiraeiiwt  •C  m  CmmmL — The  least  expensive  parts  of  a 
canal  are  those  in  which  the  upper  part  of  the  water-way  is  con- 
tained between  two  embankments,  and  the  lower  part  in  a  cutting, 
the  earth  dug  from  which,  together  with  that  dug  from  the  side- 
drains  at  the  foot  of  the  outer  slopes,  is  just  sufficient  to  form  the 
embankments. 

All  canal  embankments  should  be  formed  and  rammed  in  thin 
layers.  (Article  203,  p.  341.)  The  width  of  the  embankment 
which  carries  the  towing-path  is  usually  about  12  feet  at  the  top; 
that  of  the  opposite  embankment  at  least  4  feet,  and  sometimes  6 
feet  Each  embankment  has  a  vertical  puddle  wall  in  its  centre 
from  2  to  3  feet  thick. 
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Id  cutting,  there  should  be  a  bench  or  berm  of  12  or  14  feet  wide, 
at  one  side,  for  the  towing-path,  and  on  the  opposite  side  a  bench 
about  3  or  4  feet  wide  at  the  same  level  At  the  feet  of  the 
dopes,  which  terminate  at  those  benches,  there  are  a  pair  of  side- 
drains,  as  described  in  Article  193,  p.  335.  These  side-drains 
discharge  their  water  at  intervals  into  the  canal  through  tubes. 

The  surface  of  the  towing-path  is  usually  about  2  feet  above  the 
water-level  It  is  made  to  slope  slightly  in  a  direction  away  from 
the  canal,  in  order  to  give  a  better  foot-hold  for  the  horses,  as  they 
draw  in  an  oblique  direction. 

The  slopes  are  to  be  pitched  with  dry  stone  from  6  to  9  inches 
thick. 

Occasionally  it  may  be  necessary  to  line  a  canal  with  concrete, 
or  to  face  the  sides  with  rows  of  sheet-piling,  in  order  to  retain  the 
water. 

Natural  water-courses  are  to  be  carried  below  the  canal  by  means 
of  bridges  and  culverts,  and,  if  necessary,  by  inverted  siphons  of 
masonry  or  iron.  Where  such  water-courses  are  above  the  level  of 
the  canal,  their  waters  may  be  partly  used  for  supplying  it;  but 
means  should  be  provided  for  carrying  such  waters  wholly  across 
the  canal  when  required. 

Each  reach  of  a  canal  should  be  provided  with  waste-weirs  in 
suitable  positions,  to  prevent  its  waters  from  rising  to  too  high  a 
level ;  also  with  sluices,  through  which  it  may  be  wholly  emptied  of 
water  for  purposes  of  repair;  and  in  a  reach  longer  than  two  miles, 
or  thereabouts,  there  may  be  stop-gates  at  intervals,  so  that  one 
division  of  the  reach  may  be  emptied  at  a  time,  if  necessary.  The 
rectangular  channel  under  a  bridge  or  over  an  aqueduct  is  a  suitable 
place  for  such  gates. 

Leaks  in  canals  may  sometimes  be  stopped  by  shaking  loose  sand, 
clay,  lime,  chaff,  <fea,  into  the  water.  The  particles  are  carried  into 
the  leaks,  which  they  eventually  choke  by  their  accumulation. 

504.  Caaal  A«m*Ms  am*  Fixe*  Bridge* — A  canal  aqueduct, 
like  the  aqueducts  for  conduits  already  mentioned  in  Article  476, 
p.  720,  is  a  bridge  supporting  a  water-channel.  The  trough  or 
channel,  for  economy's  sake,  is  usually  made  wide  enough  for  one 
boat  only.  Its  bottom  is  flat,  or  nearly  so;  its  sides  vertical  or 
slightly  battering.  In  aqueducts  of  masonry,  the  total  thickness 
of  material,  from  the  side  of  the  trough  to  the  face  of  the  gpandril- 
wall,  is  usually  4  feet  at  least  at  the  side  furthest  from  the  towing- 
path;  at  the  towing-path  side  it  is  sufficient  for  a  towing-path  of 
from  6  to  10  feet  wide,  and  a  parapet  from  15  to  18  inches  thick. 

In  Telford's  cast  iron  aqueduct,  known  as  Pont-y-Cysylte,  the 
channel  is  a  rectangular  trough  of  cast  iron,  supported  on  cast  iron 
segmental  arched  ribs  of  45  feet  span.     The  trough  is  of  the  whole 
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width  of  the  bridge,  about  12  feet,  and  the  towing-path,  5  feet  8 
inches  wide,  covers  part  of  the  trough. 

The  principle  of  the  suspension  bridge  is  peculiarly  well  adapted 
to  aqueducts,  because,  as  each  boat  displaces  its  own  weight  of 
water,  the  only  disturbance  of  the  uniform  distribution  of  the  load 
is  that  arising  from  the  passage  of  men  and  horses  along  the 
towing-path.  An  aqueduct  of  this  sort,  designed  by  Mr.  fioebling, 
with  seven  spans  of  160  feet,  carries  a  canal  16  feet  wide  and  8  feet 
deep,  over  the  Alleghany  River  at  Pittsburg. 

Fixed  bridges  over  canals  require  no  special  explanation,  except 
to  state  that,  in  the  older  examples  of  them,  the  water-way  is 
contracted  so  as  to  admit  one  boat  only,  and  the  towing-path  is 
only  6  feet  wide,  or  thereabouts,  the  headroom  over  it  being  about 
10  feet  Sometimes  the  archway  admits  the  water-channel  alone, 
while  the  towing-path  ascends  to  the  approach  of  the  bridge  and 
descends  again,  the  tow-rope  being  cast  loose  while  the  horse  passes 
over.  As  to  bridges  for  carrying  railways  over  canals,  see  Article 
436,  p.  663. 

Tunnels  for  canals  usually  have  the  water-way  and  towing-path 
contracted  as  already  described;  and  sometimes  the  towing-path  is 
dispensed  with,  the  boats  being  pushed  through  by  means  of  poles, 
or  by  the  hands  and  feet  of  the  boatmen,  with  the  aid  of  notches 
in  the  brickwork,  or  by  means  of  the  various  methods  of  steam 
propulsion. 

505.  niOTMMe  BiMgM  cross  a  canal  near  its  water-level  are 
made  of  timber  or  of  iron,  and  are  capable  of  being  opened  so  as  to 
leave  the  navigation  clear,  and  closed  so  as  to  form  a  passage  for  a 
road  or  railway  by  one  or  other  of  five  kinds  of  movement,  viz., 
I.  By  turning  about  a  horizontal  axis ;  II.  By  turning  about  a 
vertical  axis;  III.  By  rolling  horizontally;  IV.  By  lifting  verti- 
cally; Y.  By  floating  in  the  canal.  As  regards  the  adaptation  of 
the  strength  and  stiffness  of  a  moveable  bridge  to  the  greatest  load 
which  it  has  to  bear  when  closed,  it  differs  in  no  respect  from  a 
fixed  bridge.  But,  besides  having  the  strength  and  stiffness  required 
in  a  fixed  bridge,  it  must  fulfil  some  other  conditions,  which  are 
as  follows : — If  it  turns  about  an  axis,  it  must  be  so  balanced  that 
its  centre  of  gravity  shall  always  lie  in  that  axis;  if  it  rolls  back- 
wards and  forwards  it  must  be  so  balanced  that  its  centre  of 
gravity  shall  always  lie  over  the  base  or  platform  on  which  it 
rolls :  in  either  of  those  cases  it  must  have  strength  sufficient  to 
support  safely  the  overhanging  part  of  its  own  structure,  when 
deprived  of  direct  support;  if  it  is  lifted  vertically,  it  must  be 
counterpoised;  and  if  it  is  carried  by  a  pontoon  or  float,  that  float 
must  displace  a  mass  of  water  equal  in  weight  to  the  bridge,  and 
must  have  sufficient  stability. 
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L  A  bridge  which  turns  about  a  horizontal  axis  near  an  end  of 
its  span  is  called  a  dram-bridge.  It  is  opened  by  being  raised 
into  a  vertical  position  by  means  of  a  pinion  driving  a  toothed 
sector.     It  is  best  suited  for  small  spans. 

II.  A  bridge  which  turns  about  a  vertical  axis  is  called  a 
emng-bridg*.     Its  principal  parts  are  as  follows : — 

A  pier  of  masonry  or  iron,  supporting  a  circular  base-plate  of  a 
diameter  equal,  or  nearly  equal,  to  the  breadth  of  the  bridge.  That 
base-plate  has  a  pivot  in  the  centre,  and  a  circular  race  or  track  for 
rollers  round  the  circumference,  as  in  a  railway  turntable : 

A  roller  frame  turning  about  the  central  pivot,  with  a  set  of 
conical  rollers  resting  on  the  race : 

A  circular  revolving  platform  resting  on  the  pivot  and  rollers : 

A  toothed  arc  fixed  to  the  revolving  platform,  with  suitable 
wheel- work  for  giving  it  motion : 

A  set  of  parallel  girders,  resting  on  and  fastened  to  the  revolving 
platform,  of  the  strength  and  stiffness  required  by  the  principles 
already  stated,  and  supporting  a  roadway. 

The  ends  of  the  superstructure  are  bounded  by  arcs  of  circles, 
described  about  the  axis  of  motion,  and  the  ends  of  the  roadway  of 
the  approaches  must  be  formed  to  fit  them.* 

III.  A  rolling  bridge  has  a  strong  frame,  supported  by  wheels 
upon  a  line  of  rails,  and  having  an  overhanging  portion  sufficient 
to  span  the  water-way.  When  closed,  by  being  rolled  forward,  the 
rolling  frame  leaves  a  gap  between  its  platform  and  that  of  one  of 
the  approaches,  which  gap  is  filled  by  rolling  in  another  rolling 
frame  that  moves  sideways.  The  latter  rolling  frame  is  rolled  out 
of  the  way  before  opening  the  bridge. 

IV.  A  lifting  bridge  is  hung  by  the  four  corners  to  four  chains, 
which  pass  over  pullies,  and  have  counterpoises  at  their  other 
ends. 

V.  A  floating  string-bridge  rests  on  a  caisson  or  pontoon:  it 
is  opened  and  closed  by  means  of  chains  and  windlasses,  and,  when 
open,  lies  in  a  recess  in  the  side  of  the  canal  made  to  receive  it 
The  pontoon,  being  made  of  sheet  iron,  is  so  designed  as  to  act  as  a 
tubular  girder  when  the  bridge  is  closed. 

506.  C«mal  i*clu.— Figs.  290,  291,  and  292,  show  the  general 
arrangement  of  the  parts  of  a  canal  lock.  Fig.  290  is  a  longi- 
tudinal section,  fig.  291,  a  plan,  and  fig.  292  a  cross-section,  look- 
ing upwards. 

*  For  an  example  of  a  swing-bridge  on  a  great  scale,  reference  may  be  made  to 
one  planned  by  Mr.  Heroins  and  constructed  by  Messrs.  Fairbairn,  which  carries  the 
Midland  Great  Western  Railway  of  Ireland  over  the  entrance  to  Lough  Alalia, 
It  has  two  spans  of  60  feet  each,  and  is  balanced  on  a  central  pier  of  34  feet 
diameter.    It  is  described  in  detail  in  Mr.  Humbert  work  On  Iron  Bridge*. 


LOCKS. 


747 


A  is  the  lock-dumber;  a,  a,  its  side  walls;  E,  its  floor,  or  invert 


Fig.  291. 

Its  clear  length  should  be  at  least  equal  to  that  of  the  longest 

vessel    used  on    the    canal,   including  the 

rudder;  its  clear  breadth,  one  foot  more  than 

the  greatest  breadth  of  a  vessel ;  its  greatest 

depth  of  water  should   be  =   1^  foot  + 

greatest  draught  of  a  vessel  +  lift  of  the 

lock.     Its  depth  from  the  cope  of  the  side 

walls  to  the  bottom  may  be  about  2  feet 

more. 

The  side  walls  and  floor  are  recessed  to 
admit  of  the  opening  of  the  "  tail-gates." 

The  floor  is  level  with  the  bottom  of  the  lower  of  the  two  ponds 
to  be  connected. 

B  is  the  head-bat/,  with  its  side  walls  and  floor,  which  are 
recessed  to  admit  of  the  opening  of  the  "  head-gates."  The  side- 
walls  end  in  curved  wings.  The  floor  is  level  with  the  bottom  of 
the  upper  pond. 

C,  the  tail  bayy  with  its  side  walls  and  floor.  The  side  walls 
end  in  curved  wings :  the  floor  in  a  dry  stone  pitching  or  apron. 

D,  the  lift-wall)  which  is  usually  built  like  a  horizontal  arch. 

F,  the  head-gates,  whose  lower  edges,  when  shut,  press  against 
the  head  mUre-sill,/. 
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G,  the  tail-gates,  -whose  lower  edges,  when  shut,  press  against  the 
tail  mitre-sill,  g. 

The  older  locks  are  filled  and  emptied  through  sluices  in  then- 
head  and  tail-gates;  but  now  the  more  general  practice  is  to  use 
for  that  purpose  inlet  and  outlet  passages  with  slide-valves.  These 
passages  may  either  be  culverts  contained  in  the  thickness  of  the 
masonry,  or  iron  pipes  in  such  positions  as  those  marked  h,  h,  ht  h. 

The  cylindrical  recesses  in  which  the  gates  are  hinged  are  called 
the  hollow  quoins. 

The  following  parts  of  a  lock  are  usually  of  ashlar : — The  quoins, 
hollow  quoins,  cope,  recesses  for  the  gates  (or  " gate-chambers "), 
and  mitre-sills. 

The  mitre-sills  are  sometimes  faced  with  wood,  to  enable  them 
the  better  to  withstand  the  blows  which  they  receive  from  the 
gates,  and  to  make  a  tighter  joint 

The  floor  of  the  lock  is  sometimes  made  of  cast  iron.  (See 
Article  400,  p.  601.) 

The  gates  are  made  of  timber  or  of  iron,  and  each  of  them  con- 
sists of  the  following  principal  parts : — 

The  heel-post,  about  the  axis  of  which  the  gate  turns.  This  post  is 
cylindrical  on  the  side  next  the  hollow  quoins,  which  it  exactly 
fits  when  the  gate  is  shut.  It  is  advisable  to  make  it  slightly 
eccentric,  bo  that  when  the  gate  is  opened,  it  may  cease  to  rub  on 
the  hollow  quoins.  At  its  lower  end  it  rests  on  a  pivot,  and  its 
upper  end  turns  in  a  circular  collar,  which  is  strongly  anchored 
back  to  the  masonry  of  the  side,  walls : 

The  mitre-post,  forming  the  outer  edge  of  the  frame  of  the  gate, 
which,  when  the  gate  is  shut,  abuts  against  and  makes  a  tight 
joint  with  the  mitre-post  of  the  opposite  leaf: 

The  cross-pieces,  which  extend  horizontally  between  the  heel- 
post  and  mitre-post : 

The  deciding  or  covering,  which  may  consist  of  timber  planking 
or  iron  plates.  When  it  consists  of  planks,  they  run  either  verti- 
cally or  diagonally: 

The  diagonal  bracing,  which,  in  its  simplest  form,  may  consist 
either  of  a  timber  strut  extending  from  tbe  oottom  of  the  heel-post 
to  the  top  of  the  mitre-post,  or  of  an  iron  tie-bar  extending  from 
the  top  of  the  heel-post  to  the  bottom  of  the  mitre-post. 

The  gates  shown  in  the  sketch  are  provided  with  balance-bars, 
A  balance-bar  is  bolted  to  the  top  of  the  mitre-post,  slopes  slightly 
upwards,  and  crosses  over  the  top  of  the  heel-post,  which  is  mortised 
into  it,  and  has  a  long  and  heavy  overhanging  end,  which  acts  as 
a  counterpoise  to  bring  the  centre  of  gravity  of  the  gate  near  the 
heel-post,  and  as  a  lever  to  open  and  shut  it  by. 
Sometimes  the  balance-bar  is  dispensed  with,  and  each  gate  has 
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one  or  more  rollers  tinder  its  lowest  cross-bar,  to  assist  the  pivot  in 
supporting  its  weight  Each  of  those  rollers  runs  upon  a  quad- 
rantal  iron  rail  on  the  floor  of  the  gate-chamber.  This  mode  of 
construction  is  almost  always  adopted  in  large  and  heavy  gates 
that  require  chains  and  windlasses  to  open  and  shut  them. 

The  following  are  some  of  the  ordinary  dimensions  and  propor- 
tions of  locks,  in  addition  to  those  already  stated : — 

The  mitre-sills  rise  from  6  to  9  inches  above  the  floor : 

Versed-sine  of  mitre-sill,  from  ^  to  ^  of  breadth  of  lock : 

Clearance  in  depth  of  the  recesses  for  the  gates,  -^  of  thickness 
of  gate ;  clearance  in  length,  y  of  length  of  gate : 

Least  thickness  of  the  side  walls  at  the  top,  about  4  feet 
Greatest  thickness  at  the  base,  fixed  according  to  the  principles 
of  the  stability  of  walls,  usually  from  |  to  ^  of  the  height : 

Length  of  side  walls  of  head-bay  above  gate-chamber,  about  £  of 
breadth  of  lock : 

Large  counterforts  opposite  hollow  quoins  to  have  stability 
enough  to  withstand  the  calculated  transverse  thrust  of  the  gates. 

The  longitudinal  thrust  of  the  head-gates  is  borne  by  the  side 
walls  of  the  lock-chamber;  that  of  the  tail-gates  by  the  side  walls 
of  the  tail-bay.  To  give  the  latter  walls  sufficient  stability,  the 
rule  is  to  make  their  length  as  follows  :— 

Breadth  of  lock  x  greatest  depth  of  water  -r  15  feet 

Versed-sine  of  lift-wall,  from  1-1 2th  to  l-7th  of  breadth  of  lock. 

Floor  of  head-bay:  least  thickness,  from  10  inches  to  14  inches. 

Floor  of  lock-chamber:  versed-sine,  about  l-15th  of  breadth; 
thickness,  from  1-1 5th  to  l-3rd  of  breadth,  according  to  the  nature 
of  the  foundation. 

Foundations  of  various  kinds  have  been  sufficiently  explained 
It  has  only  to  be  added  that,  when  a  lock  is  founded  on  a  timber 
platform,  longitudinal  pieces  of  timber  extending  along  the  whole 
length  of  the  foundation  are  to  be  avoided,  lest  they  guide  streams 
of  water  along  their  sides;  that  transverse  trenches  under  the 
foundation,  filled  with  hydraulic  concrete,  are  a  good  means  of 
preventing  leakage;  and  that,  in  porous  soils,  the  whole  space 
behind  the  lift-wall  and  under  the  floor  of  the  head-bay  may  be 
filled  with  a  mass  of  concrete. 

Length  of  apron  from  15  to  30  feet 

The  dimensions  of  the  different  parts  of  the  gates  are  to  be 
computed  according  to  the  principles  of  the  strength  of  materials. 
It  appears  that  the  factor  of  safety  in  many  actual  lock-gates  is  as 
low  as  3  or  4.  This  can  only  be  sufficient  by  reason  of  the  perfect 
steadiness  of  the  load. 

507.  inclined  Planes  •«  Canals. — To  save  the  time  and  water 
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expended  in  shifting  boats  from  one  level  to  another  by  means  of 
locks,  inclined  planes  are  used  on  some  canals.  Their  general 
arrangement  is  as  follows: — The  upper  and  lower  reach  of  the 
canal,  at  the  places  which  are  to  be  connected  by  inclined  planes, 
are  deepened  sufficiently  to  admit  of  the  introduction  of  water- 
tight iron  caissons,  or  moveable  tanks,  under  the  boats.  Two 
parallel  lines  of  rails  start  from  the  bottom  of  the  lower  reach, 
ascend  an  inclined  plane  up  to  a  summit  a  little  above  the  water- 
level  of  the  upper  reach,  and  then  descend  down  a  short  inclined 
plane  to  the  bottom  of  the  upper  reach.  There  are  two  caissons, 
or  moveable  tanks  on  wheels,  each  holding  water  enough  to  float  a 
boat  One  of  these  caissons  runs  on  each  line  of  rails;  and  they 
are  so  connected,  by  means  of  a  chain,  or  of  a  wire  rope,  running 
on  moveable  pullies,  that  when  one  descends  the  other  ascends. 
These  caissons  balance  each  other  at  all  times  when  both  are  on 
the  long  incline,  because  the  boats,  light  or  heavy,  which  they 
contain,  displace  exactly  their  own  weight  of  water.  There  is  a 
short  period  when  both  caissons  are  in  the  act  of  coming  out  of  the 
water,  one  at  the  upper  and  the  other  at  the  lower  reach,  when  the 
balance  is  not  maintained;  and,  in  order  to  supply  the  power 
required  at  that  time,  and  to  overcome  friction,  a  steam  engine 
drives  the  main  pully,  as  in  the  case  of  fixed-engine  planes 
on  railways  * 

Boats  may  be  hauled  up  on  wheeled  cradles  without  using 
caissons;  but  this  requires  a  greater  expenditure  of  power.  Mr. 
Thomas  Grahame  has  proposed  a  method  of  performing  this  pro- 
cess which  would  enable  a  fixed  engine  to  be  dispensed  with  where 
steamboats  are  used.  It  consists  in  providing  each  steamer  with 
a  windlass,  driven  by  its  engine,  and  the  inclined  plane  simply 
with  a  rope,  whose  upper  end  is  made  fast  while  its  lower  end  is 
loose.  The  boat  is  floated  on  to  the  cradle  at  the  bottom  of  the 
plane;  the  loose  end  of  the  rope  is  laid  hold  of  and  attached  to 
the  windlass,  which,  being  driven  by  the  engine,  causes  the  boat 
to  haul  itself  up  the  inclined  plane. 

On  some  canals  vertical  lifts  with  caissons  are  used  instead  of 
inclined  planes,  t 

508.  Water  Sapply  «f  OmkIs. — Canals  are  supplied  with  water 
from  gathering-grounds,  springs,  rivers,  and  wells,  by  the  aid  of 
reservoirs  and  conduits ;  and  their  supply  involves  the  same  ques- 
tions of  rain-fall,  demand,  compensation,  <fec,  which  have  already 
been  treated  of  in  Chapter  II.  of  this  Part. 

•  For  a  description  of  an  Inclined  plane  of  this  sort,  used  on  the  Monkland  Canal 
near  Glasgow,  see  the  Transactions  of  the  Royal  Scottish  Society  of  Arte  for  1853. 

t  An  improved  system  of  apparatus  for  soch  lifts,  proposed  by  Mr.  George  Simpson, 
is  described  in  the  transactions  of  the  Institution  qf  Engineers  in  Scotland  for  1860-61. 
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The  demand  for  water,  in  the  case  of  a  canal,  may  be  estimated 
as  follows : — 

I.  Waste  of  Water  by  leakage  of  the  channel,  repairs,  and 
evaporation,  per  day  =■  area  of  surface  of  the  canal  x  J  of  a 
foot,  nearly. 

IL  Current  from  the  higher  towards  the  lower  reaches,  pro- 
duced by  leakage  at  the  lock  gates,  per  day,  from  10,000  to  20,000 
cubic  feet,  in  ordinary  cases. 

IIL  Lockage,  or  expenditure  of  water  in  passing  boats  from  one 
level  to  another. 

Let  L  denote  a  lockful  of  water;  that  is,  the  volume  contained 
in  the  lock-chamber,  between  the  upper  and  lower  water-levels. 

B,  the  volume  displaced  by  a  boat. 

Then  the  quantities  of  water  discharged  from  the  upper  pond, 
at  a  lock  or  a  flight  of  locks,  under  various  circumstances,  are 
shown  in  the  following  tables.  The  sign  —  prefixed  to  a  quantity 
of  water  denotes  that  it  is  displaced  from  the  lock  into  the  upper 
pond. 


Sctolb  Lock.                     Lock  found, 
One  boat  descending empty, 


fall, 


Water  discharged. 
L  — B) 

L  +  B 
nh 


One  boat  ascending, empty  or  full,... 

2  m  boats,  descending  and)  descending  full,) 

ascending  alternately,  j  ascending  empty/ 

Train  of  n  boats  descending,  empty, n  L  —  nB      )  emDfey 

»  »»  v  ™» (*  —  *)  L  —  *  B> 

Train  of  n  boats  ascending,  empty  or  fall,...         »L  +  »fi         fall. 


Lock  left, 

empty. 

roll, 
/descending  empty. 
\  ascending  full. 


fall,. 


Two  trains,  each  of  sfj 
boats,  the  first  descend-  > 
ing,  the  second  ascending,) 


Flight  or  m  Locks.               Locks  found, 
One  boat  descending, empty, 

One  boat  ascending, em 


(2«  — 1)L       fViXL 


Water  discharged. 

L  — B) 

-Bf 

mL  +  Bf 

L  +  Bf 

mnL 


descending  fall, ) 
ascending  empty ) 

Hfc::::::::  <>  •  »i"  U  -*• 


Locks  left 
empty. 

full 

(descending  empty, 
(ascending  fall. 


.(m  +  2»  — 2)L     full. 


2  n  boats,  descending  and) 

ascending  alternately,  j 

Train  of  n  boats  descending, 

>»  II  w 

Train  of  n  boats  ascending, 

Two  trains,  each  of  n\ 
boats,  the  first  descend-  >• 
ing,  the  second  ascending,) 

From  these  calculations  it  appears,  as  has  been  already  stated, 
that  single  locks  are  more  favourable  to  economy  of  water  than 
flights  of  locks;  that  at  a  single  lock  single  boats  ascending  and 
descending  alternately  cause  less  expenditure  of  water  than  equal 
numbers  of  boats  in  trains;  and  that,  on  the  other  hand,  at  a  flight 
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of  locks,  boats  in  trains  cause  less  expenditure  of  water  than  equal 
numbers  of  boats  ascending  and  descending  alternately. 

For  this  reason,  when  a  long  flight  of  locks  is  unavoidable,  it 
is  usual  to  make  it  double;  that  is,  to  have  two  similar  flights  side 
by  side — using  one  exclusively  for  ascending  boats  and  the  other 
exclusively  for  descending  boats. 

Water  may  be  saved  at  flights  of  locks  by  the  aid  of  side  ponds 
(sometimes  called  "  lateral  reservoirs").  The  use  of  a  aide  pond  is 
to  keep  for  future  use  a  certain  portion  of  the  water  discharged 
from  a  lock,  when  the  locks  below  it  in  the  flight  are  full,  which 
water  would  otherwise  be  wholly  discharged  into  the  lower  reach. 
Let  a  be  the  horizontal  area  of  a  lock-chamber,  A  that  of  its  side 
pond;  then  the  volume  of  water  so  saved  is — 
L  A  -r  (A  +  a). 

Section  II— Of  River  Navigation* 

509.  An  Qpvm  Btrar  is  one  in  which  the  water  is  left  to  take  a 
continuous  declivity,  being  uninterrupted  by  weirs.  On  the  sub- 
ject of  such  streams  little  has  here  to  be  added  to  what  baa  already 
been  stated  in  articles  467  to  471,  pp.  707  to  713.  The  towing- 
path  required,  if  horse  haulage  is  to  be  employed,  is  similar  to  that 
of  a  canal. 

The  effect  of  the  current  of  the  stream  on  the  load  which  one 
horse  is  able  to  draw  against  it  at  a  walk  may  be  roughly  estimated 
as  follows: — 

^fi — )  ' 

v  being  the  velocity  of  the  current  in  feet  per  second. 

It  would  be  foreign  to  the  subject  of  this  work  to  discuss  the 
principles  of  the  propulsion  of  vessels  by  steam  and  sails. 

510.  A  **— "— *  Hirer  is  one  in  which  a  series  of  ponds  or 
reaches,  with  a  greater  depth  of  water  and  a  slower  current  than 
the  river  in  its  natural  state,  have  been  produced  by  means  of 
weirs.  The  construction  and  effect  of  weirs  have  been  explained 
in  Article  472,  p.  713,  and  the  previous  articles  there  referred  to. 

Each  weir  on  a  navigable  river  requires  to  be  traversed  by  a 
lock  for  the  passage  of  vessels,  the  most  convenient  place  for  which 
is  usually  near  one  end  of  the  weir,  next  the  bank  where  the 
towing-path  is.  River  locks  differ  from  canal  locks  in  having  no 
lift-wall,  so  that  the  head-gates  and  tail-gates  are  of  equal  height 

511.  H«veaM»  BiMgos  •ver  Hirers  are  identical  in  principle 
with  those  over  canals,  and  differ  from  them  only  in  being  of 
greater  size.  Examples  of  them  have  already  been  cited  in 
Article  505,  p.  706. 
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CHAPTER  IV. 

OF  TIDAL  AND  COAST  WORKS. 

Section  I. — Of  Waves  and  Tides. 

512.  motion  «f  Ordinary  Wa?w. — The  following  description  of 
wave-motion  in  water  is  founded  chiefly  on  the  theoretical  investi- 
gations of  Mr.  Airy,  confirmed  by  the  observations  of  the  Messrs. 
Weber  and  of  Mr.  Scott  Russell,  with  a  few  additions  founded  on 
later  researches. 

Ordinary  waves  in  water  are  propagated  horizontally;  the  motion 
of  each  particle  takes  place  in  a  vertical  plane,  parallel  to  the 
direction  of  propagation; 
the  path  or  orbit  described 
by  each  particle  is  approxi- 
mately elliptic  (see  fig. 
293),  and  in  water  of  uni- 
form depth  the  longer  axis 
of  the  elliptic  orbit  is  hori- 
zontal, and  the  shorter 
vertical;  the  centre  of  that 

orbit  lies  a  little  above  the  "  '   Y\g.  293. 

position  that  the  particle 
occupies  when  the  water  is  undisturbed ;  when  at  the  top  of  its 
orbit,  the  particle  moves  forwards  as  regards  the  direction  of  pro- 
pagation; when  at  the  bottom,  backwards,  as  shown  by  the 
curved  arrows  in  fig.  293,  in  which  the  straight  feathered  arrow 
denotes  the  direction  of  propagation. 

The  particles  at  the  surface  of  the  water  describe  the  largest 
orbits ;  the  extent  of  the  motion,  both  horizontally  and  vertically, 
diminishes  as  the  depth  below  the  surface  increases ;  but  that  of  the 
vertical  motion  more  rapidly  than  that  of  the  horizontal  motion,  so 
that  the  deeper  a  particle  is  situated  the  more  flattened  is  its  orbit, 
as  indicated  at  A,  B,  and  C;  a  particle  in  contact  with  the  bottom 
moves  backwards  and  forwards  in  a  horizontal  straight  line,  as  at  D. 

In  water  that  is  deep,  as  compared  with  the  length  of  a  wave  (or 
distance  between  two  successive  ridges  on  the  surface  of  the  water), 
the  orbits  of  the  particles  are  nearly  circular,  and  the  motion  at 
great  depths  is  insensible. 

3o 
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The  period  of  a  wave  is  the  time  occupied  by  each  particle  in 
making  one  revolution,  and  is  also  the  time  occupied  by  a  wave  in 
travelling  a  distance  equal  to  its  length.  Hence  we  have  the  fol- 
lowing proportion : — 

mean  speed  of  a  particle  _  circumference  of  particle's  orbit 
speed  of  the  waves     -~~  length  of  a  wave 

The  speed  of  the  waves  depends  principally  on  their  length  and  on 
the  depth  of  water,  being  greatest  for  long  waves  and  deep  water. 
When  the  depth  of  water  is  greater  than  the  length  of  a  wave  the 
speed  is  not  sensibly  affected  by  the  depth,  and  is  almost  exactly 
equal  to  the  velocity  acquired  by  a  body  in  falling  through  half  of 
the  radius  of  a  circle  whose  circumference  is  the  length  of  a  wave. 
In  water  that  is  very  shallow,  compared  with  the  length  of  the 
waves,  the  velocity  is  nearly  independent  of  the  length,  and  is 
nearly  equal  to  that  acquired  by  a  heavy  body  in  falling  through 
half  the  depth  oftJie  water  added  to  threefourihs  of  the  height  of  a 
wave. 

Two  or  more  different  series  of  waves  moving  in  the  same,  differ- 
ent, and  contrary  directions,  with  equal  or  unequal  speeds,  may 
traverse  the  same  mass  of  water  at  the  same  time,  and  the  motion 
of  each  particle  of  water  will  be  the  resultant  of  the  respective 
motions  which  the  several  series  of  waves  would  have  impressed 
upon  it  had  they  acted  separately.  This  is  called  the  interference 
of  waves. 

When  a  series  of  waves  advances  into  water  gradually  becoming 
shallower,  their  periods  remain  unchanged,  but  their  speedy  and 
consequently  their  length,  diminishes,  and  their  slopes  become 
steeper.     The  orbits  of  the  particles  of  water  become  distorted,  as 


Fig.  294. 

at  B,  C,  D,  fig.  294,  in  such  a  manner  that  the  front  of  each  wave 
gradually  becomes  steeper  than  the  back;  the  crest,  as* it  were, 
advancing  faster  than  the  trough.  At  length  the  front  of  the 
wave  curls  over  beyond  the  vertical,  its  crest  falls  forward,  and  it 
breaks  into  surf  on  the  beach. 

As  the  energy  of  the  motion  of  a  given  wave  which  advances 
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into  shallowing  water,  or  up  a  narrowing  inlet,  is  successively  com- 
municated to  smaller  and  smaller  masses  of  water,  there  is  a 
tendency  to  throw  those  masses  into  more  and  more  violent  agita- 
tion :  that  tendency  may  either  take  effect,  or  it  may  be  counter- 
acted, or  more  than  counteracted,  by  the  loss  of  energy  which  takes 
place  through  the  production  of  eddies  and  surge  at  sudden  changes 
of  depth,  and  through  friction  on  the  bottom. 

When  waves  roll  straight  against  a  vertical  wall,  as  in  fig.  295, 
they  are  reflected,  and  the  particles  of  water  for  a  certain  distance 
in  front  of  the  wall  have  motions  compounded  of  those  due  to  the 
direct  and  to  the  reflected  waves. 
The  results  are  of  the  following 
kind : — The  particles  in  contact  with 
the  wall,  as  at  A,  move  up  and  down 
through  a  height  equal  to  double  the 
original  height  of  the  waves,  and  so 
also  do  those  at  half  a  wave  length 
from  the  wall,  as  at  C;  the  particles  "" ~^~^  -- 
at  a  quarter  of  a  wave  length  from 
the  wall,  as  at  B,  move  backwards  and  forwards  horizontally,  and 
intermediate  particles  oscillate  in  lines  inclined  at  various  angles. 

In  order  that  a  surface  may  reflect  the  waves,  it  is  not  essential 
that  it  should  be  exactly  vertical;  according  to  Mr.  Scott  Russell, 
it  will  do  so  even  with  a  batter  of  45°. 

A  vertical  or  steep  surface  which  is  wholly  covered  by  the  water 
reflects  the  wave-motion  of  those  layers  of  water  which  lie  below 
its  level,  and  thus  a  sunken  rock  or  breakwater,  even  though 
covered  with  water  to  a  considerable  depth,  causes  the  sea  to  break 
over  it,  and  so  diminishes  the  energy  of  the  advancing  waves. 

The  greatest  length  of  waves  in  the  ocean  is  estimated  at  about 
500  feet,  which  corresponds  to  a  speed  of  about  50  feet  per  second, 
and  a  period  of  about  ten  seconds.  Their  greatest  height  is  given  by 
Scoresby  as  about  30  feet,  and  this,  with  the  period  just  stated, 
gives  10  feet  per  second  as  the  velocity  of  revolution  of  the  particles 
of  water. 

In  smaller  seas  the  waves  are  both*  lower  and  shorter,  and  less 
swift ;  and,  according  to  Mr.  Scott  Russell,  waves  in  an  expanse  of 
shallow  water  of  nearly  uniform  depth  never  exceed  in  height  the 
undisturbed  depth  of  the  water.  But  the  concentration  of  energy 
upon  small  masses  of  water,  which  occurs  on  shelving  coasts  in  the 
manner  already  stated,  produces  waves  of  heights  greatly  exceed- 
ing those  which  occur  in  water  of  uniform  depth,  as  the  following 
examples  show. 

Pressures  of  waves  against  a  vertical  surface,  at  Skerryvore,  as 
observed  by  Mr.  Thomas  Stevenson : — 
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Avenge.  iverago. 

In  lbs.  per  square  foot,  611  2086  6083 

In  feet  of  water, 9*8  33  97 

Greatest  height  of  breakers  on  the  south-west  coast  of  Ireland, 
as  observed  by  the  Earl  of  Dunraven,  150  feet. 

Recent  investigations  tend  towards  the  conclusion,  which  is  in 
accordance  with  observation,  that  every  wave  is  more  or  less  a 
44  wave  of  translation,"  setting  down  each  particle  of  water,  or  of 
matter  suspended  in  water,  a  little  in  advance  of  where  it  picked 
that  particle  up,  and  thus  by  degrees  producing  that  heaping  up 
of  water  which  gathers  on  a  lee  shore  during  a  storm.  This 
property  of  waves  accounts  for  the  facts,  that  although  they 
tend  to  undermine  and  demolish  steep  cliffs,  they  heap  up  sand, 
gravel,  shingle,  or  such  materials  as  they  are  able  to  sweep 
along,  upon  every  flat  or  sloping  beach  against  which  they  directly 
roll;  that  they  carry  such  materials  into  bays  and  estuaries ;  and 
that  when  they  advance  obliquely  along  the  coast  they  make  the 
materials  of  the  beach  travel  along  the  coast  in  the  same  direction. 

513.  tMm  ta  OcmimL — The  general  motion  of  the  tides  consists 
in  an  alternate  vertical  rise  and  fall,  and  horizontal  ebb  and  flow, 
occupying  an  average  period  of  half  a  lunar  day,  or  about  12-4  hours, 
and  transmitted  from  place  to  place  in  the  seas  like  a  series  of  very 
long  and  swift  waves,  in  which  the  extent  of  the  horizontal  motion 
is  very  much  greater  than  that  of  the  vertical  motion.  The  extent 
of  motion,  both  vertical  and  horizontal,  undergoes  variations  be- 
tween spring  and  neap,  whose  period  is  half  a  lunation,  and  other 
variations  whose  periods  are  a  whole  lunation  and  half-a-year. 
The  propagation  of  the  tide- waves  is  both  retarded  and  deflected 
in  gradually  shallowing  water,  the  crests  of  the  waves  having  a 
tendency  to  become  parallel  to  the  line  of  coast  which  they  are 
approaching. 

Tides  in  narrow  seas,  and  in  the  neighbourhood  of  land  generally, 
are  modified  by  the  interference  of  different  series  of  waves  arriving 
by  different  routes,  so  as  sometimes  to  present  very  complex  pheno- 
mena. (See  Mr.  Airy's  treatise  "  On  Tides  and  Waves,"  in  the 
Encyclopaedia  Metropolitana.)  In  the  following  examples  simple 
cases  only  are  described. 

514.  Tidal  Warn  in  a  Clear  and  Dc«p  Chaaacl  are  analogous  to 
ordinary  waves,  as  represented  in  fig.  293,  p.  753 ;  but  with  the 
modification  that,  owing  to  the  enormous  length  of  the  waves  as 
compared  with  the  depth  of  the  sea,  the  extent  of  horizontal  motion 
is  nearly  equal  at  all  depths,  and  the  extent  of  vertical  motion  in 
any  layer  is  nearly  in  the  simple  proportion  of  its  height  above 
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the  bottom*     The  orbit  of  each  particle  is  a  very  long  and  flat 
ellipse. 

•Supposing  such  a  channel  as  that  here  considered  to  have  a  beach 
of  moderately  steep  slope  at  one  side,  the  depth  being  elsewhere 
uniform,  the  particles  near  that  beach  move  in  ellipses  situated  in 
planes  inclined  so  as  to  be  nearly  parallel  to  the  beach,  as  repre- 
sented in  plan  in  figs.  296  and  297.     In  each  of  these  figures  the 
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Fig.  297. 

beach  is  supposed  to  be  towards  the  top  of  the  page;  in  fig.  296 
it  lies  to  the  right  hand  of  the  direction  of  advance  of  the  tide  wave 
(represented  by  the  feathered  arrow);  in  fig.  297,  to  the  left  of 
that  direction.  The  following  are  the  motions  of  a  particle  at  dif- 
ferent times  of  the  tide: — 

Lunar  Time  Reference 

Honrs  after  commonly  Current  to  the 

High-water.  called.  Figures. 

o    High-water Forward, A 

1 4  Quarter  Ebb, Forward  and  Seaward, B 

3     Half  Ebb, Seaward, C 

4$  Three-quarters  Ebb, Backward  and  Seaward, D 

6    Low-water, Backward, £ 

74  Quarter  Flood, Backward  and  Shoreward, F 

9    Half  Flood, Shoreward, G 

io4  Three-quarters  Flood, Forward  and  Shoreward, H 

12    High-water, Forward, A 

515.  The  TMe  la  n  Short  ialet,  or  in  any  bay,  gulf,  or  estuary  of 
such  dimensions  and  figure  that  high  and  low-water  occur  in  all 
parts  of  it  sensibly  at  the  same  instant,  is  somewhat  analogous  to  a 
wave  rising  and  falling  against  a  steep  wall  (figm  295,  p.  755),  or 
to  the  emptying  and  filling  of  a  reservoir.  Each  particle  of  water 
moves  alternately  outwards  and  inwards  during  the  fall  and  rise  of 
the  tide  respectively;  and  the  current  is  swifter  and  stronger 
when  the  depth  of  water  is  greater,  that  is,  during  tlie  second  Jialf 
of  flood  and  the  first  half  of  ebb. 

Supposing  that  the  entrance  to  such  an  inlet  runs  at  right  angles 
to  the  line  of  coast  described  in  the  preceding  article,  the  combina- 
tion of  the  tidal  currents  of  the  inlet  with  those  of  the  offiug,  or 
sea  outside,  produces  the  results,  as  regards  the  currents  at  the 
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entrance,  indicated  by  the  arrows  marked  b,  c,  d,f,  g,  h,  in  figs. 
296  and  297  (whose  lengths  denote  the  strength  of  the  current), 
and  explained  in  the  following  table,  in  which  outward  and 
inward  refer  to  the  entrance  of  the  inlet,  and  forwards  and  back- 
wards to  the  directions  of  currents  as  compared  with  that  of  the 
flood-current  along  the  coast : — 

.ft*?Hail?2Sir  ownmOTly.  Current  to  the 

after  Hlsh-water.  ^^  Fi^UIta 

First  half 
of  Ebb. 


f  o    High-water,.. 0  (Slack-water), -...  — 

«<   1 4  Quarter  Ebb. Outward,  turning  forward......     J{c.      ,, 

|  3     HalfEbb, Outward 7. ,{*"■«■ 

Second  half  /  44  Three-quarters  Ebb,  Outward,  turning  backward,.-     d    Weak, 
of  Ebb.     \   -    ~  


6  Low-water, 0  (Slack-water), 

74  Quarter  Flood, Backward,  turnii 

9  Half  Flood, Inward, 

Second  half  /io4  Three-quarters  Flood  Forward,  turning  inward, 4 


First  half    <   74  Quarter  Flood, Backward,  turning  inward,....    /    Weak. 

il                 -  - 

of  Flood.     \i2    High-water, 0  (Slack-water), . 


The  letter  J  in  each  figure  marks  the  up-stream  corner  of  the 
entrance  as  regards  the  flood-current  along  the  coast. 

The  volume  of  water  which  flows  alternately  in  and  out  at  the 
entrance  of  a  short  inlet  is  nearly  equal  to  the  space  between  the 
surfaces  of  high  and  low-water,  as  ascertained  by  levelling  and 
tide-gauges.  The  mean  velocity  of  the  current  through  the  entrance 
is  nearly  equal  to  that  volume  divided  by  the  mean  sectional  area 
of  the  entrance,  and  by  the  time  of  rise  or  fall ;  and  the  greatest 
velocity  is  nearly  equal  to  1*57  x  mean  velocity.  It  is  best  to  use 
such  calculations,  only  for  the  purpose  of  computing  the  probable 
effect  of  alterations.  The  velocities  of  actual  currents  should  be 
found  by  observation. 

516.  The  Tidrm  la  !*•■*  Met*  are  compounded  of  a  simple 
emptying  and  filling  current  like  that  in  a  short  inlet,  and  a  series 
of  branch  tidal  waves,  propagated  up  the  channel  from  the  waves 
of  the  offing.  In  river-channels  the  alternate  currents  due  to  the 
tides  are  combined  with  the  downward  current  due  to  the  flow  of 
fresh  water. 

The  tidal  wave  which  is  propagated  up  a  long  inlet  or  river- 
channel  is  analogous  to  those  represented  as  advancing  into  shallow 
water  in  fig.  294,  p.  754.  It  diminishes  in  length  and  increases  in 
height  until  it  reaches  a  limit  where  its  further  increase  in  height  is 
stopped  by  friction.  Its  front  becomes  shorter  and  steeper,  and  its 
back  longer  and  flatter;  in  other  words,  the  rise  of  tide  occupies  a 
shorter  time,  and  the  fall  a  longer  time,  as  the  wave  advances  up 
the  channel.  When  a  high  tidal  wave  advances  into  very  shallow 
water,  its  front  sometimes  shortens  and  steepens,  until  at  length  it 
curls  over,  like  the  breaker  D  in  fig.  294,  and  continues  to  advance 
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rolling  and  breaking  into  surf,  followed  by  a  very  long  flat  back* 
The  tidal  wave  is  then  called  a  "  bore."  The  back  of  the  wave 
sometimes  breaks  up  into  two  or  three  smaller  waves,  and  then  the 
fall  of  the  tide  is  interrupted  by  short  intervals  of  rise. 

To  estimate  by  calculation  the  velocity  of  the  flood  and  ebb- 
currents  at  a  given  cross-section  of  a  river-channel  or  other  long 
inlet,  two  longitudinal  sections  of  the  surface  of  the  water  must  be 
prepared  from  two  sets  of  simultaneous  tide-gauge  observations, 
made  at  a  series  of  stations  along  the  channel  and  above  that 
cross-section,  at  the  two  instant*  of  slack-uxUer  at  the  given  cross- 
section  respectively.  The  volume  contained  between  the  two  sur- 
faces thus  determined  will  be  the  volume  of  tidal  water  which  runs 
in  and  out  through  the  given  cross-section ;  and  this,  being  divided 
by  the  duration  of  flood  and  ebb  respectivel/,  and  by  the  area,  will 
give  the  probable  mean  velocities  of  the  currents,  which,  being 
multiplied  by  1*57,  will  give,  approximately,  the  probable  maximum 
velocities.  The  velocity  due  to  the  fresh-water  stream,  if  any, 
is  to  be  subtracted  from  the  flood  and  added  to  the  ebb.  (See  the 
remark  at  the  end  of  the  preceding  article.) 

The  tidal  waves  in  rivers  are  propagated  up  the  declivity  of  the 
stream,  which  they  often  affect  at  points  above  the  level  of  high 
water  in  the  sea. 

517.  Aettea*  %t  TMc*  •»  Cmmmm  and  Cfcaaael*. — The  flowing 
tide  augments,  and  the  ebbing  tide  diminishes,  the  speed  and 
force  of  storm  waves;  and  hence  the  observed  feet,  that  the  most 
powerful  action  of  such  waves  on  the  coast  occurs  at  half-flood, 
when  the  shoreward  current  is  strongest.  The  tidal  currents 
sweep  along  with  them  silt  or  mud,  sand,  gravel,  and  other 
materials,  according  to  the  laws  already  stated  with  reference  to 
river  currents  (Article  468,  p.  708);  hence  the  ebbing  tide  tends  to 
scour  and  deepen  inlets,  and  the  flowing  tide  to  silt  them  up. 
From  what  lias  been  explained  in  the  preceding  article,  it 
appears  that  in  shallow  water  there  is  a  tendency  for  the  flow- 
ing tide  to  become  more  rapid,  and  therefore  stronger  in  its  action, 
than  the  ebbing  tide,  unless  opposed  by  a  sufficiently  strong 
fresh- water  current;  and  hence  the  prevailing  tendency  of  the  tides, 
like  that  of  the  waves,  is  to  choke  and  fill  up  estuaries,  river- 
channels,  and  other  inlets,  especially  such  as  are  already  shallow. 

A  strong  fresh- water  current  may  maintain  a  deep  channel 
against  this  action  of  the  sea,  so  far  as  it  is  limited  in  breadth; 
but  where  that  current  esca]>es  into  the  open  sea,  and  is  either 
enfeebled  by  spreading  laterally,  or  has  its  action  on  the  bottom 
prevented  by  floating  on  the  salt  water,  a  bar  is  formed  by  the 
action  of  the  waves  and  tides. 

One  of  the  chief  objects  of  harbour  engineering  is  so  to  manage 
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and  modify  the  action  of  the  tidal  currents  that  the  ebb  shall 
become  stronger  than  the  flood,  and  ahall  scour  deep  channels  and 
remove  bars. 

Section  II. — Of  Sea  Defences. 

518.  GnIm,  running  out  at  right  angles  to  the  coast,  are  con- 
structed in  the  same  manner  with  groins  for  river-banks,  but 
more  strongly.  (Article  469,  p,  711.)  They  not  only  interrupt  the 
travelling  of  the  materials  of  the  beach  along  the  shore  under  the 
influence  of  oblique  waves  and  of  the  flowing  tide,  but  they  also 
cause  a  permanent  deposit  of  such  materials,  and,  if  gradually 
extended  seaward  in  shallow  water,  produce  a  gain  of  ground  from 
the  sea.  After  the  spaces  between  the  groins  have  been  filled  up, 
the  travelling  of  shingle  goes  on  past  their  ends  as  before. 

Groins  are  amongst  the  most  efficient  means  of  protecting  dykes, 
cliffs,  and  sea-walls,  against  the  undermining  action  of  the  sea. 

519.  An  KaithcM  Djrhe  has  usually  a  long  flat  slope  towards  the 
sea,  its  inclination  ranging  from  that  of  3  to  1  to  that  of  12  to  1. 
The  top  is  level,  and  usually  has  a  roadway  upon  it :  its  average 
usual  height  above  high- water-mark  of  spring  tides,  is  about  6 
feet;  it  should,  if  possible,  be  above  the  reach  of  the  waves.  The 
back  slope  has  an  inclination  ranging  from  that  of  1^  to  1  to  that  of 
3  to  1.  Behind  the  dyke  is  a  back  drain,  or  ditch,  for  the  drainage 
of  the  land,  constructed  on  the  same  principles  with  the  back  drains 
mentioned  in  Article  483,  p.  727,  and  Article  484,  p.  728. 

In  the  heart  of  the  dyke  is  a  rectangular  wall  of  fascines,  con- 
structed like  the  fascine- work  of  a  river- bank.  (Article  469,  p.  710.) 
The  fascines  may  be  made  of  willow  twigs  or  of  reeds.  The  sea- 
ward slope  is  faced  with  fascines.  If  the  top  is  above  the  reach  of 
the  waves  the  back  slope  may  be  turfed;  if  waves  sometimes  break 
over  it,  the  top  and  back  require  stone  pitching. 

520.  St«ae  Bulwark*  withstand  the  waves  best  when  either  very 
flat  or  very  steep.  They  are  of  two  principal  kinds — those  with  a 
long  slope,  on  which  the  waves  break,  as  in  fig.  294,  p.  754,  and 
those  with  a  steep  face,  which  reflect  the  waves  as  in  fig.  295, 
p.  755. 

I.  Long-sloping  Bultoarks  have  an  inclination  which  ranges  from 
3toltol0tol.  They  are  made  internally  of  earth  and  gravel, 
or  of  loose  stones,  according  to  the  situation,  and  are  faced  with 
blocks,  each  of  which  should  be  able  to  withstand  independently 
the  lifting  action  of  the  waves.  As  to  this,  see  Article  412,  p.  618. 
The  foot  or  "  toe"  of  the  slope  may  be  slightly  turned  up,  like  that 
of  a  weir,  to  prevent  the  undermining  action  of  the  returning 
current,  or  "undertow"  from  the  breakers.  (See  Article  472, 
p.  713.) 
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To  prevent  breakers  or  spray  from  gliding  tip  to  the  top  of  the 
slope,  and  dashing  over  the  summit  of  the  bulwark,  the  top  of  the 
slope  is  sometimes  curved  upwards,  so  as  to  present  a  concave  face 
to  the  waves ;  but  this  is  sometimes  liable  to  be  knocked  down  by 
the  shocks  which  it  receives;  and  in  that  case  it  is  best  to  carry  up 
the  slope  in  one  plane,  with  a  level  berm  or  bench  at  the  top  of  it, 
paved  with  large  blocks,  and  on  that  berm  to  erect  a  strong  parapet, 
set  so  far  back  that  its  cope  is  below  the  plane  of  the  slope.  A 
series  of  level  berms,  alternating  with  slopes  of  3  to  1  of  the  same 
length  with  the  berms,  or  thereabouts,  are  very  effective  in  break- 
ing the  waves  and  exhausting  their  energy;  the  blocks  at  the 
edges  of  the  berms  must  be  larger  than  the  rest 

The  largest  blocks  in  the  facing  of  the  slope  should  be  at  and 
near  half-tide  level,  because  the  waves  are  largest  at  half-flood. 

When  a  sloping  bulwark  stands  in  deep  water,  the  part  below 
low-water-mark  may  have  a  steeper  slope  than  that  above,  as 
being  less  violently  acted  upon  by  the  waves :  for  example,  from 
2  to  1  to  3  to  1  below  low- water-mark,  and  10  to  1  above.  The 
waves  will  partially  break  and  lose  their  energy  in  passing  over  the 
place  where  the  inclination  changes. 

IL  A  Steep-faced  Bulwark  or  Sea- Wall  should  be  proportioned 
like  a  reservoir  wall.  (See  Article  465,  p.  707.)  As  to  the  manner 
in  which  it  reflects  the  waves,  see  Article  512,  p.  755.  Its  cope 
should  either  rise  above  the  crests  of  the  highest  waves,  augmented 
as  they  are  in  height  by  the  reflection,  or,  should  that  be  impracti- 
cable, that  cope  should  be  made  of  stones,  each  large  enough  to 
resist  being  lifted  by  the  pressure  due  to  the  greatest  height  of  a 
wave  above  its  bed,  and  dowelled  to  the  adjoining  cope-stones. 
The  front  edge  of  the  cope  may  project  and  form  a  rounded  cornice 
to  throw  the  crests  of  the  waves  back.  The  remainder  of  the  wall 
may  have  a  hammer-dressed  ashlar  or  a  block-in-course  face,  backed 
with  coursed  rubble  or  with  strong  concrete,  the  whole  built  in 
strong  hydraulic  mortar,  and  the  outer  edges  of  the  joints  laid  in 
cement  (Article  248,  p.  389.)  The  chief  danger  to  the  face  of  such 
a  wall  is  that  the  water  should  penetrate  the  joints,  and,  by  its 
pressure  and  elasticity,  cause  stones  to  jump  out  after  receiving  the 
blow  of  a  wave. 

The  undermining  action  of  the  waves  on  the  ground  at  the  foot 
of  a  steep  wall  is  very  severe,  and  should  be  resisted  by  a  level  stone 
pitching,  (which  should  have  no  bond  or  connection  with  the  wall) 
and  by  a  series  of  groins.  The  un  dermining  action  may  be  somewhat 
moderated  by  forming  the  face  of  the  wall  into  steps,  so  as  to  in- 
terrupt the  vertical  descent  of  the  water.  Stones  lifted  out  of  a  level 
pitching  by  the  waves  fall  down  into  or  near  their  original  sites, 
provided  there  are  groins  to  prevent  them  from  travelling  side- 
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ways.     Those  lifted  out  of  a  sloping  pitching  roll  to  the  foot  of  the 
slope. 

When  there  is  an  earthen  embankment  behind  such  a  wall,  it 
should  have  a  retaining  wall  at  the  landward  side  also,  to  prevent 
the  earth  from  being  washed  away  by  water  which  may  collect  on 
the  top. 

IIL  Combined  Wall. — As  the  expense  of  erecting  a  steep  or 
vertical  wall  in  deep  water  is  very  great,  it  is  sometimes  combined 
in  such  situations  with  a  long  slope,  in  the  following  manner : — 
From  the  bottom  up  to  near  low- water-mark  extends  a  slope  of 
2  to  1  or  3  to  1,  terminating  in  a  long  level  or  nearly  level  berm 
or  "foreriiorc ;n  and  on  that  berm,  as  on  a  beach  in  shallow  water, 
is  built  a  steep  wall,  at  a  distance  back  from  the  edge  of  the 
slope  equal  to  twice  or  thrice  the  length  of  the  slope. 

521.  A  Breakwater,  being  placed  so  as  to  defend  a  harbour  or 
roadstead  from  the  waves,  differs  from  a  bulwark  by  having  sea 
at  both  sides  of  it  The  site  of  a  breakwater  should  be  so 
chosen  as  to  present  a  barrier  to  the  waves  of  the  prevailing 
storms,  and  especially  to  those  which  come  along  with  the  flood- 
current.  It  may  be  isolated,  and  in  the  midst  of  the  entrance 
of  a  bay,  as  at  Plymouth  and  Cherbourg,  or  it  may  run  out 
from  the  shore  into  deep  water.  In  the  latter  case,  the  beat 
position  for  the  junction  of  a  single  breakwater  with  the  land 
is  in  general  at  the  up-stream  corner  of  the  entrance  to  the  inlet  or 
harbour  (see  Article  515,  p.  758),  for  in  that  position  it  opposes  the 
strongest  flood-current,  and  does  not  interfere  with  the  strongest 
ebb-current.  The  principles  of  the  construction  of  the  front  of  a 
breakwater  are  the  same  with  those  described  in  the  preceding 
article  with  reference  to  bulwarks  in  deep  water.  The  back  of 
a  vertical-fronted  breakwater  is  usually  vertical  also;  that  of  a 
sloping  or  combined  breakwater,  if  intended  to  be  used  as  a  quay, 
is  vertical ;  in  other  cases  it  differs  from  the  front  only  in  having  a 
steeper  slope  (from  ltoltol£tol)  and  being  faced  with  smaller 
blocks.  As  to  embanking  and  building  under  water,  see  Article 
412,  p.  617.  When  a  stage  supported  on  screw  piles  is  used  to  tip 
the  stones  from,  those  piles  remain  imbedded  in  the  breakwater. 
Their  diameter  should  be  about  -^th  of  their  height,  so  that, 
in  very  deep  water,  they  may  require  to  be  built  of  several  balks  of 
timber  hooped  together,  as  at  Portland 

Fig.  298  is  a  section  of  the  Cherbourg  breakwater,  which  com- 
bines the  long  slope  and  vertical  face.  The  base  A  F  is  about  300 
feet;  the  slope  A  B  is  2  £  to  1 ;  B  C  is  5£  to  1 ;  E  F,  1  to  1 ;  CD 
is  a  nearly  level  platform,  on  which  stands  the  wall  G,  36  feet 
thick  at  its  base.  Ordinary  spring  tides  rise  19  feet,  the  depth 
at' low- water  being  40  feet. 
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Fig.  299,  a  section  of  the  Plymouth  breakwater,  illustrates  the 
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Fig.  298. 

principle  of  alternate  slopes  and  berms.     A  B  is  3  to  1,  BC  leveL 
C  D  5  to  1,  D  E  level,  E  F  1 J  to  1. 


Fig.  299. 

(As  to  breakwaters,  and  sea  defences  generally,  may  be  consulted 
the  works  of  Smeaton  and  Telford,  Sir  John  Kennies  works  On  the 
Plymouth  Breakwater  and  On  Harbours,  the  Proceedings  of  the 
Institution  of  Civil  Engineers  since  the  commencement,  and  Mr. 
BurnelTs  Treatise  on  Marine  Engineering.)    (See  also  p.  xvi.) 

522.  ReclciMtag  l*aad. — The  process  of  reclaiming  or  gaining 
land  from  the  sea  is  to  be  undertaken  with  great  caution,  especially 
in  river-channels  and  estuaries,  lest  it  should  diminish  the  tidal 
scour,  and  so  cause  the  silting  up  of  channels  and  harbours;  and, 
in  particular,  care  should  be  taken  that  the  space  for  tidal  water 
which  is  to  be  lost  through  the  reclaiming  of  the  land,  is  exactly 
made  up  for  by  deepening  or  otherwise  improving  other  parts  of 
the  estuary  or  channel  In  every  instance  in  which  that  pre- 
caution has  been  neglected,  the  damag*  and  in  some  cases  the 
ruin,  of  the  harbour  has  followed.  (See  Reports  of  the  Tidal  Har- 
bours Commission.) 

The  first  operation  in  reclaiming  land  is  usually  to  raise  its  level 
as  much  as  possible  by  warping,  or  deposition  of  sediment  from 
the  tidal  water;  with  a  view  to  which  the  land  to  be  reclaimed  is 
intersected  by  a  network  of  transverse  wattled  groins,  and  of  longi- 
tudinal dykes  of  the  same  construction. 

The  ground  having  been  raised  as  far  as  practicable  by  warping, 
is  enclosed  with  sea-dykes,  and  drained  in  the  manner  described 
in  Article  484,  p.  727. 

Section  IIL — Of  Tidal  Channels  and  Harbours. 

523.  The  Ia»pr«remeat  •€  TMal  BJrero  aad  Estuaries  depends 
mainly  on  the  strengthening  of  the  ebbing  current,  as  stated  in 
Article  517,  p.  760.     With  that  view,  the  measures  to  be  adopted 
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are  nearly  the  same  with  those  already  described  under  thehead  of 
Improvements  of  River- Channels,  Article  470,  p.  711,  with  the 
addition  that  the  space  which  at  each  tide  is  filled  and  emptied  is 
to  be  kept  as  large  as  possible.  For  the  purpose  of  concentrating 
the  latter  portions  of  the  ebbing  current  upon  the  deep-water- 
channel,  training-dykes  may  be  required.  That  these  may  not 
diminish  the  quantity  of  scouring- water,  they  should  rise  but  little, 
if  at  all,  above  low- water  mark  of  ordinary  spring-tides,  their  posi- 
tion being  marked  by  means  of  rows  of  beacons. 

Should  bulwarks  or  quays  be  erected,  they  Bhould  either  be  so 
placed  that  the  area  which  they  cut  off  by  contracting  wide  places 
may  be  compensated  for  by  widening  narrow  places,  or  that  the 
space  which  they  cut  off  may  be  compensated  for  by  deepening 
that  part  of  the  space  in  front  of  them  which  is  above  low-water- 
mark. 

The  most  important  effect  of  making  a  deep,  direct,  and  regular 
channel  for  a  tidal  river  consists  in  the  increase  in  the  extent  of  rise 
and  fall  of  the  tide,  and  the  diminution  of  that  steepening  action  of 
a  shallow  channel  on  the  front  of  the  tide- wave  which  has  been 
described  in  Article  516,  p.  758. 

In  order  to  increase  the  depth  over  a  bar,  piers  or  breakwaters 
must  be  carried  out  so  as  to  concentrate  the  current  over  it,  and  it 
is  best,  if  possible,  to  make  the  space  between  those  piers  widen  in- 
wards, in  order  both  to  hold  scourage- water  and  to  serve  as  a  "  wave- 
trap,"  or  space  for  storm-waves  which  roll  in  at  the  entrance  to 
spread  and  expend  themselves  in.  When  there  is  only  one  pier,  it 
should  run  from  the  up-stream  corner  of  the  entrance,  for  the  reason 
explained  in  Article  521,  p.  762,  observing  that  in  deciding  which  is 
the  up-stream  corner,  rcgarVl  must  be  had  to  the  flood-current  along 
the  shore,  in  case,  through  the  action  of  headlands,  its  direction 
should  be  different  from  that  of  the  flood-current  in  the  open 
fea. 

The  bar  may  thus  be  swept  into  deeper  water,  although  it  is  in 
general  impossible  to  remove  it  altogether. 

524.  A  8c««rteff»BMia  is  a  reservoir  by  means  of  which  the  tidal 
water  is  stored  up  to  a  certain  level,  and  let  out  through  sluices,  in 
a  rapid  stream,  for  a  few  minutes  at  low-water,  to  scour  a  channel 
and  ita  bar.  The  outlets  of  the  basin  should  face  as  nearly  as  pos- 
sible directly  along  the  channel  to  be  scoured ;  they  should  be 
distributed  throughout  its  whole  cross-section,  that  they  may  pro- 
duce an  uniform  steady  current  in  it  like  a  river,  and  may  not 
concentrate  their  action  on  a  few  spots.  To  carry  away  gravel  and 
large  shingle,  the  scouring  stream  should  flow  at  4  or  5  feet  per 
second,  and  the  dimensions  of  the  outlets  should  be  regulated 
accordingly.     One  of  the  best  examples  of  such  an  arrangement  is 
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at  the  south  entrance  of  the  harbour  of  Sunderland,  described  by 
the  engineer,  Mr.  Murray,  in  the  Proceedings  of  the  Institution  of 
Civil  Engineers  for  1856.  The  current  is  let  out  for  15  minutes  at 
low- water;  it  runs  at  about  5  feet  per  second,  and  is  sensible  in  the 
sea  2,000  yards  off,  although  it  is  confined  by  piers  for  350  yards 
only. 

525.  Qmrnym  of  masonry  are  to  be  regarded  as  a  class  of  retaining 
walls,  the  stability  of  which  has  been  treated  of  in  Articles  265  to 
269,  pp.  401  to  408,  and  their  construction  in  Articles  271,  272, 
pp.  409  to  411.  Their  ordinary  thickness  at  the  base  is  from  ^  to  ^ 
of  their  height.  When  founded  on  pHes,  the  timber- work  should 
be  always  immersed  (See  Part  II.,  Chapter  VI.,  Section  II.,  p. 
601.)  The  face  of  a  stone  quay  is  usually  protected  against  being 
damaged  by  vessels  by  means  of  a  network  of  uptight  fender-piles 
and  horizontal  fender-wales. 

As  to  timber  and  iron  quays,  see  Article  469,  p.  710,  and  the 
other  articles  there  referred  to. 

The  inner  side  of  a  breakwater  may  form  a  quay,  as  already 
mentioned. 

526.  Pim  of  masonry  running  out  into  the  sea  are  to  be  regarded 
as  upright  breakwaters  combined  with  quays,  and  require  here  no 
additional  explanation.  Those  of  timber  and  iron  are  best  formed 
of  a  skeleton  framework,  supported  by  screw-piles.  A  timber 
skeleton-pier  is  often  combined  with  a  loose  stone  breakwater,  in 
which  the  lower  parts  of  the  posts  are  imbedded. 

527.  Hulas  nad  Decks. — A  deep-water-basin  is  a  reservoir  sur- 
rounded by  quay-walls,  in  which  the  water  is  retained  when  the 
tide  falls  below  a  certain  level  (usually  somewhat  above  half-tide) 
by  a  pair  of  lock-gates  opening  inwards,  of  sufficient  size  and 
strength.  Should  the  entrance  be  exposed  to  waves,  a  ]>air  of  sea- 
gates,  or  gates  opening  outwards,  are  also  required,  to  be  closed 
during  storms.  A  deep-water-basin  may  also  be  used  as  a  scou  ring- 
basin.     (Article  524,  p.  764.) 

A  dock  differs  from  a  basin  in  having  a  lock  at  its  entrance, 
through  which  ships  can  pass  in  all  states  of  the  tide.  (As  to 
locks,  see  Article  506,  p.  746.)  A  harbour-lock,  like  a  river-lock, 
has  no  lift-wall.  In  order  that  vessels  may  pass  easily  in  and 
out,  the  entrances  of  docks  from  a  river-channel  should  slant 
up-stream  as  regards  tlie  ebb-current. 

One  of  the  best  forms  of  gate  for  basins  and  docks  is  a  caisson- 
gate,  being  a  water-tight  vessel  of  plate-iron,  which  can  be  floated 
to  or  from  its  seat  in  the  masonry  of  the  entrance,  being  placed  in 
a  recess  when  open.  When  closed  it  is  sunk  by  loading  it  with 
water,  which  is  run  into  a  tank  on  the  top  of  the  caisson.  In 
order  to  open  it,  it  is  floated  by  emptying  that  tank. 
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It  is  often  convenient,  when  practicable,  to  conduct  a  supply  of 
fresh  water  into  basins  or  docks,  care  being  taken  that  such 
supply  is  pure. 

528.  liigl*fc«MM.  The  principles  which  regulate  the  placing  and 
illuminating  of  lighthouses  form  a  subject  which  can  be  fully  con- 
sidered in  a  special  treatise  only,  such  as  that  by  Mr.  Thomas 
Stevenson.  When  a  lighthouse  is  exposed  to  the  waves,  it  may  be 
either  a  round  tower  of  masonry,  built  of  hewn  stones,  dove-tailed, 
tabled,  and  dowelled  to  each  other,  as  described  in  Article  412,  p 
618,  solid  up  to  the  level  of  high-water  of  spring  tides,  and  as  much 
higher  as  ordinary  waves  rise,  and  high  enough  in  all  to  keep  the 
lantern  clear  of  the  highest  breaking  and  reflected  storm-waves, 
with  an  overhanging  curved  cornice  to  throw  their  crests  back ;  or 
it  may  consist  of  a  skeleton  frame  of  screw-piles  and  diagonal  brac- 
ing, supporting  a  timber  or  iron  house  and  platform ;  and  in  this 
case  the  platform  needs  only  to  be  high  enough  to  clear  the  tops  of 
the  natural  unreflected  waves.  On  the  subject  of  the  strength  and 
stability  of  frames  supported  on  screw-piles,  see  Article  403,  p.  605. 
In  designing  the  frame  of  a  lighthouse  to  be  supported  on  them, 
regard  must  be  had  to  the  pressure  of  the  wind,  whose  greatest 
recorded  intensity,  in  Britain,  is  55  lbs.  per  square  foot  of  a  flat 
surface,  and  about  one-half  of  that  intensity  per  square  foot  of  the 
plane  projection  of  a  cylindrical  surface.  (See  8meaton*s  works; 
Stevenson  On  the  Bell  Rock  Lighthouse;  Mr.  Thos,  Stevenson's 
treatise  On  LighiJtouaes ;  and  Mr.  Mitchell's  "  Account  of  Light- 
houses on  Screw-Piles,"  in  the  Proceeding*  of  the  Institution  of 
Civil  Engineers  for  1848.) 
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Table  of  the  Resistance  of  Materials  to  Stretching  and 
Tearing  bt  a  Direct  Pull,  in  pounds  avoirdupois  per  square 
inch. 

Tenacity  Modulus  of 

Matkhiai*  -M*"*      «££&.!. 

Twrinfr  Stretching. 

Stones,  Natural  and  Artificial  : 

cSit,} 38oto3oo 

Glass, 9,400  8,000,000 

giate  J        9>6o°         13,000,000 

* ' (to  12,800    to  16,000,000 

Mortar,  ordinary, 50 

Metals: 

Brass,  cast, 18,000          9,170,000 

„      wire, 49,000         14,230,000 

Bronze  or  Gun  Metal  (Copper  8, )  , 

Tin  1), ......!?T...!  /  36,00°          9.900,000 

Copper,  cast, 19,000 

„       sheet, 30,000 

„       bolts, 36,000 

„       "wire, 60,000         17,000,000 

Iron,  cart,  various  qualities, {toJJ£    to  a££o££ 

„        average, 16,500         17,000,000 

Iron,  wrought,  plates, 51,000 

„       joints,  double  rivetted,  35,7  00 

„          „       single  rivetted,  28,600 

„        bars  and  bolts, {to  70^000}      29>°°o/>oo 

„        hoop,  best-best, 64,000 

f        70,000 ) 

>'       ^ {toiooiooo}     a5,30o,ooo 

„        wire-ropes, 90,000         15,000,000 

Lead,  sheet* 3,3°o  720,000 

Steel  bars  I        100,000         29,000,000 

' (  1*0130,000  to  42,000,000 

Steel  plates,  average, 80,000 

Tin,  cast, 4,600 

Zinc, 7,000  to  8,000 
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17,000 
6,300 
II,500 
15,000 
20,000 
11,400 
10,000  ) 
13,000  J 


14,000 
12,000 
14,000 

12,400 
9,000 
10,000 
10,500 
l8,0OO 
5,600 
l6,000 
20,000 
10,500 
23,400 

II,8oO 

l6,000 
8,000  ) 
►  2I,8oo  J 
IO,6oo 
1 0,000 
19,800 


to 


to 


1,600,000 

1,350,000 
1,645,000 

486,000 

1,140,000 

700,000 

1,340,000 

1,460,000 
1,900,000 
1,400,000 
1,800,000 
900,000 
1,360,000 


Tenaatr  M odnloji  of 

MATSBIAL8.  OrRa&t^to         w  R^S2Si  t. 

Tewing.  Stretching. 

Timber  and  other  Organic  Fibre: 

Acacia,  false.  See  "  Locust" 

Ash  (Fraxinus  excelsior), 

Bamboo (Bambusa  arwndinacea), 

Beech  (Fagus  sylvaiica), 

Birch  (Betola  alba), 

Box  (Buxus  sempervirens), 

Cedar  of  Lebanon  (CedrusLibanj), 

Chestnut  (Castanea  Vesca), <  . 

Elm  (Ulmus  campestris), 

Fir:  Red  Pine  (Pinus  sylveshis),      i  ^ 
„    Spruce  (Abies  excelsa), 

„    Larch  (Larix  Europcea), <  . 

lIa,vrthorn(Crat<Bgu80xyacantha), 

Hazel  (Corylus  Avdlana), 

Hempen  Cables, P. 

Holly  (Ilex  Aqui/olium), 

Hornbeam  (Carpinus  Betulus), . . . 
Laburnum  (Cytisus  Laburnum), 
Lancewood  (GuaUeria  virgata), 
Lignum- Vitro  (Guaiacum  offiici- ) 

™*e), J 

Locust  (Bobinia  P&3udo- Acacia), 

Mahogany  (SwiOenia  Mahagoni),      <  ^> 

Maple  (A  cer  campestris), 

Oak,  European  (Quercus  sessilir      ( 

Jloraand  Quercus  pedunculota),      \  to 
„      American    Bed     (Quercus ) 

rubra), J 

Poplar  (Populus  alba), 

Sycamore(ii  cerPseudo-Platanus), 
Teak,  Indian  (TecUma  grandis), 

„      African,  (?) 

"Whalebone, 

Yew  (Taxus  baecata), 


to 


10,250 

7,200 

13,000 

15,000 

21,000 

7,700 

8,000 


i,2S5,ooo 

1,200,000 
1,750,000 

2,150,000 

1,130,000 
1,040,000 
2,400,000 
2,300,000 
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n. 

Table  of  the  Resistance  of  Materials  to  Shearing  and 
Distortion,  in  pounds  avoirdupois  per  square  inch. 

_,   .  .  Transverse 

Resistance  Elasticity, 

Matkbialb.  Uf .  or  Resistance  to 

Metals:  shewing.  Dktortion. 

Brass,  wire-drawn, 5>33°>°oo 

Copper, 6,200,000 

Iron,  cast, 27,700        2,850,000 

1,500,000 
1,500,000 


J.VX1,    WWV, '/>/VV  *,U 

„     wrought, 50>000{t09,5 


Timber: 

Fir:  Red  Pine, 5ooto    800 

„      Spruce, 600 

„      Larch, 970  to  1,700 

Oak,  British, 2,300 

Poplar, 1,800 


III. 

Table  of  the  Resistance  of  Materials  to  Crushing  by  a 

Direct  Thrust,  w  pounds  avoirdupois  per  square  inch. 

Resistance 
Matebials.  to 

Crashing. 

Stones,  Natural  and  Artificial: 

Brick,  weak  red, 550  to  800 

„      strong  red, 1,100 

„      fire, !j700 

Chalk, 330 

Granite, 5>5<>o  to  11,000 

Limestone,  marble, 5>5°o 

„          granular, 4,000  to  4,500 

Sandstone,  strong, 5>5°° 

„         ordinary, 3,300  to  4,400 

„         weak, 2,200 

Rubble  masonry,  about  four-tenths  of  cut  stone. 

Metajus: 

Brass,  cast, 10,300 

Iron,  cast,  various  qualities, 82,000  to  145,000 

„      „     average, 112,000 

„    wrought, about  36,000  to    40,000 

3d 


770 


Matzbiai*.  to 

Qrusliiiia^ 
Timber,*  Dry,  crushed  along  the  grain: 

Aah, 9,000 

Beech, 9,360 

Birch, 6,400 

Blue-Gum  (Eucalyptus  Globulus), 8,800 

Box, 10,300 

Bullet-tree  (Achras  Sideroxyfon), 14*000 

Gabacalli, 9,900 

Cedar  of  Lebanon, 5,860 

Ebony,  West  Indian  (Brya  Ebenus), 19,000 

Elm, 10,300 

Kr:  Red  Pine, 5,375  to  6,200 

„     AmericanYellowPin^PtniwtwriaW/w),  5,400 

„     iArch, 5,570 

Hornbeam, 7,3<x> 

Lignum- Yite, 9,900 

Mahogany, 8,200 

Mora  (Mara  excdsa), 9,900 

Oak,  British, 10,000 

„     Dantric, 7,700 

„     American  Bed, 6,000 

Teak,  Indian, 12,000 

Water-Gum  (Tristama  nerifolia), 11,000 


IV. 

Table  of  the  Resistance  of  Materials  to  Breaking  Across, 
m  pounds  avoirdupois  per  square  inch, 

Besistance  to  Braking, 
Material*.  or 

Modulus  of  Bnpture.f 

SiURJEB : 

Sandstone, 1,100  to  2,360 

Slate, : 5,000 

*  The  resistances  stated  are  for  dry  timber.  Green  timber  is  ranch  weaker,  hating 
sometimes  only  half  the  strength  of  dry  timber  against  crashing. 

f  The  modulus  of  rupture  is  eighteen  times  the  load  which  is  required  to  break  a  bar 
of  one  inch  square,  supported  at  two  points  one  mot  apart,  and  loaded  in  the  middb 

1  the  points  of  support 
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Bedrtanoe  to  Breaking, 
Matbbuls.  or 

Modulus  of  Rapture. 

Metals: 

Iron,  cast,  open-work  beams,  average, 1^,000 

„       „    Bolid  rectangular  bars,  var.  qualities,  33,000  to  43,500 

»       n  n  n  average^ 40,000 

„     -wrought,  plate  beams, 42,000 

Ttmher: 

Ash, 12,000  to  14,000 

Beech, 9,000  to  12,000 

Birch, 11,700 

Blue-Gum, 16,000  to  20,000 

Bullet-tree, 15,900  to  22,000 

Gabacalli, 15,000  to  16,000 

Cedar  of  Lebanon, 7>400 

Chestnut, 10,660 

Cowrie  (Dammara  mistrcdis), 11,000 

Ebony,  West  Indian, •     27,000 

Elm, 6,000  to    9,700 

Kr:  Red  Pine, 7,100  to    9,540 

„     Spruce, 9,900  to  12,300 

„     Larch, 5,000  to  10,000 

Greenheart  (Nectamdra  Rodiari), 16,500  to  27,500 

Lancewood, i7*35o 

lignum- Vitse, 12,000 

Locust, 11,200 

Mahogany,  Honduras, 11,500 

„         Spanish, 7,600 

Mora, 22,000 

Oak,  British  and  Russian, 10,000  to  13,600 

„    Dantzic, 8,700 

„     American  Red, 10,600 

Poon, I3j3<>«> 

Poplar,  Abele, 10,260 

Sycamore, 9,600 

Teak,  Indian, i4>77o 

„     African, 14,980 

Tonka  {Dipteryx  odorata), 22,000 

Water-Gum, i7,4°o 

Willow  {SaUxy  various  species), 6,600 
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VI. 
Table  of  Specific  Gravities  of  Materials. 

Weightofacubio 
Gases,  at  32    Fahr.,  and  tinder  the  pressure  of  one       foot  in 
atmosphere,  of  2116-4  lb.  on  the  square  foot:         Ib-  avoirdupois, 

Air, 0080728 

Carbonic  Acid,  0-12344 

Hydrogen, 0-005592 

Oxygen, 0-089256 

Nitrogen, ; 0-078596 

Steam  (ideal), 0*05022 

JEther  vapour  (ideal), 0-2093 

Bisulphuret-of-carbon  vapour  (ideal), 0*2 1 37 

Olefiant  gas, 0-0795 

Weight  of  a  cnbio  Specific 

foot  in  gravity, 

lb.  avoirdupois.         pure  water  =  1. 

Liquids  at  320  Fahr.  (except  Water, 
which  is  taken  at  39°'4  Fahr.): 

Water,  pure,  at  39°*4, 62-425  1  *ooo 

„       sea,  ordinary, 64*05  1-026 

Alcohol,  pure, 49*38  0791 

„        proof  spirit, 57**8  0-916 

-^Ether, 44  -70  0-716 

Mercury, 84875  I3596" 

Naphtha, 52'94  0-848 

Oil,  linseed, 58-68  0-940 

„    olive, 57-12  0915 

„    whale, 57-62  0-923 

„    of  turpentine, 54*3*  0*870 

Petroleum, 54-81  0-878 

Solid  Mineral  Substances,  non-metallic : 

Basalt, 187*3  3"°° 

Brick, 125  to  135  2  to  2-167 

Brickwork, 112  1*8 

Chalk, 117  to  174  1*87  to  278 

Clay, 120  1-92 

Coal,  anthracite, 100  1*602 

„     bituminous, 77-4-6089-9  1*24  to  1*44 

Coke, 62*43  *°  103*6  i*oo  to  i-66 

Felspar, 162-3  2-6 

Flint, 164-2  2-63 
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Weight  of  acobio 

foot  in 
lb.  avoirdupois. 

Solid  Mutkrai.  Substances— amtinued. 

Glass,  Grown,  average, 156 

„     flint,         „         187 

„      green,       „         169 

„      plate,       „         < 169 

Granite, 164  to  172 

Gypsum, . 143-6 

limestone  (including  marble),..  169  to  175 

„         magneadan, 178 

Marl, 100  to  119 

Masonry, 116  to  144 

Mortar, 109 

Mud, 102 

Quartz, 165 

Sand  (damp), 118 

„    (dry), 88-6 

Sandstone,  average, 144 

„         various  kinds,. 13010157 

Shale, 162 

Slate, 175  to  181 

Trap, 170 

Mktaijb,  solid: 

Brass,  cast, 487  to  524*4 

»     ^ir** 533 

Bronze, 524 

Copper,  cast, 537 

»       sheet, 549 

„       hammered, 556 

Gold, 1 186  to  1224 

Iron,  cast,  various, 434  to  456 

„        average, 444 

Iron,  wrought,  various, 474  to  487 

„               average, 480 

Lead, 712 

Platinum, 1311  to  1373 

Silver, 655 

Steel, 487  to  493 

Tin, 456  to  468 

Zinc, 424  to  449 


gnrtj, 

pars  water  an  1. 

*'5 

30 

27 

27 

2*63  to  276 

**3 

27  to  2*8 

2-86 

1-6  to  1-9 

185  to  23 

175 

163 

2-65 

19 

142 

23 

2-08  to  2-52 

2-6 

2-8  to  2-9 

272 

7-8  to  84 

8-54 

8-4 

8-6 

8*8 

89 

19  to  19*6 

6-95  to  7 -3 

711 

7-6  to  78 

7-69 

IX'4 

21  tO  23 

105 

7-8  to  7-9 

73  to  7*5 

6-8  to  72 
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Weight  efseobio  Specific 

__              m  foot  in  gnnaj, 

TIMBER:'  IksTsirdapois.  porew*ter«l. 

Ash, 47  °753 

Bamboo, 25  04 

Beech, 43  0-69 

Birch, 44*4  °*7" 

Blue-Gum, 52-5  0843 

Box, 60  0-96 

Bullet-tree, 653  1046 

Oabacalli, $6-2  0-9 

Cedar  of  Lebanon, 30*4  0*486 

Chestnut, 33-4  °*535 

Cowrie, 362  0579 

Ebony,  West  Indian, 74*5  IVI93 

Elm, 34  °*544 

Rr:  Red  Pine, 30  to  44  0*48  to  07 

„      Spruce, 30  to  44  0-4815007 

„      American  Yellow  Pine,...  29  0*40" 

„      Larch, 31  to  35  0*5  to  056 

Greenheart, 625  1001 

Hawthorn, 57  0-9x 

Hazel, 54  °"M 

Holly, 47  °16 

Hornbeam, 47  076 

Laburnum, 57  0-92 

Lancewood, 42  to  63      0-675  to  101 

Larch.     See"Eir." 

Lignum-Vita, 41  *°  83  065  to  1*33 

Locust, 44  °11 

Mahogany,  Honduras, 35  °*5<> 

„          Spanish, 53  0*85 

Maple, 49  °79 

Mora, 57  °'9* 

Oak,  European, 43  to  62  0*69  to  0*99 

„     American  Bed, 54  0*87 

Poon, 3°*  °'S* 

Poplar  (Abele), 32  °'5* 

Sycamore, 37  0*59 

Teak,  Indian, 41  o'0*0" 

„     A&ican, 61  0-98 

Tonka, 62  to  66  0*99  to  roo* 

Water-Gum, 625  1001 

Willow,., 25  04 

Yew, 50  o* 

*  The  Timber  in  every  can  is  supposed  to  be  dry. 


TABLE  OF  8QUABEB 

AXD  fifth  powers. 

Square. 

Fifth  Power. 

Square. 

Fifth  Power. 

IO 

I  OO 

I  OOOOO 

55 

3°  25 

5032  84375 

II 

I  21 

I  61051 

56 

3136 

5507  31776 

12 

M4 

a  48832 

57 

32  49 

601692057 

13 

I  69 

3  7"93 

58 

33  64 

6563  56768 

14 

I  96 

5  37824 

59 

34  81 

7149  24299 

15 

3  25 

7  59375 

60 

360O 

7776  OOOOO 

16 

2  56 

10  48576 

61 

3721 

8445  96301 

17 

289 

14  19857 

62 

38  44 

9161  32832 

18 

3  34 

18  89568 

63 

39  69 

9924  36543 

19 

3<5l 

24  76099 

64 

4096 

10737  41824 

20 

400 

32  OOOOO 

65 

42  25 

1 1602  90625 

21 

4  41 

40  84101 

66 

43  56 

12523  32576 

22 

484 

51 53633 

67 

44  89 

^S01  25107 

*3 

5«9 

64  36343 

68 

4624 

1453933568 

34 

5  76 

79  62624 

69 

47  61 

15640  31349 

35 

625 

97  65625 

70 

4900 

16807  OOOOO 

26 

676 

118  81376 

7i 

50  41 

18042  29351 

27 

729 

143  48907 

72 

5184 

19349 17632 

28 

7  84 

172  10368 

73 

53  29 

2073071593 

29 

84I 

205  1 1 149 

74 

54  76 

2219006624 

30 

90O 

243  OOOOO 

75 

56  25 

23730  46875 

31 

961 

286  29151 

76 

57  76 

25355  25376 

32 

IO24 

335  54432 

77 

59  29 

27067  84157 

33 

I089 

391  35393 

78 

6084 

2887174368 

34 

II  56 

454  35424 

79 

62  41 

30770  56399 

35 

12  25 

525  21875 

80 

6400 

32768  OOOOO 

36 

12  96 

604  66176 

81 

6561 

34867  84401 

37 

I369 

693  43957 

82 

6724 

37073  98439 

38 

14  44 

79235168 

83 

6889 

39390  40643 

39 

15  31 

902  24199 

84 

7056 

41821  19424 

40 

160O 

1024  OOOOO 

85 

72  25 

4437o  53I25 

4i 

16  8l 

1158  56201 

86 

73  96 

47042  70176 

42 

I764 

1306  91232 

87 

75  69 

49842  09207 

43 

1849 

147008443 

88 

77  44 

52773  19168 

44 

I936 

1649  16224 

89 

7921 

55840  59449 

45 

20  25 

1845  38125 

90 

81  00 

59049  OOOOO 

46 

21  l6 

2059  62976 

9i 

8281 

62403  21451 

47 

22  09 

3393  45007 

92 

8464 

65908 15232 

48 

2304 

2548  03968 

93 

8649 

69568  83693 

49 

24OI 

2824  75249 

94 

8836 

73390  40224 

50 

25  00 

3125  OOOOO 

95 

9025 

77378  09375 

5i 

26oi 

3450  25251 

96 

92  16 

81537  26976 

52 

2704 

3802  04032 

91 

9409 

85873  40257 

53 

28  09 

4181  95493 

98 

9604 

90392  07968 

54 

29  l6 

4591  65024 

99 

9801 

95099  00499 

INDEX 


Abutments,  896,  427. 
Angles,  measurement  of  (see.  Theodolite, 
Sextant). 

plotting,  74. 

redaction  of;  to  the  centre,  128. 
Aqueducts  for  water  supply,  720,  722. 

for  canals,  744. 
Arches,  abutments  of;  427. 

catenarian,  195,  200,  418. 

centres  of,  415,  485. 

circular,  203,  422. 

depth  of  keystones  of,  425. 

elliptic,  204,  420. 

geostatic,  .209,  420. 

hydrostatic,  208,  419. 

iron  braced,  565. 

linear,  202,  218. 

of  brick,  415. 

of  stone,  413. 

piers  of;  428. 

plain  iron,  538. 

pointed,  218. 

skew,  429. 

stability  of  stone  and  brick,  416,  421. 

strength  of,  296,  482,  481,  588,  565. 

strength  of  stone  and  brick,  432. 

timber,  481. 
Archways,  underground,  433. 
Areas,  to  measure,  33. 
Asphalt,  876. 
Asphaltic  pavements,  630. 

Backwater  from  a  weir,  689. 

Balance  of  forces,  133. 

Ballast,  railway,  663. 

Bar  of  a  harbour,  formation  of,  759. 

scouring  of;  764. 
Barometer,  levelling  by,  9L 
Barrow,  886. 
Basalt,  356. 
Base  of  survey,  13, 18,  68. 

to  measure,  by  latitudes,  xrl. 
Basin,  distributing,  738. 

deep  water,  765. 


Basin,  scouring,  765. 
Bays,  tides  in,  757. 
Beams  (see  also  Girders). 

action  of  load  on,  239. 

allowance  for  weight  of,  261. 

cast  iron,  257,  261,  263,  524. 

cross-sections  of  equal  strength  for,  256. 

continuous  over  piers,  287. 

deflection  of,  268. 

effect  of  twisting  on,  280. 

expansion  and  contraction  of;  281. 

fixed  at  the  ends,  282. 

limiting  length  of,  261. 

of  timber,  lengthened,  456 ;  built,  463. 

of  uniform  strength,  259. 

process  of  designing,  276. 

proportion  of  depth  to  span  of,  275. 

resilience  of;  278. 

shearing  stress  in,  266. 

sloping,  292. 

stiffness  of,  268. 

strength  of,  249,  294. 

sudden  load  on,  278. 

to  deduce  stress  from  deflection,  296. 

travelling  load  on,  247. 

wrought  iron,  258,  265,  526. 
Bench,  in  earthwork,  or  Berm,  389. 

marks,  15. 
Beton  (see  Concrete). 
Bituminous  cement  and  concrete,  376. 
Blasting  (see  Rock). 
Blocks,  stability  of,  218. 
Boiling  point  of  water,  levelling  by,  93. 
Boring  tools,  832. 
Borings,  10,  331. 
Bracing  of  frames,  181. 
Brakes,  railway,  644. 
Brass,  586. 

Breakwaters,  762,  766. 
Bricks,  clay  for,  863. 

characteristics  of  good,  866. 

expansion  of;  by  heat,  867. 

manufacture  of,  865. 
Brickwork,  construction  of;  893. 
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Brickwork,  labour  of,  895: 

mensuration  <<  896. 

stability  04  896. 

strength  of;  866. 
Bridge,  canal,  668,  744. 

ftmmiog  d,  475. 

iron,  581,  542,  548,  562,  565,  070, 
678,  588. 

load  on  platform  of;  466. 

moveable,  745. 

over  rivers,  717. 

railway,  668. 

atone  and  brick  (see  Arches). 

timber,  465,  476. 

timber  arched,  481. 
Bronze,  586. 
Bulwarks,  sea,  760. 
Buoys,  in  marine  surveying,  117. 
Buttresses,  stability  of;  896. 

Caisson,  61L 

Canab,  bridges  or;  668, 744. 

classes  of,  742. 

construction  of,  748. 

crossed  by  railways,  668. 

dimensions  of;  742. 

lifts  and  inclined  planes  on,  749. 

locks  of;  746. 

tunnels  of,  745. 

water  supply  of;  750. 
Carpentry,  487  (ass  also  TImber> 

fastenings,  458. 

frames,  465. 

joints,  458. 
Catchment  (ass  Water  gathering-ground.) 
Catenarian  curves,  tables  of  co-ordinates 

of,  436. 
Catenary,  195. 

transformed,  200. 
Cementing  materials,  867. 
Cement  stones,  analysis  of;  867. 

artificial,  872. 

mixed,  874. 

natural,  871. 

strength  of,  874. 
Centre  of  an  arch,  415,  485. 

of  gravity  (see  Gravity). 

of  pressure  (see  Pressure). 
Chain  surveying,  18. 

balance  of  loaded,  185. 
Chairs,  665. 

Channels  (see  Water-channels). 
Checking  levels,  15. 
Chlorite  slate,  857. 


Circle,  reflernng,  65. 
Clay  for  bricks,  868. 
Clay  puddle,  844. 

81818,859. 

Cofler-dama,  611. 
Compass,  use  ot  67. 
Compensation  water  (see  Water> 
Concrete,  composition  of;  873. 

strength  or;  374. 
Conduits  (see  Water  conduits). 
Contour-lines,  95. 
Copper,  468,  586. 
Couples  of  forces,  139. 
Crib-work,  614. 
Cross  sections,  6,  7,  97,  708. 
Culverts,  stone  and  brick,  433,  705, 729. 

embanking  over,  341. 
Currents,  tidal,  measurement  of;  124. 
Curvature  of  the  earth,  87. 
Curves,  setting  out,  101,  651. 

on  railways,  648. 
Cuttings,  835  (see  Earthwork). 

Dams,  611  (see  also  Weirs). 
Datum,  2, 14,  117. 
Deviation,  powers  of,  11,  658. 
Diving  apparatus,  616. 
Dip  of  horizon,  124. 
Docks,  765. 

Dolomite,    366    (see    Magnestm  lime- 
atone). 
Drain  pipes,  720,  729. 
Drainage  area  (see  Water). 
Drainage  of  earthwork,  334,  335. 
Drainage  of  the  country,  724. 

of  towns,  728. 
Dredging,  614. 
Drifts  or  mines,  594. 
Dykes,  sea,  760.  | 


Earth,  adhesion  of,  815. 

dimensions  of  the,  2,  46. 

heaviness  ot,  817. 

natural  slope  of,  316. 

pressure  of;  321. 

theory  of  the  stability  of;  818. 
Earth-wagons,  4k8. 

Earthwork,  815  (see  also  Cutting  and 
Embankment). 

distribution  of,  840. 

drainage  of;  834,  842. 

equalizing  of;  333. 

execution  of;  881. 

finishing  slopes  of;  844. 

labour  St,  886. 
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Earthwork,  mensuration  of;  824. 

prevention  of  slips  in,  889. 

setting-oat,  118. 

strength  and  stability  of;  815. 

temporary  fencing  of;  888. 

under  water,  614. 
Eidograph,  127. 
Elasticity  of  solids,  225. 
Embankments     (see    Earthwork,    and 
Dykes). 

drainage  of,  842. 

execution  o£  840. 

for  drainage,  726. 

in  a  great  plain,  842. 

of  reservoirs,  702. 

on  soft  ground,  848. 

settlement  of,  889. 

under  water,  617. 
Excavation  (see  Catting). 

ander  water,  614. 
Exploring,  9. 

Factors  of  safety,  222. 
Features  of  the  country,  98. 
Fencing,  388. 
Field-book  of  survey,  80. 

of  levels,  89. 
Field-work,  engineering,  1. 

authorities  on,  180. 
Filters  (see  Water,  filtration  of  > 
Floodgates,  716. 

Floods  of  streams,  696  (see  also  Drainage). 
Flying  levels,  9,  98. 
Foundations,  ordinary,  877. 

by  caissons,  611. 

by  wells,  610. 

iron  tabular,  607. 

on  piles,  602. 

timber  and  iron-cased  concrete,  606. 

timber,  iron,  and  submerged,  601. 
Frames,  balance  and  stability  of;  178. 

of  iron,  642. 

of  timber,  465. 
Friction  of  solids,  171;  of  earth,  816. 

of  water,  677. 

Gaps  in  station-lines,  to  measure,  25. 
Gates  ofjocks,  748. 

of  basins,  736. 
Gathering-ground  (see  Water). 
Geodesy,  engineering  (see  Field-work). 
Girder  (see  Beam). 

bowstring,  timber,  488 ;  iron,  662. 

iron  braced,  548. 

lattice,  480,  498,  558,  562. 


Girder,  timber  braced,  478. 

tabular,  581. 

zig-zag,  or  Warren,  549. 
Gneiss,  856. 
Gradients,  ruling,  in  general,  622. 

of  railways,  641. 

of  roads,  628. 
Granite,  855. 
Grauwacke  slate,  859. 
Gravity,  centre  of,  162. 

specific,  151. 
Greenstone,  356. 
Groins  in  river- channels,  711. 

on  the  coast,  760. 

HARBOr/B-works,  762,  763. 
Headings,  594. 
Head  of  water,  672. 

loss  of,  674. 
Heaviness,  151  (see  also  Weight). 
Hill-shading,  96. 
Hornblende,  854. 

slate,  357. 
Horses,  power  of,  624,  637,  748,  752. 
Hydraulic  lime  (see  Lime). 

mean  depth,  678. 

mortar  (see  Mortar). 

pressure,  675. 
Hydraulics,  principles  of,  672. 
Hydrostatics,  principles  of;  164. 

Ibon  arched  ribs,  538. 
bars,  forms  of,  517. 
beams,  cast,  624. 
beams,  malleable,  526. 
bowstring  girder,  562.    • 
braced  arch,  565. 
braced  girders,  548. 
bridges,  581,  538,  542,  548,  578,  583. 
cast,  498. 

cast,  expansion  U,  by  heat,  508. 
cast,  strength  of;  499. 
castings,  502. 
chains,  619. 

corrosion  and  preservation  of;  514. 
fastenings,  515. 
foundations,  601. 

frames,  542.  * 

imparities  o£  497, 
malleable,  608. 
malleable  and  steely,  strength  oft  xv, 

609,  674,  687, 766. 
ores,  494. 
piers,  570. 
pipes,  721. 


780 


INDEX. 


Iron  platforms,  642. 
resilience  of;  613. 
roofs,  646. 
sheet-piles,  606. 
steely,  xv,  607. 
strength  of  weld  in,  620. 
•tints  and  pillars,  cast,  620;  wrought, 
621. 

1168,618. 

tabular  girders,  681. 
win  cables,  619. 
wrought  (see  Iron,  malleable). 
Irrigation,  780. 

Jumper,  332,  844. 

Lakk,  how  converted  into  a  reservoir,  707. 
Land-carriage,  lines  of;  in  general,  619. 
Latitude  of  a  place,  to  find,  129. 

length  of  a  minute  of,  46. 
Lead,  468,  684. 
Length,  measures  of;  2. 
Level,  80. 

Level-book  of  working  section,  111. 
Levelling,  1,  80,  86. 
.  by  the  barometer  and  thermometer, 
91. 

by  the  plane-table,  91. 

bv  the  theodolite,  90. 

staff,  82. 
Levels,  flying,  9. 
Level  surface,  2. 
Lighthouses,  681,  766. 
Lime,  carbonate  of,  356,  869. 

hydraulic,  870. 

pure,  rich,  or  fat,  869. 
Limestone,  analysis  of;  867. 

compact,  359. 

crystalline,  859. 

granular,  860. 

magnesian  (see  Magneaian  limestone). 
Locks  of  canals,  746. 

of  docks,  765. 

of  rivers,  752. 
Locomotive  engines,  adhesion  of;  680. 

power  exerted  by,  645. 

•  Maoicbsian  limestone,  855,  860. 
Marble,  359. 
Masonry,  349. 

authorities  on,  436. 

built  under  water,  618. 

construction  of;  382. 

instruments  used  in  building,  891. 

labour  of,  889. 


Masonry,  mensuration  oi;  892. 

stability  of;  396. 
Measures  of  length,  2;  area,  4 ;  volume,  4. 

pressure,  161,  672;  weight,  134. 

table  of  French  and  British,  772. 
Meridian,  to  find  the,  71. 

length  of  arcs  of,  46. 
Metals,  various,  684. 
Metallic  structures,  494. 
Mica-slate,  356. 
Mine-dust,  872. 
Mines  or  drifts,  594 
Mortar,  872. 

strength  oQ  874. 

Nails,  460. 

Nicking  out,  110. 

Notch-boards,  gauging  streams  by,  697. 

Notches,  discharge  of  water  through,  68 1. 

Offsets,  oblique,  23. 
Onset-staff,  21. 
Optical  square,  21. 
Ores  of  iron  (see  Iron  ores). 

Pantograph,  125. 
Pavements  (see  Roads). 
Piers,  iron,  570. 

of  harbours,  765. 

of  river  bridges,  717. 

of  stone  arches,  428. 

timber,  488. 
Piles,  602;  disc,  618. 

screw,  572,  606. 

sheet,  605. 
Pipes  (see  Water-pipes). 
Pits  (see  Shafts). 
Plan,  1,  13. 
Plane-table,  77,  91. 
Planimeter  (see  Platometer). 
Plank  roads,  631. 
Plans,  copying,  125. 

engraving,  lithographing,  and  print- 
ing, 125. 

enlarging  and  reducing,  126. 

scales  for,  4. 
Plaster,  378. 
Platforms,  iron,  646. 

of  railway  stations,  671. 

Umber,  465. 
Platometer,  34. 
Plotting  angles,  74. 

by  rectangular  co-ordinates,  76. 

chained  survey,  81. 

section,  90. 
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Porphyry,  858. 
Poszolana,  872. 
Pressure,  centre  of,  163. 

measures  of,  161,  672. 

of  fluids,  164. 

of  water,  672. 
Projections,  parallel,  149. 
Proof  strength,  228. 
Protractor,  74. 
Puddle  (see  Clay  paddle). 

Quarrying  (see  Rock> 
Quartz,  858. 
Quays,  iron,  710. 

stone,  765. 

timber,  710. 

Rails,  665. 

Railways,  682  (see  also  Ralls). 

action  of  brakes  on,  644. 

ballast  for,  663. 

best  positions  for  stations  on,  671. 

crossing  other  lines  of  conveyance,  658. 

carves  on,  648. 

gradients  with  auxiliary  power  on,  645. 

junctions  and  connections  of,  669. 

laying  ont  and  formation  of,  656. 

power  exerted  by  locomotives  on,  645. 

resistance  of  vehicles  on,  682. 

ruling  gradients  o£  64L 

sleepers  for,  664. 

tractive  force  on,  685. 
Rain-fall,  692. 
Rain-gauge,  695. 
Ranging  (see  Setting-oat). 
Reclaiming  land,  762. 
Reconnaissance  (see  Exploring). 
Refraction,  astronomical,  129. 

correction  of  levels  for,  87. 
Regime  (see  Water-channel). 
Reservoirs,  appendages  of;  704. 

embankments  of;  702. 

lake,  707. 

sites  of,  701. 

store,  699. 

town  (see  Water-distributing-basins). 

walls  of,  707. 
Resilience,  226. 

of  beams,  278. 

of  iron  and  steel,  518. 
Retaining  walls,  construction  <  409. 

stability  of,  401. 
Revdtoments,  iron,  710. 

stone  and  brick  (see  Retaining  walls). 

timber,  710. 


Ribs  (see  Arches). 

bent,  of  timber,  464. 
Right  angle,  to  set  out,  22. 
River  bridges,  717. 

diversions,  718. 

embankments,  726. 

navigation,  752. 

protection  of  banks  of;  710. 

stability  of  a,  708. 

surveys,  707. 

tidal  channel  of,  758,  763. 

weirs,  713. 
Rivers,  improvements  of  channels  of;  711. 
Roads,  623. 

asphaltio  pavement,  680. 

broken  stone,  626. 

crossed  by  railways,  658. 

laying  out  and  formation,  624. 

plank,  631. 

resistance  of  vehicles  on,  623. 

ruling  gradients  of,  623. 

stone  pavement,  628. ' 
Rock-cutting,  817,  844. 

blasting,  844. 

blasting  under  water,  616. 

boring,  344. 

foundations,  377. 

heaviness  of,  848. 

quarrying,  844. 

tunnelling  in  (see  Tunnel). 

(See  also  Stone.) 
Roofs,  covering  of,  468. 

iron,  546. 

timber,  469. 

SAJTDSTWrK,  357. 

Scales  for  plans,  4. 

for  sections,  7. 
Scouring  of  harbours,  768. 

basin,  765. 
Screw  piles,  572,  605. 
Sea  (see  Waves,  Tides,  and  Marine  sur- 
veying). 
Sea-defences,  760. 
Section,  1,  14. 

plotting,  90. 

scales  for,  7. 

working  (see  Working  section). 
Setting-out  works,  1,  99. 

curves,  101. 

levels,  113. 

reservoir  embankments,  702. 

slopes  and  breadths,  11,  113. 

straight  lines,  99. 
114. 
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,  628,  729. 
Sextant,  68. 

adjustments  U,  65. 

taking  altitudes  with,  124. 

use  <<  66,  119. 
Shafts,  sinking  of;  558. 

trial,  10,  881. 
Sheet-piles,  606. 
Signals  in  surveying,  17. 
Slate,  chlorite,  867. 

day,  869. 

grauwacke,  869. 

hornblende,  867. 

mica,  866. 
Soapstone,  867. 
Soundings,  121. 

Stability  and  strength,  summary  of  prin- 
ciples of,  129. 
Stand>pipe,  786. 
Stars,  polar  distances  of,  78. 
Station-pointer,  120. 
Stations  of  railways,  671. 
Steel,  506. 

resilience  of,  518. 

strength  of;  xv,  509, 687. 
Stiffness,  224. 
Stones,  argillaceous,  868. 

artiflcUl,  868,  867. 

calcareous,  859. 

chemical  constituents  ot,  851. 

expansion  o£  by  heat,  868. 

heaviness  of;  848. 

mechanism  for  moving  large,  890. 

predominant  minerals  in,  868. 

preservation  of,  862. 

siliceous,  855. 

strength  of,  860. 

structure  of;  849. 

testing  durability  of,  86L 
Streams,  flow  of,  686,  690. 

floods  in,  696,  726. 

measurement  of;  696. 
Streets,  pavement  of;  628. 
Strength  of  arches,  296,  482,  481,  588, 
565. 

against  shearing,  281. 

of  beams,  289,  249,  624  (see  Beams, 
Girders). 

of  bricks,  866. 

of  bridges  (see  Bridge). 

of  cast  iron,  499  (see  Iron,  cast). 

of  centres,  485. 

of  frames,  465,  542. 

of  hollow  cylinders,  227,  288. 

of  long  pillars  and  struts,  286,  520. 


Strength  of  materials  in  general,  221. 

of  mortar,  cement,  and  concrete,  374. 

of  pipes,  227,  721. 

of  platforms,  466,  542. 

of  short  pillars  and  struts,  282. 

of  spherioal  shells,  228. 

of  stones,  860. 

of  ties,  226,  618. 

of  timber,  460,  492  (see  Timber). 

of  wrought  iron  and  steel,  xv,  609, 
687,  766  (see  Iron). 
Stress,  measures  of;  161. 

of  solids,  166. 
Survey,  order  of  operations  in,  11. 

trigonometrical,  68. 
Surveying,  1, 8. 

marine,  117. 

water-channels,  707. 

water-gatfiertag-grounda,  693. 

with  angular  instruments,  86. 

with  the  chain,  17. 
Suspension  aqueduct,  744. 

bridge,  188,  578. 
Syenite,  865. 

Talc,  857. 
Theodolite,  53. 

adjustments  of;  58. 
Tidal  channels,  758. 
Tide-gauges,  118. 

Tides,  action  of;  on  coasts  and  harbours, 
759. 

description  of;  756. 
He-line  in  surveying,  24. 
Ties,  strength  of;  226,  518. 
Timber,  437  (see  also  Carpentry). 

appearance  of  good,  441. 

bridges,  465, 475, 481. 

durability  of;  449. 

examples  of,  442  to  446. 

felling,  447. 

preservation  of;  460. 

seasoning,  447. 

strength  of,  450. 
Tin,  685. 
Tramways,  682. 
Transformations  of  arches,  202. 

of  forces,  149. 

of  frames,  199. 
Transit  instrument,  99. 
Trap,  356. 
Traverser,  669. 

Traversing  survey,  12, 13,  70,  ?&, 
Trial-pits  (see  Fits). 
Trial-sections,  10. 
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Triangles,  Approximate  solution  of  spheri- 
cal, 51. 

solution  of  plane,  42. 

solution  of  spherical,  46. 
Triangulation,  68. 
Trigonometrical  formate,  summary  of;  86. 

survey,  68. 
Trigonometry,  use  of,  9. 
Truss  (see  Frame). 
Tunnels,  arching  of,  488. 

construction  of,  588. 

in  dry  and  solid  rock,  595. 

in  dry  fissured  rock,  696. 

in  mud,  599. 

in  soft  materials,  596. 

of  canals,  745. 

setting-out,  114. 
Turntable,  670. 

Viaducts  (see  Bridges). 

Warping  land,  768. 
Water-channels,  686,  690. 

channels,  stability  of,  708  (see  River). 

channels,  surveying  and  levelling,  707. 

compensation,  782. 

conduits,  718. 

contraction  of  streams  of;  679. 

discharge  of,  from  orifices,  notches,  and 
sluices,  681. 

distributing-basins,  788. 

distributing-pipes,  740. 

filtration  of;  788. 

for  towns,  demand  of;  780. 


Water,  friction  of;  677. 

gathering-ground,  698. 

heights  due  to  velocities  of;  676. 

level,  98. 

measurement  and  estimation  of;  692. 

meters,  699. 

pipes,  684. 

pipes,  cast  iron,  720. 

pipes,  earthen,  729. 

pumping  of,  728,  784. 

purity  of;  786. 

reservoirs,  691,  699. 

supply  from  rivers,  784. 

supply  from  springs,  784. 

supply  from  storage-works,  788. 

supply  from  wells,  786. 

supply  of  canals,  750. 

theory  of  the  flow  of;  672. 
Waves,  action  of,  756.   . 

motion  of,  758. 
Weight  of  bodies,  15L 

measures  of,  184. 

of  earth,  817. 

of  metals,  xv,  774. 

of  stones,  848,  774. 

of  timber,  775. 
Weirs,  681,  689. 

in  rivers,  718. 
Wheelbarrow,  886. 
Whinstone,  856. 
Wood  (see  Timber). 
Working  section  and  level-book,  111. 

Zmo,  468,  585. 
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